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taries, La.,  222;  Amite  River  and  Bayou  Monchac,  La.,  223;  Bayou  La  Fourche, 
La.,  Bayou  Terrebonne,  La.,  224;  Bayou  Plaquemine,  La.,  Bayou  Courtableau, 
La.,  225;  Bayou  Teche,  La.,  mouth  and  passes  of  Calcasieu  River,  La.,  226;  har- 
bor at  Sabine  Pass,  Tex.,  227;  Sabine  River,  Tex.,  Neches  River,  Tex.,  removing 
sunken  vessels  or  craft  obstructing  or  endangering  navigation,  22S;  examinations 
and  survey,  229. 

In  the  charge  of  Lieut.  John  Millis,  Corps  of  Engineers— 

Securing  mouth  of  Bayou  Plaqnemine,  La.^  from  further  caving,  removing  sunken 
vessel  or  craft  obstructing  or  endangering  navigation  of  New  Orleans  Harbor, 
La.,  231. 

In  the  charge  of  Maj.  Charles  J.  Allen,  Corps  of  Engineers— 

Entrance  to  Galveston  Harbor,  Tex.,  231;  ship  channel  in  Galveston  Bay,  Tex.,  232; 
Trinity  River,  Tex.,  Cedar  Bayou,  Tex.,  233;  Buffalo  Bayou,  Tex.,  harbor  at  Bro- 
JS08  Santiago,  Tex.,  234;  examinatious  and  survey^  235. 
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WESTERN  RIVEKS. 

In  the  charge  of  Capt.  J.  H.-  Willard,  Corps  op  Engineers — 

Red  River,  La.  and  Ark..  236;  Red  River  above  Fulton,  Ark.,  237;  Ouachita  and 
Black  rivers.  Ark.  and  La.,  238;  Ouachita  River  above  Camden,  Ark.,  239;  Bayou 
D^Ar bonne.  La.,  Bayou  Bartholomew,  La.  and  Ark.,  240;  Bay^u  Bceuf  (Boeuf  River) 
La.,  Tensas  River  and  Bayou  Ma^ou,  La.,  241;  bavous  Rondeway  and  VidaL  La., 
Big  Black  River,  Miss.,  242;  Yazoo  River,  Miss.,  243;  Tchula  Lake,  Miss.,  Talla- 
batchee  River,  Miss.,  Steele  Bayou  and  Washington  Bayou,  Miss.,  244;  Big  Sun- 
dower  River,  Miss.,  245;  Bi^  Hatchee  River,  Tenn.,  Forked  Deer  River,  Tenn., 
water  gauges  on  Mississippi  River  and  its  principal  tributaries,  246 ;  survey  of 
C^-press  Bayou  and  the  laxes  between  Jefferson,  Tex.,  and  Shreveport,  La.,  248; 
examinations,  249. 

In  the  charge  of  Capt.  H.  8.  Taber,  Corps  of  Engineers — 

Removing  obstructions  in  Arkansas  River,  Ark.,  Ind.  Ter.,  and  Eans.,  249;  Arkan- 
sas River,  Ark.,  Lid.  Ter.,  and  Kans.,  250;  Fourche  River,  Ark.,  251;  Petit  Jean 
River,  Ark.,  White  River,  Ark.,  252;  Cache  River,  Ark.,  258;  Little  Red  River, 
Ark.,  Black  River,  Ark.  and  Mo.,  254;  Black  River,  Mo.,  St.  FranciB  River,  Ark.. 
255;  St.  Francis  River,  Mo.,  Little  River,  Mo.  and  Ark.,  256;  •xaminations  ana 
survey,  257. 

.  In  the  charge  of  Capt.  S.  W.  Roessler,  Corps  of  Engineers— 

Examinations  of  Mississippi  River,  at  Memphis  Harbor.  Tenn.;  from  Lake  Co\k^i,^y 
Tenn.,  to  Fulton  County,  Ky.,  north  and  west  of  Reelfoot  Lake,  257. 

In 'THE  charge  of  Maj.  a.  M.  Miller^  Corps  of  Engineeri^— 

Removing  snass  and  wrecks  from  Mississippi  River,  258;  Mississippi  River  between 
the  Ohio  ana  Illinois  rivers,  259;  harbor  at  St.  Louis.  Mo.,  260;  Gasconade  River, 
Mo.,  261;  Osage  River,  Mo.,  262;  Kaskaskia  River,  111.,  263. 

In  the  charge  of  Maj.  E.  H.  Ruffner,  Corps  of  Engineers— 

Mississippi  River  between  Des  Moines  Rapids  and  mouth  of  Illinois  River,  263;  ex- 
amination, 264. 

In  the  charge  of  Maj.  A.  Mackenzie,  Corps  of  Engineers— 

Operating  snag  boats  and  dredge  boats  on  Upper  Mississippi  River,  264 ;  Mississippi 
River  between  Minneapolis  and  Des  Moines  Rapids,  265 ;  Des  Moines  Rapids,  Mis- 
sissippi River,  operating  and  care  of  Des  Moiiios  Rapids  Canal  and  Dry  Dock, 
266;  examinations  and  survey,  267. 

In  the  change  of  Maj.  W.  A.  Jones,  Corps  of  Engineers— 

Mi88is8i])pi  River  above  Falls  of  St.  Anthony,  Minn.,  reservoirs  at  headwaters  of 
Mississippi  River,  268;  Chippewa  River,  including  Yellow  Banks,  Wis.,  270;  St. 
Croix  River,  Wis.  and  Minn.,  Minnesota  River,  Minn.,  271;  Red  River  of  the 
North,  Minn,  and  N.  Dak.,  272 ;  gauging  Mississippi  River  at  or  near  St.  Paul, 
Minn.,  273;  examinations  and  survey,  2^. 

In  the  charge  of  Lieut.  Col.  Charles  R.  Suter,  Corps  of  Engineers— 

Examination  of  Missouri  River,  from  the  old  mouth  of  Platte  River,  Little  Point,  to 
a  point  opposite  Leavenworth;  and  at  Weston,  Mo.,  275. 

In  the  charge  of  Capt.  Chas.  F.  Powell,  Corps  of  Engineers— 

Missouri  River  between  the  Great  Falls,  Mont.,  and  Sioux  City,  Iowa,  275;  Yellow- 
stone River,  Mont,  and  N.  Dak.,  276;  examinations  and  surveys,  277. 

In  the  charge  of  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engineers— 

Tennessee  River  above  Chattanooga,  Tenn.,  and  below  Bee  Tree  Shoal,  Ala^.  278; 
Hiawassee  River,  Tenn.,  French  Broad  River,  Tenn.,  280;  Clinch  River,  Tenn., 
281;  Cumberland  River,  Tenn.  and  Ky.,  282;  Caney  Fork  River,  Tenn.,  284; 
South  F«>rk  of  Cumberland  River,  Ky.;  oxamiuations  and  survey,  285. 
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In  the  chakqe  op  Lieut.  George  W.  Goetuals,  Corps  of  Engineers— 

Teunessee  River  between  Chattanooga,  Tenn.,  and  foot  of  Bee  Tree  Shoals,  Ala.,  286; 
operating  and  care  of  Mnscle  Shoals  Canal,  Tennessee  River,  287  j  examination, 

In  tub  charge  of  LiiuT.  Col.  William  E.  Merrill,  Corps  op  Engineers — 

Ohio  River,  288;  operating  snag  boats  on  Ohio  River,  operating  and  care  of  Davis 
Island  Dam,  Ohio  River,  movable  dam  in  Ohio  River  near  mouth  of  Beaver 
River,  Pa.,  Monongahela  River,  W.  Va.  and  Pa.,  290;  operating  and  care  of 
locks  and  dams  Kos.  8  and  9,  Monongahela  River,  purchase  of  Lock  and  Dam 
No.  7,  Monongahela  River,  purchase  of  Lock  and  Dam  Ko.  6.  Monongahela  River, 
Cheat  River,  vV.  Va.,  291;  Allegheny  River,  Pa.,  dam  at  Herr  Island,  Allegheny 
River,  292 ;  ice-harbor  at  mouth  of  Muskingum  River,  Ohio,  Muskin^m  River, 
Ohio,  operating  and  care  of  locks  and  dams  on  Muskingum  River,  Ohio,  293;  ex- 
aminations, 294. 

In  the  charge  of  Maj.  O.  J.  Lydecker,  Corps  of  Engineers— 

Falls  of  tho  Ohio  River,  Louisville,  Ky.,  295;  Indiana  Chute,  Falls  of  the  Ohio 
River,  operating  and  care  of  Louisville  and  Portland  Canal,  Ky.,  296;  Wabash 
River,  lud.  and  lU.,  297;  White  River,  Ind.,  examination,  298. 

In  the  charge  of  Col.  William  P.  Craighill,  Corps  of  Engineers— 

Great  Kanawha  River,  W.  Va.,  299;  operating  and  care  of  locks  and  dams  on  Great 
Kanawha  River,  W.  Va.,  Elk  River,  W.  Va.,  300;  Gauley  River,  W.  Va.,  301:  New 
River,  from  tho  mouth  of  Wilson,  in  Grayson  County,  Va.,  to  the  mouth  of  Green- 
briar  River,  W.  Va.,  302;  examination,  303. 

In  the  charge  of  Maj.  D.  W.  Lockwood,  Corps  of  Engineers — 

Tradewater  River,  Ky.,  operating  and  keeping  in  repair  locks  and  dams  on  Green 
and  Barren  rivers,  Ky.,  304 j  Rough  River,  Ky.,  -Kentucky  River,  Ky.,  305;  oper- 
ating and  keeping  in  repair  locks  and  dams  on  Kentucky  River,  Ky.,  Licking 
River,  Ky.,  from  Farmer  to  West  Liberty,  306;  Big  Sandy  River,  A\ .  Via.  and  Ky.. 
Levisa  Fork,  Big  Sandy  River,  Ky.,  307;  Tug  Fork,  Big  Sandy  River,  W.  Va.  and 
Ky.,  Guyandotte  River,  W.  Va.,  Little  Kanawha  River,  W.  Va.,  308;  Buckhannon 
River,  W.  Va.,  examinations,  309. 

LAKE  HARBORS  AND  RIVERS.  • 

In  the  charge  of  Capt.  W.  L.  Fisk,  Corps  of  Engineers— 

Harbor  at  Grand  Marais,  Minn.,  310;  harbor  at  Agate  Bay,  Minn.,  harbor  at  Duluth, 
Miun.,  311;  harbor  at  Superior  Bay  and  St.  Louis  Bay,  Wis.,  312;  Minnesota  Point, 
at  Superior,  Wis.,  harbor  at  Ashland,  Wis.,  313;  harbor  at  Ontonagon,  Mich.,  314; 
Eagle  Harbor,  Mich.,  harbor  at  Marquette,  Mich.,  315;  harbor  of  refuge  at  Grand 
Marais,  Mich.,  resurvey  and  relocation  of  harbor  line  in  Portage  Lake,  Houghton 
County,  Mich.,  examinations  and  survey,  316. 

In  the  charge  of  Maj.  Charles  E.  L.  B.  Davis,  Corps  of  Engineers— 

Manistiqne  Harbor,  Mich.,  317:  Cedar  River  Harbor,  Mich.,  Menomonee  Harbor, 
Mich,  and  Wis.,  Menomonee  River,  Mich,  and  Wis.,  318;  Oconto  Harbor,  Wis.,  Pen- 
saukee  Harbor,  Wis.,  319;  Green  Bay  Harbor,  Wis.,  320:  harbor  of  refuge  at  en- 
trance of  Sturgeon  Bay  Canal,  Wis.,  Ahnapee  Harbor,  Wis.,  321;  Kewaunee  Har- 
bor, Wis.,  Two  Rivers  Harbor,  Wis.,  322;  Manitowoc  Harbor,  Wis.,  Sheboygan 
Harbor,  Wis.,  323;  Port  Washington  Harbor,  Wis.,  324;  harbor  of  refuge  at  Mil- 
waukee Bay,  Wis.,  Milwaukee  Harbor,  Wis.,  325;  Racine  Harbor,  Wis.,  Kenosha 
Harbor,  Wis.,  326;  Waukegan  Harbor,  111.,  327;  Fox  and  Wisconsin  rivers,  Wis., 
328;  operating  and  care  of  locks  and  dams  on  Fox  River,  Wis.,  329. 

In  the  charge  of  Capt.  W.  L.  Marshall,  Corps  of  Engineers— 

Chicago  Harbor,  111.,  329;  Calumet  Harbor,  111.,  330;  Calumet  River,  111.  and  Ind., 
331 ;  Illinois  River,  111.,  332;  operating  and  care  of  La  Grange  Lock,  Illinois  River, 
111.,  333;  niinois  and  Mississippi  Canal,  334;  examination  and  survey,  335. 
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In  the  chahob  ov  Maj.  Wiujam  Ludlow,  Corps  of  Enoinebrs— 

Petoskey  Harbor,  Mich.,  Charlevoix  Harbor  and  eutrauce  to  Pine  Lake,  Mich.,  336; 
Frankfort  Harbor,  Mich.,  harbor  of  refuge  at  Portage  Lake,  Mich.,  337;  Manistee 
Harbor,  Mich.,  Ludington  Harbor,  Mich.,  338;  Pentwater  Harbor,  Mich.,  White 
River  Harbor,  Mich.,  839:  Muskegon  Harbor,  Mioh.,  Grand  Haven  Harbor,  Mich., 
340;  Holland  (Black  Lake)  Harbor,  Mich.,  341;  Sangatnok  Harbor,  Mich.,  South 
Haven  Harbor,  Mich.,  342;  St.  Joseph  Harbor,  Mich.,  St.  Joseph  River,  Mich.,  343; 
Michigan  City  Harbor,  Ind.,  344;  examination  and  survey,  345. 

In  the  charge  of  Col.  O.  M.  Poe,  Corps  of  Exoineers — 

St.  Marys  River,  Mich.,  345;  operating  and  cure  of  St.  Marys  Falls  Canal,  Mich., 
dry  dock  at  St.  Marys  Falls  Canal,  Mich.,  346;  Hay  Lake  Channel,  St.  Marys 
River,  Mich.,  347;  harbor  at  Cheboygan,  Mich.,  harbor  at  Thunder  Bav,  Mich.,  348; 
Tliunder  Bay  River,  Mich.,  350;  harbor  at  Au  Sable,  Mich.,  Saginaw  River,  Mich., 
351;  harbor  of  refuge  at  Sand  Beach,  Lake  Huron,  Mich.,  353;  Black  River  at 
Port  Huron,  Mich.,  ^;  mouth  of  Black  River,  Mich.,  355;  St.  Clair  Flats  Canal, 
Mich.,  356;  operating  and  care  of  St.  Clair  Flats  Canal,  Mich.,  Clinton  River,  Mich., 
358;  Grosse  Pointe  Channel,  Mich.,  359;  Rouge  River,  Mich.,  360;  Detroit  River, 
Mioh.,  removing  sunken  vessels  or  craft  obstnicting  or  endangering  navigation, 
361;  examinations,  362. 

In  the  charge  of  Maj.  L.  Cooper  Overman,  Corps  of  Engineers — 

Monroe  Harbor,  Mich.,  363;  Toledo  Harbor.  Ohio,  364;  Port  Clinton  Harbor,  Ohio, 
365;   Sandusky  City  Harbor,  Ohio,  Sandusky  River,  Ohio,  366;   Huron  Harbor, 
Ohio,  367;  Vermillion  Harbor,  Ohio,  368;  Black  River  Harbor,  Ohio,  360:  Cleve-  . 
land  Harbor,  Ohio,  370;  Fairport  Harbor,  Ohio,  371;  Ashtabula  Harbor,  Ohio,  372; 
examinations  and  surveys,  3/3. 

In  the  charge  of  Maj.  Amos  Stickney,  Corps  of  Engineers-- 

Erie  Harbor,  Pa.,  373;  preservation  and  protection  of  peninsula  at  Presque  Isle, 
Erie  Harbor,  Pa.,  Dunkirk  Harbor,  N.  Y.,  374;  Buffalo  Harbor,  N.  Y.,  375;  Tona- 
wauda  Harbor  and  Niagara  River,  N.  Y.,  Wilson  Harbor,  N.  Y.,  376;  Olcott  Harbor, 
N.  Y.,  Oak  Orchard  Harbor,  N.  Y.,  377;  examination  and  survey,  378. 

In  the  charge  of  Capt.  Dan  C.  Kingman,  Corps  of  Engineers— 

Charlotte  Harbor,  N.  Y.,  378;  Pultneyville  Harbor,  N.  Y.,  379;  harbor  at  Great  Sodus 
Bay,  N.  Y.,  harbor  at  Little  Sodus  Bay,  N.  Y.,  380;  Oswego  Harbor,  N.  Y.,  381 ;  har- 
bor at  Sackctts  Harbor,  N.  Y.,  382. 

In  the  charge  of  Maj.  M.  B.  Adams,  Corps  of  Engineers — 

Shoal  between  Sister  Islands  and  Cross-over  Light,  St.  Lawrence  River,  N.  Y.,  Og- 
densburg  Harbor,  N.  Y.,  383;  Grass  River,  N.  Y.,  breakwater  at  Rouse  Point,  Lake 
Champlain,  N.  Y.,  384;  Great  Chazy  River,  N.  r.,  breakwater  at  Gordon  Landing, 
Lake  Champlain,  Vt.,  Plattsburg  Harbor,  N.  Y.,  885;  Burlington  Harbor,  Vt., 
Otter  Creek,  Vt.,  886;  Ticonderoga  River,  N.  Y.,  Narrows  of  Lake  Champlain, 
N.  Y.  and  Vt.,  387;  examinations,  388. 

PACIFIC  COAST. 

Is  the  charge  of  Col.  G.  H.  Mendell,  Corps  of  Engineers— 

Oakland  Harbor^  Cal.,  388;  survey  of  San  Francisco  Harbor,  San  Pablo  and  Suisun 
bavs,  Strait  of  Carquinez,  and  mouths  of  San  Joaquin  and  Sacramento  rivers,  Cal., 

IX  THE  CHARGE  OF  LlEUT.  COL.  W.  H.  H.  BeNYAUUD,  CORPS  OF  ENGINEERS— 

Napa  River,  Cal.,  389;  Redwood  Harbor,  Cal.,  Redwood  Creek,  Cal.,  390;  San  Luis 
Obispo  Harbor,  Cal.,  Wilmington  Harbor,  Cal.,  391;  San  Diego  Harbor,  Cal.,  392; 
examinations,  393. 

In  the  CHARGE  OF  Maj,  W.  H.  Heuer,  Corps  of  Engineers— 

San  Joaquin  River,  Cal.,  394;  Mokelumne  River,  Cal.,  395;  Sacramento  and  Feather 
river«,  Cal.,  396;  Petaluma  Creek,  Cal.,  Humboldt  Harbor  and  Bay,  Cal.,  397; 
examination  and  survey,  investigation  of  mining-debris  question  in  State  of  Cali- 
fornia, 399. 
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In  the  charge  op  Capt.  Thomas  W.  Symons,  Corps  of  Engineers— 

Coquillo  River,  Oregon,  399 ;  entrance  to  Coos  Bay  and  Harbor,  Oregon,  401 ;  Ump- 
qua  River,  Oregon,  Siuslaw  River,  Oregon.  402:  Yaquina  Bay,  Oregon,  403 ;  Tilla- 
mook Bay  and  Bar,  Oregon,  404 ;  Nehalem  Bay.  Oregon,  Upper  Columbia  and  Snake 
rivers,  Oregon  and  Wash^  405;  Columbia  River  betweeti  bead  of  Rock  Island 
Rapids  and  foot  of  Priest  Rapids,  Wasb.,  406;  Cbehalis  River,  Wasb.,  407;  Skag^it, 
Steilaquamisb,  Nootsack,  Snobomisb^  and  Snoqualmie  rivers,  Wasb.,  408 ;  examin- 
ations and  surveys,  409. 

In  the  charge  of  Maj.  Thobias  H.  Handbury.  Corps  of  Engineers-— 

Mouth  of  Columbia  River.  Oregon  and  Wasb.,  412;  construction  of  canal  at  tbe  Ca«- 
cadee,  Columbia  River,  Orecon,  414;  Columbia  and  Lower  Willamette  rivers  below 
Portland.  Oregon.  416;  Wiflamette  River  above  Portland,  Oregon,  417;  Cowlitz 
River,  Wash.,  418;  Young^s  and  Klaskoine  rivers,  Oregon,  gauging  waters  of  Co- 
lumbia River,  Oregon  and  Wash.,  419;  removing  sunken  vessels  or  craffc  obstruct- 
ing or  endangering  navigation,  examinations  and  surveys,  420. 

EXAMINATIONS,  SURVEYS,  AND  CONTINGENCIES  OF  RIVERS  AND  HAR- 
BORS   421 

SUPERVISION  OF  THE  HARBOR  OF  NEW  YORK 422 

MISSISSIPPI  RIVER  COMMISSION 422 

MISSOURI  RIVER  COMMISSION 423 

HARBOR  LINES 423 

Lubec,  Me.,  Kennebec  River  at  Bath,  Me.,  Boston  Harbor,  Mass.,  New  York  Har- 
bor and  its  adjacent  waters,  424:  Philadelphia.  Pa.,  New  CiMtle,  Del.,  St.  Augus- 
tine Harbor,  Fla.,  435;  Duluth  Harbor,  Bay  or  St.  Louis,  Superior  Bay  and  a^ja- 
ient  waters,  Minn,  and  Wis.,  Portage  Lake,  Mich.,  Chicago  Harbor,  111.,  San 
Francisco  Harbor  and  adjacent  waters,  Cal.,  San  Pedro,  Wilnungton  Harbor,  Cal., 
426;  Humboldt  Bay,  Cal.,  Astoria  Harbor,  Oregon,  427. 

BRIDOING  NAVIGABLE  WATERS  OF  THE  UNITED  STATES. 

(1)  Bridge  of  Winona  and  Southwestern  Railway  Company  across  Mississippi  River 
at  Winona,  Minn. ;  (2)  bridge  across  Powow  River,  between  the  towns  of  Ames- 
bury  and  Salisbury,  Mass.,  ^;  (3)  bridge  of  Clinton  and  Illinois  Bridf^e  Company 
across  Mississippi  River  near  Clinton,  lowaj  (4)  bridge  of  Leavenworth  and  Platte 
County  Bridge  Company  across  Missouri  River  between  Leavenworth,  Kans.,  and 
Platte  County,  Mo.,  428 ;  (5)  bridge  of  Charleston  and  South  Side  Bridge  Company 
across  Great  Kanawna  River  at  Cnarlestown,  W.  Va. ;  (6)  bridge  of  Oregon  Rail- 
way Extensions  Company  across  Columbia  River  near  Vancouver,  Wash.;  (7) 
bridge  of  The  South  Bound  Railroad  Company  across  Savannah  River  near  Sister 
Ferry,  Effingham  County,  Ga.;  (8)  bridge  of  Houston,  Central  Arkansas  and 
Northern  Railroad  Company  across  Little  River,  La. ;  (9)  bridge  of  Wiightsville 
and  Tennille  ^Tennville)  Railroad  Company  across  Oconee  River  near  Dublin,  Ga., 
429;  (10)  briage  of  Houston,  Central  Arkansas  and  Northern  Railroad  Company 
across  Ouachita  River  near  Columbia,  La. ;  (11)  bridi^e  of  Kansas  City  Terminal 
Railway  Company  across  Missouri  River  near  Quinaaro,  Kans.;  (12)  bridge  of 
city  of  St.  Paul,  Minn.,  across  Mississippi  River  at  St.  Paul,  Minn. ;  nL3)  bridge 
of  Cable  City  Bridge  Construction  Company  across  Arkansas  River  at  Dardanelle, 
Ark. ;  (14)  bridge  of  Houston,  Central  Arkansas  and  Northern  Railroad  Company 
across  Red  River  at  Upiper  Falls,  near  Alexandria,  La. ;  (15)  bridge  of  Macon, 
Dublin  and  Savannidi  Railroad  Company  across  Oconee  River  at  Dublin,  Ga. ;  (16) 
bridges  of  Tacoma,  Olympia  and  Grays  Harbor  Railroad  Company  across  Cbehalis 
River  between  Aberdeen  and  Cosmopolis,  Wash.,  and  across  Johns  River  near  its 
confluence  with  Grays  Harbor,  Wasn.,  430;  (17)  bridges  of  Norfolk  and  Western 
Railroad  Company  across  Tug  Fork  of  Big  Sandy  River,  91  and  95^  miles  above  Cat- 
lettsburg,  Ky. ;  (18)  bridge  of  Port  View  Bridge  Company  across  Youghio^beuy 
River  at  McKeesport,  Pa.:  (19)  bridge  of  Inter-State  Bridge  and  Street  Railway 
Company  across  Missouri  River  between  CouucU  Bluffs,  Iowa,  and  East  Omaha, 
Nebr. ;  (:K))  bridge  of  Northern  Pacific  and  Puget  Sound  Shore  Railroad  Company 
across  Duwamish  (D'Wamisb)  River  near  Seattle,  Wash. ;  (21)  bridge  of  Spokane 
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ftiid  Palonse  Railw^  Company  across  Clearwater  River,  abont  11  miles  above 
Lewieton,  Idaho;  (22)  bridge  of  Allegheny  Bridge  Company  across  Allegheny 
River,  at  Sixth  street,  Pittsburg,  Pa.;  (23)  bridge  of  Messrs,  Frederick  W.  Dick- 
inson ei  aL  across  channel  separating  Little  Island  from  mainland  at  Osterville, 
in  town  of  Barnstable,  Mass. ;  (24)  bridge  of  city  of  Winona,  Minn.,  across  Miss- 
issippi River  at  Winona,  Minn.,  431;  (25)  bridge  of  Missonri  River  and  Land 
Improvement  and  Construction  Company  across  Missouri  River  near  nfonth  of 
Kansas  River ;  (26)  bridge  of  Coos  Bay,  Roseburg  and  Eastern  Railroad  and  Navi- 
gation Company  across  Coal  Bank  Slough,  in  Coos  County ,  Oregon ;  (27)  bridge 
of  St.  Clair,  Maclisou  and  St.  Louis  Belt  Railroad  Company  across  Mississippi  River 
at  Alton,  111. ;  (28)  temporary  and  permanent  bridges  of  Chicago  and  North-Westem 
Railway  Company  across  North  Branch  of  Chicago  River  near  Kinzie  street, 
Chicago,  111.;  (29)  bridge  of  The  Upper  Bridge  Company  across  Mouon^ahela 
River  near  Pittsburg,  Pa. ;  (30)  bridge  of  Chicago  and  North  Michigan  Railroad 
Company  across  Pine  Lake,  near  Charlevoix,  Mich. ;  (31)  bridge  of  commissioners 
of  public  parks  of  the  city  of  New  York  across  Harlem  River  at  155tb  street  and 
McComb  Dam  Road,  New  York  City,  432:  (82)  bridge  of  North  River  Bridge  Com- 
pany across  Hudson  River  at  New  York  City,  433. 

BRIDGES  OBSTRUCTING  NAVIGATION. 

(1)  Bridge  across  Asliley  River,  S.  C. ;  (2)  bridge  across  Swinomish  Sloush,  Wash.,  433; 
(3)  bridge  across  Green  River  (below  Lock  No.  1),  at  Spottsville,  Ky. ;  ^4)  bridge 
across  Muskingum  River,  between  Marietta  and  Harmar,  Ohio;  (5)  briage  across 
Muskingum  River,  between  Taylorsville  and  Duncan  Falls,  Ohio;  (6)  bridge  across 
canal  ofMuskingum  River  at  foot  of  Main  street,  Zanesville,  Ohio ;  (7)  bridge  across 
Bayou  Plaquemine,  La.,  434 ;  (8)  bridge  across  channel  leading  to  Back  Cove.  Port- 
land Harbor,  Me. ;  (9)  bridge  across  Savannah  River  below  Augusta,  Ga. ;  (10)  oridge 
across  Tennessee  River  at  Florence,  Ala. ;  (11)  bridge  across  Little  Tennessee  River, 
near  Niles  Ferry,  Tenn. ;  (12)  bridge  across  Spuyten  Duyvil  Creek,  N.  Y. ;  (13)  bridge 
across  Trout  Creek,  Fla.,  435 ;  (14)  bridge  across  Chicago  River  at  Canal  street,  Chi- 
cago, 111. ;  (15)  bridge  across  Kentucky  River  at  Frankfort,  Ky.,  436, 

OCCUPANCY  OF  AND  INJURY  TO  PUBLIC  WORKS  BY  CORPORATIONS  AND 

INDIVIDUALS 436 


MISCELLANEOUS. 
WASHINGTON  AQUEDUCT. 

Is  THE   CHARGE  OF  LlEUT.   COL.   GkORGE  H.  ElLIOT,   CORPS  OF  ENOINBERS— 

Washington  Aqueduct,  436;  water  supply.  District  of  Columbia,  441;  increasing 
the  water  supply  of  Washington,  D.  C,  442;  erection  of  iishways  at  Great  Falls, 
443. 

PUBLIC  BUILDINGS  AND  GROUNDS  AND  WASHINGTON  MONUMENT,  DIS- 
TRICT OF  COLUMBIA. 

In  the  charge  of  Col.  O.  H.  Ernst,  Major,  Corps  of  Engineers 444 

SURVEY  OF  THE  NORTHERN  AND  NORTHWESTERN  LAKES. 

Survey  at  Marquette  Harbor,  Mich.,  445. 

PRINTING   AND    DISTRIBUTION   OF    CHARTS    OF   THE   NORTHERN  AND 
NORTHWESTERN  LAKES 445 

CONSTRUCTION  AND  IMPROVEMENT  OF  ROADS  AND  BRIDGES  IN  YEL- 
LOWSTONE  NATIONAL  PARK. 

In  the  charge  of  Maj.  William  A,  Jones,  Corps  of  Engineers 447 

MILITARY  AND  OTHER  MAPS 449 
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RECONNAISSANCES  AND  EXPLORATIONS. 

Officeks  on  duty  at  headquarters  of  military  division b  and  departments,  operations 
in  Division  of  tlie  Missouri,  449;  operations  in  Department  of  the  Columbia,  De- 
partment of  the  Platte,  Division  of  the  Pacific,  450. 

ESTIMATES  FOR  AMOUNTS  REQUIRED  FOR  SURVEYS  AND  RECONNAIS- 
SANCES IN  MILITARY  DEPARTMENTS,  AND  FOR  MAPS,  INCLUSIVE  OF 
WAR  MAPS 450 

OFFICE  OF  THE  CHIEF  OF  ENGINEERS. 

Officers  in  charge  of  divisions,  451. 

STATEMENT  SHOWING  RANK  AND  DUTIES  OF  OFFICERS  OF  THE  CORPS 
OF  ENGINEERS  DURING  THE  FISCAL  YEAR  ENDING  JUNE  80, 1891 ..  453 

LAWS  AFFECTING  THE  CORPS  OF  ENGINEERS.  FIFTY-FIRST  CONGRESS, 
SECOND  SESSION,  1890-'91.., 477 

FORTIFICATIONS,   ETC. 
APPENDIX  No.  1. 
REPORT  OF  CAPT.  DAN  C.  KINGMAN,  CORPS  OF  ENGINEERS. 
Protbction  of  Bite  of  Fort  Niagara,  N.  Y.,  517. 

APPENDIX  No.  2. 

REPORT  OF  COL.  D.  C.  HOUSTON,  CORPS  OF  ENGINEERS. 

Imfrovements. — Sea  wall  and  embankment  at  Davids  Island,  New  York  Harbor, 
521 ;  sea  walls  on  Governors  Island,  New  York  Harbor,  524. 

APPENDIX  No.  3. 
REPORT  OF  LIEUT.  COL.  PETER  C.  HAINS,  CORPS  OF  ENGINEERS. 

Improvements. — Beach  protection  at  Fort  Monroe,  Va.,  529;  water  supply  at  Fort 
Monroe,  Va.,  530  j  sewerage  system  at  Fort  Monroe,  Va.,  531. 

APPENDIX  No.  4. 
REPORT  OF  CAPT.  W.  M.  BLACK,  CORPS  OF  ENGINEERS. 
RiiPAiR  and  preservation  of  Fort  Marion,  St.  Augustine,  Fhi.,  533. 

APPENDIX  No.  5. 

REPORT  OF  LIEUT.  COL.  \V.  Rt  KING,  CORPS  OF  ENGINEERS. 

Post  of  Willets  Point,  N.  Y.,  537;  United  States  Engineer  School,  539;  Battalion  of 
Engineers,  540;  Engineer  Depot,  547;  experiments,  550;  statement  of  funds,  551; 
estimates,  553.  Appendixes:  B,  programme  of  study  and  instruction  for  winter 
season,  553;  C,  programme  of  study  and  instruction  for  summer  season,  556;  D, 
tests  of  explosives,  559;  E,  tests  of  building  materials,  565. 
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RIVERS   A]!fD   HARBORS,   ETC. 
APPENDIX  A. 

REPORT  OF   LIEUT.  COL.  JARED  A.  SMITH,   CORPS  OP   ENGINEERS. 

Improvements.— St.  Croix  River,  Me.,  570;  Lubeo  Cliannel,  Me.,  571;  Mooseabec 
Bar,  Me..  572;  Pleasant  River.  Me..  573;  Narragaagus  River,  Me.,  574;  breakwater 
from  Mount. Desert  to  Porcupice  Island,  Me.,  576;  Bagaduce  River,  Me.,  578; 
Penobscot  River,  Me.,  579;  Belfast  Harbor,  Me.,  586:  Camden  Harbor,  Me.,  587: 
Rockport  Harbor,  Me., 588;  Rockland  Harbor,  Me., 589;  Kennebec  River,  Me.,  590; 
Harraseeket  River,  Me.,  594;  Portland  Harbor,  Me.,  595;  channel  in  Back  Cove, 
Portland,  Me.,  597;  lA'eak water  at  mouth  of  Saco  River,  Me., 598;  Saco  River,  Me., 
599:  Kennebunk  River,  Me.,  601;  York  Harbor,  Me.,  602;  Portsmouth  Harbor,  N. 
H.,  604:  Bellamy  River,  N.  H,,  005;  Cocheco  River,  N.  H.,  607;  harbor  of  refuge  at 
Little  Harbor,  N.  H.,  608;  removing  sunken  vessels  or  craft  obstructing  or  endan- 
gering navigation,  609. 

ExAMiNATi(]iN8.--Harbor  of  Blue  Hill,  Mo.,  611;  Pepperell  Cove,  Me.,  614;  Lubec 
Channel,  Me.,  616,  Sullivan  Falls,  Me.,  619. 

Harbor  Lines.— Establishment  of  harbor  lines  at  Lubec,  Me.,  621 ;  establishment 
of  harbor  lines  in  Kennebec  River  at  Bath,  Me.,  622. 

APPENDIX  B. 

EEPOBT  OF  LIEUT.  COL.  S.  Itf.  MilN^FIELD,  CORPS  OF  ENGINEERS. 

iMPROVENrENTS. — Nowburvport  Harbor,  Mass.,  626;  Merrimac  River,  Mass., 
Powow  River,  Mass.,  630;  Ipswich  River,  Mass.,  631;  harbor  of  refuge,  Sand;^ 
Cape  Ann,  Mass.,  632;  Gloucester  Harbor,  Mass.,  635;  Manchester  Harbor,  1 
638;  SaLam  Harbor,  Mass.,  639;  Lynn  Harbor,  Mass.,  641;  Winthrop  Harbor,  Mass.^ 
644;  Boston  Harbor,  Mass.,  645;  Weymouth  River,  Mass.,  655;  Hiuffham  Harbor, 
Mass.,  656;  Scituate  Harbor,  Mass.,  658;  Plvmouth  Harbor,  Mass.,  660;  Wellflcet 
Harbor,  Mass.,  663;  Proviucetown  Harbor,  Mass.,  665,  Chatham  Harbor,  Mass.,  667. 

Examinations  and  Surveys.— North  Rivt^,  Salem,  Mass.,  668;  shoals  at  the  mouth 
of  North  River,  Mass.,  670;  Mystic  and  Maiden  rivers,  Mass.,  672;  Essex  River, 
Mass.,  676;  Town  River,  Mass.,  679;  Weymouth  Back  River,  Mass.,  682;  Kingston 
Harbor,  Mass.,  685. 

Harbor  Likes. — Entablishment  of  harbor  lines  in  Boston  Harbor,  Mass.,  688. 

APPENDIX.  C. 
Ri;PORT  OF  MAJ.  W.  R.  LIVERMORE,  COKPS  OF  ENGINEERS. 

iHPROVEaiENTS. — ^Harbor  of  refiige  at  Hi/annis,  Ma^s.,  694:  haibor  of  refuge  at 
Nantucket,  Mass.  696:  Marth:ui  Vineyard,  inner  harbor  at  Edgartown,  Mass.,  698: 
Vineyai'l  Haven  Harbor,  Ma«H.,700;  Wareham  Harbor,  Mass.,  701;  New  Bedforu 
Harbor,  Mass.,  70l ;  Westport  Harbor,  Mass.,  706-;  Tnuuton  River,  Mass.,  707;  Paw- 
tucket  River.  R  I.,  709;  Providence  River  and  flarragansett  Bay,  R.  I.,  712; 
removal  of  Green  Jacket  Shoal,  Providence  River,  R  I.,  715 ;  Greenwich  Bay,  R.  I., 
716;  co^'o  and  wat«r  way  near  Coaster  Harbor  Island,  R.  I.,  718;  Newport  Harbor, 
R.  I.,  7r»»;  harboi  of  refuge  at  Point  .Judith,  R.  I.,  7ti2;  harbor  of  refuge  at  Block 
Island,  R.  I.,  723;  Pawcatuck  River,  K;  I.  and  Conn.,  726;  harbor  of  refuge  at 
Stonington,  Conn.,  728;  removing  sunken  vessels  oi  craft  obstructing  or  endanger- 
ing navigation,  7:U. 

ExAijiXATiONS, — ^Nurragansett  Bay  Channel,  R.  I,,  between  Starve  Goat  Island  and 
the  mainland,  733^  Watch  Hill  Cove,  R.  I.,  735;  Newport  Harbor,  R.  I.,  south  of 
Qoat  Island,  736. 
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APPEl^DIX  D. 

REPORT  OF  COL.  I).  C.  HOUSTON,  CORPS  OF  ENGINEERS. 

Improvements.— Mystic  River,  Conn.,  740;  Thames  River,  Conn.,  742 ;  New  London 
Harbor.  Conn.,  74t$  J  Connecticut  River,  Mass.  ^nd  Conn.,  748;  harbor  of  refngo  at 
Duck  Island  Harbor,  Conn.,  757;  Clinton  Harbor.  Conn.,  759;  New  Haven  Harbor, 
Conn.,  761;  break  water  at  New  Haven,  Conn.,  766;  Alilford  Harbor,  Conn.,  770; 


Housatonic  River,  Conn.,  773;  Bridgeport  Haibor,  Conn.,  778;  Black  Rock  Harbor, 
Nor  walk  Hsu'bnr,  Conn.,  786;  harbor  at  Wilson  Point,  Conn.,  789;  Five 


Conn..  784 


Mile  River  Harbor,  Conn.,  792;  Stamford  Harbor,  Conn.,  795;  Port  Chester  Harbor, 
N.y.,  797:  Larchmont  Harbor,  N.  Y.,  800;  Echo  Harbor,  New  Rochello,  N.  Y.,  802 ; 
NewRoehelle  Harbor,  N.Y.,804;  East  Chester  Creek,  N.  Y.,  806:  Gkeenport  Har- 
bor, N.Y. ,  811;  Port  Jefferson  Harbor,  N.  Y.,  814;  Hnntington  Harbor,  N.  Y.,  817; 
Glen  Cove  Harbor,  N.  Y.,  820:  Flushing  Bay,  N.Y.,  822;  Patchogue  River,  N.  Y., 
825 ;  Browns  Creek,  Say ville,  N.  Y.,  828. 
EXAMTKATioxs  AND  SURVEYS.— Stony  Creek  Rlver  at  StonyCfeek,  Conn.,  831 ;  Shaw 
Cove,  New  London  Harbor,  Conn.,  833;  Connecticut  River,  below  Hartford,  Conn., 
836;  Sangatuck  River,  Conn.,  8*10;  Mattituck  Bay,  N.Y.,  843;  Stamford  Harbor, 
Conn.,  848;  Cos  Cob  or  Miamus  River,  Conn.,  852 ;  Peconic  River,  N.  Y".,  855 ;  Sag 
Harbor,  N.Y.,  859. 

APPENDIX  E. 

REPORT  OF  LIEUT.  COL.  G.  L.  GILLESPIE,  CORPS  OF  ENGINEERS. 

Improvements.— Hudson  River,  N.  Y.,  864 ;  harbor  at  Sangerties,N.  Y.,879;  harbor 
atRoudout,N.Y.,882;  Wappinger  Creek,  N.Y.,  885;  Harlem  River,  N.  Y.,  886;  re- 
moving obstnujtions  in  East  River  and  Hell  Gate,  N,  Y.,  899;  Newtown  Creek,  N.  Y., 
906;  Buttermilk  Channel,  New  York  Harbor,  911;  Gowanus  Bay,  N.  Y.,  914;  New 
York  Harbor,  N.  Y.,  922;  Raritan  Bay,  N.  J.,  931;  removing  sunken  vessels  or  craft 
obstructing  or  endangering  navigation,  937. 

Examinations  and  Surveys. — Buttermilk  and  Gowanus  Bay  Channels,  New  York 
Harbor,  937;  Bay  Ridge  Channel,  N.  Y.,  940;  Champlin  Creek,  N.  Y.,  942;  Hud- 
son River  and  Moodna  River  (Murderers  Creek)  at  Cornwall,  N.  Y.,  944;  Bronx 
River,  N.  Y.,  949;  Westchester  Creek,  N.  Y.,  954. 

Harbor  Lines. — Establishment  of  harbor  lines  in  New  York  Harbor  and  its  adja- 
cent waters,  958. 

PAET  II. 

APPEXDIX  F. 

REPORT  OF  CAPT.  THOS.  L.  CASEY,  CORPS  OF  ENGINEERS. 

Improvements.— Sumpawanus  Inlet,  N.  Y.,  978;  Canarsie  Bay,  N.  Y.,  980;  Shecpa- 
head  Bay,  N.  Y.,  982;  Arthur  Kill,  N.  Y.  and  N.  J.,  983;  channel  between  Staten 
Island  and  New  Jersey,  986;  Passaic  River,  N.  J.,988;  Elizabeth  River,  N.  J.,993; 
Rahway  River,  N.  J.,  995;  Raritan  River,  N.  J.,  996;  South  River,  N.  J.,  999;  Key- 
port  Harbor,  N.  J.,  1001;  Mattawan  Creek,  N.  J.,  1003;  Shoal  Harbor  and  Compton 
Creek,  N.  J.,  1004;  Shrewsbury  River,  N.  J.,  1007;  Manasquan  (Squan)  River,  N.  J., 
1010 ;  removing  sunken  vessels  or  craft  obstructing  or  endangering  navigation,  1013. 

Examinations  and  Survey.— Princess  Bay,  Staten  Island,  N.  Y.,  1013;  Hackensack 
River,  N.  J.,  1016. 

APPENDIX  G. 

REPORT  OF  MAJ.  C.  W.  RAYMOND,  CORPS  OF  ENGINEERS. 

Improvements.— Delaware  River,  Pa.  and  N.  J.,  1022;  harbor  between  Philadelphia 
Pa.,  and  Camden.  N.  J.,  1029;  Schuylkill  River,  Pa.,  1069;  ice-harbor  at  Marcus 
Hook,  Pa.,  1072:  ice-harbor  at  head  of  Delaware  Bay,  Del.,  1072;  construction  of 
iron  pier  in  Delaware  Bay,  near  Lewes,  Del.,  1073;  harbor  at  Delaware  Break- 
water, Del.,  1075 ;  Rancocas  River,  N.  J.,  1084 ;  AUoway  Creek,  N.  J.,  1086 ;  Maurice 
River,  N.  J.,  1088;  removal  of  wrecks  from  Delaware  Bay  and  River,  1090;  removinj 
sunken  vessels  or  craft  obstructing  or  endangering  navigation,  1090. 
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Examinations  and  Sdrvkys. — Shark  River,  N.  J.,  1092;  sonnd  between  Bamei^at 
Bay  and  Great  Egg  Harbor  Bay,  N.  J.,  1093;  Little  Egg  Harbor  Bay  an«l  Iiilet,  in- 
cluding Great  Bay,  N.  J.,  1095;  thoroughfare  from  Cape  May  to  the  Great  Bay 
north  of  Atlantic  City,  N.  J.,  1097;  Cape  May  City,  N.  J.,  1099;  Pensaukeu  Creek, 
N.J.,  1100;  West  Branch  of  Susquehanna  River,  Pa.,  1102;  Toms  Rive*,  N.  J.,  1114; 
Goshen  Creek,  N.  J.,  1116;  harbor  of  refuse  near  montli  of  Delaware  Bay,  1120. 

Harbok  Lines. — Establishment  of  harbor  lines  in  port  of  Philadelphia,  1121. 

APPENDIX  H. 

REPORT  OF  WM.   F.  SMITH,  UI^ITED   STATES  AGENT,   MAJOR  OF  ENGI- 
NEERS, U.  S.  ARMY,  RETIRED. 

IifpROVEMKXTS.— Wilmington  Harbor,  Del.,  1136;  ice-harbor  at  New  Castle,  Del., 
1160;  Appoquinnimink  River,  Del.,  1161;  Smyrna  River,  Del.,  1162;  St.  Jones 
River,  Del.,  1165;  Mispillion  Creek,  Del.,  1166;  Broadkiln  River,  Del.,  1167;  in- 
land water  way  from  Cnincoteague  Bay,  Va.,  to  Delaware  Bay,  at  or  near  Lewes, 
Dei.,  1168;  Susquehanna  River,  above  and  below  Havre  de  Grace,  Md.,  1181;  North 
East  River,  Md.,  1182;  Elk  River,  Md.,  1184;  Fairlee  Creek,  Md.,  1186;  Chester 
River,  Md.,  from  Crnmpton  to  Jones  Landing,  1188:  Choptank  River,  Md.,  1189; 
Cambridge  Harbor,  Md.,  1191;  Wicomico  River,  Ma.,  1193;  Manokin  River,  Md., 
1195;  Onancock  Harbor.  Va.,  1197;  harbor  at  Cape  Charles  City,  Va.,  and  ap- 
proaches by  Chen  ton  (Cnerrystone)  Inlet,  1199;  removing  sunken  vessels  or  craft 
obstructing  or  endangering  navigation,  1201. 

ExAMiicATioNS  AND  SURVEYS.— Linchcster  River,  Md.,  1202;  Northwest  Fork  of 
Nanticnke  River,  Md.,  1204;  Tangier  Harbor.  Va.,  1207;  Broad  Creek  River,  Del., 
1209;  Turner  Creek,  Md.,  1211;  La  Trappe  River,  Md.,  1215;  Warwick  River,  Md., 
1218;  Broad  Creek,  Md.,  1221. 

Hakbor  Lines. — ^Establishment  of  harbor  lines  at  New  Castle,  Del.,  1225. 

APPENDIX  I. 

REPORT  OP  COL.  WM.  P.  CRAIGHILL,  CORPS  OF  ENGINEERS. 

Improvements.— Patapsco  River  and  channel  to  Baltimore,  Md.,  1227;  James  Rivar, 
Va.,  1234. 

Examination. — Patapsco  River,  Md.,  from  the  Craighill  Channel  to  the  sngar  refin- 
ery wharves,  Curtis  Bay,  1243. 

APPENDIX  J. 

REPORT  OP  LIEUT.  COL.  PETER  C.  HAIN8.  CORPS  OF  ENGINEERS. 

Improvements.— Potomac  River  at  Washington,  D.  C,  1246;  Potomac  River  at  Mt. 
Vernon,  Va.,  1252;  Occoouan  Creek,  Va.,  1253;  Aquia  Creek,  Va.,  1255;  harbor  at 
Breton  Bay,  Md.,  1258;  Nomini  Creek,  Va.,  1259;  Patuxent  River,  Md.,  1262;  Rap- 
pahannock River,  Va.,  1264;  Urbana  Creek,  Va.,  1268;  York  River,  Va.,  1270;  Mat- 
taponi  River,  Va.,  1273;  Pamnnkey  River,  Va.,  1275. 

Examinations.— St.  Leonard  Creek,  Md.,  1277;  St.  Jerome  Bay,  Md.,  1278;  Pis- 
cataw.ay  Creek,  Md.,  1279;  Newport  Creek,  head  of  Wicomico  River,  Md.,  1281; 
Smith  Creek,  Md.,  1282;  Nandua  Creek,  Va.,  1283;  Potomac  Creek,  Va.,  1285; 
Upper  Machodoc  Creek,  Va..  1286;  Great  Wicomico  Riverj'Va.,  1288;  Crane  Creek, 
Va.,  1289;  Piscataway  Creek,  Va.,  1289. 

APPEITDIX  K, 

REPORT  OF  CAPT.  G.  J.  FIEBEGER,  CORPS  OF  ENGINEERS. 

lMPROVEMRNT8.>-Harbor  of  Norfolk  and  its  approaches,  Va.,  1291 ;  approach  to  Nor- 
folk Harbor  and  the  United  States  navy-yard  at  Norfolk,  Va.,  1296;  Hamnton 
Creek  and  Bar,  Va.,  1297;  Nansemond  River,  Va.,  1298;  Chickahominy  River,  Va., 
1299;  Appomattox  River,  Va.,  1300;  inland  water  route  from  Norfolk  Harbor,  Va., 
to  Albemarle  Sound,  N.  C..  through  Currituck  Sound,  1302;  North  Landing  River, 
Va.  and  N.  C,  1304;  Currituck  Sound,  Coaigok  Bay,  and  North  River  Bar,  N.  C, 
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ExAMiNATiOKS.— Chiekahominy  River,  ftom  Holly  Landing  to  Long  Bridge^  Vft., 
1305;  western  branch  uf  Klizabetli  River,  Va.,  1307;  water  way  to  connect  Lpin 
Haven  hay  witL  eastern  branch  of  Elizabeth  River,  Va.,  1310;  Nottoway  River, 
from  mouth  of  river  to  Courtland,  Va.,  1315;  North-Weet  River,  N.  C,  up  to  Moy- 
ock,  1321; 'West  Neck  River,  to  and  beyond  Dozier  Bridge,  Va,,  1324. 

APPENDIX  L. 
REPORT  OF  CAPT.  W,  H.  BIXBY,  CORPS  OF  ENGINEJJRS. 

iMPROVEMEXi-s.—Staunton  River,  Va.,  1328;  Roanoke  River,  Va.  and  N.  C,  1330; 
Pasquotank  River,  N.  C,  1335;  Mackey  Creek,  N.  C,  1339:  Ocracoke  Inlet,  N.  C, 
1341;  Fishing  Creek,  N.  C,  1345;  Pamlico  and  Tar  rivers,  N.  C,  1347;  Contentnia 
Creek,  N.  C,  1351;  Trent  River,  N.  C,  1355;  Neuse  River,  N.  C,  1358;  inland 
water.way  between  New  Benie  and  Beaiffort,  N.  C,  1363:  harbor  at  Beaufort,  N. 
C,  1367;  inland  water  way  between  Beaufort  Harbor  and  New  River,  N.  C,  1372; 
water  way  between  New  River  and  Swansboro,  N.  C,  1376;  New  River,  N.  C,  1379 ; 
North  Ea*t  (Cape  Fear}  River,  N.  C,  1383;  Black  River,  N.  C,  1387;  Cape  Fear 
River,  N.  C,  above  Wilmington,  1390;  Cape  Fear  River,  N.  C,  at  and  below  Wil-. 
mington,  1394;  Lockwoods  Folly  River,  N.  C,  1402;  Yadkin  River,  N.  C,  1404; 
harbor  at  Georgetown,  S.  C,  1408;  Winyaw  Bay,  8.  C,  1411;  removing  sunken 
vessels  or  craft  obstructing  or  endangering  navigation,  1417. 

Examinations.— Water  way  from  Pungo  River  to  Sladesville,  N.  C,  1418;  water 
way  between  Pamlico  River  and  Bay  River,  N.  C,  1421;  Drum  Inlet,  N.  C,  1425; 
harbor  of  Washington,  Pamlico  River,  N.  C,.  1429;  White  Oak  River,  from  Rob- 
erts Landing  to  Collins  Crossing,  N.  C,  1434 ;  Black  River,  from  Kingstree  to  its 
mouth,  S.  C,  1435. 

APPENDIX  M. 

REPORT  OF  CAPT.  FREDERIC  V.  ABBOT,  CORPS  OF  ENGINEERS. 

Improvements.— Waccamaw  River,  N.  C.  and  S,  C,  1442;  Limiber  River,  N.C.  and 
S.  C.  1445;  Little  Pedee  River,  S.  C,  1448;  Great  Pedee  River,  S.  C,  1450:  Clark 
River,  S.  C.,  1453;  Mingo  Creek,  S.  C,  1455;  Santee  River,  S.  C,  1458;  Watereo* 
River,  S.  C,  1462;  Congaree  River,  S.  C,  1464;  harbor  at  Charleston,  8.  C,  1467; 
Asldey  River,  8.  C,  1476;  Wappoo  Cut,  S,  C,  1477;  Edisto  River,  S.  C,  1480;  Sal- 
kahatchie  River,  S.  C,  1482;  Beaufort  River,  S.  Cf.,  1485;  removing  sunken  ves- 
sels or  craft  obstructing  or  endaneering  navigation,  1487. 

Examination.— Wateree  River,  8.  C,  1487. 

PAET  III.  ' 
APPENDIX  N. 
REPORT  OF  CAPT.VIN  O.  M.  CARTER,  CORPS  OF  ENGINEERS. 

Impkovemknts. — Savannah  River  and  Harbor,  Ga.,  1491;  Savannah  River,  Ga.,  1519; 
Darieu  Harbor,  Ga.,  1528;  Altamaha  River,  Ga.,  1531;  Oconee  River,  Ga.,  1536; 
Ocuiulgee  River,  Ga.,  1543;  Brunswick  Harbor,  Ga.,  1550;  Jekyl  Creek,  Ga.,  1556; 
Cumberland  Sound,  Ga.,  andFla,,  1559;  removing  sunken  vessels  or  craft  obstruct- 
ing or  endangering  navigation,  1602. 

Examination.— Yellow  River,  Ga.,  1606. 

APPENDIX  O.      . 

REPORT  OF  CAPT.  W.  M.  BLACK,  CORPS  OF  ENGINEERS. 

Improvements.— St.  Johns  River,  Fla.,  1612;  Ocklawaha  River,  Fla.,  1620;  Volusia 
Bar,  Fla.,  1627:  St.  Augustine  Harbor,  Fla.,  1630;  northwest  entrance,  Key  West 
Harbor,  Fla.,  1640;  Caloosahatchee  River,  Fla,,  1643;  channel  of  Charlotte  Harbor 
and  Pease  Creek,  Fla.,  1646;  Sarasota  Bay,  Fla.,  1651;  Manatee  River,  Fla.,  1653; 
Tampa  Bav,  Fla.,  1655;  Withlacoochee  River.  Fla.,  1659;  harbor  at  Cedar  KeyS| 
Fla.,  1661;  Suwanee  River.  Fla.,  1663. 
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Examinations.— St.  Jolins  Kivor,  Fla.,  £voxa  Jackdoaville  to  Ranford,  and  the  upper 

Sfti-t  of  St.  .Tohiis  Kiver,  from  Lake  Moiiroe  south  ward,  1666;  deep-»ea  channel  at 
t,  AnguBtme,  Fhi.,  1671 ;  Indian  River,  Fla.,  between  Titosville  and  Jupiter  Inlet, 
lerS;  chttunel  north  and  we«t  of  Cedar  Keys,  Fla.,  1676;  Pease  River,  Fla.,  1678; 
Charlotte  Harbor,  Fla.,  1681. 
Harbor  Links. — ^EstablLshment  of  harbor  lines  in  St.  Augustine  Harbor,  Fla.,  1685. 

APFENDIX  P. 
REPORT  OF  CAPT.  PHILIP  M.  PRICE,  CORPS  OF  ENGINEERS. 

Improvkmkxts.— Apalachicola  Bay,  Fla^  1694;  Apalachicola  River,  Fla.,  including 
Lee  Slough,  1696;  Flint  River,  Ga,,  1698;  Chattahoochee  River,  Ga.  and  Ala.,  1703; 
La  Grange  Bayou  and  Holmes  River,  Fla.,  1704 ;  Choctawhatchee  River,  Fla.  and 
Ala.,  17(u ;  harbor  at  Pensacola,  Fla.,  1710;  Escambia  and  Conecuh  rivers,  Fla. 
and  Ala.,  1735;  Alabama  River,  Ala.,  1738;  Tallapoosa  River,  Ala.,  1741;  Cousa 
Kiver;  Ga.  and  Ala.,  1743;  operating  and  care  of  canals  and  other  works  of  navi- 
gation on  Coosa  River,  Ga.  and  Ala.,  1753;  Cahaba  River,  Ala.,  1754. 

ExAMiXATioxs, — Chattahoochee  River,  Ga.  and  Ala.,  between  West  Point  and 
i^anklin,  1756;  Alabama  River,  Ala.,  1761. 

APPENDIX  Q. 

REPORT  OF  MAJ.  A.  N.  DAMRELL,  CORPS  OF  ENGINEERS. 

Imfhovbmknts.— Mobile  Harbor,  Ala.,  1771;  Warrior  and  Tombigbee  rivers,  AJa. 
and  Miss.,  1776:  Black  Warrior  River,  Ala.,  from  Tuscaloosa  to  Daniels  Creek, 
1784;  Noxubee  River,  Miss.,  1787;  Pascagoula  River,  Mws.,  1788;  Chickasahay  River, 
Miss.,  17«1;  Bluff  Creek,  Miss.,  1792;  Leaf  River,  Miss.,  1792;  harbor  at  Biloxi 
Bay,  Miss.,  1793;  Pearl  River,  Miss.,  below  Jackson,  1795;  Peail  River,  Miss.,  be- 
tween Jackson  and  Carthage,  1797;  Pearl  River,  Miss.,  between  Edinburg  and 
Carthage,  1799;  Bogue  Chitto,  La.,  1800. 

Examination. — Sucamochee  River,  Ala.,  1800. 

APPENDIX  E. 

REPORT  OF  MAJ.  JAMES  B.  QUINN,  CORPS  OF  ENGINEERS. 
In-spkction  of  the  improvement  of  the  South  Pass  of  the  Mississippi  River,  1805. 

APPENDIX  8. 

RKPORT  OF  AIAJ.  JAMES  B.  QUINN,  CORPS  OF  ENGINEERS. 

IMPROVEMKNTS.—Chefuncte  River  and  Bogue  Falia,  La.,  1818;  Tickfaw  River  and 
its  tribut4.ries.  La.,  1819;  Amite  River  and  Bayou  Manchac,  La.,  1820;  Bayou  La 
Fourche,  La.,  1821;  Bayou  Terrebonne,  La..  1823;  Bayou  Plaquem in e.  La.,  1824; 
Bavou  Courtableau,  La..  1826;  Bayou  Teche,  La^  1828:  mouth  and  passes  of 
Calcasieu  River,  La.,  1829;  harbor  at  Sabine  Pass,  Tex..  1831;  Sabine  River,  Tex., 
1835:  Neches  River,  Tex.,  1836;  removing  sunken  vessels  or  craft  obstrnctiug  or 
endangering  navigation,  1867. 

Examinations  and  Survey.— Baj'ou  Carlin,  La.,  1838;  shoals  on  Lake  Pontchar- 
train,  La.,  near  the  Rlgolets,  1839;  Bayou  Chevreuilaud  Bavou  Titfre,  La.,  1841: 
Bayou  Terre  Bonne,  La.,  from  Houma  to  Thibodeaux,  1843;  Bayou  Black  to  con- 
nect with  Terre  Bonne,  La.,  1846;  Berwick  Bay,  La.,  1847:  Bayou  Cocodrie,  La., 
1849;  Bayou  Black,  La.,  for  connection  between  Calcasieu  Lake  and  Sabine  Lake, 
1850;  Bavou  Teche,  La.,  fh)m  Saint  Martinsville  to  Port  Barre,  1852:  Bayou  Dos 
Glaises,  La.,  1854;  Bayou  Vermillion.  La.,  1855;  Mermeuton  River  ana  tributaries. 
La.;  1858. 

APPENDIX  T. 

.  REPORT  OF  LIEUT.  JOHN  MILLIS,  Q0RP8  OF  ENGINEERS. 

IMPROVUMEXTS.— Securing  mouth  of  Bayou  Plaquemine,  La.,  from  ftirther  caving, 
1867 ;  removing  sunken  vessels  or  craft  obstructing  or  endangering  navigation  of 
New  Orleans  Harbor,  La.,  1869. 
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APPENDIX  U. 

REPORT  OF  MAJ.  CHAS.  J.  ALLEN,  CORPS  OF  ENGINEERS. 

Improvbments.—Eii trance  to, Galveston  HarLor,  Tex.,  1871;  ship  ohaxmel  in  Gal- 
veftton  Bay,  Tex.,  1906;  Trinity  Kiver,  Tex.,  1918;  Cedar  Bayou,  Tex.,  1922;  Buf- 
falo Bayou,  Tex.,  1924;  harbor  at  Brazos  Santiago,  Tex.,  1930. 

ExAMiN\nox.s.— Mouth  of  Double  Bayou,  Chambers  County,  Tex.,  1933;  Trinity 
River,  Tex.,  from  its  mouth  to  DalluH,  1936;  Colorado  River,  Tex,,  1939;  Aransas 
Bay,  Tex.,  tio  remove  Half-Moon  Reef;  and  St.  Charles  Bay,  Tex.,  1942. 

PAET   IV. 

APPENDIX  V. 

REPORT  OF  CAFr.  J.  H.  WILLARD,  CORPS  OF  ENGINEERS. 

Improvemf.nt!^. — Red  River,  La.  and  Ark.,  1946;  Red  River  above  Fulton,  Ark., 
1961;  Ouachita  and  Black  rivers,  Ark.  and  La.,  1964;  Ouachita  River  above  Cam- 

,  den,  Ark.,  1975;  Bayou  D*Arbonne,  La.,  1980;  Bayou  Bartholomew,  La.  and  Ark., 
1982;  Bayou  Bcenf  (BcBuf  River),  La.,  1985;  Tensas  River  and  Bayou  Magon,  La., 
1989;  Baj'ous  Rondeway  and  Vidal,  La.,  1992;  Big  Black  River,  Miss.,  1993;  Yazoo 
River.  Miss.,  1996;  Tchula  Lake,  Miss.,  2001;  Tallahatchee  River,  Miss.,  2003; 
Steele  Bavou  and  Washington  Bayou,  Miss.,  2005;  Big  Sunflower  River,  Miss., 
2007;  BigHatchee  River,  Tenn.^  2010;  Forked  Deer  River,  Tenn.,  2012;  water 
gauges  on  Mississippi  River  and  its  principal  tributaries,  2014;  survey  of  Cypress 
Bayou  and  the  lakes  between  Jefferson,  Tex.,  and  Shreveport,  La.,  2(fel. 

Examinations. — Cane  River,  La.,  2022;  Bayou  Castor,  La.,  2028. 

APPENDIX  W. 

REPORT  OF  CAPT.  H.  S.  TABER,  CORPS  OF  ENGINEERS. 

iMrnovEMENTS. — Removin|5  obstructions  in  Arkansas  River,  Ark.,  Ind.  Ter.,  and 
Kans.,  2033;  Arkansas  River,  Ark.,  Ind.  Ter.,  and  Kans.,  2037;  Fourche  Le  Fevre 
River,  Ark.,  2044;  Petit  Jean  River,  Ark.,  2046;  White  River,  Ark.,  2048;  Cache 
River,  Ark.,  2051;  Little  Red  River,  Ark.,  2053;  Black  River,  Ark.  and  Mo.,  2055; 
Black  River,  Mo.,  2058;  St.  Francis  River,  Ark.,  2059;  St.  Francis  River,  Mo., 
2062;  JLittle  River,  Mo.  and  Ark.,  2064. 

Examinations. — Current  River,  from  Van  Buren,  Mo.,  to  its  mouth,  2065. 

APPENDIX  X. 

REPORT  OP  CAPT.  S.  W.  ROESSLER,  CORPS  OF  ENGINEERS. 

Examination. — ^Mississippi  River  from  high-water  mark,  Lake  County,  Tenn.,  to 
high- water  mark,  Fulton  County,  Ky.,  north  and  west  of  Reelfoot  Lake,  2073. 

APPENDIX  Y. 

REPORT  OF  MAJ.  A.  M.  MILLER,  CORPS  OF  ENGINEERS. 

Improvements.— Removing  snags  and  wrecks  from  Mississipjd  River,  2079;  Missis- 
8ippi  River,  between  the  Ohio  and  Illinois  rivers,  2087;  harbor  at  Saint  Louis,  Mo., 
2109;  Gas'-^.  e  River,  Mo.,  2112;  Osage  River,  Mo.,  2114;  Ksiskuskia  River,  III., 
2118. 

APPENDIX  Z. 

REPORT  OF  MAJ.  E.  H.  RUFFNER,  CORPS  OF  ENGINEERS. 

iMPitovKMTNT. — Mississippi  River,  between  Des  Moines  Rapids  and  mouth  of  Illinois 

River,  2119. 
Examination.— Mississippi  River  at  Warsaw,  111.,  2134. 
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APPENDIX  A  A. 
REPORT  OF  MAJ.  A.  MACKENZIE,  CORPS  OF  ENGINEERS. 

Improvements. — Operatiiiff  snag  boats  and  dredge  boats  on  Upper  Mississippi  River, 
2137;  Mississippi  Riyer,  between  Minneapolis  and  Des  Momes  Rapids,  2147;  Dea 
Moines  Rapids,  Mississippi  River,  2172;  operating  and  care  of  Des  Moines  Rapids 
Canal  and  dry  dock,  2174. 

Examinations  and  Survey.— Slough  at  Hamilton,  111.,  2185;  Mississippi  River  at 
and  above  Clinton,  Iowa,  2187. 

APPENDIX  B  B. 

REPORT  OF  MAJ.  W.  A.  JONES,  CORPS  OF  ENGINEERS. 

Im PRO AHCMENTS.— Mississippi  River  above  Falls  of  St.  Anthony,  Minn.,  2192;  reser- 
voirs at  heail  waters  of  MissiiBsippi  River,  2196;  Chippewa  River,  including  Yellow 
Banlis,  Wis.,  2201;  St.  Croix  River,  Wis.  and  Minn.,  2203;  Minnesota  River,  Minn., 
2207;  Red  River  of  the  North.  Minn,  and  N.  Dak.,  2210;  surveys  for  reservoirs  at 
the  sources  of  Mississippi,  St.  Croix,  Chippewa,  and  W^iscousiu  rivers  2214;  gaug- 
ing MisHLHsippt  River  at  or  near  St.  Paul,  Minn.,  2214. 

Exam  I  NATic»NS.— Harbor  at  Hudson,  Wis.,  2218;  Red  River  of  the  North  at  Goose 
Rapids,  N.  Dak.  aud  Minn.,  2220;  Creel  Bay,  Tot  ten  Bay,  and  Minnewauken 
Shoals,  in  Devil  Lake,  N.  Dak.,  2223. 

APPENDIX  C  C. 
REPORT  OF  LIEUT.  COL.  CHAS.  R.  SUTER,  CORPS  OF  ENGINEERS. 

Ex  AMiKATioN.— Missouri  River,  from  the  old  mouth  of  Platte  River,  Little  Point, 
to  a  point  opposite  Leavenworth ;  and  at  Weston,  Mo.,  2229. 

APPENDIX  D  D. 

REPORT  OF  CAPT.  CHAS.  F.  POWELL,  CORPS  OF  ENGINEERS. 

Improvbmk NTS.— Missouri  River  between  the  Great  Falls,  Mont.,  and  Sioux  City, 

Iowa,  2232;  Yellowstone  River,  Mont,  and  N.  Dak.,  2236. 
ExAMiXATioxH  ANJ»  SURVEY.— Tougue  River,  Mont.,  2237;  Yellowstone  River,  Mout., 

2230;  Missouri  River  between  Sioux  City,  Iowa,  and  Fort  Benton,  Mont.,  2242. 

APPENDIX  EE. 
REPORT  OF  LIEIJT.  COL.  J.  W.  BARLOW,  CORPS  OF  ENGINEERS. 

lMPROVi:MK>rre. — ^Tennessee  River,  above  Chattanooga,  Tenn.,  and  below  Bee  Tre<» 
Shoals,  Ala.,  2252;  Hiawassee  River,  Tenn.,  2259;  French  Broad  River,  Tenn., 
2261:  Clinch  River,  Tenn.,  22f54;  Cumberland  River,  Tenn.  and  Ky.,  2267;  Caney 
Fork  River,  Tenn.,  2284;  South  Fork  of  Cumberland  River,  Ky.,  2286. 

Examinations  and  Survey. — Little  Pigeon  River,  Tenn.,  from  mouth  to  Sevier- 
ville,  2287;  harbor  of  Sniithland,  Ky.,  2289;  Obion  River,  Teu^,,  2292. 

APPENDIX  P  F.  J^    M 

REPORT  OF  LIEUT.  GEO.  W.  GOETHALS,  CORPS  OF  EN  .^RS. 

Improvkmrnts. — ^I'ennessee  River  between '  Chattanooca,  Tenn.,  and  foot  of  Bee 
Tree  Shoals,  Ala.,  2303;  operating  and  care  of  Muscle  Shoals  Canal,  Tennessee 
River,  2322. 

ExAMiNATioK.— Mouth  of  Guutei  Creek  at  Guntersville,  Ala.,  2325. 

ENG  91 ^n 
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APPENDIX  (J  G. 

REPORT  OF  LIEUT.  COL.  WM.  E.  MERRILL,  CORPS  OF  ENGINEERS. 

Impkov£MKXTs.— Ohio  River,  2328;  operating  snag  boats  on  Ohio  River,  2349;  oper« 
atin^  aud  care  of  Davis  Island  Dam,  Ohio  River,  2350;  movable  dam  in  Ohio  River 
near  montli  of  Beaver  River,  Pa.,  2354;  Monongahela  River,  W.  Va.  aud  Pa., 
2355;  operating  and'  care  of  locks  and  dams  Nos.  8  and  9,  Monong^hela  River, 
2357;  purchase  of  Lock  and  Dam  No.  7,  Monongahela  River,  2359;  purchase  of 
Lock  and  Dam  No.  6,  Monongahela  River,  2360;  Cheat  River,  W.  Va.,  2361;  Alle- 
gheny River,  Pa.,  2363;  dam  at  Herr  Island,  Allegheny  River,  2366;  ice-harbor  at 
month  of  Muskingum  River,  Ohio,  2367;  Muskingum  River,  Ohio,  2369;  operating 
aud  care  of  locks  and  dams  on  Muskingum  River,  Ohio,  2369. 

EXAMiNATio.NS. — Harbor  of  Owensboro,  Ky.,  on  the  Ohio  River,  2380 ;  Tiouesta  Creek, 
Pa.,  2381;  Ohio  River,  between  mouth  of  Green  River,  Ky.,  and  Evansville,  lud., 
2382. 

APPENDIX  H  H. 

REPORT  OF  MAJ.   G.  J.  LYDECKER,  CORPS  OF  ENGINEERS. 

IMPKOVKMKXTS. — Falls  of  the  Ohio  River,  at  Louisville,  Ky.,  2387:  Indiana  Chute, 
Falls  of  the  Ohio  River,  2393;  operating  and  care  of  Louisville  and  Portland 
Canal,  Ky.,  2394;  Wabash  River,  Ind.  and  111.,  2402;  White  River,  Ind.,  2409. 

ExAMiN'ATiox. — Wabash  River,  Ind.,  from  Terre  Haute  to  La  Fayette,  2411. 

APPENDIX  IL 
REPORT  OF  COL.  WM.  P.  CRAIGHILL,  CORPS  OF  ENGINEERS. 

IMPR0VKMKNT8.— Great  Kanawha  River.  W.  Va..  2413;  operating  and  care  of  locks 
and  dams  on  Great  Kanawha  River,  W .  Va.,  2425;  Elk  River,  W.  Va.,  2427;  Gauley 
River,  W.  Va.,  2428;  New  River,  Va.  and  W.  Va.,  2430. 

EXAMIKATION.— Klk  Kiver,W.  Va.,  2433. 

APPENDIX  J  J. 

REPORT  OF  MAJ.  D.  W.  LOCKWOOD,  CORPS  OF  ENGINEERS. 

ImprovkmeKts. — Tradowater  River,  Ky.,  2438;  ox)eratiug  aud  kee][>ing  in  repair 
locks  and  dams  on  Greeu  and  Barren  rivers,  K,y.,  2439;  Rough  River,  Ky.,  2446; 
Kentucky  River,  Ky.,  2449;  operating  and  keeping  in  repair  locks  and  dams  on 
Kentucky  River,  Ky.,  2455;  Licking  River,  Ky.,  from  Farmers  to  West  I^iberty, 
2462;  Big  Sandy  River,  W.  Va.  and  Ky.,  2463;  Levisa  Fork  of  Big  Sandy  River, 
Ky.,'2466 :  Tug  Fork  of  Big  Sandy  River,  W.  Va.  and  Ky.,  2467;  Guyandotte  River, 
W.-.Va.,  2469;  Little  Kanawha  River,  W.  Va.,  2471;  Buckhannon  River,  W.  Va., 
2474. 

ExAMiXATioxs. — Big  Barren  River,  Ky.,  above  Bowling  Green,  2474;  Russel  Fork  of 
the  Big  Sandy  River,  Ky.,  2476;  Green  River,  Ky.,  above  mouth  of  Big  Barren 
River,  2478. 

APPENDIX  K  K. 

KEPOKT  OF  CAPT.  W.  L.  FISK,  CORPS  OF  ENGINEERS. 

iMrnovEMKXTS. — Harbor  at  Grand  Marais,  Minn.,  2484;  harbor  at  Agate  Bay,  Minn., 
2486:  harbor  at  Duluth,  Minn.,  2488;  harbor  at  Superior  Bay  and  St.  Louis  Bay, 
Wis.,  2495;  Minnesota  Point  at  Superior,  Wis.,  2499;  harbor  at  Ashland,  Wis., 
2500;  harbor  at  Ontonag(m,  Mich.,  2502;  Eagle  Harbor,  Mich.,  2505;  harbor  at 
Marque ttt*,  Mich.,  2505;  harbor  of  refuge  at  Grand  Marais,  Mich.,  2509. 

ExAJ«XATiox.— Allouez  Bay  and  Nemadji  River,  Wis.,  2512. 

Harbor  Links. — Establishment  of  harbor  lines  at  Duluth,  Minn.,  bay  of  St.  Louis, 
Superior  Bay,  aud  the  a<ljacent  waters,  Minn,  and  Wis.,  2515;  establishment  of 
harbor  lines  In  Portage  Lake,  Mich.,  2519;  resurvey  and  relocation  of  harbor  lino 
in  Portage  Lake^  Mich.,  2522. 
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APPENDIX  L  L. 

REPOKT  OF  MAJ.  CHAS.  E.  L.  B.  DAVIS,  CORPS  OF  ENGXNEEKS. 

Impuovements. — Manistique  Harbor,  Mich.,  2523;  Cedar  River  Harbor,  Micb.,  2525; 
Menomonee  Harbor,  Micb.  and  Wis.,  2527;  Meuomonoe  River,  Mich,  and  Wis., 
2528:  Oconto  Harbor,  Wis.,  2531;  Pensaukee  Harbor,  Wis.,  2533:  Green  Bay  Har- 
bor, Wis.,  2533;  harbor  of  refuce  at  entrance  of  Sturgeon  Bay  Canal,  Wis.,  2536; 
Ahuapee  Harbor,  Wis.,  2538;  Kewaunee  Harbor,  Wis.,  2540;  Two  Rivers  Harbor, 
Wis.',  2543;  Manitowoo  Harbor,  Wis.,  2545:  Sheboygan  Harbor,  Wis.,  2549;  Port 
Washington  Harbor,  Wis.,  2551;  harbor  of  refuge  at  Milwaukee  Bay,  Wis.,  2553; 
Milwaukee  Harbor.  Wis.,  2560;  Racine  Harbor,  Wis.,  2562;  Kenosha  Harbor,  Wis., 
2565;  Waukegan  Harbor,  111.,  2568;  Fox  and  Wisconsin  rivers,  Wis.,  2572;  oper- 
ating and  care  of  locks  and  dams  on  Fox  River,  Wis.,  2580. 

APPENDIX  M  M. 
REPORT  OF  CAPT.  ^V.  L.  MARSHALL,  CORPS  OP  ENGINEERS. 

Improvements. — Chicaffo  Harbor,  111.,  2596;  Calumet  Harbor,  111.,  2602;  Calumet 
River,  111.  and  Ind,,  26W ;  Illinois  River,  111.,  2611 ;  operating  and  care  of  La  Grange 
lA>ck  on  Ulinois  River,  111.,  2630;  Hlinois  and  Mississippi  Canal,  2633* 

Examination  and  Survey. — Illinois  River,  HI.,  from  La  Salle  to  the  Mississippi 
River,  2658. 

Harbor  Lines.— Establishment  of  harbor  lines  in  Chicago  Harbor,  111.,  2661. 

PART  V. 
APPENDIX  NK 

REPORT  OF  MAJ.  W^ILLIAM  LUDLOW,  CORPS  OF  ENGINEERS. 
Improvemknts. — General  remarks,  2667;  Petoskev  Harbor,  Mich.,  2670;  Charlevoix 
Harbor  and  entrance  to  Pine  Lake,  Mich.,  2672;  Frankfort  Harbor,  Mich.,  2674; 
harbor  of  refuge  at  Portage  Lake,  Mich.,  2676;  Manistee  Harbor,  Mich.,  2678; 
Ludington  Harbor,  Mich.,  2682;  Pentwater  Harbor,  Mich.,  2684;  White  River 
Harbor,  Mich.,  2687}  Muskegon  Harbor,  Mich.,  2689;  Grand  Haven  Harbor,  Mich., 
2682;  Holland  [Black  Lake]  Harbor,  Mich.,  2696;  Saugatuck  Harbor,  Mich.,  2699: 
South  Haven  Harbor,  Mich., 2700:  St.  Joseph  Harbor,  Mich.,  2702:  St.  Joseph  River, 
Mich.,  8705 ;  Michigan  City  Harbor,  Ind.,  2706. 

APPENDIX  O  O. 

REPORT  OF  COL.  O.  M.  POE,  CORPS  OF  ENGINEERS. 

iMrROVEMENTS.— St,  Marys  River,  Mich.,  2712;  operating  and  care  of  St.  Marys  Falls 
Canal,  Mich.,  2724;  dry  dock  at  St.  Marys  Falls  Canal,  Mich.,  2758;  Hay  Lake  Chan- 
nel, St.  Marys  River,  Mich.,  2758;  harbor  at  Chebovgan,  Mich.,  2764;  harbor  at 
Tlamider  Bay,  Mich.,  2765;  Thunder  Bay  River,  Mich.,  2768;  harbor  at  An  Sable, 
Mich.,  2771;  Saffinaw  River,  Mich.,  2772;  harbor  of  refuge  at  Sand  Beach,  Lake 
Huron,  Mich.,  2776;  Black  River  at  Port  Huron,  Mich.,  2780;  mouth  of  Black 
RiTer,  Mich.,  2782;  St.  Clair  Flats  Canal.  Mich.,  2784;  operating  and  care  of  St. 
Clair  Flats  Canal,  Mich.,  2787;  Clinton  River,  Mich.,  2788 ;  Grosse  Pointe  CluinneT, 
Mich.,  2790;  Rouge  River,  Mich.,  2791;  Detroit  River,  Mich.,  2793;  removing 
Bcmken  vessels  or  craft  obstructing  or  endangering  navigation,  2^1. 

EXAHiNATioxs. — Bebewaing  River,  Mich.,  2804 ;  the  American  channel  of  the  Detroit 
River,  Mich.,  2808;  ship  channel  20  feet  in  depth  in  the  shallows  of  the  connecting 
waters  of  the  lakes  between  Chicago,  Duluth,  and  Buffalo,  2810 ;  Corsica  Shoal, 
Mich.,  at  lower  end  of  Lake  Huron,  2820;  Rouge  River,  Mich.,  2822. 

APPENDIX  P  P. 

REPORT  OF  MAJ.  L.  COOPER  OVERMAN,  CORPS  OF  ENGINEERS. 

luPROYBMENTS.—Monroe  Harbor, Mich.,  2825 ;  Toledo  Harbor,  Ohio, 2828 ;  Port  Clin- 
ton  Harbor,  Ohio,  2835;  Sandusky  City  Harbor,  Ohio,  2837;  Sandusky  River,  Ohio, 
2840;  Huron  Harbor,  Ohio,  2843;  Vermillion  Harbor,  Ohio,  2847;  Black  River 
Harbor,  Ohio;  2849;  Cleveland  Harbor,  Ohio,  2853;  Fairport  Harbor,  Ohio,  2959 'r 
Aahtabula  Harbor^  Ohio^  2863. 


Digiti 


( 

zed  by  Google 


XX  CONTENTS. 

APPENDIX  Q  Q. 

REPORT  OF  MAJ.  AMOS  STICKNEY,  CORPS  OF  ENGINEERS. 

Improvements.— Erie  Harbor,  Pa.,  2869;  preservation  and  protection  of  Presqne 
Isle  Peninsula,  Erie  Harbor,  Pa.,  2877;  Dunkirk  Harbor,  N.  Y.,  2878;  Buffalo  Har- 
bor, N.  Y.,  2882;  Tonawanda  Harbor  and  Niagara  River,  N.  Y.,  2888 ;  Wilson  Har- 
bor, N.  Y.,  2891 ;  Olcott  Harbor,  N.  Y.,  289S;  Oak  Orchard  Harbor,  N.  Y.,  2896. 

APPENDIX  E  E. 

REPORT  OF  CAPT.  DAN  C.  KINGMAN,  CORPS  OF  ENGINEERS. 

Improvements.— Harbor  at  Charlotte,  N.  Y.,  2899;  harbor  at  Pultneyville,  N.  Y., 
2903;  harbor  at  Great  Sodus  Bay,  N.  Y.,  2906;  harbor  at, Little  Sodus  Bay,  N.  Y., 
2909;  harbor  at  Oswego,  N.  Y.,  2912;  harbor  at  Sacketts  Harbor,  N.  Y.,  2918. 

APPENDIX  S  S. 

REPORT  OF  MAJ.  M.  B.  ADAMS,  CORPS  OF  ENGINEERS. 

IMPROVBMBNTS. — Shoal  between  Sister  Islands  and  Cross-over  Light,  St.  Lawrence 
River,  N.  Y.,  2922 ;  Ogdensburg  Harbor,  N.  Y.,  2923 ;  Grass  River,  N.  Y.,  2926 ;  break- 
water at  Rouse  Point,  Lake  Champlaiu,  N.  Y.,  2927;  Great  Chazy  River,  N.  Y., 
2929;  breakwater  at  Gordon  Landing,  Lake  Champlain,  Vt.,  2930;  Plattsburg 
Harbor,  N.  Y.,  2931;  Burlington  Harbor,  Vt.,  2932;  Otter  Creek,  Vt.,  2935;  Ticon- 
deroga  River,  N.  Y.,  2936;  Narrows  of  Lake  Chaniplain,  N.  Y.  and  Vt.,  2937.  ' 

Examinations. — ^Inner  Bay,  near  mouth  of  Saranac  River,  at  Plattsburs,  N.  Y., 
2938;  Boquet  River,  N.  Y.,  from  mouth  on  Lake  Champlain  to  Willsboro,  2940. 

APPENDIX  T  T. 

REPORT  OF  COL.  G.  H.  MENDELL,  CORPS  OF  ENGINEERS. 

IMPROVEMRNTS. — Oakland  Harbor,  Cal.,  2943;  survey  of  San  Francisco  Harbor,  San 
Pablo  and  Suisun  bays,  strait  of  Karquines,  and  mouths  of  San  Joaquin  and  Sac- 
ramento rivers,  Cal..  2947. 

Harbor  Lines. — ^Modification  of  harbor  lines  on  Port  Costa  front,  south  shore  of 
Karquines  Strait,  San  i^rancisco  Harbor,  Cal.,  294^. 

APPENDIX  U  U. 

REPORT  OF  LIEUT.  COL.  W.  H.  H.  BENYAURD,  CORPS  OF  ENGINEERS. 

Improvkmknts.— Napa  River,  Cal.,  2962;  Redwood  Harbor,  Cal.,  2953;  Redwood 
Creek,  Cal^  2953:  San  Luis  Obispo  Harbor,  Cal.,  2955;  Wilmington  Harbor,  Cal., 
2956;  San  Diego  Harbor,  Cal.,  2960. 

£XAM1NATI0N8.--San  Rafael  River,  Cal.,  2963 :  Alviso  Harbor  and  Alviso  Creek,  Cal., 
2964;  Redwood  Creek,  Cal.,  2966;  harbor  of  refuse  at  Santa  Cruz,  Cal.,  2968;  San 
Simeon  Bay,  CaL,  2971;  Redondo  Beach  Harbor,  Cal.,  2972;  Colorado  River,  Ariz., 
above  Yuma,  to  Eldorado  Canyon,  2974. 

Harbor  Lines. — Establishment  of  harbor  lines  at  San  Pedro,  Wilmington  Harbor, 
Cal.,  2976. 

APPENDIX  V  V. 
REPORT  OF  MAJ.  W.  H,  HEUER,  CORPS  OF  ENGINEERS. 

Improvements. — San  Joaquin  River,  Cal.,  2981;  Mokelumne  River,  Cah,  2986;  Sac- 
ramento and  Feather  rivers,  Cal.,  2987;  investigation  of  minium-debris  question  in 
State  of  California,  2996;  Petaluma  Creek,  Cal.,  3119;  Humboldt  Harbor  and  Bay, 
Cal.,  3120. 

Examination  and  Survey.— Mokelumne  River,  Cal.,  3133. 

Harbor  lines.— Establishment  of  harbor  lines  in  Humboldt  Bay,  Cal.,  3138. 


Digiti 


zed  by  Google 


CONTENTS.  XXI 

APPENDIX  W  W. 
REPORT  OF  CAPT.  THOMAS  W.  SYMONS,  CORPS  OF  ENGINEERS, 

Improvkments. — Coquille  River,  Orosou,  3146:  entranoe  to  Coos  Bay,  Oregon,  3154; 
Ump^aa  River,  Oregon,  3169;  moatn  of  Siuslaw  River,  Oregon,  3173;  entrance  to 
Yaciuina  Bay,  Oregon,  3182;  Tillamook  Bay  and  Bar^  Oregon,  3200;  entrance  to 
harbor  at  Nolialem  Bay,  Oregon,  3205 ;  Upper  Columbia  and  Snake  rivers,  Oregon 
and  Wash.,  3210;  Columbia  River  between  head  of  Rock  Island  Rapids  and  root 
of  Priest  Rapids,  Wash.,  3223 ;  Chehalis  River,  Wash.,  3236 ;  Skagit,  Steilaquamish, 
Nootaack,  Snohomish,  and  SnoquxLlmie  rivers.  Wash.,  3238. 

Examinations  and  Surveys.— Alsea  Bay  and  River,  Oregon,  3246:  Clark  Kork  of 
Culnmbia  River  from  international  boundary  line  to  mouth  of  Big  Blackibot  River, 
Mont.,  3250;  Puyallup  River,  Wash.,  3255;  IFWamish  and  Black  Rivers,  Wash., 
3257;  sliip  channel  between  Port  Townsend  Bay,  Puget  Sound,  and  Oak  Bay, 
Wash.,  3260;  North  River,  Wash.,  3263;  Shoal  water  Bay  and  W^illapah  River, 
Wash.,  3266;    Nooksack,  Skagit,  and  Snohomish  rivers,  Wash.,  3271;    Coquille 

■  River,  Oregon,  from  CoouiUe  City  to  Myrtle  Point,  3275;  Coos  Bay,  Oregon,  3283; 
Upper  Snake  River,  Idano,  3285;  Nasel  River,  Wash.,  3294;  Gravs  Harbor  and  Bar 
ail  a  Chehalis  River  up  to  Montesano,  Wash.,  3297;  Fort  Orford  Harbor,  Oregon, 

APPENDIX  X  X. 
REPORT  OF  MAJ.  THOS.  H.  HANDBURY,  CORPS  OF  ENGINEERS. 

Improvrments.— Mouth  of  Columbia  River,  Orej^ou  and  Wash.,  3314 ;  canal  at  the  Cas  • 
cades,  Columbia  Ri  ver,  Oregon,  3328 ;  Columbia  and  Lower  Willamette  rivers  below 
Portland,  Oregon,  3362;  Willamette  River  above  Portland,  Oregon,  3368;  Cowlitz 
River,  W^ash.,  3370;  Toungs  and  Klaskuiue  rivers,  Oregon,  3371;  gauging  waters 
of  Columbia  River,  Oregon  and  Wash.,  3372;  removing  sunken  vessels  or  craft  ob- 
structing or  endangering  navigation,  3373. 

Examinations  and  Surveys. — Willamette  River,  channel  on  west  side  of  Swan 
Island,  Oregon,  3373;  Youngs  Bay  Channel,  Oregon,  3376;  Deep.  Skamokawa,  am} 
Crooked  rivers.  Wash.,  3378;  Lower  Columbia  River,  between  Astoria  and  Woods 
Laudiifg,  Oregon,  3380:  Yamhill  River,  Oregon,  3^1;  Lewis  and  Clarke  River^ 
Oregon,  3383;  Grays  River,  Wash..  3385. 

Harbor  Lines. — Establishment  of  harbor  lines  in  Astoria  Harbor,  Oregon^  3387. 


APPENDIX  Y  T. 

REPORT  OF  CAPT.  W.  A.  KIRKLAND,  UNITED  STATES  NAVY. 
SuPBRVisiON  of  the  harbor  of  New  York,  3393. 
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APPENDIX  Z  Z. 

REPORT  OF  THE  MISSISSIPPI  RIVER  COMMISSION. 

C.  B.  CoMSTOCK,  Colonel,  Corps  of  Engineers,  Bvt.  Brig.  Gen.,  U.  S.  A„  President; 
Charles  R.  Suter,  Lieutenant-Colonel,  Corps  of  Engineers,  U.  S.  A. ;  O.  H.  Ernst, 
Mi^or,  Ctirps  of  Engineers,  Colonel,  U.  S.  A.;  Henry  L.  Whitino,  Assistant  U. 
S.  Coast  and  Geodetic  Survey;  B.  M.  Harrod,  Robert  S.  Taylor,  and  Henry 
Flad,  Commissioners. 

Annual  Report  for  Fiscal  Year  ending  June  30,  1891,  3397.  • 

Appendix  A. — Report  of  Lieut.  Col.  Charles  R.  Suter,  Corps  of  Engineers,  upon  in- 
vestigation of  discharge  measurements,  Mississippi  River,  3417. 

Appendix  B.— Paper  by  Lieut.  Col.  Charles  R.  Suter,  Corps  of  Engineers,  on  effects 
of  crevasses  upon  gauge  readings  below  Red  River  during  high  water  of  1890,  3444. 


Digiti 


zed  by  Google 


XXIl  CONTENTS. 

ArpExmx  C. — Report,  of  tlif.  seer<*.tary  of  the  Conuiiission,  3446;  (1)  paper  by  Capt, 

•  diaries  F.  Powell,  Corps  of  Engineers,  ou  depression  of  the  flood  line,  1890,  beloTV 
Red  River,  from  crevasses,  3463;  (2)  paper  by  Capt.  Charles  F.  Powell,  Corps  of 
EngineerBf  on  effects  of  oatlets  on  the  bed  of  the  river  below  them,  3465:  (3)  in- 
structions for  secondary  triangulation,  precise  level,  and  topographical  and  hydio- 
gra}>hical  field  work,  3474;  (4)  report  of  Mr.  J.  A.  Ockerson,  assistant  engineer,  on 
profile  of  Mississippi  River,  Cairo  to  Donaldsonville,  3486;  ^5)  tabulated  results  of 
dischai'ge  measurements  on  Mississippi,  Old,  and  Atchafaiaya  rivers,  1887-1889, 
3487;  (6)  tabulated  results  of  discharge  measurements  on  Mississippi  and  Atcha- 
falaj^a  rivers  and  Bayou  La  Fourche,  1890,  3526;  (7)  high-water  marks  of  1890, 
Mississippi  River,  Cairo,  111.,  to  Carroilton,  La,,  3547;  (8)  high-water  marks  of 
1891,  Mississippi  River,  Cairo,  111.,  to  Carroilton,  La.,  3551;  (9)  high  and  low 
waters,  referred  to  present  or  most  recent  gauges,  of  Mississippi  River  and  priii- 
cipaf  tributaries  except  the  Missouri,  3555;  (10)  report  of  Mr.  J.  A.  Ockerson, 
assistant  engineer,  on  changes  in  the  bed  of  Mississippi  River  near  the  head  of  the 
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the  first  and  second  districts,  3580;  (1)  report  of  Mr.  Aug.  J.  Nolty,  assistant 
engineer,  on  work  at  Plum  Point  Reach,  3595 ;  (2)  paper  by  Mr.  Aug.  J.  Nolty, 
assistant  engineer,  on  details  of  construction  of  bank  protection  at  Plum  Point 
Reach,  1890,  3601;  (3)  paper  by  Mr.  Aug.  J.  Nolty,  assistant  engineer,  on  de- 
tails of  construction  of  pile  dikes  at  Plum  Point  Reach,  1890,  3606 ;  (4)  report  of 
Mr.  W.  M.  Rees,  assistant  engineer,  on  proposed  system  of  levees  along  8t.  Francis 
Front^  3610;  (5)  report  of  Mr.  VV.  M.  Rees^  assistant  engineer,  on  levee  survey.  White 
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Appendix  E. — Report  of  Capt.  C.  McD.  Townsead,  Corps  of  Engineers,  on  opera- 
tions in  the  third  district,  3627;  (1)  report  of  Mr.  win.  P.  Richards,  surveyor, 
on  surveys  and  observations,  third  district,  3658 ;  (2)  report  of  Mr.  John  J.  Hoopes, 
assistant  engineer,  on  discharge  observations  at  Arkansas  City,  3660 1  (3)  estimate 
of  Mr.  Henry  B.  Klchardson,  chief  engineer,  State  of  Louisiana,  for  levee  con- 
struction in  I^uisiana  from  State  line  to  Warrenton,  3662;  (4)  report  of  Capt.Wm. 
T.  Kossell,  Corps  of  Engineers,  on  connection  between  Arkansas  River  levees  and 
Mississippi  River  levees,  3663. 

Appendix  F. — Report  of  Lieut.  John  Millis,  Corps  of  Engineers,  on  operations  in  the 
fourth  district,  3i665;  (1)  report  of  Lieut.  John  Millis,  Corps  of  Engineers,  on  sur- 
vey of  Mississippi  River;  near  Natchez,  Miss.,  and  Yidalia,  La.,  3716. 

APPENDIX  AAA. 
RKPORT  OF  THE  MISSOURI  RIVER  COMMISSION. 

QiiAS.  R.  SUTER,  Lieutenant-Colonel,  Corps  of  Engineers,  U.  S.  A.,  President;  A. 
Mackenzie,  Major,  Corps  of  Engineers,  U.  S.  A. ;  O.  H.  Ernst,  Major,  Corps  of 
Engineers,  Colonel,  U.  S.  A. ;  GARLA2n>  C.  Broadhead  and  Richard  S.  Berlin, 
Commiasio  net's. 

Annual  Report  fob  Fibcal  Ypak  ending  June  30,  1891,  3723. 

Ai'PENDix  A. — ^Annual  report  of  Secretary,  Missouri  River  ComniisHion,  1891,  3733; 
(1)  report  on  the  conunerce  on  Missouri  River  during  year  1891,  3737;  (2)  annual 
report  of  Mr.  G.  A.  Marr,  assistant  engineer,  1891,  ^45 ;  (3)  annual  report  of  Mr. 
O.  B.  Wheeler,  assistant  engineer,  1891,  3756;  (4)  tables  of  results  of  secondary 
triangulation  of  Missouri  River,  8760;  (5)  report  of  Mr.  Chas.  F.  Potter,  division 
engineer,  on  shore-line  surveys,  3802;  (6)  report  of  Mr.  S.  Waters  Fox,  division 
engineer,  on  shore-line  surveys,  3804;  (7)  report  of  Mr.  Samuel  H.  Yonge,  divi- 
sion engineer,  on  shore-line  surveys,  3805;  (8)  ahnual  repoi*t  of  Mr.  D.  W.  Well- 
man,  assistant  engineer,  1891,  3807;  (9)  annnal  report  of  Mr.  A.  H.  Blaisdell,  as- 
sistant engineer,  1891,  3819;  (10)  annual  report  of  Mr.  James  A.  Scddon,  assist- 
ant engineer,  1891,  3827. 

Appendix  B. — Annual  i*eport  of  Lieut.  Hiram  M.  Chittenden,  Corps  of  Engineers, 
1891,  3831. 

Appendix  C  and  C  1.— Annual  reports  of  Mr.  Chas.  F.  Potter,  division  engineer, 
1881,  3832. 

Appendix  D. — ^Annual  report  of  Mr.  S.  Waters  Fox,  division  engineer,  1891,  3835. 

Appendix  E.-^Annnal  report  of  Mr.  Samuel  H.  Yonge,  division  engineer,  1891, 
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APPENDIX  V. 


IMPROVEI^rENT  OF  CERTAIN  RIVERS  AND  WATER-WAYS  IN  LOUISIANA, 
TEXAS,  ARKANSAS,  MISSISSIPPI,  AND  TENNESSEp,  TRIBUTARY  TO 
MISSISSIPPI  RIVER;  WATER-GAUGES  ON  MISSISSIPPI  RIVER  AND  ITS 
PRINCIPAL  TRIBUTARIES. 


BEPOBT  OF  CAPTAIN  J.  R.  WILLARD,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Red  River,  LoniBiana  and  Arkansas. 

2.  Red  River  above  Fulton,  Arkansas. 

3.  Onacliita  and  Black  rivers,  Arkansas 

and  Louisiana. 

4.  Onacliita  River  above  Camden,  Ar- 

kansas. 

5.  Bayou  D^Arbonne,  Louisiana. 

6.  Bayou  Bartholomew,  Louisiana  and 

Arkansas. 

7.  Bayou  B4Buf  (B<Buf  River),  Louisi- 

ana. 

8.  Tensas  River  and  Bayou  Ma^on,  Lou- 

isiana. 

9.  Bayous  Rondeway  and  Vidal,  Louisi- 

ana. 


10.  Big  Black  River,  Mississippi. 

11.  Yazoo  River,  Mississippi. 

12.  Tchula  Lake,  Mississippi. 

13.  Tallabatchee  River,  Mississippi. 

14.  Steele  Ba^ou  and  Washington  Bayou, 

Mississippi. 

15.  Big  Sunflower  River,  Mississippi. 

16.  Big  Hatchee  River,  Tennessee. 

17.  Forked  Deer  River,  Tennessee. 

18.  Water-gauges  on  Mississippi  River 

and  its  principal  tributaries. 

19.  Survey  of  Cypress  Bayou  and   the 

lakes  between  Jeflferson,  Texas,  and 
Shreveport,  Louisiana. 


EXAMINATIONS. 


20.  Cane  River,  Louisiana,  with  a  view     21.  Bayou  Castor,  Louisiana. 
to    improving  the   same  by   locks 
and  dams  for  the  purpose  of  giving 
permanent    navigation    the    year 
round. 


United  States  Engini:er  Office, 

VicJisburgj  Miss,^  July  i,  1691, 
General  :  I  have  the  honor  to  transmit  herewith  aaiiiual  reports  upon 
works  of  river  improvement  in  my  charge  for  the  fiscal  ye^ir  ending 
June  30, 1891. 

Very  respectfiiUy,  your  obedient  servant, 

J.  H.  WiLLARD, 

Captain,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 
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V  I. 

IMPROVEMENT  OF  RED  HIVKR,  LOUIsrAXA  AND  ARKA^^SAS. 

Bed  River  rises  in  northern  Texas,  in  the  Llano  EstacadOj  and  flows 
in  a  general  easterly  direction,  forming  the  bonndary  between  Indian 
Territory  and  Texas.  At  Fulton,  Ark.,  its  course  changes  to  a  general 
southeasterly  direction,  and  after  crossing  the  Stat^.  of  Louisiana  it  en- 
ters the  Mississippi  River  at  Red  River  Landing.  The  river  is  about 
1,200  miles  long;  the  part  included  in  the  project  under  this  head  of 
improvement  extends  from  Fulton,  Ark.,  to  the  mouth  of  Atchafalaya 
River,  about  625  miles. 

Work  was  begun  by  the  United  States  as  early  as  1828,  and  appro- 
priations aggregating  $535,765.50  were  made  at  intervals  oetween  1828 
and  1852.  Between  1841  and  1852  no  appropriation  was  made,  and  a 
longer  period  elapsed  between  1852  and  1872,  during  which  the  results 
of  former  work  were  lost. 

The  present  improvement  commenced  in  1872.  The  project  contem- 
plated the  removal  of  rafts,  snags,  wrecks,  leaning  timber,  etc.,  closing 
Tones  Bayou,  and  other  outlets;  opening  a  channel  through  the  falls  at 
Alexandria,  La.,  and  deepening  the  channel  at  sand  bars;  to  improve 
and  keep  navigation  open  from  Fulton,  Ark.,  to  the  mouth  of  the 
Atchafalaya;  also  protection  of  caving  banks  at  Alexandria. 

The  appropriations  have  been  as  follows : 

Act  of  June  10, 1872— 

For  improving  Tones  Bayou $20, 000 

For  removing  raft 150, 000 

Aqt  of — 

March  3, 1873,  for  removing  raft 80, 000 

June  23, 1874,  for  removing  raft 50, 000 

March  3, 1875,  for  removing  raft 20, 000 

August  14, 1876,  for  removing  rait  ami  tlosiug  Tones  JJayuu 35, 000 

AUotment  of  August  27, 1877,  from  the  appropriation  for  repair,  preserva- 
tion, etc.,  of  river  and  harbor  works,  act  of  April  10, 18i69,  for  closing 

Tones  Bayou 4,500 

Act  of  February  7, 1878,  for  removing  raft,  etc 6, 000 

Act  of  June  18, 187&— 

For  removing  raffc  and  closing  Tones  Bayou •. 24, 000 

For  removing  snags,  etc .' 25, 000 

Act  of  March  3, 1879— 

For  removing  raft  and  closing  Tones  Bayou ■  •  15, 000 

For  removing  obstructions .' •.,f;2, 500 

For  improving  river  above  head  of  raft  to  Fulton,  Ark 10, 000 

Act  of  June  14, 1^0— 

For  removing  raft  and  closing  Tones  Bayou 25, 000 

For  removing  obstructions 60, 000 

For  improving  river  above  head  of  raft  to  Fulton,  Ark 10, 000 

Act  of  March  3,  l&l— 

For  removing  raffc  and  closing  Tones  Bayou 10, 000 

For  removing  obstructions 10, 000 

Act  of— 

August  2, 1882,  for  improving  Red  River 75, 000 

July  5, 1884.  for  improving  Red  River 75, 000 

August  5,  lo86,  for  improvmg  Red  Rivor.  making  survey  of  same,  and 

completing  survey  of  Bay  on  Pierre,  Louisiana 75, 000 

Act  of  August  11, 188&— 

For  improving  Red  River,  Cypress  Ba>  ou,  and  Bayou  Dorcheat 65, 000 

For  survey  of  Red  River T 35,000 

Act  of  September  19, 1890— 

For  improving  Red  River 100, 000 

For  survey  oi  Red  River 28, 000 

Aggregate  of  appropriations  1872  to  1891 1,030,000 
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The  auionnt  expended  to  June  30, 1800,  was  f  888,783.69,  resulting  in 
great  benefit  to  navigation.  A  channel  was  opened  through  the  great 
raffc  in  1873,  and  operations  since,  aided  by  the  action  of  the  current, 
have  secured  an  enlarged  channel  way  with  greater  depth  everywhere, 
continually  widening  and  scouring,  and  but  little  water  is  diverted  from 
the  river  proper  at  ordinary  stages.  The  work  of  removing  obstruc- 
tions, clearing  the  banks,  and  the  prompt  removal  of  all  jams  and 
keeping  the  drift  in  motion  during  high  stages  have  prevented  any  new 
formations  of  raft.  Several  attempts  have  been  made  to  close  Tones 
Bayou,  but  no  work  has  been  done  at  this  outlet  since  1882,  when  the 
dam  under  construction  was  destroyed.  The  bayou  is  filling  up 
gradually  with  drift,  and  this,  in  connection  with  the  work  in  the  old 
raft  region  above,  is  causing  "Little  Eiver"  (below  the  mouth  of  the 
bayou  to  Grand  Ecore)  to  widen  and  scour,  the  effect  having  been  spe- 
cially noticeable  the  past  two  years.  The  rock  excavation  and  dam  at 
the  Falls  of  Alexandria  were  completed  in  1885,  increasing  the  period 
of  navigation  about  2  months,  and  as  a  general  thing  permitting 
boats  to  pass  the  falls  the  year  round,  though  i)assage  is  somewhat  dif- 
ficult at  extreme  low  stages  on  account  of  the  deflection  at  the  middle 
of  the  cut.  The  dam  and  training  wall  for  protecting  the  caving  bank 
at  Alexandfia,  built  in  1884-'85,  accomplished  the  purpose  for  which 
intended,  and  it  is  plain  that  the  banks  no  longer  cave  within  their  in- 
fluence, but  a  repetition  of  the  work  is  desired  at  an  interval  of  200  or 
300  feet  below,  where  there  has  been  slight  erosion.  The  removal  of 
snags  and  clearing  the  banks  for  the  general  improvement  of  the  river 
were  not  begun  until  1878,  all  former  appropriations  having  been  for 
removing  ra5t  and  closing  Tones  Bayou,  but  since  1885  operations  have 
been  coiSSined  to  that  class  of  work,  as  it  was  deemed  advisable  to  defer 
other  projects  until  the  survey  should  be  finished. 

An  annual  appropriation  for  the  removal  of  snags  and  other  obstruc- 
tions will  be  required  for  many  years.  In  the  old  raft  region,  both 
above  and  below  Shreveport,  sunken  logs  are  scouring  loose  continually 
and  are  a  constant  source  of  danger  to  low- water  navigation.  Others 
thoroughly  water-logged  form  bars,  impasvsable  at  low  stages.  For 
hundreds  of  miles  the  banks  of  the  upper  river  are  covered  with  a 
heavy  growth  of  timber,  which  is  caving  and  sliding  into  the  river  con- 
tinually, and  during  high  stages  the  amount  of  drift  is  enormous.  In 
the  ^Id  raffc  region  above  Shreveport  jams  form  in  a  few  hours,  some- 
tim  .s  acres  in  extent,  and  require  prompt  removal  before  the  water 
fells.  Caving  banks  leave  dangerous  shore  snags  projecting  far  out 
into  the  river,  which  should  be  cut  after  every  rise  and  fall. 

Operations  during  the  fiscal  year  ending  June  30, 1891,  were  as  fol- 
lows: 

GENERAL  IMPROVEMENT. 

During  July  and  the  early  part  of  August  the  Fnited  States  snag- 
boat  0.  W.  Howell  was  repaired,  so  far  as  necessary  to  enable  it  to  re- 
sume work,  and  fitted  up  with  temporary  wooden  shears  to  be  used 
with  the  capstan,  and  the  boat  in  command  of  M.  B.  Lydon  left  Shreve- 
port August  11,  to  work  in  the  river  below.  August  17  word  was 
brought  to  the  HoweU  that  the  steamer  Xew  Haven  had  grounded  at 
Pickett  Bend,  about  3  miles  below,  and  if  avssist^vnce  was  not  obtained  the 
boat  would  break  in  two.  The  Howell  started  for  the  disabled  steamer, 
and  on  the  way  down  struck  a  snag,  knocking  a  hole  in  her  bottom 
about  12  feet  long  by  3  inches  wide.  The  leak  was  stopped  with  mat- 
tresses and  blankets  and  a  bulkhead  built  around  the  break  and  filled 
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with  mud,  after  wliich,  August  18,  the  stranded  steamer,  which  almost 
bridged  the  river,  was  pulled  off.  The  Howell  continued  snagging  up- 
stream, and  reached  Shreveport  August  26.  On  the  way  up  brush 
dams  were  built  at  Chalk  Level  Bar  5 J  miles  below  Shreveport,  which 
caused  the  channel  to  scour  to  a  depth  of  4  feet  (an  increase  of  2^  feet), 
the  Howell  drawing  3  feet  passing  over  with  ease. 

From  August  27  to  September  8  a  minimum  crew  was  retained  on  the 
Howell  and  employed  in  repairing  the  hole  in  the  bottom.  A  small 
sectional  dock  with  cushioned  edges  was  made  and  sunk  around  the 
leak,  the  water  was  pumped  out,  and  a  new  sheet  riveted  over  the 
break.  Much  credit  is  due  to  the  master  of  the  vessel  for  the  rapid, 
economical,  and  efficient  manner  in  whic^h  the  damage  was  repaired. 

From  September  9  to  October  10  the  Howell  was  employed  in  the 
"Little  Eiver"  below  Tone's  Bayou,  removing  aU  snags  in  sight  and 
all  snags  and  logs  that  could  be  caught  with  the  sweep  or  drag  chain. 
The  same  stretch  may  be  gone  over  again  and  about  as  many  obstruc- 
tions will  be  found,  as  the  bottom  logs  are  in  nests  and  wrack  heaps, 
and  after  waiting  a  period  sufficient  for  the  bottom  to  scour  they  can  be 
dislodged  with  the  drag  chain  and  removed.  On  completion  of  this 
work  the  Howell  was  sent  to  the  mouth  of  Atchafalaya  to  work  back, 
the  lower  part  of  the  river  having  been  reported  badly  obstructed  by 
tree  slides,  wrack  heaps,  and  mud  lumps,  especially  in  the  stretch  known 
as  the  Kapions.  Work  in  the  lower  river  was  continued  until  Novem- 
ber 19.  From  that  date  until  November  24  the  crew  assisted  in  repair- 
ing the  two  quarter  boats  belonging  to  this  improvement  laid  up  with 
the  Commission  fleet  at  Simmesport,  La.,  and  November  24-29  the  How- 
ell was  on  the  way  to  Shreveport  with  these  boats  in  tow.  The  Howell 
■remained  at  Shreveport,  undergoing  some  minor  repairs,  until  Decem- 
ber 5,  and  on  that  date  a  trip  of  inspection  was  made  by  Col.  C.  B. 
Comstock,  Corps  of  Engineers,  Division  Engineer,  myself,  and  Assistant 
Engineer  Mtu^shall,  from  Shreveport  to  Knox  Point  and  return.  De- 
cember 8  and  9  the  snag  boat  BrecTc  was  towed  back  to  Shreveport  by 
the  Howell^  the  water  haying  risen  too  much  for  it  to  continue  work. 
Decembei'  11  the  Howell  left  Shreveport  for  Alexandria,  and  reached 
the  latter  place  December  13,  having  done  such  work  as  was  found 
necessary  on  the  way  down.  The  boat  remained  at  Alexandria  until 
the  adjournment  of  the  Board  of  Officers  convened  to  consider  the  plan 
and  location  of  the  proposed  bridge  across  Ked  River  near  that  place, 
and  was  used  by  the  Board  in  visiting  the  proposed  site  of  the  bridge 
and  in  making  trial  trips  through  the  selected  position  for  the  draw 
span.  After  the  Board  iuljoumed,  the  Howell  returned  to  Shreveport, 
doing  some  work  on  the  way  up,  and  arrived  at  that  place  December 
20.  On  December  26  the  Howell  took  the  Breck  in  tow,  for  work  in  the 
river  above  Shrevepolt.  The  Breclc  was  dropped  at  Rush  Point  the 
following  day,  and  the  Howell  continued  operations  up  to  Fulton,  Ark., 
the  upper  limit  of  this  iihprovement,  which  was  reached  the  morning 
of  January  14,  and  from  this  date  until  March  1  the  boat  was  employed 
on  the  work  of  improving  Red  River  above  Fulton.  During  March  and 
April  the  stages  were  too  high  for  effective  work,  and  the  boat  remained 
at  Shrevepoit,  undergoing  such  repairs  as  were  needed. 

A  heavy  rise  set  in  the  latter  part  of  April,  with  a  largci  amount  of 
drift  running,  and  the  Howell  was  ordered  out  by  telegraph  to  break 
and  prevent  jams.  Three  days  were  spent  at  the  Shieveport  Bridge 
clearing  jams  and  waiting  for  the  heaviest  drift  to  pass  or  stop  running 
(the  latter  event  would  have  shown  that  the  drift  had  jammed  above), 
and  April  30  the  boat  passed  above  the  bridge  and  continued  upstream, 
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removing  snags,  jams,  side  .iams,  etc.,  and  reached  the  "  Head  of  Eaft,'' 
65  miles  above  Shreveport,  May  8.  By  that  time  the  river  had  com- 
menced to  fall,  and  as  there  was  little  drift  running  the  boat  staxted 
back.  Large  quantities  of  drift  were  overtaken  on  the  way  down,  dis- 
persed, and  kept  in  motion.  The  Howell  reached  Shreveport  May  10, 
and  May  11  and  12  patrolled  the  river  up  to  the  mouth  of  Cottonwood 
Bayou,  then  returaed  and  was  laid  up. 

June  4-11  the  Howell  patrolled  the  lower  river  from  Shreveport  to 
the  mouth,  removing  aU  obstnictions  found  in  the  way,  and  on  June  12 
the  boat  entered  Black  River  and  was  employed  in  that  stream  and  the 
Ouachita  until  the  end  of  the  year.  A  large  and  dangerous  snag  at 
the  mouth  of  Red  River,  which  had  been  complained  of  by  the  river 
men,  was  removed  June  11,  at  the  request  of  First  Lieutenant  Millis, 
Corps  of  Engineers.  This  snag  was  over  100  feet  long  and  imbedded 
15  feet  in  the  mud,  and  required  6  hours^  work  to  remove  it.  Two 
steam  tugs  had  worked  at  it  simultaneously  but  without  any  effect. 

The  work  of  the  Howell  during  the  fiscal  year  is  summarized  as  fol- 
lows: 

Snags  puUed 1,057 

Stumps  pulled .• ' 83 

Logs  removed  from  chanuel 4, 868 

Jams  removed ^ 8 

Side  jams  removed 121 

Shore  snags  cut 874 

lioaning  trees  cut 674 

V^recks  removed* 2 

Points  of  land  removed  with  exploRlvcs,  near  Long  Branch,  Louisiana 3 

Linear  feet  of  brush  dams  built 350 

September  19  and  20  I  made  a  personal  inspection  on  the  Howell  of 
the  river  from  Shrevej)ort  to  Knox  Point,  40^  miles  below,  and  ui)on 
my  return  to  Shrevei)ort  directed  that  the  small  hand-propelled  snag 
boat  Harry  Breck  be  fitted  out  for  shore  work  in  the  Little  Eiver. 
This  was  done  and  the  boat  was  towed  down  by  the  Howell  September 
21-22. 

'  The  Breclc  commenced  operations  just  below  Scopini  Cut-oflf  Septem- 
ber 23.  The  work  consisted  of  cutting  stumps,  shore  snags,  leaning 
timber,  brush,  etc.,  thoroughly  clearing  both  banks  for  from  20  to  30 
feet  back  from  the  river,  and  was  carried  down  stream  to  Pascagoula, 
La.,  a  distance  of  17  miles,  where  it  was  suspended  December  9  on 
account  of  high  water,  and  the  boat  was  towed  baek  to  Shreveport  the 
same  day. 

December  10  repairs  of  the  Breck  were  commenced;  the  decks  were 
renewed,  calked,  and  strengthened,  machinery  repaired,  new  guys  for 
the  shears  put  up,  and  the  boat  overhauled  and  put  in  good  condition 
to  resume  work.  December  26-27  it  was  towed  by  the  Howell  to  Rush 
Point,  33J  miles  above  Shreveport,  where  operations  were  resumed. 
Shore  work  was  carried  down  stream  to  Fire  Point,  llj  miles  below, 
where  it  was  suspended  February  5,  and  the  boat  transferred  to  the 
'improvement  of  Red  River  above  Fulton.  After  suspension  of  opera- 
tions on  that  work  the  Breck  was  laid  up  at  Fulton  to  await  a  stage 
low  enough  to  resume  work  to  advantage.  On  May  12  it  left  Fulton 
and  was  dropped  down  to  Alban  Canal  Ko.  2, 1204  miles  below  Fulton 
and  ()lf  above  Shreveport,  where  bank  work  was  commenced  ^Fay  19, 
and  was  continued  down  stream  until  the  end  of  the  fiscal  year.    On 

^'Stenmer  Richmond^  at  Devil's  Elbow,  10^  milo8  bolow  Shreveport  (sunk  1868), 
and  Hteru  of  steamer  Era  No  13,  at  Lovely  Point,  43  niijcs  below  Shreveport  (sunk 
1873;. 
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,tbe  30th  of  June  the  boat  had  reached  Posten  Bayou,  53  miles  above 
Shreveport.  Progress  was  slow,  as  the  banks  were  overgrown  with 
brush  and  vines,  and  all  trees  were  cut  into  short  lengths  so  as  not  to 
become  channel  obstructions  in  the  future.  Operations  with  the  BrecJc 
during  the  year  were  conducted  under  the  immediate  supervision  of 
Overseer  W.  W.  Moore,  who  reported  the  following  summary  of  work 
done: 

Snags  and  trees  removed  from  channel SO 

Shore  snags  removed 1, 582 

Side  jams  removed 4 

Leaning  trees  removed 9, 348 

Trees  gprdled 1,138 

Stumps  removed 2, 564 

Sqnare  yards  brash  and  wiUows  cut 109, 200 

False  x>oint8  removed  with  explosives 2 

The  removal  of  obstructions  during  the  past  year  has  been  of  great 
benefit  to  navigation,  as  is  evidenced  by  the  fact  that  not  a  vessel  was 
lost,  and,  to  my  knowledge,  there  has  been  no  serious  accident.  The 
New  Orleans  and  Shreveport  boats  ran  through  the  Little  River  on 
regular  time  with  the  gauge  at  Shreveport  reading  only  2  feet,  a  con- 
dition previously  unknown  by  any  of  the  pilots  whom  I  questioned. 

The  plant  when  not  in  use  was  laid  up  at  Shreveport,  and  cared  for 
properly  to  prevent  deterioration.  The  rented  storehouse  upon  the 
bank  near  the  boats  was  destroyed  by  fire  September  6.  The  flie  broke 
out  upon  the  opposite  side  of  the  street,  but  si)read  quickly.  Every 
effort  was  made  by  the  employes  to  save  the  proi)erty,  but  as  the  wind 
was  blowing  toward  the  fleet,  they  had  all  they  could  do  to  save  the 
boats.  With  the  exception  of  skiffs,  the  greater  portion  of  the  property 
destroyed  was  of  little  value,  and  had  hmm  moved  from  the  boats  wiiere 
it  was  needed  no  longer. 

ALEXANDRIA. 

The  act  of  September  19, 1890,  provided  that  "$15,000  shall  be  used 
in  the  work  at  Alexandria.''  No  portion  of  this  amount  has  been  ex- 
pended, but  it  is  intended  to  enlarge  the  chanui^l  tlu-ough  the  ui>per 
falls  by  dredging,  depositing  the  excavated  lujiterial  on  the  east  shore 
end  of  Baileys  Dam  at  the  lower  falls,  and  buying  more  for  that  purpose 
if  necessary.  Soundings  were  made  in  August  during  the  progress  of 
the  survey  of  Red  Biver  for  a  working  map  in  case  an  allotment  should 
be  made  for  protecting  the  bank  at  Alexandria,  but  no  work  was  done 
on  account  of  the  lateness  of  the  appropriation  and  the  continued  high 
water  to  the  close  of  the  fiscal  year.  It  is  advisable  to  put  this  woik 
off  as  long  as  possible,  because  it  is  a  very  delicate  matter  to  dc^cide 
upon  a  work  for  bank  lirotectioii  other  than  revetment  that  shall  form 
part  of  an  intelligent  plan  for  the  i)ermanent  improvement  of  the  stream. 
Property  owners  along  vslidre  below  the  bridge  at  Monroe,  on  Ouachita 
Eiver,  have  protijcted  the  river  front  at  their  own  charges  by  an  ar- 
rangement of  piles  and  i)lanks  set  in  terraces,  and  it  is  desired  to  ob- 
serve the  effect  of  this  comparatively  inexi)ensive  work.  Revetment 
with  mattress  work  or  stone  alone,  as  used  with  success  on  the  Missis- 
sippi, is  to  be  preferred  to  any  other  kind  as  shore  protection,  but  the 
property  owners  at  Alexandria  are  unwilling  to  give  any  part  of  the 
bank  outvside  the  town  levee  to  be  graded  away,  which  would  have  to 
be  done  if  revetment  were  adopted,  to  give  Jiny  easy  slope  and  ])revent 
its  sUding  into  the  river.  But  if  the  recent  decision  of  the  United  Stat^is 
court  may  be  followed,  in  which  it  was  held  that  the  State  commission- 
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ers  of  Louisiana  may  build  levees  for  common  protection  upon  private 
property  without  condemnation  and  purcha^,  the  banks  or  Red  River 
may  perhaps  be  taken  in  the  same  way,  and  graded  and  revetted  to 
protect  the  levees  along  the  river  5  and  under  the  same  decision  levees  may 
be  rebuilt,  to  confine  the  flood  waters  for  improving  navigation,  while 
protecting  the  people  from  overflow. 

Piling  can  not  be  used  at  Alexandria  on  account  of  the  rock  under- 
lying the  bottom,  and  the  objection  to  crib  work  is  that  it  ought  to  be 
carried  up  to  high  water  to  prevent  boats  running  into  it,  and,  as  the 
line  to  be  protected  is  used  for  steamboat  landings,  the  danger  would 
be  greater  in  time  of  flood. 

The  channel  work  at  the  bridge  site  above  can  be  done  at  medium 
stages^  but  it  will  be  better  to  wait  for  an  extreme  low  stage  when  the 
water  is  clear.  Work  can  then  be  prosecuted  without  the  help  of  divers 
and  the  progress  can  be  seen.  With  two  dump  scows  for  general 
.service  in  the  district  the  work  could  be  done  most  economically  with 
hired  labor  and  the  plant  now  on  hand,  and  the  most  suitable  time 
chosen,  without  the  delay  necessary  for  making  a  contract;  and,  besides, 
there  would  be  no  charges  for  demurrage  in  case  the  work  should  be 
stopped  by  a  sudden  rise.  The  estimate  for  two  dump  scows  is  $3,500, 
and  for  two  months'  work  of  the  dredge,  steamer,  explosives^  and  ma- 
terials, $6,000. 

It  may  be  noted  here  that  a  considerable  study  of  Red  River  indicates 
the  possibility  of  dividing  it  in  two  at  the  falls,  and  making  a  partial 
slack- water  system  above  Alexandria  by  a  combination  of  flx^  and  mov- 
able dams,  with  a  lock  of  size  needed  by  the  largest  boats  that  can  reach 
Alexandria  at  low  water.  This  is  to  be  considered  only  as  a  suggestion, 
and  in  the  line  of  the  recommendation  made  by  Major  HoweU  about  17 
years  ago.  The  subject  will  have  to  await  the  completion  of  the  general 
survey  now  going  on. 


An  allotment  of  $20,000,  to  be  expended  in  "widening  and  deepen- 
ing "  this  part  of  Red  River,  a  stretch  21 J  miles  long,  below  Tones  Bayou, 
-was  made  by  the  act  of  September  19, 1890.  The  terms  of  the  act  would 
seem  to  indicate  that  some  form  of  construction  work  should  be  adoi)ted 
in  this  resich,  or  that  dredging  should  be  undertaken,  neither  of  which 
is  advisable  at  present,  and  the  latter  unnecessary  and  inexpedient. 

To  widen  and  deepen  the  river  at  the  same  time  can  be  done,  but  the 
result  would  prove  disastrous  to  the  stream  in  a  short  time.  Dredging 
w^ould  be  difficidt  and  expensive,  owing  to  the  mass  of  logs  which  HI  Is 
the  bottom,  and  to  widen  the  river  would  reduce  its  depth,  now  sufh- 
crient  for  present  river  traffic. 

The  survey  of  this  stretch  has  been  gone  over,  and  it  is  found  to  be 
widening  too  rapidly.  What  is  most  needed  is  to  remove  false  i)oints 
to  make  the  bends  easier,  and  to  begin  a  substantial  revetment  of  the 
caving  banks  to  prevent  further  encroachment  and  secure  the  levees, 
put  in  by  the  State  at  great  cost  to  the  people,  and  which  serve  to  im- 
prove the  navigation  of  the  river  while  protecting  them  from  overflow. 

The  best  form  of  work  in  the  channel  will  be  to  send  the  snag  boats 
over  the  reach  at  intervals,  to  pull  up  the  channel  snags  and  logs  as 
they  bei^mie  loosened  by  tlia  work  of  the  current  itself.  Far  better 
results  can  be  got  in  this  way  than  by  keeping  boats  constantly  at 
work  over  the  same  ground.  When  the  survey  is  put  into  shape  for 
study  measiu'ements  can  be  taken  and  estimates  prepared  for  such  re- 
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vetraent  work  as  slmll  be  judged  of 'first  iin]K)i  tance.  In  the  mean  time 
the  allotment  will  be  expended  only  when  work  can  be  done  in  the 
channel  to  best  advantage.  This  is  peculiarly  a  case  where  good  re- 
sults from  judicious  waiting. 

SHEEVEPOBT  HARBOR. 

Since  the  removal  of  the  raft  by  wluch  the  volume  down  the  main 
river  has  been  increased,  the  left  bank  opposite  Shreveport  has  grad- 
ually receded,  while  a  wide  batture  has  formed  along  the  city  front.  If 
measures  are  not  taken  soon  to  check  this,  the  harbor  of  Shreveport 
will  be  seriously  impaired,  and  the  cost  of  restoring  it  and  keeping  navi- 
gation reasonably  good  to  the  river  above  AviU  be  much  increased.  The 
whole  of  the  opposite  bank  should  be  revetted  for  a  distance  of  at  least 
2,500  feet,  for  if  the  bank  should  cave  back  to  the  higher  gi'ound  on 
which  the  levees  run,  it  would  be  practically  impossible  to  confine  the 
flood  waters  to  the  main  river,  but  they  would  escape  into  the  low 
ground  beyond  the  left  bank,  and  not  return  to  the  river  until  they  had 
filled  up  the  country  below  and  found  their  way  into  Lake  Bistenau  and 
Loggy  Bayou.  This  would  mean  disaster  to  Shreveport  and  to  the 
planters  of  Bossier  Parish,  and  probably  destruction  of  navigation  from 
Loggy  Bayou  upstream. 

The  rise  and  fall  of  the  river  at  Shreveport  is  about  11  metres,  or  say 
35  feet,  and  the  bank  line  needing  revetment  begins  some  2,200  feet 
above  the  railway  bridge,  and  includes  a  pocket  below  of  about  300  feet; 
making  in  all  2,500  feet,  more  or  less,  to  be  graded  and  protected.  The 
grading  can  be  done  with  pumps  used  for  washing  snags,  and  if  the 
work  is  done  at  low  water  the  mattresses  can  be  built  of  stone,  put  in 
without  the  use  of  special  plant.  Taking  a  slope  of  1  on  3,  the  pro- 
tection would  average  about  100  feet  in  width,  and  the  cost,  including 
contingencies,  should  not  exceed  $16  the  running  foot,  or  say  $40,000 
for  the  whole.  Under  favorable  conditions  it  is  probable  that  the  cost 
can  be  reduced,  but  as  stone  must  be  brought  either  by  rail  or  river 
from  a  considerable  distance,  it  is  not  thought  safe  to  reduce  the  esti- 
mate. 

CLOSING  THE  SALE  AND  MURPHY  OUTLET. 

When  the  river  above  Shreveport  was  closed  by  the  great  raft  there 
were  numerous  lakes  along  both  sides  connected  with  the  navigable 
parts  of  the  main  river  by  bayous  or  outlets,  some  of  which  were  natural 
and  others  artificial,  and  these  lakes  and  outlets  were  used  at  high 
stages  for  passage  of  boats  to  the  head  of  the  raft.  As  the  different 
rafts  formed  upstream  the  lower  outlets  were  abandoned  for  newer  ones 
above,  and  if  the  latter  were  not  ^  suflftcient  capacity  they  were  cleaned 
out  and  enlarged,  or  else  short  canals  were  dug  at  convenient  points  to 
form  the  connections  between  the  river  and  lake  channels.  Such  were 
Alban  Canals  Nos.  1, 2,  and  3  on  the  left,  and  Hervey,  Kountz,  and  Sale 
and  Murphy  on  the  right  bank,  on  which  heavy  tolls  were  exacted.  The 
removal  of  the  raft  opened  the  main  channel  of  the  river  and  the  out- 
lets fell  into  disuse,  and  have  gradually  tilled  up  with  deposit  and  drift 
until  but  little  water  is  drawn  from  the  main  stream  except  at  high 
stages.  Their  closure  will  tend  to  enlarge  the  river  channel  and  will 
protect  adjacent  lands  against  overflow. 

The  Sale  and  Murphy  Canal  is  the  uppermost  of  these  outlets,  GC}^ 
miles  above  Shreveport  and  3  miles  below  the  Arkansas  and  Louisiana 
line.  In  1882  estimates  were  made  for  closing  all  these  outlets  by  dams 
of  brush  and  stone,  \nth  mattress  protection  on  bottom  and  side«,  to 
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lesist  the  scour,  and  the  cost  of  closing  Sale  and  Murphy  was  given  at 
$6,900.  (Report  Chief  of  Engineers  1882,  pages  1546-1547.)  By  the 
>ct  of  July  5, 1884,  $5^000  was  allotted  to  close  this  outlet,  and  as  this 
tmount  was  not  sufficient  to  carry  out  the  original  project,  it  was  de- 
rided to  build  the  dam  of  brush  inattresses  and  earth.  The  dam  was 
hiilt  in  November,  1884,  but  before  it  had  time  to  solidify  the  Decem- 
ber flood  came  and  it  was  destroyed.  No  work  has  been  done  for  the 
dosure  of  the  outlet  since. 

The  act  of  September  19, 1890,  directed  that  $5,000  of  the  appropria- 
tion should  be  applied  to  closing  this  outlet.  In  November  Assistant 
Engineer  John  Ewens  was  sent  to  make  an  examination  for  the  purpose 
if  preparing  plans  for  the  work  required.    His  report  is  given  below : 

I  left  Vioksbare  November  6,  but  owiug  to  a  change  iu  time  of  steamboata  was 
Viable  to  leave  Snreyeport  until  November  8^  at  10  a.  m.,  and  arrived  at  the  Sale 
ftd  Murphy  Canal  the  momlug  of  November  9.  I  found  the  canal  for  a  distaAce  of 
to  feet  from  its  mouth  back  completely  covered  with  an  immense  Jam  of  drift  logs 
ftd.  trees,  very  few  of  which  were  not  of  formidable  proportions.  Around  the  base 
f  this  conglomeration  of  debris  a  heavy  deposit  of  sand  and  clay  has  formed,  mak- 
kg  an  impassable  barrier,  which  is  closing  the  canal  gradually  through  the  natural 
letion  of  the  river,  and,  judging  from  the  present  rate  of  progress,  the  closure  will 
h  complete  in  3  or  4  years.  After  a  careful  inspection  of  the  canal  from  its  mouth 
li  a  point,  where  it  divides  into  several  small  branches  a  very  desirable  section 
ibont  1,200  feet  from  the  mouth  was  selected  as  the  one  most  suitable  for  an  em- 
knkment  to  close  the  outlet.    The  favorable  features  it  presents  are  as  follows : 

1.  A  foundation  free  from  stumps,  logs^  etc.,  that  always  prove  fatal  to  levee  em- 
knkment, . 

2.  It  is  the  narrowest  section  between  high  banks ;  has  the  minimum  water  sec- 
l»n  at  a  stage  at  which  the  closure  will  have  to  be  made ;  and  a  marked  bar  forma- 
tbn  is  manirest,  greatly  reducing  the  fiU  and  giving  a  stronger  foundation. 

3.  The  banks  practically  are  as  high  as  at  the  moiith. 

4.  The  best  and  most  accessible  umterial  in  the  vicinity  is  <juite  near. 

In  adiUtion  to  these  salient  points,  the  advantage  to  be  derived  from  the  protec- 
^n  the  immense  barrier  of  drift  and  deposit  will  aiiord  can  not  be  estimated  too 
%hly.  The  position  selected  is  afl  near  the  mouth  as  practicable,  the  governing 
editions  bein^  to  obtain  a  section  that  will  be  f^ee  from  logs,  and  at  a  point  where 
lbs  pressure  of  inflowing  water  will  be  at  a  minimum.  The  section  was  sounded 
ttefnlly  with  a  pole  and  distances  measured  with  steel  tape.  The  total  width  of 
action  from  top  of  high  bank  is  169.7  feet;  the  water  width  at  present  stage  97.5 
fct.  For  a  space  of  41  feet  an  average  depth  of  8  feet  of  water  was  found,  out  in 
4e  spaces  on  each  side  of  this  pool  the  depth  varied  from  0  to  6  feet.  The  high- 
iftter  mark  of  1890  (the  highest  known)  wa«  found  to  be  18.5  feet  above  the  water 
ttiace  November  9.    (H.  W.  1890,  232.15  feet  Cairo  datum.) 

The  foUo wing  embankment  is  recommended  for  the  closure  of  this  outlet :  A  levee 
irving  a  crown  of  10  feet,  to  extend  2  feet  above  high- water  mark.  Out«ide  and  in- 
iie  slopes  4  on  1.  The  upper  end  of  tlie  dam  to  be  extended  out  to  the  main  levee 
adistance  of  about  1,500  feet,  and  the  lower  end  to  be  extended  to  edge  of  swamp, 
^ut  1,400  feet.  The  crown  and  slopes  to  be  sodded  and  covered  with  a  thin  layer 
of  willows  or  other  brush  at  hantf,  laid  so  as  to  form  a  light  mattress  to  be  held  in 
l^e  by  sacks  of  earth.  On  the  river  face  this  mattress  should  be  extended  at  least 
9 feet  beyond  the  base  of  the  levee.  A  structure  of  this  character,  properly  built, 
4oald  stand  all  the  pressure  it  would  be  subjected  co ;  but  in  order  to  have  the  views 
cf  the  people  who  reside  in  the  vicinity  of  the  canal,  and  who  are  familiar  with  the 
E^inen  of  the  river  at  aU  stages  and  its  effect  at  the  canal,  I  invited  Mr.  M.  Hunt 
md  Mr.  T.  J.  Martin  to  go  over  the  ground  with  me  and  discusH  the  merits  of  differ- 
<«t  locations  as  possible  sites  for  the  dam,  and  both  agreed  that  the  site  selected  was 
Btost  desirable  for  permanence  and  economy  in  building.  The  magnitude  of  the  drift 
akl  deposit  makes  it  not  only  iui]>ractiea1)le  but  very  undesirable  to  adopt  any  site 
ntarer  the  mouth. 

Estimates. 

11798  cubic  yards  main  embankment,  at  20  cents $2,  .559. 60 

1^388  cubic  yards  embankment  for  extension,  at  10  cents 1, 238. 80 

Ifcttressing  main  embankment 2'yO.  00 

Dftpection , 300. 00 

Ofeitlugencies,  proto4'ting  work  during  high  water,  etc 651. 60 

Total 5,000.00 
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The  20  cent  basis  was  used,  as  local  parties  assured  me  that  they  would  js^uarantee 
to  do  the  work  satisfactorily  for  that  price.  The  10  cent  estimate  for  extensions  on, 
shoire  1  consider  large  enough^  as  tbey  can  be  made  with  scrapers  and  very  easily. 
The  shore  work  is  important  for  protection  at  high,  water,  a-s  the  local  levee  extends 
to  the  hills  ai^d  no  water  could  reach  the  embanlunent  from  above. 

Owing  to  the  late  period  when  the  appropriation  was  ina<le  it  wa« 
thought  best  to  defer  the  work  of  constructing  this  dam  and  the  ap- 
proaches until  after  the  winter  and  spring  floods  had  passed,  in  order  to 
give  plenty  of  time  for  it  to  consolidate;  and  for  this  reason  and  on  ac- 
count of  successive  floods  and  continued  high  water  to  date  nothing 
was  done  to  the  end  of  the  fiscal  year.  It  is  expected  to  commence  the 
cohsti-uction  by  the  middle  of  August,  and  under  ordinary  conditions  it 
should  be  finished  within  a  month  or  6  weeks  at  most. 

TMs  work  should  be  regarded  only  as  a  beginning,  and  all  of  the 
outlets  which  now  deplete  the  main  river  at  all  stages  should  be  closed 
gradually,  suflftcient  intervals  being  allowed  to  give  the  channel  oppor- 
tunity to  adapt  itself  to  the  increased  discharge. 

SUBVEY  OP  BED  BIVEE  FBOM  FULTON,  AEKANSAS,  TO  ATCHAFALATA 

BIVEE. 

PEOaBESS  BEPOET. 

On  account  of  the  difficulty  in  securing  skilled  men  for  the  grade  o^ 
work  required  on  the  survey,  and  the  late  date  on  which  the  appropria- 
tion became  available  after  the  approval  of  the  project  required  by 
law,  it  was  judged  most  economical  to  postpone  the  triangulation  and 
precise  levels  from  Alexandria  to  the  Atchafalaya  until  the  following 
season.  The  survey  party  was  reorganized  under  Assistant  Engineer 
H.  M.  Marshall,  and  employed  on  the  survey  of  Yazoo  Eiver  fif^om 
October  29  to  December  6,  and  then  transferred  to  Shreveport  and 
engaged  on  the  survey  of  the  Cypress  Bayou  and  the  lakes  until  April 
14, 1891.  Upon  the  completion  of  the  field  work  the  party  was  divided, 
one  detachment  being  sent  to  make  additional  cross  sections  of  Bed 
Eiver  below  Shreveport  and  connect  with  the  stations  of  former  sur- 
veys of  Little  Eiver  and  Bayou  Pierre;  and  the  second  detachmfent  was 
employed  in  connecting  high-water  marks  with  the  level  lines  and 
measuring  the  discharge  of  Eed  Eiver  and  outlets  above  Shreveport. 

While  the  flood  of  1890  was  rising  in  Eed  Eiver  persons  living  along 
the  banks  were  asked  to  cooperate  with  the  engineers  in  fixing  the 
high-water  line.  About  150  pieces  of  zinc,  lettered  H.  W.  1890,  were 
mailed  to  citizens  living  convenient  to  the  river  between  Fulton,  Ark., 
and  the  Atchafalaya,  who  were  asked  to  nail  them  to  trees  or  buildings 
at  the  extreme  height  of  the  flood,  and  to  send  descriptions  of  the  loca- 
tions and  dates  to  this  office.  About  thirty  notices  were  received,  and 
the  elevations  of  the  marks  have  been  taken  by  level  wherever  the  de- 
tachment was  within  reasonable  distance  of  the  mark.  Other  marks 
have  been  leveled  to  after  inquiry  from  persons  living  along  the  banks 
as  far  downstream  as  Alexandria.  The  discharge  of  eight  outlets  from 
the  west  bank  was  measured  by  floats,  and  that  of  Twelve  Mile  Bayou 
and  Cross  Bayou  taken  with  the  Price  current  met^r,  as  also  the  dis- 
charge of  Eed  Eiver  above  and  below  them.  These  observations  were 
made  on  the  spring  rise,  when  the  Shreveport  gauge  was  25  feet. 

The  party  was  then  reduced  to  a  single  small  detachment — the  drafts- 
men and  computers  being  sent  to  the  office  to  work  ujmn  maps  and 
notes — ^and  engaged  in  leveling  to  high-water  marks,  connecting  trian- 
gulation stations  with  gauge  sections,  and  making  discharge  and  sedi- 
ment observations.    The  wcnk  has  progressed  satisfactorily,  the  stage 
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of  river  having  been  higk  throughout.  Observations  were  tiiken  for 
10  days  at  each  of  the  folloTfing  stations:  On  Red  River  and  the  out- 
lets and  inlets  below  Shi^eveport,  at  Tones  Bayou,  Loggy  Bayou  (Lake 
Bistenau  and  the  Dorcheat),  Bayou  Wincey  (Bayou  Pierre),  head  and 
foot  of  Cane  River,  and  at  Alexandria.  Wliile  the  discharge  measure- 
ments were  going  on  simultaneous  gauge  leadings  were  taken  on 
gauges  set  at  the  two  consecutive  discharge  stations,  the  zeros  set  by 
level  to  the  same  reference,  Cairo  datum. 

It  would  be  desirable  to  extend  the  system  of  gauges  and  place  them 
at  shorter  intervals,  and  take  observations  through  a  long  period,  so  a« 
to  get  data  for  determining  the  slope  corresponding  to  any  stage;  but 
the  Umited  appropriation  will  not  permit  so  great  an  expenditure.  The 
observations  taken  will,  however,  be  of  great  value  for  stages  corre- 
sponding to  the  river  heights  during  progress  of  this  work. 

Work  in  the  offtce  has  progressed  at  a  good  pace.  The  field  sheets 
of  the  survey  of  Upper  Red  River  have  been  made  and  the  final  sheets 
plotted  and  inked  in  outline  and  the  elevations  and  smaller  lettering 
fimshed.  Eighteen  sheets,  scale  1  :  10,000,  cover  the  distance  from 
Pidton,  Ark.,  to  Shreveport,  La.,  a  distance  of  301  kilometers  (188 
miles),  of  which  six  are  finished  except  the  title,  legend,  and  number- 
ing. Below  Shreveport  aU  the  field  sheets  are  ready  for  transfer,  and 
three  final  sheets  have  been  inked  and  are  ready  for  the  topographical 
draftsman.  This  work  has  been  delayed  by  the  draftsman  falling  ill  of 
typhoid  fever,  and  as  it  is  desirable  to  have  the  maps  agree  in  style, 
lie  work  will  not  be  resumed  until  he  returns  to  duty. 

iUl  the  notes  from  Fulton  to  Alexandria,  about  800  kilometers  (500 
miles),  have  been  indexed,  tabulated,  and  reduced. 

The  quarter  boats  were  overhauled  and  refitted  in  November  and 
December,  in  time  to  be  uso>d  on  the  Cypress  Bayou  survey,  and  were 
then  occupied  by  the  detachments  on  Upper  and  Lower  Ked  River. 
They  are  laid  up  at  Alexandria,  where  the  parties  will  be  reorganized  in 
the  autumn,  after  the  sickly  season,  and  when  the  water  is  low.  The 
decision  to  postpone  the  work  was  a  fortunate  one,  as  Red  River  has 
been  visited  by  heavy  rains  since  last  December,  and  kei)t  at  a  stage 
too  high  to  allow  continuous  work  in  the  field,  and  the  loss  in  organiz- 
ing and  breaking  up  parties  at  intervals,  or  in  working  under  great  dis- 
advantages, has  been  avoided. 

If  the  work  can  be  resumed  by  the  middle  of  September,  it  is  hoped 
that  the  Hue  firom  Alexandria  to  the  Atchafalaya  can  be  covered  before 
Mississippi  River  rises  to  block  the  way  by  back  water,  and  at  least  by 
the  end  of  the  year.  The  country  to  be  surveyed  is  a  very  difiicult  one, 
and  not  a  little  cutting  will  be  found  necessary  for  the  Imes,  and  after 
reaching  David  Ferry,  some  60  kilometers  (39  mUes)  below  Alexandria, 
the  i)recise  levels  may  have  to  be  abandoned  or  earned  around  by 
Avoyelles  Prairie  to  the  IMississii^pi  to  close  on  the  TJ.  kS.  Coast  Survey 
bench  at  Smithland  and  complete  the  loop. 

To  finish  the  survey  on  a  scale  proportional  to  the  importance  of  the 
8taream  will  require  an  appropriation  of  $97,000  to  be  applied  as  follows : 

For  800  kUometers  (500  miles)  secondary  triangiilation  from  Atcliafalaya 

River  to  Fulton,  Ark.,  At  $75  per  kilometer .\.  $60, 000 

Borings  and  transvaUey  Actions  at  eight  stations 8, 000 

Bi^h  and  low  water  di8chai*ge,  sediment  observations,  and  ganges 6,  (K)0 

Computation  and  projection  of  maps 5. 000 

500  sets  maps  (100  sheets  each)  scale  yuimr 15, 000 

^pairs  and  outfit,  quarter  boats,  hire  of  launch,  skiffs,  contingencies,  :iiid 

office  expenses ,,,..., .% 000 

97,000 
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An  index  map  of  Eed  River  Basin  and  a  shoet  ginng  the  limits  of 
high  and  low  water  from  Fulton  to  Mississippi  River  are  submitted, 
which  are  worthy \of  attention.  The  map  shows  a  high-water  navigation 
of  over  1,600  kilometers  (1,000  miles)  exclusive  of  the  Ouachita  system  of 
the  same  amount,  and  alow-water  navigation  of  800  kilometers  (500  miles) 
except  in  extraordinary  droughts.  The  hydrograph  shows  that  under 
ordinary  conditions  the  slope  should  be  fairly  uniform  at  all  stages,  but 
that  destructive  velocities  must  prevail  at  least  above  medium  stages, 
and  that  caving  banks  must  be  protected  to  preserve  the  regimeu  of  the 
the  river.  The  eftect  of  Mississippi  floods  is  shown  as  far  as  Black  River, 
the  outlet  for  the  Ouachita  system,  from  which  alone  bad  navigation 
might  be  predicted  in  the  reach  of  some  65  kilometers  (40  miles)  below. 
,  In  the  absence  of  definite  measurements  at  extreme  stages  the  discharge 
of  both  rivers  may  be  assumed  to  be  equal  and  about  100,000  cubic  feet 
per  second  in  high  water,  dividing  perhaps  200,000  cubic  feet  per  second 
between  the  Mississippi  and  the  Atchafalaya,  according  to  the  stages 
at  Red  River  Landing,  while  at  low  water  the  discharge  is  too  small  to 
make  a  navigable  channel  into  the  Mississippi. 

With  the  i)rogres8  of  the  survey  more  definite  information  will  be 
obtained,  and  the  hydrograph  corrected  and  amended.  All  the  impor- 
tant pomts  should  be  connected  with  the  common  plane,  the  Cairo  da- 
tiun,  and  a  profile  made  giving  channel  depths  at  low  Avater  and  the 
limits  above  high  water  for  the  bottom  chords  of  bridges. 

The  gauge  service  should  be  extended  in  Red  River  Valley,  and  form 
part  of  the  system  of  gauges  required  by  joint  resolution  of  February 
21, 1871.  Those  of  pressing  importance  should  be  established  at  the 
railway  bridge  north  of  Texarkana,  at  Coushatta,  at  or  about  David 
Ferry,  and  the  mouth  of  Black  River.  The  cost  of  this  work  is  esti- 
mated at  $1,500  the  first  year  for  gauges, -bulletins,  and.  the  pay  of 
observers,  and  81,500  for  leveling  and  monuments,  and  $1,200  a  year 
thereafter  for  maintenance,  repairs,  and  inspection. 

OYPRESB  BAYOU. 

As  the  work  between  Bhrevei)ort  and  Jeft'erson,  formerly  provided 
for  by  a  special  appropriation,  was  transferred  to  Red  River  by  an  allot- 
ment of  85,000  in  the  aet  of  August  11, 1888,  and  as  it  is  advisable  to 
keep  this  route  open  through  Twelve  Mile  Bayou,  in  order  to  preserve 
what  has  been  gained  by  an  expenditure  of  over  $117,000  by  the  United 
States  and  citizens — ^whether  or  not  the  construction  of  a  slack-water 
navigation  shall  be  found  prac^ticable — it  is  recommended  that  an  ap- 
propriation of  $5,000  be  made  to  continue  the  removal  of  leaning  trees, 
stumps,  and  logs,  and  to  mark  the  route  through  the  lakes  by  signs  or 
beacons. 

Even  if  boats  should  not  run  between  Jeiferson  and  Shreveport  on 
regular  trips,  the  knowledge  that  there  is  a  navigable  channel  for  small 
boats  at  medium  stages  will  be  sufficient  t4)  keep  railroad  freight 
charges  within  reasonable  limits,  and  thus  benefit  the  i)eople  for  whom 
Jefferson  is  the  market  and  distributing  point. 

GENERAL   REMARKS.    • 

The  report  of  last  year  laid  down  certain  principles  for  the  improve- 
ment of  Red  River,  and  as  no  action  Mas  taken  upcm  the  estimates  it  is 
thought  important  to  repeat  them,  au<l  they  are  therefore  given  below 
with  but  slight  amendments,  the  suggestion  of  dividing  the  river,  made 
uuder  the  head  of  Alexandria,  being  not  inconsistent  therewith. 
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The  permanent  improvement  of  Red  River  oifors  >fc  problem  of  exceeding  difficulty, 
the  solution  of  which  depends  upon  certain  conditions  that  exist  in  no  other  stream 
in  like  degree.  The  most  serious  question  is  the  disposition  of  drift,  which  runs  at 
timea  in  such  quantities  as  to'  render  navin^ation  hazardous  by  day  and  impossible 
by  night.  The  river  is  frequently  jammed  in  a  few  hours  with  acres  of  snass  and 
logs;  and  raft  formation  is  prevented  only  by  prompt  service  of  the  snag  Doats. 
Should  jams  occur  w'hen  funds  are  exhausted  and  none  expected  for  some  time,  it  is 
probable  that  new  rafts  would  form,  diverting  the  river  from  the  bed  in  which 
thousands  have  been  judiciously  spent,  to  lose  it-self  in  the  lowlands  and  bayous, 
destroying  by  the  way  a  fertile  country  that  has  been  reclaimed  from  overflow  by 
the  joint  work  of  the  improvement  and  the  construction  of  leveea  by  the  State. 
Should  the  survey  of  Red  River  now  in  progress  to  the  Atchafalaya  indicate  that  a 
slack-water  system  is  feasible  and  for  the  best  interests  of  navigation,  the  question 
of  drift  wonl(i  assume  larger  proportions,  possibly  even  prohibitory.  There  can  be 
little  doubt  that  it  would  forbid  the  general  application  of  any  existing  system  of 
movable  dams ;  and  even  with  fixed  dams  the  question  remains  a  serious  one.  Some 
means  would  have  to  be  devised  to  catch  drift,  keep  it  out  of  the  channel  way  and 
locks,  and  this  would  necessitate  very  long  guard  walls,  with  traveling  cranes  to 
handle  heavy  timber.  Possibly  a  combination  of  two  systems  might  be  made,  giving 
a  drift  pass  to  be  closed  by  heavy  shutt-ers,  bear  trap,  or  other  device  drawn  from  the 
best  experience  on  such  work. 

An  open  river,  however,  even  with  occasional  detentions  in  low  water,  is  to  he 
preferred  to  any  slack- water  system  with  detentions  at  every  lock,if  it  can  be  made 
to  give  generally  a  fair  navigation  throughout  the  year  at  a  reasonable  cost,  and 
it«  permanency  secured  by  a  moderate  percentage  for  maintenance.  The  importance 
of  the  subject  can  be  judged  best  by  referring  to  the  map  of  the  country  drained  by 
Red,  Onacthita,  and  tributary  streams.  Cheap  transportation  for  the  entire  valley 
west  of  Mississippi  and  south  of  the  Arkansas  is  possible  only  through  the  mouth  of 
Red  River  to  the  port  of  New  Orleans  aud  the  sea. 

Whatever  plan  shall  be  adopted  for  improving  the  main  rivers,  or  even  if  the  work 
of  riving  an  assured  reasonable  navi«jation  in  Red  River  to  Shreveport  and  beyond 
be  delayed  for  a  time,  there  are  certain  general  principles  to  be  followed,  if  only  to 
save,  till  that  time  comes,  what  has  bc<*n  gained,  or  to  prevent  the  liver  closing. 
These  principles  are  stated  in  natural  Hequence,  as  follow's : 

l.»The  systematic  clearing  of  the  banks  for  some  distance  back  far  beyond  the 
hmits  of  this  district.  It  is  cheaper  to  remove  the  source  of  drift  than  to  disi)ose  of 
drift;  and  the  benefit  to  navigation  is  immediate. 

3.  An  efficient  snag  boat  service  for  general  work,  patroling  the  river,  preventing 
jams,  removing  logs  and  snags  from  the  channel  and  banks,  and  dredging  tow-heads 
and  obstinate  shoals.  Here,  again,  the  benefit  is  immediate.  A  permanent  appro- 
priation of  not  less  than  $25,000  a  year  is  needed  for  this  purpose. 

3.  Extending  the  scope  of  the  survey  to  embrace  the  whole  valley.  This  is  neces- 
sary to  the  proper  study  of  this  river  and  tributaries,  aud  to  furnish  all  the  informa- 
tion reqtiired  to  decide  upon  a  system  of  improvement  and  to  locate  its  elements. 

4.  Construction  of  a  substantial  system  of  levees  to  restrain  the  greatest  floods, 
either  alone  or  in  partnership  with  the  riparian  States. 

5.  Closing  gradually  every  outlet  through  which  the  main  streams  are  depleted 
at  various  stages  above  low  water. 

6.  Fixing  caving  banks  to  confine  the  main  stream  to  the  channel  selected  for  it, 

7.  To  exercise  a  watchful  care  from  first  to  last  to  prevent  injury  to  the  regimen 
of  the  strenms  by  cut-offs  or  outlets,  and  to  keei)  the  building  of  bridges  within 
reasonable  bounds. 

Ordinarily,  fixing  caving  banks  sboulcl  precede  levee  building  and 
elosing  outlctvS,  but  as  the  banks  are  reasonably  stable  for  a  consider- 
able part  of  Red  Eiver,  and  as  the  obje<*t  is  to  get  an  improved  naviga- 
tion witlio!it  unnecessary  delay,  revetment  is  placed  after  tbem.  The 
Kurest  and  cheapest  way  to  get  the  benefit  of  levees  in  concentrating 
the  flood  waters  is  to  join  the  States  and  aid  them  in  restoring  aucl 
eompleting  their  levees.  The  estimates  for  levee  construction  are  for 
completing  lines  in  Louisiana  projected  by  the  State  engineer.  Other 
lines  will  be  laid  down  in  Louisiana  and  Arkansas  after  the  survey 
fthall  have  been  completed  to  the  Atchafalaya.  The  closure  of  the  out- 
lets may  be  accomplished  as  part  of  the  levee  work  when  tbo  lines  aro 
conveniently  near. 
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DETAn.KD   KSTIMATKS. 

PJdnt 

FUtboat  with  steam  power  and  crano  or  shears,  cahin,  and  outfit $3, 000 

Two  dump-scows  for  dredge i 3, 500 

Pile  driver  with  steam  }uunmer  and  jet , .* 3, 500 

Small  towboat  and  tender,  steel  hull , 15, 000 

Skiffs,  rigging,  tools,  etc 2, 000 

*  Service  of 'plant. 

Expenses  of  snasrand  tow  boats 25,000 

Expenses  of  dredge 5, 000 

Expenses  of  chopping  parties 7, 000 

Excavation  of  rock  and  straightening  channel  at  Alexaudiia 5, 000 

Eemoving  obstructions  in  Cypress  Bayou 5, 000 

Care  of  plant,  , 

Wages,  subsistence,  and  sQpplies  for  fleet 3  000 

Kegular  and  extraordinary  repairs 4, 000 

Constrv^etion, 

Repairing  and  enlarging  the  State  levees  by  joining  with  the  State 
engineers  and  levee  boards  for  the  purpose  of  confining  the  waters 
of  K%d.  River  to  the  adopted  channel,  thereby  improving  and 
giving  ease  and  .safety  to  the  navigation  of  the  river,  cubic  yards 
estimated  as  follows : 

Caddo  district  above  Shreveport 50, 000 

Caddo  district  below  Shreveport 270, 000 

Bossier  district  below  Shreveport 1  300, 000       « 

Bossier  district  above  Shreveport 30, 000 

Rapides  district,  from  Alexandria  to  Avoyelles  Prairie 140, 000 

Total  cubic  yards,  at  20  cents 790,000  $158,000 

Closing  outlets. 

Dooley  and  Red  Bayou 4, 000 

Cottonwood  Bayou 7, 000 

Cowhide  Bavou 4, 000 

Tones  Bayou 20,000 

Choctaw  Bayou 5, 000 

Draining  impounded  water  from  Choctaw  Bayou  by  canal  to  Bayou  des 

Glaizes,  or  otherwise 10, 000 

Gauges, 

Establishing  gauges  and  pay  of  observers 1, 500 

Leveling  and  monuments. .  /. .• 1, 500 

Surveys^ 

Completing  survey  of  Red  River  according  to  approved  projoot,  including 
triangulation,  transvallej^  sections,  borings,  and  publication  of  maps  on 
full  scale 97,000 

I^cal  surveys  and  examinations  of  caving  banks  for  revetment  work 3, 500 

Administration, 

Office  expenses,  stationery,  mileage,  and  contingencies , , 3, 500 

Assistant  engineers,  draftsmen,  inspection,  and  transportatiou , 4, 000 

Total 400,000 
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July  1,  1890/balanceune«pemlecl... $13,236.33 

JLAount  appropriated  by  act  approveil  Septembov  19, 1890 128, 000, 00 

141,236.33 
June  30, 1891,  amount  expended  during  fiscal  year 36, 831;  39 

Jnly  1,  1891,  balance  unexpended 104, 404. 94 

July  1,  1891,  outstanding  liabilities 429. 46 

July  1,  1891,  balance  avaUable 103,975.48 

(  Amoontthatcanbeprofitably  expended  in  fiscal  year  ending  June  30, 1893  400, 000. 00 
<  Submitted  in  compfiance  with  requirements  of  sections  2  of  river  and 
(    harbor  acts  of  1866  and  1867. 

The  amounts  expended  during  the  fiscal  year  ending  June  30, 1891,  were  as  follows : 

For  general  improvement,  repairs,  care  of  plant,  etc $29, 346. 86 

For  Cyprees  Bayou,  etc 285. 94 

For  examination  and  survey  of  the  Little  River  below  Scopiui  Cut-off. , .  2, 323. 99 

For  examination  of  Sale  and  Murphy  Outlet 101. 20 

For  the  survey  of  Red  River 4, 773. 90 

Total \ 36,831.39 


COMMERCIAL  STATISTICS. 

hi  the  past  fiscal  year  Red  River  was  navigable  between  Shreveport  and  the  mouth 
daring  July,  and  from  October  1  to  June  &.  During  August  and  September  the 
txrer  was  at  a  very  low  stage,  and  for  part  of  that  period  Montgomery,  161  miles 
b^w  Shreveport  and  52  above  Alexandria,  was  the  head  of  navigation.  Between 
S^veport,  La.,  and  Fulton,  Ark.,  the  river  was  navigable  from  November  6  to  May 
10,  and  £rom  Shreveport  to  Garland,  for  small  steamers,  the  entire  year. 

The  following  steamboats  were  engaged  in  the  Red  River  trade  during  the  year : 


Kame. 


Valley  Qneen  . . 

Gflriand 

Htifette 

iTAbD.  SooUy. 

Xat  F.  Dortch. 


rtkndly. 


410.83 
2fll.42 
265.00 
285.70 

302.88 


66.76 


i 


Feet. 
190.6 
162.0 
161.0 
215.0 

164.0 


Ft. 
35.8 
30.0 
30.5 
34.6 

28.8 


2.  B.  Wheelock 254. 49 

C. E.  Satterlee 254.40 

BeOeCrooka 78.43 

Unco j  43.» 

J«ini  Gilmore 503.9 


26.6 


120.0 


160.0,30,0 
162.0  30.0 

91. 0|22. 0 

104. 3|19. 0 

183. 0,34. 0 


FLin. 
2  6 
2  0 
2  0 
2    0 


Draft. 


3.5   1    6 


0  11 

1  8 
1    8 

1    6 

(*) 

(*) 


Ft.in 
8  6 
5  6 
5  6 
5    6 


•I 


4 
43 
41 

o5ii3 


(*) 
(*) 


Between  what  plaoeB. 


22  Shreveport  and  New  Orleans 

21. ...do 

27. ...do 

13. ...do 

6. ...do 

80  Shreveport,  Gilmer,  and Goi- 

land 

10  Shreveport  and  Jefferson 

28. ...do 

18  Shreveport,  Gilmer,  and  Gar- 
land   

Fnlton  and  Lanesport 

Shreveport  and  Alexandria . . 

...do 

Fulton  and  Garland 

Fulton  and  Lanesport 

Shreveport  and  Garland 

5  Knox  Point  and  Mouth  Black 
i    Blver 


XoTS. — All  stem-wheel  stearnboats. 


*  Hot  reported. 


II 


850 
630 
880 
260 
72 

230 

60 

130 

120 


998 

998 

63 

130 
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The  freiglitjs  by  river  are  given  beloW,  with  a  comparison,  with  the  2  years  pre- 
ceding : 


Articles. 

1890-'91. 

1880-'90. 

1888-'89. 

Cotton  ...* 

Tont. 

21,613 

12,249 

212 

88 

16,523 

81 

Tons. 
18,838 
14,140 
35 

Tbni. 
12,583 
11,976 
97 

Cottonseed 

Livestook 

82 

3Lnmbar 

4,519 
58 

Starea , 

Stone » 

4,600 

Cotton-eeed  meal , 

10,000 
2,719 

SondrlM  -  r , .     . . , , 

186 

373 

Total  down  ftreight 

Retain  fteighta 

63.435 
30,051 

37,726 
28,650 

29,670 
19,780 

Total 

9»,486 

66.376 

49,450 

Eatlinated  valne                                                      *      *  . 

§9,185,000 

$6,820,810 

$5,370,000 

In  addition  to  the  above :  From  Ouachita  River,  entering  Red  River  at  month  of 
Black  River,  221,191  tons.    The  value  of  which  is  estimated  to  be  $9,130,000. 
The  following  table  shows  the  receipts  and  shipments  of  cotton  at  Shreveport,  La. : 


1890-'01. 


1889-'90. 


Source  of  receipts: 

BjiraU 

Bywagou 

By  river 


Bala. 
39,890 
37,723 
14,886 


BaU*. 

25,476 

40,026 

8,897 


BaUt. 
30,331 
35,450 
12,368 


WarohoiiJie  receipts . 


92,449 


74,402 


78,143 


Shipments : 

By  Texas  and  Pacific  Kailroad 23,311 

By  Vicksburg,  Shreveport  and  Pacific  Baiiroad 15, 564 

By  Shreveport  and  Honston  Railroad I  13,860 

By  St.  Louis  and  Southwestern  Railroad I  15, 039 

By  river  to  New  Orleans 1  19, 218 


23.690 
20,813 
12,529 
8,820 
8, 412 


24,029 

494 

24,123 

8.956 


Total. 


86,992 


74,264 


78,184 


The  water  route  from  Shreveport,  La.|.to  Jefferson,  Tex.,  throngh  the  lakes  and 
Cypress  Bayou,  was  navigable  from  December  1  to  the  end  of  the  fiscal  year.  The 
number  of  trips  made  by  steamboats  is  given  in  the  list  of  boats  above,  and  the 
A'eights  reported  were  as  follows : 


Freights. 

1890-'91. 

1889-'90. 

Cotton 

•25 

200 

0,400 

1,825 

Tofu. 
200 

Cotton  seed 

25 

T'Umher                                                                                                    t. - 

(*) 

Sundries...     .                 .             -        -     - ^  

Total  down  freights 

•5,050 
700 

226 

Ketnm  freights - - - 

3,300 

Total  iVoiffhts  ....  . . 

85,750 

Vvisi^ooo" 

3, 525 

£stimated  value 

$304,325 

*  Not  reported. 

The  competing  routes  of  transportation  for  the  trade  of  the  Red  River  Valley 
below  Fulton,  Ark.,  are  as  follows:  The  river  is  crossed  by  the  St.  Loui.H,  Iron 
Mountain  and  Southern  Railway,  at  Fulton,  Ark.,  by  the  St.  Louis  and  South- 
western Railway  (Cotton  Belt  Route),  at  Garland,  Axis.,,  and  by  the  Vicksburg, 
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Shreveport  a»d  Pacific  Railroad  at  Shreveport,  La.,  and  a  branch  of  the  Cotton  Belt 
System  from  Lewisville,  Ark.,  8  miles  east  of  Garland,  runs  parallel  to  the  river  to 
Shreveport.  The  Texas  and  Pacific  Railway  runs  nearlj^  parallel  to  the  river,  and 
touches  at  Alexandria,  Boyce,  Shreveport,  and  other  points  on  the  main  river,  and 
at  Jefferson,  Tex^  on  Cypress  Bayou^  and  connects  at  Texarkana,  Ark.,  with  the  Cot- 
ton Belt  and  St.  Louis,  Iron  Mountain  and  Southern.  This  railroad  has  a  steamboat 
line  on  Bed  Biver  between  Alexandria  and  Shreveport,  La.  Mor^jau's  Louisiana  and 
Texas  Railroad,  a  branch  of  the  Southern  Pacific,  runs  from  Alexandria  to  the  main 
line.  Shreveport  is  the  eastern  terminus  of  the  Shreveport  and  Houston  Railroad. 
The  Houston,  Central  Arkansas  and  Noi-them  Raiboad,  a  branch  of  the  Missouri 
Bacific  System,  is  constructing  a  bridge  at  Alexandria,  and  two  projected  lines  con- 
template crossing  at  the  same  place.  Jetferson,  Tex.,  at  the  head  of  navigation  on 
Cypress  Bayou,  nas  transportation  by  the  Missouri,  Kansas  and  Texas  Railway  in 
addition  to  the  Texas  and  Pacific  Railway  mentioned  above. 


V2. 

IMPROVEMENT  OF  RED  RIVER  ABOVE  FULTON,  ARKANSAS. 

An  examination  of  Eed  Eiver  above  Fulton,  Art.,  was  made  in  1884, 
in  accordance  with  the  requirements  of  river  and  harbor  act  approved 
July  5, 1884,  and  the  plan  recommended  for  its  improvement  contem- 
plated removal  of  snags  and  drift,  etc.,  to  secure  safer  high- water  navi- 
gation between  Fulton  and  the  mouth  of  Kiamichi  River,  Indian  Terri- 
tory. (Report  Chief  of  Engineers,  1885,  pages  1617-1627.)  This  part  of 
the  river  is  138  miles  long. 

The  estimated  cost  of  putting  this  stretch  of  river  in  fair  condition 
for  navigation  at  high  stages  was  $10,000,.  if  expended  in  one  sea8<)n\s 
operations.  In  the  last  annual  report  $2,000  additional  was  asked,  to 
be  applied  to  going  over  and  completing  the  work. 

The  appropriations  have  been  as  follows: 

By  act  of — 

August  5, 1886 •. $7,000 

August  11, 1888 3,000 

September  19, 1890 2,000 

Total  amount  appropriated 12, 000 

In  the  fiscal  year  1887  the  hand-propelled  snag  boat  Harry  BrecJc^  with 
steam  capstan,  was  built  at  Fulton  at  a  cost  of  $4,000,  and  during  the 
saeceeding  2  years  this  boat  was  eniployed  in  removing  obstructions 
until  the  ftinds  were  exhausted. 

The  improvement  was  carried  on  under  the  direction  of  Capt.  H.  S. 
Taber,  Corps  of  Engineers.  In  December,  1888,  after  the  appropriation 
had  been  expended,  he  transferred  the  snag  boat  Brecic  to  this  divstrict 
far  temporary  use  in  Red  River  below  Fulton;  and  in  November,  1890, 
the  work  of  improving  Red  River  above  Fulton  was  transferred  to  my 
charge.  Under  authority  of  the  Chief  of  Engineers  the  snag  boat  was 
Hold  to  the  work  of  improving  Red  River,  Louisiana  and  Arkansas,  for 
$1,500,  and  this  amount  applied  to  the  removal  of  obstnictions  above 
Falton,  in  connection  with  the  appropriation  of  September  19, 1890. 

Operations  during  the  fiscal  year  ending  June  30, 1891,  were  as  fol- 
lows: 

The  United  States  snag  boat  C,  TT.  Hoicell,  M.  B.  Lydon,  master,  had 
been  working  in  the  river  below  Fulton,  reached  that  place  January  14, 
tnd  continued  upstream.  On  arriving  at  the  Texarkana  and  Fort  Smith 
Bailroad  Bridge,  24  miles  above  Fulton,  January  15,  the  channel 
through  the  draw  was  found  jjimmed  with  drift  and  the  draw  pier 


Digiti 


zed  by  Google 


196'2      ItEPORT    or  TUE   CHIEF   OP   ENGINEERS,  U,  S.  ARMY. 

<*areeiierl  toxravd  tb<»  left  chaDuel.  Tho  Eotrell  rU^ared  tbe  .jam  aud 
worked  upstream  to  5  miles  above  Mill  Creek  and  45  miles  below  Kia- 
michi.  By  that  tiiae,  January  22,  the  water  was  falling  rapidly,  with 
about  3i  feet  on  the  bars,  and  the  boat  returned  and  worked  in  the  20 
miles  above  Fulton.  The  Ist  of  Febniary  the  river  eommenced  rising, 
and  the  Howell  was  sent  to  Shreveport  to  tow  the  BreeJc  to  Kiamiehi  if 
,  possible.  The  boats  stai'ted  upstream  February  5,  and  February  10  the 
Breck  was  dropped  at  Joiner  FeiTy  Bar,  1  mile  above  Cook  Landing, 
Ark.,  and  38 J  miles  above  Fulton,  the  water  having  fallen  so  rapidly 
that  the  Kowdl  could  go  no  farther  with  safety.  February  22  another 
rise  set  in,  and  the  Howell  worked  up  t,o  within  30  miles  of  the  mouth  of 
Kiamiehi  before  the  fall  was  sufficient  to  necessitate  turning  back.  On 
the  way  down  the  Howell  towed  the  Breeh  back  to  Fulton,  reaching  that 
plaee  February  27. 
The  following  is  a  summary  of  the  work  done  by  the  Howell: 

Saaga  pujled 272 

Stumps  puUed 1 

Logs  removed'ijom  channel \  684 

Jams  removed •. 1 

Side  jams  removed 5 

Leaning  trees  cut Ill 

Towing  snag  boat  Breck  horn  Fire  Point,  Louisiana,  to  Joiner  Ferry,  Arkansas,  and 
from  Texarkana  and  Fort  Smith  Railroad  Bridge  to  Fulton,  Ark. 

The  hand-propelled  snag  boat  Breck^  W.  W.  Moore,  overseer,  com- 
menced work  at  Rosebaugher  Landing,  Texas,  February  11,  and  con- 
tinued upstream  10  miles  to  Saunderson  Landing,  Arkansas,  whereopera- 
tions  were  suspended  February  24,  The  boat  started  downstream  on 
the  latter  date,  but  was  delayed  by  high  winds  until  overtaken  by  the 
HowelL  The  Breck  removed  40  snags,  doing  some  henvy  work,  but  it 
has  not  been  found  economical  to  use  the  boat  for  this  class  of  obstruc- 
tions, as  it  is  better  adapted  for  clearing  the  banks  and  removing  shore 
snags. 

The  work  of  the  past  year  practically  completed  the  project  for  this 
improvement,  and  has  been  commended  by  the  steamboat  men.  The 
obstructions  were  of  the  heaviest  kind,  consisting  principally  of  large 
snags  and  piles  of  drift,  which  forced  the  river  out  of  its  natural  chan- 
nel and  made  navigation  difficult  and  dangerous.  A  fair  steamboat 
channel  for  high-water  navigation  was  cleared  by  thie  Howell  to  within 
30  miles  of  the  upper  limit,  as  far  as  the  boat  was  able  to  go  on  the  stage 
of  water,  and  it  was  intended  that  the  jBrecfc  should  work  over  the  upper 
portion  before  it  was  found  impracticable  to  tow  the  boat  that  far  up. 
This  part  of  the  river  is  navigable  by  the  smallest  boats,  and  during 
high  stages  only.  Lanesport,  Ark.,  near  the  Indian  Territory  line,  74 
miles  above  Fulton,  usually  is  considered  the  upper  limit  of  navigation, 
but  boats  make  occasional  trips  to  Kiamiehi  on  the  highest  stages  of 
river.  Below  the  Kiamiehi  Red  River  has  no  tributary  of  consequence 
except  Little  River,  which  enters  the  main  stream  2  miles  above  Fulton. 
The  oscillations  are  so  rapid  that  frequently  boats  can  run  in  one  direc- 
tion only  on  a  single  rise,  and  have  to  regulate  their  trips  by  the  quan- 
tity and  duration  of  rainfall  in  the  upper-river  country. 

The  banks  are  covered  with  trees  constantly  caving  or  sliding  into 
the  river,  and  if  the  removal  of  obstructions  from  the  channel  were  con- 
tinued, and  the  timber  cleared  from  the  banks  to  stop  further  accumu- 
lations, navigation  would  be  safer  and  there  would  be  less  drift  to 
contend  with  in  the  river  below  Fulton,  but  it  is  doubtful  if  the  boating 
period  would  be  lengthened  or  the  ux^per  limit  extended. 


Digiti 


zed  by  Google 


APPENDIX   V— rEEPORT    OK    CArXAlN    WILLARD.  1063 

I  rec<innnei)(i  one  of  two  rourse.s  in  rogard  to  tJiis  j)art  of  Red  River; 
erilier  tliat  uo  further  work  be  clone  in  it  until  there  shall  be  a  pressing 
demand  for  a  eonsiderable  iniiwovenient  from  Fulton  upward,  including . 
Little  River,  both  to  gain  a  better  and  longer  period  of  na\igatiou  and 
.u»belp  drain  the  adja<*ent  lands;  or  else  that  a  liberal  amount,  say  not 
lej5ii  than  $10,0(K),  shall  be  given  in  a  single  appropriation  to  allow  the 
!iystematie  (»learing  of  the  banks  and  removal  of  logs  from  the  ehannel 
way  to  permit  the  bottom  to  seo!ir.  In  no  other  way  can  the  money  be 
»»ipt»uded  economically  or  any  appreciable  results  obtamed.  The  cost 
of  organization  and  administration  will  be  about  the  same  for  a  small 
appropriation  as  for  a  large  one,  and  the  cost  of  getting  tlie  plant  to 
the  scene  of  operations  and  returning  it  to  the  fleet  or  other  work  will 
i«icli  together  nearly  $1,000.  The  estimate  is  submitted  with  the  idea 
ftf  sending  aU  of  the  snag  boats  in  Red  River  to  work  together  under 
oae  management  just  as  soon  as  the  spring  floods  begin  to  subside,  the 
ffiag  boats  to  be  employed  on  the  wrack  heaps  and  heavy  obstructions, 
and  the  chopping  parties  to  clear  the  banks,  so  that  all  loose  stuff*  shall 
go  out  on  the  first  and  succeeding  rises.  This  will  allow  about  6  weeks 
to  2  months'  work  of  the  snag  boats,  the  lightest  draft  boat  being  kept 
I^erhaps  somewhat  longer,  and  the  boat  with  the  chopping  party  con- 
tinuing on  downstream  on  bank  work  and  small  jams.  About  |1,000 
»J)ould  be  held  in  reserve  to  send  a  snag  boat  over  the  whole  the  fol- 
ioving  season  to  dislodge  heavy  drift  and  pick  up  channel  snags. 

Xothingwas  known  in  this  office  about  the  Texarkana  and  Fort  Smith 
Kailroad  Bridge,  already  mentioned,  until  the  snag  boat  Howell  went 
above  Fulton  in  January.  It  appears,  however,  that  a  charter  had  been 
pranted  by  Congress  with  the  usual  conditions,  and  the  builders  assert 
that  plans  were  sent  to  the  Secretary  ot  War  before  constiniction  was 
undertaken.  Ko  surveys  or  plans  were  submitted  to  Captain  Taber, 
bat  the  promoters  of  the  railioad  wi*ote  to  him  before  the  charter  was 
granted,  after  which  he  was  unable  to  get  any  information  on  the  sub- 
ject, probably  because  the  project  was  abandoned  for  several  years. 
Complaint  having  been  made  that  the  bridge  would  obstruct  naviga- 
tion, I  made  an  examination  of  the  river  and  bridge  at  the  point  of 
crossing,  and  directed  the  president  of  the  company  to  prepare  a  map 
aad  plans,  which  have  not  yet  been  snbmitted,  owing  to  continued 
fl<xid8  in  the  upper  river.  It  is  probable  that  deflecting  dikes  placed 
about  half  a  mile  above  the  bridge  will  divert  the  channel  under  the 
draw  span,  so  as  to  give  reasonably  safe  passage  for  any  boat  that  can 
navigate  this  part  of  the  river. 

Money  statement, 

Anmiint  appropriated  by  act  approved  September  19, 1890 $2, 000. 00 

Amonnt  received  from  sale  of  suag  boat  Breck 1, 500. 00 

3,500.00 
June  30, 1891,  amount  expended  dnring  fiscal  year 3, 273. 82 

Joly  1, 1891,  balance  unexpended 226. 18 

July  1, 1891,  outstanding  liabllitieR 1. 07 

July  1, 1891,  balance  available 225. 11 

( Amount  that  can  be  profitably  expended  in  lisciil  year  eudi  ng  J  iiiie  30, 1893    10, 000. 00 
\ Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(    harbor  acts  of  1866  and  1867. 
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COMMEnCIAl  STATISTICS. 


Tliis  part  of  Red  River  wan  navigable  in  the  paRt  liscal  year  for  small  boats  from 
the  latter  part  of  August  to  the  middle  of  April. 

List  of  boatft  engaged  in  trade. 


Class.       ^ 

1 

.a 

5 

l_ 

Ft. 

V»«  « 

i 

Ft. 
3.3 

Draft. 

t 

4 

18 

"Sg 

l^ame. 

i_ 

Ft.in. 

A     11 

1 

Ft.in. 

3      0 

3      0 

Between  what  places* 

1    ^ 

Friendly 

Stern-wheel 
steamboat .. 
.    do     . 

66,76 
78.43 

Feet. 
120.0 

Fulton  and  Lanesport,    

Ark. 

Ha                                                   1  >)<l 

Belle  CroolcB 

91. 0  22. 0 

8.0  1      6 

Deni'aylor* 

....do 

.  '  ...do 

•      1      ""^ 

! 

i 

1 

__ 

*Fulton  and  Little  River,  towing  timber;  no  further  information  obtainable. 
Summary  of  freights  carried  during  the  year. 

Tons. 

Cotton 

774 
363 
244 

Cottonseed 

T/Umber     .-.»--- 

Proriaions 

334 

Grain 

418 

Miscellaneous  .... 

100 

Total 

2  223 

Estimated  value  ( 

in  round  nnmbei 

-8) 

$3avnoo 

The  river  from  the  mouth  of  Kiamichi,  the  upper  limit  of  improvement,  to  Fulton 
is  paralleled  by  a  branch  of  the  Texas  and  Pacific  Railroad  from  Tcxarkana  to  Paris, 
Tex.,  connecting  at  the  latter  place  with  the  St.  Louis  and  San  Francisco  Railroad, 
which  crosses  Ited  River  at  Arthur,  Tex.,  above  the  head  of  navigation.  The  Tex- 
arkana  tfnd  Fort  Smith  Railway  (under  construction)  crosses  the  river  about  10  miles 
north  of  Texarkana,  and  the  St.  Louis,  Iron  Mountain  and  Southern  Railway  crosses 
at  Fulton. 


V3. 

IMPROVEMENT  OF  OUACHITA  AND  BLACK  RIVERS,  ARKANSAS  AND  LOU- 

ISIANA. 

Ouachita  (the  Indiannauie  for  black)  River  has  its  source  in  Polk  County, 
Ark.,  in  the  Ouachita  Mountains,  and  following  an  irregular  course  flows 
in  a  general  southeasterly  direction  through  Arkansas  and  Louisiana 
until  joined  by  Tensas  and  Little  rivers  at  Trinity,  La.  Below  this 
junction  it  is  known  as  Black  River  and  flows  in  a  southerly  direction, 
entering  Red  River  about  40  miles  above  its  mouth.  The  entire  length 
of  Ouachita  River  is  about  500  miles  and  Black  River  ia  47  miles  long. 

Examinations  were  made  by  the  United  States  in  1871  and  a  project 
submitted  for  temporary  improvement,  from  Arkadelphia  to  the  mouth, 
by  the  removal  of  snags  and  by  dredging  at  the  worst  bars,  at  an  esti- 
mated cost  of  $98,300  (334-346,  Report  Chief  of  Engineers,  1871).  Work 
was  commenced  the  same.  year.  In  1871-72  a  survey  from  Camden, 
Ark.,  to  Trinity,  La.,  was  made,  the  report  on  which  recommended  im- 
provement by  locks  and  dams  (367-374,  Report  Chief  of  Engineers,  1872), 
and  a  contract  was  made  for  timber  for  foundations  of  three  locks.    In 
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February,  1873,  the  maps  and  notesof  the  survey  were  reviewed  by  aboard 
and  a  new  survey  was  ordered  by  the  Departinentj  which  was  finished  in 
1874.  In  view  of  the  cost  of  slackwater  navigation,  as  compared  with 
the  business  reported,  it  was  considered  inexpedient  to  go  on  with  the 
construction  of  locks  and  dams,  and,  upon  the  recommendation  of  the  offi- 
cer in  charge,  the  work  was  suspended  and  the  funds  applied  to  the  con- 
struction of  a  SDag  boat  to  be  used  in  the  removal  of  obstructions,  wrecks, 
leaning  timber,  etc.,  and  in  the  improvement  of  shoal  places  by  dikes  and 
dredging.  This  is  essentially  the  approved  project  under  which  oper- 
ations have  been  carried  on  since  1874  between  Camden,  Ark.,  and  the 
mouth  of  Black  Eiver,  a  distance  of  341  miles. 

ifo  estimates  of  cost  are  given,  as  the  nature  of  the  work  requires 
that  it  be  continuous.  (Reports  Chief  of  Engineers,  1874,  Part  I,  page 
352;  1884,  page  1386;  1887,  page  1487;  and  1889,  page  1631.) 

lie  appropriations  have  been  as  foUows: 

By  act  of— 

March  3,  1871 $51,000 

June  10,  1872 100.000 

March  3,  1873 60;000 

August  14,  1876 12,000 

June  18,  1878 10,000 

March  3,  1879 10,000 

June  14, 1880 8,000 

March  3,  1881 12,000 

August  2,  1882 12,000 

July  5,  18^ 15,000 

Augusts,  1886 1*7,500 

August  11,  1888 20,000 

September  19,  1890 15,000 

Total  atnoimt  appropriated 342, 500 

The  amount  expended  under  the  present  prqje<'t  to  June  30, 189(),  wa« 
♦206,737.24.  The  iron-huU  snag  boat  O.  O,  Wcigner  was  purchased  for 
this  work  in  1875,  and  repaired  with  new  -j^^-inch  steel  bottom  in  1880, 
and  the  small  wooden  steamer  HooJcer  was  purchased  in  1888  and  fitted 
up  fin:  Hght  snagging  in  Ouachita  and  tributaries.  The  work  done 
consisted  principally  of  removing  snags  and  logs  and  tree  sKdes  from 
t^e  channel  and  cutting  leaning  timber.  Besides  the  removal  of  ob- 
structions, an  increased  depth  was  gained  at  some  of  the  shoals  by  the 
construction  of  stone  and  brush  wing  dams. 

In  the  fiscal  year  ending  June  30,  1891,  operations  were  as  follows: 

On  August  6  the  snag  boat  Hoolcer^  AYatkins  Decker  master,  left 
Monroe,  La.,  and  removed  tree  slides  in  Pargoud  Bend,  a  short  distance 
below.  On  completion  of  this  work  the  boat  continued  down  to  Cata- 
houla Shoals,  where  it  was  used  by  the  survey  party,  and  latei*  at  Alex- 
aDdria,  La.,  after  wluch  it  was  laid  up  at  tlu*  latter  i>lace  until  the 
appropriation  of  September  19  was  made.  As  soon  as  the  bill  bec^ame 
a  law  some  minor  repairs  were  made,  and  October  12  the  boat  procee<led 
to  the  mouth  of  Black  Eiver  and  commenced  removing  obstructions. 
Work  \^as  continued  upstream  to  Monroe,  where  the  boat  was  laid  up 
November  17  on  account  of  high  water.  Operations  consisted  chiefly 
of  the  removal  of  tree  slides,  which  in  some  cases  extended  entirely 
across  the  stream. 

The  following  is  a  summary  of  the  work  of  the  Hooker: 

Siiags  removed  from  ohanucl 241 

Stumps  reroovod  from  channol 35 

Side  jams  removed 2 

Ahore  snngfl  and  Btumps  removed 2M 

Ltviiiing  trees  removed 1H3 

Tretti  girdled • 1,U9 
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The  chopping  party  which  had  been  employed  on  the  river  above  Cam- 
den, Afk.,  reached  that  place  November  4,  and  Novinnber  5  (;oiumen<*etL 
work  on  the  river  below.  Operations  were  carried  downstream  to  IJ^ew- 
-poTt,  Ark.,  23|  miles  below  Camden,  where  they  were  susi^ended  Janu- 
ary 1  by  high  water.  To  the  latter  part  of  May  the  river  was  at  too  • 
high  a  stage  for  work,  but  by  June  1  it  had  fallen  sufficiently,  and  on 
that  date  the  chopping  party  w^as  reorganized,  and'  at  the  end  of  thi* 
year  operations  had  progressed  down  to  Millers  Bluff,  32  miles  below 
Camden.  The  work  of  this  party  consisted  of  cuttmg  all  overhanging 
timber  on  the  points  and  in  the  bends  into  short  lengths,  girdling  trees, 
and  removing  snags  as  far  as  practicable  with  explosives  and  hand 
capstan.  Operations  were  conducted  under  the  supervision  of  Over- 
seer John  T.  Burkette,  who  reports  the  following  work  done: 

Siaags  removed  from  chanuel J,  033 

Shore  snagB  removed 1,417 

Leaning  trees  removed 20, 849 

Trees  girdled 8, 916 

Logs  on  banks  cut  up ; . .  1, 681 

Square  yards  wiUows  and  brush  cut 6, 767 

Lineal  feet  brush  dams  built 250 

The  snag  boat  Howell^  M.  B,  Lydon  ma.step,  was  sent  from  Shreve- 
port  downstream  to  the  mouth  of  Red  River  tlie  early  part  of  June,  and 
June  12  entered  Black  River.  Black  River  and  the  lower  part  of 
Ouachita  were  too  high  for  advantageous  work,  and  as  the  water  was 
falling  rapidly  the  boat  proceeded  upstream  as  far  as  possible.  On 
reaching  Rock  Row,  just  above  the  mouth  of  D'Arbonne  and  17  J  miles 
above  Monroe,  June  15,  there  was  but  3  feet  of  water  on  the*  bar  and  the 
pilot  reported  that  it  would  be  unsafe  to  go  farther  upstream  on  a  fall- 
ing river.  The  boat  worked  back  to  Columbia,  59  miles  below  Monroe, 
but  on  the  17th  of  June  a  rise  set  in  and  the  boat  rounded  to  and  wcn^ked 
up  to  1  mile  above  Ouachita  City,  201J  miles  above  the  mouth  of  Black 
River.  June  24  the  Howell  started  back  downstream  and  at  the  end  of 
the  fiscal  year  had  worked  down  to  Log  Town,  23  J  miles  below  Monroe. 
All  the  snags  in  sight  were  removed  and  the  sweep  chain  was  used  for 
removing  hidden  obstructions.  The  draw  of  the  railroad  bridge  at  Mon- 
roe was  cleared  of  a  small  sunken  barge,  snags,  and  railroad  iron.  The 
following  is  a  summary  of  the  work  reported: 

Snags  pullrtd 126 

Stumps  puUed .33 

Shore  snags  cut 96 

Leaning  trees  cut 1, 182 

Wreck  removed  (smaU  barge) 1 

Work  with  the  Howell  will  be  continued  down  to  the  mouth  of  Black 
River,  and  the  chopping  party  in  the  upper  part  of  the  river  will  con- 
tinue operations  downstream  as  long  as  they  can  be  pursued  to  advan- 
tage, and  it  is  bt^lieved  that  it  will  be  able  to  reach  the  Arkansas  and 
Louisiana  line,  or  possibly  Monroe,  before  high  water  sets  in. 

As  the  snag  boat  Wagner  is  of  light  draft  and  has  sufiicient  power 
for  all  but  the  heaviest  work  it  is  detached  and  used  in  other  streams 
occasionally.  When  the  Ouachita  is  at  suitable  stage  it  will  be  used  in 
the  upper  river  as  far  as  Camden  to  supi)lement  the  work  of  the  chop- 
l)ing  party  now  moving  downstream  trom  the  head  of  navigation. 

The  snag  boat  Hooket^  has  been  used  in  Ouachita  and  in  the  tributa- 
ries, and  also  in  Eed  River  and  Big  Black.  The  boat  has  had  very 
hard  service  aud  is  now  laid  up  at  Vicksburg,  the  hull  having  become 
too  soft  to  calk.  As  there  are  no  facilities  for  repairing  boats  witbiii 
300  miles,  and  as  it  is  impossible  to  estimate  the  cost  of  repairing  so  old 
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a  boat  uutil  put  on  the  docks,  it  is  recommended  as  most  economical 
that  a  new  hull  be  built,  and  the  boilers,  shaft,  engines,  and  machinery, 
which  are  all  good  and  worth  at  least  $3,500,  be  transferred  and  the  old 
hull  stripped  and,  if  found  worth  it,  sheathed  and  used  as  a  working  and 
quarter  boat  for  a  chopping  party.  Tlie  estimate  for  a  frame-built  hull, 
vnth  scow  bow  and  stern,  llo  to  120  feet  long  by  20  feet  beam  and  4 
fe^t  hold,  to  draw  about  15  inches,  is  $2,800,  and  for  transferring  ma- 
chiner}',  boilers,  et(».,  $700,  which  practically  would  give  a  new  light- 
draft  snag  boat  of  good  power,  that  coidd  be  used  at  the  lowest  stagen 
in  almost  any  of  the  >streams  in  thjs  district  and  be  good  for  at  least  6 
years'  work  with  ordinary  repair. 

CATAHOULA  SUOALS. 

I  made  a  personal  examination  of  Catahoula  Slioals  in  January,  1890, 
nnd  recommended  a  careful  survey  of4)he  reach  during  low  water.  The 
l)roject  was  apx)roved  and  the  survey  made  in  August  following  by  As- 
sistant Engineer  H.  M.  Marshall.  The  maps  submitted  are  in  three 
sheets  on  suitable  scale,  the  first  showing  the  topography  of  the  whole 
reach,  the  second  the  shoals  and  remains  of  former  work  put  in  by  the 
State,  and  the  third  the  sections  at  the  sounding  lines.  Elevations  are 
reduced  to  the  Cairo  datum  through  the  bench  of  the  Delta  survey  of 
1858,  whith  was  found  at  Harrisonburg,  La.  The  levels  of  1871  and 
1874  on  Ouachita  River  gave  the  approximate:  height  of  early  floods, 
but  none  of  the  points  of  the  survey  on  whi(;h  the  late  work  at  the 
shoals  was  planned  could  be  recovered. 

The  maps  show  that  the  complaints  against  the  work  were  not  un- 
founded, but  the  remedy  that  the  steamboatmen  suggest  would  be  less 
defensible  than  the  orginal  work.  It  must  be  remembered  that  the  later 
work  was  planned  with  a  iimite<l  appropriation  to  utilize  as  much  as 
possible  of  the  old  State  dam. 

The  opinion  that  the  gravel  bars  below  the  bend  come  from  the  creeks 
just  above  was  based  upon  unsatisfactory  information,  or  to  be  more 
accurate,  had  no  foundation  in  fact,  the  stone  in  the  creeks  being  of 
quite  different  material  tiom  that  on  the  shoals. 

In  order  to  benefit  navigation  as  much  as  possible  with  the  least  ex- 
penditure, and  at  the  same  time  not  to  put  in  any  construction  that 
would  not  adapt  itself  to  a  well-considered  plan  for  the  permanent  im- 
provement of  the  river,  I  recommend  that  the  rock  be  blasted  and 
dredged  from  the  point  on  the  left  bank  above  the  shoals,  where  the 
current  naturally  tends  to  swing  downstream  boats,  and  that  a  cut  be 
made  on  the  east  side  of  the  present  channel  through  the  shoals  and  the 
old  State  work,  closing  the  lower  end  of  the  wing  dam  from  the  right 
bank  and  possibly  easing  off  the  i)oint  of  the  latter,  if  it  should  seem 
iidvisable,  before  'finishing  the  work.  Pait  of  the  material  should  be 
deposited  in  the  bend  above,  the  h(»avier  being  used  to  form  a  dike,  and 
the  rest  deposited  along  the  right  bank. 

At  present  the  crossing  is  exceedingly  difficult  and  grows  worse  instead 
of  mending  as  was  hoped,  notwithstanding  a  rise  and  fall  of  over  1(5 
metres  (50  feet)  which  it  would  be  natural  to  expect  to  scour  the  bottom 
down  to  the  bed-rock.  The  work  can  be  done  by  contra<*t,  but  proba- 
bly not  so  economically  or  well  as  by  hired  labor  and  the  use  of  the 
dredge  now  in  service.  Two  dum[)  scows  would  be  needed,  and  a  light- 
draft  towboat.  If  the  Hooker  should  be  rebuilt  it  would  be  just  suite<l 
to  the  work.  It  is  not  thought  tliat  expensive  machinery  would  be 
needed  to  drill  the  rock  for  blustiug,  but  that  hand  drilling  would  bo 
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stifBcient,  but  a  Bteam-driU  could  be  set  on  the  gunwale  of  the  dredge 
or  towboat  at  small  cost. 

The  survey  having  been  made  in  the  metric  system  the  quantities  ar^ 
given  in  cubic  metres  (1.3  cubic  yards). 

The  estimates  for  the  work  are  as  follows: 

Two  dump  scows : - ,  —  $8, 500 

,  Towing  plant  to  Catahoula  Shoals  and  return 1, 000 

Blasting  and  dredging  35,000  cubic  metres  rock,  sand;  and  gru^'pl 14, 000 

Traitdng  wall  and  dam 500 

Inspection ^ 1, 000 

20,000 

It  may  be  remarked  that  certain  j)arts  of  the  estimate  would  remain 
unchanged  for  either  a  less  or  a  greater  amount  of  dredging,  and  that 
with  one-half  the  appropriation  only  about  one-fourth  of  the  blasting 
and  dredging  could  be  dfoue. 

The  body  of  Assistant  Engineer  MarshalPs  report  is  given  belo^  for 
details  of  the  survey  and  of  the  amount  of  work  desirable: 

I  have  the  honor  to  report  that  with  Assistants  Hilleke  and  Buck  I  proceeded  to 
Ei  vert  on,  La.,  by  rail,  and  thence  down  Ouachita  River  on  board  United  States  snag 
boat  Colanel  Hooker,  on  which  the  party  was  quartered  daring  the  survey.  Wprk 
began  August  15  and  ended  August  23,  and  consisted  of  transit  and  stadia  sui'vey  of 
both  banks,  shore  line,  and  adjacent  topography,  with  elevations  based  on  a  line  of 
.checked,  Y-lovels  from  the  Delta  Survey  bench  on  water  table,  northeast  corner 
of  parish  clerk's  office  at  Harrisonburg,  La.,  the  elevation  of  .which  is  now  referred, 
to  Cairo  datum  j  also  soundings  on  23  cross  sections  with  channel  soundings  between. 
From  these  data  the  accompanying  map  on  a  scale  of  1:10,000,  with  profile  and' 
cross-sections  having  vertical  scale  1 :  200  were  prepared  in  the  office  to  show  high' 
and  low  water  slopes  and  areas,  bank  lines,  elevations,  and  configuration,  from  Har-' 
risonburg  up  the  river  7,5  kilometres.  This  covers  both  Catahoula  Shoals  and  Bayou] 
Louis  Bar.  Velocity  was  measured  at  two  sections  on  the  shoals  where  the  area  of 
cross  section  was  least  and  the  velocity  greatest.  A  surface  float  was  attached  to  a 
fine  cord  30  metres  long  and  time  taken  by  a  watch.  The  float  was  run  at  five  pointa 
on  each  section,  and  the  mean  velocity  at  each  point  taken  as  0.9165  times  the  sur- 
face velocity.  The  discharge  .was  then  calculated  for  each  element  of  the  section, 
the  point  of  each  velocity  being  taken  as  the  middle  of  an  element,  and  the  sum  oi 
the  elementary  discharges  taken  as  the  total  discharge.  One  section  gave  109.27  and 
the  other  111.07  cubic  metres  per  second.  The  river  was  about  1  metre  above  ex- 
treme low  water,  and  to  arrive  at  the  discharge  at  that  period  I  have  supposed  the 
area  of  cross  section  alone  diminished,  the  velocity  remaining  the  same  by  reason  o1 
the  increase  in  slope  as  the  river  declines.  It  is  a  fact  that  the  fall  is  concentrated 
at  the  shoals  during  low  water.  This  would  give  a  discharge  of  60.2  cubic  metref 
per  second  with  a  cross  section  of  80  square  metres.  The  mean  ratio  of  slope  ovei 
the  7.5  kilometres  was  0.0001 ;  over  the  shoals  proper,  0.000356 :  over  Bayou  LouL 
Bar,  0.000156,  and  through  the  present  dam  at  the  shoals,  0.00(^84.  Besides  this  im 
necessary  concentration  of  slope  and  consequent  increase  of  current  through  tht 
present  dam,  the  channel  is  made  to  turn  short  across  the  river.  A  short  crossiaj 
begets  shoal  water,  nature's  counterpois  to  steep  slope,  is  always  to  bo  avoided  i 
possible,  and  is  truly  reprehensible  in  this  instance.  In  addition,  the  low-wate 
channel  being  athwart  the  high  water,  it  becomes  choked  at  each  rise  and  must  b 
washed  out  anew  as  the  water  falls.  Some  steamboatmen,  realizing  only  the  appai 
ent  evil  incident  to  the  passage  of  the  shoals  at  low  water,  and  attributing^  the  foi 
matiou  of  the  bars  to  the  outpour  of  gravel  from  Big  and  Little  Creeks,  have  03 
pressed  a  desire  for  the  closing  of  the  ])rcsent  channel  and  opening  a  channel  throng 
the  wing  dam  whirh  extends  from  the  right  bank,  and  which  was  built  by  the  Unite 
States  in  1880,  thus  restoring  the  conditions  which  obtained  subseqnent  to  the  coi 
struction  of  the  State  dam.  This  would  require  the  removal  of  1,410  cubic  inetr^ 
of  loose  rock  and  gravel,  and  dumping  it  in  the  present  channel  at  an  estimated  coi 
of  $560,  plus  the  cost  of  towing  a  dredge  boat  to  the  shoals  and  back.  They  furth< 
ask  that  the  mouths  of  Big  and  Little  creeks  be  closed  by  stone  dams,  to  do  whi< 
would  need  19,064  cubic  metres  of  stone,  if  the  dams  should  be  3  metres  wide  on  tf 
with  slopes  of  1  on  2,  and  the  top  as  high  as  the  present  banks,  the  cost  being  $7,62 
As  stated,  the  first  proposition  is  only  to  return  to  tried  conditions,  which  I  am  to' 
l>y  candid  steamboatmen  were  anything  but  satisfactory. 

The  State  dam  did,  and  would  again,  simply  force  the  crossing  lower  di>wn  tl 
river  nearer  Bayou  Louis  Bar,  shoaling  that  i)ar  to  1.1  metres,  where  there  is  no 
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at  low  water  2.6  metres.  Neither  is  there  any  necessity  for  olosing  the  mouths  of 
the  creeks,  for  an  examination  of  them  for  several  miles  failed  to  reveal  any  indica- 
tion of  their  bringing  down  the  gravel  which  forms  the  bars  at  the  shoals.  Their 
beds  are  not  composed  of  gravel  to  any  consiflerable  degree,  but  are  of  mud,  and  the 
gravel  foandiu  them  is  mostly  flint,  feldspar,  and  trap  rock,  while  that  on  the  bars  is 
mostly  roughly  rounded  limestone.  The  outflow  of  water  irom  these  creeks  in  time 
of  flood  does  probably  aggravate  the  trouble  on  the  shoal  by  cross  currents.  I  con- 
ceive the  shoals  to  be  due  to  a  combination  of  an  enlarged  channel  at  time  of  high 
water  at  and  above  the  month  of  Little  Creek ;  a  want  of  coincidence  of  the  high  and 
low  water  channels  over  the  shoals;  and  the  natural  obstruction  of  a  ledge  of  rock 
across  the  bed. 

As  far  as  could  be  ascertained  by  boring  and  blasting  a  hole  near  the  water's  edge 
to  a  depth  of  2.5  metres  below  the  water  surface,  the  bed  is  composed  of  alternate  lay- 
ers of  soft  limestone  in  yearly  horizontal  veins  about  half  a  metre  thick,  and  a  bluish 
clay  about  1  metre  thick,  with  loose  gravel  overlying.  It  would  not  be  difficult, 
therefore,  to  dredge  a  channel  80  square  metres  in  cross  section,  which  would  conflne 
the  high  and  low  water  way,  if  located  along  the  left  bank,  where  the  high  water 
tends  to  flow,  depositing  the  dredged  material  in  a  wing  dam  from  the  right  bank  to 
the  head  of  the  gravel  bar.  This  would  involve  moving  7,350  cubic  metres  at  a  cost 
estimated  at  ^,940.  The  removal  of  the  projecting  point  of  rock  on  the  left  bank 
above  the  gravel  bar,  and  also  the  point  immediately  below  the  mouth  of  Little 
Creek,  would  be  of  great  benefit,  and  tne  material  if  deposited  in  a  training  wall  along 
the  left  shore  in  the  bend  above  would  reduce  the  high  water  width.  This  necessi- 
tates moving  26,896  cubic  metres,  costing  $10,758.  That  is  to  say,  for  the  proper  rec- 
tification of  the  shoals  to  give  a  depth  at  lowest  stage  of  1.6  metres  requires  an  ex- 
penditure of  $13j698,  or  including  engineering  and  contingencies,  $15,000. 

>The  depth  on  Bayou  Louis  Bar  is  now  ample  for  present  needs  and  would  probably 
be  still  more  increased  by  the  work  suggested  at  the  shoals  above. 

Since  the  project  for  improving  Ouachita  River  by  locks  and  dams 
was  laid  aside,  three  examinations  have  been  ordered  witli  a  view  to 
reviving  the  subject.  Tlie  first  report  was  made  by  Major  Miller  in  1883, 
and  the  others  by  myself  in  1887  and  1889.  All  agree  in  reconnnending 
thatMiyor  Benyaurd's  project,  approved  by  the  Department  in  1874  and 
under  which  operations  have  been  conducted  since,  should  not  be  aban- 
doned until  the  country  should  be  more  thickly  setth^l  and  an  increased 
trade  developed  which  wouM  justify  a  large  expenditure  ftu- permanent 
improvement.  Without  an  exhaustive  survey  it  would  be  only  guess 
work  to  estimate  the  cost  of  a  slack-water  system  from  Camden  to  Red 
Biver.  Former  surveys  would  be  of  little  value,  excei)t  as  reconnoissance 
maps,  as  even  the  latest  is  18  years  old.  The  ])robable  or  feasible  sites 
for  leeks  and  dams,  the  nature  of  foundations,  the  limits  of  lift,  the 
amount  of  revetment  and  levees,  and  of  lands  that  wouhl  be  det^lared 
valuable  only  by  reason  of  overflow  due  to  the  dams;  none  of  these 
questions  can  be  settled  by  the  infornmtion  now  on  hand.  A  survey  of  • 
the  grade  necessary  to  obtain  the  information  wouhl  be  an  exi>ensive 
undertaking,  involving  not  only  Ouachita  River,  but  a  considerable 
part  of  all  the  tributary  streAims;  an<l  unless  there  should  be  a  proba- 
bility that  a  jdan  involving  an  expenditure  of  $.*i,(HM),(MM)  or  more  would 
be  entertained  such  a  survey  would  not  T:)e  justified. 

To  give  a  compVehensive  view  of  Ouachita  River  and  tributaries  I 
have  compiled  the  map  submitted  herewith,  showing  the  drainage  basin 
ftom  Arkadelphia  to  Red  River,  which  furnishes  a  high  water  uaviga- 
tion  of  l,e00  kilometers  (1,000  miles). 

Having  connected  the  lines  of  1871  and  1874  with  the  precise  bench 
of  the  Red  Biver  survey  at  Monroe,  and  the  Delt^i  siirvey  bench  of 
1858  at  Harrisonburg,  the  high  and  low  water  marks  were  recovered 
between  Camden  and  Trinity  with  a  certain  <h»griH*  of  api>roxinuition; 
while  those  at  the  mouth  of  Hlack  River  were  derived  from  tlie  lines  on 
Bed  River,  and  those  at  Arkadelphiii,  from  the  levels  of  tbe  Iron  Moun- 
tain Railway. 
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The  agreement  of  the  railroad  levels  at  Little  Rock  and  Fulton  Vlth 
those  of  the  Coast  Survey  and  Engineer  Department  warrants  the  be- 
lief that  the  heights  at  Arkadelphia  may  be  accepted.  The  hydrograph 
shows  at  once  that  no  money  should  be  wasted  on  permanent  improve- 
ment above  Camden;  that  Camden  is  the  natural  head  of  navigation  at 
ordinary  stages,  and  the  river  above  almost  a  mountain  torrent,  as 
might  be  supposed  from  the  oscillations  at  Camden,  where  the  river  at 
tiines  rises  as  much  as  15  feet  in  a  night. 

The  great  range  in  the  lower  river  is  due  largely  to  overflow  from 
Mississippi  River  through  Bayou  Bartholomew,  BoBuf  River,  Bayou 
Lafourche,  and  Tensa^  and  Ma9on,  but  as  the  main  levees  are  enlarged 
and  consolidated  the  supply  from  that  source  will  be  cut  off  and  the 
flood  heights  greatly  diminished. 

Fortunately  for  the  interests  of  navigation  and  for  the  safety  of  any 
permanent  works  that  might  be  adopted,  Ouachita  River  is  compara- 
tively free  from  drift,  in  marked  contrast  to  Red  River,  which  it  joins 
through  Black  River;  and  in  the  lower  reaches  the  banks  are  far  more 
stable  than  in  most  of  the  streams  in  this  district,  and  their  conditions 
probably  would  make  it  safe  to  repair  old  levees  and  build  new  without 
large  expenditures  for  revetment.  The  map  and  hydrograph  wiU  be 
amended  as  additional  information  is  obtained,  and  to  hasten  this 
work  it  is  recommended  that  additional  gauges  be  established  and 
the  most  important  points  connected  with  the  Cairo  datum.  Camden, 
Ouachita,  City,  Cohimbia,  Harrisonburg,  and  Trinity  can  be  connected 
by  comparatively  short  lines,  but  the  first  and  the  last  two  are  of  more 
immediate  value  than  the  others  and  should  have  precedence. 

It  is  also  recommended  that  a  reconnoissance  be  made  in  the  lower 
river  to  determine  the  condition  of  the  old  levees  and  the  amount  it 
would  require  to  restore  them  in  connection  witli  the  parish  levee  boards. 
This  would  be  done  if  the  survey  should  be  authorized,  and  is  important 
enough  to  warrant  an  expenditure  of  $5,0(ft)  in  case  the  survey  should 
be  postponed.  With  regard  to  the  latter,  I  can  not  do  better  tlian  quote 
from  my  report  of  1890,  as  no  action  was  taken  on  the  subject  at  the  last 
session  of  Congress : 

In  answer  to  your  indorsement  of  December  9,  on  letter  from  Hon.  Charles  J.  Boat- 
ner  to  the  Secretary  of  War,  asking  for  estimate  of  cost  of  ewrvey  of  Ouachita  River 
to  Camden,  Ark.,  with  a  view  to  securing  permanent  navigation  by  means  of  locks, 
I  have  the  honor  to  submit  the  following : 

•  A  number  of  surveys,  examinations,  and  reports  have  been  made  upon  the  subject 
of  permanent  improvement  of  Ouachita  River,  the  last  by  me  under  date  of  February 
12,  1889,  giving  a  brief  summary  of  plans,  estimates,  etc.,  which  is  published  in  Ap- 
pendix W  22,  Report  of  the  Chief  of  Engineers,  1889. 

The  survey  of  1871,  upon  which  the  first  estimates  were  made,  was  condemned  by 
a  Board  appointed  by  Colonel  Simpson,  and  so  many  errors  were  found  upon  compar- 
ing the  maps  and  notes  with  the  survey  of  1873  as  to  render  it  valueless  even  as  a 
reconnoissance. 

Tlie  report  of  the  Board,  with  a  review  of  the  same,  was  forwarded  to  the  Chief  of 
Engineers  by  Colonel  Simpson  in  his  letter  of  March  11,  1873.  The  subject  is  dis- 
cussed again  by  Major  Benyautd  in  his  report  on  the  resurvey  of  1873  (Report  of  tlio 
('hief  of  Engineers,  1874,  Part  I,  pa^e  352).  The  survey  of  1873  is  not  discredited, 
and  doubtless  can  be  used  to  a  certain  extent,  but  how  far  I  can  not  estimate,  as  it 
was  made  under  conditions  that  do  not  now  exist.  I  presume  the  original  map  and 
plans  are  on  file  in  the  Engineer  Department,  but  the  field  notes  and  copies  of  the 
maps,  with  a  limited  amount  of  topography,  are  at  hand,  aQd  from  such  study  as  I 
liave  been  able  to  give  them,  in  the  brief  time  that  I  could  spare,  I  should  say  that, 
as  they  will  be  over  17  years  old  by  the  time  field  work  could  bo  resumed  should  a 
n<^w  survey  be  ordered,  their  value*  for  purposes  of  estimate  must  bo  limited. 

The  reasons  for  this  o])iniou  are  based  upon  the  facts  that  Ouachita  River,  being 
an  alluvial  stream,  has  undoubtedly  undergone  considerable  change  since  1873,  and 
especially  that  all  the  eastern  tributaries  are  now,  or  soon  will  be,  deprived  of  a 
great  part  of  their  supply  by  the  closing  of  the  Arkansas  and  Louisiana  lines  of 
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loToeB  along  Tensas  Front,  and  will  be  limitecL  hereafter  to  draining  their  own  water 
sheds. 

The  amount  of  money  spent  by  the  United  States  in  combination  with  the  States 
and  parishes,  corporations,  and  private  parties  in  the  construction  of  new  levees 
and  repair  of  old  is  so  ^reat  as  to  warrant  the  belief  that  no  expense  will  be  spared 
in  the  future  to  maintain  the  west  line  of  levees. 

Now  since  canalization  is  generally  accepted  as  the  only  certain  means  of  giving 
permanent  navigation  to  a  nver  like  Ouachita,  the  minimum  water  supply  must  be 
determined  first  of  all,  and  to  do  this  requires  that  the  survey  of  Ouachita  River 
should  embrace  the  principal  tributaries  from  Camden  to  Red  River. 

These  are  Little  Missouri,  Moro  Bay,  Saline  River,  Bayou  D'Arbonne,  Bayou  Bar- 
tholomew, Bayou  BoBuf  (BcBuf  River),  and  Tensas  River  and  Bayou  Ma^on.  The 
map  of  the  alluvial  valley  of  the  Mississippi  River,  issued  by  the  Commission  in 
1887,  shows  most  of  the  valley  of  Ouachita  and  tributaries  formerly  overflowed,  and 
while  much  of  this  will  be  reclaimed  by  the  closing  of  Tensas  Front,  it  will  be  im- 

S[>rtant  to  know  the  amount  that  might  be  flooded  by  backwater  due  to  dams  on 
uachita,  to  settle  questions  of  land  damages,  etc.,  and  this  would  necessitate 
frequent  trans  valley  lines. 

The  first  thing  in  order  should  be  precise  leveling  on  Ouachita  from  Arkadelphia 
or  Camden  to  Red  River,  and  a  few  trial  lines  from  the  main  river  to  the  tribu- 
taries, to  ascertain  the  probable  lengths  of  the  latter  that  would  require  the  same 
or  nearly  equal  grade  of  survey.  I  say  the  same  or  nearly  enual  grade,  because  if 
Ouachita  is  to  be  canalized  it  is  hardly  to  be  doubted  that  the  dams  could  be  so 
placed  as  to  give  no  inconsiderable  slackwater  navigation  to  the  tributaries  at  the 
same  time ;  while  on  the  other  hand  the  tributaries  must  play  an  important  role  in 
limiting  the  heights  of  dams  and  lifts  of  locks,  and  hence  in  deciding  upon  the  uum- 
'ber  and  position  of  them  in  the  main  river. 

Assuming  for  example  that  both  banks  of  Ouachita  are  high  enough  to  allow  a 
lock  of  8  to  12  feet  lift  below  Boeuf  River,  a  slackwater  depth  of  about  4  feet  might 
be  obtained  for  a  dist<ance  of  40  to  60  miles  on  Ouachita  and  Bceuf  Rivers  at  the 
same  time,  but  only,  perhaps,  by  flooding  a  greater  or  less  amount  of  land  between 
the  two  streams.  Now,  the  only  information  I  have  in  regard  to  the  lands  between 
Ouachita  and  Bayou  Bceuf  that  I  can  offer  as  fact  is,  that  on  the  line  of  the  Vicks- 
burg,  Shreveport  and  Pacific  Railway,  the  land  is  about  20  feet  lower  at  Bayou 
Lafourche,  about  midway  between  Monroe  and  Girard,  than  at  the  Ouachita  or 
Bayou  Bceuf,  and  the  map  indicates  that  in  the  neighborhood  of  Columbia  the 
drainage  is  indifferent  towards  Ouachita  or  BoBuf,  and  may  flow  from  one  to  the 
otheiv  according  to  variations  in  respective  stages. 

I  think  enough  has  been  said  to  show  the  necessity  of  an  exhaustive  survey  of  the 
whole  valley.  The  information  should  be  so  complete  as  to  leave  nothing  to  chance, 
and  therefore  the  survey  should  cover  precise  levels  along  both  banks  and  frequent 
transvalley  sections;  high  and  low  water  slopes,  discharge  and  sediment  observa- 
tions; topography,  taking  in  the  valley  for  a  mile  on  each  side,  or  more,  if  necessary, 
and  connecting  with  the  principal  tributaries  at  intervals;  hydrography;  sections 
and  longitudinal  soundings;  secondary  triangulation;  special  examinations  and 
borings  at  probable  sites  for  locks ;  permanent  bench-marks  and  monuments ;  projec- 
tion of  maps;  computation,  office  work,  etc. 

The  estimates  for  locks  and  dams  heretofore  submitted  vary  from,  say,  two  to  six 
millions  of  dollars,  and  in  my  opinion  the  latter  is  none  too  small  for  a  system  of  * 
locks  and  dams  between  Camden  and  Black  River,  considering  the  nature  of  the 
foundations  probably  to  be  encountered. 

The  rise  and  fall  at  Camden  is  39.25  feet;  at  Monroe,  46  feet;  at  BoBuf  River,  over 
52  feet,  and  at  Trinity  53.4  feet,  so  that  it  is  clear  that  whatever  system  were  chosen, 
whether  fixed  or  movable  diuns,  locks  of  high  or  low  lift,  none  but  the  most  sub- 
stantial work  would  be  admissable,  as  complete  submergence  of  the  locks  and 
maneuvering  engines,  boilers,  etc.,  would  have  to  be  provided  for  at  any  stage  over, 
say,  20  feet  above  low  water.  The  great  variation  in  rise  and  fall,  as  stated, 
though  under  the  changed  conditions  it  may  be  much  less  in  the  future,  warrants 
the  belief  that  both  revetments  and  levees  may  be  required  to  prevent  flanking  the 
dams  and  locks,  a  disaster  that  would  not  be  local,  and  to  be  remedied  by  the  ex- 
penditure of  a  hundred  thousand  dollars  or  so,  but  one  that  would  mean  the  destruc- 
tion of  the  system  or  the  interruption  of  navigation  for  years  and  the  expenditure 
of  an  immense  sum  for  its  restoration.  Six  mulious  of  dollars  would  not  be  an  ex- 
travagant sum  to  pay  for  a  permanent  navigation  of  Onacbita  River  that  would  also 
give  from  40  to  100  miles  on  each  of  its  large  tributaries,  say  about  1,000  miles  in  all, 
giving  an  average  of  $6,000  the  mile.  But  whether  the  ultimate  cost  should  l>e 
found  to  be  greater  or  less  than  the  estimates  heretofore  submitted,  true  economy 
demands  a  most  thorough  and  exhaustive  survey,  always  a  very  expensive  under- 
taking. 

As  much  of  the  country  to  be  gone  over  is  unsettled;  it  would  require  that  the 
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parties  should  be  maintained  in  the  field,  in  camp,  or  on  quarter  boats  for  two  sea- 
sous,  or  longer  if  operations  should  be  interrupted  by  high  water  or  sickness;  high 
pay  in  the  iTeld  and  office,  as  only  the  best  men  should  be  employed,  and  expensive 
instruments  sniffed  to  the  grade  of  work  demanded. 

It  is  very  difficult  to  make  an  estimate, because  it  can  not  be  determined  how  much 
work  will  be  needed  on  the  tributaries  until  they  have  been  examined,  nor  how 
much  of  the  survey  of  1873  can  be  used  until  it  has  been  reviewed  both  in  the  office 
and  in  the  field. 

First-class  work  can  be  done  for  about  the  following  rates  per  mile :  Secondary 
triangulation,  $125,  if  the  country  is  reasonably  open,  so  that  high  stations  or  much 
cutting  will  not  be  required ;  topography,  hydrography,  and  precise  levels  along  the 
river,  il50;  precise  levels  and  transit  lines  across  country,  $&0;  discharge  and  sedi- 
ment observations,  according  to  the  number  of  stations  and  time  allotted.  The  last  is 
very  uncertain,  on  account  of  interruptions  and  delays  by  floods  and  ufifavorable  con- 
ditions. 

Ouachita  and  tributaries  are  subject  to  sudden  and  considerable  floods,  though  the 
highest  water  occurs  generally  in  March  and  November,  so  that  it  is  probable  that 
field  work  could  be  carried  on  for  about  9  months  in  the  year.  On  this  basis,  and 
making  allowances  for  interruption  fh>m  sickness  and  bad  weather,  I  estimate  that 
the  survey  could  be  completed  and  the  notes  and  estmiates  prepared  in  about  2  years 
and  a  half,  and  at  a  cost  of  $150,000,  or  about  2|  per  cent,  of  the  estimated  cost  of  the 
improvement. 

The  amount  estimated  for  the  fiscal  year  1892  can  be  expended  to  advantage  of 
commerce  and  navigation  in  continuing  operations  under  the  present  project.  In 
addition  to  the  work  of  snag  boats  I  recommend  the  systematic  clearing  of  tne  banks 
for  some  distance  back.  This  is  especially  necessary  in  the  bends  and  narrower  por- 
tions of  the  river  for  the  immediate  benefit  of  navigation,  bi)t  should  be  continued 
throughout  the  whole  stream  to  prevent  the  formation  of  obstructions.  Dredging 
shoula  be  tried  also  at  the  most  oustinate  shoals,  and  the  eonstruetion  of  inexpensive 
wing  dams,  built  chiefly  with  the  material  cut  rrom  the  banks* 

DETAILED  ESTIMATES. 

For  the  snag  boat  service : $16, 000 

For  plant  and  work  at  Catahoula  Shoals 20, 000 

Rebuilding  snag  boat  Hooker 3, 500 

Expenses  of  chopping  parties 8, 000 

Repairs  and  outfit 2, 000 

Dredging  in  Black  River 2,000 

Gauges,  leveling,  and  reconnoissance 5, 000 

Assistant  engineers  and  di-aftsmen 2, 000 

Survey  of  Ouachita  River 150, 000 

Office  expenses,  stationery,  mileage,  and  contingencies 1, 500 

Total 210,000 

The  lower  part  of  Ouachita  Eiver,  known  as  Black  Eiver,  which  is 
the  interpretation  of  Ouachita,  is  formed  at  Trinity  by  Ouachita, Bayou 
Ha-Ha,  Tensas  Eiver,  and  Little  Eiver.  I  made  a  reconnoissance  and 
map  of  Black  Eiver  in  January,  1890,  and  found  it  to  be  about  47  miles 
long,  tortuous,  and  obstructed  by  shoals,  which  had  as  little  as  16  inches 
over -them  in  extreme  low,  while  in  great  floods  the  depth  exceeded  54 
feet  Little  Eiver  is  a  stream  formed  by  Bayou  Castor  and  Dugde- 
mona  Eiver,  and  reaches  Ouachita  through  Catahoula  Prairie,  which 
becomes  a  lake  in  high  water.  The  portion  between  Catahoula  Lake 
and  Trinity,  some  25  miles,  has  been  improved  by  the  expenditure  of 
$2,500,  appropriated  by  the  act  of  August  11, 1888.  The  effect  of  this 
work  was  to  stimulate  trade,  and  the  commercial  statistics  show  a  very 
large  increase  over  those  given  in  former  reports.  As  the  appropriation 
of  1888  was  made  to  complete  the  work  in  accordance  with  the  project, 
no  further  estimate  was  submitted,  and  the  stream  was  dropped  from 
the  list  of  rivers  in  this  district.  It  is  referred  to  now  on  account  of  tlie 
amount  of  business  contributed  to  Ouachita  Eiver.  The  same  amount 
could  be  spent  on  this  stream  with  great  advantage. 
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Money  statement. 

July  1, 1890,  balance  unexpended ^ $7, 174, 89 

Amount  appropriated  by  act  approved  September  19,  1890  .' 15, 000, 00 

22,174.89 
June  30, 1891,  amount  expended  during  fiscal  year 9, 398. 34 

July  1,  1891,  balance  unexpended 12, 776. 55 

July  1, 1891,  outstanding  liabilities 241. 07 

July  1, 1891,  balance  available 12, 534. 88 

C  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  210, 000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
r     harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

In  the  past  fiscal  j^ear  the  river  was  navigable  to  Camden  from  the  middle  of  No- 
vember until  the  middle  of  May.  The  lower  part  of  Ouachita  and  Black  River  was 
navigable  the  entire  year,  boats  generally  running  to  Monroe,  but  at  very  low  stages 
Colombia  was  the  head  of  navigation  for  New  Orleans  boats. 

The  followinjj^  list  shows  the  steamboats  engaged  in  business  on  the  Ouachita  and 
tributaries  during  the  year: 


Name. 


Clasa. 


i 


Draft. 


Between  what  places. 


li 


Oaachita 

John  Howard .... 


Alto 

St.  John 

G.W.  Sentell.. 


Stem-wheel 
Bteamboat. 
...do 


...do. 
...do. 
...do. 


457.45 

329.89 

.'383.16 
.382.24 
.,198.57 


Fest. 
216.0 


Ft. 

52.8 


Ft. 


FLin.  Ft.in. 
3    6.10    0  ! 


JoefeW. 


.do !156.40 


City  of  Savannah  * . 

Citv  of  Sheffield*. 

Kafa  Eagle* 

H.J.Dickey 


...do. 


I 


..585.55 


180.036.0 

166. 0  34. 6 
176. 0  36. 0 
160. 0;29.  5 


140.9.30.4 


186.0 


Danube 

Era  No.  10. 


Hibemla* 

H.  W.  Graves . 


.do. 
.do. 
-do. 

.do. 
.do. 


...do. 
...do. 


Marcus  Collins . 


L.Teal».... 
Albert  Lea. 


.do. 
.do. 


Saffie 

Sterling  White  . . . 

Lake  Washington 


Side-wheel 
steamboat. 

Stem-wheel 
steamboat. 

Side-wheel 
steamboat. 


Stem-wheel 
steamboat. 


.329.74 
.454.70 
.208.54 
I 

.232.32 
.  176. 89 

157.06 

3L22 

48.14 

27. 52! 
24.47 

68.25 


31.0 


6.0 

4.9 
7.0 
4.8 


4.8 


5.0 


202. 3  30. 0 
167.0  36.0 


175.033.8:  5.1 
136.030.8  5.0 


135.0 


26.0 


94. 6117. 6 


90.0 


17.0 


117.09 


82.012.2 

64.8,12.3 

I 
100.023.9 

120.030.5 


96.39  102.0.24.0 


29 


2    6  7    6  ill 


2  6!  6 

3  0   8 
2    0  f 


2    0 


2    0 


1 

1 
2 

1 
2 

2    0 


*  With  barge  in  tow 


6    0\ 


7    0 
5    6 


15 


5    0 


•s: 
•s; 


3 
4    0 

3    0* 


■1 

4    & 


6    0 


New  Orleans  and  Mon- 
roe, La. 

New  Orleans  and  Cam- 
don,  Ark. 

...do 

...do 

...do 

New  Orleans  and  Mon- 
roe, La. 

Monroe  uid  Stein's 
Blnfl*. 

Monroe  and  Poplar 
Bluff. 

St.  Louis  and  El  Dora- 
do, Ark. 

...do 

..do 


5i  New  Orleans  and  Ten- 


sas and  Macon, 

...do r. 

New  Orleans  and  Ba  vou 
Boiuf. 

...do 

Trinity  and  Bayou  Ma- 
Qon. 

Trinity  and  Rhinehart. 

Trinity  and  Bayou  Ma- 
tron. 

Ti  in  ity  and  Rhinehart . 

Trinity  and  Bayou  Ma- 
^on. 

Trinity  and  Pendarvis  . 

Trinity  and  Rhinehart . 


18  Monroe  and  Shiloh  — 
4  Monroe  and  Camden . . 
21   Monroe    and    Bear 

House  Creek. 
20  Monroe  and  El  Dorado, 
Ark. 
New  Orleans  and  Mon- 
roe. 
Monroe    and    Stein's 

Bluff. 
Monroe  and  Lind  Grove, 
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400 
50 
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20 
100 


150 
113 

300 
112 

lOO 
75 

45 
40 
65 

200 


10 
10 
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ClaBs. 

4 

3 

1 

I 

Draft. 

Between  what  places. 

"Sg 

Name. 

1 

3 

Trlbiitftry 

Stem-wheel 

Bteamboat. 

....do 

98.78 
12. 5i 
3.00 

F9€i. 

83.0 

Ft. 
18.6 

Ft. 
3.0 

Ft.in. 
1    2 

Ft.%n. 
3    2 

1 

18 
52 

Monroe  and  Shiloh 

Addle 

Monroe   and   Stein's 

Bluff. 
Stafford    Point     and 

Prairie  I^nuding. 
Connecting   boat  for 

Bayou  lia>uf. 
Mouth  Little  Missouri 

and  Canidon. 
Connoting   boat   for 

Irwin* 

Tug 

....do 

2    2 

2    4 

7 

JTuliaH 

Caddo  

Stem-wheel 
steamboat. 
...do 

40.16 
43.90 
89.70 

0    8 

1    4 

1 

104.3 
116.7 

19.0 
18.0 

2.6 
3.1 

H.M.TownsendM. 

....do 

....do 

1 
1 

Bayou  Ma^on.             i 
>f«w  Orleaim  and  Cam-  1 .... . 

Gen.  Daval*t 

den. 

-    ilo 1 

Prince* 

...do    ...  . 

107  88 

1*90  A 

25.0 
21.6 

18.8 

2.8 
4.4 

4.0 

2    0 

4    6 

2  .    -  *1n                                        < . 

D.  C.  Fogel*t 

....do 

89.62   121-9 

1 
1 

Kaw  OrlruiiiR  And    Sa-  ' 

MayFisherf 

...  do 

52.84 

92.0 

2    5 

2    5 

line  River. 
N^Avr  OrlMuiii  And  Trin*  '       - 

Joe* 

Tue 

ity.-                        1 

Connecting  at  Harri-  ! 

sonburg. 
Towing  logs,  Trinity 

to  Bed  iSver  Land- 

1 

Ida  B.  Cothellf 

Stem-wheel 
steamboat. 

57.05 

92.7 

22.1 

3.7 

*  With  barge  in  tow.  t  Towboats. 

The  traffic  by  river  reported  was  as  follows : 


Cotton 

Cotton  seed 

Hides  and  skins . 

Lire  stock 

Lumber 

Staves 


Rock 
Miscellaneous. 


Total  down  ftcight. 
Return  freight 


Total  freight. 


1890-'91. 


Tona. 

21,433 

6,593 

25 

172 

16,388 

17,888 

120,000 

18,000 

10,856 


211,355  1 
27,842  ! 


239, 197 


1889-*90. 


Tom. 

10, 652 

5,058 

36 

62 

7,951 

21,159 

50,  (KM) 


783  I 


1888-*89. 


40,  766  i 


101, 701 


142,  467  I 


Tom. 
2,66C 

2a 

213 
6,963 
8,591) 


l,09fi 


36,342 
24,228 


60, 570 


Estimated  value,  in  round  nuDibers $9, 130, 000  '$10, 234, 250  |    $8,798,000 


The  competing  routes  of  transportation  are  as  follows :  Ouachita  River  is  crossed 
by  the  St.  liOuis,  Iron  Mountain  and  Southern  Railway  at  Arkadelphia,  Ark.,  by  the 
St.  Louis  and  Southwestern  Railway  (Cotton  Belt  route)  at  Camden,  Ark.,  anil  by 
the  Vicksburg,  Shreveport  and  Pacific  Railroad  at  Monroe,  La.  The  St.  Louis  and 
Iron  Mountain  road  has  a  branch  line  parallel  to  the  river  from  Camden  to  Gurdon, 
Ark.,  and  thence  hj  the  main  line  to  Arkadelphia.  A  projected  extension  of  this 
branch  will  give  direct  communication  with  the  Mississippi  River  at  Arkansas  City, 
the  part  to  be  built  being  from  Camden  to  Warren,  Ark.,  a  distance  of  about  50 
miles.  The  Houston,  Central  Arkansas  and  Nortbern  Railroad  (another  branch  of 
the  Missouri  Pacific  System)  connects  with  Arkansas  City  at  McGehee,  12  miles 
west,  and  thence  runs  in  a  southwesterly  direction,  about  midway  between  Bayou 
Bartholomew  and  BcBuf  River,  touches  Ouachita  River  and  crosses  the  Vicksburg, 
Shreveport  and  Pacific  Railroad  at  Monroe,  La.,  and  continues  down,  parallel  to  the 
main  river,  to  Columbia,  La.  This  road  is  building  a  bridge  across  the  river  at  River- 
ton  about  6  miles  above  Columbia,  and  is  under  construction  from  Columbia  to  Alex- 
andria, and  will  cross  Little  River  at  the  junction  of  Dugdemona  with  Bayou  Castor. 
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The  KatclieZy  Re«l  River  and  Texas  Iiailroa4l  (narrow  j;aiip;e)  ruiiH  from  Black  Rivor 
Station,  opnoHito  Trinity,  to  Vidalia  on  the  MisHisMippi  o])po8ite  Natchez.  This  road 
has  a  Hinall  triweekly  packet  rnnnin^r  in  Hlaek  River  to  Natchez.  tTlio  New  Orleans 
and  Northwestern  Railway,  completed  from  Natchez,  Miss., to  Rayville,  La.,  crosses 
Tenaas  River  near  its  mouth,  and  the  projected  extension  of  this  road  will  cross 
BoBuf  River  a  short  distance  north  of  Rayville  and  Bartholomew  near  Bastrop,  La. 
The  commerce  of  Little  River,  which  unites  with  Ouachita  and  Tensas  at  Trinity, 
La.;  in  forming  Black  River,  wsis  reported  for  the  past  fiscal  year,  as  follows : 

Tona. 

Cotton 1,500 

Cottonseed 2,500 

Hides  and  skins : 25 

Livestock : 332 

Lumber 225 

Staves ; 900 

Logs 60,000 

Total  down  freight 65,482 

Retnm  freight , 3,856 

Totalfreights 69,338 

Estimated  value,  in  round  nnnihera $705, 000 


V4. 
IMPROVEMENT  OF.  OUACHITA  RIVER  ABOVE  CAMDEN,  ARKANSAS. 

An  examination  of  Ouachita  Eiver  in  Arkansas  was  made  under 
direction  of  Lieutenant-Colonel  Eaynolds  in  1870.  Above  Arkadelphia 
it  was  found  to  be  little  more  than  a  mountain  torrent,  at  most  timei^ 
very  shoal,  and  in  flood  too  rapid  for  navigation.  Estimates  were  made 
for  removing  obstructions  below  Arkadelphia  to  the  Arkansas  line, 
$60,000,  and  for  dredging,  $12,300.  (Report  Chief  of  Engineers,  1871, 
pages  336-337.)  The  act  approved  March  3, 1871,  appropriated  $25,000 
for  improving  the  river  below  Arkadelphia  to  the  Louisiana  line,  which 
was  expended  in  removing  obstructions  in  1871  and  1872. 

Nothing  was  done  for  further  improvement  above  Camden  until  1882, 
when  an  examination  of  the  river  from  Camden  to  Arkadelphia  was 
directed  by  the  act  of  August  2, 1882.  The  examination  was  made  by 
Major  Miller,  who  reported  that  this  part  of  the  river  was  not  worthy 
of  improvement  and  the  work  not  a  public  necessity.  (Report  Chief  of 
Engineers,  1884,  pages  1361-1355.) 

The  act  approved  August  5,  1886,  directed  a  "  reexamination  of 
Ouachita  above  Camden,  Ark.,''  which  was  made  under  my  direction 
in  1887.  (Report  Chief  of  Engineers,  1887,  pages  1495-1497.)  I  re- 
ported that  nothing  could  be  found  to  recommend  an  expensive  im- 
provement, but  tl^at  I  considered  the  river  between  Arkadelphia  and 
Camden  worthy  of  improvement  to  the  extent  of  cutting  leaning  tim- 
ber, girdling  trees  along  the  banks,  removing  snags  and  logs  with 
dynamite,  and  building  brush  dams  at  the  shoals  to  afford  navigation 
at  high  stages,  at  an  estimated  cost  of  $9,000. 

The  act  of  August  11, 1888,  appropriated  $9,000  "  to  complete '^  the 
improvement. 

Work  was  commenoed  at  Arkadelphia  in  September,  1889,  and  car- 
ried downstream  to  Camden,  where  it  was  suspended  in  December. 
Operations  during  that  period  put  the  river  in  fair  condition  for  navi- 
gation above  Camden  to  Arkadelphia  at  stages  that  would  permit 
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strainers  to  run  to  tlic  former  place,  all  the  work  having  been  done  at 
low  water,  except  a  short  Ktretch  above  the  mouth  of  Little  Missouri. 
No  business  was  (liverte<l  to  the  river,  however,  and  none  of  the  regu- 
lar Ouachita  boats  went  higher  than  Camden,  giving  the  reason  that 
as  the  merchants  of  Arkadelphia  had  taken  no  steps  toward  shipping 
by  river  Camden  was  still  regarded  as  the  head  of  their  trade. 

The  work  in  1889  was  done  well  in  spite  of  occasional  interruptions 
by  sudden  rises,  but  it  was  expected  that  a  great  deal  of  the  timber 
that  had  been  cut  would  lodge  in  tlie  stream  the  first  season,  and  a 
considerable  sum  was  reserved  to  be  used  in  going  over  the  whole 
stretch  during  the  next  low  water. 

During  the  fiscal  year  ending  June  30, 1.891,  operations  were  as  fol- 
lows: 

A  chopping  party  was  organized  at  Camden  July  23  and  the  boats 
and  outfit  used  the  preceding  year  put  in  order  by  July  28,  and  the 
party  started  upstream  to  resume  the  removal  of  obstructions.  As  the 
Avater  was  at  a  low  stage,  progress  was  slow  and  the  boats  were  de- 
tained more  or  less  at  every  shoal.  There  was  less  than  4  inches  on 
Tulip  Bar,  and  brush  dams  were  built  to  concentrate  the  flow,  by  which 
the  depth  was  increased  to  6  inches,  but  as  the  quarter  boat  drew 
about  13  inches  log  rollers  were  made  and  the  boat  hauled  upstream 
for  over  a  quarter  of  a  mile.  At  the  rapids  a  number  of  large  bowlders 
were  removed  before  the  boat  could  pass.  The  mouth  of  the  Little 
Missouri,  33  miles  above  Camden,  was  reached  August  12,  and  as  this 
tributary  fiirnishes  a  large  proportion  of  the  water  supply  it  was  not 
deemed  advisable  to  try  to  move  the  boats  higher  upstream  on  the  low 
stage  of  water,  but  the  party  was  divided  and  six  men  with  a  skiff, 
battery,  and  explosives  were  sent  to  remove  the  channel  snags  above 
that  point.  The  flat  boat  worked  back  downstream,  thoroughly  re- 
moving all  obstructions  on  the  way,  until  September  22,  when  the 
river  commenced  rising  rapidly,  and  the  plant  was  laid  up  at  Old  Eiver 
Cut-off,  a  few  miles  above  Camden.  Complaint  having  been  made  of 
obstructions  in  tlie  river  below  Arkadelphia,  the  available  balance  was 
expended  between  that  place  and  the  mouth  of  Decepier  Creek,  28 
miles  below.  October  2-4  the  quarter  boat  was  towed  to  the  latter 
point,  but  heavy  rains  set  in  immediately  thereafter,  and  as  there  was 
no  probability  of  doing  the  work  within  a  reasonable  time,  the  boat 
was  dropped  back  to  Old  River  Cut-oft'  October  7,  and  again  laid  up. 
By  October  22,  however,  the  water  had  fallen  sufficiently  to  resume 
work,  and  a  party  witli  skift's,  tools,  and  explosives  was  transported 
by  teams  to  the  mouth  of  Decepier  Creek,  Work  was  carried  up- 
stream to  Arkadelphia  and  then  back  over  the  same  stretch  of  river, 
dynamite  being  used  fieely,  and  the  overseer  in  charge  reported  that 
nothing  further  which  would  be  called  an  obstruction  could  be  found, 
and  that  vnth  sufficient  water  to  pass  the  shoals  steamboats  could  go 
to  Arkadelphia  without  danger.  On  completion  of  this  work,  the 
party  in  skift's  returned  to  the  boats,  which  were  dropped  down  to 
Camden  November  4,  to  be  used  on  the  work  of  improving  the  river 
below  that  place. 

Overseer  John  T.  Burkette,  in  immediate  charge,  reported  the  fol- 
lowing work  for  the  year: 

8uag8  removed  from  channel : 1, 467 

Leaning  trees  cut 783 

Sqaare  yards  brush  and  willows  cut 4, 304 

Cubic  yards  rock  removed  from  channel 29 

Linear  feet  brush  dams  built 800 
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This  work  completed  the  project:  for  iini)roviii^  Oua^liita  Eiver  be- 
tweeu  Canideu  and  Arkadelpliia,  Ark.,  and,  as  sFatol  in  my  report  of 
the  examination,  it  should  not  require  attention  for  many  years.  Ko 
additional  estimates  are  submitted,  there  being  no  commerce  now  or  to 
be  developed  for  some  time  to  come  at  all  commensurate  with  the  cost. 
Colonel  Eaynolds  stated  that  dredging  would  be  of  great  benefit  to  nav- 
igation, but  in  my  judgment  it  would  only  aggravate  the  difficulties. 
Lieutenant-Colonel  Benyaurd's  profile  shows,  as  he  reports,  "that  ordi- 
nary methods  of  improvement,  such  as  dredging  and  rock  excavations 
or  wing  dams,  would  involve  enormous  expense  even  if  practicable,'^  and 
as  these  remarks  were  for  the  river  below  Camden  they  will  apply  still 
more  forcibly  to  the  river  above.  Colonel  Eaynolds  speaks  of  only  12 
inches  on  the  shoals,  but  in  extreme  low  water  3  inches  is  not  uncom- 
mon. Even  if  a  system  of  locks  and  dams  should  be  found  praeticable 
the  benefit  would  be  only  local  unless  the  whole  river  were  improved  to 
give  at  least  4  feet  navigation  to  Camden  the  year  round,  for  Ouachita 
Eiver  is  not  navigable  to  Camden  by  the  smallest  boats  in  extreme  low 
water,  there  being  as  little  as  16  inches  on  the  bars  in  Black  Eiver,  the 
stretch  from  the  Four  Eivers  at  Trinity  to  Eed  Eiver,  to  say  nothing  of 
the  rock  and  gravel  bars  in  the  river  from  Trinity  to  Camden,  the  head 
of  navigation.  The  people  interested  in  Arkadelphia  naturally  desire 
that  the  upper  river  shall  be  improved  if  possible,  and  think  it  unfair 
that  their  views  should  not  be  accepted  without  demur.  Complaint  was 
made  that  the  work  in  the  upper  river  had  not  been  well  done,  and  I 
therefore  had  the  river  examined  at  the  lowest  stage,  and  am  satisfied 
that  everything  contemplated  and  estimated  for  has  been  accomplished; 
that  is,  the  removal  of  leaning  timber,  drift,  and  the  most  dangerous 
snags  to  give  a  reasonably  safe  navigation  during  high  stages.  More 
can  not  be  done  upon  a  stream  that  is  subject  to  sudden  rises  of  as  much 
as  10  feet  in  a  day  and  that  ranges  between  high  and  low  water  not  less 
than  40  feet  at  Camden.  I  do  not  know  the  exact  difference  of  eleva- 
tion between  low  water  at  Arkadelphia  and  at  Camden,  but  as  the  slope 
is  not  less  than  four-tenths  foot  at  Camden,  it  can  not  be  less  tlian  30 
feet,  and  yet  with  this  great  fall  and  a  current  of  from  1.5  to  3  miles  per 
hour,  and  in  high  floods  much  greater,  the  low- water  discharge  will  not 
vary  much  from  350  cubic  feet  a  second,  which  would  give  a  channel  4 
feet  deep  and  not  over  30  feet  wide,  provided  the  velocity  could  be  kept 
under  3  feet  per  second,  or  say  2  miles  per  hour. 

The  report  on  the  Mississippi  delta  survey  (Humphreys  and  Abbot), 
page  26,  edition  of  1876,  says: 

Few  rivers  differ  more  in  the  quantity  of  water  at  different  seasons  than  the  Oua- 
chita. Flowing  from  a  hilly  or  mountainous  tract  more  constancy  might  be  expected 
in  the  colnmn  of  water;  but  though  the  places  drained  by  the  Little  Missouri  and 
Fourche  au  Cado  are  not  deficient  in  sprmgs,  yet  the  extensive  region  toward  the 
sources  of  Ouachita  has  little  water  except  what  is  supplied  by  rains  in  the  win- 
ter and  spring.  When  the  parching  heat  of  summer  has  dried  the  country  above 
the  moutn  of  the  Little  Missouri  the  Ouachita  becomes  very  low  as  far  south  as  the 
head  of  Black  River. 

(Arkadelphia  to  Trinity  is  about  370  nules.) 

To  show  other  opinions  in  regard  to  the  river  above  Camden  held  by 
people  engaged  in  navigating  Ouachita  between  Camden  and  New 
Orleans,  attention  is  invited  to  the  complaint  of  December  27, 1889, 
made  to  the  Secretary  of  War  and  referred  to  me  for  report,  the  body 
of  which  is  as  follows : 

We,  steamboat  men  who  have  been  navigating  this  river  (Ouachita)  for  the  past  30 
jrears  from  New  Orleans  to  Camden,  Ark.,  beg  to. call  your  attentiuu  to  the  manner 
in  which  the  river  improvement  of  Ouachita  has  boon  managed.    The  gentleman, 
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Captain  Davis,  now  in  diari^e,  inforniH  ns  that  liis  instnintionB  are  to  work  now  on 
tlifi  river  from  Canulen  above.  TlnTe,  is  no  steamboat  l)iisiMeHSuor  naviji^tion  above 
Camden.  No  iioats  for  several  yeai*8  have  been  running  there,  and  tlie  money  ex- 
pended there  is  of  no  benefit  to  sttunnboats  or  commerce.  The  river  ii'om  Camden 
down  is  in  very  bad  condition,  as  Captain  Davis  knows,  and  requires  liis  attention, 
there  being  very  many  snags  and  obstructions  in  the  channel.  Captain  Davis 
knows  the  best  and  most  economical  method  to  remove  these  obstructions,  which  should 
be  done  at  once.  We  do  not  know  to  whom  we  should  apply  unless  to  you,  asking  ■ 
you  to  give  Captain  Davis  instructioss  to  work  from  Camden  down.  Our  season  for 
steamboating  is  short,  and  we  ask  as  a  special  favor  that  yon  will  refer  the  matter 
to  the  proper  person  for  prompt  action,  and  oblige  us  especially. 

I  reported  the  work  done  on  the  river  below  Camden,  and  that  the 
work  above  Camden  was  not  discretionary,  but  required  by  the  law  of 
Au^st  11,  1888,  appropriating  $9,000  for  that  purpose,  also  that  in 
March,  1887,  with  18  feet  on  the  gauge  at  Camden,  the  pilot  of  the  snag 
boat  Wagner^  30  inches  draft,  refused  to  take  the  responsibility  of 
going  above  Camden  bridge  on  account  of  the  danger  of  being  caught 
above,  as  the  river  was  falling,  although  I  did  not  contemplate  using 
the  boat  more  than  two  days  inspecting  the  upper  river. 

There  is  but  one  way  in  which  the  question  of  improving  the  river 
between  Arkadelphia  and  Camden  can  be  settled,  and  that  is  by  an 
accurate  survey,  especially  in  the  line  of  levels.  I  have  said  that  the 
difference  of  elevation  between  low  water  at  each  place  was  not  known, 
but  it  may  be  estimated  by  combining  the  results  of  river  and  railroad 
surveys  in  Ouachita  Valley.  The  Iron  Mountain  Kailroad  levels  gave 
a  difterence  between  the  bridges  at  Little  liock  and  Arkadelphia  of  about 
71  feet,  and  placed  the  bridge  at  Fulton  on  Red  River  at  the  same  height" 
as  that  at  Little  Rock.  I  connected  the  latter  with  the  Coast  Survey 
precise  bench,  and  the  former  with  the  levels  of  Red  River  survey,  and 
found  a  discrepancy  of  less  than  1  foot.  The  pre<*iso  levels  from  Missis- 
sippi River  to  Shreveport  included  high  and  low  water  marks  at 
Monroe  on  Ouachita,  and  one  bench  of  the  survey  of  1871  from  Trinity 
to  Camden.  The  survey  of  187«nroin  Camden  to  Tiiirity  gave  a  dis- 
crepancy in  levels  of  about  6  feet  as  compared  with  those  of  1871,  but 
the  several  common  benches  at  and  near  Monroe  show  a  constant  diflfer- 
ence  in  reference  planes,  so  that,  assuming  them  to  agree  and  referring 
all  elevations  to  the  common  datum  of  the  Commission  surveys,  the 
variation  at  either  end  of  the  river  line  may  be  taken  as  not  greater 
than  5  feet.  With  these  conditions  high  water  at  Arkadelphia  will  be 
about  63  meters  (say  207.5  feet),  Cairo  datum;  at  Camden,  41.4  meters 
(say  136  feet),  and  at  Monroe  30.7  meters  (say  101  feet). 

The  profile  of  1873  shows  a  rise  and  fall  at  Camden  of  12,3  meters 
(40,3  feet),  so  that  if  the  same  range  is  assumed  low  water  at  Arka- 
delphia would  be  51  meters  (167.2  feet)  Cairo  datum.  The  distance  be- 
tween the  two  stations  has  beeii  estimated  from  72  to  100  miles,  giving 
a  fall  of  from  9  inches  to  1  foot  to  the  mile. 

But  the  chief  tributary  of  that  part  of  Ouachita  (Little  Missouri) 
enters  some  50  miles  below  Arkadelphia,  and  therefore,  and  from  the 
rapidity  with  which  the  river  rises  and  falls  at  Camden,  it  is  evident 
that  the  range  at  Arkadelphia  must  be  very  much  less  thjin  at  Camden. 
The  estimate  made  some  years  ago  of  30  feet  at  Arkadelphia  is  probably 
about  right,  which  would  give  the  low-water  elevation  at  that  point  at 
about  53  meters  (say  between  175  and  180  feet)  Cairo  datum,  giving  a 
total  low-water  fall  of  from  80  to  85  feet,  or,  say,  from  10  to  16  inches  to 
the  mile.  Making  all  due  allowance  for  errors  in  the  levels,  it  is  prob- 
able that  the  average  slopes  of  either  liigh  or  low  water  between  Arka- 
delphia and  Camden  can  not  be  less  than  6  inches  to  the  mile,  so  that 
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miproveinent  by  jetties,  wing  dams,  or  (Ue<lgiii«?  would  not  be  prae- 
ticjil>le. 

Increase  of  depth  by  any  of  tliese  means  from  Camden  upward  would 
cause  the  low-water  limit  to  fall,  and  thus  reduce  the  i)re8ent  depths 
on  the  shoals  above,  breaking  the  assumed  low-water  line  into  a  line  of 
successive  pools  and  rapids.  Open  navigation  at  medium  and  lower 
stages  could  not  be  obtained  by  dredging,  except  by  excavating  to  such 
a  depth  as  to  reduce  the  low-water  sh)pe  to,  or  less  than,  that  at  Cam- 
den. On  the  other  hand,  sla^k- water  navigation  Avould  not  be  of  any 
material  benefit  to  Arkadelphia  unless  low-water  navigation  were  first 
obtained  by  some  plan  for  the  general  improvement  of  the  whole  river 
below  Camden.  To  give  a  navigable  depth  of  3  feet  from  Camden  to 
Arkadelphia,  supposing  that  the  water  supply  should  be  sufficient, 
would  require  not  less  than  three  dams  and  locks  above  Camden,  and 
probably  six  or  seven,  with  maximum  lifts  safe  for  such  foundations  as 
are  presumed  to  exist.  But,  as  already  said,  the  feasibility  of  this  or 
of  any  i>ermanent  iniprovement  of  ux>i>er  Ouachita  can  not  be  judged 
without  a  survey. 

The  first  thing  requisite  is  the  determination  of  the  high  and  low 
water  elevations  at  Arkadelphia  and  Camden,  and  the  most  economical 
method  of  doing  so  would  be  to  run  a  line  of  precise  levels  from  the  Coast 
and  Geodetic  Survey  benches  from  Little  Rock  to  Arkadelphia,  05  miles 
alonfi^  the  Iron  Mountain  Kadroad,  thence  along  the  branch  roads  to 
Ourdon  and  Camden,  50  miles,  and  thence  return  to  close  at  Pine  Blufl^ 
Arkansas  Biver,  along  the  Cotton  Belt  route,  04^  miles. 

If  tiie  elevations  at  Arkadelphia  and  Camden  should  prove  to  be  much 
less  than  those  I  have  given,  the  survey  of  the  upper  river  might  be 
undertaken,  connecting  stations  along  the  river  by  ordinary  levels.  If 
the  railroad  companies  which  would  be  benefited  by  the  levels  along 
their  lines  should  be  willing  to  help,  as  the  Vicksburg,  Shrevejwrt  and 
Pacific  Railroad  Company  <fid  on  the  line  .across  Louisiana  to  Red  River, 
the  precise  levels  suggested  above  could  be  finished  in  about  3  months 
for  $5,000.  These  lines  would  be  essential  to  an  ac<*urate  survey  of 
Ouachita  River  from  Camden  to  Red  River,  so  tha*,  if  that  should  be 
authorised,  the  cost  would  be  borne  by  the  general  appropriation  by 
fixing  Arkadelphia  as  the  upper  limit. 

The  survey  of  the  river  and  valley  from  Arkadelphia  to  Camden,  a 
very  difficult  country,  with  the  height  of  both  banks  determined  by 
ordinary  levels,  and  transvalley  sections  made  at  intervals  to  ascertain 
the  amount  of  land  subject  to  overflow,  would  cost  about  $100  the  mile, 
or  about  $12,000,  in  addition  to  the  precise  levels,  necessary  in  any 
case,  on  the  basis  of  75  miles  length  of  upper  river. 

Attention  is  invited  to  the  map  of  Ouachita  Valley  and  the  plate 
showing  the  approximate  limits  of  high  and  low  ^ater  on  Ouachita,  and 
to  the  subject  of  improving  the  river  from  C<amden  to  Red  River  in  my 
rei>ort  of  ti^is  date  upon  Ouachita  and  Black  Rivers.  I  recommend  that 
no  further  appropriation  be  made  for  Ouachita  above  Camden  until  it 
shall  be  shown  by  a  projier  survey  that  permanent  improvement  of  the 
upper  river  is  practical  at  a  reasonable  cost. 

Money  statement 

July  L  1890,  balance  unexpended $2,400.74 

June  90, 1891,  amonnt  expended  daring  fiscal  year 2,400.74 
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COMMERCIAI.  STATISTICS. 


In  the  past  fiscal  year  there  was  navigation  for  Hmall  hoats  from  Camden  to  Arka- 
delphia  from  the  niLildle  of  December  nntil  the  latter  part  of  May,  suid  for  hixger  boats 
daring  high  stages  say  from  January  to  May. 

The  boats  which  ran  above  Camden  were  as  follows : 


Name. 


CaddQ  

H.  M.  Townseod 
Prince 


Class. 


Stem- wheel 

steamboat. 

...do 

...do 


40.10 
89.70 
107.88 


u 

J 


FL 


116.7 


Ft 


18.0 


120.025.0 


Draft. 


Ft  Ft.in.FLin. 

....    0    8     14 


2.8  2    0 


4    6 


Between  what  places. 


Camden    and    mouth    Little 

MmHoiiri  River. 
New  Orleans  and  moath  Little 

Missouri  Kiver. 
Do. 


The  freights  reported  were  as  follows : 

Tons. 

Cotton 150 

Staves 5,205 

Grain  , 44 

Miscellaneous 200 


Total  down  freights 5,599 

Return  freights 3,732 

Total  freights ' 9,331 


Estimated  value,  in  round  numbers $130, 000 


Vs. 

IMPROVEMENT  OF  BAYOU  D'ARBONNE.  LOUISIANA. 

Bayou  D'Arbonne  is  fonned  by  tlie  junction  of  the  South,  Middle,  and 
North  or  Corney, Branches,  near  Farmerville,  Union  Parish,  northern 
Louisiana;  flows  in  a  southeasterly  direction,  and  enters  Ouachita  Eiver 
6  miles  above  Monroe,  La.  The  course  of  the  bayou  is  very  tortuous, 
through  an  alluvial  bottom  varying  in  width  from  1  mile  at  the  head  of 
navigation  to  5  or  C  miles  at  its  mouth,  which  is  overflowed  during  high 
water  to  a  depth  of  from  5  to  15  feet.  In  its  win<iings  the  stream 
touches  the  hills,  at  several  places,  which  serve  as  shii)ping  points  for 
the  country  back  of  them. 

An  examination  and  a  survey  were  made  in  1883,  and  the  project  for 
improvement  was  based  upon  the  latter.  The  bayou  is  navigable  only 
at  high  stages,  and  it  was  believed  that  by  the  removal  of  snags,  logs^ 
wrecks,  and  leaning  timber  from  Stein  Bluft'  on  the  Corney  Branch,  to 
the  mouth  of  the  bayou,  42^  miles,  the  boating  season  would  be  length- 
ened two  months  and  navigation  made  less  hazardous  at  all  times. 
The  estimated  cost  of  such  improvement  was  $15,000,  if  spent  in  two 
consecutive  seasons.  (Eeport  Chief  of  Engineers,  1884,  pages  1372- 
1381). 

The  following  appropriations  have  been  made: 

By  act  of— 

July  5, 1884 I $5,000 

August  5, 1886 2,000 

August  11,  1888 2,000 

September  19,  1890 2,000 

Total  amount  appropriated  to  June  30, 1891 11«000 
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Operations  commenced  in  1884,  and  were  continued  in  1886, 1887,  and 
1889,  extending  over  the  bayou  from  its  mouth  to  Stein  Bluff.  Dur- 
ing this  period  the  improvement  from  Stein  to  Harris  Bluff,  or  Shiloh 
Landing,  13  miles  above,  was  undertaken  by  private  subscription,  and 
in  1890  boats  ran  to  the  latter  point  for  6  months.  Considerable  work 
was  done  by  steamboat  men  in  the  way  of  clearing  leaning  timber  and 
removing  the  worst  snags  before  the  improvement  was  undertaken  by 
the  United  States,  and  in  1883,  the  year  the  survey  was  made,  jthe 
bayou  was  reported  as  navigable  from  6  to  7  months  of  the  year. 
The  work  done  by  the  United  States  extended  the  period  of  navigation 
folly  one  month,  enabled  boats  of  double  the  capacity  of  those  formerly 
used  to  trade  in  the  stream  to  advantage  and  with  less  risk,  shortened 
the  time  for  making  trips,  and  reduced  freight  rates  one-half. 
During  the  fiscal  year  1891  operations  were  as  follows: 
The  stream  having  been  reported  much  obstructed  by  fallen  timber, 
and  as  it  was  desired  to  clear  it  out  if  possible  before  the  high-water 
season  set  in,  a  flatboat  was  repaired  and  fitted  up  for  quarters  of  a 
chopping  party  the  latter  part  of  December,  and  towed  from  Monroe, 
La.,  to  the  junction  of  D'Arbonne  and  Corney  Forks  January  5-6. 
A  party  of  20  men  commenced  work  the  following  day  at  Stein  Bluff, 
but  rainy  weather  set  in  soon  after,  and  by  January  15  the  water  had 
risen  so  much  that  it  became  advisable  to  suspend  operations.  The  work 
had  been  carried  downstream  about  9  miles,  and  consisted  of  destroy- 
ing trees  and  stumps  in  the  channel  by  means  of  high  explosives,  pull- 
ing snags,  felling  and  girdling  the  timber  along  the  banks,  and  cutting 
up  all  logs  liable  to  be  carried  into  the  stream  and  become  obstructions, 
the  following  being  a  summary  of  what  was  done: 

Snags  removed 33 

Stomps  removed 19 

Shore  snags  cut 143 

Logs  cut 422 

Trees  removed 219 

Trees  girdled 342 

The  boat  and  outfit  were  laid  up  at  Moselys  Bluff*  to  await  a  lower 
stage,  but  continued  heavy  rains  prevented  any  work,  and  after  they 
had  ceased  backwater  ti'om  the  Ouachita  kept  the  bayou  up.  As  there 
was  no  prospect  of  being  able  to  resume  work  till  late  in  the  summer, 
at  the  beginning  of  May  the  boat  was  transferred  to  Bayou  Bartholo- 
mew, where  operations  would  not  be  affected  by  backwater  from  the 
main  river. 

The  available  balance  will  be  expended  during  low  water  this  sum- 
mer or  fall  in  continuing  the  work  begun  in  January. 

The  stesbmev  Tributary  (94  tons)  burned  in  this  bayou  last  season  on 
the  first  trip,  with  233  bales  of  cotton,  and  the  steamer  LaJce  Washing- 
tan  (96  tons)  burned  on  the  third  trip.  The  wi^ecks  of  these  vessels  will 
be  removed  if  found  to  obstruct  navigation. 

The  work  is  not  i;erm.iiient,  as  new  obstructions  are  added  from  time 

'to  time,  but  it  can  he  done  so  thoroughly  as  not  to  require  attention  for 

some  years  if  the  balan(  t^  of  the  original  estimate  is  granted  by  the  next 

appropriation,  although  this  estimate  was  made  for  two  consecutive 

seasons'  work. 

Motley  statement. 

Amount  appropriated  by  act  approved  September  19, 1890 $2, 000. 00 

June  30,  lo91,  amount  expended  during  fiscal  year 1, 109. 19 

July  1, 1891,  balance  uucxpoudcd '. 890.51 
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{Amount  (estimated)  required  for  completion  of  existiiiM;  project $4, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  end  ing  June  30, 1893      4, 000. 00 
Submitted  in  compliance  with  requirements  of  sectiouti  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

In  the  past  fiscal  year  this  bayou  was  navigable  for  nearly  8  months,  from  October 
until  the  latter  part  of  May,  inclusive.  The  boats  employed  in  this  trade  were  as 
follows : 


Ifaxne. 


CUwa. 


Draft. 


.i 


i 


Between  what  places. 


I" 


JoeieW 

Lake  WashingtoxL 
Sallie 


lYil)ntary  . 
AdcUo 


Stem -wheel 
steamboat. 

...do 

...do 


Feet. 
156.40,  140.9 


Ft 
30.4 


Ft, 

4.8 


Ft.in.FLin, 
61  6     6 


96.39  102.0 


24.0 


.do. 
.do. 


68.25,  109.0,23.9 


03.78'    83.0118.6 
12.54; 


8.0 


0  6 
0,  3 


12  8      2 


Monroe  and    Stein 

Bluff,  La. 

— do , 

Monroe  and  Shlloh 

Landing,  La. 

...do..... 

...do 


10 
45 


The  freights  reported  were  a<i  follows : 


Cotton 

Cottonseed 

Hides 

Lumber 

Misollaneons 

Total  down  fireights...! 

Betum  freights 

Total  freights  ...'. 

Bstimated  value  in  round  numbers 


1890-'91. 


Tons. 

2,738 

500 

4 

9,000 

543 


12,785 
1,187 


13,972 


1683,500 


1889-'90. 


Totie. 
1,500 
1,000 


10,250 


12, 750 
1,666 


1888-'89. 


Tom. 
2,500 


2,505 
1,070 


14,416  I 


4,175 


$646,000  i    $500,600 


The  bayou  is  the  only  available  means  of  transporting  crops  and  supplies,  except 
by  hauling  long  distances  in  wagons  to  Jlonroe  or  to  the  Vicksburg,  Shreveport 
and  Pacific  Railroad  on  the  south. 


V6. 

IMPROVEMENT  OF  BAYOU  BARTHOLOMEW,  LOUISIANA  AND  ARKANSAS. 

This  stream  rises  in  southeastern  Arkansas  within  a  few  miles  of 
Pine  Bluif,  and,  following  atortuous  course,  flows  at  first  nearly  parallel 
to  Arkansas  River,  at  a  distance  varying  from  15  to  30  miles;  then  par- 
allel to  the  Mississippi,  at  about  the  same  average  distance,  but  after 
entering  Louisiana  turns  to  the  southwest  and  finally  enters  Ouachita 
River  opposite  Ouachita  City.  The  total  drainage  area  of  the  bayou 
and  its  tributaries  is  about  1,800  square  miles.  The  States  of  Louisiana 
»ud  Arkansas  made  expenditures  at  various  times  for  its  improvement, 
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'navigation  in  it  having  been  carried  on  to  a  considerable  extent  as  early 
as  1843. 

Examinations  were  made  by  the  United  States  in  1872. 1879, 1880, 
and  1884.  (Eeports  Chief  of  Engineers,  1872,  pages  383-^86;  1879, 
pages  997-1003;  1881,  pages  1453-1457;  and  1885,  pages  1548-1552.) 
The  project  was  adopted  in  1881  and  contemplates  the  removal  of  snags, 
logs,  wrecks,  leaning  timber,  etc.,  obstructing  navigation  from  Baxter, 
Ark.,  to  the  mouth.  This  part  of  the  bayou  was  estimated  to  be  213 
miles  long,but  from  measurements  of  the  maps  at  this  office  the  distance 
appears  to  be  about  150  miles,  l^ew  obstructions  are  added  every  year, 
hence  no  estimate  for  permanent  improvement  is  given. 

The  following  appropriations  have  been  made: 

By  act  of— 

March  3, 1881 $8,000 

Auga8t2,1882 5,000 

Ju5r5,1884 5,000 

Augn8t5,1886 5,000 

AT^U8tll,1888 5,000 

September  19, 1890 5,000 

Total  amount  appropriated 83, 000 

The  work  commenced  in  1881,  and  was  continued  in  1882, 1884, 1886- 
'87,  and  1889-'90;  operations  extended  over  nearly  the  entire  portion  of 
the  bayou  included  in  the  project  and  benefited  navigation  to  a  great 
extent,  but  at  no  time  were  the  funds  available  sufficient  to  go  over 
the  entire  stretch  thoroughly,  as  contemplated  in  the  original  project, 
which  contained  estimates  for  two  consecutive  seasons' work  during  low 
water  at  a  cost  of  $26,862.  Before  the  improvement  commenced  three 
months  was  the  average  duration  of  the  navigable  season;  in  1890  it 
was  reported  that  there  was  better  navigation  for  6  months;  that 
boats  of  double  the  capacity  made  trips  with  greater  safety  in  half  the 
time;  and  that  the  rates  of  freight  had  been  reduced  50  per  cent. 

During  the  fiscal  year  1800-^91  operations  were  continued  Jis  follows: 

The  quarter-boat  and  outfit  were  dropped  down  from  Mosely  Bluff 
on  Bayou  D'Arbonne  to  Monroe,  La.,  May  1  and  2,  where  supplies 
were  received  and  a  chopping  party  organized.  May  6  to  10  the  quar- 
ter-boat was  towed  to  Portland,  Ark.,  where  operations  commenced 
May  11,  and  were  continued  downstream  to  the  Hughes  Place,  La., 
estimated  to  be  about  50  miles.  The  work  consisted  of  girdling  trees 
near  the  banks,  cutting  leaning  timber,  stumps,  shore  snags,  and  logs 
on  the  banks,  and  removing  snags,  logs,  stumps,  and  trees  from  the 
channel  by  the  use  of  high  explosives  and  blocks  and  tackle. 

Overseer  Watkins  Decker,  under  whose  supervision  the  work  was 
done,  reports  as  follows : 

The  removal  of  large  trees  that  had  caved  into  the  bayou  and  fallen  across  the 
channel  will  permit  boats  to  navigate  at  from  a  3  to  4  foot  less  sta;3;e  of  water.  The 
clearing  of  timber  from  the  points  and  bends,  and  widening  narrow  places,  will  en- 
able st^mboate  to  make  better  time,  and  the  destruction  of  dangerous  shore  snags 
and  stumps^  that  have  been  a  menace  to  steamboat  men  in  past  years^  wiU  lessen  the 
danger  of  navigation  greatly. 

The  planters  along  the  bayou  are  much  interested  in  its  improvement,  in  order 
that  they  may  have  steamboat  competition  with  the  Houston,  Central  Arkansas  and 
Northern  Railroad,  which  runs  nearly  parallel  to  the  bayou,  and  they  informed  me 
that  as  soon  as  navigation  stops  the  railroad  raises  freight  rates  25  per  cent.  On 
both  banks  of  the  bayou  are  tortile  farms,  producing  thousands  of  bales  of  cotton 
yearly,  and  it  requires  large  quantities  of  supplies  for  the  labor  employed  on  these 
plantations.  The  roads,  over  which  a  portion  of  the  crop  has  to  be  hauled  before 
navigation  opens,  ran  through  swamps,  and  are  nearly  impassable  in  wet  weather^ 
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hence  the  advantaee  to  the  planters  to  have  better  navigation^  and  fpr  a  longer 
period,  in  order  to  Bnip  their  crops  and  receive  supplies  by  water  near  their  gins. 

The  banks  are  heavily  timbered,  and  it  will  be  impossible  to  clear  in  one  season  all 
the  trees  that  should  be  cut,  and  snags  will  appear  from  year  to  year,  but  as  the  im- 
provement progresses  the  work  will  be  lighter  and  the  annual  expense  of  keeping 
the  bayou  open  to  navigation  will  be  less  and  less. 

The  following  is  a* summary  of  the  work  reported: 

Snags  removed  from  channel 1, 670 

Stumps  removed  from  channel  and  banks 1, 199 

Shore  snags  removed , 2, 124 

Logs  removed  from  channel  and  banks 7, 529 

Leaning  trees  removed 20, 296 

Trees  g&dled 24,432 

This  work  will  be  continued  downstream  as  long  as  there  are  funds 
available,  but  at  the  present  rate  of  progress  the  appropriation  will  be 
expended  by  the  middle  of  August. 

It  would  be  of  great  advantage  to  the  shipping  interest  to  have 
gauges  at  convenient  points,  as  at  Baxter  or  Portland,  Ark.,  on  the 
Missouri  Pacific  system,  to  inform  steamboat  men  when  they  could 
enter  the  stream  and  the  depths  they  could  carry  on  the  shoals.  The^e 
stations  are  but  14  and  28  miles  from  the  Coast  Survey  precise  bench 
at  McGehee,  Ark.,  and  would  require  only  31  miles  of  leveling  to  con- 
nect them  with  the  Cairo  datum.  With  a  gauge  at  the  mouth  of 
Ouachita  Eiver,  the  approximate  limits  of  high  and  low  water  could  be 
determined  in  one  season,  and  the  probable  depths  at  low  water  taken 
from  soundings  while  removing  obstructions.  The  cost  of  this  work  is 
insignificant  compared  with  the  information  and  benefits  that  would 
result.  Other  points  might  be  reached  by  a  line  of  levels  down  the 
Houston,  Central  Arkansas  and  Northern  Eailroad  to  Monroe,  La., 
but  the  line  would  not  be  essential  except  for  a  survey  of  tlin  bayou 
in  connection  with  the  improvement  of  Ouachita  liivcr.  The  cost  of 
establishing  two  gauges,  leveling,  and  wages  for  observers  would  fall 
within  $500.  Na  separate  estimate  is  made  for  this  work,  as  it  would 
properly  be  chargeable  to  the  improvement  of  the  stream. 

Money  stutement 

July  1, 1890,  balance  unexpended $4. 90 

Amount  appropriated  by  act  approved  September  19,  1890 5, 000. 00 

5,004.90 
June  30,  1891,  amount  expended  du rin*?  fiscal  year 2, 758. 34 

July  1, 1891,  balance  unexpemled 2, 246. 56 

July  1, 1891,  outstanding  liabilitic« 347. 60 

July  1, 1891,  balance  available / 1,898.96 

i  AmountthatcanbeprofitablyoxpoiuhMl  in  iwal  ytMi'cuflinijJiincSO.  1893    10, 000. 00 
<  Submitted  in  compliance  with  requirements' of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  18G7. 


COMMERCIAL  STATISTICS. 


Navigation  in  this  bayou  opened  to  MoCombs  Landing,  ArkanHos,  at  month  of 
Bear  House  Creek,  December  15,  1890,  and  closed  May  1,  1891,  on  account  of  obstruc- 
tions.   Low-water  navigation  was  continued  to  Point  Pleasant,  La.^  until  June  15. 
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The  following  list  shows  the  steamboats  engaged  iu  this  trade  during  the  fiscal 
year: 


^ame. 


Class. 


Draft. 


Between  what  places. 


Si 


Josie  W Stem-w  heel 

8t«an]boAt. 
Lake  Washington  — do 

Sterling  White  .. 

Sallle 


Side-wheel 
steamboat. 

Steru-w  heel 
steamboat. 


156.40 
96.30 

117.09 
68.25 


Feet.    Ft 
140.930.4 


102.0 
120.0 
109.0 


I 


Ft  Ft.  in.  FL  in, 

4.8   2 


24.0 
30.5 
23.9 


6 

6  0 
4  6 
4      0 


Monroe  to  Poplar  Bluff, 

Ark. 
Monroe  to  Lind  Grove, 

La. 
Monroe  to  Bear  Hoase 

Creek. 
Not  reported. 


100 
10 
05 


The  commerce  of  the  stream  was  reported  to  be  as  follows : 


Cotton 

Cottonseed 

Lumber 

Staves 

Cotton^seed  meal 

Cypress  shingles 

MisceUaneoos 

Total  down  freight 

Betnin  freight 

Total  freights 

Estimated  value,  in  round  numbers 


1890-'91. 


Tout. 

3,971 

2.487 

20,080 

17,822 

516 

20 

1,320 


46,196 
3,103 


49,299 


$826,000 


1889-'90.     1888-'89. 


Tons. 
2,«H)0 
4,000 

11.839 


Tom. 


n 
n 
(•) 
(*) 
(*) 


431 


17,839 
4,000 


(*) 


21,839 


(*) 


$492, 700 


(*) 


*  Incomplete. 

This  stream  is  crossed  at  Baxter,  Ark.,  the  upper  limit  of  the  improvement,  by  a 
branch  of  the  St.  Louis,  Iron  Monntain  and  Southern  Kailroad,  which  connects 
with  the  Mississippi  River  at  Arkansas  City  and  runs  west  56  miles  to  Warren,  Ark., 
and  will  be  extended  to  Camden,  on  the  Ouachita,  which  is  connected  with  the 
main  line  by  a  branch  to  GurdoU;  Ark.  The  Houston,  Central  Arkansas  and  North- 
ern Railroad  (another  branch  of  the  Missouri  Pacific  system)  runs  parallel  to  Bar- 
tholomew fipom  McGehee,  Ark.,  to  Monroe,  La.  The  projected  extension  of  the 
New  Orleans  and  Northwestern  Railway  north  of  Rayville,  La.;  will  cross  Bayou 
Bartholomew  on  a  line  from  Bastrop,  La.,  to  Hamburg,"^  Ark. 


V7. 

IMPROVEMENT  OF  BAYOU  B(EUF  (BCEUF  RIVER),  LOUISIANA. 

Bayou  Boeuf,  usually  called  Bocuf  River,  has  its  source  in  Chicot 
County,  soutlieastern  ArkansarS,  flows  in  a  general  southwesterly  direc- 
ti(m,  and  enters  Ouachita  River  at  St^iffbrd's  Point,  8  miles  above  Hai'- 
risonburg,  La.  The  improvement  of  this  stream  was  undertaken  by  the 
State  of  Ix>ui8iana  half  a  century  ago,  the  report  of  the  board  of  public 
works  of  1840  stating  that  it  had  been  oi>ened  to  Point  Jefferson. 

An  examination  was  made  by  the  United  States  in  1880  (pages  1424- 
1428,  Report  Chief  of  Engineers,  1881),  and  the  project  based  thereon 
contemplates  removing  snags,  logs,  and  leaning  timber  obstructing 
BNG  91 125 
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navigatioiL  at  high  stages  from  Wallace  Landing  to  the  mouth.  The 
distance  between  these  points  was  estimated  to  be  about  280  miles,  but 
as  scaled  from  the  maps  it  apx>ears  to  be  only  152  miles. 

In  1884  an  examination  of  three  outlets  near  Point  Jefferson  was 
made,  in  accordance  with  requirements  of  the  river  and  harbor  act  of 
that  year,  and  their  closure  was  recommended  as  necessary  to  preserve 
navigation  in  the  stream.  (Report  Chief  of  Engineers,  1885,  pages  1545- 
1548.) 

Xew  obstructions  are  added  every  year,  and  require  removal  from 
time  to  time,  hence  no  estimate  for  permanent  improvement  is  made. 

The  appropriations  have  been  as  follows: 

By  act  of— 

March  3,  1881 $5,000 

August  2.  1882 5,000. 

July  5, 1884 5,000 

August  5, 1886 5,000 

August  11, 1888 .• 6,000 

September  19, 1890 5,000 

Total  amouut  appropriated 31,000 

The  removal  of  obstructions  was  commenced  in  1881,  and  continued 
in  1882,  1884,  and  1888-'89,  and  enabled  steamboats  to  run  to  Point 
Jefferson,  19  miles  below  Wallace,  during  high  stages,  with  greater  safety. 

The  estimates  of  1884  for  closing  the  outlets  amounted  to  $8,500,  but 
no  appropriation  was  made  for  that  purpose  until  August  5, 1886,  when 
$5,000  was  provided  for  "  continuing  improvement  and  for  closing  out- 
let No.  1.'^  Upon  reexamination  it  was  found  essential  that  all  the 
outlets  be  closed,  and,  by  uniting  with  the  planters  whose  lands  would 
be  protected,  this  was  done  in  1^7  and  1888.  Outlet  No.  1  was  closed 
substantially,  the  second  was  closed  by  a  heavy  dam  at  a  lower  eleva- 
tion, and  the  third  by  a  low  dam,  this  being  all  the  work  that  could  be 
done  with  insufficient  appropriations  assisted  by  private  subscription. 
The  closure  of  the  outlets  gave  immediate  benefit  to  navigation  by  con- 
fining the  flow  to  the  natural  direction  and  scouring  the  bars  below,  but 
during  the  overflow  from  the  Mississippi  River  in  the  spring  of  1890  the 
dams  were  destroyed. 

Owing  to  lack  of  funds  it  was  impracticable  to  make  any  exami- 
nation of  the  outlets  in  the  fiscal  year  1890,  after  the  dams  were  de- 
stroyed, but  during  low  water  last  October,  Assistant  Engineer  John 
Ewens  visited  the  locality  and  reported  as  follows: 

I  found  the  three  outlets  open  and  the  dike  that  separates  Bayous  Bi^  and  Little 
Bonne  Idee  gone.  Outlet  No.  1,  closed  in  1887,  was  found  in  a  more  critical  condi- 
tion than  ontlets  Nos.  2  and  3,  closed  in  1888.  Of  outlet  No.  1,  Jtist  enouffh  of  the 
old  embankment  was  left  to  define  its  outline  at  each  end,  about  half  of  the  open- 
ing was  dry,  and  the  remaining  portion  was  from  4  to  5  feet  deep,  and  dead  water. 
Outlet  No.  2  was  completely  dry  at  base  of  the  old  dike;  the  top  of  the  around  at 
the  base  was  not  less  than  4  feet  above  the  water.  About  one-fifth  of  the  old  embank- 
ment is  standing,  with  both  ends  well  defined.  The  old  levee  at  both  terminals  of 
this  dike  was  washed  out  at  several  places.  The  dike  at  outlet  No.  3,  with  the  excep- 
tion of  a  small  depression  about  3  feet  wide  through  the  center,  was  dry  at  the  base 
and  above  the  water  about  6  feet,  with  both  ends  weU  defined.  From  the  above  it 
will  be  seen  that  the  scour  when  the  dike  gave  way  was  at  its  maximum  below  and 
not  at  the  dike  sites,  thus  saving  a  considerable  yardage  of  earth  and  leaving  a  good 
foundation  to  work  on  should  the  ontlets  be  closed  during  the  coming  season.  The 
dike  between  Big  and  Little  Bonne  Idee  bayous  was  cut  oy  some  miscreant  during 
the  recent  high  water,  and  I  found  a  large  force,  with  mules  and  scrapers,  closing 
the  opening.  Mr.  A.  Hefner  is  supervising  and  doing  the  work  at  his  own  expense. 
The  closure  of  this  opening  is  very  important,  as  it  keeps  the  flood  water  from  the 
breaks  in  Possum  Fork  Levee  and  from  Lake  Chicot  from  inundating  tlie  highly  cul- 
tivattMl  lands  in  this  vicinity.  It  also  tnms  the  whole  volume  of  Big  Bonne  Idee 
into  its  own  channel,  which,  if  the  outlets  are  closed,  will  bo  very  beneficial  to 
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ficBixf  River^  on  accoant  of  increased  volume  and  current,  causing  it  to  deepen  at 
the  sihoals  below  Point  Jefferson . 

The  effects  of  the  outlets  at  Point  Jefferson  on  BoBuf  River  and  contiguous  culti- 
vated liinds  are  in  no  way  commensurable  Avith  the  small  amount  required  to  close 
them.  Their  eflect  on  the  river  is  to  deflect  it  from  its  course  and  dispel  its  swift- 
flowing  waters  into  an  interminable  swamp,  which  serves  as  a  drainage  basin  for  the 
caltivated  lands  contiguous  to  it;  and  the  river,  thus  robbed  of  its  channel-making 
force,  shoals  and  forms  drift  traps  below  the  outlets,  destroying  navi^tiou  and  the 
flood- water  capacity  of  the  stream  for  over  30  miles.  The  closing  of  any  one  of  thojje 
outlets  wHl  in  no  manner  subserve  the  improvement,  aa  the  closure  of  all  throe  will 
alone  accomplish  the  end  desired. 

Estimates, 

Outlet  No.  1, 18,000  cubic  yards  at  25  cents $4,500 

Outlet  No.  2,   8,000  cubic  yards  at  20  cents 1,600 

Outlet  No.  3, 16, 000  cubic  yards  at  20  cents 3,200 

Inspection 200 

9,500 

In  connection  with  the  above  it  is  to  be  borne  in  mind  that  the  work  is  isolated 
and  limited  in  extent,  and  that  it  will  be  more  difficult  to  obtain  earth  now  than 
when  the  first  closure  was  made,  and  at  outlet  No.  1  it  wHl  be  hardest  to  procure. 
The  estimates  include  extensions  to  join  the  levees  and  the  nsual  percentage  for 
shrinkage,  20  per  cent.    With  fair  weather  all  the  outlets  could  be  closed  in  30  days. 

The  lastappropriation  provided  $5,000  for  "  continuing  improvement," 
a  sum  too  small  to  attempt  the  closure  of  the  outlets  without  assistance 
from  the  people  interested,  and  fortius  reason  it  was  recommended  that 
if  the  parish  levee  board  and  the  owners  of  adjacent  lands  wotdd  join  in 
and  help  complete  the  work  the  entire  appropriation  be  applied  to  that 
purpose.  This  was  approved,  and  I  wrote  to  the  president  of  the  parish 
police  jury  October  11,  and  to  a  prominent  planter  of  that  locality 
Kovember  12,  inquiring  whether  the  parish  and  the  people  to  be  bene- 
fited by  the  work  would  subscribe  sufficient  money  to  make  up  the 
amount  needed  to  close  all  three  outlets  substantially.  To  the  first  of 
these  letters  I  received  no  reply,  but  the  answer  to  the  latter  stated 
that  as  the  parish  consisted  of  ten  wards,  only  one  of  which  was  affected 
by  overflow,  the  police  jury  refused  to  make  any  appropriation ;  that 
the  president  of  the  State  Levee  Board  had  been  seen  and  it  was  feared 
that  there  would  be  no  help  from  that  source,  and  that  little  or  nothing 
could  be  obtained  by  individual  subscription. 

The  appropriation  became  j^vailable  so  late  in  the  season  that  it  was 
not  thought  econopiical  to  begin  any  work  until  the  winter  and  spring 
floods  should  be  over,  and  the  water  has  remained  so  high  this  season 
that  it  wHl  be  best  to  wait  until  the  coming  low  water.  For  the  reasons 
stated  herein,  and  because  the  amount  on  hand  is  not  sufficient  to  close 
all  of  the  outlets,  it  is  proposed  to  apply  the  available  balance  after  July 
1, 1891,  to  removing  obstructions,  snags,  and  leaning  trees,  and  to  put 
off  building  the  dams  until  an  appropriation  shall  be  made  for  the 
purpose. 

The  openings  will  enlarge  somewhat,  but  it  is  not  expected  that  there 
will  be  any  excessive  scour  through  them,  so  that  the  estimates  of  As- 
sistant Engineer  Ewens  will  not  require  much  increase.  I  recommend 
a  single  appropriation  of  $20,000,  of  which  $12,000,  or  so  much  thereof 
as  may  be  found  necessary,  may  be  applied  to  closing  all  three  outlets 
substantially  and  connecting  them  with  the  parish  levees,  applying  the 
remainder  to  continuing  the  work  of  clearing  the  banks  and  removing 
logs  from  the  channel.  As  the  expense  of  organizing,  cost  of  tools  and 
outfit  and  administration  will  be  about  the  same  for  an  appropriation 
of  $5,000  as  for  $20,000  on  a  stream  of  this  kind,  a  large  apx)ropriatioQ 
can  be  employed  far  more  economically  than  a  small  one. 
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Information  in  regard  to  the  slope  of  the  stream  can  not  be  given  for 
lack  of  proper  sarveys.  We  have  bat  one  section  determined  with  any 
degree  of  accuracy.  This  is  at  the  bridge  of  the  Vicksburg  and  Shreve- 
port  Bailroad^  near  Girard,  La.,  where  both  the  railroad  company  and 
the  Signal  Service  have  kept  gauges  for  several  years.  The  zero  of  the 
SignalService  gauge  is  nearly  the  low  water  of  1884^  but  the  high-water 
mark  is  not  known.  This  zero  is  about  32.25  feet  below  the  top  of  the 
rail  at  the  drawbridge  across  Boeuf  River,  and  corresponds  to  72.2  feet 
on  the  railroad  company's  datum,  and  to  72.45  feet  above  the  Cairo 
datum.  As  the  danger  line  is  given  at  25  feet  and  the  general  eleva- 
tion of  the  banks  is  about  30  feet  above  zero,  and  the  neighboring  lands 
are  completely  flooded  in  high  water,  it  is  presumed  that  extreme  high 
water  will  reach  at  least  30  feet  on  the  gauge,  or  102.45  feet  Cairo 
datum.  The  !N^ew  Orleans  and  Northwestern  Railroad  Company,  in  ap- 
plying for  approval  of  plans  for  a  bridge  across  Boeuf  River,  about  2  miles 
north  of  Rayville,  gave  about  the  same  elevation  (102.75  feet  above  Cairo 
datum)  for  the  high  water  of  1882.  There  is  nothing  definite  known  in 
regard  to  elevations  north  of  these  points;  the  transvalley  section 
made  for  railway  purposes  in  1850,  and  given  on  the  map  of  the 
Delta  Survey,  showing  an  elevation  of  about  11  feet  greater  some  30 
miles  above.  Approximate  high  water  on  the  Ouachita  at  the  mouth 
of  BoBuf  River,  about  100  miles  below  Girard,  is  87  feet,  and  low  water 
33  feet  above  Cairo  datum,  giving  a  high-water  fall  of  about  16  feet  and 
a  low-water  fall  of  nearly  40  feet  in  100  miles.  These  approximate 
figures  show  that  at  medium  and  high  stages  Boeuf  River  could  be  nav- 
igated without  difficulty  if  the  leaning  trees  were  removed,  and  that  at 
low  stages  a  slack-water  system  on  Ouachita  River  might  back  up 
BoBuf  River  for  about  30  miles.  Should  a  survey  of  the  Ouachita  be 
undertaken  it  might  be  necessary  to  include  Boeuf  River,  at  least  as 
far  as  Girard,  to  determine  the  water  supply  and  the  area  that  might  be 
overflowed;  and  from  the  information  so  obtained  the  feasibility  of 
extending  the  system  by  one  or  two  locks  and  dams  could  be  deter- 
mined at  comparatively  small  cost.  Fortunately  the  levels  can  be  run 
with  considerable  ease  over  the  railroad  lines  projected  and  in  operation, 
so  that  the  chief  exi)ense  on  this  account  would  be  in  the  topographical 
and  transvalley  lines.  As  part  of  the  general  plan  for  the  survey  of 
the  whole  Ouachita  Valley  it  is  probable  that  $6,000  would  be  sufficient 
for  the  basin  of  Bayou  Bceuf.  Upon  this'understanding,  then,  the  fol- 
lowing estimate  is  submitted  for  the  fiscal  year  ending  June  30, 1893: 

For  closine  3  outlets  near  Point  Jefferson,  Morehouse  Parish $12, 000 

For  removing  obstructions  between  Wallace  Landing  and  Ouachita  River. .      8, 000 
For  survey  of  Bayou  Boeuf  in  connection  with  the  survey  of  Ouachita  River      6, 000 

Total 26,000 

Money  statement 

July  1, 1890,  balance  unexpended $22. 09 

Amount  appropriated  by  act  approved  September  19, 1890 5, 000. 00 

5,022.09 
June  30, 1891,  amount  expended  during  iiscal  year 50. 77 

July  1, 1891,  balance  unexpended 4, 971. 32 

July  1, 1891,  outstanding  liabilities 22. 00 

July  1, 1891,  balance  available 4,949.32 

C  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    26, 000. 00 
i  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
t    harbor  acts  of  1866  and  1867. 
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COMMERCIAL  STATISTICS. 

In  the  past  fiscal  year  tMs  river  was  reported  navigable  from  December  nntil  May, 
inclnflive. 

List  ofeieamboata  engaged  in  navigation  during  the  year. 
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Summary  affreights  reported. 


189a-'91. 

188e-'90. 

1888-'89. 

Cotton 

Tont. 

1,760 

716 

1,777 

179 

Tons. 
1,897 
731 
263 

Ton$. 
1,084 
834 

Cottonseed 

Stavea * 

64 

Hiaofdlane<niB 

91 

Tote]  down  fyf^lffhtiii ,. --..r.T « 

4,432 
8,458 

2,391 
1,594 

2,063 
1,876 

Betnm  freights          , 

Total  fteights 

7,890 

8,985 

3,430 

ICstlniated  value,  ^n  "^onnd  nonibers  r-.-,-^-,-. 

$636,500 

$580,850 

$457,100 

The  YiclcBbargy  Shreveport  and  Pacific  Railroad  crosses  Boeuf  River  near  Girard, 
La.,  and  the  projected  line  of  the  New  Orleans  and  Northwestern  Railway  will  cross 
about  li  miles  north  of  Rayville,  La.  The  Houston,  Central  Arkansas  and  Northern 
Railroad  rons  parallel  to  the  river  on  the  west,  and  a  new  line  is  projected  (Lonisi- 
ana,  Arkansas  and  Missonri  {tailroad)  which  will  touch  the  river  at  several  points 
on  the  east. 


V  8. 

IMPROVEMENT  OF  TENSAS  RIVER  AND  BAYOU  MAgON,  LOUISIANA . 

Tensas  River  has  ife  source  in  Lake  Providence,  in  northeastern 
Louisiana,  within  2  miles  of  the  Mississippi  River,  flows  in  a  general 
southerly  direction,  gradually  diverging  from  the  Mississippi,  and  joins 
Ouaehita  and  Little  rivers  at  Trinity,  La.,  in  forming  Black  River. 
Bayou  Mayon  wa«  united  under  the  same  head  of  appropriation  with 
Tensas  River  by  the  act  of  1884.  This  stream  rises  in  Desha  County, 
southeastern  Arkansas,  near  the  source  of  BoBuf  River  and  a  few  miles 
west  of  the  Mississippi,  flows  in  a  general  southerly  direction  west  of 
and  nearly  parallel  to^  the  Tensas,  and  enters  the  latter  about  40  miles 
above  its  mouth. 


Digiti 


zed  by  Google 


1990     fiEI»ORT  OP  THE  CHIEF  OP  ENGINEERS,  tJ.  S.  ARMY. 

Examinations  were  made  in  1880,  upon  which  the  i)lan  of  iniprovo- 
•  ment  is  based.  The  project  contemplates  removing  snags,  logs,  and 
leaning  timber  obstructing  navigation;  in  Tfensas  liiver,  from  Dallas, 
La.,  to  its  mouth,  at  an  estimated  cost  of  $23,000;  and  in  Bayou  MaQou, 
from  Floyd,  La.,  to  its  mouth,  at  an  estimated  cost  of  $17,000.  (Keport 
Chief  of  Engineers,  1881,  pages  1457-1467.)  The  estimates  were  based 
on  calculations  for  continuous  work  in  one  low-water  season,  and,  in 
view  of  the  appropriations  for  the  improvement,  are  without  value,  as 
new  obstructions  are  added  from  time  to  time.  The  distance  from  Dal- 
las to  the  mouth  of  Tensas  has  been  estimated  to  about  180  miles,  but 
by  scaling  from  the  best  maps  of  the  stream  in  this  office  it  appears  to 
be  134  miles;  and  the  distance  from  Floyd,  on  the  Majon,  to  Tensas 
Eiver,  obtained  in  the  same  manner,  is  98  miles  instead  of  130. 
The  following  appropriations  have  been  made: 

By  act  of— 

March  3, 1881 $3,000 

July  5, 1884 4,000 

Augusts,  1886 4,000 

August  11, 1888 5,000 

September  19, 1890 5,000 

Total  amount  appropriated 21, 000 

The  total  amount  expended  to  June  30,  1890,  was  $15,873.24,-  of 
which  $7,529.25  was  applied  to  improving  Tensas  and  $8,343.99  to  the 
Majon.  The  obstructions  were  removed  as  far  as  practicable  with  these 
amounts.  The  principal  steamboat  traffic  is  between  New  Orleans  and 
Floyd,  and  at  the  close  of  operations  in  1889  the  master  of  the  largest 
boat  then  running  in  that  trade  reported  that  the  work  had  shortened 
the  time  of  trips  12  hours. 

Owing  to  the  late  appropriation  and  high  stages  of  wat^r  during 
the  greater  portion  of  the  time  since,  no  work  was  done  during  the  fis- 
cal year  ending  June  30, 1891.  It  is  intended  to  commence  operations 
as  soon  as  practicable,  and  it  is  probable  that  the  entire  amount  avail- 
able will  be  exi)ended  before  winter. 

Two  steamboats  have  been  sunk  in  these  streams  this  season,  the 
E.  c7.  Dickey^  208  tons,  in  Bayou  Ma^on,  and  the  Danube^  232  tons,  in 
Tensas  Eiver.  The  latter  has  been  raised,  but  the  former  is  a  wreck. 
The  underwriters  were  given  a  reasonable  time  to  save  cargo  and  ma- 
chinery, and  the  hull  will  be  destroyed  with  4yiiamite  when  operations 
are  resumed. 

Gauges  should  be  established  on  both  of  these  streams  on  the  line  of 
the  Yicksburg  and  Shreveport  Eailroad,  both  to  ascertain  their  rise  and 
fall  and  to  give  information  to  steamboat  men.  The  cost  of  the  service 
should  not  exceed  $200  a  year  for  each. 

The  alteration  of  the  bridge  of  the  New  Orleans  and  Northwestern 
Eailway  at  Daniels  Ferry,  on  Tensas  Eiver,  has  not  been  completed. 
High  water  throughout  the  year  is  given  as  the  reason  for  the  delay; 
but  while  the  fact  can  not  be  disputed,  it  is  well  understood  that  the 
company  is  unable  to  go  on.  If  the  piling  is  not  removed  when  the 
work  of  improvement  reaches  Daniels  Ferry,  it  will  be  blasted  or  pulled 
out. 

A  gauge  at  the  bridge  would  be  useful,  and  it  is  probable  that  when 
the  company  is  reorganized  the  bridge  tender  will  be  required  to  take 
observations.  The  gauge  coxdd  be  put  up  and  set  to  Cairo  datum  at  a 
cost  of  about  $20. 
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Money  $taiem€nt 

Jnly  1, 1890,  balance  nnexpended $126.76 

Amount  appropriated  by  act  approved  September  19,  1890 5, 000. 00 

Jnly  1, 1891,  balance  nnexpended 5,126,76 

Jnly  1,  1891,  outstanding  liabilities .28 

Jnly  1, 1891,  balance  available 5,126.48 

{Amount  (estimated)  required  for  completion  of  existing  project 19, 000. 00 

Amount  tbat  can  be  profitably  expended  in  fiHcal  year  ending  J  nne  30, 1893  10, 000. 00 
Submitted  in  compliance  with  tbe  requirements  of  sections  2  of  river 
and  harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

These  streams  were  navigable  the  entire  year. 
Li9t  of  $ieamboaU  engaged  in  navigation  of  Tensas  and  Mofon  during  fiscal  year  1891, 
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Summary  of  commerce  reported. 


Freights. 

1890-'91. 

1889-'90. 

1888-'89. 

Cotton 

Ton». 

2.760 

4,K50 

10 

6 

1,032 

378 

Ton*. 
1,.527 
2,920 
2 

Tom. 
2,750 
4.000 
5 

Cotton  seed 

Hides  and  skins 

Live fftoek   ..  ....>.^.i.....>.>>>....-r  -.-^-^w-r-,-.  ,--,,.,,.,  .. 

225 
3,500 
1,823 

Staves 

8,825 
50 

M  fifAellaneous 

Total  down  fteights 

9,036 
6,000 

7,824 
6,216 

12,803 
8,202 

Eetom  freights TT. , 

Total  frnightn  ... . 

15,036 

13,040 

20,605 

Estimated  value  in  round  numbers 

$999,500 

$742,390 

$1,194,100 

The  Vicksbnrg,  Bhreveport  and  Pacific  Eailroad  crosses  Bayou  Ma^on  near  Delhi. 
La.,  and  Tensas  River  at  Dallas,  La.  The  New  Orleans  and  Northwestern  Kailroaa 
erosMs  Tensas  River  near  Daniels  Ferry,  Concordia  Parish,  La, 
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V  9. 

IMPROVEMENT  OF  BAYOUS  RONDEWAY  AND  VIDAL,  LOUISUNA. 

Bayous  Eondeway  and  Vidal  form  a  drainage  canal  for  the  low  lands 
between  the  Tensas  and  Mississippi  rivers  in  the  vicinity  of  Lake  Pal- 
myra, an  old  channel  of  the  Mississippi  around  Davis  Island,  23  miles 
below  Vicksburg,  cut  off  in  1867.  Bayou  Rondeway  joins  Tensas  River 
near  Dallas,  La.,  and,  tending  in  a  general  southeasterly  direction,  was 
connected  artificially  with  Lake  Palmyra  about  8  miles  from  its  entrance 
into  the  Mississippi  by  a  cut  known  as  Harpers  Canal.  From  this 
point,  t-ending  in  a  southeasterly  direction,  the  name  is  changed  to 
Bayou  Vidal,  which  forms  a  connection  with  the  Tensas  through  Mill 
Bayou. 

In  accordance  with  the  river  and  harbor  act  of  August  2, 1882,  an 
examination  of  these  streams  was  made  in  1882,  and  in  view  of  the  cost 
of  the  work  and  the  small  amount  of  commerce  to  be  benefited  the  offi- 
cer in  charge  rei>orted  adversely  on  their  improvement.  (Report  Chief 
of  Engineers,  1884,  pages  1347-1351.) 

Further  examination  was  required  by  river  and  harbor  act  of  August 
6, 1886,  and  was  made  in  the  spring  of  1887,  when  it  was  learned  that 
the  State  of  Louisiana  intended  building  a  new  levee,  which  would  cut 
off  these  bayous  entirely  from  the  Mississippi,  and  they  would  receive 
waterfrom  the  Tensas  only  when  it  was  high  and  run  dry  in  low  water. 
It  was  recommended,  however,  that  $1,0(K)  be  expended  in  removing  ob- 
structions, chiefly  leaning  trees,  from  the  canal  and  that  part  of  Bayou 
Vidal  remaining  open  between  Lake  Palmvra  and  the  line  of  levee  north 
of  the  lake.    (Report  Chief  of  Engineers,  1 887,  pages  1497-1498.) 

The  river  and  harbor  act  of  August  11,  1888,  appropriated  $1,000  for 
this  purpose  which  was  expended  diu'ing  the  fiscal  year  1889  in  carry- 
ing out  the  project.  After  completion  of  the  work  the  canal  was  claimed 
as  private  property,  and  the  owner  issued  notice  that  toll  would  be  col- 
lected on  freights  passing  through.  This  canal  or  cut  was  made,  before 
the  old  levee  system  along  the  west  shore  of  the  bend  broke  down,  to 
connect  Bayou  Yidal  with  Lake  Palmyra  for  the  purpose  of  draining 
the  swamp  above,  and  of  late  years  has  been  used  for  the  navigable 
route  from  the  lake  into  the  bayou,  the  old  line  of  the  bayou  having 
become  obtmcted  by  fallen  timber  and  stumps.  In  my  annual  report 
for  1889  I  reconunended  reopening  the  old  bayou  to  save  the  steamboat 
interest  from  the  imposition  of  the  tolls  exacted.  The  act  of  September 
19, 1890,  appropriated  $1,000  for  this  purpose. 

The  work  can  be  done  at  low  water  only,  and  for  this  reason  was  de- 
ferred until  the  Mississippi  reached  a  low  stage.  Operations  were  com- 
menced June  22,  1891,  by  the  chopping  party  transferred  from  Big 
Black  Eiver,  and  continued  until  the  end  of  the  year,  at  which  time  394 
leaning  trees  had  been  cut. 

Money  statement. 

Amount  appropriated  by  act  approved  September  19,  1890 $1, 000. 00 

June  30,  lc91,  amount  expended  during  fiscal  year 116. 02 

July  1,  1891,  balance  unexpended 883. 98 

July  1,  1891,  outstanding  liabilities .69 

July  1,  1891,  balance  available 883.29 
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COMMERCIAL  STATISTICS. 


Lake  Palmyra  is  navigable  for  small  boats  to  f^ew  Carthage,  at  moutb  of  Bayoa 
Vidal,  except  at  lowest  stages  of  the  Mississippi.  During  high  water  these  boats 
run  into  Bayou  Vidal  to  Kouns  Landing. 

lAst  of  stern-wheel  steamboats  engaged  in  navigation. 
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...do 
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884 
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"  steamer  Leather*  burned  in  No\*ember,  1890,  and  all  records  of  business  were  lost. 
Summary  of  commerce  reported. 


Freights. 


CoHon 

Cottonseed 

Lire  stock 

Lumber '. 

Provisions '. 

Grain 

Miaoellaneous 

Total  freight I        7,459  10,031 

EstiniAted  Talne,  in  round  numbers J^0»2,950  I    $750,000 


1890-"91. 


Tont. 
1,979 
'1,684 
65 
428 
1,112 
1,369 
822 


1888-'89. 


Tons. 
1,760 
6,000 


1,000 

1,400 

400 

81 


If  information  had  been  complete,  the  commerce  of  the  past  year  probably  would 
have  been  as  much,  if  not  greater  than  that  of  fiscal  year' 1889. 


V  10. 
IMPROVEMENT  OF  BIG  BLACK  RIVER,  MISSISSIPPI. 

This  stream  rises  in  Webster  Couiity,  Miss.,  flows  in  a  general  south- 
westerly direction  and  enters  Mississippi  River  at  Grand  Gulf,  37  miles 
below  Vicksburg,  having  a  length  estimated  to  be  about  400  miles. 

An  examination  was  made  by  the  United  States  in  1881  (pages  1565- 
1570,  Report  Chief  of  Engineers,  1882),  and  the  project  contemi)lated 
clearing  a  channel  suitable  for  navigation  at  high  stages  by  the  removal 
of  snags,  logs,  wrecks,  leaning  timber,  etc.,  from  Cox's  Ferry  to  the 
mouth,  about  130  miles,  at  an  estimated  (tost  of  $32,000. 

The  following  appropriations  have  been  made: 

By  act  of— 

Julys,  1884 $5,000 

Augusts,  1886 6,000 

The  first  of  these  appropriations  wa'^;  expended  in  1884-'85,  when  a 
ohoppiug  party  removed  the  principal  obstructions  for  a  distance  of 
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about  75  miles  above  the  mouth.  The  act  of  1886  required  that  no  part 
of  the  appropriation  should  be  used  until  the  State  of  Mississippi  caused 
the  bridges  south  of  the  Yicksburg  and  Meridian  Railroad  to  be  so  con- 
structed as  not  to  obstruct  navigation.  The  bridges  referred  to  were 
the  Louisville,  New  Orleans,  and  Texas  Railway  Bridge,  about  15  miles 
above  the  mouth;  a  county  bridge  at  Ivan  hoe  Ferry,  about  50  miles 
above  the  mouth ;  and  a  county  bridge  at  Baldwin  Ferry,  about  70  miles 
above  the  mouth.  The  fixed  railway  bridge  was  changed  to  a  swing 
bridge  in  1889,  in  accordance  with  an  act  of  the  State  legislature,  the 
Ivaidioe  Bridge  has  been  replaced  by  a  ferry,  and  the  only  one  remaining 
to  obstruct  navigation  is  that  at  the  crossing  called  Baldwin  Ferry,  about 
25  miles  by  river  below  the  Vicksburg  and  Meridian  Railroad  Bridge. 

The  river  and  harbor  act  of  September  19, 1890,  removed  the  restric- 
tion contained  in  the  act  of  1886  and  authorized  the  expenditure  of  the 
appropriation.  The  project  was  modified  to  include  only  the  j)ortion  of 
the  river  below  the  Baldwin  Ferry  Bridge  to  the  mouth,  and  operations 
during  the  .fiscal  year  were  as  follows: 

The  United  States  snag  boat  Hooker  was  brought  from  Monroe,  La., 
for  use  on  this  work,  and  a  barge  purchased  at  Vicksburg  and  fitted  up 
for  quarters  of  a  chopping  party,  and  the  Hoolcer^  with  the  barge  in  tow, 
entered  Big  Black  January  24.  The  river  from  the  mouth  to  the  Louis- 
ville, New  Orleans  and  Texas  Railway  Bridge  was  in  good  condition; 
above  the  bridge  to  Ivanhoe  Ferry  there  was  considerable  leaning  timber, 
and  from  Ivanhoe  to  Fisher  Ferry  it  was  impossible,  at  places,  for  the 
steamer  to  pass  until  large,  overhanging  trees  were  cut.  Fisher  Ferry 
was  reached  January  27,  and  as  it  was  found  impracticable  for  the  snag 
boat  to  proceed  further,  the  chopping  party  commenced  work  above  that 
I)oint.  Finding  that  the  Hooker  could  be  used  to  advantage  no  longer,  it 
was  returned  to  Vicksburg  and  laid  up  February  7.  The  chopping  party 
continued  upstream  until  February  28,  when  work  was  stopped  by  high 
water.  By  the  end  of  March  the  water  had  fallen  sufficiently  to  resume 
operations,  and  the  chopping  party  was  reorganized  and  the  boat  worked 
upstream  to  Baldwin  Ferry  Bridge.  From  there  the  work  was  carried 
downstream  to  a  short  distance  below  the  Ivanhoe  Ferry,  and  as  the 
funds  were  getting  low  it  was  decided  early  in  June  to  apply  the  avail- 
able balance  to  getting  the  quarter-boat  out  of  the  river  and  breaking 
up  jams  of  drift  on  the  way.  The  boat  reached  the  mouth  of  the  river 
June  18,  and  was  towed  to  the  mouth  of  Bayou  Vidal,  La.,  June  20,  for 
use  on  the  improvement  of  that  stream.  Cutting  leaning  timber  wa« 
the  principal  work  done,  as  the  stream  is  navigable  at  high  stages  only, 
and  then  there  is  sufficient  depth  over  the  logs  in  the  channel.  Sand- 
bars and  gravel  beds  are  too  extensive  and  numerous  to  justify  their 
removal  to  permit  the  passage  of  the  smallest  boats  at  low  stages.  The 
stretch  of  river  worked  over  during  the.  past  year,  from  the  Baldwin 
Bridge  to  Ivanhoe  Ferry,  was  the  most  obstructed,  as  but  little  work 
had  been  done  on  it  under  the  former  appropriation.  The  following  is 
a  summary  of  the  work  reported : 

Snags  and  logs  removed  from  channel 101 

Jams  removed 27 

Side  jams  removed ^ , 115 

Drift  piles  removed 2 

Leaning  trees  cut 13,403 

Bmsh  wing-dams  built 1 

It  is  difficult  to  form  an  opinion  as  to  what  benefits,  if  any,  will  be 
derived  from  continuing  the  improvement  of  this  stream.  At  present 
the  business  consists  chiefly  of  saw  logs  rafted  out  of  the  river  and 
BtavM  brought  down  in  barges,  with  occasional  trips  of  very  small 
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ste«ainers.  It  is  stated,  however,  that  prior  to  the  building  of  railroads 
large  quantities  of  cotton  and  produce  were  shipi>ed  out  of  the  river  in 
flat  and  keel  boats. 

While  the  river  is  within  a  short  distance  of  Vicksburg,  and  the  en- 
tire portion  on  which  any  improvement  is  contemplated  at  present  is  in 
Warren  County,  it  is  accessible  only  at  three  or  four  points,  and  over 
very  bad  roads  in  wet  weather,  and  practicalljfcis  without  mail  facilities. 
For  these  reasons  the  cost  of  getting  supplies,  and  of  inspection  and 
superintendence,  are  increased  very  considerably,  and  it  is  recommended 
that  if  any  further  work  be  done  the  appropriation  be  sufficient  to  com- 
plete all  that  is  required  in  one  low-water  season.  The  expenditure  of 
.$10,000  would  clear  the  banks  thoroughly  from  the  Baldwin  Bridge  to 
the  mouth,  after  which  further  work  should  not  be  required  until  the 
amount  of  commerce  is  sufficient  to  justify  a  more  extensive  improve- 
ment by  the  removal  of  obstructions  in  the  channel. 

Money  statement 

July  1, 1890,  balance  unexpended $5,000.00 

J  line  30f  1891,  amount  expended  during^^scal  year 4, 735. 23 

July  1, 1891,  balance  uniBxpended 264.77 

July  1,1891,  outstanding  liabilities *. 20.96 

July  1, 1891,  balance  available 243.81 

{Amount  (estimated)  required  for  completion  of  existing  project 10, 000. 00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    10, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 

COMMERCIAL  STATISTICS. 

This  stream  is  navigable  for  small  boats  at  high  stages  only.    The  business  is  in- 
considerable, consisting  chiefly  of  rafting  saw  logs  and  towing  staves  in  flat  boats. 

lAst  of  sieamhoats  engaged  in  navigation  of  Big  Black  Biver  for  fiscal  year  1891: 


K^ame. 


L.  H.  Sargent. 
J.  B.  O'Brien.. 


I^ittleJoe.. 


Class. 


Stem-wheel 

stoainor. 
Tag 


Tag. 


I 


85.46 
44.49 


t 


Ft.    Ft. 
116. 2  22. 4 


7a  8 


I I 


Draft 


Ft  Ft.in. 
4.3  1    10 


Ft.in. 
3    0 


Between  what  places. 


Viclcsburg  and  Fishers 
Ferry. 

Trips  tor  rafts;  no  informa- 
tion regarding  terminus  of 
trips. 

!No  report. 


Cotton 

Summary  of  commerce  reported,  1800-^91, 

Tons. 
13 

Cotton  seed 

11 

Lumber ..... 

2 

Staves 

471 

Provisions 

22 

Grain 

10 

Saw  logs 

9,449 

Total  freights 9,978 


Estimated  value  in  round  numbers $72,000 

The  Alabama  and  Vioksburs  Railwav  cro8>ses  Big  Black,  on  a  flxed  bridge,  13  miles 
east  of  Vicluburg.  The  liouisville,  New  Orleans  and  Texas  Railway  crosses,  on  • 
■wing  bridge,  ebont  15  milee  above  the  mouth. 
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V  II. 

IMPROVEMENT  OP  TAZOO  RIVER.  MISSI8SIPPL 

Yazoo  Eiver,  about  173  miles  long,  is  formed  by  the  Junction  of  Tal- 
lahatchee  and  Yallabusl^a  rivers  in  Le  Flore  County,  Miss.,  flows  in  a 
general  southerly  and  then  southwesterly  direction,  and  enters  Missis- 
sippi River  5  miles  above  Vicksburg. 

An  examination  of  wrecks  of  gunboats,  steamers,  and  other  obstruc- 
tions placed  in  the  river  during  the  war  was  made  by  the  United  States 
in  1873  (pages  483,  484,  Report  Chief  of  Engineers,  1873),  and  a  further 
examination  was  made  in  1874  (pages  364-367,  Report  Chief  of  En^- 
neers,  1874).  The  project  contemplates  the  removal  of  wrecks,  logs, 
snags,  and  leaning  timber  which  obstruct  navigation  throughout  the 
entire  length  of  the  river.  New  obstructions  caused  by  floods,  sliding 
banks,  etc.,  are  brought  into  the  river  every  year,  and  no  estimates  have 
been  made  for  permanent  improvement  on  this  account. 

The  following  appropriations  have  been  made : 

By  act  of—  , 

March  3, 1873 $40,000 

March  3,  1875 12,000 

August  14,  1876 15,000 

June  18,  1878 26,000 

March  3,  1879 15,000 

June  14,  1880 12,000 

March  3. 1881 6,000 

August  2,  1882 8,000 

Julys,  1884 10,000 

August  5,  1886 15,000 

August  11,  1888 82,000 

September  19, 1890 25,000. 

Total  amount  appropriated 215, 000 

The  wrecks  of  nine  steamboat;^,  sunk  during  the  war,  were  removed 
by  contract  in  1873-'74.  Experience  gained  by  this  work  showed  that 
the  improvement  could  be  continued  more  economically  by  means  of  a 
snag  boat  operated  with  hired  labor,  and  in  1875  and  1877  the  TTnited 
States  snag  boat  0.  (?.  Wa^fner  was  employed  in  removing  wrecks  and 
other  obstructions.  In  1879  the  snag  boat  John  R.  Meigs  was  com- 
plete, and  the  principal  work  since  has  been  done  with  that  boat. 
The  amount  expended  to  June  30, 1890,  was  $186,875.13. 

In  the  fiscal  year  ending  June  30, 1891,  operations  were  as  follows: 

GENERAL  IMPROVEMENT. 

Owing  to  lack  of  funds  for  general  improvement  of  the  river,  opera- 
tions had  to  be  defeiTed  until  after  the  act  of  September  19,  1890. 
After  some  minor  repairs,  the  United  States  snag  boat  Meigs  ,  P.  R. 
Starr  master,  left  Vicksburg  October  20,  and  entered  Yazoo  River  and 
commenced  tne  removal  of  obstructions,  consisting  mainly  of  tree  slides. 
Work  was  carried  up  to  the  mouth  of  Tallahatchee,  which  was  reached 
October  31.  During  November  the  boat  was  employed  in  Tallahatchee 
River,  but  returned  to  Yazoo  in  December,  and  was  brought  to  Vicks- 
burg December  2.  Some  minor  repairs  were  made,  and  the  boat  re- 
turned to  work  December  7.  Col.  C.  B.  Comstock,  Division  Engineer, 
and  myself,  accompanied  by  Assistant  Engineer  Ewens,  made  a  trip  of 
inspection  as  far  as  Linden,  11  miles  above  Yazoo  City,  and  thence  back 
to  Yazoo  Oity,  where  we  left  the  boat  December  8.    The  Meigs  con- 
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tinned  up  the  river,  removing  obstructions,  arrived  at  the  mouth  of 
Tchula  Lake  December  10,  and  was  employed  in  that  stream  until  the ' 
20th.  Eetumingto  Yazoo  De^icmber  21,  the  boat  commenced  work  on 
the  river  side  of  Honey  Island  and  continued  upstream  to  Just  Over, 
which  was  reached  December  24.  By  that  time  the  river  had  begun  to 
rise  rapidly,  and  the  boat  turned  back,  breaking  side  jams  and  cutting 
leaning  trees  on  the  way  down,  and  reached  Vicksburg  December  30. 

Continued  high  water  from  January  until  the  latter  part  of  May  pre- 
vented any  work. 

Under  authority  of  the  Chief  of  Engineers  the  Meigs  was  transferred 
April  1  to  Captain  Townsend,  Corps  of  Engineers,  for  use  on  levee  work 
in  the  Third  District,  Mississippi  River,  and  was  returned  to  this  dis- 
trict May  5. 

On  the  2d  of  June  the  Meigs  resumed  operations  in  Yazoo  River  and 
continued  upstream  until  June  15,  when  it  entered  Tallahatchee,  and  was 
employed  until  June  20.  Heavy  rains  caused  both  rivers  to  rise  at  this 
time,  and  as  the  work  could  not  be  continued  to  advantage  the  Meigs 
returned  to  Vicksburg  and  laid  up  June  25  to  await  a  lower  stage. 

The  following  is  a  summary  of  the  work  done  by  the  Meigs  in  Yazoo 
Elver  during  the  year: 

Snags  puUed 307 

Stamps  puUed .• • 31 

Logs  removed  from  channel 1 65 

Si&  jams  removed 10 

Shore  snags  cut 16 

rieaning  trees  cut 633 

Trees  girdled 84 

The  snag  boat  Meigs  is  in  good  order  so  far  as  the  hull,  machinery,  and 
cabin  are  concerned,  but  a*  new  iron  deck  is  needed  around  the  boilers 
where  a  wooden  deck  was  put  it  when  the  boat  was  built,  and  an  iron 
deck  ait  the  main  engines  in  the  space  used  for  blacksmith  shop.  The 
cost  of  this  work  is  estimated  at  $1,200.  iKTew  boilers  will  be  required 
within  2  years,  the  cost  of  which,  including  taking  down  the  old  cas- 
ings, pipe  work,  and  covering,  is  estimated  at  $2,500. 

The  Meigs  is  too  large  to  be  used  economically  for  chopping  parties 
and  bank  work  alone,  and  therefore  for  generjil  use  in  Yazoo  and  tribu- 
tary streams  I  recommend  a  flatboat  about  75  feet  by  22  feet  by  4  feet, 
with  steam  capstan  or  hoisting  engine,  and  crane  or  shears,  and  a  deck 
house  to  accommodate  a  party  of  about  20  men.  The  estimate  for  the 
boat,  machinery,  tools,  rigging,  and  outfit  is  $3,000,  and  for  4  months' 
service  is  $4,000. 

The  huD  of  the  pumping  dredge  has  rotted  so  much  that  the  sciuns 
can  not  be  kept  calked  tight,  and  as  there  is  no  place  near  by  where  the 
boat  could  be  hauled  out  for  repair,  it  will  be  most  economical  to  build  a 
new  hull.    An  appropriation  of  $2,500  is  recommended  tor  this  purpose. 

To  give  a  clear  idea  of  the  extent  of  country  drained  by  Yazoo  and 
its  tributaries,  and  the  amount  of  navigable  water  ways  impaired  by  the 
bar  at  the  mouth  of  the  system,  I  submit  a  map  of  Yazo(»  Basin  and  a 
sheet  giving  the  limits  of  high  and  low  waters  in  Yazoo  Kiver,  derived 
from  the  best  information  attainable  without  an  extended  survey.  The 
map  shows  a  high-water  navigation  of  over  1,200  kilometers  (800  miles), 
which  could  be  increased  to  1,600  kilometers  (1.000  miles)  by  a  compar- 
atively small  outlay;  and  it  is  probable  that  a  low- water  navigation  of 
at  least  600  kilometers  (400  miles)  could  be  maintained  if  the  entrance 
to  Mississippi  River  were  open  and  free.  This  hydrograph  is  very  re- 
markable. It  shows  at  once  that  Yazoo  Biver  must  have  a  moderate 
and  nnifonn  slope  at  all  stages,  and  that  even  in  extreme  floods  the  cur- 
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rent  can  never  attain  destructive  speed,  thus  emphasizing  the  state- 
ment in  former  reports  that  Yazoo  is  an  ideal  stream. ,  With  a  per- 
manent navigable  entrance  to  Mississippi  River,  cheap  transportation 
could  be  had  the  year  round  for  a  large  part  of  this  system,  extending 
into  TaJlahatchee,  Big  Sunflower,  Tchula  Lake,  and  Yallabusha  River. 
It  is  safe  to  say  that  no  expensive  works,  such  as  locks  and  dams,  train- 
ing walls,  or  dikes,  will  ever  be  needed  in  Yazoo  River,  and  that  but 
little  revetment  will  be  required.  The  channel  is  uniform  in  section 
and  banks  generally  above  overflow,  except  from  Mississippi  River  if  the 
levees  should  break,  danger  fipom  which  is  diminishing  year  by  year. 
Increased  security  from  floods  and  improved  facilities  for  jnoving  crops 
and  getting  supplies  are  drawing  planters  and  small  farmers  £^m  the 
hill  counties  and  beyond  into  this  fertile  vaUey,  and  railroads  are  pen- 
etrating it  in  all  directions  to  compete  for  the  growing  trade.  Liberal 
appropriations  for  2  or  3  years  to  permit  systematic  clearing  of  the 
banks  and  removing  logs  from  the  tributary  channels  would  stimulate 
the  settling  of  the  valley  and  bring  large  returns  to  the  people  in  keep- 
ing freight  rates  within  reasonable  bounds. 

The  maps  and  hydrographs  will  be  corrected  and  amended  from  time 
to  time  as  more  definite  information  is  obtained.  The  bottom  of  the 
river  and  the  limits  for  bottom  chords  of  bridges,  that  may  be  required 
as  the  valley  develops,  should  be  determined  and  referred  to  the  same 
datum  plane.  For  these  objects,  and  as  a  part  of  a  general  plan  for 
improving  Yazoo  River,  a  system  of  gauges  should  be  established  at 
the  principal  towns  and  the  mouths  of  the  large  tributaries,  eventually 
forming  an  extension  of  the  water  gauges  on  Mississippi  River  and 
tributaries  established  by 'joint  resolution  of  February,  1871.  Such 
gauges  would  be  of  immediate  value  in  time  of  flood  to  the  people  liv- 
ing in  the  valley,  and  of  special  value  to  the  interests  of  navigation, 
enabling  steamboat  men  to  load  their  boats  at  low  water  so  as  to  avoid 
det43ntions  at  the  shoals.  By  connecting  the  gauges  with  the  Cairo 
datum  value  would  be  given  to  a  mass  of  information  in  regard  to  flood 
heights,  discharge,  etc.,  of  former  years.  The  principal  cost  of  the  work 
would  be  in  the  leveling  and  establishing  the  gai.„cs,  bulletins,  and 
permanent  monuments.  The  estimates  for  the  fiscal  year  are  $1,500  for 
establishing  the  gauges  and  bulletins  and  pay  of  observers,  and  $3,500 
for  leveling  between  stations  and  permanent  monuments. 

SURVEY    OF  YAZOO    BIVEB    FROM  THE  LOXHSVILLE,  NEW  ORLEANS, 
AND  TEXAS  RAILWAY  BRIDGE  TO  ITS  MOUTH. 

PROGRESS  REPORT. 

The  item  of  appropriation  by  act  of  September  19, 1890,  contained  an 
allotment  of  $5,000  to  "  be  used  in  making  a  survey  ^f  the  Yazoo  River 
from  the  bridge  of  the  Louisville,  New  Orleans,  and  Texas  Railway  to 
its  mouth,  for  the  purpose  of  determining  in  what  manner  the  mouth  of 
the  river  can  be  so  improved  as  to  freely  permit  the  passage  through 
the  same  at  all  seasons  of  the  year  of  vessels  engaged  in  the  naviga- 
tion of  the  river;  and  said  survey  shall  also  include  an  investigation 
into  the  feasibility  and  advantages  of  making  a  new  mouth  or  outlet  for 
said  river  by  way  of  Chickasaw  Bayou,  or  otherwise,  together  with  an 
estimate  of  tiie  cost  of  the  same." 

A  party  was  organized  under  Assistant  Engineer  H.  M.  Marshall  as 
soon  as  practicable  after  the  approval  of  the  project  required  by  law, 
and  work  began  iu  the  field  Oc^ber  29,  and  continued  miiH  December 
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6,  when  high  water  compelled  suspension  of  operations.  The  rivers 
have  remained  too  high  since  then  to  allow  the  completion  of  the  field 
work,  especially  at  the  mouth,  and  work  will  not  be  resumed  until 
Mississippi  River  shall  have  fallen  to  a  stage  below  20  metres  Cairo 
datum,  or  about  10  feet  on  the  Vicksburg  (Kleinston)  gauge. 

The  delay  in  getting  the  information  at  the  mouth  of  the  river  speci- 
fically required  by  the  act,  and  which  involves  not  over  a  week's  work 
on  topography  and  soundings,  prevents  any  discussion  of  the  problem, 
but  it  is  hoped  that  the  river  will  fall  early  in  the  season,  so  that  a 
si)ecial  report  may  be  submitted  in  time  for  the  action  of  the  river  and 
harbor  committee.  The  maps  are  finished,  except  the  last  sheet,  and 
the  latter  and  the  notes  of  levels,  cross  sections,  and  profiles  are  in 
shape  for  plotting. 

Ihe  cost  of  the  survey  required  the  full  amount  of  the  allotment 
without  the  borings  contemplated  in  the  project,  and  as  they  will  be 
necessary  for  the  purpose  of  final  estimates,  it  is  to  be  regretted  that 
the  full  amount  of  the  estimate,  $8,000,  was  not  given  for  the  survey. 

If  it  should  appear  feasible  to  divert  Yazoo  River  through  Chicka- 
saw Bayou,  Thompson  Lake,  or  through  a  canal  on  a  shorter  line,  it 
will  be  important  to  know  the  character  of  the  bottom  along  these  lines 
to  a  depth  of  from  20  to  50  feet,  the  sum  of  $2,500  is  recommended  for 
the  purpose.  Reproducing  the  maps  and  sections  on  a  suitable  scale 
for  working  drawings  will  require  $500. 

DSTAILED  ESTIMATES  FOK  FISCAL  YEAB  1893.' 

SnAg  boat  Meigs — 

Pive  montW  service $12,500 

Seven  months  in  ordinary •- 1, 800 

New  iron  decks 1,200 

New  steel  boilers 2,500 

Flatboat  with  steam-power  .* 3, 000 

Four  months'  service 4,000 

New  hull  for  pumping  dredge ' 2, 500 

Three  months'  work  with  same 1, 500 

Establishing  and  maintaining  gauges 1, 500 

Expenses  ot  leveling,  monuments,  etc 3, 500 

Borings  and  examinations  in  connection  with  survey  of  Lower  Yazoo  River.  2, 500 

Beproducing  maps  of  survey 500 

Office  expenses,  incidental  repairs,  tools,  outfit,  and  contingencies 3, 000 

•  40,000 

Money  statement. 

July  1,  1890,  balance  unexpended $3,124.87 

Amount  appropriated  by  act  approved  September  19, 1890 25, 000. 00 

28,124.87 
June  30, 1891,  amount  expended  during  fiscal  year 14,780.90 

July  1, 1891,  balance  unexpended 13,343.97 

July  1, 1891,  outstanding  liabilities 23.69 

July  1,1891,  balance  available 13,320.28 

i  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    40, 000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(    harbor  acts  of  1866  and  1867. 

The  amounts  expended  during  the  fiscal  year  were : 

For  general  improvement,  care  of  plant,  etc $9, 811. 32 

For  pumping  dredge  boat 327. 27 

For  survey  below  Louisville,  New  Orleans  and  Texas  Railroad  Bridge  . .      4, 642. 31 

Total , - U,  780,90 
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OOMMERCIAL  STATISTICS. 

Navigation  of  Yazoo  River  from  head  to  mouth  wds  auinterrupted  in  the  past  fiscal 
year. 

List  of  boats  that  navigated  Yazoo  Biver  in  fiscal  year  1891. 


Kame. 


Addie  E.  Fftifion*. 

Blanks  Cornwell*. 
Birdie  Bailey*-... 
K,L.Cobb* 


Lake  City*.... 

Crown  Point*. 
IkeBonham*.. 


Hill  City* 

J.  B.  O'Brien  (tug)  . 


241.50 


232.40  140.029.0 
109.74  111.022.0 
204.56  145.1,28.5 


Feet.    Ft 
135. 0,30. 6 


35.80 


159. 14 
78. 52 


Draftfl. 


75.016.6 


123.0I25.0 
93. 4 18. 01 


Ft.\ 
4.9 

4.61 

3.5; 

3.0 

4.6 

4.2 
3.6 


Ft.  In 
2    2 

2    4 

1  10 

1 


Ft.  In 
5      0 


3      2 


95.0  22.0,  4.5 


2'  4 

8'  3 


6  4      0 


Between  what  places. 


YicksbuTg  and  head  of  Yazoo 
Kiver. 
.do. 


Yazoo  City  and  Belsona 

Yicksburg  and  head  of  Yasoo 

Kiver. 
Yazoo  City  and  month  Sunflower 

Kiver. 

Ticks  burg  and  Grreenwood 

Yazoo  City  and  month  Sandower 

Kiver. 

Vicksburg  and  Yazoo  City 

Vicksbnrg  and  Satartia 

Xatchez  and  Anthonys  Feriy. .. 


if 


350 

805 
3,100 


485 


46 
755 


*  Stcrnwbeel  steamboats. 


Summary  of  commerce  reported. 


Articles. 


189a-'91. 


Cotton 

Cotton  seed 

Hides  ami  skins . 

Livestock 

Lumber 

Staves 

Provisions 

Grain 

Saw  logs 

MiscelLiDeone  ... 


Total  freifrht«  for  Yazoo  proper  . 
_  _    rhich  should  be  added  the  commerce 
Biver,  and  Steele  Bayou,  which  was  brought  out  througli ' 


To  which  should  be  added  the  commerce  of  Tallahatohee  Rivc^TchulaLake,  Big  Sunflower 

ih 'ira  zoo  River 


Ton». 

13,750 

12,500 

10 

60 

3,600 

1,350 

9,020 

11,080 

2,140 

10,540 


64,050 
97,588 


Total  weight,  Yazoo  River  and  tributaries. 
Estimated  value,  in  round  numbers 


I       161,638 
$6,315,275 


In  the  fiscal  year  1890  the  commerce  reported  for  Yazoo  River  and  tributaries 
amounted  to  63,653  tons.  With  the  lumber  and  timber  rafted  added,  this  should  have 
been  Increased  to  81,423  tons. 

The  Georgia  Pacific  Division  of  the  Richmond  and  Danville  Railroad  crosses  Yazoo 
River  at  Fort  Loring,  5  miles  from  Greenwood,  and  the  Louisville,  New  Orleans  and 
Texas  Railway  crosses  about  15  miles  above  the  mouth.  The  latter  road  has  a  branch 
from  Clarksdale  to  Minter  City  on  the  Tallahatchee,  which  will  be  extended  down 
the  stream  to  Greenwood.  The  Yazoo  Branch  of  the  Illinois  Central  Railroad,  from 
Parsons  on  the  Yallabusha  to  Jackson,  Miss.,  runs  parallel  to  the  river,  touching  at 
Greenwood,  Sidon,  Tchula,  and  Yazoo  City^  and  has  a  tap  line  from  Tchula  to  the 
main  line  at  Durant. 
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V  12. 

IMPROVEMENT  OF  TCHULA  LAKE,  MISSISSIPPI. 

The  east  and  narrowest  channel  of  Yazoo  Eiver  where  it  divides  in 
passing  Honey  Island  is  called  Tchula  Lake  or  Eiver.  It  lies  wholly 
within  Holmes  County,  Miss.,  and  is  about  60  miles  long.  Honey  Is- 
land is  about  100  miles  above  the  mouth  of  Yazoo  River,  and  fertile 
plantations  join  one  another  along  its  banks,  their  estimated  annual 
product  being  about  20,000  bales  of  cotton. 

The  regular  Yazoo  and  Tallahatchee  steamboats  make  trips  through 
the  laJte  when  the  water  is  high  enough.  An  examination  of  Tchifla 
Lake  was  made  by  the  United  States  in  1879,  and  the  principal  obstruc- 
tions to  navigation  were  found  to  be  snags  and  logs  in  the  lower  part  and 
leaning  timber  and  shore  snags  along  both  banks  from  the  foot  to  the 
head  of  the  island.  (Report  Chief  of  Engineers,  1880,  pages  1350, 1361.) 
The  project  contemplated  removal  of  these  obstructions  to  permit  light- 
draft  boats  to  enter  the  lake  earlier  in  the  season.  The  estimated  cost 
was  $10,000,  if  all  the  work  should  be  done  in  one  low- water  season. 

The  appropriations  have  been  as  follows: 

By  act  of— 

March  3, 1881 '....I $3,000 

August  2, 1882 2,500 

July  5, 1884 1,500 

Augusts,  1886 2,000 

August  11, 1888 3,000 

September  19, 1890 3,000 

Total  amount  appropriated 15, 000 

Work  was  commenced  in  1881  and  continued  in  1882, 1884, 1886, 1887, 
and  1889,  and  the  obstructions  were  removed  as  far  as  practicable  with 
the  amounts  appropriated. 

Operations  in  the  fiscal  year  1891  were  as  follows: 

The  United  States  snag  boat  John  B.  Meigs,  P.  E.  Starr  master,  en- 
tered the  mouth  of  the  lake  December  10  and  worked  up  to  the  head, 
removing  snags,  tree  slides,  and  all  the  heavier  obstructions.  On  the 
way  back  the  most  obstructive  brush  and  leaning  trees  were  cut  until 
the  water  rose  too  high  for  continuing  such  work  to  advantage.  The 
snag  boat  left  the  lake  December  20  and  resumed  operations  in  Yazoo 
Biver  the  next  day. 

The  following  is  a  summary  of  the  work: 

Snags  pulled 58 

Stumps  pulled 1 

Logs  removed  from  channel 11 

Side  jams  removed 3 

Leaning  trees  cut 884 

Treea  girdled 196 

Square  yards  willows  and  brush  cut 660 

The  principal  work  now  needed  is  the  clearing  of  trees  and  brush  from 
the  banks.  The  brush  has  gi-own  so  rapidly  and  to  such  an  extent  that 
in  many  places  the  clear  channel  scarcely  exceeds  50  feet  in  width,  and 
wlule  this  growth  may  not  be  very  dangerous  to  navigation  at  present, 
it  inii)edes  passing  vessels  and  catches  drift  and  should  be  removed 
thomughly  as  soon  as  possible.  This  work  can  be  done  to  advantage 
at  low  stages  only,  and  it  is  intended  to  put  a  chopping  party  in  the  lake 
Ewa  91 ^126 
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as  soon  as  there  is  a  reasonable  prospect  of  continued  low  water,  and  it 
is  probable  that  the  balance  available  will  be  expended  before  fall. 

The  work  is  of  such  nature  that  it  must  be  gone  over  to  remove  the 
obstructions  that  are  added  from  time  to  time,*  but  by  the  expenditure 
of  $6,000  in  one  low-water  season  they  can  be  removed  so  thoroughly 
that  nothing  further  will  be  needed  for  several  years. 

Money  statement 

July  1, 1890,  balance  unexpended $1,721.43 

Amonnt  appropriated  by  act  approved  September  19,  1890 3, 000. 00 

4,721.43 
June  30, 1891,  amonnt  expended  during  fiscal  year 1, 135. 20 

July  1, 1891,  balance  unexpended 3,586.23 

^   - 

(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893      6, 000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

When  the  water  is  high  enough  Yazoo  River  steamboats  run  through  the  lake. 
List  of  steamboats  ikat  navigated  Tckula  Lake  in  fiscal  year  1891, 


1 

! 

1 

1 

Draft 

Num. 
ber  of 
passen- 
gers. 

Number  of   round 

Nam«. 

Light. 

Loaded. 

trips  made  and  be- 
tween what  places. 

AddieE-Falson 

Blanks  Comwell 

24L5 
282.4 

Feet. 
136.0 
140.0 

Feet. 
30.6 
29.0 

Feet. 
4.9 
4.6 

Ft.  In. 
2    2 
2    2^ 

Ft.  In. 
5    0 
5    2 

70 

tio 

10,  through  the  lake. 
16,  through  the  lake. 

Summary  of  oommeroe  reported. 


Articles. 


1890-'91. 


Ck>tton 

Cottonseed 

Livestock 

Lumber 

Staves 

Provisions 

Grain 

Miscellaneous 

Total  fipoight 

Estimated  value,  in  round  numbers 


Tone. 

1,500 

2,100 

27 

1,230 

3,615 

500 

600 

700 


10,272 


$492,000 


The  Yazoo  branch  of  the  Illinois  Central  Railroad,  from  Parsons,  on  the  Yallabnsha,  to 
Jackson,  Miss.,  runs  parallel  to  the  lake,  and  also  has  a  tap  1  ino  from  Tcliula  to  the  main 
line  atDurant,  andhas  diverted  a  large  amount  of  the  business  formerly  done  by  steam- 
boats. 
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V  13. 

IMPROVEMENT  OF  TALLAHATCHEE  RIVER,  MISSISSIPPI. 

The  liead  waters  of  this  river  are  in  Tippah  County,  in  northern  Mis- 
sissippi, whence  it  flows  in  a  general  southwesterly  direction  through 
the  counties  of  Union,  La  Fayette,  Panola,  joins  Coldwater  River  in 
Quitman,  and  then,  as  the  main  stream  flows,  in  a  southerly  direction 
through  Tallahatchee  and  Le  Flore  counties,  and  unites  with  Yallabu- 
sha  in  forming  Yazoo  River. 

An  examination  was  tnade  by  the  United  States  in  1879  (pages 
982-986,  Report  Chief  of  Engineers,  1879).  The  project  based  thereon 
coutemi)lated  the  removal  of  snags,  sunken  logs,  and  leaning  timber 
obstinicting  low-water  navigation  below  the  mouth  of  Coldwater,  and 
the  wreck  of  the  steamer  8tar  of  the  West^  8  miles  above  the  mouth,  at 
an  estimated  cost  of  $40,000.  An  additional  examination  was  made  in 
1880  (pages' 1322-1323,  Report  Chief  of  IDugineers,  1880). 

The  following  appropriations  have  been  made  for  this  work: 

By  act  of— 

March  3,  1879 $6,000 

June  14,  1880 9,000 

March  3,  1881 3,000 

August  2.  1882 3,000 

July  5,  18H1 3,000 

Augusts,  1886 3,600 

August  11, 1888 6,000 

•     September  19,  1890 : 6,000 

Total  amount  appropriated 37, 500 

Work  was  begun  in  1879,  and  continued  in  1880, 1881, 1882,  1884, 
1886,  1887,  and  1889.  Parts  of  the  appropriations  of  1880  and  1881, 
and  all  of  that  for  1882  (a  total  of  $10,000),  were  expended  on  the  Little 
Tallahatehee  above  the  mouth  of  Coldwater  to  Batesville,  as  requred 
by  the  acts,  but  this  part  of  the  stream  was  not  included  in  the  original 
project  or  estimate  of  cost.  To  the  end  of  the  fiscal  year  1890  all  other 
work  was  confined  to  the  river  below  Sharkey  Landing,  and  resulted 
in  the  removal  of  a  large  number  of  obstructions,  to  the  great  benefit 
of  navigation.  Before  the  improvement  commenced  the  river  was  nav- 
igable about  6  months  of  the  year;  boats  now  run  to  Shai'key  the  year 
round,  the  only  serious  detention  being  at  the  mouth  of  Yazoo  River. 

In  the  past  fiscal  year  operations  were  as  follows : 

While  the  original  project  for  this  stream  contemplated  work  up  to 
the  junction  of  the  Little  Tallehatchee  and  Coldwater,  little  or  nothing 
has  been  done  above  Sharkey,  since  1882,  for  the  reason  that  steam- 
boats did  not  go  above  that  landing  except  to  make  occasional  trips 
into  Coldwater  River  during  high  stages,  when  navigation  was  as  good 
and  about  as  safe  as  in  the  lower  i)art  of  the  stream.  Li  the  last  year 
the  steamboatmen  asked  that  snagging  operations  be  extended  above 
Sharkey  to  the  forks,  to  enable  them  to  bring  out  freights  from  the 
Coldwater  and  Little  Tallahatchee. 

The  snag  boat  MeigSj  P.  R.  Starr  master,  entered  this  river  Novem- 
ber 1  and  worked  rapidly  up  to  Sharkey  Landing,  removing  only  the 
worst  obstructions  on  the  way,  as  it  was  desired  to  work  up  to  the 
inonth  of  Coldwater  River  bc^fore  the  water  should  fall.  The  boat 
rcjwhed  a  point  about  (>  miles  above  Sharkey  November  7,  but  found 
the  water  too  low  to  go  further,  and  turned  back  and  was  employed  on 
the  40  miles  below  Sharkey  until  Noveinb<,T  17.    On  the  later  date  a 
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sliglit  rise  commenced  and  the  boat  was  enabled  to  go  above  Sharkey, 
and  was  employed  between  that  point  and  Mead  Landing,  at  mouth  of 
Tillatoba  Kiver,  about  25  miles  above,  until  November  25.  During  the 
remainder  of  November  the  boat  worked  in  the  lower  part  of  the  river, 
and  then  returned  to  the  Yazoo. 

Owing  to  continued  high  water  nothing  further  was  done  until  June 
15,  when  the  Meigs^  which  had  been  working  in  the  Yazoo,  entered  this 
stream  and  worked  for  6  days,  removing  tree  slides,  etc.,  after  which 
the  boat  returned  to  Vicksburg,  a.^  the  water  was  too  high  for  work  in 
the  channel. 

The  following  is  a  summary  of  the  work  done  during  the  year: 

Snags  i)iiUed 241     Side  jams  reinovod 1 

Stamps  puUed 61     Leaning  trees  cut 2, 902 

Shore  snags  cut 417     Trees  girdled 202 

Logs  removed  from  channel 53     Square  yards  willows  cut 95 

The  small  amounts  appropriated  have  prevented  thorough  work  on 
this  river.  Major  Benyaurd,  in  submitting  the  project  for  its  ijnprove- 
meiit,  estimated  that  it  wcmld  take  two  seasons'  work  at  a  cost  of  $40,000 
(page  985,  Report  Cliief  of  Engineers,  1879).  As  stated  in  my  last 
report,  the  snag  boat  Meigs  should  be  used  a  short  time  each  year  to 
remove  heavy  snags,  tree  slides,  and  sunken  logs,  but  the  appropriation 
should  be  large  enough  to  permit  the  systematic  clearing  of  the  banks 
by  chopping  parties,  and  $10,000  can  be  expended  to  advantage  in  the 
fiscal  year  1893. 

Money  statement. 

Amount  appropriated  hy  act  approved  Septemher  19,  1890 $5, 000. 00 

June  30, 1891,  amount  expended  during  fiscal  year 2, 968. 98 

July  1, 1891,  halance  unexpended 2,031.02 

{Amount  (estimated)  required  for  completion  of  existing  project 12, 500. 00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  10, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

Tliis  river  was  navigable  to  Sharkey  Landing  the  entire  year.  During  high  stages 
boats  ran  to  Mead  Landing  at  mouth  of  Tillatoba  Creek,  and  occasionally  into  Cold- 
water  River. 


IA8t  of  etem-wheel  steamhoaU  thai  navigated  TalUihatchee  Eiver  in  fiscal  year  1891, 


Name. 


Addle  E.  Faison. 


Blanks  Comwell . 


241.60 


232.40 


Feet.   Ft.  Ft. 
135.080.6  4.1 

140.0,29.0  4.0 


Jolm  F.  Allen 133. 90,  130. 2  24. 0 


R.L.Cobb 204.58   145.128.5  : 

D.C.Focel «K69   121.9  21.6,  4.4 

Maggie  Itaucy jl48. 02   128. 5;25. 0  4. 6 


Draft.     !p, 

ri5 


Ft.  in. 
2    2 

2    4 

1    8 
1    8 


Ft.%n.\ 


Between  what  placflft. 


i 

2^1  2 
(27 

0<15 
f70 


Yicksbnrg  and  Belen,  Miss 

Vicksburg  and  Mead,  Miss 

27'  Vicksburg  and  Sharkey,  Miss  . 

"  Vicksburg  and  Mend  Miss 

A'icksbnrg  and  Belen,  Miss 

Vicksburg  and  Sharkey,  Miss. . 

Vicksburg  and  Belen,  Miss 

Vicksburg  and  Mead,  Miss 

Vicksburg  aud  Sharkey,  MIhs.. 

...do ; 

No  w  Orleans  and  Coldwater,  Miss .  i 
...do 1 


IS, 
I' 

0 


250 


38u 


700 
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Summary  of  commerce  reported. 


Articles. 


1890-*91. 


I  Torn, 

Cotton ■  4,000 

Cotton  8Ped !  6,000 

HideH  and  skins ',  5 

Live  stock 32 

Lumber 1,424 

SUvea 9,245 

Provisions 4,200 

Grain i  4,800 

Saw  logs 19,000 

Miacel&neoos I  5,000 


Total  freights I        53,706 

Estimated  value,  in  round  numbers '  $2, 119;  000 


The  Louiflville,  New  Orleans  and  Texas  Railway  lias  a  brancli  line  from  Clarka- 
dale  to  Minter  City  on  the  Tallahatchee,  which  will  be  extended  to  connect  with  the 
Georgia  Pacific  near  Greenwood ;  and  the  Georgia  Pacific  and  IllinoiB  Central  Rail- 
roads, at  Greenwood,  are  competitors  for  the  trade  of  Tallahatehee  River. 


V  14. 


IMPROVEMENT  OF  STEELE  BAYOU  AND  WASHINGTON  BAYOU,  MISSIS- 
SIPPI. 

Steele  Bayou  has  its  source  in  Swan  Lake,  in  Washington  County, 
Miss. ;  flows  in  a  general  southerly  direction,  forming  the  outlet  for  Lake 
Washington,  with  which  it  is  connected  by  Washington  Bayou,  and 
enters  Yazoo  Eiver  about  12  miles  above  its  mouth.  Its  course  is  par- 
allel to  the  Mississippi  Biver,  and  its  length  about  85  miles;  the  fall  is 
very  slight,  and  generally  the  stream  is  not  navigable,  except  when  the 
Mississippi  is  high  enough  to  fill  the  lower  portion  with  back  water. 

An  examination  was  made  by  the  United  States  in  1883,  and  the  offi- 
cer in  charge  reported  adversely  to  the  improvement.  (Report  Chief  of 
Engineers,  1884,  pages  1360-1362.) 

The  following  appropriations  have  been  made,  viz: 

By  act  of: 

July5,188«i $2,500 

August  5, 1886 2,500 

August  11, 1888 2,500 

September  19, 1890 2,500 

Total  amount  appropriated 10, 000 

The  project  under  which  work  has  been  done  contemplates  removing 
snags,  stumps,  drift,  and  leaning  timber  to  improve  high- wat^er  naviga- 
tion. Chopping  parties  were  employed  in  1884:-'85  and  the  latter  part 
of  1886,  and  in  February  and  July,  1889,  small  steamers  were  hired  to 
go  over  the  work  and  remove  the  heavier  obstructions.  Operations  ex- 
tended from  the  head  of  Washington  Bayou  to  the  mouth  of  Steele 
Bayou,  but  were  by  no  means  thorough,  on  account  of  the  small  appro- 
priations. 

In  the  fiscal  year  1891  operations  were  as  follows: 

The  United  States  snag  boat  Tfws.  B,  Florence^  J.  H.  Lewis,  master, 
was  sent  into  this  stream  February  8,  and  worked  until  the  end  of  tluit 
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moiitli.  Operations  extended  over  the  lower  50  niikvs  of  tlie  bayon,  be- 
tween the  foot  of  Poindexter  Island  and  the  montli*,  and  the  following 
work  was  done : 


Snags  removed  from  channel 87 

Jams  removed 7 


Side  jams  removed 35 

Leaning  trees  cut 38 


High  water  in  the  Mississippi,  which  contiinied  nntil  late  in  May, 
stopped  the  work.  Operations  had  not  been  resumed  to  the  end  of  the 
year,  as  the  available  plant  was  in  use  elsewhere.  It  is  intended  to 
apply  the  balance  of  the  appropriation  to  continuing  the  removal  of  ob- 
structions as  soon  as  practicable. 

The  region  bordering  the  upperpartofthebayou  and  Washington  and 
Swan  lakes  furnishes  the  principal  products.  The  lower  portion  is  sub- 
ject to  overflow,  and  not  much  land  in  the  vicinity  is  cultivated.  The 
west  side  of  Lake  Washington  is  near  the  Mississippi,  and  a  loop  line 
of  the  Louisville,  New  Orleans  and  Texas  Eailway,  from  Coahoma  to 
Rolling  Fork,  passes  between  Swan  Lake  and  Lake  Washington,  and 
has  diverted  the  main  traffic  from  the  bayou. 

Steamboat  navigation  in  Steele  Bayou  was  not  commenced  until  1879, 
and  since  the  construction  of  the 'railroad  it  has  gradually  decreased 
until  for  several  years  the  trade  has  amounted  to  little  or  nothing. 

Much  work  is  needed  to  make  navigation  in  the  bayou  reasonably  safe 
and  unobstructed,  and  if  the  improvement  is  to  be  continued,  it  is 
recommended  that  $5,000  be  appropriated,  as  that  amount,  if  spent  in 
one  low -water  season,  will  open  the  bayou  for  high-water  navigation,  and 
further  work  will  not  be  required,  at  least  for  many  years. 

Money  siatmxent. 

Amount  appropriated  by  act  approved  September  19,  1890 $2, 500. 00 

June  30,  1891,  amount  expended  during  fiscal  year _ .       1, 520. 66 

July  1,  1891,  balance  unexpended 979. 34 

July  1,  1891,  outstanding  liabilities ' ^31 

July  1, 1891,  balance  available ^79.03 

(Amount  (estimated)  required  for  completion  of  existin.i;  project 5, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  Juno  30, 1893      5, 000. 00 
Submitted  in  compliance  with  requirements  of  "sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

This  stream  was  navigable  from  January  1  to  the  end  of  May. 
lAst  of  Btem-voheel  vessels  engaged  in  navigation. 


Dyersburg 

JoMie  D.  HarkiiiM. 


■t-3 

to 


Feet. 

X  08     9:j.  U 
73.13  illO.O 


Draft.       5 1 


to 


Ft.     Ft.  Ft.  in.  Ft.  in. 

18.1    3.0     1    (i     3    0   3 
19.5  i3.3  ,  2     0     3     4 


Between  what  places. 


I    I 


Vickabxirg  and  Bear  Gtinlen. 
...do 


50 
30 
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Commerce  reported. 


Artiolee. 

\ 

189a-'91. 

1889-'90. 

Ootton 

Tom. 
1 

60 
150 
125 

Tom. 
8 

840 

Lumber  (in  logs) 



Totftl  flnwn  fr^^ghts 

320 
300 

354 

Itotnrn  freight 77! 

850 

■ 

Total  freights 

826 

704 





l^timatod  valiie.  in  rnnni)  numbeni 

fie,  000 

$50,000 

The  branch  of  the  LoiiiBville,  New  Orleans  and  Texas  Railway  has  diyerted  the 
main  traffic  from  this  bayou. 


V  15. 

IMPROVEMENT  OP  BIG  SUNFLOWER  RIVER,  MISSISSIPPI. 

This  river  has  its  source  in  Moon  Lake,  Coahoma  County,  Miss.,  flows 
in  a  southerly  direction,  and  enters  Yazoo  Biver  about  45  miles  above 
its  mouth.  During  extreme  high  water  it  is  navigable  to  Clarksdale, 
^80  miles  above  the  mouth,  but  Faisonia,  144  miles  above  the  mouth, 
ordinarily  is  considered  the  head  of  navigation. 

An  examination  was  made  by  the  United  States  in  1878  (page«  982- 
984,  Report  Chief  of  Engineers,  1879),  and  the  plan  adopted  for  the  im- 
provement contemplated  buUding  timber  and  brush  dams  at  the  shoals 
to  scour  a  channel  3  feet  te  40  inches  deep,  and  the  removal  of  snags, 
sunken.logs,  and  leaning  timber  obstructing  navigation,  at  an  estmi&ted 
costof  $66,000. 

The  followiDg  appropriations  have  been  made: 

By  act  Df— 

March  3, 1879 $20,000 

June  14, 1880 8,000 

March  3, 1881 4,000 

August  2, 1882 6,000 

July  5, 1884 5,000 

Augusts,  1886 5,000 

August  11, 1888 5,000 

September  19, 1890 5,000 

Total  amount  appropriated 57, 000 

Work  was  commenced  in  1879  and  continued  in  1880, 1881, 1882, 1883, 
1884, 1887,  and  1889.  Operations  extended  over  the  navigable  portion 
of  the  river  from  Clarksdale  to  the  mouth,  but  were  by  no  means  thorough 
on  account  of  small  appropriations,  and  a  great  deal  of  work  is  required 
as  new  obstructions  are  added  every  year.  It  is  reported,  however, 
that  benefits  have  been  gained  by  the  work  done  as  follows:  Before 
the  improvement  commenced  (in  1879)  the  river  was  navigable  for  very 
light  boats  about  6  months  of  the  year;  now  it  is  navigable  the  year 
round,  but  difficult  and  dangerous  at  low  stages  on  account  of  shoals, 
snags,  and  sunken  logs.  Larger  boats  are  used,  and  make  the  round 
trip  (of  about  180  miles  and  return)  in  6  days,  while  before  the  improve- 
ment it  was  unusual  for  a  boat  to  make  the  trip  under  8  days.  Freight 
rates  are  reported  to  be  50  per  cent.  less.    The  lands  along  the  river 
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are  being  cleared  and  settled  rapidly  of  late  years,  which  is  attributed 
in  part  to  the  improved  navigation. 

In  the  fiscal  year  1891  oi)erations  were  as  foUows: 

The  United  States  snag  boat  Meigs^  P.  R.  Starr  master,  was  sent  into 
this  river  January  10,  and  continued  work  until  February  13,  when  it 
was  stopped  by  high  water.  Operations  extended  up  to  Faisonia^  nearly 
midway  between  Woodburn  and  Lehrton,  and  in  addition  to  the  removal 
of  obstructions  brush  dams  •were  built  at  head  of  Muscle  Shoals  and  at 
Hollywood  Bar.  Regarding  the  work  done  and  the  condition  of  the 
river,  the  master  of  the  Meigs  reported  as  follows: 

Backwater  from  the  Mississippi  made  the  river  too  high  for  any  work  helow 
CampbeUsville  on  the  way  up;  Oliphant  Bar  had  fuU  12  feet  of  water  on  the  shoalest 
places.  Worked  up  through  the  liarrow  river  to  "head  of  drift"  and  removed  a  niim- 
oer  of  large  and  troublesome  snacks.  Above  Mike  Hughes  Landing,  at  "  head  of 
drift"  to  Osceola  Gin,  a  distance  of  38  miles,  the  river  is  wide  and  deep,  with  but 
few  snags  in  the  channel,  and  aU  of  them  were  in  sight.  At  and  above  Osceola  Gin 
the  entire  bottom  appears  to  be  covered  with  logs  and  trees ;  none  of  them  were  in 
sight,  and  they  could  be  caught  only  with  the  drag  chain.  At  places  the  channel  is 
so  close  in  shore  that  we  had  to  remove  leaning  trees  before  we  could  get  at  the 
snags.  At  Osceola  17  snags  were  removed  in  a  short  distance ;  at  Savage  Point  33 
were  removed  in  a  distance  of  400  yards,  and  65  were  taken  out  at  Sedan  Point  and 
Bend  inside  of  500  yards.  Pilot  Bookout  says  we  removed  nothing  but  what  was 
directly  in  the  channel,  and  the  worst  snags  only.  He  seems  to  know  exactlv  where 
they  are,  and  can  tell  the  kind  of  wood  before  they  are  pulled.  Judging  from  the 
number  we  have  removed,  there  is  enough  work  to  keep  this  boat  employed  "con- 
stantly for  a  year. 

The  following  is  a  summary  of  the  work  done  by  the  Meigs,  yiz : 

Snags  and  logs  pulled 437     Leaninj^  trees  topped HH 

Stumps  pulled 9     Trees  girdled 53 

Side  jams  removed 4     Square  yards  willows  and  brush  cut.    35 

Shore  snags  cut 4     Lineal  feet  brush  wing  dams  built. .  375 

Leaning  trees  cut 159 

Wrecks  removed ;  boiler  of  steamer  Sanih  JSUiott  put  on  bank  at  Faisonia. 

xiie  river  remained  at  a  stage  too  high  to  resume  work  to  advantage 
until  the  latter  part  of  May,  when  the  snag  boat  Florence,  J.  H.  Lewis 
master,  was  fitted  out,  and  was  sent  into  this  stream  June  1,  and  con- 
tinued work  during  the  month.  Operations  extended  up  to  the  wreck 
of  the  steamer  N^ellie  Hudson,  18  miles  above  Faisonia.  As  the  wreck 
was  but  little  in  the  way  of  navigation  and  the  river  falling  rapidly, 
only  the  boiler  wa«  removed  and  put  on  the  bank,  and  the  boat  pro- 
ceeded downstream  to  avoid  being  caught  by  low  water.  Below  Wood- 
bum  the  river  was  too  high  for  work  in  the  channel,  and  the  Florence 
returned  to  Vicksburg  June  30. 

The  following  is  a  summary  of  the  work  done: 

Snags  and  logs  removed  from  channel 167 

Stumps  removed  from  channel 30 

Leaning  trees  cut 16 

Wrecks  removed;  boiler  from  steamer  NelUe  Hudmn. 

The  amounts  expended  during  the  year  were : 

For  general  improvement  below  Woodburn $3, 059. 62 

Between  Woodburn  and  Lehrton 1, 136. 45 

Total 4,196.07 

It  is  recommended  that  future  appropriations  shall  not  n^strict  ex- 
penditures to  designated  stretches  of  river,  in  order  that  the  funds  may 
be  applied  where  the  work  is  needed  most  and  where  it  will  yield  the 
greatest  benefit  to  navigation. 

The  estimate  of  $66,000,  made  in  1879,  for  the  improvement  of  this 
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liver  (i)afi:e  984,  Eeport  Chief  of  Eugiiioers,  1870),  did  not  coutemplate 
doing  the  work  at  irregular  intervals  extending  over  a  period  of  15 
years,  as  it  will  with  the  usual  appropriations,  but  was  made  with  a 
view  to  finishing  it  in  not  more  than  3  or  4  consecutive  seasons.  As 
new  obstructions  are  added  from  time  to  time  it  is  impossible  to  make 
any  definite  estimate,  but  if  an  appropriation  of  not  less  than  $20,000 
is  made  it  can  be  spent  to  advantage  and  with  economy  in  1  or  2  low- 
water  seasons,  and  result  in  greater  benefit  to  navigation  and  work  of 
a  more  lasting  character  than  a  larger  sum  by  small  allotments  every 
other  year. 

Money  statemefit. 

Amount  appropriated  by  act  approved  September  19,  1890 $5, 000. 00 

June  90|  1891,  amoant  expended  daring  fiscal  year 4, 196. 07 


July  1,  1891,  balance  unexpended .^ 

July  1, 1891,  outstanding  liabUities 

July  1, 1891,  balance  avaUable 

(  Amount  that  can  be  profitably  expended  in  fincal  year  eudinnr  June  30, 1893 
<  Submitted  in  compliance  with  reqniremeutM  of  neetions  2  of  river  aud 
/     harbor  acts  of  1866  and  1867. 


803.92 
4.79 


799.14 


20,000.00 


COMMEKCIAX  STATISTICS. 


In  the  past  fiscal  year  this  river  was  navigable  to  Woodbum,  about  80  miles  above 
the  moutn,  the  entire  time,  and  during  medium  and  high  stages  boats  ran  into  the 
upper  river  to  Faisonia  and  Burch  Place. 

List  of  stern-wheel  eteamhoats  that  navigated  Big  Sunflower  River  in  fiecal  year  1891. 


• 
Name. 


Jode  D.  HHrkins  . 
JolniF.  Allmi .... 


Kellio  Hadflon . 


Hill  City 

Joe  Seay  (tug) . 


73.13 


133.90 


168.01 


Feet.  Ft, 
110.010.5 


130.2 


24.0 


i 


141.3 


25.0 


90.00     95.o!22.0 


4.2 


3.4 


Draft, 


4  5.  1      6 
27.74'    76.0il6.0i  6.0,  7      0 

1  ill 


M 


Round  trips  between  what  plaoen.  ^  c 


Vickftbarg  and  Faisonia 

VicksbuTg  and  Uiirehs 

VickBburg  and  "Wooilbiirn 

Vickuburg  and  Burchs {) 

VickHburg  and  Faisonia i^      60 

Vicksburg  and  WocMlbum |> 

Vioksbarg  and  Bnrclis j) 

Vicksburg  and  Faisonia ....!>    186 

Vicksburg  and  Woodbum >) 

Vicksburg  and  Cainiibt'llsville  . . . ; 

do ' 


Summary  of  commerce  reported. 

Articles.                                                     1890- '91. 

1889-'90. 

188&-'89. 

Cotton 

Tons. 
2,375 

Tons. 
2,594 
3,975 
"■• 

Tons. 
4,000 
6,000 

Cotton  seeil 

3  n»io 

Hideo 

LWe  stock 

Haw  logs 

Lumber 

StoTes 

MisceUaneona 

Totaf  down  freight . 
Return  flnoigbta 


70, 
15,400 

920  I 
3. 219  i 
2,027  1- 


15U  i 
4,000  1. 

H69  . 
5,2.50 


27,511 
4.473 


16,838 
5,322 


150 


490 
3,880 


14,521 
9,G80 


Total  ftvighta !      31,084  I         22,100  | 24.201 

Katimated  value,  in  round  nnuibera !  $945,000  r$ir240, 000  I  ~$1, 658,000 
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The  Louisville,  New  Orleans  and  Texas  Railway  crosses  the  river  at  Clarksdale, 
aud  thence  south  runs  parallel  to  the  stream,  at  distaucos  varying  from  5  to  20  miles. 
The  Georgia  Pacific  Division  of  the  Richmond  aud  Danville  Railroail  crosses  the  river 
near  Johnsonville  with  a  line  running  from  Arkansas  City  on  the  Mississippi  t<»  At- 
lanta, Ga. 


V  l6. 

IMPROVEMENT  OF  BIG  HATCHEE  RIVER,  TENNESSEE. 

This  river  has  its  source  in  Northern  Mississippi,  flows  in  a  north- 
westerly and  then  westerly  direction  through  the  most  productive  re- 
gion of  West  Tennessee,  and  enters  the  Mississippi  Eiver  50  miles 
above  Memphis.  I  am  informed  that  navigation  in  this  stream  com- 
menced as  early  as  1827;  that'in  1841  and  1842  the  State  of  Tennessee 
appropriated  $100,000  for  improvement  of  rivers  in  the  western  part  of 
the  State,  one-third  of  which  was  expended  on  Big  Hatchee,  after  which 
considerable  business  was  done;  that  from  six  to  seven  boats  with  ca- 
pacities for  carrying  500  to  1,600  bales  of  cotton  were  employed  during 
the  cotton  season,  and  navigation  was  open  the  year  round  for  light- 
draft  boats.  In  1866  the  legislature  of  Tennessee  declared  the  stream 
unnavigable,  and  authorized  certain  railroads  to  build  bridges  without 
draws,  and  navigation  was  suspended  until  1879,  when  the  law  was  re- 
pealea,  and  the  bridges  were  altered. 

An  examination  was  made  by  the  United  States,  in  1879,  and  the 
project  based  thereon  contemplated  the  removal  of  snags,  logs,  leaning 
timber,  etc.,  to  render  the  stream  navigable  for  light-draft  boats  from 
Bolivar,  Tenn.,  to  the  mouth  throughout  the  year.  This  part  of  the 
river  was  estimated  to  be  about  240  miles  long.  (Report  Chirf  of  En- 
gineers, 1880,  pages  1330-1332.)  The  plan  of  operations  given  in  the 
original  project  contemplated  completing  the  work  in  three  consecutive 
low- water  seasons  at  a  cost  of  130,000. 

The  appropriations  have  been  as  follows: 

By  act  of— 

June  14,  1880 $10,000 

March  3,  1881 3,600 

August  2,  1882 3,000 

July  5,  1884 2,500 

August  5,  1886 8,000 

August  11, 1888 6,000 

Septembers,  1890 6,000 

Total  amount  appropriated  (in  11  years) 32, 000 

In  view  of  the  above,  and  the  fact  that  new  obstructions  are  added 
every  year,  the  work  can  not  be  completed  within  the  original  estimates, 
and  small  appropriations  will  be  required  from  time  to  time  to  maintain 
unobstructed  navigation. 

Work  was  begun  in  1880,  and  continued  in  1881, 1882, 1884, 1886-^87, 
and  1889.  Before  its  commencement  the  stream  virtually  was  unnaviga- 
ble by  reason  of  the  obstructions;  in  1889  it  was  reported  navigable  for 
7  months,  and  during  the  past  fiscal  year  it  was  reported  navigable  for 
9  months.  The  stream  from  Bolivar  to  its  mouth  is  crossed  by  4  raQ- 
roads,  about  60  miles  apart,  wliich  transport  the  principal  products  of 
the  country,  and  the  main  effect  of  the  improvement  so  far  has  been  to 
facilitate  the  transportation  of  timber  and  staves  and  prevent  excessive 
rates  of  freight.  The  fixed  bridge  of  the  Tennessee  Midland  Eailway, 
about  60  mUes  below  Bolivar,  prevents  navigation  of  steamers  above 
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that  point.  If  tliis  bridge  is  alt^^red,  aiul  the  natviral  obstruc-tioiiH  are 
removed  to  pcriuit  boats  to  run  the  year  round,  so  that  the  people  may 
rely  upon  the  river  trade,  tliere  is  every  probability  that  steamboat 
navigation  will  be  revived,  though  not  to  the  extent  of  the  period  prior 
to  the  war,  before.the  railroads  were  built. 

The  appropriation  of  1890  was  made  late  in  the  season,  and  the  river 
has  been  at  a  stage  too  high  for  advantageous  work  during  the  greater 
portion  of  the  period  since,  and  on  this  account  no  work  was  done  dur- 
ing the  fiscal  year  1891.  It  is  intended  to  take  advantage  of  the  low- 
water  season  this  summer  and  fall,  giving  special  attention  to  the  chan- 
nel obstructions,  which  are  more  troublesome  than  leaning  trees,  much 
of  the  latter  having  been  cut. 

If  this  work  is  to  be  continued,  economy  will  be  subserved  by  expend- 
ing in  one  season  an  amount  sufficient  to  clear  the  river  so  that  farther 
work  shall  not  be  needed  for  several  years.  The  improvement  will  be 
much  more  thorough  and  lasting  by  such  concentration,  and  the  prac- 
tical benefit  to  navigation  more  nearly  attained.  I  recommend  the  ex- 
penditure of  not  less  than  $10,000  in  one  season,  beginning  work  as  soon 
as  the  stage  of  water  will  permit,  constructing  or  hiring  a  flat-boat  with 
steam  capstan,  and  using  exi)losives  liberally  for  removing  snags  and 
sunken  logs.  A  shore  party,  lodged  in  tents  and  moving  about  in  skiffs, 
should  clear  the  banks  and  supplement  work  in  the  channel.  Expe- 
rien<*e  in  the  past  shows  that  little  benefit  is  to  be  derived  from  small 
and  irregular  appropriations.  The  cost  of  administration  is  increased, 
and  much  of  the  good  results  of  the  work  is  lost  during  the  interval 
between  appropriations. 

As  a  matter  of  history  connected  with  the  improvement  of  this  stream 
and  the  Forked  Deer  Eiver,  I  report  that  at  the  last  session  of  the  leg- 
islature of  Tennessee  an  appropriation  of  $5,000  was  made  for  "surveys 
of  a  canal  between  the  Tennessee  and  the  Mississippi  River,*'  etc.  The 
project  for  such  a  canal,  I  understand,  ccmtemplates  an  outlet  to  the 
Mississippi  through  the  Big  Hatchee  or  Forked  Deer  River,  as  may  be 
found  most  feasible.  After  completing  the  surveys  and  selecting  the 
most  practicable  route,  it  is  intended  to  lay  the  report  before  Congress 
with  a  view  to  having  the  United  States  undertake  the  work  of  con- 
struction. 

Money  statement. 

July  1,  1890,  balance  unexpended .* $0.81 

Amount  appropriated  by  act  approved  September  19,  1890 6, 000. 00 

July  1,  1891,  balance  unexpended 5,000. 81 

July  1,  18Stl;  outstanding  liabilities 48 

July  1,  1891,  balance  available 5,000.33 


r  Amoun  t  tliat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    10, 000. 00 
<  Submitted  in  compliance  with  requirements  of  seotions  2  of  river  and 
I,    harbor  acts  of  1866  and  1867. 


COMMERCIAL  STAllSTICS. 


This  stream  was  reported  navigable  for  light-draft  boats  between  8  and  9  months  of 
the  pjist  fiscal  year. 
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,  Li8t  of  boats  engaged  in  navigation. 


Kame. 


City  of  Charles- 
ton. 


P.H.  KeUy.. 


White  Oak.... 
£d.Dara]it,Jr. 


Class. 


Stem-wheel 
steamboat. 


....do 


Tug 

Stem -wheel 
steamboat 


81.82 
45.00 


31.32 
140.7 


I 


Feet. 
85.0 
00.0 

60.0 
115.0 


Ft 

5,0 
18.0 

13.0 
27.0 


Draft. 


1% 


8.7 


Ft.in. 

1    6 


2.9   1    6 


5    6 
1    6 


Ft.in. 
3  6 
3    0 

7  0 
3    6 


Between  what  places. 


.of 


Log  Landingand  Lonis- 
ville  and  Nashville 
Railroad 


Simpson  and  jLonis- 
ville  and  Nashville 
Railroad  bridge. 

Rialto,  Van  Boren, 
Eastanaula,  and  in- 
termediate points. 

Memphis  and  Grreen 
Lauding. 

Memphis  and  Pil^erk. 

Memphis  and  Butler 
Bluff. 


Summary  of  commerce  reported. 


Articles. 


189a-'»l. 


Cotton.. , 

Lumber  (saw-logs) 

Staves  and  heading 

Provisions 

Total  freights 

Estimated  value,  in  round  nnrabers 


Tone. 

23 

0,010 

11,600 

25 


17,658 


$184,500 


The  Illinois  Central  Railroad  crosses  the  river  at  Bolivar,  Tonn.,  the  head  of  pro- 
posed improvement;  the  Tennessee  Midland  Railway  crosses  at  Hatchee  Station, 
about  17  miles  from  the  mouth ;  the  Louisville  and  Nashville  Railroad  crosses  at 
Big  Hatchee  Station,  about  117  miles  from  the  mouth ;  and  the  Newport  News  and 
Mississippi  Valley  Railroad  crosses  at  Rialto,  about  57  miles  from  the  mouth. 


V17. 

IMPROVEMENT  OF  FORKED  DEER  RIVER,  TENNESSEE. 

Forked  Deer  Eiver,  24  miles  long,  is  formed  by  the  junction  of  the 
Korth  and  South  Forks  in  Dyer  County,  West  Tennessee,  about  9  miles 
below  the  town  of  Dyersburg,  flows  in  a  southwesterly  direction,  enters 
Obion  River  4  miles  above  its  mouth,  and  thus  finds  an  outlet  to  the 
Mississippi  at  Hale  Point,  95  miles  above  Memphis.  Originally  the 
mouth  of  Forked  Deer  was  at  Ashport,  18  miles  below  Hale  Point,  but 
about  52  years  ago  the  State  of  Tennessee  cut  a  canal  to  a  bend  or  the 
Mississippi  (now  the  mouth  of  Obion  Eiver),  shortening  the  length  of 
main  Forked  Deer  River  about  one-half.  The  part  below  the  canal  is 
blocked  with  snags  and  drift,  and  is  called  '^  Old  "  and  "  Lost "  chan- 
nels. The  canal  is  known  as  "  Tigertail.''  North  Fork  is  formed  by 
several  small  creeks  near  Trenton,  in  Gibson  County,  flows  in  a  westerly 
direction  to  Dyersburg,  thence  southwesterly.    South  Fork  heads  in 
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McNairy  and  Henderson  counties  and  flows  in  a  general  northwesterly 
direction.  Appropriations  aggregating  $43,000  were  made  at  various 
times  by  the  State  of  Tennessee,  but  their  expenditure  resulted  in  little 
or  no  benefit  to  navigation. 

Examinations  were  made  by  the  XJnited  States  in  1874, 1880,  and  1887. 
(Reports  Chief  of  Engineers,  1874,  pages  372-380 ;  1881,  pages  1489-1497 ; 
and  1887,  pages  1494, 1496.)  The  projects  contemplated  the  removal  of 
snags,  logs,  leaning  timber,  etc^,  in  South  Fork  below  Jackson,  North 
Fork  below  Dyersburg,  and  the  main  river.  The  estimates  were 
$19,250,  $4,500,  and  $7,000  for  these  branches  respectively,  but  as  they 
were  based  upon  plans  for  completing  the  work  in  one  season,  it  is  prob- 
able that  the  cost  Will  be  increased,  as  new  obstructions  are  added  from 
time  to  time. 

The  appropriations  have  been  as  follows: 

By  act  of— 

August  2,  1882,  for  Soutb  Fork $3,000 

July  5,  1884,  for  South  Fork 2,000 

Augusts,  1886,  for  South  Fork 5,000 

(  for  South  Fork 2,500 

Augustll,  1888,  ^  for  North  Fork 4,500 

(  for  main  river 2, 500 

September  19,  1890,  for  North  Fork  and  main  river 2, 500 

Total  amount  appropriated 22, 000 

Work  in  South  Fork  was  commenced  in  1883  and  continued  in  1884, 
1886-'87,  and  1888-'89.  Its  commerce  consists  chiefly  of  staves  and 
lumber,  brought  out  by  flatboats  and  rafts  of  saw  logs.  Before  the 
improvement  commenced  about  one  boat  in  three  was  lost  by  reason  of 
the  obstructions;  now  they  make  the  trip  with  comparative  safety  and 
at  less  cost. 

North  Fork  below  Dyersburg  was  worked  over  in  1888-'89  and  put 
in  good  navigable  condition,  enabling  boats  to  run  at  a  stage  3  teet 
lower  than  formerly. 

The  main  stream  was  cleared  as  far  as  practicable  in  1888-'89,  but 
sadden  rises  and  the  limited  amount  prevented  any  material  improve- 
ment to  navigation. 

No  work  was  done  during  the  fiscal  year  1890-'91,  as  the  appropria- 
tion was  made  late  in  the  season,  and  the  water  has  been  high  during 
the  greater  portion  of  the  period  since.  It  is  intended  to  begin  opera- 
tions a«  soon  as  practicable.  The  party  can  go  over  the  stretch  from 
Dyersburg  to  the  mouth  of  North  Fork  in  a  short  time  and  remove 
any  obstructions  added  since  work  was  suspended  in  1889.  after  which 
operations  will  be  continued  in  the  main  stream  until  the  mnds  are  ex- 
hausted. 

Before  the  railroads  were  built  through  this  section  of  the  State, 
some  25  or  30  years  ago,  there  appears  to  have  been  considerable  busi- 
ness done  in  this  stream,  but  it  has  declined,  until  at  the  present  time 
it  amounts  to  little.  In  the  past  year  two  tugs  were  employed  in  tow- 
ing rafts,  lumber,  etc.,  once  in  a  while  carrying  cotton  to  Hale  Point 
when  the  railroad  freight  rates  got  too  high.  South  Fork  is  obstructed 
by  numerous  bridges,  which  render  steamboat  navigation  impracticable, 
and  there  api)eurs  to  be  no  reason  or  demand  for  its  further  improve- 
ment. North  Fork  below  Dyersburg  has  been  cleared  so  that  it  is  in 
fairly  good  navigable  condition ;  and  it  seems  that  the  only  work  needed 
at  i>resent  is  in  the  main  stream.  With  the  amount  available  for  this 
purpose,  and  an  <additional  appropriation  of  $3,000,  it  is  believed  that 
this  work  can  be  completed. 
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Money  statement. 

Amount  appropriated  by  act  approved  September  19,  1890 $2, 500. 00 

July  1, 1891,  balance  unexpended 2, 500. 00 

(Amount  (estimated)  required  for  completion  of  existing  project 3, 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  uno  30, 1893  3^  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


I 


COMMERCIAL  STATISTICS. 


North  Fork  and  Main  River  were  reported  navigable  in  the  paat  fiscal  year  from 
December  to  May,  inclusive.    No  commerce  was  reported  from  South  Fork. 

L%9t  of  steamboats  engaged  in  navigation. 


Name. 

1 

1 

t 

d 

^ 

Draft. 

Ntunbor 
of  pas- 

Number  of  ronud  trips 
made,  and  between 

Light. 

Loaded. 

what  places. 

Mary  Louisa*... 

Ft. 

Ft. 

Ft. 

Ft.  in. 

Ft.  in. 

Peoria  Bello 

Tug. 

81.07 
28.76 

70.3 
71.6 

12.6 
15.0 

4.4 
4.6 

• 

No  report. 

75,  Dyers  bnrg  on 
North  Fork  and 
EenoBlnffon  main 
river  (about  13 
miles) ;  6,  Dyersburg 
and  Obion  Villa  on 
Obion  River  (mouth 
of  main  rlTer). 

James  Langhlin . 

6    0 

5    6 

30 

•  No  report. 
Sumtnary  of  commerce  reports. 


Articles. 


Cotton 

Cotton  seed 

Lumber,  principally  sawloga 

Staves 

Total  freight 

Estimated  value,  in  round  numbers 


1890-'91.     ^ 

3 


Tons. 

6 
25 

0,200 
24,000 


33,  2:u 


$250,000 


South  Fork  is  crossed  at  Jackson  by  the  Illinois  Central  Railroad,  the  Mobile  and 
Ohio  Railroad,  and  the  Teni^essee  Midland  Railway ;  and  by  the  Louisville  and  NasU- 
ville  Railroad  at  Bell  Depot:  and  the  Newport  News  and  Mississippi  Vaiiey  Rail- 
road  orosses  North  Fork  at  Dyersburg. 


V  i8. 

WATER  GAUGES  ON  MISSISSIPPI   RIVER   AND  ITS  PRINCIPAL  TRIBUTA- 
RIES, 

These  gauges  were  designed  to  secure  iulbrniatiou  I'loni  e*>ntinu()im 
records,  with  a  view  to  protecting  the  valley  of  the  Mississi{)i)i  from 
overflow,  improving  navigation,  and  giving  connect  reports  lor  the  beu- 
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efit  of  river  men  and  planters.  They  were  ordered  by  joint  resolution 
of  Congress  approved  February  21, 1871  (section  5262,  Bevised  Stat- 
utes), viz: 

Sec.  5252.  The  Secretary  of  War  is  hereby  authorized  and  directed  to  have  water 

Smges  established  and  daily  observations  made  of  the  rise  and  faU  of  the  Lower 
iseissippi  River  and  its  chief  tribataries  at  or  in  vicinity  of  St.  Louis,  Cairo,  Mem- 
phis, Helena,  Napoleon,  Providence,  Vicksburg,  Red  River  Landing,  Baton  Rouge, 
and  CarroUton,  on  the  Mississippi  between  the  mouth  of  the  Missouri  and  the  Gulf 
of  Mexico ;  and  at  or  in  the  vicinity  of  Fort  Leaven  worthy  on  the  Missouri ; 
Rock  Island,  on  the  Upper  Mississippi;  Louisville,  on  the  Ohio;  Florence,  on  the 
Tennessee;  Jacksonport  on  the  White  River;  Little  Rock,  on  the  Arkansas;  and 
Alexandria  on  the  Red  River;  and  at  such  other  places  as  the  Secretary  of  War  may 
deem  advisable.  The  expenditure  for  the  same  shall  be  made  from  the  appropria- 
tion for  the  improvement  of  rivers  and  harbors,  but  the  annual  cost  of  the  observa- 
tions shall  not  exceed  the  sum  of  $5,000. 

The  above  gauges  were  established  the  latter  part  of  1871,  except 
CarroUton,  established  in  January,  1872.  A  gauge  was  placed  at 
mouth  of  White  River  instead  of  Napoleon,  which  was  fast  caving  into 
the  river.  A  gauge  was  established  at  Natchez,  Miss.,  and  an  addi- 
tional one  at  Louisville,  Ky.,  one  being  needed  at  the  head  and  one  at 
the  foot  of  the  falls.  Observations  were  commenced  at  each  station  as 
soon  as  tiie  gauges  were  established,  and  with  a  few  exceptions  have 
been  continued  regularly  since. 

A  gauge  was  established  at  Nashville,  Tenn.,  on  the  Cumberland 
Biver,  in  August,  1873,  and  in  1890  four  new  gauges  were  established, 
viz:  On  Red  River  at  Shreveport,  La.,  February  20;  Garland,  Ark.. 
February  21;  Fulton,  Ark.,  February  22;  and  on  Mississippi  River  at 
DonaldsonviUe,  La.,  June  9. 

The  gauge  at  Rock  Island,  111.,  was  discontinued  April  30, 1879,  be- 
cause observations  so  far  upstream  were  not  needed,  and  the  old  gauge 
at  Fort  Leavenworth,  Kans.,  was  abandoned  November  30, 1886,  but 
readings  have  been  continued  by  the  Missouri  River  Commission. 

In  1881  bulletins  were  erected  at  the  stations  on  the  Mississippi  for 
the  purpose  of  giving^- passing  steamboats  the  stage  of  water  at  each 
reading,  and  showing  whether  the  river  was  rising,  stationary,  or  fall- 
ing. £i  1890  these  were  replaced  by  larger  bulletins  (sheet-iron  plates, 
48  by  40  inches  by  one-sixteenth  inch;  white  figures  on  black  ground), 
more  than  twice  the  size  of  the  old  ones,  and  large  enough  to  be  read 
with  the  naked  eye  at  a  distance  of  half  a  mile.  A  photograph  show- 
ing the  new  bulletin  at  Baton  Rouge,  La.,  which  is  a  fair  specimen,  is 
sent  herewith.*  The  old  bulletins  were  repaired  and  used  in  extend- 
ing this  service  upon  the  tributaries. 

Since  Febmary  1, 1887,  the  gauges  have  been  read  and  bulletins 
chamged  at  8  a.  m.  and  4  p.  m.  daily,  to  secure  greater  uniformity  and 
accuracy;  formerly  they  were  read  at  8  a.  m.  only. 

The  engineer  gauges  are  used  by  the  Signal  Service  at  St.  Louis,  Mo., 
Cario,  lU.,  Memphis,  Tenn.,  Helena,  Ark.,  Vicksburg,  Miss.,  NashviUe, 
Tenn.,  Alexandria,  La.,  Shreveport,  La.,  and  Fulton,  Ark. 

During  the  fiscal  year  ending  June  30, 1891,  observations  were  con- 
tinued at  the  twenty-two  gauges.  The  readings  are  received  at  this 
office  weekly,  reviewed,  consolidated,  and  sent  to  the  secretary  of  the 
Mississippi  River  Commission.  The  readings  have  been  published  by 
the  Coniuiissiou  to  the  end  of  the  calendar  year  1890. 

Records  of  the  daily  reiwliiigs  were  furnished  the  president  of  the 
MisHissippi  River  Commission,*  copy  of  the  Florence  recx)rd  was  fur- 

•  Not  printed. 
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nished  the  engineer  in  charge  of  Tennessee  Eiver  j  copy  of  the  Carrollton 
.record  was  sent  the  assistant  engineer  at  South  Pass  of  the  Mississippi 
Biver,  and  copies  of  the  records  at  various  stations  below  Memphis 
were  furnished  district  officers  and  levee  commissioners  during  the  flood 
this  spring. 

The  following  gauges  were  inspected  by  Assistant  Engineer  John 
Ewens,  viz: 

July.— {21»t)  Natchez.  Miss.;  (24th)  Red  River  Landing,  La.,  gauge 
rebuilt  from  12  to  42.5  root  mark;  (26th)  Baton  Rouge^  La.,  gauge  re- 
built from  3  to  25.5  foot  mark;  (27th)  Donaldsonville,  La.;  (29th)  Car- 
rollton, La.,  gauge  rebuilt  from  —2  to  17  foot  mark,  and  i>osition  of 
bulletin  changed  on  account  of  caving  bank. 

August — (7th)  Vicksburg,  Miss.,  gauge  rebuilt  from  0  to  62.5  foot 
mark,  and  two  additional  bench-marks  established ;  (15th)  Lake  Provi- 
dence, La.,  gauge  rebuilt  from  0  to  44  foot  mark,  bulletin  repainted,  and 
new  bench-mark  established;  (16th)  mouth  of  White  River,  Ark.,  gauge 
rebuilt  from  3  to  50.5  foot  mark,  and  permanent  stone  bench-mark  es- 
tablished; (18th)  Memphis,  Tenn.,  gauge  rebuilt  from  —0.3  to  38.3  foot 
mark,  bulletin  repainted,  and  bench-marks  tested;  (22d)  Helena,  Ark., 
gauge  repainted,  and  bulletin  reset  and  repainted :  (24th)  Little  Rock, 
Ark.,  bench-marks  tested  and  level  connections  made  with  other  gauges, 
and  bench-marks  of  Arkansas  River  and  Coast  Survey. 

September, — (Ist)  Garland,  Ark.,  gauge  rebuilt  from  0  to  31-foot  mark; 
(3d)  Fulton,  Ark.,  gauge  rebuilt  from  0  to  35.4-foot  mark  and  zero  low- 
ered 3  feet,  as  old  gauge  was  known  to  be  too  high.  Signal  Service 
gauge  tested,  high- water  mark  of  1890  leveled  to  and  found  to  be  43.743 
feet  above  zero  of  new  gauge,  and  two  additional  bench-marks  estab- 
lished; (5th)  Shreveport,  La.;  (7th)  Alexandria,  La.,  gauge  rebuilt  from 
15  to  26  foot  mark  and  bigh- water  section  braced ;  (8tli)  Baton  Rouge,  La., 
gauge  rebuilt  entire  from  0  to  38  foot  mark;  (10th)  Donaldsonville,  La., 
gauge  reset,  having  been  disturbed  by  steamer  jamming  piUng  to  which 
it  was  attached;  (11th)  Carrollton,  La.;  (15th)  Red  River  Landing,  La., 
two  new  sections  put  in  reading  from  5  to  12  and  17  to  23.5  feet,  and  all 
sections  braced;  (18th)  JJatchez,  Mij^s.,  gauge  rebuilt  from  6  to  20  foot 
mark. 

November. — (5th)  Vicksburg,  Miss.,  bulletin  repaired,  reset,  and 
painted;  (18th)  Shreveport,  La. 

June. — (9th)  Shreveport,  La.;  (12th)  Alexandria,  La.;  (2l8t)  Red 
River  Landing,  La.,  gauge  rebuilt  from  19  to  36  foot  mark;  (23d) 
Natchez,  Miss.;  (25th)  Vicksburg,  Miss.,  gauge  rebuilt  from  14.5  to 
30.4  foot  mark. 

The  resolution  of  February  21, 1871,  intended  to  provide  an  annual 
appropriation  of  $5,000,  but  as  it  directed  that  the  expenditure  be  made 
from  the  appropriation  for  rivers  and  harbors,  and  as  that  has  been  a 
biennial  appropriation  since  1882,  it  became  evident  that  new  legisla- 
tion would  be  required  or  the  work  would  have  to  be  discontinued.  In 
1878  observations  were  stopped  for  want  of  funds,  but  many  observers 
continued  the  readings  without  compensation.  In  1884  a  deficiency 
appropriation  was  made  for  their  continuance.  In  1886  the  Mississippi 
River  Commission  paid  the  observers  and  repaired  the  gauges  on  the 
Mississippi  to  prevent  observations  being  stopped,  and  in  1887-'88  the 
funds  ran  out  and  the  records  were  kept  up  voluntarily  by  the  ob- 
servers. 

The  value  of  the  records  requires  that  they  shall  be  accurate  and  con- 
tinuous, and  to  provide  for  this  and  to  enlarge  and  perfect  the  system 
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the  river  and  harbor  act  of  August  11,  1888,  made  a  permanent  appro- 
priation, as  follows: 

Skc.  6.  That  for  the  purpose  of  securing  the  uninterrupted  ganging  of  the  waters 
of  the  Lower  Mississippi  River  and  its  tributaries,  as  providea  for  in  joint  resolution 
of  the2l8tof  Feb ruary,  1871,  upon  the  application  of  the  Chief  of  Engineers,  the 
Secretary  of  War  is  hereby  authorized  to  draw  his  warrant  or  requisition  from  time 
to  time  upon  the  Secretary  of  the  Treasury  for  such  sums  as  may  be  necessary  to  do 
such  worK,  not  to  exceed  in  the  aggregate'  for  each  year  the  amount  appropriated  in 
this  act  for  such  purpose :  Provided^  noweveTf  That  an  itemized  statement  of  such 
expenses  shall  accompany  the  annual  report  of  the  Chief  of  Engineers. 

The  item  of  appropriation  referred  to  in  the  above  section  was  as  fol- 
lows: 

For  gauging  the  waters  of  the  Lower  Mississippi  River  and  its  tributaries  as  pro- 
vided for  in  joint  resolution  of  2l8t  of  February,  1871,  $9,600 :  Provided,  That  $3,600 
of  same  is  authorized  to  be  expended  in  paying  the  expenses  of  gauging  the  said 
waters  during  the  fiscal  year  ending  June  30, 1888. 

The  same  act,  in  the  item  "for  continuing  operations  upon  the  reser- 
voirs at  the  head  waters  of  the  Mississippi  Eiver,"  provided  for  an  allot- 
ment from  the  permanent  appropriation  for  gauges,  as  follows : 

And  the  Secretary  of  War  shall  cause  such  gaugings  to  be  made  at  or  near  St.  Paul 
during  the  annual  operations  of  said  reservoirs  as  shall  determine  accurately  the  dis- 
charge at  that  point,  the  cost  of  same  to  be  paid  out  of  the  annual  appropriation  for 
gauging  the  waters  of  the  Mississippi  Siver  and  its  tributaries. 

Toward  the  end  of  the  third  year's  work  under  this  act,  it  was  held 
that  the  amount  which  the  Secretary  of  War  might  draw  for  this  pur- 
pose was  limited  to  $6,000  a  year,  and  as  $900  had  been  allotted  for  the 
work  at  St.  Paul,  this  left  but  $5,100  for  continuing  the  observations 
under  an  approved  project  requiring  the  expenditure  of  $8,700. 

To  comply  with  the  law  forbidding  acceptance  of  voluntary  service, 
and  at  the  same  time  to  avoid  breakmg  the  continuity  of  the  observa- 
tions, authority  was  obtained  for  temporary  transfer  of  gauges  on  trib- 
utary streams  in  this  district  to  the  appropriations  for  their  improve- 
ment, and  of  most  of  those  on  Mississippi  Eiver  and  the  tributaries 
beyond  the  limits  of  this  district  to  other  ofBcers.  This  involved  an  ex- 
penditure of  from  $30  to  $60  from  several  appropriations  for  the  quarter 
ending  June  30,  a  trifling  sum  as  compared  with  the  value  of  the  rec- 
ords to  the  several  streams  themselves  as  well  as  to  the  service  at  large. 

The  joint  resolution  of  February  21, 1871,  authorized  the  establish- 
ment and  maijitenance  of  gauges  ^^  at  such  other  places  as  the  Secre- 
tary of  War  may  deem  advisable,"  and  it  was  under  this  provision  that 
the  number  has  been  increased  on  Mississippi  Eiver  and  the  service  ex- 
t-ended  on  the  principal  tributaries,  and  for  which  the  appropriation  of 
1888  was  increased  and  made  permanent;  both  for  the  benetit  of  navi- 
gation and  people  living  on  the  lowlands,  and  for  preserving  the  con- 
tinuity of  the  records. 

It  is  recommended  that  the  section  relating  to  water  gauges  be  fixed 
so  as  to  prevent  any  doubt  about  the  amount  that  may  be  drawn  in  each 
fiscal  year. 

As  the  value  of  the  observations  and  the  practical  use  of  the  bulle- 
tins become  appreciated,  requests  are  made  by  river  men  for  new  gauges 
or  for  bulletins  at  the  important  stations  on  the  tributaries.  Gauge 
stations  have  been  established  on  tributary  streams  in  connection  with 
their  improvement,  some  of  which  might  be  transferred  to  this  service 
with  great  benefit  to  all  concerned.  A  few  stations  on  Red,  Ouachita, 
and  Yazoo  rivers  should  be  continued  and  bulletins  erected  on  the  large 
rivers  outside  the  district,  as  Arkansas,  Tennessee,  and  Cumberland 
rivers.  Stations  on  bayous  Bartholomew  and  Boeuf,  Tensas  River,  and 
ENa  91 127 
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Bayou  Ma5on  woijld  be  valuable  to  the  people  living  in  the  district  sub- 
ject to  overflow  to  give  warnings  of  approaching  floods  and  to  inform 
river  men  of  the  amount  of  water  on  the  shoals,  thus  enabling  them  to 
know  when  to  make  trips,  how  for  they  could  go,  and  what  depth  to 
load. 

To  give  the  greatest  value  to  the  records  the  zeros  of  the  gauges 
should  be  connected  with  the  Cairo  datum,  the  common  reference  plane 
of  the  Engineer  Department  and  the  Mississippi  Eiver  Commission,  and 
through  that  to  mean  Gulf  level.  Many  of  them  have  been  fixed,  but 
some  of  those  on  the  distant  streams  remain  to  be  connected.  Fortu- 
nately the  lines  of  precision  of  the  Coast  Survey,  Commission,  and  the 
Engineer  Department  Survey  of  Eed  River  are  so  extensive  that  but 
few  lines  of  levels  are  needed.  Red  River  will  have  a  continuous  line 
from  Fulton  to  Mississippi  River  by  next  year.  Arkansas  River  is 
paralleled  from  the  Mississippi  to  Little  Rock  by  the  Coast  Survey  line, 
from  which  Upper  Ouachita,  Bayou  Bartholomew,  St.  Francis,  and 
White  rivers  can  be  reached.  Middle  Ouachita  is  crossed  by  the  pre- 
cise line  from  Vicksburg  to  Shreveport,  and  Lower  Ouchita  and  Black 
rivers  and  the  mouths  of  Tensas  and  Bayou  Boeuf  are  within  ea«y  reach 
of  the  Coast  Survey  bench  at  Yidalia.  The  line  to  Shreveport  crosses 
Tensas,  Ma§on,  Ba3uf,  Ouachita,  and  the  Dorcheat.  Yazoo  River  needs 
but  one  line  from  Greenville  to  the  mouth  of  Tallahatchee  River,  65 
miles,  to  give.the  elevation  of  high  and  low  water  of  early  years  and  to 
recover  the-  elevations  of  the  Delta  Survey  of  1858  at  Prentiss  and 
Napoleon:  The  Coast  Survey  line  up  the  Mobile  and  Ohio  Railroad  will 
serve  as  a  base  for  the  gauges  on  Tennessee  River,  while  those  on  Ohio 
River  can  be  reached  from  the  transcontiuentiil  line.  This  work  should 
be  done  gradually  so  as  not  to  involve  a  large  expenditure  in  any  one 
year,  or  tlie  necessity  of  organizing  a  special  i)arty.  The  most  economical 
method  would  be  to  extend  the  work  of  the  gauge  inspector  and  run 
the  shorter  lines  of  level  from  time  to  time  when  he  should  be  conven- 
ient to  the  stations  to  be  ctmnected. 

The  search  for  the  benches  of  the  Delta  survey  has  been  continued 
and  the  level  note  books  of  1851  and  1858  reviewed.  It  was  intended 
to  visit  all  of  the  old  stations  in  May  and  June  and  verify  the  record, 
but  the  lack  of  funds  prevented.  It  is  hoped  by  another  year  that  the 
subject  will  be  exhaustx^d.  The  following  stations  are  believed  to  have 
been  found  beyond  all  doubt:  Cairo,  Memphis,  Vicksburg,  and  Baton 
Rougej  while  Natithez  and  Carrollton  are  in  dispute  and  can  be  deter- 
mine only  by  getting  the  elevation  of  known  points  to  which  they  are 
connected  by  levels  on  certain  section  lines.  Helena,  Napoleon,  Pren- 
tiss, Lake  Providenc'C,  and  Red  River  Landing  may  be  restored  by 
comparing  elevations  of  high- water  marks,  found  in  a  similar  way,  with 
plotting  of  the  high -water  lines  drawn  between  known  stations  of  the 
survey.  The  gauges  at  Little  Rock  and  Natchez  need  investigating,  as 
recent  examinations  of  the  records  indicate  errors  in  placing  the  zeros 
in  reestablishing  the  gauges  at  points  other  than  those  selected  by 
Colonel  Merrill.  The  zeros  will  not  be  changed,  but  a  correction  ap- 
plied to  the  record  if  found  necessary.  The  height  of  mean  Gulf  level 
above  the  Cairo  datum  is  about  21  feet,  but  no  agreement  has  yet  been 
made  betwe^en  the  Coast  Survey  and  the  Commission  for  a  final  value. 
By  the  former  the  height  is  20.88  and  by  the  latter  21 .20,  either  of  which 
is  accurate  enough  for  practical  use. 

The  recommendation  of  former  reports  that  the  gauge  service  should 
be  under  one  management  is  repeated  in  the  interest  of  economy  and 
good  service.    There  are  several  gauges  in  each  district  on  Mississippi 
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River  between  St.  Louis  and  New  Orleans,  the  reports  of  which  are 
sent  to  the  secretary  of  the  Commission,  but  the  records  of  all  can  not 
be  equally  valuable,  since  the  gauges  are  not  inspected  regularly  or 
uniformly.  Rigid  inspection  is  necessary  to  insure  carefal  observations 
and  to  maintain  the  gauge  zeros  invariable,  to  insure  a  well  ordered 
and  eflScient  service,  and  this  can  be  obtained  in  no  other  way  without 
great  cost. 

Chmparison  of  flood  of  1891  with  highest  water  previotisly  recorded. 


Gauge  stations. 


Elevation 

of  gauge 

zero  above 

Cairo 

datum 

plane. 


Elevation 
of  gauge 
zero  above 
mean  Gulf 
level  at 
Biloxi, 
MiHS.  (pre- 
liminary).* 


Highest  water 
cord( 


Year. 


Gauge 
reading. 


Highest  water  during 

fiscal  year  ending  June 

30,  1891. 


Date. 


Gauge 
reading. 


Bel»- 
tionto 
pre- 
vious 
highest 
record 
(below). 


St.  Louis,.  Mo 

Cairo,ni 

Memphis,  Tenn 

Helena,  Ark 

Mouth  White  River,  Ark  . . 
Lake  Providence,  La  — 

Vicksburg,  Miss 

Natchez,  Miss 


Bed  Biver  Landing,  La  . . . 

Baton  Rouge,  La 

DoBaldsonviUe,  La 

CasToUton,  La 

LonisviUe,  Ky.  (upper) 

Louisville,  Ky.  (lower) 

norsDce,  Ala 

Hashville,  Tenu 

Jacksonport,  Ark 

LiUle  Rock,  Ark 

Alexandria,  La 

Shreveport,  La 

Gariand,  Ark  . . , 

Fulton,  Ark 


Feet. 
400.23 
290.84 
203.97 
101.98 
128.73 
-89.62 
68.04 
30.89 


20.06 
tl9. 71 

20.91 
t4I0.76 
t392. 85 


Feet. 
378.97 
260.58 
182.71 
140.72 
107.47 
68.36 
44.78 
15.63 

2.59 

-  L20 

-  H.55 

-  o.as 

t398. 50 
t371.59 


I 


t241.55 

64.40 

161.27 

223.44 

244.78 


t220.29 
48.20 
140.  Ot 
202.18 


1844 
1883 
1890 
1886 
1890 
1890 
1862 
1862 

1890 

1890 
1884 
1890 
1884 
1884 
1867 
1882 
1890 
1857 
1890 
1890 
1885 
1876 


Feet. 
41.39 
52.17 
35.60 
48.10 
50.40 
41.05 
61.10 
50.30/ 

48.77 

36.58 
29.45? 
16.18 
46.60 
72.00 
3L08 
55.10 
33.35 
31.00? 
36.85 
34.70 
28.34 
35.75 


Apr. 

Mar. 

Mar. 

Mar. 

Apr. 

Apr. 

Apr. 

Apr. 

5Apr.         26> 
i    to  May  4S 

May  8  and  5 

Mar.         18 

Mar.         16 

Feb.  27 

Feb.     26,27 


4^ 

10 

27-28 

5 

1-4 

2-4 

11-12 


Mar. 
Mar. 
Apr. 
Apr. 
Feb. 
Feb. 
Apr. 
Apr. 


15 

14 

26 

24 

16,17 

12,13 

28 

27,28 


Feet. 
23.61 
46.20 
84.90 
44.70 
47.72 

•41.00 
48,10 
46.50 

45.48 

85.55 
27.90 
16.00 
32.40 
58.00 
22.20 
49.30 
23.75 
22.70 
29.95 
25.20 
27.64 


Feet. 

17.78 

5.97 

.70 

3.40 

2.68 

.06 

3.00 

3.80 

3.29 

LOS 

L55 

.13 

14,20 

14.00 

8.88 

5.80 

9.60 

8.30 

6.90 

9.50 

.70 

5.45 


*  Mississippi  River  Commission  preliminary  value;  21.26  feet  above  the  Cairo  datum  plane, 
t  Preliminary  value. 

To  provide  for  the  judicious  extension  of  the  service,  maintenance  of 
gauges,  and  gradual  level  connections,  the  following  estimates  are  sub- 
mitted for  tiie  fiscal  year  1893,  and  recommended  to  be  substituted  for 
the  amount  appropriated  by  the  act  of  August  11, 1888: 

Wages  of  observers $5, 000 

Repairs  of  gauges  and  bulletins 800 

Pay  of  inspector,  wages  of  extra  help  at  stations,  and  traveUug  expenses. . .  2, 700* 

Permanent  monuments'. 300 

Level  connections 2, 000 

Record  books,  blanks,  stationery,  telegrams,  etc ^  200 

Office  expenses ,  500 

Mileage  and  transportation .....,..« 900> 

Total 12,  OW. 

ITEMIZED  STATEMENT  OF  EXPEITOITUKES  DURING  THE  FISCAL  YEAR  ENDING  JUNE 
30,  1S91,  SUBMITTED  IK  COMPLIANCE  WITH  REQUIREMENTS  OF  SECTION  6  OF  THE 
RIVER  AND  HARBOR  ACT  OF  1888. 


Observations : 

Pay  of  20  permanent  gauge-keepers  from  July  1,  1890,  to 
March  31,  1891,  inclusive $2,610.00 


pay  of  1  permanent  gange-kecper  at  St.  Lonis,  from  August 
7, 1890»  to  March  31, 1891,  Inclusive . 


117.  (K) 


$2,727.0a 
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Inspection  and  repairs : 

Pay  of  assistant  engineer  8^  months,  at  $150 $1, 225. 00 

Traveling  expenses  of  assistant  engineer  -while  inspecting 

gauges 196.30 

Pay  of  persons  hired  to  assist  gauge  inspector,  and  to  repair 

and  paint  gauges,  erect  bulletins,  etc 176. 05 

Repair  of  level  rod 1. 00 

Material  for  repairs  of  gauges 19. 60 

Transportation  of  material 10. 50  • 

Mileage  of  officer  in  charge 41. 00 

Photograph  camera 54.25 

: $1,723.70 

Office  expenses  and  contingencies : 

Office  pay  rolls : 450,00 

Stationery 28.25 

Transportation  of  note  books  and  maps  of  Delta  survey  from 

En^eer  Department 5. 40 

483.65 

Total  amount  expended  during  year 4,934.35 

Seventeen  permanent  gauge-keepers  were  paid  for  the  last  quarter  of 
the  fiscal  year  1891  from  appropriations  for  other  works,  as  stated  in 
body  of  this  report,  as  the  reduced  amount  allowed  under  the  new  con- 
struction of  the  act  of  August  11, 1888,  was  not  sufficient  to  pay  them. 

The  outstanding  liabilities  July  1, 1891,  were  as  follows: 

Telegrams  during  fiscal  year  1890 $5. 19 

Telegrams  during  fiscal  year  1891 68 

Pay  of  deceased  gauge-keeper  at  St.  Louis,  Mo 11. 00 

Pay  of  4  permanent  gauge-keepers  from  April  1, 1891,  to  June  30,  1891,  in- 
clusive    195.00 

Total  amount  outstanding 211. 87 

Money  statement, 

July  1,  1890,  amount  available  (provided  by  act  of  August  11,  1888) $9, 600. 00 

Amount  aUotted  for  gaugings  at  St.  Paul 900.00 

Amount  authorized  to  be  expended  for  gauges  in  this  district  by  project 

approved  August  19,  1890 8,700.00 

Amount  of  outstanding  liabilities  of  fiscal  year  1890 5. 19 

July  1,  1890,  total  amount  available 8, 705. 19 

June  30,  1^1,  amount  expended  during  fiscal  year $-1, 934. 35 

Amount  witlJield  at  Treasury  United  y tatcs 3, 523. 53 

8,457.88 

July  1,  1891,  balance  unexpended 247. 31 

July  1,  1891,  outstanding  liabilities 211. 87 

July  1, 1891,  balance 35.44 

(  Amount  that  can  be  expended  profitably  in  fiscal  year  ending  June  30, 1893    12, 000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
/     harbor  acts  of  18G6  and  1867. 
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V  19. 

SURVEY  OF  CYPRESS  BAYOU  AND  THE  LAKES  BETWEEN  JEFFERSON, 
TEXAS,  AND  SHREVEPORT,  LOUISIANA,  TO  ASCERTAIN  IF  NAVIGATION 
•  CAN  BE  MATERIALLY  AND  PERMANENTLY  IMPROVED  BY  THE  CON- 
STRUCTION OF  LOCKS  AND  DAMS,  AND  THE  PROBABLE  COST  THEREOF. 

This  survey  was  ordered  by  the  following  item  of  the  river  and  har- 
bor act  of  September  19, 1890 : 

The  Secretary  of  War  is  hereby  directed  to  cause  a  survey  to  be  made  of  Cypress 
Bayou  and  the  lakes  between  J efrerson,  Tex.,  and  Shreveport,  La.,  in  order  to  ascer- 
tain if  the  navigation  of  the  said  bayou  and  lakes  can  be  materially  and  permanently 
improved  by  the  construction  of  such  dams,  and  locks  and  dams,  as  may  be  neces- 
sary, and  if  found  practicable  the  probable  cost  thereof,  and  for  this  purpose  $10,000, 
or  so  much  thereof  as  may  be  necessary,  is  hereby  appropriated. 

PBOGRESS  REPORT. 

The  late  date  on  which -the  appropriation  became  available  made  it 
necessary  to  postpone  this  survey  until  late  in  the  year.  In  accordance 
with  the  approved  project  required  by  law  the  survey  party  was  organ- 
ized under  Assistant  Engineer  H.  M.  Marshall,  at  Vicksburg,  and  began 
operations  on  the  survey  of  the  mouth  and  part  of  Yazoo  Eiver,  and 
continued  on  that  work  until  driven  out  by  high  water  December  6, 
1890.  The  party  was  transferred  immediately  to  Shreveport,  and,  the 
quarter-boats  having  been  repaired  and  fitted  out  in  advance,  began 
work  on  the  survey  of  Twelve-Mile  Bayou  and  the  lakes,  December  8. 
Progress  was  greatly  impeded  throughout  January  by  high  water 
through  the  outlets  from  Upper  Eed  River,  which  submerged  the  low 
banksof  the  lakes  and  bayous.  By  April  the  water  had  fallen  suffi- 
ciently to  resume  the  survey,  and  the  field  work  was  completed  by  the 
middle  of  the  month. 

The  triangulation  covers  the  entire  basin  and  connects  with  the  system 
of  the  Red  River  Survey,  and  the  precise  levels  were  carried  to  the 
limit  of  the  high  lands,  and  thence  connected  by  ordinary  spirit  levels 
with  the  line  to  Jefferson,  the  country  being  too  difficult  for  the  former. 
The  notes  of  triangulation  and  levels  have  been  computed  and  tabula- 
te, ai)d  the  topography  and  hydrography  is  ready  for  plotting. 

It  was  found  necessary  as  the  survey  developed  to  join  on  with  the 
Upper  Red  River  survey  to  find  the  outlets  through  which  the  wator 
supply  came  to  the  lakes,  and  which  will  gradually  be  cut  off  by  the 
west  bank  line  of  levees. 

As  the  estimate  called  for  $12,000,  if  the  work  should  be  found  neces- 
sary, it  is  to  be  regretted  that  the  full  amount  of  the  estimate  was  not 
granted.  Before  any  intelligent  opinion  can  be  formed  of  the  advisabil- 
ity, durability,  and  cost  of  locks  and  dams,  or  of  any  other  reasonable  plan 
for  giving  navigation  to  Jefferson  when  boats  can  reach  Shreveport,  it 
will  be  necessary  to  make  borings  along  the  trial  lines  to  determine  both 
the  character  and  depth  of  the  material  to  be  moved,  and  of  the  founda- 
tions for  construction.  Borings  were  included  in  the  approved  project 
for  the  survey,  but  the  high  stage  of  water  that  prevailed  during  most 
of  the  time  the  party  was  in  the  field  would  not  have  peo^nitted  them  to 
be  made,  even  had  there  been  funds  for  the  purpose.  The  work  will 
have  to  be  done  at  low  water  and  by  skilled  workmen,  in  order  to  get 
the  information  before  flood.  An  appropriation  of  $2,000  is  recom- 
mended for  this  purpose. 

The  maps  are  now  being  laid  out  from  the  field  sheets,  and  it  is 
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liopecl  that  they  wDl  be  finished  in  time  to  prepare  a  special  report,  and 
Bubinit  all  to  the  Department  before  Congress  meets. 

Money  statement 

Amonnt  appropriated  by  act  approved  September  19,  1890 $10, 000. 00 

June  30,  lo91,  amount  expended  during  fiscal  year 9, 897. 99 

July  1,  J891,  balance  unexpended 102. 01 

July  1, 1891,  outstanding  uabilities 3. 84 

July  1, 1891,  balance  available 98. 17 

(Amount  (estimated)  required  for  cc>in]»U*ti<)n  of  existing  project 2, 000. 00 
Amount  that  can  be  profitably  expended  in  liscal  year  ending  J  une  30, 1893      2, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


V   20. 

PRELIMINARY    EXAMINATION    OF    CANE    RIVER,    LOUISIANA,    WITH    A 
VIEW  TO  ITS  IMPROVEMENT  BY  LOCKS  AND  DAMS  FOR  THE  PURPOSE 

OF  GIVING  PERMANENT  NAVIGATION  THB  YEAR  ROUND. 

« 

[Printed  in  Honse  Ex.  Doc  No.  164,  Fifty-first  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington^  D.  0.,  January  15,  1891. 
Sir  :  I  have  the  honor  to  submit  the  accompanying  copy  of  report, 
dated  January  7, 1891,  by  Capt.  J.  H.  Willard,  Corps  of  Engineers,  giv- 
ing results  of  preliminary  examination  of  "Cane  River,  Louisiana,  with 
a  view  of  improving  the  same  by  locks  and  dfims  for  the  purpose  of 
giving  permanent  navigation  the  year  round,"  made  in  comphance  with 
provisions  of  the  river  and  harbor  act  of  September  19, 1890. 

It  is  the  opinion  of  Captain  Willard  and  of  the  Division  Engineer, 
Col.  C.  B.  Comstock,  that  Cane  River  is  not  worthy  of  improvement,  and 
I  concur  in  the  views  of  these  officers. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.,  Chief  of  Engineers. 
Hon.  Redfield  Prootor, 

Secretary  of  War, 


report  of  captain  j.  h.  willard,  corps  of  engineers. 

United  States  Engineer  Office, 

Yiclcshurg,  Miss.,  Jamiary  7,  1891. 
General:  I  have  the  honor  to  submit  the  following  report  upon  the 
preliminary  examination  of  "Cane  River,  Louisiana,  with  a  view  to 
improving  the  same  by  locks  and  dams  for  the  purpose  of  giving  per- 
manent navigation  the  year  round,"  required  by  sections  17  and  18  of 
the  act  of  Congress  approved  Sei)tember  19,  1890,  assigned  to  me  by 
your  letter  of  September  20,  1890. 
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Cane  Eiver  is  one  of  the  abaudouc<l  channels  of  Red  River,  left  ont 
on  the  westward  by  cut  offs  abont  1825  and  1849.  It  is  about  75  niiles 
long  from  Red  River  near  Grand  Ecore  to  Red  River  near  Colfax,  made 
up  of  pools,  bayous,  and  swamps,  and  interrupted  by  deposits  consid- 
erably higher  than  the  averjige  stage  of  the  main  river.  The  bars  have 
risen  above  the  low- water  line  of  Red  River  to  such  a  height  that  Cane 
River  can  not  be  entered  from  above  except  at  flood  stages,  and  navi- 
gation is  not  open  at  the  mouth  to  boats  drawing  over  4  feet  until  Red 
River  has  risen  to  a  stage  above  20  feet  on  the  gauge  at  Alexandria,  34 
miles  below,  the  nearest  point  of  reference.  This  gauge  w^as  established 
December  26, 1871,  and  observations  have  been  taken  continuously  since 
that  date.  The  zero  was  set  at  the  low  water  of  that  year,  the  lowest 
then  ascertained,  but  the  river  has  fallen  below  that  point  almost  every 
year  to  the  jiresent  time,  reaching  minus  3.7  feet  on  the  gauge  in  1881. 

I  made  the  following  table  from  the  original  records  of  the  Alexan- 
dria gauge  to  show  the  behavior  of  Red  River  at  that  point,  and  to 
give  all  the  information  neejied  for  the  present  discussion  of  any  plan 
lor  improving  Cane  River. 
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From  the  19  years'  observations  it  will  be  seen  that  without  any  work 
of  improvement  Cane  River  is  navigable  for  boats  drawing  4  feet,  en- 
tering below,  for  about  2  months  in  the  year,  usually  between  March 
and  May  5  that  it  is  not  navigable  for  such  boats,  probably  for  none,  for 
about  5  months,  usually  between  August  and  December;  and  that  dur- 
ing the  remaining  5  months  navigation  is  not  to  be  counted  upon. 

Boats  may  navigate  Cane  Eiver  during  the  high-water  months  with 
sufficient  regularity  to  acquire  the  name  of  a  "  line,"  but  if  they  enter 
the  river  at  other  periods  it  is  simply  as  a  venture  for  one  or  two  trips 
when  the  river  is  unusually  high  for  the  season  of  the  year.  Now,  to 
make  steamboating  in  Cane  River  profitable,  it  should  be  navigable 
during  the  cotton-shipping  time,  say  October  to  March,  but  that  is 
usually  the  low- water  season  in  Red  River,  and  when  the  river  falls 
much  below  the  zero  of  the  Alexandria  gauge  navigation  is  suspended 
either  at  the  mouth  of  Red  River  or  at  the  falls  of  Alexandria,  so  that 
if  Cane  River  were  improved  by  locks  and  dams  navigation  would  be 
limited  to  the  canalized  portion  for  a  certain  time  during  low  and 
medium  stages,  and  only  available  for  general  purposes  when  Ked  River 
should  be  high  enough  for  loaded  boats  to  navigate  Red  River  between 
Colfax  and  t^e  Mississippi. 

Cane  River  was  examined  by  Major  Miller  in  1882,  who  rex)orted  that 
the  stream  was  not  worthy  of  improvement  nor  the  work  a  public  neces- 
sity. The  subreport,  however,  contained  an  estimate  of  $7,665  for 
'•'jmovinglogs,  snags,  leaning  trees,  etc.,  upon  which  probably  was  based 
the  appropriation  of  $2,600  in  the  act  approved  July  5, 1884.  (Report 
Chief  of  Engineers,  1884,  page  1366.) 

No  further  estimate  having  been  made.  Cane  River  was  dropped  from 
the  list  of  navigable  streams  in  this  district  after  finishing  the  work 
contemplated  in  the  expenditure  of  the  amount  allotted. 

In  preparing  my  report  of  February  21, 1890,  upon  a  bill  for  a  bridge 
to  be  built  across  Cane  River  at  Natchitoches  (act  approved  April  22, 
1890),  I  tried  to  get  information  about  the  commerce  of  this  stream, 
but  with  indifferent  success.  I  was  informed  that  the  "  Old  River"  had 
filled  up  so  much  that  ordinarily  it  was  not  navigable  for  more  than  two 
months  in  the  year,  and  that  as  the  filling  up  was  still  going  on  the 
navigation  became  more  and  more  doubtful  year  by  year. 

The  estimated  crop  of  the  valley  last  year  was  7,600  bales  of  cotton 
and  75,000  sacks  of  seed,  or  about  one-third  the  estimate  in  the  report 
of  1884,  and  in  consequence  of  the  uncertain  navigation  the  greater 
part  was  hauled  to  the  main  river  or  to  the  Texas  and  Pacific  Railway. 
If  the  water  should  be  high  at  the  cotton-shipping  season  it  was  ex- 
pected that  about  five  trips  would  be  made  by'a  boat  of  about  300  tons. 
The  president  of  the  parish  police  jury  stated  that  no  objection  would 
be  made  by  them  to  any  bridge  that  might  be  built  across  Cane  River, 
and  considered  the  navigation  of  that  stream  as  valueless  to  the  people 
because  of  its  uncertainty.  Two  boats  made  the  trip  last  winter,  but 
no  report  of  the  business  could  be  obtained,  and  none  could  be  procured 
of  the  business  done  during  the  year  1890. 

Assistant  Engineer  Marshall  connected  the  line  of  levels  on  Red  River 
with  points  at  l£e  head  and  foot  of  Cane  River  in  October  and  Novem- 
ber, 1890,  and  made  a  report,  which  is  given  below. 

This  river^  so  called,  is  an  old-time  bed  of  Bed  River  lying  wholly  within  the  parish 
of  Natchitoches  and  was  abandoned  when  the  Riffolet  dn  Bon  Dien  became  the  main 
channel.  I  was  not  able  to  ascertain  accurately  the  character  or  time  of  this  change, 
which  occnrred  about  1S25. 

Ked  River  seems  to  have  made  a  cut-off,  via  a  bayou,  from  the  hills  at  Grand  Eooie, 
OD  th«  western  side  of  the  valley,  into  Saline  River,  where  it  skirted  the  hills  on  the 
eastern  side  at  the  present  town  of  St.  Maurice.    Thence,  following  the  bed  of  the 
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Saline  to  its  moutli,  Red  River  returned  to  itself  where  now  stands  the  town  of  Col- 
fax. Cane  River  proper  was  at  one  time  a  short  branch  of  Red  River  from  the  town 
of  Natchitoches  to  Twenty-four  Mile  Ferry,  and  became  the  main  channel  when  Red 
River  abandoned  what  is  now  termed  Old  River.  It  is  thus  seen  that  Red  River  has 
from  time  to  time  changed  its  course,  seemingly  for  no  other  reason  than  to  shorten 
its  route.  The  name  Cane  River  is  now  applied  to  all  the  old  bed  from  Natchit-oches 
np  to  Red  River,  and  from  Twenty-fouiL  Mile  Ferry  down  to  Red  River,  as  well 
afl  to  the  intermediate  portion,  extending  in  all  a  distance  of  about  12^  kilometres. 

When  Louisiana  was  settled  the  land  along  this  river  was  early  sought  out  and 
brou|3:ht  under  cultivation,  and  now  constitutes  the  finest  farms  in  the  State.  Cul- 
tivation is  confined  almost  exclusively  to  cotton,  which  yields  here  most  abundantly 
in  quantity  and  excellent  quality.  There  are  no  statistics  kept  of  the  commerce.  A 
steamboat  capable  of  carrying  1,800  bales  of  cotton  made  ten  trips  up  the  river  last 
season.  The  town  of  Natchitoches,  on  the  right  bank,  about  8  kilometres  below  the 
head  of  the  river,  has  about  3,000  inhabitants.  The  Texas  and  Pacific  Railway  runs 
nearly  parallel  with,  and  from  2  to  10  kilometres  from  Cane  River,  from  Natchitoches, 
where  it  leaves  the  river,  down  to  the  mouth. 

Canalization  is  the  only  possible  mode  of  improvement,  because  of  the  lack  of 
water  for  any  other  method.  There  is  a  clean,ciear  bed,  about  12  metres  deep  and 
145  metres  wide,  high  and  dry  above  low  water,  save  for  the  small  stream  supplied 
by  the  drainage  area  of  1,500  square  kilometres.  The  annual  rainfall  is  about  1.52 
metres,  or  2,280,000,000  cubic  metres  from  the  whole  area,  and  the  discharge  at  the 
mouth  of  Cane  River  was  1,000,000  cubic  metres  per  day,  with  Red  River  3  metres  above 
extreme  low  water.  The  ifall  through  Cane  River  is  4.7  metres  at  high  water  and 
9.3  metres  at  low  water  from  Natchitoches  to  the  mouth.  To  the  low-water  fall 
must  be  added  sufficient  height  to  obtain  reservoir  capacity  to  supply  water  for  lock- 
age and  leakage  and  to  afford  draft  for  boat-s,  which  would  make  the  total  lift 
about  14  or  15  metres.  This  being  divided  into  3  lifts  of  5  metres  each  gives  a 
reservoir  capacity  271,000,000  cubic  metres.  With  locks  20  metres  wide  and  60 
metres  long,  eaoh*  locking  would  require  but  6,000  cubic  metres.  The  discharge  of 
Red  River  at  extreme  low  water  is  probably  about  6,000,000  cubic  metres  per  day, 
and  half  of  the  above  estimated  capacity  of  Cane  River  would  be  sufficient  to  double 
the  discharge  of  Red  River  at  extreme  low  water  for  a  period  of  30"  days.  This  canal 
could  therefore  be  made  incidentally  of  great  advantage  to  Red  River.  The  locks 
would  cost  about  $75,000  each,  or  $225,000  for  the  whole  work,  but  no  reliable  esti- 
mates could  be  made  except  after  a  survey  of  the  site  of  the  locks.  It  is  known  that 
rock  foundati<m  can  be  obtained  at  not  a  great  depth,  which  would  insure  the  feasi- 
bility of  locking. 

The  following  table  shows  relative  elevations  in  metres  above  Cario  datum  as  de- 
termined by  lines  of  levels  at  the  head  of  the  river,  across  to  Natchitoches,  and  at 
the  mouth,  while  the  accompanying  tracing*  shows  the  geographical  position. 


PLicp. 


water, 
1890. 


JIiMid 

Uutrhitocliod I      39.  5 

Month W.8 


Low 
water. 


30.0  . 
30.8  1 
21.5  I 


Top  of  I  Bottom 
bank,  i  of  river. 


36.0 
42.0 
35.0 


30.0  !  1  Cairo  datnm,  21.26  feet  below  Mis- 
30. 6  I  V  Bissippi  River  CominiBsion  pro- 
21. 2  \y     Tisioual  mean  Gulf  level. 


To  sum  up  the  results  of  the  examination : 

1.  Cane  River  can  be  converted  into  a  canal  at  a  cost  of  about  $2,000  per  kilometer. 

2.  The  canal  would  be  of  great  advantage  to  Red  River  at  low- water  season. 

3.  The  prospective  commerce  on  the  canal  is  indefinite,  but  probably  not  consid- 
erable. 

4.  A  survey  would  be  necessary  to  determine  location  and  cost  of  locks  accurately. 

Converting  elevations  from  meters  to  fe^t,  and  using  zero  of  Alexan- 
dria gange  for  datum,  the  table  with  certain  additions  will  show  the 
depths  and  heights  between  the  head  of  Cane  River  and  Alexandria. 


Place. 


Head  of  Canp  River. . . 

Natchit(K^hf8 

Mouth  of  Cilne  Kiver  . 

Tipper  Falls 

Lower  Falls 

Alexandria  gauge 


High  water, 
1890. 


Co.  13 
49.71 


36.85 


'  Nol  rt'piiiiled. 


Low  water. 

Depth. 

3a.  97 

0.0 

36.50 

0.7 

6.08 

1.0 

1.48 

8.0 

0.67 

5.6 

0.00 

8.0 

noiffht  of 
bnnhii. 


53.65 
73.84 
50.37 
35.00 
84.00 
84.20 


Digitized  by 


Google 


APPENDIX  V — REPORT  OF  CAPTAIN  WILLARD.     2027 

The  followiug  table  gives  the  depths  of  the  chaDiiel  through  the  falls 
above  Alexandria,  correspoiuling  to  average  and  extreme  low  water  on 
the  gauge: 


Alc^Andria  gauge 

Depth  OD  Lower  Tails  . 
Depth  on  Upper  Falls  . 


The  tables  show  that  with  a  8loi)e  of  less  than  five-tenths  foot  the 
river  would  have  to  be  at  least  20  feet  on  the  Alexandria  gauge  to  en- 
able boats  to  enter  the  mouth  of  Cane  River  on  4  feet  dr^,  thus 
agreeing  with  former  reports  and  witlt  the  statement  of  pilots  engaged 
in  the  Red  River  trade.  They  also  show  that  Re4  River  would  have  to 
be  improved  by  locks  and  dams  at  and  above  Alexandria  to  give  "  p^er- 
manent  navigation  the  year  round  "  of  at  least  6  feet,  without  which 
the  desired  improvement  of  Cane  River  could  not  be  used  at  midsummer 
low  stages  of  Red  River  except  for  local  business,  as  already  stated. 

M^or  Howell  submitted  i>rojects  in  1874  for  locks  and  dams,  and  a 
canal  at  the  falls  of  Alexandria  to  cost  from  $80,000  to  $100,000,  but 
the  work  was  only  intended  to  relieve  navigation  over  the  falll.  Fo 
action  was  taken  upon  the  plan,  and  as  a  surv€\v  is  now  in  progress  to 
furnish  a  basis  for  a  pemianeiit  improvement  of  Red  River,  it  is  not 
probable  that  anything  will  be  done  until  a  new  plan  has  been  submitted 
(Report  Chief  of  Engineers,  1875,  page  904).  I  do  not  think  it  necessary, 
therefore,  to  review  Assistant  Engineer  Marshjill's  approximate  esti- 
mate of  $225,000  for  three  locks,  except  to  say  that  unless  the  sites 
should  happen  to  fall  where  the  firmest  foundations  could  be  had,  it  is 
my  opinion  that  a  lift  of  15  feet  would  be  too  great,  and  that  four  or 
probably  five  locks  and  dams  would  be  required.  This  would  increase 
the  cost  of  the  improvement  very  materially. 

The  estimate,  however,  is  much  too  small,  for,  as  the  river  rises  and 
falls  nearly  40  feet,  the  locks  would  have  to  be  of  the  most  substantial 
type  of  masonry,  as  they  would  be  submerged  during  floods,  and  the 
dams  would  have  to  be  provided  with  navigable  passes,  to  be  used  as 
soon  as  the  water  would  reach  a  stage  that  would  prevent  maneuvering 
the  gates. 

No  estimate  can  be  piade  of  the  probable  cost  of  such  an  improvement 
without  an  exhaustive  survey  to  determine  the  number  and  positions  of 
the  dams,  the  character  of  the  foundations,  and  the  amount  of  revetment 
and  levee  work  that  might  be  needed;  and  this  would  be  s>n  expensive 
undertaking. 

By  using  the  survey  of  Red  River  from  Grand  Ecore  to  Alexandria 
on  the  one  hand,  and  the  levels  of  the  Texas  and  Pacific  Railway  on 
the  other,  it  may  be  done  for  $12,000,  provided  there  should  be  no  seri- 
ous interruptions  on  account  of  high  water  or  sickness.  I  do  not  recom- 
mend the  survey,  however,  because  I  do  not  consider  Cane  River  worthy 
of  improvement  by  locks  and  dams  or  by  any  other  method,  or  the  work 
a  public  necessity.  On  the  contrary,  following  the  principles  that 
should  govern  iji  any  plan  for  improving  Red  River,  Cane  River  should 
be  treated  as  an  injurious  outlet,  and  its  upx)er  end,  which  has  been 
gradually  filling  up,  should  be  permanently  closed  by  a  dam  and  levee 
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to  conliuo  the  flood  wiit43r8  to  the  main  river.    No  further  exaniiuation 
or  survey  is  necessary. 

Very  respectfully,  your  obedient  servant, 

J.  H.  WlLLARD, 

Captain,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 
(Through  Ool.  0.  B.  Comstock,  Corps  of  Engineers,  Division  Engi- 
neer, Southwest  Division.) 

[First  indorsement.] 

U.  S.  Engineer  Office, 
Southwest  Division, 
New  York,  January  12,  1891. 
EespectftiHy  forwarded  to  the  Chief  of  Engineers. 
For  the  reasons  stated,  I  concur  in  the  opinion  of  the  district  oflScer 
that  Cane  Eiver  is  not  worthy  of  improvement  by  locks  and  dams,  a« 
suggested  in  the  river  and  harbor  act  of  September  19, 1890,  section  17. 

C.  B.  Comstock, 
Colonel  of  Engineers,  Bvt,  Brig.  Oen.,  U.  8.  A., 

Division  Engineer. 


V   21. 


PRELIMINARY  EXAMINATION  OF  BAYOU  CASTOR,  LOUISIANA. 
[Printed  in  House  Ex.  Doc.  No.  185,  Fifty -firtt  Goii8:re8s,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Wa^sliington,  D,  C,  January  15, 1891. 
Sir:  I  bave  the  honor  to  submit  the  accompanying  copy  of  report 
dated  January  7,  1891,  by  Capt.  Joseph  H.  Willard,  Corps  of  Engi- 
neers, upon  the  prelimary  examination  of  Bayou  Castor,  Louisiana, 
made  in  cempliance  with  requirements  of  the  river  and  harbor  act  ap- 
proved September  19,  1890. 

In  view  of  the  small  commercial  interests  to  be  benefited  Captain 
Willard  is  of  the  opinion  that  the  locality  is  not  worthy  of  im])rove- 
ment.    This  opinion  is  concurred  in  by  the  Division  Engineer,  Col.  C. 
B.  Comstock,  Corps  of  Engineers,  and  by  this  oflSce. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Gen.,  Chief  of  Engineer's. 
Hon.  Redfielb  Proctor, 

Secretary  of  War. 


report  of  captain  j.  h.  willard,  corps  op  engineers. 

United  States  Engineer  Office, 

Vickshurg,  Miss.,  January  7,  1891. 
General:  I  have  the  honor  to  submit  the  following  report  upon  the 
preliminary  examination  of  Bayou  Castor,  Louisiana,  required  by  sec*- 
tions  17  and  18  of  the  act  of  Congress  approved  September  19, 1890,  and 
assigned  to  me  by  your  letter  of  September  20, 1890. 
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Bayou  Castor,  with  its  tributary  creeks,  drains  a  portion  of  the  coun- 
try south  of  the  Vicksburg  and  Shreveport  Railroad  and  west  of  the 
Ouachita  River,  flowing  from  6  to  8  miles  from  the  latter  for  a  consid- 
erable distance  above  and  below  Columbia.  Its  general  course  is 
southerly  to  its  junction  with  Dugdemona  River,  latitude  31^  50',  lon- 
gitude 92^  20',  forming  Little  River,  a  stream  that  flows  into  what  is 
called  Catahoula  Lake,  which  is  drained  into  Red  River  and  Ouachita, 
and  sometimes  filled  by  high  water  from  the  latter  through  another 
Little  River  at  Trinity,  where  the  "Four  Rivers''  meet.  Catahoula 
Lake  is  dry  in  summer  and  grass  grown.  Bayou  Castor  is  the  same 
kind  of  stream  as  Dugdemona  River,  which  was  examined  by  me  in 
1887  and  rei)orted  as  not  worthy  of  improvement.  Assistant  Davis 
reported  Dugdemona  River  as  only  a  tortuous  creek,  flowing  through 
an  uninhabited  swamp  about  2  miles  wide,  the  surrounding  country 
hilly,  and  the  soil  thin.    (Report  Chief  of  Engineers,  1887,  page  1489). 

Assistant  Engineer  R.  S.  Buck,  jr.,  was  dispatched  from  the  Red 
River  survey  at  Alexandria,  La.,  October  16,  1890,  and  directed  to 
make  a  personal  examination  of  Bayou  Castor,  beginning  at  the  mouth 
and  a4»cending  as  high  as  practicable.  The  following  is  taken  from  his 
report: 

We  arrived  at  Alexandria  October  16.  There  I  left  the  Florence  and,  seeoring  the 
services  of  a  doable  team  and  driver,  procoeded  across  country  to  the  mouth  of 
Bayou  Castor,  a  distance  of  42  miles.  I  arrived  there  on  the  morning  of  the  17th 
and  went  up  the  bayon  about  half  a  mile  in  order  to  sound  and  get  current  velocity 
in  that  vicinity. 

After  leaving  the  month  I  proceeded  up  the  bayou  as  far  as  Castor  Sulphur 
Springs,  about  25  miles  from  the  month.  On  account  of  the  density  of  the  swamps 
on  both  sides  of  the  bayou  and  the  numerous  sloughs  and  tributary  bayous  it  w:is 
impossible  to  foUow  the  bayou  closely  after  the  road  left  it,  either  in  a  vehicle  or  on 
horseback,  and  it  would  have  been  useless  work  of  many  days  to  attempt  it  on  foot. 
Further,  tne  bayou  at  that  stage  was  so  blocked  up  with  logs  and  snags  that  even  if 
a  skiff  or  dug-out  had  been  procurable  it  would  have  been  impossible  to  go  up  by 
that  means. 

However,  I  struck  the  bayon  wherever  it  was  practicable  to  do  so,  and  saw  enough 
of  it  and  secured  sufficient  information  from  the  natives  to  ascertain  the  value  of  the 
stream  and  the  advisability  of  attempting  improvement. 

Bayou  Castor  in  conjunction  with  Dugdemona  River  forms  Little  River,  and,  at 
the  stage  at  w]jich  it  was  examined,  furnishes  not  more  than  one-tenth  as  much 
water  to  that  nver  as  the  other  tributary.  This  is  not  so  much  on  account  of  dif- 
ference in  cross  section  as  in  current  velocity.  The  current  in  Bayou  Castor  near  its 
mouth  is  about  one-third  mile  per  hour,  while  that  of  Dugdemona  River  is  not  less 
than  2  miles  per  hour. 

Bayou  Castor  is  of  very  uniform  cross  section,  with  steep  banks,  and  throughout 
its  entire  length  is  a  succession  of  bends  more  or  less  sharp.  There  are  no  marked 
irregularities  or  bar  formations.  As  high  as  Castor  Sulphur  Springs  it  runs  through 
dense  swamps  and  its  banks  are  covered  with  underbrush  and  trees  down  to  the 
water's  edge.    The  channel  is  filled  with  snags,  brush,  cypress  trees,  and  knees. 

From  parties  well  acquainted  with  the  bayou  I  learned  that  the  character  of 
the  stream,  though  greatly  diminished  in  size,  and  the  country  through  which  it 
runs  is  much  the  same  above  Castor  Sulphur  Springs  as  below.  From  top  to  top  of 
.banks  near  the  mouth  the  bayou  is  about  200  feet  wide,  and  from  water's  edge  to 
water's  edge  about  60  feet.  In  that  vicinity  soundings  in  the  deepest  part  rauged 
from  3  to  D  feet.  The  water  was  2  feet  above  lowest  stage.  There  the  banks  are 
from  17  to  20  feet  high  and  the  water  in  time  of  flood  reaches  8  or  10  feet  over  the 
banks.    The  range  of  fluctuation  is,  therefore,  about  30  feet. 

At  the  Pendarvis  place,  10  miles  above  the  mouth,  the  banks  are  about  25  feet 
high ;  from  top  to  top  of  banks  the  bayou  is  175  feet  wide ;  from  water's  edge  to 
water's  edge  'U)  to  50  feet.  Velocity  of  current  in  pools  is  about  one-half  mile  per 
hour :  on  rapids  about  2  miles  per  hour.  Stage  about  2  feet  above  extreme  low  water. 
Beptli  from  2  to  3  feet.  The  bayou  breaks  up  into  a  succession  of  pools  and  rapids 
aboi)t  7  miles  above  the  mouth. 

At  the  Pendarvis  place  the  back  water  reaches  about  20  feet  above  low  water,  but 
fireshet  from  above  has  reached  as  high  as  40  feet  above  low  water.  This  excessive 
flood  height  is  doubtless  due  to  great  coutraction  of  high-water  section  caused  by 
the  hills  coming  in  to  the  bayou. 

At  Castor  Sulphur  Springs  the  bayou  is  1 10  feet  from  top  to  top  of  banks  and  45 
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feet  from  water's  edge  to  water's  edge.  The  banks  are  about  15  feet  hieh  aad  the 
water  5  feet  deep  when  5  feet  above  extreme  low  water,  at  which  stage  the  bayoa  is 
almost  dry. 

Backwater  has  never  reached  a  higher  point  than  3  miles  below  Castor  Sulphur 
Springs;  but  &eshet  water  reaches  20  feet  above  low  water.  No  examination  was 
nutde  above  Castor  Sulphur  Springs^  as  the  impracticability  of  making  any  improve- 
ment below  develops  into  impossibility  above.  As  stated,  the  bayou  runs  through  a 
dense  swamp  varying  in  width  from  one-quarter  to  3  miles.  In  places  the  pine  hills 
come  up  to  the  bayou  bank. 

Statistics  as  to  the  demands  of  commerce  and  the  business  done  on  this  bayou  are 
necessarily  crude  and  uncertain.  However,  enough  could  be  gathered  for  practical 
purposes,  and  I  am  liberal  in  allowances.  From  Castor  Sulphur  Springs  to  the  mouth 
of  tne  bayou  there  are  four  or  five  small  plantations.  The  swamps  bordering  on  the 
bayou  are  incapable  of  cultivation,  the  places  being  on  the  hills. 

The  highest  point  ever  reached  by  a  steamboat  was  3  miles  below  Castor  Sulphur 
Springs,  or  22  miles  above  the  mouth.  The  highest  point  reached  by  steamboat  dur- 
ing past  23  years  (according  to  E.  H.  Pendarvis)  was  8  miles  above  the  mouth. 
However,  flat  boats  for  carrying  out  staves  have  gone  higher.  The  bayou  is  naviga- 
ble during  4  or  5  months  in  the  year.    One  or  two  boats  go  up  the  bayou  in  a  season. 

The  amount  of  business  done  yearly  is  about  as  follows : 

Pine  logs  rafted,  20,000,  at  about  60  cents  per  locj $12, 000 

Staves  carried  out,  10, 000,  at  about  $125  per  1,000 1,250 

Cotton  and  merchandise  uncertain  and  inconsiderable,  but  about 2, 000 

Total 15,250 

So  the  amount  of  business  done  on  this  bayou  can  not  exceed  by  liberal  estimate 
$16,000. 

From  Castor  Sulphur  Springs  to  the  month  the  Houston,  Central  Arkansas  and 
Northern  Railroad  runs  at  a  distance  from  the  bayou  in  most  places  not  exceeding  1 
or  2  miles,  and  never  exceeding  4  miles. 

Except  when  high  water  is  backed  up  from  below  no  boat  can  ^et  up  the  bayou. 
When  the  bayou  is  high  from  head  water  the  fluctuation  is  too  rapid  and  the  current 
too  strong  to  admit  of  navigation  among  the  sharp  bends,  overhanging  trees,  and 
cross  currents. 

An  estimate  of  the  cost  of  clearing  the  channel  of  trees,  cypress  knees,  and  snags, 
and  the  banks  of  overhanging  trees  can  be  put  at  $200  per  mile,  or  for  the  25  miles 
up  to  Castor  Sulphur  Spring,  $5,000.  After  this  is  done  it  is  questionable  if  naviga- 
tion would  be  more  than  slightly  facilitated,  because  of  sharp  bends  and  swift  cur- 
rents. Cutting  bends  and  thereby  straightening  the  stream  is  altogether  impracti- 
cable and  no  remedy  for  existing  difficulties.  In  fact  the  character  of  the  stream 
and  the  country  through  which  it  flows,  in  my  opinion,  renders  any  attempt  at  im- 
provement inadvisable. 

The  railroad  mentioned  above  now  forms  part  of  the  Missouri  Pacific 
system.  It  connects  with  the  Iron  Mountain  and  Southern  Eailway 
near  Arkansas  City,  touches  the  Ouacliita  at  Monroe,  and  crosses  it 
near  Columbia,  La.,  and  runs  near  and  i)arallel  to  Bayou  Castor,  cross- 
ing Little  Eiver  just  below  the  junction  of  Bayou  Castor  and  Dugde- 
mona  River  upon  a  fixed  bridge,  approved  as  authorized  by  the  act  of 
Congress  approved  August  6, 1888.  The  road  is  now  in  operation  south- 
ward as  far  as  the  crossing  of  the  Ouachita,  about  4  miles  above  Colum- 
bia, and  will  perhaps  be  completed  during  the  year  as  far  as  Alexan- 
dria, on  Red  River. 

The  chief  function  of  these  streams  is  to  drain  the  neighboring  coun-  - 
try,  and  the  only  business  done  on  them  is  rafting  timber  and  floating 
out  staves  on  flatboats.  Some  years  ago,  it  is  said,  a  small  steamboat 
ascended  Dugdei^ona  River  nearly  as  high  as  Winnfleld,  but  could  not 
find  a  place  to  turn  around  and  had  to  back  down.  The  boat  barely 
escaped  loss,  the  upper  works  being  carried  away  by  overhanging  tim- 
ber during  the  trip  down  stream.  •Little  River,  from  the  junction  of 
Dugdemona  and  Bayou  Castor,  was  examined  in  1887  and  reported 
unworthy  of  improvement  except  for  about  25  miles  between  Catahoula 
Lake  and  Ouachita  River,  at  Trinity,  La.,  for  which  an  estimate  of 
$2,50(>  was  made  '*  to  complete.."  The  amount  was  appropriated  and  has 
been  expended,  and  no  further  estimate  has  been  made  for  the  purpose* 
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The  small  amount  of  business  of  the  country  along  Dugdemona  and 
Bayou  CavStor  hjvs  been  done  by  teaming  to  Ouachita  River,  or  by  flat- 
boat  down  through  Little  River.  Tliis  will  soon  be  absorbed  by  the 
new  raih'oad,  so  that  there  should  be  no  need  of  improving  Bayou  Cas- 
tor, even  if  it  were  practicable. 

Assistant  Engineer  Buck's  estimate  of  $200  the  mile,  or  $5,000  for  the 
26  miles  from  Castor  Sulphur  Springs  to  the  mouth,  is,  in  my  opinion, 
much  too  low.  The  stream  has  never  been  worked  and  is  obstructed 
by  raft,  stumps,  and  heavy  timber  and  brush  to  the  water's  edge.  It 
would  cost  not  less  than  $200  the  mile  to  clean  both  banks,  $300  the 
mile,  or  more,  to  clear  the  channel,  with  an  extra  allowance  for  cutting 
the  sharp  points  to  enable  boats  to  make  the  bends.  The  current  being 
sluggish,  the  greater  part  of  the  timber  removed  would  have  to  be 
hanle<l  beyond  overflow  to  prevent  forming  new  obstnnitions  before  the 
work  should  be  finished.  Incidentally  the  work  would  benefit  the  neigh- 
boring country  by  improving  the  drainage  and  reclaiming  lands  now 
under  water. 

In  view  of  the  facts  set  forth,  I  do  not  think  Bayou  Castor,  Louisiana, 
worthy  of  improvement  or  the  work  a  public  necessity.  No  further 
examinations  or  surveys  are  needed. 

Very  respectfully,  your  obedient  servant, 

J.  H.  Wellard, 
CaptaiUy  Corps  of  Engineers, 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  [T.  S.  A. 

(Through  Col.  C  B.  Comstock,  Corps  of  Engineers,  Division  Engi- 
neer, Southwest  Division.) 

[First  indorsement.] 

U.  S.  Engineer  Office, 

Southwest  Division, 
New  Yorkj  January  12^  1891. 
Be8X)ectfully  forwarded  to  the  Chief  of  Engineers. 
For  the  reasons  stated  I  concur  in  the  opinion  of  the  district  ofticer, 
that  Bayou  Castor  is  not  worthy  of  improvement  by  the  United  States. 

C.  B.  Comstock, 

Colonel  of  Engineers, 
Bvt  Brig.  Gen,,  U.  S.  A., 
Division  Engineer. 
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APPENDIX  W. 


IMPROVEMENT  OF  ARKANSAS  RIVER,  ARKANSAS,  INDIAN  TERRITORY,  AND 
KANSAS,  AND  OF  CERTAIN  RIVERS  IN  ARKANSAS  AND  MISSOURI. 


BEPORT  OF  CAPTAIN  H,  S.  TABEB,  CORPS  OF' ENGINEERS,  OFFICER  IN 
CHAROE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  RemoTing   obstmctions   in  Arkansas 

RiTer^  Arkansas,  Indian  Territory, 
and  Kansas. 

2.  Arkansas  River,  Arkansas,  Indian  Ter- 

ritory, and  Kansas. 

3.  Fonrche  River,  Arkansas. 

4.  Petit  Jean  River,  Arkansas. 

5.  White  River,  Arkansas. 


6.  Cache  River,  Arkansas. 

7.  Little  Red  River,  Arkansas. 

8.  Black  River,  Arkansas  and  Missonri. 

9.  Black  River,  Missouri. 

10.  St.  Francis  River,  Arkansas. 

11.  St.  Francis  River,  Missouri. 

12.  Little  River,  Missouri  and  Arkansas. 


EXAMINATION. 
13.  Cnrrent  River,  from  Van  Buren,  Biissouri,  to  its  month. 


United  States  Engineer  Office, 

Little  Bockj  Ark.,  July  1,  1891. 
General:  I  have  the  honor  to  transmit  herewith  the  annual  reports 
for  the  fiscal  year  ending  June  30, 1891,  upon  the  works  under  my  charge. 
I  am,  sir,  very  respectfully,  your  obedient  servant, 

H.  S.  Taber, 
CaptaiUj  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A, 


Wi. 

removing   obstructions    in    ARKANSAS    RIVER,   ARKANSAS,   INDIAN 
territory,  and  KANSAS. 

As  the  first  expenditure  of  money  on  this  river  was  made  as  early  as 
1833,  it  is  not  an  easy  matter  to  determine  what  was  the  original  con- 
dition of  the  navigable  portion  of  this  stream,  but  from  the  delt^-like 
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character  of  its  lower  porticm  and  the  tendencies  now  manifest  in  its 
upper  reaches,  it  may  be  inferred  upon  very  substantial  grounds  that 
shifting  sand  oars,  numerous  drift  piles,  and  dangerous  snags  charac- 
terized the  obstacles  to  navigation  in  the  lower  reaches;  and  gravel  and 
rock  shoals,  with  a  few  snags  and  many  overhanging  trees,  constituted 
those  of  the  upper  reaches.  The  records  of  this  office  indicate  that, 
except  at  a  few  places,  such  as  Pine  Pluff,  Ark.,  and  Fort  Smith,  Ark., 
the  general  plan  of  improvement  has  consisted  of  snagging  operations, 
which  includes  cutting  overhanging  trees,  and  in  building  wing  dams  to 
improve  the  shoals,  the  idea  being  to  afford  temporary  relief  to  naviga- 
tion until  complete  surveys  should  render  it  possible  to  project  a  plan 
for  the  radical  and  permanent  improvement  of  the  navigable  portion  of 
the  entire  river.  For  the  exceptions  noted  attention  is  respectfully 
invited  to  reports  upon  these  special  cases.  The  appropriations  have 
been  made  sometimes  for  the  entire  navigable  reach  and  sometimes  for 
certain  sections.  The  grand  tota^l  of  all  these  appropriations  up  to 
June  30, 1891,  amount  to  $485,251.37.  Of  this  there  had  been  expended 
up  to  June  30, 1890,  $391,288.67,  exclusive  of  certain  sums  aggregating 
over  $100,000  that  were  appropriated  with  the  Mississippi  and  Mis- 
souri rivers,  so  as  not  readily  to  be  determined.  The  most  permanent 
result  of  all  this  expenditure  consists  in  a  series  of  maps  made  by  S. 
T.  Abert  from  a  survey  of  the  river  from  Fort  Gibson,  Ind  T.,  to  Big 
Eock,  Ark.,  3  miles  above  Little  Rock,  Ark.,  in  the  year  1870,  and  also 
another  series  of  maps  from  Wichita,  Kans..  to  Fort  Gibson,  Ind.  T., 
from  a  survey  in  1884.  From  the  nature  or  the  case  the  balance  of 
the  work  has  been  each  year  a  repetition  of  that  of  preceding  years. 
One  iron-hulled  snag  boat  and  one  light-draft  wooden  snag  boat, 
with  all  the  appliances  necessary  for  snagging  operations  were  the 
visible  signs  of  the  balance,  while  the  gratitude  of  those  interested  in 
the  navigation  of  the  river  for  a  navigation  rendered  yearly  less  and 
less  dangerous  by  the  operations  of  these  two  boats  is  the  only  evidence 
existing,  and  the  only  evidence  to  be  expected,  of  work  that  must  be 
done  in  a  stream  like  this,  until  by  some  system  of  permanence, 
caving  banks  no  longer  exist  and  the  annual  quota  of  snags  is  no  longer 
fiomished.  The  most  economical  management  of  snag  boats  requii^es 
not  less  than  $35,000  annually  to  give  absolutely  indispensable  aid  to 
navigation,  a  navigation  in  which  a  vast  amount  of  commerce  is  vitally 
interested. 

During  the  fiscal  year  ending  June  30, 1891,  $9,330.43  was  expended 
in  the  care  and  running  expenses  of  the  United  States  snag  boat  Wichita. 
During  most  of  that  time  the  Arkansas  River  has  been  too  high  for  effect- 
ive snagging  operations,  yet  during  that  time  about  300  dangerous 
snags  were  removed,  about  2,000  overhanging  trees  cut,  and  over  13,000 
trees  deadened.  Pursuing  the  steady  policy  of  operating  the  boat  only 
at  or  near  low  water,  the  balance  has  been  reserved  for  use  during  the 
next  fiscal  year.  This  will  enable  me  for  the  first  time  to  enter  upon 
an  effective  and  systematic  removal  of  obstructions,  but  to  do  anything 
like  thorough  work  the  appropriation  was  much  too  small.  There 
ought  to  be  at  least  $70,000  expended  during  the  next  fiscal  year. 
From  all  present  appearances  the  snag  boat  G.  B.  Beese,  which  has  been 
offered  for  sale  to  the  Mississippi  River  Commission  and  also  to  the 
Missouri  River  Commission,  neither  of  which  bodies  wish  to  make  the 
purchase,  will  make  a  good  towboat  for  the  work  of  improving  Arkan- 
sas River,  Arkansas,  Indian  Territory,  and  Kansas,  and  may  be  sold  to 
that  work  for  a  sufficient  sum  of  money  to  build  an  entirely  new  snag- 
boat  modeled  after  the  Wichita. 
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The  difficnlty  now  contended  with  is  that  I  have  not  sufiGicient  plant 
to  pnsh  snagging  operations  dnring  the  short  period  of  extreme  low 
water. 

Efforts  will  be  made  to  consummate  this  sale  and  build  the  new  boat 
during  the  next  fiscal  year. 

If  on  or  about  the  opening  of  the  fiscal  year  beginning  July  1, 1892, 
the  sum  of  $70,000  could  be  in. hand  and  an  effective  clearance  of  the 
Arkansas  Eiver  could  be  secured,  this  would  render  it  i)ossible,  with 
the  advance  in  the  permanent  improvements,  to  maintain  the  channel 
free  from  snags  by  taking  the  two  snag  boats  as  towboats  on  the  per- 
manent improvements  and  using  them  for  snagging  operations  such  few 
times  as  might  be  necessary. 

Further,  the  time  has  come  in  the  progress  of  improvements  on  this 
river  when  it  is  my  duty  to  recommend  that,  if  possible,  the  money  for 
snagging  be  appropriated  under  the  same  head  as  that  for  the  perma- 
nent improvement  of  the  river,  as  it  will  save  in  engineering  and  office 
expenses,  as  now  two  separate  sets  of  papers  have  to  be  kept,  whereas 
only  one  set  of  papers  need  be  kept,  and  yet  so  much  money  might 
always  be  used  for  snagging  purposes,  the  papers  showing  all  the  time 
exactly  to  what  purpose  moneys  were  applied.  This  would  practically 
increase  the  plant  available  for  both  work  and  will  be  a  matter  of  econ- 
omy in  many  ways.  The  goal  that  has  been  so  long  sought  in  reference 
to  the  opening  of  the  Arkansas  Eiver  is  rapidly  being  neared.  It  has 
taken  persistent  effort  and  strict  adherence  to  a  systematic  plan  in  the 
face  of  much  adverse  criticism;  but  3  years  more  of  the  same  work  will 
show  that  even  with  small  appropriations,  if  there  is  an  economical  fol- 
lowing of  a  careftdly  devised  plan,  a  river  very  thickly  populated  with 
snags  may  be  eventually  opened. 

GOMMEBCE. 

As  stated  in  this  report  this  work  was  begun  in  1833,  and  there  are 
no  records  available  in  this  office  to  show  what  commerce,  if  any,  passed 
over  this  river.  In  1852  a  gentleman  in  Little  Eock  lost  five  out  of  six 
of  the  steamboats  owned  and  run  by  him  in  one  season,  due  to  snags. 
Navigation  must  have  been  uncertain  in  1833,  and  commerce  light. 

It  is  estimated  that  insurance  and  freight  rates  have  been  reduced 
one-third  by  the  improvement  already  effected.  As  to  effect  upon 
rates  of  competing  routes  of  transportation,  there  are  many  points  where 
there  is  no  competition.  Where  there  are,  cotton  is  carried  at  25 
to  50  cents  per  bale  cheaper  by  water  than  by  rail,  and  other  merchan- 
dise accordingly.  This  must  keep  railroad  rates  down.  As  to  pros- 
pective advantages  to  commerce,  if  completed,  observation  shows  that 
whenever  the  snag  boats,  by  thorough  work,  get  the  channel  reasonably 
well  cleared,  the  boats  run  night  and  day,  eagerly  taking  advantage  of 
the  brief  interval  before  appropriations  fail  and  the  annual  crop  of  snags 
can  not  therefore  be  removed.  As  to  benefits  to  community,  if  com- 
pleted, nothing  better  can  be  furnished  under  this  head  than  a  letter 
from  the  Little  Eock  Board  of  Trade,  of  date  as  follows,  viz: 

Ltttle  Rock  Board  or  Tradb^ 

LittU  Bock,  Ark,,  June  8, 1891. 

Deab  Sir:  Owing  to  considerable  sickness  daring  the  mouth  of  MaT  I  was  not 

able  to  give  the  attention  to  the  colloction  of  river  statistics  that  I  wonld  have  liked 

bat  I  have  made  considerable  effort  to  obtain  the  desired  information  and  respect- 

foUy  sabmit  the  following : 

From  the  best  information  we  can  get  the  tonnage  of  freight  carried  has  increased 
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aboat  48  per  cent,  since  onr  report  of  July  27, 1886,  and  the  total  tonnage  in  round 
numbers  amounts  to  about  46,000  tons.  This  includes  the  ^ight  carried  oy  boats  in 
and  out  of  Little  Rock,  and  not  the  entire  river  valley,  the  statistics  for  which  we 
were  not  able  to  get.  It  is  estimated  that  the  river  business  would  increase  about 
60  per  cent,  if  the  river  was  improved.  The  board  certainly  appreciates  your  efforts 
in  behalf  of  our  rivers,  and  sincerely  trusts  the  necessary  appropriations  will  be  made 
by  Congress  to  carry  on  this  work,  the  importance  of  which  can  not  be  overestimated. 
Assuring  you  the  board's  hearty  cooperation. 
I  remain  yours,  very  truly, 

E.  S.  Geeene,  Secretary, 
Capt.  H.  S.  Tabeb, 

U,  S.  Engineen. 

To  give  the  advantages  to  commerce  if  completed  fully,  would  be  to 
enter  upon  the  commerce  of  a  great  State,  and  would  require  an  amount 
of  time  for  compilation  and  record  that  would  be  entirely  out  of  the  ques- 
tion. It  is  forecasting  the  future  of  the  State's  metropolis  and  railroad 
center.  All  t^at  prevents  two-thirds  of  the  freight  now  sent  and  re- 
ceived at  Little  Eock  from  being  handled  by  the  river  is  the  fact  that 
there  are  montl^s  of  great  uncertainty,  and  the  time  lost  by  the  boat^ 
exhausts  the  profits.  The  rapid  increase  in  prosperity  of  this  State 
during  the  7  years  spent  at  this  office  reminds  me  more  of  the  frontier 
growth  of  the  Westthan  the  growth  of  a  State  theageof  this  one.  A  just 
conception  can  only  be  formed  by  looking  at  some  great  fertile  river  valley 
in  the  Northern  or  Eastern  States  as  they  were  years  ago,  and  as  they  are 
now  since  settled  up,  with  its  river  improved.  What  benefits  have  ac- 
crued to  that  community  will  surely  accrue  to  this,  with  this  addition, 
that  the  mineral  resources  of  this  valley  are  to  be  added.  Its  coal  prod- 
ucts alone  and  its  wealthof  timber  will  place  it  well  to  the  fore.  When 
the  vast  acreage  of  the  Indian  Territory  is  brought  under  cultivation 
its  products  must  go  this  way.  That  well-known  and  exceedingly  fer- 
tile State  of  Kansas  will  find  Fort  Smith  and  Little  Rock  its  nearest 
water  outlet  eventually.  It  will  be  seen  how  difficult  it  is  to  handle 
this  question  briefly  if  it  is  borne  in  mind  that  with  deep  water  to  New 
Orleans  from  the  Gulf,  the  Mississippi  improved,  and  the  Arkansas  Eiver 
navigable  to  Little  Bock  by  boats  drawing  5  feet  of  water,  we  have  the 
conditions  likely  to  exist  when  the  improvement  is  completed.  I  have, 
therefore,  only  attempted  t^  outline  this  matter,  and  trust  that  when 
this  portion  of  the  report  is  read  a  map  of  the  territory  covered  may 
be  had  in  mind,  as  this  will  probably  be  of  itself  the  strongest  proof 
that  the  benefits  likely  to  accrue  can  but  be  too  vast  to  be  summarized 
in  a  report  like  this. 

Money  statement, 

July  1, 1890,  balance  unexpended $1,674.89 

Amount  appropriated  by  act  approved  September  19,  1890 20, 000. 00 

21,674.89 
June  80, 1891,  amount  expended  during  fiscal  year 9,330.43 

July  1,  1891,  balance  unexpended 12,344.46 

July  1,  1891,  outstanding  flabilities 1,227.55 

July  1, 1891,  balance  available 11,116.91 

(Amount  (estimated)  required  for  completion  of  existing  project 35, 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  70, 000. 00 
Submitted  in  eompliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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JSs^eMe  account, 

Pav  rolls -  $6,936.26 

HuhHiHtence  supplies 1,186.86 

General  supplies 727.89 

Transportation 5.65 

Traveling  expenses 55.65 

Fnel 342.35 

Stationery 33.60 

Rent 40.00 

9,328.28 
Reserved  in  United  States  Treasury  for  freight  charges 2.17 

9,330.43 


W2. 

IMPROVEMENT  OF  ARKANSAS  RIVER,  ARKANSAS,  INDUN    TERRITORY, 

AND  KANSAS. 

Work  daring  the  past  season  has  been  carried  on  under  three  differ- 
ent acts  of  Congress. 

By  act  approved  August  5, 1886,  $75,000  was  appropriated  under  this 
head,  its  distribution  being  indicated  in  the  following  words  and  figures : 

Improving  the  Arkansas  River,  Arkansas:  Continuing  improvement,  according  to 
the  plans  and  recommendations  in  Appendix  V  13,  Ex.  Doc.  No.  1,  Forty-ninth  Con- 
gress, of  which  there  are  to  be  expended  $8,000]at  Pine  Blnff ;  $13,000  at  Fort  Smith, 
and  $10,000  at  DardaneUe,  or  so  much  thereof  under  these  sums  re8x>ectively,  as  may 
be  necessary  at  these  points. 

All  of  this  money  except  a  small  sum  out  of  the  $10,000  for  Dar- 
daneUe having  been  expended  prior  to  June  30,  1890,  it  is  only  neces- 
sary to  summarize  the  project  for  DardaneUe,  as  follows:  At  Dardanelle 
the  $10,000  is  to  be  expended  in  erecting  a  permeable  dike  above  and 
opposite  the  town,  in  such  a  position  as  to  remove  the  sand  bar  now  in 
front  of  the  wharves. 

By  act  which  became  a  law  August  11, 1888,  $160,000  were  appropri- 
ated under  this  head,  its  distribution  being  indicated  in  the  following 
words  and  figures : 

Improving  Arkansas  River,  Arkansas :  Continmng  improvement  $150,000:  Provided, 
That  nothing  herein  con  trained  shall  authorize  the  Secretary  of  War  to  enter  npon 
j)roject  of  improvement  of  said  river  as  set  forth  in  the  report  of  the  Board  of  En- 
gineers on  improvement  of  Arkansas  River  from  Witchita,Kans.,to  its  mouth,  dated 
New  York  City,  March  16,  1888,  and  contained  in  House  Ex.  Doc.  No.  234,  I^ftieth 
Congress,  first  session. 

Provided,  That  the  Secretary  of  War  shall  expend  the  appropriation  under  this 
head  with  reference  to  the  final  improvement  of  this  river  as  contemplated  in  the  re- 
port of  the  Chief  of  Engineers  for  the  year  ending  June  30,  1885,  and  as  authorized 
in  the  act  for  the  improvement  of  rivers  and  harbors,  approved  August  5, 1886,  and 
in  House  Ex.  Doc,  No.  9(h  Forty-ninth  Congress,  first  session,  said  methods  to  be 
applied  as  the  Secretary  or  War  may  direct  at  such  points  between  Wichita,  Kans., 
and  the  navigable  mouth  of  the  Arkansas  River  at  its  Junction  with  the  Mississippi 


River,  aa  he  may  deem  for  the  best  interests  of  commerce.  And  all  moneys  now  to  the 
credit  of  different  sections  of  the  Arkansas  River,  other  than  the  appropriations  for 
the  operating  of  the  snag  boats,  shall  be  available  for  use  under  this  head ;  and  in 
future  the  engineer  in  charge  of  this  work  and  the  Secretary  of  War  shaU  make  re- 
port npon  the  progress  and  needs  of  this  work  under  this  head  instead  of  reporting 
npon  disconnected  projects  as  heretofore.  Nothing  herein  contained  shall  be  under- 
stood to  prevent  the  Secretary  of  War  from  applving  any  part  or  aU  funds  previously 
appropriated  for  use  at  Fort  Smith,  Dardanelle.  in  fine  Bluft'  Reach,  or  from  expend- 
ing not  exceeding  $8,000  as  a  contingent  fund  for  expenditure  in  Pine  Bluff  Reach. 
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By  act  approved  September  19, 1890,  $180,000  were  appropriated,  its 
distribution  being  indicated  as  follows: 

Improving  Arkansas  River^  Arkansas,  Indian  Treritory,  and  Kansas.  Continiiing 
improvement  £rom  WicliitAy  Kans.,  to  its  mouth,  $180,000. 

The  approved  projects  for  the  expenditure  of  this  sum  may  be  sum- 
marized as  foUows: 

At  Pine  Bluff,  the  $8,000  is  to  be  used  in  extending  and  repairing  the 
dikes,  a  portion  of  it  to  be  held  as  a  contingent,  to  watch  the  action  of 
the  river;  the  idea  being  to  cause  the  river  to  become  less  and  less 
dangerous  to  the  town  front.  At  Van  Buren,  the  $4,000  to  be  expended 
in  erecting  a  permeable  dike  at  a  suitable  point  a  little  above  the  town 
and  upon  the  opposite  side  of  the  river,  to  contract  the  channel  and  pre- 
vent it  from  leaving  the  city  wharves.  From  Fort  Gibson,  Ind.  T.,  to  the 
mouth  of  the  river,  the  balance  to  be  expanded  in  the  erection  of  per- 
meable dikes,  and  in  one  instance  by  rock  excavation  at  the  worst 
places,  or  the  places  at  which  serious  interference  with  the  largest 
amount  of  commerce  occurs,  so  far  as  the  amount  of  appropriation 
wiU  permit,  looking  towards  the  permanent  improvement  of  the  river, 
to  give  a  channel  at  least  6  feet  deep  and  200  feet  wide  from  Little 
Rock  to  the  mouth  of  the  river,  via  White  River  Cut-off,  as  provided 
under  the  act  of  August  6, 1886,  and  an-aU-year-round  depth  of  water 
of  at  least  2  feet  from  Little  Rock,  Ark.,  to  Fort  Gibson,  Ind.  T. ;  un- 
der all  acts  the  work  to  be  carried  on  by  hired  labor  and  the  pur- 
chase of  material  in  open  market,  as  this  is  believed  to  be  most  eco- 
nomical and  advantageous  to  the  Government.  Before  operations  were 
begun  at  Dardanelle  a  bad  bar  had  formed  along  the  town  front,  cut- 
ting off  all  approach  to  either  wharf  at  low  water  or  at  medium  stage. 
At  Pine  Bluff,  the  condition  before  improvment  may  be  found  by  re- 
ferring to  the  report  "Improving  Arkansas  River,  Arkansas,"  "Pine 
Bluff,"  Annual  Report  Chief  of  Engineers,  1887,  page  1515,  and  was  of 
so  grave  a  nature  that  re-enumeration  here  would  occupy  too  much  space. 
From  Fort  Gibson  to  the  mouth  of  the  river^  the  river  consists  of  alter- 
nating bars  and  caving  banks,  with  crossmgs  more  or  less  trouble- 
some at  low  warter,  a  few  of  the  latter  operating  to  effectually  close 
the  river  to  navigation,  at  extreme  low  water  for  even  boats  draw- 
ing but  2  feet  of  water.  In  aU  cases  of  this  kind  the  crossings  oc- 
cur at  points  at  which,  while  the  river  is  falling  from  a  10-foot  stage 
to  extreme  low  water,  its  water  is  so  widely  spread  that  it  develops  no 
channel  at  any  point.  Six  years  of  careftd  study  of  this  river,  combined 
with  the  testimony  of  the  navigators  of  the  river,  all  point  to  this  fact, 
that  the  crossings  are  deep  or  shallow  in  proportion  as  the  water  is  nar- 
row or  broad  at  or  above  the  crossing,  and  that  a  very  slight  contrac- 
tion, such  as  that  produced  by  a  few  logs,  tree  tops,  and  sometimes  clay 
lumps,  just  suflacient  to  give  defining  power  to  the  current,  will  convert 
a  bad  crossing  into  a  good  one. 

During  the  fiscal  year  ending  June  30. 1891,  the  balance  ($2,116.60) 
of  the  contingent  provided  in  the  act  of  August  11, 1888,  was  expended 
in  conjunction  with  the  appropriation  made  by  act  approved  Septem- 
ber 19, 1890,  in  the  extension  of  Dike  2  and  repairs  to  Dikes  3  and  4. 
This  closes  special  reports  upon  the  Pine  Bluff  Reach. 

To  economize  time  and  space  reference  is  here  made  to  the  last  An- 
nual Report  of  the  Chief  of  Engineers,  page  1934,  for  conditions  which 
relate  to  the  above-mentioned  work.  This  sum,  with  money  from  the 
appropriation  of  act  approved  September  19, 1890,  extended  Dike  2  200 
feet,  and  repaired  Dikes  3  and  4  by  filling  them  to  about  17  feet  above 
low  water  with  brush  and  sand  boxes.    It  was  my  intention  to  submit 
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a  drawing  showing  the  changes,  bnt  the  remarkable  period  of  high 
water  that  has  prevailed  has  prevented  obtaining  any  satisfactory 
data.  The  same  satisfactory  results  continue  to  follow  the  works  as 
heretofore  reported.  Some  attention  will  have  to  be  given  to  the  works 
here  to  keep  them  in  repair,  but  this  wiU  all  come  under  those  neces- 
sary to  hold  a  caving  bend  when  works  have  been  erected  to  improve  a 
bar  below,  and  as  the  confines  of  this  report  are  limited  and  much  space 
has  been  given  to  this  locality  during  the  past  4  or  5  years,  it  is  doubt- 
less fitting  that  the  river  generally  be  given  this  space,  and  all  inter- 
ested parties  be  referred  to  the  reports  of  previous  years.  Proceeding 
to  the  other  two  heads  where  specified  sums  were  appropriated^  viz, 
for  DardaneUe  and  Van  Buren,  it  may  be  stated  that,  except  visits  of 
insi)ection,  no  work  has  been  done  at  either  place. 

At  DardaneUe  the  results  are  most  gratifying.  It  only  remains  to 
watch  developments  and  give  fixation  to  the  works  at  the  proper  time. 
The  very  latest  advices  show  that  the  entire  bar  has  been  removed  as 
contemplated.  It  will  be  remembered  that  this  was  pronounced  as  not 
likely  to  be  accomplished  with  the  money  asked  for.  The  small  balance 
will  be  held  for  a  time  to  watch  developments.  This  work  as  a  problem 
of  river  engineering  is  very  interesting,  but  can  scarcely  be  elaborated 
in  a  report  like  this.  At  Van  Buren  there  is  now  no  doubt  but  that 
the  dike  will  need  extending  100  feet  or  more.  Such  extension  will  not 
fill  up  the  channel  in  the  draw  if  the  present  results  form  any  guide. 

The  problem  here  is  a  very  nice  one,  inasmuch  as  there  is  danger  of 
throwing  a  bar  under  the  draw  span  of  the  bridge  in  the  attempt  to 
throw  the  channel  against  the  wharf.  The  dike  will  be  extended  dur- 
ing the  coming  season  under  proper  authority  as  a  part  of  the  general 
plan  for  the  improvement  of  the  river. 

This  brings  this  report  to  the  improvement  of  the  Arkansas  Eiver  as 
a  whole.  Before  entering  upon  this  report  attention  is  briefly  invited 
to  the  fact  that  the  work  covers  at  least  710  miles  of  river,  and  there 
have  been  $330,000  wherewith  to  work,  where  $900,000  was  asked  for; 
or,  to  put  it  in  another  way,  the  engineer  is  expected  to  enter  upon  the 
improvement  of  the  river  with  about  8470  per  mile,  wjien  the  least  esti- 
mate calls  for  over  $14,000  per  mile.  Facing  these  conditions,  evidently 
about  the  only  thing  to  be  done  is  to  select  the  places  that  affect  the 
greatest  amount  of  commerce,  and  improve  them  as  far  as  the  sum  ap- 
l)ropriated  wiU  permit. 

Acting  upon  this  plan,  during  the  fiscal  year  $94,201.01  have  been  ex- 
pended, as  foUows,  viz :  Two  dikes,  each  400  feet  long,  were  erected  in 
the  reach  above  Fort  Smith — i,  e.,  from  Fort  Smith  to  3  miles  above. 
Two  dikes  about  30  miles  above  Fort  Smith  were  weU  advanced  towards 
completion.  For  this  work  also  a  new  huU  was  built  for  the  quarter 
boat  Lizette.  These  works  aftect  a  great  deal  of  commerce.  Since  com- 
pletion the  water  has  remained  too  high  to  determine  their  effects. 

At  Moores  Bocks,  about  30  miles  below  Fort  Smith,  work  was  begun 
in  July  excavating  the  channel  proposed  there,  but  had  to  be  suspended 
when  260  cubic  yards  of  rock  had  been  removed  on  account  of  high 
water,  and  the  water  has  remained  too  high  ever  since  for  the  work. 
To  economize  space  it  may  be  noted  here  that  this  is  an  unusual  condi- 
tion of  things  and  has  delayed  the  works  genei'aJly  upon  the  river.  The 
cofferdam  is  still  intact,  and  work  will  be  resumed  whenever  the  water 
permits.  Beginning  about  2  miles  below  Pine  Bluff,  5  dikes  have  been 
erected,  one  450  feet  long,  two  800  feet  long,  one  807  feet,  and  one  1,200 
feet    The  above  dikes  are  located  in  the  blue  prints  *  sent  herewith  and 

*  Not  printed. 
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marked  A",  A,  Aj,  Ag,  and  B.  These  are  the  permeable  dikes  fnlly 
described  iii  former  reports,  and  always  from  7  feet  to  9  feet  above  low 
water,  except  A®,  which  is  earned  higher  at  the  shore  end.  High  water 
prevents  any  report  upon  the  results  from  accurate  low- water  survey. 
From  general  indications  and  the  reports  of  pilots  they  are  very  satis- 
factory so  far.  Steps  have  been  taken  to  give  fixation  to  the  work  from 
Pine  Bluff  to  the  Biob  Eoy  Bridge  by  a  series  of  dikes  and  by  revetting 
the  caving  bends.  As  this  requires  a  survey  at  or  near  low  water,  prog- 
ress has  been  delayed,  as  indicated,  by  the  high  water.  This  will  he 
entered  upon  as  soon  as  the  stage  of*  water  permits. 

The  dikes  referred  to  as  5  and  6  at  Pine  Bluff  in  the  early  part  of 
this  rejwrt  form  a  part  of  the  series.  They  are  used  on  account  of  the 
quicksand,  the  revetment  being  used  when  there  is  no  quicksand,  ^ 
required  by  the  indorsements  of  the  division  engineer,  duly  approved 
in  the  office  of  the  Chief  of  Engineers. 

In  addition  to  the  above  works  ten  barges^  60  feet  by  20  feet, 
have  been  built,  and  various  additions  made  to  the  machinery  of  the 
plant,  and  the  dikes  above  Baring  Gross  Bridge,  at  Little  Bock,  have 
been  repaired  in  part,  to  be  completed  early  in  the  next  fiscal  year. 

I  am  glad  to  be  able  to  report  a  change  of  sentiment  in  regard  to  fur- 
nishing rock  for  the  work,  by  which,  with  a  suitable  plant,  I  shall  be 
able  to  obtain  rock  ballast  lower  than  sand-box  ballast,  the  reverse 
having  been  the  case  until  owners  of  rock  have  seen  that  they  had  bet- 
ter take  a  reasonable  price  for  stone  than  none  at  all. 

The  results  of  the  work  done  in  previous  years  in  accordance  with 
present  project  have  all  been  most  satisfactory  wherever  the  dikes  have 
been  erected,  a  sufficient  length  of  time  to  do  the  work  expected  of 
them.  The  requisite  depth  of  2J  feet  to  3  feet  at  extreme  low  water  has 
been  maintained.  No  bar  has  formed  below  the  dikes  in  the  channel 
and  no  caving  of  the  banks  opposite  the  dikes  has  taken  place.  The 
work  of  the  years  1888  and  1889  above  Baring  Cross  Bridge,  at  Little 
Bock,  has  continued  its  effective  action,  and  the  current  now  passes 
through  the  draw  span  of  the  bridge,  as  it  did  when  the  bridge  was  orig- 
inally erected.  But  for  the  splendid  work  at  Dardanelle  tMs  in  itself 
might  be  regarded  as  a  marked  result.  The  contraction  works  below 
the  Little  Itock  and  Fort  Smith  Railway  Bridge  at  Little  Bock  have 
demonstrated  the  correctness  of  the  theory  upon  which  they  were  built. 
This  is  a  significant  fact,  as  they  are  absolutely  the  only  cfikes  built  in 
full  accord  with  the  plan,  i.  c.,  an  adequate  number  as  called  for  in  the 
plan.  It  will  be  borne  in  mind  that  in  other  places  one  or  more  dikes, 
out  of  a  total  of  four  or  five  that  will  be  required,  have  been  erected,  be- 
cause the  appropriation  is  so  small.  At  this  point,  however,  a  fair  test 
has  been  made,  with  the  results  as  stated.  This  reach  has  been  known 
for  years  to  be  the  worst  reach  between  Little  Rock  and  the  mouth  of  the 
river.  Steamboats  could  come  within  sight  of  Little  Rock  and  be  una- 
ble to  reach  the  wharves  on  account  of  this  reach.  Two  dikes  were 
built  on  the  1886  appropriation  and  two  more  on  the  1888,  making  a 
complete  system,  according  to  the  original  plan.  One  pilot  of  20  yeais' 
standing  on  the  Arkansas  River  speaks  of  it  with  the  highest  enthu- 
siasm, and  to  him  it  is  a  most  wonderful  result.  What  has  been  done 
here  can  be  done  for  any  other  reach  on  the  Arkansas  River.  The  very 
latest  advices  show  that  at  Eagle  Bend  and  White  Bluff  equally  satis- 
factory results  have  been  achieved.    Several  pages  of  this  report  might 

*  During  the  study  of  this  river  a  profile  has  been  prepared  and  also  certain  hvdro- 
graphs.  One  tracing  and  two  blue  prints  of  each  are  inclosed  for  reference  if  re- 
q^uired  (not  printed). 
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be  occupied  in  speaking  of  the  enthusiastic  reports  received  from  all 
the  works,  but  this  is  unnecessary.  Neither  is  it  necessary  now  to 
enter  into  any  elaborate  details  setting  forth  the  proposed  work.  Reg- 
ular plans  and  estimates  having  been  prepared,  this  has  all  become  a 
matter  of  printed  record. 

As  a  matter  of  plain  duty  it  must  be  stated  that  prompt  results  are 
not  to  be  expected  with  only  $150,000  or  $180,000  for  2  years'  work, 
when  $1,000,000  could  be  profitably  expended  in  that  time. 

The  engineer  in  this  way  8i>ends  more  time  in  the  vain  effort  trying 
to  make  both  ends  meet  than  in  actual  engineering  study  or  develop- 
ment of  the  works.  Fully  $100,000  ought  to  be  expended  in  the  plant 
at  once.  There  are  not  barges,  pile  drivers,  and  steamboats  enough  to 
do  economical  work.  Again,  material  and  labor  is  advancing  very  rap- 
idly in  price,  and  it  will  soon  cost  one-third  more  to  do  the  work  on  this 
account.  If  anything  like  economical  results  are  expected  at  least 
$1,000,000  should  be  made  available  for  the  fiscal  year  ending  June  30, 
1893,  and  it  will  require  $3,472,479  to  complete  the  improvement  in  ac- 
cord with  the  original  plan.  This  is  not  a  fancy  estimate,  but  close 
calculation,  borne  out  by  7  years  of  unremitting  labor.  In  connection 
with  this  river,  I  must  again  respectfully  invite  attention  to  the  won- 
derful development  of  this  State,  and  the  natural  tendency  of  aU  this 
to  make  Little  Eock  a  great  commercial  center.  All  the  statistics  con- 
nected with  my  reports  bear  upon  this  more  or  less.  As  one  reach  of 
river  under  consideration  has  Little  Eock  at  its  head,  the  great  impor- 
tance of  these  works  becomes  more  apparent.  A  careful  study  of  sta- 
tistics for  5  years  convinces  me  that  the  State  of  Arkansas  will,  ere 
long,  rise  many  files  in  the  rank  of  the  States,  and  public  improvements 
will  return  manifold  their  cost  in  material  benefit  to  the  entire  State. 

The  amount  stated  above  as  being  required  to  complete  the  improve- 
ment only  refers  to,  the  reach  from  Fort  Gibson  to  the  mouth.  If  the 
improvement  is  to  be  extended  from  Arkansas  City,  Kxins.,  to  the  mouth 
of  the  river  there  must  be  added  for  the  reach  m)m  Arkansas  City, 
Kans.,  to  Fort  Gibson,  Ind.  T.,  $1,696,900. 

COMMERCE, 

For  general  summary  of  commerce,  see  that  under  head  "Removing 
obstructions  in  Arkansas  River,  Arkansas,  Indian  Territory,  and  Kan- 
sas." 

Further  details  may  be  summarized  as  follows:  Commencing  at  the 
head  of  navigation  on  the  Arkansas  River,  thence  following  down 
through  the  fertile  valley  tributary  to  it,  we  have  Wichita,  Aikansas 
City,  Fort  Smith,  DardaneUe,  Little  Rock,  and  Pine  Bluff",  six  of  the 
largest  cities  in  the  valley,  which,  together  with  their  surrounding 
counties,  have  a  i)opulation  of  over  400,000  inhabitants.  The  commer- 
cial growth  and  prosperity  of  these  cities  demand  an  outlet  by  way  of 
this  river.  The  following  table,  which  has  been  compiled  from  sta- 
tistics and  letters  from  prominent  business  men  of  each  of  these  citie^s 
and  Territories,  shows  over  1,000,000  tons  of  freight  that  will  be  cheap- 
ened by  the  improvement  of  the  Arkansas  River. 

Tannage. 

Tons. 

Arkansas  City,  Cowley  County,  Ark 429,036 

Fort  Smith,  Ark 61,526 

Bardanelle  and  vicinity 21,850 

Little  Rock 689,476 

Pine  Bluff 509,828 

Total 1,701,716 
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In  conversation  with  manufacturers  and  commission  mercliants  we 
learn  that  the  river  business  would  be  increased  50  per  cent,  on  ma- 
chinery and  local  merchandise  freights,  and  on  products  and  tlirough 
freights  the  increase  would  be  many  times  what  it  now  is.  Should 
the  river  be  so  improved  as  to  admit  of  a  regular  and  competitive 
line  of  steamboats  it  would  be  reasonable  to  suppose  that  in  such  a 
case  freight  rates  would  be  reduced,  as  the  rates  under  the  existing  cir- 
cumstances are  much  lower  by  boat  than  by  rail;  for  instance,  the  rates 
on  coal  from  Memphis,  Tenn.,  to  Pine  Bluff,  Ark.,  is  $1.25  per  ton  by 
rail,  and  it  has  been  carried  for  less  than  half  that  price  by  boat.  Cotton 
is  a  product  that  would  naturally  seek  an  outlet  by  river  to  Few  Or- 
leans and  Memphis,  and  is  carried  at  present  20  per  cent,  cheaper  by 
boat  than  by  raoL 

If  it  is  proposed  to  extend  this  question  to  Kansas  as  tributary  to 
the  Arkansas  Eiver,  for  a  natural  outlet  for  commerce,  the  following 
would  figure,  viz: 

Tonnage  of  Butler,  Chautauqua,  Cowley ^  Elk,  Harper,  Kingman,  Sedgwiok,  and  Sumner 
Counties,  Kane,,  for  the  years  1883  and  1884, 

^  Tons. 

Wheat 183,638 

Corn 553,509 

lu  1884  iu  these  same  counties  more  than  half  a  million  tons  of  old 
corn  remained  on  hand,  and  I  am  informed  upon  reliable  authority  that 
last  year  tliere  was  a  still  greater  surplus,  the  highest  market  price  per 
bushel  for  corn  not  exceeding  15  cents,  while  in  Little  Rock  and  below 
corn  has  been  bought  for  from  30  to  40  cents  per  bushel,  cotton  planters 
preferring  to  buy  com  at  this  rate  rather  than  to  devote  their  valuable 
cotton  land  to  raising  it.    Comment  is  unnecessary. 

The  following  letter  was  received  just  before  closing  the  report: 

Chamber  of  Commerce, 
Fort  Smith,  Ark.,  June  £7, 1891. 
Dear  Sir:  I  herewith  inclose  yonr  qnestions  in  regard  to  nver  business,  and  an- 
swers thereto.  Capt.  John  Matthews,  a  good  authority  on  such  matters,  suggested 
the  answers.  I  am  afraid  the  answers  are  not  satisfactory  enough  because  we  can 
not  back  them  up  with  fi^i^ures.  This  is  impossible,  as  no  record  of  the  amount  of 
business  and  increase  of  the  same  has  been  kept.  If  we  can  render  you  further  assist- 
ance in  this  important  matter,  command  us.  The  chamber  of  commerce,  and  the 
people  of  Fort  Smith  generally  appreciate  the  good  work  you  are  doing,  and  the 
kindly  interest  you  have  always  taken  in  western  Arkansas  and  Fort  Smith. 

I  have  talked  with  river  men,  lumbermen,  and  prominent  shippers,  and  they  all 
agree  that  the  river  has  been  greatly  benefited  by  your  work  and  the  river  business 
wonderfuUy  increased  thereby.  ITie  Fort  Smith  Merchant's  Transportation  Comply 
now  own  two  good  boats,  the  John  Maiihetva,  which  cost  $10,0(X),  and  the  William 
Druhe  No.  £,  which  recently  cost  $6,600.  They  ply  between  Webber  Falls  and  Dar- 
daneUe.  This  shows  that  our  business  men  have  faith  in  the  increasing  river  busi- 
ness which  affords  them  such  cheap  transportation. 
Tours  very  truly, 

B.  H.  Adair, 

Secretary. 
Capt.  H.  S.  Taber. 

United  States  Enoineer  Office, 

Little  Bock,  Ark.,  May  29,  1891. 
Dear  Sm:  ••••••••# 

questions  and  answers. 

1.  How  much  freight  was  carried  yearly  before  the  river  was  worked  by  the  Gov- 
emmentf 
Answer.  Fifteen  years  ago  comparatively  no  business  was  transacted  on  the  river 
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on  account  of  insufficient  water  and  steamboat  facilities.  Within  the  laat  10  years, 
by  reason  of  the  improvement  in  the  channel,  our  steamboat  facilities  have  increased, 
and  the  business  now  requires  two  steamboats  between  Webber  Falls  and  Darda- 
nelle. 

2.  If  the  riyer  was  so  improved  as  to  be  navigable  at  high,  medium,  and  low  water, 
how  much,  if  any,  would  the  cost  of  shipping  freight  be  reduced  f 

Answer.  Freight  would  be  reduced  at  least  100  per  cent.  The  principal  towns  be- 
tween Fort  Gibson  and  Dardanelle  are  on  the  river  and  they  would  be  supplied  with 
merchandise  by  Fort  Smith  merchants  and  this  would  afford  the  best  market  that 
tributary  country  could  get  for  its  products.  This  would  encourage  competition  in 
the  steamboat  business  and  still  reduce  the  cost  of  freight. 

3.  If  the  river  was  so  improved  as  stated  in  the  recent  question,  would  it  bring  the 
freight  down  any,  and  if  so,  how  much  f 

Answer.  Yes,  it  would  greatly  reduce  freight.  The  reduction  would  be  from  50  to 
100  per  cent. 

4.  How  much  more  freight  of  different  kinds  would  be  shipped  every  year  if  the 
river  was  improved  as  suggested  in  the  second  question  f 

Answer.  Tne  business  would  increase  rapidly  and  to  such  an  extent  that  it  would 
be  hard  to  even  estimate  it.  The  thousands  of  acres  of  rich  valley  lands  that  are 
now  unimproved  on  account  of  the  cost  of  getting  its  produce  to  market  would  be 
brought  under  a  high  state  of  cultivation  at  once.  New  towns  would  spring  up 
along  the  river,  and  our  present  line  of  steamers  would  soon  be  inadequate  to  do  the 
work. 

5.  Are  there  any  other  ways  in  which  the  people  of  your  town,  county,  or  section 
would  be  benefited  f    If  so,  please  name  them. 

Answer.  It  would  aid  materially  in  opening  un  a  tributary  country  to  Fort  Smith 
that  is  rich  in  minerals,  coal,  and  timber,  as  well  as  in  agriculture,  and  whose  busi- 
ness would  be  of  incalculable  value.  This  country  is  now  practically  cut  off  by  rea- 
son of  the  great  expense  of  getting  to  market.  There  is  no  richer  country  than  the 
Arkansas  Valley,  and  the  question  of  transportation  is  what  interests  the  people 
more  than  anytiung  else. 
Mr.  R.  H.  Adaik, 

Secretary  Chamber  cf  Ci>mmeree, 

Fart  Smith,  Ari. 

Money  statement 

July  1, 1890, balance  unexpended $71,295.42 

Amount  appropriated  by  act  approved  September  19, 1890 180, 000. 00 

251,295.42 
June  30, 1891,  amount  expended  during  fiscal  year 94,194.61 

July  1, 1891,  balance  unexpended 157,100.81 . 

July  1,1891,  outstanding  liabilities 3,774.80 

July  1, 1891,  balance  available 153,326.01 

Amount  (estimated)  required  for  completion  of  existing  project 3, 472, 479. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June 

30,1893 1,000,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river 

and  harbor  acts  of  1866  and  18G7. 

Expense  account. 

PayroUs $50,319.16 

Subsistence  supplies 11,163.66 

General  supplies 25,199.53 

Transportation 443.46 

Traveling  expenses 809.04 

Fuel 2,575.58 

Stationery 135.15 

Rent 120.00 

Lumber 2,921.03 

Reserved  in  United  States  Treasury  for  freight  charges '. 208. 00 

Reserved  in  office  of  Chief  of  Engineers 300.00 
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W  3. 

IMPROVEMENT  OF  FOURCHE  LE  FEVRE  RIVER,  ARKANSAS. 

The  improvement  of  this  stream  was  begun  in  1879,  tinder  the  act 
approved  March  3,  1879.  Prior  to  any  improvement  its  channel  was 
choked  with  snags,  logs,  and  drifts,  and  heavy  timber  overhung  its 
banks.  Several  bad  shoals  also  impeded  navigation.  Up  to  June  30, 
1886,  $21,000  had  been  expended  in  removing  the  greater  part  of  the 
obstructions,  though  the  shoals,  and  now  and  then  a  snag  that  has 
washed  in  since  work  was  susi)ended  in  December,  1882,  still  offer  seri- 
ous obstacles  to  navigation  at  medium  stages  of  water.  By  act  ap- 
proved August  5,  18^,  $5,000  were  appropriated  for  removing  rock 
shoals  situated  about  4  miles  below  Perry  ville.  At  the  close  of  the  fis- 
cal year  ending  June  30, 1888,  this  sum  had  been  expended,  completing 
a  channel  about  600  yards  long,  30  feet  wide,  and  2  feet  deep  at  low 
water  through  this  shoal.  By  act  approved  September  19, 1890J  $7,500 
were  appropriated  for  this  work.  From  June  30, 1888,  to  September 
19, 1890,  no  appropriations  were  made  for  this  work. 

During  the  fiscal  year  ending  June  30, 1891,  $2,448.70  was  expended 
in  building  a  hand-proi)elled  light-draft  snag  boat  after  the  A.  B.  John- 
son model,  which  has  been  found  to  be  so  well  adapted  to  streams  of 
this  size.  It  draws  but  13  inches  of  water  with  its  powerftd  machinery 
on  board  and  ftilly  equipped  with  rations  and  crew,  and  can  rea<»ii 
every  low- water  snag  that  can  possibly  interfere  with  the  packets,  none 
of  which  draw  less  than  16  or  18  inches  of  water. 

By  act  approved  September  19, 1890,  $7,500  were  appropriated.  The 
approved  project  for  its  expenditure  provides  for  the  building  and 
equipping  of  a  hand-propelled  snag  boat  of  the  A.  B,  Johnson  model,  at 
a  cost  not  to  exceed  $4,000;  that  it  be  operated  for  4  months,  if  possible 
and  necessary,  at  or  near  extreme  low  water,  in  removing  accumulated 
obstructions  in  the  way  of  snags,  logs,  and  drift  piles,  and  also  land 
slides,  and  certain  bowlders  on  Piney  Shoals,  and  $450  to  be  expended 
in  making  a  square  section  through  May  Shoal  in  the  place  of  the  pres- 
ent reversed  arch,  which  wUl  not  permit  a  square-bowed  flatboat  to  pass 
and  take  out  a  portion  of  a  rock  at  Red  Ferry,  which  lies  like  a  whale's 
back,  and  offers  a  very  narrow  channel  to  steamboats.  All  this  to  pro- 
vide for  high  and  medium  stage  navigation;  low-water  navigation  is 
out  of  the  question,  except,  say,  for  26  miles  from  its  mouth  to  Piney 
Shoals. 

This  boat  is  to  be  operated  only  at  or  near  extreme  low  water.  Dur- 
ing the  year  no  such  water  occurred.  The  boat  is  in  readiness  for  the 
field,  and  operations  wiU  be  begun  as  soon  as  the  water  reaches  a  suita- 
ble stage.  There  wiU  be  some  advantage  to  this  river  in  this  delay  on 
account  of  the  water,  inasmuch  as  some  of  the  old  and  experienced  men 
will  be  available  during  the  coming  fiscal  year  that  might  not  have 
been  available  during  the  past.  It  is  hardly  necessary  to  again  refer 
to  the  fact  that  these  boats  have  accomplished  wonderful  results  in 
these  narrow  streams  for  the  amount  of  money  expended,  and  most  care- 
ful attention  wUl  be  given  to  the  operation  of  this  boat,  that  the  record 
may  be  sustained.  It  is  believe4  that  the  present  appropriation  will 
meet  the  present  demands  of  the  commerce  upon  this  river.  It  is  doubt- 
ful if  there  is  any  more  deserving  stream  for  its  size  in  the  district.  Its 
opening  wiU  afford  great  reUef  to  a  community  practicaUy  without  trans- 
I)ortation.  For  further  facts  in  this  line  see  the  report  under  the  head 
of  commerce. 
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OOMMEBCE.  > 

The  amount  of  commerce  when  work  of  improvement  began  may  be 
inferred  from  the  following,  which  appeared  in  the  Annual  Report  of  the 
Chief  of  Engineers,  page  971, 

The  valley  of  the  Fourche  Le  Fevre  is  one  of  the  most  extensive  in 
the  State.  Large  quantities  of  lumber  and  cotton  are  brought  out  an- 
nually, besides  grain,  furs,  tallow,  and  beeswax.  There  are  also  mines 
of  lead,  iron,  and  otner  metals  in  the  valley  which  can  be  profitably 
worked  when  the  improvement  is  completed. 

As  to  the  effect  upon  rates  of  insurance  and  freight,  no  data  to  work 
from.  The  incomplete  state  of  the  works  would  be  against  any  great 
change.  As  to  effect  upon  competing  routes  of  transportation,  there 
are  no  competing  routes.  What  freight  the  steamboats  do  not  succeed 
in  reaching  must  be  hauled  long  distances  in  wagons. 

As  to  prospective  advantages  to  commerce  if  completed,  with  this 
river  thoroughly  improved  there  would  be  a  great  saving  of  time  to 
shippers.  It  would  reduce  the  cost  of  transportation  to  that  extent  that 
new  impetus  would  be  given  to  the  settlement  of  the  country  and  largely 
increase  its  products.  As  to  the  benefits  to  community  if  completed, 
there  are  few  communities  in  this  State  so  dependent  on  a  river  for 
transportation  as  the  settlers  of  this  valley.  Every  step  in  the  improve- 
ment will  bring  direct  gains  and  will  be  utilized  at  once.  With  such 
improvements  as  have  already  been  made,  over  3,000  bales  of  cotton  are 
brought  out  annually  and  several  tons  of  freight  are  handled.  One 
steamboat  works  very  energetically  upon  this  river  and  takes  immediate 
advantage  of  every  improvement,  so  that  the  people  are  sure  of  im- 
mediate relief  as  the  channel  is  improved. 

Money  statement 

Amount  appropriated  by  act  approyed  September  19, 1890 $7, 500. 00 

Jane  30, 1891,  amount  expended  during  fiscal  year 2, 448.70 

July  1, 1891,  balance  unexpended 5,051.30 

July  1,  1891,  outstanding  UabiUties 330.28 

July  1,  1891,  balance  available 4,721.02 


Es^enee  aooount. 

PayroUa $963.41 

Subsistence  supplies 3.5.62 

General  supplies , 921 .  98 

Traveling  expenses 30. 80 

Stationery 1(5.89 

Rent 80.00 

Machinery 400.00 


2,448.70 
Tonnage  of  Fourche  Eiver,  Arkansas,  1,000  tons. 
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W  4. 

IMPROVEMENT  OP  PETIT  JEAN  RIVER,  ARKANSAS. 

Before  improvement  this  river  was  obstructed  with  snags,  logs,  drift- 
piles,  overhanging  trees,  and  shoals.  The  original  project  lor  improve- 
ment contemplated  rendering  it  navigable  during  high  and  mediuni 
stages  of  water  as  high  as  Danville,  Ark.,  by  cutting  the  overhanging 
trees  and  cutting  up  the  snags,  logs,  and  drift.  The  fall  in  the  river  is 
so  great  that  nothing  could  be  done  to  improve  the  shoals.  The  first 
appropriation  ever  made  for  the  river  was  that  of  the  act  approved 
August  6, 1886,  amounting  to  $3,500  j  one-half  the  estimate,  $7,000.  This 
amount  was  expended  prior  to  June  30, 1888,  in  completing  the  work 
of  improvement  to  Eocky  Crossing,  or  aboutone-half  the  distance.  The 
act,  which  became  a  laTw  August  11, 1888,  appropriated  $2,500  and  pro- 
vides for  continuing  the  improvement  below  the  Iron  Bridge  at  Rocky 
Crossing.  It  will  be  seen  that  this  is  a  departure  from  the  original 
project,  and  contemplates  entering  upon  an  improvement  of  a  semi- 
permanent character.  This  reach  of  river  was  accordingly  visited  in 
person  and  a  new  project  prepared  and  duly  approved.  This  project 
provides  that  $2,500  be  expended  below  Eocky  Crossing  in  removing 
timber  from  the  low- water  channel  and  in  removing  a  small  portion  of 
the  ledges  at  Slaty  Crossing  and  Ilobinson  Ridge,  so  as  to  prolong  the 
season  of  navigation.  The  best  season  for  conducting  this  work  begins 
about  the  middle  of  August  or  the  1st  of  September,  The  date  at 
which  the  act  became  a  law  precluded  the  possibility  of  making  the 
examination,  preparing  the  project,  and  commencing  the  work  during 
the  fiscal  year  ending  June  30, 1889,  as  high  water  would  have  inter- 
rupted the  work  before  it  would  have  been  completed,  rendering  sus- 
pension of  work  necessary,  thereby  adding  materially  to  the  expense  of 
transporting  men  and  material  to  the  works  on  two  different  occasions, 
when  one  would  answer  as  well.  For  these  reasons  no  work  except  that 
necessary  to  make  the  examination  had  been  done  during  the  fiscal  year 
ending  June  30, 1889. 

The  fiscal  year  ending  June  30, 1890,  was  prolific  in  sudden  rises, 
and  there  was  no  time,  on  account  of  these  unusual  conditions^  when 
the  work  necessary  to  be  done  could  be  planned  with  any  certainty  of 
being  completed,  and  as  much  complaint  had  been  made  about  money 
being  expended  at  high  water,  it  was  thought  best  to  hold  this  money 
until  a  regular  prolonged  low- water  season  would  permit  its  expendi- 
ture to  the  very  best  advantage  possible.  Accordingly,  in  the  fiscal 
year  ending  June  30, 1891,  a  completely  organized  force  was  placed  in 
the  field  and  the  balance  expended  in  accordance  with  the  project. 
The  amount  of  work  done  for  the  money  reflects  great  credit  upon  the 
overseer,  Mr.  S.  L.  Titus,  and  may  be  recapitulated  as  follows:  Trees 
cut,  2,558;  trees  deadened,  1,621;  snags  and  stumps  removed,  599; 
cubic  yards  of  rock  and  gravel  excavated,  340;  distance  worked  over, 
21  miles. 

It  is  scarcely  necessary  to  prolong  this  report  to  state  the  advantages 
to  be  derived  from  the  improvement,  since  these  are  set  forth  at  length 
in  the  remarks  in  reference  to  commerce.  It  is  my  duty  as  engineer 
officer  in  charge  to  renew  the  recommendations  of  improving  the  river 
from  Rocky  Crossing  to  DanvUle,  Ark.,  according  to  the  original  project. 

Thirty-five  hundred  dollars  will  be  requiied  for  this  purpose.    In  this 

connection  attention  is  respectfully  invited  to  my  reports  of  the  la«t  2 

ears.    The  entire  river  to  DanvUle  will  some  day  be  a  valuable  artery 
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of  commerce,  and  the  bridge  to  Eocky  Crossing,  which  now  obstracts 
its  free  and  safe  navigation,  should  be  made  to  comply  with  the  law  at 
as 'early  a  date  as  possible. 

COHHEROE* 

When  works  of  improvement  began  a  boat  made  2  or  3  trips  a  year, 
at  high  water  or  medium  stages,  and  brought  out  from  200  to  300  bales  of 
cotton.  With  the  improvement  completed,  freight  rates  would  be  re- 
duced 50  x>er  cent,  and  distance  in  hauling  by  wagons  reduced  26  miles. 
There  being  no  competing  routes  of  transportation,  except  wagons,  no 
comparison  of  rates  can  be  made.  The  completion  of  the  works  as  origi- 
nally recommended  would  increase  the  commerce  tenfold,  and  it  is  esti- 
mated by  one  writer  that  from  5,000  to  6,000  bales  of  cotton  would  be 
moved  by  river.  Another  writer  estimates  the  increase  at  from  50  to  100 
per  cent.  The  community  generally  would  receive  many  benefits.  One 
writer  estimates  that  products  could  be  marketed  at  one-half  present 
cost;  another  states,  as  an  incidental  benefit,  that  the  freeing  of  the  river 
of  obstructions  will  reduce  the  overflow,  thereby  increasing  the  areas 
under  cultivation  and  improving  the  general  health  of  the  section.  To 
all  this  may  be  added  the  fact  that  tins  stream  is  the  only  outlet  to  the 
Petit  Jean  Valley.  This  valley  is  very  rich.  The  town  of  Danville,  in 
this  valley,  receives  over  1,000  tons  of  freight  annually  by  wagons. 
Timber  is  plentiful  and  in  ^eat  variety.  The  great  drawback  to  this 
section  is  its  want  of  cheap  transportation.  The  opening  of  the  Petit 
Jean  to  navigation  for  6  or  6  months  would  be  of  untold  value  to  the 
entire  valley.  The  limits  of  a  report  of  this  kind  forbids  entering  into 
details,  but  it  may  be  stated  in  a  general  way  that  the  total  required  to 
complete  the  work  is  insignificant  compared  with  the  results  to  be 
gained. 

Money  statement, 

July  1,  1890,  balance  unexpended $2,444.52 

Jnne^,  1891,  amount  expended  during  fiscal  year 2,444.62 

{Amount  (estimated)  required  for  completion  of  existing  project 3, 500. 00 
Amount  tnat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893      3, 500. 00 
Snl)mitted  in  compliance  with  requirements  of  sections  2  of  rlyer  and 
harbor  acts  of  1866  and  1867. 


Eocpenae  account, 

PayroUs $1,590.80 

Subsistence  supplies 258.^ 

General  supplies * 419. 44 

Transportation 47.79 

Traveling  expenses 51.10 

Stationery 36.80 

Rent 40.00 

Betumed  to  U.  S.  Treasury  for  freight  charges .22 


2,444.52 
Tonnage  of  Petit  Jean  Biver^  Arkansas,  1,500  tons. 
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W5. 

IMPROVEMENT  OF  WHITE  RIVER,  ARKAKSAS. 

Prior  to  improvement  this  river  was  much  choked  with  snags,  drift 
piles,  and  logs  in  its  lower  x>ortiou,  and  from  Batesville  up  gravel  bars, 
rocky  shoals,  channel  bowlders,  and  overhanging  trees  imp^ed  naviga- 
tion. The  originally  adopted  project  consisted  in  snagging  operations, 
blasting  of  ledges  and  bowlders,  and  dam  building  to  remove  gravel  bars, 
or  xo  close  chutes  from  time  to  time,  as  appropriation  warranted  and 
commerce  required. 

The  first  separate  appropriation  for  this  river  was  made  by  act  ap- 
proved July  5, 1884.  At  the  time  it  was  passed  the  river  was  in  excel- 
lent navigable  condition  for  boats  drawing  not  to  exceed  3  feet  of  water 
from  its  mouth  to  Newport,  Ark.  From  Newport  to  Batesville  there 
were  many  troublesome  snags,  and  from  Batesville  to  Buffalo  Shoals 
there  were  numerous  bad  shoals,  rendering  navigation  very  uncertain. 
From  Buffalo  Shoals  to  Forsythe,  Mo.,  there  were  many  fine  reaches  of 
river,  but  the  depth  of  water  on  Buffalo  Shoals  and  others,  less  danger- 
ous, prevented  any  navigation  at  ordinary  stages  of  water.  This  river 
has  been  united  so  often  with  the  St.  Francis,  and  again,  once  with  the 
Black  and  St.  Francis  and  once  with  the  Black  and  Little  Bed,  that  it  is 
impossible  to  give  exactly  how  much  had  been  expended  upon  the 
White  River  to  June  30, 1884.  After  a  carefiQ  study  of  House  Ex.  Doc., 
No.  64,  Forty-eighth  Congress,  first  session,  the  approximate  amount  is 
set  down  as  not  under  $170,000  and  not  over  $200,000.  This  estimate 
should  be  given  a  weight  of  8  in  a  scale  of  10.  The  project  for  expending 
the  appropriations  made  by  acts  of  July  5, 1884,  August  5, 1886,  and 
August  11, 1888,  provided  for  the  removal  of  snags,  bowlders,  and  other 
obstructions  to  navigation,  building  wing  dams  to  improve  shoals,  re- 
pairs to  and  care  of  plant,  and  survey  of  river  as  provided  for  in  the 
acts,  with  a  view  to  its  permanent  improvement,  from  Forsytte,  Mo.,  to 
its  mouth.  Up  to  June  30, 1890,  $71,484.35  had  been  expended.  This 
completed  the  survey,  plotted  the  notes,  published  the  maps,  and  effect- 
ually improved  some  of  the  most  dangerous  shoals  between  Buffalo 
Shoals  and  Batesville,  gave  much  relief  to  navigation  by  removing  the 
most  dangerous  snags  from  Batesville  to  the  mouth  of  the  river,  con- 
structed and  equipped  6  barges,  one  floating  pile-driver,  cared  for  the 
property,  and  partly  completed  a  dike  at  Newport. 

During  the  fiscal  year  ending  June  30, 1891,  $16,506.39  have  been  ex- 
pended in  a  careful  work  of  improvement  upon  the  shoals,  beginning  at 
Mount  Olive  and  working  to  Batesville.  A  few  snags  and  overhanging 
trees  were  removed  by  the  tow-boat  (which  carries  snagging  appliances) 
wherever  such  work  was  required.  The  unusual  high  water  prevented 
the  completion  of  the  dike  at  Newport. 

In  November,  1890,  a  little  work  was  done  there,  but  had  to  be  im- 
mediately suspended  on  account  of  high  water. 

The  following  shoals  were  improved,  viz :  Porter,  Hodges,  Wild  Haws, 
Earnhardt,  and  Batesville,  the  latter  being  not  quit^e  completed  at  close 
of  fiscal  year.  To  accomplish  this  1,460  linear  feet  of  dams  were  built 
and  11  cubic  yards  of  rock  were  removed  from  the  channel.  The  work 
extended  over  47  miles  of  river. 

From  data  secured  the  zero  of  the  gauge  as  fixed  in  the  vicinity  of 
Buffalo  City,  Ark.,  is  unquestionably  still  five-tenths  foot  too  high,"the 
oldest  inhabitant  being  in  error  in  his  statement  to  the  surveying 
])arty  something  like  1.5  feet.  Much  relief  has  been  afforded  naviga- 
tion," but  the  depth  of  2  feet  has  not  been  attained  at  low  water  on  ac- 
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count  of  this  ^rror  in  the  fixation  of  the  zero.  A  much  larger  sum  of 
money  will  be  required  to  complete  this  improvement,  inasmuch  as  by 
actual  and  careM  observation  low- water  mark  is  nearly  as  much  below 
the  best  that  could  be  determined  from  the  inhabitants  of  this  new 
country  as  the  depth  of  water  originally  contemplated  to  be  given  a 
channel  over  this  reach  of  river.  From  this  fact  a  new  set  of  condi- 
tions arise. 

During  such  time  as  I  have  been  able  to  take  from  the  conduct  of  the 
works  during  the  past  season,  since  I  have  become  certain  of  the  above- 
mentioned  fact,  much  study  has  been  given  to  the  course  to  be  pursued. 
The  present  plans  and  estimates  are  of  course  entirely  inadequate  so 
far  as  the  river  from  Newport,  Ark.,  to  Forsythe,  Mo.,  is  concerned. 
The  demands  of  commerce  are  becoming  very  clamorous,  and  after  care-  • 
fill  dehberatiou  I  am  of  the  opinion  that  the  question  of  a  system  of 
locks  and  dams  ought  to  be  canvassed  at  once  and  a  beginning  made 
upon  an  improvement  of  this  nature.  There  are  quite  a  number  of 
shoals  that  will  need  locks  and  dams  to  overcome  them.  No  estimate 
can  be  furnished  of  the  cost  of  these  locks  and  dams  without  a  more 
complete  survey  of  the  locahties.  The  most  judicious  plan  that  has 
occurred  to  me  would  be  to  recommend  an  appropriation  of  $75,000  or 
perhaps  $100,000,  $50,000  to  $75,000  of  which  to  be  expended  at  the 
shoaLs  not  requiring  the  system  of  locks  and  dams,  and  the  balance,  or 
so  much  as  might  be  necessary,  utilized  in  making  detailed  surveys 
preparatory  to  famishing  plans  and  estimates  for  a  system  of  locks  and 
dams:,  this  outside  of  the  $53,815  required  to  complete  the  existing 
project,  which  should  be  used  almost  entirely  between  Newport,  Ark., 
and  the  mouth  of  the  river,  in  accordance  with  the  plans  and  estimates 
that  are  already  a  matter  of  printed  record.  This  would  make  the  total 
that  could  be  profitably  expended  during  the  fiscal  year  ending  June 
30, 1893,  $153,815. 

Attejition  is  respectfdlly  invited  to  the  inorease  in  the  tonnage  of  the 
river  and  to  my  statement  made  in  the  original  plans  and  estimates 
submitted  several  years  ago,  that  in  my  opinion  the  time  would  come 
when  the  vast  commerce  of  this  territory  would  demand  the  applica- 
tion of  a  lock  and  dam  system  to  this  river. 

I  am  satisfied  that  as  yet  the  full  tonnage  of  this  valley  has  not  been 
secxured,  although  this  people  are  now-  thoroughly  awake  as  to  the  ne- 
cessity for  cheap  transx)ortation.  It  may  be  noted  here  as  applicable  to 
all  my  annual  reports  that,  while  charged  with  a  vast  territory,  well 
watered  with  navigable  streams,  the  people  inhabiting  the  territory  are 
so  little  conscious  of  the  resources  they  possess  in  their  fertile  fields, 
timbered  hills,  mineral -stocked  mountains,  and  natural  water  ways,  that 
it  is  only  by  the  most  strenuous  efforts  that  anything  like  an  accurate 
showing  of  commerce  can  be  obtained.  A  quick  way  to  get  attention 
to  this  White  Eiver  would  be  to  say  that  it  has  at  least  all  the  possibil- 
ities of  the  Tennessee  Eiver,  with  a  margin  in  its  fiaivor,  if  anything. 

COMMERCE. 

The  first  appropriation  having  been  made  in  1833,  the  records  of  this 
oflice  do  not  show  what  was  the  amount  of  commerce  prior  to  any  at- 
tempts at  improvements. 

In  the  Annual  Report  of  the  Chief  of  Engineers  for  187G,  page  627, 
Colonel  Suter,  referring  to  the  upper  reaches  of  this  river,  says: 

The  country  borderinp^  on  this  portion  of  White  River  is  almost  entirely  depend- 
ent npon  water  transportation,  which  from  the  difficult  character  of  the  navigation 
in  very  uncertain  and  rostly. 
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And  even  one  year  later  he  speaks  of  much  of  the  commerce  being 
carriM  on  by  teams.  (Annual  Report  Chief  of  Engine^s,  1877,  page 
501.) 

The  advantages  to  commerce  if  the  permanent  improvement  is 
effected  will  be  greatest  of  that  to  any  river  in  the  State  in  proportion 
to  the  cost.  This  is  a  natural  highway  for  commerce  to  an  extensive 
territory,  and  much  of  this  territory  has  as  yet  no  other  outlet  except 
the  wagon.  In  this  connection  see  Annual  Report  Chief  of  Engineers, 
1880,  page  1313;  Annual  Report  Chief  of  Engineers,  1884,  page '1401; 
also,  Annual  Report  Chief  of  Engineers,  1885,  pages  1589  and  1591. 
Here  will  be  found  a  steady  increase  in  commerce,  keeping  pace  with 
the  improvements,  which  speaks  for  itself  and  calls  for  no  comment. 
As  to  benefits  to  community,  it  maybe  said  that  a  community  that  will 
follow  up  the  work  already  done  as  this  one  has  can  but  be  greatly 
benefited.  Every  improvement  made  is  promptly  taken  advantage  of. 
The  rapid  growth  in  prosi>erity  in  this  section  warrants  the  belief  that 
the  permanent  improvement  of  this  river  will  confer  benefits  upon  this 
community  so  great  that  the  cost  of  the  works  will  seem  too  small  for 
comparison.  Anyone  taking  the  trouble  to  read  the  Annual  Reports 
of  the  Chief  of  Engineers  for  the  past  12  years  will  be  struck  by  the 
uniform  testimony  of  engineers  in  regard  to  the  future  great  commerce 
of  this  river,  a  significant  fact  in  itself. 

Data  gathered  from  various  sources  may  be  condensed  as  foUows: 

There  is  a  diyision  in  the  commerce  of  this  river,  the  Upper  and 
Lower  White,  both  territories  improving  rapidly  under  the  present  sys- 
tem of  river  improvements.  The  Upper  White  River  territory,  which 
needed  principally  a  low-water  channel  by  improvement  of  shoals  to 
insure  a  regular  transportation  of  products,  is  beginning  to  show  a 
marked  improvement  in  agricultural  lands,  especially  near  the  river, 
and  yielding  a  greater  tonnage  each  year.  These  products,  which 
have  been  hauled  heretofbre  across  the  country  in  wagons  from  50  to 
80  miles  to  Springfield  and  other  points  on  the  railroad  that  lead  to 
St.  Louis  market*,  are  beginning  to  find  a  more  accessible  outlet  by 
way  of  the  river  to  Batesville  and  l^ewport,  where  they  are  transferred  to 
the  railroad  and  carried  to  the  same  market.  The  ultimate  results  of 
this  river  improvement  will  not  only  be  a  settlement  of  the  country, 
but  also  a  creation  of  new  markets  in  the  direction  of  Few  Orleans,  to 
where  a  cheaper  transportation  is  offered  by  way  of  the  river.  The 
mining  enterprise  is  also  being  engaged  in  all  along  the  Upper  White 
River,  and  a  greater  demand  for  river  navigation  is  presenting  itself  to 
the  community  in  general.  During  the  past  year,  in  developing  these 
mines,  several  barge  loads  of  zinc  ore  were  shipped  down  the  river  at 
a  comparatively  low  stage  of  water,  the  obstructions  being  so  greatly 
reduced  by  the  river  improvement  that  it  was  found  possible  to  ship  in 
this  way. 

A  number  of  enterprising  citizens  have  responded  to  the  inquiry  for 
commercial  statistics  of  this  river  during  the  past  year,  and  all  agree 
that  the  improvement  is  of  vast  importance  to  the  enhancement  of  prod- 
ucts and  settlement  of  the  country. 

A  tabulated  statement  from  C^pt.  Charles  B.  Woodbury  gives  the 
traffic  in  cedar  and  lumber  as  54,960  tons,  against  26,200  tons  last  year; 
also  3,878  tons  cotton  against  2,825  tons  last  year. 

This  is  an  increase  of  over  100  per  cent,  in  lumber  and  37  per  cent, 
increase  on  cotton,  the  staple  product  of  this  country. 

The  tonnage  of  Lower  White  River  has  decreased  somewhat,  owing 
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to  better  railway  faeilities  and  a  decrease  in  the  products  of  the  over- 
flowed territory  below  Clarendon, 

Tonnage  during  the  past  year. 


Total 
freight. 


TTpi»«r  White  River. 
Lower  White  Itivor., 


Tont. 
113,065 
88,490 


Total. 


151,561 


Money  statement. 

July  1,  1890,  balance  unexpended « $1,532.26 

Amount  appropriated  by  act  approved  September  19, 1890 30, 000. 00 

31,532.26 
June  30,  1891,  amonnt  expended  during  fiscal  year 16, 505. 85 

July  1,  1891,  balance  unexpended 15,026.41 

Julyl,  1891,  outstanding  liabilities 1,525.50 

July  1,1891,  balance  available 13,500.91 

{Amount  ^estimated)  required  for  completion  of  existing  project 153, 815. 00 
Amount  tnat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  153, 815. 00 
Submitted  in  compliance  with  roqYiirements  of  soctiuua  2  of  river  and 
harbor  act^  of  1866  and  1867. 


Expense  account j  improving  White  River,  Arkansas. 

Pav  rolls $12,278.13 

Subsistence  supplies 2,074.65 

General  supplies 1, 272. 91 

Transportation .-. 40. 19 

Traveling  expenses 292. 45 

Fuel 397.86 

Statiom'ry 23.55 

Beut 80.00 

Lumber 39.06 

16,498.80 
Reserved  in  United  States  Treasury  for  freight  charges 7, 05 

16,505.85 


W  6. 

IMPROVEMENT  OF  CACHE  RIVER,  ARKANSAS. 

The  first  appropriation  ever  made  fortius  reach  of  river  became  avail- 
able August  JLlj  1888.  Prior  to  this  time  the  channel  was  choked  with 
logs  and  snags,  overhanging  trees  interfered  with  smokestacks,  and  sev- 
eralshoalsinterferedwithlow-waternavigation.  Theproject proposes  the 
removal  of  logs,  snags,  and  overhanging  trees  from  the  town  of  Eiver- 
side,  Ark.,  to  the  mouth  of  the  river.  This  operation  will  incidentally 
improve  these  shoals,  as  they  are  caused  in  the  majority  of  cases  by  an 
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accumnlatioii  of  logs.  Seven  thousand  dollars  was  the  amount  appro- 
priated;  $3,000  for  the  construction  of  a  snag  boat  and  $4,000  for  the 
operating  expenses,  working  at  or  near  extreme  low  water^  tine  boat  be- 
ing constructed  of  light  draft  for  this  purpose. 

Up  to  June  30, 1890,  the  entire  sum  except  $7.11  had  been  expended. 
The  snag  boat  was  bruit  and  operated  as  &ir  down  as  Walkers  Ferry, 
leaving  35  miles  of  river  yet  to  be  worked.  The  boat  was  operated  just  as 
near  low  water  as  it  could  be  moved  and  with  a  drafbof  only  14  inches.  It 
will  be  seen  that  only  the  main  channel  could  be  worked,  as  it  surely  could 
be  found  at  the  low- water  stage.  The  obstructions  encountered  were  more 
formidable  than  the  reconnoissance  showed,  one  snag  when  lifted  often 
bringing  up  several  others.  The  balance  of  the  river  could  be  cleared 
by  selling  the  snag  boat  to  some  other  appropriation,  but  as  these  other 
appropriations  were  small  it  could  not  be  done  during  the  fiscal  year 
ending  June  30, 1891.  The  boat  has  been  weU  cared  for  and  kept  in 
thorough  repair  and  used  upon  the  Black  River.  If  an  adequate  ap- 
propriation is  made  for  the  Black  Eiver,  Arkansas,  the  boat  might  be 
sold  to  that  riyer  and  the  proceeds  worked  out  in  her  operating  ex- 
penses upon  this  river  and  no  further  appropriation  made  for  this  par- 
ticular river.  If,  however,  the  Black  River  appropriations  are  less  than 
$12,000  then  public  policy  would  require  the  appropriation  of  at  least 
$3,000  to  complete  this  work.  The  remarks  under  commerce  are  all  that 
is  necessary  to  show  what  a  large  amount  is  to  be  benefited. 

OODOEEBOE., 

It  is  not  easy  to  ascertain  the  amount  of  commerce  upon  this  river 
prior  to  the  making  of  this  its  first  appropriation.  Since  the  building 
of  the  railroad  the  many  obstructions  in  the  stream  have  caused  boats 
to  give  up  the  use  of  it,  and  it  is  hard  to  get  any  information  in  regard 
to  it.  It  could  not  have  been  large,  for  the  obstructions  are  so  numer- 
ous as  to  preclude  much  use  of  it.  As  to  the  effect  upon  insurance  and 
freight  rates  this  can  only  be  known  by  actual  trial,  as  this  is  almost  a 
hitherto  unknown  river  so  far  as  any  records  go. 

As  to  the  effect  upon  competing  routes  of  transportation,  there  are 
probably  very  few  sections  in  which  an  open  river  would  afford  relief  to 
a  burdened  people  under  exorbitant  rates  made  by  a  single  line  of  rail- 
road as  this  one  will  do.  As  to  relative  cheapness  there,  of  course,  can 
be  no  question  as  to  water  versus  rail  transportation.  Rdiable  parties 
state  that  the  opening  of  the  river  will  cause  a  market  reduction  in 
freight  rates. 

As  to  prospective  advantages  to  commerce  there  is  at  present  no  com- 
puting them.  The  timber  alone  warrants  the  present  outiay.  The 
country  is  very  fertile,  well  adapted  to  cotton,  corn,  fruit,  and  grain, 
easily  cultivated,  and  only  one-fourth  settled,  and  it  is  as  difficult  to 
predict  what  tlie  prospective  advantages  to  commerce  will  be  as  to  have 
taken  up  50  or  75  years  ago  and  pr^ioted  the  commerce  upon  some 
similar  streams  in  older  States,  where  thousands  and  even  millions  of 
dollars  of  freight  are  now  transported  annually.  The  river  is  really 
almost  a  natural  canal,  and  it  is  believed  that  50  years  from  now  will  see 
it  provided  with  a  few  locks  and  so  used. 

During  the.  month  ending  June  16, 1890,  2,762  tons  of  lumber  were 
rafted  tluough  the  bridge  of  the  Memphis  and  Littie  Rock  Railway. 
This  is  the  first  month  of  systematic  effort  to  secure  the  tonnage  of  the 
river. 
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M(mey  statement. 

July  1,  1890,  balance  unexpended $7. 11 

June  30,  1891,  amount  expended  during  fiscal  year 7. 11 

{Ajnoont  (estimated)  required  for  completion  of  existing  project 3, 000. 00 
Amonntthat  can  be  profitably  expendea  in  fiscal  year  ending  June  30, 1893      3, 000. 00 
Submitted  in  oompliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Expense  account. 

Stationery  supplies $7.11 

Tonnage  of  Cache  River,  Arkansas,  30,000  tons. 


•  W  7. 
IMPROVEMENT  OF  LITTLE  RED  RIVER,  ARKANSAS. 

The  first  improvements  attempted  upon  this  river  were  made  in  the 
year  ending  June  30, 1872,  under  the  act  approved  March  3, 1871. 

Prior  to  this  work  many  overhanging  trees  interfered  with  navigation 
in  the  lower  reaches,  and  qiany  bowlders  obstructed  flatboat  and  raft 
navigation  in  the  reach  above  the  present  town  of  Judsonia.  The  ap- 
propriation referred  to  above  was  for  the  White,  Black,  and  Little  E^ 
Eivers,  and  amounted  to  $10,000  for  the  three,  upon  estimates  amounting 
to  $269,033,  of  which  $38,066  were  for  the  Little  Red  River.  That  little 
work  could  be  done  is  apparent  from  Oolonel  Reynolds's  report  for  1872, 
in  which  he  states: 

Unless  other  and  better  fftcilities  are  provided  it  will  be  of  very  little  nse  to  attempt 
to  remove  the  obstructions  in  such  streams  as  these. 

Most  of  the  overhanging  trees  were  removed  as  high  as  Judsonia.  A 
bad  shoal  3  miles  below  Judsonia  and  the  bowlders  remained  untouched 
to  the  end  of  June,  1886.  The  act  approved  August  5, 1886,  appro- 
priated $3,000.  The  present  project  contemplates  the  removal  of  the 
dangerous  bowlders  above  Judsonia  and  a  shoal  3  miles  below  the  same 
town.  Up  to  June  30, 1888^  $612.90  had  been  expended  in  removing 
the  bowlders  above  Judsoma  and  the  care  of  the  property  and  records. 
Bytheactwhichbecamealaw  August  11, 1888, the  balance,  $5,400,  neces- 
sary to  carry  out  the  orignaJ  project  was  appropriated.  During  the  fiscal 
year  ending  June  30, 1^9,  $5,0iD8.90  was  expended  in  the  construction 
of  the  dredge  to  be  used  in  removing  the  shoals  3  miles  below  Judsonia 
and  in  the-  construction  of  two  material  barges.  During  the  low-water 
season  of  the  fiscal  year  ending  June  30, 1890^  $1,531.53  was  expended 
in  dredging  the  shoal  3  miles  below  Judsonia,  known  as  Bess  Shoal. 
These  shoals  arecomposed  of  two  reefs  about  three-fourths  of  a  mile  from 
lower  to  upper  edges.  The  upper  reef  has  been  finished  to  a  depth  of 
1.1  feet  below  low  water  and  30  feet  wide,  and  about  285  tons  of  broken 
rock  and  gravel  removed.  Some  very  effective  work  was  done  at  the 
lower  reef^  but,  owing  to  delays  from  lugh  water,  only  210  tons  of  broken 
rock  and  gravel  have  been  removed,  making  495  tons  altogether  up  to 
June  30, 1890. 
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Effective  work  at  the  above  shoal  can  only  be  done  at  low  water. 

During  the  fiscal  year  ending  June  30, 1891,  the  water  remained  so 
high  that,  except  a  few  days  in  the  latter  part  of  August,  no  work  could 
be  done  at  the  shoals.  The  dredge  being  required  for  the  Arkansas 
River  works  it  was  sold  to  that  appropriation,  upon  proper  authority, 
for  $3,500.  As  this  would  not  all  be  required  to  complete  the  work  at 
the  shoals,  a  project  was  prepared  in  this  office  and  approved  by  the 
Chief  of  Engineers  for  expending  $1,000  of  the  above  in  cutting  timber 
and  removing  stumps  from  the  channel  as  high  as  the  vicinity  of  Heber, 
Ark.,  so  as  to  aid  raftsmen. 

In  accord  with  this  plan,  during  January,  February,  and  Mai*ch  a 
party  was  put  into  camp  and,  with  this  $1,000,  cut  3,331  trees  and 
some  100  cords  of  brush,  opening  a  good  channel  to  Judsonia,  from  He- 
ber, Ark.  As  soon  as  this  was  done  a  small  steamboat  was  placed  upon 
the  river,  and  many  encomiums  were  pronounced  upon  the  immense 
good  accomplished. 

Many  trees  still  overhang  the  eddies^  and  as  soon  as  the  work  at 
Bess  Shoals  has  been  completed  a  project  will  be  submitted  for  ex- 
pending all  that  can  be  saved,  in  fetrther  ox>ening  this  reach.  All  this 
may  be  done  as  early  in  the  next  fiscal  year  as  the  water  wiU  permit. 

GOMMEROE. 

Amount  of  commerce  when  work  of  improvement  began  may  be  in- 
ferred from  the  following,  which  appeared  in  the  Annual  Beport  of  the 
Chief  of  Engineers,  1871,  page  362 : 

The  fact  stated  that  the  oommerce  of  this  stream  is  sufficient  to  induce  the  com- 
paratively large  boats  running  on  the  White  Biver  to  navi^te  it  whenever  it  is 
practicable,  and  when  this  is  not  the  case  a  smaU  steamer  is  kept  to  ply  between 
West  Point  and  the  mouth  of  the  Eiver,  shows  the  importance  of  the  intcreste  in- 
volved. 

As  to  prospective  advantages  to  commerce  if  completed,  if  the  shoals 
known  as  Bess  Shoals  were  removed  so  that  a  boat  could  reach  Judsonia 
at  all  stages  of  the  river,  from  1,000  to  1,500  bales  of  cotton  and  about  400 
tons  of  merchandise  would  be  shipped  by  river  at  once.  A  packet 
drawing  3^  feet  of  water  now  makes  regular  trips  tiie  year  round  to  a 
point  just  below  these  shoals.  The  country  round  about  Judsonia  has 
been  visited  in  person,  and  I  find  its  resources  have  only  beguji  to  be 
developed.  I  should  say  that  the  present  commerce  would  double  itself 
in  5  years. 

As  to  benefits  to  community  if  completed,  it  is  hard  to  estimate  the 
benefits  that  cheap  transportation  would  give  to  a  community  that  has 
known  only  a  railroad  outlet,  and  only  one  at  that.  No  one  will  ques- 
tion but  what  they  will  be  very  great;  how  great  can  only  be  told  by 
recalling  what  such  transportation  has  done  for  other  fertile  sections; 
but  it  may  safely  be  said  that  the  benefits  will  be  so  great  that  the  out- 
lay will  sink  into  utter  insignificance. 

This  stream  is  located  in  a  very  prosperous  section  of  the  State.  The 
present  commerce  amounts  to  upwards  of  13,500  bales  of  cotton  and 
4,700  tons  of  merchandise.  A  great  deal  of  fruit  is  being  raised,  and 
the  amount  is  rapidly  increasing  each  year.  The  returns  will  be  ini- 
mediato. 
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Money  statemenU 

July  1, 1890,  balance  unexpended $537.86 

BeceiTed  by  sale  of  dredge-boat. a8  per  letter  of  Chief  of  Engineers,  dated 

August  19, 1890 3,500.00 

4, 037. 86 

June  30,  1891,  amount  ezpendeil  during  fiscal  year 2, 140. 92 

July  1,1891,  balance  unexpended 1,896/94 

July  1, 1891,  outstanding  liabilities 75.00 

July  1,1891,  balance  available 1,821.94 


Expense  account,  > 

Payrolls $1,709.21 

Subsistence  supplies 135. 32 

General  supplies 193. 91 

Transportation * « 16. 05 

Traveling  expenses 32. 53 

Fuel 45.85 

Stationery 8.05 

2,140.92 


Tonnage  of  Little  Red  River,  Arkansas, 

Tonfl. 

Cotton,  13,500  bales 3,375 

Merchandise ,..     4,700 

Total 8,075 


W  8. 

IMPROVEMEXT  OF  BLACK  RIVER,  ARKANSAS  AND  MISSOITII. 

Before  any  improvements  were  made  upon  this  river,  the  magnificent 
timber  which  lines  its  banks,  overhung  its  narrow  and  deep  channel, 
giants  of  the  forests  stretched  across  it  fix)m  bank  to  bank  in  falling, 
debris  firom  logging  camps  Wdged  in  the  same,  producing  shoals,  all  of 
which  presented  a  formidable  array  of  obstacles,  not  only  to  navigation, 
but  to  any  attempts  at  improving  the  same.  The  original  plan  for  its 
improvement  contemplated  the  removal  of  the  obstructions  and  the  im- 
provement of  the  shoals,  the  latter  by  wing  dams.  A  few  sloughs  were 
to  be  closed,  so  as  to  confine  the  water  to  the  main  tjhannel.  The  work 
has  been  steadily  carried  forward,  with  very  small  appropriations,  at 
irregular  intervals,  for  upwards  of  14  years.  In  the  earlier  operations 
the  appliances  were  not  adapted  to  the  heavy  work  on  hand.  In  later 
years,  suitable  appliances  having  been  secured,  more  rapid  progress  has 
been  made.  Its  channel  being  narrow,  water  deep,  and  banks  firm,  it 
is  one  of  the  most  satisfactory  streams  in  this  district  to  improve. 

Up  to  June  30, 1890,  $61,242,40  had  been  expended  in  carrying  out 
the  above  plan,  giving  a  very  good  river  from. the  mouth  up  to  the  mouth 
of  Current  Eiver,  doing  but  little  for  the  reach  between  the  mouth  of 
Current  River  and  the  bridge  at  Coming,  Ark.,  and  maldng  a  visible 
impression  upon  the  formidable  obstructions  between  the  Arkansas 
State  line  and  Poplar  Bluff,  Mo.,  in  conjunction  with  the  appropriation 
under  the  heading  "Improving  Black  River,  Missouri.'^    By  act  ap- 
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proved  Septeiubor  10,  1890,  $5,000  were  appropriated  out  of  the 
$26,000  recommended  as  the  amount  that  could  be  profitably  expended 
during  the  fiscal  year  ending  June  30, 1891. 

As  stated  in  my  last  annual  report,  the  snagboat  belonging  to  this 
river  was  found  to  be  in  too  rotten  a  condition  for  snagging  operations. 
Fortunately  a  new  boat  built  for  the  Cache  Biver  was  idle.  This  boat 
is  specially  adapted  for  work  in  narrow  streams.  It  was  transferred  at 
once  to  this  stream  on  proper  authority^  and  work  begun  at  Poplar  Bluff, 
Mo.,  under  the  appropriation  "Improving  Black  Biver,  Missouri,"  with 
a  view  to  working  down  to  the  Arkansas  State  line  on  that  appropria- 
tion and  then  beginning  work  under  this  head.  About  the  time  that 
the  work  was  brought  down  to  the  State  hne  and  the  boat  had  been 
transferred  to  this  appropriation,  the  river  rose,  and  from  that  time  to 
the  end  of  the  fiscal  year  remained  too  high  for  effective  snagging 
operations.  During  the  fiscal  year  ending  June  30, 1891,  therefore,  only 
$1,537.28  have  been  expended  in  the  necessary  repairs  to  the  plant  and 
care  of  property.  Early  in  June  the  boat  will  be  put  in  the  field  and 
operated  between  Corning,  Ark.,  and  the  mouth  of  Current  Biver,  a 
reach  that  never  has  been  thoroughly  worked.  As  tiie  Cache  Biver 
SDagboat  may  be  required  again  upon  her  own  river,  I  will  renew  my 
reconmiendations  made  last  year  in  regard  to  building  a  new  hull  for 
the  snag  boat  Henry  Slieldon^  and  transferring  her  upper  works  at  a  cost 
of  about  $8,000.  It  seems  like  a  redundancy  to  reiterate  facts  that  have 
so  often  appeared  in  my  annual  reports,  in  regard  to  the  great  benefits 
to  be  conferred  by  the  opening  of  this  river  and  to  the  deserving  char- 
acter of  the  stream,  on  account  of  its  deep  water  and  permanent  banks; 
yet,  as  I  come  to  know  this  stream  more  and  more  thoroughly  from  year 
to  year,  I  am  more  convinced  that  the  recommendations  made  in  the 
past  should  not  only  be  renewed,  but  emphasized  in  their  renewal. 

My  plan  has  been  to  secure  an  annual  contingent  of  $8,000  for  this 
work,  but  this  has  been  departed  from  so  far  in  the  amounts  of  the  ap- 
propriations that  nothing  less  than  $42,000  would  adequately  meet  the 
requirements  of  the  situation.  It  may  be  stated  that  with  the  expendi- 
ture of  this  sum  as  a  whole,  a  magnificent  artery  of  commerce  would 
be  effectively  opened,  which  would  need  but  very  little  attention  for  its 
maintenance.  The  work  of  the  coming  season  between  Coming,  Ark., 
and  the  mouth  of  the  Current  Biver  will  reduce  the  number  of  snags 
that  are  likely  to  lodge  between  Current  ^Eiver  and  the  mouth  of  the 
river  fully  50  per  cent. 

COMMERCE. 

The  amount  of  commerce  when  work  of  improvement  began  may  be 
inferred  from  the  following  statement  taken  from  Annual  Keport  Chief 
of  Engineers,  1880,  page  1326. 

From  the  Upper  Black  great  quantities  of  staves  are  taken,  and  from4)he  Lower 
Black  it  is  estimated  that  from  10,000  to  12,000  bales  of  cotton  are  shipped  to  Mem- 

£his  and  other  markets,  and  other  shipments  (amount  not  known)  go  over  the  St. 
.ouis  and  Iron  Mountain  to  St.  Louis. 

As  to  effect  upon  rates  of  insurance  and  freight,  insurance  companies 
have  not  acted  upon  the  matter.  It  is  expected  that  the  rates  will  be 
reduced.  The  work  is  just  beginning  to  tell  upon  the  freight,  and  it  is 
too  soon  to  state  definitely  as  to  rates.  One  man,  representing  a  large 
stave  factory  at  Poplar  Bluff',  Mo.,  estimates  that  rates  would  be  reduced 
one-hal£ 
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As  to  effect  upon  rates  of  competing  routes  of  transportation,  this 
river  parallels  the  St  Louis,  Iron  Mountain  and  Southern  Railroad  for 
100  niiles.  There  can  be  no  question  as  to  water  versus  rail  trans- 
portation. Eeliable  parties  state  that  the  effect  will  be  marked.  As  to 
prospective  advantages  to  conunerce  if  completed,  freight  would  be  in- 
creased tenfold.  There  is  a  vast  tract  of  land  through  which  Black 
River  runs,  the  products  of  which  must  be  transported  by  river.  The 
country  is  only  just  beginning  to  be  opened  up,  and  is  susceptible,  prac- 
tically of  unlimited  development.  It  is  difftcult  to  estimate  the  benefits 
to  the  community  if  completed.  This  river  is  one  of  the  deepest  in  the 
State.  As  a  natural  highway  it  surpasses  the  Arkansas  River.  It^ 
banks  cave  but  little,  and  when  the  standing  timber  has  been  cleared 
off  so  that  snags  do  not  accumulate  it  will  not  give  much  trouble  as  a 
navigable  stream.  It  is  destined  to  become  in  the  near  fiiture  a  part  of 
a  great  parallel  transportation  line  to  "New  Orleans,  competing  with  the 
Missouri  Pacific  system  of  railroads  for  the  traffic  of  an  inunense  ter- 
ritory. The  confines  of  such  a  report  as  this  are  too  limited  to  do  justice 
to  this  river.  Were  they  more  extended  I  doubt  if  it  were  possible  to 
forecast  the  great  benefits  that  will  flow  from  its  maintenance  as  a 
navigable  stream. 

The  following  letter  explains  itself: 

F.  G.  OxLBT  Stavib  Company, 

Poplar  Bluff,  Mo,,  June  10, 1891. 

DisarSir:  •  •  •  We  find  we  have  hauled  on  onr  boats  during  the  past  year 
6,200  tons  of  freight.  This  freight  was  delivered  at  Poplar  Bluff  from  points  down 
the  river,  and  at  the  railway  bridge  between  Coming  and  Knobel  from  points  both 
above  and  below  the  bridge.  There  has  been  taken  from  points  above  the  State 
line  three  large  barges  of  stavy  down  the  Black  River  into  the  White,  and  from 
thence  to  New  Orleans.  This  could  not  have  been  accomplished  prior  to  the  last 
work  done  by  your  force. 

I  desire  to  compliment  you  on  the  work  done  by  the  last  appropriation.  I  believe 
that  I  am  not  overdoing  it  when  I  say  that  it  did  more  good  tnan  all  the  other  work 
that  has  been  done  on  the  river  combined.  It  is  hard  to  teU  the  amount  of  frcii^ht 
which  could  be  moved  on  this  river,  provided  it  could  be  made  navigable  the  your 
round.  The  river  has  no  bad  bars.  1  think  that  there  are  only  four  or  five  pbices 
between  Poplar  Bluff  and  the  State  line  which  would  require  any  dredging,  and  I  be- 
lieve that  if  aU  the  snags  were  removed  from  the  river,  and  the  Dan  River  effectnally 
closed  u|)  at  its  head,  that  these  bars  would  aU  be  removed  by  the  current  of  the 
river,  as  it  naturally  nas  a  pretty  stiff  current.  If  it  could  be  possible  to  thoroughly 
clean  this  river,  thus  making  it  reasonable  for  a  steamboat  man  to  have  water  the 
greater  part  of  the  year,  arrangements  could  be  made  to  run  boats  continually,  and 
as  soon  as  settlers  and  people  came  into  this  country  and  find  that  they  can  depend 
upon  transportation  for  their  products,  then  the  lower  country  between  this  and 
the  State  line  would  naturally  settle  up.  Every  settler  would  of  course  have 
some  product  to  carry.  It  is  of  vast  importance  to  a  very  large  territory  (I  should 
think  about  100,000  acres)  that  this  river  be  thoroughly  cleaned.  All  the  overhang- 
ing trees,  whether  they  obstruct  navigation  or  not,  should  be  removed,  because  they 
eventually  fall  into  the  river.  Our  steamboats  have  removed  since  your  crew  was 
here  as  many  as  25  trees  which  f eU  into  the  river  owing  to  washing  of  the  banks.      ^ 

This  country  is  greatly  improving,  and  I  notice  on  my  trips  down  the  river  a  new 
house  or  a  new  clearing  which  did  not  appear  when  I  was  down  the  previous  time. 

I  sincerely  hope  you  wiU  be  able  to  secure  a  good  round  appropriation  this  year. 
If  we  could  run  our  boats  the  year  round  we  could  double  in  the  next  year  the  ton- 
nage of  the  previous  year. 

If  this  information  is  not  sufficient,  kindlv  teU  me  Just  what  you  want,  and  if  it  is 
possible  to  procure  it  for  you  I  wiU  cheerfully  submit  it. 
Yours  truly, 

H.   D.   WiLTJAMS, 

Secretary  and  Treasurer. 
C^t.  H.  S.  Tabsb. 


Digiti 


zed  by  Google 


2058      BEPOBT  OF  THE  CHIEF  OF  EKGINEEBS,  U.  S.  ABMT. 

Money  gtoitemewt. 

Amonnt  appropriated  by  act  approved  September  19,  1890 $5, 000. 00 

June  90;  1891,  amonnt  expended  daring  fiscal  year 1,537.28 

July  1,  1891,  balance  unexpended 3,462.25 

July  1,  1891,  outstanding  liabilities.*. 177.25 

July  1, 1891,  balance  available 3,285.47 

{Amount  (estimated)  required  for  completion  of  existiuff  project 42, 000. 00 

Amount  that  can  be  protitabl^  expended  in  fiscal  year  ending  June  30, 1893  42, 000. 00 
Submitted  in  comidiance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Expaise  account. 

Payrolls $851.44 

Subsistence  sJ^lies 154.00 

General  supplies 189.96 

Traveling  expenses 31.88 

Machinery 310.00 

1,537.28 
Tonnage  of  Black  Eiver,  Arkansas  and  MiflsooTi,  97,720  tona. 


W  9. 

IMPROVEMENT  OF  BLACK  RIVER,  MISSOURI. 

« 

The  first  improvements  attempted  upon  this  reach  of  river  were  made 
in  the  yeais  1881  and  1882. 

Prior  to  this  work  its  channel  was  choked  with  logs  and  snags,  and 
obstructed  by  overhanging  trees,  and  in  many  places  shoals  interfered 
with  its  navigation  at  low  water  by  any  but  very  light-draft  boats.  Its 
banks  caved  but  little,  and  except  at  the  shoals  it  is  characterized  by 
greater  depth  of  water  than  is  found  in  streams  generally  in  its  vicinity, 
due  to  its  being  narrow  and  its  banks  firm.  The  original  plan  for  its 
improvement  contemplated  the  removal  of  the  obstructions  and  the  im- 
provement of  the  shoals,  the  latter  by  wing  dams.  A  few  sloughs  were 
to  be  closed  up  so  as  to  confine  the  water  to  the  main  channel.  Up  to 
June  30, 1888,  $6,000  had  been  expended,  which  had  opened  up  about 
20  miles  of  river  from  Poplar  Bluff,  Mo.,  toward  the  mouth.  Owing  to  the 
difficulty  in  getting  suitable  appliances  up  to  this  reach  it  was  carried 
on  under  great  difficulties.  Dui'ing  the  fiscal  year  ending  June  30, 1889, 
the  snag  boat  Henry  Sheldon^  specially  constructed  for  work  on  this 
river,  was  successfully  pushed  through  to  Poplar  Bluflf  and  operated 
from  there  down  the  river^  rapidly  and  effectively  clearing  the  same  of 
obstructions.  Six  thousand  five  hundred  and  sixty-two  dollars  and 
thirty  cents  were  expended  in  the  work;  erecting  a  strong  dam  at  the 
head  of  Dan  Eiver  (a  chute  of  the  Black  River);  removing  293  snags; 
cutting  1,874  ovorhaiiging  trees;  deadening  17,490  trees  and  removing 
12  masses  of  driftwood;  carrying  the  work  to  the  Arkansas  State  line; 
removing  the  greater  portion  of  the  dangerous  low-water  snags,  and 
making  a  good  beginning  upon  the  overhanging  timber. 

During  the  fiscal  year  ending  June  30, 1890,  only  $199.20  was  avail- 
able, and  this  was  expended  in  connection  with  the  other  appropriation 
for  this  river,  in  the  running  expenses  of  the  snag  boat  Henry  Sheldon. 
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Dxirmgtlie  fiscal  year  ending  June  30, 1891,  $3,914.21  were  expended 
between  Poplar  Bluff,  Mo.,  and  the  Arkansas  State  line,  removing  406 
snags,  destroying  23  piles  of  drift,  and  cutting  10,450  overhanging  trees. 
This  work  was  done  between  November  22, 1890,  and  February  1, 1891, 

During  the  balance  of  the  fiscal  year  the  water  has  been  too  high  for 
effective  operations.  This  work  has  greatly  improved  this  reach  of  river, 
a«  one  of  tiie  light-draft  boats  transferred  from  the  Cache  Eiver  was 
operated*  There  is  still  overhanging  timber  that  should  be  removed 
and  many  snags  and  logs.  Good  progress,  however,  is  now  being  made 
toward  the  thorough  opening  of  the  river,  and  the  balance  will  be  ex- 
I)ended  removing  the  obstructions  enumerated  and  in  rebuilding  the 
dam  at  the  head  of  Dan  Biver,  which  has  undoubtedly  been  blasted  out. 
It  will  be  rebuilt  so  strohgly  as  to  render  this  impossible.  More  inti- 
mate knowledge  of  this  river  in  this  reach  leads  me  to  confirm  all  that 
I  have  said  in  regard  to  its  being  worthy  of  improvement  and  to  add  a 
considerable  more  in  the  way  of  emphasizing  tiie  same.  To  economize 
space,  everything  that  needs  to  be  said  in  regard  to  fixture  work  has 
been  placed  under  the  general  heading  "improving*  Black  Eiver,  Ar- 
kansas and  Missouri,"  as  that  covers  the  same  ground. 

OOMMEIBOE. 

See  report  for  "  improving  Black  Eiver^  Arkansas  and  Missouri." 

Money  statement 

Amonnt  appropriated  by  act  approved  September  19, 1890 $7, 000. 00 

June  90,  lo9l,  amount  expendea  during  fiscal  j^ear 3,914.21 

Julyl,  1S91,  balance  unexpended 3,085.79 


HJxpenst  account, 

PayroUs $2,970.95 

Subsistence  8ai>plies 614.02 

General  supplies 178. 11 

Transportation 9. 04 

Traveling  expenses \ 80. 09 

Rent 40.00 

Skiff 22.00 

Total 3,914.21 


WlO. 

IMPROVEMENT  OF  ST.  FRANCIS  RIVER,  ARKANSAS. 

Earliest  appropriation  made  for  this  river  under  any  head  was  made 
by  act  approved  March  2, 1833. 

Summing  up  all  the  various  works  of  improvement  it  may  be  iaferred 
that  prior  to  1833  this  river  was  much  choked  with  drift  piles,  logs,  and 
snags,  its  waters  spread  out  through  a  great  variety  of  sloughs,  while 
overhanging  trees  added  to  the  difficulties  of  navigation.  In  the  origin- 
ally-adopted, project  snagging  operations  figured  largely  and  attempts 
have  been  made  to  close  up  some  of  the  many  sloughs.  This  river  has 
been  united  so  often  with  the  White  Eiver  and  also  with  the  Black 
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Tiiver  that  it  is  impossible  to  give  exactly  hoAv  much  had  been  expended 
upon  the  St.  Francis  River  to  June  30,  1884. 

From  June  30,  1884,  to  June  30,  1890,  $24,000  were  appropriated^ 
$12,000  in  1884,  $8,000  in  1886,  and  $4,000  in  1888,  and  this  had  been 
practically  expended.  The  history  of  its  expenditure  is  the  history  of 
all  work  in  new  countries,  with  entirely  inadequate  appropriations,  made 
over  long  reaches  of  river.  Most  constant  and  careful  study  has  been 
given  to  making  the  money  do  as  much  work  as  possible.  The  snag 
boat  Johnson  was  first  designed  for  this  river,  and  its  light  draft, 
great  power,  and  light  running  expenses  were  first  utilized  on  this  river. 
A  vast  amount  of  very  hard  pioneer  work  has  been  done.  Once  or  twice 
sickness  in  the  swamps  has  demoralized  the  crew.  Diverse  interests 
have  opposed  the  boat's  progress  here  and-  th^re,  but  with  steady  per- 
sistence the  work  has  been  carried  on,  looking  to  the  ultimate.  oi>euing 
of  the  river  as  contemplated  in  the  original  project.  The  little  reach 
above  the  Sunk  Lands  has  been  well  opened  and  greatly  to  the  advan- 
tage of  commerce.    The  transfer  of  the  boat  has  caused  great  delay. 

This  has  been  obviated  by  building  a  separate  twin  boat  partly  out 
of  the  appropriation  to  operate  above  the  Sunk  Lands  in  conjunction 
with  the  appropriation  "improving  St.  Francis  Eiver,  Missouri.^' 

By  act  approved  September  19, 1890,  $4,000  only  was  appropriated  to 
carry  forward  this  work;  $8,000  was  recommended.  Some  criticisms 
have  been  passed  locally  upon  the  close  estimates  made^  and  I  have  been 
urged  to  increase  them  because  they  will  be  scaled.  I  can  not  see  the 
policy  in  doing  this  and  can  only  report  that  where  estimates  are  close 
it  will  be  found  eventually  that  steady  progress  will  be  made,  though 
it  takes  more  time  for  it  to  appear.  During  the  fiscal  year  ending  June 
30,  1891,  the  water  has  been  too  high  for  effective  snagging,  which 
should  be  done  at  or  near  low  water.  The  boat  has  been  moved  to  the 
vicinity  of  its  next  work  and  will  be  put  in  the  field  as  early  in  the  next 
fiscal  year  as  the  water  wiU  permit.  A  small  sum  was  expended  pro 
rata  upon  a  new  snag  boat  for  the  reach  from  Kennett,  Mo.,  to  St. 
Francis,  Ark.,  as  explained  above.  It  is  scarcely  proper  to  include  in 
this  report  anything  that  is  a  reiteration  of  the  reports  of  former  years, 
yet  in  order  to  obtain  the  information  necessary  to  a  thorough  under- 
standing of  the  merits  of  the  river,  its  commerce,  the  amount  of  water 
in  its  channel,  the  difficulties  under  which  it  is  worked,  it  is  absolutely 
necessary  that  the  reports  for  the  last  5  years  be  carefully  gone  over. 
The  more  study  I  have  given  the  stream  and  the  country  the  more  in- 
teresting the  study  becomes  and  the  more  convincing  are  the  argu- 
ments in  favor  of  opening  up  the  river.  With  no  transportation  except 
the  wagon,  a  fertile  section  rapidly  settling  up  between  Lesters  Land- 
ing and  St.  Francis  would  at  once  pour  out  through  this  channel  its 
products,  adding  many  times  the  sum  required  for  the  improvements 
to  the  material  prosperity  of  the  country.  Whatever  decision  may  be 
rendered  as  to  the  desirabihty  of  further  expenditure,  the  river  now  haa 
a  plant  of  its  own,  peculiarly  adapted  to  its  work,  and  can  be  cared  for 
at  a  very  small  outlay.  It  would  be  better  to  put  the  river  in  excellent 
shape  before  the  plant  deteriorates,  and  it  is  believed  that  after  a  few 
years  of  thorough  work  the  river  will  maintain  itself.  As  to  future  de- 
mands, the  development  of  the  country  can  alone  decide  what  these  will 
be.  It  may  be  that  dredging  the  Sunk  Lands  to  bring  the  river  back 
to  its  own  channel  may  be  warranted  in  years  to  come  and  that  low- 
water  navigation  may  be  demanded.  At  present  the  prospect  is  too 
remote  to  devote  time  to  plans  and  estimates  for  these  improvements. 
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The  plan  recommended  for  several  years  that  $8,000  be  appropriated 
annually  not  having  been  carried  out  the  river  is  fdlly  $28,000  behind 
in  needed  improvements^  and  that  sum  could  be  profitably  expended  in 
the  fiscal  year  ending  June  30, 1893. 

The  work  is  being  carried  on  systematically  and  effectively,  but  there 
is  yet  much  to  be  done.  Nowhere  in  the  State  will  the  results  be  any 
more  direct,  nor  is  there  any  section  where  the  amount  necessary  to  im- 
prove the  stream  is  any  smaller  in  proportion  to  the  benefit  to  be  con- 
ferred. 

OOMMEROE. 

The  records  do  not  show  what  the  amount  of  commerce  was  before* 
any  work  was  done  upon  this  river.  As  the  river  was  almost  entirely 
choked  with  snags,  logs,  and  overhanging  trees  it  must  have  been  very- 
small  and,  from  the  best  authority  I  have  been  able  to  secure,  amounted 
to  a  few  staves  taken  out  by^atboats  propelled  by  hand.  Good  author- 
ities, familiar  with  the  river,  state  that  if  the  river  was  properly  improved 
flreight  would  be  reduced  from  $1  per  hundred  by  wagon  to  30  to  35 
cents  per  hundred  by  boat.  From  what  precedes  it  will  be  seen  that 
there  are  no  competmg  routes  of  transportation.  The  territory  drained 
by  this  river  is  almost  entirely  dependent  upon  the  river  for  transpor- 
tation. As  to  prospective  advantages  to  commerce  if  completed  they 
are  practically  beyond  computation.  Four  letters  in  my  possession, 
from  individuals  quite  widely  separated,  all  agree  upon  one  point,  namely, 
that  the  product  of  the  country,  and  hence  its  commerce,  would  be  in- 
creased 100  per  cent,  annually  were  the  river  improved  according  to  the 
present  plans.  Some  idea  of  the  general  benefits  to  be  conferred  upon 
the  community  by  the  completion  of  the  works  may  be  formed  from  the 
fact  that,  with  the  river  only  about  half  prepared  for  navigation,  there 
was  shipped  in  1885  and  1886,  in  the  extreme  upper  part  of  it,  500  tons 
of  merchandise,  600,000  staves,  and  700,000  feet  of  lumber.  Extending 
the  limit  a  few  miles  lower  and  we  have  as  the  present  yearly  commerce — 

Lumber $3,150,000 

Staves 226,000 

Cotton.-... 450,000 

Corn 300,000 

From  the  lower  two-thirds  of  the  river,  during  medium  and  high 
water  stages,  there  are  shipped  weekly  25,000  bales  of  cotton,  250,000 
sacks  of  cotton  seed,  and  about  175  tons  of  merchandise. 

Comments  as  to  benefits  derived  are  unnecessary. 

This  is  one  of  the  most  deserving  rivers  of  the  State.  Several  letters 
in  my  possession  go  to  show  that  the  money  expended  with  light-draft 
boats  since  1884  has  produced  great  changes  in  na\igation.  Eeplies 
to  letters  sent  out  to  obtain  statistics  may  be  condensed  as  follows,  viz: 

River  improvement  would  be  the  means  of  settling  up  the  country 
and  cause  it  to  produce  thousands  of  dollars'  worth  of  timber  and  corn. 
It  would  reduce  the  rates  of  freight  fully  25  per  cent.,  as  the  boats  now 
running  could  carry  double  the  amount  of  freight  at  but  little  extra  ex- 
pense. It  is  estimated  that  four  times  as  much  freight  would  be  shipped 
by  the  river. 

Mr.  Robert  F.  Sanders,  of  Kennett,  Mo.,  estimates  that  if  the  river 
was  properly  improved  there  would  be  annually  produced  and  shipped, 
over  and  above  what  is  now  shipped,  25,000  bushels  of  corn,  100,000 
tons  of  cotton  seed,  100,000  white-oak  staves,  and  millions  of  cypress 
shingles. 


Pork $300,000 

Potatoes 100,000 

MisceUaneous 300,000 
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Tonnage  of  St.  I^anois  Eiver,  Arkansas, 

Cotton  (40,000  bales) 10,000 

Cottonseed 17,500 

Com  (300,000  bushels) - 6,600 

Pork i...  5,000 

Potatoes  (800,000  bushels) 9,000 

Merchandise 2,500 

Lumber  (337,000,000  feet) 674,000 

Staves  (120,000  feet) 6,000 

730,600 
Money  statement. 

July  1, 1890,  balance  unexpended $2. 42 

.^ount  appropriated  by  act  approved  September  19,  1890 4, 000. 00 

4, 002. 42 
June  30, 1891;  amount  expended  during  fiscal  year 2, 501. 52 

July  1, 1891,  balance  unexpended 1,500.90 

July  1,  1891,  outstanding  liabilities 298.10 

July  1, 1891,  balance  available 1,302.80 

{Amount  restimated)  required  for  completion  of  existing  project 28, 000. 00 
Amount  tnat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    28, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acta  of  1B66  and  1867. 


Expense  accotmt. 

Payrolls - $1,321.04 

Subsistence  supplies 216.18 

General  suppUes 334.00 

Transportation 13.20 

Traveling  expenses •  161.35 

Stationery 15.75 

Rent 40.00 

Machinery 400.00 

2,501.52 


WII. 

IMPROVEMENT  OF  ST.  FRANCIS  RIVER,  MISSOURI 

The  first  appropriation  made  for  this  work  was  that  of  $5,000  by  act 
of  August  11, 1888.  Prior  to  this  time  the  river  channel  was  choked 
with  logs  and  snags,  overhanging  trees  interfered  with  the  smokestacks, 
and  several  shoals  interfered  with  low- water  navigation.  The  original 
project  contemplated  the  removal  of  the  shoals  12  miles  below  Green- 
ville, Mo.,  the  removal  by  a  snag  boat  of  stumps,  snags,  and  overhang- 
ing trees  from  Greenville,  Mo.,  to  the  town  of  St.  Francis,  Ark.  Up  to 
June  30, 1890,  $5,000  had  been  expended  opening  up  very  thoroughly 
the  river  from  Greenville,  Mo.,  to  a  point  about  80  miles  above  St.  I^an- 
cis.  Ark.    A  few  obstructions  were  removed  over  this  latter  reach. 

By  act  approved  September  19, 1890,  $10,500  were  appropriated  to 
carry  on  the  w^rk.    As  much  trouble  had  been  experienced  in  getting 
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the  snag  boat  A.  B^  Johnson  through  the  Sunk  Lands,  this  being  a  bar- 
rier impassable  except  at  extreme  high  water,  and  being  a  natural  divi- 
sion of  the  river  into  its  districts,  rather  than  the  arbitrary  one  at  St. 
Francis,  Ark.,  proper  authority  wafe  secured  to  build  a  snag  boat,  the 
duplicate  of  the  Johnson^  to  operate  above  the  Sunk  Lands  altogether, 
leaving  the  Johnson  for  the  work  below  and  also  for  the  work  in  Little 
Eiver.  During  the  fiscal  year  ending  June  30, 1891,  this  boat  was^uilt 
and  equipped.  From  the  time  the  boat  was  completed  to  the  close  of 
the  fiscal  year  the  water  was  too  high  for  effective  operations,  and  the 
boat  was  laid  up  in  ordinary  accordingly.  As  early  in  the  next  fiscal 
year  as  the  water  will  permit  the  boat  will  be  put  into  the  field  and 
operated,  first  over  the  80  miles  not  worked  under  the  former  appropria- 
tion, and  then  attention  will  be  given  to  the  shoals  12  miles  below 
Greenville.  The  balance  in  hand  can  not  be  pronounced  ujwn  as  to  its 
sufficiency,  inasmuch  as  the  act  provides  for  the  payment  of  a  claim 
6upi>0Bed  to  be  presented  by  the  Dunklin  County  Transportation  Com- 
pany for  a  cut-off  owned  by  them.  Xo  such  claim  has  yet  been  pre- 
sented, and  it  is  doubtful  if  it  ever  will  be,  as  the  territory  was  a  swamp 
and  it  was  at  their  most  urgent  request  that  it  was  improved,  as  may 
be  shown  by  the  records,  and  was  of  no  account  to  low- water  naviga- 
tion until  it  was  opened  by  the  snag  boat.  If  this  claim  is  not  presented, 
then  no  money  will  be  required  to  complete  the  present  project;  if  it  is, 
then  the  amount  of  the  claim  in  addition  will  be  required. 

This  r^dii  of  river  will  some  day  require  very  careful  attention,  as  it 
drains  a  very  rich  and  fertile  territory,  now  little  known. 

COMMERCE. 

For  commerce,  see  ^^  Improving  St.  Francis  Eiver,  Arkansas." 

Money  statement. 

Amount  appropriated  by  act  approv ed  September  19, 1890 $10, 500. 00 

June  90;  1091,  amonnt  expended  daring  fiscal  year 2,642.68 

July  1, 1891,  balance  unexpended 7,857.32 

July  1,  1891,  outstanding  babilitiea •- 120.00 

July  1, 1891,  bsdance  available 7,737.82 


Expense  aooounU 

Payrolls $1,370.70 

General  supplies 1,074.38 

Transportation 23.98 

Traveling  expenses 66.90 

Stationery 9.00 

Lumber 61.35 

Skiff 22.00 

Reserved  in  United  States  Treasury  for  freight  charges 14. 37 

Total 2,642.68 
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W  12. 

IMPROVEMENT  OF  LITTLE  RIXER.  mSSOURI  AND  ARKANSAS. 

The  first  appropriation  ever  made  for  this  river  was  that  of  the  act 
which  became  a  law  August  11, 1888,  amounting  to  $5,000  (flve-eighths 
of  the  estimate,  $8,000).  The  project  for  improvement  contemplates 
rendering  it  navigable  at  high  and  medium  stages  from  HomersviUe  to 
its  junction  with  the  St.  Francis  Eiver,  especially  to  prolong  the  medium 
stage  of  water  by  confining  the  water  to  one  of  the  two  chutes  making 
out  of  the  lake  upon  which  HomersviUe  is  situated,  and  by  removing 
the  snags,  logs,  and  masses  of  driftwood  that  have  accumulated  in  the 
channel.  The  project  for  the  expenditure  of  the  $5,000  referred  to 
above,  provides  that  it  be  expended  as  follows,  viz:  $1,600,  or  as  much 
as  may  be  necessary,  in  building  a  dam  across  one  of  the  chutes  at  or 
near  the  lake,  and  the  balance  in  removing  the  worst  obstructions  in 
the  way  of  overhanging  trees,  logs,  snags,  and  drift,  over  the  distance 
specified,  and  that  the  snag  boat  A.  B.  Johnson  be  used  for  this  work, 
being  transferred  in  due  form  and  by  proper  authority  and  at  the  proper 
time  for  this  purpose,  the  dam  to  be  constructed  of  brush  and  gravel, 
brush  and  rocks,  or  of  such  other  material  as  maybe  had  in  the  locality 
as  may  be  best  adapted  to  the  purpose. 

The  work  to  be  executed  by  hired  labor  and  the  purchase  of  material 
in  open  market,  as  this  is  most  economical  and  advantageous  to  the 
Gt)verDment.  It  will  be  seen  that  this  provides  for  the  use  of  the  snag 
boat  A,  B.  Johnson. 

Owing  to  the  boat  being  required  elsewhere  and  to  an  accident  to  the 
same  in  the  fall  of  1889,  and  to  high  water,  no  work  was  done  until 
early  in  the  fiscal  year  ending  June  30,  1891.  Operations  were  vigor- 
ously carried  on  from  July  5, 1890,  until  August  23,  when  water  be- 
came too  low  to  move  the  operating  boat.  Work  was  all  done  at  or 
near  extreme  low  water  and  extended  over  80  miles  of  the  river,  L  e., 
from  its  mouth  to  Perkins  Bar.  This  carried  the  work  to  within  about 
20  miles  of  the  foot  of  the  lake.  In  addition  to  this  work,  a  dam  300 
feet  long  and  from  1 J  to  5J  feet  high  was  built  across  the  right  chute. 
Over  the  80-mile  reach,  161  trees  were  cut,  109  snags  removed,  and  25 
cubic  yards  of  earth  excavated. 

By  act  approved  September  19, 1890,  $3,000  was  appropriated.  On 
November  22, 1890,  the  water  continuing  low  and  the  boat  being  re- 
quired for  work  upon  the  appropriation  to  which  she  properly  belongs, 
she  was  withdrawn  from  the  river. 

The  next  suitable  time  for  work  will  be  in  the  early  part  of  the  next 
fiscal  year,  and  steps  will  be  taken  to  put  the  boat  in  the  field  at  the 
proper  time.  Great  relief  has  been  afforded  already,  and  it  is  believed 
that  the  present  funds  will  do  all  the  work  required  at  present.  I  am 
informed  thiit  extensive  preparations  are  being  made  to  utilize  the  chan- 
nel as  soon  as  opened. 

GOMMDBRGE. 

HomersviUe  ships  yearly  about  20,000  bales  of  cotton,  500,000  bushels 
of  grain,  and  a  good  quantity  of  stock.  This  is  the  only  outlet  tins  sec- 
tion has,  except  wagons.  Like  many  other  streams  in  this  State,  it 
has  upon  its  banks  some  very  fine  timber,  which  only  waits  a  free 
water  way  to  find  a  ready  market.  HomersviUe  is  backed  by  a  large 
tract  of  imi)roved  country,  whose  main  distributing  point  it  is.  The 
water  way  itself  is  partly  a  lake  and  partly  two  narrow  rivers.    The 
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Take  extends  about  12  miles  from  Hornersville.  This  lake  is  drained 
into  St.  Francis  River  by  two  chutes  that  are  knoAvn  together  as  Little 
River,  It  is  too  soon  to  give  effects  upon  rates  of  insurance  and  freight. 
It  has  no  competing  routes  of  transportation.  As  to  prospective  advan- 
tages to  commerce  and  benefits  to  community  if  completed,  there  will 
be  the  same  results  in  a  general  way  as  enumerated  for  St.  Francis  River, 
as  it  is  one  of  its  feeders. 

Money  statement. 

July  1,  1890,  balance  unexpended $2,897.59 

Amount  appropriated  by  act  approved  8ex)temb9r  19,  1890 3, 000. 00 

5, 897. 59 
Juue  30,  1891,  amount  expended  during  AhguI  year 2, 865. 69 

July  1, 1891,  balance  unexpended 3,031.90 


Expense  account. 

Payrolls $2,356.00 

Subsistence  supplies 183. 20 

General  suppUes 199. 34 

Transportation 15. 65 

Traveling  expeuses 21. 95 

Stationery 23.20 

Kent 44.00 

Reserved  in  United  States  Treasury  for  freight  charges 22.  :i5 

2,865.69 
Tonnage^  2,611  tons. 


W  13. 


PRELIMINARY  EXAMINATION  OF  CURRENT   RIVER,  FROM  VAN  BUREN, 
MISSOURI,  TO  ITS  MOUTH. 

[Printed  in  House  Ex.  Doc.  Ko.  157,  Fifty-first  Cungrcss,  second  session.] 

United  States  Engineer  Office, 

Little  BocJc,  ArJc.j  December  11^  1890, 

General:  In  accordance  with  tlie  requireuieuts  of  letters  dated 
Office  of  the  Chief  of  Engineers,  Washington,  D.  C,  September  20, 1890, 
I  have  the  honor  to  submit  the  following  report*  upon  the  preliminary 
examinations  of  Current  Eiver,  Missouri  and  Arkansas: 

It  being  found  impossible,  consistent  with  the  interests  of  the  works 
under  my  charge,  to  make  this  examination  in  person,  a  competent  civil 
engineer  of  experience  was  engaged  to  make  this  examination,  and  from 
his  very  ftdl  report  now  before  me,  appended,  I  am  able  to  make  the 
following  statements,  viz : 

No  father  examinations  will  be  necessary  to  enable  me  to  submit 
plans  and  estimates  for  the  improvement  of  the  navigable  reach  of  this 
river.  It  is  worthy  of  the  improvement,  and  the  outlay  necessary  for 
the  same  is  fiilly  warranted  by  the  interests  involved. 

It  appears  that  there  are  95  miles  of  this  river  from  the  mouth  to 
Van  Buren  that  are  navigable  throughout  the  whole  year,  as  there  is  an 
abundance  of  water.    The  discharge  at  Van  Buren  at  a  low- water  stage 


*  Map  not  reprinted, 
BN0  91 ^130 
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is  2,200  cubic  feet  per  second.  About  4  miles  below  tliis  point  is  a  large 
spring,  which  affords  about  700  cubic  feet  more.  The  average  width  at 
low- water  stage  is  200  feet  and  the  velocity  2.75  miles  per  hour.  The 
flood  oscillation  is  about  16  feet.  The  Current  Eiver  at  time  of  floods 
is  very  swift,  and  has  a  tendency  to  clear  the  channel  of  obstructions  in 
the  way  of  snags,  though  many  large  clay-filled  roots,  too  obstinate  to 
be  moved  in  this  way,  are  lodged  in  the  channel  and  make  serious  ob- 
structions to  navigation.  Other  obstructions  in  the  way  of  shoals  may 
be  readily  improved  by  a  system  of  wing  dams,  built  of  rock  and  willow 
brush,  for  the  purpose  of  contracting  the  channel. 

This  style  of  wing  dam  has  been  successftiUy  operated  on  Upper 
Wliite  River.  The  commerce  demanding  the  improvement  of  this  river 
is  approximately  estimated  to  be  1I2,^KK)  tons  of  lumber  per  annum 
in  Carter  County,  Mo.,  besides  twenty-one  sections  of  undeveloped 
mineral  lands  (iron  and  lead),  of  which  I  have  specimens  now  in  my 
office  that  will  compare  favorably  with  the  ores  of  Iron  Mountain  and 
De  Loze  lead  mines,  Missouri. 

In  Eipley  County  23,064  tons  of  lumber,  1,112  bales  of  cotton,  and 
120  carloads  of  flour  and  grain,  besides  merchandise,  received. 

From  the  State  line  to  the  mouth  in  Arkansas,  35,000  tons  of  timber, 
3,500  bales  of  cotton,  besides  grain  and  merchandise. 

With  the  foregoLQg  in  view,  it  is  recommended  that  $10,000  be  appro- 
priated for  improving  this  river  from  Van  Buren  to  its  mouth,  to  bo 
applied  as  follows,  viz: 

For  buUding  and  equipping  one  small  hand-propelled  snag  boat $i,  000 

For  running  expenses  of  this  boat  4  months 3,  750 

For  building  of  wing  dams '. *. 710 

For  one  rock  barge 350 

For  contingent  expenses 1,190 

Total 10,000 

Before  closing  this  report  it  is  my  duty  to  invite  attention  to  the  fact 
that  a  railroad  bridge  spans  the  river  3  miles  below  Van  Buren,  unpro- 
vided with  a  draw  span,  and  so  low  as  to  present  an  impassable  obstacle 
to  navigation.  This  bridge  belongs  to  the  Current  liiver  Railroad  Com- 
pany. This  structure  will  be  miide  a  subject  for  report,  as  required  by 
law.  It  will  have  to  be  attended  to  before  the  improvement  is  success- 
fvJly  carried  out.  It  is  presumed  there  will  be  no  difficulty  in  this  mat- 
ter, as  the  policy  of  the  railroads  in  this  State  seems  to  have  been  to 
erect  a  bridge  and  operate  it  just  as  long  as  they  should  be  undisturbed, 
and  comply  with  the  law  when  navigation  demanded  the  passage  of 
boats. 

The  people  of  Yan  Buren  consider  it  an  imiwsition  on  the  part  of  the 
railroad  company  in  putting  this  bridge  across  the  river,  shutting  out 
navigation  to  their  town. 

A  reference  to  the  Annual  Report  Chief  of  Engineers,  1881,  Part  II, 
pages  1467  to  1469,  will  show  that  the  sum  recommended  is  about  the 
sum  recommended  by  Major  Benyaurd.  The  difference  is  due  to  the 
new  model  snag  boat  recently  constructed  for  these  rivers,  which  can 
do  as  effective  work  as  the  more  exi)ensive  boats,  and  yet  does  not  cost 
60  much  to  run  monthly  by  some  $1,600  or  $1,700. 

I  am,  sir,  very  respectftdly,  your  obedient  sei*vant, 

H.  S.  Tabee, 
Captain^  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  J7.  S.  A. 
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[First  indorsemeDt] 

U.  S.  Engineer  Office, 

JSOTTTHWEST  DIVISION, 

New  York,  December  18, 1890. 
Respectfully  forwarded  to  tlie  Cliief  of  Engineers. 
I  am  of  opinion  that  tlie  (Uinent  liiver  is  worthy  of  improvement  for 
the  reasons  and  to  the  extent  stated  by  the  district  officer. 

0.  B.  COMSTOCK, 

Col.  of  Ungrs.j  Bvt.  Brig.  Gen.,  U.  o.  A.j 
Division  Engineer. 


REPORTS  OF  MR.  J.   R.   VAN  FRANK,  ASSISTANT  ENGINEER. 
1. 

United  States  Engineer  Office, 

Little  Rocky  Ark,,  November  5, 1890. 

Captain  :  I  have  the  honor  to  submit  herewith  uiy  report  of  the  examination  of 
Current  River  from  Van  Bureii,  Mo.,  to  the  mouth,  where  it  empties  into  Black  River. 

According  to  your  instructions  I  proceeded  to  Van  Bureu  on  the  21st  of  October, 
1890,  via  St.  Louis,  Iron  Mountain  and  Southern  Railway,  to  Williamsville,  Mo. ; 
thence,  via  Cape  Girardeau  and  Southwestern  Railway,  to  Grandin,  Mo. ;  thence,  via 
Current  River  Railway,  to  Chicopeo,  the  station  on  the  opposite  side  of  the  river 
irom  Van  Buren. 

Van  Buren  is  the  county  seat  of  Carter  County^  Mo.,  a  town  of  about  200  inhab- 
itants, four  general  merchandise  stores,  one  drug  store,  hotel,  livery  stable,  black- 
amith  shop,  saw  and  grist  mill,  court-house,  schoolhouse,  and  churches. 

Mr.  Alex.  Carter,  the  oldest  and  one  of  the  prominent  merchants,  informed  me  that 
Current  Rjver  has  always  been  considered  navigable  to  that  point,  and  even  above 
there  to  the  mouth  of  Jacks  Fork,  30  miles  above.  Until  late  years  flatboating  was 
carried  on  between  there  and  Pocahontas,  a  point  on  Black  River,  accessible  to  steam- 
boats adapted  to  the  lower  river.  The  principal  commerce  of  the  river  at  the  present 
date  is  rafting  of  logs,  lumber,  and  8(][uare  timbers :  a  large  quantity  of  cedar  poles 
has  been  rafted  from  Jacks  Fork  this  season.  I  round  no  one  that  could  give  me 
an  estimate  of  the  amount. 

Pine  is  the  principal  timber  rafted  from  the  vicinity  of  Van  Buren  and  below.  The 
hills  of  Carter  County,  adjacent  to  the  river,  are  heavily  timbered  with  pine.  It  is 
estimated  by  some  of  the  prominent  citizens  of  Van  Buren  that  there  is  800,000,000 
feet  of  timber  adjacent  to  the  river  north  of  there  undisturbed  by  mill  and  raftsmen. 

This  interest  is  being  developed  along  the  lines  of  the  Current  River  Railway  and 
the  Cape  Girardeu  and  Southwestern  Railway.  At  Grandin,  the  present  terminus  of 
the  Current  River  Railway,  there  are  two  sawmills  with  a  combined  capacity  of 
150,000  feet  per  day.  This  milling  company,  called  the  Missouri  Iron  and  Lumber 
Company,  has  contracted  with  the  railroad  company  to  furnish  them  with  10  cars 
per  aay. 

A  new  mill  is  being  built  3  miles  below  Van  Bureu,  with  a  capacity  of  20,000  feet 
per  day.  Keen's  mill,  6|  miles  below,  combined  capacity  of  40,000  feet  per  day; 
Carter  &.  Clay's,  at  Chilton,  8f  miles  below,  combined  capacity  of  40,000  feet  per  day. 
Other  mills  at  copper  mine  and  west  of  the  river,  of  which  I  did  not  get  an  esti- 
mate, together  with  the  above  mentioned,  all  have  an  interest  in  the  logging  and 
rafting  commerce  of  the  reach  of  Current  River  above  and  for  20  miles  Mow  Van 
Boren.  Aside  from  the  lumber  there  is  a  large  tract  of  undeveloped  mineral  lands 
immediately  on  and  adjacent  to  the  river  in  Carter  County.  It  is  estimated  at  fif- 
teen sections  of  iron  ore,  six  sections  of  lead,  besides  copper  and  manganese.  There 
is  also  a  good  quality  of  marble  in  this  vicinity. 

The  agricultural  lands  are  largely  undeveloped,  and  as  yet  give  little  commerce  to 
the  river  in  this  vicinity.  So  far  I  have  outlined  the  commerce  above  and  for  20  miles 
below  Van  Buren  to  the  vicinity  of  Ripley  County  line.  The  commerce  of  this  county 
is  as  large  in  the  lumber  interest  as  that  of  Carter  County.  The  agricultural  lands 
are  more  fertile  and  well  developed. 

Doniphan,  the  county  seat,  has  about  800  inhabitants,  is  a  prosperous  and  growing 
town,  and  has  communication  with  the  outside  world  by  means  of  a  branch  of  the  St. 
Louis,  Inin  Mountain  and  Southern  Railway  from  Neely  ville,  a  distance  of  20  miles. 
This  railroad  vaa  built  in  1883.    Previous  to  this  date  steamboats  navigated  Current 
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River  to  tliis  point  and  loaded  with  cotton  and  com,  also  bring  merchandiso  np  tbo 
rivor  from  Memphis. 

Two  of  the  enterprising  business  iirms  of  Doniphan — Borth,  Barret  &  Co.,  and  Neil 
&  Co. — estimated  the  commerce  partially  to  be  as  follows : 

Shipments:  Cotton,  1,112  bales  per  year;  lumber,  8,000,000  feet  per  year;  receipts 
of  flour,  60  carloads  per  year. 

Statistics  in  regard  to  merchandise  and  other  ai'ticles  of  commerce,  upon  which  I 
did  not  get  an  estimate,  may  be  obtained  from  Mr.  A.  Skinner,  railway  agent  at  Doni- 
phan. 

Five  million  nine  hundred  and  thirty-two  thousand  feet  of  logs  were  rafted  down 
to  this  point  during  the  year.  I  estimate  that  there  are  1,000^0%  feet  of  logs  in  rafts 
and  on  the  bank  between  Doniphan  and  Carter  County,  21  miles  above. 

Buffalo  Creek  empties  into  Current  River  12  miles  above  Donii>han.  Along  this 
creek  there  are  5,000  acres  of  land  under  cultivation.  From  this  point  down  there  are 
numerous  farms ;  in  fact,  line  the  banks  of  the  river  to  the  State  line.  Thus  far  I  have 
covered  53  miles  of  river  from  Van  Buren.  Pitman's  Ferry,  at  the  State  line  between 
Missouri  and  Arkansas,  is  at  present  the  head  of  steamboat  navigation.  There  is  a  tie 
and  stave  interest  from  this  point  do\vn,  giving  traffic  for  steamboats.  There  are 
few  farms  immediately  on  the  river  for  the  next  10  miles,  though  on  either  side  there 
is  a  broad  strip  of  bottom  land  heavily  timbered  and  with  a  thick  undergrowth,  in- 
dicating a  strong  fertile  soil.  No  reason  can  be  assigned  for  this  noncultivation, 
except  that  the  settlement  has  not  spread  out  thus  far.  Back  from  the  river  a  few 
miles,  and  just  above  the  mouth  of  Little  Black  River,  a  tributary  to  Current  River, 
is  a  large  farm  of  several  thousand  acres:  this  produces  75  bushels  of  com  or  a  bale 
of  cotton  per  acre.  Below  the  mouth  or  Little  Black  is  a  strip  of  cultivated  land 
known  as  the  Cherokee  Bay  country.  Last  year  this  section  i)roduced  3,500  bales  of  cot- 
ton ;  this  year  the  crop  is  larger.  Seven  miles  below  the  mouth  of  Li  tide  Blaok  and  25 
miles  above  the  mouth  of  Current  River  is  a  trading  point  for  the  bay  country  known 
as  ''Jim  Johnson;''  at  this  place  is  a  store,  sawmill,  feed  mill,  cotton  gin,  and  ferry. 
At  the  present  low  stage  of  water  steamboats  are  making  regular  trips  each  week  to  tins 
point.  On  the  opposite  side  of  the  river  and  a  mile  above  is  another  sawmill,  giving 
some  business  to  the  steamboats-  in  the  way  of  oak,  lumber,  and  cross-ties.  There 
are  numerous  logging  camps  dotting  the  line  of  river  from  thp  State  line  to  the  mouth. 
During  my  observations  I  estimate  timber  in  sight  delivered  on  the  bank  ready  for 
transportation  at  6,000  cross-ties,  150,000  staves,  and  1,000,000  feet  of  oak  and  cypress 
logs.  It  is  estimated  there  are  4,000,000  feet  of  logs  in  Little  Black.  Pocahontas  is 
situated  about  4  miles  below  the  mouth  of  Current  River. 

The  firm  of  Imboden  Bros.,  dealers  in  general  merchandise  at  this  place,  gave  me 
the  following  data  in  the  way  of  commerce :  Six  thousand  five  hundred  bales  of  cotton 
shipped  during  the  year;  the  steamer  Bragg  has  made  a  rate  of  $1.75  per  bale  on  cot- 
ton via  Newport  to  St.  Loiiis.  Two  other  steamboats,  the  Hope  and  ( f ),  jjly  this 
trade.  Twelve  million  feet  of  logs  and  300^000  ties  passed  Pocahontas  during  the 
past  year.  No  estimate  on  staves  was  given,  but  I  was  referred  to  Morrison  &, 
Decker,  of  Newport,  Ark. 

Mr.  James  M.  Lane,  of  th^  firm  of  Purdee,  Cook  &  Co.,  of  Chicago,  El.,  hafi  pur- 
chase 17,000  acres  of  timber  on  Current  River  and  Little  Black  River,  and  has 
established  a  mill  at  Black  Rock,  Ark.  His  plan  is  to  put  a  small  towboat  on  the 
river  and  take  out  10,000,000  feet  of  logs  per  annum. 

I  have  prepared  a  table  of  distances,  closely  estimated  by  observation  and  com- 
pared witn  the  original  Government  land  statements.  This  estimate  varies  consid- 
erably from  the  distances  given  me  by  parties  along  the  river.  For  instance,  the 
distance  from  McElroy's  Ferry  to  the  mouth  is  called  30  miles.  It  took  me  3i  hours 
to  run  this  reach  in  a  batteau  with  a  current  of  three-fourths  mile  per  hour.  I 
estimate  the  distance  to  be  9^  mUes  instead  of  30  miles. 


Biacharge  sectioii,  2,200  ouIjIc  feet  per  sec- 
ond   

Ferry 

Shoal 

Kapid  Chute,  3  feet  deep,  with  t  hreo  Hnnss . , 

Head  of  isle,  right  chut©  100  feot  wi<l«',  4  to 
6  feet  deep 

End  of  isle  (new  mill) 

Shoal  1.5  feet  deep  (100  feet  done) 

Kailroad  bridge 

Shoal,  1.8  feet  deep,  diago'nal,  bad  (200  feet 
done) 


3.5C 


Bi^  Spring,  affords  700  cubic  feet  per  see- 
Olid 

Kock  bowlders  thrown  hito  river  from 
railroad  cut 

Keen  Ferry  and  sawmill - , 

Head  of  island 

Kook  rw^f  (200  feet  done) 

<'<»hnans  Fnihu-e  and  Cliilton 

Mouth  of  ('oi>per  Mine  Ci-eek 

Shoal,  head  of  island 

Cataract  and  snags 

Bend 


MUe». 
4.25 

6.60 

6.75 

7 

8.25 

8.75 
10 

10.25 
11.25 
1L50 
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£xid  of  island 

Ford  and  shoal,  2  feet  deep 

Sboal.  2  fee t  deep 

Moutn  of  oi«ek  Smooth  Biyer  to  Bart 

Camp  Creek 

Mouth  of  Bart  Camp  Creek 

Bock  Dam,  sboal  2  feet  deep 

Bend, Cedar  Bluff 

Shoal,  1^  feet  deep,  can  be  improved  by 

wine  dams  firomriffht  bank 

Islaniu  and  crooked  channel,  caving  banks 

on  left 

Shoal  just  above  bay  at  Phillips  Mill 

Snags  in  bend 

Shoal,  neeas  contracting,  raft  lodged 

Bad  snags  In  swift  current,  banks  caving 

on  left 

Narrow  chute  100  feet  wide,  5  feet  deep, 

swift 

Shoal  (upper)  at  head  of  towhead,  2  feet 

deep,  rapid  current 

Shoal  below,  2  feet  deep;  this  ends  the  bad 

reach  of  Imile 

South lineof  Carter  County 

Shoal  2  feet  deep 

Bend 

Jakes  Valley 

Shoal  1.5  feet  deep 

Kouth  of  Big  Barren  Creek 

Shoal  2  feet  deep 

Do 

Do 

The  bend  above  Club  House  is  filled  with 


snags 

Bipley  County  Club  House 

Snags  and  rapid  current 

Sboal 

Mouth  of  Little  Barren  Creek,  cultivated 

fields  on  right  bank 

Mouth  of  Buifalo  Creek , 

Sboal.  not  bad,  large  spring  on  right 

Small  ohnte  to  left,  runs  back  to  bluff  and 

oomes  in  1  mile  below 

Bad  shoal,  1  foot  deep,  tow-head  and  chute 

on  left ;  gravel  bar  extends  diagonally 

down  ^e  river  fnna  right  bank 

](|^onth  of  chute  andf  end  of  island 

Bav  at  Jones  Mill,  end  of  isle,  mouth  of 

onute  and  Capps  Creek , 

Shoal  2  feet  deep,  rapid 

Sharp  bend  to  left,  tow-head  and  rapid 

current 

Middle  of  chute  running  east,  rapid  cur- 
rent  

Sharp  bend  to  right,  water  12  feet  deep  . . . 
Mouth  ot  Wells  Creek,  raft  yard,  bluif, 

bend  to  left 

A  good  reach  of  river  called  Birds  Reach, 

ooone  southeast  for  2  miles , 

Month  of  Isaacs  Creek 

MoGee  Ford  and    mouth   of   Simpson 

Creek 

Mouth  of  Bills  Creek 

WortoyBock 

Head  of  island  and  ford ;  chute  on  loft 

rona  to  Neils  MUl 

Fenr  at  Doniphan 

Shofll,  1^  feet  deep,  mill  dam;  water  is 

'       T  next  right  bank 


Dis- 
tance 
from 
Van 
Buren. 


MiUt. 
12 

12.25 
12.50 

13.50 
15 

15.25 
16.75 

17 

18 

18.75 
19 
19.25 

19.50 

19.75 


20.25 


21 

22.25 
23 

23.75 
24 

24.50 
25 
25.50 

25.75 
26 

26.25 
26.50 

27 
29 
30 

31 


31.50 
32 


32.50 
33.50 


33.75 


34 
34.25 


34.50 


87 

38 

38.75 

39.75 

40.75 
41.50 

41.76 


Shoal,  2.3  foet  deep 

Shoal,  1.5  foet  deep,  head  of  chute  on  right. . 

Bond  to  left,  water  1.2  feet  deep 

Shoal,  2  feet  deep 

Bend  to  right 

Shoal  2  feet  deep 

Shoal  at  mouth  of  Mulberry  Creek 

Snags  in  bend  and  mouth  of  Caughom 
Creek 

Chute  to  left,  head  of  island 

Snags 

Month  of  Mill  Creek  and  Shoal 

Bend  to  left  and  bad  snags 

Mouth  of  Dudley  Creek  and  Pats  Bay . . . 

Three  chutes ;  the  right  chute  is  deep  and 
narrow,  though  it  should  be  closed, 
turning  the  water  through  center  chute, 
thus  making  the  channS  straight;  baa 

.  snags  at  the  lower  end  of  these  chutes. 

Bad  snags 

Tow-heads,  crooked  channel,  and  bad 
snags.  Improvements  can  be  made  by 
building  dam  from  left  shore  and  taking 
out  snags,  so  as  to  utilize  the  left  chute 

Indian  Ferry 

Shoal  2  feet  deep,  rapid  below,  chute  on 
right 

Bock  points  to  left 

Marvel  Bond,  many  bad  snags 

Head  of  Cane  Chute ;  is  narrow  and  deep : 
cutoff  rock  bluff  on  the  left  is  one-third 
of  a  mile  long 

State  linojcut  off,  very  crooked,  bad  snags 

Pittman  Ferry;  steamboats  run  to  this 
point 

Shoal  2  feet  deep,  rapid  current 

Do 

Bad  snasR 

Cultivation  on  right  bank 

Shallow  water,  straight  reach , 

Head  of  island ;  chute  on  the  richt  is  nar- 
row and  deep,  rocky  bank  on  the  right; 
this  is  the  last  rock  that  shows  on  the 
bank  of  the  river 

Lower  end  of  island , 

James  Price's  farmhouse 

Bad  snags 

Cut-off  at  mouth  of  Little  Black  Bivor; 
snags 

Duff  Ferry 

Richardson  Ferry 

Farmhouse;  old  store  stand 

Logging  on  riglit  bank  and  Cypress  Lake. 

S»iwmill  on  right  bank 

Jim  JohuHon  Ferry,  store,  sawmill,  and 
cottou  gin 

Cut-off  at  Shumakar  Ferry 

Caacys  cotton  gin 

Gayhardt  Ferry 

Bend ;  larco  two-story  frame  house 

Mcllroy  Ferry 

Cut  off,  should  be  cleared  of  snags 

FunnliouHe  on  right  bank 

Logging  camp 

Moirth  of  Current  River 

Black  River: 

Jeff  Carter  8  placo 

Mouth  of  Fourche  Dumas 

Pocahontas 


Dis- 
tance 
from 
Van 
Boren. 


42.25 

42.75 

43.25 

43.50 

44 

44.50 

45 


The  oharacter  of  the  river  irom  Van  Buren  down  33  miles  is  a  awift,  even  current ; 
Telocity  about  2.75  miles  per  hour  at  the  present  low-water  stage ;  the  width  is  about 
aOO feet  and  depth  f^om  2  to  6  feet;  the  oscillation  16  feet. 

Onie  discharge  at  Van  Buren  is  2,200  cubic  feet  per  second  j  stage  of  water,  0.5  feet; 
the  width  of  overflow  from  600  to  800  feet ;  average  height  of  bank  above  low  water 
13  feet;  average  width  between  banks,  400  feet;  avernge  fall  per  mile,  2.5  feet. 
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There  are  very  few  snags  in  tMs  reach  of  river;  th<\rapid  cnrr«>iit  ha«  n  tendency  to 
clear  everything  in  its  course,  even  to  making  level  th«  1»(hI  of  the  stream,  as  the  even 
depth  of  water  shows  no  pools,  no  rock  reefs,  but  an  even  gravel  bed.  The  banks 
are  substantial:  few  overhanging  trees  obstruct  navigation  in  the  bends  and  chutes. 
There  are  few  shoals  that  have  less  than  2  feet  of  water  in  low-water  season. 

The  Current  Railway  Bridge,  three-fourths  mile  below  Van  Buren,  is  a  combined 
wood  and  iron  truss,  450  feet  long ;  there  are  3  fixed  spans  150  feet  each ;  the  piers  con- 
sist of  2  iron  cylindrical  caissons  6  feet  in  diameter,  filled  with  concrete ;  the  cross- 
beams and  lower  chords  are  325  feet  above  low  water.  This  is  the  only  permanent 
obstruction  to  navigation  on  the  whole  river.  The  firat  bad  reach  is  19  miles  below 
Van  Buren  and  extends  1^  miles,  ha«  a  crooked  channel,  rapid  current,  bad  snags, 
and  two  shoal  places;  a  channel  of  2  feet  of  water  over  the  shoals  can  not  be  utilized 
on  account  of  snags.  Another  bad  place  was  encountered  at  25|  miles  distance,  where 
10  or  12  snags  occupied  the  channel,  leaving  the  only  room  for  a  raft  or  bcJat  next  the 
gravel  bar,  1  foot  deep ;  there  would  be  6  feet  of  water  in  the  channel  were  the  snags 
taken  away.  The  only  bad  shoal  on  the  whole  river  where  there  does  not  seem  to  be 
enough  water  to  float  a  20-inch  sawlog  is  31^  miles  down  the  river;  there  are  two 
chutes  here  to  divide  the  water,  which,  if  closed  by  rock  and  willow  dams,  with  an 
additional  wing-dam  on  the  opposite  side  to  contract  the  channel,  would  give  plenty 
of  water  over  the  shoals. 

At  a  point  H  miles  above  Doniphan  is  a  large  rock,  known  as  Worley  Rock,  about 
10  or  12  feet  in  diameter ;  the  water  is  deep  to  one  side  of  this  rock,  but  the  current 
carries  a  raft  directly  over  it,  making  it  a  dangerous  obstacle  to  encounter.  This 
may  be  blasted  out. 

Donij^han  is  4^  miles  from  Van  Buren ;  from  this  place  to  the  State  line  is  where  the 
most  oi  the  snagging  should  be  done  and  overhanging  trees  cut.  In  some  of  the 
bends  where  the  banks  are  caving  the  trees  should  be  cut  to  prevent  their  falling 
into  the  river  and  lodging.  Tliere  are  no  bad  shoals  but  that  have  plenty  of  water 
to  be  overcome  by  a  boat  drawing  from  18  to  24  inches  of  water. 

At  a  point  48  miles  down  the  river  are  three  chutes.  The  water  divides  to  such  an 
extent  that  the  middle  chute  is  shallow  at  the  upper  end,  leaving  the  side  and 
crooked  chute  to  be  navigated;  these  side  chutes  should  be  closed  by  rock. and 
willow  dams,  throwing  the  water  at  a  low  stage  through  the  middle  chute.  Another 
point  one-half  mile  below  this  is  similar  and  can  be  improved  by  removing  snags 
from  the  straight  channeh 

Still  farther  down  the  river  is  Cane  Chute.  This  is  a  cut-off,  straight,  narrow,  and 
deep;  overhanging  trees  obstruct  navigation.  One  mile  farther  down  the  river  is 
the  State  Line  Cut-off;  this  lias  recently  been  made;  is  very  crooked;  the  raw  edges 
of  the  bank  are  still  projecting  and  many  snags  are  lodged  in  the  channel.  From 
this  point  down  to  the  mouth  the  current  is  more  sluggish  and  the  river  more  wind- 
ing, giving  greater  length  of  river.  Two  miles  below  tlie  State  line  is  the  last  shoal 
of  2  feet.  From  there  down  the  depth  ranges  from  6  to  12  fV*et.  Very  little  work 
with  a  snagboat  would  put  this  reach  of  river  in  good  shape,  so  that  the  boats  now 
plying  the  lower  river  could  run  as  far  up  as  Pittman  Ferry  at  the  State  line  and 
carry  out  the  freight  now  waiting  on  the  bank. 

The  steamer  Hope  made  an  attempt  to  reach  this  point  10  days  ago,  but  met  with 
difficulty  on  account  of  snags  .and  overhanging  trees  near  James  Price's  fann,  and 
returned  down  the  river. 

The  cut-off  at  the  mouth  of  Little  Black  has  several  bad  snags  to  be  removed. 
This  will  bring  us  into  clear  river  already  navigated  without  difficulty. 

Another  cut-ofF  just  below  Mcllroy  Ferry,  not  used  at  present  on  account  of  being 
choked  with  snags,  could  be  cleared  and  thereby  shorten  the  distance  2  miles. 

No  other  obstructions  were  encountered  on  to  the  month,  though  outside  of  my 
brief  outline  of  work  to  be  effected  many  contingencies  will  occur  to  give  emiiloy- 
ment  to  a  snagging  outfit  during  the  season. 

Very  respectfully  submitted. 

Your  obedient  servant,  J.  R.  Van  Frank, 

Aaaistant  Engineer, 

Capt.  H.  S.  Taber, 

Carps  of  Engineers,  U,  S,  A, 
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United  States  Engineer  Office, 

Little  Rock,  JrA:.,  Deceviher  1,  1890. 
Captain  :  I  have  the  honor  to  submit  as  an  appendix  to  my  report  herewith  an 
estimate  of  cost  of  removing  obstructions  in  Current  River  from  Van  Buren,  Mo.,  to 
the  mouth,  viz: 

One  hand  snagboat  fitted  with  steam  hoisting  power $4, 000 

Expense  of  running  same  4  months 2, 800 

6,800 
Cost  of  wing  dams : 

SWles,  100  linear  feet,  at  30  cents ^ $30 

3.5  miles,  200  linear  feet,  at  30  cents x  60 

8.25  mUes,  200  linear  feet,  at  30  cents 60 

17  miles,  100  linear  feet,  at  30  cents 30 

19.25  miles,  200  linear  feet,  at  30  cents... 60 

20  miles,  100  linear  feet,  at  30  cents  30 

23.75  miles,  100  linear  feet,  at  30  cents 30 

^i  m{i«a  5  100  linear  feet,  at  30  cents 30 

ai  miies,  J   50  linear  feet,  at30cents 15 

31.50  miles,  200  linear  feet,  at  30  cents 60 

42.75  miles,  50  linear  feet,  at  30  cents 15 

ASi  tnii/^o  5  ^50  linear  feet,  at  30  cents 45 

*^ '""*^®' )  150  linear  feet,  at  30  cents 45 

48.50  miles,  200  linear  feet,  at  30  cents 60 

53  miles,  200  linear  feet,  at  30  cents 60 

54.50  miles,  100  linear  feet,  at  30  cents '    30 

Total,  2,200  linear  feet,  at  30  cents 660 

WoTley  Rock  (blasted) 50 

Surperintendent,  4  months,  at  $125  per  month 600 

Custodian  and  recorder,  6  months,  at  $75  per  month 460 

One  rock  barge 360 

Total 8,810 

Very  respectfully,  your  obedient  servant, 

J.  R.  Van  Frank. 
Assistant  Engineer, 
Capt.  H.  8.  Taber, 

dyiya  of  Engineers,  U,  S.  A. 
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PRELIMINARY  EXAMINATION  OF  MISSISSIPPI  RIVER  FROM  HIGH-WATER 
MARK,  LAKE  COUNTY,  TENNESSEE,  TO  HIGH-WATER  MARK,  FULTON 
COUNTY,  KENTUCKY,  NORTH  AND  WEST  OF  REEF  FOOT  [REELFOOT] 
LAKE  TO  ASCERTAIN  IF  NAVIGATION  OF  THE  RIVER  MAY  NOT  BE  IM- 
PROVED BY  RESTRAINING  THE  FLOW  OF  WATER  INTO  SAID  LAKE, 
AND  ADJOINING  LOW  LANDS. 


REPORT  OF  CAPTAIN  8.  W,  ROESSLER.  CORPS  OF  ENGINEERS,  OFFICER 

IN  CHARGE. 

United  States  Engineer  Office, 

Memphis,  Tenn,,  May  14, 1891. 

General:  In  compliance  with  the  Department  letter  of  the  20th  of 
September,  1890, 1  have  the  honor  to  submit  the  following  report  of  a 
preliminary  examination  of  the  "  Mississippi  Eiver  from  high- water 
mark.  Lake  County,  Tennessee,  to  high-water  mark,  Fulton  County, 
Kentucky,  north  and  west  of  Eeelfoot  Lake,  to  ascertain  if  navigation 
of  the  river  may  not  be  improved  by  restraining  the  flow  of  water  into 
said  lake,  and  adjoining  low  lands."  The  examination  in  the  fteld  was 
made  by  Assistant  Engineer  WDliam  M.  Bees,  a  copy  of  whose  report 
is  hereto  api>ended. 

The  e8cai>e  of  water  into  the  basin  of  Eeelfoot  Lake  is  limited  on  the 
east  by  the  high  bluff  at  Hickman  and  on  the  west  by  Prairie  Eidge,  a 
high  piece  of  ground  from  5  to  7  feet  aboye  the  highest  known  water. 
The  piece  of  river  included  between  these  two  high  grounds  is  about  23 
miles  long,  and  has  banks  varying  in  height  from  4  to  11  feet  below  the 
high  water  of  1883,  the  highest  here  known,  the  mean  depth  of  over- 
flow being  about  7  feet.  The  water  diverted  fi'om  the  main  river  over  this 
bank  flows  in  a  direction  generally  parallel  to  the  main  river  through 
the  basin  of  Eeelfoot  Lake,  Isom  Lake,  and  Beaver  Lake,  joins  the  val- 
ley of  the  Obion,  a  short  distance  above  its  mouth,  and  returns  to  the 
main  stream  at  Hale's  Point,  100  miles  below  Hickman.  The  overflowed 
area  due  to  this  escape  of  water  is  estimated  at  about  280,000  acres,  in- 
cluding Eeelfoot  Lake.  From  indirect  data  it  has  been  estimated  that 
the  overflow  during  the  high  water  of  1883  reached  a  maximum  of  nearly 
200,000  cubic  feet  per  second. 

The  divergence  of  so  large  an  amount  of  water  could  not  fail  to  exert 
a  deleterious  influence  on  the  bed  of  the  river  in  New  Madrid  Eeach, 
and  the  construction  of  a  levee  to  resti^in  it  would,  in  my  opinion,  prove 
beneficial  to  the  navigation  of  the  river  and  at  the  same  time  protect  a 
large  area  of  tillable  land  from  overflow. 

The  approximate  location  of  a  levee  connecting  the  bluffs  at  Hickman 
with  the  high  ground  above  Tiptonville  and  following  the  bank  of  the 
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river  m  indicated  on  the  accompanying  map.  The  location  as  given  is 
that  of  a  preliminary  survey  of  the  Mississippi,  Tennessee  and  Georgia 
Eailroad  Company,  made  several  years  ago  with  the  view  at  the  time 
(but  since  abandoned)  of  building  a  riverside  railroad  from  Hickman 
south  towards  Dyersburg.  Using  the  profiles  of  this  survey  as  basis  for 
an  estimate,  a  levee  suitable  for  restraining  the  highest  overflow  known 
would  be  about  20  miles  long,  with  an  average  height  of  10.2  feet,  and, 
allowing  for  a  crown  width  or  6  feet  and  side  slopes  of  2J  to  1  and  3  to 
1,  would  contain  approximately  1,300,000  cubic  yards,  which  at  20  cents 
per  yard  would  cost  $260,000. 

I  have  been  led  to  understand  that  the  overflowed  district  aided  by 
the  city  of  Hickman  would  be  in  a  position  to  contribute  about  $125,000 
of  the  above  amount  if  the  United  States  would  supply  the  remainder. 
At  the  time  the  railroad  project  was  under  consideration  the  following 
amounts  were  guaranteed  the  railroad  as  an  inducement  to  build  the 
levee  and  occupy  it  as  a  roadbed: 

Subscription  city  of  Hickman,  Ky $25j  000 

Tax  on  25,000  acrea  in  Kentucky,  $2 50,000 

Subscription  of  25,000  acres  in  Tennessee,  $2 50, 000 

Total 125,000 

And  the  same  amounts  are.  again  presented  as  the  probable  resources 
of  the  district  in  aid  of  the  construction  of  a  simple  levee.  The  balance, 
$135,000,  to  complete  the  levee  would  be  an  advantageous  investment 
to  the  Government,  as  there  is  probably  no  portion  of  the  river  where 
so  small  an  expenditure  would  restrain  so  large  a  volume  in  the  chan- 
nel in  time  of  flood  and  maintain  it  there  for  such  a  long  distance;  for 
the  gap  between  Hickman  and  Prairie  Eidge  closed,  there  will  be  no 
considerable  overflow  within  a  distance  of  50  miles  below  Hickman. 
The  principle  adopted  by  the  Commission  of  using  levees,  as  important 
adjuncts  to  the  improvement  of  the  low- water  navigation  would  find 
special  application  in  this  case. 

The  estimate  of  cost  above  submitted,  though  subject  to  corrections 
by  exact  surveys,  is  believed  not  to  be  seriously  in  error.  * 

The  locality  is  worthy  of  improvement  in  the  manner  stated.  ! 

Yery  respectfully,  your  obedient  servant,  \ 

S.  W.  ROESSLEB, 

Captain  of  Enghieers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8,  A,  j 

(Through  Col.  C.  B.  Comstock,  Corps  of  Engineers,  Division  Engineer,        \ 
Southwest  Division.) 

[Third  indorsement.] 

U.  S.  Engineer  Office, 

Southwest  Division, 
New  YorlCj  May  28y  1891. 
Eespectfully  forwarded  to  the  Chief  of  Engineers. 
The  river  and  harbor  act  of  September  19,  1800,  provides  for  an  ex- 
amination "  north  and  west  of  Eeelfoot  Lake  to  ascertain  if  navigation 
of  the  river  may  not  be  improved  by  restraining  the  flow  of  water  into 
said  lake  and  adjoining  low  lands.'' 

The  estimated  cost  of  the  restraint  is  $260,000.  In  my  opinion  the 
amount  of  improvement  of  the  Mississippi  Eiver  by  this  expenditure 
would  be  too  small  to  justify  the  expenditure  and  therefore  I  do  not 
think  the  river  worthy  of  improvement  by  this  method. 
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This  eiitori>risc  lias  been  presented  to  the  Mississippi  Eiver  Commis- 
sion more  than  once  by  the  Mississippi  'Levee  Company,  and  aid  from 
the  Commission  has  been  asked,  but  the  Commission  has  not  as  yet 
recommended  any  allotment  for  tne  purpose. 

C.  B.  COMSTOCK, 

Colonel  of  Engineers,  Bvt  Brig.  Oen.j  U.  8.  A., 

Division  Engineer. 


kbport  of  mr.  w.  m.  rees^  assistant  engtoeer. 

United  States  Engineer  Office, 

MemphiSy  Tenn,,  May  11, 1891, 

Captain:  In  compliance  with  your  instmctlona  of  May  1,  I  have  the  honor  t«  re- 
port npon  "  a  prellmiuary  examinatiou  of  the  locsition  of  a  proposed  levee,  from  the 
high  ^onnd  at  Hickman,  Ky.,  to  the  high  ground  above  Tiptonville,  Tenn." 

I  left  Memphis  on  May  3  and  arrived  at  Hickman,  Ky.,  the  foHowing  day;  here  I 
devoted  2  days  coUecting  data  and  arranging  lor  a  trip  over  the  proposed  levee. 
Thia  I  made  on  the  6th,  traveling  for  the  greater  part  of  the  distance  over  the  line 
surveyed  hy  the  Mississippi,  Tennensee  nnd  Georgia  Railroa<l  Company,  which  oc- 
copies  the  high  ground  in  the  vicinity  of  the  river,  but  at  a  safe  distance  therefrom. 

From  an  examination  of  county  and  other  maps,  and  the  maps  and  profiles  of  pre- 
liminary lines  run  by  the  railroad  engineers,  I  And  the  length  of  the  levee  will  be 
about  20  miles,  15  of  which  are  in  Kentucky  and  5  in  Tennessee ;  and  that  the  aver- 
age depth  of  overflow  is  about  7  feet. 

One  terminus  is  the  bluffs  at  Hickman,  and  the  other  a  high  ridge,  extending  from 
below  Tiptonville  to  opposite  New  Madrid,  Mo.,  having  an  elevation  of  from  5  to  10 
feet  above  extreme  high  water. 

the  territory  TO  BE  BENEFITED. 

This  levee  will  protect  lands  in  Fulton  County,  Ky.,  and  in  Lake,  Obion,  and  Dyer 
counties,  Tenn. ;  a  strip  of  land  extending  from  Hickman,  Ky.,  on  the  north  to  Haie's 
Point,  at  the  mouth  of^  Forked  Deer  River,  on  the  south,  a  length  of  45  miles :  and 
from  the  Mississippi  River  on  the  west  to  the  hills  on  the  east,  an  average  width  of 
10  miles.  In  this  is  situated  Reclfoot  Lake,  a  sliallow  body  of  water  covering  about 
30,000  acres  au<l  having  a  depth  of  5  to  8  feet. 

Reliable  parties  in  Hickman,  Ky.,  who  have  given  the  problem  some  study,  esti- 
mate the  lands  to  be  protected  at  30,000  acres  in  Kentucky  and  200,000  acres  in  Ten- 
nessee.   I  have  compiled  from  various  sources  the  following: 

Apprarimate  estimate  of  orerfloiced  lands. 

Acres. 

Fulton  County,  Ky 30,000 

Lake  County,  Tenn 75,000 

Obion  County,  Tenn *50,000 

Dyer  County,  Tenn tl25,000 

Total : 280,000 

In  Fulton  County,  Ky.,  5,000  acres  will  probably  be  left  outside  the  levee.  In 
Obion  County,  Tenn.,  Reclfoot  Lake  covers  aT)out  .30,000  acres,  though  it  is  held 
that  much  of  this  will  be  rcclaiiuod  when  the  levee  is  built,  the  depths  being  ex- 
tremely shallow  along  the  margins. 

Lake  and  Dyer  counties  have  lands  near  the  river,  which  would  still  be  over- 
flowed, and  in  the  latter  county  the  back  waters  from  the  Mississippi  River  will  still 
inundate  much  of  the  low  lands,  though  probably  not  to  the  present  extent.  Based 
TiiM>n  approximate  information  only,  I  estimate  the  area  to  be  benefited  as  follows : 

Acres. 

Fnlton  County,  Ky 25,000 

LakeCounty,  Tenn 50,000to   60,000 

Obion  County,  Tenn 25, 000  to   40,000 

Dyer  County,  Tenn 50, 000  to   75,000 

Total 150, 000  to  200, 000 

*  Indnding  Reelfoot  Lake.  t  North  of  Forked  Deer  River. 
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AREAS  UNDER  CULTIVATION. 

Of  the  above  the  following  is  an  approximate  estimate  of  lands  now  being  culti- 
vated and  the  value,  the  inibrmation  being  obtained  from  local  authorities. 

Fulton  County,  Ky.,  5,000  acres,  at$20 $100,000 

Lake  Couuty,  Tenn.,  10,000  acres,  at  $25 250,000 

'  No  reliable  information  as  to  Obion  and  Dyer  counties  could  be  had.  The  lauds 
along  Reel  foot  Lake  and  its  outlet,  called  the  scatters,  are  low  lands  and  sparsely 
settled.  It  is  hence  safe  to  estimate  that  they  will  not  exceed,  and  probably  not 
reach,  the  quantities  and  values  of  lands  above  estimated.  Probably  $600,000  would 
be  a  most  liberal  estimate  of  the  total  value  of  the  cultivated  lands  in  the  entire  re- 
gion under  consideration. 

The  wild  lands  are  valued  at  from  $2  to  $5  per  acre,  the  latter  being  for  well-tim- 
bered lands.  Taking  the  average  at  $3  per  acre  and  the  quantity  at  150,000,  the  total 
value  is  $450,000,  which,  added  to  the  value  of  improved  lands,  is  a  total  of  $1,050,000 
for  all  lands  to  be  benehted. 

DEPTH  OP  OVERFLOW. 

The  surveys  made  by  the  railroad  engineers  show  an  average  of  7.2  feet  depth  of 
overflow,  the  minimum  being  about  4  and  the  maximum  about  11  feet,  referred  to 
the  high  water  of  1883,  the  highest  here  known. 

From  the  personal  inspection  I  made  I  think  it  probable  that  better  ground  can  be 
found  for  a  levee  than  on  the  line  surveyed  by  the  railroad  engineers. 

There  are  no  deep  sloughs  or  crossings  to  make,  and  in  only  a  few  places  will  the 
overflow  exceed  10  feet,  and  then  only  for  a  short  distance  in  each  case. 

QUANTITY  OF  OVERFLOW. 

There  is,  no  doubt,  a  large  escape  over  the  banks  during  extreme  high  water,  due 
to  the  nearness  of  the  river  to  Reelfoot  Lake,  the  head  of  which  is  6  or  7  miles  from 
the  Hickman  end,  and  not  exceeding  2^  miles  from  the  lower  end.  As  no  observa- 
tions of  discharge  have  been  taken  over  this  bank,  I  have  estimated  it  by  taking  the 
difference  between  the  maximum  discharge  at  Columbus,  Ky.,  above,  and  at  j^ew 
Madrid^  Mo.,  below,  deducting  therefrom  the  escape  into  St.  Francis  Basin. 

Cabic  feet 
per  second. 

The  discharge  at  Columbus,  Ky.,  high  water  of  1882,  was 1, 660, 496 

The  net  escape  into  St.  Francis  ]3asin  between  Columbus  and  New  Madrid 
in  1882  was 2,125 

Difference 1,658,371 

No  high- water  discharge  observations  were  made  at  New  Madrid  in  1882.  I  have 
therefore  used  those  of  March  25'  and  April  10,  1890,  and  adding  the  increment  to 
bring  the  section  up  to  the  high-water  stage  of  1882  to  have  been  1,459^260  cubic 
feet.  Deducting  tms  from  the  difierence  above,  gives  about  200,000  cubic  feet  per 
second  as  the  approximate  amount  which  escapes  over  the  proposed  levee  location. 

This  is  probably  not  seriously  in  error. 

ESTIMATE  OF  COST. 

The  profile  made  by  the  Mississippi,  Tennessee  and  Georgia  Railroad  Company 
shows  a  total  embankment  of  1,620,000  cubic  yards,  for  a  levee  of  14  feet  crown, 
slopes  2  to  1  and  3  to  1,  and  a  grade  3  feet  above  highest  known  water. 

Reducing  the  crown  to  6  feet  and  making  slopes  2i  to  1  and  8  to  1,  with  the  same 
elevation  of  g^ade  line,  will  make  the  yardage  1,300,000,  which,  at  20  cents  per  cubic 
yard,  will  make  the  cost  $260,000.  The  estmiated  clearing  is  about  235  acres,  and 
the  price  above  is  intended  to  include  this  cost. 

PROBABLE  REVENUE  FROM  THE  DISTRICT. 

In  1872  the  State  of  Kentucky  incorporated  the  Mississippi  River  Levee  Company,  a 
body  politic,  to  construct  and  maintain  a  levee  from  Hickman,  Ky.,  south.  The  capital 
stock  was  not  to  exceed  $1,000,000,  and,  with  the  consent  of  the  majority  of  the  voters 
in  the  district,  they  were  to  have  power  to  tax  all  lands  protected  $2  per  acre  and 
town  lots  20  per  cent,  of  valuations  for  construction  purposes.    Not  exceeding  one- 
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faizrtli  of  this  tax  was  to  be  levied  any  one  year.  To  maintain  the  levee  they  are 
empowered  to  lay  a  tax  not  exceeding  10  cents  per  year  per  acre  and  1  per  cent,  on 
valuation  of  town  lots. 

It  being  feared  tiiat  this  act  had  lapsed  by  non-usance  an  amendment  reviewing 
it  was  passed  by  the  Kentucky  legislature  in  1890.  I  am  informed  that  the  people 
of  the  district  are  almost  unanimous  in  favor  of  the  taxation. 

As  no  such  law  can  be  passed  by  the  Tennessee  legislature  the  revenue  there  must 
be  raised  by  subscription^  all  of  which  I  believe  have  been  in  lands. 

The  city  of  Hickman  has  voted  $25,000  towards  the  levee;  this  act  expires  June  1, 
1892,  but  it  is  claimed  will  be  renewed. 

The  available  redonrces  of  the  district  are  represented  to  be  as  follows : 

Tax  on  25,000  acres  in  Kentucky,  at  $2 $50,000 

Subscription  of  25.000  acres  in  Tennessee,  at  $2 50,000 

Sabscription  of  Hickman,  Ky 25,000 

Total 125,000 

The  above  was  offered  as  a  bonus  to  the  Mississippi,  Tennessee  and  Georgia  Rail- 
road if  they  would  build  the  levee  and  occupy  it  as  a  railroad  bed.  It  is  now  stated 
that  the  railroad  company  has  abandoned  the  project  through  their  inability  to  raise 
funds. 

BPFECT  UPON  IMPROVmO  THE  RIVER. 

There  is  probably  no  portion  of  the  river  where  so  small  an  exnenditure  will  oon- 
fiue  as  large  a  volume  of  water  in  the  channel  in  time  of  flood  ana  maintain  it  there 
for  such  a  long  distance,  for  the  high  ground  immediately  below  confines  it  to  below 
Tiptonville,  and  the  New  Madrid  prairies  on  the  right  bank  of  the  river  prevent  its 
overflow  into  the  St.  Francis  bottoms.  Thus  the  building  of  20  miles  of  levee  will 
practically  hold  the  water  during  floods  within  the  banks  for  a  distance  of  50  mUes, 
and  in  this  stretch  of  river  there  are  a  number  of  shoal  places.  As  the  volume  re- 
strained during  maximum  flood  is  200,000  cubic  feet  and  at  mean  flood  about  70/000 
cubic  feet,  I  am  of  the  opinion  that  the  effect  will  be  to  keep  the  bars  lower  and  im- 
prove low-water  navigation. 

Very  respectfully,  your  obedient  servant^ 

W.  M.  Rebs, 
A»9ittant  Engineer. 

Capt.  S.  W.   ROESSLBR, 

Carps  of  Engineers f  U.  8.  A. 
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REMOVING  SNAGS  AND  WRECKS  FROM  MISSISSIPPI  RIVER;  IMPROVE- 
MENT OF  MISSISSIPPI  RIVER  BETWEEN  OHIO  AND  ILLINOIS  RIVERS, 
OF  HARBOR  AT  ST.  LOUIS,  OF  OSAGE  AND  GASCONADE  RIVERS.  MIS- 
SOURI, AND  OF  KASKASKIA  RIVER,  ILLINOIS. 


nEPORT  OF  MAJOR  A,  M.  MILLER,  CORPS  OF  ENGINEERS.  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  ISOL  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROA^EMEKTS. 


1.  Rcinoviii^  snajrs  and  wrecks  from  tlie 

MiH8issippi  River. 

2.  MiHsissippi  River,  between  the  Ohio 

and  Illinois  rivers. 


3.  Harbor  at  St.  LouiH,  Mo. 

4.  Gasconade  River,  Missouri. 

5.  Osapo  River,  Missouri. 

6.  Kaskaskia  River,  Illinois. 


United  States  Engineer  Office, 

St.  LouiH^  Mo.j  July  16^  1801. 
General:  I  have  the  honor  to  forward  herewith  annual  reports  for 
the  fiscal  year  ending  June  30,  1891,  tor  the  works  under  my  charge. 
Very  respectfully,  your  obedient  servant, 

A.  M.  Miller, 


Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  il,  8.  A. 


Major y  Corps  of  Engineers. 


Yi. 

REMOVING  SNAGS  AND  WRECKS  FROM  MISSISSIPPI  RIVER. 

The  work  for  the  fiscal  year  consisted  in  the  removal  of  snags,  logs, 
and  leaning  trees  between  the  mouth  of  the  Missouri  Eiver  and  Don- 
aldsonville.  La. 

The  river  was  divided  into  two  districts,  the  first  extending  from  tlie 
mouth  of  the  Missouri  Eiver  to  Memphis,  Tenn.,  and  the  second  .from 
Memphis,  Tenn.,  to  Donaldsonville,  La.  The  snag  boat  Jff.  O.  Wright 
was  assigned  to  work  in  the  first  district,  and  the  snag  boat  J.  N.  Ma- 
comb  to  the  second  district. 
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The  Wright  began  work  on  August  1, 1890,  and  worked  continuously 
until  March  31, 1891 ;  one  trip  between  St.  Louis,  Mo.,  and  Vicksburg, 
Miss.,  was  also  made  during  the  month  of  May,  1891. 

The  Macomb  began  work  on  August  15, 1890,  and  remained  in  com- 
mission until  March  31, 1891. 

The  work  accomplished  by  the  snag  boats  is  given  in  the  following 
table: 


Name  of  snag  boftt. 

Snags 
pallod. 

Trees  cut. 

Drift 
piles  re- 
moved. 

MUea 
run. 

H.G.  Wright 

1,726 
1,724 

10,511 
10,805 

13 
24 

8,119 

J.  K.  Macomb f 

8,954 

•  Total 

3,450 

21,316 

37 

17,073 

Much  needed  repairs  were  made  to  both  of  the  snag  boats.  An  elec- 
tric-light plant  was  placed  on  the  Wright  and  new  boilers  were  ordered 
for  the  Macomb.  All  repairs  will  be  completed,  and  both  boats  will  be 
ready  to  be  put  id  commission  as  soon  as  the  needs  of  commerce  may 
require. 

The  work  accomplished  by  the  snag  boats  is  of  great  benefit  to  the 
navigation  of  tlie  river.  Formerly  the  wreck  of  steamboats  by  running 
on  snags  was  of  frequent  occurrence,  but  since  the  snag  boats  have  been 
at  work  it  is  almost  unheard  of. 

An  annual  appropriation  having  been  made  for  this  work  of  an  amount 
not  to  exceed  $100,000,  the  snag  boats  will  be  put  in  commission  and 
will  patrol  the  river  whenever  necessary,  and  will  keep  the  channel  clear 
of  obstructions. 

The  amount  expended  on  this  work  during  the  fiscal-  year  ending 
June  30,  1891,  was  $92,470.98.  A  detiiiled  statement  of  the  expendi- 
tures is  given  in  the  accompanying  tables,  Nos.  1  and  2. 

Money  statmnent. 

Amount  drawn  under  section  7,  act  of  August  11,  1888  . .  -  .^ $92, 600. 00 

June  30,  1891,  amount  expended  during  fiscal  year 92, 470. 97 

July  1,  1891,  balance  unexpended 29. 03 

July  1,  1891,  amount  available  for  fiscal  year  1891-'92 100,000.00 


Table  No.  1. — Detailed  statement  of  expenditures  made  in  connection  with  the  work  oj 
removing  ohatruclions  in  Mississippi  River j  as  required  by  section  7  of  the  river  and  har^ 
hor  act  of  August  11, 1888, 


Month  or 
quarter. 

1 

1 

> 

To  whom  paid. 

Por  what  paid. 

Amount 

1890. 
July 

A 

1 

2 

Excelsior  HanuflMturiDg  Co 

Ontflt,  etc 

$7.00 
76  88 

Anchor  Line  Store 

Outfit  and  supplies 

Supplies 

Steam  pump 

Ewald  IroD  Co 

21  87 

Rankin  &,  Fritsch  Foundry  and  Ma- 
chine Co. 
The  W.  A.  Bonsack  Lumber  Co 

275.00 

Lumber 

246.11 

Brislin-Sheble  Manufacturing  Co 

Huao  &Loomj8  Ico  and  Tranaportatlon 

Casting 

10.50 

1^ ••••  *f.st«^-.-. -.".•. 

S0.O& 
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Table  No.  1. — Detailed  statenient  of  expenditures  made  in  connection  mth  the  ifforJc  of 
remoting  obstntotions  in  Miefnasippi  Biver,  etc, — Continned. 


Month  or 
quarter. 


Jnly. 
Aug. 


1800. 


Sept. 


To  whom  paid. 


BNO  91- 


Hired  men  . 
...do 


do 

Sundry  i)er8on8 

St.  Louis,  Iron  Mountain  and  Southern 

Railway. 

Thomas  J.  Connor 

Elwell  &Tatum  Com.  Co 

David  Nicholson 

Francis  Whittaker  &  Sons 

Henry  A.Koettker 

GuBtBischoff 

Fulton  Iron  Works 

Ward&Brady 

Peterson  &  Homes 

Geo.  A.  Rubolmann  Hardware  Co 

The  Western  Brass  Manufacturing  Co. 

K.  O.  Kelson  Manufacturing  Co 

Anchor  Line  Store 

Patl^orton 

Cairo  City  Coal  Co 

Himmelborger  &  Friant 

EwaldlronCo 

Western  Coal  and  Tow  Co 

Tinxton  &  Skinner  Stationery  Co 

The  W.  A.  Bonsack  Lumber  Co 

Hired  men 

Pittslnirg  Coal  Co 

Matt.  Monaghan  &  Co 

Cairo  City  Goal  Co 

JameM  Smith 

IliriHl  men 

...do 

.  ...do 

....do 

MiO- A.  M.  Miller 

Sundry  persons 

— do 

F.A.Dicks 

Pittaburg  Coal  Co 

PoatroHS,  Cameron  &.  Co 

Anchor  Line  Store 

GnstBischoff 

Goodyear  Rubber  Co 

Consolidated  Coal  Co.  of  St  Louis 

Ewald  Iron  Co 

Francis  Whittaker  &  Sons 

William  Barr  Dry  Geotls  Co 

Simmons  Hardware  Co 

A .  C.  Dunlevy 

N.  O.  Nelson  Manufactaring  Co 

Henry  A. Koettker 

J.S.Mom»ll  Drug  Co 

American  Silk  Manufacturing  Co 

Ehvell  (tTatum  Commission  Co 

Peterson  &  ITomes 

Meyer  Brot hers  Drug  Co 

Thomtis  J.  (/onnor 

David  Nicholson 

Sundry  persons 

do 

A .  I^*a  &  Co . '. 

Matt.  Monaghan  &  Co 

Ward  -fcBnwly 

AllH^rt  B.  Bowman 

A.  C.  Dunlevy 

The  W.  A.  Bonsack  Lumber  Co 

JanieH  Sweeiuiy 

McKinle V  &:  Co 

Ctmsoliilated  Coal  Co.  of  St.  Louis  

Peatross,  Cameron  &  Co 

LevHor  &.  Hafter 

Broderick  &.  Bascom  Rope  Co 

Huso  &  Loomis  Ice  and  Transportation 

Co. 

Cairo  City  Coal  Co 

James  A.  Tappan - - 

131 


For  what  paid. 


S«*rvices 

...do 

...do 

Subsistence 

Railroad  ticket. 


Amount. 


Covering  boilers  — 

Subsistt^nce 

...do 

...do 

...do 

...do 

Casting 

Outfit  and  supplies  . 

— do 

...do 

Supplies 

— do 

...do 

Repairing  furnace  . . 
C/oal  . 


S{i wing  lumber, 
"■""plies 


C«»al 

Stationery 

Lumber 

Services  

Coal 

Subsistence 

Coal 

Services  

...do 

...do 

...do 

...do 

Milen«;e 

Subsistence 

...do 

Rosin 

Coal 

...do 

Outfit  and  supplies  . 

SnbHi.steiicc 

Hose 

Coal 

Supplies 

Snlisist4^nce 

OutHt,otc 

...do 

...do  

Outfit  and  supplies  . 

Subsistence 

^ledlriues 

SiiiiplieH 

Sunsisteiiee 

OulHt 

Medicines 

ArtbcrttoH  cement 

.SubsiKtence 

...do 

Fuel 

Coal 

LunilM-r.  cfc 

Out  lit  and  supplies  . 

Lathe 

Stove  ca.stinys,  etc  . . 

Lumber 

Outfit,  etc 

Coal 

...do 

...do 

RublMM-  boots 

Tiller  rope 

Ice 


Coal 

Coal,  etc  . 


$7eM.  95 

1,  ]  10. 33 

1,  IKJ.  82 

M.05 

12.25 

158.40 

44.63 

710. 97 

238.61 

106. 55 

263.07 

10.90 

803. 27 

34.45 

5.50 

19.25 

32.06 

68.17 

16.50 

79.18 

5.00 

122. 19 
158.33 

18.58 

40.46 

753. 00 

270. 00 

193. 92 

96. 00 

50.00 

1, 820. 00 

319.00 

1,  573. 50 

264.17 

137.97 

103.  69 

66.30 

4. 15 

435. 00 

114.45 

409. 05 

208.  55 

146. 07 

140. 00 

124. 79 

117.87 

78.07 

82.  .-.7 

66. 03 

41.47 

17. 45 

26.12 

12.70 

11.25 

10.10 

8.66 

7.00 

5.->4. 1 1 

272. 68 

79.60 

98.00 

5.40 

502. 85 

227. 20 
14. 12 

179.  20 

27.15 

9.00 

96.15 

165.90 
12.00 
68.  58 

275. 55 

74.30 
182.50 
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Table  No.  1. — Detailed  statement  of  expenditures  made  in  oonneoiion  with  the  work  of 
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Month  or 
quarter. 


Sept. 


1890. 


1891. 
Second  quarter. 


To  whom  paid. 


Qeorge  Tranb  &  Co 

Matt.  Monnglian  &  Co 

Willlain  Barr  Dry  Goocls  Co . 

Janies  Smith 

Hired  men 

...do 

...do 

...do 

...do 

...do 


Sundry  persons 

...do 

...do 

...do 

Pittsburg  Coal  Co 

Fraiiois  Whittaker  &  Sons 

El  well  &  Tatam  Commission  Co 

David  Nicholson 

Lamraerl  Pumiture  Co 

Branch -Crookes  Saw  Co 

Simmons  Hardware  Co , 

K.  A.  H it<'hc(K;k,  receiver 

Consolidatetl  ('oal  Co.  of  St.  Louis 

Blattner  <k  Adum 

AllMTt  B.  Bowman 

F.  L.  McGinness  Painting  Co 

The  W.  A.  Bonsack  Lumber  Co 

E wald  Iron  Co 

J.  I).  Lawnin 

W.C.  Postal 

N.  O.  Nelson  Manufacturing  Co 

Huse  &.  Loom  is  Ice  and  Trunsportation 
Co. 

Peatross,  Cameron  &  Co 

J.H.Colllu  &  Co 

A.  R.  Taylor  &  Co 

Tlic  Oliver- Finnie  Grocer  Co 

Hire<l  men 

...do 

...do 

...do 

...do 

...do 

James  Smith 

Consolidated  Coal  Co.  of  St  Louis  . . 

E.  A.  Hitcheotk, receiver 

Cairo  City  Coal  Co 

Pittshnr;]:  Coal  Co 

Matt.  Monajrhan  &  Co 

(iust.  Bi.sc'hotr ' do 

El  well  &  Tatum  Commission  Co ' do 


For  what  paid. 


Subsistence. 

...do 

Repairs 

Ser\'ice8 

do 


do. 
.do. 
.do. 
.do. 
.do. 


Subsistence 

Fuel 

Sub.sistenco 

...do  

Coal 

Subnistence 

...do 

Subsisteuw*,  etc. 

Outfit 

...do 

Outtit.etc 

Coal 

...do 

Supplier. 

...do 

...do 

Luml)er 

Su|. plies .-. 

Lumber 

Coal 

Outfit,  etc 

Ico 


Coal 

Outfit  and  supplies . 

...|  Stationery 

...    SnbHiHtciice 

SiTvicea 

...do 


...do 

...do 

...do 

...do , 

...do , 

Coal 

...do 

...do 

...do 

Subsistence. 


Sundry  persons dt) 

Matt.  Moiiasfhan  &  Co do 

Memphis  iiachine  Co Su\)plle8 

A.Boschert  &  Co lev 

Fult^m  Inm  Works Cast  iiigs.  et*. 

G.  Traub  &  Co SubsJHtence  . 

Pittsburg  Coal  Co '  Coal 

James  A." Tappan ; do 

A.  Lea  &  Co do 

Sundry  persona \ . . . '  Sub.Histenc-o.  - 

do I  Fiul 


Parker,  Ritter,  NicholU  Stationery  Co  . 

Modart  Patent  Pulley  Co 

Francis  Whittaker  and  Sons , 

Ward  &  Brady 

Peatross,  Cameron  &  Co 

Fulton  Iron  Works 

J.  A.  Fay  &  Co 

Pond  Eiigincering  Co 

Branch-Crook es  Siw  Co 

J.  Kennard  &  Sons  Carpet  Co 

M.M.Buck&Co 

Day  Rubber  Co 

Francia  Whittaker  it  Sons 


Stationery 

Sunplii'S  

SubsiHteiice 

Outfit  and  supplies. 

Coal 

Castings 

Su}>plic8 

—  do 

Outfit 

...do 

...do 

...do 

Subslstenoe 


Amount. 


$110.52 

155.96 

9.50 

55.00 

753.00 

1,684.00 
405.50 

1,750.33 
34L50 
40.67 

234.55 

2L00 

192. 59 

120.23 

790.00 

194.42 

27.97 

714.01 

13.16 

28.80 

8.16 

276.25 

70.00 

.60 

20.80 

24.55 

65.80 

28.17 

5.76 

42.00 

847. 25 

62.20 

167.65 

106.25 

1L35 

434. 72 

603.00 

1,738.66 

385.00 

1, 630. 33 

369.17 

87.83 

55. 00 

98.00 

138.12 

161. 00 

255.00 

139.83 

266.80 

16.81 

141. 16 

174.90 

7.50 

25.32 

6L07 

5L36 

420.00 

300.00 

98.00 

109.94 

21.00 

18.00 

51.85 

134.03 

266.02 

202.65 

243.50 

15.00 

114.40 

12.00 

35.00 

2.10 

18.00 

7a  1» 


Digiti 


zed  by  Google 


APPENDIX   T — REPORT   OF   MAJOR   MILLER. 


2083 


Tablk  No.  1. — Detailed  slatement  of  expenditures  made  in  connection  tcith  the  work  of 
removing  obstructions  in  Mississippi  Rivei'y  e^c— Continued. 


Month  or 
quarter. 


1891. 
iseoontl  qaarter. 


Third  quartor 


To  whom  paid. 


4  1 


78  ; 
7'J  !. 
80 

HI ; 

82  I 

83  ' 

84  I 

86 

87 

88 

89 

90 
I  91 

92 

93 

04 

95 

90 

97 
I  98 

OJ) 
,J00 
101 
102 

lo:* 

,104 

105  . 

106  I 

107  I 
108 
109 

110  i 

111  ) 
112 

1 


Ewald  Iron  Co 

The  W.  A.  Bonsack  Lumber  Co. . . . 

David  Nicholson 

Consolidated  Coal  Co.  of  St.  Louis. . 

Sundry  persons 

Elwell  &  Tatum  Commission  Co  . . 

Cairo  City  Coal  Co 

E.  A.  Hitchcock,  receiver 

N. O. Nelson  Manufacturing  Co... 

Page  &  Tolkacs 

Shiimous  Hani  ware  Co   

Anchor  Lino  Store 

Hired  men .- 

...do 

...do 

...do 

...do 

Gust.  IJischofl' 

JaniCH  Sniitli 

The  Oliver- Finnic  Grocer  Co 

Sundry  ])ersons 

— do 

Matt.  Monnghan  &  Co 

l*ittHburij  (Joal  Co 

Jji8.  A.  lappan 

J.  IL  Coflin  &  Co 

Charles  Miller 

J.  F.  Irvine 

A\'cstem  Coal  and  Tow  Co 

Matt.  Monaghan  &.  Co 

Pittsburg  (y'oal  Co 

Pond  Engineering  Co 

Hirtnl  men 

...do 

...do 

...do :.. 

..a\o 

James  Jackson 

Sundry  persons 

do  .* 

Jnntes  Smith 

Ward  &  Unwlv 

Anchor  Line  Store 

C«nsolidat<^d  Coal  Co.  of  St.  Louis  . 

Cairo  (Mty  Coal  Co 

E.  A.  Hitchcock,  receiver 

Elwell  Si.  Tatum  Commission  Co  . . 

Gust.  Bischoff 

Sundry  persons 

— do 

G.  Traub  <&  Co 

Jas.  A.  Tappan 

Mf^j.  A.M.  Miller. 


J.  H.  CotKn  «fe  Co  . 

The  Oliver-Finnic  Grocer  Co 

Matt.  Monnghan  6c  Co 

Pittsburg  Coal  Co 

I*catro8S,  Cameron  &  Co 

Wood,  Bmllcy  &  Co 

J.  F.  Irvine 

John  F.  Irvine  &  Son 

Pittsbnrjt  Coal  Co 

Charles  Miller 

B.D.Wood  &  Sons 

PeatrosH.  Cameron  Sc  Co 

Gust,  Bi.sihoff 

Elwell  &  Tatum  Commission  Co  - 

Francis  W hittaker  &  Sons 

J.  Keiiuard  dr.  Sons  Carxiet  Co 

Ward  &  Brady 

Sinuuons  Harcl  ware  Co 

The  W.  A.  Bonsack  Lumber  Co  .. 

Fulton  Iron  Works 

Buxton  &  Skinner  Stationery  Co. 

Snmlry  peraons 

James  Sinith 


For  what  paid. 


Supplies 

Lumber 

Subsistence 

Coal 

Subsistence 

...do 

Coal 

...do 

Supplies 

Outfit  and  aappUes 

. .  .do 

Services  

...do 

...do 

...do 

...do 

Subsistence 

Services  

Outfit  and  sabsistence. 

Subsistence 

...do 

...do 

Coal 

...do 

Sumdiea 

Reducer 

Coal 

...do 

Subsistence,  etc 

Coal 

Ex  haust  head 

Services - 

...do 

...do 

...do 

...do 

...do 

Subsistence 

Fuel 

Services  

Outfit  and  supplies 

...do 

Cojd 

...do 

...do 

Subsistence 

...do 

...do 

...do 

...do 

Coal 

Mileage 

Outfit  and  supplies 

Subsistence 

...do 

Coal 

...do 


>Ues. 
Coat 

...do 

Subsistence 

...do 

SubHi.st4^uee 

Outfit  repairs.. 
Outfit  supplies. 

— do 

Lumber 

Machinery,  etc.. 

Stationery 

Subsistence 

Servicen 


Amount. 


•7.74 

74.11 

274.31 

140.00 

92.43 

60.12 

92.00 

151.12 

38.66 

24.05 

28.10 

282.74 

603.00 

1,699.34 

422.33 

1. 330. 00 

739.33 

171.96 

55.00 

67.75 

278.44 

71.56 

119.76 

790.00 

120.00 

86.95 

6.50 

105. 00 

10.85 

117.53 

292.50 

180.00 

603.00 

1, 775. 00 

367.50 

1,770.00 

315.  33 

23.00 

144. 75 

5:{.50 

55.00 

71.36 

2:^5.  %\ 

70.00 

221.40 

107.49 

46.61 

119.84 

226.  82 

137. 71 

66.08 

120.00 

97.84 

548.90 

561.00 

153.61 

702. 50 

70.00 

80.00 

122.50 

52.50 

270. 00 

6.50 

80.00 

190.80 

118.48 

49.02 

162. 31 

14.15 

.    251.35 

13.41 

45.19 

336.97 

13.60 

58,28 

55.00 
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Hoiith  or 
quarter. 


1891. 
Third  quarter. . 


Foui-ih  quarter. 


To  whom  paid. 


I.. 


For  what  paid. 


E.  A.  Hitchcock,  receiver 

Hired  men 

do 

...do 

Consolidated  Coal  Co.  of  St.  Louia. 

Page  &.  Tolkacz 

David  Nicliolson 

H  ire<l  men 

...do 

Sundry  persons 

...do 

Cairo  City  Coal  Co 

G.Tranb'&Co : 

J  Matt.  Mouaghon  &  Co 

I  Jas.  A.Tappan 

1  Pitt«bnrR  Coal  Co 

Ewald  Iron  Co 

I  Goodyear  Rubber  Co 

Sundry  persons 

do 

...do 

Himnielberger  &.  Friant 

Smith  Torrcuce 

G.D.AViUiamson 

Hired  men 

...do 

....do 

James  Smith 

Hired  men 

....do 

Sundry  persona 

do 

The  W.  A.  Bonsack  Lumber  Co  . . . 

Ward  &  Brady Outfit  and  supplies  . 

Simmons  Hardware  Co do 

AVilla  &  Cnimpton '  Binding  maps. . . 

CVmsolidated  Coal  Co.  of  St.  Louis Fuel 

GuHt .  Bi'ichoff Subsistence 

Eiwfll  &  Tatum  Com.  Co ' do 

Fultrm  Iron  Works |  CastiDfirs,  etc 

Matt.  Monaghan  &,  Co '  Subsistence 

I  Tlip  ()liv<'r-Finnifc  Grocer  Co Subsistence,  etc. 

'  J.H.  C(ifiin&  Co Supplies 

Cairo  (.-ity  Coal  Co Coat 

Pittsburg  Coal  Co do  . 

Peatross,  Cameron  &  Co do  . 


Coal 

Services 

...do 

...do 

Coal 

Supplies 

Suj)8istence,  etc. 

Services  

...do 

Subsistence 

...do 

Coal 

Subsistence 

...do 

Coal 

...do 

Supplies 

Outfit 

Fuel 

Subsistence 

...do  .: 

Sawinj^logs 

Supplies 

— do 

Services 

...do 

...do 

...do 

...do 

...do 

Subsistence 

...do 

Lumber. 


do. 

JjiH.  A.  Tnppun 

Matt.  Momi<;han  Sc  Co 

J.H.(!offln  ifcCo 

i  Jan.  A.  Ta]>paii 

Pitt«burK  Coal  Co 

E.  A.  Hitrhcock,  receiver 

C.E.  Williams 

Dan  ^bca  &  Co 

("has.  E.  Butler 

Pittfibnrp  Coal  Co 

St.  Louis,  Iron  Mountain  and  Southern 
Rwy.  Co. 

Siindrv  j>orHous 

Albert.  L.  Butler  . 


Cairo  City  Coal  Co 

Uireil  men 

...do 

...do 

....do 

....do 

Sundry  pt^rsons 

do 

WeHtem  Coal  and  Tow  Co 

f^/onnolidated  Coal  Co.  of  St.  Louis  . 

Bry<len  Coal  and  Coke  Co 

E.A .  Hitclicock,  receiver. 

(iu.st.  Bisebotf 

Francis  Whittakor  &  Sons 

Chris-Sharp  Commission  Co 

David  Nicholson 


...do 

Coal,  etc 

SubsiHtonce 

Supplies 

Coal 

...do 

...do 

...do 

KepaJrs 

Timber 

Coal 

Railroad  ticket . 


Subsistence. 

Timber 

Coal 

Services  

...do 

...do 

...do 

...do 

Suljsistenoe. . 

...do 

Coal 

...do 

...do 

...do 

Subsistence.. 

...do 

...do 

....do 


Amount. 


$105.83 

X,  778. 00 

343.60 

603.00 

70.00 

0.00 

542.38 

1,330.00 

736.00 

256.12 

35.13 

05.00 

60.35 

58.43 

180.00 

725.00 

15.30 

12.00 

15.00 

42.40 

122.03 

16.00 

6.75 

4.00 

603.00 

1,817.00 

273.00 

55.00 

1,314.00 

800.00 

270.21 

40.30 

10.00 

104.55 

17.25 

7.50 

274.35 

210.80 

28.15 

11.70 

88.00 

319.51 

38.50 

251.12 

572. 50 

100.00 

72.00 

217.50 

05.40 

4.60 

120.00 

292.50 

121.87 

66.87 

50.00 

84.00 

295.00 

12.25 

36.43 

24.00 

120.00 

603.00 

1,711.67 

232.33 

657.33 

1,340.67 

230.29 

114.48 

175.00 

77.00 

09.88 

154.37 

110.95 

34.36 

25.83 

147.48 
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Table  No.  1. — Detailed  siaiemeni  of  expenditures  wade  in  eoinicction  with  the  icorlc  of 
removing  obstructions  in  Mississippi  Rivirj  etc. — Continued. 


MoDth  or 
quarter. 


To  whom  paid. 


For  what  paid. 


Amount. 


1891. 
Foarth  quarter 


67 


'Wrought  Iron  Eange  Co. 

PeterBon  &  Homes 

Wm.  Barr  Dry  Goods  Co 

Ward  &  Brady 

A.Boschert  &  Co 

Charles  Miller 

George  Peisch  &  Bro 

Charles  T.  Fitznatrick 

J.H.CofHn&Co 

Robert  Washington 

Charles  E.  Butler 

X.  O.  Nelson  Mannlacturing  Co 

Thomas  J.  Connor 

Rankin  &  Frituch  F.  &  M.  Co 

Ewald  Iron  Co 

Wrought  Iron  Range  Co 

The  W.  A.  Bonsaok  Liunber  Co 

Hired  men 

...do 

...do 

...do 

Ifevr  York  Store  Co 

F.W.Mott 

William  Jarrett 

St.  Louis,  Iron  Mountain  and  Southern 

Rwy.Co. 
0  wen  Jackson 


Consolidated  Coal  Co.  of  St  Louis 

Peterson  &  Homes 

Missouri  Tent  and  Awning  Co 

Gust.  Bischoff 

John  Gorman  &,  Bro 

Francis  Whittaker  &  Sons 

McUieiDnigCo 

Ward&Brwly 

N.  O.  Nelson  Manufacturing  Co 

Ewaldlron  Co 

James  Sweeney  &.  Son 

Wrought  Iron 'Range  Co 

Mi«.  A.  M.  Miller 

Cairo  City  Coal  Co ! 

Pittsburg  Coal  Co 

Jas.  A.  Tappau 

Peatross,  Canieron  &  Co 

Matt.  Monaghan  Sc  Co 

Sundp'  persons 

Hired  men 

...do 

...do 

....do 

James  Smith 

Sundry  persons 

do 

Ward  &Bradv 

Anchor  Line  Store 

Simmons  Hani  ware  Co - 

Cons4)Iidat«d  Coal  Co.  of  St.Louis 

E.  A.  Hitchcock,  receiver 

W.  A.  Bonsack  Lumber  Co 

Fulton  Iron  Works 

Charles  Miller 

Peterson  &  Hornet 

( Tsi«t.  Blschoft 

David  Nicholson 

Standard  Stamping  Co 

Edwai^  Willhuiis 

Westinghouso    Electric  and  Manufac- 
turing Co. 

Pond  Engineering  Co 

MitclieU  Furniture  Co 

Pet4*rson  &.  Homes 

Chas.  W.  Barstow 

Snumons  Hardware  Co 

Anclior  Liue  Store 

N.  (>,  NelHon  Manufacturing  ( 'o 

Ward  &.  Brady 


Outfit 

...do 

...do 

Outfit  and  supplies  . 

Ico 

ShellH  for  heaters  ... 

Supplies 

SiibsiKtence 

Supi>liofl 

Services  

LocuHt  timber 

Stcani-tlttingrs 

( 'overing  boilers 

Steani  pump 

St^Mil 

Cswtinps 

Lumber 

Services  ...! 

...do .'..... 

...do 

...do 

Paint 

Wood 

Subsistence 

Railroad  ticket 


Services  of  James  Jack- 
son, deceased. 

Coal 

Outfit 

Engineer  flag 

Subsistence 

...do 

...do 

Medicines 

Supplies 

— do 

Iron 

Covering  kitchen  floor. 

Rauge  fittings 

Mileage 

Coal 

...do 

...do 

...do 

Subsistence 

...do , 

Services  

...do 

...do 

...do 

-do 

Subsistence 

...do 

Outfit  and  supplies 


Outfit •. 

Coal 

...do 

Lumber 

Rcpaiiiug  machinery  . . 

AVater  tauks,  etc 

Crockery 

Subsistence 

...do 

Tin  ware 

Services  

Electric-light  plant  - . . . 

Pump  plungers 

Outfit.:....! 

...do 

Outfit  and  supplies 

— do 

...do 

Supplies 

....do 


$137.50 

11.28 

10.00 

328.30 

24.95 

153.01 

n.05 

22.35 

36.00 

27.00 

2L00 

G.GO 

22.00 

80.00 

13.01 

6.84 

99.20 

603.00 

1,056.17 

10L16 

1,181.67 

4.50 

3.00 

18.00 

12.25 

28.00 

128.10 

39.35 

13.80 

87a  17 

2L75 

130.92 

6.40 

85.55 

12.29 

20.06 

79.36 

14.00 

124.48 

72.00 

525.00 

210.00 

120.00 

195.94 

97.94 

603.00 

1,793.17 

356.00 

1,028.17 

40.00 

182.90 

UL03 

182.96 

124.72 

2.90 

02.50 

65.00 

29.34 

366.40 

42.50 

3.00 

236.44 

556.10 

12.55 

7.50 

1,618.88 

62.70 
46.50 
54.27 

116.76 
77.09 

604.08 
84.65 
44.30 
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Tablk  No.  1. — Ihiaihd  »lalemeni  of  rrpendUure4f  marie  in  coinfection  wilh  the  wark  of 
remoring  obniructions  in  Mississippi  i?irer,  etc. — Continued. 


Month  or 
qaartcr. 


1891. 
Pourtli  quarter. 


D     86 

1  87 

88 

89 

j  90 

I  OL 

92 

93 

94 

95 


To  whom  imid. 


For  wh«t  paid. 


Knpferle  Bros .Mauufnct uriiig  Co Sajmlies 

A.S.  AhM3&Co '....do 

M.M.«uck  6c  Co Outfit 

Cliarlen  Scofield j  Ropairin^  boilers . 

EriiHt  Winkler !  Snlmiateiico 

rjiiftt.  HiHchoff <io X 

llinMl  Mien S<rvieci* 

Wrought  Iron  Kange  Co Ki-pairs 

Sundry  persona SuhKiatenco 

Hired  men '  J!>or\  ices 


Total  amount  expended  . 


I 


Amount. 


22.93 
120.00 
11.25 
16.56 
189.59 
553.00 
15.62 
99.30 
51.00 


92,470.97 


Table  No.  2. — Detailed  statement  of  expenditures  made  in  connection  with  the  work  of 
removing  ohstrnctions  in  Mississippi  River^  as  required  by  section  7  of  the  river  and  har- 
bor act  of  Augusta,  1888, 


Office  ex  peuacfl 

8uiier\'iaion 

ExpensoR  of  snag  boat  H.  0.  }Yright: 

Crow 

Outfit 

Fuel 

Snbsintenco 

Sup))lii*8 

ItcpairH 

MiHcellaueoua 

Expenaoa  uf  auag  boat  J.  N.  Maeomb: 

Crew 

Outfit 

Fuel 

SubalHtence 

Sup])lie8 

Repairs 

}A  iHcvllHn(K)us 

Storeboat  Abert 


Total* 3,778.39 


1890. 


July. 


1553. 25 
211. 70 

1,153.82 


27.05 
66.' 59' 


1,  lip.  33 
2n.44 


85. 08 

6.75 

282.38 


Ang.  Sept.  Oct. 


$18.58 


363. 8'J 
70.18 
,  120. 52 
300. 25 
441.15 
17.25 


57.65 
117. 18 
243. 31 

41.15 

146. 53 

1.75 


$1,106.00 
537.97 

4, 271. 50 
XiS.  12 
84?.  90 
668. 25 
22.  :j2 
28.12 
8.66 

3,927.17 
851. 46 
884.50 

1,419.60 

306. 12 

511.10 

26. 12 

105.00 


$403.60 
200.00 

2, 123.  06 

67.26 

1.0G1.37 

1, 618. 76 

3.66 

185. 35 


2,087.33 

876, 78 

957.65 

1, 126.  75 

64.20 

20. 02 

11.  ,".5 

55.00 


2, 948. 32  '15, 860. 97  ilO,  802. 74 


Nov. 


$18.00 


321. 81 
502. 12 
614.99 
178.45 
641.16 


51.85 
922.65 
185.39 


15.00 


Dec. 


$806.00 
400.00 

4»264.17 
240. 3:{ 
702.24 
647.19 
73.88 
186.50 


4,177.66 
35.00 

1,015.00 

502.51 

55.75 

31.20 


110.00 


3,451.42  I  13,246.91 


OfHce  exponacs. 
Supt'rviairtu . 


E.xpensoR  of  anag  boat  //.  G. 
Wngkt : 

Crew 

Outfit 

Fuel 

SulmiHlence 

Sup])ll»'H , 

Repairft 

Miacellaneoufl 

ExpeuseH  of  auHg  boat  J.  \. 
Macomb : 

Crew 

Outfit 

Fuel 

Subsistence 

Supplies — 

Rep.nrs , 

M  iw  ellancoua 

Storeboat  .1  bfrt 


1891. 


Jan. 


$416.60 
207.84 


2,121.50 
29. 20 
484.63 

1, 082. 19 
129. 39 
519.  87 


Feb. 


$403. 00 
200.00 


2,090.00 

12.00 

110. 90 

164. 43 

4.00 

38.14 


Totals 


443.  73 
,375).:.0 

092. 21 
87. 57 
11.25 

6.:-5 

55.00 


2, 066.  00 


Mar. 


$403.00 
200.00 


1, 802. 00 
18.20 
981. 71 
370. 78 
27.  yO 
200.60 
12.25 


2,771.33 


Apr. 


$403.00 
200.00 


,141.67 

2:}5. 28 
133.  87 
2B5. 99 
(17. 83 
437. 33 


8,050.6;< 


905.00 
419. 03 


55.00 


6, 467. 50 


1,579.50 

720. 31 

37.81 

48.99 

7.50 

52.00 


2,525.00 

16.10 

342.38 

424.70 


184.74 


40.00 


May.        Jnnc 


$124. 48 


53. 15 

1, 058. 10 

712.60 

.50 

183.53 

6.40 


28.00 


9,323.88     6,437.89 


2,336.36 


Totals. 


$756.00     $5,287.03 
400.00  ,    2,77L9» 


2,200.17 
1,8^8.91  I 
1H5.00  I 
803.28  i 
137.51 
414.54  I 


1,035.67 
83.77 


129.62 

609.64 

6.90 

33. 97 

20.83 

1,161.60 

12.25 

40.66 

9,090.06 


21,258.40 
3,568.08 
6,038.02 
8,116.03 
9.46. 17 
3,342.^ 
44.^ 


19,728.49 

2.097.78 

8, 103. 16 

6, 858. 15 

640.22 

2,433.60 

65.32 

512.00 


92,470.97 


Digitized  by 


Google 


APPENDIX   Y — REPORT   OF   MAJOR   MILLER.  2087 


Y  2. 

IMPROVEMENT  OF  MISSISSIPPI   RIVER  BETWEEN  OHIO  AND  ILLINOIS 

RIVERS. 

PROJECT. 

The  object  of  the  improvement  is  to  obtain  a  minimum  depth  ^t  low 
water  of  6  feet  from  the  mouth  of  the  Elinois  Eiver  to  St.  Louis,  a  dis- 
taucft  of  41  miles,  and  8  feet  from  St.  Louis  to  the  mouth  of  the  Ohio 
River,  a  distance  of  191  miles,  the  natural  depth  at  low  water  being  in 
many  cases  from  3 J  to  4  feet.  The  initial  point  of  the  work  for  the  lower 
portion  is  St.  Louis,  the  programme  being  to  make  the  work  continu- 
ous, working  downstream  from  that  city.  Work  at  detached  points  has 
also  been  carried  on  under  allotments  specially  made  by  law  for  the 
improvement  of  landings  and  the  protection  of  local  interests. 

The  plan  of  general  improvement  contemplates  a  reduction  of  the 
river  to  an  approximate  width  of  2,500  feet  below  St.  Louis,  the  natural 
width  being  in  many  cases  from  1  to  1 J  miles,  and  the  protection  of  the 
alluvial  banks  from  erosion.  The  methods  emi)loyed  are  to  build  up 
new  banks  with  the  solid  matter  caught  from  the  river  itself  by  means 
of  hurdles  and  revetment  of  flie  banks,  both  new  and  old,  when  neces- 
sary. 

ORGANIZATION. 

The  organization  of  the  engineering  staff  during  the  season  was  as 
follows: 

A  supervising  engineer  was  assigned  to  the  general  supervision  of  all 
the  works  and  of  the  sujjply  depot.  His  office  was  in  St.  Louis  and  his 
duties  were  to  advise  and  direct  the  resident  engijieers  and  to  have 
espectial  (tliarge  of  the  supply  of  bnisTP,  stone,  and  piles,  and  of  the  tow- 
boat  and  barges  engaged  on  the  work. 

The  resident  engineer  was  provided  with  quarters  and  an  office  at  the 
work.  His  duties  were  to  have  immediate  direction  of  the  work  of  con- 
struction; to  make  such  surveys  and  observations  as  might  be  required 
to  keep  the  progress  map,  upon  which  all  work  was  to  be  located,  as  fast 
as  constructed;  to  keep  the  journal  and  other  records  of  the  work;  to 
prepare  payrolls;  to  render  quarterly  property  returns,  semi-annual 
and  annual  rei)orts  to  the  officer  in  charge,  forwarding  them  through 
the  superintending  engineer. 

The  superintending  engineer  was  Mr.  D.  M.  Ourrie.  Eesident  engi- 
neers: At  Ste.  Genevieve,  Mr.  William  S.Mitchell;  at Eush Tower, and 
for  the  procurement  of  brush,  Mr.  0.  D.  Lamb. 

WORK   ACCOMPLISHED. 

Owing  to  the  lateness  of  the  passage  of  the  river  and  harbor  bill, 
September  19, 1890,  no  work  of  (construction  was  attempted  during  the 
fall,  but  contracts  were  entered  into  for  the  supply  of  material  and  the 
building  of  13  model  barges  and  extensive  repairs  to  plant. 

The  amount  appropriated  by  the  river  and  harbor  bill  of  1890  was 
$400,000.  Of  this  amount  $50,000  was  to  be  expended  in  the  comple- 
tion of  the  work  at  Alton  and  $50,000  for  improving  the  river  at  St. 
Genevieve,  in  the  State  of  Missouri. 
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TJie  approved  project  for  the  expenditure  of  tliis  amount  contem- 
plated work  as  follows : 

For  Alton  Harbor  (bylaw) ." $50,000 

For  Ste.  Goneviev©  (by  law) ., 50, 000 

Repair  and  purchase  of  plant 40,000 

Contingencies  and  repair  of  old  work 15, 000 

Rush  Tower,  or  new  project 245,000 

400,000 
ALTON. 

The  w^ork  at  Alton  consists  of  the  extension  of  the  present  snbmerge- 
able  stone  dike  for  a  distance  of  2,800  feet.  The  object  of  the  work  is 
to  prevent  the  formation  of  a  bar  in  front  of  the  landing  at  Alton  by 
directing  the  flow  of  water  at  low  stages  along  the  river  front  at  that 
place.  A  contract  was  entered  into  for  this  work  with  Mr.  H.  S. 
BrowTi,  of  Quincy,  111.,  under  date  of  January  28,  1891.  Owing  to  the 
lateness  of  the  season  and  the  danger  of  interference  with  the  work  by 
running  ice,  no  work  could  be  undertaken  here  during  the  fall  or  winter, 
and  up  to  the  30th  of  June  the  stage  of  water  has  been  too  high  to 
begin  work;  the  contractor  is  prepared  to  go  to  work  as  soon  as  the 
stage  of  water  will  permit.    The  amount  expended  was  $51.22. 

•  '  RUSH  TOWER. 

Work  was  begun  at  the  head  of  this  section  of  the  river  about  June 
15,  and  is  still  in  progress.  Owing  to  the  extreme  depth  of  water  found 
near  tlie  shore  at  the  prevailing  high  stage,  but  little  work  could  be  ac- 
complished in  the  way  of  hurdles.  Two  hurdles,  Nos.  4  and  5,  w^ere  lo- 
cated and  partially  built,  and  600  feet  of  bank  protection  was  placed  in 
position.  Work  will  be  continued  here  as  long  as  the  season  will  per- 
mit, r 

The  river  here  at  high  water  has  shown  a  tendency  to  make  a  cross- 
ing higher  up  than  the  channel  of  last  year,  and  if  this  channel  persists 
at  low  water  a  slight  modification  of  the  project  here  may  be  neces- 
sary. 

The  "[protection  of  the  bank  where  work  has  been  commenced,  at  a 
point  about  1  mile  below  Calico  Island,  is  necessary,  as  it  has  in  one 
place  caved  so  far  as  to  be  within  50  feet  of  the  base  of  the  levee 
which  protects  the  bottom  lands  from  overflow.  The  amount  expended 
was  $3,926.06. 

ST.  GENEVIEVE. 

The  work  at  this  point  consisted  in  the  construction  of  a  series  of 
hurdles  on  the  Illinois  side  of  the  river  in  order  to  prevent  the  channel 
leaving  Little  Eock,  the  landing  for  the  town  of  St.  Genevieve,  and  also 
to  contract  the  river  to  a  width  of  2,500  feet. 

Work  was  begun  here  on  May  22,  and  continued  up  to  the  close  of 
the  fiscal  year.  A  system  of  four  hurdles  was  projected,  but  on  an  ex- 
amination of  the  locality  at  the  commencement  of  work  it  was  found 
that  the  bar  at  the  foot  of  Turkey  Island  had  worked  downstream  so 
far  as  to  render  the  construction  of  the  upper  hurdle  unnecessary. 
Three  hurdles,  ^N^os.  2,  3,  and  4,  were  constructed  and  practically  com- 
pleted ;  their  lengths  are,  respectively,  1,500,  1,250,  and  900  feet. 
Amount  expended  was  $9,830.55. 
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PLATES. 

Plate  I  is  a  general  map  of  the  river  from  tlie  Merchants  Bridge  to 
Calico  Islaiid,  and  shows  the  location  of  the  works,  with  the  exception 
of  the  Alton  dam.    Plate  II  shows  the  work  at  St.  Genevieve. 

MATERIAL. 

Brush  and  poles  were  obtained  by  hired  labor,  a  royalty  of  10  cents 
-per  cord  being  paid  to  owners  of  laud  where  brush  was  cut. 

Stone  was  obtained  from  the  Grafton  Quarry  Company  at  45  cents 
per  cubic  yard,  loaded  on  Government  barges  at  their  quarry. 

Bope,  bolts,  wire,  spikes,  nails,  etc.,  were  obtained  by  contract. 

Piles  were  obtained  by  contract  with  Mr.  John  Cleary,  of  Chester, 
111.,  at  prices  varying  from  6  to  8  cents  per  linear  foot,  according  to 
length. 

SUPPLY  DEPOT. 

The  supply  and  subsistence  department  was  under  the  immediate 
supervision  of  Mr.  S.  S.  Van  Norman.  All  supplies,  except  stone, 
brush,  and  piles,  were  delivered  at  the  depot,  foot  of  Arsenal  street,  St. 
Louis,  and  thence  distributed  on  approved  requisitions  to  the  several 
works.  In  addition  to  this  function  of  the  depot  it  is  a  general  repair 
shop  and  yard,  where  all  repairs  to  plant  not  requiring  dockage  were 
made. 

REPAIRS  OP  PLANT. 

Necessary  repairs  were  made  to  the  steamer  Gen.  Oillmore^  and  to 
pile  drivers,  barges,  quarter  boats,  and  all  floating  plant.  Two  stern- 
wheel  steam  towboats  for  light  work  about  the  hurdles,  moving  barges, 
supplying  piles,  etc.,  were  constnicted.  Fifteen  pile  drivers  were  taken 
out  on  the  ways  at  Mound  City,  111.,  and  their  hulls  completely  repaired, 
new  hulls  were  built  for  4  i^ile  drivers,  and  all  other  necessary  repairs 
to  leads,  side  braces,  ladders,  and  machinery  were  made;  19  model 
barges  were  taken  out  on  the  ways  and  repaired  and  calked  up  to  low- 
wat^r  draft  line;  new  decks  and  other  repairs  were  put  on  11  barges. 
Twenty  flats  were  built  and  provided  with  mattress  ways;  51  skiffs  and 
19  yawls  repaired. 

For  details  of  this  and  other  work  reference  is  made  to  reports  of  as- 
sistants forwarded  herewith  as  part  of  this  report.  . 

The  present  value  of  the  property  remaining  to  be  distributed  on  in- 
stallation account  is  given  in  the  following  table: 


Class  of  property. 


Barces,  model  and  flats  — 

Boat,  machine  shop 

Boatii,  Hmnll 

DrivpTH,  pile' 

Shanties,  iwrtable 

Steamer  General  Gillniore. . 

Launches,  steam 

Tent!*. 


Balance 
Jiine30,1800 


$31,393.70 
1,885.61 
6.  &I3. 70 

20, 9G0.  83 
7.861.11 

11,815.45 


Supply  depot 

Tools  and  appliances  — 

Boarding;  outiit 

Office  furniture 

Surveying  Instruments . . 
Photographic  apparatus.. 


190.75 

3,479.75 

l,(r2r».00 

0. 306. 97 

428. 48 

471.01 

200.48 


Debits. 


46, 381. 05 
],3.'>4.95 

11.129.87 

28. 66.5. 25 
2,  022. 12 

13, 076. 04 
6, 513.  62 


Credits. 


Balance 
June  30,1881. 


1, 674. 76 
3, 795.  71 
1,635.11 


32. 25 


11,66L42 
2,440.56 
1, 713. 25 
3, 693. 75 
960.90 

13,384.70 


548.73 
457.00 
950.66 
42.85 
47.16 


T 


Total 96,273.44     116,880.73 


35,901.04 


$66,113.33 

800.00 

16,060.32 

45, 941. 33 

0, 522. 33 

11, 506. 79 

6,513.62 

190.75 

4, 605. 78 

4,964.66 

9,991.42 

385.03 

456.70 

200.48 


177,258.18 
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GAUGES. 

The  gauges  at  Grafton  and  Gray's  Point  were  read  daUy  during  the 
year.    The  readings  are  appended/ marked  A. 

OONDITION  OF  THE  RIVBB.^ 

The  channel  depths,  as  furnished  by  the  Mississippi  and  Ohio  Eivers 
Pilots'  Association,  for  the  year  are  appended,  marked  B.  A  full  list  of 
soundings  could  not  be  obtained,  as  the  pilots'  reports  were  not  aU  pre- 
served. 

The  river  was  open  all  winter  and  navigation  was  not  interrupted  by 
ice.    This  is  the  third  successive  winter  with  navigation  uninterrupted. 

The  stage  of  water  was  lowest  in  December,  January,  and  February, 
when  it  fell  below  standard  low  water;  the  highest  stage  was  in  June, 
when  it  reached  a  height  of  19  feet  above  low  water.  The  navigation 
of  the  river  has  been  in  a  very  good  condition.  The  least  depth  met  with 
in  the  portion  of  the  river  under  improvement,  a  stretch  of  30  miles  from 
St.  Louis,  was  5  feet,  found  at  Twin  Hollows;  this  place  soon  deepened 
and  a  good  channel  of  about  7  feet  was  maintained. 

The  locality,  Twin  Hollows,  has  been  a  difficult  one  for  boats  always; 
the  works  built  here,  however,  for  improving  the  channel  ha^'^e  had  a 
marked  effect  and  the  channel  should  be  good  and  well  defined  this 
season.  At  Lucas',  depths  of  6  and  6jyeet  were  found  in  December,  but 
soon  scoured  out  to  7  and  8  feet.  About  the  shoalfest  place  in  the  river 
last  season  was  at  Perry's  Towhead;  this  locality  will  be  improved  with 
the  funds  now  available. 

ESTIMATE. 

The  amount  that  can  be  profitably  expended  during  the  year  ending 
June  30, 1893,  is  $1,000,000.  It  is  i)roposed  to  expend  this  sum  in  car- 
rying out  the  programme  heretofore  juiopted — that  is,  to  carry  on  the 
work  of  improvement  continuously  from  St.  Louis  downstream,  re- 
claiming land  by  building  up  new  banks,  thus  reducing  the  river  to  an 
approximate  width  of  2,500  feet,  alluvial  banks  to  be  protected  from 
erosion.  It  is  proposed  to  obtain  by  this  means  a  channel  of  at  leait  8 
feet  at  low  water.  The  depth  now  is  liable  to  become  as  small  as  4  feet, 
or  even  less  in  some  places,  and  less  at  every  locality  where  the  width 
is  more  than  2,500  feet. 

This  general  statement  of  the  proposed  application  of  the  appropria- 
tion is  as  specific  as  the  nature  of  the  ca«e  admits.  The  changeable 
character  of  the  river  renders  it  impracticable  to  give  in  advance  the 
exact  locality  where  works  will  be  required. 

The  original  estimated  coat  of  this  work,  as  revised  in  1883,  was  $16,997,100;  the 
aggregate  amount  appropriated  to  June  30,  1891,  is  $4,529,600;  the  amount  expended 
to  June  30,  1890,  ^,032,422. 

ABSTRACT  OF  APPROPRIATIONS  MADE  FOR  THIS  WORK. 


By  act  of— 

June  10, 1872 $125,000 

March  3, 1873 200;000 

June23,1874 200.000 

•   March  3, 1875 200;000 

August  14,  1876 229,  600 

June  18,  1878 240,000 

March  3, 1879 200,000 


By  act  of— 

June  14, 1880 $320,000 

March  3,  1881 620, 000 

Auirust2,  1882 GOO.OOO 

July  5,  1884 520.000 

August  5,  1886 iVib.  000 

August  11,  1888 300,  aX) 

September  19,  1890 400, 000 
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Money  HtaUment, 


July  1,  1890,  balance  unexpended 

Amount  appropriated  by  act  approved  September  19,  1890. 


June  30, 1891,  amount  expended  during  fiscal  year. 


$97,177.71 
400,000.00 

497,177.71 
96,811.87 


July  1,  1891,  balance  unexpended 400,365.84 

July  1,  1891 ,  outstanding  liabilities^ $20,  720. 86 

July  1,  1891,  amount  covered  by  uncompleted  contracts. . .  114, 727. 18 

135,448.04 


July  1,  1891,  balance  available 


264,917.80 


Amount  (e8timated)requirod  for  completion  of  existing  project 12, 467, 500, 00 

Amount  tbat  can  be  profitablv  expended  in  fiscal  year  ending  June 

80,1893 : 1,000,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river 
L     and  harbor  acts  of  1866  and  1867. 


Abstract  o/proposah  received  for  furnishing  lumber  ^  opened  Octobers,  1890  ^  by  Maj,  A, 
M.  Miller,  Corps  of  Engineers,  St.  Louis,  Mo.,  under  notice  of  10  days,  by  circular 
letter  dated  September  23, 1890. 

[Addressos  of  bidders:  St.  Louis,  Ko.] 


Kind. 

Qaantitiee. 

F.  Doff. 

St.  LoniB 
Refrige- 
rator and 
Woo<len 
Giittor 

Company. 

John  J. 

Ganahl 

Lumber 

Company. 

Ean  Claire. 
St.  Louis 
Lumber 
Company. 

W.A. 
Bonsack. 

Co. 
Company. 

Wbileonk 

476 
40 

202 
3 

260 
90 

915 

104 
30 
46 
46 
60 
20 
20 
60 
40 
70 
20 
34 
20 
20 
20 

500 

""ioo 
11 

8 
181 
30 
340 

Feet. 

26,272 

2,317 

6,775 

240 

10,920 

600 

47.738 

8.493 

8.600 

5,520 

2,415 

1,440 

6,720 

4,320 

7.200 

5,760 

560 

000 

778 

320 

467 

400 

15,  (KM) 

7.000 

1,000 

28.000 

17,  500 

16. 8U0 

12,000 

112,000 

2.000 

5,500 

1.000 

6,067 

1,013 

.'■.12 

3,877 

4,320 

6,987 

PerM. 

$*23.00 
*24.00 
*25.00 
*26.00 
*28.00 
*28.00 
*29.00 
♦34.00 
*34.00 
*30.50 
*28.50 
*20.50 
*32. 50 
*3L60 
*25.00 
*26,00 
.      51.00 
*51.00 
•51.00 
51.00 

PerM. 

$34.00 
34.00 
34,00 
44.00 
44.00 
44.00 
44.00 
34.00 
44.00 
36.00 
34.00 
25.00 
36.00 
36.00 
20.00 
36.00 

♦30.00 
55.00 
55.00 
55.00 

♦60.00 
26.00 
25.00 
17.50 
21.00 
16.00 
25.00 
37.50 
37.50 

t37.50 
38.00 
30.00 
29.00 
40.00 
40.00 
30.00 
22.50 
40.00 

♦15.00 

PerM. 

PerM. 

PerM. 
$35.00 
85.00 
35.00 
35.00 
45.00 
50.00 
45.00 
35.00 
45.00 
40.00 
40.00 
35.00 
45.00 
45.00 
40.00 
45.00 

P«r  Jf. 

Whit©  pine 

85.00 
35.00 
30.00 
40.00 
37.50 
32.50 
37.50 
37.50 
55.00 
52.50 
52.50 
65.00 
22.50 

♦17.50 
16.00 
18.00 
15.00 
25.00 
36.00 
85.00 
42.00 
35.00 
19.00 
18.50 

♦37.50 
30.00 
25,00 
25.00 
30.00 
16.00 

45.00 

52.50 
♦50.00 

*22.00 
22,50 
18.00 
21.00 
15.50 
24.00 
40.00 
40.00 

*40. 00 
29.00 
21.00 
21.00 

25.00 
18.50 
♦14.50 
♦16. 50 
♦14.50 
•18.00 

87.60 

1 

46.00 
45.00 
45.00' 

,$30.00 
♦30,00 

•17.50 
•19.00 
•17.50 

37.60 

25.00 

22.60 

40.00 

Yellow  pine 

♦28.50 
23.50 
21.60 

♦27.50 
19.00 

35.00 
♦22.50 
♦20.00 
35.00 
16.00 

•Awardnl.    Formal  written  contract  entered  into  with  F.  Duff  only;  remainder  pnrehaMd  ** 
pablio  notice  of  10  days.*' 
t  Did  npt  comply  fully  with  speoiAoationR ;  the  next  lowest  bid  was  therefore  acoeptod. 
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Abstract  of  proposals  received,  in  response  to  adteriisement  dated  November  20, 1S90,  for 
fwmishing  piles,  stone,  nianila  and  sisal  rope,  wire,  nails,  spikes,  and  screw  bolts,  opened 
December  BO,  1890,  by  Maj.  A,  M,  Miller,  Corps  of  Engineers,  St,  Louis,  Mo. 


Name  and  address  of 
bidder. 


Lawrence  Evers,  St. 

Charlea,  Mo 

Daniel  Kerwin,  St.  Loots, 

Mo 


^: 


F.  Johnston,  St.  Elmo, 


Mo.  Lumber  and  Mining 
Co.,  (vrandin,  Mo.t 

John  W.  Seno,  New  Mail- 
rid,  Mo.t 

Whitney  Gilbreath.  Ava, 
HI.,  and  James  T.  Me- 
Clure,  Wheatland,  HI. . . . 

Harry  £.  Coffin,  Memphis, 
Teun 

Lndlow-Saylor  Wire  Co., 
St.  Louis,  Mo.t 

Grafton  Quarry  Co.,  St. 
Louis,  Mo.t 

Leopold  Methudy,  St. 
Louis.  Mo.t 

Moran  Bolt  and  Nut  Mann- 
facturinff  Co.,  St.  Louis, 
Mo.t 


James  J.  Hawk,  St.  Louis, 

Mo 

Louis   Grund    Si    Martin 

Lorens,  St.  Louis,  Mo. jit. 
J.  B.  Morrell  &  Co.,  Brook- 
lyn. N.  Y.t 

Augustus  W.  Benedict,  St. 

Ix)uiB,  Mo 

Ward  &  Brady,  St.  Louis, 

Mo.t 

Anchor    Line    Store,    St. 

Louis,  Mo 

M.  M.  Buck  &  Co.  St.  Louis, 

Mo.t 

Berthold  &  Jennings,  St. 

Louis,  Mo.t 

John  Clear V,  Chester,  111.. 
St.  Louis  Bolt,  Bridge  and 

Forge  Works,  St.  Louis, 

Mo 


Piles. 


i 


3^ 


i 


8 


H 


H.  L.  Fox  Sc  Co.,  St.  Louis, 
Mo 


9 


8S 


Ctt. 
10 


it 


oi  w^ 


8i 


8' 

it 

Si 

s5 


.g 
s 

i 

I 


Cte. 


Cto. 


Ots. 


1W«     8 


*45  ' 


13f 


12i 


64  ! 


Ott. 


3^c 


Pi 
I 

it 


Cts. 


I 

of 

n 

M 

11 


Ott. 


*2rVB 


13A|    8^    I- 


-s 


Cti. 


2| 


^^ 


2iV0 


2,^,  ,    3A 
2x1, 


^ 


■|. 


I  I  !  I 


n 


3A 


-1    2/ft 
*2      j    2,Vo'    2,V,, 


3,V< 


I 

2rA  2A*v 


2i% 
*2A''„ 


*  Contracts  awarded.       t  Slight  informalities  in  proposals.        ♦  Quarry  at  Grafton,  111. 
11  Quarry  at  St.  Louis,  Mo. 
NoTB.— Formal  written  contracts  entered  into  with  all  successful  bidders,  except  M.  M.  Buck  it,  Co. 
for  nails. 
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Ab%iract  of  pYoposala  received  w*  response  to  advertisement  dated  November  SO.  1890.  for 
constructing  an  extension  to  dam  at  Alton,  III,,  opened  December  20, 1890,  by  Maj,  A.  M. 
Miller,  Corps  of  Engineers,  St,  Louis,  Mo, 


• 
Name  and  address  of  bidder. 

Piles,  80  sticks,  3,200 
feet. 

Brush,  33,000 
cubic  yards.^ 

Stone,  16,600 
cubic  yards. 

1 

Ko. 

Price   driven 
to    14    feet 
depths,  per 
foot. 

«; 

Price   driven 
beyond     14 
feet  depths, 
per  foot 

1 
1 

1. 

1 

o 

1 

< 

1 

James  Short  and  John  Gray,  St. 
Charles,  Mo 

10.28 
0.20 
0.10 

$806 
640 
230 

$0.36 
0.06 

o.t» 

0.66 

$16,500 
21,450 
21,460 

$1.40 
1.30 
LOO 

16,500 

$40,496 
43,640 
38,270 

2 
8 

A.  J.  Whitney,  Rock  Ishmd,  HI. . . 
H.  S.  Brown,  Quincy,  HI.* 

• 

♦Contract  awarded. 


Abstract  of  proposals  received  in  response  to  advertisement  dated  January  B4,  1891,  for 
building  and  delivering  at  Bushbergj  Mo.,  thirteen  model  barges,  opened  February  24, 
1891,  by  Maj.  A.  M.  Miller,  Corps  of  Engineers,  St.  Louis,  Mo. 


Ko. 


Name  and  address  of  bidder. 


Kmnber 
proposed 
to  fdrnish. 


Price 
each. 


Sanfunl  S.  Holbrook.  Cincinnati,  Ohio  *. 
Samuel  W.  Coflin,  Cincinnati,  Ohiot  . 


4 '  James  Hill,  Madison,  Ind 


St.  Louis  Sectional  Dock  Company,  St.  Louis,  Mo . 


J.  J. Hammer  &  Son,  St.  Louis,  Mo. 


$3,750 
3,795 
4,600 
4,160 
4,880 


*  Contract  awarded  for  6. 


t  Contract  awarded  for  7. 


REPOftf  OF  MR.   D.   M.    CURRIE,   ASSISTANT  ENGINEER. 

St.  Louis,  Mo.,  June  30, 1891. 
Major:  I  liave  tbc  honor  to  submit  tin  following  report  upon  works  for  the  im- 
provement of  Mississippi  River,  between  the  Illinois  and  Ohio  rivers,  including  as 
part  of  it  the  reports  of  assistants  in  local  charge,  for  the  fiscal  year  ending  June  ^. 
1891. 

RUSH  TOWER. 

Work  was  begun  at  this  locality  about  the  middle  of  June,  but  on  account  of  the 
.excessive  depths  of  water  found  near  shore  at  the  prevailing  high  stages  of  the  river, 
but  little  progress  had  been  made  at  the  close  of  the  fiscal  year.  Two  nurdles,  located 
aa  shown  on  the  accompanying  sketch,  were  started,  and  about  600  linear  feet  of  mat- 
tress was  placed  in  the  protection  of  their  shore  ends,  and  a  few  piles  were  driven  fol- 
lowed by  the  usual  foundation  mattress  in  each  of  the  hurdles. 

Reference  is  made  to  the  report  of  Mr.  0.  D.  Lamb  for  further  details. 

STE.    GENEVIEVE. 

This  work  embraced  a  series  of  hurdles  below  the  foot  of  Turkey  Island,  located 
as  shown  on  the  accompanying  tracing. 

The  bar  below  Turkey  Island  had  extcMided  down  so  far  that  Hurdle  No.  1  of  the 
project  could  not  be  built,  when  work  was  commenced  in  May,  with  the  river  at  the 
stM^o  of  14  feet  above  low  water.  Nos.  2,  3,  and  4  were  started  in  the  order  name«l 
and  at  the  close  of  the  year  Nos.  2  and  3  were  nearly  finished  and  work  was  well  ad- 
vanced on  No.  4. 

Reference  is  made  to  the  accompanying  report  of  Mr.  W.  8.  Mitchell  for  farther 
details. 
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PROCURING  MATERIAL. 

Braeli  was  procared  by  hired  labor,  the  details  of  which  are  shown  in  the  aocom- 
panying  report  of  Mr.  C.  D.  Lamb,  superintendent  in  local  charge. 

Piles  were  procured  by  contract  delivered  at  the  work. 

Stone  for  riprap  was  procnred  by  contract  delivered  on  Govemment  barg^  at  Graf- 
ton, 111. 

Bolts,  nails,  rope,  spikes,  wire,  and  other  miscellaneous  material  were  procured  by 
contract  when  the  quantities  re<|uired  were  large,  and  by  purchase  when  small,  de- 
livered at  the  supply  depot  in  this  city. 

The  towboat,  pile  drivers,  barges,  and  other  plant  used  in  connection  with  the 
work  are  public  property.  The  repairs  and  additions  to  it  will  be  summarized  under 
the  head  of  plant. 

PLANT. 

•The  barges,  pile-drivers,  and  nearly  all  the  ether  plant  received  extensive  repairs 
in  which  19  barges  and  15  pile-drivers  were  taken  out  on  the  ways  at  Mound  City. 
III.,  and  repaired  below  light- water  line.  The  other  repairs  and  renewals  needed 
to  restore  the  efficiency  of  the  plant  were  made  by  hired  labor  and  purchase  of  ma- 
terial, the  details  of  which  are  shown  in  the  accompanying  report  of  Mr.  S.  S.  Van 
Norman,  superintendent  of  supplies. 

At  the  close  of  the  year  13  model  barges  were  under  process  of  construction  by 
contract. 

Very  respectfully,  your  obedient  servant, 

D.  M.   CURRIE, 

Aidiktant  Engineer. 
Maj.  A.  M.  MiLLKR, 

Corpe  of  Engineers,  U.  8,  A. 


REPORT  OF  MR.  C.  D.  LAMB,  SUPERINTENDENT. 

St.  Louis,  Mo.,  June  SO,  1891. 

Major  :  I  have  the  honor  to  submit  the  following  report  of  operations  at  Rush 
Tower  during  the  fiscal  year  ending  Juno  30,  1891 : 

The  work  to  be  done  at  Rush  Tower  includes  the  protection  of  the  bank  opposite 
"Kennett's"  to  prevent  any  further  increase  in  the  width  of  the  chute  east  of  the 
towhead  and  the  beginning  of  hurdles,  which  form  a  part  of  the  general  project  for 
improving  this  part  of  the  river. 

The  construction  of  a  shore  mattress  was  begun  on  the  17th  of  June  and  at  the 
close  of  the  month  650  linear  feet  had  been  built  and  575  lin^r  feet  placed,  75  linear 
feet  bein jj  carried  away  by  the  strong  current  while  partly  sunk.  This  mattress  was 
80  feet  wide,  woven  on  way  flat,  and  placed  in  three  sections.  It  covered  the  bank 
from  a  10-foot  stage  out  to  where  the  slope  of  the  bank  was  very  slight  and  has  pre- 
vented»all  except  a  little  surface  scour. 

The  drift  row  of  Hurdle  No.  1,  located  75  feet  below  the  head  of  the  shore  mattress, 
was  extended  to  a  distance  of  100  feet  from  shore,  where  the  water  was  so  deep  that 
the  piles  on  hand  could  not  be  used  for  the  extension.  A  second  hurdle  was  begun 
June  27,  900  feet  below  No.  1,  and  at  the  close  of  the  year  the  drift  row  had  been  ex- 
tended to  a  length  of  100  feet. 

The  following  table  shows  the  amount  of  work  done  during  the  year,  while  its 
location  is  shown  on  the  tracing  accompanying  the  monthly  report  for  June,  1891:  • 


Huidle 
No.l. 


Hurdle 
No.  2. 


Total. 


Pile«  driven 

Braces  placed 

Striugcrs  placed 

Shore  inattrc8«  built : 

Linear  feet 

Square  feet 

Shore  TnattresH  placed : 

Linear  feet 

Square  feet 


84 

22 
7 

650 
62,000 

675 
46,000 


Very  respectfully,  your  obedient  servant. 


Maj.  A.  M.  Miller, 

Corps  of  Engineers,  U,  8,  A, 


C.  D.  Lamb, 

Superintendent. 
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RSPORT  OF  MR.   W.  8.  MITCHELL^   SUPERINTENDENT. 

St.  Louis,  Mo.,  June  SO,  1S91, 

Major  :  I  have  the  honor  to  submit  the  following  report  on  the  progress  of  the 
work  for  improving  the  Mississippi  River  at  Ste.  Genevieve,  Mo.,  during  the  fiscal 
year  ending  June  S)j  1891 : 

The  project  for  this  improvement  of  the  river  embraced  a  series  of  hurdles  extend- 
ing downstream  &om  Turkey  Island,  and  of  such  length  as  to  reduce  the  width  of 
the  river  to  2,500  feet  next  the  Missouri  shore.  The  upper  hurdle  was  to  be  placed 
across  the  bar  at  the  foot  of  the  island,  and  the  others  were  to  follow  at  intervals  of 
about  1,300  feet. 

When  work  was  begun.  May  22,  the  stage  of  water,  which  was  about  14  feet  on 
the  St.  Louis  gauge,  did  not  admit  driving  piles  on  the  upper  line,  Hurdle  No.  1, 
within  750  ^t  from  shore,  and  the  bars  extended  so  far  below  this  line  that 
Hurdle  No.  2  seemed  the  upstream  limit  for  the  work,  and  here,  also,  a  dry  bar  about 
SOO  feet  wide  crossed  the  bne  200  feet  from  shore,  leaving  a  gap  in  the  hurdle  to  be 
closed  at  higher  water. 

Pile-driving  and  marttress  work  were  begun  on  both  sides  of  this  bar  and  were 
completed  Jime  9.  A  rise  of  7  feet  in  the  o  days  preceding  this  date  enabled  the 
drivers  to  establish  the  line  of  drift  piles  across  this  gap,  and  the  mattress  was  just 
started  June  11,  when  the  drift  which  had  collected  against  the  line  and  the  rapid 
scour  in  the  bottom  carried  out  the  piling.  The  drivers  were  put  back  in  position 
and  the  line  again  started  over  the  bar,  but  the  few  piles  driven  during  the  aay  were 
carried  out  at  night.  As  the  action  of  the  jet-pump  seemed  to  increase  the  scour 
and  depths  at  the  incomplete  hurdle  ends  on  eitner  side  of  this  gap  it  was  thought 
best  to  move  up  100  feet  into  shoaler  water  with  less  current  and  build  a  hurdle  in  front 
of.  the  gap,  connecting  its  ends  witli  the  main  line.  This  work  was  completed  June 
29.  During  the  rise  drift  had  collected  against  the  hurdle  for  20  feet  in  widthfrom  the 
offset  to  the  end  of  the  line,  800  feet.  A  mattress  was  built  over  this  and  the  whole 
was  sunk  to  the  bottom,  forming  a  good  protection  for  the  base  of  this  portion  of  the 
hurdle.  The  shore  end  of  this  line  was  protected  with  the  usual  stone  and  mattress 
revetment  and  the  outer  end  by  a  T-head>  mattress.  This  hurdle  is  1,500  feet  in 
length  and  is  complete,  with  the  exception  of  wattling  in  those  portions  unprotected 
by  drift. 

Hurdle  No.  3  was  begun  June  2  and  was  completed  on  the  29th.  It  is  1,350  feet 
long,  and  located  1,250  feet  below  No.  2,  parallel  and  similar  to  the  latter,  with  outer 
T-h<*ad  mattress  and  revetted  shore  end.  During  its  construction  a  portion  of  the 
drift  row  of  piles  about  250  feet  from  shore  was  crushed  down  against  the  hurdle 
row  (the  cross  braces  had  not  then  been  placed)  by  drift,  piling,  and  a  pile  driver, 
which  were  carried  out  from  No.  2  on  June  11.  The  hurdle  was  not  broken  though, 
and  after  making  a  new  drift  row  of  the  first  hurdle  row  a  new  line  of  piles  for 
wattling  was  driven  behind  it  and  protected  by  additional  mattress.  This  hurdle  is 
also  complete  with  the  exception  of  wattling. 

Hurdle  No.  4  was  begun  June  4,  but  on  account  of  the  rapid  rise  in  the  river  and 
a  scarcity  of  piles  long  enough  for  the  work  the  drivers  were  withdrawn  on  the  6th 
and  the  line  was  not  resumed  until  the  22d.  None  of  the  piling  first  placed  was  lost, 
and  at  the  close  of  the  month  the  drift  row  had  been  carried  out  900  feet  to  the  end 
of  the  line,  and  the  mattress  had  been  constructed  650  feet  and  sunk  for  500  feet. 
This  hurdle  is  parallel  to  the  others  and  1,400  feet  below  No.  3,  and  for  300  feet  near 
shore  crossed  water,  30  to  35  feet  in  depth. 

The  season  has  been  very  favorable  for  the  work,  the  river  not  having  been  at  any 
time  higher  than  23  feet  on  the  St.  Louis  gauge.  The  current  at  this  stage  has  been 
very  strong,  but  has  brought  with  it  a  considerable  deposit  about  the  upper  two 
hurdles.  , 

The  locations  of  the  hurdles  and  soundings  are  shown  on  the  chart  accompanying 
the  monthly  report  for  June. 

The  force  engaged  on  the  work  has  averaged  10  pile  drivers  and  275  men,  althouffh 
it  has  been  difficult  to  keep  the  full. complement  of  men,  owing  to  the  demand  for 
laborers  in  the  country  adjacent. 

Very  respectfully,  your  obedient  servant, 

Wm.  S.  Mitchell, 

SuperintendenU 

Mig.  A.  M.  Miller, 

Corp9  of  Engineers,  U.  3.  A* 
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KBPORT  OF  MR.  C.  D.  LAHB,  SUPERINTBNDBMT. 

^  St.  Louis,  Mo.,  June  SO,  1892. 

Major  :  I  have  the  honor  to  submit  the  following  report  for  procuring  brush  dur- 
ing the  fiscal  year  endine  June  30, 1891. 

No  brush  was  procured  during  the  fall  season,  but  work  wa«  begun  with  a  small 
force  February  25  at  East  Carondelet.  Most  of  the  brush  procured  at  that  locality 
was  hauled  across  the  Prairie  dn  Pont  Creek  on  a  ponton  bridge  made  of  flats. 

The  following  table  shows  the  places  at  which  brush  was  procured  during  the 
season,  with  length  of  time  spent  at  each  place,  and  the  number  of  cords  procured : 


Locality. 


Date  of  work. 


Cords 
procured. 


East  Carondelet 

Arsenal  Island 

Head  of  Wilson  Island  Bend 

South  bank  Missouri  River,  at  mouth  . 

Cora  Point 

Brickhonse  Bend 

Illinois  shore  at  head  Calico  Island. . . . 
Durfee  Point 


Total. 


Feb.  25  to 
Mar.  31  to 
A  pi;.  9  to 
Apr.  21  to 
May  20  to 
June  3  to 
June  10  to 
Juno  20  to 


Mar.  30 
Apr.  8 
Apr.  20 
M^y  19 
June  2 
June  9 
June  19 
June  30 


1M52.2 

767.0 

1,283.9 

3,&a9.9 

1, 178. 1 

252.0 

565.8 

785.2 


9,744.1 


The  brush  procured  in  February  was  loaded  in  the  ordinary  way,  but  about  the 
1st  of  March  a  pile  driver  was  equipped  with  a  derrick,  which  was  used  in  loading 
the  brush  during  the  remainder  of  tne  season. 

The  brush  was  lifted  from  the  wagons  by  the  derrick  and  swung  upon  the  barge, 
which  was  laid  outside  the  driver  and  shifted  as  required.  One  man  was  required  on 
the  bank  to  fasten  the  load  lines,  2  on  the  driver  to  handle  the  lines  at  the  spools, 
and  3  on  the  barge  to  swing  the  load  and  place  it  in  position.  As  at  first  arranged, 
with  a  short  mast  and  35-foot  boom,  about  10  cords  per  hour  could  be  handled,  but 
many  changes  were  made  during  the  season,  and  as  now  used  25  cords  per  hour  can 
be  loaded  by  8  laborers  and  a  steam  engineer,  a  rate  which  would  require  about  35 
laborers  loading  by  liand,  while  the  brush  can  be  laid  straighter  and  more  compactly 
and  unloaded  with  less  labor. 

Very  respectfully,  your  obedient  servant, 

C.  D.  Lamb, 
Superintendent, 
M^j.  A.  H.  Miller, 

Carps  of  Engineers,  U,  S,  A. 


REPORT  OF  MR.  8.  8.  VAN   NORMAN,  8UPBRINTENDBNT. 

St.  Louis,  Mo.,  June  SO,  1891, 

Major:  I  have  the  honor  to  submit  my  report  of  operations  at  the  engineer  sup- 
ply depot  connected  with  works  of  improvement  under  your  charge  for  the  fiscal 
year  ending  June  30, 1891. 

Following  is  a  general  account  of  work  done  on  each  class  of  plant : 

Tow  boats, — Repairs  to  the  steamer  General  Gillmore  consisted  of  renewal  of  afber  pil- 
low block  chain  braces;  roof,  nosing,  facing,  and  scroll  work  of  pilot  house;  10  feet 
of  boiler  deck  rail^  circle  braces,  keys,  arms,  and  buckets  of  wheel;  146  feet  plank- 
sheer,  106  feet  nosing,  14  outriggers,  most  of  the  decking  on  the  starboard  guard,  4 
kevels,  and  4  fenders. 

The  guard  rail,  cabin  roof,  and  boiler  deck  wer^  patched  and  new  glass  placed  in 
the  cabin  doors  and  skylights  as  needed. 

The  outriggers  of  both  guards  were  calked  at  the  ports,  the  interior  of  the  cabin 
and  rooms  painted,  the  doors  overhauled,  new  transom  sash  placed  in  the  engine 
room  and  a  new  stage  built. 

Launches. — Two  stern- wheel  steam  launches,  or  flats,  of  the  following  description 
were  built  during  the  year : 

Length  over  all,  49  feet  11  inches;  width,  10  feet  6  inches;  depth  amidship,  26 
inches;  diameter  of  wheel,  6 J  feet;  length  of  bucket,  7i  feet;  width  of  bucket,  14 
inches. 

A  cabin  6  feet  high,  35  feet  long,  extending  from  the  stem  forward  and  termiuat- 
ing  with  a  circular  pilot  house,  was  built  on  each  launch. 
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Two  slide-valve  engines^  4  inohea  in  diameter  by  d6-inch  stroke,  an  ''Economic'' 
boiler  and  a  "  Hooker  No.  4  "  steam  planger  pomp  for  supplying  the  boiler  were 
provided  each  boat,  besides  a  ''  Challenge''  pump  lor  general  use. 

Pile  drivers.— No8.  2, 5,  6,  7,  8,  9, 10, 11, 12, 13, 15, 16,  18, 19,  and  20  were  hauled  out 
on  the  ways  at  Mound  City,  lU.,  and  repaired  below  the  water  line,  the  work  done 
being  principally  as  follows: 

At  the  l&aAs  ends  the  knees,  comer  posts,  plank-sheer,  gunwales,  and  beams  under 
ends  of  decking  were  renewed;  the  lower  gunwale  strakes  and  oak  shoes  at  rake 
ends  renewed  or  repaired,  as  required,  the  pump  strainers  overhauled,  and  the  bottoms 
patched,  calked,  and  pitched. 

The  following  additional  repairs  were  made  at  the  supply  depot: 

New  leads  were  placed  on  ^os.  7, 10, 12, 16,  and  16,  and  one  new  lead  each  on  Nos. 
6  and  18. 

One  side  brace  was  renewed  on  Nos.  5,  6,  7,  8,  11,  13,  and  20;  one  ladder  brace 
on  Nos.  5  and  7;  one  ladder  leg  on  No.  8;  two  on  No.  13,  and  a  crab  frame  on  No.  15. 

New  beams  and  sills  were  placed  under  the  boilers  and  pumps  where  necessary ; 
the  decks  renewed  or  patched;  the  cabins,  crab  frames,  ladders,  platforms,  chocks 
and  all  fastenings  overhauled  and  repaired,  cabins  relettered  and  numbered,  the 
holds  cleaned,  and  all  the  drivers  painted. 

New  hulls  for  No.  1,  3,  4, 15,  and  17  were  built,  to  which  the  cabins,  machinery, 
etc.,  of  the  old  hulls  were  transferred. 

The  new  hull  for  No.  15  was  made  necessary  by  iijguries  sustained  in  a  collision 
after  the  old  hull  had  been  repaired. 

The  hulls  of  Nos.  1,  3,  4,  ana  17  were  worn  out. 

The  machinery  of  all  the  drivers  was  placed  in  thorough  repair  and  a  well  for  sup- 
plying the  main  pumps  put  in  each. 

Barges,— ISoB.  1, 2, 3, 4, 5, 6, 7^  8, 9. 11, 17, 18,  19,  21,  22.  24,  28,  29,  and  30  were  hauled 
out  on  the  ways  at  Mound  City,  III.,  and  repaired  below  the  light  water  line  as  fol- 
lows: 

Renewed  or  repaired  stems,  and  bottom  and  side  planking.  The  oakum  in  the 
seams  and  butts  of  the  bottoms  and  knuckles  was  reefed  out,  refilled,  horsed  up,  and 
one  thread  of  oakum  made  in  on  top  of  horsing,  seams  filled  with  tarred  rope,  and 
payed  off  with  red  lead  and  oil. 

Bepairs  to  most  of  the  barges  at  the  supply  depot  were  extensive  and  of  the  fol- 
lowing character : 

On  Nos.  1, 2, 3, 4, 5, 6, 7, 8, 11, 28.  and  29  the  decks,  plank-sheer,  center  strakes,  cap- 
stan beds,  kevels,  bits,  chocks,  natch  frames  and  covers,  nosing,  189  beams,  94  stan- 
chions under  beams,  6,323  feet  of  side  planking,  172  feet  main  clamp  strake,  5  hood 
ends,  and  17  top  timbers  were  renewed;  17  floor  timbers  spliced;  top  and  floor  bind- 
ing strakes  repaired;  36  engraven  pieces  put  in  sides;  gas-pipe  pumps  supplied, 
holds  cleaned,  and  barges  painted. 

Repairs  to  Nos.  25,  26,  and  27  were  confined  to  patching  decks  and  sides,  renewing 
hatch  covers,  filling  the  plank-sheer,  center  strake,  and  large  seams  of  sides  with  pine 
strips,  substituting  gas  pipe  for  wooden  pumps,  calking,  cleaning  holds,  and  painting. 

Quarter  boats, — On  Nos.  17,  18,  19,  and  22  the  fastenings  of  kevels,  bitts,  and  timber- 
heads  were  overhauled,  stove-pipe  flanges  renewed,  the  sides  calked  to  3  feet  above 
the  light  water  line,  the  decks  at  the  ends  of  No.  19  and  outside  of  quarters  on  No. 
17  sheathed,  and  quarters  and  hulls  painted. 

The  deck  outside  of  quarters  on  No.  21  was  sheathed,  inside  of  quarters  white- 
washed, the  deck  of  No.  16  patched,  and  fastenings  of  both  overhauled. 

Portable  buildings,  of  6^  sections  each,  were  put  up  on  barges  Nos.  25  and  27,  the 
exterior  of  quarters  painted  and  interior  whitewashed. 

Machine  shop. — ^The  hull  of  the  machine  shop  having  become  uufit  for  service,  the 
machinery  wa«  stored  at  the  depot  awaiting  a  new  hull,  for  which  provision  has 
been  made. 

Small  boats.— Twenty  flats,  10  feet  by  30  feet,  were  built,  10  of  which  were  decked : 
21  sets  of  ways  erected  on  flats ;  118  flatfl  repaired  by  patching  bottoms,  sides,  ana 
decks,  renewing  timberheads,  and  calking. 

Twelve  new  skiifs  were  purchased,  and  51  skifls  and  19  yawls  repaired  and  painted. 

TooJs  and  appliances. — ^Fifteen  cant  hooks,  102  cant-hook  handles,  78  capstan  bars, 
16  gas  pipe  and  20  box  pumps,  6  coal  boxes,  37  pike  poles,  6  grindstone  frames,  14 
wooden  toggles,  39  signal  poles,  a  boom  9  inches  by  9  inches  hy  40  feet,  a  mast  10 
inches  by  10  inches  by  8  feet,  and  a  machinery  truck,  were  made ;  a  side  dock  built ; 
100  stage  planks  prepared,  and  64  wheelbarrows,  14  tool  boxes,  and  axes,  augers, 
cant  hooks,  etc.,  repaired. 

Portable  buildings. — Besides  the  13  sections  reported  under  the  head  of  '*  quarter 
boats"  as  having  been  placed  on  barges  Nos.  25  and  27,  new  canvas  wafl  laid  on  the 
roofs  of  9  sections  at  the  supply  depot,  aud  16  sections  were  taken  down  and  storf'd. 

Boarding  outfit. — ^Twelve  new  water-cooler  kegs  were  mode  ready  for  use  and  7  0I4 
ones  repaued. 

BNG  91 ^132 


Digiti 


zed  by  Google 


2098      KEPOET   OP   THE   CHIEF   OP  ENOINEEBS,  U-  S.  ABMY. 

Two  closets  6^  feet  by  4^  feet^  and  one  closet  3^  feet  by  4^  feet,  were  made ;  42 
6  men  bnnks,  2  doable  and  1  single  bunks  pat  together ;  6  tables  and  14  benches  re- 
duced in  length  from  10  feet  to  ^  feet,  and  2  ice  oozes  repaired. 

Supply  depot. — ^The  office  was  raised,  the  sills,  porches,  gutters,  and  floor  in  one 
room  renewed,  the  screen  doors  and  windows  repaired,  and  building  painted. 

The  depot  fence,  coal  aud  machinery  sheds,  and  gutters  to  buildings  were  repaired, 
all  the  buildings  painted  and  fence  whitewashed. 

Eight  clumps  of  piles  were  driven  in  i^ront  of  the  depot  for  mooring  purposes. 

Water  barrels  were  placed  on^the  roofs  of  all  the  buildings,  with  means  of  ready 
access  to  them  in  case  of  fire. 

All  subsistence  stores,  as  well  as  supplies  of  every  description  required  in  the  field 
other  than  piles,  brush,  and  stone,  were  also  distributed  firom  the  depot. 
Very  r Apectfully,  your  obedient  servant, 

8.  8.  Yak  Kobman, 

JSiuperiniendent, 

MaJ,  A.  M.  Miller, 

Corps  of  Engineers,  U,  S,  A» 


Construction  <iccountf  showing  total  cost  of  works  to  June  SO,  1891» 


Kameof  work. 


Expended 

prior  to  July 

1,1890. 


Expended 
during  fiscal 
year  ending 
June  30, 1891. 


Total 

cost  to  June 

30,  1891. 


Fiasa  Island  Dam 

Piaaa  lalaod  Dam,  cutting  channel . . 

Alton  Dam 

Alton  Dike 

Sawyer  Bend  protection 

Venice  Dikes 

St.  Louis  Harbor 

Arsenal  Island  protection 

Closing  Cahokia  Chute 

Channel  opposite  St.  Louis 

Horsetail  Bar,  dikes  1  to  5,  inclusive 

Horsetail  Bar,  training  wall 

Horsetail  Bar,  hurdles 

Horsetail  Bar,  bank  protection 

Carroll  Island  hurdle 

Twin  HoUows,  west  side,  hurdles 


Twin  Hollows,  west  side,  bank  protection. 
Twin  Hollows,  east  aide,  bank  protection. . 

Beards  Island,  primary  hurdle 

Beards  Island,  bank  protection 

Jim  Smith's  hurdles 

Jim  Smith's  bank  protection 

Polltigh  t  hurdles 

Chesley  Island,  bank  protection 

Cbesley  Island  hurdles 

Sulphur  Springs,  hurdles 

Lucas  hurdles 

Foster  Island 

Bush  Tower 

Fort  Char tres  Dam 

Turkey  Island 

St.  Genevieve 

Kaskaskia  protection 

Liberty  Island  Dam 

Liberty  Island  protection 

DevU's  Island  Dike  1 , 

Devil's  Island,  dams  1  and  2 

Minton  Point,  hurdles 

Cape  Girardeau,  primary  hurdles 

Cairo,  protection , 


137,010.41 
3,  lis.  86 
33, 740. 05 
76, 652. 74 
96, 803. 63 
36,341.85 


42,599.06 
119, 958. 21 

58,455.54 
225,066.81 

81,253.28 
548,834.08 

40,993.55 

4,093.58 

218, 837. 82 

31,370.55 

128,020.30 

7, 166. 24 

84,268.76 

365,803.33 

7,560.58 

840,778.57 

64,416.04 

27,808.61 
177,964.24 
128,056.65 

44,296.02 


36, 812. 86 
24,463.85 


66,465.62 
5,053.01 
45. 129. 40 
65,871.17 
66,526.88 
83, 436. 37 
81,030.18 
160,439.82 


$51.22 
*99,*729.*86' 


8,026.06 
"86,'665.'2i" 


$37,910.41 
3,116.86 
33,740.05 
76,703.96 
96.803.63 
86,341.85 
09,729.86 
42,599.06 

119.956.21 
58,455.54 

225,066.31 
81, 253. 28 

648,834.08 

40,993.56 

4,093.58 

248,837.82 
31,370.56 

128,920.30 
7,166.24 
84,258.76 

365, 803. 33 
7,569.58 

340,  778. 57 
64.416.04 

27. 808. 61 
177,064.24 
128.056.65 

44,298.02 
3,926.06 
36,812.86 
24,463.85 
35,565.21 

66. 465. 62 
6, 053. 9i 

45,129.40 
66,871.17 
66,526.88 
38,436.37 
31.030.18 
160,430.82 


Total. 


8,590,106.92 


129,272.85 


8,788,468.27 
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Pritperty  and  material  acoaunU 


Clan  of  property. 


Balanoe 
July  1,1890. 


Debits. 


CreditB. 


Balanoe 
June  30, 1801. 


Barges,  model 

Steuner  Gen.  Gillmore  . 
Pile  drivers 


Qaarters. 
Tents  ... 


Supply  depot 

Macnine  soop 

Small  boaU 

Tools  and  appliances 

Boarding  outfit 

Ottice  furniture 

Surveying  instruments  . . 
Photographic  apparatus  . 

Subsistence  

Brush 

Piles 

Stone 

Eope 

Wire 

Iron 

NaiU 

Spikes 

Bolts 

Lumber 

Oakum 

Coal 

Ice 

Miscellaneous  material.  ■ . 

Lannches 

Quarter  boats 


Total. 


$31,383.70 

11,815.45 

20,909.83 

7,881.11 

190.75 

8,479.75 

1,886.61 

6, 643. 70 

1,626.00 

9, 306. 07 

428.48 

471. 61 

200.48 

1,114.48 


95.60 

08.55 
9,800.00 

34.26 
274. 72 
315.46 
131.72 
988.83 
485.15 

00.14 
321.00 


394.58 


$46,381.05 
13, 070. 04 
28,665.25 
2,622.12 


1,674.76 
1,354.95 
11,120.87 
3,795.71 
1, 635. 11 


32.25 


10,262.97 

19,000.15 

22,704.32 

12, 411. 04 

3,804.31 

1,537.64 

418.72 

630.70 

1.301.43 

8,928.04 

14,025.03 

1, 057. 77 

4,582.52 

1,255.93 

8,958.68 

6, 513. 62 

15.00 


$11,661.42 

13,384.70 

8,093.75 

060.90 


548.73 
2,440.56 
1,718.25 
457.06 
060.66 
42.85 
47.16 


11,041.46 

17,741.10 

22,822.82 

12,044.44 

8,788.87 

555.73 

448.44 

588.90 

765.87 

1, 764. 75 

13,820.89 

016.62 

4,605.67 

1,255.03 

7,520.60 


15.00 


110,417.03 


222,054.08 


135,607.12 


$66,118.83 
11,606.79 
45,04L83 

0,522.88 
190.76 

4,605.78 

800.00 

16,060.32 

4,964.65 

0,991.42 
885.63 
456.70 
200.48 
336.00 

1,349.06 

67.10 

465.15 

0,816.44 

1,016.17 
245.00 
857.26 
667.28 

8, 152. 12 
680.20 
231.20 
207.85 


1,832.66 
6,513.62 


197,765.70 


Detail  coMirwiiion  aooount,  showing  cost  of  works  during  fiscal  year  ending  June  SO,  1891, 


Labor,  material,  plant,  etc. 


St.  Genovieve. 


Busb  Tower. 


T^bor,  superintendence,  etc 

T7.  S.  Engineer  Office 

General  expense 

Telephone 

Gauge  readers 

Steamer  Gen.  Gillmore 

Quarter  barges 

Pile  drivers 

Quarters 

Supply  depot 

Small  boats 

Tools  and  appliances 

Boarding  outfit 

Survey  luatninicnt* 

Ofiioe  furniture 

Brush 

PUes 

Stone 

Subsistence 

Bope 

Wfre 

Oakum 

Hails 

Spikes 

Screw  bolts,  etc 

Lumber 

C9aX 

Ice 

Miscellaneous  material 

Total 


$11,165.89 

558.44 

758. 13 

180.  37 

35. 52 

676.45 

437. 12 

822.57 

163.56 

113.55 

414.83 

102.42 

407.61 

7.30 

8.88 

4, 185. 16 

5, 780. 65 

2, 907. 03 

4,291.07 

577.20 

128.59 

.73 

50.67 

135.32 

502.40 

67.20 

316.73 

556.21 

lOi.62 


$1,432.00 
70.48 
05,62 
22.75 

4.48 
81.60 
66.41 
40.31 
44.03 
15.32 
43.52 
12.27 
49.75 

1.00 

1.12 
679.00 
142.09 
252.84 
621. 18 
72.15 
25.00 

3.65 
13.26 
14.35 

7.8S 
33.00 
36.84 
87.74 
57.00 


36,565.21 


8.926.06 
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X.—Beoord  of  gauge  at  Gntftan,  lU.,  for  fiscal  year  ending  June  SO,  1891. 
[Height  of  water  above  a  plane  200  feet  below  St.  Louis  City  Dizeotriz.] 


Day. 


July. 


Aug. 


Sept. 


Oct. 


Xov. 


Bee. 


Jan. 


Feb. 


Mar. 


Apr. 


May. 


June. 


1 
2. 
3. 
4 

5 
0 

7, 
8 
0 
10 

n 

12 
13, 
14. 
15 
10, 
17, 
18, 
10 
20 
21 
22 
2.1 
21 
25 
26 
27 
28 
20 

:{0, 

31 


204.53 
204.68 
204.53 
204.35 
204.10 
203.88 
203.641 


202.53 
202.13 
201.44' 
200.031 
200.51' 
190.03 
198.70 
198.41 
198. 03 
197. 67 
197. 35 
196.86 
106.73, 
196. 54 
196. 38 
196.29 
196.20 
196.03 
195.83 
195.65 
105.54 
195. 43 


195.04 
104.84 
194. 63 
194.40 
194.16 
193.87 
193.73 
193.63 
193.71 
193.73 
193.66 
193.53 
193. 43 
193. 31 
193.09 
192.88 
192.80 
192.71 
192.59 
192. 53 
192.50 
192. 53 
192.64 
192.73 
192.84 
193.05 
193. 13 
193. 13 
193.11 
192.98 
192.86 


192.68 
192.77 
192.75 
192.77 
192.77 
192.86 
192.94 
193. 03 
193. 18 
193.26 
193.34 
193.42 
193.38 
193.30 
193.17 
193.12 
193.13 
193.81 
193.63 
193.88 
193.97 
194.03 
193.98 
193.87 
193.76 
193.67 
193.62 
193.59 
193.46 
193.37 


103.31 
198.20 
193.23 
193.34 
193.66 
193.79 
193.86 
193.74 
193.63 
193.58 
193. 51 
193.44 
193.86 
193.24 
193.13 
193. 11 
193.11 
193.53 
193.91 
104.18 
194.83 
194.39 
194.40 
104.41 
104.43 
194.60 
194.68 
194.80 
194.99 
195.26 
195.38 


195.88 
196. 15 
194.90 
104.81 
194.76 
104.72 
194.04 
194.53 
194.24 
194.08 
193.91 
193.77 
193.64 
193.73 
103.68 
193.62 
193.60 
193.55 
103.53 
103.60 
103.46 
103.43 
193.34 
193.39 
193.36 
193. 35 
103. 33 
193.33 
193.29 
193.23 


193.23 
193.14 
103.00 
193.03 
102.97 
192.91 
192.86 
192.63 
192.13 

191.  as 

191.53 
191.40 
191.17 
190.83 
100.73 
190.66 
190.60 
100.73 
101.13 
101.33 
101.63 
19L73 
10L61 
191.45 
191.29 
191. 13 
191.04 
100.03 
100.73 
190.74 
100.00 


101.23 
101. 47 
101. 81 
102.23 
102.13 
101. 02 
101.73 
101.83 
101.01 
102.03 
102.01 
101.03 
101.80 
101.63 
101.40 
101.33 
101.13 
101. 16 
191.23 
191.28 
191.34 
191.40 
101.43 
101.68 
101.44 
101.43 
101. 18 
101. 17, 
101. 141 
191. 16; 
101. 21 


191.83 
101. 61 
101.73 
101.03 
100.78 
100.20 
190.10 
100.60 
100.72 
100.07 
101.20 
101.42 
101.43 
101.71 
102.20 
192.37 
192.53 
192.50 
102.42 
102.41 
101.20 
101. 01 
102.20 
102.70 
103.30 
103.00 
104.21 
194.50 


194.50 

104.41 

104.07 

104.01 

104.40 

104.00 

105.60 

105.60 

105.48 

105.30 

105. 10 

194.84 

194.62 

194.50 

103.80 

103.60 

108. 80 

101.02 

104.38 

105.40 

106. 

107.80 

108.85 

100.05 

200.80; 

201. 45> 

201.75 

202.01 

202.66 

202.88 

203.05 


203.10 
202.01 
202.78 
202.50 
202.21 
202.30 
202.63 
202.00 
203. 14 
203.50 
203.41 
203.16 
203.01 
202.02 
203.05 
203.16 
203.30 
203.60 
203.76 
203.65 
203.60 
203.75 
203.80 
204.08 
204.62 
206.05 
204.65 
204.06 
203.00 
203.80 


203.80 
203.75 
203.67 
203.63 
203.66 
203.50 
203.38 
203.22 
203.10 
202.06 
202.83 
202.70 
202.10 
201.70 
201.20 
200.80 
200.10 
100.63 
100. 30 
108.00 
108.60 
108. 62 
108.70 
108. 62 
108.43 
108.28 
198. 08 
107.00 
107.80 
197.78 
197.54 


107.53 
197.41 
197.30 
107.20 
107.00 
197.03 
197.20 
107.42 
197.07 
197.80 
107.60 
107.04 
196.80 
106.60 
106.52 
106.52 
106.50 
196.48 
196.20 
106.80 
107.20 
107.70 
108.02 
108.30 
197.90 
197.67 
107.40 
107.00 
106.50 
196.30 


Stonilard  low  water  at  St.  LouIb  170.19  feet. 
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A^—Beo&rd  of  gauge  at  Orayn  Point,  Mo.y  for  fiscal  year  ending  June  SO,  1891, 
[Height  of  water  above  a  plane  200  feet  below  St.  LoiiU  (Mty  Directrix.] 


I>ay. 


Jnly. 


Aug. 


Sept. 


Oct. 


Kov. 


Beo. 


Jab. 


Feb. 


Mar. 


Apr. 


M«y. 


1. 
2. 
3. 

4. 

5. 

6. 

7. 

8. 

9. 
10. 
11. 
12. 
13. 
14. 
15- 
16. 
17. 
18. 
19. 
20. 
21. 
22. 
23. 
24. 
25. 
26. 
27. 
28. 
29 
30. 
81. 


108.26 
108.16 
107.96 
108.46 
107.66 
107.46 
107.26 
107.16 
106.91 
106.81 
106.51 
105.96 
105.41 
104.66 
104.01 
103.96 
103.86 
103.41 
102.96 
102.06 
101.66 
101.36 
101. 16 
101.36 
101. 21 
101.31 
101.46 
101.36 
100.86 
100.36 
99.96 


99.76 
99.36 
99.01 
98.76 
98.56 
98.26 
98.06 
97.96 
97.86 
97.71 
97.66 
97.66 
97.31 
97.01 
97.01 
96.86 
97.41 
97.86 
97.36 
96.86 
96.76 
96.86 
96.56 
97.01 
97.41 
97.56 
97.76 
97.46 
97.41 
97.16 
96.96 


96.91 
96.91 
96.76 
96.66 
96.66 
96.36 
96.46 
96.46 
96.46 
97.76 
97.06 
96.96 
97.36 
97.26 
96.96 
96.66 
96.11 
96.06 
95.96 
95.81 
95.96 
96.26 
96.61 
96.86 
96.86 
96.86 
96.76 
96.56 
96.56 
96.56 


96.66 
96.66 
96.76 
96.86 
96.76 
96.66 
96.46 
96.36 
96.26 
96.16 
96.06 
96.26 
96.66 
96.66 
96.36 
96.06 
95.66 
95.41 
95.51 
96.11 
96.66 
97.76 
97.76 
97.66 
97.56 
97.41 
97.26 
97.11 
96.91 
96.76 
96.86 


96.91 
96.96 
96.91 
96.86 
96.76 
96.61 
96.41 
96.21 
96.11 
96.06 
95.86 
95.76 
95.61 
95.41 
95.31 
95.36 
95.61 
95.76 
95.76 
95.76 
95.86 
95.96 
96.41 
97.16 
97.56 
97.46 
97.16 
97.86 
96.66 
96.46 


96.06 
95.76 
95.46 
95.26 
95.06 
95.01 
94.81 
94.76 
94.66 
94.31 
94.31 
93.51 
93.41 
93.16 
93.06 
92.71 
92.46 
92.26 
92.21 
92.21 
92.26 
92.31 
92.46 
92.66 
92.81 
92.96 
92.96 
93.06 
92.96 
92.66 
92.86 


92.46 

92.61 

93.31 

93.81 

94.36 

94.66 

94.61 

94.41 

94.51 

94.81 

94.86 

94.81 

94.76 

94.46 

94. 

93.86 

93.61 

93.26 

93.01 

92.96 

92.96 

93.11 

93.26 

93.26 

98.41 

93.46 

93.41 

98.31 

93.26 

93.16 

93.46 


93.66 
93.76 
93.96 
94.36 
94.86 
95.16 
95.41 
96.26 
96.61 
96.81 
97.16 
97.61 
97.81 
98.06 
98.41 
99.11 
99.21 
99.21 
99.46 
100.01 
102.06 
101.86 
102.01 
103.01 
103.71 
104.21 
104.91 
105. 16 


105.21 
105.11 
104.91 
104.71 
104.36 
104.26 
103.81 
103.46 
103. 21 
103.11 
102.91 
102.76 
102.61 
102.36 
102.36 
102.16 
102.16 
102.06 
102.01 
10L96 
101.86 
102.31 
102.86 
103.81 
105. 11 
106.36 
107.06 
107.46 
107.81 
108.46 
1U9. 16 


109.36 
109.66 
110.06 
110.06 
109.81 
109.56 
109.36 
109.16 
109.06 
108.46 
108.26 
108.96 
109.66 
109.56 
109.46 
108.96 
108.86 
110.26 
110.96 
111.06 
111.16 
111.06 
110.91 
110.76 
U1.06 
111.86 
111.06 
U0.66 
109.96 
109.36 


10&86 
108.81 
108,76 
108.86 
108.96 
109.06 
108.61 
10&06 
107.66 
107.21 
106.66 
106.06 
106.71 
105.66 
105.06 
104.66 
104.20 
103.86 
108. 4L 
102.91 
102.26 
101.86 
101.81 
101. 61 
10L96 
102.16 
102.96 
103.81 
104.11 
103.71 
108.71 


108.91 
108.66 
108.06 
102.86 
102.26 
104.86 
106.86 
106.56 
107.96 
109.66 
110.61 
U0.76 
U0.86 
110.06 
108.66 
107.86 
107.81 
107.41 
107.26 
106.96 
106.86 
106.96 
107.66 
108.26 
100.41 
110.16 
109.91 
100.06 
107.26 
107  81 


Stendaid  low  water  at  St.  Louia  170.19  &0t. 
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Depth  of  water,  imfeei,  upom  ike 


Date. 


Name  of  steamer  ftinklab- 
ing  report. 


& 


-I 


1890. 
July  6 
12 
18 
16 
16 
17 
20 
22 
28 
28 
24 

27 

Anc.    7 

10 

18 

14 

10 

"     27 

28 

Sept    6 

20 

27 

30 

Oct.      8 

29 

Nov.    3 

4 

8 

8 

8 

14 
16 
16 
17 
19 
22 
24 
28 
Deo.  8 
8 

e 

12 
1891. 
Jan.     8 

28 

27 

Feb.    e 

9 

12 
Har.  18 

18 

26 
May  21 
June   4 

'IB 


Feet. 

15.80 
13.10 
12.80 
12.80 
12.80 
11.20 
9.80 
8.80 
8.70 
8.70 
8.70 
0.20 
9.00 
6.80 
6.10 
4.50 
4.40 
4.20 
4.60 
440 
3.90 
3.80 
4.00 
8.70 
8.40 
4.20 
4.20 
4.00 
8.10 
8.10 
8.10 
2.80 
2.80 
2.80 
2.60 
2;  60 
4.00 
4.90 
8.70 
2.10 
2.10 
1.90 
.40 

1.10 


.70 
—.60 
—.40 
8.80 
2.90 
18.00 
9.40 
10.10 
18.60 


City  of  Monroe 

Sidney  DUlon 

Arkaneafl  City 

City  of  St  Louis 

City  of  Vicksburg. . . 

Jolm  GiUnore 

City  of  Cairo 

City  of  Monroe 

Henry  Lowrey 

Sidney  Dillon 

City  of  Providence. . . 

City  of  Hickman 

Jay  Gould 

City  of  Providence  . . 

Sidney  Dillon 

City  of  New  Orleans. 

Belle  Mempbls 

City  of  Monroe 

City  of  St  Louis 

City  of  Yidksborg . . . 

City  of  Hickman 

City  of  Hickman  .... 

City  of  Cairo 

City  of  Monroe , 

City  of  St  Louis 

aty  of  St  Louis 

City  of  Hickman.... 

Arkansas  City 

City  of  Monroe , 

Jay  Gould 

City  of  New  Orleans. 
City  of  Baton  Rouge. . 

Sidney  Dillon 

City  of  Vicksburg... 

Belle  Mempbis 

Cityof  StLouia 

Arlcansaa  City 

CtomGillmore , 

City  of  New  Orleans. . 
City  of  Baton  Bouge . . 

Sidney  Dillon 

Cityof  Hickman 

Sidney  Dillon 


Down 
.do.., 
.do., 
.do... 
.do... 
.do... 
.do... 
.do... 
.do... 
.do... 
.do... 

r.dO... 

.do... 
.do... 
-do... 
-do... 
.do... 
.do... 
.do... 
.do... 
.do... 
.do... 


My  Choice 

Sidney  Dillon 

...do 

....do 

Arkansas  City 

City  of  Hickman  . 

Gen.Gillmore 

....do 

....do 

....do 

....do 

....d» 


do 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do., 
.do... 
.do... 
.do... 

.do... 
.do... 
.do... 
.do... 
.do... 
.do... 
.do... 


^ 


12 


lOi 

"k 

? 

?* 

7 
8 
8 


in 


m 


# 


12 


m 


itt 


8i 


7| 


8» 


0 

8H    8" 


7| 


m 


12 
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44 
1 

1 

, 

1 

5 

1 

3 

1 

1 
1 
1 

J 

1 

1 

? 

1 

1 

a 

1 

>- 

1 

1 

q 

e 

§ 
1 

0 

j 

i 
« 

1 

1 

} 

1 

0 

0 

H 

... 

e 

... 

ii' 

lOJ 

is* 

12 
12 

H 
id* 
io* 

iai 

9 
12 
15 
13* 

i2' 
12 

9" 

'^ 

12 
9 
8 
7 

ie* 

8 
12 

is' 

7 

7 
12 

4 

9 

6 

9 

12 
10* 

9 

8 

7 

6 

8 

7* 

id* 

ii' 

d" 

6 
8 

i 

8 
54 

8 

16 

15 

12 

16 

16 

18 

13* 

12 

... 

16* 

i2' 
10* 

i2" 
12 

9 

12 

12 

i 

... 

... 

16 

... 

12 

15 

13* 

10* 

16* 

... 

12 

■a 

'»* 

... 

12 

... 

isi 

15 
18* 

12 

i2* 

n 

12 

10* 

15 

12 

... 

12 
10* 

' 

12 
15 
12 

12 

I* 

12 
12 

id* 

id* 

7 

8 

*8" 
9 

... 

1? 

10* 

n 

9 
10* 

9 
10* 

9 

10* 

's' 

9 

84 

9 
94 

12 
12 
13* 

»4 
idi 

■P 

9 

P 

8 
8 

7 

■P 

7 
8 

9 
6 

'*. 

^? 

10| 
9" 

15 

7 
7 

7 

8 
8 
8 
8 

12 
ie* 

7 
8 

9 

7 

6 
9 

P 

:;: 

12 

12 

id' 

10* 
i2' 

6* 

■9' 

8 
84 

'9* 
7 

12 
9 
8 

!? 

... 

9 

9 
6 

7 

7 

9 

8 

d" 

8 
7 
6 

9 

9 

'«i 

... 

9 

8 
7 
6 

? 

6 

1* 

7 
7 
6 

? 

5 

? 

8 
7 
7 

? 

6 

H 

? 

6 
6 

5* 

10* 

12 

9 
8 

7 
8 

7 
7 

1 

7 

7 

"q 

7 
7 

8 
8 
9 

8 
64 

6 

6 

84 

7 

7 
7 

k' 

6 

? 

6 

? 

6 

7 
7 

7 

's' 

6 

8 

? 

6 
54 

74 

... 

7 

... 

... 

6 
6 

15 

9 
8 
6 
6 
8 

P 

8 

9 

7 
64 

6 
6 

54 

? 

6 
6 

7 

? 

P 

9 

8 

7 

7 

1 

6 

? 

54 

7 
7 

7| 

'si 

I 

6 

7' 

e 

6 
6* 

P 

■«i 

6 
'7 

0 

H 

8 

64 

.SI 

?t 

10* 

-•• 

8 

... 

7 
6 

7 

6 

H 

9 

H 

8* 

10 

n 

'8' 

"e" 

"7" 
7 

8 
7 
4 

P 

6 

1 

7 

6 
? 

5 
6 
... 

'o' 

7 
5* 

5 

? 

5 

54 

I 

3 

'6* 

7 
6 

8* 

64 

? 

7 

7 
7 

9 

? 

8 

7 

8 

6 

6 

7 

64 

7* 
0 

7 

... 

7 

5* 

6 

? 

0 

6 
6* 

10* 

6* 

8' 
6 
7 

6 

? 

6 

44 

6 
6 

6 

8 
8 
7 
8 

4 

5 

... 

... 

6 
6 

»4 

i* 

... 

.*. 

... 

6 

6 

'.'.\ 

S 

3 
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COMMKRCIAL  STATISTICS. 

Jieceipts  and  9hipmmts  at  8t,  LawU,  Mo.,  during  the  years  1888, 1889,  and  1890. 


Articles. 


Iteoeiptv. 


1888. 


1889. 


1800. 


ShipmentB. 


180a 


Barbed  wire  and  orea  and  metals  (pig 

and  inauufactured) 

Cenient 

(Jottl  and  coke 

Cotton  (and  nrodin-tft) 

Groceries  and  dairj'  produoU 

,  Hay,  seeds,  and  grains,  including  flour, 

meals,  etc 

Jute 

Live  stock  and  products 

Luiulier 

Merchandise  and  sundries 

Vegetables 

White  lead,  oils,  etc 

"Wines  and  liquors ^ 

Wool 


Total. 


Ton*. 

32,738 
5,344 

96.208 
5,178 
7,911 

100,884 

2,724 

12,821 

130,  S55 

825,548 

8,002 

670 

174 

193 


728, 810 


Ttini. 

81,663 
6,876 

88,845 
4,663 
8,815 

96,265 

3,473 

12,805 

127,696 

281,579 

7,986 

766 

102 

162 


Tons. 
21,782 
15,892 
81,565 
4,230 
8,202 

92,914 

235 

17,347 

132,940 

284,589 

3,530 

204 

60 

180 


Tons. 

6,748 


7,605 

23 

7,598 

842,200 


14,619 

13,085 

112,904 

2,260 

2,265 

772 

36 


Tont. 
5,885 


1,701 

200 

8,047 

538,320 


15,429 

6,470 

131,546 

2,612 

1,799 

647 

35 


671,686 


663,730 


610, 115 


712, 700 


3,945 


527 
7,428 

440,728 


18,379 
8,526 
117,806 
1,739 
1,379 


601,682 


Transferred  by  ferries  across  Oie  river  at  St,  Louis. 


Tons. 


1888 2,351,881 

1889 2,717,760 

1890 3,062,166 


Sliipvients  down  the  river  from  landings  between  St.  Louis  and  Cairo  during  ihe  years  1888, 

1889,  1890. 

Grain,  including  floor,  meals,  etc.:  Tons. 

1888 87,257 

1889 29.209 

1890 84,267 

RECAPITULATIOU^. 


1888. 


1889. 


189a 


Heceipts  and  shipments  at  St.  Louis 

Transferred  by  terries  at  St.  Louis 

Shipped  Arom  landings  between  St.  Louis  and  Cairo 

Total 

Note.— Increase  of  220, 671  tons  for  year  1890  over  year  1889. 


Ton». 
I,2:t8,925 
2, 351, 881 
37, 257 


Tom. 
1,384,385 
2, 717, 760 


3,628,063 


4, 131, 334 


Tom. 
1,265,502 
8, 052, 166 
34,267 


4,352,025 


Arrivals  and  departures  of  steamboats  and  barges  at  St.  Louis  during  the  years  1888, 1889, 

1890. 


Arrivals. 

IVepartnres. 

1888. 

1889. 

1890. 

1888. 
2,076 

1889. 

1890. 

Ste^am  boats .*..... 

2,079 
1,244 

2,195 
1,474 

1,927 
1,274 

2,211 

1,910 

Barges 
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List  of  aUam-power  boats  that  arrived  at  St,  Louis  during  the  year  1890, 

Lengt)i 


Value. 


Breadtli. 


Depth. 


GroM 
tonnago. 


AbnerO*Neal 

Alice  Bldir 

Alice  Brown 

Arkanaaa  City 

A.  L.  Mason 

A.  Saltzman 

Albert  S.  WUlis 

Bald  Eagle 

Bail  E.  Linehan 

Belle  Memphis 

Benton 

Ben.  Wood 

Brother  Jonathan 

Calhonn 

Carrie 

Charlotte  Boeckeler. . . 
Charley  McDonald . . . . 

Cherokee 

City  of  Alma 

City  of  Baton  Roage  . 

City  of  Cairo 

City  of  Florence 

Cit7  of  Hickman 

City  of  Monroe 

City  of  New  Orleans  . , 
City  of  Providence. . . . 

Ci^  of  St.  Louis 

Ci  w  of  Savannah 

City  of  Sheffield 

CityofVickaburg.... 
Clyde . 


Commodore . . 
C.B.Snter... 
Crystal  City. 
D.H.Pike.... 
Dick  Clyde... 

Dolphin 

Dora. 


Dnran 

Eagle 

ISd.  Durant,  Jr. . 
Edith 


Edna. 

£.M.Korton 

F6rd.Hendd 

PntnreCity 

Gem  City 

General  Barnard 

General  Gillmore  — 
General  H.  F.  De  vol . . 

Geo.Lysle 

Golden  Gate 

Grand  Bepnblio 

HoiTy  Clyde 

Helena 

Henry  Lonrey 

H.F.Frisbie 

H.G.  Wright 

Hiawatha 

H.  M.  Hoxie 

Helene  Sohnlenberg . 

Idlewild 

Imperial 

IroaeD 

Iron  Age ............ 

IronDnke 

Ironsidee 

JTockFroet 

JavGoold-., 

Jonn  Gilroore 

John  L.  Ferguson — 

John  N.  Macomb 

Joseph  Walton 

Joaie 


Jolia 

Kit  Carson  .... 
Libble  Conger . 
Lfly. 


Little  Eagle  No.  2. 
Usde  Gardner .. . 

LongfeUow 

Lotfie 


Feet, 
150 

lao 

193 

273.7 

252 

76 

153.1 
202.3 
127 
207 
197 
222 
110.6 
230 

76 
140 
147 
216.4 
UO 
290 
271.2 
100 
286 
276 
290 
273.1 
300 
186 
188 
273.7 
126 

97 

189.6 
284 
199.6 

96.8 
135.8 
199.6 
(*) 

165.6 
(*) 
101 
102 
174 
244.6 
187.4 
263 
216 
140 
130 
174 
131.4 
260 
(*) 
194 
209.6 
169.4 
190 
(*) 

213.2 
130.8 
207.6 

89.3 
188 
176 
177 
154 
166 
186.8 
188 

in.6 

176.9 
168 
143 
107 
.138.6 
168 
178 
130.7 
124.6 
112 
65 


*  Not  known. 


FeeL 
28.4 
25 
34 
44.7 
62.6 
16 
36.5 
30 
23.6 
42.7 
23 
23 
21 
86 
13 

29.4 
80 
88.9 
20 
.48 
44 
82 
44.5 
45 
48 
44.6 
49 

81.2 
35 

44.6 
19 

23.2 
62 
42.2 
33.6 
17.4 
22.8 
25.2 

(*) 
24 
21.5 
30 
34 
36 
29.8 
37 
28 
22.5 
33 
30 
60 

r) 

38 
85.2 
82.2 
62 
(*) 
84.8 
25.4 
85.6 
19 
24.8 
88 
82.6 
80 
80 
80.4 
84 
26.6 
62 
27 
28 
22 
29.2 
29.6 
28 
19.2 
21 
19.6 
16 
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Feet, 
8.8 

4 

4 

7.8 

6 

8 

8.6 

6.4 

3.9 

7.6 

5 

5 

4 

5.4 

2 

4.1 

4.6 

5.4 

4 

8.7 

7.8 

6.8 

9.6 

8 

8.6 

7.8 

8.8 

6.8 

6.5 

a2 

4 

8.2 

7 

7 

6.6 

3.9 

4.8 

4.3 
(*) 

4.2 
(*) 

3.1 

47 

6 

7.2 

6.1 

6.6 

6 

4 

3.8 

6- 

4 

8.5 
(*) 

4.6 

6.3 

6.8 

8 

a. 

8.7 
6.7 
4.8 

^6 
6 

6.4 
5.4 

6 
6 

18.6 
7 
6 
5 

S.5 
4 

4.5 
4.8 
8.9 
8.6 
4.8 


197.74 

119.96 

551.36 

1,236.99 

1,130.84 

86.00 

182.99 

454.71 

178.82 

1,222.89 

394.08 

143.69 

110.23 

63L74 

29.82 

143.48 

269.52 

681.20 

96.07 

1,603.96 

1,266.12 

868.31 

1,666.17 

1.038.25 

1,586.28 

1,308.81 

1,614.02 

335.56 

829.74 

1,866.62 

144.00 

86.45 

828.28 
465.76 
76.84 
156.16 
892.23 

231.30 

^5. 

80.36 
549.63 
900.68 
689.30 
580.56 
600.00 
125.00 
166.99 
426.74 
142.17 
1,985.92 
(*) 

352.31 
646.79 
270.46 
(*) 
(♦) 

622.80 
107.96 
620.86 

68.08 
142.76 
885.91 
42L25 
282.80 
850.77 
446.25 
503.09 

79,81 

800.87 
237.51 
58.51 
287.09 
834.09 
300.00 
82.65 
70.54 
93.69 

i&eA 
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lAtt  of  steam-power  hoaU  that  arrivod  at  St.  Loui$  during  the  year  i^dt7--Gontmiied. 


Name. 


Length.    BreAdih.     Depth. 


GroM 


Louis  Hanck 

Maggie  Reaney.. 
Hory  M.  Michael 

Mary  Morton 

MiH  issippi 

M'iNAer 

My  Choice 

KeUieSpeer 

New  Idea 

Niagara 

OaJdand 

Oliver  Bieme 

Parker 

Pearl 

Pittabnrg 

Polar  Wave 

PortEads 

Backet 

B.  A.  Speed 

Bellance 

Saint  Paul 

Sam.  Clarke 

SatelUte 

Scotia 

Sidney 

Sidney  Billon.... 

S.L.Wood 

Spread  Bagle 

StatieFl^OT 

State  of  Kansas. . 

T.F.Eckert 

Thistle 

Yiola  Parker 

War  Eagle 

Whale 

W.H. Cherry  .... 

White  Eagle 

WiUlam  Stone... 
W.  P.  Bishop 


FmL 
210 
128.5 
143.3 
210 
175 
137 
183 
145.4 
(*) 

98 
210 
285 

85 

228.2 
250 
148 
197.8 

90.1 
124 
128 
300 

(*) 
78.6 

176 

224.5 

122 

252 

178 

150 

52.5 
279.2 

98.6 
180 
238 
188.2 

93.9 


FeeL 
37 
25 
28.3 
32.5 
32.5 
24 
35 
27 

(*) 
17.8 
85 
43.8 
18.4 
23.5 
89.2 
25.7 
33.3 
18.2 
22 
21.5 
38.3 

(*) 
15.9 

^5 
33.8 

'Is 

28 

52.8 

34.6 

28.5 

11.2 

42 

13.4 

82 

29 

28 

18.5 


F9eL 
6 

4.6 
4.4 
8 
6 

4.8 
5 
6 

a. 

8 

7 

7.2 

4.1 

5.8 

6 

6 

3.8 

4.2 

4.2 

8.2 

a, 

5.5 

^7 
4 
8 
6 

4.8 
4.9 
6.1 
8.1 
5.2 
8.8 
4.9 
2.6 


913.27 

14«.fi 
284w34 
458.96 
390.14 
163.63 
482.23 
224.10 

628.81 
1,017.78 

47.45 
149.05 
722.17 
150.34 
834.88 

56.68 
210.13 

70.81 
883.53 

^» 

8L67 

617.88 


629.34 
106.52 
1,130.84 
610.43 
103.45 

16.09 
958.74 

88.96 
306.07 
312.76 
174.00 

69.09 


lAei  of  hargea  that  arrived  at  8t  Louis  during  the  year  1890, 


Name. 


Length. 

Breadth. 

Depth. 

Fwt, 

Feet. 

Feet. 

154.4 

28.0 

5.0 

a.. 

C) 

(*) 

32.6 

7.5 

167.5 

32.8 

7.5 

130.6 

19.3 

6.6 

*) 

(*) 

(*) 

•) 

(*) 

(*) 

1*) 

(*) 

h 

188.4 

84.6 

7.0 

*) 

(*) 

(*) 

•) 

(*) 

1*) 

*) 

(*) 

<*) 

*) 

(*) 

<*) 

*) 

(*) 

i*) 

*) 

(*) 

1*) 

154.4 

26.8 

5.0 

*) 

(*) 

(*) 

158.4 

27.9 

5.0 

« 

?{ 

«  • 

L86.4 

84.6 

7.0 

(♦i 

r) 

r 

(*► 

n 

r 

112.4 

27.4 

S.4 

1  *i 

E 

r) 

1  *  > 

•) 
62.4 

i. 

r) 

6.4 

M 

R 

1*1 

M 

Gross 
tonnage. 


Adelaide 

Allegheny 

Anchor  Line  No  .1 • 

Anchor  Line  No.  2 

Annie 

Annie  Spies 

Beam 

Bn  okeye 

Cape  (jrirardeau  Transportation  Company, No.  1  to  21 

Centennial 

Chester 

Chicago  Belle 

Chunk , 

Continental 

Daisy 

Dean  Adams 

Dickey 

Dolomite .' 

Eagle 

Fannie 

Garry 

Griffith  and  Adams,  Nos.  12, 14  to  17 

Helena 

Homestead 

Irondale 

Jessie 

J.  M.  Norton 

John  Bailey % 

JohnN.  Dravo 

J.N.Williamson 

Josle 

Josie 

Eennebeo 

*  Not  known. 


196.24 

<»4.82 
692.19 
101.64 
(*) 
(*) 
48.66 

C> 
(*) 

885.09 
(•) 
(*) 

172.49 

(*) 

181.08 
133.74 

(*) 
882.16 

C)  X 

188.72 
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List  of  barges  thai  anivsd  at  St,  Louis  dwing  the  gear  ISSO-^on^nued, 


Kaao. 


Breadth. 


GroM 
tonnage. 


140.0 
154.0 


Fset. 
20.4 
27.0 


140.0 

24.2 

« 

r*{ 

(*) 

<*) 

(*) 

1*) 

a. 

(*) 

26.4 

(*) 

(*) 

(*) 

(*) 

(•) 

(*) 

(*) 

(*) 

171.0 

27.2 

189.0 

34.8 

<*) 

(*) 

105.0 

28.0 

105.0 

2ao 

137.8 

28.0 

138.2 

28.2 

170.2 

84.7 

<*) 

'*) 

{:! 

<*) 

1*) 

152.0 

27.0 

(*) 

(*) 

211. 5 

40.0 

201.2 

85.0 

200.0 

80.0 

200.5 

80.0 

200.0 

80.0 

200.5 

35.2 

201.4 

85.0 

203.5 

86.0 

200.5 

85.0 

201.0 

85.0 

225.0 

84.8 

224.0 

84.8 

227.0 

85.0 

226.0 

34.8 

225.0 

84.8 

225.0 

84.8 

227.0 

35.0 

220.0 

86.5 

230.0 

36.7 

220.0 

86.0 

220.0 

86.4 

220.0 

36.2 

225.0 

86.0 

210.0 

40.4 

224.0 

80.4 

226.0 

37.0 

226.8 

30.0 

210.0 

40.0 

228.0 

36.0 

203.0 

40.0 

(*) 

(•) 

225.0 

30.0. 

225.0 

36.8 

225.0 

36.3 

220.4 

32.0 

220.4 

32.0 

221.7 

84.5 

222.0 

34.  a 

220.8 

34.6 

219.0 

84.7 

225.0 

36.8 

225.0 

36.8 

a. 

86.6 

226.0 

36.0 

227.0 

86.6 

226.0 

86.0 

226.6 

86.8 

224.0 

30.4 

226.5 

30.0 

228.0 

8&e 

280.0 

M.0 

F6$t. 

8.5 
5.0 

fl. 

(•) 
(*) 
4.6 

r) 
(*) 
(*) 
(*) 

5.2 
6.4 

(♦) 
0.0 
0.0 
5.2 
5.2 
0.0 

(*) 

(•) 

5.4 
(*) 

7.6 
8.0 
7.8 
7.8 
8.0 
7.8 
7.2 
7.0 
7.4 
7.0 
8.0 
8.2 
8.8 
8.0 
8.0 
8.2 
8.4 
8.8 
8.8 
8.0 
8.2 
&2 
8.2 
8.2 
8.0 
&0 
8.0 
0.0 
&2 
0.0 
(*) 
7.0 
7.0 
6.7 
7.7 
7.7 
7.6 
7.6 
7.5 
7.4 
6.3 
6.3 

6.8 
0.0 
0.6 
0.7 
0.4 
0.0 
0.8 
0.8 


88.58 
182.02 
(*) 
(*) 

iiao7 

(*) 
(*) 


168.66 

S 

188.79 
080.50 

474.02 
215.74 
158.23 
150.77 
750.00 
(*) 

%H 

104.81 
(*) 

1,840.06 
1,011.18 
1,002.40 
1,015.01 
986.62 
1,018.84 
1, 020. 60 
1,060.70 
1,038.47 
1,021.19 
1, 126. 86 
1,180.60 
1,171.90 
1, 135. 16 
1,129.63 
1,166.84 
1,193.11 
1,197.31 
1,201.29 
1,110.48 
1,211.79 
1,192.14 
1, 164. 18 
1.287.81 
1, 181. 26 
1,179.72 
1, 161. 10 
1, 311. 66 
1,177.15 
1, 165. 81 

1,248.54 
1,248.54 
1, 107. 39 
1, 146. 31 
1,154.02 
1, 121. 53 
1,091.58 
1, 096. 62 
1,096.56 
1,107.39 
1,146.05 

(*) 
1, 133. 53 
1, 164. 15 
1,171.60 
1,101.77 
1,187.10 
1,113.47 
1,123.93 
1,161.06 
1,163.78 
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List  of  barges  that  arrived  at  8t,  Louis  during  the  year  1890— ConUnueA, 


Namo. 

Length. 

Breadth. 

l>epth. 

GroM 
tonna^^. 

80 

Fett* 
227.7 
226.6 
226.0 
226.0 
226.0 
226.4 
225.5 
226.0 
226.0 
227.7 
210. 7 
202.7 
216.8 
228.0 
228.0 
228.4 
227.7 
225.5 
238.4 
226.0 
228.6 
225.0 
225.0 
225.0 
225.0 
227.8 
227.8 
227.7 
202.0 
(*) 

• « 

(*) 

Feet. 
36.2 
36.0 
36.0 
36.0 
36.0 
36.0 
36.0 
36.6 
36.4 
36.4 
36.0 
85.0 
86.0 
87.0 
86.6 
37.0 
37.0 
36.5 
36.4 
86.8 
86.6 
85.0 
35.0 
36.0 
86.0 
8L2 
81.2 
36.6 
35.6 

(*) 

i*i 

(*) 
(*) 

FeeL 
6.8 
6.6 
6.8 
6.6 
6.6 
6.7 
6.6 
6,6 
8.2 
8.0 
7.9 
7.6 
8.0 
8.2 
8.4 
7.3 
7.2 
8.1 
&8 
&2 
9.0 
5.8 
5.3 
6.6 
6.6 
6.0 
6.0 
6.6 
5.2 

,^ 

(* 
(* 

i: 

1,144.13 

81 

1,118.74 

82      

1, 101.  U 

83 , 

1, 105. 29 

84 '....J 

1, 101. 63 

85 

1. 102. 45 

86 , 

1, 127. 97 

87 

1, 123. 99 

88       

1,202.23 

89 

1, 174. 62 

90 

1,079.81 

91  

996.98 

92 

1,154.49 

93 

1, 218. 76 

94 

1,221.67 

95 

1,220.91 

96              

1,220.00 

97 

1, 185. 04 

98 

1, 237. 12 

99         

1, 14L  80 

100 

1, 274w  81 

101 

800.31 

102 

860.31 

103 

835.81 

104 

835.31 

105 

1,007.27 

106 

1, 012. 53 

Williwn  OoT-'Inn 

1,262.01 

"Willlpm  Tnwln 

348.15 

"Wash.  Honahall 

(*) 

W.C.Mahan 

(*) 

Wood 

128.10 

W.  H.  Brown's  Sons 

(*) 

No.  23 

(*) 

27 

(*) 

32 

34 

35 

n 

37 

(• 

38 

48 

M\ 

44 

fm\ 

45 

fk\ 

Tantio 

y»v 

*  Not  known. 
List  of  soows  that  arrived  at  St,  Louis  during  the  year  1890, 


Name. 


Length.    Breadth.    Depth. 


Grou 
tonnagew 


Alaska 

Basrett  No.  86 

Charlie 

Smma  Wilaon r 

Geese 

J.Floweree 

J.  Bowers 

Joy  Brothers  (7  In  all,  known  by  nmnbers) 

J.  Walton  &  Go's.  (127  in  all,  known  by  numbers)  . 

Little  Dan 

Matt • 

MattNo.2 

HcCormick  Ifo.  8 

BeneMcCready 

K.  G.Terrell ,. 

Salteman,Ko8.1and2 

Sitka... 

8now 

St.  Croix 

tJkon , 

V.W.Floweree 

Whitne 

W.  H.  Brown's  Sons  (24  in  all,  known  by  nnmbers) 
Zero 


8 


c> 

414.69 
668.71 
O 

C) 

8 


S 


200 


14.69 


*Not  known. 
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Y3. 

mPEOVBBlENT  OF  HABBOK  AT  ST.  LOUIS,  MISSOUBI. 

The  river  atid  harbor  act  of  1888  contamed  a  provision  calling  for  an 
examination  and  estimate  for  the  improvement  of  St.  Lonis  Harbor.  A 
report  was  submitted  from  this  office  under  date  of  December  22, 1888, 
for  the  improvement  of  the  harbor  at  an  estimated  cost  of  $182,000.  It 
was  recommended  that  this  amount  be  expended  in  the  portion  of  the 
harbor  below  Bissells  Point  and  above  the  Eads  Bridge.  In  the  river 
and  harbor  act  of  September  19, 1890,  the  above  amount,  $182,000,  Mjas 
appropriated  for  "improving  the  harbor  at  St.  Louis,  Mo." 

The  approved  project  consisted  in  a  contraction  of  the  width  of  the 
river  by  hurdles  for  a  distance  of  13,000  feet  to  an  average  width  of 
2,000  feet,  in  order  to  remove  some  trouble  due  to  middle  bars,  which 
interfered  with  navigation. 

Appropriations  for  the  improvement  of  St.  Louis  Harbor  had  been 
made  as  far  back  as  1836,  and  a  longitudinal  stone  dike  was  built  at 
that  time  near  the  head  of  the  present  works  by  Oapt.  E.  E.  Lee,  Corps 
of  Engineers.  Other  work  done  by  the  United  States  consisted  in  the 
building  of  stone  dikes  normal  to  the  current,  in  the  closing  of  Gahokia 
Ohute,  and  the  revetment  and  protection  of  the  bank  in  Sawyer  Bend. 

Work  under  the  present  project  was  begun  on  March  13, 1891,  and 
completed  as  far  as  practicable  on  June  9, 1891.  The  work  consisted  in 
the  construction  of  11  hurdles  varying  in  length  from  325  to  2,076  feet, 
the  total  length  of  hurdle  constructed  being  12,400  linear  feet.  The 
hurdles  are  numbered  from  the  upper  part  of  the  work  downstream. 
Hurdle  Fo.  5  was  omitted,  owing  to  the  fact  that  it  would  have  inter- 
filed with  the  ferry  landing,  and  a  portion  of  No.  8,  the  outer  end,  was 
left  incyomplete,  owing  to  the  depth  of  water.  Ko.  6  will  be  built  and 
No.  8  completed  during  this  working  season. 

No  8i)ecial  difficulty,  except  deep  water,  was  encountered.  At  the 
beginning  of  the  work  some  interference  from  drift  was  met  with,  but 
by  sinking  what  had  accumulated  above  Hurdles  1  and  2  this  was  over- 
come and  the  sunken  drift  served  the  purpose  of  wattling. 

The  work  has  been  in  position  too  short  a  time  to  form  an  idea  of  its 
effect,  but  it  will  undoubtedly  be  of  great  benefit  to  this  portion  of  the 
harbor. 

This  is  one  of  the  few  cases  in  which  the  amount  asked  for  in  a  pre- 
Uminary  estimate  has  been  appropriated,  and  the  advantage  of  this 
method  of  appropriating  is  shown  by  the  immediate  completion  of  the 
work,  thus  avoiding  the  losses  and  upsatisfactory  results  of  incomplete 
work. 

The  amount  expended  up  to  June  30,  1891,  including  outstAuding 
liabilities,  was  about  $130,000,  leaving  a  balance  of  about  850,000  avail- 
able for  completing  the  work  and  any  extension  or  repairs  which  may 
become  necessary  in  the  future.  No  further  appropriation  for  this 
estimate  is  needed. 

The  material  used  in  the  work  was  purchased  in  connection  with  that 
for  improvement  of  Mississippi  Eiver  between  Illinois  and  Ohio  rivers, 
fiill  details  of  which  are  given  in  the  report  on  that  work. 

A  portion  of  the  repairs  to  the  plant  belonging  to  the  improvement 
of  the  Mississippi  Eiver  which  was  used  on  this  work  was  paid  for 
fnmi  this  ajtpropriation  and  Hyn  ne\v-mmh»l  barges  were  contnwted  for, 
but  had  not  been  finished  at  the  close  of  the  year,  this  being  authorized 
by  approved  project  of  September  30, 1890. 
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There  are  submitted  herewith  the  reports  of  Mr.  D.  M.  Guniey  assist- 
ant  engineer,  and  Mr.  John  O.  Holman;  also  plate  m,  by  reference  to 
which  all  details  and  particulars  can  be  obtained. 

The  commercial  statistics  will  be  found  in  the  report  on  improvement 
of  Mississippi  Eiver  between  Illinois  and  Ohio  rivers. 

Money  statement. 

Amonnt  appropriated  by  act  approved  September  19, 1890 $182, 000. 00 

June  30;  1891,  amoimt  expended  during  fiscal  year 109,303.77 

Ju!y  1, 1891,  balance  unexpended 72,696.23 

July  1, 1891,  outstanding  liabilities $41.06 

July  1, 1891,  amount  covered  by  uncompleted  contracts 20, 892. 17 

20,933.23 

July  1,1891,  balance  available 51,763.00 


REPORT  OF  MR.   D.   M.   CURRIB,   ASSISTANT  BNOINBER. 

St.  Louis,  Mo.,  June  SO,  1891. 

Major:  I  have  the  honor  to  submit  the  following  report  upon  the  improvement  of 
the  harbor  of  St.  Louis,  Mo.,  for  the  fiscal  year  ending  June  30,  1891,  and  to  trans- 
mit the  report  of  Mr.  John  O.  Holman,  superintendent  in  local  charge,  which  is  in- 
tended to  form  part  of  it. 

This  work  consists  of  a  series  of  hurdles  numbered  1  to  12,  as  shown  on  the  ac<- 
companying  sketch.  No.  5  and  430  feet  of  the  river  end  of  No.  8  were  not  built. 
The  others  aggregate  12,400  feet,  and  were  finished,  with  the  exception  of  wattling. 
This  was  placed  to  the  stage  of  12  feet  above  low-water  on  Nos.  9  to  12,  and  drift 
was  sunk  on  Nos.  1  to  4,  which  sufficiently  checked  the  flow  of  water. 

Beference  is  made  to  the  accompanying  report  of  Mr.  Holman  for  farther  details. 

procuring  material. 

Brush. — Brush  was  procured  by  hired  labor  by  a  party  organized  under  the  local 
supervision  of  Mr.  CD.  Lamb,  whose  report  is  transmitted  with  that  of  operations 
for  the  general  improvement  or  the  Mississippi  River  between  the  Illinois  and  Ohio 
rivers,  to  which  reference  is  made  for  details. 
Files. — Piles  were  procured  by  contract,  delivered  at  the  work. 
Sione. — Stone  was  procured  by  contract,  delivered  on  Government  barges  at  Graf- 
ton, 111. 

Other  material  was  procured  by  contract,  delivered  at  the  supply  depot,  foot  of 
Arsenal  street,  when  needed  in  large  quantities,  and  by  purchase  when  only  small 
quantities  were  required. 

The  steamer  General  (Hllmore  and  other  plant  belouginp^  to  general  improvement  Qf 
this  section  of  the  river  was  used  in  connection  with  thnj  work. 
Very  respectfully,  your  obedient«ervant, 

D.  M.  Currik, 
Assistant  Enffin 
Mflo*  '^'  ^-  Miller, 

Corps  of  Engineers,  U.  8.  A. 


report  of  MR.  JOHN  O.   HOLMAN,   SUPERINTENDXITT. 

8t.  Louis,  Mo.,  June  SO,  1891, 
Major  :  I  have  the  honor  to  submit  the  following  report  of  the  operations  for  im- 
proving the  harbor  at  St.  Louis,  Mo.,  for  the  fiscal  year  ending  June  90,  1891. 

The  project  consists  of  12  hurdles  on  the  Ulinois  side,  between  the  east  ap- 
proach of  the  Merchants'  Bridge  and  the  head  of  Bloody  Island.  The  hurdles  ai« 
spaced  1,000  feet  apart  perpendicular  to  the  new  river  or  shore  line,  which  reduces 
the  river  to  a  widtii  of  1,700  feet  at  No.  1,  the  upper  hurdle^  and  2^  feet  at  Nd.  IS. 
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A  anxvey  to  locate  the  hurdles  was  made  in  February^  shortly  after  the  oonstruc- 
tion  work  was  placed  in  my  charge. 

Field  work  was  begun  March  13,  and  continued  without  interruption  until  the 
close  of  the  spring  season,  June  9.  During  that  period  of  nearly  3  months  all  of 
the  hurdles  were  completed  with  the  exception  of  No.  5^  which  was  omitted  for  the 
time  being,  to  preserve  a  landing  at  Venice,  and  the  river  end  of  No.  8,  where  the 
water  was  too  deep  for  favorable  construction. 

The  length  and  work  performed  on  each  hurdle  is  given  in  the  following  table: 

Table  of  work  done. 


Hurdle  number. 

Con- 
Btrocted. 

Pilee. 

Driven 
depth. 

String- 
ers. 

Mattreas. 

Itevet. 
ment. 

Wattling. 

1 

825 
490 
850 

261 
226 
358 
527 

4,715 
3.492 
5,417 
8,U8 

No. 
89 
45 
85 
103 

52,545 
108,350 
79,150 

10,000 
10,000 
1,600 

Sq./eet. 

2 

3 ^ 

4 

5   

6 

1.060 
1,270 
1.280 
1,900 
2,075 
1,600 
800 

520 
633 
560 
828 
823 
547 
299 

8.222 
10.076 

9,290 
12,409 
12,403 

8,218 

4,629 

104 
136 
118 
165 
146 
86 
66 

88,800 
101,200 

88.350 
130,700 
142,075 
111.200 

56,600 

3,150 
10,000 
4,000 
2,500 
4.000 
6,800 
4,000 

8 

9 

11,670 
9,530 

10 

11 

9,850 

12 

6,200 

Total 

12.400 

6,591 

86.989 

1,093 

1,014,896 

67,130 

36,750 

The  form  of  hurdle  and  method  of  construction  were  not  changed.  Two  rows  of 
piles  were  driven  in  each  hurdle,  20  to  27  feet  apart,  according  to  the  depth  of  water. 
The  piles  in  the  upper  or  drift  row  were  driven  6  feet  apart,  the  tops  pulled  to- 
gether with  a  longitudinal  stringer  bolted  to  them  on  tne  aownstream  side  not 
lower  than  the  20-foot  stage.  The  brace  pile  was  then  driven  6  or  8  feet  below, 
pulled  over  to  the  stringer  and  bolted  to  it,  forming  a  clump  of  3  piles  every  12  feet, 
llie  hurdle  row  was  driven  after  the  mattress  was  sunk,  the  pQes  spaced  6  feet  ajjart, 
with  the  stringer  on  the  up-stream  side,  to  which  were  bolted  the  brace  piles  driven 
every  12  feet.  The  hurdle  was  strengthened  by  eross  stringers  placed  at  varying 
intervals  from  the  shore  to  the  river  end. 

With  the  river  at  an  18-foot  stage  or  lower  the  drift-row  piles  were  carried  to  the 
25-foot  stage,  the  sttinger  and  hurdle  piles  to  the  20-foot  stage,  changing  with  the 
river  when  above  that  stage. 

For  a  length  of  400  feet  at  the  shore  ends  of  Nos.  1,  9,  and  11,  and  700  feet  of  No. 
10,  only  the  hurdle  row  was  driven,  the  depth  of  water  not  requiring  the  drift  row. 

A  woven  mattress  of  brush,  65  feet  in  width,  was  placed  below  the  drift  row.  At 
the  river  end  of  No.  3  and  the  shore  end  of  No.  8  it  was  80  feet  in  width.  A  protec- 
tion mattress  for  the  shore  end  was  placed  on  Nos.  1,  2,  3.  6,  and  7.  They  were  made 
200  feet  long  by  80  feet  in  vddth,  half  above  and  half  below  the  hurdle  row.  A  T- 
head  mattress  was  placed  Just  outside  of  the  river  line  on  Nos.  3  to  12  to  protect  the 
river  ends  from  scour.  These  mattresses  were  90  feet  in  length  by  80  feet  in  width, 
with  the  upper  edge  20  feet  above  the  line  of  the  drift  row. 

Riprap  was  placed  at  the  shore  end  of  all  the  hurdles  to  protect  them  from  scour 
during  a  high  stage  of  the  river,  the  extent  of  revetment  placed  varying  from  3,150 
to  11,0S0  square  feet,  according  to  the  nature  of  the  bank  protected. 

On  the  lower  hurdles,  Nos.  9  to  12,  the  current  was  checked  by  a  wattling  mattress 
placed  against  the  hurdle-row  piles.  These  mattresses  were  made  in  lengths  of  about 
200  fbet,  the  width  varying  with  the  depth  of  water,  so  that  when  placed  in  an  up- 
right position  the  upper  edge  would  be  at  the  12-foot  stage.  On  the  upper  hurdles. 
Nos.  1  to  4,  the  current  was  greatly  checked  by  sinking  the  drift  wood  coUectea 
above  them. 

Only  a  few  of  the  foremen  and  enough  laborers  to  take  care  of  the  plant  in  rainy 
weather  were  subsisted.  The  maximum  number  of  persons  employed  was  470,  dur- 
ing the  latter  part  of  April. 

A  sketch  of  the  locality  accompanying  this  report  shows  the  location  of  the  work 
done. 

Very  respectfully,  your  obedient  servant, 

John  O.  Holmak, 

SuperiniendenU 

Hs^.  A.  M.  MfT.T.-an^ 

Corpe  o/Bngineere,  U.8*M 
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IMPROVEMENT  OF  GASCONADE  RIVER,  MISSOURI. 

The  improvement  of  this  stream  has  consisted  in  the  removal  of  ob- 
structions to  navigation  in  the  shape  of  leaning  timber,  snags,  stumps, 
etc,  and  the  construction  of  low  wing-dams,  to  facilitate  the  passage  of 
boats  over  the  shoals  during  low  stages  of  water. 

The  work  was  begun  in  1880,  and  has  been  continued  when  funds 
were  available  up  to  the  present  time. 

As  the  money  appropriated  for  this  work  was  not  available  until  late 
in  the  fall,  it  was  impossible  to  do  any  work  during  the  low- water  sea- 
son, and  operations  were  postponed  until  the  following  year.  Up  to 
the  close  of  the  fiscal  year  a  suitable  stage  had  not  been  obtained,  con- 
sequently but  little  work  was  done,  and  that  consisted  in  the  repair  of 
plant  and  in  obtaining  a  supply  of  brush,  stone,  and  timber  to  be  used 
in  raising  the  crest  of  dam  at  Pryor's  Mill.  A  small  force  was  employed 
in  quarrying  stone  and  procured  276  cubic  yards,  which  was  placed 
ready  for  depositing  in  Fryer's  Dam  when  the  stage  of  water  will  admit 
of  the  work. 

The  details  of  the  season's  operations  are  shown  in  the  report  of  as- 
sistant, Mr.  J.  W.  Beaman,  which  is  forwarded  herewith  and  to  which 
attention  is  invited. 

Tlie  work  has  been  of  great  benefit  to  navigation  of  the  river,  espec- 
ially to  the  rafting  interests,  and  the  river  is  now  in  fairly  good  navi- 
gable condition  from  the  mouth  to  Indian  Ford. 

No  work  has  been  done  on  the  stretch  of  river  extending  fipom  Indian 
Ford  to  Arlington,  and  which  is  in  poor  condition  owing  to  leaning  tim- 
ber and  snags.  A  large  portion  of  the  railway  ties,  and  some  steam- 
boat commerce,  pass  over  this  portion,  and  it  would  therefore  seem  desir- 
able to  remove  these  obstructions. 

There  are  also  a  number  of  shoals  between  the  mouth  and  Indian 
Ford  which  need  contraction  works.  At  the  shoals  where  such  works 
have  been  placed  the  conditions  have  been  so  much  improved  that  it 
would  seem  to  warrant  a  reasonable  expenditure  for  similar  works  at 
other  localities. 

With  the  funds  now  on  hand  it  is  proposed  to  raise  the  dam  at  Pryors 
Mill  and  remove  obstructions  as  far  as  they  will  admit.  With  the  appro- 
priation asked  for  fiscal  year  ending  June  30, 1893,  it  is  proposed  to 
clear  the  river  of  obstructions  above  Indian  Ford  and  construct  con- 
traction works  at  such  shoals  as  may  seem  most  advisable. 

The  estimated  cost  of  this  improvement  was  $50,000,  and  the  former 
appropriations  are — 


By  act  of— 

June  14,  1880 $5,000 

March  3, 1881 10,000 

August  2, 1882 10,000 

Julys,  1884 5,000 


By  act  of— 

August  5,  1886 $7,500 

August  11, 1888 5,000 

September  19,^890 4,000 


Money  statement 

July  1, 1890,  balance  unexpended $427. 65 

Amount  appropriated  by  act  approved  September  19, 1890 4, 000. 00 

4,427.65 
^ 543.61 


Jane  30, 1801,  amount  expended  during  fiHcal  year ^. . . 

July  1,  1891,  balance  unexpended 3,884.04 

(  Amoun  t  tliat  can  be  i^rofit ably  expended  in  fiscal  year  ending  June  30, 1 893    10, 000, 00 
<  Submitted  in  compliance  with  reqniremcuts  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 
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RSPORT  OF  UR.  J.  W.  BEAMAN;  ASSISTAlfr  ENOIMXEB. 

Jefferson  City,  Mo.,  ^imw  SO,  1S91, 

Major:  I  have  the  honor  to  snbmit  the  following  report  upon  the  improvement  of 
the  Gasconade  River,  Missouri,^  for  the  fiscal  year  ending  June  SO,  1891. 

A^r  the  plant  used  in  the  snagging  operations  during  the  latter  part  of  June  of 
the  last  fiscal  year  had  been  returned  to  Gasconade  City,  two  men  were  employed 
In  its  repair  from  July  1  until  August  14.  Upon  the  latter  date,  the  plant  haying 
been  repaired,  it  was  placed  in  charge  of  a  watchman  and  the  repairing  force  was 
discharged. 

On  May  4,  -in  accordance  with  verbal  instructions  preparations  were  made  to  put 
flatboat  and  tools  in  order  for  work  projected  at  Pryors  MUl.  In  this  work  two  men 
were  occupied  until  May  16. 

On  this  date  the  improvement  plant  in  charge  of  two  men  was  taken  in  tow  by 
boat  Jumho  and  towed  to  the  foot  of  Pryor's  Island.  The  work  of  quarrying  rock 
conmienced  May  18  and  continued  up  to  the  26th  of  June.  During  this  time  276 
cubio  y^Ls  of  rock  was  quarried  and  placed  ready  for  depositing  in  Pryor's  dant 
when  the  stage  of  water  will  admit  of  the  same. 

When  the  water,  which  is  now  about  2^  feet  deep  on  the  crest  of  the  dam,  shall 
have  fallen  somewhat  the  dam  at  Pryor's  Mill  will  be  repaired  by  placing  rock,  tim- 
ber, and  brush  where  needed,  so  as  to  raise  the  structure  not  to  exceed  18  inches 
above  ti^e  present  heieht  of  oam.  With  this  addition  it  is  expected  that  sufficient 
water  will  be  deflect^  into  the  left  chute  as  to  render  it  navigable  at  a  lower  stage 
of  the  river  tiian  under  the  present  condition  is  possible. 

Upon  the  completion  of  the  work  projected  at  Pry  or  Mill,  other  portions  of  the 
Gasconade  River  will  require  the  employment  of  a  small  party  in  snagging  and 
other  work  until  the  close  of  the  working  season  in  November  next. 

Attention  has  been  called  by  the  Hermann  P^erry  and  Packet  Company  to  the  con- 
dition of  the  river  channel  and  banks  above  Indian  Ford  and  below  Arlington. 
Nothing  has  ever  been  done  by  the  Government  to  improve  the  river  above  Indian 
Ford,  which  is  78  miles  above  the  mouth. 

A  large  part  of  the  railway  ties  rafted,  and  some  steamboat  commerce,  pass  over 
this  upper  river:  it  is  therefore  desirable  that  the  overhanging  trees  be  removed 
firom  the  channel  banks  and  that  the  snags  be  rem9ved  from  the  channel  way  so 
that  those  interested  may  be  protected. 

The  present  high  water  will  pjobably  deposit  snass  in  the  channel  and  so  under- 
mine the  banks  in  the  bends  as  to  cause  some  needed  work  of  removal  of  snags  from 
the  shoals  and  overhanging  trees  from  the  banks,  along  the  whole  course  of  the  river, 
during  the  next  low- water  season. 

A  number  of  shoals  between  the  mouth  of  the  river  and  Indian  Ford  need  con- 
traction works  as  soon  as  there  is  sufficient  money  available  for  their  construction. 
Hie  three  shoals  where  such  works  have  been  placed  show  such  an  improved  condi- 
tion of  channel  depth  as  to  warrant  a  reasonable  expenditure  of  money  for  like 
works  at  other  shoals  where  the  channel  way  has  become  so  wide  as  to  render  its 
navigation  difficult  at  the  lower  stages  of  the  river. 

For  snagging  operations  and  contraction  works  upon  the  hundred  miles  of  river 
below  Arlmgton,  $15,000  could  be  expended  to  advantage. 

The  statistics  which  accompany  this  report  indicate  a  healthful  condition  of  river 
trade,  which  should  be  protected  and  fostered. 
Very  respectfully,  your  obedient  servant, 

J.  W.  Braman, 

Maj.  A.  M.  Miller,  Assistant  Engineer, 

Corps  of  EngineerSj  U.  8,  A, 


COMMERCLAL  STATISTICS,   GASCONADE  RIVER,  MISSOURI. 


ArUdea. 


Fisoal  year  ending— 


H»y,  grain,  flonr,  seeds,  etc 

Lumber,  logs,  wood,  railway  ties,  eto 

Live  stock 

Produce  

Salt 

Iron,  nailfl.  eto 

Farm  m ach  im^ry 

General  merchandise 

Total ^ 

Increase  1891  over  1890  equals  2,426  tons. 
BNG  91 133 


27,511 
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List  of  8team-power  boats  engaged  in  oommeroe  on  Oasoonade  Bi/cer  during  the  year  ending 

June  SO,  1891. 


Name. 

Length. 

Breadth. 

Depth. 

Gross 
tonnage. 

FinOftk 

Feet. 
05.0 
86.6 
67.0 
85.0 

Feet. 
17.6 
24.0 
16.0 
18.0 

Feet. 
2.2 
8.0 
2.5 
8.0 

43  05 

Koyal.. 

44.82 

Jumbo 

25  00 

Fawn 

78L00 

Y5. 

IMPR9VEMENT  OF  OSAGE  RIVER,  MISSOURI. 

The  project  for  tlie  improvement  of  this  stream  has  consisted  in  the 
removal  of  obstructions  to  navigation,  such  as  snags  and  leaning  tim- 
ber, dredging  channels  through  shoal  places,  and  the  construction 
of  cross  and  wing  dams  to  concentrate  the  water  over  shoal  places. 
The  construction  of  a  lock  and  dam  near  the  mouth  was  also  authorized 
by  the  last  river  and  harbor  act. 

But  little  work  was  done  during  the  year,  owing  principally  to  the 
late  date  at  which  the  new  appropriation  became  available. 

The  worst  obstruction  to  navigation  during  the  year  was  at  Brenneke 
Shoal  where  the  low  water  cau^  serious  trouble.  Several  attempts 
were  made  to  overcome  the  difficulty,  but  before  they  were  successful 
sudden  rises  in  the  river  rendered  further  efforts  unnecessary. 

A  personal  examination  of  this  river  from  the  mouth  to  Warsaw,  a 
distance  of  174  miles,  was  made  in  March,  1891.  The  river  was  found 
to  be  in  good  navigable  condition  and  but  few  obstructions  were  observed 
in  the  channel.  Above  Tuscumbia  the  banks  are  covered  w4th  over- 
hanging trees  which  should  be  removed.  There  is  but  little  naviga- 
tion of  the  river  above  Tuscumbia  by  large  boats,  so  that  a  large  ex- 
penditure for  the  improvement  of  this  portion  of  the  river  would  not 
be  warranted. 

A  report  on  proposed  location  of  lock  and  dam  on  this  river,  near  its 
mouth,  with  estimate  of  cost,  also  tracing  showing  plan,  elevation,  and 
sections,  was  forwarded  during  the  year. 

The  general  dimensions  of  the  lock  proposed  are  as  follows: 

Total  length feet..  339i 

Width do...    50 

Miter  sill  to  miter  sill do...  275 

Spring  of  arch  to  head  of  lower  recess do...  240 

Lift do...      Si 

This  lock  will  conveniently  pass  a  boat  240  feet  in  length  over  aU 
and  48  feet  in  breadth  over  all,  thus  being  of  ample  size  to  accommodate 
any  boat  navigating  the  river. 

The  proposed  dam  is  800  feet  long. 

The  effect  of  this  lock  and  dam  will  be  to  give  an  uninterrupted 
channel  of  4  feet  for  the  whole  year  from  the  mouth  to  Dixon  Shoal,  a 
distance  of  20  miles. 

The  estimated  cost  of  the  lock  and  dam  is  as  follows: 

Lock $141,139.29 

Dam 26,582.52 

Land  and  keeper's  dweUing 2,500.00 

Engineering  and  contingencies 17,022.19 

Total .-. 187,244.00 
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EstiinateB  are  being  prepared  of  the  cost  of  a  series  of  locks  and  dams 
designed  to  give  depths  of  4  feet  and  6  feet,  respectively,  for  navigation 
in  tlus  river. 

Gauges  were  established  at  Osage  City  and  Brenneke  Shoal,  and  a 
series  of  discharge  observations  were  commencecj.  at  the  latter  locality. 

The  details  of  the  work  are  given  in  the  report  of  Mr.  J.  W.  Beaman, 
assistant  engineer,  forwarded  herewith. 

The  readings  of  the  gange  at  Tuscumbia  were  kept  up  during  the 
year,  and  are  given  in  the  accompanying  table. 

The  work  done  has  been  of  great  benefit  to  the  navigation  of  the 
river,  rendering  it  safer  and  also  enabling  steamboats  to  navigate  it  at 
lower  stages  of  water  than  formerly,  and  tending  to  prolong  the  boating 
seasons. 

During  the  coming  season  it  is  proposed  to  expend  the  amount  ap- 
propriated for  snagging  in  the  last  river  and  harbor  act  in  that  manner, 
and  of  the  amount  appropriated  for  lock  and  dam  as  much  as  may  be 
necessary  for  gauging  the  river  and  acquiring  the  land  required,  the 
remainder  to  be  retained  until  further  appropriations  amount  to  the 
estimated  cost  of  lock,  or  $140,000. 

'  Of  the  amount  asked  for  fiscal  year  ending  June  30, 1893,  it  is  pro- 
posed to  expend  $10,000  in  removing  obstructions,  dredging,  and  build- 
ing wing  dams  when  found  necessary,  and  $100,000  in  constructing 
lock. 

The  former  appropriations  are: 


By  act  of— 

March  3, 1871 $25,00(J 

Juiio  10,1872 : 25,000 

March  3, 1873 25,000 

June  23,  1874 25,000 


By  act  of— 

June  U,  1880 $30,000 

March  8, 1881 20,000 

August  5, 1886 10,000 

August  11, 1888 5,000 

June  18,  1878 20,000  1          Septomber  19,  1890 55,000 

March2,1879 20,000  | 


Money  statement. 

July  1, 1880^  balance  unexpended $2,531.40 

Amount  appropriated  by  act  approved  September  19,  1800 55, 000. 00 

57, 531. 40 
June  30, 1891,  amount  expended  during  fiscal  year  .i. 3, 460. 87 

July  1,  1891,  balance  unexpended 54, 070. 53 

July  1,  1891,  outstanding  liabilities 20.67 

July  1, 1891,  balance  available : 54,049.86 

{Amount  (estimated)  required  for  completion  of  lock  and  dam 137, 244. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  110, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


RBPORT  OF  MR.  J.  W.  BEAMAN,  ASSISTANT  ENGINEER. 

Jefferson  City,  Mo.,  June  30, 1891, 
Major:  I  have  the  honor  to  submit  the  following  report  upon  the  imnrovement  of 
the  Osage  Biver,  Missouri  and  Kansas,  for  the  fiscal  year  ending  June  30,  1891 : 
No  river  improvement  work  proper  has  been  done  upon  the  Osa^o  Biver  sinoe  the 
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In  October,  1890,  there  waa  snoh  a  shallow  depth  of  water  over  Brenneke  Shoal  aa 
to  occasion  seriooB  trouble  and  loss  to  the  Missouri  and  Osage  River  Packet  Line,  and 
the  attention  of  yonr  office  was  called  to  the  matter.  After  mnch  difficulty  experi- 
enced in  the  effort  to  secure  men  and  teams  to  work  in  the  cold  water,  three  men  and 
two  teams  began  work  November  10.  In  former  years  gravel  deposits  have  been 
removed  from  the  channel  way  bv  road  scrapers  drawn  by  horses  or  mules.  The  same 
plan  was  tried  at  Brenneke  Shoal.  It  was  found,  however,  upon  driving  the  teams 
upon  the  shoal  that  they  mired  to  their  bodies,  rendering  work  impossible^  and  the 
attempt  was  abandoned  and  the  men  were  discharged  November  12.  A  nse  in  the 
river  a  few  days  later  relieved  the  difficulty. 

In  January  tiie  water  was  again  so  low  that  Capt.  R.  M.  Marshall,  of  the  Missouri 
and  Osage  River  Packet  Line,  by  letter  of  January  17,  called  attention  of  your  office 
to  the  grounding  of  one  of  their  steamboats  on  the  shoal,  and  a  request  for  some  re- 
lief was  made.  Arrangements  were  then  made  with  the  Missouri  and  Osage  River 
•i  Line  to  remove  the  deposit  with  one  of  their  steamboats.  Before  the  company  had 
perfected  its  preparations  to  begin  work  a  rise  in  the  river  again  relieved  the  diffi- 
culty. 

Agaih  in  March  the  water  was  so  low  as  to  cause  the  grounding  of  a  barge  loaded 
with  gravel,  which  was  taken  over  the  shoal  after  a  delay  of  24  hours. 

On  March  21  there  was  a  rise  from  backwater  from  the  Missouri,  followed  by  a 
head  rise,  since  which  date  there  has  been  an  excellent  boating  stake  for  the  smaller 
Osage  River  boats  and  for  most  of  the  time  for  boats  of  the  size  of  the  Helena  and 
Benton, 

Between  March  24  and  27  an  examination  of  the  river  was  made  from  its  mouth^to 
Warsaw,  a  distance  of  174  miles.  In  this  examination,  which  was  made  under  your 
immediate  personal  direction,  the  steamer  Helena  was  utilized.  The  river  was  found 
to  be  in  good  navigable  condition  throughout  the  whole  distance  passed  over.  The 
stage  of  watjjdr  as  indicated  by  the  gauge  at  Osage  City  was  8  feet  above  standard 
low  water  on  March  27. 

There  has  been  no  improvement  work  done  upon  the  river  above  Tuscumbia  since 
1883.  .As  a  consequence  the  banks  are  covered  in  places  with  overhanging  trees 
which  should  be  removed  in  order  to  make  navigation  more  safe  for  the  larger  river 
boats ;  still  there  is  very  little  navigation  ofthe  river  by  large  boats  above  Tuscumbia, 
and  the  necessities  of  commerce  would  not  warrant  a  very  large  outlay  of  money  in 
the  improvement  of  this  upper  portion  of  the  river. 

At  a  few  points  below  Tuscumbia  there  are  upon  the  banks  some  overhanging  trees. 

At  Moore  Flats  and  Hoskins  Shoal  on  March  24  there  were  a  few  stumps  and  snags 
lying  in  the  channel  way,  which  should  be  removed  if  still  there  at  the  next  low 
water. 

The  chief  river  obstruction  as  developed  by  the  examination  and  previous  Com^ 
plaint  is  the  gravel  deposit  at  Brenneke  Shoal.  This  deposit  will  cease  to  be 
an  obstruction  as  soon  as  the  lock  and  dam  projected  has  been  completed  at  the  foot 
of  the  shoal. 

Upon  November  24,  in  accordance  with  your  letter  of  instructions  of  November 
20,  I  proceeded  to  Louisville,  Ky.^  and  afterwards  to  Mt.  Carmel,  111.,  and  at 
these  points  obtained  working  drawings  of  the  lock  and  dam  under  construction  in 
the  Wabash  River  near  Mt.  Carmel.  In  this  work  I  was  engaged  until  Decem- 
ber 24,  when  I  returned  to  my  station  at  Jefferson  City.  A  complete  set  of  working 
drawings  were  obtained  and  duly  transmitted  to  your  office  on  December  31. 

In  accordance  with  verbal  instructions  iippn  April  1  a  small  force  was  employed 
to  repair  and  launch  the  flatboats  at  Lisle  Town  Landing,  and  inr  moving  the  Osage 
River  improvement  plant  to  Brenneke  Shoal.  At  this  point  a  gauge  was  established 
and  a  base  line  surveyed,  and  observations  commenced  for  the  determination  of 
river  discharge.  These  observations  have  continued  up  to' the  cloue  of  the  year,  and 
will  continue  until  the  lowest  stages  of  the  river  have  been  observed. 

In  March  the  gauge  at  Osage  City  was  repaired  and  an  observer  was  appointed 
who  has  kept  a  record  of  the  gauge  readings  at  8  a.  m.  daily  since  March  5. 

In  conclusion  it  may  be  stated  that  $5,000  will  be  sufficient  to  keep  the  river  in 
good  navigable  condition  during  the  next  2  years.  Ample  provision  should  be 
made  so  that  the  projected  lock  and  dam  at  the  foot  of  Brenneke  Shoal  may  be  com- 
pleted at  the  earhest  practicable  day. 

Very  respectfully,  your  obedient  servant, 

J,  W.  Beam  AN, 

AMietant  Engineer. 

MaJ.  A.  M.  Miller, 

Corps  o/Engineere,  U,  3,  A. 
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Seoord  hf  gauge  at  Tuseumbia,  Mo.,  forfleoal  year  ending  June  30, 1891, 


Day. 


July. 


Ang. 


Bopt. 


Oct 


Not. 


Deo. 


Jan. 


Feb. 


Mar. 


Apr. 


May. 


Jane. 


1. 
2. 
3. 
4 

5. 
-  6. 

7. 

8. 

9 
10. 
11. 
12. 
13. 
14. 
15. 
16. 
17. 
18. 
19. 
20. 
21. 
22. 

h.. 

2V. 
25. 
20. 
27. 
28. 
20. 
30. 
31. 


1.70 

1.00 

1.46- 

1.35 

1.20 

1.10 

1.00 

.90 

.80 

.70 

.55 

.45 

.40 

.35 

.35 

.30 

.35 

.45 

2.65 

4.10 

3.80 

2.65 

4.45 

5.40 

4.55 

3.60 

2.70 

2.30 

1.05 

L70 

1.50 


1.80 
L15 
1.00 
.90 
.75 
.65 
.55 
.50 
.45 
.50 
.45 
.35 
.35 


.20 
.40 
.60 
.80 
1.95 
2.10 
2.30 
3.90 
4.40 
8.75 
3.65 
4.50 
7.36 
6.30 
9.10 
8.85 


7.85 
6.80 
6.16 
4.86 
3.60 
2.50 
2.06 
1.95 
2.25 
2.70 
3.40 
3.25 
3.10 
3.00 
2.85 
8.66 
4.35 
5.40 
6.70 
5.80 
6.80 
7.25 
7.16 
6.60 
6.86 
6.30 
6.10 
a66 
9.  SO 
9.10 


8.15 
7.00 
6.80 
6.05 
4.85 
6.40 
8.15 
9.70 
9.75 
&20 
6.60 
5.30 
4.95 
4.50 
4.36 
4.45 
7.90 
10.05 
10.15 
10.10 
9.76 
a80 
7.60 
6.10 
4.70 
4.15 
8.90 
8.70 
8.50 
8.80 
8.10 


2. 85 
2.65 
2.60 
2.35 
2.25 
2.15 
2.10 
2.05 
2.15 
2.20 
2.70 
8.95 
4.50 
4.80 
4.95 
4.60 
4.75 
6.60 
8.40 
13.15 
13.00 
12.85 
1L40 
10.76 
10.06 
8.90 
7.66 
6.80 
5.40 
4.65 


4.20 
8.86 
3.56 
8.30 
3.15 
3.00 
2.90 
2.80 
2.70 
2.65 
2.56 
2.45 
2.35 
2.35 
2.40 
2.60 
2.70 
2.80 
2.80 
2.65 
2.40 
2.80 
2.20 
2.15 
2.10 
2.10 
2.05 
8.90 
6.70 
6.35 
5.65 


5.05 
4.80 
5.00 
6.76 
6.15 
6.05 
5.80 
5.95 
5.75 
6.20 
4.65 
4.40 
4.30 
4.60 
4.76 
4.80 
4.80 
6.00 
5.15 
5.25 
5.56 
5.70 
8.35 
6.90 
7.16 
6.85 
6.80 
5.66 
5.20 
4.90 
4.70 


4.55 

4.50 

4.45 

4.86 

4.30 

4.20 

4.40 

4.40 

4.55 

5.90 

6.75 

6.46 

5.70 

5.00 

4.60 

4.25 

410 

3.85 

8.80 

a60 

12.76 

16.70 

17.90 

16.85 

15.60 

14.15 

18.66 

IS.  40 


11.00 

9.46 

7.60 

6.15 

5.65 

5.10 

4.75 

4.55 

4.30 

4.30 

4.20 

4.20 

4.25 

4.30 

4.60 

4.76 

4.60 

4.75 

6.80 

9.55 

11.10 

11.45 

U.40 

10.90 

10.70 

12.25 

12.15 

12.26 

12.70 

18.20 

18.66 


13.70 
13.55 
13.10 
12.40 
10.65 
8.60 
7.05 
6.25 
5.75 
7.10 
10.30 
11.25 
12.20 
12.40 
18.20 
13.60 
13.76 
14.66 
16.20 
15.15 
15.25 
17.85 
20.20 
20.05 
19.10 
17.86 
15.25 
14.80 
13.60 
12.90 


11.45 
9.20 
9.30 
10.15 
9.20 
7.60 
6.75 
5.95 
5.85 
4.90 
4.60 
4.15 
8.90 
8.65 
8.40 
8.15 
8.15 
8.45 
4.75 
4.80 
4.85 
4.80 
4.25 
4.16 
8.95 
6.45 
8.70 
10.85 
11.40 
1L80 
10.75 


0.90 
10.75 
12.80 
12.05 
14.50 
19,70 
26.10 
27.85 
27.00 
25.10 
22.86 
18.40 
17.15 
15.75 
14.60 
18.65 
11.65 
11.55 
12.80 
18.95 
22.60 
24.60 
28.65 
2L90 
19.70 
17.60 
16.00 
16w60 
15.66 
16.86 


COMMERCIAL  BTATISTICB,  08A0E  RIVER;  MISSOURI  AND  KANSAS. 


Fiscal  year  ending- 

Artiolea. 

Jane  30, 
1800. 

Jane  80, 
1801. 

Hay,  grain,  etc ♦ 

Ton*. 

14,450 

55,549 

860 

262 

100 

1,200 

Tone. 
4,572 
87,608 
785 

T^ninbflT.  lorn,  rail  wftv  tie«.  et<? 

Live  atock 

Salt 

778 

Iron,  naiia,  fttc ...        . 

87 

Bairytee 

2.890 

Prodace .^ 

218 

Panu  machinery *. 

General  mercUandiae 

600 
2.000 

2,100 

Total 

74,  OU 

09,078 

lAMi  of  eteam-power  boats  engaged  in  commerce  on  Osage  Biver  during  the  year  ending 

June  SO,  1891, 


Name. 

Length. 

Breadth. 

DepA. 

Groaa 
tonnage. 

Benton 

Feet. 
197 
194 
127 

96.4 

90 

72.6 

80 

FetL 
28 

88 

20 

14.8 

18 

14.4 

16 

Fm. 

6 

4.5 

8 

8 

8 

18 

16 

896.08 

Helena 

852L80 

John  R.  Hnico - 

136.88 

Frederick.. r. 

8150 

F^na 

80.85 

Black  Diamond 

18.40 

Annie  Dell.... tt, 

1150 

"           "^rf^^" ......    IT. 
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Y6. 

IMPROVEMENT  OF  KASKASKIA  RIVER,  ILLINOIS. 

The  improvement  of  this  stream  contemplates  the  removal  of  snags 
and  other  obstructions  from  the  channel  and  the  deepening  of  the  river 
over  the  shoals  and  bars  by  means  of  dredging  and  excavating  from  the 
mouth  to  the  Baldwin  Bridge. 

An  examination  and  survey  of  the  river,  with  a  view  to  its  improve- 
ment, was  made  in  1888,  and  the  first  appropriation  of  $0,000  was  con- 
tained in  the  river  and  harbor  a<5t  of  September  19, 1890. 

As  the  low- water  season  had  passed  by  the  time  the  project  for  the 
expenditure  of  this  amount  was  approved  it  was  decided  to  postpone 
opeifations  until  the  low- water  season  of  the  coming  year^  so  that  no 
work  was  done  on  this  improvement  for  the  fiscal  year  ending  June  30, 
1891. 

With  the  amount  recommended  to  be  appropriated  for  the  fiscal  year 
ending  June  30, 1893,  it  is  proposed  to  complete  this  improvement  as 
contemplated.    The  estimated  cost  of  the  improvement  was  $10,600. 

Money  statement. 

Amount  appropriated  by  act  approved  September  19, 1890 $6, 000. 00 

July  1,  1891,  balance  unexpended 6,000.00 

{Amount  (estimated)  required  for  completion  of  existing  project 4, 500. 00 
Amountthat  can  be  profitably  expended  in  iiscal  year  ending  June  30,1893      4, 500. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS,    KASKASKIA  RIVER,   ILLINOIS,    1890. 

»  Tons. 

Coal 60 

Cordwood  and  lumber 2,105 

Flonr,  graJD,  etc 5, 837 

Mercluuidiae 400 

Total .^. 8,402 

Li»t  of  steam-potoer  boats  engaged  in  commn'ce  on  Ka^kaskia  River j  IllinoiSf  during  the 
year  ending  December  31,  1S90. 


Xame. 


Length. 


Breadth. 


Depth. 


Gross 
tonnage. 


Dolphin 

LltUoNick 

Mary  H.  Michael 

Nick  Sauer 

R.  A.  Speed 


FeH. 
135.8 
80 

143.8 
100 


Feet- 
22.8 
10 

26.3 
18 


Feet. 
4.8 
3 

4.4 
4 
4.3 


156.16 
14.22 

234.44 
09.27 

210.13 
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APPENDIX  Z. 


IMPROVEMENT  OF  MISSISSIPPI  RIVER  BETWEEN  DES  MOINES  RAPIDS 
AND  MOUTH  OF  ILLINOIS  RIVER. 


HEPORT  OF  MAJOR  E.  H.  RUFFNEB,  CORPS  OF  ENGINEERS,  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORK. 

IMPROVEMENT. 

1.  Mississippi  River  between  Dea  Moines  Rapids  and  month  of  Illinois  River. 

EXAMINATION. 

2.  Mississippi  River  at  Warsaw,  Illinois,  with  a  view  of  removing  bar. 


Zi. 

IMPROVEMENT  OF  MISSISSIPPI  RIVER  BETWEEN  DES  MOINES  RAPIDS 
AND  MOUTH  OF  ILLINOIS  RIVER. 

United  States  Engineer  Office, 

Quincyy  ULy  July  8, 1891. 

General:  The  following  report  of  operations  for  the  fiscal  year  end- 
ing June  30,  1891,  for*  improving  Mississippi  River  between  the  Des 
Moines  Eapids  and  the  mouth  of  the  Illinois  Eiver  is  respectfully  sub- 
mitted. The  year  began  with  a  good  stage  of  water  in  the  river  and 
with  a  balance  of  funds  on  hand  sufficient  to  justify  some  work  of  con- 
struction. 

Accordingly  it  was  decided  to  begin  the  works  of  improvement  de- 
signed for  Cottonwood  Eeach,  2  to  5  miles  above  Quincy.  After  prep- 
arations were  made  and  material  gotten,  the  water  fell  so  that  it  was 
only  possible  to  put  in  shore  protections.  Two  pieces,  aggregating  1,660 
feet  in  length,  at  the  foot  of  Cottonwood  Island  and  consuming — 

Rock cubic  yards..     2,446.4 

Brush do...     1,417.2 

Total do...    3,862.6 

And  one  strip  of  2,600  feet  on  the  Illinois  shore  opposite  containing — 

Rock *. cubic  yards..     4,089.6 

Brush do...    2,328.0 

Total do...    6,417.6 

And  a  beginning  of  the  shore  protection  for  a  long  wing  dam  higher 
up,  taking — 

Rock cubic  yards..        190.7 

Brush do...  25.0 

Total do...        215.7 
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exhausted  the  appropriation  available,  and  work  closed.  In  all,  4,460 
feet  of  ahore  protection  were  laid  dnring  the  season,  eonsuniing  10,490 
cubic  yards  of  material.  This  is  less  than  2J  cubic  yards  to  the  run- 
ning foot,  and  less  than  our  usual  average,  but  it  stands  well,  holds 
the  bant,  and  appears  to  be  perfectly  satisfactory.  Complaint  was  made 
in  August  that  navigation  was  impeded,  although  the  gauge  read  not 
less  than  a  foot  higher  than  in  1889,  and  not  less  than  4  feet  depth  was 
found  over  the  shoalest  bars.  The  river  rose  slightly  in  September 
and  October,  and  no  difficulty  was  experienced.  At  no  time  was  one 
bar  markedly  worse  than  another.  To  complete  the  repairs  on  our 
fleet,  bids  were  invited  for  redecking  the  six  model  barges,  and  the  fol- 
lowing is  the  abstract  of  proposals : 

Abstract  of  proposals  for  repairs  to  model  barges,  opened  at  t  p,  m.,  July  18, 1890,  by 

Maj.  E.  H,  Sujfher. 


No. 

Kame  and  addresfl  of  bidder. 

Price. 

Remarks. 

1 

E  R  Rook  and  T.  S.  Adams,  Qainoy,  Ul 

$5,910 
7,050 
4,200 
3,950 
742 
9,300 

. 

2 

J.  R.  Morgan,  Clinton,  Iowa -^-.t-,,.- ..^^.^^ 

n 

T.  G-.  LjiiOTWood,  Le  Claire^  Iowa 

4 

Martin  Von  Hein,  Le  Claire,  Iowa 

Accepted  and  contract  made. 
For  each,  for  two  or  thr«e  barges. 

^ 

Kahlke  Brothers,  Rock  Island,  111 

6 

John  J?.  Geisler,  lEock  Island,  111 

Mr.  Von  Hein  duly  completed  his  contract,  and  the  barges  are  now 
in  excellent  condition.  To  secure  material  for  the  season  of  1891,  bids 
were  invited  and  opened  January. 8, 1891,  with  the  following  abstract: 

Abstract  forvroposdls  for  furnishing  rock  and  brush  dwring  the  season  of  1891,  opened  by 
Maj,  E.  u,Buffner,  Corps  of  Engineers,  at  Quincy,  III,,  at  fSp.  m.,  January  1, 1891. 


No. 

Name  and  addreas  of 
bidder. 

Book. 

Brush. 

Tarda. 

Price. 

Place  of  delivery. 

Yards. 

Price. 

Place  of  deUveiy. 

IC.  inrnmAll.  Oninnv.  Til . . 

19,000 
11,000 
11.000 

11,000 
10,000 

OenU. 
40 

49 

89 

29| 
85 

Near  Quincy  or 

Canton. 
Scott  Landing. 

On  river  bank  Sco^ 
Louisiana,  Mo. 

H.  P.  Dodge,  Atlaa,  Pike 
County.IlL 

Grafton  Qnarry  Co.,  St. 

Louis.  Mo. 
Fre«lerick    W.  Menke, 

Quincy,  HI.* 

Reid,  Broei  &  Ebert, 

Quincy,  ni.* 
Henry  L.Hart,LouiBiana, 

Cha«.'c.  Pratt  and  Robt. 
W.  Young,  Louieiana, 

Geo.  J.  Ebert,Quincy,  HI* 

HannibalLimeCo.,  Han- 
nibal. Mo.* 

Zaok  Fielder,  Hannibal, 
Mo. 

Patterson  Broa,  Keokuk, 
Iowa. 

Wm.  C.  Swanwlck,  Keo- 
kuk, Iowa. 

Jeaae  G.  Fox,  Carman, 
IlL* 

19,000 

19,000 

2,000 

3,000 
10,000 

19,000 

19,000 

2,000 
2,000 
5,000 

5,000 

19,000 
34,000 

19,000 

2,000 
6,000 

25,000 

$0.74 

.45 

.64 

.60 
.681 

.641 

.66 

.64i 
.70 
.50 

;60 

.70 
.80 

.73 

.86 
LOO 

L26 

Louisiana,  Mo 

Grafton,  HL 

Quincy,  IlL 

Do. 
La  Grange,  Mo. 

Louisiana,  Mo.... 

Do. 

Quincy,  HI. 
do 

10 

11 
12 
13 

Hannibal,  Mo. 

Do. 

Louisiana,  Mo. 
La  Grange  and 

Quincy. 
5  miles    below 

Louisiana,  Mo. 
Keokuk,  Iowa. 
Hannibal,  Mo. 

La  Grange,  Mo. 

andQoinoj. 

*Aooepted{  oontnet  nuida. 
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These  contracts  not  fdmislung  enough  rock  for  the  seasouVs  work,  Ciir- 
ther  advertisement  was  had  and  proposals  invited  for  20,<)0()  cubic  yards. 
The  following  is  the  abstract: 

Abstract  of  propoaalsfor  180,000  eubio  yards  of  rock,  opened  at  t  jp.  m.^  April  £,  1891,  hy 
Mai.  ^'  ^'  JXuJfker,  at  Quinctf,  Illinois. 


K«. 

Name  and  addiMS  of  bidder. 

Amount 
offered. 

Prioe. 

1 

• 
Zack  Fielder,  Hannibftl,  Mo 

OubieyanU, 
20,000 
10,000 

OenU. 
80 

? 

Tl£iifl*.Mfl<^aflY^y,  ¥:A^^"lr,Tnwft»  ......      ,r 

00 

^Accepted. 

Contract  with  Messrs.  Tigue  &  McCafirey  to  deliver  10,000  cubic  yards 
of  rock  on  the  barge,  at  Keokuk,  Iowa,  was  entered  into. 

To  carry  out  the  clause  in  the  appropriation  bill  providing  for  dredg- 
ing in  Quincy  Bay,  bids  were  invited  by  advertisement  dated  December 
6, 1890,  and  opened  January  6, 1891.  The  following  is  the  abstract  of 
proposals: 


Fo. 


Name  and  address  of  bidder. 


Price 


tioeper 
yard. 


A.  J.  Whitney,  Book  Island,  HI. . 
H.  S.  Brown,  Quincy,  XXL* 


OmU. 
15 
12.4 


^Accepted. 

Contract  was  entered  into  with  Mr.  H.  S.  Brown,  who  began  work  as 
early  in  the  spring  as  was  feasible  and  carried  it  on  with  his  usual 
vigor.  He  is  engaged  in  carrying  out  the  project  of  1879,  and  the 
present  contract  wSl,  with  the  amount  allotted  ($12,600),  deepen  all 
areas  near  the  Quincy  Bay  Bridge  and  in  the  channel  through  Whipple 
or  Cedar  Creek  Bar  sufficiently  for  present  needs  of  navigation.  The 
remaining  $12,500  will  be  reserved  for  the  present.  Mr.  Brown  dug 
34,763J  cubic  yards  up  to  June  30, 1891,  ^bout  a  third  of  his  contract. 

It  is  my  especial  recommendation  that  permission  be  granted  to  use 
so  much  of  the  $12,500  reserved  for  Quincy  Bay  as  may  be  necessary  to 
construct  a  retaining  levee  on  Whipple  Creek  Bar  to  hold  the  material 
dredged  from  the  bay  itself.  The  continual  dredging  of  large  quanti- 
ties of  material  in  Quincy  Bay  and  depositing  it  in  the  main  river  is  a 
positive  damage  to  the  latter.  The  levee  proposed  will  also  catch  and 
retain  material  brought  down  the  two  creeks  named,  and  which,  espe- 
cially after  heavy  storms,  materially  contributes  to  filling  up  the  dredged 
areas. 

.  The  area  proxH>sed  to  be  leveed  is  submerged  at  all  but  low  stages  of  the 
water,  and  lies  within  the  harbor  lines.  JSTo  exx>ense  should  be  incurred 
by  the  United  States  for  acquirement  of  title,  as  I  believe  the  patent  for 
the  land  in  question  wsis  never  made  out  and  the  title  probably  rests 
in  the  ITnited  States.  If  the  levee  be  constructed  and  subsequently 
dredging  be  required,  the  material  can  be  deposited  in  the  basin  created 
and  the  bay  will  be  benefited  without  iiyuring  the  river,  ^o  farther 
appropriation  for  dredging  in  Quincy  Bay  is  needed  for  the  present. 
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To  carry  out  the  clause  in  the  river  arid  harbor  bill  requiring  the  ex- 
penditure of  $15,000  as  recommended  by  me,  the  United  States  dredge]S"o. 

2  was  set  at  work  there  the  last  week  in  March,  assisted  by  the  launch 
Iris  and  steamer  Monarchy  hired  for  that  i)uriK)se,  and  dug  gravel  along 
the  front  of  Olarksville  and  above  and  below  the  town.  The  material 
varied  very  much  in  character,  and  in  places  was  almost  rip-rap.  But 
again  in  many  places  it  was  but  little  better  than  sand  and  mud.  Had 
the  river  remained  at  an  average  stage,  instead  of  dropping  in  June  to 
the  lowest  and  next  to  the  lowest  place  on  the  gauge,  1  presume  more 
of  the  material  dumped  on  the  line  of  the  dam  would  have  remained. 
As  it  was  the  fall  gave  a  strong  scour  and  much  was  carried  below  the 
dam.  The  dredge  suffered  many  accidents,  and  can  not  be  said  to  have 
made  as  good  a  showing  as  it  has  made  when  newer.  Work  continued 
until  the  end  of  June,  when  the  dredge  was  moved  elsewhere.  In  all, 
there  were  dug  and  dumped  upon  the  line  of  the  dam,  1,600  feet  long,  from 
the  head  of  Clarksville  Island  to  the  Illinois  shore,  36,203  cubic  yards 
of  sand,  mud,  gravel,  and  rock.  Probably  one-fourth  of  this  was  en- 
tirely washed  away,  and  another  fourth  is  carried  1t>elow  the  line  of  the 
dam.  The  remainder  makes  a  good,  solid  dam,  as  far  as  it  goes.  The 
gap  not  filled  by  the  dredge  wiU  be  filled  by  the  usual  brush  and  rock 
dam,  and  when  the  low  stage  of  water  comes  scrai)ers  will  be  hired  to 
distribute  surplus  material  regularly  along  the  dam,  which  will  thus  be 
widened  and  leveled  as  a  causeway.  Somewhat  more  than  a  third  of 
the  dam  was  raised  above  a  3i-foot  stage  by  the  dredge  alone,  and  there 
is  enough  material  available  to  level  the  whole  when  the  time  comes. 

The  Success  and  half  of  our  barges,  under  charge  of  Assistant  Engi- 
neer A.  L.  Richards,  started  work  during  the  last  week  in  March,  and 
have  been  steadily  engaged  with  reasonably  good  results.  The  con- 
tractor for  material  at  Louisiana  furnished  rock  and  bnish  very 
promptly  except  during  June.  A  cutting  bank  behind  Buffalo  Island^ 
where  some  work  was  done  in  1887,  was  held  by  518  cubic  yards  of 
rock,  and  then  the  fleet  protected  the  small  tow-head  at  the  foot  of 
Hickory  Chute,  running  a  short  dam  to  lower  Fritz  Island,  as  recom- 
mended by  the  Board  of  Engineers  for  Hickory  Chute.  Work  then 
began  on  the  protection  of  the  shore  necessary  to  secure  the  Sny  Island 
Levee,  as  provided  for  in  the  appropriation  bill.    This  stretch  of  about 

3  miles  begins  at  Scott's  Landing,  and  all  but  about  2,600  feet  of  it  was 
secured  by  June  30,  when  the  fleet  was  transferred  to  Clarksville,  as 
already  noted.  Particulars  as  to  material  will  be  found  in  the  table 
later  on.  •  The  fleet  put  m  24,313^  cubic  yards  material  in  3  montiis  and 
2  days. 

The  Coal  Bluff  and  the  remainder  of  the  fleet  have  been  employed  in 
Cottonwood  Island  Eeach,  3  to  6  miles  above  Quincy,  with  Overseer 
George  Wolcott  in  charge.  The  rebuilding  of  the  wheel  of  that  boat, 
the  last  of  the  repairs  on  it,  delayed  beginning  until  April  9,  when 
barges  were  delivered  near  quarries  and  men  set  to  work  cutting  brush. 
Material  came  slowly,  as  contractors  were  not  prompt,  having  only  small 
contracts,  and  not  until  June  was  a  good  showing  made.  Cottonwood 
Island  was  connected  with  the  Illinois  shore  by  a  closing  dam  1,125  feet 
long,  built  on  a  high  bar,  at  a  good  stage  of  the  river.  A  short  dam  250 
feet  long  unites  the  two  parts  of  Cottonwood  Island,  and  a  shore  protec- 
tion 650  feet  long  was  carried  around  the  head  of  the  eastern  half  of  the 
island.    The  bu&ding  of  a  long  wing  dam,  begun  last  year,  from  the 
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lUinois  shore  near  the  foot  of  the  next  island  up  the  river,  was  resumed. 
This  daui  is  1,700  feet  long,  but  as  it  rests  in  shallow  water  does  not 
consume  much  material.  The  shore  protection  of  the  cutting  bank  op-* 
posite  on  the  Missouri  side  was  then  begun  and  was  about  three- fourths 
finished  when  the  month  closed.  With  this  piece  all  is  done  contem- 
plated in  this  reach  for.  this  season.  Lone  Tree  Crossing  is  better  this 
year  than  for  several  past,  the  channel  being  straight  and  deep.  The 
stage  of  water  this  spring  was  especially  favorable  for  work  in  this  reach. 
For  45  days  the  gauge  read  between  10.5  feet  and  11.7  feet,  not  varying 
more  than  14  inches,  and  the  stage  was  the  best  possible  for  the  char- 
acter of  the  work.  The  dams  were  cheaply,  accurately,  and  successfully 
built  and  desired  scour  occurred  as  the  river  fell.  The  following  table 
shows  work  done  and  material  ijsed  by  the  two  fleets. 

Dams  and  ahore protections  hUli  in  1891  hy  the  fleets  of  the  Success  and  Coal  Bluff  tow 

boats. 


Baffalo  Chute  shore  nrotectioii 

Hickory  Chute  Tow-head  protection  .. 
Hickory  Chute  Tow-head  dosing  dam  . 

Sny  Island  Leree  shore  protection 

Cottonwood  Island  closing  dam 


Do. 


Cottonwood€sland  shore  protection 

Wing  dam  opposite  foot  of  Hogback  Island,  Illinois  shore  . 
Shore  protection,  Missouri  shore  opposite 


Total. 


Length. 


FMt. 

700 
1,100 

750 
13,600 
1,125 

250 

650 
1,700 
2,225 


Rock. 


Vu.  yds. 

518.5 

1,161.0 

2, 236. 8 

11, 246. 2 
2, 262. 3 
1,249.2 
1,085.7 
4,366.6 
3, 237. 1 


27,363.6 


Brush. 


Ou.  yds. 


977.0 
1,234.1 
6,939.8 
1,441.0 
467.3 
417.8 
2,353.1 
1,989.6 


15,819.7 


Total 
material. 


Ou. 


yd*. 
618.5 
2, 138. 0 
3,471.0 
18, 186. 0 
3,703.3 
1,716.5 
1,503.5 
6,719.7 
6,226.7 


43,183.2 


Excepting  a  short  time  in  August,  1890,  navigation  has  been  reason- 
ably satisfactory,  there  being  never  less  than  4  feet  on  the  shoalest 
bars.  But  as  the  work  of  improvement  progresses  very  slowly  owing 
to  the  limited  appropriations,  there  are  so  many  untouched  portions  of 
the  river  that  each  year  the  same  difficulties  arise.  Thus  far  we  have 
control  of  the  river  only  at  certain  places;  at  many  others  it  remains  as 
it  always  has,  and  in  these  the  channel  shifts*  continually  and  exceed- 
ingly. Could  there  be  enough  appropriated  at  once  to  control  stretches 
like  Tully  Island,  Moziers  and  Hamburg,  SterUng  Island,  Fritz  Island, 
and  others,  we  might  begin  to  look  forward  to  a  possibility  of  deepen- 
ing the  channel.  iBut  until  the  channel  is  first  reasonably  under  con- 
trol no  additional  depth  can  be  looked  for.  The  items  for  tliis  district 
have  been  so  reduced  and  diverted  to  points  not  connected  with  the 
general  plan  of  improvement  that  the  net  amount  available  is  hardly 
enough  for  1  year's  oi)erations,  even  on  a  moderate  basis.  The  present 
appropriation  will  not  allow  of  any  construction  by  contract  work,  and 
only  $100,000  is  available  for  the  navigation  proper  for  2  years.  Not 
less  than  double  the  recent  appropriations  would  suffice  to  carry  on  this 
work  with  efficiency.  The  fleet  of  this  district  has  no  winter  harbor 
belonging  to  it,  having  been  wintered  heretofore  at  different  places  and  at 
unnecessary  risk.  It  needs  also  a  marine  railway  at  least  135  feet  long 
on  which  to  be  repaired  from  time  to  time.  I  specifically  ask  for  $5,000 
for  this  purpose  and  to  purchase  or  lease  a  suitable  finontage  somewhere 
for  harbor  purposes. 
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Money  stafemetif, 

July  1, 1890,  balance  nnexpendea $25,142.00 

jlmount  appropriated  by  act  approved  Sept«Miil»er  19, 185)0 165,000.00 

'190,142.00 
June  30, 1^1,  amount  expended  during  fiscal  year 68, 801. 09 

July  1,  1891,  balance  unexpended 121,340.91 

July  1,  1891,  outstanding  liabilities $6,694.77 

July  1,  1891,  amount  covered  by  uncompleted  contracts 27, 507. 64 

34,202.41 

July  1, 1891,  balance  available 87,138.50 

{Amount  (estimated)  required  for  completiou  of  existing  project Unknown. 
Amount  that  can  be  protrtabl^  expended  in  fiscal  year  ending  June  30, 1893  300, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 

Very  respectfully,  your  obedient  servant, 

E.  H.  EUFFNEB, 

Major  of  Engineers. 
Brig.  Cten.  Thomas  L.  Casey, 

Okie/  of  Engineers  J  U.  S.  A. 


BEOPENINa    WILLOW    SLOUGH,    OR    SOME    OTHEB    CHAimEL,    FROM 
MISSISSIPPI  RIVER  TO    QUINOY  BAY,  ILLINOIS.       • 

[Printed  in  Hoase  Bx.  Boo.  Ko.  284,  Fifly-flrst  Congress,  second  session.] 

Engineer  Office,  U.  S.  Army, 

Quincy^  IlLj  December  23, 1890. 
General:  I  respectfully  forward  herewith,  through  the  Division 
Engineer,  my  report  on  the  examination  of  Willow  Slough  as  required 
by  the  river  and  harbor  act  of  1890,  accompanied  by  the  following 
papers:* 

Plat  of  WiUow  Slough  and  direct  canal. 

Sheet  of  profiles  of  ^e  same. 

Fourteen  sheets  of  oros8  sections. 

Printed  sheet;  general  map,  sheet  2. 

Bine  print;  Qumcy  Bay,  snowing  dredging  1881. 

Tracing;  Quincy  Bay;  showing  <u-edging  ll85. 

Please  see  my  project  of  oi)erations  in  regard  to  this  project. 
Very  respectfully,  your  obedient  servant, 

E.  H.  EUFFNER, 

Major  of  Engineers, 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indorsement.] 

U.  S.  Engineer  Office, 
Detroit,  Mich.,  December  29, 1890. 
Eespectfully  forwarded* 

I  have  made  an  examination  of  Willow  Slough  and  Quincy  Bay  and 
I  not  only  concur  in  the  conclusion  reached  by  Major  Buffher,  but  am, 

*    *  Not  printed. 
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more  strongly  than  he  is,  of  the  opinion  that  the  eflFect  of  opening  Wil- 
low Slough  would  be  detrimental  to  Quincy  Bay  for  all  pui'poses  con- 
nected with  navigation.  It  probably  would  be  advantageous  to  other 
interests  which,  as  I  understand  it,  we  are  not  called  upon  to  consider. 

O.  M.  PoE, 
Colonel,  Corps  of  Engineers, 
Division  Engineer^  Northwest  Division, 


report  of  major  e.  h.  ruffner,  corps  of  engineers. 

Engineer  Office,  U.  S.  Army, 

Quincy,  III.,  December  23, 1890. 

General:  I  respectfully  report  the  following  in  regard  to  the  exam- 
ination as  "  to  the  advisability  of  reopening  Willow  Slough,  or  some 
other  channel,  from  the  Mississippi  River  to  Quincy  Bay/'  required  by 
the  river  and  harbor  act  of  1890. 

Willow  Slough  is  a  low,  flat  slough,  2f  miles  long,  connecting  the 
Mississippi  River  with  Quincy  Bay  when  the  gauge  reads  about  5  feet 
above  low-water  mark. . 

The  upper  end  lies  behind  a  large  island,  !N^o.  422  on  our  maps,  and 
three-quaj*ters  of  a  mile  east  of  the  main  channel,  which  is  to  the  west 
of  Island  422.  The  chute  or  slough  from  which  Willow  Slough  starts  is 
some  8J  miles  long,  and  its  upper  entrances  are  closed  by  dams  across 
Canton  and  Smoot  chutes,  bmlt  in  1881  and  raised  and  repaired  in 
1889.  A  series  of  wing  dams,  proposed  many  years  ago,  wiU  be  built 
in  1891  from  the  Illinois  shore  in  the  first  mile  below  the  foot  of  Island 
422. 

These  dams,  three  in  number,  will  cause  large  deposits  of  sand  above 
and  below  them,  and  at  low  stages  the  river  near  the  Illinois  shore  for 
1 J  miles  below  the  head  of  Willow  Slough  will  not  be  navigable  6ven 
for  very  smaU  crafts.  Indeed  this  is  already  the  case  from  the  action 
of  the  two  dams  already  built.  The  slough  has  a  slightly  devious 
course  through  the  wooded,  alluvial  bottom,  that  is  overflowed  at  high 
water,  and  not  necessarily  extreme  high  water.  It  has  been  over- 
flowed partly  or  entirely  for  longer  or  shorter  periods  during  9  of 
the  past  12  years.  The  mouth  of  the  slough  is  in  Quincy  Bay,  about 
1,000  feet  above  the  harbor  as  recently  established  and  about  9,350  feet 
or  1.8  miles  above  the  mouth  of  the  bay.  It  is  owned  throughout  by 
private  parties,  and  the  ground  under  the  bay  is  also  owned  by  private 
parties,  from  the  mouth  of  the  slough  to  the  harbor  lines. 

A  survey  of  Willow  Slough  was  made  in  November,  1890,  by  Assist- 
ant Engineer  George  Wolcott.  This  survey  shows  the  course  of  the 
slough,  the  profile,  and  cross  sections  of  the  ground  taken  often  enough 
to  give  the  leading  characteristics  and  to  enable  a  reasonably  accurate 
estunate  to  be  made  of  the  quantity  of  material  to  be  removed  in  case 
the  slough  should  be  "reopened,"  in  the  language  of  the  act.  The  plat, 
profile,  and  8  sheets  of  cross  sections  are  forwarded  with  this  report. 
A  table  showing  all  the  data  of  the  survey  and  the  calculated  amounts 
of  excavation  required  to  open  Willow  Slough  to  a  depth  of  6  feet  at 
low  water,  100  feet  wide  and  with  side  slopes  of  2  horizontal  to  1  ver- 
tical, will  now  be  given: 
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Detailed  estimate  of  Willow  Slovkgh  survey  between  Quinoy  Bay  and  the  Mississippi  Sher, 


No.  of 
etation. 


1. 

2. 

4. 

6. 

8. 

0. 
12. 
14. 
16. 
18. 
20. 
22. 
24. 
26. 
28. 
32. 
34. 
36. 
37. 
38. 
42. 
44. 
46. 
48. 
50. 
52. 
56. 
58. 
60. 
02. 
65. 
67. 
70. 


^1 


Feet 


200 
400 
fiOO 
800 
1,000 
1,200 
1,400 
l.COO 
1,  800 
2.000 
2,200 
2,400 
2,600 
2,800 
3.200 
3,. 4  00 
3,600 
3.700 
3,800 
4,200 
4,400 
4,000 
4,800 
5,000 
5,200 
5. 600 
5:800 
6,000 
6,200 
6,f)00 
6,700 
7,000 


Feet. 
2.948 
2.616 
2.296 
3.081 
3.079 
6.812 
5.783 
4.610 
4. 405 
4.749 
4.376 
4.420 
4. 802 
5.427 
7.567 
7.105 
7.  555 
6.672 
6.195 
6.785 
9. 421 
7.716 
4.556 
8.886 
4.861 
7.  559 
7.790 
8.799 
0. 226 
5.573 
5.192 
5.954 
7.354 


Sq.fea. 
1,217.50 
1,  267. 47 
1,134.64 
1,2:11.78 
1, 325. 65 
1,585.71 
1,620.77 
1, 405. 69 
1, 134. 85 
1, 287. 00 
1,  359. 46 
1,450.72 
1, 472. 14 
1, 386. 62 
1, 538. 38 
1,535.84 
1,467.05 
1,492.39 
1,479.36 
1,  548. 80 
1, 688. 85 
1,  556. 01 
1, 614. 90 
1, 615. 09 
1,476.91 
1,541.67 
1, 737. 16 
1, 604. 30 
1,629.50 
1, 549. 40 
1, 578. 14 
1,  553. 53 
1, 667. 32 


1" 


•  P  « 


Oubieydi. 
*1, 127. 314 
0,203.592 
8,896.703 
8,764.518 
9,471.963 
10,782.814 
11,875.851 
11, 209.  Ill 
9,409.407 
8,969.814 
9,801.703 
10,408.074 
10,825.407 
10, 588. 000 
10,833.703 
22,772.000 
11,121.814 
10,960.888 
5,503.240 
6,607.703 
23,982.502 
12,018.000 
11,744.111 
11,962.925 
11,451.851 
11,179.925 
24, 287. 629 
12,375.777 
11,977.037 
11, 773. 703 
17,375.222 
11, 598. 777 
17,893.611 


Ko.ot 
station. 


72. 
75. 
76. 

77. 
78. 
79. 


84 

88 

90 

91 

92 

96 

100 

104 

106+75  . 

109 

112 

114 

116 

117 

121 

124 

128 

132 

136 

140 

144 

145^-80. 
145-1-90. 
146+40  . 


Feet. 

7,200 

7,500 

7,600 

7,700 

7,800 

7,900 

8,200 

8,400 

8,800 

9,000 

9,100 

9,200 

9,600 

10,000 

10, 400 

10,675 

10,900 

11, 200 

11,400 

11,600 

11,700 

12,100 

12,400 

12,800 

13,200 

13,600 

14,000 

14,400 

14,580 

14,590 

14,640 


III 


Feet. 
6.074 
5.884 
9.594 
8.776 
9.420 
9.690 
7.347 
6.647 
8.604 
7.143 
8.253 
10.893 
9.346 
7.232 
6.523 
7.478 
8.046 
7.660 
7.793 
5.200 
9.250 
7.314 
6.888 
7.155 
7.872 
9.577 
7.402 
7.305 
5.737 
5.107 


Sq.feet, 
1,  m  19 
1,72L62 
1,732.67 
1,655.78 
1,092.75 
1,082.96 
1,712.58 
1,718.10 
1,955.03 
1,814.49 
1,625.24 
1,171.04 
1,820.56 
1,973.20 
1, 899. 83 
1,783.96 
1,902.20 
1,924.33 
2,043.76 
1,821.68 
1,933.20 
1,960.70 
1,995.46 
2,033.87 
1, 835. 90 
1,951.50 
1, 907. 23 
1,981.73 
1,342.63 
98L12 


I.* 

Pi 
O© 


Cubic  ffdt. 

12,687.074 

10,832.277 

6,386.648 

6,274.723 

6,200.981 

6,25L314 

18, 864.  HI 

12,706.222 

27,216.037 

13,964.518 

6,369.870 

6,289.407 

26,604.444 

28, 101. 925 

28,689.111 

18,760.004 

16,350.000 

21,258.500 

14,600.629 

14,316.444 

6, 953. 481 

28,843.703 

21,978.611 

29,846.814 

28,064.962 

28,064.810 

28,583.185 

28,807.111 

11,081.200 

430.324 

*876.991 


Total  number  cubic  yards 912, 213. 209 


*  This  shows  the  number  of  yards  necessary  to  complete  tiie  work  out  to  0  feet  below  low- water 
mark.— Geo.  Wolcott,  Aatittcmt  Unffvneer. 

An  analysis  of  the  results  of  this  survey  shows  that,  if  the  water 
were  allowed  to  flow  through  an  artificial  channel  of  the  projwsed  di- 
mensions and  6  feet  in  depth,  the  resultant  velocity  would  be  1.77  miles 
per  hour,  which  being  sufficient  to  move  small  gravel,  the  channel  would 
fill  up  from  erosion,  unless  the  bottom  and  sides  were  protected.  In 
this  region  riprap  stone  makes  the  cheapest  protection  and  the  estimate 
is  based  thereon. 

It  may  be  said  that  if  any  doubt  arises  as  to  the  probability  of  Willow 
Slough  filling  up  from  erosion  one  has  only  to  thmk  that  it  lias  filled 
from  natural  causes,  even  if  it  ever  was  more  open  than  it  is  now  (which 
I  doubt). 

Eiprap  would  probably  average  about  6  inches  in  depth,  and  could  be 
put  in  pla-ce  at  about  $1  a  cubic  yard.  With  these  elements  the  pro- 
tection of  14,640  feet  of  canal,  with  a  wetted  perimeter,  averaging  not 
less  than  175  feet,  would  require  about  45,384  cubic  yards  at  $1  per 
yard.  We  have  never  had  dredging  done  in  Quincy  Bay  at  less  than 
14  cents  per  cubic  yard,  and  including  the  removal  of  the  ti-ees  and 
roots,  it  is  quite  safe  to  say  that  not  less  than  14  cents  should  be  the 
estimated  cost  of  dredging. 


Digitized  by 


Google 


APPENDIX   Z — ^REPORT   OP   MAJOR  BUPFNER.  2127 

The  cost  of  reopening  Willow  Slough  -would  then  be  as  follows: 

Dredging  912,213  cubic  yards,  at  14  cents $127,709.82 

Riprap,  45,384  cubic  yards,  at  $1 45,384.00 

173,093.82 
Adding  10  per  cent,  for  contingencies  and  engineering ^ . .      17, 309. 38 

We  have  for  the  total  cost 190,403.20 

It  is  quite  true  that  a  canal  could  be  estimated  for,  much  smaller  in 
dimensions  than  this;  it  could  be  estimated  at  half  the  width  (though 
such  a  channel  could  be  used  only  as  an  aqueduct)  and  it  need  not  be  dug 
so  deep,  though  the  low-water  season  is  the  time  when  a  flow  of  water 
is  desired  in  Quincy  Bay.  I  have  no  doubt  that  a  canal  could  be 
planned  that  would  require  not  more  than  half  the  amount  of  dredging 
estimated,  though  the  riprap  could  not  be  reduced  in  amount  more  than 
one-fourth,  since  there  would  always  be  a  time  in  any  flood  that  there 
would  be  at  least  6  feet  of  water  passing  down  the  canal,  and  then 
there  would  be  erosion  unless  riprap  were  used.  A  modified  estimate 
might  be  made  that  would  reopen  Willow  Slough  enough  to  allow  some 
water  to  flow  down  it  at  lowest  stages,  as  follows : 

Dredging,  one-half  of  prior  estimate $63, 854. 90 

Riprap,  three-fourths  of  prior  estimate 34, 038. 00 

97,  892. 90 
Add  10  por  cent:  for  coutingencies 9, 789. 29 

Total 107,682.19 

If  we  take  Rankine's  formula,  p.  678,  and  sec.  451,  p.  687,  i=  ,  in  this 

2'.16 
case-jj^gg-  =  .0001480.     A  =  area  proposed  canal=672  square  feet; 

A 

fc=126'.83;w=-g^  =  5'.298  hydraulic  mean  depth;   F  =  92.26   ^/  im= 

2'.583  feet  per  sec.  approx.  F=2^6  feet  per  sec. =1.77  miles  per  hour,  or 
will  wash  small  gravel,  say  all  authorities.  This  calculation  is  equally 
true  whatever  be  the  bed  of  the  slough,  provided  there  is  6  feet  of  water 
in  it,  and  of  course  the  rises  in  the  river  will  always  secure  some  such 
current  at  some  time  or  other,  canal  or  no  canal. 

The  gauge  records  at  Quincy  show  that  the  river  has  been  at  and 
above  5  feet  on  the  gauge,  at  which  stage  wat/cr  begins  to  flow  into 
Quincy  Bay  from  the  river  down  Willow  slough,  as  it  is  now,  as  follows: 


Bays. 

1885 242 

1886 156 

1887 147 

1888 167 

1889 71 

1890 86 


Days. 

1879 62 

1880 148 

1881 279 

1882 214 

1883 208 

18^ 203 

Average,  165  per  year. 

As  there  is  an  apparent  cycle  of  high  and  low  water  years,  which  is 
now  in  a  low- water  period,  tJdere  is  every  reason  to  think  that  a  change 
is  approaching  which  will  for  some  years  increase  the  number  of  days 
when  there  will  be  a  current  down  the  Slough  from  the  river  into  the 
bay  from  natural  causes.  Thus  far  attention  has  been  confined  to  the 
facts  about  Willow  Slough. 

It  now  becomes  necessary  to  provide  for  "  some  other  channeP'  than 
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Willoaw  Sloagb,  in  the  language  of  the  act.  An  examination  of  the 
map  of  the  river  in  the  vicinity  of  ^tiincy  (a  copy  of  which  is  inclosed) 
will  show  that  when  the  works  of  improvement  contemplated  for  the 
vicinity  of  Cottonwood  Island  are  completed  the  channel  of  the  river 
will  foUow  the  Dlinois  shore,  as  it  does  now,  opposite  Upper  Cotton- 
wood Island,  and  it  then  leaves  the  Illinois  shore  for  the  Missouri  shore, 
as  governed  by  a  dike  constructed  by  the  bridge  company  24  years  ago. 

Li  order  that  a  canal  from  the  river  to  the  bay  should  always  have 
water  at  its  river  end  without  dredging  it  should  be  located  somewhere 
in  this  stretch  of  a  mile,  and  in  order  to  have  the  least  possible  dredg- 
ing done  the  line  should  be  the  shortest  which  would  carry  it  to  the 
lower  end. 

The  bay  end  of  such  a  canal  should  be  near  the  upper  end  of  the 
established  harbor  lines  of  Quincy  Bay,  or  at  least  not  above  that  point. 

Such  a  line  has  been  surveyed  by  Mr.  George  Wolcott  in  a  similar 
manner  to  that  of  Willow  Slough,  and  the  same  data  are  collected  and 
exhibited,  and  the  same  charac^r  of  a  canal  contemplated.  Ko  shorter 
or  less  expensive  line  could  be  located,  if  any  regard  be  had  to  navi- 
gation, and  I  assume  that  it  is  supposed  that  the  United  States  will  not 
embark  in  an  undertaking  of  the  kind  unless  water  craft  can  use  the 
canal  at  some  time.    The  following  table  gives  all  information  necessary : 

Detailed  estimate  of  d^eat  okannel  survey  between  Quincy  Bay  and  ike  Mississippi  River ^ 


No.  of 
station. 


0 

2 

6 

8+CO.. 

9 

11+20. 
11+40. 

12 

13 

13+80. 
14+10. 
15+50. 
16+40. 
17+50. 
19+50. 
19+80. 
23+85. 

24 

24+75. 
26  +  20. 
27+30. 


I 


FMt. 


200 
600 
860 
900 
1,120 
1,140 
1,200 
1,300 
1,380 
1,410 
1,550 
1.640 
1,750 
1,950 
1,980 
2,385 
2,400 
2,475 
2,620 
2,730 


Ill 


Feet. 
2.302 

11. 157 

12. 013 

11. 613 
6.793 

12.392 
8.532 
8.331 
2.332 
3.632 

13.772 
7.972 

14. 142 
8.002 

10.843 
5.363 
7.B04 
9.900 

10.820 
2.379 
9.399 


2,089.10 
2,612.61 
2,382.61 
1,595.85 
2, 462. 30 
1,859.45 
1,835.81 

928.00 
1,102.98 
2,694.80 
1,437.95 
2,755.66 
1,774.97 
2,217.00 
1,331.80 
1,638.04 
2, 123. 03 
2,146.76 

005.92 
1,939.06 


li 


5^ 


Ou.  yard». 
*853.66 

11,321.77 

34,827.48 

24,050.94 
2,947.00 

16, 533. 16 
1,600.64 
4,105.84 
5, 118. 10 
3,008.80 
2,109.87 

10, 714. 48 
6, 989. 31 
9, 228. 23 

14,783.40 
1,971.54 

22,273.78 
1,044.73 
5,930.25 
8,196.99 
5,795.24 


No.  of 
station. 


30 

34 

34+20.. 
34+50.. 

36 

36 

88 

40 

42 

42+50.. 

43 

44+35.. 
44+50.. 

48 

48+80.. 
40-1-35.. 
49+65.. 
50+25.. 


d 


II 

c  m 

5 


Feet. 
8,000 
3,400 
8,420 
8,450 
3,500 
3,600 
8,800 
4,000 
4,200 
4,250 
4,300 
4,435 
4,450 
4,800 
4,880 
4,935 
4,965 
5,025 


{>  ?  d 


Ftei. 
10.885 
11.163 

2,808 

2.588 

7.538 
10,488 
12. 148 

9.311 
10.891 

6.678 
11.998 

7.978 
14.978 

J9.074 
13.494 
13.006 

3.441 


11 

I. 

ill 


Sa.feet. 
2,124.03 
2, 116. 81 
2,427.45 
2,266.50 
1,621.60 
1, 880. 72 
2, 197. 71 
1, 848. 63 
2,123.28 
1, 159.  54 
2,291.67 
1, 698. 80 
2, 603. 80 
1,842.41 
2.373.93 
2,290.24 
967.78 


Total  number  cubic  yards . 


Ou.  yards. 

20,315.34 

31,413.60 

1,683.04 

2,607.18 

8,599.15 

6,485.77 

15,105.29 

14,986.44 

14,710.66 

3,817.40 

8,473.30 

9,976.09 

1,195.15 

28,817.95 

6.246.40 

4,750.51 

1,809.99 

973.24 


364,871.61 


*  This  shows  the  number  of  yards  necessary  to  complete  the  work  out  to  6  feet  below  low-^-ater 
mark.-— Geo.  Woloott,  Ainttant  Engineer, 

The  estimated  cost  of  such  a  canal,  based  upon  prior  calculations, 
would  be:  . 

Dredging  364,871  cubic  yards,  at  14  cents $51,081.94 

Riprap,  15,391  cubic  yards,  at  $1 15, 391.  Oft 

66,472.94 
Add  10  per  cent,  for  contingencies 6^647.29 

Total 73,120.23 
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Similar  calculation  as  to  the  eleineuts  of  such  a  caual  givefih- 
h     1'14 

A=area=672  square  feet, 

ft=border=126'.83  for  depth  of  6  feet  of  water* 

-jr=:i»=5'.298  hydraulic  mean  depth. 

/'=.007565       t?'=92.26  i/iw=3'.218L 

t?=f  2 — oiSTS  )^'=3'-^^^  ^®®*  P^r  second. 

This  velocity  is  equal  to  2.23  miles  per  hour,  and  will  move  pebbles 
as  large  as  an  egg.  Discharge  will  be  about  2,200  cubic  feet  per  second, 
or  somewhat  more  than  a  tenth  of  the  low-water  discharge  of  the  river 
at  Quincy .  If  the  canal  were  only  50  feet  wide  at  the  bottom  the  velocity 
would  still  be  3M28  per  second,  or  2.13  miles  per  hour. 

When  the  river  rose  to  6  feet  on  the  gauge,  and  there  would  be  12  feet 
in  the  canal,  the  velocity  would  be  4'.381  per  second,  or  3  miles  per 
hour.  The  same  would  occur  at  12  feet  on  the  gauge  if  there  were  only 
a  canal  12  feet  deep;  that  is,  only  to  low- water  mark.  This  velocity  is 
that  recorded  at  Hannibal,  when  the  gauge  read  12  feet  and  the  dis- 
charge was  140,000  cubic  feet  per  second.  This  question  of  velocity  is 
the  most  important  item  in  the  project  and  should  be  thoroughly  under- 
stood. Since  Quincy  Bay  has  no  connection  with  the  river  from  the 
upper  end  at  low  stages  it  has  a  level  water  surface  and  no  slope.  The 
average  slope  of  the  river  is,  however,  about  6  inches  to  the  mile,  and 
the  higher  up  the  river  we  go  and  the  shorter  line  we  run  to  Quincy 
Bay  the  greater  slope  we  have  and  the  greater  velocity.  To  any  one 
familiar  with  the  velocity  of  the  river  above  and  through  Quincy  Bridge 
to  the  City  Wharf  a  proposition  to  concentrate  the  fall  of  this  distance, 
which  is  somewhat  less  than  2  J  miles  by  the  channel,  into  a  short  canal 
of  less  then  a  mile,  would  be  viewed  with  some  distrust.  If  the  con- 
centration of  the  canal  could  be  preserved  through  Quincy  Bay  the  case 
would  be  different. 

But  the  outeome  is  a  wide,  flat,  shallow  surface,  not  less  than  350  feet 
wide  at  the  low- water  mark  in  narrow  parts  of  the  bay,  and  widening 
rapidly  with  the  rise  of  water.  There  would  be  then  under  the  most 
favorable  conditions  high  velocity  in  the  canal  and  much  less  in  the  bay 
a  short  distance  below  the  mouth.  In  short,  the  proposition  involves 
all  the  considerations  due  tea"  cut-off  5"  that  is,  leading  a  part  of  a  great 
river  through  a  short  line  instead  of  a  much  longer  one. 

Let  us  now  consider  some  points  in  reference  to  the  navigability  of 
tlie  proposed  canal.  The  distance  by  the  river  channel  from  the  head 
of  the  canal  to  Quincy  Wharf,  passing  through  the  Quincy  Bridge,  with 
its  draw  of  160  feet  opening^  is  about  12,800  feet.  The  distance  be- 
tween the  same  points  passmg  down  the  canal,  through  the  70-foot 
draw  span  of  the  Bay  Bridge,  is  about  14,847  feet,  a  clear  loss  of  about 
2,000  feet.  To  be  sure,  rafte  and  small  craft  having  business  in  Quincy 
Bay  would  go  down  the  canal,  but  few  boats  would  attempt  to  go  up  it. 
There  would  be  a  constant  suction  down  the  canal,  at  the  head,  which 
would  be  a  source  of  anxiety  to  pilots  passing  down  the  main  channel 
and  not  intending  to  use  the  canal.  This  suction  would  be  of  very  great 
importance,  and  a  source  of  danger  when  the  ice  breaks  up  in  the  spring. 

One  very  great  ivdvantage  that  Quincy  Bay  now  possesses  is  that  it 
is  a  secure  ice-harbor,  or  winter  harbor,  for  boats.  With  an  open  canal 
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leading  down  from  the  river  into  the  bay,  we  may  foretell  what  might 
happen  at  the  end  of  a  severe  winter.  The  bay,  canal,  and  river  will 
be  frozen,  as  they  frequently  are,  with  ice  16  inches  thick  or  more.  A 
thaw  comes  on  a  rising  river,  and  this  heavy  mass  is  raised  from  its 
side  anchorages,  is  broken  to  i>ieces  and  driven  down  the  bay,  is  piled 
up  against  the  piers  of  the  Bay  Bridge,  and  then  when  enough  heiad  is 
gained  and  the  whole  is  somewhat  softened  it  gives  way,  crashing  down 
the  bay,  carrying  with  it  all  frail  vessels,  until  a  mass  large  enough  is 
accumulated  to  tear  away  all  steamboats  that  have  sought  Quincy  Bay 
as  a  safe  winter  harbor,  such  as  it  is  now. 

This  is  not  a  fancy  picture.  Ice  has  been  forced  in  times  past  down 
Squaw  Chute,  a  short  small  slough,  into  Quincy  Bay,  at  the  lower  end, 
when  a  break-up  occurred  at  a  stage  suitable  for  such  an  event,  and 
one  of  our  difficulties  is  to  maintain,  against  the  ice,  dams  that  we  ouild 
to  dose  up  just  such  smaU  sloughs  as  is  here  proposed  to  be  oi>ened. 

Let  us  now  consider  the  engineering  propositions  of  the  project.  The 
general  plan  of  improvement  of  this  river  proposes  to  close  all  small 
useless  island  chutes  and  sloughs.  The  plan  of  concentration  requires 
the  constant  passage  down  the  main  low- water  bed  of  the  river  of  the 
bulk  of  the  water. 

For  12  years  we  have  made  a  practice  of  closing  such  small  chutes. 
The  maps  show  how  many  have  been  closed,  and  the  testimony  is 
unanimous  that  such  closure  is  in  the  interest  of  navigation. 

Three  such  closures  have  been  made  in  sight  of  Quincy,  and  one 
small  slough  running  into  the  bay  has  itself  been  closed.  Squaw  Chute 
by  name.  It  does  not  need  argument  at  this  time  to  show  that  this 
plan  is  the  proper  one  to  follow.  Yet  the  opening  of  Willow  Slough  or 
some  other  channel  from  the  Mississippi  Eiver  into  Quincy  Bay  wSl  be 
a  direct  violation  of  this  practice. 

What  engineering  reason  has  been  assigned  why  this  canal  should  be 
dugf  The  only  one  that  has  come  to  my  knowledge  has  been  that'  the 
current  introduced  into  Quincy  Bay  would  scour  out  the  bar  at  the  mouth 
of  Whipple  and  Cedar  creeks,  and  in  general  keep  the  bay  from  filling 
up.  I  have  already  shown  that  there  would  undoubtedly  be  a  great 
diminution  of  velocity  and  scouring  effect  after  the  water  of  the  canal 
reached  Quincy  Bay. 

There  is  no  doubt  that  the  canal  would  scour  a  canal  or  channel  equal 
in  capacity  to  itself  through  Whipple  Creek  Bar.  The  matter  so  scoured 
would  deposit  lower  down  in  the  bay,  and  eventually  a  channel  equal  in 
capacity  to  the  dug  canal  would  be  scoured  and  maintained  tlm>ugh 
the  lower  bay.  That  is  the  limit  of  capacity  of  the  current  introduced 
into  Quincy  Bay,  to  scour  and  maintain  a  channel  equal  to  itsel£  But 
we  have  such  a  channel  already  in  Quincy  Bay,  and  greater  throughout, 
except  through  Whijiple  and  Cedar  Creek  Bar,  and  this  has  been  half 
opened,  and  will  be  entirely  opened  by  July  1,  probably  at  an  expense 
of  not  over  $6,000.  In  point  of  fact,  the  total  expense  of  maintaining 
by  dredging  the  harbor  of  Quincy  Bay  for  11  years  has  been  only 
$66,300,  instead  of  the  minimum  amount  of  $73,120,  prox>osed  in  this 
project  to  secure  a  smaller  channel  with  many  disadvantages. 

Of  the  work  already  done  in  Quincy  Bay  about  $20,000  worth  of  dam- 
age was  caused  by  the  flood  of  1888,  during  which  the  Indian  Grave 
levee  broke  at  the  head  of  the  bay,  and  a  large  amount  of  material  was 
precipitated  into  the  bay,  entirely  filling  up  the  channel  dug  through 
Whipple  Creek  Bar  in  1884  and  1885,  and  the  areas  just  below  that  bar. 
There  is  now  available  for  dredging  in  Quincy  Bay  $25,000.  This 
money  wiU  be  spent  in  carrying  out  the  project  of  1879|  and  there  is  no 
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doubt  in  my  mind  that  it  will  suffice  to  widen  and  deepen  the  channel 
throughout  Quin<^  Bay  enough  to  answer  all  purposes,  and  secure  the 
necessary  area  and  depth  within  the  harbor  lines  for  all  the  purposes 
of  navigation  for  not  less  than  6  years.  Maps  showing  the  areas  dredged 
at  various  times  in  Quincy  Bay  are  inclosed  herewith.* 

The  dredging  proj^sed  in  1886  was  done  that  year,  and  two  cuts,  60 
feet  in  width  in  all,  were  dug  through  the  same  in  1889  and  1890,  and 
on  the  same  lines  the  contractors  wSl  operate  in  1891  and  1892. 

To  conclude,  I  do  not  think  it  advisable  to  reopen  Willow  Slough  or 
any  other  channel  from  the  Mississippi  Eiver  to  Quincy  Bay,  for  the 
following  reasons : 

(1)  It  is  contrary  to  the  theory  of  the  improvement  of  this  river,  as 
adopted  by  the  United  States. 

(2)  No  use  could  be  made  of  such  canal  by  navigation  that  is  not 
already  better  provided  for. 

(3)  Such  a  canal  would  endanger  the  safety  of  crafts  using  Quincy 
Bay  as  an  ice  or  winter  harbor. 

(4)  It  is  needless,  because  the  only  value  to  be  got  from  its  construc- 
tion is  easier  and  cheaper  secured  by  dredging. 

I  am,  sir,  very  respectfully,  your  obedient  servant, 

E.  H.  EUFFNER, 

Major  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  EnffineerSy  U.  S.  A. 


report  of  board  of  engineers. 

Engineer  Office,  XJ.  S.  Army, 

Quincy^  HL,  February  18^  1891. 

General:  The  Board  of  Engineers  constituted  by  paragraph  1, 
Sx)ecial  Orders,  Fo.  77,  Headquarters  Corps  of  Engineers,  November  7, 
1890,  to  which  was  assigned  by  indorsement  by  the  Cliief  of  Engineers 
dated  January  2,  1891,  the  consideration  of  the  report  on  examination 
for  purpose  of  reopening  Willow  Slough  or  some  other  channel  from 
Mississippi  Eiver  to  Quincy  Bay,  submits  the  following  report: 

Pursuant  to  the  call  of  the  senior  member  the  Board  met  in  Quincy 
on  February  17,  and  held  a  public  meeting,  where  the  views  and  wishes 
of  aU  persons  interested  were  invited  to  be  expressed.  As  due  notice 
had  been  given  the  city  authorities  by  letter,  and  the  public  by  notices 
published  in  the  daily  morning  and  evening  papers,  there  was  a  full  at- 
tendance at  this  meeting  of  those  most  interested  in  and  cognizant  of 
the  matter  in  question.  There  is  inclosed  a  brief  r6sum6  of  the  speeches 
and  remarks  made  by  parties  at  the  meeting.  Two  sessions  were  held, 
morning  and  afternoon.  The  only  written  documents  submitted  to  the 
Board  are  a  paper  of  the  city  engineer,  Mr.  E.  E.  Chatten,  calling  the 
attention  of  the  city  council  to  the  danger  of  allowing  certain  intended 
sewers  to  empty  into  Quincy  Bay,  and  a  paper  signed  by  numerous  par- 
ties asking  that  a  channel  be  opened  from  the  river  to  the  bay,  and 
that  a  small  levee  be  built  on  Whipple  and  Cedar  Creek  Bar  to  catch 
therein  the  dejioHits  of  these  creeks  and  prevent  them  entering  the  bay. 

It  may  be  said,  therefor^,  that  the  Board  is  quite  well  informed  as  to 
the  wishes  of  all  concerned. 

*  Not  printed. 
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The  Board  considers  that  Major  EuffDer's  detailed  report,  which  gives 
all  the  fa^ts  bearing  upon  the  question  and  detailed  estimates  of  cost, 
covers  all  the  points  that  need  be  discussed  and  adopts  it  as  a  part  of 
this  report. 

It  appears  that  formerly  there  was  a  current  in  Quincy  Bay  at  lower 
stages  than  at  present,  but  that,  by  the  construction  of  the  Indian  Grave 
lovee,  (^ei-tain  movements  of  sand  bars  in  the  Mississippi  River,  and  the 
filling  up  of  Willow  Slough,  such  current  has  been  virtually  destroyed 
at  all  stages  of  less  than  5  feet  at  low  water.  This  absence  of  current 
at  low  stages  of  the  river  affects  the  purity  of  the  water  in  the  bay  and 
to  a  certain  extent  results  in  the  deposit  of  a  limited  amount  of  the  ma- 
terial bnmght  in  by  creeks.  By  slightly  deepening  WiUow  Slough,  or 
other  practicable  means,  the  length  of  time  during  which  fresh  water 
can  reach  the  bay  may  be  prolonged,  and  such  a  result  is  probably  very 
desirable  on  sanit«ary  grounds,  but  to  furnish  a  channel  which  will  serve 
the  purpose  of  navigation  or  i)ermit  the  passage  of  a  suflficieut  amount 
of  water  to  have  any  effect  on  the  deposits  in  the  bay  is  a  work  which 
would  be  very  expensive  and  which  the  interests  of  commerce  do  not 
appear  to  justify. 

The  Board  would  respectfully  state  that  in  their  opinion  the  "  re- 
opening of  Willow  Slough  or  some  other  channel  from  the  Mississippi 
to  Quincy  Bay  "  is  not  advisable. 

A.  Mackenzie, 

Major,  Corps  of  Engineers, 
A.  M.  Miller, 

Major,  Corps  of  Engineers. 

E.   H.  KUFFNER, 

Major  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  J  U,  S,  A, 


minutes  of  public  mketing. 

Engineer  Office,  U.  S.  Army, 

Qnineyy  III. 

Report  of  the  meeting  held  at  the  Y.  M.  B.  A  rooms  February  17,  1891,  iu  regard  to 
opening  Willow  Slough  or  some  other  chaunel  into  Quincy  Bay. 

After  an  explanation  of  the  object  of  the  meeting  by  Major  Ruffnor,  City  Engineer 
Chatten  stated  that  through  the  closure  of  channels  from  the  river  caused  the  water 
to  stagnate,  and  that  a  channel  would  be  very  important  to  carry  off  the  deposit. 

C.  D.  Van  Frank  then  read  a  petition  in  regard  to  the  building  of  a  levee  around 
the  mouth  of  Cedar  Creek  to  prevent  deposit  in  the  bay. 

F.  W.  Meyer  was  called  upon,  and  stated  that  by  the  bnilding  of  levees  the  supply 
of  water  was  cut  off  from  the  bay,  and  through  that  source  the  bay  has  been  gradu- 
ally tilling,  and  river  and  ice  men  especially  have  been  damaged  to  a  great  tttteut. 
Thinks  that  by  opening  a  channel  a  current  into  the  bay  will  prevent  all  further 
de])osit  at  its  mouth. 

George  A.  Anderson:  In  regard  to  the  advantages  of  a  channel  in  Quincy  Bay  and 
its  importance  to  navigation. 

C.  1).  Van  Frank  stat<Ml  that  a  channel  in  the  upper  part  of  the  bay  wrmld  be  a 
most  desirable  thing;  it  would  form  a  continual  cnrrent  through  the  bay  without 
washing  its  banks  and  without  the  least  danger  to  steamboats;  would  form  a  most 
excellent  harbor. 

Col.  W.  W.  BeiTy :  In  regard  to  the  navigability  of  Quincy  Bay  and  the  importance 
of  a  channel. 

C.  1>.  Van  Frank  stated  that  a  channel  such  a.s  proptined  would  carry  all  the  deposit 
sewage  from  tlie  bay  and  have  force  enough  to  carry  out  what  is  materially  depos- 
ited there.  Tliiuks  there  wouhl  be  very  little  expense  connected  with  the  repair 
of  such  channel.  There  should  be  a  chaunel  running  into  the  bay  at  low  stages  to 
X)revent  tilling  in  at  the  lower  end. 
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J.  D.  Morgan ;  In  regard  to  the  changes  in  the  river  that  have  taken  place  nnder 
hiB  observations  since  landing  hero  56  .years  ago. 

Lonis  Boswell :  It  seems  to  me  that  considerable  discussion  has  been  carried  on  in 
reganl  to  a  channel  into  Qnincy  Bay.  I  do  not  desire  to  speak  of  what  would  seem 
like  telling  a  workman  his  own  business,  nor  would  I  tell  him  to  carry  out  what  I 
thought  was  the  right  thing.  The  Quincy  Bay  is  a  navigable  stream,  dependent 
somewhat  upon  the  water  course;  formerly  it  was  without  difficulty  that  loads  of 
iron  and  lumber  were  taken  up  the  bay,  but  of  late  years  we  have  had  to  abandon 
it.  Besides  the  interest  such  a«  the  property  owners  have,  there  is  at  present  inter- 
est felt  for  this  stream  as  navigable  water. 

The  Government  engineers  work  upon  their  judgment  «s  to  the  best  means  of  car- 
rying out  things  to  the  best  of  their  knowledge  lor  the  benefit  of  the  people ;  we 
must  rely  upon  their  judgment.    Let  us  ask  them  not  to  think  this  a  private  scheme. 

The  Quincy  Bay  should  be  maint-ained  as  a  navigable  stream.  The  sanitary  condi- 
tion of  the  water  is  of  minor  importance  to  a  growing  city,  although  the  lives  of  125 
men  are  practically  endangered  by  its  use.  If  the  Government  will  make  the  stream 
navigable,  it  will  bring  commerce  into  it  and  enable  us  to  reach  our  factories.  The 
bay  should  be  opened  not  as  a  private  but  as  a  national  interest. 

Captain  Brown  states  that  by  the  building  of  the  brid^j^e  and  disturbing  the  land 
has  had  some  effect  in  filling  up  of  the  bay.  Does  not  think  that  a  rapid  current  in 
the  bay  will  maintain  it  as  a  navigable  stream  [^  that  it  must  be  dredged  even  once  a 
year. 

James  Woodruff:  In  regard  to  navigability  and  advantages  of  a  channel  into 
Quincy  Bay  and  the  unhealthy  condition  of  the  water. 

George  A.  Anderson:  In  regard  to  suitability  of  Quincy  Bay  for  commerce.  Does 
not  think  that  dredging  alone  will  make  the  bay  suitable  for  navigation. 

H.  F.  J.  Ricker  stated  that  he  remembers  when  Wood  and  Willow  sloughs  afforded 
•good  ice  harvests,  and  in  the  spring  were  used  by  woodmen ;  but  in  the  last  5  or  10 
years  have  filled  up  so  fast  that  the  natural  course  of  water  from  the  river  has  been 
'shut  off. 

F.  M.  Collins :  In  regard  to  the  navigability  of  Quincy  Bay  and  the  advantages  of 
a  channel  from  the  river. 

Ell.  Wells  states  that  in  order  to  prevent  the  bay  from  filling  in  dredging  will  have 
to  be  resorted  to  often,  and  that  a  channel  should  be  cut  through  from  the  river  to 
keep  it  open. 

Ed.  rteeger  stated  that  Mr.  Van  Frank's  ideas  in  regard  to  this  very  important  chan- 
nel at  the  upper  end  of  the  bay  to  form  a  continual  current  are  very  good. 

The  meeting  then  adjourned  until  2  p.  m.,  but  nothing  of  importance  oame  up. 


LETTER  OF  MB.   R.   R.   CHATTEN,   CITT  ENGINEER. 

Quincy,  III.,  November  SO,  L<iSO. 

Gentlemen  t  In  the  matter  of  a  proposed  change  in  the  second  district  of  the  mw- 
age  system  'referred  to  me,  I  would  re8i»eetfully  report  that  any  change  in  the  sys- 
tem would  increase  the  cost,  as  additional  rock  excavation  wonld  be  necessary' to 
cross  and  use  private  property  to  secure  the  drainage,  owing  to  the  fact  that  the' fall 
from  CcMlar  and  Front  to  Broadway  and  Front  is  so  slight  as  to  make  it  difficult  to 
dispose  of  sewage.  To  change  system  so  as  to  bring  sewer  from  a  point  at  north  end 
of  second  district  to  place  of  delivery  would  necessitate  a  choice  of  two  routes,  viz : 
either  along  the  bay  or  along  Front  street  to  cattle  yards,  and  then  along  the  bay 
to  the  point  of  delivery;  sooner  or  later,  iis  the  city  grows  in  size  and  population, 
the  bay  will  have  to  be  used  as  an  outlet  for  sewage,  as  it  is  now  by  Soldiers*  Home, 
and  before  any  change  is  made  in  the  present  system  I  would  respectfully  suggest 
that  the  matter  be  given  a  careful  Investigation  with  a  view  to  the  possibility  of 
obtaining  a  continuous  current  through  the  bay,  which  would  effectually  remedy  the 
causes  for  complaint  against  the  present  system. 

Any  practicable  change  will  add  from  $15,000  to  $20,000  to  the  cost,  approximately, 
and  if  the  plan  proposed  by  Mr.  Van  Frank  were  adopted  it  would  ueprive,  to  a 
great  extent,  the  northern  portion  of  the  city  of  the  benefits  of  sewerage,  as  it  would 
be  Inaccessible  from  points  north  of  sewer,  owing  to  the  ravine  which  lies  between 
those  points. 

The  expense  of  that  plan  would  be  much  greater  than  any  other,  as  excavation 
would  be  greater.  The  opinion  given  as  to  cost,  fall,  etc.,  is  based  upon  the  figures 
given  in  plat  of  system  and  grade  books,  but  in  order  to  make  accurate  figures  a  com- 
plete survey  of  that  district  should  be  made. 

Respectfully  submitted. 

£.  R.  Chattkn, 

City  Engineer. 

To  the  honorable  Mayor  and  City  Cciuncil, 
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PETITION  OF  CITIZENS  OF  QUINCY,  ILLINOIS. 

QuiNCY,  III.,  February  17 f  1892, 

GentHemen  :  In  the  matter  of  openiDg  a  channel  from  Mistsissippi  River  to  Qnincy 
Bay: 

Such  a  channel  seems  every  way  desirahle  for  the  purposes  of  navigation. 

To  get  the  best  results  from  such  improvement  of  Quincy  Harbor  it  seems  to  ns 
that  the  proposed  channel  should  leave  tne  river  at  some  point  above  the  railroad 
l)ridge  wliere  the  steamboat  channel  of  river  sets  in  to  the  Illinois  shore,  thence 
across  the  islaud  in  a  direct  line  to  some  point  in  the  bay  near  to  the  northern  limits 
of  harbor,  and  such  channel  should  be  broad  and  deep  enough  to  admit  steamboats 
at  all  stages  of  river;  the  sides  and  bottom  should  be  properly  protected  by  riprap 
to  prevent  scouring. 

Such  a  channel  would  not  only  make  a  good  and  desirable  inlet  for  steamboats  and 
other  crafts  to  the  upper  end  of  Quincy  Harbor,  but  would  also  supply  a  current 
which  would  carry  out  a  large  percentage  of  the  material  now  de^iositing  in  tiie  bay. 

In  connection  with  the  above  it  seems  to  us  that  instead  of  removing  the  main 
part  of  Whipple  or  Cedar  Creek  Bar,  which  will  be  a  very  expensive  undertaking, 
will  it  not  be  more  economical  and  advantageous,  and  also  answer  all  the  require- 
ments of  navigation,  to  open  a  good  navigable  channel  along  the  western  part  of 
said  bay,  and  then  build  a  levee  around  the  remaining  part  of  the  bar  with  suitable 
water  ways  for  the  escape  of  the  water  of  Cedar  Creek,  such  levee  to  hold  the  de- 
posits of  the  creeks  on  snore, thus  preventing  further  injury  to  navigation  from  that 
source. 

C.  D.  Van  Frank 

(and  38  othen). 

Board  of  Engineer  Officers, 

Considering  Quincy  Bay  iMPRpyicMBNTa. 


Z   2. 

PRELIMINARY  EXAMINATION  OF  MISSISSIPPI  RIVER  AT  WARSAW,  ILLI- 
NOIS,  WITH  A  VIEW  OF  REMOVING  BAR. 

[Printed  in  House  Ex.  Doo.  No.  6  ,  Fifty-Flnt  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Wa^hingtony  D.  0.,  December  4,  1890. 
Sir:  I  have  the  honor  to  submit  herewith  the  accompanying  copy  of 
report  dated  October  29, 1890,  fron'i  Maj.  E.  H.  RufPner,  Corps  of  Bn- 
f^ineers,  giving  results  of  the  preliminary  examination  of  Mississippi 
Ei ver  at  Warsaw,  111.,  with  a  view  of  removing  bar,  made  to  comply  with 
provisions  of  the  river  and  harbor  act  approved  September  19, 1890. 

Major  Butfner  rex>orts  that  he  does  not  consider  this  section  of  the 
river  worthy  of  improvement,  and  on  the  contrary  that  the  removal  of 
the  bar  would  be  a  detriment  to  navigation.  Col.  O.  ^M.  Poe,  Corps  of 
Engineers,  agre.es  that  the  locality  should  not  be  improved  by  the  Gen- 
eral (xovernment,  and  in  this  opinion  I  concur. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.^  Chief  of  Engineers. 

Hon.  Eedfield  Proctor, 

Secretary  of  Wan 
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report  of  major  b.  h.  ruffner,  corps  of  engineers. 

Engineer  Office,  United  States  Ar^iy, 
Quincy,  111,  October  29, 1890. 

Oeneral:  In  obedience  to  letter  of  instructions  of  the  20tli  Septem- 
ber, I  have  the  honor  to  render  the  following  report  of  a  preliminary 
examination  of  Mississippi  Eiver  at  Warsaw,  lU.,  with  a  view  to  re- 
moving bar,  as  required  by  the  river  and  harbor  act  of  September  19, 
1890. 

A  personal  examination  of  the  river  near  the  public  steamboat  land- 
ing at  Warsaw,  111.,  and  conversation  with  pilots  who  know  the  river, 
confirmed  my  prior  knowledge  that  there  was  no  bar  in  front  of  or  near 
the  public  landing  at  Warsaw.  •  There  has  been  no  bar  near  or  inter- 
fering with  this  landing  for  some  years,  and  there  is  no  bar  approach- 
ing or  coming  down  on  it.  In  order  to  ascertain  exactly  what  was  the 
intention  of  the  act,  the  steamer  Success  was  subsequently  stopped  at 
Warsaw  and  a  search  made  by  Assistant  Engineer  Eichards  and 
Pilot  Ames  for  parties  knowing  anything  about  the  matter.  It  was 
then  discovered  that  the  clause  was  inserted  at  the  request  of  the 
owners  of  a  woolen  mill  some  two-thirds  of  a  mile  bellow  the  public 
landing.  There  is  a  large  sand  bar  in  front  of  this  mill,  and  on  account 
of  low  water  there  had  been  a  necessity  for  extending  the  supply  pipe 
for  the  boilers  into  the  river.  The  nature  of  well  water  at  the  mill  site 
was  such  that  the  boilers  could  not  ad vantageously  use  that  well  water, 
and  therefore  as  the  bar  grew  in  size  from  year  to  year,  it  became 
necessary  to  extend  the  supply  pipe  to  the  river,  until  finally  some 
1,700  feet  of  pipe  in  all  were  laid.  This  long  pipe  would  not  be  re- 
quired if  the  bar  were  removed,  and  hence  the  suggestion  as  to  an  in- 
quiry in  reference  to  the  cost  of  removing  this  bar. 

Steamboats  are  not  enabled  to  land  at  or  near  the  mill,  and  any 
goods  shipped  by  steamboat  must  be  hauled  in  wagons  over  the  two- 
thirds  of  a  mile  to  the  steamboat  landing.  I  did  not  understand  that 
it  was  considered  desirable  that  tlie  bar  should  be  removed  in  order  to 
allow  steamboats  to  land  at  the  mill,  nor  do  I  understand  that  the  mill 
makes  many  shipments  by  water.  It  wQl  now  be  beat  to  consider  the 
engineering  features  of  the  situation.  A  tracing  of  the  general  map  of 
the  vicinity  of  Warsaw  is  inclosed.*  This  shows  the  outlines  of  the 
low- water  bed  of  the  river  as  it  will  be  when  completely  regulated  at 
this  stretch.  The  broken  lines  show  a  width  of  about  1,400  feet  (some  4(K) 
feet  less  than  in  other  localities),  and  the  two  wing  dams  on  the  Missouri 
shore,  built  in  1880,  and  one  raised  in  1887,  hold  the  body  of  water  on 
the  Illinois  shore  at  the  Warsaw  Landing.  The  current  and  body  of 
water  then  leave  the  Illinois  shore  and  go  over  to  the  Missouri  shore 
and  the  Alexandria  Landing.  This  set  of  the  current  is  much  more 
marked  at  high  water  than  at  low  water,  and  the  head  of  Fox  Island 
and  Alexandria  Point  can  be  held  only  by  revetment,  as  shown.  This 
state  of  affairs  produces  an  eddy  under  the  lee  of  Warsaw  Point,  and 
the  large  bar  shown  is  the  result.  I  presume  that  bar  has  always  been 
there,  and  certainly  as  a  result  of  our  works  of  permanent  contraction 
it  not  only  will  always  be  there,  but  probably  will  increase  in  height 
and  maintain  a  width  at  low  stages  of  about  what  it  is  now,  i.  e.,  about 
as  far  as  the  broken  lines  or  channel  lines  show,  at  least  1,400  feet  in  a 
straight  line  from  the  mill  in  question.  If  it  happen  at  the  prasent 
time  to  be  a  little  wider  than  that,  possibly  the  next  high  water  will 


*  Not  reprinted. 
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wasli  oflF  some  of  the  extra  width.  We  consider  the  condition  of  the 
river  for  the  2  miles  in  distance  from  the  upper  part  of  Warsaw  to  the 
middle  of  Fox  Island  as  very  favorable. 

In  consideration,  therefore,  of  the  whole,  I  resi)ectfally  report  that  I 
do  not  consider  the  removal  of  the  bar  below  Warsaw,  111.,  as  worthy 
of  improvement,  but,  on  the  contrary,  that  its  removal  would  be  a  posi- 
tive  detriment  to  that  portion  of  the  navigable  river. 
Very  respectfully,  your  obedient  servant, 

E.  H.  EUFFNER, 

Major  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey^ 

Chief  of  Engineers^  U.  8.  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer^ 
I^orthwest  Division.) 

[Tint  indonement.] 

•  II.  S.  ENaiNEEE  Office, 

Detroit^  Mich.y  November  i,  1890. 
EespectfuUy  forwarded. 

I  concur  in  the  opinion  of  the  district  engineer  that,  under  present 
conditions,  the  "  Mississippi  Eiver  at  Warsaw,  111.,  with  a  view  to  re- 
moving bar,"  is  not  worthy  of  improvement  by  the  General  Govern- 
ment. 

O.  M.  Poe, 
Colonel^  Corps  of  Engineers^ 
Division  Engineer^  Northwest  Division. 
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IMPROVEMENT  OP  MISSISSIPPI  RIVER  BETWEEN  MINNEAPOLIS  AND 
DE8  MOINES  RAPIDS,  AND  OF  DE8  MOINES  RAPIDS;  OPERATING  AND 
CARE  OF  DES  MOINES  RAPIDS  CANAL  AND  DRY  DOCK. 


REPORT  OF  MAJOR  A.  MACKENZIE,  CORPS  OF  ENGINEERS,  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  TEAR  ENDING  JUNE  SO,  1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS, 

IMPROVEMENTS. 


Operating  snag  boats  and  dredge  boats 
on  Upper  Mississippi  River. 

Mississippi  River  between  Minneapolis 
and  Des  Moines  Rapids. 


3.  Des  Moines  Rapids,  Mississippi  River. 

4.  Operating  and  care  of  Des  Moines  Rap- 

ids Canal  and  Dry  Dock. 


EXAMINATIONS  AND  SURVEYS. 

5.  Slongh  at  Hamilton,   Illinois,  with  a  I  6.  Mississippi  River  at  and  above  Clin- 
▼iew  of  dredging  out  the  same.  ton,  Iowa,  with  view  of  removing 

bars  north  of  Little  Rock  Island. 


United  States  Engineer  Office, 
•  Rock  Isl^indy  111.,  July  .9, 1891. 

General:  I  have  the  honor  to  traDsmit herewith  the  annual  reports 
upon  the  works  in  my  charge  during  the  fiscal  year  ending  June  30, 
1891. 

Very  respectftilly,  your  obedient  servant, 

A.  Mackenzie, 
Major y  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 


A  Ax. 


OPERATmO  8NA0  BOATS  AND  DREDGE  BOATS  ON  UPPER  MISSISSIPPI 

RIVER. 

The  work  covered  by  this  appropriation  is  the  removal  of  snags, 
wrecks,  and  other  obstructions,  the  cutting  and  pulling  back  of  over- 
hanging trees,  the  clearmg  of  shores,  the  searching  for  and  marking 
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of  new  channels,  assisting  stranded  boats  and  barges,  surveys  and 
examinations  in  copnection  with  new  improvements  and  for  fa<5ilita.ting 
navigation  through  bridges,  inspection  and  repair  of  existing  works, 
formation  of  temporary  or  permanent  channels  through  obstructing  bars, 
and  in  general  in  benefiting  commerce  by  aiding  existing  navigation 
and  assisting  in  the  permanent  improvement  of  the  Upper  Mississippi 
River. 

The  phuit  used  in  connection  with  this  work  is  the  snag  boats  and 
dredges.  At  times  when  the  plant  is  not  required  in  connection  with 
this  special  work  it  is  use  under  general  or  special  appropriations  for 
work  of  permanent  constniction. 

By  the  river  and  harbor  act  of  August  11, 1888,  provision  was  made 
for  operating  snag  boats,  and  dredge  boats  on  the  Upper  Mississippi 
River  under  an  indefinite  appropriation,  the  annual  expenditure  being 
limited  by  the  act  to  $25,000.  There  has  been  expended  under  the  in- 
definite appropriation  during  the  fiscal  year  ending  June  30,  1891,  the 
sum  of  $25,000. 

The  snag  boat  Oeneral  Barnard  was  engaged  in  the  work  of  removing 
snags,  etc.,  from  July  1  to  October  10, 1800,  and  from  May  18  t^o  June 
30, 1 891.  During  a  part  of  the  season  of  1890  she  was  employed  in  towing 
dredge  Phcenix  to  various  points  on  the  river.  Dredge  Phcenix  was 
engaged  from  July  16  to  October  3,  1890,  in  removing  wrecks,  cribs, 
and  other  obstructions  above  Keokuk,  in  which  work  she  was  assisted 
by  steam  launch  Ada.  The  snagboat  J.  G,  Parke,  havingbeen  thoroughly 
repaired,  was  put  in  commission  May  10, 1891 ;  and  from  that  time  to 
June  30,  1891,  was  employed  in  connection  with  dredge  Phcenix  and 
Kteam  launch  Ulsie  in  deepening  the  permanent  channel  at  Kininger. 
The  details  of  work  accomplished,  together  with  statistics  of  commerce 
and  navigation,  are  given  in  the  appended  report  of  Assistant  Engi- 
neer C.  W.  Durham. 

A  detailed  statement  and  a  summary  of  expenditures  for  operating 
snag  boats  and  dredge  boats  on  Upper  Mississippi  River  for  the  fiscal 
year  ending  June  30,  1891,  are  appended. 

The  total  tonnage  of  the  Mississippi  River  between  the  Falls  of  St. 
Anthony  and  mouth  of  Illinois  River  for  (ialcndar  year  1890  was  ap- 
proximately 4,400,000  tons.  This  includes  logs  and  lumber  as  well  a8 
ordinary  merchandise.  ' 

ABSTRACT  OP   APPUOPRIATIONS. 

By  act  approved  March  2,  1867 $9(5,000 

By  aUotment  from  approi)riation  of  .Inly  25, 1868 26, 000 

By  allotment  from  appropriation  of  1869 *. ., 35,  640 

By  act  approved — 

July  11, 1870 36.000 

March  3,  1871 42;  000 

June  10,  1872 42,000 

March  3,  1873 25,000 

June  23,  1874 25,000 

March  3,  1875 25,000 

August  14,  1876 30,000 

June  18,  1878 41,500 

March  3,  1879 20,000 

June  14,  1880 8;  000 

March  3,  1881 25,000 

By  act  passed  August  2,  1882 25,000 

By  act  approved  AuguHt  5,  1886 22, 500 

By  act  of  August  11,  1888,  for  liscal  year  ending — 

June  30, 1889 25,000 

June  30,  1890 25,000 

June  30,  1891 25,000 

Total 599,640 
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Money  statement, 

Juno  30/1891,  amouiit  drnwu  from  Treasury  nuder  perinuneut  appropria- 
tion          $^,000 

June  30, 1891,  amount  expended  during  fiscal  year 25, 000 

July  1;  1891,  amonnt  available,  under  permanent  axipropriation  of  August 

11,1888,  for  fiscal  year  ending  June  30,  1892 25,000 


Detailed  aiatement  of  ejrpetiditurea  far  operating  snag  boats  and  dredge  boats  on   Upper 
Mississippi  Biverfor  the  fiscal  year  ending  June  SOj  1891, 


i 

© 

d 

To  whom  paid. 

1 

|rll 

1 

1 

^ 

1 

1 

\ 

Jtdy,  1S90. 
George  Hill 

$137.21 
18.78 
12.29 
21.40 
23.30 
84. 0« 
9.00 

113.44 
84.52 

812.31 
30.25 
27.36 
04.50 

872.30 

125.00 
1,473.99 

325.00 
98.45 
15.90 

357.76 
10.80 

128.45 

3.75 

13.50 

$137.21 
18  78 

3 

McElroy  A  Armiti^e 

3 

P.R.  Sutton Z 

12,29 

4 

Ctmon  Sc  Rand 

21  40 

5 

A  Weber  &.  Co 

$23.30 

A 

Wilkiiuion  &  Co   

84.06 

7 

R.S.Owen 

$1.80 
112.79 

70.  30 
311.06 

36.25 

27.35 

$7.20 


R 

T.Notller...     .                           .. 

.65 
14.22 
1.25 

9 

do 

10 

11 

A.  Boschert  &  Co 

12 

Hy.  A.  Koettker 

13 

JnaM-KeifleSn 

94.50 

14 

Ward  A  Brady 

372.86 

15 

W.R.Tibbal». 

$125. 00 
1,473.99 



1<t 

Hired  men 

1 

17 

....do 

$325.00 

18 

5.45 

83.50 

9.50 

19 

W.  A.  Bonsack 

15  90 

?0 

Hired  men 

357. 75 

?1 

Wilainaon  &.  Co 

10  80 

M 

Hired  men 

128.45 

2» 

Kaze  &  Davis 

3.75 
13.50 

24 

Cbarlea  Mnnaou  Belting  Co 

Total 

3,890.45 

32.'>.  00 

1, 956. 74 

565  00 

185. 20 

438.62 

428  89 

AuguH,  1890. 
Gaunitx  Broe.  dc  Schwab 

1 

28.25 
23.55 
24.51 
37.52 
32.11 
192.70 
54.00 
60.00 
30.00 
80.00 
25.50 

4.00 
26.96 

6.50 

5.39 
54.00 
18.60 
22.59 

1.20 

4.20 
19.09 

2.91 
29.39 
13.20 

8.16 

286.52 

54.00 

47.70 

28.25 
23.  .55 
24.51 
37.52 
29.61 
16. 20 

2 

....do 

3 

ThoA.  E.  Schiodler  &  Co 

4 

F.W.Lulev  4k  Son 

I 

5 

Chan.  If.  Long   .          .......... 

54.00 
50.00 
30.00 
30.00 
25.50 

2.50 

.'.'.[" 

A 

VarionAper^ons 

7 

Henrv  II&rriHou 

1 

R 

T.  C.  Bright  &  Co    

' 

1 

9 

S.  G .  Gamett 

1 

10 

James  Kobinnon  &  Son 

• 

11 

C.  A.  Hnteliinaon 

1 

1? 

C  W  Durham 

4.00 

13 

Osgood  Dredge  Co 

Murray  Iron  Works  Co 



1 ; 

26  96 

14 

' 

6.50 

1^ 

Kwald'iron  Co                      

• 

5  39 

1A 

Hcnrv  llttrriiioii    «.  .'- • 

54.00 

17 

(yhas.  J.  Long 

13.60 
22.59 

18 

Thoa.  E  Schlndler  &  Co      

19 

Simmons  Hardware  Co    



1.20 

*W 

McElrov  Sl  AmiitAift'          

4  20 

?1 

A  Weljer  Sl  Co              

:::::::::: 

19.60 

r^ 

Carson  Sc  Rand 



2.91 

23 
24 

1  W  C  ifmlcw  &  isnnm            

29.39 
13.20 
8.16 

Leach  &  Ireland  

1 

25 

H  V  Stoltx                       

26 

PUnf.  KtARmhoat  C.n 

280.52 
54.00 
47.70 

27 

Fred  A  Bill                     

2d 

Henry  Harrison 
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Detailed  slatem^nt  of  erpendiiures  for  operating  snag  boats  and  dredge  boats  on  Upper 
Afi88i88ij)pi  BivoTf  etc. — Continued. 


o 

g 

"s 

4 

To  whom  paid. 

1 

Office  expenses, 
superintend- 
ence, and  con* 
tingencies. 

1 

1 

1 

e 

?0 

August,  JSSO— Continued. 
ChuB  J  Lons           ....  ......... 

$43.96 

36.79 

6.98 

7.00 

10.00 

71.49 

1,428.67 

405.00 

75.00 

109.00 

61.11 

272.79 

$37.71 
36.79 
6.98 
7.00 

$6.25 

HO 

Thos.  E.  Schmdler  &  Co 

B1 

J.  L.  VanoadoU 

9? 

L  Farri«           

83 

William  Powers 

$10.00 
49.00 

M 

Varioua  i>eraons 

22.49 

35 

Hired  men 

$1,428:67 

405.00 

75.00 

36 

....do 

37 

Cbarles  Delile 

38 

Jflmnft  l^hinfiAn  A.  Ron 

109.00 

39 

Gaunitz  liroe.  &  Schwab 

61.11 

40 

Hired  men 



$272.79 

Total 

3,645.04 

$4.00 

1,908.67 

408.66 

976.22 

9.95 

338.44 

Albert  Kirchner 

1 

141. 13 
10.79 

156.50 
95.51 
56.25 
30.00 
47.38 
26.69 
15.07 
59.14 
62.50 
1,448.00 
52.05 
16.70 

63.63 
10.79 

76.00 

2.50 

9, 

Gent/kow  Bros 

8 

John  Harry 

156.50 
95.51 
56.25 
80.00 

4 

W.  Ketcharo 

5 

John  Hanr 

0 

8.  G.  Garnett 

7 

Gaonitz  Bros.  &.  Schwab 

47.38 
26.69 
15.07 
57.64 
2.50 

8 

F.  W.  Luley  &  Son 

9 

Gentzkow  Bros 

10 

F.  "Walter  &  Son 

"60.66" 

1.50 

11 

T.  C.  Bright  &  Co 

^?, 

Hired  men 

1,448.00 

13 

Various  persons 

37.05 
16.70 

15.00 

14 

William  Ryan  &  Son 

Total 

2,217.71 

1.448.00 

277.46 

488.26 

4.00 

October,  1890. 
Ed.  Gilbert 

1 

18.00 
36.00 
42.50 

6.63 
34.53 
45.00 
21.92 
125. 67 
13.66 
78.54 

2.40 
60.60 
10.00 

4.15 
25.50 
13.50 
94.50 
69.41 
127.50 
16.16 

8.55 

7.56 
10.  25 

4.45 

5.50 

10.84 

36.01 

914.  49 

154.01 

18.00 

# 

fl 

E  M  DiokevCo 

36.00 
42.50 

3 

C.  A,  Hutchinson 

4 

A.M.  Riddle 

6.6:1 
.25 

«> 

Charles  J.  Long .  .  . 

34.28 

"45.66" 

0 

Henry  Harrison 

7 

Thosr  E.  Schiudler  &  (/'o 

21.92 

8 

Hired  men 

125.67 

9 

Ryan  Drug  Co 

13.66 
29.28 

10 

Hart  &  Fasbender 

49.26 
2.40 



11 

Matthew  Ahem    

1? 

Shadle  and  Acker  Coal  Co 

M.  D.  Franklin 

50.60 
10.00 
4.15 
25.50 
13.  50 
94.50 

13 



"••••••*• 

14 

S.  W.  Vanderwarker 

15 

P.  W.  Hawes 

16 

Charles  E.  Rose 

17 

Consolidated  Coal  Co 

18 

W.  A.Bflnsack 

09.41 

19 

James  P.  Simms  &  Son 

:::r:::::: 

127.50 
16.16 

W 

Wanl&Bnuly 

1       1 

?,\ 

H.  A.Koettker 

8.55 

?? 

R.  C.  Libbey  &  Co 

7.56 

*/3 

F.B.Martin 

10.25 
4.45 

?4 

C.  W.  Durham 

1 

?4i 

Baker  &■  Housman 

5l50 

?6 

A.  Boschert  &  Co 

'  10.84 
36.01 

W 

Kranz  &  Jahn 

?8 

Hired  men 

100.00 

814.49 

?9 

do 

154.01 

Total 

1, 987. 83 

114. 70 

958.16 

163.26 

321. 75 

201.04 

228.92 

Hired  men 

80 

415.00 

200  00 

215.00 
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Detailed  eiatement  of  expenditures  for  operating  anag  boats  and  dredge  boats  on  Upper 
Mississippi  Eiver,  etc» — Continued. 


1 

i 

To  whom  paid. 

3 

Office  ex^)enc-ea, 
fl(apenntend- 
ence,  and  con- 
tingencies. 

1 

1 

-53 

i 

s 

fii 

I>ecember,  1800. 
William  Towle  &Co 

$47.60 

415.00 

3  90 

$47.60 

Ttf, 

Hii^  men - 

$200.00 

♦215.00 



... 

<til 

Ward  &  Bradv 

3.00 
3.52 

34 

A.Weber  &  Co 

3.52 

:::::::::::::::::: 



Total   

' 

470.02  j      200.00 

215.00 



t 

55.02 

January,  1891. 
William  Towle  &Co 

1 

75.79 

76.79 

February,  1891. 
Soiunel  C.  Weutcott 

-z.^^        r- 

? 

3  05 

a  nr» 

1 

(\  W.  Durham 

13!  70           13.70 

415. 00         200.  OO 

4  75            4..7R 

• 

4 

Hired  men 

215.00 

^ 

W.  K.  Tihbals 

6 

W.  A .  Bonsaok  LumbtT  Co 

Wilkimion  &  Co 

127.20 
40  39 

127.20 

7 

i 

40.30 

g 

A.  Weber  &  Co 

36.30 
3.90 
3.64 
11.50 
415. 00 
55.25 
655. 73 

1 

36.30 

9 

McElroy  &  Armitage 

1 

3.96 

in 

P.  K.Sutton 

3.64 

11 

C.  W.  Durham 

11.50 
200.00 

11 

Hired  men 

215.00 

13 

Carson  Sl  Kand 

55.25 
655.73 

14 

Hired  men 

.1 

Total 



1,785.47  1      433.00 

i'iO.  00 

1 

922.47 

March,  1891. 
W.  R.  Tibhals 

. 

15 

125.00 
12.25 
379.16 
217.50 
121. 48 

125. 00 

1A 

C.  W.  TVnrham ... ........... 

12. 25 

1 

17 

Taber  &  Co 

379.16 

IR 

Bart.  E.  Linchan 

1 

217.50 

19 

Wilkinaon  &  Co 

1 

121. 48 

2D 
71 

McElrov  &  Armitairo      ... 

29.05 
17.95 
31.33 
13  00 



29.05 

Tabt- r  &Co 

""*  ^L _:...-. 

17.95 

72 

A.  Weber  &  Co 

31.33 

23 

Vollera  &  Warttinan     

1 

13.00 

21 

Kellogg,  Birge  &.  Co 

8.40 

0.00 

707.00 

480.09 

1 

8.40 

'*S 

D.TlpKin 

Hired  men 

....do 

Total 

9.00 
200.00 

1 

'26 

215.00 
125. 00 

1 

292.00 

V7 

■::::::j::::::::i:;:::::: 

355.90 

2, 152. 20 

221.  25 

405.00 

....1 1 

1, 465. 95 

AprH,  1891. 
C  W  Durluun 

1 

12.75 
13.20 
92.86 
108.68 
197. 25 
47.18 

2i.;i9 

15.80 

4.10 

412.74 

670.50 

64.65 

12. 75 
13.20 

2 

.  do 

H 

Jacob  Seithei 

92.86 

'"i07.'25 

""2i.'36 
15.80 

4 

Broderick  &  Bancora 

i 1 

$108.68 

5 

Chirk -Johnsoii  Co                .   . .   . . 

f( 

Simmons  HardwHre  Co    ......... 

:::::::::::::::' i  :*:::: 

47.18 


7 

McKlroj'  &  A nuitnge 

K 

A    WebtT  &  Co                   

;   i.^   .' _ 

9 

WilkiiiMon  &  (^> 

'         ■       1 

4.10 

10 

Hire<l  men 

; 1 

1 

412.74 

11 

do 

215.00 

1 

455.  50 

1? 

C.  A.  Hutchinson 

...... 

j 

64.66 

Total 

May,  1891. 
K  Meatl                               

1             I             1 

1,661.10 

25.95 

215.00  i 1 1  155.86 

1,264.29 

n 

4.50 
11.53 

j».:u 

11.  U) 

lie.  58 

1          3.15 

j 

i 

4  50 

14 

Sullivan  Sl  Aiiw**i*<Li          ^ . 

1 1  53  j         

i& 

H  HiddAr  &  Co                      .... 

1 

9  31   ' 

Iff 

Jai-4)b  Seithur                  

1 

11  10  '     

17 
IB 

VnllnrH  &.  Wnritniau 

;                                                  t 

116.68 
3.15 

HcxBaroy  &  Armltage 

••■ I.;.:::::::::::::!::::::.. 
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Detailed  atatement  of  expenditures  for  operating  snag  hwite  and  dredge  hoais  on  Upper 
Mimaeippi  Biver,  etc, — Continued. 


i 

To  whom  paid. 

i 

1 

1 

i 

1 

m 

2 

19 

May,  MPl— Continued. 
"Wilkinson  &  Co 

$2.75 
3.15 

$2.75 

70 

Sam  C   West£olt 

ta  in 

(ill 

C.  W.  Dnrlinm 

9.50  !          9.50 

?7 

MArshnll  &.  Fisher 

1.45 
4.68 
19.50 

I 

3.26 

'K\ 

Davia  &  Co          

?4 

ChsH.  J.  Lonjf  . .   -,.,.-  ^  X ,  -  -  ^ 

$16.24 
25.40 

?5 

Thos.  E.  Schindler  &  Co 

25.40 

249.71 
8.50 
57.80 

206.01 
78.51 
42.88 
3.16 
51. 81 
1L52 
69.80 
44.79 
15.25 
33.30 
53.82 

120.47 
4.00 
40.00 
27.00 
36.18 
56.50 
18.60 
3.10 
8.00 
1,099.51 
25,48 

224.24 
37.89 
40.32 
10.20 

685.34 

?ft 

G«o.  Hill 

249  71 

?7 

C.  W.  Darham 

8.60 

1 



?R 

T  Nodler      

54.10 
18G.  :i5 

■$72' 36" 
33.00 



3.70 
1«.66 
3.40 

?9 

Van  Patten  &  Marks 

ao 

Fred.  A.  Bill 

2-75 
0.88 

31 

C.  A   Hutchinson 

3? 

Toilers  &.  Warttman . . .  r 

3  16 

7C\ 

Wm.  Towle&Co 

51.81 

34 

A.  M.  Riddle    

11.52 
3L25 

3ft 

Ward  &  Brady 

38.55 

'Ml 

Hii^fid  men                       . .  .... 

44  79 

37 

do           

15  25 

38 

Henry  A.  Koeitker 

33.30 
53.82 

39 

A.  Bosnhert  &  Co 

1 

40 

JohnM.  Keiflein 

120.47 

L 

41 

Dan.  Kerwln 

4.00 

4? 

G.  V.  HalUday&Co 

40.00 

43 

L.  T.Davis 

27.00 

44 

W.  A.  Bonsack  Lumber  Co 

John  Harry     

36  18 

4ft 

.     .. 

56.50 

46 

Gauniiz  Brothers  Sl  Schawb 

T.  Nodler 

18.60 
3.10 

47 

48 

Egbert.  FidUr  &  Chambers 

H ir©d  men ,   ,t ^.t. ^  -,-»-- 

3.00 

49 

$i,6o9.5i 

1 

ftO 

P.L.tTttley  &  Co 

25.48 
208.67 

1 

ftl 

Van  Patten  &.  Marks 

15.57 

13.89 

40.32 

.65 

ft? 

Robinson  &  Carv  Co 

24  00 

ft3 

Kicols  ^  Dean . ' 



ft4 

Various  nersons  .  .  ....  ...  .... 

6.55 

3.00 

ftft 

Hired  men 

685.34 

■ 

Total 

June,  1891. 
Chas  J  Long 



3,581.29 

64.15 

1, 784. 85 

682. 79  1  312. 33 

185.79 

56L38 

^ 

48.65 
32.96 

5.30 

3.25 

110.90 

2L00 

40.00 

0.80 
52. 33 
20.00 
60.00 
43. 45 
•6.00 
30.00 
94.60 
27.93 

3.75 
1, 274. 00 

i 
40.00  I       -   -   - 

8.65 

57 

Thos.  E.  St^hmdler  &.  Co 

32.96 

ft8 

George  S.  Crampton 

5.30 

ft9 

Rabe,  Heitahrends  &  Lewis 

Pilot  Steamboat  Co 

8.25 

m 

! 

110.90 
21.00 
40.00 

A1 

James  Robinson  &  Sou 



fl?r 

T.-C  Bright  &,  Co 

63 

Charles  J.  Ix)ng 

6.80 

64 

Various  persons 

24.83  !    *27..^ 

.,..!... 

6ft 

Frederick  A.  Bill 

20.00 
60.00 

66 

S.  G.  Gamett 

67 

F.  W.  Lulev  A  Son 

43.45 
6.00 

68 

Albert  Kirchner 

. 

m 

Prwlerick  A.  Bill 

30.00 
94.60 

70 

C.  F.  Aldon  &  Co 

71 

A .  Hoffmann 

27.53 

.40 
3.75 

7? 

McCabe  Brothers 

73 

Hired  men 

1,274.00 



74 

GaunitB  Brothers  &  Schwab 

F.  W.  Luley  &  Hon 

32.97 

20.20 

100.00 

600.00 

40.00 

42.00 

13. 00 

225. 32 

.50.27 

40.52 



30.47 
20.20 

2.50 

75 



76 

S.G.  Gamett 

100.00 

"1 

77 

John  Haves 



600.00 

78 

Fn^ierick  A.  Bill 

...  ! 

40.00 
42.00 

79 

James  Robinson  &  Son 

; 

80 

Robinson  Sc  Care v  ( -o 

1 

13.00 

81 

Ben.  Wilson  Ai  Son 

1 

225  32 

8? 

Various  per^MlIlM 

1 

26.77 
10  52 

23.50 
:u)  on 



83 

(taunitz  Brut  hers  &  S4  liwub 

Total 

1 

, 

3, 015.  20 

1  274  00  '  '■***'■*  '^^ 

639.50 

610.40 

228.57 
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Summary  of  expenditures  for  operating  »nag  hoaU  and  dredge  hoaU  on  Upper  MissiBiippi 
River  for  the  fiscal  year  ending  June  30,  1891, 


KoBths. 


Office    ICare,  repair,  and  operating  snag  boato  •General  Barnard  and 


expenses, . 

8uix?rin-  | 

I  tendence, 


J.  G.  Parke. 


1890. 


!    Labor. 


Fuel. 


July $325.00  $1,473.99 

August I  4.00!      932.20 

September !... 9«5.33 


Octoljer 

November 

December, 


114.70  ! 
200.00  ; 
200.00  ; 


832. 40 
215.00 
215.00 


1801. 


Jmnary ! ' 

February '...^ ,      433.00  I      430.00 

ICarch 221,25'      215.00 

April 25.95        215.00 

May I       W.15     1.099.51 

June I        «3.00     1,274.00 


Total ,  1,051.05  i  7,807.52 


$178.00 
409.00 
161.25 
257.00 


180.47 
639.50 


Subsist- 
ence. 


Expense. 


Repairs. 


$492.90       $383.76      $121.36 

218.32  t         2.50    

14.5.39 

75.59    150.54  j   74.91 


401. 42 
262.73 


62.04 
610.40 


47.60 


922.47 
1,465.95 
553.00 
340.09 
228.57 


Total. 


$2,650.01 

1,622.02 

1,271.97 

1,390.53 

215.00 

262.60 


1,352.47 
1,680.95 
768.00 
2, 08i.  43 
3,045.20 


1,885.22 


1,596.35  I  1,230.24 


9,754.85  j  10,343.18 


Konths. 


1890. 


July 

August 

.September  . 

.  October  — 

November. . 

December.. 


1891. 


Janusry. . . 
February  . 
March.... 

April 

May 

June 


Total. 


Care,  repair,  and  operating  dredge  and  tender. 


Labor. 


$482.75 
976.47 
482.67 
125.67 


250.00 


685.34 


3, 002. 00 


Fuel. 


$7.20 
507.22 
327.01 

64.75 


Subsist- 
ence. 


$72.10 
190.34 
132. 06 
87.67 


131.86        281.37 


1,038.04  I      763.54 


£xi)euso.  Repairs. 


$54.86 

7.45 

4.00 

50.50 


155.86 
123.75 


396.42 


$307.53 
338.44 


154.01 
""7.42' 


76.79 


711.29 
210.39 


Total. 


1^.44 

2,019.92 

945. 74 

482.60 


7.42 


75.79 


250  00, 

867.15 

1,432.71 


1,804.87  I  7,005.77 


Grand 
totaL 


$3, 899. 45 

3,6i5.M 

2,217.71 

1,987.83 

415.00 

470.02 


75.79 
1,785.47 
2, 152. 20 
1,661.10 
3.581.20 
3, 108. 20 


25, 000. 00 


report  of  mr.  c.  w.  durham,  assistant  knginker. 

United  States  Engineer  Office, 

Rock  Island,  III,,  July  1, 1891, 
Major  :  I  have  the  honor  to  present  my  report  on  the  operations  of  snag  hoats  and 
dr«dge  boats  on  Upper  Mississippi  River  for  the  fiscal  year  ending  June  30,  1891,  to- 
gether -with  some  statistics  of  commerce  and  navigation : 

OPERATIONS  OF  SNAG  BOAT  GENERAL  BARNARD. 

The  Barnard  arrived  at  the  De^  Moines  Rapids  Canal  July  1,  1890,  and  lay  in  the 
lower  level  until  July  16,  during  which  time  her  hull  was  repainted  and  considerable 
repairs  were  made  to  roof,  machinery,  etc. 

On  July  17  she  left  for  below,  arriving  at  St.  Louis  on  the  19th,  and  returning 
reached  Keokuk  on  the  24th.  On  this  trip  a  portion  of  one  of  the  ice-breakers  of 
Hamilton  Bridge  was  removed,  as  also  were  snags  and  other  obstructions  at  or  near 
the  following  localities:  Fox  Island,  Lone  Tree,  Cottonwood  Island,  Whitney,  Hick- 
ory Chute,  Louisiana,  McCoy  Inland,  Haitchet  Chute,  Mason  Chute,  Two  Branch, 
Maplo  Island,  Sterling  Island,  Tindel.  Carroll  Island,  and  MariHn  City. 

On  July  26  the  Barnard  left  Keokuk  for  above,  arriviuif  at  St.  Paul  August  9.  On 
this  trip  obstractioDA  were  removed  at  or  near  Dallas  Islaud|  Sauorwcin^  Otiuawka, 
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Keithsbarg/  Turkey  Island,  Port  Louisa.  Hershey  Chute,  Fulton  Island,  Arnold, 
Sand  Prairie,  BeUevne  Slough,  Nine  Mile  Island^  finley,  Hurricane  Island,  Cassville 
Slough,  De  Soto,  Victory,  Coon  Slough,  Root  River,  La  Crosse,  Diamond  Bend,  and 
Island  ao,  7.  Oil  this  trip,  for  the  convenience  of  lumbermen,  snnbbing-posts  were 
put  in  as  follows: 'Two  below  Burlington  Bridge,  one  on  island  above  Sabula^  and 
one  opposite  Dubuque  Bay. 

On  August  13  the  Bamard  left  St.  Paul,  and  taking  the  J,  G,  Parke  in  tow  at 
Nininger,  proceeded  down  river,  arriving  at  Des  Moines  Rapids  Canal  on  the  19th, 
where  the  Parke  was  left  for  repairs.  On  the  way  down  53  piles  were  pulled  out  or 
cut  off  at  the  elevator  at  Wabasha,  and  obstructions  were  removed  from  the  shore 
above  Keithsburg  bridge. 

August  20  the  Barnardy  with  dredge  PlicsniXy  2  dump  boats,  and  1  barge  in  tow, 
left  the  oanal  for  up  river.  On  August  30  arrived  at  Fountain  City  and  laid  up  un- 
til Sei>tember  4,  the  crew  assisting  dredge  Phtenix,  which  was  engaged  in  removing 
a  i>ortion  of  Island  61  and  in  riprapping  its  head.  On  September  5  ];)laced  dredge  in 
position  at  the  damaged  shore  protection  above  Alma  and,  after  making  some  sound- 
ings above  Read  Landing  Bridge,  laid  up  until  September  11. 

On  September  11  the  Barnard,  with  fleet  in  tow,  started  up  river  and,  leaving  the 
fleet  at  Hastings,  arrived  at  St  Paul  on  the  12th. 

On  September  15  the  Barnard  left  St.  Paul  for  below,  and  taking  2  barges  in  tow, 
reached  Heytman  Landing  September  20.  On  the  way  down  snags  were  removed 
from  channel  at  Merrimao,  Mettlers,  Grey  Cloud,  Island  No.  17,  Beef  Slough,  Foun- 
tain City,  and  Wilds,  and  the  Pomme  de  Terre  Dam  was  repaired,  as  also  were  the 
dam  at  Island  59  ana  the  first  dam  below  La  Crosse  bridge.  September  20  to  23,  in- 
clusive, the  Barnard  was  employed  in  repairing  the  dam  across  Harper  Slough  and 
the  shore  protection  in  Crooked  Sloug[h.  On  September  24  and  25  the  crew  made  a 
survey  of  the  river  in  vicinity  of  Prairie  du  Chien.  September  26  to  29  the  Bar^ 
nard  removed  transfer  incline  at  East  Dubuque,  taking  out  53  rails,  besides  the  ties 
and  stringers. 

The  Barnard  lefb  Dubuque  for  below  on  September  29,  arrived  at  St.  Louis  on 
October  5,  and  returning  reached  Keokuk  October  10,  and  la^r  up  for  the  winter  in 
the  Des  Moine^Rapids  Canal  above  the  middle  lock.  On  this  trip  work  was  per- 
formed at  or  near  BeUevne  Slough,  Hershey  Boom,  Keithsburgh^  Oqnawka,  Devils 
Island,  Lone  Tree,  Whitney,  Hickory  Chute,  Slim  Island,  Red  Landing,  Sterling, 
and  Hannibal. 

In  1891  the  Barnard^  having  been  repainted  and  having  received  needed  repairs, 
was  put  in  commission  May  18  and  proceeded  down  river,  arriving  at  St.  Louis  on  the 
19th;  and,  thence  returning  up  river  reached  Rock  Island  on  the  27th.  On  this  trip 
snags  and  other  obstructions  were  removed  from  the  river  at  or  near  Hickory  Chute, 
Tisael  Towhead,  Jersey  Landing,  Enterprise  Island,  Dardenne  Island,  Amaranth 
Island,  Clarksville,  Saverton,  Whitney,  Canton,  Dallas,  and  Port  Louisa.  The 
Barnard  lay  at  Rock  Island  repairing  sheet-iron  work  until  June  3,  on  which  date 
she  proceeded  up  river,  arriving  at  St.  Paul  on  the  10th.  Leaving  St.  Paul  on  the 
12th,  she  reached  Albany  on  the  18th ;  thence  returning  arrived  at  St.  Paul  ou  the 
25th ;  and,  thence  proceeding  down  river,  tied  up  at  Dubuque  on  the  night  of  the 
30th.  On  titiis  trip  work  was  performed  at  or  near  Gordon  Ferry,  Eagle  Point, 
Specht  Ferry,  Cassville  Slough,  Wyalusing,  Crooked  Slough,  Coon  Slough,  Pike 
Island,  Nevimort,  Nininger,  Prescott  Island,  Diamond  Bluff,  Kod  Wing,  Lyons,  Hur- 
ricane Island,  Lansing,  De  Soto,  Picayune  Island,  Richmond  Island,  La  MoiUe,  and 
Fountain  City.  The  works  at  Beef  Slough,  Minneiska,  and  Prairie  du  Chien  were 
inspected,  and  several  dams  located  at  the  latter  point. 

Summary  ofoperoHons  of  snag  boat  General  Barnard  for  the  fiscal  year  ending  June  SO, 

1891. 

Snags  removed 271 

Leaning  trees  pulled  back 69 

Leaning  trees  felled 2, 130 

Wreck  removed 1 

Posts  and  ring-bolts  put  in 8 

Steamboat  assisted 1 

Railroad  transfer  incline  removed 1 

MUesrun 4,980 

OPERATIONS  OF  8NAG  BOAT  J.  O.  PARKK. 

The  Parke  was  not  put  in^commission  during  season  of  1890.  She  was,  however, 
towed  from  Boulanger  Slough  to  Keokuk  for  repairs.  In  1891,  after  receiving  thor- 
ough repairs^  she  wus  put  in  commission  May  10,  and  left  for  above  on  that  day,  tow- 
ing a  fleet  ox  dump  boats,  quarter  boats,  and  barges,  a  portion  of  which  was^^loft  at 
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Rock  Island  and  the  remainder  taken  to  vicinity  of  8t.  PanI,  where  she  arrived  on 
May  23.  From  the  29th  until  the  close  of  the  fiscal  year  the  Parke  lay  at  Nininger, 
her  crew  heing  used  to  man  launch  EIHe,  which  was  employed  as  tender  to  dredge 
I^hcenix.  The  Farke  removed,  on  her  way  to  8t.  Paul,  4  snags,  and  ran,  towing  fleet, 
620  miles. 

OPSRATLOJXa  OF  DREDGE  PHCENIZ  AlO)  STEAM  LAUNCH  ADA. 

July  16  to  18, 1890,  dredge  Pkcmix  removed  3  stone  crihs  from  the  raft  channel  JuAt 
below  Montrose,  Iowa.  I^  this  and  subsequent  work  of  the  season  the  towing  for 
the  dredge  was  performed  by  steam  launch  Ada  and  the  dredgiuc  plant  was  towed 
from  ]>oint  to  point  by  the  snag  boat  General  Barnard,  August  W  to  September  4 
the  dredge  removed  about  100  linear  feet  of  the  head  of  Islnud  61,  near  Fountain 
City,  the  dredged  material  being[  chiefly  cast  into  deep  water.  September  5  to  11 
'the  dredge  was  engaged  in  removing  the  wrecked  shore  protection  at  Islands  38  and 
37,  above  Alma.  The  greater  part  of  the  material  was  cast  into  deep  water,  but  a 
small  portion  was  thrown  upon  the  bank.  Two  stone  cribs  and  9  piles  from  the  old 
sawmill  foundation  at  Alma  were  taken  out.  September  12  to  22  dredge  was  at 
-work  widening  channel  at  the  bar  above  Hastings,  the  cut  made  being  about  500  feet 
long,  110  feet  wide,  and  to  a  depth  of  about  6  feet  at  low  water.  A  strong  draft  of 
wa&T  immediately  set  in  through  the  cut,  which  maintained  a  good  depth  of  water 
during  remainder  of  season.  September  23  to  26,  dredge  removed  outer  end  of  Dam 
No.  7  at  bar  above  Hastings,  which  had  been  temporarily  built  to  too  great  a  length. 
September  27  to  October  3,  dredge  was  employed  niakiug  a  cut  along  the  shore  above 
Ninin^er.  This  cut  is  975  feet  long,  40  feet  wide,  and  6  feet  deep.  October  4  the 
dredging  plant  was  laid  up  for  the  winter  in  Boulanger  Slough. 

Swmmary  of  operations  of  dredge  Phoonix  and  steam-launch  Ada  from  July  1, 1800^  to  emd 

of  season. 

Cribs  removed 5 

Piles  removed 9 

Dump-loads  of  material  removed 36 

Number  of  days  casting 19.5 


In  1891  the  Phcniix  was  towed  to  St.  Paul  for  repairs,  which  being  completed,  she 
was  placed  on  June  1  at  work  of  dredging  a  permanent  channel  in  vicinity  of  Ninin- 
ger,  which  work  was  continued  until  the  end  of  the  fiscal  year. 

RIVER  NOTES. 


In  1890  the  river  was  at  a  good  boating  stage  until  quite  late  in  the  season,  and  at 
no  time  was  the  water  very  low,  except  in  that  part  of  the  river  above  Hastings.. 
Considerable  trouble  was  experienced  during  the  whole  season  at  Nininger,  owing  to 
erookedness  of  channel,  and  above  Burlington  for  a  short  time,  due  to  shoal  water. 
Dams  built  at  the  latter  place  caused  speedy  improvement.  There  were  never  less 
than  4  feet  of  water  on  any  bar  during  the  season,  except  for  a  few  days  above  Bur- 
lington. 

In  December,  1890,  raft  navigators  reported  obstructions  and  desired  improvements 
at  the  following  points  above  the  De&  Moines  Bapids:  Island  No.  20,  head  of  Lake 
Pepin,  Pine  Island,  Buffalo  Island,  Minneiska,  Cnimney  Rock,  below  Winona,  Homer, 
head  of  Sichmond  Island,  Dresbach,  below  Bad  Axe,  Iowa  Slough,  Prairie  le  Sioux, 
Gnttenberg  Channel,  Cassville  Slough,  Hurricane  Island,  above  Eagle  Point,  Dead- 
man  Island,  Stone  Slough,  Bellevue,  Santa  F<$,  Dark  Chute,  Elk  River  Slough, 
Oouawka,  and  Devils  Island. 

In  1891  the  river  below  Hastings  maintained  a  good  stage  during  the  spring 
months  and  until  June  30.  Above  Hastings,  during  .June,  the  water  has  been  at  a 
low  stage,  but  no  trouble  has  been  experienced,  and  all  boats  have  run  through  to 
St.  Paul  without  difficulty. 

STATISTICS  OF  COMMERCE  AND  NAVIGATION. 

Lnmher, — The  most  important  business  connected  with  the  navigation  of  the  Upper 
Mississippi  River  and  its  principal  tributaries  is  the  lumber  trade,  which  gave  em- 
ployment in  1800  to  about  100  raft  boats,  valued  at  $750,000.^  Between  St.  Paul  and 
St.  Louis  74  sawmills  were  operated  by  61  wholesale  lumber  firms,  having  an  invested 
capital  of  about  $a5,000.000.  Their  manufactures  iu  1890  were :  Lumber,  1,231,678,960 
feet  B.  M. ;  shingles,  608,986,705.  In  a<ldition  to  the  manufacturers,  there  are  large 
numbers 01  retailor  distributing  firms  scattered  aloug  the  river.  In  1888,  toward 
the  latter  psrt  of  the  season,  was  inaugurated  on  an  extensive  scale  the  rafting  of 
logs  coining  from  the  river  above  Minneapolis.    This  business  was  continued  in  1889 
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and  1890,  and  it  is  thought  that  it  will  become  larger  from  year  to  year  aa  the  supply 
from  the  Chippewa,  St.  Croix,  and  Black  diminishes.  Prior  to  1888  but  a  compara- 
tiyely  small  amount  of  logs  and  lumber  had  been  moved  in  the  river  between  the 
mouth  of  the  St.  Croix  and  Minneapolis. 

Steamboats  and  freight. — ^The  principal  steamboat  lines  on  the  Upper  Mississippi 
River  are  the  St.  Louis,  St.  Paul  and  Minneapolis  Packet  Company,  the  Diamond 
Jo  Line,  and  the  Eagle  Packet  Company.  There  are  also  many  independent  boats 
carrying  freight  and  passengers.  During  1890  the  amount  of  freight  carried  on 
boats  and  barges  was  about  338,023  tons,  and  the  number  of  passengers,  not  in- 
cluding those  of  ferry  and  excursion  boats,  was  about  124,542.  Taking  into  consid- 
eration the  logs  and  lumber  floated  in  the  stream,  the  gross  tonnage  for  1890  was 
4,400,000  tons  approximately. 

Statement  of  distribution  of  lumber  manufacti&e  along  the  Upper  Mississippi  Biver  from 
Minneapolis  to  St.  Louis  in  1800, 


Locality. 

Lumber. 

Shinglea. 

LocaUty. 

Lumber. 

Shingles. 

Minneapolis 

TTaiitinirs  

FMtB.M. 

296, 506, 137 

11,000,000 

1,500,000 

8,500,000 

1,635,000 

145,000.000 

214,028,283 

30,867,400 

20, 173, 000 

14,000,000 

11,000.000 

67, 300, 000 

3,0fl0,277 

72,000,000 

Numhtr. 
156, 403, 300 
4,000,000 
1,000,000 
3,000,000 
1,030,000 

83,500,000 
111.166,000 

17, 446, 750 

10,000,000 
4,000,000 
4,394,000 

30,800,000 

Clinton 

Feet.  B.  M. 
179.686,000 
12,000,000 
11,500,000 
35,000,000 
95,629,000 
83,000,000 
97,272,000 
25,750.000 
21,248.000 
13, 000, 000 
7,000,000 
6,500,000 
25,000,000 
16,000,000 

Number. 

56,558,000 

6,655,000 

3,000,000 

3,000,000 

17,700,000 

18,300,000 

50,454,000 

11,184,755 

22,460,000 

7,000,000 

8,530,000 

2  000  000 

Fulton 

^oo".:::.: 

Camanolie 

Red  Wing 

Moline 

Alma 

DaTenport 

Rock  island 

Muscatine 

Burlington 

Fort  Madison 

Keokuk 

Winona 

Xa  Croftse 

OnalaBka  

X>an8inc      

Prairie  du  Chien  . . . 

Gattonberg 

Dnbao u© 

Canton 

Quincv 

Bollevne 

!  Hannibal 

7,000,000 

Lyona    ............ 

18,756,000 

St.  Louis 

7,052,300 

Total 

1, 528, 185, 097  1      MK  3Km  ins 

Statement  of  amount  of  freight  received  and  skipped  from  St.  Louis  by  the  Upper  Missis- 
sippi River  for  5  years. 


St.  Louis. 

1890. 

1889. 

1888. 

1887. 

1886. 

Received 

Tons. 
128,960 
22,547 

Tons. 
113, 305 
47,560 

Tons. 
114,940 
50,315 

Tons, 
132.400 
36,170 

Tons. 
140, 'SSO 

Shipped 

46,190 

Total 

151,607 

160,865  i  1Af>  2R&  i  108  RTO 

187,070 

— . • 

Receipts  of  lumber,  logs,  etc.,  at  St.  Louis^  from  Upper  Mississippi  River  during  1887, 

1888. 1889,  and  1890. 


Years. 

White-pine 
lumber. 

Cotton- 

woocl 

lumber. 

Total 
lumber. 

Shingles. 

Lath. 

Pickets. 

Totol  pieces 
shingles,  lath, 
and  pickets. 

1890 

1889 

1888 

Feet. 
71,739,010 
71,935,820 
79,311,387 
136,490,066 

Feet. 
15, 586, 800 
11,951,346 
8, 734, 000 
6, 436, 000 

Feet. 
87, 325, 810 
83,887,165 
88, 045, 387 

Number. 
45, 449, 150 
43,350,500 

Number. 
16, 336, 660 
21,386,350 
14, 650, 367 
43, 034, 705 

Number. 
603,688 
401. 932 
273,744 
448,060 

-    Number. 
62,389.488 
66, 138. 782 
40  667  611 

1887 

142,926,066  1  7o!37o'7.^^ 

113,863,500 

1890. 

Steamboata  and  barges  from  Upper  Mississippi  River  arrived  at  St.  Lonis 766 

Feet  (B.M.)  of  logs  received  at  St.  Louis  from  Upper  Mississippi  River  by  raft,  approxi- 
mately   30,0Q0.O0O 

Steamboats  and  barges  departed  from  St.  Louis  for  V  pper  Mississippi  River 75$ 
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The  following  table  afibrds  a  comparative  view  of  the  relative  amount  of  naviga- 
tion at  various  localities  ou  the  Upi»er  Mississippi  River  for  the  lost  3  years: 

Statement  of  steamers,  barges,  and  rafts  pa^ng  various  bridges. 


Locality  of  bridge. 


ITfltitiiigii — 

AViuofui 

La  CYoHse.. 
Dubuque... 

Sabula 

Clinton 

KovklAbma 
Burlingtou . 
Keokuk.... 

Quiney 

Hannibal... 
LeuiifiiaD» . . 


Steamboota. 


454 
5,417 
4,738 
3,479 
3,244 
3,034 
3,122 
1,750 
1.507 
1,956 
1,»41 


760 
4,419 
5,144 
3,221 
2,457 
2,592 
2,007 
1,634 
1,717 
1,890 
1,999 
1,074 


1888. 


521 
4.740 
5,242 
5,649 
2,315 
2,627 
2,699 
1,598 
1,886 
1,950 
2,J25 
1,110 


BargM. 


1800. 


341 

1,045 

626 

1,418 

1,275 

662 

650 

767 

635 

807 

453 

408 


1889. 


■   590 

1,140 

513 

1,149 

1,118 

531 

2U 

799 

760 

636 

547 

422 


1888. 


424 

684 
279 
791 
927 
405 
143 
274 
1,344 
595 

2:m 

278 


Ilaftfl. 


1890. 


45 

2,123 

1.926 

*860 

1,547 

*538 

843 

317 

205 

278 

500 

103 


72 

1,577 

1, 387 

♦666 

1,158 

*653 

725 

268 

199 

249 

451 

77 


1888. 

26 

1,894 
1,683 
950 
*577 
*365 
828 
302 
245 
317 
31ft 
92 


*  Partial  record. 
Customs  revenue  and  tonnage  for  the  year  ending  December  31,  1890. 


Port. 


Collections. 


St.  Ixraia,  Mo. *....-■ $1,377,767.72 

Burlington,  Iowa 

Duhuqiic,  Iowa 

I/a  Crowie,  Wis 

(Galena,  111 

St.  Paul,  Minn 


Total. 


11,429.57 


1.10 
245,205.89 


1,734,404.2 


Tonnage  en- 
roUed. 


132,046.82 
1,247.48 
6,508.64 
5, 160. 85 
3,286.08 
2.202.09 


150,352.86 


Vessels. 


217 
10 
26 
59 
32 
29 


ZT6 


*  Only  a  part  of  tbo  St.  Lonis  statement  applicable  to  the  Upper  MinHissippi  Biver. 
Internal  revenue  for  the  year  ending  December  SI,  1890. 


District. 


Office. 


Amount. 


MinnciMita St.  Paul 

SoGond  Wisconsin Madison 

Third  Iowa Dubuque 

Fourth  Iowa 

Fifth  niinois 


Aggiegate . 


Hui'liugton  . 
Peoria 


Very  respectfully,  your  obedient  servant, 


Msy.  A.  Mackknzik, 

Corps  of  Engineers,  U.  S.  A. 


$2,680,237.90 
433.023.87 
191,372.80 
292,417.85 

22, 483, 772. 85 


26, 080, 825. 27 


C.  W.  Dl'RHAM, 

Assistant  Engineer. 


A  A  2. 


IMPROVEMENT  OF  MISSISSIPPI  RIVER  BETWEEN  MINNEAPOLIS  AND  DES 

MOINES  RAPIDS. 

Under  this  head  of  appropriation  are  carried  ou  workvS  for  the  i)eriiia- 
nent  improvement  of  tlirou^b  navigation.  These  works,  which  have 
been  fully  described  in  previous  rei)orts,  consist  in  constructions  of 


Digitized  by 


Google 


2148   REPORT  OF  THE  CHIEF  OF  ENGINEERS,  U.  8.  ARMT. 

rock,  brush,  piles,  and  gravel,  which  close  side  chutes  and  reduce  the 
low- water  channel  to  a  proper  width,  and  in  the  protection  of  caving 
banks.  The  appropriation  also  provides  for  a  certain  amount  of  dredg< 
ing  and  other  temi>orary  work  for  the  more  rapid  and  immediate  re- 
moval of  obstructions  to  navigation. 

At  the  commencement  of  the  fiscal  year  there  was  available  for  gen- 
eral improvement  the  sum  of  $61,432.01.  The  sum  of  $500,000  was 
appropriated  by  the  act  of  September  19, 1890,  but  this  amount  became 
available  too  late  to  permit  of  work  on  an  extended  scale  during  the 
first  half  of  the  fiscal  year.  Work  was  resumed  at  as  early  a  date  in 
1891  as  the  stage  of  water  and  other  circumstances  permitted,  and  is 
now  in  progress  at  numerous  x>oints. 

Under  approved  projects,  work  of  dam  construction,  shore  protection, 
and  removal  of  rocks  and  bowlders  has  been  carried  on  during  the  past 
year  by  days^  labor  and  Government  plant  between  Minneapolis  and 
St.  Paul,  between  St.  Paul  and  Prescott,  in  vicinity  of  Fountain  City 
and  Wilds  Landing,  in  vicinity  of  Crooked  Slough,  at  Clinton,  Iowa, 
on  Bock  Island  Kapids,  in  the  vicinity  of  Burlington  and  Dallas,  and 
below  Minneiska.  By  informal  agreement  work  with  private  plant  has 
been  carried  out  at  Read  Landing  and  in  vicinity  of  Teepeeota  Point, 
at  Lake  City,  at  Burlington,  and  at  Port  Byron.  Under  formal  con- 
tracts work  has  been  commenced  between  Bead  Landing  and  Minne- 
iska, and  at  Prairie  du  Chien. 

The  dredge  Phoenix  during  the  year  cut  new  channels  near  Kininger, 
and  furnished  gravel  for  dam  construction  at  Crooked  Slough. 

Surveys  and  examinations  were  made  between  Minneapolis  and  St. 
Paul,  on  Rock  Island  Rapids,  at  Read  Landing^  Prairie  du  Chien,  Port 
Byron,  Burlington,  Monto)8e,  and  at  other  x>omts  where  construction 
work  was  carried  out. 

The  buoys  and  ranges  on  the  Rock  Island  Rapids  were  maintained. 

Extensive  repairs  have  been  made  to  the  Government  plant,  and  twenty 
new  barges  are  in  course  of  construction. 

The  details  of  all  the  above-mentioned  work  are  ftdly  given  in  the 
appended  report  of  Assistant  Engineer  C.  W.  Durham,  whicli  includes 
full  extracts  from  the  reports  of  Superintendents  J.  D.  DuShane,  W.  A. 
Thompson,  and  J.  C.  McElheme,  and  the  report  of  M.  Meigs,  United 
States  civil  engineer,  whose  report  includes  extracts  from  the  report 
of  Mr.  S.  Edwards,  United  States  overseer. 

The  act  of  Congress  of  August  11, 1888,  provided  in  a  general  way 
for  work  of  improvement  between  Minneapolis  and  St.  Paul,  and  for 
reasons  given  in  my  last  annual  report  and  in  accordance  with  the 
provisions  of  the  river  and  harbor  act  of  September  19, 1890, 1  presented, 
under  date  of  September  30,  1890,  a  project  for  the  commencement  of 
work  of  removing  bowlders.  This  work  was  approved  October  16, 1890, 
and  during  balance  of  season  76  granite  bowlders  and  5  pieces  of  ledge 
rock  were  broken  up  and  removed  from  channel.  The  act  of  Congress 
approved  September  19, 1890,  provided  under  itinn  for  "Improving  the 
Mississippi  River  from  the  landing  on  the  west  bank  below  the  Wash- 
ington Avenue  Bridge,  Minneapolis,  to  the  Des  Moines  Rapids,"  as  fol- 
lows: "Of  which  sum  also  fifty  thousand  dollars  shall  be  expended  be- 
tween the  Chicago,  St.  Paul,  MinneapoUs  and  Omaha  Railroad  Bridge 
at  St.  Paul,  and  the  Washington  Avenue  Bridge,  Minneapolis,  in 
dn^lgiug,  removal  of  gravel,  bowlders,  and  broken  rock,  and  the  con- 
si  nntion  of  dams  and  revetments."  A  project  in  conformity  with  the 
re<|uiremonts  of  the  act  of  Congress,  was  presented  Febniary  23,  1891, 
and  ai)X)rovcd  February  2^^  1891.    This  project  proi)Oses  a  continuation 
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of  the  work  of  removing  bowlders,  the  <*>onstructioTi  of  dams  and  revet- 
ments, and  the  dredging  of  gravel  bars.  The  removal  of  bowhha's  has 
already  been  commenced  and  the  other  work  will  be  inaugurated  imme- 
diately. As  stated  in  former  reports  and  projects,  I  am  of  tlie  opin- 
idn  that  while  the  lower  portion  of  the  stretch  of  river  here  considered 
may  be  made  as  favorable  for  navigation  as  the  river  below  St.  Paid  by 
tiie  work  proposed,  the  upper  portion  or  rapids  can  only  be  radi(;ally 
improved  by  the  construction  of  locks  and  dams. 

The  river  and  harbor  act  of  September  19, 1890,  provided  for  dretlg- 
ing  in  the  harbors  of  Builington  and  Montrose,  Iowa.,  and  of  Port  Byron, 
111.  A  project  for  some  of  this  dredging  work  was  presented  Septem- 
ber 30, 1890  and  approved  October  16, 1890 j  and  a  i>ortion  of  the  work 
-desired  at  Burlington  was  carried  out  last  fall.  Projects  for  the  work 
desired  at  Montrose  and  Port  Byron  have  also  been  presented  and  ap- 
proved. At  the  former  place  the  work  has  been  completed  by  a  Gov- 
ernment dredge,  and  at  the  latter  pla(5e  work  is  now  in  progress  under 
agi^eeraent  with  A.  J.  Whitney.  These  works  have  been  carried  out,  not 
because  the  harbors  were  in  any  worse  condition  than  at  other  and 
possibly  more  important  points,  but  for  the  reason  that  sx)ecial  allot- 
ments were  provided  for  the  work. 

During  the  past  year  new  bridges  have  been  commenced  at  Winona 
and  St.  Paul,  and  the  construction  of  several  others  has  been  author- 
ized. 

Commercial  statistics  relating  to  the  Upper  Mississippi  River  are  given 
in  connection  with  the  report  on  "  Operating  snag  boats  and  dredge  boats 
on  the  Upper  Mississippi  River."  These  statistics  do  not  in  any  sense 
indicate  the  relations  of  this  work  to  the  interests  of  commerce  and  the 
general  public.  The  influence  which  the  Upper  Mississippi  River  in  an 
improved  condition  has  upon  freight  rates  must  be  taken  as  a  measure 
of  its  importance.  Of  the  amount  of  freight  carried  by  railroads  at 
river  rates,  as  a  result  of  the  river  competition,  no  figures  can  be  given; 
but  such  amount  is  known  to  be  very  large  during  the  season  when  nav- 
igation of  the  river  is  practicable. 

During  the  past  year  the  works  heretofore  constrdcted  by  the  Gov- 
ernment have  continued  to  straighten  and  deepen  the  low-water  chan- 
nel of  the  river  and  to  materially  benefit  the  interests  of  commerce  and 
navigation.  That  such  benefit  should  continue  and  increase,  it  is  nec*- 
essary  that  the  work  of  improvement  be  continued  until  the  whole 
river  is  imt  under  such  control  that  the  i>ossibility  of  new  obstructions 
appearing  is  done  away  with. 

If  the  radical  improvement  of  the  Upper  Mississippi  River  is  to  be 
continued  and  carried  to  the  full  limits  which  the  immense  interests  in- 
volved justify,  it  is  desirable  that  it  should  be  carried  on  under  liberal 
appropriations,  so  that  the  full  benefit  of  the  improvement  may  be  se- 
cured at  as  early  a  day  as  is  practicable.  As  an  amount  that  can  be 
profitably  expended  during  the  fiscal  year  ending  June  30, 1893, 1  pre- 
sent an  estimate  of  $1,500,000. 

The  improvement  of  the  Upper  Mississippi  River  is  a  work  which  can  be 
best  carried  on  so  gradually  as  to  give  the  river  itself  full  opportunity  to 
assist  in  the  formation  of  proper  channels,  and,  if  carried  to  its  ftillest 
limits,  the  work  must  extend  over  many  years.  It  does  not  now  appear 
desirable,  or  even  practicable,  to  prepare  detailed  plans  for  the  whole 
river  so  long  in  advance  of  the  time  when  it  may  be  possible  or  neces- 
sary to  carry  out  some  of  the  work.  Tlie  existing  project  for  this  work 
may  therefore  be  said  to  be  one  of  general  methods  and  the  execution 
of  detailed  plans  for  special  localities.    Under  the  conditions  named, 
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T>o  detailed  estimates  of  cost  of  completing  the  entire  work  can  well  be 
now  made.  Projects  for  the  expenditure  of  each  appropriation,  in  ac- 
cordance with  approved  plans  and  methods,  are  presented  in  lieu  of  a 
general  project  for  the  completion  of  work.  It  has  been  the  custom  in 
carrying  out  work  on  the  Upper  Mississippi  to  select,  when  funds  are  avail- 
able, such  localities  for  improvement  as  maybe  at  the  time  most  detrimen- 
tal to  navigation.  Each  and  every  locality  thus  improved  has  a  beneficial 
result  on  the  navigation  of  the  whole  river,  and,  as  the  shoalest  bars 
have  been  improved  from  year  to  year,  the  ruling  navigable  depth  has 
been  considerably  increased.  By  this  method,  the  good  effects  of  work 
are  spread  over  the  entire  stretch  of  river,  and  the  improvement  of  the 
river,  considered  as  a  whole,  is  made  progressive,  the  expenditure  of 
each  successive  ai)propriation  resulting  in  further  and  immediate  benefit , 
to  the  interests  of  continuous  navigation. 

SUMMARY  OF  EXPENDITURES  FOR  CALENDAR  YEAR  ENDING  DECEMBER  31,   1890. 

Minneapolis  to  St.  Paul : 

Surveys $2,988.39 

Kemoval  of  rocks 744.51 

3  732, 90 

St.  Paul  to  Prescott u]{yil,ll 

Read  Lauding  and  vicinity  of  Teeneeota  Point 9, 899. 97 

Vicinity  of  Fountain  City  and  Wilds  Lauding 20, 528. 65 

Repairing  Pomme  de  Terre  Dam 49.42 

Crooked  Slougli 1,079.66 

Rock  Island  Rapids 10,931.85 

Buoys  on  Rock  Island  Rapids 389. 93 

Harbor  at  Burliugton 2, 195. 18 

Vicinity  of  Burlington  and  Dallas 28,815.12 

Surveys  and  gauges 745. 24 

Care,  repair,  and  construction  of  plant 9, 530. 53 

Total 97,540.16 

GENERAL  STATEMENT  OF  RECEIPTS  AND  EXPENDITURES. 

Expended  bv  vouchers  from  the  commencement  of  improvement  to 
July  1,  1891: 

St.  Paul  to  Des  Moines  Rapids $1, 562, 096.50 

Minneapolis  to  Des  Moines  Rapids : 690, 662. 66 

Harbor  at  Lake  City  (St.  Paul  to  Des  Moines  Rapids) 13, 354. 17 

Practical  test  of  Adams'  flume  (St.  Paul  to  Des  Moines  Rapids)..        *  22, 176.83 

Total 2,288,290.16 

Deduct  amount  received  from  sales  of  fuel $946. 68 

Deduct  amount  received  by  transfer  settlement  with  Quarter- 
master's Department,  account  of  sale  of  fuel  to  officers 156. 29 

Deduct  amount  received  from  sale  of  rock 1, 078. 05 

2,181.02 

Net  cost  of  improvement 2,286,109.14 

Balances  July  1,  1891: 

St.  Paul  to  Des  Moines  Rapids t$2,045.88 

Miuueapolis  to  Des  Moines  Rapids 409,344.98 

411,390.86 

Total  appropriated ! 2, 697, 500. 00 

*  In  addition  to  this  amount  Mr.  Adams  expended  $8,000,  appropriated  by  act  of 
August  2^  1882,  as  a  separate  item. 

t  Of  this  amount  $1,645.83  pertain  to  Lake  City  Harbor  and  $248.40  are  nonpay- 
ments* 
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ABSTRACT  OP  APPROPRIATIONS. 

St.  Paul  to  Des  Moines  Rapids : 

By  act  approved — 

June  18, 1878 $250,000 

March  3,  1879 100,000 

June  14, 1880 150,000 

March  3,  1881 200,000 

By  act  passed  August  2,  1882 250,000 

By  act  approved — 

July  5,  1884  (general  improvement) 250, 000 

July  5, 1884  (applied  to  harbor  at  Lake  City) 15, 000 

Augusts,  1886 382,500 

Minneapolis  to  Des  Moines  Rapids : 

By  act  of  August  11,  1888 600,000 

By  act  of  September  19, 1890 500,000 

Total.-. 2,697,500 

Net  expenditures  an  the  variotts  sections  of  the  river  heUceeti  Minneapolis  and  the  Des 
Moines  Rapids  from  commencement  of  improvement  to  July  1,  1S91, 


Locality. 


Distance. 


MinneaiMlIs  to  St.  Panl  (Omaha  Bridge) . . . 

St.  Paul  (Omaha  Bridge)  to  Pr*»cott 

Pieecott  to  liead  of  Lake  Pepin 

Harbor  at  Lake  City 

Foot  of  Lake  Pepin  to  Alma 

Alma  to  Winona  Bridge 

Wi&ona  Bridge  to  La  Croeae  Brid^ro 

La  Croaae  Bridge  to  McGregor  Bridge 

McGregor  Bridge  to  Dubuque  Bridge.  .^... 

Dubuque  Bridge  Xo  Clinton  Bridge 

Clinttm  Bridge  to  Rock  Island  Bridge 

Rock  Island  Bridge  to  Keitlisburg  Bridge  . 
Koithsburg  Bridge  to  Des  Moines  Rapids. . 

Surveys,  uinges,  and  meter- work 

Snag  and  dredge  boats  and  wrecking 

Facilitating  navigation  tlirough  bridges  . . . 

Plant  at  estimated  value 

Practical  test  of  Adams'  flume 


MUcM. 


Total. 


Amounts. 


|C,  147. 90 

5Il,ld:{.50 

56,220.37 

13, 3.54. 17 

278, 312. 56 

279,942.:i6 

109, 544.  r>0 

96, 305.  75 

H2, 729. 35 

57, 297. 13 

95, 955. 58 

70, 071.  X5 

394, 370.  .50 

91.765.51 

39,431.66 

1, 366.  :w 

79, 947. 00 

22, 176.  Kt 


2,286,109.14 


FINANCIAL  STATEMENTS. 


1.  General  improvement. 

July  1, 1890,  balance  available $61, 432. 01 

Amount  appropriated  by  act  of  September  19, 1890 500, 000. 00 

Received  by  transfersettlementwithQuarteriiiadter'H  DciKU'tiiit'iit,  account 
of  sale  of  fuel  to  officers 156.29 

561,588.30 
July  1,  1891,  amount  expended  durin<r  fiscal  year,  exclusive 

of  liabilities  outstanding  July  1,  1890 $151, 843. 27 

July  1,  1891,  outstanding  liabilities *2,  277. 94 

July  1,  1891,  amount  covered  by  uncompleted  contracts 50, 834. 11 

204, 955. 32 

July  1,  1891,  balance  available 356,632.98 

2.  Applied  to  Lake  City,  Minn.     (Act  of  July  .1,  AV<SV.) 

July  1, 1890,  balance  available $2,515.83 

July  1, 1891,  amount  expended  during  fiscal  year 870. 00 

July  1,1891,  balance  available 1,645.83 

*0(  tbia  amount  $32.75  are  Donpayiueut^  <m  lu'iuuut  of  teat  of  Adama'  flumo. 
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ST.  PAUL  TO  DRS  MOINES  RAPIDS. 

Money  Btaiement 

Jnly  1,  1890,  Imlanro  nnexpemled $2,7G4.23 

Received  by  transfer  settlement  with  Quarterma8t<^r'«  Depart  ineiit,  account 
of  sale  of  fuel  to  officers 151.65 

2,915.88 
June  30, 1891,  amount  expended  during  fiscal  year 870. 00 

July  1,  1891,  balance  unexpended*. 2, 045. 88 

July  1,  1891,  outstanding  liabilities 248.40 

July  1,  1891,  balance  available 1,797.48 

MINNEAPOLIS  TO  DES  MOINKS  RAPIDS. 

Money  statement 


July  1, 1890,  balance  unexpended $61,432.01 

Received  by  transfer  settlement  with  Quartermaster's  Department,  account       ^ 

of  sale  of  fuel  to  officers 4. 64 

lount  appropriated  by  act  approved  September  19,  1890 : 
General  improvement $408, 000 


Amount  appropriated  by  act  approved  September  19,  1890 : 
General  improvement 

Between  Chicago,  St.  Paul,  Minneapolis  and  Omaha  Kail- 


road  Bridge  and  Washington  Avenue  Bridge 50, 000 

Burlington.  Iowa .' 5, 000 

Montrose,  Iowa 2,000 

East  Channel,  Prairie  du  Chien 30,000 

Port  Byron,  111 5,000 

500,000.00 

561,436.65 
July  1, 1891,  amount  expended  during  fiscal  year: 

General  improvement $138, 616. 47 

Between  Chicago,   St.   Paul,  Minneapolis  and  Omaha 

Railroad  Bridge  and  Washington  Avenue  Bridge 2, 312. 25 

Burlington,  Iowa 1, 905. 62 

Montrose,  Iowa 1, 278. 93 

East  Channel,  Prairie  du  Chien 6,617.54 

Port  Byron,  111 1,300.86 

$152,091.67 

July  1,  1891,  balance  unexpended 409,344.98 

July  1,  1891,  outstanding  liabilities: 

General  improvement $1 ,  404. 25 

East  Channel,  Prairie  du  Chien 625. 29 

2,029.54 

July  1,  1891,  amount  covered  by  uncompleted 

contracts : 

General  improvement 38, 261. 73 

East  Channel,  Prairie  du  Chien 12, 572. 38 

50, 834. 11 

52,863.65 

July  1, 1891,  balance  available 356,481.33 

July  1,  1891,  amounts  available  under  general  and  special 
allotments  are  as  follows: 

General  improvement $291, 154. 20 

Between  Chicago,   St.  Paul,  Minneapolis  and  Omaha 

Railroad  Bridge  and  Washington  Avenue  Bridge 47, 687. 75 

Burlington,  Iowa 3,094.38 

Montrose,  Iowa 721. 07 

East  Channel,  Prairie  du  Chien 10, 184. 79 

Port  Byron,  111 3,639.14 

356,481.33 

{Amount  that  can  be  profitablv  expended  in  fiscal  year  ending  June 
30,1893.. \ 1,500,000.00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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Ahsfraci  of  proposals  received  and  opened  by  Maj.  A.  Maclcenziej  Corps  of  Engineers^  at 
Hock  Island,  III,,  February  20, 1891,  at  2  p.  m.,for  ** oonatt^wting  and  repairing  dams 
and  shore  protections  of  brush  and  rock  between  Beads  Landing,  Afinnesoia,  and  Minne- 
Uka,  Minn." 

[There  is  available  for  this  work  from  appropriatioii  of  $500,000  made  by  rirer  uid  harbor  act  of  Sep- 
tember  19, 1800,  for  *'  improving  Miasiaaippi  Biver  from  KinneapoUa  to  Dea  Moines  Bapida  "  an  u- 
lotment  of  $50,000  made  by  pru^ject  approved  January  Q,  1801.] 


ITo. 


I    Book  in  plaoe,    I  Bmah  in  place. 
25,000  cubic  yards.  20,000  cubic  yards. 


Name  and  residence  of  bidder. 


Per 
cubic 
yard. 


Total. 


Per 
cubic 
yard. 


Total. 


Grand 
totaL 


N ehemlah  Martin  and  Timothy  MitcheU,  Hast- 
ings, M  inn 

Amlrew  Delaney,  St.  Paul,  Minn 

Albert  Kirclmer,  Fountain  City,  Wis 

Jacob  Biehtman,  Fountain  City,  Wis 

Wm.  A.  Patterson  and  Sabret  T.  Pattorson^Keo- 
knk,  Iowa 

A.  J.  Whitney,  Book  Island,  III 


$1.85 
L15 
1.17 
1.20 

1.90 


$33,750  i  $0.60  $12,000 

28,750  i  .60  12,000 

29,250  I  .50  i  10,000 

80,000  :  .27  5.400 


88,750 


82,500  i 


.48 
.65 


9,600 
13,000 


$45,750 
40,750 
39,250 
85.400 

43,350 
46,600 


Abstract  of  proposals  received  and  opened  by  Maj.  A.  Mackenzie,  Corps  of  Engineers,  at  Bock 
Island,  III,  February  20,  1891,  at  f  ».  f«.,  for  construction  of  dams  and  shore  pro- 
tecti4yns  of  orush  and  rock  in  vicinity  of  Prairie  du  Chien,  Wisconsin, 

(There  is  available  for  this  work  an  allotment  of  $3O,00O,  made  by  the  rivor  and  harbor  act  of  September 
19, 1890,  from  appropriation  of  $500,000  for  "  improvins  Mississippi  Biver  from  Minneapolis  to  Dea 
Moines  Bapida.^'] 


No. 


Book  in  place. 
14,000  cubic  yards. 


Name  and  residence  of  bidder. 


Nchemiah  Martin  and  Timothy  Mitohell,  Hastings, 
Minn 

James  Coleman  and  John  H.  S.  Coleman,  Davenport, 
Iowa 

Andrew  Delanoy,  St.  Paul,  Minn 

Sid.  J.  Tmax  and  George  J.  Hetherington,  Hast- 
ings, Minn 

Albert  Kirchner,  Fountain  City,  Wis 

Jacob  Bichtmau,  Fountain  City,  Wis 

William  A.  Ptttterson  and  Sabret  T.  I*atterson,Keo- 
kuk,  Iowa 

A,J.Whitney,  Bock  Island,  111 


Per 
cubic 
yard. 


$1.35 

1.25 
1.18 


1.09 
.90 

,90 
LOO 


Total. 


$18,900 

17,500 
16. 520 

12,460 
15,260 
12,600 

12,600 
14,000 


Brush  in  place, 
14,000  cubic  yards. 


Per 
cubic 
yard. 


$0.60 

.45 

.60 

.44 
.89 
.50 

.40 
.60 


Total. 


Grand 
totaL 


$8,400 

6,300  ' 
8,4U0  ; 

6,160 
6,460 
7,000 

6.660 
8,400 


$27,300 

23,800 
24, 920 

18,620 
20. 720 
19,600 

18,200 
22,400 


Abstract  of  proposals  received  and  opened  hy  Maj.  A.  Mackenzie,  Corps  of  Engineers,  at 
Rock  Island,  IlL,  February  SO,  1891,  at  S  p,  m,,  for  conntruciing  dams  and  shore  protec- 
tions of  brush  and  rock  between  Bellevue,  Iowa,  and  Savanna,  III.  ^ 

[There  is  available  for  this  work  from  appropriation  of  $500,000,  made  by  river  and  harbor  act  of  Sep- 
tember 10, 1890,  for  "improving  Mississippi  Biver  from  Minneapolis  to  Dch  Moiues  liapids,"  an  allot- 
ment of  $^,000  made  by  project  approvect  January  6,  1891.] 


No. 


Name  and  residence  of  bidder. 


Bock  in  ]>Iflce.    j   linifth  in  place, 
13,000  cubic  yards.  lO,(KM)oubic  yards 


Per 
cuMo  I    TotaL 
yard,  i 


Per 
cubic 
yard. 


Total. 


Grand 
totaL 


Nehemiah  Martin  and  Timothy  Mitchell,  Hastinga, 

Minn 

James  Coleman  and  John  H.  S.  Coleman,  Davenptirt, 

Iowa 1.25 

Andrew  Delaney,  St  Paul,  Minn '      1 .  28 

Sid.  J.  Tmax  and  Geo.  J.  Hethoringtoii,  Ha.«)tingM, 

Miun 

Albert  Kirchner,  Fountain  Citv,  Wis 

Jacob  Bichtman,  Fountain  City.  Wis 

William  A.  Patterson  and  Sabret  T.  Patterson,  Koo- 

knk,  Iowa 

A.  jTWhltney,  Book  Island,  m 


$1.40 


Lit 
l.O-.* 
1.20 

O.fO 
1.00 


$18,200 

16,250 
16,  (UO 

14,820 
14. 170 
15,600 

ILTOO 
13,000 


$0.60 

0.45 
0.64 

0.40 
0.39 
0.27 

0.38 
0.60 


$6,000 

4.500 
6,400 

4,000 
3,900 
2,700 

3,800 

6,ooa 


$24,200 

20,750 
23,040 

18,820 
18,070 
18,300 

15,500 
19,000 
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rkport  of  mr.  c.  w.  durham^  assistant  engineer. 

United  States  Engineer  Office, 

Mock  Island,  III.,  January  SI,  1891, 
Major:  I  have  the  honor  to  suhmit  the  following  report  of  operations  for  the  im- 

£rovement  of  the  Missisaippi  River  in  the  division  under  my  charge^  extending  from 
[iuueapolis,  Minu.,  to  the  vicinity  of  BurUngton^  Iowa,  for  the  calendar  year  end- 
ing December  31,  1890: 

MINNEAPOLIS  TO  ST.  PAUL. 

Surveys  and  examinations, — On  April  29,  1890,  an  examination  of  this  part  of  the 
river  was  made,  the  party  starting  from  Minneapolis  with  a  skiff,  with  a  view  to  iu- 
qairiuff  into  the  feasibility  of  improving  navigation  by  removal  of  rocks  and  bowld- 
ers. A  very  swift  current  was  found  for  the  ^eater  part  of  the  way  to  Meeker 
Island  and  much  i-ough  water,  indicating  the  existence  of  many  rocks  and  bowlders. 
The  least  depth  of  water  found  was  3  feet,  the  stage  at  St.  Paul  by  the  engineer  giiage 
reading  2.8  feet.  Below  Meeker  Island  no  serious  obstruction  was  met  with,  except 
a  row  of  cribs  with  connecting  chain  across  the  channel  at  a  point  about  1  mile  above 
Minnnehaha  Creek. 

On  May  1  the  launch  Ada,  drawing  about  2  feet,  went  through  from  St.  Paul  to 
Minneapolis  without  difficulty,  the  only  delay  being  caused  at  the  cribs  above  men- 
tioned, where  the  chain  had  to  be  cut.  On  May  5,  at  a  stage  of  2.6  feet  at  St.  Paul, 
the  General  Barnard,  drawing  3  feet  and  3  inches,  ran  without  trouble  from  St.  Paul 
to  the  point  where  the  boom  companv  has  placed  the  cribs,  and  was  then  obliged  to 
turn  back.  On  June  26,  at  a  stage  of  6.2  feet  at  St.  Paul,  the  Barnard  went  up  as  far 
as  the  Franklin  Avenue  Bridge  and  was  there  stopped  by  rocks.  These  rocks  removed , 
she  can  probably  go  to  Minneapolis  at  a  5-foot  stage.  By  these  examinations  it  was 
demonstrated  that  the  channel  could  be  considerably  improved  by  removing  rocks 
and  bowlders,  which  exist  in  great  numbers. 

In  June  and  July  accurate  surveys  of  the  river  were  made  by  a  party  in  charge  of 
Superintendent  J.  D.  Du  Shane  from  the  Minneapolis  steamboat  warehouse  to  a 
point  1,200  feet  below  the  Franklin  Avenue  Bridge;  from  head  of  Meeker  Island  to 
Short  Line  Bridge;  at  Marshall  Avenue  Bridge,  Groveland  Park,  Minnehaha  Creek, 
and  Pike  Island.  The  cost  of  these  surveys,  including  work  in  the  office,  was 
$2,988.39.    From  Mr.  Du  Shane's  report  the  following  extracts  are  taken : 

"Actual  work  of  the  rapids  survey  began  June  9,  the  time  irom  the  4th  to  the  7tli 
being  used  for  establishing  stations,  setting  gauges,  and  practicing  the  crew  iu 
hauming  the  sounding  boat  in  the  rapid  current  when  not  interrupted  by  rain. 

"As  the  current  was  too  rapid  for  holding  the  sounding  boat  on  line  with  oars,  a  special 
tackle,  described  as  follows,  was  devised  for  maneuvering  it :  A  1-inch  rope,  about  1,000 
feet  long,  was  stretched  across  the  river  about  10  feet  above  water  and  made  taut 
by  a  capstan  at  one  end;  on  this  holding  line  ran  a  snatch-block  to  which  a  half- 
inch  rope  or  dropping  line  250  feet  long  led  from  the  sounding  boat;  to  the  block 
were  also  attachea  two  half-inch  ropes  or  hauling  Hues,  each  long  enough  to  reach 
across  the  river  and  supported,  on  each  side  of  the  block,  on  the  1-inch  holding-line 
by  2i-inch  iron  rin^s  fixed  to  the  hauling-lines  at  points  25  feet  apart  by  small  cold- 
shuts.  The  sounding  boat  could  thus  be  held  against  the  rapid  current,  droppeil 
downstream,  and  hauled  across  river  as  required.  In  practice  the  holding-line  was 
kept  perpendicular,  as  near  as  ma^  be,  to  the  direction  of  the  current,  and  was 
change<rin  position  up  or  down  river  as  work  progressed,  from  100  to  200  feet  at 
each  moving,  three  skiffs  being  placed  under  the  line  at  suitable  points  ibr  holding 
it  out  of  the  swift  water  while  being  moved.  The  sounding  boat,  a  small  yawl,  was 
dropped  10  feet  at  a  time,  making  the  sounding  lines  practically  parallel  from  shore 
to  shore  and  10  feet  apart;  the  boat  was  hauled  across  the  river  by  tw^o  men  on  each 
shore,  the  speed  being  maintained  as  uniform  as  practicable  and  the  soundings  be- 
ing taken  at  intervals  of  10  to  15  feet  on  each  line.  The  soundings  were  located  by 
intersection  from  two  transit  instruments  on  shore,  the  intersections  being  taken  at 
every  fourth  sounding  on  the  sounding  rod  at  the  instant  of  vertical ity,  a  signal  be- 
ing given  from  the  sounding  boat. 

"  In  this  manner  the  river  was  thoroughly  sounded  from  a  point  100  feet  above  the 
Minneapolis  steamboat  warehouse  to  a  point  1,200  feet  below  the  Franklin  Avenue 
Bridge,  near  the  head  of  Meeker  Island,  a  distance  of  7,000  feet.  Within  this  dis- 
tance a  search,  as  thorough  as  the  stage  of  water  would  permit,  was  made  for  rocks, 
and  175  rocks,  bowlders,  and  patches  were  located.  Many  more  smaller  bowlders 
could  have  been  locatea  had  the  water  been  at  a  lower,  more  favorable  stage,  as 
many  of  the  bowlders  did  not  show  a  distinct  break  in  the  rough  water  of  the  rapids 
at  the  time  of  survey,  especially  in  the  vicinity  of  the  Franklin  Avenue  Bridge. 
However,  the  largest  were  located  and  many  of  the  others  can  be  readily  found  dux- 
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ing  the  progress  of  any  operatiouH  which  may  be  undertaken  for  the  removal  of  those 
already  located. 

"  SonndingS;  in  continuation  of  those  on  the  rapids,  were  taken  from  the  head  of 
Meeker  Island  to  the  Short  Line  Bridge,  a.  distance  of  2,600  feet.  The  souudiugs 
were  taken  15  to  20  feet  apart,  on  parallel  lines  40  feet  apart,  extending  from  shore 
to  shore.  The  tackle  having  been  abandoned  at  the  foot  of  the  rapids,  thoAo  sound- 
ing were  taken  from  a  rowboat  and  locate<l  as  above  described.  Twenty-two  bowl- 
ders were  located  within  this  distance. 

''  The  bottom  of  the  river  from  the  Minneapolis  landing  to  the  Shorl  Line  Bridge 
is  composed  of  bowlders  varying  in  size  from  one-half  foot  to  2  feet  or  more,  mixiMl  in 
places  with  coarse  gravel ;  it  may  be  likened  to  a  street  paved  with  cobble  stonoH,  so 
closely  are  the  bowlders  packed.  A  narrow  bar  in  mid-stream,  composed  of  coarse 
gravel  and  small  bowlders,  extends  from  above  the  Minneapolis  Landing  down  river 
several  hundred  feet.  This  bar  is  dry,  or  nearly  so,  at  its  upper  end  during  low  sum- 
mer stages. 

"In  addition  to  the  above  snrvey  there  were  made  examinations  of  shoals  at  the 
Marshall  Avenue  Bridge,  Groveland  Park,  Minnehaha  Creek,  and  Pike  Island.  The 
length  of  river  covered  by  these  examinations  is  about  3^  miles.  Soundings  were 
made  from  a  rowboat  and  located  by  intersections  with  two  transit  instruments. 
The  soundings  were  taken  15  to  20  feet  apart  on  parallel  lines  across  the  river  40  feet 
apart,  except  at  Marshall  Avenue  Bridge,  where  the  lines  are  25  feet  apart,  and  at 
I  Groveland  Park,  where  for  one-third  of  the  distance  the  lines  are  20  feet  apart. 

"At  Marshall  Avenue  Bridge  the  bottom  is  composed  of  small  bowlders  and  coarse 
gravely  at  Groveland  Park  the  bottom  is  similavto  that  at  Marshall  Avenue  Bridge, 
excepting  along  the  right  bank,  where  for  50  to  100  feet  from  shore  is  a  deposit  of 
sawdust, slabs,  and  muck.  At  Minnehaha  Creek  the  bottom  is  gravel,  with  scattering 
small  bowlders,  while  at  Pike  Island  it  consists  entirely  of  gravel,  excepting  near  the 
shores,  where  it  seems  to  be  comnosed  of  sand,  sawdust,  and  slabs. 

"Temporary  gauges  were  established  at  Minneapolis  Landing,  Franklin  Avenue 
Bridge,  and  Groveland  Park.  Daily  readings  of  these  gauges  and  of  that  at  St.  Paul 
were  kept. 

"Permanent  bench-marks  were  established  at  Minneapolis  Landing,  Franklin 
Avenue  Bridge,  and  Marshall  Avenue  Bridge.  The  first  two  were  connected  by 
levels,  carefully  taken,  with  bench-marks  of  M^or  Allen's  survey  of  1887. 

"Permanent  stationa  were  made  at  all  but  three  of  the  transit  stations  occupied 
for  locating  soundings  on  the  rapids  survey.  These  permanent  stations  consist  of 
granite  bowlders,  set  firmly  in  the  ground  and  marked  with  a  X  (cross)  chiseled  into 
the  top  of  the  bowlder,  the  center  of  cross  being  center  of  station.  In  most  cases 
these  stations  have  been  referenced  and  are  fully  described  on  map,  and  they  may 
be  readily  identified  for  future  work.     *    •    « 

"  Observations  were  taken  for  velocity  of  the  current  on  the  rapids."    •    •    • 

Oparations  in  removing  rocks  and  bowlders*. — ^This  work  was  in  charge  of  Sux>erintend- 
ent  Du  Shane,  whose  report  is  here  given : 

"The  river  and  harbor  act  of  September  19,  1890.  providing^  for  improving  the  Mis- 
sissippi River  from  Minneapolis  to  the  Des  Moines  Kapids,  designated  that  of  the  sum 
apnropriated  '  $50,000  shall  be  expended  between  the  Chicago,  St.  Paul,  Minneapolis 
ana  Omaha  Railroad  Bridge  at  St.  Paul  and  the  Washington  Avenue  Bridge,  Minne- 
apolis, Ih  dredging,  removal  of  gravel,  bowlders,  broken  rock,  and  the  construction 
of  dams  and  revetments.' 

"  Under  a  project,  dated  September  30  and  approved  October  14, 1890,  work  of  re- 
moving rocks  from  the  river  bed  below  Minneapolis  was  begun  by  a  small  party  on 
October  16.  This  work  was  carried  on  by  day's  labor.  Between  the  Franklin  Ave- 
nue and  Short  Line  bridges  there  were  removed  b^  blasting  76  granite  bowlders  and 
5  pieces  of  ledge  rock.  The  bowlders  varied  in  size  from  1.5  feet  to  6  feet  in  diame- 
ter; the  ledge  rock  from  4  feet  by  4  feet  to  8  feet  by  15  feet  on  one  face.  The  thick- 
ness of  ledge  rock  was  not  ascertained,  though  the  holes  drilled  for  blasting  were 
from  2.5  feet  to  3  feet  in  depth.  With  a  few  exceptions  all  these  rocks  were  so  com- 
pletely broken  up  as  to  leave  no  trace.  Whenever  large  pieces  of  rock  remained  after 
blasting,  they  were  either  hauled  ashore  or  further  broken  up  by  blasting.  It  is 
thoaght  that  all  of  the  most  dangeroui  rooks  within  tdie  channel  limits  between  these 
bridges  Jiave  been  removed. 

"  Owing  to  cold  weather,  with  heavy  snow,  operations  for  the  season  were  sus- 
pended November  8. 

"Cost  of  removing  rocks,  including  quota  of  office  expenses,  is  $744.51. 

"  As  part  of  a  general  system  for  the  permanent  improvement  of  the  river  between 
Minneapolis  and  St.  Paul,  work  should  be  done  during  the  season  of  1891  at  the  fol- 
lowing places:  Opposite  foot  of  Pike  Island,  removal  of  several  log  cribs  from  the  - 
channel  and  protection  of  left  bank  (this  hign,  sandy  bank  is  being  rapidly  washed 
into  the  river,  forming  an  obstructing  bar  at  the  foot  of  the  island) ;  at  Fisherman 
iMLukdf  removal  of  log  ciibs  from  channel  and  out  dredged  through  gravel  bar,  the 
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gravel  to  be  nsed  for  elosmg-dams  in  side  rhntes;  pofwibly  some  dre<ljjiug  below  and 
above  Marshall  Avenne  Bridge;  below  the  Short  lAmt  Bridge,  removal  of  a  few  scat- 
tering rocks ;  removal  of  rocks  on  rapids  above  Franklin  Avenne  Bridge  and  between 
the  head  of  rapids  and  the  landing  on  west  bank  below  the  Wiishiugton  Avenne 
Bridge. 

''While  it  is  not  thought  that  the  removal  of  bowlders  and  rocks  from  the  rapids 
will  furnish  a  permanently  improved  channel  sufficient  for  safe  and  ea8y  passage 
by  the  larger  rlasses  of  steamboats,  it  will  no  doubt  answer  all  the  requirements  of 
navigation;  for,  at  least  until  a  system  of  improvement  by  locks  and  dams  is  com- 
pleted, this  stretch  of  river  will  be  put  to  little  commercial  use,  except  for  running 
logs  from  Minneapolis  to  the  boom  works  below  Pike  Island.  However,  should  locks 
and  dams  ever  be  built,  much  of  the  work  near  the  head  of  the  rapids  and  all  that 
above  the  rapids  previously  mentioned  as  work  that  should  be  done  during  1891 
would  form  a  part  of  the  permanent  improvement  by  this  system. 

On  October  12, 1890,  when  the  United  States  engineer  gauge  at  St.  Paul  read  1.1  feet, 
the  geneM  depth  of  river  in  channel  on  the  rapid!  above  Franklin  Avenue  Bridge  was 
2.5  feet,  thougn  bowlders  and  rocks  projecting  above  the  river  bottom  rendered  these 
rapids  unnavigable  at  this  stage  for  any  class  of  steamboats.  The  navigable  depth 
in  channel  at  Meeker  Island  was  3  feet ;  above  and  below  Marshall  Avenue  Bridge, 
2.5  feet;  at  Fisherman  Island,  1.5  feet;  below  same,  3  feet;  below  Fort  Snelling,  3 
feet;  between  St.  Paul  and  Prescott,  3.5  feet. 

"  In  recent  years  the  quantity  of  mill  refuse  dumped  into  the  river  at  Minneapolis 
has  greatly  diminished,  but  there  is  yjBt  a  large  amount  going  in  throughout  the  greater 

Eart  of  the  year.  The  quantity  of  city  refuse  and  garbage  deposited  in  the  river  is, 
owever,  on  the  increase.  Since  the  city  crematorium  was  abandoned,  about  1  year 
ago,  all  the  garbage  and  other  refuse  collected  from  this  city  of  over  160,000  inhabi- 
tants is,  I  am  informed,  deposited  in  the  river.  This  city  refuse  proves  not  only  a 
nuisance  and  a  constant  menace  to  the  health  of  a  large  community  along  the  river, 
but  also  helps  to  form  obstructions  to  navigation  at  least  as  far  a«  Prescott,  Wis., 
44  miles  below  Minneapolis,  and,  possibly,  to  Lake  Pepin,  some  20  miles  farther. 
In  the  interests  of  navigation  and  of  the  health  of  steamboatmen  and  of  those  con- 
nected with  river  improvements  and  dependent  works,  whose  occupation  requires 
them  to  live  on  the  river  during  a  great  part  of  the  year,  it  can  not  be  urged  too 
strongly  that  all  deposits  in  the  river  of  refuse  from  the  mills  and  from  the  city  should 
cease.  Moreover,  it  is  not  to  be  expected  that  the  river  can  be  permanently  improved 
for  navigation  between  Minneapolis  and  St.  Paul  so  long  as  these  deposits  con- 
tinue."   *    *    * 

In  regard  to  the  stretch  of  the  Upper  Mississippi  River  between  Minneapolis  and 
St.  Paul  (Omaha  Bridge),  it  may  be  said  that  from  St.  Paul  to  Minnehaha  Creek  the 
/iverls  of  the  same  general  character  as  the  river  between  St.  Paul  and  Prescott  and 
can  readily  and  cheaply  be  improved  and  adapted  to  the  navigation  of  the  largest 
boats  plying  the  UppeV  Mississippi  by  the  methods  employe*!  on  the  river  below  St. 
Paul.  But,  from  Minnehaha  Creek  up,  the  river  assumes  n  dift'orent  character,  the 
current  being  much  swifter,  in  fact  at  some  points  so  rapid  that  even  boats  of  con- 
siderable power  would  have  great  difficulty  in  stemming  it,  and  the  bottom  at  many 
points  is  composed  of  gravel  or  rock,  with  large  accumulations  of  bowlders.  By  re- 
moving broken  rock,  gravel,  and  bow^lders,  as  called  for  in  the  act  of  September  19, 
1890,  the  channel  will  be  only  partially  improved  as  to  depth,  perhaps  enabling  boats 
to  go  up  at  a  somewhat  lower  stage  than  at  present  possible.  Even  if  the  channel 
were  deepened  and  widened  by  the  expensive  excavation  of  the  solid-rock  bottom,  the 
force  of  the  current  would  come  into  play,  seriously  retarding  or  eifectually  check- 
ing boats  heavily  ladened  or  of  smaller  power,  so  that  it  is  believed,  and  this  belief 
has  heretofore  been  expressed  by  many  others,  that  to  practically  improve  the  upper 
paxt,  say  from  Minnehaha  Creek,  or  at  all  events  from  Meeker  Island,  to  the  Wash- 
ington Avenue  Bridge,  some  form  of  canalization  or  slackwater  improvement  will 
be  necessary. 

ST.  PAUL  TO  PRESCOTT. 

Under  project  of  August  13,  1890,  operations  were  carried  on  by  hired  labor  and 
Gk)yernment  pltmt,  material  being  purchased  in  open  market.  Details  of  this  impor- 
tant work  are  given  in  the  following  extract  from  the  season's  report  of  Mr.  J.  D. 
Da  Shane,  superintendent  in  local  charge : 

*  *  #  «  «  4  # 

"Opefations  were  resumed  September  8, 1890,  at  Pine  Bend.  Dams  24  and  25  (sheet 
4),  left  unfinished  in  1889,  were  comjileted;  dam  22  (sheet  4)  was  lengthened.  At 
this  place,  as  a  result  of  the  works  of  improvement  accomplished  during  1889  and 
1890.  a  most  desirable  correction  of  the  river  was  made,  the  channel  now  following 
the  bend  along  the  right  bank. 

''On  September  24  the  fleet  was  moved  to  Grey  Cloud  Landing.  The  shore  pro- 
tection or  Island  13  was  repaired.    Dams  44, 45, 46,  47, 48,  and  49  (sheet  4)  were  con- 
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strncted ;  Dams  44  and  45  are  located  below  DaiuB  7  and  32,  respoctlyelv,  while  Dams 
46,  47,  48,  and  49  are  built  from  the  right  bank  below  Island  13.  Bv  these  dams  tiie 
^ater  was  directed  from  the  right  bank  and  held  down  the  middle  of  the  river.  The 
rectified  channel  now  continues  directly  from  the  foot  of  Island  13  to  Grey  Cloud 
Landing. 

''The  fleet  was  moyed,  October  24,  to  Nininger,  where  Dams  32  and  33  (sheet  5) 
were  built  firom  the  left  bank  belows  Dam  26.  Dams  2,  26,  27,  30,  and  31  (sheet  6) 
were  raised. 

"  Operations  were  suspended  on  November  3,  and  the  fleet  was  laid  up  for  the 
winter  in  Boulanger  Slough  on  November  4. 

"  On  September  12  the  dredge  Phoenix,  attended  by  launch  Ada,  be^au  a  cut  through 
the  bar  opposite  Dam  10  (sheet  6) .  This  cut  was  finished  September  ^3 ;  length  of  cut, 
500 feet ',  width,  110  feet.  The  dredge  then  removed  the  outer  (temporary)  end  of  Dam 
7  (sheet  6).  On  September  27  the  dredge  was  moved  to  Nininger,  where  a  cut  through 
the  bar  along  the  right  bank  was  begun  the  same  dav,  the  material  being  cast  on 
shore.  The  cut  is  975  teef  long  and  40  feet  wide.  This  work  was  suspended  October 
3.  The  dredge  and  two  dumps  were  laid  up  for  the  winter  in  Boulanger  Slough  and 
the  launch  Ada  turned  over  to  Superintendent  W.  A.  Thompson  on  October  4. 

''  Works  of  improvement  should  be  constructed  during  the  season  of  1891  at  the 
following  places,  or  so  much  thereof  as  funds  will  permit  or  tbe  interests  of  naviga- 
tion demand,  aU  of  which  works  form  part  of  the  general  system  projected  for  uie 
permanent  completion  of  the  stretch  of  river  under  consideration :  Dam  above  Dam 
13  (sheet  2):  dam  below  Dam  28  (sheet  2)^  dams  at  Islands  4,  5,  6,  and  7;  dams  be- 
low Grey  Cloud  Landing;  dams  opposite  Nininger;  dams  above  and  below  Hastings: 
shore  protection  opposite  Island  1  may  need  extending,  also  that  below  Newport 
and  that  below  Pine  Bend ;  the  left  bank  below  Island  17  and  the  right  and  left 
banks  above  Hastings  should  be  protected. 

"Repairs  should  be  made  as  follows:  Dams  at  Island  1;  dams  onposite  Newport; 
revetment  above  and  dams  opposite,  Robinson  Rocks;  dams  below  Nininger. 

'*  The  condition  of  the  river  at  Nininger  during  the  latter  part  of  the  season  was 
such  aa  to  cause  boats  much  trouble;  the  channel,  being  not  only  shoal  in  places  but 
narrow  and  very  crooked,  rendered  it  impossible  for  the  larger  class  of  steamboats, 
bound  upstream,  to  pass  this  place  without  going  ashore,  there  not  being  sufificient 
room  for  maneuvering.  While  this  status  existed  no  relief  could  be  afforded  by 
works  of  improvement,  for  to  undertake  any  work  at  this  time  would  mean  the  com- 
plete obstruction  of  navigation  during  the  remainder  of  the  season.  In  all  proba- 
bility close  attention  will  be  demanded  here  at  the  opening  of  navigation  in  1891 
should  a  low  stage  of  water  prevail.  A  medium  stage  will  be  the  most  advantageous 
for  continuing  operations,  as  it  is  essential  to  good  work  here  to  create  deposits 
below  the  dams  of  the  obstructing  sand,  requiring  it  to  travel  the  least  possible  dis«. 
tance  downstream.  Work  should  be  commenced  nere  as  soon  as  practicable  in  order 
that  these  bars  be  kept  out  of  the  channel  immediately  below,  where,  for  the  next 
mile  and  one-half,  the  works  of  improvement  are  now  practically  completed.  Should 
these  bars  get  into  this  piece  of  river,  trouble  will  ensue  during  the  time  required 
for  the  bars  to  travel  this  distance  at  least  2  or  3  years.  The  bars  are  already 
so  far  advanced  that  to  secure  the  best  results  it  may  be  necessary  to  operate  the 
dredge,  even  at  serious  disadvantage,  in  connection  with  construction  work. 

"While  speaking  of  operating  a  dredge  in  connection  with  construction  work  it 
may  be  proper  to  state  that  for  removing  temporary  obstructing  bars  more  or  less 
dredging  will  be  necessary  during  the  coiitinuauco  of  work  for  regulating  the  river, 
and  also  occasionally  after  the  completion  of  these  works.  It  is  not  to  be  expected 
that  all  moving  sand  will  be  completely  controlled  by  the  works  when  finished  to 
the  present  adopted  channel  width,  and  so  long  as  such  moving  sand  remains  within 
the  channel  limita,  so  long  will  temporary  obstructing  bars  form,  and  the  need  exist 
for  their  speedy  removal,  if  the  best  interests  of  navigation  are  to  be  served  and 
consequently  promoted.  To  accomplish  this  removal  for  some  years  after  the  regu- 
lation works  are  completed,  a  dredge  will  be  required  at  least  a  small  part  of  the 
season  of  navigation.  Owing  to  the  advanced  state  of  the  work  in  this  stretch  of 
river  and  the  large  accumulations  of  sand  between  the  dams  and  back  of  islands,  ac- 
cessible dumping  grounds  are  becoming  scarce,  so  that  only  occasionally  can  a  place 
be  found  convenient  for  dumping  dredged  materials.  A  hydraulic  dredge  would,  I 
believe,  furnish  a  means  both  convenient  and  economical  for  removing  or  reducing 
the'se  temporary  bars.  By  this  method  the  dredged  material  could  oe  deposited, 
through  pipes,  near  shore  between  tlie  dams,  where  it  is  not  only  most  desirable, 
but  also  most  difficult  to  create  deposits  by  the  aid  of  regulation  works  alone.  Fill- 
ing these  pockets,  which  frequently  exist,  thus  connecting  the  shores  with  the 
deposits  already  created  by  the  daius,  would  result  in  a  double  benefit ;  namely,  re- 
moving the  obstructing  bars  from  the  (channel  a^nd  preventing  the  formation  of  other 
obstructing  bars  by  saud  which  is  carried  out  into  the  channel  again  firom  deposits 
once  created  and  so  desirable  to  retain,  the  mo  vemen  t  of  this  sand  being  due  to  a  current 
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at  certain  stages  of  water,  ranning  in  on  the  lower  side  of  the  dam  down  near  shore, 
and  out  into  the  river  above  the  dam  next  below. 

'^  It  is  not  expected  that  enough  work  would  be  found  in  this  stretch  of  riyer  to 
keep  a  pump  dredge  fully  occupied,  but  it  could  be  employed  for  similar  work  on 
other  parts  of  the  nver  and,  possibly,  to  great  advantage  at  the  Des  Moines  Rapids 
Canal. 

^*  In  the  matter  of  depositing  city  refhse  in  the  river,  a  great  change  has  taken 
place  at  St.  Paul  witlun  the  past  year.  An  azotine  plant  now  consumes  a  vast 
amount,  and  by  that  much  at  least  is  the  quantity  deposited  in  the  river  decreased. 
It  is  to  be  hoped  that  means  will  be  found  for  keeping  all  the  refuse  from  this  city 
out  of  the  river. 

A  list  of  works  coMtmcted  and  repaired^  and  of  materiaU  used  during  the  season  of  1890^ 
heiween  8t,  Paul  and  Presoott, 


MAterial. 

Works. 

Length. 

Height 

above  low 

waterofl884. 

Sock. 

^rnsfa. 

Sbeet4: 

Dam  44 

Feet. 
390 
410 
280 
270 
220 
175 
40 
525 
640 

Feet. 
4.5 
4.6 
4.0 
4.0 
4.0 
4,0 

(hMcyards. 

409.6 

493.3 

864.2 

410.6 

390.7 

323.0 

120.7 

534.0 

643.4 

62.7 

59.5 

60.5 

328.5 
319.2 
49.0 
120.2 
140.4 
102.9 
120.3 

Cubic  yards. 
1.048.8 

Dain45                                     

1,314.3 

]>ain46 

964.8 

])ani47 

804.6 

DAra48 

lfl3&l 
1,107.6 

Dam  49 

Dam  22  oxtc>iid(*d       

441.9 

Dam  24,  ilniHhed 

4.0 
4.0 
4.0 
4.0 

832.9 

Dam  25.  Uninhed 

1,891.6 

Dnni  3K  rAiHAd 

Dam  4U  raised                  .                       ... 

Sheets: 

Dam  32 

216 
225 

4.5 
4.5 
4.0 
4.6 
4.6 
4.5 
4.5 

767.9 

Dam  33 

660.3 

Dam  2  raised 

262.1 

Dam  27,  raised 

386.5 

Damao  raised      ---               

137.5 

DomSLraiaed 

349.1 

Total 

5,074.5 

12,014.0 

"The  materials  were  purchased  in  open  market  delivered  on  United  States  barges 
at  the  following  prices:  Rock,  44.5  cents  per  cubic  yard;  brush,  26  cents  per  cubic 
yard ;  poles,  3  cents  each. 

Financial  statement  for  works  of  improving  Mississippi  River  between  St,  Paul  and  Pres- 
cott  during  the  season  of  1S90. 

Amount  expended  in  the  field  during  the  calendar  year  1890  (from  distri- 
bution sheets) $12,775.79 

Add  cost  of  materials  from  1889 898, 59 

13,674.38 

Deduct  for  materials  on  hand  1890 $505.78 

Deduct  for  expense  of  cutting  temporary  channels 765.  CX) 

1,270.78 

Net  cost  of  field  work 12,403.60 

Add  quota  of  general  superintendence  and  oftire  exi)en8P8 1, 865. 92 

Add  for  use  and  deterioration  of  plant 3, 276. 40 

Totail  cost  of  work 17,545.92 

Material  put  in  workr.: 

Koek eubi<»  yurdH. ,         5, 074. 5 

BruHh do....       12,044.0 

Total , do....       17,118.5 
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Average  cost  per  cnbic  yard  on  barges $0. 321 

Average  cost  per  cubic  yard  for  towing?  »iid  putting;  in  nrnteriHl .  404 

Average  cost  per  cubic  yard  for  general  8nperiiitfnd«'nr(;  Hn<l  office  ex- 
penses   .  109 

Average  cost  per  cnbic  yard  for  plant .  191 

Average  cost  per  cubic  yard  in  place 1. 025 


PRE8COTT  TO  LAKE  PEPIN. 

Owing  to  the  late  passage  of  the  river  and  harlxir  bill  and  the  greater  need  of 
work  above  Prescott,  no  work  was  undertaken  in  this  stretch  of  river  during  season 
of  1890. 

READ  LANDING  AND  VICINITY  OF  TEEPBEOTA  POINT. 

In  order  to  regulate  the  channel  above  Read  Landing  Bridge,  which  had  become 
very  crooked  and  difficult  to  run,  two  wing  dams  were  built  out  ftom  the  right  bank. 
Some  needed  repairs  were  made  to  dams  in  vicinity  of  Teepeeota  Point.  There 
follows  the  report  of  Mr.  W.  A.  Thompson,  super  in  tK)n  dent  in  local  charge: 

"For  manv  years  a  bad  bar  has  been  across  the  steamboat  channel  opposite  Read 
Landing  and  above  the  ponton  of  the  railro:ul  bridge  which  caused  many  requests  to 
be  made  by  steamboat  owners  that  something  be  done  b^  the  Government  to  make 
a  permanent  and  easy  channel  above  and  through  the  bridge  draw. 

"Owing  to  the  lack  of  funds,  Nothing  could  be  done  before  October,  when  an 
agreement  was  entered  into  with  Jacob  Kichtman,  of  Fountain  City,  Wis.,  for  the 
construction  of  wing  dams  above  the  bridge  from  the  Minnesota  shore.  The  price 
was  $1.15  per  cubic  yard  for  rock  in  place,  and  54  cents  per  cubic  yard  for  brush  in 
place. 

"  Two  wing  dams  were  constructed ;  one  (No.  4,  sheet  13),  from  a  point  on  sliore 
1,500  feet  above  the  west  end  of  the  railroad  bridge,  and  the  other  (No.  5,  sheet  13), 
from  a  point  on  shore  615  feet  further  upstream.  These  dams  were  built  very 
strong,  owing  to  the  great  quantity  of  heavy  ice  that  comes  out  of  Lake  Pepiii 
nearly  every  spring  and  would  come  directly  against  these  dams.  Extra  heavy 
double  mattresses  of  brush  were  used  and  weighted  well  with  rock.  Dam  No.  4  has 
an  average  width  of  35  feet  and  Dam  No.  5  a  width  of  40  feet.  The  construction  of 
these  dams  was  commenced  October  18  and  was  completed  November  19.  These 
dams  cause  a  large  volume  of  water  to  be  thrown  into  the  main  channel  that  before 
passed  through  tne  opening  of  the  bridge  west  of  the  draw.  No  further  trouble  to 
boats  crossing  this  bar  is  expected. 

"In  1878  and  in  1880,  several  wing  dams  were  built  in  vicinity  of  Teepeeota. 
Point.  For  many  years  previous  navigation  had  been  very  difficult  m  low  stages  of 
thel  river.  After  the  construction  of  these  dams  no  complaint>s  were  heard  from 
river  men  regarding  the  condition  of  this  part  of  the  river  until  a  year  or  two  ago. 
Upon  examination,  several  of  these  dams  were  found  to  be  in  very  bad  condition. 
Several  have  bad  breaks  that  draw  off  a  large  quantity  of  water  from  the  main 
channel. 

"After  the  dams  at  Read  Landing  were  completed.  Captain  Jacob  Richtmau  was 
authorized  to  begin  making  these  repairs,  at  the  same  prices  for  material  as  he  re- 
ceived at  Read  Landing.  This  work  being  commenced  late  in  the  season,  only  two 
of  the  dams  could  be  repaired.  Dam  4  (sheet  14),  from  the  right  bank  at  Teepee- 
ota Point,  had  a  bad  hole  in  it  and  the  shore  protection  had  been  washed  away. 
This  dam  was  put  in  good  condition  and  work  on  Dam  9  (sheet  14)  was  commenced. 
This  dam  is  from  a  small  towhead  at  the  mouth  of  the  Zumbro  River.  The  old 
shore  protection  had  been  washed  away  and  the  towhead  from  which  the  dam  had 
originally  been  built  had  cut  away,  back  150  feet  from  the  end  of  the  dam.  The 
depth  of  water  in  this  open  space  was  from  12  feet  to  16  feet.  Across  this  hole  a 
sew  dam  was  built  and  a  new  shore  protection  put  in  where  the  dam  now  connects 
with  the  shore. 

"Work  was  suspended  December  3. 

"It  is  recommended  that  the  remainderof  these  dams  be  repaired  as  soon  as  possible. 

"Mr.  0.  A.  Stoddard,  inspector,  performed  his  duties  with  zeal  and  ability.'' 
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LUt  of  works  conairucted,  with  amounU  of  materiaU  used  during  the  season  of  1890,  oi 
Bead  Landing  and  vicinity  of  Teepeeota  Point. 


Dimenaiona. 

Material. 

DMignation. 

Liwgth. 

Height  above 
low  water 
of  1804. 

Book. 

Bmah. 

Sheet  13: 

"Winit  Dam  4  (new) 

Feet, 
750 
880 

4.0 
4.0 

8.0 
8.0 

Cubic  yard». 
2,447.4 
1.8M.1 

500.4 
755.0 

(hMcwurdt. 
1,784.8 
1,214:» 

412  2 

Wiii&  Dam  5 /new) 

Sheet  ur 

'Winer  Tlain  1   rpnnirml.    

"Winir  Dam  9  repaired » ,. 

815.8 

Total       

5,168.9 

3,967.2 

Financial  statement  for  works  at  Bead  Landing  and  vicinity  of  the  Teepeeota  Point,  per- 
formed  under  agreement  during  season  of  1890, 

Amonnt  paid  contractor $8,067.69 

Cost  of  local  inspection,  etc 495.67 

Add  quota  of  general  snperintendence  and  office  expenses 1, 816. 61 

Total  cost  of  work •- 9,899.97 

Material  pnt  in : 

Rook , cubic  yards..  5,169.9 

Brush do 3,967.2 

Total do....  9,137.1 

Average  cost  i>er  cubic  yard  in  place $1,083 


BEPAIRING  DAM  AT  HEAD  OF  POMMK  DE  TERRE  SLOUGH. 

One  barge  load  of  rock  waa  placed  in  the  break  of  the  long  dam  at  Pomme  de  Terre 
Slough,  the  labor  being  performed  by  the  crew  of  the  snag  boat  General  Barnard, 
Cost  of  rock  used  was  $42.90. 

VICINITY  OF  FOUNTAIN  CITY  AND  WILDS  LANDING. 

Owing  to  lack  of  iimds,  operations  at  these  localities  were  not  commenced  until 
October. 

From  the  report  of  Mr.  W.  A.  Thompspn,  superintendent  in  local  charge,  the  fol- 
lowing is  taken : 

"This  work  was  performed  by  Government  plant  and  days'  labor.  The  launches 
Emily  and  Ada  left  Boulanger  Slouj^h  October  4,  with  barges  22,  36,  66,  68,  76,  97, 
building  barge  41,  quarter  boat  75,  pile  driver  73,  and  ^asshopper  in  tow.  October 
6  this  fleet  reached  Argo  Bar,  2  miles  below  Wilds  Landing,  where  the  first  work  was 
to  be  done.  The  launch  Ada  proceeded  to  Heytman  Landing  and  returned  to  Argo 
Bar  October  8,  with  barges  101  and  102  in  tow. 

"At  Argo  Bar  a  great  deal  of  trouble  had  been  experienced  by  steamboats  and 
rafts  during  the  last  season.  The  channel  was  originally  down  the  east  shore,  but 
in  1889  there  were  2  channels;  one,  as  before,  down  the  east  side  and  the  other  down 
the  west  side,  neither  being  good.  It  was  believed  that  then  was  the  time  to  force 
the  channel  to  the  west  side,  as  proposed  in  the  approved  project  for  this  stretch  of 
the  river.  Owing  to  the  lateness  of  the  season,  it  was  impossible  to  do  all  the  work 
necessary  for  the  permanent  improvement  of  this  part  of  the  river ;  and,  owing  to  lack 
of  funds,  work  could  not  be  resumed  until  late  in  the  season  of  1890. 

"To  put  a  good  channel  down  the  west  side,  Wing  Dam  47  (Hheet  18),  that  had  been 
commenced  the  fall  before,  was  raised  an  average  height  of  6  feet,  making  the  crown 
of  the  dam  4.5  feet  above  low  water,  and  Closing  Dam  2  (sheet  18)  was  repaired  and 
raised  about  4  feet,  making  the  crown  of  this  dam  4  feet  above  low  water.  By  these 
means  the  river  was  reduced  to  about  one-half  its  original  width,  and  a  good,  straight 
5-foot  channel  was  made,  where  it  was  proposed  to  have  it.    No  further  trouble  is 
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expected  at  this  point.  This  work  was  completed  October  20,  and  the  fleet  moved 
up  to  bead  of  Blackbird  Island  (No.  65)  one  mile  above  Wilds  Landing.  Hero,  as  at 
Argo,  a  great  deal  of  trouble  was  experienced  in  getting  rafts  around  the  head  of 
the  inlancl,  as  a  high  sand  bar  had  formed  above  and  worked  down  till  there  was,  liy 
most  skiilfiiL  handling  on  the  part  of  the  pilots  and  favorable  winds,  just  room 
enough  for  a  half  raft  to  pass  through,  and  for  several  months  this  could  only  be  done 
in  daylight.  Many  rafts  had  caught  on  the  bar  and  then  swung  around  onto  the 
head  of  the  island  and  broken  up,  causing  great  delay  and  cost  to  the  owners. 

"  In  1881,  two  closing  dams  were  built  west  of  Island  No.  65,  one  from  Ishind  65  to 
Island  66,  and  the  other  from  Island  66  to  the  Minnesota  shore,  and  the  heads  of 
these  islands  had  been  protected.  Since  then  these  dams  have  been  cut  down  by  the 
ice  till  their  crowns  were  only  1  foot  above  low  water,  permitting  a  large  volume  of 
water  to  be  diverted  from  the  main  channel,  and  about  400  feet  of  the  protection  ou 
the  head  of  Island  65  destroyed. 

"  It  was  decided  the  first  work  to  be  done  was  to  build  two  wing  dams  from  the 
Minnesota  shore  in  such  a  manner  as  to  throw  the  current  against  tne  lower  side  of 
the  bar  and  wash  it  away.  The  first  Wing  Dam,  33  (sheet  18),  was  built  from  a  point 
on  right  bank  1,000  feet  above  Closing  Dam  22  (sheet  18).  Tnis  dam  is  615  feet  long, 
and  the  crown  is  4  feet  above  low  water.  Wing  Dam  34  (sheet  18),  is  firom  a  point 
on  shore  750  feet  farther  up  river ;  it  is  300  ^et  long  and  the  crown  also  4  feet 
ftbove  low  water.  The  Closing  Dams  21  and  22  (sheet  18),  were  raised  to  4  feet  above 
low  water,  and  the  head  of  Island  65  was  again  protected.  Shortly  after  the  com- 
.pletion  of  this  work,  the  channel  past  the  head  of  the  island  had  widened  out  suffi- 
ciently for  a  whole  raft  to  pass  through  without  difficulty. 

"November  10,  the  fleet  was  moved  up  to  Fountain  City,  where,  during  the. season, 
much  tronble  was  caused  the  pilots  in  getting  their  rafts  around  the  head  of  the 
towhead  above  the  steamboat  landing. .  The  conditions  were  almost  the  same  as  at 
Blackbird  Island.  Three  short  wing  dams  were  built  out  from  the  left  bank,  above 
the  towhead  in  such  manner  as  to  force  a  channel  straight  down  the  river  away 
from  the  towhead.  Two  more  wing  dams  were  thrown  out  from  the  right  bank 
farther  down  stream,  to  hold  the  ohannel  past  the  landing  at  Fountain  City.  Some 
slight  repairs  were  made  to  the  shore  protection  on  the  towhead,  to  the  shore  pro- 
tection opposite  Fountain  City,  and  to  Dam  7  (sheet  16). 

"  Decemoer  2.  Owing  to  the  river  being  full  of  floating  ice,  the  fleet  was  laid  up 
for  the  winter  in  Fountain  City  Bay,  and  all  work  suspended  for  the  season. 

• 

List  of  works  constructed  and  repaired^  and  of  materials  used  during  season  of  1890  in  vt- 
dnity  of  Fountain  City  and  Wilds  Landing,  Wisconsin. 


DesigDAtion. 


Sheet  16: 

Cloaiiig  Dam  7  repaired 

Sheet  17: 

"Wing  Dam  83 

Wing  Dam  84 

Whig  Dam  85 

Wing  Dam  86 

Wing  Dam  87 

Wing  Dam  88 

Wing  Dam  88 « 

Closmg  Dam  22  raised 

Closing  Dam  21  rained 

Shm  protection,  Island  65,  repaired 

Shore  protection.  Island  61,  repaired 

Shore  protection  opposite  Fountain  City  repaired. 
Sheet  18: 

Closing  Dam  2  rained 

Wing  I)am  47  rai»ed 


Dimensions. 


Length 


Fsst, 


615 
800 
325 
275 
145 
250 
180 
600 
470 
400 


175 
85<) 


Height 

above 

low  water 

of  1864. 


F§et, 


4.0 
4.0 
4.0 
4.0 
4.0 
4.0 
3.0 
4.0 
4.0 


4.0 
4.5 


Material. 


Roclc. 


0u.f/d9. 
96.9 

1, 773. 1 

1, 050. 1 

1,667.9 

937.9 

670.1 

8.VJ.  0 

477.2 

567.8 

511.2 

661.5 

48.0 

61.2 

474.3 

1.52H.2 


Brush. 


Cu.  ydt. 
106.1 

2, 90<».  5 

1,!W2.9 

1,647.4 

1,718.4 

87.5. 4 

1.030.1 

1,158.9 

587.1 

456.  5 

280.0 


208.0 

2/J0I.3 


Tot«l  . 


11.2S«5.4       11,703.6 


ENG  91- 


-136 
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Financial  statement  for  work  in  vicinity  of  WUda  Landing  and  Fountain  City  during 

season  of  1890, 

Amount  expended  in  the  field  during  the  calendar  year  1890  (from  distri- 
bution sheets) $17, 798. 35 

Deduct  cost  of  material  on  hand  at  close  of  season 452. 17 

Net  cost  of  field  work ' 17,346.18 

Add  quota  of  general  superintendence  and  office  expenses 2, 730. 30 

Add  for  use  and  deterioration  of  plant 2, 493. 11 

Total  cost  of  work 22,569.59 

Mati'rial  put  in  work : 

Rock cubic  yards..  11,286.4 

Brush do 14,795.6 

Poles  (2,296) do....  229.6 

Total do  ....      26,311.6 

Cost  of  material $11,166.81 

Average  cost  per  cubic  yard  on  barges $0. 4244 

Average  cost  per  cubic  yard  for  towing  and  putting  in  material .  2349 

Average  cost  per  cubic  yard  for  general  superintendence  and  oftlce  ex- 
penses   .1038 

Average  cost  per  cubic  yard  for  plant .  0C4S 

Average  cost  per  cubic  yard  in  place .  85J9 

«  «  «  -         •  «  •  • 

VICINITY  OF  CROOKED  SLOUGH. 

A  large  break  having  occurred  in  the  dam  across  Harper  Slough,  due  to  the  und<*r- 
niininff  of  the  soft  bank  at  the  island  end,  it  was  repaired  during  June  with  grav<  1, 
furnished  by  United  States  dredge  Phoenix,  and  rock,  purchased  at  Lynxville.  Steam 
launch  Ada  and  the  crew  of  the  snag  boat  General  Barnard  were  employed  on  the 
work.    Cost  of  rock  used  was  $937.24. 

BUOYS  ON  ROCK  ISlJ^ND  RAPIDS. 

The  buoys  were  reset  April  10  to  15,  1890,  by  steam  launch  Luda.  There  were  30 
buoys  in  the  system,  27  of  which  were  secured  to  the  rock  bottom  by  bolts  and 
chains  and  3  were  held  by  anchors.  During  the  season,  several  of  the  buoys  were 
carried  away  by  rafts  but  were  afterwards  replaced. 

November  19  to  22,  the  ranges  were  adjusted  and  the  buoys  w.ere  taken  up  and 
stored  for  the  winter. 

The  cost  of  buoyage  for  the  season  of  1890  was  $389.93. 

BENCH-MARKS  AT  ROCK   ISLAND  RAPIDS. 

November  9  to  13  the  bench-marks  were  carefully  examined,  repainted,  and  re- 
numbered, so  as  to  preserve  them  for  future  use.    Number  of  bench-marks  is  67. 

IMl'ROVINO   ROCK  ISLAND  RAPIDS. 

This  work  was  in  local  charge  of  Mr.  J.  C.  McElherne,  superintendent.  In  the 
early  part  of  the  season  Mr.  McKlheme  made  very  frequent  trips  over  the  rapids,  for 
the  purpose  of  ascertaining  the  views  of  steamboatmen  regardin^^  the  improvements 
already  carried  out  and  those  proposed.  He  succeeded  in  obtaining  expressions  of 
opinion  from  nearly  all  of  the  pilots  and  masters  of  boats  navigating  this  part  of  the 
river.  The  operations  of  the  season,  which  commenced  August  7  and  ended  Decem- 
ber 6,  consisted  in  the  removal  of  patches  of  rock  at  Cabin  and  St.  Louis  chains  by 
means  of  steam-drill  and  dredge.  The  proposed  work  at  St.  Louis  Chain  is  now  com- 
pleted, that  at  Cabin  Cliaiii  nearly  so.  Some  small  i)atclie8  of  rock  near  Duck  Civek 
Chain,  broken  up  in  l8HiK  were  removed  by  dredo;e.  -  Most  of  the  broken  rock  taken 
up  by  dredge  was  deposited  in  Sneker  Chute  fc»r  the  purpc»se  of  checking  the  aide 
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draft  there,  but  tbe  small  amount  gathered  at  Duck  Creek  Chain  was  dumped  be- 
tweeii  the  to-whead.  and  the  Iowa  shore. 

The  pluut  used  consisted  of  stetun  drill  boat,  with  powder  boat,  'loading  boat, 
coal  thit,  and  quarter  boat,  dredge  AjaXy  launch  Louifte,  and  5  rock  flats.  'Hie  dredge 
was  taken  to  Keokuk,  November  8,  but  the  rest  of  the  fleet  was  employed  until  close 
of  work. 

The  following  extracts  are  made  from  Mr.  McElherne^s  report :  * 

»#»••»*♦ 

**  On  August  7,  operations  were  commenced  by  the  drill  boat  at  St.  Louis  Chain,  for 
the  i)uq>t>se  of  deepening  and  widening  the  channel  by  entirely  removing  the  many 
dangerous  obstructions  existing  in  that  locality.  In  order  that  blasting  might  be 
carried  on  without  interrupting  navigation  until  such  a  time  as  a  dredge  might  be- 
come available,  a  section  j(No.  1),  averaging  70  feet  wide  by  675  feet  in  length, 
and  occupying  the  entire  length  of  the  extreme  Illinois  side  of  the  proposed  chan- 
nel excavation,  was  chosen  as  the  initial  work.  Points  were  first  established,  sev- 
eral hole^  drilled,  and  flexible  range  poles  set  therein,  comfiletely  outlining  the  area 
in  (piestion. .  The  drill  boat  was  then  placed  at  the  upper  end  and  on  the  Illinois 
side  of  this  section  and  so  maneuvered  by  means  of  anchors,  lines,  and  spuds  as  to 
operate  directly  across  the  section,  and  at  right  angles  with  the  current,  covering 
ranges  56  feet  wide  successively,  and,  while  doing  so,  making  4  feet  moves,  thereliy 
soeuriug  a  careful  sounding  of  the  river  bottom  at  each  shift  made  by  the  boat. 
Range  poles  were  kept  planted,  and  so  regulated  on  shore  as  to  insure  the  boat'H 
being  properly  held  on  the  correct  lines.  By  the  time  this  section  was  worked  over 
the  arrival  of  dredge  Ajax  left  the  <lrill  boat  free  to  proceed  with  the  adjoining  patch 
(No.  2).  This,  together  with  3  others,  comnrising  the  remainder  of  the  obstruc- 
tions at  St.  Louis  Chain,  were  staked  out,  wiieu  reached,  and  treated  according  to 
the  same  established  plan. 

•*  lie  obstructions  met  with  consisted  partly  of  loose  rock  and  some  gravel,  but 
mostly  of  numerous  bowlders  and  solid  rock  ledges,  both  large  and  small,  ranging 
from  0.5  foot  to  1.5  feet  or  2.0  feet  above  the  grade  of  4  feet  below  low  water  of  1861. 

'^  The  drill  boat  is  provided  with  two  steam  drills,  mounted  on  carriages  capa)de 
of  being  moved  along  the  gunnel  as  required.  These  drills  are  furnished  with  steel 
points,  star-shaped,  3^  inches  in  diameter.  Witli  them  holes  were  made  4  feet  aiiart 
m  the  case  of  solia  patches,  if  of  a  size  to  require  them,  and  bored  to  a  depth  of 
from  18  to  22  inches  below  grade.  The  holes  were  then  thoroughly  cleaned  by  means 
of  a  water  hose,  with  long  nozzle,  passing  down  through  a  copper  tube  finnly  held 
in  each  one.  This  tube,  3  inches  in  diameter  and  of  suitable  length,  has  a  slot  on 
one  side,  extending  its  whole  length,  to  facilitate  the  escape  of  debris,  and  after  the 
charges  are  ranmied  securely  to  the  bottom  to  permit  the  placing  of  the  wires  con- 
necting them.  When  the  loading  was  iinished,  the  connecting  wires  were  united 
with  the  leading  wires,  thus  completing  the  circuit,  and  the  drill  boat  was  then 
moved  about  50  feet  away  and  the  blast  iired  by  electricity. 

"  The  explosive  used  was  dynamite,  containing  50  per  cent,  nitroglycerine,  the 
charges  bemg  suitable  to  the  nature  and  thickness  of  the  rock  to  be  broken. 

•  «««*•  » 

"October  27,  the  drill  boat  finished  work  on  St.  Louis  Chain.  In  theacconi])liHh- 
ment  of  this  work,  she  succeeded,  after  a  great  deal  of  laborious  shifting,  sounding, 
etc.,  in  shattering  all  solid  formations  found  projecting  above  grade,  within  the  en- 
tire area,  a  space  averaging  300  feet  in  width  by  600  feet  in  length. 

"  As  it  was  definitely  Known  at  the  close  of  the  work  on  St.  Louis  Chain  that  the 
dredge  would  in  a  very  few  days  be  taken  away,  the  drill  l>oat  was  immediately  set 
at  work  on  Cabin  Chain,  beginning  at  the  upstream  end  with  a  view  of  selecting  aii«l 
destroying  as  many  as  possible  of  tiie  rock  patches  already  known.  The  one  greatly 
feared  by  river  men,  a  compact  ledge  4  feet  wide,  8  feet  long,  and  14  inches  above 
grade  (on  which  the  steamer  Ben  Hcrshey  and  one  of  our  dump  boats  were  sunk),  and 
others  of  a  dangerous  type  scattered  throughout  the  length  of  the  chain  were  sele<* ted 
and  broken  up  .prior  to  the  departure  of  the  dredge.  Subsequently  the  method  of 
preceding  originally  described  was  pursued  and  a  good  x)ortion  of  the  lower  en<i  of 
the  chain  disposed  of;  but  as  it  was  deemed  best  not  to  disrupt  the  bottom  of  the 
channel  too  much  without  means  at  hand  of  removing  the  material,  and  as  the  windy 
weather  interfered  greatly  with  correct  soundings,  the  boat  was  moved  to  the  larg'e 
high  patches  abreast  of  pier  No.  11.  Blasting  on  these,  although  well  on  towards 
completion,  was  brought  to  a  close  on  December  3  by  the  sudden  appearance  of 
heavy  floating  ice. 

'*The  texture  of  the  rock  met  with  was  generally  a  mixture  of  Hsnid  and  linie.slone, 
except  at  the  foot  of  St.  Louis  and  Cabin  cbains.  where  it  whs  fouiul  to  be  ratlier 
tlinty  and  very  liurd  to  drill. 

''On  August  30,  the  dredge  AJax,  having  arri\ed  from  Keokuk,  was  set  at  work  at 
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downstream  end  and  on  Illinois  side  of  Section  No.  1,  at  St.  Louis  Chain.  The  ma- 
terial on  this  section,  as  well  as  that  on  Section  2,  was  dredged  out  as  soon  as  pos- 
sible, the  botrtom  examined,  and  found  to  be  well  down  to  grade.  This  gave  a  clear 
widtn  of  130  feet,  so  that,  witli  the  aid  of  a  line  of  large  ran^e  poles,  set  in  and 
clearly  defining  the  Illinois  edge  of  the  improved  channel,  all  steamboats  found 
ample  space  to  navisate  there,  thus  securing  more  room  and  freedom  of  action  for  our 
plant  on  the  unfiuisned  portion  of  the  chain. 

"  On  September  29  the  dredge,  haying  caught  up  with  the  drill  boat,  was  sent  to  re- 
move the  material  blasted  last  season  above  Duck  Creek  Chain.  There  were  four 
patches  there;  one,  Mason  Break,  was  near  Buoy  No.  19;  the  others,  of  which  one 
was  an  immense  granite  bowlder  on  which  boats  occasionally  struck^  were  in  the 
channel  above  Bouy  No.  20.  These  having  all  been  found  without  difficulty  and 
dealt  with  as  intended,  the  boat  was,  on  October  10,  returned  to  finish  up  at  St.  Louis 
Chain. 

''It  having  happened  that  the  boats  were  brought  too  close  together  for  advanta- 
geous working,  the  dredge's  time  was  utilized  for  a  while  in  trym^g  to  procure  rock 
for  use  in  dams  along  the  Illinois  shore  below  Crab  Island  and  below  Cabin  Chain. 
Very  little  was  found  at  the  former  place,  and  mostly  small  bowlders  at  the  latter. 

"  A  careful  sweeping  with  iron  rail,  made  aft^r  all  dredging,  having  fullv  demon- 
strated that  the  desired  end  had  been  attained,  the  dredge  was,  on  OctoDer29,  started 
on  Cabin  Chain.  In  order  to  make  the  most  of  the  little  time  remaining  to  her,  she 
moved  about  between  the  head  and  foot  of  Cabin  Chain  and  removed  several  of  the 
highest  patches  blasted.  She  was  taken  away  on  November  8^  leaving  those  patches 
of  minor  importance,  together  with  the  intervening  spaces,  tor  future  work.  Most 
of  the  material  obtained  at  St.  Louis  and  Cabin  chains  was  deposited  in  Snrkor 
Chute  for  the  purpose  of  shutting  off  thi^  draft  of  water,  while  that  taken  from 
l);itchc'8  above  Duct  Creek  Chain  was  thrown  between  Duck  Creek  Tow-head  and 
the  Iowa  shore  on  the  line  of  a  dam  contemplated  at  that  place." 


Details  of  operations. 

Launch  Louise: 

Hours  run 978 

Miles  run 2,143 

Drill  boat: 

Hours  worked 913 

Hours  lost  owing  to  rafts 57 

Hours  lost  owing  to  accidents 17 

Hours  lost  owing  to  storms 18 

Number  of  holes  drilled 1,927 

Number  of  holes  blasted 1,879 

Average  depth  of  holes,  in  inches 30 

Number  of  solid  cubic  yards  blasted  (ai)proximatc) 1, 659 

Number  of  pounds  of  dynamite  used 3, 250 

Dredpje  AJax : 

Hours  worked 546 

Hours  lost  owing  to  rafts 43 

Hours  lost  owing  to  accidents 0 

Hours  lost  owing  to  storms 11 

Number  of  solid  cubic  yards  dredged  and  removed 2, 119 

Financial  statement  for  improrenieut  of  Rock  hlaml  Rapids  for  season  of  1890. 

Amount  erpended  in  the  field  for  the  calendar  year  1890  (from  distribu- 
tion sheets^ $9,478.19 

Add  quota  of  general  superintendence  and  ofbce  expenses 1, 453. 66 

Add  for  use  and  deterioration  of  plant 4, 174. 20 

Total  cost  of  work 15,106.05 

Rock  broken  up  and  dredged  at  St.  Louis  and  Cabin  chainH,  solid  cubic 

yards 1,398 

Rock  broken  up  at  Cabin  Chain,  solid  cubic  yards 261 

Rock  dredged  at  St.  Louis  and  Duck  Creek  chains,  solid  cubic  yards  ....  721 

Rock  put  in  dams  at  Sucker  Chute  and  Duck  Creek,  cubic  yards 2, 119 

Allowing  $1  per  cubic  yard  for  the  rock  put  iu  dams,  I  estimate  the  cost  per  suliil 
cubic  yard  of  the  rock  broken  up  and  dredged  at  5i>7.20j  of  rock  blasted  but  not 
dredged,  at  $5.24 ;  of  rock  dredged,  at  $1.90. 
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n ARBOR  AT  TJVKK   CITY. 

Sorao  repairs  were  made  to  the  pier  at  Lake  (Ity.  Details  of  the  work  are  given 
in  the  following  report  of  Superintendent  W.  A.  Thompson : 

"  This  pier  was  construoted  in  1887.  Owing  to  the  aepth  of  water  being  from  20 
to  28  feet  at  low- water  stage,  for  most  of  the  length  of  the  proposed  piei,  and  the 
mnall  amount  of  money  ayailable  for  its  construction,  it  was  decided  to  lessen  the 
cost  by  making  a  foundation  of  gravel  dredged  from  the  gravel  bars  in  the  vicinity 
of  Lake  City.  After  the  cribs  were  put  in  place  a  large  (][uantity  of  gravel  was  de- 
posited on  the  outside,  to  protect  the  pier  from  moving  ice  and  the  action  of  the 
waves. 

**  On  the  south  side  of  the  pier,  and  at  its  outer  end,  thiB  ^avel  had  settled  in  3 
years  from  3  to  6  feet.  Consequently,  when  the  ice  broke  up  in  the  lake  last  spriuff, 
several  of  the  plank  were  loosened  at  their  ends,  and,  during  a  violent  storm  in  Apru, 
115  of  these  planks  were  pulled  out  and  washed  away. 

"  The  work  of  repairing  was  commenced  October  21.  The  oak  plank  that  were  lost 
were  replaced  by  pine  plank  3  inches  thick,  and  all  of  the  other  plank  on  the  sloping 
side  were  respiked  with  7-inch  boat  spikes. 

'^An  agreement  was  entered  into  >vith  Jacob  Richtman,  of  Fountain  City,  Wis.,  to 
place  519.3  cubic  yards  of  rock  around  the  pier  in  places  where  the  gravel  had  settled 
most,  at  $1  per  cubic  yard,  and  the  above-named  amount  of  rock  was  placed,  as  agreed, 
as  a  protection  to  the  pier  foundation.  It  is  believed  that  this  will  protect  the  pier 
from  damages  by  the  ice  for  another  year  at  least;  but  I  would  recommend  that  a 
layer  of  brush  and  rock  be  put  upon  the  gravel  around  the  pier  to  prevent  it  from 
sliding  out  into  the  deep  water. 

**  This  work  was  suspended  November  15. 

"  llie  total  cost  of  the  repairs  was  $870." 


BURVST8  AKD  GAUOE8. 

Between  May  25  and  27  the  crew  of  the  Barnard  made  a  reconnoissance  in  vicinity 
of  Reads  Landing.  On  September  24  and  25  an  examination  of  the  river  in  vicinity 
of  Prairie  du  Chien  was  made  by  the  same  party.  Between  October  21  and  31  a  party, 
in  charge  of  Superintendent  J.  0.  McEUieme,  made  an  accurate  survey  of  the  bur 
at  Port  Byron.  The  maps  of  these  surveys  have  been  plotted  and  used  in  preparing 
projects  for  work.  Gauges  were  kept  at  Hastings,  Red  Wing,  Prairie  du  Chien,  and 
Winona  during  the  year.  Gauge  records  were  also  obtained  from  the  Signal  Service 
and  bridge  keepers  at  St.  Paul,  Dubuque,  Rock  Island,  Keokuk,  Burlington,  Quincy, 
Hannibal,  and  Louisiana.  These  records  are  now  being  plotted. 
Amount  expended  on  surveys  and  gauges  during  the  year  was  $745.24. 
Very  re8pe«tftilly,  your  obedient  servant, 

C.  W.  Durham, 
Amatant  Engineer, 
M%{.  A.  Mackenzie, 

C<tTp%  of  Engincera,  U.  8.  A* 


bbport  ov  mr.  m.  meigs,  united  stalles  dyil  engineer. 

United  States  Engineer  Office, 

Keokuk,  Iowa,  January  13j  1891, 
Major  :  I  have  the  honor  to  submit  the  following  report  of  operations,  for  work  in 
my  charge,  for  the  calendar  year  ending  December  31,  1890: 

YldNITY  OF  BURIJNOTON  AND  DALLAS. 

I  submit  extracts  from  report  of  Mr.  S.  Edwards,  overseer,  on  work  done  at  ahovo 
lociUities.  Mr.  Edwards'  report  is  in  detail  and  gives  all  the  ueceBsary  ligureH,  which 
include  expenditures  to  December  31,  1890,  and  are  checked  with  the  olfit^e  diHtribu- 
tion  sheets.  In  the  statements  it  appears  that  the  cost  of  work  done  at  Dallas,  al- 
though carried  on  with  a  less  expensive  plant,  is  slightly  in  excess  of  that  dono  at 
Hurliiigton.  This  is  explained  by  comparing  the  comparative  amount  of  rork  to 
brtitth  used  at  Dallas  with  the  comparative  amount  used  at  Burlington.  At  Dallas 
there  was  more  than  twice  as  much  rook  used  as  brush,  while  at  Burlington  the  propor- 
tion was  as  nine  to  eight,  or  nearly  equal  quantities.    At  Dallas  the  work  was  mainly 
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8f  rfuf^tlieniug  shore  prottM-ticin  that  had  heen  only  slightly  covM'ed  with  stoue.  while 
at  Hiirliiigtnn  then*  wa^  \\\v  onliiuiry  clasH  of  dnin  mid  Hhore-protiU'tion  work. 

I  would  call  attention  to  Mr.  Kdward»*H  figures  on  the  couiparative  cost  of  wire  and 
lath  yarn  for  hinding  purposes.  By  these  it  appears  that,  for  maldng  faficines,  the 
lath  yarn  reqnired  for  1  cubic  yard  will  cost^  at  10  cents  per  pound.  $0.023 ;  the  wire 
required  for  the  same  purpose,  at  3.35  cents  per  pound,  will  cost  $0,007,  a  saving  of 
two-thirds  in  the  cost  of  binding  material  by  the  use  of  wire  instead  of  lath-yam. 
For  making  into  mats,  the  savinj^  is*  in  the  same  proportion.  The  contractors  for 
brush  were  furnished  with  wire  by  the  United  States.  The  wire  comes  in  coils  that 
have  no  covering  weighed  in,  while  a  considerable  portion  of  the  weight  of  lath- 
yarn  is  made  up  of  the  packing  materials.  No.  16  annealed  wire  is  about  as  small 
as  it  is  safe  to  use.  The  bundles  of  brush  are  stronger  and  stand  handling  better 
when  bound  with  wire  than  when  lath-yam  is  used,  and  wire  is  quite  as  handy  to 
apply. 

List  of  works  constructed  and  repairedl  and  of  maUrials  used  during  the  season  of  1890, 
in  vicinity  of  Burlington,  Iowa,  and  DallM,  lU, 


Works. 


SIieot58: 

Dam  5 

Dinii  6* 

Dam  8, 

Dam  10 : 

Shore  protection  bolow  Drew  Prairie  ., 

Dam  1  repaii-ed 

RlioetnO: 

Sliore  protection  on  Burlington  Island  repaired  . 

SI  lore  prot«ction  at  Sauerwein  Bend  it»i>air«d  .. 

Shore  protection  at  Twin  Island 

8he«'t  60: 

Dam  14  (not  complet<ed) 

Shore  protection  on  Crow  Island 


Total  . 


Dimensions. 


Length. 


Feet. 
'MO 

1,280 
640 
320 

1,940 


4,600 

2,700 

196 


980 


Height 

above 

low  wat«r 

of  1864. 


Feet. 
3.5 
3.5 
3.5 
4.0 
12.0 


12.0 


7.5 


Katerisl. 


Sock. 


Cu,  yds. 
1,425.4 
2,239.5 
2,505.3 

515.0 
2,556.1 

441.2 

2, 135. 9 

1,006.4 

;*43.3 

520.9 
1,148.7 


14,837.7 


Brush. 


Ou.  ydi. 
1,303.0 
2,313.0 
2,596.0 
751.9 
1,257.7 


202.0 


1,510.3 
697. 0 


10,720.9 


*  5.>0  feet  of  Dam  6  were  built  for  temporary  effect,  and  were  removed  November  12, 1890. 
Kook  ou  hand  on  bank  at  close  of  season  of  1890 : 

Furnished  by  Rudolph  Wiegand,  of  Nauvoo,  111.,  1,172  cubic  yards  at 
50  cents  per  cubic  yard $586. 00 

Furnished  by  S.  A.  Maley,  of  Pontoosuc,  111.,  350  cubic  yards,  at  50 
cont«  per  cubic  yard 175. 00 

Total , 761.00 

Financial  statement  for  works  of  improving  Mississippi  River  in  vicinity  of  Burlington  and 
Dallas,  during  the  season  of  1890, 

Amount  expended  in  the  field  during  the  calendar  year  1890  (from  distri- 
bution sheets)  $20,646.93 

Deduct  cost  of  1,522  cubic  yards  of  rock  on  hand $761. 00 

1  )eduet  cost  of  removing  temporary  dam 201.  77 

Deduct  co8t  of  survey  at  Burlington 75. 36 

Deduct  expenses  of  lawsuit  in  1888    138. 49 

1,176.62 

Net  cost  of  field  work 19,470.81 

Add  quota  of  general  superintendence  and  office  expenses 3, 168. 19 

Add  for  use  and  deterioration  of  plant 3,  775. 80 

Total  cost  of  work 26,4U.:» 

Material  put  in  works: 

Koek cubic  yards.     14,837.70 

Brush  do  ....     10,720.90 

Total cnbic  yards .     25.  558. 60 
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Average  cost  per  cubic  yard  on  bar;^ert fiO.  481 

Average  cost  per  onbic  yard  for  towing  and  ])nt ting  in  material 2S0 

Average  cost  per  cubic  yard  for  general  superintendence  and  office  expenses.       .  1^ 
Average  cost  per  cubic  yard  for  plant 148 

Average  cost  per  cnbic  yard  in  place 1. 033 

Mr.  Edwards,  Bays :  "According  to  your  orders,  I  left  Keokuk  September  1,  1890, 
with  steamer  Vixen  and  fleet  of  barges,  proceeding  to  Burlington,  Iowa,  to  build 
sneh  dams  and  shore  protections  as  the  shortness  of  the  seuHon  would  allow. 

**In  vicinity  of  Burlington,  Dams  5,  6,  8,  and  10  (sheet  58),  were  built,  and  1,940 
feet  of  shore  protection  below  Drew  Prairie  (sheet  58)  were  constructed.  Dam  1 
(sheet  .58)  was  repaired,  after  completion  of  which  work  the -fleet  was  laid  up  for  the 
winter,  in  the  Des  Moines  Rapids  Canal,  November  15,  1890. 

**  Se])tember  3,  1890,  work  was  commenced  on  Dam  6  (sheet  58),  the  second  dam  on 
Illinois  shore  of  the  seven  dams  proposed  to  be  bnilt  above  Burlmgton,  Iowa  (see 
survey  completed  September  5,  18i90).  The  total  length  of  this  dam  was  1,280  feet, 
of  which  the  outer  end,  550  feet,  was  intended  as  temporary,  an  apron  loaded  with 
only  a  little  rock  being  put  in ;  the  other  part,  730  feet  long,  was  bnilt  up  to  3.5  feet 
above  low  water,  an  average  height  of  5.5  feet.  Navigation  at  this  point, -during  a 
low  stage  of  water,  has,  for  a  number  of  years,  been  more  difficult  than  at  any  other 
place  in  your  district,  and  only  a  few  days  before  work  commenced  here  boats  had 
been  haiii  aground  at  this  point  for  as  long  as  6  honrs.  By  September  10,  the  1,280 
feet  of  apron  were  laid,  and  September  20  the  dam  was  comnleted.  Scouring  com- 
menced immediately  after  the  completion  of  the  apron,  and  although  the  river  after 
a  small  rise,  fell  as  low  as  2.3  feet  above  low  water,  no  difficulties  were  encountered 
by  any  packet  or  other  boat  for  the  balance  of  the  season.  The  temporary  portion 
of  dam  was  removed  by  dredging,  Novepiber  10  to  12,  1890. 

"  September  20  we  commenced  on  Dam  5  (sheet  58),  and  completed  same  September 
30.  Tne  length  of  dam  is  340  feet;  average  height  is  11.5  feet,  and  height  above  low 
water  is  3.5  feet. 

"  From  September  30  to  October  18,  1890,  a  force  worked  on  Dam  8  (sheet  58),  the 
lowest  dam  of  the  projected  series  of  four  dams  on  the  Illinois  side  of  the  river. 
Owing  to  the  shallow  water  above  Dam  8,  a  dam  could  not  be  built  in  the  position 
indicated  on  project  for  Dam  7  (sheet  58).  Dam  8  is  &40  feet  long,  of  which  length 
400  feet  are  built  in  12  feet  of  water,  the  balance  in  4.5  feet  of  water,  at  a  2.5  feet 
stage,  the  dam  being  built  up  to  a  height  of  3.5  feet  above  low  water.  There  being 
too  shallow  water  near  shore  to  float  barges,  the  400  feet  of  dam  in  deep  water  were 
bnilt  first.  After  a  few  days  there  were  4  feet  of  water  near  shore,  a  scouring  of 
over  2.5  feet,  when  the  remaining  240  feet  of  dam  were  built.  This  dam  will  prevent 
an  enormous  amount  of  sand  from  moving  into  the  channel. 

"October  18  to  November  10,  1890,  shore  protection  below  Drew  Prairie  was  con- 
structed. Its  length  is  1,940  feet,  height  of  bank  above  low  water  is  12  feet,  and 
vertical  height  from  bottom  averages  21  feet.  Though  caving  fast  in  some  places, 
especially  in  windy  weather,  the  bank  was  very  hard  and  plow  and  scrapers  were 
used  to  great  advantage  in  grading  the  bank,  6  hours'  plowing  keeping  the  scraper 
employed  for  18  hours.  Where  possible  to  make  use  of  this  method,  it  is  a  cheap  and 
quick  way  of  grading  a  hard  bank,  and,  as  it  was  impossible  to  get  men,  it  enabled 
me  with  a  very  small  force  to  make  satisfactory  progress. 

*'  In  the  latter  part  of  October,  work  was  begun  on  Dam  10  (sheet  58),  which  is  in- 
tended, when  completed,  to  extend  out  from  shore  of  Rush  Island  opposite  Dam  8 
(sheet  58)  across  and  beyond  the  bar  abreast  of  the  island.  The  portion  of  the  dam 
on  channel  side  of  the  bar  was  completed  November  15,  1890,  and  is  320  feet  long. 
The  outer  end  of  dam  is  in  4.5  feet  of  water,  at  a  3-feet  stage,  and  inner  end  2.5  feet 
above  water  surface  on  the  dry  bar.  I  believe  this  dam  will  prevent  much  cutting 
of  the  bar,  which  the  building  of  the  other  dams  would  no  doubt  cause. 

"  Dam  1  Taheet  58^  was  repaired  by  filling  with  rock  a  number  of  holes  formed  be- 
hind the  piling,  and  raising  a  few  places  that  had  settled. 

**  There  remain  to  be  built  Dams  7,  9,  and  11  (sheet  58),  and  the  inner  part  of  Dam 
10  (sheet  58),  to  close  chute  behind  bar  south  of  Rush  Island.  These  can,  however, 
only  be  built  durin/^  high  water. 

"  The  work  in  vicinity  of  Dallas  was  commenced  October  4  and  closed  November 
8,  1890.  Launch  Lucia  and  a  small  force  were  employed  at  this  work,  the  Lucia 
taking  the  men  to  and  from  the  work  and,  when  the  tow  was  not  too  long,  assisting 
in  towing.  The  towing  of  material,  owing  to  the  long  distance,  was  mostly  done  by 
the  steamer  Vixen  during  the  night.  The  work  in  this  vicinity  consistcHl  in  the 
building  of  two  new  pieces  of  shore  protection,  at  Twin  and  Crow  islands,  tinisliiug 
putting  in  of  apron  course  of  Dam  14  (sheet  60),  begun  in  1889,  and  repairing  shore 
protection  on  Burlington  Island  and  at  Sauerwein  Bend. 

"The  length  of  shore  protection  repaired  on  Burlington  Island  is  4,600  feet.    The 
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leiigfch  of  Bhore  protection  at  Sauerwein  Bend  is  2,700  feet,  and  almost  the  whole 
length  above  the  water  surface  had  to  be  recovered  with  rock.  This  piece  of  work, 
like  the  work  on  Burlington  Island,  when  originally  built  was,  owing  to  the  shoirl^ 
ness  of  funds  on  hand,  only  slightly  covered,  and  the  action  of  ice  and  waves,  as  well 
as  the  caving  in  of  a  very  sand^  bank,  had  almost  left  the  whole  bank  uncovered.  Tlie 
apron  was  found  to  be  in  fEor  conoition  and  no  brush  was  used  in  repairing  twro 
above  works. 

''New  wockwas  done  by  protecting  head  of  Twin  Island  (381).  The  length  €>f 
shore  protection  is  196  feet,  and  the  height  of  bank  from  bottom  of  river  is  18  feet. 

''Lower  end  of  Crow  Island  ($SS)  was  also  protected.  The  len^^th  of  shore  pro- 
tection is  980  feet  and  the  height  of  bank  above  bottom  of  river  is  15.5  feet.  This 
bank  contains  heavy  strata  of  sand  and  was  caving  rapidly,  causing,  no  doubt,  mueli 
of  the  trouble  below.  A  long  slope  was  given  the  bank  and  I  think  that,  notwith- 
standing the  sandy  condition,  it  wiU  prove  a  lasting  piece  of  work. 

"Dam  14  (sheet  60)  was  commenced  in  1889,  but  owing  to  low  water  its  construc- 
tion had  to  be  discontinued.  October  28,  1890,  there  being  water  enough  to  get  in, 
I  started  party  to  buUd  same,  connecting  the  apron  laid  in  1889  with  the  shore. 
This  apron  is  2,540  feet  long,  of  which  200  feet  were  laid  the  year  before  and  balance 
this  season.  A  raising  mat  700  feet  long  was  also  put  in  from  outer  end  towards 
shore.  November  5,  1890,  work  on  this  dam  was  again  discontinued  on  account  of 
water  falling. 

"  No  difficulties  of  any  consequence  were  encountered  during  the  season's  work 
outside  of  the  scarcity  of  men  to  be  had,  no  doubt  due  to  the  lateness  of  the  season 
in  which  work  commenced. 

"  Steamer  Vixen  was  a^ain  run  with  a  double  crew,  enabling  her  with  ease  to  do 
the  towing  for  both  works.  Some  delay  was  caused  by  contractors  having  difficulty 
in  getting  men,  necessitating  the  Fixen*s  waiting  for  material  occasionally.  At  such 
times  she  would  be  employed  in  snagging,  if  any  such  work  was  necessary. 

"  A  survey  was  made  fi:om  the  foot  or  Drew  Prairie  to  Burlington  Bridge.  Ko 
additional  help  was  hired  for  this  work.    The  survey  has  been  plotted  and  traced. 

"  For  binding  fascines  and  making  mats,  wire  (No.  16  annealed)  >¥as  used  instead 
of  the  customary  lath-yam,  and,  by  its  cheapness  as  well  as  its  quicker  handling, 
recommends  itself  as  far  superior  to  twine." 

COMPARISON  OF  COST  BETWEEN  WIRE  AND  TWINE. 

From  former  estimates  I  get — 

For  making  fascines,  per  100  cubic  yards,  lath-yam,  32  pounds $3. 20 

For  making  mats,  per  100  cubic  yards,  lath-yarn,  14  pounds 1. 40 

100  cubic  yards  of  brush  in  mats 4. 60 

We  used  this  season  for  7,120.90  cubic  yards  brush  made  into  mats  3,630 
pounds  of  wire,  at  $3.35  per  100  pounds,  or  per  100  cubic  yards  brusn  in 
mats 1.70 

A  saving  per  100  cubic  yards  of 2,90 

By  actual  count  I  And — 
10  fascines  used  18  ounces  lath-yam,  or  per  100  cubic  yards,  20.45  pounds .    2. 04 
10  fascines  used  19.5  ounces  lath-yam,   or  per  100  cubic  yards,   22.16 

pounds 2. 16 

1,061  fasciues  used  241  pounds  lath-yam,  or  per  100  cubic  yards,  22.70 

pounds 2. 27 

50  fascines  used  5.5  pounds  wire,  or  per  100  cubic  yards,  20  pounds 0. 64 

50  fascines  used  5.5  pounds  wire,  or  per  100  cubic  yards,  20  pounds 0. 67 

Cost  of  wire  per  100  pounds $3. 20  to   $3. 35 

Cost  of  lath-yam  per  100  pounds $10. 00  to  $12. 00 

"  There  is  no  loss  in  the  packing  of  wire,  whereas  I  have  found  a  loss  of  10  per  cent, 
in  lath-yarn  when  taking  ofi'  the  cover  and  cords. 

"  Though  indebted  to  a  greater  part  of  the  force  for  their  ready  help,  I  take  par- 
ticular pleasure  in  expressing  my  thanks  to  Capt.  U.  B.  Whitney,  master  of  steamer 
Vixen,  and  Mr.  George  Ackley,  receiver  of  materials,  who,  by  their  untiring  interest 
in  the  work,  enabled  me  "to  give  most  of  my  time  to  the  field  work,  which  I  other- 
wise could  not  have  done."    »     »    * 

HARBOR  AT  BURLINGTON,  IOWA. 

This  work  consisted  in  deepening  the  river  along  the  levee  from  lower  end  of  levee 
at  the  sewer  outlet  to  the  foot  of  High  street.  The  contractor,  under  informal  agree- 
ment of  October  18, 1890,  was  A.  J.  Whitney.    The  price  paid  was  17  cents  per  cubic 
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vard  removed.  Work  w;w  ln'«^uii  October  21  and  was  stopped  by  the  cold  weatber 
ifovember  15.  Tbo  work  was  not  quite  completed,  but  the  main  and  important  part 
was  iinished.  A  large  gravel  bar  at  the  sewer  outlet  was  removed  and  the  levee  front 
deepened  to  a  grade  of  5  feet  below  low  water.  The  work  remaining  unfinished  is 
dredging  from  the  foot  of  Court  street  to  the  foot  of  High  street,  one  block,  and 
possioly  a  narrow  cut  all  along  the  leveo  front  if  found  safe  to  go  any  nearer  the 
paving. 

Finanoi4il  statement. 

Amount  paid  contractor $1, 809. 69 

Cost  of  local  inspection 95.93 

Add  quota  of  general  superintendence  and  office  expenses 289. 56 

Total  cost  of  work 2,195.18 

Material  dredged  and  removed,  cubic  yards 10, 645. 2 

Average  cost  per  cubic  yard $0. 20G 

The  local  inspector  was  Mr.  H.  H.  Ayres,  while  Mr.  S.  Edwards  had  general  super- 
vision of  the  work. 

CARE,  REPAIR,   AND  CONSTRUCTION  OP  PLANT. 

During  the  year  a  large  amount  of  repair  and  construction  work  was  done  at  the 
canal  dry  dock  and  shops.  A  coal  barge,  100  feet  by  20  feet,  commenced  in  1889,  was 
completed.  Considerable  work  was  done  on  towboat  Fury,  snag  boat  J.  G,  Par1c€j 
towboat  Alen'tf  and  steam  launches  Elsie,  Louisey  Emily ,  Stella,  and  Ada  received 
some  repairs.  Many  of  the  barges  and  other  pieces  were  put  in  condition  for  service, 
viz :  Barges  1,  5,  27,  28,  33,  35,  37, 39, 40,  47,  79,  82, 91,  92,  98,  99,  and  105 ;  dump  boats 
1,  3,  and  6 ;  drill  boats  34  ann  103,  and  pile-driver  104.  At  such  times  as  the  plant 
was  not  used  in  the  field  watcnmen  were  employed.  Total  amount  expended  for  care, 
repair,  and  construction  of  plant  during  the  year  was  $9,530.53. 
Very  respectfully,  your  obedient  servant, 

M.  Meigs, 
United  State*  Cwil  Engineer. 
Maj.  A.  Mackenzie, 

Corps  of  Engineers,  U,  8,  A, 


REPORT  OF  MR.  C.  W.  DURHAM,  AflBISTANT  ENGINEER. 

United  States  Engineer  Office, 

Rook  Island,  III,  July  1,  1891. 
Major  :  I  have  the  honor  to  present  a  preliminary  report  of  operations  on  the 
various  works  in  my  charge  during  the  second  half  of  the  fiscal  year  ending  June 
30,1891: 

MINNEAPOLIS  TO  ST.   PAUL. 

This  work  is  carried  on  with  a  special  allotment  of  $50,000  in  act  of  September  19, 
1890,  and  under  project  approved  February  28,  1891. 

The  work  projected  consists  in  protecting  caving  banks,  building  dams  of  brush, 
rock,  and  gravel,  dredging  gravel  bars,  and  removing  rocks  and  Itowldcrs  from 
channel. 

A  plant,  consisting  of  steam  launch  Emily,  quarter  boat  94,  working  barge  95,  rigged 
with  derrick,  grapples,  sweeping  bars,  etc.,  was  put  in  commission  June  15, 1891,  and 
proceeded  up  river  from  Boulanger  Slough,  removing  a  number  of  bowlders  from 
river  above  Fort  Snelling  and  below  Groveland  Park.  Considerable  progress  has 
been  made  in  sweeping  the  channel  between  the  head  of  Meeker  Island  and  the 
Short  Line  Bridge  for  the  purpose  of  locating  rocks  and  bowlders  above  grade  in 
that  part  of  the  river. 

ST.   PAUL  TO  PRESCOTT. 

The  project  allotting  $40,000  for  building  dams  and  shore  protections,  etc.,  between 
St.  Paul  and  Fresco tt  was  approved  February  28,  1801.  This  work  will  be  carriiMl 
on  by  hired  labor  and  Government  plant.  The  condition  of  this  portion  of  tbo  rivor 
is  better  than  hu«  ever  before  been  known  for  the  same  stage  of  water.  With  ono 
exception  the  crossiuas  are  straight  and  atford  a  good  depth.  At  Kiuinger  a  bar 
formetl  iu  the  channel  and  caused  some  trouble,  but  the  dredge  Phasnix,  which  oper- 
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nt»Ml  at  this  j)uiiit  during  the  month  of  June,  has  now  opened  a  good  chanml,  whirh 
will  be  made.  ])ermanent. 
Construction  work  will  be  resumed  early  in  July. 

RKAD  LANDING  TO   MTNNEI8KA. 

Work  in  this  locality,  consisting  of  the  constnrctiou  ftnd  repair  of  brusli  and  rock 
dams  and  shore  j)rutections,  is  being  carried  on  under  contract  in  accordance  with 
})roject  approved  January  6,  1891.  The  amount  of  the  allotment  is  $50,000.  Opera- 
tions commenced  May  16,  and  were  carried  on  continuously  until  end  of  fiscal  year. 
The  work  accomplished  is  the  construction  of  3,620 linear  feet  of  shoreprotection on 
Island  35 :  1,150  linear  feet  on  Island  34,  and  of  closing-dam  at  Island  34,  750  feet  in 
length.  The  amount  of  material  put  in  is,  rock,  10,859  cubic  yaixls;  brush,  6,968 
cubic  yards. 

MINNEISKA.  TO  LA  CROSSE. 

The  project  alloting  $60,000  for  building  dams,  shore  protections,  etc.,  between 
Minneiska  and  La  Crosse  waa  approved  February'  28,1891. 

Work  was  commenced,  with  use  of  hired  labor  and  GoTemment  plant,  on  June  4, 
and  was  carried  on  until  end  of  fiscal  je&v.  There  were  constructed  1,520  lineal  feet 
of  shore  protection  on  Island  49;  200  iinear  feet  of  shore  protection  on  Island  50,  and 
Wing  dams  8,  9,  and  10  (sheet  16).  The  amount  of  material  pnt  in  is,  rock,  4,591 
cubic  yards  J  brush,  6,704  cubic  yards. 

VICINITY  OF  PRAIRIK  T>V   ClflEN. 

This  work,  consisting  of  the  construction  of  rock  afld  brush  dams  and  shore  pro- 
tections for  the  improvement  of  the  channel  at  Prairie  du  Chien,  is  carried  on  by 
'Ibrmal  contract,  under  special  allotment  of  $30,000  in  act  of  September  19,  1890,  and 
under  project  approved  January  8,  1891. 

Operations  commenced  May  25  and  were  carried  on  to  end  of  fiscal  year.  Closing 
dams  1  and  3  and  Wing  dams  4,  5,  and  6  (sheet  30)  were  completed.  Amount  of  ma- 
terial put  in  was:  Rock,  4,831.1  cubic  yards;  brush,  4,762.3  cubic  yards. 

VICINITY  OF   CLINTON. 

The  project  allotting  $5,000  for  construction  of  a  dam  and  shore  protection  in  vi- 
cinity of  Clinton  was  approved  February  28,  1891,  and  work  was  earned  on,  by  use 
of  hired  labor  and  Government  plant,  from  Ma^'  18  to  the  close  of  the  year.  The 
work  accomplished  consisted  in  the  construction  of  a  small  dam  at  the  head  of  the 
guard  fence.  East  Channel;  Dam  No.  1,  from  Island  290  to  Willow  Island;  and  shore 
protection  around  head  of  Willow  Island.  Amount  of  material  put  in  was:  Rock, 
2,590  cubic  yards;  brush, 2,873  cubic  yards. 

HARBOR  AT  PORT  BYRON. 

Tlie  act  of  September  19,  1890,  makes  a  special  allotment  of  $5,000  for  removal  of 
bar  at  Port  Byron,  and  a  project  for  dredging  in  that  locality  was  approved  Febm- 
iiry  27,  1891,  a  modification  of  which  project  was  approved  June  20,  1891. 

Work,  under  agreement  with  A.  J.  Whitney,  was  commenced  June  6  and  carried 
on  until  close  of  the  fiscal  year.  Amount  of  material  dredged  and  removed  was 
9,082  cubic  yards. 

BUOYS  ON  ROCK  ISLAND  RAPIDS. 

The  buoys  having  been  repaired  and  repainted  were  reset  April  21  to  24,  1891,  by 
st4>am  launch  Louise.  There  are  now  29  buoys  in  thf  system,  all  of  which  are  secured 
by  bolts  and  chains  to  the  rock  bottom.  Ail  the  range  staKCS  were  carefiiUy  exam- 
ined, repaired,  and  painted. 

IMPROVING  ROCK  ISLAND  RAPIDS. 

Under  project  approved  February  28,  1891,  an  allotment  of  $50,000  was  ma^le  for 
excavating  and  removing  rock  and  sand  from  the  ehauuel  of  Rock  Island  Rapids,  and 
fur  building  rock  dams  and  guide  piers. 
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On  accuimt  of  high  wat^r  the  work  of  rock  excavation  war  not  oonunentnl  nntil 
May  22,  and  Kinre  that  time  the  Rteam  drill  ha8  been  at  work  on8t.  Louis  and  Caliin 
chains.  As  tlie  broken  rock  has  not  been  taken  up  by  dredge,  no  estimate  can  now 
be  given  of  the  quantity.    Work  on  dams  and  guide  piers  is  not  yet  begun. 

REPAIRS  OP  PLANT. 

During  the  spring  needed  repairs  were  made  to  towboats  Fury  and  Alert,  steam 
launches  Siellay  Louise,  Ada^  Emilyy  and  EUiey  and  to  many  of  the  barges  and  other 
pieces  of  plant  pertaining  to  works  above  mentioned. 
Very  respectfully,  your  obedient  servant, 

C.  W.  Dhrham, 
Aasistattt  Engineer, 
Maj.  A.  Mackenzie, 

Corps  of  Engineers,  U.8,  A, 


report  of  mr.  m.  meios,  uwited  states  civh.  engineer. 

United  States  Engineer  Office, 

Keokuk,  Iowa,  July  1,  1891. 
Major:  I  have  the  honor  to  present  a  preliminary  report  of  operations  during  the 
second  half  of  the  fiscal  year  ending  Jtlne  30,  1891 : 

KEITHSBURG  to  MONTROSE. 

An  allotment  of  $60,000  was  made  for  work  between  Keithsbnrg  and  Montrose 
under  project  approved  February  28,  1891. 

It  is  proposed  to  carry  on  the  work  by  use  of  Government  plant  and  hired  labor. 
Parties  are  getting  out  rock  at  different  places,  and  needed  repairs  have  been  made 
to  portions  of  the  plant. 

A  wrecked  ice-barge  was  removed  from  the  channel  near  Montrose,  during  June, 
by  dredge  AJax  and  tow  boat  Vixen  j  and  240  cubic  yards  of  liowldersand  gravel  were 
removed  from  the  Devils  Island  Crossing. 

HARBOR  AT  MONTROSE. 

Tlie  act  of  September  19,  1890,  made  a  special  allotment  of  $2,000  for  removal  of 
bar  at  Montrose,  Iowa. 

Tnder  project  approved  February  27, 1891,  dredge  Ajax  and  towboat  Vixen  worked 
from  June  1  to  26  dredging  along  tne  levee,  which  was  cleared  of  deposits  to  a  depth 
of  5.5  feet  at  low  water  for  a  length  of  about  1,000  feet.  Eleven  thousand  four  hun- 
dred and  sixty-five  yards  of  material  were  removed  from  the  town  front. 

REPAIR  AND  CONSTRUCTION  OF  PLANT. 

In  the  Des  Moines  Rapids  Canal  and  Dry  Dock,  extensive  repairs  were  made  during 
the  winter  and  spring  tx>  towboats  Fury  and  Vixen,  and  minor  repairs  to  other  por- 
tions of  the  floating  stock. 

During  the  spring  a  quarter  boat,  for  use  in  connection  with  construction  of  dams 
and  shore  protections,  was  built  at  the  dry  dock.  The  quarter  boat  was  launched 
June  23,  l&l. 

Very  respectfully,  your  obedient  servant, 

M.  Mrios, 
United  States  Civil  Engineer, 

Maj.  A.  Mackenzie, 

Corps  of  Engineers,  U.  8,  A, 
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A  A3. 

IMPROVEMENT  OF  DES  MOINES  KAPIDS,  MISSISSIPPI  RIVER. 

There  was  available  for  this  work  July  1, 1890,  the  sum  of  $348.14, 
and  the  act  of  Congress  approved  September  19,  1890,  appropriated 
$22,000  for  completing  the  work. 

At  the  beginning  of  the  year  the  work  remaining  to  be  done,  to  com- 
plete the  work  in  accordance  with  the  approved  project  was — the  com- 
pletion of  the  sluice  for  carrying  off  the  muddy  water  brought  into  the 
canal  by  Price  Creek,  raising  the  lock  walls  of  the  middle  lock,  the  re- 
moval .  of  a  small  amount  of  rock  above  grade,  the  completion  of  the 
protection  of  the  canal  embankment,  and  the  completion  of  the  lock 
grounds. 

A  project  for  the  completion  of  the  laying  of  2,600  cubic  yards  of  rip- 
rap face  stone  on  canal  embankment,  at  a  probable  cost  of  $4,000,  was 
submitted  September  28,  1890,  and  approved  October  6,  1890.  This 
work  was  completed  during  the  year. 

A  project  for  purchasing  and  laying  2,000  cubic  yards  of  riprap  face 
stone  on  embankment  of  canal,  at  a  probable  cost  of  $7,000,  and  for 
raising  the  lock  walls  of  middle  lock,  at  a  probable  cost  of  $3,420,  was 
submitted  December  22, 1890,  and  approved  December  29, 1890.  The 
work  of  raising  the  lock  walls  of  middle  lo(ik  has  been  virtually  com- 
pleted, and  the  laying  of  riprap  face  stone  on  canal  embankment  was 
continued  until  the  delivery  of  stone  was  made  impracticable  by  low 
water;  818.13  cubic  yards  of  stone  were  received  and  laid. 

The  work  remaining  to  be  done  under  approved  project  is  the  removal 
of  a  small  amount  of  rock  above  grade,  the  completion  of  sluice  at  Price 
Creek,  and  the  completion  of  the  lock  grounds  and  of  the  protection  of 
canal  embankment.  It  is  probable  that  after  this  work  is  carried  out, 
a  balance  will  still  be  available,  which  balance  can  be  applied  to  ad- 
vantage to  the  construction  of  a  permanent  machine-shop  at  the  lower 
lock  of  the  canal.  The  construction  of  such  a  shop  was  referred  to  in 
my  last  annual  report. 

No  further  appropriation  is  required  for  the  completion  of  this  work 
in  accordance  with  approved  project. 

DetaOs  of  the  work  accomplished  are  given  in  the  appended  report  of 
Mr.  M.  Meigs,  United  States  civil  enginer,  in  local  charge  of  work. 

ABSTRACT  OF  APPB0PHIATI0N8. 

By  act  approved — 

June  23, 1866 $200,000 

March  2, 1867 600,000 

July  25,  1868  (allotment) 800,000 

AprillO,  1869  (allotment) 178,200 

December  23, 1869 200,000 

July  11,  1870 400,000 

January  18,  1871 341,000 

March  3,  1871 250,000 

June  10, 1872 400,000 

March  3,  1873 400,000 

June  23, 1874 400,000 

March  3,  1875 480,000 

August  14,  1876 230,000 

June  18, 1878  (allotment) 62,500 

March  3,  1879 25,000 

June  14, 1880 20,000 

March  3,  1881 25,000 
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By  act  passed  August  2,  1882..... $30,000 

By  act  approved  July  5, 1884 50,  (XX) 

By  act  approved  August  5, 1886 ". 26,25^) 

By  actof  Aurriistll,  1888 35,00(3 

By  act  of  September  19,  1890 22,000 

•Total 4.571,950 

Money  statement, 

July  1,  1890,  balance  unexpended $318.14 

Amount  appropriated  by  act  approved  ScptemlMT  19,  1890 22, 000. 00 

22,  348. 14 
Juno  30,  1891,  amount  expended  during  fiscal  yeiir 12, 1 17. 15 

July  1,  1891,  balance  unexpended 10,230.99 


ft 


report  ov  mr.  m.  meig8,  united  states  civil  engineer. 

United  States  Engineer  Office, 

Keokuk f  /otra,  July  1,  ISO  I. 
MA.roR :  I  have  the  honor  to  submit  the  following  report  on  "improving  Des  Moines 
Kapi<ls,  Mississippi  River,''  for  the  fiscal  year  ending  June  30,  1891 : 

raising  lock  walls  at  lower  lock.  , 

The  work  of  raising  the  lock  walls  at  the  lower  lock,  that  was  nearly  completed 
at  the  close  of  last  fiscal  year,  was  finished  early  in  July,  1890;  22.73  ciibi<'  yartU 
of  face  stone  and  6.06  cubic  yards  of  backing  stone  were  purchased  from  Patterson 
Bros.^  contractors,  for  use  in  this  work. 

raising  lock  WALL3  AT  MIDDLE  LOCK. 

In  accordance  with  authority  granted,  an  informal  agreement  was  made  with  Pat- 
terson Bros.,  owning  the  Sonora  Quarry,  to  furnish  120  cubic  yards  of  faoo  stone  at  $8 
per  cubic  yard,  and  100  cubic  yards  of  backing  stone  at  $3  per  cubic  yard,  for  use  in 
raising  lock  walls  at  Middle  Lock.  The  prices  paid  for  the  stone  were  the  same  as 
those  paid  under  the  last  formal  contract. 

The  work  of  raising  the  lock  walls  at  the  Middle  Look  was  begun  April  1, 1891. 
Derricks  were  set  up  for  use  in  unloading  and  handling  the  stone.  The  work  was 
continued  until  the  close  of  the  fiscal  year  and  the  raising  of  the  lock  walls  3  feet  in 
height  is  almost  complete.  The  masonry  work  on  the  east  and  west  walls  is  finished. 
The  portion  of  the  wall  raised  extends  80  feet  3  inches  below  the  upper  hcol- 
post  and  around  the  u]pper  end  of  lock  to  the  sluice.  All  of  the  lock  grounds  adja- 
cent to  the  raised  portion  of  the  walls  was  raised  3  feet  with  mud  dre&ed  from  the 
canal  bottom,  the  mud  being  covered  with  6  inches  of  black  soil  taken  from  the 
canal  lands  at  Sandusky  outside  of  the  embankment.  A  good  deal  of  the  old  coping 
was  injured  and  broken  while  being  taken  up^  so  that  the  amounts  of  stone  purch.ased 
for  this  work  have  somewhat  overrun  the  estimated  quantities  required  for  the  work. 

There  remain  to  complete  the  work  a  little  grading  of  the  grounds  and  the  laying 
of  a  small  amount  of  slope  wall  on  the  slopes  near  the  towers. 

LATINO  RIPRAP  FAOB  8T0NB  ON  CANAL  EMBANKMENT. 

During  October,  November,  and  a  part  of  December,  1890,  and  April,  May,  and  tlie 
sreater  part  of  June,  1891,  a  force  or  from  15  to  35  men  has  been  kept  employed  iu 
Uying  slope  wall  on  the  outside  of  oanal  embankment  at  sections  59  to  65  and  sec- 
tions 79  and  80.    The  surface  covered  hj  slope  wall  was  6,108.28  square  yards. 

The  stone  used  in  this  work  was  furnished  by  Patterson  Bros.,  under  an  informal 
agreement,  the  price  paid  being  the  same  as  that  under  former  contract. 

Ou  account  of  the  low  water  which  prevailed  during  the  month  of  June,  the  tow- 
ing of  stone  was  ini]»nictlf'ablo  <hiring  the  latter  part  of  the  moutli.  June  22,  1«91, 
at  which  date  the  8 tone  that  had  been  delivered  had  beeu  all  put  in  the  slope  wall^ 
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til©  work  was  discontihaed ;  818.13  cubic  yards  of  riprap  face  stone  ha^  been  delivered 
ujp  to  the  time  of  closing  tne  work.  A  partial  payment  was  made  on  900  cubic  yards 
ot  stone  piled  at  quarry,  the  stone  to  be  delivered  as  soon  as  the  stage  of  water  -war- 
ranted putting  a  tow  boat  at  work  transporting  it. 

OFFICE  BUILDING  AT  LOWER  LOCK. 

Electric-light  fixtures  were  put  up  at  the  office  building,  connection  for  Itghtinii: 
the  building  by  electricity  beinjg^  made  with  the  lower-lock  dynamo.    The  li^ht« 
were  used  during  a  number  of  nights  in  the  spring  of  1891.    They  worked  well  and 
are  perfectly  satisfactory. 
The  road  about  the  office  building  was  graded. 

I  have  been  ably  assisted  in  the  above  work  by  Messrs.  S.  Edwards  and  John  R. 
Csirpenter,  overseers,  and  by  Mr.  O.  S.  Willey,  clerk  and  draftsman. 
Very  respectfully,  your  obedient  servant, 

M.  Mkigs. 
United  States  Civil  Engineer. 
lijaj.  A.  Mackenzik, 

Corps  of  Engineers f   U,  8,  A, 


A  A  4. 

OPERATING  AND  CARE  OF  DES  MOINES  RAPIDS  CANAL  AND  DRY  DOCK. 

The  Des  Moines  B'apids  Canal  was  open  for  navigation  during  the 
year  234  days,  during  which  time  there  passed  through  it  878  steam- 
boats and  357  barges,  carrying  15,801  passengers,  45,217  tons  of  mer- 
(•handisCj  and  364,878  bushels  of  grain.  There  also  passed  through 
the  ranal  193,358,089  feet  of  lumber,  37,176,150  feet  of  logs,  87,259,690 
shingles,  and  59,350,595  laths. 

The  expenses  of  operating  and  caring  for  the  Des  Moines  Eapids 
Canal,  including  extensive  repairs  to  guard  gates,  during  the  past  year 
have  been  $44,998.20.  These  expenses  are  now  providSi  for  by  an  in- 
definite appropriation  made  by  act  of  Congress  of  March  3, 1881. 

The  machine  shops  and  storerooms  now  in  use  at  the  lower  lock  of 
t)ie  canal  are  old  frame  structures,  liable,  together  with  their  valuable 
contents,  to  destruction  by  fire.  It  is  desirable  that  a  stone  or  brick 
structure  be  built  as  a  part  of  the  permanent  lock  buildings.  It  is  es- 
timated that  such  a  building  will  cost  $3,500,  and  a  project  for  its  con- 
struction will  soon  be  presented.  As  the  construction  of  such  building 
ia  made  necessary,  in  part  at  least,  by  the  repairs  required  in  connec- 
tion with  operating  and  care  of  canal,  it  appears  proper  that  a  i)ortion  of 
its  cost  should  be  borne  by  the  indefinite  appropriation  for  the  canal, 
and  $1,000  is  therefore  added  to  the  estimate  of  funds  required  for  next 
fij^eal  year. 

A  thorough  examination  of  the  lower  lock  should  be  made  during  the 
coming  year,  and  some  repairs  to  gates,  culverts,  etc.,  will  certainly  be 
required.  The  cost  bf  the  work  which  may  be  fcmnd  ne<5es8ary  can  not 
be  closely  estimated,  but  is  approximately  given  in  the  estimate  for 
the  coming  year  as  f  4,000. 

The  amount  of  dredging  which  it  has  a])peared  practicjable  to  carry 
out  during  past  few  years  has  not  been  sufficient  to  keep  pace  with  the 
filling,  and  it  is  desirable  that  a  large  amount  of  dredging  be  carried 
out  during  coming  season.  The  item  in  estimate  of  probable  expense 
of  dredging  is  therefore  increfised. 

The  ap]>ropriation  for  the  dry  dcK^k  was  exhausted  in  1889,  complet- 
ing the  work  in  uccoidance  with  api»rove(l  project.  Sinco  tliat  tim<» 
tlie  dock  has  been  operated  as  a  part  of  the  Des  Moines  liapids  Canal, 
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in  accordance  with  instructions  of  the  Secretary  of  War  and  the  river 
and  harbor  act  of  September  19, 1890,  which  provided  as  follows: 

Sec.  14.  That  the  dry-dock  constructed  at  the  Des  Moines  Rapids  Canal  under  the 
provisions  of  the  acts  of  Congress  approved  August  second,  eighteen  hundred  and 
eighty-two,  July  fifth,  eighteen  hundred  and  eighty-four,  August  fifth,  eighteen 
hundred  and  eighty-sis,  and  August  eleventh,  eight<cen  hundred  andeighty-eiglit,  shall 
be  considered  an  integrant  part  of  the  Des  Moines  Rapids  Canal,  and  the  act  of  Con- 
gress approved  March  third,  eighteen  hundred  and  eighty-one,  which  provides  for 
expenses  of  operating  and  care  of  Des  Moines  Rapids  and  other  canals,  and  the  net 
of  Confess  approved^  July  fifth,  eighteen  hundred  and  eighty-four,  which  pro vide§ 
penalties  for  violation  of  rules  and  regulations  prescribed  by  the  Secretary  of  War, 
shall  also  apply  to  the  said  dry-dock. 

During  the  past  year  the  dock  has  been  almost  constantly  in  use.  A 
table  showing  boats  using  the  dock  is  appended.  One  hundred  and 
twelve  dollars  and  fifty  cents,  dockage  fees,  were  collected  from  pri- 
vate parties  using  the  dock,  and  deposited  in  the  United  States  Treas- 
ury to  the  credit  of  the  Treasurer  of  the  United  States.  It  is  desirable, 
when  appropriations  are  available  and  circumstances  permit,  that  a 
shop  with  wood-working  machinery  and  storage  sheds  for  lumber  be 
provided  at  the  lower  end  of  the  dock.  The  expenses  of  oi)erating  the 
canal  will  be  slightly  increased  by  the  operating  of  the  dry  dock  as  an 
accessory  work;  but  it  is  hoped  such  increase  wUl  be  more  than  offset 
by  the  increased  fEWjility  furnished  for  repair  of  Government  boats  and 
the  amounts  received  from  private  parties  for  the  use  of  the  dock.  There 
is  appended  hereto  a  history  of  the  dry  dock  construction. 

The  boom,  constructed  in  accordance  with  act  of  Congress,  for  con- 
necting outer  wall  of  the  canal  with  the  pier  of  the  Keokuk  and  Ham- 
ilton Bridge,  requires  repairs,  and  must  be  taken  into  the  canal  at  the 
close  of  navigation  and  put  out  again  in  the  spring.  An  item  for  the 
expense  of  such  repair  and  labor  is  included  in  estimate  of  cost  of  oper- 
ating and  caring  for  canal  for  the  coming  fiscal  year. 

Tables  are  given  herewith  showing  details  of  expenditure  and  trafific. 
A  table  giving  dates  of  opening  and  closing  of  canal  and  of  the  high- 
est and  lowest  stage  of  water  for  each  year  since  the  canal  was  opened 
to  navigation,  and  comparative  expenditure  and  traf&c  statements  are 
also  submitted. 

The  operating  and  care  of  the  canal  and  dock  are  in  the  immediate 
charge  of  Mr.  M.  Meigs,  United  States  civil  engineer,  whose  rei)ort  is 
appended. 

ABSTRACT  OF   APPKOPHIATIONS. 

By  act  approved : 

April  30, 1878 $7,500.00 

June  18,  1878  (allotment ) 32, 500. 00 

March  3, 1879 40,000.00 

Juii^U,  1880 30,000.00 

March  3,  1881,  for  fiscal  ve:ir  ^Midiiiij:: 

June  30, 1882 45,000.00 

June  30, 1883 75,000.00 

June  30, 1884 47,000.00 

June30,18&5 40,500.00 

June  30, 1886 43,000.00 

June  30, 1887 44,0(X).00 

June  30, 1888 42,000.00 

June  30,  1889 39,000.00 

June  ^,1890 : 43,837.97 

June  30,  1891 43, 995. 81) 

Total ; 573,333.77 
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Money  statement. 

July  1, 1890,  balance  on  hand $1^004.  20| 

Juno  30,  1891,  amount  drawn  from  Treasury  uuder  iudefinite  appropria-  - 

tion 43,995.80] 

45, 000.  OO 
June  30,  1891,  amount  expended  during  fiscal  year 44, 99H.  2ff 

June  30,  1891,  balance  on  hand 1. 8»t 


HISTORY  OF  THE  DRY-DOCK.  CONSTRUCTION  AT  THE  DE8  MOINES  RAPIDS  CANAI-- 

The  construction  of  a  dry  dock  at  the  Des  Moines  Rapids  of  the  Mississippi  River 
was  under  consideration  by  private  parties  as  early  as  1868,  and  in  1877  certain  plans 
were  prepared,  but  no  further  action  was  taken  at  that  time. 

A  Board  of  Engineer  Officers,  constituted  by  orders  of  the  Secretary  of  War  March. 
13,  1879,  for  consideration  of  the  feasibility  of  utilizing  the  water  power  of  the  Des 
Moines  Rapids  Canal,  submitted  a  report  in  which  the  subject  of  a  dry  dock  is  re- 
ferred to  as  follows : 

''  In  reference  to  the  dry  dock  the  Board  is  of  the  opinion  that  such  a  work,  in  con- 
nection with  the  canal,  would  be  of  great  value  to  commerce.  The  amount  of  water 
required  for  this  purpose  would  have  no  appreciable  effect  on  the  canal.  The  loca- 
tion mentioned  by  Mr.  J«nne  is  the  most  favorable  for  such  a  work.  A  dry  dock  is 
needed  by  the  Government  for  the  repair  of  the  boats,  dredges,  barges,  scows,  etc., 
in  use  on  the  canal,  and  numerous  Government  vessels  employed  on  the  Western 
rivers  in  that  vicinity.  The  dock  should  be  built  by  the  Government,  and  be  open 
-  for  general  use  at  rates  to  be  prescribed  by  the  honorable  Secretary  of  War,  and 
under  such  regulations  as  he  may  prescribe.  As  the  proper  care  and  maintenance 
of  the  river  bank  of  the  canal  is  essential  to  its  existence,  under  no  circumstances 
should  the  absolute  control  of  it,  and  all  openings  through  it,  pass  out  of  the  hands 
of  the  Government." 

A  resolution  of  the  House  of  Representatives  of  the  United  States,  dated  March  30, 
1882,  requested  the  Secretary  of  War  "  to  furnish  the  House  with  any  information  in 
his  possession  concerning  the  need  of  a  Government  dry  dock  at  the  Des  Moines 
Rapids  Canal,  on  the  Mississippi  River,  together  with  the  views  of  the  Department 
upon  the  subject.'' 

Under  date  of  April  11,.  1882,  a  report  upon  the  subject-matter  of  the  above-men- 
tioned resolution  was  submitted  to  the  Chief  of  Engineers  by  Captain  A.  Mackenzie, 
Corps  of  Engineers.    This  report  recited  as  follows : 

**The  Upper  Mississippi  River  is  navigable  during  a  large  portion  of  the  year  for 
the  largest  class  of  steamers  from  St.  Paul  to  the  mouth  of  the  Missouri,  a  distance 
of  over  700  miles.  There  is  no  dry  dock  in  this  stretch  of  river;  and  to  make  repairs 
upon  hulls,  steamers  and  barges  must  be  hauled  out  upon  ways.  These  ways  are 
few  in  number,  and  none  of  them  are  suitable  for  the  repairs  of  the  largest  steamers. 

**  A  dry  dock  is  much  needed  in  the  interests  of  commerce,  and  its  construction  is 
of  importance. 

''  The  most  favorable  point  for  establishing  a  dry  dock  is  at  Keokuk,  Iowa,  whero, 
by  building  as  an  adjunct  to  the  canal,  the  cost  of  construction  and  operating  can 
be  reduced  to  the  lowest  figure  consistent  with  good  work^ 

"  Such  a  dry  dock  connected  with  the  canal  can  not,  without  endangering  the  in- 
terests of  navigation,  be  constructed  or  operated  by  private  interests,  but  if  the 
management  of  the  dock  is  in  the  hands  of  the  Government,  as  is  the  inanagament  ol 
the  canal,  no  interference  is  possible. 

''The  United  States  now  owns  and  uses,  in  connection  with  the  improvement  of 
the  Upper  Mississippi,  large  fleets  of  towboats,  barges,  dredges,  etc.  It  is  desirable 
to  make  Keokuk  a  depot  for  repairs  and  construction,  and  in  connection  with  such 
work  a  dry  dock  would  be  most  convenient  and  would  materially  reduce  the  cost  of 
repairs  which  must  now  be  made  on  private  ways."    *    *     * 

The  views  expressed  in  this  report  were  approved  by  the  Chief  of  Engineers  April 
18,  1882,  and  by  the  Secretary  of  War  April  19, 1882. 

Tlie  a<'.t  of  Congress  passed  August  2,  1882,  provided  for  the  commencement  of  a 
dry  dock,  as  follows: 

"That  the  sum  of  thirty  thousand  dollars,  or  so  much  thereof  as  may  be  necessary, 
be,  and  the  Kaiue  is  hereliy,  appropriat-tid  for  the  construction  of  a  dry  dock  at  the 
Des  MoincH  RapidK  Canal  on  tlie  Miasi8si]ipi  River,  at  snt'li  Hite  as  may  be  selected 
thereon  by  the  Secretary  of  War;  said  dry  dock  to  bo  used  for  the  construction, 
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examination;  repairing,  and  nse  of  boats,  dredges,  barges,  scows,  and  otlier  vessels 
of  the  United  States,  and  the  construction,  examination,  and  repair  of  vessels  for 
private  parties,  under  such  regulations  and  for  such  compensation  as  may,  from  time 
to  time,  be  fixed  and  regulated  by  the  Secretary  of  War;  this  appropriation  to  bo 
expended  under  the  direction  of  the  Secretary  of  War." 

Additional  appropriations  were  provided  as  follows :  By  act  approved  July  5, 1884, 
$30,000;  by  act  approved  August  5, 1886,  $48,750;  by  act  of  August  11, 1888,  $16,250; 
making  the  total  appropriations  by  Congress  for  the  work,  $125,000. 

A  project  for  the  construction  of  the  &y  dock  was  submitted  to  the  Chief  of  En- 
gineers by  Maj.  A,  Mackenzie,  Corps  of  Engineers,  September  12, 1882,  and  approved 
by  the  Secretary  of  War  in  February,  1883. 

Preliminary  work  was  be^un  in  April,  1883,  and  the  actual  construction  of  the 
embankment  in  the  following  July.  Work  on  the  dock  was  carried  forward  as 
rapidly  as  appropriations  permitted  and  virtually  completed  in  August,  1889,  at  a 
total  cost  of  $133,000,  of  which  amount  $125,000  were  appropriated  by  Congress  lor 
instruction  of  dry  dock,  and  $8,000  were  aUotted  from  appropriations  for  improv- 
ing Des  Moines  Rapids  and  for  operating  and  care  of  Des  Moines  R«ipids  Canal,  for 
work  which  pertained  to  canal  embankment  and  sluices  as  well  as  to  the  dry  do(^k. 
Materials,  such  as  stone,  iron,  cement,  and  timber,  were  purchased  under  formal  con- 
tract, and  all  work  was  done  by  day's  labor. 

The  dock  is  situated  on  a  low  piece  of  ground  belonging  to  the  United  States  on 
the  river  side  of  the  canal  embankment  and  just  above  the  middle  lock.  As  con- 
structed, it  furnishes  a  basin  400  feet  long  and  100  feet  wide,  with  entrance  from  the 
canal  through  gates  giving  an  opening  of  80  feet,  which  is  the  same  width  of  open- 
ing as  is  furnished  by  the  canal  locks.  TTie  outer  embankment  is  of  day,  prot-ected 
by  riprap  face  stone.  At  the  lower  end  of  the  dock  ground  lor  shops  and  storage  of 
lumber  is  provided.  The  abutments  of  gates  and  sluices  are  of  cut-stone  masonry. 
The  bottom  of  dock  is  formed  of  gravel  resting  on  solid  rock  and  covered  with  paving 
stone,  with  suitable  timber  supports  founded  on  rock  for  carrying  boats.  Drainage 
is  provided  for,  according  to  tlie  stage  of  water,  by  sluices  through  outer  embank- 
ment by  a  drain  emptying  into  middle  level  of  canal  and  by  pumps. 

The  dock  since  completion,  and  even  for  a  time  before,  has  been  in  use  almost  con- 
tinuously by  the  United  States  for  the  repair  and  construction  of  plant  connected 
with  the  improvement  of  the  Upper  Mississippi  River  and  by  ^jrivate  parties  for 
emergency  work.  It  has  served  admirably  the  purijose  for  which  it  was  constructod. 
'Hie  largest  boats  can  be  docked  safely  in  a  comparatively  short  space  of  tirat-  with 
steam  up  and  without  removing  cargo,  affording  opportunities  for  frequent  cxanii- 
iiatious  and  for  minor  repairs  which  would  probably  not  be  undertaken  at  any  of  the 
private  boatyards  on  the  river,  where  considerable  time  is  consumed  in  hauling  out 
and  launching  boats. 

The  detailed  plans  for  this  dock  were  prepared  by  Mr.  M.  Meigs,  U.  S.  civil  engi- 
neer, assisted  by  S.  Edwards  and  O.  S.  Willey.  The  construction  w'as  also  carried 
on  under  Mr.  Meigs'  immediate  supervision,  the  masonry  work  being  in  charge  of 
Mr.  John  Carpenter,  the  woodwork  under  charge  of  Mr.  Hans  Mart^sns,  and  the 
earth  work  under  charge  of  Mr.  James  Sullivan. 

From  the  reports  of  Mr.  Meigs  the  following  detailed  descriptions  of  portions 
of  the  dock  are  prepared.  Furmer  details  and  dimensions  are  shown  in  the  throe 
acoompanving  drawings. 

Dry-dock  embankment  (Sheet  No.  1). — The  inner  or  west  side  of  dock  is  formed  by 
the  canal  embankment;  the  outer  or  river  embankment  is  of  earth,  with  a  puddle 
wall  4  feet  wide  and  resting  on  the  rock,  which  waa  found  at  an  average  depth  of  7 
feet  below  the  natural  soil.  All  sod  and  natural  soil  was  removed  to  a  depth  of  1 
foot  before  commencing  embankment.  The  earth  was  taken  from  a  clay  bank  Avcst 
of  the  canal;  dump  cars,  running  by  gravity  from  the  pit  onto  barges,  were  IV^rricd 
across  the  canal  and  transferred  to  the  track.  The  embankment  is  protected  out-side 
and  inside  by  a  paving  of  riprap  face  stone  averaging  15  inches  in  thickness. 

Bottom  of  dock  (Sheet  No.  1). — ^The  natural  soil,  which  covered  the  ledge  rock  to  a 
depth  of  about  7  feet  being  unfitted  for  a  bottom  for  dock,  was  removed,  partly  by 
wagons  and  scrapers,  which  deposited  the  mat-^rial  on  a  terrace  at  the  foot  of  the 
dock,  and  partly  by  dredges.  Gravel  was  then  dredge<l  from  the  river  and  dumped  in 
the  dock,  forming  a  perfect  foundation  for  the  riprap  face  stone  paving  with  which 
it  is  covered.  The  grillage  for  carrying  the  boats  consists  of  8  h)ngitndinal  stringers, 
each  400  feet  long,  resting  on  concrete  walls  30  inches  deep  and  24  inches  widi^  at  the 
bottom;  the  timbers  are  bolted  to  the  concrete  walls  at  intervals  of  6  feet;  cross 
timbers,  toggled  together  so  as  to  be  removable,  rest  upon  the  longitudinal  timbers 
At  intervals  of  16  feet,  making  a  flat  bed  for  boats  to  rest  on  400  feet  long  ^md  50  feet 
wide.  The  grillage  and  bottom  of  dock  are  built  on  a  slope  of  8  feet  in  iOO  towards 
the  entrance  of  the  dock.  A  tile  drain  under  the  floor  at  the  foot  of  the  inner  slope 
intercepts  all  leakage  through  the  canal  embankment. 

Headfjaten  (Sheet  No.  2). — ^The  head  gates  of  the  dock  areof  simple  construction.  The 
heel  post,  vertical  posts,  and  diagonal  rods  of  the  gates,  and  the  holloyr  q^uoin,  are 
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of  iton;  the  arms  are  of  oak:  the  sheathing  is  of  3-inoh  cypresS;  tongued  and 
grooved,  put  on  diagonally.  Tiiis  sheathing  is  placed  on  the  lower  or  lock  side  of 
the  gates,  thus  preventing  any  great  lifting  effect  when  the  dock  is  empty,  and  add- 
ing to  the  life  oi  the  arms  by  keeping  aU  but  two  upper  arms  constantly  submerged, 
and  these  two  upper  arms  can  be  readily  replaced  without  interfering  with  use  of 
dock.  There  is  no  miter  post  proper,  the  arms  abutting  against  a  4-inch  plank.  As 
the  gates  are  not  to  be  used  often,  hand-power  is  considered  sufficient.  By  capstans 
and  the  arrangement  of  chains  shown  three  men  can  swing  a  gate  in  about  8  min- 
utes. By  means  of  pivots  10  inches  in  diameter,  at  top  oi  the  heel  posts,  collars, 
iron  castings  on  the  coping  of  abutment,  and  anchoring  rods,  the  gates  are  suspended 
without  the  aid  of  columns,  and  no  rollers  are  used.  Notwithstanding  the  length  of 
gates  as  compared  with  their  height,  their  construction  gives  them  sufficient  stmness 
to  permit  of  swinging  them  without  any  appreciable  settlement  of  outer  <nid  and 
when  the  water  is  out  of  the  canal  and  dock.  The  coping  stones  are  fastened  down 
by  one-quarter-inch  bolts  of  various  lengths  up  to  8  feet. 

Filling  and  emptying  culverts,  drains,  and  pumps  (Sheet  No.  3). — ^The  dry  dock  is  filled 
through  a  cut-stone  masonry  culvert  behind  the  eastern  or  river-side  gate  of  the 
dock.  This  culvert  is  7  feet  wide  and  8  feet  high,  with  arched  roof;  connection 
with  the  canal  is  through  four  openings,  each  3  feet  wide  and  5  feet  10  inches  high. 
The  culvert  discharges  into  a  sump  at  the  upper  end  of  the  dock,  with  its  bottom  4 
feet  lower  than  lowest  part  of  dock  proper.  This  Bump  drains  into  the  river  through 
four  openings  similar  to  those  at  iulet  of  culvert.  The  openings  for  filling  and  dis- 
charge are  closed  by  Cast-iron  gates  which  slide  vertically,  "niese  gates  are  raised 
by  a  nydraulio  jack  of  7  tons  capacity,  working  against  a  crosshead  connected  by 
keys  with  two  vertical  l^inch  rods,  to  lower  end  of  which  rods  is  attached  the 
gate.  When  the  ram  has  made  one  lift  of  18  inches  the  ram  and  crosshead  are  run 
QOAvn,  the  keys  are  inserted  at  a  new  place  on  the  vertical  rods,  and  another  lift  is 
made.  Four  lifts  raise  a  gate  to  its  full  height.  To  hold  the  ^ate  during  the  shift- 
ing of  crosshead  a  clamp  is  provided.  The  hydraulic  jack  is  on  a  truck  and  i» 
moved  from  one  gate  to  another.  AVhen  pressure  is  on  the  gates  2  men  can  raise  a 
gate  quickly,  the  work  being  about  equal  to  the  capacity  of  the  jack.  After  putting 
the  dock  in  operation  it  was  found  that,  at  times  when  a  hoat  was  not  taking  the 
blocks  properly,  a  more  rapid  closing  of  the  outlet  than  was  practicable  witn  tho 
sliding  gate  was  necessary,  and  two  balanced  gates  were  added  to  the  outlets.  These 
balanced  gates  are  of  cast-iron  on  a  vertical  stem  3i  inches  in  diameter,  and  are 
operated  from  the  top  of  the  wall  by  small  capstan  heads  and  ffear  wheels,  increasing 
power  in  ratio  of  7  to  1.  Capstan  bars  5  feet  long  are  used.  This  arrangement  workH 
very  satisfactorily  and  rapidly.  The  culverts  and  gates  are  so  arranged  as  to  also 
furnish  a  sluiceway  for  the  muddy  water  coming  into  the  canal  from  Price  Creek. 

The  direct  drainage  into  the  river  is  practicable  up  to  a  stage  of  6  feet  above  low 
water  on  the  lower  lock  river  gauge.  Above  this  stage  and  up  to  a  stage  of  12.1  feet 
on  same  gauge  the  drainage  is  through  a  15-inch  tile  drain,  which  passes  under  the 
floor  of  the  dock  from  the  sump  to  the  culvert  of  the  middle  lock.  On  the  line  of 
this  drain  is  provided  a  well  with  two  self-acting  valves  which  prevent  back  flow 
into  the  dock  when  the  middle  lock  is  filled  or  discharging  into  the  canal  when  the 
dock  fills.    Either  or  both  valves  can  be  opened  by  means  of  chains. 

At  certain  stages  of  the  river  it  is  necessary  to  depend  upon  pumps  for  drainage. 
A  12-inch  rotary  pump  located  on  a  well  house  in  the  south  wall  of  the  sluice  is  pro- 
vided. 

REGULATIONS  FOR  THK  USE  OF  THE  DRY  DOCK  AT  THE  DES  MOINES  RAPIDS  CANAL. 

1.  The  drj  dock  at  the  Des  Moines  Kapids  Canal  will  be  considered  as  a  part  of 
the  Des  Moines  Rapids  Canal  and  its  use  will  be  governed  by  the  regulations  for  the 
government  of  this  canal  approved  by  the  Secretary  of  War  April  14,  1885,  so  far  as 
they  may  be  applicable  to  the  use  of  the  dry  dock,  and  by  the  following  special 
regulations :  * 

2.  The  penalties  provided  for  bj^  section  7  of  the  river  and  harbor  act  of  July  5, 
1884,  and  published  with  the  canal  regulations,  will  apply  to  all  violations  of  general 
or  special  regulations  governing  the  use  of  the  dry  dock. 

3.  The  dry  dock  at  tne  Des  Moijies  Rapids  Canal,  when  not  required  for  repairs  c  * 
construction  by  the  United  States,  may  be  used  by  private  parties  or  corporation  i 
under  certain  restrictions  and  under  the  supervision  and  direction  of  the  Unite  I 
States  officer  or  agent  in  charge  of  the  Des  Moines  Rapids  Canal. 

4.  The  use  of  the  Des  Moines  Rapids  Canal  Dry  Dock  being  primarily  for  the  cov  - 
struction,  examination,  and  repair  of  Government  property,  audit  being  imperativ  t 
that  this  dock  be  so  managed  as  to  be  at  all  times  available  at  short  noti(;o  for  th  » 
use  of  the  Government,  it  is  necessary  to  restrict  the  use  of  the  dock  by  private  par- 
ties to  such  time  as  is  required  for  making  repairs  in  emergencies  and  for  such  wof  ; 
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as  can  not,  in  the  opinion  of  the  United  States  officer  or  agent  in  charge  of  the  Dea 
Momes  Rapids  Canal,  be  conyeniently  or  properly  carried  ont  at  private  boat  yards. 

5.  Private  parties  desiring  to  use  the  Des  Moines  Rapids  Canal  Dry  Dock  will  give 
notice  to  the  United  States  officer  or  agent  in  charge  of  the  Des  Moines  Rapids  Canal 
as  long  in  advance  as  practicable,  statins  when  use  of  dock  is  wanted,  natnre  of 
repairs  required,  and  the  dimensions  and  character  of  boat.  No  boat  will  enter  the 
dock  until  the  permission  of  the  United  States  officer  or  agent  in  charge  has  been 
obtained. 

6.  All  i>riyate  parties  or  corporations  nsine  theDes  Moines  Rapids  Canal  Dry  Dock 
will  furnish  all  material  and  labor  required  for  prompt  execution  of  their  work,  and 
will  also  furnish  all  labor  for  properly  operating,  under  the  immediate  personal  su- 
pen^ision  of  an  authorized  canal  employ^,  gat^,  sluices,  and  other  machinery  and 
appliances  of  the  dry  dock.  No  gate,  sluice,  or  other  machinery  or  appliance  of  the 
dry  (lock  will  be  operated  or  in  any  way  meddled  with  except  by  permission  of  and 
uiidcT  the  personal  supervision  of  such  authorized  canal  employ^. 

7.  No  boat  will  be  allowed  to  occupy  the  Des  Moines  Rapids  Canal  Dry  Dock  for  a 
longi>r  ]>criod  than  2  da^s  when  other  boats  are  waiting  to  n6e  the  dock,  except  in 
casos  when,  in  the  oninion  of  the  United  States  officer  or  agent  in  charge  of  the  Des 
Moines  Rapids  CanaL  circumstances  necessitate  and  justif^  a  longer  use  than  2  days. 
The  United  States  officer  or  agent  in  charge  of  the  Des  Moines  Rapids  Canal  is  au- 
thorized to  remove  from  the  dry  dock  any  boat  using  or  occupying  such  dock  with- 
out his  authority,  and  the  expense  of  such  removal  will  be  paid  by  the  party  or  par- 
ties owning  such  boat. 

8.  The  wages  of  all  mechanics  and  laborers,  due  from  private  parties  for  repairs 
carried  on  in  the  Des  Moines  Rapids  Canal  Dry  Dock,  must  be  paid  before  the  boat 
leaves  the  dock. 

9.  Tlie  Grovemment  charges  for  the  authorized  and  necessary  use  and  occupancy 
of  the  Des  Moines  Rapids  Canal  Dry  Dock  by  private  boats  shall  be,  until  further 
orders,  as  follows: 

For  boats  of  less  than  200  tons : 

For  first  day  of  24  hours,  or  part  thereof $15.00 

For  each  subsequent  one-fourth  day.  or  part  thereof 3. 75 

For  boats  over  200  tons  and  less  than  500  tons : 

For  first  dav  of  24  hours,  or  part  thereof 20.00 

For  each  subsequent  one-fourth  day,  or  part  thereof 5. 00 

For  boats  over  500  tons : 

For  first  day  of  24  hours,  or  part  thereof 25.00 

For  each  subsequent  one-fourth  day,  or  part  thereof 6.25 

10.  The  charges  for  all  use  or  occupancy  of  the  Des  Moines  Rapids  Canal  Dry 
Dock  by  a  boat  of  private  parties,  after  repairs  on  such  boat  have,  in  the  opinion  of 
the  United  States  officer  or  agent  in  charge  of  the  Des  Moines  Rapids  Canal,  been 
80  far  completed  as  to  permit  safe  removal  from  the  dock,  or  after  such  removal  has 
been  ordered  bv  the  United  States  officer  or  agent  in  charge  of  the  Des  Moines  Rap- 
ids Canal,  shall  be  $50  per  day  or  part  of  a  da^,  in  addition  to  any  penalties  incurred 
for  violation  of  any  of  the  regulations  prescribed  by  law  for  the  government  of  the 
dock  and  those  usinff  it. 

11.  llie  dock  will  DC  considered  in  use  by  a  boat  from  the  time  the  dock  is  placed 
at  its  disposal  until  the  boat  is  out  of  the  dock. 

12.  Registered  tonnage  shall  be  taken  when  it  is  available.  In  other  canes  the 
tonnage  will  be  computed  by  the  United  States  officer  or  agent  in  charge  of  the  Des 
Moines  Rapids  Canal. 

13.  Tlie  charges  for  the  use  of  the  dry  dock  must  be  paid  at  the  time  the  boat 
leaves  the  dock. 
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List  of  vessel 9  docked  at  the  dry  dock  at  the  De»  Moines  Rapid  Canal  during  the  fiscal  year 

ending  June  SO,  1891,     . 


Designation. 


Date  of 

entering 

dock. 


Date  of 
leaving  dock, 


Designation. 


Date  of 

entering 

dock. 


t)ate  of 
leaving  dock. 


Steamers: 

Lily,  (IT.  S.  liffht- 

houae  tender)  ., 

'   Jnlia* 

Alert 

Colonel  Patt4»rson'' 

J.  a.  Parke 

Fury 

Vixen 

.T.  G.  Parko 

Fury 

Thistle* 

Geueral  Barnard.. 
Steam  1  anno  ho8: 

Lucia 

Stella 

El«ie 

Dredfiea: 

Phcpuix 

Phrenix 

Ajax 

Ajax 

Pile  driver: 

No.  104 

Drill  iHiat: 

No.  34 

Dump  Uoata: 

N.>.  5 


No.  6  . 
No.  1  . 
No.  2  . 
No.  1  . 
No.  3  . 
No.  5.. 


July  18, 1890 
Aug.  8,1890 
Aug.  16, 1890 
Sept.  11, 1890 
Oct.  9, 1890 
Nov.  20, 1890 
Apr.  1,1891 
May  1,1891 
^ay  4,1891 
May  8,1891 
May  11,1891 

Aug.  13, 1890 
Nov.  20, 1890 
Apr.  18, 1891 

July  8,1890 
Aug.  11, 1890 
Nov.  13, 1890 
Apr.   6.1891 

Nov.  10, 1890 

June  13, 1891 

July  8,1890 
July  29, 1890 
Aug.  25, 1890 
Sept.  15, 1890 

do 

Nov.  10, 1890 
May  20, 1891 


July  19, 1890 
Aug.  10, 1890 
Aug.  23, 1890 
Sepl  15, 1890 
Oct.  15,1890 
May  1, 1891 
Apr.  18,1891 
M^y  4, 1891 
May  6, 1891 
May  9,1891 
May  14,1891 

Aug.  16, 1890 
June  13, 1891 
May    1, 1891 

July  12,1890 
Ang.  13, 1890 
Nov.  15,1890 
Apr.  18,1891 

Nov.  13,1890 

June  16, 1891 

Aug.  23. 1890 
Nov.  10,1890 
Sept.  6,1890 
Sept  20, 1890 

do 

Nov.  20,1890 


Qoarter  boats 

No.  91 Nov.  20,1890 

No.  92 do 

No.  118t 

6ra88hopi>erB : 

"..113 


No. 

No.  112. 
No.  113. 
Barges: 

No.  98 

No.7 

No.  79 

No.  40 

No.  35 

No.  32 

No.  29 

No.  83 

No.  33 

No.  31 

No.  28 

No.  82 

No.  39 

No.  37 

No.5 

No.  79 /.... 

No.  63 

No.  6 

No.l 

No.  67 

No.  99 

No.  4* 

No.  98 


Ii 


Sept.  15. 1890 
Apr.  18, 1891 
May    1,1891 

July  19,1890 
Aug.  23. 1890 
Aug.  20, 1890 

do 

Aug.  30, 1890 
Sept.   6,1890 

do 

Sept.  20, 1890 

do 

....do 

...do 

Oct   25,1890 

...do 

...do 

...do 

Apr.  18, 1H91 
Mav    4,1891 

...do 

...do 

May  6,1891 
May  20,1891 
Mav  22, 1891 
June  2,1891 


Apr.  6,1891 
Dec.  4, 1890 
June  23, 1891 

Sept  20, 1890 
May  1,1891 
May    4,1891 

July  29,1890 
Sept  6,1890 
Auff.  30, 1890 

Sept  MSOO 
Sept.  11, 1890 

..do 

Sept  23. 1890 
Ort  8, 1890 
St'.pt.  23, 1890 
Oct      8, 1890 


May  1, 1891 
May  8, 1891 
Mav  11.1891 
...ilo 


June  2,1891 
May  23,1891 
Judo  13, 1891 


'Belongs  to  private  parties. 


t  New ;  built  at  drj'  dock. 


Expenditures  for  operating  and  care  of  Des  Moines  Rapids  Canal  for  fiscal  year  ending 

June  SO,  1891, 


Month. 


July 

August 

September . . 

October 

November . . 
December  .. 

1891. 

January 

February . . . 

March 

April 

May 

June 


Total. 


Office  and  administration. 


Salaries.      ^^^^^ 


$1,025.00 
375.00 
375.00 
375.00 
375.00 


1, 150. 00 
375.00 
375.00 
375. 00 
375. 00 


5,175.00 


$2.75 

30.06 

86.65 

5.60 

1.50 


13.90 


7.30 
15.00 


162.76 


Miscella- 
neous. 


$21.44 
28.19 


21.44 
4.15 


16.00 
21.44 


113. 38 


Total. 


$24.19 
1,083.25 
461.65 
380.60 
397.94 
879.16 


1,163.90 
391.00 
403. 74 
390.  UO 
375. 72 


Canal  and- locks. 


Labor. 


$2,864.50 
1, 645. 17 
1,710.99 
1,631.42 
1, 595. 33 


2,915.00 
1.  502.  50 
1,  r>85. 16 
1,71.''>.00 
1,620.66 


5,451.14     18,785.73 


Suppliei 


$54.68 
329.68 
892.32 
147.87 
222.70 
131.25 


136.02 
248.64 
43.54 
153. 49 
365.08 


2,726.27 


Current 
repairs. 


$767.44 

1, 389. 37 

641.6.') 

667.20 

947.59 

2,426.14 

1.381.13 
2, 237. 55 
586.16 
406.67 
222.39 
200.02 


11,863.81 


Total. 


$812.12 
4, 58.3. 55 
.3,179.14 
2, 526. 0« 
2, 801. 71 
4,152.72 

1,381.13 
6, 28a  57 
2,837.30 
2,035.:r7 
2,090.8? 
2,185.7€ 


33,374.81 
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Expendilures  for  operating  and  mre  ofDes  Moines  Rapidn  Cannl,  etc, — Continued. 


IContlia 


July 

Auffast 

September  . 
October  .... 
November. . 
December . . 


1890. 


$2,642.60 


Janaary.. 
Febnuuy., 
Harch... 

April 

May 

Jnne 


1891. 


Total. 


Dredgmg  canal. 


Labor. 


921.01 


3,563.51 


SuppUea.    SSX*      TotaL 


$162.87 
032.00 
872.76 


219.04 
191.28 


1,906.63 


repairs. 


$4.00 
109.24 
89.66 
50.88 
88.82 
.95 


46.25 
36.12 
171. 14 
146.80 
9.75 


702.61 


$166.87 

3, 683. 74 

462.42 

50.88 

3a32 

.95 


46.25 
36.12 

199.82 
1,286.35 

201.03 


Grand 
total. 


$1,003.18 
9,850.54 
4,103.21 
2,957.54 
8,237.97 
4.532.82 

1,881.13 
6,498.72 
2,764.42 
2,638.93 
3,767.23 
2,762.51 


6,172.75     44,998.20 


Iraffic  statement  of  the  Dee  Moines  Rapids  Canal  for  the  fiscal  year  ending  June  SO,  1891, 


Honth. 


1890. 

Jnly ^ 

A  agaat 

September 

October 

November 

1891. 
April 

Miy 

June 

Total 


BoatB 

down. 

and  down. 

60 

65 

67 

48 

58 

20 

51 

32 

23 

25 

9 

35 

37 

73 

59 

S9 

Pasaen- 

gera. 


5,904 

3.637 

1,104 

288 

13 

75 

909 

3,871 


Mer- 
cbandiae. 


Tom.  . 

14,823 
3.774 
2,045 
3,364 
750 

3,517 
11,351 
4,993 


Grain. 


51,450 
29,255 
74. 140 
33,562 
7,000 

3.875 
98.399 
67,697 


364 


357 


15,801    45,217  I  364,878 


Month. 


Lumber. 


1890.                               ,  Fett.               Feet. 

July ,  12,102,764       1,500,000 

AngUBt I  35.637,375       e,960,(K)0 

September I  54,572.321       9,280.0(>0 

October :  35,794,990       6,371,150 

November 8,775,000      4,000,000 

18U1.  I 

April I  900,000 

Mav !  2,068.000 

June 43,507.6:«» 

Total I  193,358.080     37,176,150 


Logs. 


1,  000,  000 
8, 085, 000 


Shingles.     '    Laths. 


I 


Number. 

4,075.750  I 
13, 824, 500 
26,269.750 
16, 153, 500  ; 

3,680,000  I 


XiimbfT. 

3. 4  GB.  595 

8. 776. 465 
17, 039. 385 
11,743,995 

2,550,000 


Lockage  at 
one  hK'k. 


234 
322 
372 
30:2 
112 


23, 256, 190 


87, 259, 090 


1,000,000 
14,771,155 


59,350,595 


81 
157 
315 


1,895 
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Comparative  expendifnres  of  operaHng  and  care  of  Des  Moines  Bapidn  ranal  for  ftgcAl 

ye^rs  J882-1SUJ. 


Office  and  adminfRtratlon. 

Canala  and  locks. 

Year. 

Salariea. 

SnppUee. 

MiBcella. 
neooa.' 

Total. 

Labor. 

Supplies. 

Repairs. 

Total. 

1882.... 
1883.... 
1884.... 

1886 

1886.... 
1887.... 
1W8.... 
18W.... 
1890.... 
W91.... 

$3,710.00 
4,821.12 
5,046.22 
6,015.00 
6,225.00 
4,375.00 
4,870.00 
8,750.00 
4,425.00 
5,175.00 

$161.69 
289.86 
209.12 
246.41 
209.12 

86.19 
164.04 

26.80 
120.64 
162.76 

$660.62 
449.62 
666.62 
678.88 
482.10 
424.48 
481.70 
318.82 
238.08 
118.88 

$4,422.31 
6,660.50 
6,919.96 
6,834.19 
6,866.22 
i.  884. 67 
6,606.74 
4,096.62 
4,783.87 
6,45L14 

$21,122.70 
26,813.49 
17,664.23 
17,616.97 
17,731.76 
18,326.23 
16,892.82 
17,24L79 
18,246.07 
18,786.73 

$1,654.06 
2,216.87 
4,344.61 
1,995.92 
2,226.28 
2,762.80 
1,942.94 
2,277.97 
2,876.66 
2,725.27 

$1,946.03 
3,203.01 
1,291.20 
6,237.89 
6,652.87 
8,775.69 
7,972.29 
8,689.20 
7,848.88 

11,868.81 

$24,722.79 
31,233.28 
23,289.04 
24,849.77 
25, 610. 86 
24,864.62 
26,808.05 
23,208.96 
28,470.60 
83,874.31 

'^  Year. 

Dredging  oanal. 

Misoella. 
neons. 

Grand 

Labor. 

Sappllee. 

Bepain. 

Contract. 

Total. 

totaL 

1882 

$2,340.43 
4,765.93 
7,485.46 
3,353.12 
4,984.56 
6,149.46 
5,084.77 
5, 573. 56 
3,196.58 
3  fiAR.  SI 

$572.09 
1,688.80 
4,788.82 
8,680.69 
8,017.49 
8, 810. 12 
2,267.62 
8,528.06 
1, 260. 78 

1   OTM  <» 

$46.68 

698.04 

1,262.02 

1,888.73 
8,630.41 
2,453.98 
1,808.85 
2,479.17 
6,284.07 
702.61 

$14,080.89 
80,666.17 

$17,839.49 
37,568.94 
18,636.79 
18,822.64 
11,632.45 
12,413.55 

9,161.24 
11,580.79 
10,741.43 

6,172.75 

$68.76 

8,664.07 

636.78 

$47,058.84 
77,926.70 
48,283.42 
44,506.80 
48,009.63 
42,182.84 
42,802.86 
88,885.87 
43,995.80 

1883 

1884 

1885 

1888 

1887 - 

'*'i*827,'82" 

1888 

« 

1889 

1890 

1891 

44, 99a  20 

■ 

Comparative  traffic  statement  showing  the  total  traffic  that  has  VMsed  through  the  camU 
since  its  opening  in  XS77,  hy  fiscal  years  ending  June  SO. 


• 

Lock. 

Fiscal 
year. 

Steam- 
boats. 

Barges. 

Passen- 

Mer- 
chan- 
dise. 

Grain. 

Lmnber. 

Logs. 

Laths. 

Shingles. 

one 
look. 

Tons. 

ButhOs. 

Feet. 

Feet. 

Number. 

Number. 

1878 

670 

548 

53,346 

737,415 

25,000,000 

4,000,000 

3,700,000 

824 

1879 

802 

454 

6,008 

64,658 

2,192,642 

83.847,612 

8,'686,666 

8.721,796 

11.749,000 

1,564 

1880 

967 

651 

18,231 

78.989 

2,197,469 

21,832,478 

13,160,960 

27, 863, 640 

30,661,000 

2,497 

1881 

846 

27fi 

10,003 

44,962 

r  1,154, 092 

62,256,235 

11,013,410 

11,657,655 

15,091,000 

1,839 

1882 

700 

444 

8,688 

29,043 

781,817 

17,150,011 

4,475,000 

3.112,825 

4,885,250 

2.292 

1883 

1,107 

705 

9,192 

43.859 

729,174 

13,093,325 

1,040,000 

11,558.000 

4,436,000 

1.853 

1884 

913 

246 

13,067 

64,216 

470,680 

67,018,151 

9,399,764 

15,924,645 

25,182,250 

1,908 

1885 

889 

169 

18.066 

64,120 

776,433 

43,119,797 

2,779.670 

13,473,205 

25,018,750 

1,270 

1886 

784 

218 

22,221 

66,001 

465,681 

22,769,823 

3. 195, 360 

4,302.800 

8,263,000 

755 

1887 

990 

318 

20,797 

62,816 

866,482 

178,754,876 

24,827,000 

19,961,781 

90,450.922 

1.717 

1888 

595 

236 

8,830 

83,160 

148,087 

166,827,752 

34,606,000 

83,642.450 

49,848.840 

1,749 

1889 

1,022 

288 

22.880 

60,008 

881,669 

118. 508, 045 

26,333,320 

50,221,099  37,413,810 

1,941 

1890 

924 

477 

14,529 

71,468 

897,788 

146,078,329 

26,689,800 

44,316,167173,540,370 

1,827 

1891 

878 

857 

16,801 

46,217 

864,878 

198,358,089 

37.176,160 

59,350,59587,259,600 

1,895 

Dates  of  opening  and  closing  of  canal  for 

all  years 

since  its 

opening  to  navigation. 

Year. 

Canal 
opened. 

Canal 
closed. 

River 
opened. 

River 
dosed. 

Highest  water. 

Lowest  water. 

Date. 

Feet 

Date. 

Feet 

1877 

Ang.  22 
Ma?.     8 
Mar.    17 
Mar.     8 
Apr.    16 
Mjtr.     6 
Apr.    18 
Apr.     1 
Apr.     1 

Mmr'.    28 
Mar.    29 
Mar.    18 
Apr.     1 
Ajr.     1 

Dec    10 
Nov.    28 
Deo.      9 
Nov.    19 
Oct     17 
Nov.    25 
Dec      6 
Nov.    23 
Nov.    24 
Nov.    21 
Nov.    28 
Nov.    22 
Nov.    98 
K«v.    20 

Feb.    17 
Open. 
Mar.     6 
Jan.      6 
Mar.    25 
Open. 
IfQir.     1 
Mar.    16 
Mar.    14 
Mar.    16 
Feb.    11 
Mar.     1 
Mar.     8 
Jan.    » 
Open. 

Dec    10 
Dec.    20 
Dec    26 
Dec      8 
No  close 
Dec    15 
Dec    27 
Dec    80 
Dec.    14 
Dec      2 
Dec    21 
No  olose. 
Feb.    24 
Jan.    21 

Feb.    — 
Jane  U 
June     2 
June   29 
Oct,     29 
Apr.    25 
May      8 
Mar.    31 
Mar.    16 
May      6 
Feb.    12 
May    16 
Feb.    26 
June  30 

20.55 
12.05 
8.45 
17.50 
1&95 
15.90 
15.45 
16.80 
12.80 
16.95 
11.60 
19.65 
10.75 
12.60 

Sept  -f 
Sept.  22 
Oct       4 
Aug.   24 
Aug.   29 
Oct       5 
S«pt   22 
Aug.   26 
Nov.    80 
Dec      1 
Nov.    28 
Dec.    26 
Dec      5 
Jan.      8 

0  66 

]  878 

1.46 
1  00 

1)<79 

1880 

2  05 

1881     

2l75 

]K8'J 

2.66 

18m:i 

2. 10 

]88i 

2.80 

1885 

8  40 

1H86 

0  66 

1887 

0  09 

1888 

—0  89 

1889 

—0  7f 

1890 

— 8.4i 

1891 
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report  of  mr.  m.  meigs,  united  states  civil  engineer. 

United  States  Engikeek  Office, 

Keokuk,  Iowa,  July  1, 1891, 

Major  :  I  have  the  honor  to  submit  the  following  report  on  ''  operating  and  care 
of  Des  Moines  Rapids  Canal''  for  the  fiscal  year  ending  June  ^,  1891: 

The  canal  was  open  to  navigation  234  days  and  closed  131  days.  Navigation  closed 
November  20,  1890,  and  opened  April  1,  1891. 

The  low- water  periods  of  the  past  fiscal  year  extended  from  July  20  to  November 
20, 1890,  and  from  May  29  to  June  30,  1891,  during  which  times  the  guard-lock  gates 
of  the  canal  remained  open  to  the  river  and  nearly  all  navigation  necessarily  made 
use  of  the  canal. 

REPAIRS  TO  CANAL  EMBANKMENT. 

Very  little  work  was  done  on  the  canal  embankment.  One  or  two  small  leaks 
were  stopped  and  the  riprap  repaired.  Quite  a  serious  leak  has  developed  lust 
above  the  middle  lock  in  the  old  embankment  between  the  canal  and  the  Siiy  dock 
that  will  soon  require  attention,  though  at  present  giving  no  cause  for  uneasiness. 

REPAIRS  TO  LOCKS,  LOCK  GROUNDS,  ETC. 

At  the  guard  lock  heavy  repairs  were  made  to  ftU  of  the  four  gates.  A  cofferdam 
14  feet  high,  12  feet  wide,  and  94  feet  long  was  built  above  the  lock,  and  one  6  feet 
high  by  4  feet  wide  below.  The  material  for  the  dam  was  all  dredged  by  the  canal 
dredge  Ajax^  either  from  the  river  just  above  the  canal,  the  material  being  gravel 
and  clay,  or  stiff  mud  dredged  from  the  canal  bottom.  Both  dams  stood  very  well 
and  gave  but  little  trouble.  At  the  upper  gates  the  six- upper  arms  and  sheathing 
were  removed,  and  at  the  lower  gates  four  tiers  of  arms  were  removed.  In  planking 
the  gates  anew,  the  plonks,  being  of  3-inch  cypress,  tongued  and  grooved,  were 
planed  on  the  lower  face  of  the  gates.  There  was  also'  some  work  done  in  taking 
lip  the  old  cast-iron  segments  at  the  upper  end  and  in  filling  in  between  the  stone 
blocks  to  which  they  were  bolted  with  wood,  forming  a  support  for  the  gate  should 
any  accident  happen  to  the  suspension  rods.  Similar  blocking  was  put  in  behind 
the  segments  at  the  lower  end  of  the  lock ;  also  new  sheaves,  hoods,  and  sheave- 
frames,  the  hoods  being  of  a  much  stronger  pattern  than  the  old  ones.  Culvert 
frames  were  repaired  where  found  necessary,  and  everything  put  in  ffood  order. 
New  clevises  of  a  new  pattern  and  cast  of  aluminum  bronze  were  put  in  all  the  gates 
of  the  canal.  There  were  two  qualities  made — those  for  the  larger  gates  of  bronze 
No.  1  (containing  10  per  cent,  of  aluminum),  and  those  for  the  four  upper  gates  at 
middle  and  lower  locks  of  bronze  No.  2  (containing  5  per  cent,  of  aluminum).  The 
latter  clevises  proved  deficient  in  strength.  Tests  ol  the  metal  showed  a  tensile 
strength  of  77,000  pounds  per  square  inch  on  small  specimens  cut  from  the  casting. 

The  repairs  of  the  guard-lock  gates,  etc..  were  carried  on  from  November  29,  1890, 
to  February  9,  1891.    A  mild  winter  greatly  facilitated  this  work. 

At  the  middle  and  lower  locks  black  soil  was  spread  over  the  lock  grounds  and 
grass  seed  was  sown  upon  the  graded  surface.  Curbing  was  laid  around  the  oflice 
building  at  the  lower  lock  and  stone  posts,  with  chains,  put  up. 

At  the  middle  and  guard  locks  a  mason  was  employed  to  trim  off  sharp  comers  of 
the  lock  walls,  replace  defective  stones,  and  point  up  the  joints  of  the  masonry. 

The  telephone  Ime  was  rebuilt  from  the  middle  loek  to  the  guard  lock  in  Septem- 
ber, 1890.  Lightning  rods  were  put  up  on  every  fourth  pole  to  protect  the  line, 
which  is  very  much  exposed,  from  injury  during  thunderstorms.  New  telephone 
cablf>s  were  put  in  at  the  crossings  of  the  canal.  The  old  cables  had  given  out  com- 
pletely. 

REPAIRS  TO  PIlANT. 

A  large  amount  of  repair  work  was  done  to  boats  and  barges  of  the  canal.  Dredge 
Ajiix  was  docked  from  April  7  to  30,  1891.  New  leaders  were  put  in  her  front,  crane 
castings  were  replaced,  and  6  iron  knees  were  substituted  for  the  wooden  ones  about 
her  lea<lers.  A  spud  of  di'ed^e  was  repaired  and  general  repairs  were  made  to  dredge 
machinery.  The  towboat  Vixen  was  docked  aud  four  broken  timbers  in  bottom  of 
boat  replaced. 

BOOM  BELOW  LOWER  LOCK. 

The' boom  was  taken  in  November  15, 1890,  without  trouble,  and  stored  in  the  canal 
for  the  winter.  It  was  put  out  again  April  1  and  2, 18^1.  This  boom  should  be  docked 
over  winter,  and  the  accumulated  mud  washed  out  of  it  at  the  dry  dock.  It  begins 
to  float  very  low  in  the  water.  It  has  answered  its  purpose  thoroughly  and  gives 
general  satisfaction. 
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MACHINE  SHOP  AT  I/>WKR   T^OCK. 

During  the  winter  all  Imt  onoof  the  lock  eniB^ineers  were  employed  on  general  lock 
and  machinery  repairs.  New  clevises  of  aluminum  bronze  were  made  for  all  t  lie  canal 
gates,  and  new  pins  were  made  for  the  clevises.  Dynamos  were  repaired  and  electric 
machinery  was  overhauled.  A  relief  valve  was  made  and  fitted  to  the  lower  lock 
distributing  valve.  At  least  $40,000  worth  of  work  has  now  been  tamed  out  of  this 
shop  since  it  was  inaugurated  in  1883,  and  nearly  all  of  this  is  a  direct  saving  to  the 
United  States. 

CAPSTANS  AT  LOCKS. 

A  worm  capstan,  built  by  the  American  Ship  Windlass  Company,  of  Providence, 
R.  I.,  was  erected  at  the  middle  lock,    lliis  capstan  and  the  one  at  the  lower  lock 
are  principally  used  for  hauling  rafts  into  and  out  of  the  locks,  and  are  of  great  sery- 
'  ice  in  expediting  the  passage  of  the  locks. 

DREDGING  CANAL. 

Dredge  Ajax  and  towboat  Vixen  were  employed  in  dredging  canal  from  Julv  1  to 
August  25,  1890.  At  the  latter  date  the  dredge  was  detached  for  work  at  Rock  Isl- 
and Rapids.  Dredge  Ajax  was  employed  November  20  to  25,  1890,  in  dredging  mate- 
rial for  cofferdams  at  tne  guard  lock ;  March  28,  to  April  6,  1891,  in  removing  guard 
lock  cofferdams,  dredging  material  for  filliuj^  the  micidle-lock  grounds,  putting  out 
boom  at  lower  lock,  etc. ;  May  4  to  31,  1891,  in  removing  deposits  of  mud  from  the 
upper  level.  Dredge  PhemiXj  with  steam-launch  Ada  as  tender,  worked  in  the  upper 
level  of  the  canal  from  August  1  to  10,  1890.  At  the  latter  date  the  FkoBnix  went  to 
Montrose  to  remove  some  cribs  that  obstructed  the  raft  channel. 

Material  removed : 

Vicinity  of  guard  lock cubic  yards..  23,667.64 

Vicinity  of  Sandusky do 22, 612, 19 

Vicinity  of  lower  lock do 490. 93 


Total 46,770.76 

DEPOSIT  IN  TIIK  CANAL. 

A  survey  was  made  of  the  whole  canal  in  August,  1890,  and  the  amount  of  deposit 
above  grade  calculated  therefrom.  The  survey  shows  that  extensive  areas  of  the 
canal  are  2  feet  above  grade,  and  some  portions  even  3  feet  above  grade. 

OFFICE  BUILDING. 

The  new  office  building  has  been  in  use  for  one  year.  The  past  very  mild  winter 
showed  that  by  use  of  stoves  it  would  be  difficiut  to  keep  the  building  warm  in 
severe  weather.  It  should  be  heated  by  steam  from  the  boiler  at  the  lower  lock. 
Estimates  made  place  the  expense  of  this  work  at  $650. 

OPERATING  DRY  DOCK  AT  DE8  MOINES  RAPIDS  CANAL, 

The  dry  dock  has  been  in  constant  use  during  the  past  year  for  the  docking  and 
repairing  of  boats  belonging  to  the  Government  plant,  as  well  as  of  boats  belonging 
to  private  parties,  the  latter  being  permitted  to  use  the  dry  dock  under  the  regula- 
tions for  the  use  of  the  dock  that  have  been  approved  by  the  Secretary  of  War. 

During  the  year  private  boats  and  barges  were  docked  for  repaira,  and  dockage 
fees  for  such  use  of  the  dry  dock  and  at  the  rates  api>roved  by  the  Secretary  of  War 
were  collected  as  follows: 

Steamer  Julia $30,00 

Steamer  Colonel  ratierson 52.50 

Steamer  TAi«<?c 1 15.00 

Barge  No.  4  (towed  by  steamer  M\m8w) 15. 00 

Total : 112.50 

There  should  be  a  proper  shed  built  at  the  dry  dock  for  storing  oak  and  other 
lumber,  and  for  protecting  the  workmen  from  the  weather  during  winter  work.  A 
proper  shed  can  be  built  tor  $2,500.  and  about  $500  additional  would  purchase  some 
machinery — a  saw  and  a  planer,  wliich  are  much  needed  at  times. 
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The  addition  of  the  dry  dock  to  the  appurtenances  of  the  Dos  Moines  Rapide  Canal 
reqnirea  the  expenditure  of  a  small  sum  annually  to  keep  it  in  rej)air  nn(f  in  use. 
One  dockmaster  and  one  watchman  arc  required  at  the  dry  dork  eontinuously.  More 
or  Ies8  incidental  repairs  have  to  be  made  annually  to  the  huildin^s  and  grounds  of 
the  dock.  I  estimate  that  the  sum  required  annually  to  keep  the  dry  dock  in  oper- 
ation ia  as  follows : 

One  dockmaster  and  carpenter^  12  months,  at  $100  per  month $1^  200 

One  watchman,  12  months,  at  $45  per  month 540 

Supplies 200 

Miscellaneons  repairs  to  buildings  and  grounds 300^ 

Total 2,240 

BUSINESS  OF  THE  CANAX. 

Low  water  set  in  about  the  middle  of  July,  1890,  and  continued  until  the  close  of 
navigation.  In  1891  low  water  began  May  29,  and  continued  until  the  close  of 
the  fiscal  year.  Of  the  8  months  during  the  year  that  the  canal  was  operated,  5 
months  were  marked  by  low  water;  and  during  this  season  of  low  water  nearly  all 
navigation,  was  necessarily  through  the  canal.  Heavy  tows  of  ice  and  railroad  ties 
have  been  features  of  the  commercial  statistics. 
Very  respectfully,  your  obedient  servant, 

M.  Meigs, 
United  States  Civil  Engineer, 
Maj.  A.  Mackenzie, 

Corps  of  Engineers,  U,  S.  A. 


A  A  5. 


PRELIMINARY  EXAMINATION  OF  SLOUGH  AT  HAMILTON,  ILLINOIS,  WITH 
A  VIEW  TO  DREDGING  OUT  THE  SAME. 

[Printed  in  House  Ex.  Doc.  No.  72,  Fifty-flntt  CongresR,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington^  D.  C,  December  6,  1890. 
Sib:  I  have  the  honor  to  submit  herewith  the  accompanying  copy  of 
report',  dated  [November  25,  1890,  from  Maj.  A.  Mackenzie,  Corps  of 
Engineers,  giving  results  of  preliminary  examination  of  slough  at  Ham- 
ilton, 111.,  with  a  view  to  dredging  out  the  same,  made  to  comply  with 
provisions  of  the  river  and  harbor  act  approved  September  19, 1890. 

Major  Mackenzie  reports  that. an  examiaation  of  this  locality  was 
made  under  the  act  of  August  11, 1888,  and  an  adverse  report  mjide 
thereon  under  date  of  November  27, 1888,  to  be  found  on  pages  1781  to 
1784,  Annual  Report  Chief  of  Engineers  for  1889;  and  that  after  a 
second  personal  examination  of  the  locality  he  is  still  of  the  opiuion 
that  the  main  slough  at  Hamilton,  HI.,  is  not  worthy  of  improvement 
by  the  General  Government,  an  opinion  which  is  also  held  by  Col.  O. 
M.  Poe,  Corps  of  Engineers,  Division  Engineer,  Northwest  Division. 
The  views  of  these  officers  are  concurred  in  by  me. 
Very  respectAilly,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig,  Oen.j  Chief  of  Engineerg. 
Hon.  Redfteu)  Proctor, 

Secretary  of  War. 
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report  of  major  a.  mackenzie,  corps  of  engineers. 

TTnited  States  Engineer  Office, 

Rock  IsUmdy  ULy  November  25^  1890. 

General:  The  river  and  harbor  act  of  September  19, 1890,  provided 
for  an  examination  or  survey  of  the  slough  at  Hamilton,  with  a  view  to 
dredging  out  the  same. 

The  preliminary  examination  of  the  main  slough  at  Hamilton,  HL, 
assigned  to  me  by  letter  dated  Office  Chief  of  Engineers,  September 
21)^  1890,  having  been  made,  I  have  the  honor  to  submit  the  following 
rei)ort  thereon: 

The  river  and  harbor  act  of  August  11, 1888,  provided  for  an  exam- 
ination of  "  Mississippi  Eiver,  the  main  slough  at  Hamilton,  111.,  to  the 
end  of  securing  a  good  and  sufficient  landing  at  that,  point.''  A  report 
upon  such  examination  was  submitted  by  me  to  the  Chief  of  Engineers 
under  date  of  November  27, 1888,  and  is  found  on  pages  1781-1784,  Re- 
port of  the  Chief  of  Engineers  for  1889.  A  sketch  of  the  locality  and 
copies  of  letters  received  from  the  Business  Men's  Association  of  Ham- 
ilton accompanied  the  report.  Considering  the  interests  involved,  the 
natural  condition  of  the  slough,  and  the  section  of  the  Mississippi  Eiver 
in  its  vicinity,  and  the  very  great  expense  that  would  attend  the  carry- 
ing out  of  such  work  as  was  contemplated  by  the  act  of  Congress,  my 
conclusions,  as  given  in  former  report,  were  that  the  main  slougn  at 
Hamilton  was  not  worthy  of  improvement  by  the  General  Government. 

The  conditions  now  existing  in  Hamilton  Slough  are  the  same  as  ex- 
isted at  time  of  the  former  examination.  The  head  of  the  slough  is 
obliterated,  except  at  high  stages,  by  a  gravel  bar,  which  is  constantly 
increasing  in  size;  water  only  reaches  the  slough  in  an  insigniflcant 
stream,  through  a  narrow  and  crooked  cut-off;  several  creekS  empty 
into  the  slough  at  and  above  the  town  of  Hamilton,  forming  gravel  bars, 
which  stretch  across  and,  in  places,  almost  fill  the  entire  bed  of  the 
slough,  which  bars,  if  removed,  would  soon  reform;  at  and  below  the 
town  of  Hamilton  the  slough  is  crossed  by  low  highway  and  railway 
bridges  without  draw  openings. 

The  former  head  of  the  slough  and  the  existing  cut-off  can  only  be 
made  accessible  from  the  main  river  at  stages  of  less  than  3  feet,  even 
for  small  steamboats  and  light-draft  flatboats.  by  extensive  rock  cutting 
in  the  bed  of  the  Des  Moines  Rapids  and  or  the  slough,  in  addition  to 
sand  and  gravel  dredging  in  river  and  slough. 

It  is  practicable  by  the  dredging  of  some  sand  and  gravel  to  enlarge 
and  straighten  the  cut-off  and  increase  somewhat  the  depth  of  water  in 
the  slough,  and  such  work,  so  long  as  its  effects  remained,  would  prob- 
ably enable  very  light-draft  boats  and  barges  to  reach  the  town  dur- 
ing a  portion  of  the  year,  and  the  lumber  yards  of  Hamilton  and  local 
shipping  interests  would  derive  some  benefit  from  such  dredging;  but 
the  existing  conditions  and  public  necessity  would  not,  in  my  opinion, 
justify  the  undertaking  of  such  temporary  work  by  the  General  Govem- 
nient. 

For  further  details  regarding  the  subject  under  consideration,  I  would 
refer  to  my  former  report  of  November  27, 1888. 

After  a  second  personal  examination  of  the  locality  I  am  still  of  the 
opinion  that  the  main  slough  at  Hamilton,  HL,  is  not  worthy  of  im 
provement  by  the  General  Government. 

Very  respectfiilly,  your  obedient  servant, 

A.  Macitenzte, 

Brig.  Gen.  Thomas  L.  Casey,  Major ^  Corps  of  Engineers. 

(Jhief  of  EngiHcers^  LL  S.  A. 
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f Second  indoraeraont.] 

U.  S.  Engineer  Office, 
Detroit,  Mich.,  December  3, 1890, 
Ro^^pootfully  rotnmod  to  the  Office  of  the  Chief  of  Engineers  with  re- 
port that  1  concur  in  the  opinion  of  Major  Mackenzie  that  the  locality 
referred  to  is  not  worthy  of  improvement  by  the  General  Government. 

O.  M.  Poe, 
Colonel,  Corps  of  Engineers, 
Division  Engineer,  Northwest  Division. 


A  A  6.      - 

[Printed  in  Ilonse  Ex.  Doc.  No.  135,  Fifty  first  Congre«B,  necond  seRAion.] 

PRELIMINARY  EXAMINATION  OF  MISSISSIPPI  RIVER  AT  AND  ABOVE 
CLINTON,  IOWA,  WITH  VIEW  OF  REMOVING  BARS  NORTH  OF  LITTLE 
ROCK  ISLAND. 

United  States  Engineer  Office, 

Boch  Island,  III.,  September  27,  1890, 

General:  I  have  the  honor  to  acknowledge  the  receipt  of  letter 
dated  Office  Chief  of  Engineers,  September  20, 1890,  referiing  to  pre- 
liminary examinations  required  by  river  and  harbor  act  of  September 
19,  1890,  assigning  to  my  charge  a  preliminary  examination  of  "Missis- 
sippi Kiver  at  and  above  Clinton,  Iowa,  with  view  of  removing  bars 
north  of  Little  Rock  Island,"  and  allotting  $50  for  the  cost  of  such  pre- 
liminary examination. 

The  locality  referred  to  embraces  a  portion  of  the  Fpper  Mississippi 
River  between  Fulton,  111.,  and  Clinton,  Iowa,  about  2  miles  in  length. 
All  the  facts  regarding  this  piece  of  river  which  would  be  shown  by  a 
l)reliminary  examination  are  fully  known  to  me,  and,  from  information 
at  hand,  I  am  able  to  submit  the  following  report: 

The  section  of  the  Upper  Mississippi  River  being  considered  contains 
much  sand,  and  portions  of  the  channel  are  changeable.  A  sand  bar 
has,  during  the  past  few  years,  been  moWng  down  towards  the  head  of 
Little  Rock  Island,  and  now,  at  certain  stages  of  water,  interferes  some- 
what with  raft  navigation. 

The  conditions  of  navigation  above  Clinton  are  not  such  as  to  make 
immediate  work  in  tiiat  locality  of  as  much  importance  as  work  on  other 
portions  of  the  Upper  Mississippi  River,  but  it  certainly  appears  that 
the  section  of  the  river  b(»ing  considered  is  worthy  of  improvement,  and 
that  such  improvement  should  be  carried  out  whenever  funds  can  be 
properly  allotted  to  the  work.  Any  work  which  may  be  carried  out 
between  Fulton  and  Clinton  will  form  a  i)art  of  the  "  im])rovement  of 
the  Upper  Mississippi  River,"  an  improvement  in  which  the  whole  com- 
merce of  the  Mississippi  River  is  interested. 

As  no  detailed  survey  of  the  section  of  river  under  consideration  has 
been  made  for  several  years,  I  believe  a  new  survey  is  justifiable  and 
desirable.  The  cost  of  such  a  survey,  including  office  work  of  making 
maps,  I  estimate  to  be  1300,  or  .f  250  in  addition  to  the  $50  allotted  for 
preliminary  examination. 

Very  resx)ectfully,  your  obedient  servant, 

A.  Mackenzie, 
Major,  Corps  of  Engineers, 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U,  S,  A. 

CThnrngh  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Korthwest  Division.) 
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[First  indorsement.] 

U.  S.  Engineer  Office, 
Detroit^  September  29,  1890. 

Eespectfally  forw^arded,  approved  and  recommended. 

O.  M.  PoE, 
Cohnel,  Corps  of  Engineers, 
Division  Engineer ^  Northwest  I>ivis^ion, 


ST:RVEY  of  MTSST.^RTPPI   river  at  and  above   CLINTON,  IOWA,  WITH 

view  of  kemon'ing  bars  north  of  little  rock  ksland. 

United  States  Enginber  Office, 

Roch  Island,  III,  December  20, 1890. 

General:  The  river  and  harbor  act  approved  September  19, 1890» 
provided  for  a  preliminary  examination  of  the  ^'Mississippi  Kiver  at 
and  above  Clinton,  Iowa,  with  a  view  of  removing  bars  north  of  Little 
liock  Island."  It  was  further  provided  by  the  act  that,  if  such  pre- 
liminary exainination  showed  the  locality  to  be  worthy  of  improvement 
by  tlie  General  Government,  a  survey  should  be  made  and  estimates  of 
the  (^ost  of  proper  improvement  should  be  prepared. 

By  letter  dated  September  20,  1890,  the  preliminary  examination 
above  referred  to  was  assigned  to  me,  and,  under  date  of  September  27, 
1890,  I  submitted  a  report  upon  such  preliminary  examination.  In  this 
report  I  stated : 

The  section  of  the  Upper  Mississippi  River  being  considered  contains  much  sand, 
and  portions  of  the  channel  are  changeable.  A  sand  bar  has,  during  the  past  few 
years,  been  moving  down  toward  the  head  of  Little  Rock  Island,  and  now,  at  cer- 
tain stages  of  water,  interferes  somewhat  with  raft  navigation. 

The  conditions  of  navigation  above  Clinton  are  not  such  as  to  make  immediate 
work  in  that  locality  of  as  much  importance  as  work  on  other  portions  of  the  Upper 
Mississippi  River,  but  it  certainly  appears  that  the  section  of  the  river  being  con- 
sidered is  worthy  of  improvement,  and  that  such  improvement  should  be  carried  out 
whenever  funds  can  be  properly  allotted  to  the  work.  Any  work  which  may  be  car- 
ried out  between  Fulton  and  Clinton  will  form  a  part  of  the  *  improvement  of  the 
I'pper  Mississip])i  River,''  an  improvement  in  which  the  whole  commerce  of  the  Mis- 
Bi.s.sippi  River  is  interested. 

As  no  detailed  survey  of  the  section  of  river  under  cousideration  has  been  made 
for  several  years,  I  believe  a  new  survey  is  justifiable  and  desirable. 

The  survey  above  referred  to  was  ordered  by  letter,  dated  Office  Chief 
of  Engineers,  October  1,  1890,  and  made  in  October,  1890.  A  tracing 
showing  the  results  of  the  survey  is  transmitted  herewith.* 

This  survey  shows  that  at  the  present  time  there  exists  a  deep,  wide 
channel  in  tlie  center  of  river  and  along  the  Illinois  shore  from  Fulton 
to  the  head  of  Little  Eock  Island;  at  this  point  the  main  low-water 
channel  crosses  the  head  of  the  island,  under  a  sand  bar,  to  the  Iowa 
shore.  At  any  stage  packets  and  single  towboats  experience  little  or 
no  trouble  in  the  vicinity  of  Clinton,  so  far  as  the  depth  and  shape  <rf 
the  channel  is  concerned.  At  stages  greater  than  4  feet  above  low 
water  rafts  are  sent  down  the  Illinois  shore  east  of  the  island,  under 
tlie  raft  span  of  the  railroad  bridge.  When  the  water  is  at  a  lower 
stage  rafts  nnist  follow  the  low-water  channel  across  tlie  head  of  Little 
liock  Island  and  pass  the  bridge  west  of  the  island,  and  this  oi>eratioii 
is  tedious  and  attended  with  some  danger. 

*Not  npriuted. 
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The  difficulties  of  raffc  navigation  iit  and  near  Clinton,  while  due 
partially  to  the  condition  of  channels  at  the  islands,  are  due  mainly  to 
the  existence  of  the  railroad  bridge.  Tliis  bridge,  built  many  years  ago 
without  consideration  of  plans  by  the  War  Department,  is  a  most  seri- 
ous obstruction  to  navigation.  It  is  not  provided  with  a  draw  on  the 
east  side  of  the  river,  and  the  openings  on  the  west  side  are  inadequate. 
The  main  troubles  to  which  navigation  is  subjected  at  this  bridge  can 
only  be  remedied  by  the  virtual  rebuilding  of  the  bridge. 

If  the  low-water  channel  could  be  made  to  follow  the  Iowa  shore 
without  closing  the  Illinois  channel,  a  more  favorable  approach  to  the 
draw  of  the  bridge  could  be  secured.  Appearances  indicate  that  this 
result  will  be  accomi)li8hed  in  time  by  the  natural  action  of  the  river. 
A  channel  along  the  Iowa  shore,  together  with  a  new  and  enlarged 
draw  span,  would  do  away  with  most  of  the  trouble  now  experienced  at 
Clinton;  but  it  is  not  practicable  to  put  in  any  works  at  the  present 
time  which  would  interfere  with  the  Illinois  channel  without  materially 
affecting  the  raft  interests. 

A  careful  study  of  the  river  in  its  present  condition  indicates  to  me 
that  any  work  of  improvement  in  the  river  above  the  head  of  Little 
Rock  Island  should  be  postponed  until  the  natural  conditions  for  im- 
provement are  more  favorable,  and  possibly  until  some  further  action  is 
taken  in  connection  with  the  rebuilding  of  the  Clinton  railroad  bridge. 
In  this  oi)inion  I  am  supported  by  the  Brotherhood  of  Upper  Missis- 
sippi River  Pilots,  who,  at  their  annual  meeting  held  at  Clinton,  Iowa, 
December  2-^,  1800,  resolved  that  no  work  above  Little  Rock  Island  is, 
at  the  present  time,  necessary  or  desirable. 

The  channel  between  Little  Rock  Island  and  the  towhead  to  its  left 
has  been  increasing  in  depth  of  late,  which  partially  accounts  for  the 
making  down  of  the  bar  on  the  head  of  the  island.  It  is  advisable  to 
close  this  channel,  and  such  work  is  called  for  by  the  navigators  of  the 
river. 

Notwithstanding  the  troubles  attending  the  passage  of  rafts  through 
the  raft  span  of  the  railroad  bridge  down  the  Illinois  shore,  which  pas- 
sage necessitates  the  letting  go  of  rafts  and  the  taking  of  towboat 
around  the  islands  through  the  draw  of  the  bridge,  this  east  channel  is 
used  when  stage  of  water  permits,  it  being  practicable  to  pass  larger 
rafts  than  can  be  taken  on  west  side  of  island.  This  east  channel,  be- 
sides having  no  draw,  is  now  obstructed  at  certain  low  stages  by  piling, 
rock,  gravel,  and  the  remains  of  an  old  pier.  The  railroad  company 
have  expressed  the  intention  of  removing  these  obstructions  before 
next  spring.  Below  the  bridge  it  is  desirable  that  the  channel  be  some- 
what improved,  and  a  few  wing  dams  from  the  Illinois  shore  are  con- 
sidered necessary;  but  such  work,  while  indicated  by  broken  red  lines 
on  the  tracing,  being  below  Clinton  and  having  no  reference  to  the  re- 
Inoval  of  bars  above  Little  Rock  Island,  can  not  well  be  considered  in 
detail  in  this  report. 

The  only  work  which  appears  advisable  or  ne<5essary  at  the  present 
time  in  connection  with  the  removal  of  bars  above  the  island  is  a  clos- 
ing dam  between  Little  Rock  Island  and  the  towhead  to  its  left.  Such 
a  dam  is  indicated  by  full  red  line  on  the  tracing,  its  location  being  pos- 
sibly subject  to  some  change  at  time  of  construction.  This  dam  would 
be  built  to  a  height  of  about  5  feet  above  low  water  and  its  cost  is  esti- 
mated to  be  *5,(MH). 

As  stated  in  my  preliminary  report,  this  locality  is  a  part  of  the  Up- 
per Mi8sissii)pi  River,  for  the  improvement  of  which  an  appropriation  is 
provided,  and  while  the  locality  is  certainly  worthy  of  improvement  at 
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the  proper  .time,  there  are  no  conditions  which  necessitate  a  special  ap- 
])ropriation  for  the  work.  All  necessary  work  in  this  locality  can  be 
carried  ont,  whenever  found  necessary,  under  allotments  from  the  gen- 
eral appropriation  for  "improving  the  Mississippi  River  from  Minne- 
apolis to  Des  Moines  Rapids." 

Very  respectfully,  your  obedient  servant, 

A.  Mackenzie, 
Major y  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A, 
(Tlirough  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  iudorsemont.] 

U.  S.  Engineer  Office, 
Detroit^  Decetnber  23 j  1890. 
Respectfully  forwarded. 

I  concur  in-  the  conclusions  reached  by  Major  Mackenzie  in  this  re- 
port, and  recommend  that  his  proposition  to  build  "  a  closing  dam  be- 
tween Little  Rock  Island  and  the  towhead'to  the  left"  be  approved. 

O.  M.  Poe, 
Colonely  Corps  of  Engineers^ 
Division  Engineer^  Northwest  JHvision. 
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IMPROVEMENT  OF  MISSISSIPPI  RIVER  ABOVE  FALLS  OF  ST.  ANTHONY, 
MINNESOTA,  OF  CHIPPEWA  RIVER,  WISCONSIN,  OF  ST.  CROIX  RIVER, 
WISCONSIN  AND  MINNESOTA,  OF  MINNESOTA  RIVER,  MINNESOTA,  AND 
OF  RED  RIVER  OF  THE  NORTH,  MINNESOTA  AND  NORTH  DAKOTA; 
GAUGING  MISSISSIPPI  RIVER  AT  OR  NEAR  ST.  PAUL,  MINNESOTA. 


REPORT  OF  MAJOR  W.  A.  JONES,  CORPS  OF  ENGINEERS,  OFFICER  IN 
CBARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  ISOl,  WITU  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Mississippi  River  above  FaUs  of  St. 

Anthony,  Minnesota. 

2.  Reservoirs  at  headwaters  of  Missis- 

sippi River. 

3.  Chippewa   River,    including    Yellow 

Banks,  Wisconsin. 

4.  St.  Croix  River,  Wisconsin  and  Min- 

nesota. 


5.  Minnesota  River,  Minnesota.  • 

6.  Red  River  of  the  North,  Minnesota  and 

North  Dakota. 

7.  Surveys  for  reservoirs  at  the  souroes  of 

Mississippi,  St.  Croix,  Chippewa,  and 
Wisconsin  rivers. 

8.  Gauging  Mississippi  River  at  or  near 

St.  Paul,  Minnesota. 


EXAMINATIONS. 


9.  Harbor  at  Hudson,  Wisconsin,  with  a 
view  to  prevent  the  city  being  cut 
off  from  the  navigable  channel  of 
the  St.  Croix  Lake,  as  a  result  of 
the  Government  dike  now  con- 
structed at  that  point,  and  with  a 
view  to  the  feasibility  of  conduct- 
ing the  waters  of  Willow  River  past 
the  city  of  Hudson  into  the  navi- 
gable channel  ot  the  lake. 
10.  Red  River  of  the  North,  North  DakoU 


and  Minnesota,  with  a  view  of  im- 
proving the  navigation  of  tlio  same 
by  the  construction  of  a  lock  and 
dam  at  Goose  Rapids  in  said  river. 
11.  Creel  Bay,  Totten  Bay,  and  Minno- 
wauken  Shoals,  in  Devil  Lake, 
North  Dakota,  with  an  estimate  of 
the  cost  of  improving  the  same  by 
dredging  or  otherwise,  so  a^  to  re- 
establish the  navigation  of  said 
lake. 


United  States  Engineer  Office, 

St,  Paul,  Minn.y  July  8,  1891, 

Oenebal  :  I  have  the  honor  to  transmit  herewith  reports  upon  the 
surveys  and  works  for  improvement  of  rivers  and  harbors  in  my  charge 
for  the  fiscal  year  ending  June  30, 1891. 

Very  respectfully,  your  obedient  servant, 

W.  A.  Jones, 
Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Ijngineersy  U.  &  -4.. 
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B  B  X. 

IMPROVEMENT  OF  MISSISSIPPI  RIVER  ABOVE  FALLS  OF  ST.  ANTHONY, 

MINNESOTA. 

The  present  project,  under  which  work  has  been  carried  on  since  and 
including  1880,  is  based  upon  the  project  for  the  improvement  of  217 
miles  of  the  river,  from  Conradi  Shoals  to  Grand  Bapids,  the  latter  the 
present  head  of  steamboat  navigation.  The  estimated  cost,  $54,127.50, 
is  given  in  the  report  of  February  8, 1875,  upon  part  of  the  Mississippi 
routes  to  the  seaboard ;  plan  of  improvement  to  afford  3  to  5  feet  depth 
in  the  channel  by  removing  snags,  bowlders,  and  bars,  and  confining 
the  low- water  discharge  to  widths  practicable  for  navigation  by  means 
of  wing  dams  where  necessary.  In  1889  the  estimate  was  increased  to 
$63,000. 

This  same  report  (1875)  estimated  the  cost  of  improvement  of  the 
river  between  the  Falls  of  St.  Anthony  and  St.  Cloud  at  $144,667.50;  the 
improvement  of  this  section  to  afford  6  feet  depth  in  the  channel  at  low 
water  between  the  falls  and  St.  Cloud  by  removal  of  sand,  gravel,  and 
bowlder  bars  and  the  construction  of  wing  dams.  The  sum  of  $20,000, 
appropriated  by  act  of  Congress  approved  August  14,  1876,  was  ex- 
l)eiided  between  those  places.  Prior  to  the  rendition  of  the  report  and 
estimate  of  Fjcbruary  8, 1875,  Congress  had  appropriated,  by  act  approved 
June  23, 1874,  the  sum  of  $25,000  for  improvement  of  the  river  above  the 
Falls  of  St.  Anthony,  which  was  also  expended  in  improving  the  chan- 
nel between  the  falls  and  St.  Cloud. 

Steamboat  navigation  having  discontinued  between  the  falls  and  St. 
Cloud,  a  distance  of  78  miles,  the  third  appropriation  made  by  Con- 
gress, that  of  $15,000,  by  act  of  Congress  approved  June  14, 1880,  was 
applied  to  the  stretch  (130J  miles  in  length)  of  river  between  Aitkin  and 
Grand  Eapids  (this  stretch  included  within  the  distance  from  the  rapids 
to  Conradi  Shoals),  as  have  been  all  subsequent  appropriations  for  im- 
proving the  river  above  the  Falls  of  St.  Anthony. 

Before  work  of  improvement  commenced  under  the  present  plan  the 
stream  between  Aitkin  and  Grand  Eapids  was  so  obstructed  by  snags, 
bowlders,  and  leaning  trees  that  at  low  and  even  high  stages  of  water 
navigation  was  difficult  and  sometimes  almost  impossible  for  steamers 
drawing  less  than  3  feet  of  water. 

The  amount  expended  on  present  project  to  June  30, 1890,  including 
outstanding  liabilities,  $44,960.13.  With  this  sum  there  had  been  pro- 
duced a  general  depth  in  tlie  improved  channels  except  on  the  rapids 
of  3  feet  at  low  water.  On  the  rapids  the  channel  depths  were  but  2 
feet  J  a  few  snags  and  leaning  trees  offered  some  obstruction,  but  did 
not  seriously  interfere  with  navigation. 

Field  work  during  the  past  fiscal  year  was  performed  between  No- 
vember, 1890,  and  April,  1891,  in  deepening  and  widening  all  the  shoal 
places  (rapids)  in  the  channel  between  AitMn  and  Brainerd.  The  work 
was  carried  on  during  the  winter,  as  at  that  season  the  water  could  be 
brought  by  the  aid  of  the  reservoirs  at  headwaters  of  the  Mississippi 
River  to  an  abnormally  low  stage  ajid  offered  the  best  opportunity  for 
X^rosecuting  work. 
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The  following  is  a  statement  of  work  performed  during  the  fiscal  year 
ending  June  30,  1891: 


DeHcription. 


Wing  and  training  dams  constnutvrt  (i,409  ft'ot  long) : 

Kock  placed  in  work cii.  ydw . . 

Brush  placeil  in  work cords . . 

Bowlders  removed  from  clianiM*! cu.  yds. - 

Clay,  sand,  and  gravel  reeft  t* xoavatod uo 

Snags  removed : 

16-inch  diameter 

18-inch  diameter 

32-inch  diameter 


Quantity. 

Coat. 

696| 
168 
957 
554 

1 
1 

1 

$2.00  per  cnVic  yard. 
$4.99  per  cord. 
f3.27  per  cubic  yard. 
$8.27  per  cubic  yard. 

The  field  work  wa«  in  cltarge  of  Mr.  E.  Davenport,  assistant  engineer, 
to  whom  credit  is  due  for  energy  displayed.  His  report,  appended 
hereto,  contains  an  account  in  detail  of  the  season's  operations. 

During  the  month  of  August  a  steamboat  will  be  employed  in  remov- 
ing all  snags  which  obstruct  the  channel,  and  then  the  work  of  improv- 
ing this  stretch  of  river  will  be  completed.  Our  operations  during  the 
last  winter  were  exti^emely  successful,  and  resulted  in  making  a  good 
navigable  river  from  Grand  Eapids  to  Brainerd,  a  distance  of  185.4 
miles.  Over  this  reach  we  have  increased  the  navigable  depth  more 
than  1  foot. 

There  being  no  demand  at  present  for  navigation  between  Brainerd 
and  Minneapolis,  no  further  appropriation  is  now  asked  for.  The  time 
will  come  when  this  should  be  done.  I  will  say  in  conclusion  that  this 
reach  may  be  placed  in  excellent  navigable  condition  at  quite  a  reason- 
able expense. 

Amount  expended  during  fiscal  year  ending  June  30, 1891,  including 
outstanding  liabilities,  $10,479.22. 

The  three  completed  reservoirs  at  the  headwaters  of  the  Mississippi 
River,  above  Grand  Kapids,  may  be  relied  upon  henceforth  to  provide 
sufficient  water  and  depth  for  the  steamboats  on  the  river  at  and  above 
Aitkin. 

Last  season  one  steamer  with  barges  wa«  engaged  in  freight  and  pas- 
senger transportation  between  Aitkin  and  Grand  Rapids.  During  the 
winter  of  1889-'90  the  Duluth  and  Winnix)eg  Railway  Company  con- 
structed and  are  now  operating  a  line  from  Oloquet,  a  ixnnt  on  the  St. 
Paul  and  Duluth  Railway,  to  Grand  Rapids.  The  same  company  will 
extend  their  line  from  Grand  Rapids  toward  Winnipeg. 

In  1889,  my  predecessor,  Maj.  0.  J.  Allen,  reported — 

"The  comparative  tables  of  commercial  statistics  herewith  show  that  in  1880,  the 
year  in  which  the  work  of  improvement  between  Aitkin  and  Grand  Hapids  com- 
menced, there  was  but  one  steamer  (with  its  barges)  plying  between  those  points, 
and  that  though  the  amount  of  freight  transported  tnat  year  by  steamer  was  an- 
usually  large,  the  freight  rates  were  from  75  cents  to  $1  per  hundred  pounds,  while 
in  188^,  188^1,  1885,  and  1886  the  rates  reduced  to  20  to  40  cents  -per  hundred  pounds. 
The  last  named  figures  obtained  in  1886,  at  which  time  there  were  three  steamboats 
engaged  in  freighting  and  carrying  passengers  between  Aitkin  and  Grand  Bapids 
The  country  bordering  the  river  nortn  of  Aitkin  is  becoming  more  and  more  settled, 
jind  there  is  no  doubt  that  the  improvement  of  the  river  already  eftVcted  by  the 
irnited  States  Government  lias  largely  contributed  to  the  increase  in  settlement." 

This  work  is  in  the  collection  district  of  Minnesota,  of  which  St.  Paul  is  the  port 
of  entry  and  St.  Vincent  a  subport.  ColliM'tiona  for  year  ending  December  31,  1890, 
4005,878.60.     Value  of  donu'stic  exports  for  sauio  period,  $1,733,907. 
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ABSTRACT  OF  APPBOPRIATIONS. 

By  act  approved — 

June  23,  1874 •$25,00O 

AnguatU,  1876 •20,000 

June  14,  1880 15,000 

March  3,  1881 10,000 

By  act  passed  August  2,  1882 10,000 

By  act  of  August  11,1888 10,000 

By  act  approved  September  19,1890 18,000 

Total 108,000 

Money  statement, 

July  1, 1890,  balance  unexpended $43.54 

Amount  appropriated  by  act  approved  September  19,  1890 18, 000. 00 

18,043.54 
June  30,  1891,  amount  expended  during  fiscal  year 10, 451. 27 

July  1, 1891,  balance  unexpended .- 7, 592. 27 

July  1,  1891,  outstanding  liabilities 31.62 

July  1, 1891,  balance  available 7,560.65 


REPORT  OP  MR.  R.  DAVENPORT,   ASSISTANT  ENGINEER. 

St.  Paul,  Minn:,  April  SO,  1891. 

Major:  The  following  import  of  work  done  in  the  improvement  of  the  Mississippi 
River  above  tiie  Palls  of  St.  Anthony,  during  the  winter  of  1890-'91,  is  respectfully 
submitted. 

The  work  was  commenced  in  November,  1890,  and  completed  in  April,  1891,  Just 
before  the  opening  of  navigation.  During  the  entire  working  season  the  river 'was 
closed  by  ice. 

The  force  employed  on  the  work  consisted  in  all  of  14  men  and  2  teams,  extra  teams 
being  hired  when  occasion — ^movln^  camp,  etc. — required. 

The  men  and  teams  were  housed  in  tents — ^the  camp  being  moved  as  often  as  nec- 
essary— so  as  to  be  always  in  the  immediate  vicinity  of  the  work. 

.  The  length  of  river  worked  over  was  about  166  miles,  from  Grand  Rapids  to  a  point 
3  miles  below  the  outlet  of  Pine  River.  Of  this  distance,  however,  about  15  miles 
between  Aitkin  and  Pine  Knoll  required  no  work  of  improvement,  as  on  that  section 
the  river  is  deep  and  sluggish  and  free  from  bowlders  and  reefs. 

The  work  of  miprovemeut,  as  instructed,  was  confined  entirely  to  the  removal  of 
obstructions  from  the  navigable  channel,  and  the  construction  of  wing  and  training 
dams  where  necessary. 

All  obstructions  were  removed  to  an  estimated  depth  of  3  feet  below  low  water 
(1,000  cubic  feet  per  second  discharge  from  Pokegama  Dam)  and  to  a  minimum  width 
of  80  feet  at  the  same  stage. 

Bowlders  of  all  sizes  up  to  3  cubic  yards  were  removed  by  horse-power,  aided  by 
blocks  and  tackle.  Clay,  sand,  and  gravel  reefs  were  excavated  by  scrapers,  rakes, 
and  shoi^ls,  after  first  being  broken  up  by  dynamite.  (Seven  hundred  pounds  of 
dynamite  were  used  on  the  work.) 

In  all  957  cubic  yards  of  bowlders  and  564  cubic  yards  of  clay,  sand,  and  gravel 
leefs  were  removed  from  the  channel. 

Length  of  wing  and  training  dams  and  shore  protection  constructed,  1,409  linear 
feet. 

Brush  out,  bound  into  fascines,  and  placed  in4ams,  168  cords.  Rock  collected  and 
placed  in  dams,  696^  cubic  yards.    Snags  removed  from  channel,  3. 

The  cost  of  tne  work  averaged  as  follows : 

Removal  of  bowlders  and  excavation  of  clay,  sand,  and  gravel  reefs,  x)er  cubic 

yard $3.27 

Brush  cut,  bound  into  fascines,  and  placed  in  dams,  per  cord 4. 99 

Stone  excavated  or  collected  from  reefs  and  placed  in  dams,  per  en  hie  yjird..     2. 98f 

Snags  removed,  each 6. 66| 

Cost  of  subsistence,  per  ration, 3.58 

Cost  of  forage,  per  ration 419 

*  Made  and  expended  before  the  adoption  of  the  present  project. 
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SUMMARY. 

Boulders  removed  61, 75  Cub.  Yds. 

Clay,  sand  and  gravel  excavated  74,5  Cub.  Yds. 

WinsDam25lln.ft. 
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The  following  is  a  statement  of  the  work  in  detail : 


o  So 

1 

li. 
Ill 

gnats 
Lin./t. 

III 

III 

A 

Lin./t. 

ji 

a 

Snags  removed. 

TKioaliiy. 

1 

1 

^ 

flraiifl  HAnidfl 

4 

77 

13 
70i 

20i 
10? 

Cu.yds. 

OordM. 

Cu.yds. 

Ifidiea. 

FmL 

Grand  Sapids  to  Potters 
Chute.  1  mile      

T'ottfim  r!hiite 

66 

Potters    ChQt«  to  Holes 
Sanids.  15  miles 

Hfllea  llAmdii 

9 

60 

30 

4 

76 

Hales  Rapids    to  Pine 

Rapids,  43  miles.. • 

Pine  jRaoida                

1 

18 

60 

51 

201 

70 

24 

131 

Pine  Rapids  to  Crooked 
Ranidfi  5  miloa 

1 

32 

60 

Crooked  Rapids 

Crooked  Rapids  to  Bat- 
sons  Reef;  5  miles  

Bateona  Reef     

106 

si 

19 

aii 

111 

7 
17 

27 
27 

80 

174 

m 

6x.  Portage  Rapids 

Ox   Portage  Rapids   and 

Noyea  Ripe,  2  miles 

Xoyea  Rips # 

Nqyes  Rips  and   Sandy 

Lake  Rapids,  10  miles . . . 
Sandy  Lake  Rapids. ...... 

Sandy  Lake   Rapids  to 

Moose  Ranids,  14^  miles. 

Hoose  Rapids 

Moose  Rapids  to  Island 

Rapids,  lU  mUes 

Island  Ranids   

185 
60 

55 

82 

128 

74i 

25 

35 

• 

51 

180 

40 

42 

99 

Island   Rapids  to   Rice 
River  Portage,  7|  miles. . 

1 

16 

8 

Rioe  River  Portacre 

200 

24 

Aitkin   to   Tow  Head 
Ranida.  25  miles 

104 
81- 

104 

15 

Tow  HeiM  Rapids 

65 
130 

28 

20 

106 
108 

Tow  Head  Rapids  to  end 
of  work,  10  miles 

Total 

957 

554 

986 

423 

168 

6961 

8 

After  the  close  of  the  work  the  camp  eqnipage,  tools,  etc.^  were  hanled  to  Aitkin 
and  stored  there.  Complete  inventories  of  the  property  wese  taken,  which  are  here- 
witli  submitted. 

Mr.  George  Snetsiiiger,  overseer  and  foreman,  in  immediate  charge  of  the  crew, 
is  entitled  to  credit  for  zealous  and  faithful  discharge  of  his  duty. 

Sketches  have  been  prepared  showing  the  work  of  improvement  done  at  the  points 
of  the  most  importance  on  the  section  of  river  worked  over,  which  are  herewith  sub- 
mitted— eleven  in  all. 

As  a  result  of  the  work  it  is  believed  that  the  available  channel  has  been  increased 
in  depth  at  leuHt  one  foot  throughout  the  length  of  river  worked  over. 
Very  roMpectfully,  your  obedient  servant, 

E.  Davknport, 

AtHstant  JEngineer, 
Maj.  W.  A.  JoNKH, 

Corps  of  Engineers,  U.  £L  J* 
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COMMERCIAL  STATISTICS. 

ComjyaraUve  statement  of  steamboat  business  on  the  Mississippi  Eiver  bettvcen  Aitkin  and 
Grand  Bapids,  1880-1890 j  inclusive. 


Year. 

Steam- 
boats. 

Freight 
earned. 

Passengers 
carried. 

Total 
tonnage. 

Year. 

Steam- 
boats. 

f». 

rasseugers 
carrieii. 

Total 
tonnage. 

1880* 

1 

1 
2 
2 
2 
2 

Pounds. 
7,874,250 
2.200,000 
3,026,000 
2,800,000 
16,000,000 
5,000,000 

1,000 
1,540 
1,764 
1,100 
1,346 
2,400 

Tout. 

1886.. 
1887.. 
1888.. 
1889.. 
1890.. 

3 
3 
3 
2 

1 

Pounds. 
3,000,000 
3,710,400 
5,321,443 
7,000,000 
3,212,550 

3,500 

Tons. 

188^1 

2.884 

1882.... 
1883 

2,860 
5,250 
1,253 

2,890 
3,925 

1884 

1,606 

1885 

♦  Amount  of  commerce  and  navigation  when  work  of  improvement  began. 
Amount  of  commerce  and  navigation,  1890,  approximate. 

Comparative  statement  of  loose  logs  run  on  the  Mississippi  Biver  above  the  Falls  of  St. 

Anthony. 


Year, 


1880 
1881 
1882 
1883 
1884 
1885 


Loose  logs 
ran. 


226,000,000 
238,000,000 
285, 000, 000 
420, 000, 000 
367,000,000  ! 
317, 903, 000 


Year. 

Loose  logs 
run. 

1886 

282,600,000 

!    1887 

^ 

*265. 000, 000 

.  1888  

*265. 000. 000 

1889 

288, 000, 000 

!,  1890 

-..». 

325, 669, 280 

*  Approximate^ 


B  B  2. 


RESERVOIRS  AT  HEAD  WATERS  OF  MISSISSIPPI  RIVER. 

The  reservoir  project  is  the  outcome  of  surveys  and  examinations  in 
1869,  1874, 1878,  and  1879,  the  results  of  which  are  published  in  appen- 
dices to  various  Annual  Eeports  of  the  Chief  of  Engineers.  The  r6sum6 
of  the  subject  is  given  in  th«  report  of  the  Board  of  Engineers,  printed 
in  Appendix  A  A  to  the  Annual  Eeport  of  the  Chief  of  Engineers  for 
1887. 

From  the  results  of  the  surveys  and  examinations  just  noted  and  fur- 
ther examinations  in  1880,  the  tirst  cost  of  constructing  41  reservoir  dams 
in  Minnesota  and  Wiwsconsin  was  placed  at  $1,809,08,'^,  exclusive  of  that 
of  land  damages,  which  could  not  be  given  in  advan(*e.  (See  page  1871, 
Appendix  W  to  Eeport  of  the  Chief  of  Engineers  for  1881.) 

The  project  for  this  improvement  was  inaugurated  in  1880  by  an  ap- 
propriation for  the  construction  of  a  reservoir  dam  at  Lake  Winibigo- 
shish,  made  by  act  of  Congress  approved  June  14  that  year.  For  the 
reawous  given  in  the  Annual  Eeport  for  1886  the  work  of  constniction 
commenced  and  has  been  continued  in  Minnesota. 

The  project  has  for  its  object  the  construction  and  maintenance  of 
reservoirs  at  the  head  waters  of  the  Mississippi  Eiver,  in  the  State  of 
Minnesota,  for  the  purpose  of  collecting  the  surplus  water,  principally 
from  the  prex;ipitation  of  winter,  spring,  and  early  summer,  to  be  syste- 
matically released  so  as  to  benefit  navigation  upon  the  Mississippi  Eiver 
below  the  dams  and  as  far  down  as  Lake  Pepin.     Eeduction  of  heights 
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of  floods  in  localities  immediately  below  the  dams  expected  to  obtain  to 
some  extent,  but  control  of  extended  flooils  or  fresliets  not  expected. 

There  are  4  completed  reservoirs,  viz: 

AtLake Winibigoshishjcompletedin  1883-'84;  cirpacity45,800,000,(KM) 
cubic  feet.  • 

At  Leech  Lake,  completed  in  1884  5  capacity  30,000,000,000  cubic  feet. 

At  Pokegama  FaUs,  completed  in  1884,  lift  of  dam  increased  in  1880; 
capacity  4,700,000,000  cubic  feet. 

At  Pine  River,  completed  in  1886  j  capacity  7,500,000,000  cubic  feet. 

Congress,  by  act  ajjproved  August  6, 1886,  appropriated  as  follows: 

For  continuing  operations  upon  the  reservoirs  at  the  head  waters  of  the  MiHsissipjii 
River,  thirty-seven  thousand  hve  hundred  dollars :  Provided,  That,  in  the  opinion  of 
the  Ciiief  of  Engineers,  the  expenditure  of  this  appropriation  and  the  ultimate  com- 
pletion of  this  part  of  the  reservoir  system  wiU  adequately  improve  navigation. 

The  subject  was  referred  to  the  Board  of  Engineers  mentioned  above. 
The  Board  reported  "  they  (the  reservoirs)  now  *  adequately  improv(^ 
navigation '  in  the  sense  that  they  rendered  a  fair  return  for  their  cost.'* 
The  Board  also  recommended  further  work  and  extension  of  the  system 
at  the  headquarters  of  the  Mississippi  River,  viz : 

(1)  Eaising  the  Pokegama  Dam  2  feet. 

(2)  Building  a  dam  in  the  Sandy  Lake  district,  if  more  elaborate  sur- 
vey* there  confirm  present  indications. . 

(3)  Legislation  to  provide  rules  and  regulations  to  govern  the  opera- 
tions of  the  reservoirs. 

(4)  Gaugings  to  be  made  at  or  near  St.  Paul  during  the  annual  opera- 
tion of  rew'Tvoirs. 

The  first  and  tliird  recommendations  of  the  Board  have  been  canled 
into  eifect,  and  the  fourth  partially  so.  Legislation  on  these  subjects  was 
contained  in  the  river  and  harbor  act  of  August  11, 1888,  as  follows : 

For  continuing  operations  ui>on  the  reservoirs  at  the  head  waters  of  the  Mississippi 
River,  $12,000  to  be  expended  in  accordance  with  the  recommendation  of  the  Boartl 
of  Engineers  in  their  report  to  the  Chief  of  Engineers,  dated  May  twenty-fonrtli, 
eighteen  hundred  and  eighty-seven.  And  it  shaU  be  the  duty  of  the  Secretary  of 
War  to  prescribe  such  rules  and  regulations  in  respect  to  the  use  and  administration 
of  said  reservoirs  as  in  his  judgment  the  pubUc  interest  and  necessity  may  require, 
which  rules  and  regulations  shall  be  posted  in  some  conspicuous  place  or  places  for 
the  information  of  the  public.  Arid  any  person  knowingly  and  willfuUy  violating 
such  rules  and  regulations  shall  be  liable  to  a  Une  not  exceeding  $500  or  imprison- 
ment not  exceeding  six  months,  the  same  to  be  enforced  b^  prosecution  in  any  distrit  t 
court  of  the  United  States  within  whose  terri tori jUjuris<liction  each  offense  may  ha\«' 
been  committed.  And  tlie  Secretary  of  War  shall  cauBe  such  gaug^gs  to  be  in'mle  s»t 
or  near  St.  Paul,  during  the  annual  operation  of  said  reservoirs,  as  shall  determine 
accurately  the  discharge  at  that  point,  the  cost  of  same  to  be  paid  out  of  tlie  annual 
appropriation  for  gauging  the  waters  of  the  Mississippi  River  and  its  tributaries. 

For  gauging  the  waters  of  the  Lower  M ississippi  and  its  tributaries,  *  ♦  •  niiu* 
thousand  six  hundred  dollars. 

Sec.  6.  That  for  the  purpose  of  securing  the  uninterrupted  ganging  of  the  waters 
of  the  Lower  MisHissippi  Miver  and  its  tributaries,  as  provided  for  in  joint  resolution  of 
the  twenty-first  of  February,  eighteen  hundred  and  seventy -one,  upon  the  application 
of  the  Chief  of  Engineers,  the  Secretary  of  War  is  hereby  authorized  to  draw  his  war- 
rant or  requisition  from  time  to  time  upon  the  Secretary  of  the  Treasury  for  such 
sums  as  may  be  necessary  to  do  such  work,  not  to  exceed  in  the  aggregate  for  each 
year  the  amount  appropriated  in  this  act  for  such  purpose :  Provided,  however,  That 
an  itemized  statement  of  such  expenses  shall  accompany  the  Annual  Report  of  the 
Chief  of  Engineers. 

The  lift  of  the  Pokegama  Falls  Dam  was  raised  2  feet  in  1889.  Eiiles 
and  regulations  to  control  the  use  and  administration  of  the  reservoii's 
were  formulated  and  approved  by  the  Secretary  of  War,  February  21, 
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1880.  Gaii^ngs  of  the  Mississippi  River  at  St.  Paul  have  been  made, 
to  a  limited  extent,  daring  the  pji^t  two  fiscal  years;  they  form  the  sub- 
ject of  a  separate  report. 

The  final  survey  of  the  proi)osed  Sandy  Lake  Reservoir  was  made  in 
the  faU  of  1888. 

Total  expended  upon  this  work,  including  exaiiTinations  at  proposed* 
dam  sites,  hydrological  observations,  land  damages,  amounts  set  aside 
as  awards  to  Indians,  and  care  and  maintenance  of  the  works,  to  the 
close  of  the  fiscal  year  ending  June  30, 1890,  $623,986.63. 

Amount  expended  during  the  fiscal  year  ending  June  30, 1891,  includ- 
ing outstanding  liabilities,  $11,526.74. 

Field  operations  during  the  past  year  were  mostly  confined  to  care 
and  protection  of  dams  and  engineer  property  and  recording  hydro- 
logical  and  meteorological  data.  A  sled  road  was  constructed  between 
Leech  and  Lake  Winibigoshish  dams,  and  the  Lake  Winibigoshish  log 
sluice  was  repaired. 

In  the  office,  a  design  for  Sandy  Lake  Dam  was  prepared  and  sub- 
mitted to  the  Chief  of  Engineers,  May  5;  estimated  cost,  $50,229.14.  It 
wa«  approved  May  18, 1891.  During  the  months  of  May  and  June  the 
business  of  assembling  the  men  and  material  for  constmcting  the  Sandy 
Lake  Dam  has  proceeded,  and  the  party  is  now  on  the  ground.  It  was 
not  considered  advisable  to  attempt  further  operations  while  the  river 
was  occupied  with  so  many  log-drives. 

It  had  been  observed  that  during  low  stages  in  the  Winibigoshish 
and  Leech  Lake  reservoirs,  it  was  only  possible  to  make  the  dams  dis- 
charge a  very  small  quantity  of  water.  In  other  words,  their  efficiency 
was  practically  at  an  end  long  before  the  water  was  drawn  off.  I  found 
that  at  the  former  the  old  cofferdam  had  not  all  been  removed  above 
the  sluices,  and  that  the  channel  way  from  the  lake  .was  obstmcted  with 
grass.  The«e  removed  only  slightly  remedied  the  matter,  and  the  diffi- 
culty at  both  dams  was  found  to  be  practically  the  same.  Owing  to 
the  low  slope  and  tortuous  channels  of  the  streams  below  the  dams,  it 
requires  considerable  head  at  each,  below  the  dam^  to  create  a  velocity 
sufficient  to  overcome  the  excessive  bed  and  bank  friction  arising  from 
the  local  conditions.  This  head  requires  the  water  immediately  below 
the  dams  to  stand  nearly  on  a  level  with  that  immediately  above  during 
low  stages,  and  hence  but  smaU  quantities  of  water  could  escape.  About 
1  foot  of  the  holding  capacity  thus  becomes  useless  in  producing  naviga- 
tion discharges. 

At  Leech  Lake  the  level  above  the  dam  can  be  considerably  increased 
by  dredging  the  river  channel  considerably  above  so  as  to  admit  some- 
thing like  the  lake  level  to  reach  the  dam.  It  is  estimated  that  the  sum 
of  $6,000  will  accomplish  this.  At  Winibigoshish  this  condition  prac- 
tically exists,  so  I  had  to  look  below  for  relief.  Here  the  Mississippi 
winds  in  the  most  tortuous  manner  southward  parallel  to  Ball  Olub  Lake 
and  has  some  slight  rapids  on  the  route  j  from  the  foot  of  Ball  Club  the 
Mississippi  waters  back  up  into  that  lake,  making  a  difference  of  level 
of  10  feet  between  the  head  of  the  lake  and  the  Vaters  of  Little  Win- 
nibigoshish  one-half  mile  distant.  Obviously,  if  we  lead  the  water 
across  this  neck  it  wiU  take  the  waters  away  from  the  foot  of  the  dam 
very  rapidly,  and  enable  us  to  drain  the  reservoir  very  rapidly  in  its 
lower  stages.  This  can  be  done  at  a  cost  of  $5,000,  and  the  expenditure 
is  recommended. 

The  sum  of  $80,000,  appropriated  September  19,  1890,  is  considered 
sufficient  to  complete  the  Sandy  Lake  l>am  and  pay  aU  necessary  land 
damages,  and  this  will  complete  the  reservoir  system  in  Minnesota. 
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Thereiore  no  further  appropriation  for  construction  purposes  will  be  nec- 
essary. The  sum  asked  for  is  intended  to  improve  the  low-stage  opera- 
tions of  the  two  upper  reservoirs  and  tor  ordinary  repairs  and  mainte- 
nance. It  must  not  be  overlooked,  however,  that  the  time  is  soon  to  come 
when  the  decay  of  the  woodwork  in  all  of  these  dam  structures  will  call 
for  extensive  repairs,  and  the  demands  may  come  very  suddenly. 

The  project  tor  Sandy  Lake  Dam  has  not  looked  to  a  structure  with  a 
navigable  pass  through  it.  A  great  deal  of  just  complaint  has  been  made 
that  this  will  deprive  navigation  interests  of  a  valuable  field  of  opera- 
tions in  the  waters  above  the  dam.  This  demand  can  be  met  at  a  small 
cost  and  I  theretore  recommend  that  the  sum  of  $30,000  be  provided  for 
this  purpose. 

It  is  proposed  during  the  coming  year  to  complete  the  Sandy  Lake 
Reservoir  and  to  operate  and  maintain  the  completed  system. 

Condemnation  proceedings  to  acquire  title  to  lands  between  Pokegama 
Falls  aild  Blackberry  Brook  that  are  liable  to  be  overflowed  by  the  oper- 
ation of  the  reservoirs  were  commenced  last  year,  but  afterwards  dis- 
continued, as  it  was  deemed  more  economical  to  obtain  title,  or  the  right 
to  overflow,  through  private  purchase.  It  is  expected  to  accomplish 
this  during  the  coming  year  as  well  as  to  obtain  the  right  to  overflow 
the  private  lands  to  be  affected  by  the  Sandy  Lake  Dam.  A  list  of  the 
latter  lands  was  sent  to  the  Chief  of  Engineers  February  19,  last,  with 
recommendation  that  condemnation  proceedings  be  commenced. 

The  beneficial  effects  resulting  in  previous  years  from  the  operation 
of  the  completed  reservoirs  have  been  maintained. 

The  Boani  of  Engineers,  in  their  report  heretofore  referred  to,  express 
this  opinion: 

As  far  down  as  the  month  of  the  first  considerable  tributary,  the  St.  Croix,  it  is 
therefore  not  unreasonable  to  suppose  that  navigation  may  be  benefited  nearly  in 
proportion  to  the  effect  upon  the  St.  Paul  gauge,  t.  e.,  from  1  foot  to  18  inches  at  low- 
water  stages. 

My  predecessor,  in  his  annual  rejwrts  for  the  years  1887, 1888,  and 
1889,  has  stated: 

From  such  observations  as  means  admitted  of  in  1885  and  1886,  and  stated  in  my 
reports  of  December  18,  1885,  and  November  5,  1886,  both  o/  which  are  here  respect- 
fully referred  te,  it  appeared  that  when  the  river  stood  at  2  feet  on  the  U.  S.  Signal 
Service  gauge  at  St.  Paul,  the  effect  of  every  100  cubic  feet  per  second  of  water 
added  te  the  river  and  steadiljf  maintained  was  equivalent  te  increasing  the  depth 
one-tenth  of  a  foot.  As  the  river  rises  the  depth  effect  of  each  100  cubic  leet  of  water 
decreases  somewhat.  It  appears,  however,  from  examinations  in  1885  and  1886,  that 
the  effect  of  the  liberated  water  from  the  four  reservoirs  was  the  addition  of  1  foot 
and  upwards  te  the  depth  at  St.  Paul,  during  the  dry  periods  of  those  years,  the  ad- 
ditional depth  being  due  to  elevation  of  water  surface  as  well  as  to  admtional  scour. 
(See  Appendix  A  A,  Annual  Report,  1887.) 

The  benefit  of  the  reservoir  volume  extended  over  some  425  [390]  mOes  of  river 
below  Grand  Rapids,  the  rapids  being  388  [353]  miles,  by  river,  above  St.  Paul.  Of 
the  425  [390]  miles  200  [165]  are  navigated  by  steamers. 

The  increase  in  channel  depth  at  St.  Paul  due  te  release  of  the  stored-np  water 
undoubte(Hy  averaged  for.  the  86  days  1  foot  to  li  feet.  (See  Appendix  Z,  Annual 
Report,  1888.) 

The  increase  in  channel  depth  at  St.  Paul  due  to  the  reservoir  water  undoubtedly 
averaged  1  foot  during  the  low  water  season  of  1888.  (See  Appendix  BB,  Annual 
Report,  1889.) 

The  effect  of  the  reservoirs  on  the  navigable  depth  of  water  in  the 
channel  of  the  Mississippi  Eiver  d.bove  the  Falls  of  St  Anthony  is  not 
as  conclusively  shown  as  it  could  be.  A  series  of  hydrological  and 
meteorologi(»al  observations  on  the  Mississippi  and  the  principal  tribu- 
taries above  St.  Paul,  extending  over  a  period  of  several  years,  would 
furnish  information  not  only  of  great  practical  value  in  the  operation  of 
the  reservoirs,  but  would  eiso  be  of  scientific  value  in  connection. witii 
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the  loss  of  river  water  by  evax)oratiou  and  filtration,  and  in  the  pro- 
fession (and  even  dispersion)  of  a  flood  wave.  A  commencement  in 
tliis  direction  has  been  made  by  the  provision  for  gaugings  at  or  near 
St.  Paul,  but  the  money  available  for  the  purpose  is  inadequate  lor 
thorough  work,  and  is  only  applicable  near  St.  Paul.  It  is  estimated 
that  the  sum  of  $15,000  per  annum  can  be  profttably  expended'  in  hydro- 
logical  and  meteorological  investigations  during  a  period  of  4  years. 

The  sum  of  $75,000  can  be  profitably  expended  during  the  fiscal  year 
ending  June  30, 1893,  as  follows: 

Navigable  pass  in  Sandy  Lake  Dnin $30, 000 

Maintenance  and  ordinary  rcpaiM 19, 000 

Excavation  at  the  two  upper  dams 11, 000 

Hydrological  and  meteorological  investigations 15, 000 

Total 75,000 

For  commerce  benefited  by  the  reservoirs,  reference  nuist  be  made  to 
the  commercial  statistics  of  tlie  Mississippi  River. 

For' valuable  assist^ince  in  work  upon,  and  management  of,  the  reser- 
voirs, I  am  greatly  indebted  to  Mr.  Archibald  Johnson,  assistant  en- 
gineer. 

ABSTRACT  OF  APPROPRIATIONS. 

By  act  approved  June  14,  18K) $75, 000 

By  act  approved  March  3,  1881 150,000 

By  act  passed  August  2,  1882 300,000 

By  act  approved  July  fty  1884 67,000 

By  act  approved  August  5,  1886 37, 500 

By  act  of  August  11,  1888 12,000 

By  act  approved  September  19,  1890 80, 000 

Total 714,500 

Allotment  per  letter  from  Office  Chief  of  En'gineers — 

November  9, 188* 1,572.15 

January  20,  1882 ^ 176.00 

January  18, 1888 643.85 

May  11,  1^ 8.60 

Awards  to  Indians  for  damages  in  ooiuiection  witli  the  luiilding  of  Iam'cIi 
Lake  and  Lake  Winniliigoshish  dams,  letter  from  officeChief  of  Engi- 
neers, Augu8t7,  1885 15,JHJ6.90 

Allotted  and  expended  by  officer  in  chairge  for  meteorological  observa- 
tions, borings,  examinations,  etc.,  at  proposed  dam  sites,  lettt»r  from 

office  of  Chief  of  Engineers,  May  27,  1881 7, 5(H).  (X) 

Exjiended  by  offlcerin  charge  in  ccmnection  with  the  building  and  o]mm';j- 
ting  of  four  reservoir  dams  to  June  30,  1891,  inckiding  outstanding 
liabilities 609,615.87 

Total  allotted  and  expended  to  June  30, 1891,  ineluding  outstand- 
ing liabilities 635,  513.  37 

Estimated  cost  of  the  system  (omitting  that  (»f  land,  etc.,  <lamages).. .  1, 809, 083. 50 
Amounts  appropriated 714, 500. 00 

Remaining  to  bo  appropriated 1, 094, 583. 50 

Money  Statement, 

July  1,  1890,  balance  unexpended $11,799.34 

Amount  appropriated  by  act  appproved  September  19, 1890 80, 000. 00 

91, 799. 34 
J  une  30, 1891,  amount  expended  during  fiscal  year 11,  772. 23 

Julv  1,  1891,  balance  unexpended 80,027.11 

July  1,  1891,  outstanding  liabilities 1,040.48 

July  1,  1891,  balance  available 78,986.63 
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'Amount  (estimated)  required  for  ©ompJetion  of  existing  project $1, 094, 583. 50 

Amount  that  can  be  protitublv  expended  in  fiscal  year  ending  June 

30,  1893 1 75,000.00 

Submitted  in   com])lianf.e  with  requirements  of  sections  2  of   river 
and  harbor  acts  of  18WJ  and  1807. 


BB  3. 

IMPROVEMENT  OF  CHIPPEWA  RIVER,  INCLUDING  YELLOW  BANKS,  WIS- 
CONSIN. 

The  plan  for  improvcMiient  of  the  Chippewa  Eiver  consists  in  revet- 
ment of  caving  bends  and  construction  of  dams  and  jetties  from  Ean 
Claire  to  the  confluence  of  fli<*  stream  with  the  Mississii)pi  Eiver,  a  dis- 
tance of  57  miles,  to  confine  the  low- water  volume  to  a  channel  of  nearly 
uniform  width  and  depth.  The  general  plan  for  improvement  was 
julopted  in  1877,  and  tlie  work  has  been  carried  on  in  aecordance  with 
it,  varying,  however,  more  or  less,  as  to  location  and  extent  of  dams, 
jetties,  etc. 

The  object  of  protection  of  the  YeUow  Banks  is  to  prevent  erosion  of 
the  high  sand  bluffs  or  banks  bordering  the  Chippewa  Eiver  at  a  num- 
ber of  points  below  Eau  Claire,  and  to  thereby  relieve  the  channels  of 
that  river  and  of  the  Mississip])i  below  the  junction  of  the  two  streams 
from  the  masses  of  sand  contribut43d  by  those  banks.  ^  The  plan  for  pro- 
tection consists  in  a  revetnitiut  of  piling  and  fascines,  the  latter  to  be 
crowned  with  rock. 

The  examination  of  the-river  upon  which  the  plan  and  estimate  were 
based  was  made  in  1874.  The  report,  dated  January  30,  1875,  of  this 
examination,  is  printed  in  Part  I,  Ax)pendix  to  the  Annual  Eeport  of  the 
Chief  of  Engineers,  pag^s  375--38().  In  that  report  the  estimate  of  cost 
of  improvement,  including  protecting  the  Yellow  Banks,  was  $139,892.50. 

The  first  appropriation  for  improving  the  Chippewa  Eiver  was  made 
in  1876,  and  the  first  for  protection  of  the  Yellow  Banks  was  made  in 
1882.  These  were  regarded  as  separate  and  distinct  works  until  the 
act  of  Congress  of  August  11,  1888,  appropriated  for  the  improvement 
of  the  Chippewa  Eiver,  including  Yellow  Banks  in  said  river,  Wiscon- 
sin, continuing  improvement,  $10,000. 

The  estimated  cost,  including  all  expenditures  since  1876,  for  channel 
improvement  of  the  river,  a»s  revised  by  my  i)redecessor  in  1888  (see 
pages  1543, 1544,  Annual  Eei>ort  for  1888),  was  placed  at  $176,487.72. 
The  cost  of  protecting  the  YeUow  Banks,  as  revised  by  the  same  officer 
in  1883  (see  page  1413,  Annual  Eeport  for  1883),  was  estimated  at 
$96,000,  making  the  total  cost  for  channel  improvement  and  the  protec- 
tion of  the  Yellow  Banks  $272,487.72. 

There  has  been  appropriated  for  the  Chippewa  Eiver  imi)rovement 
and  the  Yellow  Banks  the  sum  of  $1()6,750,  leaving  a  balance  of 
$105,737.72  remaining  to  be  appropriated  in  order  to  complete  the  ex- 
isting projects  in  accordance  with  the  estimates. 

Before  the  improvement  commenced  the  depth  on  the  bars  at  low 
w^ater  seldom  exceeded  18  inches,  and  the  crossing  at  the  mouth  of  the 
river  w^as  extremely  difficult  at  that  stage,  owing  to  the  volume  of  the 
river  joining  the  Mississippi  through  a  number  of  channels  of  insufficient 
depth. 

Total  expended  from  commencement  of  operations  in  1877  to  June 
30,  1890,  including  outstanding  habilities,  $156,048.25. 

In  the  Annual  Eeport  for  1889  (page  1796)  my  predecessor  rei)orted : 

WTiorover  works  have  been  constructed  by  the  Government  for  the  invprovemeut; 
of  tlie  river  the  navigation  has  been  benefited,  a  low- water  depth  of  3  to  4  feet  be- 
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ing  maintained  where  before  the  works  w<>Te  undertaki'Ti  tlio  depth  Kehlom  exceeded 
18  inches.  The  work  for  improvement  has  been  princiiially  confined  to  the  extent  of 
river  l)etween  the  mouth  and  Dnrand,  16^  miles,  and  to  the  vicinity  of  Eau  Claire. 

The  jetties  at  the  month  of  the  river  have  been  of  incalculable  benefit  to  rafb  and 
steamboat  navigation  in  securing  a  stable  channel  of  sufficient  depth  where  before 
improvement  commenced  there  was  a  broad  bar,  intersected  by  shallow,  shifting 
channels,  passable  with  great  difficulty  at  times  of  low  water  by  rafts  and  steamers. 

The  iigurious  effects  upon  the  channel  from  the  operation  of  private  sluicing  dams 
on  the  river  and  its  tributaries  has  been  noticed  in  precedines  reports. 

Since  the  branch  of  the  Chicago^  Milwaukee  and  St.  Paul  Kailway  has  been  built, 
in  1882,  from  Wabasha,  on  the  Mississippi  River,  to  Eau  Claire,  the  branch  being 
close  to  and  generally  parallel  with  the  Chippewa,  the  freight  and  passenger  traffic 
of  the  latter  nas  declined.  The  rafting  of  manufactured  lumber,  laths,  shin^^les,  and 
pickets  varies  in  different  years,  the  rafts  moving  down  the  Chippewa  and  between 
the  jetties  into  the  Mississippi.  In  1881  the  lumber  rafted  was  reported  as  342,887,000 
feet,  B.  M.;  in  1885,  374,1^,443  feet;  in  1886,  207,205,672  feet:  in  1887,  186,826,521 
feet:  and  in  1888,  161,309,512  feet.  The  sawlogs,  from  300,000,000  to  600,000,000  feet, 
B.  M.,  which  are  annually  run  down  the  Chippewa,  are  made  up  into  rafte  at  Beef 
and  West  Newton  sloughs  for  points  on  the  Mississippi  River. 

The  reduction  in  the  cost  of  rlmning  lumber  from  Eau  Claire  to  the  Mississippi 
River,  due  to  the  improvement  of  the  river  by  the  United  States,  eau  be  arrived  at 
by  comparing  the  contract  rates  paid  by  the  Daniel  Shaw  Lumber  Company.  In 
1877,  the  year  when  the  improvement  was  commenced,  they  paid  53^  cents  per  thou- 
sand feet,  B.  M. ;  in  1886  and  1887  they  contracted  for  37  cents. 

The  localities  remaining  to  be  improved  have  a  least  depth  in  the 
channel  of  about  2  feet.  ^ 

The  work  during  the  past  fiscal  year  has  consisted  only  in  the  care  of 
l)lant  and  investigation  of  alleged  railroad  obstractions.  The  money 
,  appropriated  in  the  river  and  harbor  act  of  September  19, 1890,  did  not 
become  available  until  too  late  to  enable  •work  to  be  done  advantage- 
ously last  fall.    Operations  wiU  be  resumed  in  July  or  August. 

Expended  during  the  fiscal  year,  including  outstanding  liabilities, 
$1,359.41. 

The  sum  of  $60,000  can  be  profitably  expended  during  the  fiscal  year 
ending  June  30^  1893. 

This  work  is  m  the  collection  district  of  Milwaukee,  Wis.  The  duties 
on  imports  collected  during  the  year  ending  December  31,  1890, 
amounted  to  $328,360.08. 

ABSTIIACT  OP  APPROPRIATmNS. 

By  act  approved — 

August  U,  1876 $10,000 

June  8, 1878 10,000 

March  3,  1879 .* 8,000 

June  14,  1880 10,000 

March  3,  1881 10,000 

Bv  act  passed  Auf;uHt  2,  1S^2 (15, 000 

By  act  approved  July  5,  ISKl  15,000 

By  act  approved  August  5,  18tS(> 18,  750 

By  act  of  August  11,  1888 10,000 

By  act  approved  Septembtn- 19,  1890 10,000 

Total 166,750 

Money  statement. 

July  1,  1890,  balance  unexpended $904.35 

Amount  appropriated  by  act  approved  September  19,  1890 10, 000. 00 

10,904.35 
June  30,  1891,  amount  expended  during  fiscal  year 1, 468. 48 

July  1,  1891,  balance  unexpended 9, 436, 87 

July  1,  1891,  outstanding  liabilities 93.53 

July  1,  1891  balance  available 9,342.34 
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{Amonnt  (estimated)  reqiiirod  for  coinplotion  of  oxietitiju:  projort $105, 737. 72 
Aniouut  that  can  be  proii  tubly  expended  in  fiscal  year  endi  ng  J  une 30, 1893    60, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  riyer  and 
harbor  acts  of  1866  and  1867. 


COMMKKCIAL  STATIBIlCa. 

The  following  shows,  the  commerce  of  the  Chippewa  River,  Wisconsin,  in  1877, 
bein^  the  year  following  the  first  ai)X)ropriation  (August  14,  1876),  for  work  of  im- 
provement : 

Lumber feet,  B.  M..  160,000  000 

Laths  and  pickets number. .    30, 000, 000 

Shingles do      ..    40,000,000 

The  number  of  Rtcamboats  plying  on  the  Chippewa  River  in  1877,  of  the  amount 
of  business  done  by  them,  can  not  be  st;it4'd  exactly.  It  is  said,  however,  that  the 
business  was  about  the  same  as  in  1881  and  1882.^  The  latter  will  be  found  in  the 
comparative  statement  following. 

But  one  steamboat  plied  regularly  on  the  river  during  the  season  of  1890.  This 
bont,  the  Phil.  Sheckel  (108  tons  burden  and  2  feet  drart)^  ran  from  the  mouth  to 
Dunuville,  about  halfway  between  the  mouth  and  £au  Claire,  to  assist  the  Knapp, 
Stout  &  Co.  rafts  in  floating  down  the  river.  Her  passengers  and  freight  were  son- 
fined  entirely  to  the  company's  rafting  business. 

Comparative  statement  of  freight  and  passengers  for  9  years. 


Yew. 

Sti-ani. 
boatH. 

Freipht 
camod. 

gera. 

Tear. 

Steam- 
boats. 

carrieil. 

POAHOII- 

gern. 

1800 

*1 
*1 

Pound*. 

1885 

1 
2 

3 
3 
3 

Poundt. 

600,000 
1,500,000 
3,184,000 
2,040,000 
3,932.000 

4,728 

1888                -     -  -   - 

liini 

5,500 
4,000 

1888  . 

••-♦ 

ift«:j ■ 

1887.. 

600.000 

1,400 
4,700 

1882 

10,400 

18jj6          

1881 

16,089 

*  One  hiuidred  and  eight  tons  burden  and  2  feet  draft. 
ComparaHve  statement  of  lumber ,  laths,  shingles,  pioketi*,  and  logs  for  9  years. 


Year. 


1800 
1889 
1888 
1887 
1H86 
1885 
1884 
1883 
1K82. 
1881 


LuiiilH^r. 


IWt.  It.  if. 
p;-.-!  7  7, 900 
i:..>.JK5H,294 
101,;{09.512 
lM.i.826,521 
207.205,672 
a74.138>443 
2U8, 344, 591 
2(i9,094,203 

y?.!,  000, 000 

342, 887, 000 


LutliM. 


Number. 

46, 23i,  G73 

50,487.355 

50, 544, 370 

64, 725.  580 

77,729,630 

95,092,900 

88,905,520 

82,643,500 

66,000,000 

64,787.600 


SliiiigleH. 


Number. 

7K,  499, 500 
112,053,075 

86, 348. 900 
130, 516, 200 
158,646.750 
195,880.220 
160, 133, 000 
129,754,000 
150,000,000 
121,437,000 


I    Total  ton- 
Plcli(;tM.      '  "*P*''  ^V^^^'  '  ^^®**f  ^i«»Kh 


Nuiuf  cr. 
1, 222, 989 
2,244,786 
1, 500, 320 
3,023,235 
1, 934, 340 

75, 000, 000 
1, 840, 278 
1,497,948 
2,200,000 
1,880,900 


Hive   of  looBe 
I         1«K8- 

Tom. 
:{42,  SfiO 
329.  l.V. 
325.971 


lOgH. 


hWt  B.  If. 
0u6.  992.  790 
400,518.720 
542,437,000 
404,302,660 
465.000,000 
600,000,000 

•534, 674,176 
450, 000, 000 
3:)0, 000, 000 
300,000,000 


B  B  4. 

IMPROVEMENT  OF  ST.  CROIX  RIVER,  WISCONSIN  AND  MINNESOTA. 

The  original  project  for  the  improvement  of  this  river,  adopted  in  1878, 
wa«  based  upon  the  results  of  a  survey  made  in  1874,  when  the  St.  Croix 
was  at  a  high  stage  of  water  and  but  comparatively  few  bars,  etc.,  to 
be  seen,  contemplated  the  removal  of  snags,  bowlders,  wrecks,  leaning 
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trees,  and  sand  bars  between  Taylor  Falls  and  Prescott,  and  contrac- 
tion of  low -water  channel  between  Taylor  Falls  and  Stillwater  into  one 
of  nearly  uniform  width  by  means  of  bnish  and  stone  jetties  and  dams 
of  the  same  material,  to  close  island  chutes  and  secondary  chainiel. 
Estimated  cost,  $21,758. 

The  present  project,  adopted  in  1880,  and  modifledin  1882,  and  a^ain 
in  1889  (see  page  1801,  Annual  Report,  1889),  by  my  predecessor,  is 
based  upon  the  results  of  a  low-water  survey  made  in  1879.  The  esti- 
mated cost  has  been  placed  at  $108,700. 

In  the  Annual  Report  for  1889  he  reported: 

The  first  appropriation  for  the  improvement  of  the  St.  Croix  was  $10,000,  made  by 
act  of  Congress  approved  June  18,  1878. 

At  that  &te  the  channel,  above  StiUwater  especiaUy,  was  encumbered  by  sunken 
cribs,  wrecks,  snags,  and  old  boom  piers,  and  the  bends  by  leaning  trees.  The  low- 
water  channel  had  in  many  places  but  2  feet  of  depth,  and  steamers  and  barges  ma'e 
their  way  as  best  they  could  amongst  the  obstructions.  At  times  it  was  impos8ihli> 
for  them  to  get  over  the  shoal  places.  Under  this  appropriation  some  of  the  worst 
obstructions  were  removed  between  Taylor  Falls  and  Stillwater. 

Another  appropriation  of  $8,000,  by  act  approved  March  3,  1879,  was  expendeil  hi 
the  same  manner,  and  in  addition  the  stream  was  thoroughly  8ur\^eyed  from  Taylor 
Falls  to  Prescott,  the  results  of  which  were  reported  January  26,  1880.  (See  pagcH 
1661-1667,  Appendix  U,  Annual  Report  of  the  Chief  of  Engineers,  1880.)  Upon  tlu» 
results-  and  map  of  this  survey  is  ba«ed  the  present  plan  ot  improvement. 

The  work  performed  in  1878-79  lessened  the  difficulties  to  navigation  within  tho 
limits  worked  over. 

Under  the  appropriation  of  $10,000^  by  act  approved  June  14. 1880,  work  began 
under  the  present  project,  which  consists  in  the  construction  of  aams  and  jettion  to 
confine  tho  low-water  volume  to  a  practicable  channel,  and  in  removal  of  fuiags, 
bowlders,  cribs,  and  other  obstructions  from  the  channels  between  Taylor  Falls  and 
Prescott. 

The  result  of  the  work  to  date  is  a  least  depth  upon  the  bars  above  Wiillwatcr, 
where  improvements  have  been  made,  of  3  feet  at  low  water,  and  below  Stillwater 
of  4  to  5  feet.  Generally,  it  may  be  said  of  the  work  that  at  many  points  naviga- 
tion ha«  been  rendered  permanent  where  formerly  it  was  uncertain,  and  that  in  other 
places  it  has  been  made  practicable  where  before  improvement  it  was  impossible. 

In  the  unimproved  parts  of  the  river  above  Stillwater  there  is  a  low- 
water  depth  in  the  channel  of  2  feet;  below  Stillwater  there  is  a  g(KKl 
channel  with  a  least  depth  of  4  feet. 

Expended  nnder  present  project  to  June  30, 1890,  including  outstand- 
ing liabilities,  $74,4^55.94. 

Total  expended  under  original  and  present  projects  to  June  30,  ISIK), 
including  outstanding  liabilities,  $92,455.94. 

Oj)erations  dnring  past  fiscal  yeiu^  w^ere  confined  to  dredging  on  (he 
shallow  bai*s.  Fiekl  woik  coninienced  October  20  and  continued  until 
NovemlKH'  9.  The  advent  of  w in ter  i>reven ted  further  operations.  1  )ur- 
ing  this  period  an  area  of  125,360  square  feet  on  the  bar  above  the 
Hudson  Bridge  was  dredged  and  11,507  cubic  yards  of  material  removed. 
The  cx)st  was  20  cents  pei-  cubic  yard. 

Work  was  resumed  May  30,  1891,  and  continued  during  the  month  of 
June,  during  which  time  dredging  w^as  done  on  the  bars  above  Hudson 
Bridge,  below  the  bridge,  and  at  the  lower  end  of  the  boom  at  the  head 
of  Lake  St.  Croix. 

The  whole  quantity  of  material  removed  during  the  fiscal  year  w  as 
25,919  cubic  yards.    The  cost  was  20  cents  per  yard. 

The  total  expenditure  for  the  year  was  $6,262,  leaving  a  balance  of 
$1,782.06  which  will  be  expended  during  the  month  of  July,  1891,  in 
dredging  upon  the  bars  at  the  head  of  Lake  St.  Croix,  and  at  Hudson, 
and  in  removing  sunken  sawlogs  from  the  lake  and  river. 

The  condition  of  this  river  is  now  substantially  as  follows:  From  the 
head  of  Lake  St.  Croix  to  the  Mississippi  River  there  is  a  good  channel 
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of  4  feet  at  extreme  low  water.  From  the  head  of  Lake  St.  Croix  to 
the  head  of  navigation  at  Taylor  Falls  there  is  a  minimum  navigable 
depth  of  about  2  feet  at  extreme  low- water  stage.  The  principal  com- 
merce of  this  river  is  in  logs  and  log  products.  The  volume  is  surpris- 
ing. The  quantity  of  logs  brought  to  market  at  Stillwater  during  the 
season  of  1890  was  460,000,000  feet  or  1,610,000  tons.  They  are  a  prod- 
uct of  the  soil  conveyed  to  market  by  cheap  water  transportation. 
The  cost  of  transportation  is  about  10  cents  per  ton  per  100  miles,  or  ^\ 
cent«  per  1x)n  per  mile.  Obviously,  without  water  transportation,  the 
crop  could  not  go  to  market,  and  tne  great  lumber  business  of  Minne- 
sota and  Wisconsin  would  not  be  in  existence  to-day.  The  output  of 
logs  during  the  same  year  on  the  Chippewa  Kiver  was  606,992,790  feet 
and  upon  the  Upper  Mississippi  325,669,280  feet,  making  an  aggregate 
tonnage  on  the  three  rivers  of  about  4,874,317  tons  valued  at  $14,000,000 
from  one  product  of  the  soil  alone. 

It  is  therefore  quite  evident  that  the  American  sawlog,  navigating 
it«elf  upon  our  water  transportation  lines,  is  an  object  worthy  of  con- 
sideration, and  that  some  of  our  efforts  at  rivemimprovement  should  be 
devoted  to  helping  it  along.  Not,  however,  to  the  extent  of  allowing  it 
to  paralyze  boat  navigation.  Measures  should  be  taken  to  require  a 
sufficient  number  of  men  to  accompany  the  drives  t;0  prevent  the  logs 
from  forming  jams,  which  totally  obstruct  navigation. 

It  is  proposed  during  the  coming  year  to  improve  the  reach  of  river 
between  the  head  of  navigation  and  deep  water  in  Lake  St.  Croix.  The 
sum  that  can  be  profitably  expended  thereon  is  $26,200. 
.  Total  expended  during  the  fiscal  year  ending  June  30,  1891,  includ- 
ing outstanding  liabilities,  $6,262. 

This  work  is  in  the  coUection  diBtrict  of  Minnesota,  of  wliich  St.  Paul  is  the  port 
of  entry  and  St.  Vincent  a  suhport.  Collections  for  year  ending  December  31,  1890, 
$305,878.60.    Value  of  domestic  export*  for  same  period,  $1,733,907. 

AB.STUACT  OF   APPKOPRIATIONS. 

By  act  approved — 

June  18, 1878 *$10,000 

March  3,  1879 *8,000 

June  14,  1880 10,000 

March  3,  1881 8,000 

By  act  paased  August  2,  1882 30, 000 

Ay  act  approved — 

July  5, 1884 9,000 

Augusts,  1886 '7,500 

By  act  of  August  11, 1888 10,000 

By  act  approved  September  19,  1890 8,000 

Total 100,500 

Money  statement, 

July  1,  1890,  balance  unexpended $65. 69 

Amount  appropriated  by  act  approved  September  19,  18?K) 8, 000. 00 

8, 065. 69 
June  30,  1891,  amount  expended  during  fiscal  year 3, 268. 70 

.Fnly  1,  1891,  balance  unexpended 4, 796. 99 

July  1,  1891,  outstanding  liabilities 3,014,93 

July  1,  1891,  balance  available 1,782.06 

[Amount  (estimated)  required  for  completion  of  existin jr  ])roject 26, 200. 00 

J  Amount  that  can  be  prohtably  expended  in  fiscal  year  ending  June  30, 1893    26, 200. 00 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
I    harbor  acts  of  1866  and  1867. 


'  Appropriated  before  adoption  of  present  project. 

uigiiized  by  CjOOQ IC 


2206      EEPOBT   OB   THE   CHIEF   OF   ENGINEERS,  U.  8.  ABMY. 


COMMERCIAL  STATISTICS. 


CamparoHve  ttaiemmt  of  steamhoaU  and  barges,  freight  and  passengers  carried,  Uunher 
and  logs  towed  and  rafted  on  the  St,  Croix  River,  Wisconsin  and  Minnesota,  for  a  period 
of  13  years. 


STEAMBOATS  AJJfD  BAKGES. 


• 

YCM. 

In  freight  and  passen- 
ger basinesB. 

Steamboats 
in  towing 

and  rafting 
business. 

Year. 

In  freight  and  passen- 
ger business. 

in  towipg 

Steamboats. 

Barges. 

Barges. 

business. 

1878* 

3 
3 
3 
2 
.     3 
3 
8 

8 
12 
29 
40 
77 
51 
30 

1 

1885 

4 
6 
3 

1 
1 

:2 

33 
38 
40 
3 
3 
3 

60 

1879 

1886 

49 

1880  

1887 

88 

ISi^l 

1888 

58 

1882     

24 
25 
25 

1889 

62 

1883 

jl890f 

§un 

1884 

*  Amount  of  oommeaM  and  na-vigation  when  work  of  improTement  began. 

t  Amonnt  of  commenV  and  navigation  at  present  time. 

1 117  and  153  tons  burden  and  18  and  30  inches  draft,  respectively. 

§  From  35  to  240  tons  burden  and  2^  to  3^  feet  draft. 

FREIGHT  AND  PASSBNGEKS. 


Freight  oarriod. 

Passengers  car- 
ried. 

Tear. 

General  merchan- 
dise. 

Lumber. 
Tont. 

Wood. 

Total  to  1887,  inoLusiye. 

TotaL 

1878* 

Tons. 

Tons. 

Pounds. 

32,000,000 
47,786,995 

Unknown. 
35, 000, 000 
60, 000, 000 

.    63,000,000 

80,000,000 

85, 000, 000 

180, 9W,  000 

57, 009, 320 

Tons. 

"9,654' 

10,000 

• 

15,000 
9,244 

11,015 
10,300 
2,800 
4,000 
10,647 
12,756 
9,872 

1879 

1880 

1881 

1882 

1883 

188i 

1885 
1886 

1887 
1888 



H 



5.200 
5,900 
7,139 

4,354 
4.100 
5,796 

1889  ' 

1890                                 200 

13,144 

921 

^Amount  of  commerce  and  navigation  when  work  of  improvement  began. 
EAFTKD  LOGS  AND  LUMBER. 


Year. 

Rafted  logs  towed  out  of 
St.  Croix  River  (es- 

Rafted  himber  towed  out  of  St.  Croix  River. 

Total  tonnage. 

LumlKjr. 

Shingles. 

Laths. 

Pickets. 

1878 

• 

Fsst  B.  M. 

70, 000. 000 
117,  (XK),  000 
200, 0(K).  000 
185, 000,  000 
130, 000.  000 
108, 000,  000 

175, 000,  iym 

150, 000, 000 
115,000,700 
175,000,000 
136, 000, 000 
150,000,000 
250, 000;  000 

FeetB.M. 

Numher. 

Number. 

Number, 

Tons. 

1879 

1880 

1881 

1882 

1883 

1 

1884 

! 

1885 

1886 

1887 

100, 000, 000 
114, 610, 966 
81,817,070 
116,403,000 

1888 
1880 
1890 

40, 079, 500 
38,633,000 
46, 007, 000 

23, 6.51, 800 
23,  226, 575 
33, 861, 900 

670, 820 
90,800 
278,580 

706.367 

697,244 

1,104,100 

LooBe  logs  driven  on  St.  Croix  River  to  liead  of  lake  during  season  of  1890  waa 
460,000,000  feet  B.  M.,  or  1,610,000  tons. 


Digiti 


zed  by  Google 


APPENDIX  BB — EEPOET  OF  MAJOE  JONES.      2207 

BB5.       , 

IMPEOVEMENT  Of  MINNESOTA  EIVEE,  MINNESOTA. 

.  An  examinatioii  of  this  stream  was  made  by  Maj.  G.  K.  Warren, 
Corps  of  Engineers,  in  1806,  nnder  anthorization  of  section  4  of  the  act 
of  Congress  approved  June  23, 1806.  Major  Warren's  first  or  prelimi- 
nary report  of  this  sm-vey  was  rendered  January  21, 1867,  and  printed 
as  a  part  of  Senate  Ex.  Doc.  !No.  58,  Thirty-ninth  Congress,  second 
session. 

The  estimates  of  cost  of  improvement,  based  upon  results  of  this  exam- 
ination and  survey,  are  given  in  the  Report  of  the  Chief  of  Engineers 
for  the  year  ending  June  30, 1867.  Two  plans  are  considered^  viz,  one 
to  improve  the  navigation  of  the  river  from  the  Yellow  Medicme  to  the 
mouth  of  the  Minnesota  by  means  of  locks  and  dams,  so  as  to  secure  4 
feet  of  water,  at  a  cost  of  $775,500,  and  another  to  secure  2  to  3  feet  of 
water  by  removal  of  snags  and  bowlders  throughout  this  stretch  of  river, 
in  addition  to  the  cons^ction  of  a  lock  and  dam  at  Little  Falls  and 
the  operation  of  a  scraper  and  dredge  boat  at  a  cost  of  $117,000. 

The  river  and  harbor  act  of  Congress  approved  March  2, 1867,  appro- 
priated $37,500  for  removing  snags  and  bowlders  throughout  the  Min- 
nesota Biver,  thus  sanctioning  the  second  plan. 

The  river  and  harbor  acts  of  Congress  approved  June  11, 1870,  and 
March  3, 1871,  each  appropriated  $10,000  for  continuing  the  improve- 
ment. ^ 

The  second  section  of  the  river  and  harbor  act  of  Congress  approved 
June  10, 1872,  provided  for  the  survey  of  the  Minnesota  River  above 
the  mouth  of  Yellow  Medicine,  which  survey  was  made  during  the  same 
year,  the  report  pertaining  to  which  is  printed  in  tiie  Report  of  the 
Chief  of  Engineers  for  the  fiscal  year  ending  June  30,  1873.  The 
removal  of  obstructions,  principally  bowlders,  was  recommended. 
'  The  same  act  (approved  June  10, 1872,)  appropriated  $10,000  for  the 
improvement  of  the  stream,  which  sum  was  expended  in  the  removal 
of  bowlders,  overhanging  trees,  etc. 

By  act  approved  March  3, 1873,  there  was  appropriated — 

For  the  improvement  of  the  Minnesota  River,  Minnesota,  $10,000:  provided,  that 
one-half  of  said  sum  shall  be  expended  between  the  mouth  of  the  Y^ow  Medicine 
and  Minnesota  Falls,  on  said  river. 

This  appropriation  was  applied  to  the  removal  of  rocky  ledges,  bowl- 
ders, snags,  and  overhanging  trees.  The  total  of  appropriations  to 
March  3, 1873,  inclusive,  was  $77,500. 

By  act  of  Congress  approved  June  23, 1874,  an  appropriation  of 
$10,000  was  made  "  for  the  survey  or  improvement  of  the  Minnesota 
Biver.''  A  survey  was  made  from  the  mouth  of  the  river  to  South 
Bend,  a  distance  of  116.4  miles,  to  determine  the  practicability  of 
improving  the  navigation  by  means  of  canals,  locks,  and  dams.  The 
results  of  this  survey  proved  the  possibility  of  lock  and  dam  navigation 
for  the  distance  passed  over,  the  estimated  cost  of  improvement,  as 
stated  in  the  report  of  the  survey  printed  in  the  Annual  Beport  of  the 
Chief  of  Engineers  for  the  fiscal  year  ending  June  30, 1875,  being  for  five 
locks  and  dams  and  removal  of  snags,  etc.,  $733,808.63,  the  cost  of 
removing  snags,  etc.,  being  therein  placed  at  $34,585.10,  including  con- 
tingencies. Following  this  report  Congress  made  three  appropriations 
of  $10,000  ejM^li,  by  a<'ts  approved  March  3, 1875,  August  14, 1876,  and 
June  18, 1878,  which  sums  were  applied  to  clearing  the  river  of  obstruo- 
tious  below  South  Bend. 
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The  appropriations  up  to  and  including:  that  of  June  18, 1878,  were 
applied  in  removing  Bnags,  bowlders,  ete.,  on  the  upper  ])art  of  the  river 
between  Minnesota  Falls  and  a  point  30  miles  below  Henderson  (16.7 
miles  above  Shakopee).  The  rapidly  caving  banks  on  this  streteh  of 
the  river  add  snags  and  leaning  trees  to  the  channel  yea,rly^  so  that 
channels  which  were  cleared  12  years  ago  are  incumbered  with  them 
to-day. 

No  money  has  been  spent  on  the  lower  part  of  the  river,  which  pre- 
sents a  marked  contrast  to  the  upper  section. 

Below  Shakopee  the  river  is,  in  the  main,  very  deep,  almost  free  from 
snags  and  caving  banks,  and  would  offer  exceptional  advantages  to  the 
navigation  thereof  were  commimication  between  it  and  the  Mississippi 
River  rendered  possible  by  the  improvement  of  tlu^  bar  at  the  mimth  of 
the  river,  and  an  increased  depth  provided  over  Credit  River  Bar  (or 
Peterson's  Bar,  as  it  is  sometimes  called),  just  below  Shakopee. 

It  is  claimed  by  those  interested  in  the  Minnesota  Valley  that,  were 
the  improvements  extended  by  the  ccmstniction  of  locks  and  dams, 
steamboats  and  barges  wcmld  navigate  the  river  and  carry  much  of  the 
freight  that  now  depends  upon  rail  for  transpoitation. 

The  river  and  harbor  act  of  Congress  approved  August  5,  1886,  au- 
thorized a  survey  of  the  Minnesota  River  with  a  view  to  its  improve- 
ment by  locks  and  dams.  The  survey,  extending  from  the  mouth  of  the 
river  to  Mankato,  was  made  by  my  predecessor  during  the  season  of 
1887,  and  a  report  thereon,  \rith  maps,  rendered  January  /16,  1888. 
This  rejwrt  was  printed  in  House  Ex.  Doc.  Xo.  158,  Fiftieth  Congress, 
first  session.  • 

By  the  river  and  harbor  act  of  August  11, 1888,  Congress  appropriated 
for— 

Imx)roviiig  Minnesota  River,  Minnesota,  including  protecting  and  holding  the 
hanks  opposite  the  horough  of  Relle  Plaine,  so  as  to  prevent  the  river  from  entting 
throngh  the  narrow  neck  of  land  at  that  point  and  therehy  changing  its  channel  and 
course,  $10,000. 

This  is  the  first  appropriation  made  since  1878  for  the  improvement  of' 
the  Minnesota  Eiver. 

Concerning  the  exi)enditure  of  this  appropriation  my  predecessor  re- 
ported (see  page  1804,  Annual  Eeport,  1889); 

An  examinatiou  of  the  river  at  Belle  Plaine.  and  also  from  Carver  to  the  month  of 
the  stream,  was  made  in  September,  I8S8,  with  a  view  to  obtaining  data  upon  which 
to  base  a  project  for  the  advantageous  expenditure  of  the  smn  ajipropriated  by  th<^ 
actof  August  11,  1888. 

The  examination  showed  that  there  had  not  been  any  marked  erosion  of  the  bend 
at  Belle  Plaine  for  severar  year's  past;  but  that  to  thoroughly  jiroteet  it  against  sueh 
erosion  as  might  oecur  from  floods  or  fromeljnnges  in  the  channels  of  the  river  above 
the  bend  would  undoubtedly  cost  more  tlian  the  entire  sum  a]ipropriHted  for  the 
river.  It  also  showed  that  there  had  not  been  any  steamboat  navigation  of  the  river 
at  that  point  (an  occasional  trip  by  a  steamboat  at  high  water  excej)ted)  for  a  num- 
ber of  years. 

The  cost  of  an  adequate)  open-e.hannel  improvement  of  the  river  from  its  mouth  to 
Carver,  such  an  imiirovement  as  might  la=«t  for  a  number  of  years,  was  found  to  be 
not  less  than  $52,000. 

The  appropriation  being  inadcquat<)  for  thorough  work  at  either  Belle  Plaine  or 
the  extent  ot  river  from  it-s  mouth  to  Carver,  and  still  less  ade(iuate  for  the  perform- 
ance of  work  if  divided  between  them,  it  was  recommended  that  the  submitting  a 
project  for  expenditure  of  the  appropriation  be  delayed  until  the  further  wishes  of 
Congress  might  be  known,  or  until  some  deiinite  information  as  to  prospective  navi- 
gation might  be  obtained  upon  which  to  ba«e  a  project  for  the  best  utilization  of  the 
appropriation. 

Since  the  submission  of  t lie  fiuegoing  re]>ort  it  luis  been  representi^l 
by  reliable  i)arties  that  a  large  amount  of  brick,  hay,  lime,  and  wood 
would  be  carried  by  steamboats  and  barges  from  points  near  Shakopee 
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to  St.  Paul  were  navigation  made  certain  throughout  the  season,  and 
that  there  is  an  excellent  opportunity  for  a  general  packet  business  be- 
tween the  Mississippi  Eiver  and  points  on  the  Lower  Minnesota  Kiver, 
which  would  result  in  a  material  reduction  of  freight  rates  between 
these  points. 

It  is  recommended  that  the  sum  of  $10,000,  appropriated  in  the  act 
of  August  11, 1888,  be  reappropriated,  omitting  the  requirement  for 
operations  at  Belle  Plaine.  This  will  enable  me  to  open  the  river  from 
the  Mississippi  to  Shakopee,  a  distance  of  25.9  miles.  That  is  to  say, 
with  the  sum  of  $10,000  already  appropriated,  a  water  transportation 
line  25.9  miles  in  length  can  be  opened  at  a  cost  of  $38C  per  mile.  It  is 
estimated  that  a  business  of  25,000  tons  per  annum  is  now  ready  to 
avail  itself  of  the  Une. 

In  this  connection  I  report  from  my  predecessor.  Major  Allen  (see 
Annual  Report,  Chief  of  Engineers,  1888,  page  1574) : 

From  consideration  of  all  the  facts  that  I  have  been  able  to  collect  I  am  of  the 
opinion  that  the  Minnesota  River^  from  its  month  to  Mankato,  is  worthy  of  improve- 
ment. 

Total  expended  under  the  project  following  the  survey  of  1874  to 
June  30, 1890,  including  outstanding  liabilities,  $30,042. 

Total  expended  under  all  projects,  including  the  survey,  to  June  30, 
1890,  inclusive,  $117,532. 

There  are  no  operations  to  report  for  the  past  year. 

Amount  expended  during  the  fiscsQ  year  ending  June  30,.1891,  $0.79. 

Should  Congress  order  an  open-channel  improvement  below  Carver 
the  sum  of  $25,000,  in  addition  to  that  appropriated  in  1888,  could  be 
expended  during  the  fiscal  year  ending  June  30, 1893. 

This  work  is  in  the  collection  district  of  Minnesota,  of  which  St.  Paul  is  the  port 
of  entry  and  St.  Vincent  a  sabport.  CoUections  for  year  ending  December  31, 1890, 
$305,878.60;  value  of  domestic  exports  for  same  period,  $1,733,9(^. 

ABSTRACT  OK    APPROPRIATIONS, 

By  act  approved — 

March  3,  1867 $37,500. 

July  11,  1870 10,000 

March  3,1871 10,000 

June  10,  1872 10,000 

March!  1873 10,000 

June  23, 1874 *10,000 

March  3,  1875 '    10,000 

August  14,  1876 10,000 

June  18, 1878 10,000 

By  act  of  August  11,  1888 10,000 

Total 127,500 

Money  statement 
July  1, 1890,  balance  unexpended $9,967.00 

July  1,  1891,  balance  unexpended 9, 967. 00 

July  1,  1891,  outstanding  liabilities 9. 79 

July  1, 1891,  balance  available 9,957.21 

f  Amount  (estimated)  required  for.  completion  of  existing  project 693, 868. 63 

I  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893.    25, 000. 00 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
i     harbor  acts  of  1866  and  1867. 

*  Used  in  making  survey  of  river, 
JSNG  91 139      - 
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Steamboats  plying  on 
lower  part  of  river. 

Freight  carried. 

Tear. 

Hay. 

Wood. 

Brick. 

MisoellA^ 
neoQS. 

No. 

Tonnage. 

Draft, 

Wheat. 

Total. 

1888 

1 
2 

3 

Tim: 

Inche9. 

Ton*. 

TWM. 

TWM. 

Tom, 

Ton9, 

Tim*. 
*  8,350 

1889 

n53 
>180 

\  153 
(180 

18? 
20} 
18) 
30i 
205 

4,900 

1890 

62 

809 

840 

1,080 

%IS^ 

BB  6. 

IMPROVEMENT  OF  RED  RIVER  OF  THE  NORTH,  MINNESOTA  AND  NORTH 

DAKOTA. 

The  present,  whicli  is  also  the  original  project  for  the  improvement 
of  this  river  jfrom  Breckenridge  to  the  northern  boundary  line^  adopted 
in  1877  and  amended  as  to  estimate  of  cost  in  1883,  consists  in  the  re- 
moval of  snags,  leaning  trees,  and  bowlders,  and  in  dredging  ehannelB 
through  the  bars. 

The  estimated  cost  of  thisimpi'ovement,  omitting  the  item  of  improve- 
ment of  Goose  Eaplds,  as  based  upon  the  reports  of  1874,  1875,  and 
1877  (see  pages  730-732,  Keport  of  Chief  of  Engineers,  1878J,  was 
$145,310.18,  which  estimate  as  revised,  and  tor  the  reasons  stated  in  Ap- 
pendix X  8  of  the  Annual  Eeport  of  1883,  was  increased  to  $179,310.18. 

The  river  and  harbor  act  of  Congress,  approved  August  5, 1886,  mak- 
ing the  money  theretofore  appropriated  for  locks  and  dams  at  Goose 
Bapids  available  for  dredging,  removal  of  snags  and  bowlders,  and  con- 
struction of  wing  dams,  necessarily  included  in  that  mode  of  improving 
Goose  Rapids,  which  were  originally  intended  to  be  unproved  by  means 
of  locks.  For  this  reason,  as  well  as  for  others  given  in  the  annual 
report  for  1887,  a  new  estimate  of  cost  of  completing  the  work  became 
necessary.  The  cost  was  placed  at  $79,598.37.  (See  Appendix  A  A  to 
the  Annual  Report  of  the  Chief  of  Engineers  for  1887,  pages  1714, 
1715.) 

Previous  to  1879,  when  the  first  bar  was  dredged  through^the  ruling 
depth  at  ordinary  low  water  between  Moorhead  and  Goose  Bapids  has 
been  stated  to  have  been  but  1 J  feet,  and  below  Grand  Forks  but  2  feet. 

A  3-foot  channel  at  ordinary  low  water,  averaging  60  feet  in  width 
from  Moorhead  to  a  point  80  imles  north,  and  a  4-foot  channel  at  same 
stage  averaging  70  feet  in  width,  jfrom  Grand  Forks  to  a  i)oint  62  miles 
north,  by  river,  have  been  made  by  dredging  through  the  bars. 

The  river  is  subject  to  land  slides.  These  slides  can  never  be  antici- 
pated, form  obstructions  when  they  occur,  and  have  to  be  removed  in 
wholQ  or  in  part,  thereby  increasing  the  amount  of  cost  of  the  improve- 
ment. 

The  removal  of  snags  and  trees  between  Moorhead  and  Abercrombie 
improved  that  portion  .of  the  stream  for  navigation  during  high  and 
medium  stages  of  water. 

Expended  upon  the  improvement  from  commencement  of  work  in 
1877  to  June  30, 1890,  including  outstanding  liabilities,  $187,042.79. 
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OPERATIONS  DURING  THE  FISCAL  YEAR  ENDING  JUNE  30,  1891. 

The  low  water  of  the  spring  and  early  summer  of  1890  having  con- 
tinued for  the  remainder  of  the  season,  operations  during  the  summer 
and  fall  were  confined  to  completing  the  repairs  to  the  (hedging  fleets 
that  were  begun  earlier  in  the  season.  In  addition  to  the  repairs  to  the 
boats,  a  large  derrick  was  placed  on  the  bow  of  the  steamer  Ogamd,  for 
use  in  removing  snags  and  bowlders.  The  repairs  and  the  derrick  cost 
$2,474.79. 

The  season  of  1891  has  opened  with  a  favorable  stage  of  water  for 
dredging  oi>erations.  The  fleet  being  in  prime  condition  for  work,  ad- 
vantage was  taken  of  the  situation  to  commence  work  early.  Dredge 
No.  2  was  taken  from  the  winter  quarters  at  Grand  Forks  and  com- 
menced work  at  a  point  13  miles  north  on  May  5.  Dredge  No.  1  was 
towed  to  Pelican  Bars,  92  miles  north  of  Grand  Forks,  and  commenced 
work  May  13.  Both  dredges  have  since  been  kept  at  work  excavat- 
ing channels  60  feet  in  width  and  4  feet  deep  at  low  water. 

Table  of  dredging  worh  ^performed  during  fiscal  year  ending  June  SO,  1891. 


Excava- 
tion. 

Lon^h  of 
chaniiel 
made. 

New 
cuttings. 

Old  cut- 
tings ex- 
tended, 
etc. 

Wing  and 
dams. 

Blvw 

worked 

over. 

Dredge  No.  1 

Cu.  ydM. 
2*2,660 
21, 876 

Lin.ft. 
3, 175 
5, 1^5 

No. 
2 
10 

Ko. 

Lin.  ft.- 
3, 675 
5,850 

Miiet. 

BredeeKo.  2 

7 

.Total 

44,535 

8,310 

12 

7 

9,525 

SIJ 

The  tetal  work  done  upon  this  stream  since  the  first  appropriation 
for  its  improvement  was  made  in  1876,  and  extending  from  Fort  Aber- 
crombie  to  a  point  93  miles  north  of  Grand  Forks,  a  total  river  distance 
of  321  miles,  is  as  foUows: 

Cubio  yards  of  material  dredged .• 583, 178 

Snags  removed • 618 

Overhanging  trees  removed 8, 705 

Cubic  yards  of  bowlders  removed 382 

Stamps  removed 198 

Piles  removed 23 

Drift-piles  (collections  of  driftwood,  trees,  etc. ) 8 

Barge  removed 1 

Total  linear  feet  of  channel  excavated 105, 297 

Total  linear  feet  of  wing  and  training  dams  eouHtnicted 146, 140 

On  the  i)ortions  of  the  river  worked  over  by  the  dredges  the  average 
depth  of  the  channel  has  been  increased  from  1^  te  2  feet. 

Mr.  Bufus  Davenport,  assistant  engineer  upon  this  improvement 
for  the  past  nine  seasons,  has  exhibited  faithfulness  and  zeal  in  cairy- 
ing  out  the  work  intrusted  te  him. 

AU  the  work  for  the  improvement  of  this  stream  has  been  i>eiformed 
by  hired  labor. 

Expended  upon  this  improvement  during  the  fiscal  year  ending  June 
30, 1891,  including  outstanding  liabilities,  $11,889.79. 

The  sum  of  $34,598.37  can  be  profitably  expended  during  the  fiscal 
year  ending  June  30, 1893,  in  dredging  operations  and  in  removal  of 
obstructions  generally  between  Breckenridge  and  the  northern  boun- 
dary Une. 

This  work  is  in  the  collection  district  of  Minnesota,  of  which  St.  Paul  is  the  port 
of  entry  and  St.  Vincent  a  sub-port.  Collections  for  year  ending  December  31, 1890, 
t305^87S.60.    Value  of  domestic  exports  for  same  period,  $1,733,907. 
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ABSTRACT  OF  APPROPRIATIONS. 

By  act  approved — 

August  14,  1876 $10,000.00 

Jane  18. 1878 30,000.00 

March  3,  1879 25,000.00 

June  14, 1880 20,000.00 

^  March  3, 1881 18,000.00 

By  act  passed — 

August  2,  1882 10,000.00 

By  act  approved — 

July5,1l884 10,000.00 

August  5, 1886 : 46,947.65 

By  act  of  August  11,  1888 2<i000.00 

By  act  approved  September  19,  1890 25,000.00 

Total 214,947.65 

Money  statement. 

July  1,  1890,  balance  unexpended *  $4,770.48 

Amount  appropriated  by  act  approved  September  19,  1890 25, 000. 00 

29,770.48 
June  30, 1891,  amount  expended  during  fiscal  year 10, 611. 65 

July  1,  1891,  balance  unexpended .19, 158. 83 

July  1,1891,  outstanding  liabilities 3,143.76 

July  1, 1891,  balance  available 16,015.07 


[  Amount  (estimated)  required  for  completion  of  existine  project 34, 598. 37 

I  Amount  that  can  be  profitably  expended  in  fiscal  year  enoing  June  30, 1893    34, 598. 37 
"]  Submitted  in  compliance  with  requirements  of  Beotions  2  of  river  and 
1    harbor  acts  of  1866  and  1867. 


REPORT  OP  MR.   R.   DAVKNPOl^',  ASSISTANT  ENGINEER. 

Grand  Forks,  N.  Dak.,  Jume  SO,  1891. 

Major  :  The  following  report  of  operations  in  the  improvement  of  the  Red  River  ot 
the  North  during  the  fiscal  year  ending  June  30,  1891,  is  respectfully  submitted. 

Owing  to  the  fact  that  the  water  remained  too  low  to  operate  the  dredges  to  advan- 
tage, the  work  during  the  last  half  of  the  season  of  1890  was  confined  entirely  to  the 
continuation  of  the  repairs  on  the  dredging  fleet. 

The  work  on  the  hull  of  Dredge  No.  1,  Unzer  Fritz,  was  completed,  and  after  the 
launching  the  superstructure  was  thoroughly  repaired  and  painted,  a  new  boom 
built,  and  the  machinery,  as  far  as  possible,  prepared  for  the  ne^  season's  work. 

Steamboat  No.  1,  General  Poe,  was  removed  from  the  water  and  the  hull  repaired, 
calked,  and  painted.  A  new  canvas  roof,  sanded  and  painted,  was  put  on,  and  the 
superstructure  painted  throughout. 

Quarter  boat  No.  2  was  hauled  out,  the  hull  repaired  and  calked,  and  superstructure 
painted. 

Quarter  boat  No.  1  was  repaired  and  painted. 

The  work  on  Steamboat  No.  2,  Ogama,  was  continued  to  completion.  A  new  canvas 
roof,  sanded  and  painted,  was  put  on,  and  a  large  derrick  to  be  operated  by  the  steam 
capstan  for^the  removal  of  snags  and  bowlders  from  the  channel  was  constructed 
and  placed  in  jposition  on  the  forecastle.  Some  minor  repairs  were  also  made  on  the 
hull  and  machinery. 

Some  additional  work  was  also  done  on  the  machinery  of  Dredge  No.  2,  Otter  Tail, 
80  as  to  have  it  as  far  advanced  as  ][$ossible  for  the  resumption  of  dredging. 

Such  general  repairs  as  were  necessary  on  the  remainder  of  the  boats — derrick 
boat,  barges,  slide  scows,  skiffs,  etc. — 14  in  all,  Averc  made  and  thoy  were  all  painted. 

The  dredges  and  steamboats  were  lettered  U,  S,  Miyfineers,  with  their  several  dis- 
tinctive names. 
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Tho  cost  of  the  work  was  as  follows : 

Dredge  No.  1 $753.76 

Dredge  No.  2 150.66 

Steamboat  No.  1 394.91 

Steamboat  No.  2 : 401.58 

Quarter  boat  No.  1  .....^ «. 80.68 

Quarter  boat  No.  2 185.29 

General  repairs  on  the  remainder  of  the  boats,  14  in  all 507. 91 

The  total  cost  for  repairs  to  the  close  of  the  season 2, 474. 79 

By  these  repairs  all  of  the  boats  were  put  in  as  good  shape  as  it  was  possible  to 
make  them ;  many  of  them  have,  however,  been  in  service  CTom  10  to  12  years,  and, 
as  a  matter  of  course,  repairs  on  boats  of  that  age  will  only  render  them  serviceable 
for  a  short  time. 

In  the  latter  part  of  October  the  repair  work  was  discontinued,  and  after  a  trip  of 
inspection  over  the  river  to  the  norui,  on  the  steamer  Ogama,  from  Grand  Forks  to 
the  Pelican  bars,  the  dredging  fleet  was  put  in  shape  for  the  winter  and  all  work 
closed. 

SEASON  OF  1891  TO  JUNB  30. 

This  year  the  preparatory  work  for  the  resumption  of  dredging  was  commenced  in 
the  latter  part  of  April.  Owing  to  the  repairs  of  last  season  the  preparatory  work 
consisted  of  but  little  more  than  that  or  setting  up  the  machinery  of  the  dredges 
and  steamboat. 

Dredge  No.  1  was  started  from  Grand  Forks  on  the  8th  of  May  and  towed  to  the 
Pelican  Bars,  92  miles  north,  arriving  at  the  upper  bar  on  the  13th,  when  dredging 
was  at  once  commenced. 

The  river  In  the  vicinity  of  the  Pelican  bars  is  about  300  feet  wide  and  the  bars 
are  very  long.  Since  the  work  was  started  the  dredge  has  excavated  a  60-foot  chan- 
nel through  the  upper  bar,  2,075  feet  long,  and  is  now  at  work  on  the  second  bar, 
which  is  about  half  completed. 

Total  excavation  to  date,  22,660  cubic  yards.  Length  of  channel-cutting,  3,175 
linear  feet.  Length  of  wing  and  training  dams  formed  with  the  excavated  material, 
3,675  linear  feet.    Length  of  river  worked  over,  li  miles. 

Dredge  No.  2  was  started  from  Grand  Forks  on  the  4th  of  May  and  the  work  on 
the  channel  was  commenced  at  a  point  about  13  miles  north. 

The  work  of  Dredge  No.  2  has  so  far  been  conflnod  to  the  removal  of  a  few  small 
bars  and  to  clearing  and  extending  some  of  the  old  channel  cuttings  ,and  repairing 
the  wing  and  training  dams.  • 

This  portion  of  the  river  has  been  improved  in  former  years,  but  at  a  higher  stage  of 
water,  so  that  some  of  the  small  bars  that  had  before  been  passed  over,  it  was  now 
considered  necessary  to  remove. - 

Totsd  excavation  to  date,  21,875  cubic  yards.  Length  of  channel  cuttings,  5,135 
linear  feet.  Number  of  new  channels  cut,  10.  Number  of  old  cuttings  widened  ahd 
extended  and  the  wing  and  training  dams  repaired,  7.  Length  of  wing  and  train- 
ing dams  formed  with  the  excavated  material,  5,850  linear  feet. 

Length  of  river  worked  over,  SO  miles. 

Summary. 


Excavft- 
tion. 

Length  of 

channel 

made. 

New  cut- 
tings. 

Old  eat- 
tfaies  ex. 

Wiogand 
training 
dama. 

River 

worked 

over. 

T)r©r!ffft  No.  1 

Ou.  ydt, 
22,6e0 
21, 875 

Lin./t. 
3,176 
5,136 

2 

10 

Linear/eet. 

3,675 
6,850 

DreilgoNo.  2 

7 

Total 

44,535 

8,310 

12 

7 

0,625 

81i 

The  new  channels  this  year  have  all  been  made  60  feet  wide,  with  a  low-water 
depth  of  4  feet. 

Average  cost  of  the  dredging,  13  cents  per  cubic  yard. 

Cost  of  subsistence  per  ration,  38^  cents. 

Steamboat  No.  2,  Ogama,  operated  in  connection  with  the  dredges,  towing  the  fleet 
and  keeping  up  the  supply  of  fuel,  subsistence,  etc.,  has  made  17  trips  so  far  this 
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season.  Total  miles  run,  873.  (The  cost  of  maintaining^  and  operating  the  steam- 
boat is  inclnded  in  the  cost  of  the  work.) 

Owing  to  low  water  during  the  last  half  of  the  boating  season  of  1890,  aU  of  the 
steamboats  on  the  Red  River  were  laid  up.  So  far  this  year  there  has  been  a  good 
navigable  stage,  averaging  abont  1|  feet,  on  the  Grand  Forks  gauge;  a  favorable 
stage,  also,  for  the  dredging  operations. 

The  steamer  H,  W,  Alsop,  of  the  Red  River  Transportation  Company,  with  a  fleet 
of  barges,  has  been  operated  day  and  night  since  the  opening  of  navigation,  bring- 
ing wheat  from  the  north  and  south  to  Grand  Forks.  The  steamer  Alaop  has,  how- 
ever, been  the  only  boat  run  on  the  Red  River  this  year. 


Very  respectfully,  your  obedient  servant, 


Maj,  W.  A.  Jones, 

Corps  of  £ngiiieers,  U,  S.  A, 


R.  Davenport. 
AaHstani  Engineer. 


COMMERCIAL  STATISTICS. 

There  are  two  steamboat  lines  now  on  the  Red  River:  At  Fargo,  N.  Dak.,  the 
Grandin  line ;  one  steamer,  the  GrandiUy  220  tonA.  with  four  barges,  two  of  300  tons, 
one  of  250  tons,  and  on»  of  200  tons.  At  Grand  Forks,  the  Red  River  Transportation 
Company,  two  steamboats,  the  PUtckj^  tons,  and  the  H.  W.  AUop,  157  tons,  with 
ten  barges,  four  of  178  tons,  one  of  202  tons,  one  of  155  tons,  one  of  166  tons,  and 
three  of  72  tons. 

Comparative  statement  of  freight  moved  by  steamboats  and  barges  during  the  past  1£  years. 


Tear. 

Tons. 

Year. 

TOTIH. 

Year. 

Tons. 

1800    

1,710 

3,866 

12, 140 

10,405  1 

188C 

10,507 
2rt,043 
29. 046 
25,314 

1882   

31,652 
26,557 

1889 

1885 

]881 

1888 

1884 

1880 

21,«5i 

1887    

1883 

1879 

17,829 

BB7. 

SURVEYS  FOR  RESERVOIRS  AT  THE  SOURCES  OF  MISSISSIPPI,  ST.  CROIX, 
CHIPPEWA,  AND  WISCONSIN  RIVERS. 

Nbtbing  was  done  under  this  Lead  during  the  past  fiscal  year,  no 
funds  having  been  available  for  such  work.  For  account  in  detail  of 
these  surveys  reference  is  made  to  pages  1507  and  1508,  Appendix  Y, 
Part  n,  Annual  Eeport  of  the  Chief  of  Engineers,  1886. 


Money  statement. 

Amonnt  (estimated)  required  for  completion  of  existing  project 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
'     harbor  acts  of  1866  and  1867. 


$50,000 


BBS. 

GAUGING  MISSISSIPPI  RIVER  AT  OR  NEAR  ST.  PAUL,  MINNESOTA. 

The  Board  of  Engineers,  to  whom  was  referred  the  project  for  the 
application  of  $37,500,  appropriated  by  the  river  and  harbor  act  of  Au- 
gust 5, 1886,  for  reservoirs  at  the  headwaters  of  the  Mississippi  River, 
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recommended  in  their  report,  dated  May  24, 1887,  "that  such  gaugings 
be  made  at  or  near  St.  Paul  during  the  annual  operation  of  the  reser- 
voirs as  shall  determine  accurately  the  discharge  at  that  point  at  crit- 
ical periods.^'    (Page  1692,  Annual  Report  Chief  of  Engineers,  1887.) 

The  river  and  harbor  act  of  August  11, 1888,  authorized  the  gaugings 
and  provided  for  them  as  follows: 

And  the  Secretary  of  War  shall  cause*  snch  gan^ngs  to  be  made  at  or  near  St. 
Paul  during  the  annual  operation  of  said  reservoirs  as  shall  determine  accurately 
the  discharge  at  that  point,  the  cost  of  the  same  to  be  paid  out  of  the  annual  appro- 
priation for  gauging  the  waters  of  the  Mississippi  River  and  its  tributaries. 

«  »  #  #  #  »  • 

Sec.  6.  That  for  the  purpose  of  securing  the  uninterrupted  gauging  of  the  waters 
of  the  Lower  Mississippi  River  and  its  tributaries,  as  provided  for  in  joint  resolu- 
tion of  the  21st  of  February,  1871,  upon  the  application  of  the  Chief  of  Engineers, 
the  Secretary  of  War  is  hereby  authorized  to  draw  his  warrant  or  requisition  from 
time  to  time  upon  the  Secretaiy  of  the  Treasury  for  such  sums  as  may  be  necessary 
to  do  such  work,  not  to  exceed  in  the  aggregate  for  each  year  the  amount  appro- 
priated in  this  act  for  such  purpose :  Provided,  hoicwery  That  an  itemized  statement 
of  said  expenses  shall  accompany  the  Annual  Report  of  the  Chief  of  Engineers. 

Gaugings  were  not  made  until  the  fall  of  1889,  although  an  allotment 
of  9900  for  the  fiscal  year  ending  June  30, 1889,  had  been  made.  On 
account  of  the  lateness  in  the  season  and  the  condition  of  the  river  it 
was  not  deemed  advisable  to  expend  any  of  the  money  that  year. 

The  allotments  of  $600  and  $900  made  for  the  fiscal  years  1889-W. 
and  1890-'91,  respectively,  were  applied  to  gauging  the  Mississippi 
Kiver  at  St.  Paul. 

During  the  past  year  a  total  of  62  gaugings  have  been  made,  57  of 
the  Mississippi  Eiver  at  St.  Paul  and  5  of  the  Minnesota  River  at  its 
mouth. 

The  following  are  the  gaugings  made  during  the  fiscal  year  1890-^1 : 


ISfo, 


Bate. 


Plaoe. 


Method. 


Keading 
of  St. 
Panl 
Signal 
Sen'ioe 
Gauge. 


Discharge 
In  cubic 
feet  per 
second. 


Remarks. 


1890. 
Oct       1 


Oct 


Oct  11 

Oct  16 

Oct  16 

Oct  36 

Oct.  23 


Oct.  24 

Oct.  31  1 

Xov.  1 ' 

Nov.  1 1 

Nov.  7 


Nov.     8 1 
I 
Nov.    20 

Nov.   26 
Nov.   28 


Mississippi  River  above 

( hnaha  Kailway  bridge, 

St.  Panl. 
M  issisaippi  River  above 

Robert  street  bridge, 

St  Paul. 

...do 

...do 

...do 

Minnesota  River  at  its 

mouth. 
Mississippi  River  above 

Roliert  stroet  bridge, 

St  Paul. 

...do 

...do 

...do 

3Ilnnesota  River  at  its 

month. 
Mississippi  River  above 

ICobert  street  bridge, 

.St  Panl. 
Minnesota  River  at  its 

month. 
M  ississippi  River  above 

Robert  street  bridge, 

St  Paul. 
Minnesota  River  at  ita 

month. 
Missiaaippi  Riverabove 

Robert  street  bridge, 

StPanl. 


Current  meter . 


.do. 


.do. 
.do. 
do. 
.do. 

.do. 


do. 
do  . 
.do  , 
do  . 

do  . 


.do  . 
.do. 


.do. 
do. 


1.8 
1.81 


1.70 
2.26 
2.30 


2.40 


2.43 
2.44 
2.28 


2.11 


l.SO 


4,533.14 
4,100.14 


3.039.36 

4,789.26 

4.788.03 

442.  GO 

4,995.04 


4,895.57 

6, 085. 18 

4, 760. 10 

469.97 

4,647.99 


302.43 
3,353.83 

450.34 
3,451.68 
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Ko. 


Date. 


Place. 


Method. 


of  St. 
Paul 
Signal 
Service 
Gange. 


Discharge 
in  cubic 
feet  per 
second. 


Remarks. 


1890. 
Nov.    28 

1891. 
May     5 


May     6 

May     7 
May     8 


May  9 

May  11 

May  12 

May  13 

May  14 

May  15 

May  16 

May  18 

May  19 

May  20 

May  21 

May  22 

May  23 

May  24 

May  26 

May  27 

May  29 

May  30 

Jane  4 


Jnoe     6 


Jane 
June 


Jane     0 
Jane  10 


Jane  11 

June  12 

June  13 

Jane  15 

Juhe  16 

June  17 

June  18 

June  10 

Jane  20 

Jane  22 

Jane  2:) 

June  24 

June  25 

June  20 

60  ;  Jane  27 

61  June  29 


62 


Minnesota  Aiver  at  its 
month. 

Missiseippi  RivrtralM>ve 
Kobert  Htreet  bridge, 
St.  Paul. 

...do 

...do 

...do 


Current  meter . 


Electrical  cur- 
rent meter. 


.do. 
.do. 
.do  . 
.do. 
..do. 
.do. 
.do  . 
..do. 


June   30 


....do. 
...do. 
. . .  do  . 
.:..do. 
. . .  .do  . 
...do  . 
...do  . 
...do  . 
-...do  . 
....do. 
...do. 
. . .  .do  . 
....do. 
....do. 
....do. 
....do. 

....do. 


.do. 
.do  . 
.do  . 

.do. 
.do. 
.do. 
..do. 
..do. 
..do. 
..do. 
..do. 


do do  . 

— do do  . 

— do do  . 

do do  . 

MiBBissippi    Uiver     at   do. 

Dayton  Blutt,  St.  Paul. 

...do 

...do 

...do 

...do 

...do 

Mississippi  Kiver  above 

Robert  Btrect  bridge, 

St.  Paul. 
Mississippi    Kiver     at 

Dayton  Bluff,  St  Paul. 

do do 

Mississippi  iUver  above do 

Robert  street  bridge,  I 

St.  Paul. 

do do 

do do 


....do 

....do 

....do 

....do 

...do 

....do I 


do. 


do  . 
-do. 

do  . 
.do- 
.do  . 
.do  . 

do  . 

do  . 
.do. 

do  . 
-do  . 

do  . 

do  . 

do  . 
.do. 
.do. 

.do. 


4.75 


4.64 
4.52 
4.46 

4.32 
4.06 
8.92 
8.75 
8.78 
■  8.71 
3.74 
3.42 

3.20 
3.07 
3.14 
3.05 
2.99 

2.89 
2.93 
2.80 
2,81 
2.82 
2.84 


2.77  ; 


2.77  I 
2.64 


2.72 
2.67 

2.61 
2.51 
2.57 
2.56 
2.81 
2.82 
2.81 
2.82 
2.81 
2.61 
2.56 
2.72 
2.59 
2.39 
2.60 

a  77 

2.70 


896.01 
10,  ICO.  00 


10,357.63 
9,329.56 
9, 153. 88 

8,633.54 
8,350.85 
7,919.28 
7,502.04 
7, 519. 57 
7.424.08 
7, 902. 52 
6,934.57 

6,591.44 
6, 191. 61 
6,432.89 
6,311.36 
6, 175. 12 

6,100.76 
6.035.22 
5,919.99 
5,730.81 
5,875.40 
6,072.79 


5,853.64 


5,729.17 
5.675.02 


5,700. 
5,639. 

5,564. 
5,214. 
5,318. 
6,407. 
5,033. 
6,007. 
5,838. 
6,003. 
5,887. 
5,422. 
5, 410. 
5,668. 
5,429. 
5,250. 
5,400. 
5,829. 


Wind  do^matream. 


Do. 
Strong  wind  down- 

streara. 
Wind  downstream. 


Do. 


Wind  upstream. 

Do. 
Strong  wind  down- 
stTMun. 

Do. 
Wind  downstream. 
Wind  upstream. 

Do. 


Wind  upstream. 


Wind  downstream. 


Stponfj  wind  down* 
stroam. 


5,622.01 


Rain. 

Wind  upstream. 
Rain. 

Strong  wind  down- 
stream. 


The  gaugiiigs  were  made  by  observing  the  niid-depth  velocities  in 
s(»ction8  20  feet  apart.  Mean  velocity  was  taken  as  95  per  cent,  of  mid- 
depth  velocity. 

A  series  of  observations  were  taken  in  June  to  determine  the  ratio, 


n 


,  for  the  gauging  section  at  St.  Paul,  and  was  found  to  be  0.948. 


The  results  of  the  gaugings  are  interesting  and  valuable  so  far  as 
they  go,  but  the  money  heretofore  allotted  and  made  available  for  gaug- 
ings has  been  inadequate  to  procure  the  information  needed  for  a  cor- 
rect and  scientific  investigation  of  the  efi'ect  of  the  reservoir  water  on  the 
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Mississippi  River.  It  is  imperative  that  this  effect  shall  li^e  ascer- 
tained and  established  beyond  question.  The  knowledge  gained  would 
be  of  use,  not  only  in  connection  with  the  present  reservoir  system  at 
the  head  waters  of  the  Mississippi  River,  but  also  in  determining  the 
value  of  reservoirs  as  a  means  of  improving  rivers  in  general. 

It  is  recommended  that  Congress  be  asked  to  fix  the  amount  to  be  an- 
nually available  for  this  specific  work.  An  examination  of  the  legislation 
affecting  gauges  indicates  that  Congress  intended  the  sum  to  be  $4,600. 
Previous  to  the  act  of  August  11, 1888,  the  annual  expenditures  of  gauges 
and  gauging  of  the  Lower  Mississippi  River  was  limited  by  law  to  $5,000. 
When,  in  1888,  it  was  provided  for  paying  the  expenses  of  "  gaugings 
at  and  near  St.  PauL"  etc.,  "  out  of  the  annual  appropriation  for  gaug- 
ing tiie  Mississippi  River  and  its  tributaries,"  the  limit  was  increa^  to 
$9,600. 

Amount  expended  during  fiscal  year  ending  tfune30, 1891,  including 
outstanding  liabilities,  $900. 

A^BKCACT  OF  ALLOTllEMTS. 

For  fiscal  year  ending  June  30, 1889 *$900.00 

For  fiscal  year  ending  June  30,  1890 600.00 

For  fiscal  year  ending  June  30,  1891 : 900.00 

Money  statement. 

Amount  allotted  for  fiscal  year  ending  Jime  30,  1891 $900.00 

Amount  aUotted  foi  fiscal  year  ending  June  30,  1892 900.00 

1,800.00 
June  80, 1891,  amount  expended  during  fiscal  year 620. 93 

July  1, 1891,  balance  unexpended 1,179.07 

July  1, 1891,  outstanding  uabilitios 279.07 

July  1, 1891,  balance  available 900.00 

f  Amount  that  can  be  profitably  cxpeu<Ie<l  in  fiscnl  year  ending  Juue30, 1893      4, 600. 00 
<  Submitted  in  compliauce  with  requirements  of  sections  2  of  river  and 
t    harbor  acts  of  1866  and  1867. 


Itemized  Btaiement  of  expenditures  duHng  the  fiscal  year  ending  June  SO,  1891. 


D«te. 


1890. 
Oct    28 
iWU     28 
Nov.     5 

Nov.     fl 

Nov.  13 

Nov.   18 
Nov.  28 

Doc     0 


To  whom  paid. 


C.H.Newlrary 

A.Ifi.WAldTaii 

D.W.CoUies 

Lonis  Gibson 

Soribner-Libbey  Co 

A.  O.  Powell,  aMiHtaiit  engineer. 

Bocurinffer  &,  Son 

Aniwi,  Wright  &  Co 

Sondrypenons 

Henry  K.  Wodelstni-dt  &  Co 

Soren  Deneaen 

J.B.KiTO0 

Robinaon  &  Cary  Co 

George  J.  Grant 

Brown,  Traoy  &  Co 

Bimdrv  persons 

A.0.ix»well,  aaaistant  engineer. 


For  what  paid. 


Pa  V  roll,  October,  1890 

...do , 

...do 

...do 

Sinkers,  etc 

Triivd  ing  expenses , 

T»  ^« 

"\Vir« , 

Phi  t  pa>  roll  for  November,  1890. 

I.OVI'f  iHKikH 

WiiHhiug 

S4T  vio«*H , 

Sheave,  etc , 

Lumber,  etc 

Stat  ionery 

Part  pay  roll  for  November,  1890. 
Traveling  expenses , 


Amonnta 


$2.00 
2.50 
32.91 
10.60 
0.14 
2.00 
1.00 
.S3 
0.61 
1.00 
4.05 
2.50 
6w83 
2.60 
11.25 
U.36 
4.88 


*  Not  used. 
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Itemized  statement  of  expenditures  during  the  fiscal  year  ending  June  30,  1891 — Con- 
tinued. 


Date. 


To  whom  paid. 


For  what  paid. 


Amount. 


1891. 
Apr.  23 
Apr.  24 
May   11 

Hay  20 
Janel,  5 
June  5 
Jane  18 


June  22 


June  24 
June  26 


One  dry  battery 

U««of  .skifl-- 

Batteries,  registers,  etc. 

Drayage 

Wire,  etc 

Pay  roll  for  May,  1891 


Ames,  Wright  &  Co 

James  E.  Aiige 

Buif  &Serger ».. 

Ch  arles  Crodbout 

Adam  Decker  &  Co 

Sundry  persons 

...do Pay  roll  for  April,  1891 

Steamer  Henrietta '  Transportation 

Scribner-Libbey  ('o '  Brass  tubes,  etc 

M.  F.  Kennedy  &  Bros I  Oars,  etc 

Tniveliug  expenses 

Battery 

Trareung  expenses . . . . 

Wire  rope,  cord,  etc  ... 


George  W.  Allen  . 

Ames,  Wright  &  Co 

George  W.  Allen » . 

BobSnson  &  Gary  Cp 


$1.50 

2.00 

245.80 

.SO 

.25 

185.00 

13.50 

2.50 

3«.85 

2.00 

.2.24 

1.50 

1.10 

16.97 


620.03 


Outstanding  liabilities  June  SO,  1891. 


To  whom, 


jDwing. 


On  account  of— 


Sundry  persons Payroll  for  June,  1800. 

D.  Bamaley  &  Son '  Knvelopes 

Henry  E.  Wedels taed  t  &  ( '<> '  Stationery 


Expended  during  fiscal  year  ending  June  30, 1^1 . 
Total 


Amount. 


$273.50 
4.25 
1.32 


279. 07 
620. 93 


900.00 


B  B  g. 

PRELIMINARY  EXAMINATION  OF  HARBOR  AT  HUBSON,  WISCONSIN,  WITH 
A  VIEW  TO  PREVENT  THE  CITY  BEING  CUT  OFF  FROM  THE  NA^TIGABLE 
CHANNEL  OF  THE  ST.  CROIX  LAKE,  AS  A  RESULT  OF  THE  GOVERN- 
MENT DIKE  NOW  CONSTRUCTED  AT  THAT  POINT,  AND  WITH  A  VIEW 
TO  THE  FEASIBILITY  OF  CONDUCTING  THE  WATERS  OF  WILLOW  RIVER 
PAST  THE  CITY  OF  HUDSON  INTO  THE  NAVIGABLE  CHANNEL  OF  THE 
LAKE. 

[Printeil  in  House  Ex.  Doc.  No.  268,  Fifty-first  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
WashingtoYij  D.  C,  February  18, 1891. 

Sir:  I  have  the  honor  to  submit  the  accompanying  copy  of  report 
dated  February  10,  1891,  from  Maj.  W.  A.  Jones,  Corps  of  Engineers, 
giving  results  of  preliminary  examination  of  the  harbor  of  Hudson, 
Wis.,  "  with  a  view  to  prevent  the  city  being  cut  off  from  the  navigable 
channel  of  the  St.  Croix  Lake,  as  a  result  of  the  Government  dike  now 
constructed  at  that  point,  and  with  a  view  to  the  feasibility  of  conduct- 
ing the  waters  of  Willow  Eiver  past  the  city  ef  Hudson  into  the  navi- 
gable channel  of  the  lake,"  made  to  comply  with  provisions  of  the  river 
and  harbor  act  approved  September  19, 1890. 

Major  Jones  reports  that  the  city  of  Hudson  has  an  excellent  harbor 
and  that  the  proposition  to  create  a  new  channel  for  Willow  River  in 
order  to  improve  a  harbor  that  is  good  enough  already  is  unreasonable 
and  probably  very  expensive.  Basing  his  opinion  upon  the  facts  set 
forth  in  his  report,  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  En- 


Digitized  by 


Google 


APPENDIX    BB ^REPORT   OP   MAJOR   JONES.  2219 

gineer,  Northwest  Division,  concurs  with  Major  Jones  that  this  harbor 
is  not  worthy  of  improvement  in  the  manner  designated  by  the  act; 
and  the  views  of  these  officers  meet  with  my  approval. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Qm.y  Chief  of  Engineers. 
Hon.  Eedfield  Proctor, 

Secretary  of  War. 


report  op  major  w.  a.  jones,  corps  op  enoineers. 

United  States  Engineer  Office, 

St.  Pauly  Minn.y  February  lOy  1891. 

General:  I  have  the  honor  to  report  the  result  of  a  preliminary  ex- 
amination of  the  "harbor  at  Hudson,  Wis.,  with  a  view  to  prevent  the 
city  being  cut  off  from  the  navigable  channel  of  the  St.  Croix  Lake,  as 
a  fesult  of  the  Goveminent  dike  now  constructed  at  that  point,  and 
with  a  view  to  the  feasibility  of  conducting  the  waters  of  Willow  Kiver 
past  the  city  of  Hudson  into  the  navigable  channel  of  the  lake,'^  as  pro- 
vided for  in  the  river  and  harbor  act  of  September  19, 1890. 

The  city  of  Hudson,  Wis.,  lies  upon  the  east  bank  of  the  lake  portion 
of  the  St.  Croix  Eiver.  Willow  Eiver,  a  small  stream,  empties  into  the 
lake  at  the  upper  end  of  the  city.  At  its  mouth  is  a  large  bar  with 
deep  water  above  and  below.  The  channel  of  the  St.  Croix  Kiver  passes 
around  the  bar  and  along  the  west  or  Minnesota  shore  of  the  lake. 

The  bar  may  have  been  formed  by  sediment  brought  down  Willow 
River  as  well  as  by  other  causes.  At  any  rate  the  bar  is  of  old  forma- 
tion, as  shown  by  the  fact  that  more  or  less  bowlders  are  found  on  it 
which  could  not  have  been  brought  down  by  the  action  of  Willow 
Eiver. 

Furthermore,  Willow  Eiver  has  for  many  years  past  been  improved 
for  water-power  purposes,  and  it  is  not  likely  that  sediment  in  any  great 
quantity  is  now  carried  through  the  mill  pond  to  be  deposited  on  the 
bar.  The  Chicago,  St.  Paul,  Minneapolis  and  Omaha  Eailway  Company 
took  advantage  of  the  bar  to  cross  the  lake. 

I  inclose  herewith  two  maps*  of  the  harbor  of  Hudson,  one  the  result 
of  a  careful  survey  in  1879,  prior  to  the  construction  of  the  Government 
dike  referred  to  in  the  act,  and  the  other  from  a  survey  made  under  my 
direction  in  January,  1891.  These  fully  ilhistrate  the  situation,  and 
from  them  it  will  be  seen : 

(1)  That  the  cily  of  Hudson  had  an  excellent  harbor  in  1879. 

(2)  That  she  has  to-day  an  excellent  harbor. 

(3)  That  there  has  been  no  material  change  in  the  said  harbor  since 
1879.  The  upper  end  of  the  Hudson  Harbor  has  a  soft  bottom.  The 
soundings  made  last  month  through  the  ice  are  probably  more  reliable 
than  those  made  for  the  survey  during  open  water  in  October,  1879. 
The  soundings  for  the  latter  were  made  from  a  rowboat,  on  time  and 
between  loca^Bd  buoys.  The  sounder  could  not  have  had  time  to  care- 
fully feel  of  the  bottom  and  may  have  measured  mud  as  well  as  water. 
This  explanation  may  account  for  the  slight  difference  in  depth  exhib- 
ited by  the  surveys  for  the  upper  end  or  shoalest  part  of  the  harbor. 

(4)  That  the  proposition  to  create  a  new  channel  for  Willow  Eiver  in 

*Not  reprinted. 
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order  to  improve  a  harbor  that  is  good  enough  already  is  unreasonable 
and  probably  very  expensive. 

Despite  the  fact  of  a  good  harbor  at  Hudson,  there  are  no  commercial 
statistics  to  report,  since  there  has  been  no  material  commerce  in  recent 
times  that  I  am  aware  of.  These  are  the  reasons  which  induce  me  to 
state  that  the  harbor  of  Hudson  is  not,  in  my  judgment,  worthy  of  im- 
provement. 

Very  respei'tfuUy,  your  obedient  servant, 

W.  A.  Jones, 
Major  y  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineersy  U.  8.  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indonemeni.] 

TJ.  S.  Engineer  Office, 

Detroit,  February  13, 1891.  • 
Kespeetfully  forwarded. 

Basing  my  opinion  upon  the  facts  set  forth  in  this  report,  I  concur 
with  Major  Jones  that  the  harbor  at  Hudson,  Wis.,  is  not  worthy  of 
improvement  by  the  General  Government  in  the  manner  outlined  in  the 
terms  of  the  act  of  September  19, 1890. 

O.  M.  Poe, 
Colonel,  Corps  of  Engineers, 
Division  Engineer,  Northwest  Division. 


BB  ID. 


PRELIMINARY  EXAMINATION  OF  RED  RIVER  OF  THE  NORTH,  WITH  A 
VIEW  OF  IMPROVING  THE  NAVIGATION  OF  THE  SAME  BY  THE  CON- 
STRUCTION  OF  A  LOCK  AND  DAM  AT  GOOSE  RAPIDS  IN  SAID  RIVER. 

[Printed  in  Houso  Ex.  Doc.  No.  292,  Flfly-flrat  CongrosA,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  D.  C,  March  3, 1891. 

Sir  :  I  have  the  honor  to  submit  the  accompanying  copy  of  report 
dated  Febmary  23, 1891,  from  Maj.  W.  A.  Jones,  CoriJS  of  Engineers, 
giving  results  of  preliminary  examination  of  "Red  River  of  the  North, 
with  a  view  of  improving  the  navigation  of  the  same  by  the  construc- 
tion of  a  lock  and  dam  at  Goose  Ra])i(ls  in  said  river,"  made  to  comply 
with  provisions  of  the  river  and  harbor  act  approved  September  19, 
1890. 

Major  Jones  reports  that  it  is  perfectly  evident  tliat  a  lock  and  dam 
would  not  only  be  an  unnecessary  obstruction  in  tlie  navigation  of  the 
river,  but  that  it  would  be  an  unnecessary  expense,  and  therefore  in  his 
judgment  the  Red  River  of  the  North  at  Goose  Rapids  is  not  worthy  of 
improvement  by  means  of  a  lock  and  dam. 

Ool.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer,  Northwest 
Division,  concurs  in  the  opinion  that  this  locality  is  not  worthy  of  im- 
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provement  as  prox)os6d  by  the  act;  and  the  views  of  these  officers  meet 
with  my  approval. 

Very  respectfully,  your  obedient  servant, 

Thos.  LINCOLN  Casey, 
Brig.  Gen.^  Chief  of  Engineers. 
Hon.  Bedfield  Proctor, 

Secretary  of  War. 


report  of  major  W.  a.  JONES,  CORPS  OF  ENGINEERS. 

United  States  Engineer  Office, 

8t  Paulj  Minn.j  February  23^  1891. 
General:  In  compliance  Avith  the  requirements  of  the  act  of  Con- 
gress of  September  19, 1890, 1  have  the  honor  to  report  the  result  of  a 
preliminary  examination  of— 

Red  River  of  the  North,  with  a  view  of  improving  the  navigation  of  the  same  by 
the  construction  of  a  lock  and  dam  at  Goose  Rapids  m  said  river. 

This  matter  has  been  examined  before,  as  follows: 

This  proposed  improvement  was  first  suggested  by  Major  Farquhar 
in  his  report  on  an  examination  and  survey  of  the  river,  dated  March 
4, 1874.  In  1877  the  same  officer  estimated  the  cost  at  $219,287.99,  and 
located  the  proposed  improvement  so  as  to  flow  out  about  4  miles  of  the 
worst  portion  of  the  rapids.  In  1881  and  1882  Congress  appropriated 
$60,000  for  this  work. 

In  the  fall  of  1882,  Maj.  G.  J.  Allen  suggested  locating  the  lock  and 
dam  at  Buffalo  Neck,  about  8^  miles  below  Major  Farquhar^s  site.  This 
would  necessitate  a  greater  lift,  but  would  flow  out  a  longer  reach  ol 
the  rapids  and  reduce  the  dredging.  The  preliminary  estimate  of  cost 
was  placed  at  $240,992.85.  In  1883  a  survey  was  made  of  the  rapids,  a 
report  on  which  was  submitted  January  21, 1884.  In  that  report  Major 
Allen  presented  the  cost  of  three  plans  for  improving  the  rapids  as 
follows: 

(1)  Locks  and  diuns  at  Buffalo  Neck  and  Isabella  Island $476, 378. 49 

Dredging 4,750.00 

481,128.49 

(2)  Lock  and  dam  at  Buffalo  Nock 261,378.49 

Dredging 12,750.00 

274,128.49 

(3)  Dredging  the  bars  on  the  rapids  and  utilizing  the  dredged  material 

for  dams,  training  walls,  etc 30,  OOO.Oq 

The  officer  favored  the  third  plan  and  suggested  for  consideration  the 
advisability  of  rendering  the  appropriations  already  made  for  a  lock 
and  dam  available  for  dredging,  and  the  river  and  harbor  act  of  Con- 
gress approved  August  5, 1886,  authorized  such  expenditures  in  the 
following  words: 

Improving  Red  River  of  the  North,  Minnesota :  Continuing  improvement  from 
Breokenridffe  to  the  northern  boundary  line  of  the  United  States,  inclnding  dredg- 
ing, removal  of  snags  and  bowlders,  and  construction  of  wing  dams,  etc.:  and  the 
inoney  heretofore  appropriated  for  locks  and  dams  is  hereby  made  available  for  this 
purpose. 

The  balance  from  the  appropriations  for  lock  and  dam  was  accord- 
ingly transferred  to  the  improvement  of  the  lied  Biver  of  the  North. 
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At  and  in  the  vicinity  of  Goose  Bapids  the  Bed  Biver  of  the  North 
runs  through  a  plain  of  soft  alluvium  underlaid  with  clay.  At  scatter- 
ing intervals  on  this  plain  occur  small  deposits  of  drift  in  the  shape  of 
small  bowlders,  cobblestones,  and  gravel,  composed  of  several  varieties 
of  ciy stalline  rocks  and  a  well-deflned  fossOiferous  limestone.  At  Goose 
Bapids  the  river  cuts  through  a  number  of  these  deposits,  and  the  re- 
moval of  the  soft  material  has  left  the  drift  imbedded  in  the  clay  upon 
the  bottom  to  such  an  extent  as  to  prevent  furtlier  cutting  of  the  clay, 
and  hence  at  low-water' stages  there  is  quite  an  increase  in  the  river 
slox>e. 

Ft.permilo. 
Average  slope  at  low  water  over  the  whole  reach  at  Goose  Rapids^  a  distance 

of  22  miles 1 

Greatest  slope  at  any  oue  point  at  low  water  over  a  distance  of  .928  mile 4. 95 

Slope  of  Red  River  over  a  distance  of  154  miles  above  and  below  Goose  Rapids 

and  including  same 0.54 

From  the  foregoing  it  is  perfectly  evident  that  a  lock  and  dam  would 
not  only  be  an  unnecessary  block  in  the  navigation  of  the  river,  but 
that  it  would  be  an  unnecessary  expense.  By  removing  the  drift  and 
clay  which  are  the  cause  of  the  obstruction  at  this  point  the  excessive 
slope  can  be  so  distributed  as  to  no  longer  prove  a  hindrance  to  naviga- 
tion. This  is  the  project  under  which  the  improvement  of  the  river  is 
now  being  conducted. 

J  have  therefore  to  report  that  in  my  judgment  the  Bed  Biver  of  the 
Korth,  at  Goose  Bapids,  is  not  worthy  of  improvement  by  means  of  a 
lock  and  dam. 

COMMERCIAL  STATISTICS. 

[See  Annual  Report  for  fisoal  year  ending  Jnne  30, 1890.] 

There  are  two  steamboat  lines  now  on  the  Rod  River:  At  Fargo,  K.  Dak.,  the 
Grandin  Line;  one  steamer,  The  Grandin,  220  tons,  with  4  barges,  2  of  300  tons,  1  of 
250  tons,  and  1  of  200  tons.  At  Grand  Forks,  the  Red  River  Transportation  Com- 
pany, 2  steamboiits ;  the  Plucky  36  tons,  and  the  JET.  W,  AUop^  157  tons,  with  10  barges ; 
4  of  198  tons,  1  of  202  tons,  1  of  155  tons,  1  of  116  tons,  and  3  of  72  tons. 

Comparative  statement  of  freight  moved  by  steamboats  and  barges  during  the  past  11  years. 


Tons. 

1889 3,866 

1888 f 12,140 

1887 10,405 

1886... 10,507 

1885 23,043 

1884 29,046 


Tons. 

1883 25,314 

1882. _ 31,a52 

1881 26,557 

1880 21,651 

1879 17,859 


Very  respectfully,  your  obedient  servant, 

W.  A.  Jones, 
Major  J  Corps  of  Engineers. 
Brig,  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 
(Through  Col.  O,  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indorsement.] 

U.  S.  Engineer  Office, 
Detroit,  February  36,  1891. 
Eespectfally  forwarded. 

I  concur  in  the  opinion  that  "  Bed  Eiver  of  ^he  North,  with  a  view  of 
improving  the  navigation  of  the  same  by  the  construction  of  a  look  and 
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dam  at  Gk>os6  Bapids,"  is  not  worthy  of  improvement  by  the  Oeneral 
Government. 

O.  M.  PoE, 
Oolonelj  Corps  ofUngineerSj 
Division  Engineer j  Northwest  Division^ 


B  B  II. 


PRELIMINARY  EXAMINATION  OF  CREEL'S  BAY,  TOTTEN  BAY,  AND  MIN- 
NEWAUKEN  SHOALS,  IN  DEVIL  LAKE,  NORTH  DAKOTA,  WITH  AN 
ESTIMATE  OF  THE  COST  OF  IMPROVING  THE  SAME  BY  DREDGING  OR 
OTHERWISE,  SO  AS  TO  REESTABLISH  THE  NAVIGATION  OP  SAID 
LAKE. 

[Printed  in  House  Ex.  Doo.  Ko.  20S,  Fifty-first  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington^  B.  0,,  March  5, 1891. 
.  Sir  :  I  have  the  honor  to  snbmit  the  accompanying  copy  of  report 
dated  February  24, 1891,  jfrom  Maj.  W.  A.  Jones,  Corps  of  Engineers, 
giving  results  of  preliminary  examination  of  Creel  Bay,  Totten  Bay, 
and  Minnewauken  Shoals,  in  Devil  Lake,  North  Dakota,  "  with  an  es- 
timate of  the  cost  of  improving  the  same  by  dredging  or  otherwise,  so 
as  to  reestablish  the  navigation  of  said  lake,"  made  to  comply  with 
provisions  of  the  river  and  harbor  act  approved  September  19, 1890. 

Both  Major  Jones  and  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division 
Engineer,  Northwest  Division,  report  that  in  their  opinion  these  locali- 
ties are  not  worthy  of  improvement  by  the  General  Government,  and  I 
concur  in  the  conclusions  reached  by  these  officers. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig,  Gen.y  Chief  of  Engineers. 
Hon.  Kedfield  Peoctor, 

Secretary  of  War. 


United  States  Engineer  Office, 

St.  Paul^  Minn.y  February  24^  1891. 
General  :  I  have  the  honor  to  report  having  made  an  examination 
of  ^*  Creel  Bay,  Totten  Bay,  and  Minnewauken  Shoals^  in  Devil  Lake, 
North  Dakota,  with  an  estimate  of  the  cost  of  improvmg  the  same  by 
di-edging  or  otherwise,  so  as  to  reestablish  the  navigation  of  said  lake." 
Devil  Lake  Ues  wholly  witMn  the  State  of  North  Dakota,  and  its 
waters  have  no  communication  whatever  with  the  waters  of  any  other 
State.    It  can  not,  therefore,  be  classed  among  the  navigable  waters  of 
the  United  States,  and  hence  I  do  not  see  how  it  can  be  considered  as 
a  worthy  subject  of  improvement  by  the  General  Government. 
Very  respectfully,  your  obedient  servant, 

W.  A.  Jones, 
Major  J  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  DiviBion.) 
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[First  indoTBement.] 

U,  S.  ENaiNEEB  Office, 
Detroit,  February  26, 1891. 
Respectfully  forwarded. 

From  the  statements  hereto  attached  it  does  not  apx>ea>r  that  either 
the  present  or  prospective  commerce  of  DevU  Lake  is  suflScient  to 
justify  the  very  considerable  cost  of  the  dredging  that  would  be  re- 
quired at  Creel  Bay,  Totten  Bay,  and  Minnewauken  Shoals,  to  obtain 
even  a  temi)orary  improvement. 

For  this  reason,  and  not  for  that  assigned  by  Major  Jones,  United 
States  Engineers,  I  am  of  opinion  that  the  localities  named  are  not 
worthy  of  improvement  by  the  General  Government. 

O.  M.  PoB, 
Cohnelj  Corps  of  EngineerSy 
Division  Engineer,  Northwest  DivuUm. 


COM M KKCI AL   STATISTICS. 

Devil  Lake,  December  17, 1890. 

V^hereas  by  reason  of  the  rccoding  the  past  few  years  of  the  water  in  Devil  Lake, 
the  business  of  navigation  has  very  mateiiaUy  decreased,  and  our  business  interests 
materially  suffer  thereby, 

Beaolved,  That  it  is  the  sense  of  this  Chamber  of  Commerce  that  the  United  States 
Government  should,  by  a  system  of  dredging  or  otherwise,  seek  to  so  imjirove  the 
navigation  of  Devil  Lake  Bay  as  to  permit  the  steamers  to  land  at  their  former 
landing  place;  and  second,  to  inquire  into  the  feasibility  of  turning  Mouse  River 
into  Devil  Lake  by  means  of  a  canal  for  the  Joint  purpose  of  increasing  the  volume^ 
of  waters  into  Devil  Lake,  and  for  irrigation  purposes  along  the  line  of  the  pro- 
posed canal  J  third,  to  inquire  into  the  feasibility  oi  turning  the  waters  of  the  Mis- 
souri River  into  the  Mouse  River  for  irrigation  and  navigation  purposes,  thence  by 
the  canal  into  Devil  Lake  for  a  storage  reservoir  of  surplus  water,  then  down  the 
Cheyenne  for  irrigation  purposes,  thence  into  the  Red  River  of  the  North  for  improv- 
ing navigation  thereon,  we  believe  that  the  great  volume  of  water  which  flows 
from  the  Mouse  River  at  June  or  spring  floo<£  could  be  turned  into  Devil  Lake, 
and  would  restore  the  latter  to  its  former  height,  and  if  continued  on  to  the  Rea 
River  would  make  that  stream  of  much  greater  commercial  importance,  and  would 
help  solve  the  irrigation  problem  for  the  farmers  along  the  course  of  these  streams. 

Besolvedf  That  we  have  carefuUy  read  over  the  statement  submitted  by  Capt.  E.  E. 
Heerman  to  Mai .  William  A.  Jones,  of  the  United  States  Engineering  Corps,  relative  to 
the  rainfall  and  lowering  of  the  lake,  and  the  consequent  decline  in  business,  and 
that  we  know  these  statements  are  true  in  every  particular,  and  earnestly  urge  some 
action  by  the  Government  to  improve  navigation  on  our  lake. 

A.  O.  Whipple, 

Presideni, 
Jas.  V.  Brooke, 

Secretary, 


Devil  Lake,  N,  Dak.,  December  15, 1890. 
Deak  Sib  :  On  May  27,  of  1883,  the  first  steamer  in  running  operation,  the  steamer 
Arrow,  was  put  on  the  lake  at  expense  of  $5,800.  On  the  4th  of  July  of  the  same 
year  the  steamer  Minnie  H.  was  put  on  the  lake  at  a  cost  of  $32,000,  it  is  about  160 
tons  burden,  and  since  that  time  there  has  been  another  boat  put  on  at  an  expense 
of  alK)ut  $l,o00.  The  first  two  boats  since  thir  first  launching  have  been  running 
continuously  from  ojpening  until  close  of  navigation  each  year,  but,  owing  to  the 
decline  in  business  since  1887,  thoy  have  been  run  at  a  great  loss.  Unless  there  is 
something  done  to  bring  the  boats  back  to  the  old  landing  at  Devil  Lake,  they 
must  be  {U)andoned,  much  to  the  inconvenience  of  the  public  at  large,  particularly 
that  of  the  fanner  residents  on  the  south  shore,  and  to  tne  great  financial  loss  of  tii^ 
owner. 
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'Hie  follow  in  jcj  is  a  correct  record  of  the  freight  tonnage,  Heermau  Hue  of  steamers^ 
Devil  Lake,  N.  Dak.,  for  the  years  1887  to  1890,  inclusive: 

In  1887  the  tonnage  aggregated  l,339iy^Jf  tons,  a«  follows: 

Pounds. 

From  the  railroad 1,635,510 

Frank  Pahner,  Indian  trader,  and  miscellaueous  freight 114, 510 

Settlers'  supplies 100, 000 

Lime  and  lumber -. 27, 600 

W.  S.  Peck,  post  trader,  and  miscellaueous  freight 20, 500 

13,000  bushels  wheat 780,000 

Total 2,678,120 

In  1888  the  business  fell  off  on  account  of  low  water,  and  not  more  than  800  tons  of 
freight  was  carried.  In  1889  the  freightage  did  not  exc<jed  600  tons,  and  in  1890  the  ton- 
nage fell  to  300  tons.  From  1883,  when  there  was  nothing  done  on  the  lake,  the 
freight  tonnage  and  passenger  traffic  steadily  and  rapidly  increased  each  successive 
season,  reaching  maximum  figures  1887,  as  above  set  forth.  Since  the  last-named 
dat-e,  owing  almost  entirely  to  the  falling  of  the  lake,  the  decrease  in  tonnage  has 
been  even  more  marked  than  was  the  previous  ratio  of  increase,  declining  from  1,300 
tons  in  1887  to  300  tons  in  1890.  The  passenger  traffic  had  also  steadily  increased  in 
like  ratio  from  1883  to  1887,  reaching  its  maximum  figure  in  1887,  when,  in  the  ab- 
sence of  any  special  record  kept,  I  snould  estimate  that  we  transported  fully  3,000 
passengers,  while  during  the  past  season  of  1890  we  have  ^ot  carried  to  exceed  1,000 
passengers.  By  reason  of  the  low  stage  of  water  our  steamers  each  year  since  1887 
have  had  to  land  at  improvised  docks  each  season  farther  removed  from  the  city  of 
Devil  Lake  than  the  preceding  year,  so  that  now  freightage  and  passengers  must  be 
transported  by  wagons  and  stages  over  a  rough  road  around  the  bay,  a  circuitous 
route  of  over  3  miles,  to  the  present  landing.  This  materially  adds  to  the  cost  of 
freight  transportation,  and  not  only  to  the  cost  but  very  greatly  to  the  discomfiture 
of  pleasure  tourists  and  the  business  i)ublic  generally.  Had  the  waters  not  receded 
it  is  an  apparent  foct  that  instead  of  decreasing  in  volume  the  business  of  navigation 
on  Devil  Lake  would  have  each  year  increased  in  a  ratio  similar  to  the  rapid  devel- 
opment of  the  tributary  country,  the  great  increase  of  population,  and  the  growing 
popularity  of  the  lake  as  a  summer  resort.  The  city  of  Devil  Lake  is  the  natural 
trade  and  financial  center  of  a  vast  tributary  region. 

I  respectfully  submit  herewith,  uh  estjiblishing  the  foregoing  facts,  a  few  brief  let- 
ters from  our  more  promincut  business  firms. 

Maj.  AV.  A.  Jones, 

Corps  of  EngincerSy  U.  S.  A. 


LETTlfiR  OF   MR.   J.   K.   GALEHOUSK. 

Devh.  Lake,  N.  Dak.,  December  10,  IfiOO. 

Dear  Sir:  Since  the  water  in  Devil  Lake  has  fallen  so  that  steamers  can  not 
land  within  about  3  miles  of  our  place,  the  travel  across  the  lake  has  greatly  dimin- 
ished, and  is  yearly  losing  its  attractivencns  as  a  summer  resort. 

If  the  bay  could  be  dredged  so  as  to  let  steamers  land  near  our  town,  it  would  add 
largely  to  the  traffic  across  the  lake. 
Most  truly, 

J.  E.  Galeuouse. 
Maj.  \V.  A.  Jones, 

Corps  of  Engineers  J  U.  S,  A, 


letter  of  MR.   KD.   I.   P.   STAEDE. 

Devil  Lake,  N.  Dak.,  December  6,  1890. 
Dear  Sir:  I  am  pleased  to  address  you  in  the  matter  of  what  advantage  may  ac- 
crue to  our  business  interests  if  navigation  ou  Devil  Lake  could  be  so  improved  as 
to  allow  steamers  to  land  near  our  city,  as  in  other  years,  for  T  consider  that  since  the 
water  fell  to  any  consiileralde  extent  in  the  lake  thtit  the  nu'rcnntile  business  in  this 
v.\\4'  has  steadily  deerejised.  In  my  own  line  of  trade,  I  am  safe  in  estimating  that 
ill  l8Ji7— when  the  lak«;  business  reached  its  maxinnin\  point — my  tnwle  from  the 
Houth  si<Ie  of  the  lak<s  84't tiers  in  Benson,  Eddy,  and  even  more  remote  counties,  ag- 
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gregated  $10,000,  while  dnring  the  past  fanninff  season  less  than  $500  has  come  from 
that  source.  In  earlier  years  the  farmers  conld  come  in  the  steamer  whithin  a  few 
squares  of  our  city,  and  their  purchases  of  machinery  and  other  merchandise — often  of 
heavy  bulk — were  easily  loaded  on  to  the  boats  to  Fort  Totten,  where  their  own  teams 
were  in  waiting;  whereas  now  the  only  practicable  way  for  the  south^shore  settlers 
to  come  here  for  supplies  is  to  come  over  and  around  the  lake,  a  distance  from  50  to 
91  miles,  a  journey  so  tedious  and  expensive  that  with  very  few  exceptions  they  have 
discontinued  trading  here,  and  trade  at  their  small  trading  stations.  I  formerly  had 
a  large  business  along  the  Sheyenne  River  and  country  tributary  to  Minnewauken, 
which  trade  has  all  dijaappeared  since  the  steamboats  ceased  to  make  their  reeular 
trips.  I  consider  that  with  the  increased  population  of  the  country,  that  if  the  boats 
were  running  regularly  over  the  lake  and  could  land  at  the  old  dock,  I  would  have  a 
business  of  not  less  than  $2,500  annually  from  the  Sheyenne  farmers  alone;  as  peo- 
ple would  naturally  come  here,  as  they  can  buy  for  less  money  and  have  better  stocks 
to  assort  from  than  they  can  find  at  any  of  their  interior  trading  points  over  the  lake. 
Very  respectfrilly,  yours, 

Ed.  I.  P.  Staede. 
M%j.  W.  A.  Jones, 

CorpB  of  Engineers,  U*  8,  A, 


UCTTRR  OF  MESSRS.  WARNER  A  CLEVELAND. 

Devil  Lake,  November  25, 1890, 
Dear  Sir  :  In  reply  to  yours  of  recent  date  in  regard  to  our  present  trade  and  what 
it  formerly  was  when  the  steamers  came  to  the  docks  of  this  city,  would  say  that  it 
has  fallen  off  more  than  1,000  per  cent.  Our  trade  in  1885-'8&-'87  was  large,  now  it 
is  small  in  comparison.  Taking  our  lumber,  coal,  and  machinery  which  used  to  run 
up  in  the  thousands  have  dropped  into  hundreds,  and  below  that  even.  We  know 
our  trade  would  increase  over  the  above  percentage  now  if  the  steamers  could  land 
at  our  docks. 

Respectfully,  yours, 

Warner  &  Cleveland. 
Capt.  E.  E.  Heerman. 


LETTER  OF  MESSRS.  C.  A  L.  B0DDE. 

Devil  Lake,  N.  Dak.,  December  t,  1890. 

Dear  Sir  :  Since  about  2  years  ago  the  water  in  Devil  Lake  has  receded  nearly 
out  of  the  bay  so  that  steamboats  land  so  far  away  from  our  town  that  it  has  dam- 
aged our  trade  considerably. 

I  came  here  in  the  spring  of  1883.  From  that  time  until  the  fall  of  1888,  when  the 
firm  of  C.  &,  L.  Budde  dissolved,  we  .had  considerable  trade  from  south  of  Devils 
Lake  and  from  along  the  Sheyenne  River.  Farmers  were  seen  every  day  in  our  town. 
I  think  and  believe  that  in  the  time  mentioned,  4  to  5  years,  when  boats  brought  us 
the  trade  to  our  dock  at  the  head  of  the  bay,  that  during  that  time  C.  &  L.  Sudde 
sold  at  least  far  over  $75,000  worth  of  lumber,  machinery,  and  general  merchandise 
across  the  lake. 

Since  the  year  1888  there  is  so  large  a  falling  off  from  the  trade  across  the  lake, 
which  is  mostly  due  to  the  low  water,  having  to  haul  goods  about  3  miles  to  the  near- 
est boat  landing,  also  the  same  trouble  in  landing  on  the  other  side  of  the  lake.  We 
wish  something  could  be  done  to  improve  navigation ;  our  lake  filled  with  water 
again  would  beuefit  our  country  and  people. 

Yours,  truly,  C.  «&  L.  Budde. 

«  C.  Budde. 

Majj.  W.  A.  Jonks, 

Corps  of  Engineers,  U.  S.  A, 


letter  OF  MR.  B.  J.  CHAMBSRUN. 


Devil  Lake,  N.  Dak.,  December  S,  1890, 
Dear  Sir:  In  the  matter  of  our  lake  and  the  proposed  dredging  of  bay,  I  notice 
that  in  the  years  when  boats  landed  in  the  town  we  had  a  business  of  $5,000  to  $7,000 
from  the  country  south  of  the  lake,  through  dealers  and  at  retail,  wnich  has  de- 
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creased  to  i^bout  30  to  35  per  cent,  of  former  amount^  and  from  no  other  caoBe  than 
the  inaccessibility  of  onr  market  under  present  condition  of  the  water.  The  trade  of 
our  town  has  increased  generally  in  other  directions,  and  fallen  of  ftom  this  source. 
Devil  Lake  is  and  always  has  been  the  commercial  center  of  this  whole  northwest 
country  from  natural  location  and  surroundings,  and  it  becomes  an  unfortunate  mat- 
ter to  find  our  oppoitunities  diminish  ^m  a  cause  to  be  remedied,  but  not  by  our- 
selves alond.  BeiuK  the  only  sheet  of  water  of  anv  magnitude  in  the  State,  if  made 
accessible,  we  will  find  ourselves  a  summer  resort  for  the  whole  State. 
Yours,  truly, 

£.  J.  CHAMB£RLIN. 

Mi^.  W.  A.  Jones, 

Corps  ofEngineerB,  17.  8,  A. 


LBTIKB  OF  MR.   F.   W.   COCKBURN. 

Dbvel  Lake,  N.  Dak.,  December  i7, 1890, 
Dear  Sir  :  I  woul4  say  in  regard  to  the  position  that  we  are  in  here  on  account  of 
low  water  in  our  bay  preventing  steamboat  navigation  to  the  city,  that  it  has  been 
and  will  be  a  great  detriment  to  us  unless  something  is  done.    To  myself  personally 
it  has  not  only  caused  me  a  great  deal  of  extra  expense,  but  also  inconvenience.    I 
do  business  at  Fort  Totten  as  well  as  here.    While  the  steamboats  ran  up  to  the  city 
I  could  in  the  warmest  weather  run  my  meats  over  to  supply  Fort  Totten.    Now  I 
have  to  drive  my  stock  40  miles  and  keep  extra  help  at  the  fort. 
Hoping  something  will  be  done  to  help  us  out  of  this  difficulty, 
I  remain,  yours,  respectfiilly, 

F.  W.   COCKBURN. 

Maj.  W.  A.  JoNBS^ 

Corps  of  Engineers,  U.  S,  A, 


I.ETTER  OF  MESSRS.   SOUTH  A  KELLY. 

Deyu.  Lake,  N.  Dak.,  December  17,  1890, 
Dear  Sir:  In  regard  to  the  loss  in  trade  from  the  south  side  of  the  lake  since  the 
steamer  has  been  unable  to  get  up  to  the  dock,  we  can  say  that  we  formerly  sup- 
plied that  whole  country  with  hardware,  also  the  post  traders  at  Fort  Totten ;  but 
since  the  boat  has  had  to  land  4  or  5  miles  from  this  place  we  have  lost  all  the  trade 
we  had  on  the  south  side  of  the  lake,  which  amounted  to  several  thousand  dollars 
a  year.  The  peoi>le  on  that  side  of  tlie  lake  would  trade  here  if  there  was  any  way 
they  could  get  over  here  and  got  their  goods  back  without  too  much  expense,  and  wo 
would  have  had  no  difficulty  in  getting  their  trade  if  the  boat  could  land  at  the  dock. 
Respectfully, 

South  &  Kelly. 

Maj.  W.  A.  Junes, 

Corps  of  Engineers,  U.  8,  A, 
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PRELIMINAEY  EXAMINATION  OF  MISSOURI  RIVER,  FROM  THE  OLD  MOUTH 
OF  THE  PLATTE  RIVER,  LITTLE  POINT,  TO  A  POINT  OPPOSITE  THE 
CITY  OF  LEAVENWORTH.  ALSO  OF  THE  RIVER  AT  THE  CITT  OP  WE8- 
-  TON,  MISSOURI,  WITH  A  VIEW  OF  RETURNING  SAID  RIVER  TO  ITS 
ANCIENT  CHANNEL,  AND  THE  BEST  PLAN  OF  ACCOMPLISHING  THE 
SAME. 


report  of  lieutenant-colonel  cbable8  r,  8uter,  corps  open- 
qineers,  officer  in  charge, 

Missouri  Eiver  Commission, 

Office  of  the  President, 
8t.  LouiSy  Mo.,  April  29, 1891. 
General:  In  alccordance  with  your  instructions  of  September  24, 
1890, 1  have  the  honor  to  forward  herewith  a  map  of  the  Missouri  Eiver 
from  Port  William,  Kans.,  to  Parkville,  Mo.,  which  covers  the  two  por- 
tions of  the  river  assigned  to  me  for  examination,  viz : 

Missoari  River,  from  the  old  moath  of  the  Platte  River^  Little  Point,  to  a  point 
opposite  the  city  of  Leavenworth.  Also  of  the  river  at  the  city  of  Weston,  Mo., 
with  a  view  of  returning  said  river  to  its  ancient  channel,  and  the  best  plan  of  accom- 
plishing the  same. 

This  report  has  been  delayed  till  the  map  of  a  resurvey  of  the  Mis- 
souri River,  made  last  fall,  became  available. 

Upon  the  inclosed  map  I  have  indicated  the  extent  and  general  char- 
acter of  the  work  needed  to  improve  the  river  thoroughly  over  the  des- 
ignated portion,  and  in  the  case  of  Weston  to  restore  the  old  channel 
past  the  town,  the  work  in  both  cases  conforming  to  the  practice  gen- 
erally followed  on  the  Missouri  River,  and  embracing  both  permeable 
dikes  for  contracting  and  fixing  the  channel  and  bank  revetments.  The 
prox)osed  lines  of  rectification  are  shown  by  broken  lines,  the  dikes  pro- 
posed by  solid  lines,  and  the  proposed  bank  revetments  by  the  letters 
R,  Ri,  R»,  etc. 

The  estimated  costs  are  as  follows,  viz: 

(1)  Improving  Missouri  River  from  the  old  month  of  the  Little  Platte  River 

(abont  1  mile  above  Parkville)  to  a  point  opposite  the  city  of  Leaven- 
worth  $800,000 

(2)  Improving  the  Missouri  River  at  the  city  of  Weston^  Mo.,  with  a  view 

to  returning  said  river  to  its  ancient  cnannel 384,000 

With' regard  to  the  first  item  of  work  it  may  be  said  that  it  forms  a 
part  of  the  systematic  improvement  of  the  Missouri  River,  and  should 
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not  be  considered  apart  from  it.  There  would  be  no  advantage  con- 
ferred on  navigation  by  work  done  here  till  the  improvement  is  com- 
pleted to  Kansas  City.    No  boats  run  above  Kansas  City  at  present. 

The  second  item  is  of  doubtful  utility  in  any  case,  and  would  be  a 
work  of  great  difficulty  and  expense.  At  present  there  is  no  naviga- 
tion here,  nor  prospect  of  any,  ^  that  the  deprivation  of  its  river  land- 
ing is  not  likely  to  work  much  injury  to  the  town  of  Weston.  No  appro- 
priation is  recommended  in  either  case/ 

Very  resi>ectftilly,  your  obeilient  servant, 

ChAS.  E.   SUTER, 
Ueut  Col.  of  EngineerSy 
President  Missouri  River  Omnmission, 
Brig.  Gen.  Thomas  L.  Casey, 

Ohief  of  Engineers^  U.  8.  A.    . 

[Second  indor»eineut.] 

Missouri  Eiver  Commission, 

^  8t.  Louis,  Mo.,  May  J,  1891. 
Eespectfully  returned  to  the  Chief  of  Engineers,  TJ.  S.  Army. 
The  localities  named  are  not  considered  worthy  of  improvement. 

Chas.  E.  Sitter, 
Lieut.  Col.  of  Engineers, 
President  Missouri  Biver  Oom^nission. 
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mPROYEMENT  OF  MIS^URI  RIVER  ABOVE  SIOUX  CITY,  IOWA,  AND  OP 
YELLOWSTONE  RIVER,  MONTANA  AND  NORTH  DAKOTA. 


BEPOBT  OF  CAPTAIN  CHARLES  F,  POWELL.  CORPS  OF  ENGINEERS,  OFFI- 
CER IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS, 


IMPROVEMENTS. 


1.  Missouri  River  between  the  Great 
Falls,  Montana,  and  Sioux  City, 
Iowa. 


2.  Yellowstone    Rirer,     Montana    and 
North  Dakota. 


EXAMINATIONS  AND  SURVEYS. 


3.  Tongue  River,  Montana,  with  a  view 

of  determining  the  practicability 
and  approximate  cost  of  straight- 
ening the  channel  of  said  river,  im- 
mediately west  of  Miles  City  and 
north  of  the  Northern  Pacific  Rail-, 
road  track. 

4.  Yellowstone  River,  Montana^  from  its 


mouth  to  the  mouth  of  Tongue 
River. 
Missouri  River  between  Sioux  City, 
Iowa,  and  Fort  Benton,  Montana, 
including  the  part  of  the  river  from 
the  mouth  of  the  Big  Sioux  River 
to  the  north  line  of  the  State  of 
South  Dakota. 


Engineer  Office,  United  States  Army, 

Sioux  Cityy  lowa^  July  6j  1891. 
General:  I  have  the  honor  to  trananiit  herewith  rejwrts  upon  the 
river  improvements  in  my  charge  for  the  year  ending  June  30, 1891. 
Very  respectfdlly,  your  obedient  servant, 

Ghas.  F.  Powell, 
Captain^  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  J7.  8,  A. 

2231 


Digitized  by 


Google 


2232      REPORT   OF   TIIK   CHIEF   OF   ENGINEERS,  tT.  S.  ARMY. 

DD  I. 

IMPROVEMENT    OK    MISSOURI    inVER    1?ETWEEX    THE    (.REAT   FALLS, 
MONTANA,  AND  SIOUX  CITY,  IOWA. 

Tliis  work  had  been  under  the  control  of  the  Missouri  River  Commis- 
sion. In  compliance  with  orders,  I  received  charge  of  the  work  Novem- 
ber 21),  1890. 

The  project  of  improvement  then  in  foi'ce  consisted  in  contraction 
works  and  dredging  at  the  bars  on  the  rocky  river,  viz,  from  Fort 
Benton  to  Carroll,  Mont.,  sibout  1(>8  miles.  A  detailed  survey  through- 
out the  whole  rea<*.h,  about  lyAH)  miles  long,  was  also  in  progress. 
Snagging  work  on  the  sandy  river,  that  from  Carroll  to  Sioux  City,  had 
been  recommended  but  not  commenced.  No  work  had  been  proposed 
from  Fort  Benton,  the  head  of  navigation,  to  the  foot  of  the  Great  Falls, 
about  40  miles. 

At  the  beginning  of  the  year  the  vessels  and  other  plant  belonging 
on  the  rocky  river  were  laid  up  from  want*  of  funds,  having  been 
hauled  out  on  the  bank  at  the  end  of  the  previous  season;  the  field 
work  of  the  trianguhition  between  river  bluffs  ha<l  been  completed;  the 
primary  levels  carried  from  an  assumed  base  at  Fort  Benton  to  Trovers 
Point,  232  miles,  and  the  topography  and  hydrography  run  from  Ben- 
ton to  Coal  Banks,  which  part  of  the  survey  was  being  extended  by  a 
field  party.  This  party  closed  work  for  the  season  at  Wolf  Point,  Mon- 
tana, 382  miles  from  Benton,  and  also  set  and  ran  the  ordinary  levels 
to  i>ermanent  benches  from  Trovers  to  Wolf  Point.  The  river  survey 
from  Benton  to  Coal  Banks  had  been  mapped  in  five  charts,  scale 
1 :12000,  and  on  one  chart,  scale  1  inch  to  1  mile. 

During  the  year  and  since  November  computation  and  adjustment 
of^the  triangulation  Avere  completed  at  the  office  of  the  Missouri  Eiver 
Commission,  Avith  some  aid  from  funds  in  my  hands.  The  other  field 
work  has  been  reduced  at  this  office,  and  two  series  of  maps  projected, 
one  of  preliminary  charts,  scale  2  inches  to  1  mile,  and  the  other  detail 
charts,  scale  1  inch  to  400  feet.  The  preliminary  charts,  8  in  number, 
from  Benton  to  Wolf  Point,  were  completed  in  pencil;  charts  Nos.  1 
and  2  Avere  traced  and  blue  printed.  The  detail  charts,  63  in  number, 
and  covering  the  same  reach,  were  plotted  in  pencil  and  their  shore- 
lines and  contours  inked;  soundings,  elevations,  and  names  of  places 
were  printed  on  the  30  charts  from  (3oal  Banks  to  Trovers  and  the  topo- 
gra])liical  signs  on  the  first  7  of  this  set.  It  is  expecte>d,  with  funds  in 
hand,  to  finish  the  two  series  of  ma]>s  to  the  end  of  the  present  season's 
fichl  work  and  to  ])ublish  the  detail  charts  by  photolithograi)hy,  reduc- 
ing the  scale  one-Uiird;  below  the  numth  of  the  YellowsUme  the  scale 
of  the  charts  is  to  be  1  inch  to  (JOO  feet,  reducing  one-fourth  therefrom 
in  publicati(m. 

It  is  also  expected  to  carry  this  season  the  last  of  the  field  w^ork  to  a 
])oint  below  iiisinarck,  N.  Bak.  Two  large  hydrographic  and  topo- 
graphic parties  were  rejidy  on  June  30  to  take  the  field,  one  commenc- 
ing at  Wolf  Point  and  the  other  about  50  miles  below  Williston,  N.  Dak. 
The  primary  levels  Avere  run  from  Trovers  to  Poplar,  and  rerun  from 
Coal  Banks  to  Trovers,  where  they  had  not  previously  been  duplicated 
and  where  there  seemed  to  be  need  of  a  checking  up. 

Tlie  fleet  belonging  to  the  rocky  river  improvement  was  thoroughly 
repaired  and  launched;  the  dredge  boat  was  lengthened  to  decrease  its 
draft  and  more  iH)werful  steam  capstans  added;  new  capstans  were  also 
]»ut  on  the  towboat  Josephine,  and  the  small  steamer  TAtile  Joe  length- 
encMl;  part  of  the  old  barges,  wliich  were  badly  worn  and  decayexl  and 
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wore  too  larg©,  were  broken  up,  and  ^ood  parts,  with  new  material, 
worked  into  scows  of  more  convenient  size  and  draft. 

The  dams  at  Bakers  Bar,  Evans  Bai',  and  FonianoUe  Bar  were  con- 
siderably re]>aired  and  extended;  furtherextension  is  re(j[uired  at  Bakers 
Bar  and  rock  ballast  on  dams  of  the  Fontanelle  system;  after  doing 
that  it  is  expected,  with  ftmds  in  hand,  to  continue  the  repairs  to  pres- 
ent dams,  working  d,ownstream,  and  to  build  new  works  for  contrac- 
tion of  water  way  and  for  holding  up  the  water  below  rapids,  and  to 
dredge  at  the  worst  places  as  far  as  Judith,  87  miles  from  Benton. 

To  carry  out  the  project  in  the  application  of  the  present  appropria- 
tion for  snagging,  etc.,  and  temporary  improvement  at  the  worst  bar 
channels  on  the  sandy  river,  a  fully  equipped  snag  boat  and  a  snag 
scow,  both  of  steel  hulls,  have  been  built,  and  will  be  ready  for  service 
in  a  few  weeks  and  as  soon  as  present  high  water  subsides.  The  boats 
are  to  work  principally  between  Sioux  City  and  Berthold,  about  850 
vniles  up  stream;  the  steamer  Josephine  is  to  be  further  fitted  for  pull- 
ing snags  and  removing  other  obstructions,  and  will  work  from  Carroll 
to  Berthold  as  soon  as  she  can  be  si>ared  from  the  rocky  river. 

Examinations  were  made  for  the  selection  of  sites  for  two  ice  harbors, 
contemplated  in  the  appropriation  act,  and  two  certain  plaees  recom- 
mended for  that  purpose.  It  is  proposed  to  improve  these  places  for 
the  harbors  as  may  be  ordered. 

The  proposed  application  of  the  appropriation  asked  for  1893  is  as  fol- 
lows: 

Completion  of  the  river  survey  and  publication  of  maps $74, 497 

Continuation  of  work  on  the  rocky  river 25, 000 

Operation  of  snag  boats  and  temporary  improvement  at  the  worst  bars  on 

the  sandy  river 50, 000 

Bectification  of  the  river  at  and  near  Pierre  and  Yankton,  S.  Dak 150, 000 

Total i 299,497 

The  object  of  the  intended  work  at  Pierre  and  Yankton  is  to  reclaim 
the  steamboat  landings.  The  landing  at  Yankton  has  been  ruined  and 
the  one  at  Pierre  injured  by  a  shifting  of  the  channel  to  the  opposite 
side  and  a  consequent  extensive  filling  along  the  river  fronts  of  the 
towns.  The  works  would  be  useful  in  a  subsequent  permanent  im- 
provement of  the  river  channel;  in  any  plan  for  that  the  river  fronts  of 
the  more  important  towns  ought  to  be  controlling  elements  where  prac- 
ticable, as  it  is  in  the  cases  named. 

It  is  recommended  that  the  estimate  for  the  removal  of  snags,  wrecks, 
and  other  obstructions  and  for  temporary  improvement  at  the  shoalest 
channels  be  made  as  a  separate  appropriation,  and  in  order  that  the 
work  may  be  uninterrupted  that  the  appropriation  be  made  continuous, 
the  same  as  for  the  operation  of  snag  boats  and  dredge  boats  on  the 
Upper  Mississippi,  and  for  the  operation  of  snag  boate  on  the  Lower 
Mississippi  and  Ohio  Elvers,  as  provided  in  the  river  and  harbor  acte 
of  1888  and  1890. 

Money  statement. 

Amonnt  appropriated  by  act  approved  September  19,  1890 $300, 000. 00 

June  30,  1891,  amount  expendecl  daring  fiscal  year* 32, 103. 89 

July  1,  1891,  balance  unexpended 267, 896. 11 

July  1,  1891,  outstanding  luibilities ^ $12,  459.  77 

July  1,  1891,  niuount  covered  by  niiroiii])lot<M'.  roiitrncts .73,  007. 25 

65,517.02 

July  1,  1891,  balaiKc  uvailublc 202,379.09 


^KxdiiMive  of  expciHliliirestVom  bal:in<-**H  in  Iiauds  of  MiHHouri  Kivor  Uomu)iB8iou. 
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{Amount  (estimated)  required  for  completion  of  existing  project $299, 497. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1893  300, 000. 00 
Submitted  in  compliance  ^vith  requirements  of 'sections  2  of  river  and 
harbor  acts  of  1866  and  1867.  _ 


Ahstraci  of  proposals  far  charter  of  light-draft  trnvhoaifor  improving  Missouri  River,  re- 
ceived and  opened  June  JS,  1S9J,  hg  Capt.  Chas.  F.  Powell^  Corps  of  Engineers. 


No. 


Xame  and  addn^As  t>r  bidder. 


Name  of  Htt*aiuer. 


Soiithom  Tranapoiiation  and  Liinibor  (>>.,  St.  Louia,  Mo i  Litlle  Eagle,  Xo.  2 . . 

£.  W.  Ihirant  and  R.  J.  AVTioeler.  Stillwater,  Minn i  R.  J.  Wheeler 

John  M.  Turner,  Mandau,  N.  Dak I  Abner  O'Neal 

Isaac  P.  Baker,  Bi8inarck,N.  Dak* \\  B^Jchelor !!"..";;.'.! 

araot  Marsh, St  Louis,  Mo I  R.  A.  Speed ..*.!.' '!.'. 

V.  A.  Bigelow,  La  Crosse,  Wis j  Jessie  B 

Scott  &  Wallace,  Paducah,  Ky '  Hiawatha 

George  Hays,  St  Paul,  Minn Mike  Davis 


I 


Price  per 
day. 


$56.00 
125.00 
53.50 

50.00 

80.00 
66.00 
100.00 
49.00 


*  At  rate  of  $1,350  per  month,  or  at  that  rate  p?r  day  if  delivered  above,  and  $5  per  day  additional  if 
delivered  below  Omana,  Kebr.    Awanl  made  to  Isaac  P.  Baker  for  steamer  Jiotebud. 


REPORT  OF  MR.  H.   C.   GOULD,  ASSISTANT  ENGINKKR. 

U.  S.  Steamkr  Josephine,  June  $9, 1891, 

Sir  :  I  have  tbe  honor  to  submit  tbe  following  report  of  the  season's  operations  to 
June  30,  1891 : 

Repairs  to  dams, — ^This  work  commenced  April  7  at  Fontanelle  Bar.  In  the  chute 
on  the  left  side  the  bank  had  been  cut  away,  taking  off  48  feet  of  the  outer  end  of 
dam  No.  4  and  in  places  the  top  of  the  dam  was  washed  out;  on  dam  No.  3  some 
brush  and  gravel  were  washed  off  the  top. 

The  washed  out  places  were  refilled  by  brush  fascines,  weighted  with  gravel  in 
sacks,  and  the  whole  length  covered  with  loose  gravel.  A  new  part  was  built  start- 
ing from  a  point  on  No.  4,  100  feet  from  the  bank  and  extending  to  near  the  end  of 
dam  No.  5.  This  ^art  is  172  feet  long,  averages  2  feet  deep,  and  20  feet  wide  at  bot- 
tom; it  was  built  m  the  usual  manner,  viz,  laying  brush  fascines,  about  1  foot  in  di- 
ameter; staking  them  firmly  to  the  bottom  and  ballasting  with  gravel  in  sacks  and 
covering  the  whole  with  loose  gravel. 

The  following  material  and  labor  were  used : 

Stakes number  ..  1.58 

Fascines do 429 

Gravel sacks..  543 


Gravel , yards..  368 

Labor days..  109 


At  dam  No.  1  was  a  deep  cut  around  outer  end  and  some  holes  were  washed 
through  the  dam.  A  new  piece  30  feet  long  was  built  from  near  outer  end  of  the  dam 
to  the  island  as  far  below  its  head  as  practicable;  about  10  feet  of  this  was  3  feet 
deep,  the  rest  averaging  1^  feet  deep.    The  holes  in  the  old  part  were  filled. 

There  were  used  here : 

Gravel    sacks..    587 

Gravel yards..     203 

Labor days..      88 


Stakes number..     40 

Poles do 50 

Fascines do 170 


At  dam  No.  2  a  deep  hole  had  been  worn  by  an  eddy  on  the  lower  side  at  upper  end; 
the  wearing  wii«  stopped  by  placing  200  sacks  gravel  in  and  around  the  hol^,  requir- 
ing 21  days'  labor. 

Ou  May  4  the  dam-building  party  was  established  in  camp  at  Balcers  Bar.  The 
old  dam  here  was  considerably  washed  out  in  places  along  the  top.  The  end  at  main- 
land was  threatened  by  cuts  on  both  sides  and  at  the  island  end  a  wide  cut  had  been 
made.  A  very  strong  current  was  running  over  the  whole  dam.  The  high  gravel 
dike  thrown  up  by  the  dredge  in  1889  across  the  head  of  the  chute  had  been  nearly 
all  washed  away. 

Work  was  commenced  at  the  mainland  end;  mats  were  built  of  brash  fascines  and 
^oles,  ou  a  large  barge,  launched  from  the  barge,  and  sunk  along  the  dam  by  gravel 
m  sacks  and  by  rock.  The  barge  was  held  by  long  lines  reaching  up  the  stream  and 
wafi  moved  along  the  crest  of  the  dam  by  lines  nrom  capstans  on  ea-ch  end  of  the 
barge  to  the  mainland  and  island  respectively.  As  the  work  progressed,  180  feet  of 
the  outer  end  of  the  old  dam  was  washed  away  and  a  large  hole  was  cut  in  its  place 
for  about  120  feet;  the  part  of  the  old  dam  which  remained,  250  feet  long,  wa«  raised 
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4  feet  and  £rom  its  end  new  work  was  put  in  for  400  feet,  extendi n/j:  well  up  on  the 

island;  the  ends  were  thoToughly  protected. 

The  whole  work  was  well  ballasted  with  rock  brought  mostly  from  the  La  Barge 

Quarry,  55  miles  below.    There  were  used  on  this  dam : 

Rock. yards. .     426 

Lath  yam '. coils. .        4| 

Labor days. .     632 


Poles  . . . .- number. .      284 

Fascines do 941 

Gravel saeks. .  3, 324 


The  party  was  moved  to  Evans  Bar  JuiA  25,  and  work  started  on  the  large  dam  there. 
The  dam  appmu-s  to  be  in  good  condition,  none  of  it  beiii^  wanhed  away,  but  tlie 
water  has  cut  around  both  ends.  It  is  propo8e4i  to  join  oue  end  to  the  main  1>nnk  by 
substantial  new  work  and  extend  the  other  end  well  up  on  the  island,  retjniring  about 
3  weeks  time. 

It  is  expected  that  this  will  complete  the  repairs  to  dams  above  the  Marias  River. 

Quarry  work. — ^A  dike  of  lava  rock  appears  m  the  hills  at  Senieur  Reach,  16  miles 
below  Benton.  Some  rock  for  the  dams  had  been  taken  from  here  in  previous  sea- 
sons. It  appeared  that  sufficient  rock  could  be  obtained  to  justify  opening  it,  and  a 
hydraulic  sluicing  outfit  was  arranged  with  a  large  pnmp  and  material  on  hand ;  how- 
ever, on  bein^  developed  the. dike  reduced  in  thickness  from  5  feet  to  1  foot,  was 
found  to  be  mixed  with  much  hard  sand,  and  the  surrounding  material  proved  much 
harder  to  remove  than  was  expected,  so  the  place  was  abandoned.  A  trip  was  then 
made  by  the  Josephine  to  examine  the  ledges  about  20  miles  above  Benton.  These 
were  found  to  be  of  a  sandstone,  much  of  it  too  soft  for  use;  on  this  account,  and  as 
the  river  above  Benton  is  very  difficult  to  navigate  with  a  steamer  as  large  as  the 
Josephine,  owing  to  the  rapids  and  sharp  turns,  etc.,  it  was  decided  to  use  the  La  Barge 
Qnarry,  where  rook  had  been  obtained  in  previous  seasons ;  this  is  a  hard,  heavy, 
tough  lava  rock,  and  about  450  yards  were  already  quarried.  This  amount  was  nearly 
all  taken  by  June  15,  and  a  party  of  7  men  and  a  cook  was  left  there  iu  camp  to  break 
up  the  bowlders;  this  party  was  gradually  Increased  until  at  the  end  of  the  month  it 
had  15  men. 

The  following  list  shows  the  rock  handled,  where  obtained,  and  where  delivered: 


Number  yaids. 

Where  from. 

Where  delivered. 

23 

Senienr  HeSfOb 

Bakers  Bar 

33 

20  miles  abovd  Benton 

Ik) 

370 

La  Barge 

Do 

23» 

clo 

T^vans  Bar 

150  (estimnted) 

....do 

(Loading  on  30th.) 

Very  respectfully,  your  obedient  servant, 

Capt.  Charles  F.  Powell, 

Corps  of  Engineers,  U,  8.  A, 


H.  C.  GouiJ>. 


Table  of  distances  from  lUver  Survey, 


Fort  Benton  Bridge 

Rowe  I/anding 

Kariaa  River 

Coal  Banks 

Sandy  Creek 

Hav«taok  Butte 

Eagle  Cfoek 

La  Barge  Rock 

Castle  Rock 

Eagle  Rook 

Cafliedral  Rock 

Hole  in  the  Wall 

Steamboat  Rock 

Dark  Batte 

Pabloe  Rapids 

Arrow  River 

Drowned  Man  RapitU  . 

Jndith  River 

Judith  Post-office 

HolmoH  R^tpids 

Gallatin  Rapids 

Dauphin  Rapids 

Lone  Pine  Rapids 


Miles. 
0.0 
U.8 
2L0 
40.5 
45.5 
50.0 
54.7 
55.0 
50.0 
58.5 
61.0 
63.0 
<i8.1 
09.1 
72.1 
76.7 
84.0 
86.6 
87.2 
90.8 
95.9 
101.0 
108. 2 


Birds  Rapids. 

Sturgeon  Island 

Cow  JHland  Limdinc 

Head  of  Grand  Island 

Head  of  Two  Calf  Island. 

Rocky  Point 

Carroll 

llwid  of  Rvans  Island    . . . 

Hawley  Intand  Cut-off 

Month"  of  Mu8.s(*l8hell  Kivi 

1  Iloadot  ElklHlaiid 

I  Trover  Point 

Buffalo  Shoals 

Round  Butte 

Holl  Creek 

Little  Drv  Creek 

FortPiH-lc 

Vty  Fork 

Galpin  SUtion 

Month  of  Milk  River 

Mouth  of  Elk  River 

♦Wolf  Point  Agenov 


MUfs. 
113.7 
117.9 
126.8 
138. 2 
142. 9 
162. 2 
168.4 

175. 0 
18.-1. 0 

201. 4 
2lfl.  1 
231.8 

245. 1 
262.3 
274.6 
20.'>.4 
318.9 

321. 5 

327. 2 
337.6 
367.1 
382.5 


*DiBtaace  by  steamboat  channel  is  394. 9  miles. 
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rOMMKKriAL  STATIKTICS. 

m 

Three  buat«  of  frnm  24  t.n  3  trci  ilraft.  when  h)»<le<l,  are  riinuiii|;  on  the  river, 
engaged  tnootly  in  carrying  nien-linndiHe  and  sujiplies  from  8Ionx  City,  Pierre,  and 
Bismarck  to  the  military  posts  and  Indian  agencies  from  Sioux  City  to  fierthold;  K. 
]>ak.,  and  to  Jadith  and  Fort  Benton,  Mont.,  and  in  collecting  grain,  wool,  pota- 
toes, hides,  bones,  etc.,  for  delivery  at  railroad  landings,  and  in  carrying  passengers 
and  live  stock. 

Some  of  the  small  ferry  boats,  it  is  believed,  occasionallv  carry  loads  for  short  dis- 
tances off  their  ferry  routes,  bnt  of  which  only  part  record  is  available. 

There  is  no  article  of  heavy  traffic  largely  transported.  A  little  prospect  exists 
that  ores  from  the  part  of  Montana  south  of  the  river  and  tributary  to  it  may  be 
carried  on  boats  to  Kansas  Cil^y.  The  lignite  coal  of  North  Dakota,  veins  of  which 
crop  out  on  the  river  above  Bismarck,  may  in  the  fnture  be  carried  by  boats  to  the 
towns  below  Bismarck.  The  river  bottoms  are  fertile  and  when  settled  and  fanned 
will  doubtless  cause  an  active  traffic  on  the  river  between  railroad  points.  There 
are  works  at  Yaukton  producing  a  Portland  cement  whose  tests  are  equal  to  those 
of  English  and  German  Portland  cements,  llie  material  for  the  Yankton  cement, 
chalk-stone,  and  clay  abound  in  large  quantities  and  are  said  to  show  at  places  on 
the  rivw  above  and  below  Yankton ;  the  chalk  certainly  crops  out  from  the  river 
bluffs,  and  it  seems  that  the  cement  industry,  at  least  at  Yankton,  should  be  exten- 
sive, and  the  cement  shipped  down  the  river  to  Sioux  City,  Omaha,  and  other  cities. 

The  tonnage  amounts  tabulated  below  do  not  include  ferriage  business : 

Biver  tonnage  "between  Sioux  City  and  BUmarok. 

Tons. 

1887 6,064 

1888 6,076 

1889 16,622 

Between  Biemarck  and  Fort  BenUm, 

Tons. 

1887 7,897 

1888 6,820 

1889 :^,102 

River  traffic  for  1890. 


Sionx  City  to  Bismarck 

Bismarck  to  Fort  Baford  . . 
Fort  Buford  to  Fort  Bentou 


♦  Military  and  Indian  supplies,  merchniullse,  graia. 
t  Grain,  merchandise,  floor,  feed,  lumber. 
\  Merchandise,  wool,  ore. 


Packase 
and  bulk 
freight. 


Ton»: 
*9, 735 
t2,467 
:i,124 


Passen- 
gers. 


No. 
4,322 
184 
82 


Live 
stock. 


He€td. 
2,074 
43 
48 


D  D  2. 


IMPKOVEMENT  OK  YELLOWSTONE  RIVER,  MONTANA  AND  NORTH  DA- 

KOTA. 

This  work  was  transferred  to  me  by  Maj.  W.  A.  Jones,  Corps  of  En- 
gineers, October  17,  1890. 

No  oi>erations  were  conducted  during  the  year,  except  a  preliminary 
examination  required  by  a  provision  in  the  act  of  September  19, 1890. 

The  project  of  improvement  is  suspended  in  order  that  the  whole 
matter  might  be  reported  to  Congress,  and  for  reasons  given  in  Appen- 
dix X  2  to  the  Annual  Report  of  1887,  by  Capt.  C.  B.  Sears,  Corps  of 
Engineers. 

The  appropriation  asked  for  1893  is  for  procuring  a  j^lant  for  dredg- 
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ing  and  sluicing  at  the  bars  on  tlie  river  below  Glendive,  to  be  used 
whenever  steamboating  on  the  river  shall  be  resumed,  as  it  is  likely  to 
be  any  year. 

Money  statement, 

July  1,  1890,  balance  unexpended $11, 926. 45 

June  30, 1891,  amount  expended  during  fiscal  year 160. 25 

July  1, 1891,  balance  unexpended 11,766.20 

July  1, 1891,  outatanding  liabilities .71 

July  1, 1891,  balance  available... 11,765.49 

(Amount  (estimated)  required  for  completion  of  existing  project 106, 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  iino  30, 1893  30, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


GOMMBRCIAL  8TATI8TIC8.  « 

There  is  no  steamboatinff  on  the  river;  a  brisk  traffic  formerly  existed,  which 
ceased  in  1885  after  the  Northern  Pacific  Railroad  penetrated  Montana.  Below 
Glendive  there  is  no  railroad  in  the  Yellowstone  Valley,  and  no  prospect  of  there 
being  any.  Prospects  exist  for  competing  rail  lines  to  reach  Bismarck  or  Borthold 
from  the  east  and  which  would  probably  use  the  rivers  above  for  feeders.  Without 
boating  on  the  Yellowstone  below  Glendive,  transportation  here  means  a  wagon 
haul  to  andr  from  Glendive,  or  to  and  from  a  point  on  the  Great  Northern  road  and 
ferriage  across  the  Missouri  River.  This  railroad,  coming  from  the  east,  strikes  the 
Missouri  on  its  north  sid«  at  Williston,  N.  Dak.,  about  40  miles  below  the  mouth  of 
the  Yellowstone,  and  again  at  Fort  Buford,  about  opposite  the  mouth.  It  appears 
that  there  should,  naturally,  be  local  boating  between  Glendive  and  a  Missonri 
River  point  to  the  Great  Northern  road,  and  perhaps  also  some  river  point  further 
downstream,  as  Berthold  or  Bismarck,  where  a  rail  line  from  the  east  may  terminate. 

There  is  a  line  of  settlements  along  the  river  froln  its  mouth  up,  and  a  stage  and 
mail  road  from  Buford  to  Glendive. 

The  area  of  land  below  Glendive  and  between  bluffs  is  about  200  square  miles,  of 
which  some  two-thirds  is  bottom  and  the  remainder  first  bench  land.  The  June 
river  rise  rarely  covers  the  bottoms,  but  at  places  they  are  frequently  submerged 
during  spring  breakups  by  back  water  from  ice  gorges. 

Vegetation  on  bottom  and  bench  lands  is  proline  until  about  the  end  of  June,  when 
the  dry  months  commence.  Without  rain  or  irrigation  farming  is  out  of  the  ques- 
tion. The  hot  sun  of  July  and  August  while  damaging  vegetation  cures  the  luxur- 
iant grass,  nykking  nutritious  food  for  stock.  Grazing  is  therefore  the  present  prin- 
cipal industry  one  product  of  which,  wool,  can  advantageously  be  carried  by  boat. 
Lignite  coal  crops  out  in  about  4  and  5  feet  veins  in  the  river  banks,  and  pieces  of 
coal  as  large  as  barrels  and  hogsheads  have  been  seen  on  the  bars  or  alone;  the 
^ores.    The  coal  is  apparently  as  good  as  that  mined  in  eastern  Montana  or  Dakota. 


D  D  3, 

PRELIMINARY  EXAMINATION  OP  TONGUE  RIVER,  MONTANA,  WITH  A 
VIEW  OF  DETERMINING  THE  PRACTICABILITY  AND  APPROXIMATE 
COST  OF  STRAIGHTENING  THE  CHANNEL  OF  SAID  RIVER  IMMEDI- 
ATELY WEST  OF  MILES  CITY  AND  NORTH  OF  THE  NORTHERN  PACIFIC 
RAILROAD  TRACK. 

[Printed  In  House  Ex.  Doc.  No.  118,  Fifty-tint  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
WoHhington^  I).  C,  December  23^  1890. 
Sir:  I  liave  tin*  liouor  ^)  submit  the  accoinpanying  copy  of  report 
dated  I )e(ieniber  0, 1 8(K),  by  C'apt.  Charles  F.  Pow(*J  1,  ( 'orps  of  ¥A\g\ iuhts, 
giving  results  of  preliiiiinary  examinatiou  of  "Tongue  River,  Mou- 
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tana,  with  a  view  of  determining  the  practicability  and  approximate 
cost  of  straightening  the  channel  of  said  river  immediately  west  of  Miles 
City  and  north  of  the  !N"orthern  Pacific  Railroad  track,'^  made  to  com- 
ply with  requirements  of  the  river  and  harbor  act  approved  September 
19, 1890. 

It  is  the  opinion  of  Captain  Powell  and  of  the  Division  Engineer, 
Col.  O.  M.  Poe,  Corps  of  Engineers,  that  the  locs^ty  is  not  worthy  of 
improvement,  in  which  opinion  I  concur. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen,j  Chief  of  Ev^neers. 
Hon.  Redpield  Proctor, 

Secretary  of  War. 


REPORT  OP  CAPTAIN  CHARLES  P.  POWELL,  CORPS  OP  ENGINEERS. 

Bismarck,  If.  Dak.,  December  9, 1890. 

General:  I  have  the  honor  to  report^  from  a  preliminary  examina- 
tion which  I  made,  that  "Tongue  River,  Montana,  with  a  view  of  de- 
termining the  practicability  and  approximate  cost  of  straightening  the 
channel  of  said  river  immediately  west  of  Miles  City  and  north  of  the 
Northern  Pacific  Railroad  track,"  is  not,  in  my  opinion,  worthy  of  im- 
provement. 

The  river  is  not  navigated,  and  there  is  no  present  prospect  of  its 
being  navigated.  It  empties  into  the  Yellowstone  River  near  Miles 
City  and  about  80  miles  above  Glendive,  Mont.  An  existing  project 
for  the  improvement  of  the  Yellowstone  from  Glendive  to  its  mouth 
is  suspended,  the  Yellowstone,  before  its  valley  was  penetrated  by 
the  Northern  Pacific  Railroad,  was  navigated  to  above  tlie  Tongue 
River;  there  has  been  no  steamboating  on  the  Yellowstone  since  1882. 

The  difficulty  at  Miles  City  is  that  Tongue  River  north  of  the  railroad 
track  is  cutting  its  bank  in  an  already  deep  bend  on  the  side  of  the 
municipaUty,  and  its  continuance  will  seriously  endanger  private  prop- 
erty, as  it  already  does  a  small  tract  controlled  by  the  city  ^  the  river 
forms  the  eastern  boundary  of  the  Fort  Keogh  military  reservation, 
and  the  citizens  desire  that  a  cut-off  be  made  on  the  reservation  side. 

The  Government  has  a  right  of  way  over  the  small  tract  referred  to, 
and  maintains  a  ferry  across  the  river  at  that  point  for  the  use  of  Fort 
Keogh.  A  stoppage  of  the  bank  cutting  would  render  unnecessary  a 
shifting  of  the  ferry  anchorages  and  road  making  up  a  16  or  20  foot  bank 
from  time  to  time;  the  prevention  of  this  small  work  is  the  only  pubUc 
convenience  which  would  be  subserved  by  the  stoppage  of  the  bank 
cutting  and  river  shifting. 

Appended  is  a  letter  from  Colonel  Swaine,  commanding  Fort  Keogh, 
in  answer  to  an  inquiry  from  me  in  this  connection. 
Very  respectfully,  your  obedient  servant, 

Chas.  F.  Powell, 
Oaptamj  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer,  ISTorth- 
west  Division.) 
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[Fint  indorsement.] 

U.  S.  Enginebb  Office, 
Betroity  December  19j  1890. 
Eespectfdlly  forwarded  to  the  office  of  the  Chief  of  Engineers. 
I  concur  in  the  opinion  of  Captain  Powell  as  Herein  expressed,  that 
the  channel  of  Tougfue  River,  Montana,  immediately  west  of  Miles  City 
and  north  of  the  northern  Pacific  Railroad  track,  is  not  ^rthy  of  im- 
provement by  the  General  Government. 

O.  M.  POB, 
Colonel^  Carps  of  Engineers^ 
Division  Engineer ^  Northwest  Division, 


LBTTBR  FBOM  COLONEL  P.  T.   SWAINE. 

Fort  Keooh,  Mont.,  Ociobw  19, 1890. 

Sir:  In  reply  to  yonr  favor  of  the  15th  instant  I  have  the  honor  to  inform  yoa  that 
neither  the  straightening  of  the  Tongne  River  channel  nor  the  improvement  for  navi- 
gation of  the  YeUowatone  would  be  beneficial  to  the  transportation  or  other  facilities 
of  the  post. 

I  presume  the  work  proposed  on  Tongue  River  is  in  the  interest  of  the  town  of 
Miles  City,  as  the  bank  on  that  side  of  the  stream  is  gradually  washing,  and  I  have 
understood  the  subject  was  brought  to  the  attention  of  the  proper  authorities  in 
Congress  or  in  the  bureaus  in  Washington  by  the  Congressional  delegation  represent- 
ing this  State. 

Very  respectfully,  your  obedient  servant, 

P.   T.    SWAINE, 

Colonel,  Twentifseoond  Infantry,  Commanding. 
Capt.  Chas.  F.  Powbli., 

Corps  of  Engineers,  U.  S.  A. 


D  D4. 


PRELIMINARY  EXAMINATION  OF  YELLOWSTONE  RIVER,  MONTANA,  FROM 
ITS  MOUTH  TO  THE  MOUTH  OF  TONGUE  RIVER. 

Engineer  Office,  XJ.  S.  Army, 

St.  Louis,  Mo.y  March  25, 1891. 

General:  I  have  the  honor  to  submit  the  following  report  of  a  pre- 
liminary examination  made  by  me  of  the  Yellowstone  Eiver,  Montana, 
from  its  mouth  to  the  mouth  of  Tongue  River: 

The  lengtlTof  river  named,  at  the  upper  end  of  which  Miles  City  is 
situated,  is  187  miles.  Glendive  is  about  halfway,  or  98  miles  from  the 
Yellowstone  mouth.  The  mouth  of  the  Big  Horn,  the  principal  tribu- 
tary of  the  Yellowstone,  is  106  miles  above  the  mouth  of  Tongue  River. 

From  about  1876  to  1881,  and  especially  during  the  building  of  the 
IS^orthem  Pacific  road  in  Montana,  there  was  a  brisk  navigation  on  the 
YellowstoBej  steamers  have  frequently  ascended  the  Big  Horn  to  Fort 
Custer,  40  miles,  and  a  boat  has  gone  up  the  Yellowstone  to  near  the 
present  town  of  Billings,  or  about  60  miles  above  the  Big  Horn.  Two 
steamers  went  up  the  Yellowstone  in  1882  j  there  has  been  no  naviga- 
tion on  the  river  since. 

The  river  was  surveyed  in  1878  and  1879  from  Junction  City,  5  miles 
above  the  Big  Horn,  to  Diamond  Island,  about  57  miles  below  Glen- 
dive, $19,000  having  been  appropriated  therefor.    Work  of  improve- 
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ment,  consisting  of  rock  removal  and  building  of  dams  and  shoie  pro- 
tection, was  commenced  in  1879  and  continued  to  1885;  it  was  confined 
at  first  to  the  reach  between  Miles  Oity  and  Glendive  under  a  project  to 
improve  the  low-water  channel  for  light-draft  navigation  up  to  Miles 
City;  part  of  the  1881  work  and  subsequent  work  were  below  Glendive, 
to  which  reach  the  project  has  been  thereafter  limited;  in  1883  the  sur- 
vey was  extended  from  Diamond  Island  to  the  mouth. 

IJpon  an  explanation  of  the  inadequacy  of  available  funds  and  rec- 
ommendations of  the  engineer  in  charge,  summarized  in  his  annual 
report  of  1887,  the  Chief  of  Engineers  directed  in  July,  1887 : 

(1)  That  no  construction  work  on  the  YeUowstone  River  be  undertaken  this 
season. 

(2)  That  the  present  plant  be  put  in  repair^  just  sufficient  to  move  it  to  the  mouth 
of  the  Yellowstone,  and  add  it  to  that  of  the  Upper  Missouri  River,  and  to  preserve 
it  in  storage  until  next  season,  awaiting  the  next  season  or  further  action  of  Con- 
gress. 

pongress  has  not  made  any  appropriation  since  nor  taken  any  action, 
other  than  .to  require  the  present  examination.  The  project  therefore 
remains  suspended.  In  the  mean  time  the  working  plant  has  been 
transferred  to  the  Upi)er  Missouri  River  improvement. 

The  work  done  was  beneficial  in  deepening  the  channel  and  other- 
wise improving  the  navigation;  that  of  the  rock-removal  part  remains: 
the  contraction  and  bank-protection  works  have  been  much  damaged 
by  ice  and  from  other  causes  and  are  now  generally  in  bad  condition. 

The  total  appropriation  for  the  Yellowstone  improvement,  1879  to 
1886,  is  $118,750,  from  which  amount  the  expenses  of  the  1883  survey 
were  paid;  the  available  balance  remaining  is  $11,766.20. 

I  have  to  report  that  the  Yellowstone  above  Glendive  is  not  worthy 
of  improvement,  but  that  the  part  from  Glendive  to  the  mouth  is  worthy 
of  improvement,  and  for  the  reason  that  there  is  no  prospective  river 
commerce  for  the  upper  part  named,  while  there  is  a  prospect  for  river 
traffic  below  Glendive.  The  North  Pacific  Eailroad  going  west  fr'om 
the  Missouri  on  a  direct  line  strikes  the  Yellowstone  at  Glendive  and 
closely  follows  it  to  beyond  the  head  of  navigation.  From  Glendive  the 
river  flows  northeast  and  away  from  the  railroad. 

The  much  longer  river  route  has  not  competed  against  the  more 
direct  and  through  rail  line,  and  I  have  not  been  able  to  learn  of  any 
prospective  traffic  which  would  probably  support  boating  on  an  im- 
proved river  as  against  a  railroad.  The  future  rail  tariff  is  likely  to  be 
reduced,  wliile  the  small  volume  of  water  at  low  stage,  which  is  a  diffi- 
culty to  present  navigation,  especially  on  the  upper  part  of  the  Yellow- 
stone, will  probably  be  diminished  from  irrigation  ditches  and  land 
clearing  and  cultivation,  and  the  difficulty  thereby  increased. 

Below  Glendive  there  is  no  railroad  in  the  Yellowstone  VaUey,  and 
as  far  as  I  can  see  now  no  prospect  of  there  being  any;  without  boat- 
ing, transportation  here  means  a  wagon  haul  to  and  from  Glendive  or 
to  and  from  a  point  on  the  Great  Nortliern  road  and  ferriage  across  the 
Missouri  Eiver.  This  railroad,  coming  from  the  east,  strikes  the  Mis- 
souri on  its  north  side  at  WiUiston,  K  Dak.,  about  40  miles  below  the 
mouth  of  the  Yellowstone  and  again  at  Fort  Buford,  about  opposite  the 
mouth.  It  appears  that  there  should  naturally  be  local  boating  between 
Glendive  and  a  Missouri  Eiver  point  of  the  Great  Northern  road,  and 
perhaps  also  some  river  point  iarther  downstream,  as  Berthold  or  Bis- 
marck, where  a  rail  line  from  the  east  may  terminate. 

There  is  a  line  of  settlement  along  the  river  frolu  its  mouth  up,  and  a 
istai'e  and  mail  road  from  Buford  t^o  Glendive, 
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Tlie  area  of  land  below  Glendive  and  between  bluffs  is  about  200 
square  miles,  of  wliich  some  two-thirds  is  bottom  and  the  remainder 
first  bench  land.  The  June  river  rise  rarely  covers  the  bottoms,  but  at 
places  they  are  frequently  submerged  during  spring  break-ups  by  back 
water  from  ice  gorges. 

Vegetation  on  bottom  and  bench  lands  is  prolific  until  about  the  efid 
of  June,  when  the  dry  months  commence.  Without  rain  or  irrigation 
farming  is  out  of  the  question.  The  hot  sun  of  July  and  August  while 
damaging  vegetation  cures  the  luxuriant  grass,  making  nutritious 
food  for  stock.  Grazing  is  therefore  the  present  principal  industry,  one 
product  of  which,  wool,  can  advantageously  be  carried  by  boat.  Lig- 
nite coal  crops  out  in  about  4  and  6  feet  veins  in  the  river  banks, 
and  pieces  of  coal  as  large  as  barrels  and  hogsheads  have  been  seen  on 
the  bars  or  along  the  shores.  The  coal  is  apparently  as  good  as  that 
mined  in  eastern  Montana  or  Dakota. 

The  average  slope  of  the  river  below  Glendive  is  2J  feet  per  mile, 
commencing  with  a  3-foot  slope  and  ending  with  one  of  2  feet.  From 
Glendive  to  Diamond  Island  the  river  is  gravelly;  from  Diamond  Island 
to  the  mouth  it  is  sandy.  These  two  reaches  are  similar  in  character 
and  degree  of  navigability,  except  that  their  islands  and  sloughs  are 
more  numerous  and  the  ice  gorges  more  damaging,  to  the  reaches  of  J}he 
Missouri  Kiver  from  Cow  Island  to  Carroll  and  from  Carroll  to  Buford. 
The  approved  i^roject  on  the  Missouri  above  Carroll  to  beyond  Cow 
Island,  now  under  execution,  consists  of  closing  and  wiifg-dams  and 
dredging.  Below  Carroll  no  project  has  been  proposed,  other  than 
snagging,  although  it  has  been  recommended  that  dredging  would  be 
usefiS  for  some  distance  from  Carroll. 

The  plan  of  improvement  for  the  Yellowstone  below  Glendive  to  give 
a  good  3  feet  low-water  channel  should  be  closing  dams  where  the  river 
is  divided  at  shoals,  protection  at  cutting  banks,  and  dredging  at  the 
gravel  bars,  near  and  above  Diamond  Island,  and  steamboat  sluicing 
at  bars  on  tlie  sandy  river.  The  dams,  if  maintained,  and  the  dredging 
wiU  give  a  fairly  permanent  channel.  The  sluicing  will  generally  need 
to  be  repeated  ye^irly. 

The  estimate  of  cost  of  this  plan,  derived  from  the  survey  maps  and 
costs  of  past  work  of  building  of  dams  at  the  locality  and  from  other 
sources,  is — 

20,700  feet  of  closing  (lams,  at  $7.50 $155,250 

16,200  feet  of  revetment  bank,  at  $5 81, 000 

Plant  therefor 15,000 

1'lant  for  dredging  and  slnicing 30, 000 

281,250 

and  after  the  first  year  for  annual  maintenance  of  works  and  the  sandy 
river  channel  $30,000. 

Very  respectfiilly,  your  obedient  servant, 

Chas.  F.  Powell, 
Capta en,  Coi^s  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

(■hkf  of  Engineers^  U.  8.  A. 
(TJirougii   (,yol.  O.  ]\[.  Poe,  Corx^s  of  Engineers,  Division  Engineer, 
J^orthwest  Division.) 
ENG  1)1 Ui 
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[Fiist  indorsement.] 

U.  8.  Engineer  Office, 

Detroit^  Mieh.j  March  28^  1891. 
Be8i>6ctftilly  forwarded  to  the  Chief  of  Engineers. 
I  concur  in  the  opinion  herein  expressed,  that  above  Glendive  the 
Yellowstone  Eiver,  Montana,  is  not  worthy  of  improvement  by  the 
General  Government.  Whether  it  is  worthy  of  such  improvement  be- 
tween Glendive  and  its  mouth,  98  miles  below,  depends  upon  the  prob- 
able relations  between  the  cost  and  the  benefits.  If  a  probable  expen- 
diture of  $281,250  in  first  improving  the  river,  and  a  subsequent  annual 
expendittu^e  of  $30,000  for  maintaining  the  improvement^  be  a  fair  esti- 
mate (and  I  have  no  reason  to  doubt  it),  then,  in  my  opinion,  based  upon 
the  statement  of  the  commerce  as  given  by  the  Glendive  committee,  the 
present  commerce,  or  that  probable  in  the  near  future,  is  insufficient  to 
justify  the  improvement  of  any  portion  of  Yellowstone  Eiver  by  the 
General  Government  at  this  time.  I  will  be  prepared  to  modify  this 
opinion  wU&never  the  conditions  may  seem  to  warrant  it. 

O.  M.  PoE, 
Colonel^  Corps  of  Engineers. 

Bvt,  Brig.  Gen..  U.  S.  A.j 
Division  Engineer j  Northwest  Division. 


6TATEMRNT  OF  GLENDIVE  COMMITTEE. 

Glendive,  Mont.  ,  December  16, 1890. 
Dear  Sir:  In  reply  to  your  favor  of  December  14,  we  would  respectfully  say  that 
the  advantages  to  the  citizens  and  merchants  of  this  county  would  oe  innumerable  if 
we  could  navigate  the  YeUowstone  River.  In  the  years  1881  and  1882,  when  boats 
were  running  on  the  Yellowstone,  the  rates  of  freight  &om  St.  Paul,  Minn.,  to  Glen- 
dive, Mont.,  were  reduced  from  $2.60  for  first-class  freight,  to  $1.10  for  unclassi- 
fied freight,  which  rate  was  maintained  for  two  years. 

With  such  competition  all  merchants  and  their  patrons  would  be  greatly  benefited 
in  shipping  in  goods,  which  amounted  during  the  past  year  to  over  800  cars,  regard- 
less or  numerous  small  shipments.  There  were  shipped  from  this  county  this  past 
season  1,000,000  pounds  of  wool,  580  cars  of  cattle,  and  200  cars  of  sheep. 

There  are  several  settlements  along  the  YeUowstone  between  Glendive  and  Fort 
Buford  which  maintain  a  triweekly  stage  and  mail  line,  which  would  be  greatly 
benefited,  as  said  residents  are  now  compeUed  to  transport,all  their  freight  and  prod- 
uce some  40  miles  or  more  by  wagons. 

This  county  is  rapidly  settling  up  and  freights  will  be  largely  increased  during  tlie 
coming  year. 

Yours,  very  respectfully, 

D.  R.  Mead, 
H.  Hodgson, 
James  G.  Ramsay, 
Capt.  Chas.  F.  Powell,  dmmittee. 

Corps  of  Engineers,  U.  8,  A. 


DD  5. 


PRELIMINARY  EXAMINATION  OF  MISSOURI  RIVER  BETWEEN  SIOUX 
CITY,  IOWA,  AND  FORT  BENTON.  MONTANA,  INCLUDING  THE  PART  OF 
THE  RIVER  FROM  THE  MOUTH  OF  THE  BIG  SIOUX  RIVER  TO  THE 
NORTH  LINE  OF  THE  STATE  OF  SOUTH  DAKOTA. 

St.  Louis,  Mo.,  October  21^  1890. 
General:  I  report  that,  in  my  opinion,  the  Missouri  Eiver  between 
Sioux  City,  Iowa,  and  Fori  Benton,  Mont»  inchiding  the  part  of  the 
river  firom  the  mouth  of  the  Big  Sioux  Eiver  (at  Sioux  City)  to  the 
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north  line  of  South  Dakota,  the  preliminary  examinations  of  which 
were  assigned  to  my  charge  by  Department  letter  of  September  20, 
1890,  are  worthy  of  improvement,  at  least  for  the  greater  part  of  the 
reach  of  river  named,  and  for  the  following  facts  and  reasons: 

The  Missouri  Eiver  from  Sioux  City  to  Benton,  1,716  miles,  has  been 
a  natural  highway  for  exploration,  trade,  militaiy  transportation,  and 
settlement.  It  is  about  a  one-sixth  part  of  the  immense  system  of  Mis- 
sissippi Eiver  navigable  water  ways.  Although  the  navigation  is  not 
easy  and  convenient,  this  part  of  the  river  is  free  from  falls,  very 
serious  rapids,  and  obstroctive  bridges.  It  has  been  navigated  by 
steamboats  throughout  since  1860,  when  two  steamers  reached  Port 
Benton;  in  1831  an  Ohio  Eiver  steamer  arrived  at  Pierre,  642  miles 
above  Sioux  City;  between  these  times  steamboats  have  pushed  farther 
up  the  river  as  demands  required.  Within  a  year  I  have  seen  at  Cairo 
a  steamer  intended  for  the  upper  Missouri  Eiver  trade,  loaded  with  iron 
ware  at  Pittsburg  for  Benton;  that  is,  a  carriage  of  an  unbroken  cargo 
from  Pennsylvania  to  Montana. 

The  Missouri  Eiver  from  Benton  downstream  to  Carroll,  160  miles, 
is  known  as  the  rocky  river.  Work  under  a  project  for  permanent  im- 
provement on  this  part  was  undertaken  by  the  Engineer  Department 
several  years  ago,  and  has  been  continued  by  the  Missouri  Eiver  Com- 
mission, whose  engineer  in  charge  estimated  in  his  late  annual  report 
that  $250,000  are  required  to  complete  the  existing  project  and  that 
$125,000  could  be  profitably  expended  in  the  year  ending  June,  1892. 

There  has  been  no  work  done  from  Carroll  to  Sioux  City, 'called  the 
sandy  river;  the  Missouri  Eiver  Commission  have  recommended  during 
the  last  2  years  snagging  operations  here,  and  have  urged  the  appro- 
priation of  ftuids  to  complete  a  survey  over  this  part  for  aid  in  prepar- 
ing a  project  for  permanent  improvement,  speaking  of  the  reach  as  one 
unknown  for  engineering  purposes  and  of  the  survey  as  of  national  im- 
I)ortance. 

The  Engineer  Department  made  a  survey  of  the  river  from  Sioux  City 
to  Pierre  in'  1879  to  1882;  the  Missouri  Eiver  Commission  have  extended 
a  triangulation  over  the  whole  part  from  Sioux  City  to  Benton  and  have 
nearly  completed  the  remainder  of  the  field  work  of  a  systematic  survey 
from  Benton  to  Milk  Eiver,  350  miles.  In  fact,  the  Commission  survey 
has  extended  in  whole  or  in  part,  and  was  intended  to  be  made  com- 
plete, from  the  mouth  of  the  river  to  Three  Forks,  244  miles  above  Ben- 
ton ;  their  funds  applicable  to  the  survey  from  Sioux  City  to  Benton  are 
practically  exhausted. 

Bench  marks,  soundings,  and  new  shore  lines  are  desirable  over  the 
old  part  from  Sioux  City  to  Pierre,  and  are  estimated  for  below  with  the 
new  survey  work,  in  addition  to  the  unexpended  balance  of  the  allot- 
ment for  tifie  examinations: 

Field  work  of  topograpliy,  hydrography,  and  levels,  Milk  River  to  Pierre, 
724  miles  at  $92.60 $66,970.00 

Same  of  hydrography,  levels,  and  shore  lines,  Pierre  to  Sioux  City,  642 
miles,  at$46.75 30,013.50 

Mapping  and  publication,  Benton  to  Pierre,  1,074  miles,  at  $32.75 39, 673. 50 

Same,  Kerre  to  Sioux  City,  642  miles,  at  $20 12,840.00 

Total 149,497.00 

The  class  of  survey  int»ended  is  that  which  will  siinply  answer  pres- 
ent purposes;  nothing  loss  extended  or  detailed  will  do.  The  prices  have 
been  carefully  scrutinized  ^  consequently  the  estiniatc  should  not  be  cur- 
tailed. 
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The  demands  of  river  connnerce  above  Sioux  City  duriBg  the  last  sea- 
son, now  at  a  close,  were  met,  but  not  wholly,  it  is  believed,  by  the 
services  of  three  steamboats.  Kailroads  have  in  late  years  paralleled 
the  river  and  x)enetrated  the  region  previously  tributary  to  it,  and  have 
absorbed  the  traffic,  which  in  1881  and  1882  gave  business  to  more  than 
twenty  steamboats.  This  is  in  line  with  the  history  of  traffic  on  western 
water  ways.  The  same  history  also  shows  that  the  growth  of  towns  and 
the  settlement  of  the  country  and  increase  of  business  very  geuerally 
follow  the  advent  of  railroads ;  and,  as  a  next  stage,  that  articles  in  bulk 
and  a  low  class  of  freights  are  furnished  whose  transportation  seeks  the 
river  and  calls  for  an  easier  navigation  and  a  deeper  channel,  whereve* 
practicable,  and  that  local  river  Unes  to  landings  and  settlements  inter- 
mediate between  railroad  points  become  neecli'ul ;  also  that  some  com- 
mercial interests  require  the  maintenance  of  an  improved  river  route  as 
a  regulator  of  rail  rates. 

There  is  no  reason  to  judge  that  the  same  traffic  history  will  not  ob- 
tain on  the  Missouri  from  Sioux  City  upstream. 

At  the  uppej  end  of  the  river  reach  under  consideration  there  is  a 
question  of  practicability  as  to  river  improvement,  and  which  I  had  in 
view  when  indicating  at  the  beginning  of  this  report  the  possibility  that 
a  smaller  part  of  the  river  was  not  worthy  of  improvement.  The  volume 
of  the  rocky  river  at  different  low  stages  has  been  found  to  be  only  from 
2,800  to  3,400  cubic  feet  per  second,  not  enough  for  profitable  siziMl 
boats ;  the  low  stage  obtains  for  one-half  of  the  time  when  the  river  is  free 
from  ice,  leaving  about  three  months  for  the  navigable  season  and  making 
it  too  short  for  commercial  puri>oses.  The  cost  of  neutralizing  the  low- 
water  difficulty  may  not  pay  for  the  resulting  benefit.  The  survey  is 
necessary  to  determine  this  question.  Milk  River  and  the  Yellowstone 
are  received  below  the  rocky  river;  these  tributaries  more  than  double 
the  volume  of  the  rocky  river;  the  Yellowstone  has  been  navigated,  and 
its  lower  40  miles  are  without  railroad  facilities,  and  navigation  is  here 
called  for,  while  a  trunk  rail  line  skirts  the  main  river  from  near  the  mouth 
of  tlie  Yellowstone  to  Milk  River.  So  that  the  mouth  of  the  Yellow- 
stone, 514  miles  from  Benton,  forms  a  dividing  line  in  the  reiush  from 
Benton  to  Sioux  City,  below  which  line  the  river  is  more  worthy  of  im- 
provement than  above. 

It  should  be  noted  that  a  principal  part  of  the  field  work  of  the  river 
survey  has  been  made  at  the  upper  end  of  the  river,  and  I  judge  .that 
sufficient  warrant  remains  for  navigation  improvement  purposes  lor 
completing  the  survey  there.  Besides,  it  is  advantag(».ous  for  other 
public  interests  that  the  Missouri  River  survey,  now  well  advanccHl  at 
both  ends,  should  be  made  continuous  from  its  headwaters  to  its 
mouth. 

Very  respectfully,  your  obedient  servant, 

(3IIAS.  F.  Powell, 
Captain  J  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chiet'  of  Engineers,  U,  IS,  A, 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Korthwest  Division.) 
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[Third  indorsement.] 

U.  S.  Engineer  Office, 
Detroit^  Mich.^  November  11, 1890. 

Kespoctfully  forwarded,  with  the  following  views  and  recommenda- 
tion, viz: 

I  am  not  informed  as  to  how  far  it  is  deemed  advisable  io  attempt  a 
general  improvement  of  Missonri  River  above  Sioux  City.  Results  of 
any  value  beyond  what  may  be  obtained  by  removing  snags  and  similar 
obstnictions  will,  even  if  successfnlly  accomplished,  only  be  attaint  at 
a  cost  far  in  excess  of  any  probable  benefit. 

I  have  grave  doubts  concerning  the  possibility  of  any  x>6rmanent 
improvement  of  that  portion  which  Captain  Powell  herein  designates 
the  "  sandy  river,''  but  I  have  none  as  to  the  advisability  of  such  a  sur- 
vey and  examination  as  will  serve  as  a  basis  for  an  intelligent  opinion, 
which  it  seems  to  me  is  quite  impracticable  in  the  present  state  of  our 
knowledge  of  the  matter. 

It  is  quite  apparent  that  the  funds  at  the  disposal  of  the  Department 
are  insufficient  to  do  more  than  pay  for  surveys  of  a  small  portion  of 
the  river  within  the  limits  designated  in  the  law.  The  tnangulation 
stations  of  the  Missouri  River  Commission's  survey  wiU  serve  to  put 
into  position  any  detached  surveys  in  case  such  are  made,  and  gradu- 
ally the  whole  may  bB  brought  t<3gether.  Section  18  of  the  river  and 
harbor  act  of  September  19,  1890,  requires  that  the  division  engineer 
of  the  locality  shall  report  whether,  in  his  opinion,  the  river  is  worthy 
of  improvement,  but  does  not  require  any  expression  as  to  the  extent 
or  character  of  such  improvement.  Believing  that  Missouri  River  be- 
tween Sioux  City  and  Fort  Benton  is  worthy  of  improvement,  at  least 
to  the  extent  indicated  in  the  opening  paragraph  of  this  indorsement, 
1  recommend  that  the  survey  herein  proposed  be  authorized  and  that 
such  allotment  for  the  purpose  be  made  from  the  appropriation  now 
available  as  the  condition  of  the  funds  will  permit. 

O.  M.  PoB, 
Colonel,  Corps  of  Engineers^ 
Division  Engineer^  Northwest  Division. 


PROJECT  FOR  IMPROVEMENT  OF  MISSOURI  RIVER,  NEBRASKA  AND 
SOrTH  DAKOTA,  FROM  THE  MOUTH  OF  THE  BIG  SIOUX  RIVER  TO 
THE  NORTH  LINE  OF  THE  STATE  OF  SOUTH  DAKOTA. 

Enghneeb  Office,  United  States  Abmt, 

Sioux  City,  lowa^  July  3, 1891. 
General:  Having  reported  October  21, 1890,  from  the  preliminary 
examination  reciuired  by  the  act  of  September  19, 1890,  that  the  Mis- 
,  souri  liiver,  from  the  Big  Sioux  River  to  the  north  line  of  the  State  of 
South  Dakota,  was  worthy  of  improvement,  and  in  compliance  with  De- 
partment instructions,  I  have  the  honor  now  to  offer  a  plan  of  improve- 
ment for  the  water  named,  and  an  estimate  of  its  cost,  as  follows: 

(1)  Extension  of  present  river  survey  and  mapping  and  publication  of  maps: 
Field  work  of  hydrographv,  topograph v,  and  levels,  boundary 

line  to  Pierre,  192  miles,  at  $92.50 '.  $17,760 

Same  of  hydrography,  levels,  and  shore  hues,  Pierre  to  the  Rig 

Sioux  River,  456  miles,  at  $46.75 21, 318 

Manning  and  publication,  boundary  line  to  Pierre,  192  miles,  at 

$32.75 6, 288 

Same,  Pierre  to  Sioux  City,  456  miles,  at  $20 9, 120 

$54,486 
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(2)  RemoTal  of  snags,  wreoks,  And  other  obstmotions ;  temporary  work  and 
placing  channel  marks  at  the  worst  bar  channels,  and  at  the  entrances 

to  the  winter  harbor  at  month  of  the  Big  Sioux  River,  annually $25, 000 

^3)  For  rectification  of  the  riyer  at  and  near  Yankton.  S.  Dak 75, 000 

(4)  For  rectification  of  Hie  riyer  at  and  near  Pierre,  8.  Dak 75,000 

Total 229.486 

A  prmcipal  reason  for  the  postponement  heretofore  of  a  project  for  the 
I>ermanent  improvement  of  theMissoori  Biver  in  South  and  North  Da- 
kota has  been  the  absence  of  a  survey.  A  continuous  detailed  survey 
from  the  Great  Falls,  Montana,  is  now  in  progress,  and  with  present 
funds  will  be  completed  this  year  to  a  point  between  Bismarck,  N.  Dak., 
and  the  north  line  of  South  Dakota.  The  estimate  for  completion  from 
this  point  to  Sioux  City  (mouth  of  Big  Sioux  Biver)  is  $74,497,  which 
should  be  appropriated  in  order  to  make  the  survey  continuous,  as  it 
ought  to  be,  instead  of  the  amount  named  for  the  part  from  the  north 
line  of  South  Dakota. 

The  annual  removal  of  snags  and  other  obstructions  would  be  a  judi- 
cious improvement  and  a  great  aid  to  navigation.  A  snagging  plant  is 
now  being  built  from  the  present  appropriation  for  improving  the  Mis- 
souri Biver  from  Sioux  City  to  the  Great  Falls  j  its  operation  should  be 
uninterrupted,  the  same  as  provided  for  by  continuous  appropriations 
for  the  removal  of  snags,  etc.,  on  the  lower  and  upper  Mississippi  and 
the  Ohio  rivers  in  the  river  and  harbor  acts  of  1888  and  1890.  The 
temporary  deepening  of  the  worst  bar  channels  and  the  marking  of  the 
channels  before  the  completion  of  a  permanent  improvement,  which 
will  necessarily  be  a  matter  of  several  years,  would  also  be  a  judicious 
work  and  will  need  to  be  repeated  during  each  low  water.  The  estijnate 
for  these  annual  temporary  and  continuous  works  on  the  sandy  part  of 
the  Missouri  above  Sioux  City  is  $50,000,  and  about  one-half  the  works 
will  fall  on  the  part  of  the  river  in  South  Dakota;  the  whole  amount 
should  preferably  be  appropriated  and  made  applicable  to  the  whole 
Upper  Missouri. 

The  continuous  permanent  improvement  of  the  Missouri  Biver  on  its 
sandy  part  wiU  be  of  great  cost,  and  is  not  now,  in  my  opinion,  war- 
ranted by  the  present  nor  prospective  commerce.  Such  improvement 
would  most  probably  provide  channels  along  the  immediate  river  fronts 
at  the  principal  towns;  and  work  of  rectification  of  the  river *done  now 
at  these  places  would  be  useful  in  a  plan  of  proper  and  permanent  river 
improvement. 

There  is  need  for  the  restoration  of  the  steamer  landings  at  Yankton 
and  Pierre.  At  both  places  the  channel  has  shifted  to  the  opposite 
side,  thereby  causing  extensive  fills  along  the  river  fronts  of  the  towns. 
There  is  no  steamer  landing  at  Yankton,  while  formerly  a  dozen  bosits 
or  more  used  to  land  at  a  time  at  the  immediate  bank.  At  Pierre  the 
landing  is  well  above  the  town  and  is  gradually  filling  up.  There  are* 
two  railroads belongingto  large  systems  running  into  each  of  the  towns 
named  from  the  east,  and  doubtless  bridges  will  be  built  across  the 
river  here,  in  extension  of  the  roads  to  the  Black  Hills;  it  would  be 
good  to  properly  fix  the  channels  before  the  bridges  are  built.  The  im- 
provements estimated  for  at  Yankton  and  Pierre  consist  in  the  deflec- 
tion of  the  river  by  works  above  the  towns  to  make  the  river  flow  along 
the  town  fronts.  At  Yankton  the  bank  is  of  fairly  hard  material  and 
bank  protection  will  not  be  required.  At  Pierre  the  bank  is  not  quite 
so  good  and  it  is  likely  that  bank  protection  against  caving  will  be 
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necessary.    If  the  United  States  undertakes  the  bank  protection  $25,000 
should  be  added  to  my  estimate  above. 

Very  respectfully,  your  obedient  servant, 

Chas.  F.  Powell, 


Captainj  Corps  of  Engineers. 


Brig.  G^en.  Thomas  L.  Casey, 

Chief  of  Ur^neers,  U.  8.  A, 


(Through  CoL  O.  M.  Foe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

piint  indonflmenl.] 

TJ.  8.  Engineeb  Office, 
JDetroity  Mich.j  July  11, 1891. 
KespectfdUy  forwarded  to  the  ofOice  of  the  Chief  of  Engineers. 
I  concur  in  the  conclusions  and  estimates  of  this  report. 

O.  M.  PoE, 
Oolonely  Corps  of  SngineerSy  ete.^ 
Division  Ungineerj  Northwest  Division. 


COMMERCIAL  STATISTICS. 

Three  boats  are  ranniiig  on  the  river,  carrying  mercliandise  and  supplies  from  the 
railroad  points  of  Sioux  City,  Pierre,  and  Chamberlain,  principally  to  the  military 
posts  and  Indian  agencies  between  Bismarck  and  Sioux  City,  and  coUecting  grain, 
wool,  hides,  bones,  eto.,  for  delivery  at  railroad  landings.  Therev  is  no  through 
traffic  nor  any  article  of  heavy  traffic  largely  transported.  The  lignite  coal  of  North 
Dakota,  veins  of  which  crop  out  on  the  nver  above  Bismarck,  may  in  the  future  be 
carried  by  boats  to  the  towns  below  Bismarck.  The  river  bottoms  are  fertile  and 
when  settled  and  farmed  will  doubtless  cause  an  active  traffic  on  the  river  between 
railroad  points.  There- are  works  at  Yankton  producing  a  Portland  cement,  whose 
tests  are  equal  to  those  of  English  and  German  Portland  cements.  The  material  for 
the  Yankton  cement,  chalk,  stone,  and  clay,  abound  in  large  quantities  and  are  said 
to  show  at  places  on  the  river  above  and  below  Yankton ;  the  chalk  certainly  crops 
out  from  the  river  bluffs,  and  it  seems  that  the  cement  industry,  at  least  at  Yankton, 
should  be  extensive,  and  the  cement  shipped  down  the  river  to  Sioux  City,  Omaha, 
and  other  cities. 

The  only  statistics  of  river  tonnage  avaUable  applv  to  the  reach  from  Bismarck  to 
Sioux  City,  738  miles ;  the  part  from  Sioux  City  to  tne  north  line  of  South  Dakota 
being  648  mUes.  The  amounts  tabulated  below  do  not  include  ferriage  business, 
neither  some  small  tonnage  occasionally  carried  by  ferry  boats  on  short  distances  off 
their  ferry  routes. 

Biver  tonnage  between  Sioux  City  and  Biemarok. 


Tons. 

1887 6,064 

1888 6,075 


Tons. 

1889 16,622 

1890 •9,735 


Number  of  passengers  carried,  1890 4, 322 

Head  of  live  stock  carried,  1890 2, 974 

•Military  and  Indian  supplies,  merchandise,  grain. 
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PROJECT  FOR  IMPROVEMENT  OP  MISSOURI  RIVER  BETWEEN  SIOUX  CITY, 

iowa,  and  fort  benton.  montana. 

Engineer  Office,  United  States  Army, 

8ioux  Gity,Iowa,  September  7,  1891. 

Generai.:  Having  reported  that  the  Missouri  River  betweeu  Sionx 
City  and  Fort  Benton  was  worthy  of  ifnprovement,  at  Iea.st  for  its  greater 
part,  I  have  the  honor  now  to  offer  the  following  plan  and  estimate*  dI' 
cost  of  improvement: 

A  project  for  improvement  of  the  river  from  Fort  Benton  to  CaiToll, 
Mont.,  168  miles,  called  the  rocky  river,  has  been  under  execution  dur- 
ing several  years.  After  the  application  of  funds  in'hand  for  the  pur- 
pose there  will  remain  of  necessary  work  the  removal  of  bowlders  and 
the  dredging  of  hard  material  at  rapids  below  Judith,  which  point  is 
nearly  half  way  from  Benton  to  Carroll. 

From  Carroll  to  Sioux  City,  nearly  1,400  miles,  the  river  is  first  sandy 
and  then  muddy  and  quickly  assumes  the  bad  charact-eristics  of  the 
Lower  Missouri,  and,  in  addition,  is  subject  to  damaging  ice  gorges.  A 
satisfactory  project  for  permanent  improvement  and  an  estimate  of  cost 
below  Carroll  await  the  completion  of  the  systematic  and  detailed  sui'- 
vey  now  in  progi^ess.  A  present  need  on  the  sandy  and  muddy  river, 
whose  work  does  not  depend  upon  a  survey,  is  the  removal  of  snags, 
wrecks,  and  other  obstructions;  also,  previous  to  the  completion  of  per- 
manent works,  temporary  improvement  at  the  worst  bars  and  the  mark- 
ing of  the  new  channels  by  ranges  on  shore.  The  temporary  work  is  to 
be  done  by  steamer  sluicing,  and  has  for  its  object  the  opening  of  chan- 
nels during  low  stages  at  the  places  of  controlling  depth  for  the  steam- 
boats navigating  the  river.  The  present  appropriation  for  impro\'ing 
the  Missouri  Eiver  between  the  Great  Falls  and  Sioux  City  will  have 
provided  the  snag  boats;  their  operations  in  snagging  and  sluicing 
sliould  be  unint^rupted,  and  to  insure  that  the  appropriation  for  their 
future  operations  should  be  made  continuous,  the  sanu^  as  for  the  oper- 
ation of  snag  boats  and  dredge  boats  on  the  Upper  Mississippi  and  for 
the  operations  of  snag  boats  on  the  Lower  MissiSwsippi  and  Ohio  rivers, 
as  provided  for  in  the  river  and  harbor  acts  of  1888  and  1890. 

The  present  appropriation  is  also  to  provide  an  ice  harbor  at  Rock 
Haven,  near  Bismarck  and  Mandan,  1^.  Dak.,  for  the  maintenance  of 
which  a  small  amount  will  be  needed  annually. 

There  is  need  of  restoring  the  steamer  landings  at  Yankton  and 
Pierre,  S.  Dak.,  the  works  for  which  are  not  dependent  upon  the  contin- 
uous survey.  At  both  places  the  channel  has  shifted  to  the  opposite 
side,  thereby  causing  extensive  fills  along  the  river  fronts  of  the  towns. 
There  is  no  steamer  landing  at  Yankton,  while  formerly  a  dozen  boats 
or  more  used  to  land  at  a  time  at  the  immediate  bank.  At  Pierre  the 
landing  is  well  above  the  town  and  is  gradually  filling  up.  There  are 
two  railroads  belonging  to  large  systems  running  into  each  of  the  towns 
named  from  the  east,  and  doubtless  bridges  will  be  built  across  the 
river  here  in  extension  of  the  roads  to  the  Black  Hills;  it  would  be 
good  to  i)roperly  fix  the  channels  before  the  bridges  are  built.  Tlie  im- 
I)rovements  estimated  for  at  Yankton  and  Pierre  consist  in  the  deflec- 
tion of  the  river  by  dikes  above  the  towns  to  make  the  river  flow  along 
the  town  fronts.  At  Yankton  the  bank  is  of  fairly  hard  material  and 
bank  protection  will  not  be  required.  At  Pierre  the  bank  is  not  quite 
so  good  and  it  is  likely  ihat  bank  protection  against  caving  will  be 
necessary.  If  the  United  States  nudertakes  the  bank  lU'otectiou,  $25,000 
should  be  added  to  my  estimate  below.  ^ 
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The  liydro^rapliic  and  topographic  survey  of  the  river  now  in  prog- 
ress, and  based  on  a  triangulation  between  bluffs  and  one  between 
banks,  and  on  a  circuit  of  primary  levels,  will  be  extended  by  means  of 
limds  in  hand  to  next  below  Bismarck,  N.  Dak.,  or  more  than  halfway 
from  Fort  Benton  to  Qioux  City.  The  speedy  completion  of  the  survey 
and  its  mapping  are  highly  judicious  for  public  interests,  and  especially 
as  a  prelimiui^ry  to  the  prepjiration  of  a  jilan  for  permanent  channel  im- 
provement. 

K8T1MATE  OF  COST. 

Completion  of  necessary  Trork  on  rocky  river  below  Judith^  Mont $50, 000 

Operntion  of  snag  Ijoats  and  temporary  improvement  at  the  worst  bars  on 

the  sandy  and  muddy  river  (annually) 50, 000 

Maintenance  of  ice-hafbor  at  Rock  Haven  (annually) 5, 000 

Rectification  of  the  river  at  and  near  Pierre  and  Yankton,  S.  Dak 150, 000 

Completion  of  river  survey  and  publication  of  maps 74, 497 

Total 329,497 

Very  respectfully,  your  obedient  servant, 

*Chas.  F.  Powell, 
Captairij  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8,  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Korthwest  Division). 

[First  indorsement.] 

U.  8.  ENaiNEER  Office, 
Betroitj  Mich,,  September  76',  1891. 
Respectfully  forwarded  to  the  office  of  the  Chief  of  Engineers  with 
the  following  remarks: 

Whatever  protection  is  necessary  to  preserve  the  banks  and  thus 
maintain  the  improved  channel  of  the  river  seems  to  be  a  legitimate 
charge  against  the  sums  appropriated  by  the  General  Government.  But 
it  is  doubtftil  if  this  ext^ends  to  the  construction  and  maintenance  of 
commercial  levees,  such  as  are  usually  found  at  all  important  landings. 
It  is  difficult  to  sharply  define  the  limitations  in  the  two  cases,  and  thus 
separate  what  is  proi)erly  a  Government  charge  from  one  which  is  purely 
local.  It  therefore  seems  to  me  to  be  advisable  to  consider  and  act 
upon  each  particular  case  as  it  arises. 

With  the  reservation  indicated  above,  the  project  is  recommended  for 
approvaL 

O.  M.  Poe, 
Oolonelj  Corps  of  Engineers^  etc.. 
Division  Engineer^  Xorthwest  IHvision, 


COMMERCIAL  STATISTICS. 

Three  boats  of  from  2|  to  3  feet  draft  when  loaded  are  rniinin|y  on  the  river,  en- 
cased mostly  in  carrying  merchandise  and  supplies  from  Sionx  City,  Pierre,  and 
nismarck  to  the  military  posts  and  Indian  agencies  from  Sionx  City  to  Herthold, 
N.  Dak.,  and  to  Judith  and  Fort  Benton,  Mont.,  and  in  collecting  grain,  wool, 
potatoes,  hides,  bones,  etc.,  for  delivery  at  railroad  landings,  and  in  carrying  pas- 
sengers and  live  stock. 

Some  of  the  small  ferry  boats,  it  is  believed,  occasionally  carry  loads  for  short 
distances  off  their  ferry  routes,  but  of  which  only  part  record  is  available. 
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Tbere  \b  no  aitiole  of  heavy  traffic  largely  transported.  A  little  prospect  exists 
that  ores  from  the  part  of  Montana  sonth  of  the  river  and  tributary  to  it,  may  be 
carried  on  boats  from  Judith  to  Kansas  City.  The  lignite  coid  of  North  Dakota, 
veins  of  which  crop  out  on  the  river  above  Bismarck,  may  in  the  5iture  be  carried 
by  boats  to  the  towns  below  Bismarck.  The  river  bottoms  are  fertile  and  when 
settled  and  farmed  will  doubtless  cause  an  aotire  traffic  on  the  river  between  rail- 
road points.  There  are  works  at  Yankton  producing  a  Portland  cement  whose 
tests  are  equal  to  those  of  English  and  German  Portland  cements.  The  material  for 
the  Yankton  cement,  chalk-stone,  and  clay,  abound  in  large  quantities  and  are  said 
to  show  at  places  on  the  river  above  and  below  Yankton:  the  chalk  certainly  crops 
out  from  the  river  blufis.  and  it  seems  that  the  cement  industry,  at  least  at  Yankton, 
should  be  extensive,  and  the  cement  shipped  down  to  Sioux  City,  Omaha,  and  other 
cities. 

The  tonnage  amounts  tabulated  below  do  not  include  ferriage  business : 

Biver  tannage  between  Siotuc  City  and  Bismarck, 

Tons, 

1887 : 6,064 

1888 6,075 

1889 16.622 

Between  Biamarck  and  Fort  Benton, 

*  Tone. 

1887 7,897 

1888 6,820 

1889 2,102 

Biver  traffic  for  1890. 


Packase 
and  buUc 
Areight. 


PaBsen- 
gera. 


Live 
Btock. 


Sioux  City  to  Bismarok 

BlBnuurak  to  Fort  Buford ... 
Fort  Bufozd  to  Fort  Benton. 


Tont. 
*9, 785 
t2,467 


Kvmber. 

4,322 

184 


Head. 
2^974 
43 
43 


*  MUitary  and  Indian  supplies,  merohandiae,  and  grain, 
t  Grain,  mercluuidise,  flonr,  feed,  and  lumber, 
t  Merchandise,  wool,  and  ore. 
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IMPBOYEMENT  OF  TENNESSEE  RIVER  ABOVE  CHATTANOOGA,  TENNES- 
SEE,  AND  BELOW  BEE  TREE  SHOALS,  ALABAMA;  OF  CUMBERLAND 
RIVER,  TENNESSEE  AND  KENTUCKY,  AND  OF  THEIR  TRIBUTARIES  IN 
EASTERN  TENNESSEE  AND  KENTUCKY. 


BEPOBT  OF  LIEUTENANT-COLONEL  J,  W.  BAELOW,  C0BP8  OF  ENGL 
NEEB8,  OFFICEE  IN  CHARGE,  FOB  THE  FISCAL  YEAB  ENDING  JUNE 
SO,  1891,  WITH  OTHEB  DOCUMENTS  BELATING  TO  THE  W0BK8, 

IMPROVEMENTS. 


1.  Tennessee  Rirer  above  Chattanooga, 

Tennessee,    and   below    Bee    Tree 
Shoals,  Alabama. 

2.  Hiawassee  River,  Tennessee. 

3.  French  Broad  River,  Tennesssee. 

4.  Clinch  River,  Tennessee. 


5.  Cumberland   River,  Tennessee    and 

Kentucky. 

6.  Caney  Fork  River,  Tennessee. 

7.  South  Fork  of  Cumberland   River, 

Kentucky. 


EXAMINATIONS  AND  SURVEY, 


8.  Little  Pigeon  River,  Tennessee,  from 

mouth  to  Sevierville. 

9.  Harbor  of  Smithland,  KentuSky. 


10.  Obion  River,  Tennessee,  from  its 
mouth  to  the  crossing  of  the  Louis- 
ville and  Memphis  Railroad  in  Obion 
County. 


Engineer  Office,  U.  S.  Army, 

Ifashville^  Tenn.^  July  7,  1891. 
General:  I  have  the  honor  to  transmit  herewith  the  annual  reports 
upon  the  river  improvements  in  my  charge  for  the  fiscal  year  ending 
June  30, 1891. 

Very  respectfully,  your  obedient  servant, 

J.  W.  Barlow, 
Lieutenant'  Colonel  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 
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£  E  I. 

IMPROVEMENT  OF  TliNNESSEE  RIVER. 
(Length,  650  miles.) 

The  exact  point  at.  which  theT«3iiiiossc>oBiver  lias  if  R  hc^inniiiji:  is  still 
a  inaM^r  of  some  uncertainty.  The  Riviere  des  Chenwiuis,  or  Ch^rakcs 
of  the  early  Freuch  explorers,  and  the  Cherokee  lliver  as  referred  to  in 
cessions  to  the  English  by  the  Indians  in  17G7,  has  l)een  considered  as 
being  formed  by  the  junction  of  what  aie  now  called  the  Little  Tennes- 
see and  Holston  rivers,  near  the  town  of  Lenoirs,  Tenn.  Tennassee, 
the  chieftownofthe  Cherokee  Indians,  was  situated  near  this  point,  and 
the  fact  that  the  river  derives  its  present  name  from  that  town  seems 
to  add  additional  weight  to  the  arguments  of  the  geographers  who  have 
placed  the  headwaters  of  the  river  at  this  junction.  In  some  of  tlie  older 
geographies  the  head  of  this  river  has  been  placed  at  the  mouth  of  the 
Clinch  and  the  Holston  extended  to  that  point. 

The  legislature  of  Tennessee  in  1889  passed  an  act  extending  the 
name  of  the  Tennessee  Eiver  to  tlie  junction  of  the  north  and  south 
forks  of  the  Holston,  at  Bjingsport,  in  Sullivan  County,  Tenn. 

Congressional  legislation,  however,  in  several  laws  appropriating 
money  for  the  improvement  of  the  Upper  Tennessee  between  KnoxviUe 
and  Chattariooga,  has  given  authority  for  extending  the  name  at  least 
to  the  former  city,  but  as  the  junction  of  the  Holston  and  French  Broad 
rivers  is  but  4J  miles  above  KnoxviUe,  this  point  is  now  generally  taken 
as  the  origin  of  the  Tennessee  River,  and  in  the  river  and  harbor  act 
of  181)0  this  point  appears  to  have  been  definitely  fixed  by  the  specific 
language  of  the  act  providing  for  a  survey  of  the  Tennessee  River  from 
('hattanooga  to  the  junction  of  Holston  and  French  Broad  rivers. 

As  one  of  the  largest  of  the  forty -three  or  more  tributaries  of  the 
Mississippi  River,  the  Tennessee  has  always  held  an  important  place  ih 
the  projects  for  the  improvement  of  the  navigable  water  ways  of  the 
country.  The  Muscle  Shoals  Canal  having  been  opened  to  navigation 
in  November,  1890,  the  Tennessee  River  is  now  navigable  from  its  source 
to  its  mouth,  a  distance  of  650  miles,  during  several  months  of  each 
year,  and  as  work  is  continued  upon  certain  other  less  formidable  ob- 
structions the  season  of  navigation  will  be  dbrrespondingly  lengthened. 
The  radical  improvement  of  this  river  so  as  to  make  njivigation  con- 
tinuous for  boats  of  moderate  draft  is  by  no  means  an  impossibility. 

1.  ABOVE  CHATTANOOGA  (194  MILES). 

This  section  of  the  river  is  navigable  during  medium  and  high  stages, 
which  usually  i)revail  through  the  winter  and  spring  months,  and  occa- 
sionally at  other  seasons  during  the  occurrence  of  so-called  rain  tides. 

The  navigation  consists  of  steamboats  carrying  freight  and  passen- 
gers, flatboats  bringing  products  from  the  upper  tributaries,  and  rafts 
of  logs  and  lumber,  also  brought  from  the  tributaries,  the  latter  con- 
stituting the  major  part  of  the  commerce  of  this  river. 

In  1830,  CoL  S.  H.  Long,  U.  S.  Topograpliical  Engineers,  made  a  care- 
ful examination  of  the  Holston  and  Tennessee  rivers  between  Kings- 
port,  Tenn.,  and  the  Alabama  State  line.  His  report,  published  a«  Ex- 
ecutive Document  No.  167,  House  of  Representatives,  Forty-third  Con- 
gress, second  session,  gives  a  detailed  description  of  every  obstruction 
to  navigation  at  that  time,  and  plans  and  estimates  for  their  improve- 
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ment.  In  1871  an  examination  was  made  between  Knoxville  and  Chat- 
tanooga by  Capt.  L.  Cooper  Overman,  Corps  of  Engineers,  under  tlie 
direction  of  Maj.  Walter  McFarland,  Corps  of  Engineers.  (See  Reports 
of  the  Chief  of  Engineers,  1871,  pp.  502  to  607,  and  1872,  pp.  488  to  494.) 
The  obstructions  to  navigation,  as  describetl  in  these  reports,  were  "low- 
water  obstructions,"  consisting  of  bars,  either  rock  or  gravel,  extending 
across  tl^e  river,  with  a  length  varying  from  60  feet  to  2  miles,  tlie 
depth  of  water  over  these  bars  varying  from  10  to  30  inches  at  extreme 
low  water,  and  the  current  varying  from  2^  to  6  miles  per  hour. 

The  bed  and  banks  of  the  river  are  of  such  character  as  to  make  any 
improvements  practically  permanent,  with  the  exception  of  the  re- 
moval, from  time  to  time,  of  such  drift  or  snags  as  may  be  brought 
down  by  the  annual  floods. 

In  1832  the  State  of  Tennessee  undertook  the  improvement  of  cer- 
tain points  above  Chattanooga  by  removal  of  rock  and  construction  of 
wing  dams. 

In  1850  Congress  ai>propriated  $50,000  for  the  improvement  of  this 
portion  of  the  river,  and  the  money  appropriated  was  expended  under 
the  direction  of  Col.  J.  McCleUan,  topographical  engineer,  U.  S.  Army. 
Some  of  the  dams  built  under  this  appropriation  are  still  in  existence, 
though  generally  covered  up  by  the  more  extensive  work  of  recent  im- 
provements. 

The  present  project  of  improvement,  based  upon  the  examination  of 
1871,  provides  for  deepening  the  channel  at  the  worst  obstructions  by 
blasting  or  by  scouring  bars  by  the  aid  of  wing  dams,  and  the  removal 
of  such  snags  and  drift  as  may  prove  dangerous  to  navigation*,  this  is 
to  be  done  to  an  extent  that  will  secure  a  chanix.el  3  feet  in  depth  at 
average  low  water.  The  estimate  of  1871  was  increased  in  1874, 1877, 
and  again  in  1884,  for  the  reasons  stated  in  the  reports  of  those  years. 
Fifteen  appropriations  from  July  11,  1870,  to  September  19, 1890,  have 
been  made  by  Congress  for  this  work,  aggregating  the  sum  of  $271,000. 

The  amount  expended,  including  outstanding  indebtedness,  to  June 
30,  1890,  was  $237,252.80. 

Operations  have  been  confined  to  the  imi)rovement  of  twenty-nine  of 
the  forty-three  obstructions  as  enumerated  by  Colonel  Long,  and  have 
resulted  in  giving  an  improved  channel  at  these  points  and  a  lengthened 
season  of  navigation.  This  improvement  has  been  of  special  advantage 
to  rafts  and  flatboats,  which  comi>ose  the  major  part  of  the  commerce 
of  the  Uijper  Tennessee.  As  a  matter  of  c(mvenience  and  economy 
operations  are  (uirried  on  in  ccmnection  with  the  rivers  tributary  to  this 
section  of  the  Tenness(».e. 

At  the  beginning  of  the  fiscal  year  work  was  in  progress  at  White 
Creek  Shoals,  and  continued  during  the  months  of  July,  August,  and  Sep- 
tember, work  done  at  that  point  being  030  cubic  yards  of  ea.rth,  etc., 
stripped  from  quarry,  2,187  cul)ic  yards  stone  quarried  for  dams,  and 
2,835  cubic  yards  dam  l)uilt. 

In  previous  years  a.  dam  f)50  feet  long  had  been  built  from  the  lower 
end  of  White  Cree>k  Island  to  create  a  scour  through  the  sand  and  gravel 
bar  which  was  originally  a  serious  obstruction  to  the  navigation  of  the 
liver  at  this  place.  Its  efi'ect  was  to  deepen  the  water  opposite  the  dam 
and  to  cause  the  dei)osit  of  the  material  in  the  form  of  a  half-moon  bar 
in  the  channel  .fust  below  the  end  of  the  dam,  the  only  available  pas- 
sage for  boat^s  being  a  cross  channel  between  the  bar  and  the  end  of  the 
dam. 

Tn  1889  this  dam  was  exteuded  175  foot,  the  result  being  that  tho 
cross  channel  around  end  of  dam  ^^as  lemoved  a  short  distance  lower 
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down;  the  obstracting  bar  reforming  abont  300  feet  down  stream,  the 
obstacles  to  navigation  remained  alx^ut  the  same  as  before.  In  1890 
the  dam  was  farther  extended  about  300  feet,  and  a  spur  130  feet  long 
built  out  into  the  channel  to  create  a  scour  which  would  remove  the  * 
obstruction,  the  object  beiug  to  scour  away  the  bar  and  deposit  the 
material  in  prolongation  of  the  longitudinal  dam.  The  bar  reformed, 
but  to  a  less  extent,  about  600  feet  below  the  spur  dam.  The  longitudi- 
nal dam  was  again  extended  over  the  shoal  560  feet  farther,  and  a  sec- 
ond spur  215  feet  long  was  built  on  the  new  shoal.  The  result  of  this 
last  work  has  been  to  cause  the  removal  of  the  obstruction  to  the  deep 
water  below  the  last  spur,  and  it  is  believed -that  it  is  not  likely  to  re- 
form for  many  years  in  the  navigable  channel.  This  improvement  is  a 
very  interesting  example  of  the  combined  effect  of  a  longitudinal  dam 
with  short  spurs  in  removing  gi'avel  or  sand  bars. 

During  October,  November,  and  December  continued  work  at  Soddy 
Shoals  and  vicinity,  and  near  the  Cincinnati  Southern  Bailroad  Bridge. 
The  work  done  in  the  channel  consisted  of  the  removal  of  a  sunken 
barge,  40  cubic  yards  of  loose  rock,  and  24  snags  ^  258  overhanging  trees 
were  cut  down  and  removed. 

Operations  were  suspended  on  account  of  high  water,  but  were  re- 
sumed at  Soddy  Shoals  in  June,  1891,  and  preparations  are  now  in 
progress  for  drilling  and  blasting  upon  this  troublesome  reef,  under  the 
supervision  of  Assistant  Engineer  C.  A.  Locke. 

The  steam  drilling  scow,  which  has  been  provided  by  adapting  the 
old  hull  of  the  steamer  Weitzel  to  this  purpose,  will  be  employed  upon 
this  work.  The  United  States  steamer  Weit^sel  was  thoroughly  rebuilt 
at  Chattanooga  for  use  on  the  Cumberland  Eiver. 

In  addition  to  the  proposed  work  required  at  Soddy  Shoals,  improve- 
ments are  needed  at  Caney  Shoals,  near  Kingston,  and  at  Seven  Island 
Shoals,  or  Farmers  Dam,  as  this  i)lace  is  now  called.  The  character  of 
the  work  is  the  same  at  both  places,  and  will  consist  in  the  construc- 
tion of  a  wing  dam  located  below  each  shoal  to  lengthen  the  fall  and 
decrease  the  velocity  of  the  cun^ent. 

The  Weitzel  having  been  transferred  to  the  Cumberland  Eiver  for  serv- 
ice upon  that  stream,  the  steamer  Dover — ^renamed  and  duly  recorded 
as  the  McPherson — ^was  purchased  for  use  upon  the  Upper  Tennessee 
and  its  tributary  waters.  The  McPherson  reached  Chattanooga  early  in 
May  and  was  at  once  engaged  in  moving  to  the  mouth  of  the  French 
Broad  Eiver  the  survey  party  organized  at  Chattanooga  for  the  survey 
of  the  Tennessee  Eiver  from  Chattanooga  to  the  junction  of  the  Holston 
and  French  Broad  Eivers,  as  provided  by  act  of  September  19, 1890. 
This  survey  began  at  the  conHuent  waters  of  the  Holston  and  French 
Broad  Eivers,  and  has  made  good  progress,  about  36  miles  of  river 
from  the  initial  point  having  been  surveyed. 

As  required  by  the  act,  a  careful  and  comprehensive  survey,  about 
194  miles  of  river,  is  being  made  by  First  Lieut.  John  Biddle,  Corps  of 
Engineers,  in  local  charge  of  the  work.  The  discharge  of  the  river  is 
being  ascertained,  current  observations  taken,  and  substantial  bench- 
marks established. 

The  total  amount  expended  during  the  fiscal  vear  ending  June  30, 
1891,  was  $17,210.77,  as  follows: 

General  Improvement $12, 391, 37 

Survey  from  Chattanooga  to  juiict  ion  of  Holston  and  French  Broad  Rivers.      4«  819. 40 

The  original  estimate  of  cost  of  improving  Tennessee  River  above 
Chattanooga,  under  the  existing  project,  was  $175,000;  increased  in 
1877  to  $225^000^  and  again  in  1884  increased  to  $300^000.    The  appro- 
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priation  of  $30,000  by  act  of  September  19, 1890,  nearly  exhausts  the 
above-named  estimate.  Pending  the  sabmission  of  the  report,  with  its 
accompanying  plans  and  estimates,  of  the  survey  of  the  Tennessee  Eiver 
above  Chattanooga,  Tenn.,  now  in  progress,  for  approval  and  subse- 
quent adoption  as  the  basis  for  a  new  project,  it  is  necessary  to  increase 
the  estimate  under  the  existing  project,  and  the  sum  of  $40,000  is  added  * 
thereto. 

Tlie  estimate,  as  modified  in  1884,  for  improving  Tennessee  Hiver  above 

Chattanooga  is $300,000.00 

Increased  in  1891 40,000.00 

340,000.00 

Amount  appropriated 271, 000. 00 

Amount  expended 253,891.33 

Money  statement 

July  1, 1890,  balance  unexpended $4,319.44 

Amount  appropriated  by  act  approved  September  19, 1890 30, 000. 00 

34,319.44 
June  30, 1891,  amount  expended  during  fiscal  year 14,800.74 

July  1, 1891,  balance  unexpended 19,518.70 

July  1,1891,  outstanding  liabilities 2,410.03 

July  1, 1891,  balance  available 17,108.67 

{Amount  (estimated)  required  for  completion  of  existing  project 09, 000. 00 
Amount  that  can  be  prohtably  expended  in  fiscal  year  ending  J  une  30, 1893    69, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


2.  BELOW  BEB  TREE  SHOALS  (225  MILES), 

The  avaOable  information  pertaining  to  the  section  of  the  river  below 
Bee  Tree  Shoals  is  very  meager.  In  report  on  line  of  water  communi- 
cation between  the  Mississippi  Eiver  and  the  Atlantic  (Report  of  Chief 
of  Engineers,  1872,  page  613),  Msg.  Walter  McFarland,  Corps  of  Engi- 
neers, states: 

Descending  the  river^  we  find  that  improvements  of  some  kind  or  other — remov- 
ing rock  or  gravel  or  constructing  win^  dams  in  order  to  straighten  or  widen  the 
channels  or  to  give  them  sufficient  deptn — wiU  be  required  at  the  following  points 
viz:  Rear  Creek  Shoals,  Indian  Creek,  Big  Bend  Shoals,  Diamond  Island,  Woll  Island, 
Chalk  Bluff,  Beech  Creek  Shoals,  Buffalo  Shoals,  Armstrongs  Towhead  Bridge  at 
JohnBonvillo,  Duck  Hiver  Shoals  and  Snck,  Turkey  Island  Shoals,  White  Oak  Island, 
Harrican  Island,  Leatherwood  Shoals,  Sandys  Island,  Panther  Creek  Island,  McCul- 
lougha  Bar,  Blood  Hiver  Island,  Pentecost  Towhead,  Widow  Heynolds  Bar,  Grubba 
Towhead,  Little  Chain,  and  Grand  Chain. 

In  1875  an  examination  was  made  of  Duck  Biver  Shoals.  In  May,  1889, 
an  examination  was  made  of  the  river  immediately  below  the  Johbson- 
viUe  Bridge. 

In  1878  some  work  was  done  at  Duck  River  Shoals.  This  shoal  is  a 
gravel  bar  and  is  subject  to  considerable  change  from  the  action  of  the 
current;  in  1882  the  river  men  reported  that  it  was  much  less  deserving 
of  attention  than  other  obstructions  below  Florence.  In  1881  and  1882 
a  small  force  with  a  snag  boat  was  employed  a  short  time  in  each  year 
removing  from  the  channel  a  large  number  of  snags  and  overhanging 
trees.    Assistant  Engineer  J.  H.  Mayhew,  who  was  in  charge  of  snag- 
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ging  operations  in  1882,  reported  the  following  localities  below  Rock- 
port  as  requiring  improvement:  Big  Chain,  Little  Chain,  Sandy  Island, 
Turkey  Island,  Eeynoldsburg  Island,  Johnson ville,  and  Duck  Eiver  Suck. 

In  1888,  Pilot  James  Till,  by  request,  gave  a  list  of  obstructions  in  the 
Lower  Tennessee  which  a  snag  boat  and  crew  could  probably  remove. 
'These  were  surface  obstructions  at  some  fifty-six  places.  During  Novem- 
ber and  December,  1890,  the  United  States  snag  boat  Weitzel^  while  en 
route  from  the  Upper  Tennessee  River  to  the  Upper  Cumberland,  was  en- 
gaged in  removing  snags,  etc.,  from  Florence  to  the  mouth  of  the  river, 
but  the  stage  of  water  being  high  the  work  was  not  completed.  Ninety- 
two  snags  and  logs^  394  overhanging  trees,  and  a  part  of  the  sunken 
debris  of  the  old  bridge  below  Johnsonville  were  removed. 

Livingston  Potwit.— This  is  a  narrow  strip  or  tongue  of  land  lying 
between  the  waters  of  the  Ohio  and  Tennessee  rivers,  just  above  the 
mouth  of  the  latter  stream.  This  point  and  the  two  small  islands 
below  it  form  the  harbor  of  Paducah,  and  by  their  position  prevent  the 
ice-bearing  current  of  the  Ohio  from  entering  the  harbor,  which  is  sup- 
plied with  the  warmer  waters  of  the  Tennessee,  flowing  from  a  southern 
latitude  and  rarely  if  ever  troubled  by  ice. 

The  currents  of  the  two  streams  are  parallel  for  about  a  mile  on 
either  side  of  Livingston  Point,  and  the  Ohio  River  is  rapidly  encroach- 
ing upon  this  narrow  barrier.  The  Tennessee  does  but  little  damage. 
Near  the  extreme  end  of  the  point  the  Ohio  has  washed  through  at 
high  water. 

The  river  and  harbor  act  of  September  19, 1890,  appropriated  for — 

Improving  Tennessee  River  below  Chattanooga,  Tennessee,  including  Colbert 
Shoals  and  Bee  Tree  Shoals:  Continning  improvement,  four  hundred  and  seventy- 
five  thousand  dollars,  out  of  which  t\yenty-five  thousand  dollars  maybe  used  at 
Livingston  Point,  at  the  mouth  of  said  river,  in  accordamce  with  the  recommendation 
of  the  engineer  in  charge  of  that  portion  of  the  river. 

In  order  to  comply  with  this  provision  of  the  act,  a  survey  of  Living- 
ston Point  was  made  in  December,  1890,  and  a  project  submitted  to  the 
Chief  of  Engineers  January  12,  1891.  The  project  having  been  ap- 
proved, specifications  were  prepared,  and  after  advertisement  in  the 
usual  manner  a  contract  was  entered  into  March  30, 1891,  with  William 
Kirk,  of  Madison,  Ind.,  for  part  construction  of  the  shore  protection 
and  dike  at  Livingston  Point.  The  water  not  being  sufficiently  low, 
work  was  not  commenced  until  May,  and  is  now  in  progress. 

The  plan  of  improvement  adopted  for  preserving  this  point  froin  de- 
stmction  consists  in  covering  the  wearing  slopes  with  a  revetment  of 
stone  and  brush,  canied  well  down  the  bank  below  the  water  surface, 
supi)lemeiited  by  a  pile  and  stone  dike  along  the  crest  of  the  weakest 
portion  of  the  line,  where  the  current  of  the  Ohio  has  already  cutthrougli 
at  high  stages  of  the  river,  the  object  of  both  works  being  to  hold  in 
its  present  position  the  land  now  existing,  and  to  cause,  if  possible,  a 
fmthor  deposit  of  sediment  on  the  Tennessee  side  of  the  dike,  which 
fvoni  present  indications  is  likely  to  occur. 

Tlie  revetment  of  stone  and  brush  is  specially  needed  on  the  Ohio 
side,  and  will  be  but  sparingly  required  on  the  Tennessee  side.  It  ^^ill 
be  carried  well  below  low  water,  where  it  will  consist  of  bnish  weighted 
down  with  stone  in  alternate  layers.  From  low  water  to  foot  of  dike 
broken  stone  will  be  careftilly  phiced.. 

The  dike  consists  of  piles  driven  3  feet  from  center  to  center  in  four 
rows,  the  second  row  10  feet  from  the  first,  the  third  row  20  feet  from 
the  second,  and  the  fourth  row  10  feet  from  the  third.  Waling  strips 
placed  on  oiitJ?ide  of  ^nrh  row  of  piles  will  be  held  in  place  by  ii'on  rod*^ 
1  inch  in  diameter,  passing  through  waling  piece,  pile,  pile  and  waling 
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piece.  The  spacer  betvvoi^.u  the  first  and  secoiid  and  between  the  third 
and  fourth  rows  of  piling  will  be  filled  with  brash,  weighted  down  with 
stone.  As  the  Tennessee  Eiver  is  not  wawhing  the  bank  to  any  appre- 
ciable extent,  the  two  rows  of  piling  on  that  side  will  be  omitted  for  the 
present  and  the  work  will  be  concentrated  on  the  Ohio  side,  so  as  to 
protect  the  low  portion  of  the  line,  which  is  in  danger  of  washing  away, 
the  omitted  piling  lo  be  added  in  the  fiiture,  if  needed. 

The  amount  expended,  including  outstanding  indebtedness,  from  the 
allotment  for  Livingston  Point,  Kentucky,  during  the  fiscal  year  ending 
June  30, 1891,  was  $1,327.21. 

The  following  work  was  done  under  contract  lor  the  preservation  of 
Livingston  Point,  Kentucky: 

Bank  protection : 

Stone  riprap  in  place cubic  yards. .  934. 05 

Brash  in  place cords..  210 

Pile  and  stone  dike : 

Piles  driven 358 

Walingpieces  in  place  (3,437i  ft.  B. M) 55 

Iron  rods  in  place  (2,170  pounds) 62 

Stone  in  place cubic  yards. .  1, 124. 76 

Brush  in  place .' cords..  303.54 

During  the  last  16  years  the  improvement  of  the  river  below  Bee  Tree 
Shoals,  and  in  fEfcct  below  Florence,  has  not  received  the  attention  its 
commerce  and  navigation  appears  to  be  justly  entitled  to,  owing  to  the 
almost  imperative  necessity  of  concentrating  all  efforts  and  expending 
all  moneys  appropriated  for  the  river  "  below  Chattanooga,''  ui>on  the 
removal  of  the  main  obstruction  to  navigation,  until  recently  the  im- 
passable barrier  of  the  Muscle  Shoals.  However,  during  that  15  years 
a  small  amount  of  work  was  done,  as  above  stated,  below  Biverton, 
foot  of  Bee  Tree  Shoals,  Alabama: 

In  1878  and  1879,  in  tlie  channel  at  Duck  Kiver  Shoals,  amounting  to $7, 304. 95 

In  1881  and  1882,  snagging,  etc 3,373.04 

In  1890,  snagging,  etc 1, 365. 33 

Total  below  Bee  Tree  Shoals  from  1875  to  1891 12, 043. 32 

For  the  rea^jons  stated  and  from  information  received  from  various 
sources  it  is  believed  that  the  condition  of  the  Lower  Tennessee  de- 
mands an  accurate  survey.  The  Muscle  Shoals  Canal,  opened  to  navi- 
gation November  10, 1890,  and  the  work  now  in  i)rogresa  at  Colbert 
ohoals  and  Bee  Tree  Shoals,  make  it  very  important  that  the  Lower 
Tennessee  Eiver,  from  the  foot  of  Bee  Tree  Shoals  to  the  mouth  of  the 
river,  be  put  in  such  condition  as*  to  peimit  the  safe  passage  at  all 
seasons  of  any  boats  capable  of  navigating  the  Muscle  Shoals  Canal  and 
the  proposed  Bee  Tree  and  Colbert  Shoals  Canal,  now  in  course  of  con- 
struction. In  order  to  accomplish  this  it  will  be  necessary  to  have  an  in- 
strumental survey  made  of  this  section  as  soon  iis  iwssible,  to  obtain  de- 
tailed maps  of  the  obstructions,  with  a  complete  profile  of  the  river,  so 
that  estimates  can  be  made  and  project  for  the  radical  improvement  of 
the  river  below  Riverton,  Ala.,  be  submitted,  based  upon  the  necessary 
and  definite  data*  that  can  only  be  thus  obtained. 

The  estimate  of  coat  of  preserving  Livingston  Point,  Kentucky $180, 000. 00 

Amount  appropriated 25, 000. 00 

Amount  covered  by  existing  contracts $14, 119. 00 

Amount  expended,  including  outstanding  indebtedueHS 1, 327, 21 

Amount  pledged  and  expended 15,446.21 

Note. — The  money  statement  is  included  in  that  for  improvement  of 
the  Tenne8mH»  Hiver  below  Chattanooga,  Ap^wndix  F  F  1,  i>age  231 1. 
BN0  91 142 
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Abstract  of  propomU  for  the  consU^ucUon  of  a  pile  and  stone  dike  at  LivimjsUm  Pointf  Ken- 
tuokjf,  at  the  Tnouth  of  Tennessee  liiver, 

[Opeded  March  11, 1801,  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engiueers.] 


No. 


Name  and  rosidence  of 
bidder. 


William  Kirk,  Madi- 
son, lud 

Tlionias  J.  Hardin, 
Monterey,  Ky 

Fred  Hartweg,  Cin- 
cinnati, Ohio  

Henry  C.  Jones,  Mad- 
sou,  Ind 


No. 


Name  and  residence  of 
bidder. 


William  Kirk,  Madi- 
son, Ind  

Thomas  J.  Hardin, 
Monterey,  Ky 

Fred  Hartweg,  Cin- 
cinnati, Ohio 

Henry  C.  Jones,  Mad- 
ison, Bid  


Iron  rods  (9,100 
pounds). 


Spikes  (6,700 
pounas). 


$0.06 
04 
04 
07 


Total 
cost. 


$402 
268 


h  a  9  A 


$1.25 

.95 

1.15 

.95 


Qf^TknA 

Brush  (2,000 

cords). 

cubic 
8,  per 
yard. 

Total 

1 
Total 

-is? 

cost. 

cost. 

Oio';^o 

^  ■ 

^ 

f^ 

$1.25 

$0,875 

$0.80 

$1,600 

L60 

10,150 

1.50 

8,000 

1.65 

11,875 

.89 

1,780 

1.80 

U,800 

.85 

1,700 

Grand 
Total  ooet. 


$14,555.00 
17,603.10 
17,763.20 
19,411.16 


Contract  entered  into  with  WiUiam  Kirk  March  80, 1891. 


COMMERCIAL  STATISTICS. 

Tennessee  River  above  Chattanooga,  Tenn.,  from  July,  /,  1890^  to  June  30,  1891. 


Articles. 


Om . — 

I*ea8 

Wheat... 

()at« 

Hay 

Shucks  . 
Straw — 
Lumber. 
Logs 


Tons. 


4,385 

127 

158 

5 

1,079 

98 

111 

683 

56,000 


Articles. 


Hogs 

Catllo 

Sheep 

Kail  road  iron  . 

Coal 

Iron  ore 

Sand 

Cross  ties 

Flour 


Tons. 


Articles. 


l! 


65 

150 

4 

225 

15,396 

81,436 

7,056 

127 

100 


CtiiGkcns  (coops) . 
idise 


j  Chickvud 
!l  Merchant 
I  Tanbark 
I  Rock  . . . . 
.  Shingles. 
I   Wood.... 


Tons. 


17 

8 

1,470 

298 

67 

1 

78 


Number  of  passengers,  2,716. 


Digitized  by 


Google 


APPENDIX    EE — REPORT    OF   LIEUT.  COL.  BAULOAV. 


2259 


List  ofnteamboats  (atern-wkeel)  plying  an  Tennessee  Ricer  above  Challanooga. 


Karnes. 


Cltioo 

Dayton 

J.  K.  HnKbes 
J.W.BuMell.. 

Myra 

M.  H.  CUft. . . 
Hay  Tillman . 
P.  IHckenaon . 
Pill  Hook 


Length. 



Feet. 

Broadtb. 

Depth. 

Ton- 
nage. 

Feet, 

Feet. 

75 

13 

3 

31.30 

142 

24.07 

3.08 

357.40 

98 

17 

3 

160.36 

76 

9 

2.08 

49.60 

100 

18 

3.05 

148.42 

105 

18 

3.05 

164 

79 

15 

8 

32.72 

122 

28 

4 

205.97 

94 

18 

8 

160.36 

Names. 

Length. 

Breadth. 

Depth. 

Feet. 

Feet. 

IWt. 

Ilockwood 

130 

25 

4 

TalhiHsee 

60 

12 

2 

W.  L.  Dagger. 

130 

27 

3.08 

W.  L.  Norton . 

68 

12 

3 

Walter  R.  Love 

112 

18 

3.05; 

38 

7 

8.07  ! 

J.  C.  Warner.. 

142 

31.06 

4.06 

WyethCity... 

120 

21.50 

4.80 

Ton- 
nage. 


226.26 
44.32 

224.13 
6;{.01 

173.53 
22.27 

347.43 

138.96 


Tennessee  Eiver  behw  Chattanooga,  Tennessee,  Alabama,  and  Kentucky,  below  Bee  Tree 
Shoals,  Rivepton,  Ala,,  from  July  1,  1890,  to  June  30, 1S9U 


Articles. 

Tons. 

Articles. 

Tons. 

Articles. 

Tons. 

Kailroad  ties 

166.963 

427 

320 

1,721 

3,687  : 

4,566 

112 

Iron.      ........ 

9,233 

24,026 

177 

413 

1  Logs 

70,560 
275 

Bricks          

Lumber 

1  Tanbark 

Live  stock 

Salt 

'  Spokes 

A 

Cotton 

Tobacco 

Coal 

350 

yiour 

Staves 

8,117 

2,596 

500 

Stone 

15, 031 
120 

Grain 

P««nnts ...       . , . , , 

Wood 

Hay 

Cotton  seed 

General  merchandise.. 

10,196 

Number  of  passengers,  7,522. 

lAst  of  steamboats  plying  on  Tennessee  River  below  Chattanooga,  Tennessee,  Alabama,  and 
Kentucky,  below  Bee  Tree  Shoals,  BiverUm,  Ala. 


Name. 


City  of  Paducah — 
City  of  Savannah. . . 
Cbarley  McDonald. . 

Excel 

Jennie  Campbell 

Gns  Gonin 

Louis  Uouck 

George  Lysle 

Eagle 

Josie 

Ironsides  (towboiit). 
Iron  Age  (towboat)  . 

Hiawatha 

W.F.Nisbet 

City  of  Sheffield 

Albert  F.Willis.... 

Clyde 

A.J.  Duncan 

(!.  Smith 

Iron  Duke 


Length. 


Feet. 

190 
186 
150 
122 
147 
120 
210 
173 
155 
143 
154 
176 
141 
200 
180 
152 
206 


Breadth. 


Feet. 


31 


20 
37 
33 
24 
28 
30 
38 
HO 

:» 

35 
26 
40 


Depth. 


Feet. 
6 
5 

4.5 
3.6 
4.5 
4.5 
6.5 
6 
5 
5 
6 
6 

5.5 
5.5 
5 
4 
5.06 


I 


Draft. 


Tonnage. 


Feet. 

700 

335.55 

259.52 

118.92 

225.56 

130.09 

913.27 

426.74 


Light.      Loadcfl. 


Feet. 


2.5 

4 

3 

3 

3 

4.5 

4.5 


231.30 

3.5 

237.51 

2.5 

282 

3.5 

385 

4 

245 

1.8 

576.86 

3.5 

329.74 

2.5 

132.99 

2.5 

450 

300 

2 

250 

L8 

421 

4.6 

Feet. 


5 
5 

4 

5 

4.5 

6.5 

6 

r, 

5 

6 

6 

4 

6.5 

7 

3.5 

7 

5 

4.6 

6.6 


£  £  2. 

IMPROVEMENT  OF  HIAWASSEE  RIVER,  TENNESSEE. 

Bising  in  the  Blue  Bidge  Mouutjiius,  in  western  North  Carolina  and 
northern  Georgia,  the  Hiawassee  flows  in  a  west- northwesterly  direc- 
tion and  enters  tlie  Tennessee  Biver  about  38  miles  above  Chattanooga 
and  151  miles  below  Knoxville.  After  breaking  through  the  Smoky 
Mountain  range  and  receiving  the  waters  of  the  Ocoee,  near  (Columbus, 
the  Hiawassee  becomes  a  stream  of  good  capacity  for  navigation. 
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As  early  as  1830  tlie  State  of  Tennessee  nmde  some  minor  improve- 
ments, bnt  the  work  was  only  of  temporary  advantage.  The  a(it  of  Con- 
gress of  June  23, 1874,  authorized  an  examination  of  this  river.  The 
examination  was  made  in  September,  1874,  under  the  direction  of  Maj. 
AValter  McFaiiand,  Corps  of  Engineers.  The  principal  obstructions  were 
found  to  be  rock  reefs,  gravel  bars,  snags,  and  overhanging  trees.  (See 
Keport  of  Chief  of  Engineers,  1876,  pages  809  to  813.) 

The  project  for  the  improvement  was  based  on  this  examination,  and 
consisted  in  narrowing  the  water  way  at  the  shoal  places  by  wing  dams, 
and  excavating  rock  reefs  and  gravel  bars  so  as  to  secure  a  navigable 
channel  40  feet  wide  and  2  feet  deep  at  ordinary  low  water  as  high  up 
as  Savannah  Ford,  about  43  mUes  from  the  mouth  of  the  river. 

The  original  estimate  of  $20,000  was  increased  from  1878  to  1885  to 
$36,500,  which  amount  has  been  fully  covered  by  the  following  appro- 
priations, viz :  '  . 

August  4, 1876 $10,000 

June  18, 1878 10,000 

March  3, 1879 3,000 

June  14,  1880 3,000 

March  3, 1881 1,500 

August  2, 1882 1,500 

July  5, 1884 2,500 

August  5, 1886 2,500 

August  11, 1888 1,000 

September  19, 1890 1,500 

Total 36,900 

The  amount  expended  to  June  30, 1890,  including  outstanding  liabili- 
ties, was  $34,971.95. 

The  funds  appropriated  have  not  been  sufficient  to  secure  a  radical 
improvement  of  the  river.  The  work  done  during  the  past  11  years  has 
resulted  in  a  partial  improvement  of  the  lower  river,  securing  an  in- 
creased depth  of  channel  and  the  removal  of  surface  obstructions  and 
overhanging  trees. 

The  work  was  done  at  diflFerent  times  at  the  following  obstructions: 
Matthews  Shoals,  McElrath  Shoals,  Sivils  Shoals,  Magills  Island,  Black- 
bird Shoals,  Graves  Ferry  and  Shoals,  Canefleld  Reef,  Lasters  Creek 
Slioals,  Brindley  Shoals,  Denton  Island  Shoals,  Boyd  Shoals,  Horse- 
ford  Shoals,  and  Gamble  Shoals.  The  Hiawassee  is  now  navigable  for 
steamboats  from  its  mouth  to  Charleston,  21  miles,  during  the  boating 
season  on  the  Upper  Tennessee  River.  Above  Charleston  to  Savannah 
Ford  tlatboats  are  nsi»d  for  transportation. 

No  funds  were  available  for  this  work  at  the  beginning  of  the  present 
fiscal  year,  and  when  the  appropriations  of  September  19, 1890,  became 
available  for  exiienditure  it  was  too  late  in  the  season  to  commence 
active  oi)erations.  No  expenditures  were  made  during  the  fiscal  year 
ending  June  30,  1891. 

The  amount  now  available  will  be  expended  in  clearing  the  channel 
of  surface  obstnictions  and  repairing  existing  dams,  principally  at 
Matthews  Shoals. 

As  soon  as  practicable,  and  as  a  matter  of  economy,  the  small  amount 
of  work  to  be  done  will  be  carried  on  in  connection  with  the  work  on 
the  upper  Tennessee  River. 

In  common  with  other  mountain  streams,  the  Hiawassee  River  re- 
quires that  the  channel  be  kept  clear  of  the  snags,  logs,  etc.,  brought 
down  by  the  annual  floods,  and  provision  should  be  made  for  such  work, 
so  that  the  advan<n.ires  r<»siiltin{j^  from  previous  expenditures  be  main- 
tained; but  it  is  not  deemed  advisable  to  again  increase  the  estimate 


Digitized  by 


Google 


APPENDIX    E  E — REPORT   OP   LTEITT.  COL.  BARLOW. 


22G1 


under  the  existing  project,  but  ratlier  to  iCHtonimend  tliat  if  this  stroarUi 
is  to  be  radically  improved  provision  be  made  for  a  sni*vey  sufficiently 
in  detail  whereon  to  base  plans  and  estimates,  and  that  a  new  project 
be  prepared  and  submitt^. 

KHtimate  of  cost  of  luiproving  Hiawassce  River,  Toiiiipsseo $36, 500. 00 

Amount  appTopriat«<l 36,  fyOO.  00 

Ainonnt  expended,  including  ontstanding  indobttMlii<>.s8 84,  iK>l .  .53 

Money  statement, 

July  1, 1890,  balance  unexpended $86. 51 

Amount  appropriated  by  act  approved  September  19,  1890 1, 500. 00 

July  1, 1891,  balance  unexpended 1, 586. 51 ' 

July  1,  1891,  outstanding  liabilities 38.04 

July  1, 1891,  balance  svaUable 1,548.47 


COMMERCIAL  STATISTICS. 

Hiawassee  River,  Tennessee,  from  July  1, 1890,  to  June  SO,  1891. 


Articles. 


Corn 

Gnano  

Cottonseed 

Pea* 

Wheat.... 

Onions 

Oata 


Tons. 


1,815  j 
329 

13  I 
116  ! 

97 


Articles. 


Meal.... 
Hay 

Shucks.. 

Cotton  .. 

Straw... 
6  1 1  Lumber. 
3  j   Hogs 


Tons. 


Articles. 


5 
216 
54 
50 
57 
310 
46 


Cattle 

Cross-ties 

I'lour 

Eggs 

Coops  chickens 
Merchandise  . . 


Tons. 


103 
30 
25 
5 
4 
672 


Knmber  of  passengers,  2,252. 

The  steamboat  Wyeth  City  (length,  120  feet;  breadth,  21.5  feet;  depth,  4  feet,  and 
tonnage,  138.96  tons)  made  eighty-one  trips  between  Chattanooga  and  Charleston 
during  the  fiscal  year. 


EE  3. 


IMPEOVEMENT  OP  FRENCH  BROAD  RIVER,  TENNESSEE. 

The  French  Broad  Eiver — ^the  Tah-kee-ostee  or  Kacing  Water  of  the 
Cherokees — ^is  one  of  the  largest  tributaries  of  the  Tennessee.  This 
stream  has  its  source  in  Korth  Carolina  on  the  western  sloi>e  of  the 
Blue  Eidge.  enters  the  State  of  Tennessee  at  Paint  Bock,  and  after  a 
course  of  121  miles,  draining  what  has  been  called  the  ^^  Laud  of  the 
Sky,^  unites  with  the  Holston  Eiver  4^  miles  above  Bjioxville,  thus 
forming  the  Tennessee  Eiver. 

An  examination  was  made  of  the  French  Broad  in  Tennessee  under 
authority  of  an  act  of  Congress  approved  July  11, 1870,  and  the  report 
ui)on  it  is  to  be  found  in  the  Eeport  of  the  Chief  of  Engineers  for  1871, 
pages  491  to  494.  A  reexamination  in  Tennessee  was  ordered  by  Con- 
gress in  1875,  ''  from  the  Holston  to  Leadvale."  The  estimate  made  in 
1871  was  resubmitted  with  the  rei)ort  of  187G. 

Below  lieadvale — ^mouth  of  the  Nolichucky  Eiver^  a  distance  of  90 
miles — ^the  river  is  impeded  by  the  surface  obstructions  usually  found 
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in  mouutain  streams.  The  fall  in  this  section  is  about  1  foot  per  mile, 
and  the  channel  could  easily  be  improved.  From  the  junction  of  the 
Xolichucky  to  the  Tennessee  State  line,  31  miles,  the  French  Broad  is 
not  susceptible  of  improvement  except  by  slackwater  navigation,  the 
foil  being  7  feet  per  mile. 

The  present  pl^n  of  improveiijent  from  its  mouth  to  Leadvale,  ^bout 
1)0  miles,  consists  in  removing  obstructions  from  the  channel,  cutting 
down  overhanging  trees,  and  building  wing-dams  where  necessary  so 
as  to  permit  the  passage  of  boats  drawing  ^  feet  of  water  during  the 
ordinary  low-water  season.  This  part,  of  the  river  is  exceptionally 
beautiful,  broad,  and  adapted  to  navigation,  especially  below  Dan- 
dridge^  a  distance  of  about  50  miles.  Under  this  plan  of  improvement 
o])erations  have  been  carried  on  at  the  most  imi)ortant  obstructions. 

The  following  appropriations  have  been  made  for  this  work: 

Art  of— 

June  14. 1880 $10,000 

March  8, 1881 3,500 

August  2,  1882 5,000 

July  5, 1884 3,500 

August  5, 1886 6,000 

August  11,  1888 10,000 

September  19, 1890.* : 10,000 

Aggregate 48,000 

The  amount  expended,  including  outstanding  indebtedness,  to  June 
30,  1800,  was  $37,435.56. 

The  improvements  so  far  made  at  the  principal  obstructions,  by  deep- 
ening the  channel,  etc.,  though  limited  and  incomplete,  appear  to  give 
satisfaction  to  the  raftsmen  and  boatmen  navigating  its  waters.  These 
improvements  are  as  follows : 


Locfttion. 


Work  done. 


Distance  bdow 
Dnndrldge. 


FainlslaBd Sdamsbnilt;  channel  excavation 

Denton  Shoala 2  dams  built 

Evans  Island 0  dams  built 


Seflil  Shoals. 

Bryant  Shoal , 

Hanging  Rock 

St'.vcn  Islands,  inchiding  Wesh^y  and 
Tuckahoe  chutes. 

Cement  or  Sewee  Shoals 

Chapbells  Shoals  

Jumping  Moses  Shoals 


2  dams  built 

...do 

Ohl  fi»h  dam  removed;  channel  excavation 
Part  of  old  dam  removed ;  2  dams  built  — 
Old  dam  rao<lifled;    channel   excavation; 

bank  revetted ;  8  new  dams  buUt. 

3  dams  built 

Idam  bailt 

5  spurs  and  1  submerged  dam  built 


Imile. 
5|  miles. 
10  miles. 
I2mUe8. 
16  miles. 

18  miles. 
30  miles. 

32  miles. 
34  miles. 
40  miles. 


The  improvements  at  Seven  Islands  Shoals  were  made  during  1889  and 
1890,  and  are  the  most  important  doncj  on  the  French  Broad  in  several 
years,  having  resulted  in  making  this  obstruction  navigable  for  steamers 
at  stages  of  the  river  when  previously  upstream  navigation  was  imprac- 
ticable. The  dams  at  foot  of  shoal  have  had  a  marked  effect  in  reduc- 
ing the  current  at  this  place  and  also  in  deepening  the  water  in  Tuck- 
ahoe Clhute  above.  At  the  Wesley  Chute,  the  change  in  channel  pro- 
duced by  the  removal  of  a  part  of  the  old  dams  and  the  construction  of 
a  short  cross-dam  so  as  to  throw  the  channel  along  the  north  bank  has 
rcsultexl  in  a  material  reduction  in  the  velocity  of  the  current  and  re- 
moved the  danger  of  strikingoneof  the  dams,  which  previously  existed. 
It  is  proposed  to  make  a  similar  change  at  Tuckahoe  Chute,  so  as  to 
soMu^.what  lengthen  the  channel  and  lessen  the  abruptness  of  the  curve  . 
opposite  Round  Island. 
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At  Bryant  Shoal  the  modiflcation  and  enlargement  of  the  old  wing- 
dam  and  the  removal  of  bowlders  from  the  channel  has  greatly  improv^ 
navigation.  Work  is  now  in  progress  and  will  result  in  the  construc- 
tion of  a  second  dam  placed  immediately  below  the  shoal  to  deepen  the 
water  on  the  shoal  and  reduce  the  velocity  of  the  current  by  lengthen- 
ing the  slope.  A  ^^cut  off"  dam  at  head  of  island  may  also  be  built  to 
improve  the  approach  to  Little  Pigeon  Biver,  if  deemed  advisable. 

Great  beneht  has  resulted  from  the  improvements  made  at  Jumping 
Moses  Shoal,  near  mouth  of  the  river,  its  dangerous  condition  having 
been  greatly  modified. 

The  shoals  below  Dandridge,  which  are  now  considered  as  mostpress- 
ingly  in  need  of  treatment,  are  the  Tuckahoe  Chute,  Seven  Islands; 
Bryants  Shoal,  the  Gallops,  and  Hanging  Bock.  Instrumental  exam- 
inations will  be  made  at  the  last  two  shosds  mentioned,  with  a  view  of 
determining  the  best  methods  to  be  employed  in  their  improvement, 
and  it  is  hoped  that  with  the  funds  availaNe  some  work  can  be  done 
upon  them. 

During  the  fiscal  year  work  was  resumed  at  Bryants  Shoal,  and  is 
now  in  progress,  and  for  this  purpose  the  fl^t  of  barges  and  quarter 
boats  was  towed  from  its  moorings  on  the  Tennessee  Biver  by  the  U.  S. 
steamer  McPherson^  purchased  in  March  for  use  ux)on  the  Upper  Ten- 
nessee Biver  and  its  tributaries,  and  paid  for  in  part  from  the  appro- 
priation for  improving  the  French  Broad  Biver. 

The  work  done  at  Bryants  Shoals  was  as  follows: 

Loose  rock  removed  from  channel cubic  yards..  195 

Quarry  stripped do 435 

Stone  quarried  for  dams do 495 

Riprap  dam  built do 195 

The  amount  expended  during  the  fiscal  year,  including  outstanding 
indebtedness,  was  $4,027.05. 

The  improvement  of  the  French  Broad  Biver,  Tennessee,  is  of  vital 
importance  to  the  many  interests  of  the  inhabitants  along  its  banks,  as 
is  shown  by  the  number  of  passengers  reported  by  the  Lucille  Borden. 
Commerce  on  this  stream  has  already  reached  considerable  proportions. 

The  completion  of  the  existing  project  of  improvement  will  open  a 
river  highway  for  the  transportation  of  the  mineral  wealth  of  the 
mountains,  and  w^ill  materially  aid  in  the  development  of  tihe  mines  in 
its  locality.  Marble,  sand,  logs,  lumber,  forage,  grain,  live  stock,  wood, 
and  general  merchandise  make  up  the  commerce  of  this  stream.  Capt. 
J.  B.  Newman,  of  the  steamer  Lucille  Borden  plying  ui)on  this  river, 
reports  that  the  French  Broad  Biver  from  Knoxville  to  Oatlettsburg, 
40  miles,  wa^s  navigable  for  his  boat  (which  has  a  draft  of  30.8  inches 
when  loaded)  during  the  entire  year,  excepting  15  days  in  July  and  7 
days  in  December.  From  Oatlettsburg  to  Dandridge,  30  miles,  it  was 
navigable  since  January  last,  but  not  much  prior  to  that  month. 

In  reply  to  the  inquiry,  "  What  benefits  have  been  derived  from  the 
work  done! '^  Captain  Newman  writes: 

"Before  there  was  any  work  done  on  the  river  by  the  Goyemment  we  oould  not 
ran  over  6  months  in  the  year,  but,  as  shown  above,  with  anything  like  ordinary 
water  we  can  run  all  the  time  now.  But  there  remains  mnch  yet  to  be  done,  as  it  is 
only  smaU  steamers  that  can  ply  on  the  river  at  all,  while  witn  some  more  work  we 
could  ply  with  mnch  larger  steamers  than  are  run  now.  The  work  at  Seven  Islands, 
although  not  completed,  lias  done  much  good.  Before  any  work  was  done  here  by 
the  United  States  it  usually  took  a  boat  i¥om  one-half  to  1^  days  to  go  through,  where 
now  we  can  go  through  in  45  minutes." 

Estimate  of  cost  of  improving  French  Broad  River,  Tennessee,  from 

mouth  to  Leadvale $150, 000. 00 

Amouut  apx»ropriated 48, 000. 00 

Amount  expt^nded,  including  outPtnnclinjr  in<lpMpduosa 41.301. 11 
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Money  statement. 

July  1, 1890,  balance  nnerpended $725.  M 

Amount  appropriated  by  act  approved  September  19,  1890 10, 000. 00 

10,725.94 
Jane  30,  1891,  amount  expended  during  fiscal  year 2, 580. 48 

July  1, 1891,  balance  unexpended .- '. .  j. .      8, 145. 46 

July  1, 1891y  outstanding  liabilities,  i 1,446.57 

July  1, 1891,  balance  available 6,698.89 

{Amount  (estimated)  required  for  completion  of  existing  pr^ect 102, 000. 00 
Amount  th  at  can  be  profitably  expended  in  fiscal  year  ending  Jane  90, 1893    30, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  liver  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

Fr&M^  Broad  River,  Tennessee,  from  July  1, 1890,  to  June  SO,  1891. 


Articles. 


GnUn... 
Hay  . . . . 
Lumber 
Wood.. 
Hogs  . . 


Tons. 


5,635 

1,505 

5,400 

246 


ArtiolM. 


Plaster 
Sand... 
Flour.. 
Logs*.. 
Marble 


Tons. 


05 

80,390 
1,042 
6, 573 
6,036 


Articles. 


Merchandise 

Cattle 

Salt 

Tobacco 

Coal 


Tons. 


8,248 

26 

180 

50 

50 


*  Logs  estimatcHl  by  the  reporter  at  200  feet  B.  M.  per  log,  which  was  greatly  below  the  nsual  estimate. 
Number  of  passengers,  2,880. 

Stern- wheel  steamer  Lucile  Borden,  length  86  feet,  breadth  14  feet,  depth  2|  feet, 
tonnage  55  tons,  made  96  trips  from  Catlettsburg  to  Knoxrille  and  return. 


£  £  4. 


IMPROVEMENT  OF  CLINCH  RIVER,  TENNESSEE. 

The  Clinch  Eiver  rises  in  the  Cumberland  Mountains,  in  southwestern 
Virginia,  and  flows  in  a  southwesterly  direction,  generally  parallel  to 
the  Holston  Eiver,  and  empties  into  the  Tennessee  Eiver  at  Kingston, 
Tenn.,  110  miles  above  Chattanooga. 

Between  1830  and  1845  work  was  done  by  the  State  of  Tennessee, 
but  it  residted  in  little  or  no  advantage  to  navigation.  The  country 
drained  by  this  river — about  1,436  square  miles — ^is  mountainous  and 
has  very  meager  transportation  facilities  other  than  are  afforded  by 
the  Clinch  Eiver  during  rain  tides. 

Under  authority  of  act  of  Congress  approved  March  3, 1876,  exam- 
ination of  the  river  wa^s  made  both  in  Virginia  and  Tennessee,  (See 
Eeport  of  Chief  of  Engineers,  1876,  pages  736  to  747.)  An  examination 
of  the  Clinch  Eiver  jfrom  !N"ash's  Ford,  Virginia,  to  Haynes  or  Walker's 
Ferrv,  Tennessee,  a  distance  of  about  161  miles,  was  made  in  1880. 
(See  Eeport  of  Chief  of  Engineers,  1881,  pages  1864  to  1867.)  The  ob- 
stnictions  in  the  channel  were  found  to  be  rock  reefs,  sand  and  gravel 
bars,  snagH,  and  overhanging  trees. 

The  examination  made  in  1875  forms  the  basis  of  the  present  project 
of  improvemeut,  which  consists  in  removing  ledges,  rock  points,  gravel 
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bars,  bowldevft,  siia^s,  and  overhanging  trees,  the  obsti  nctions  eoniinon 
to  all  mountain  streams  tribntaiy  t-o  tlie  Tenness<»e  Kiver;  building  rip- 
rap dams  so  as  to  obtain  at  ordiuary  low  watier  a  (»lianuel  vleptli  of  2 
feet  from  the  mouth  of  the  river  to  Clinton,  about  70  miles,  and  1 J  feet 
from  (/linton  to  Haynes  or  Walker's  Ferry,  alwnit  75  niiles.  Above 
Walker's  Ferry  up  to  the  Tennessee  Stat^  liiu»,,  85  miles,  the  only  im- 
])rovement  advisable  is  t-o  reibuie  the  ledges  and  remove  loose  rock,  et4»., 
sufficiently  to  assist  ilatboat  navigation  during  "rain  tides." 
The  following  appropriations  have  been  made  for  this  imi)rovement: 

Act  of— 

.June  14,  1880 $10,000 

March  3,1881 3,000 

August  2,  1882 3,(HH) 

July  5,1884 5, 0(H) 

Augusts,  1886 5,(HI0 

August  11, 1888 5,000 

September  19,  1890 4,000 

Aggregate '. 35,000 

The  amount  expended  to  June  30, 1890,  including  outstanding  indebt- 
edness, was  $31,000. 

The  results  of  the  work  done  in  previous  years  are  that  the  reefs  have 
been  reduced,  many  snags  and  overhanging  trees  removed,  and  several 
strong,  heavy  wing  and  longitudinal  dams  built;  thus  securing  a  pass- 
able channel  at  stages  of  the  water  2  or  3  feet  lower  than  before  the  im- 
provement was  begun.  Special  advantages  are  gained  at  Blacks  Shoals 
and  Bletcher  Shoals.  The  improvements  have  given  very  general  sat- 
isfaction to  the  river  men  and  the  work  done  is  practically  permanent. 
Also,  at  Cloud  Shoals  7  dams  have  been  built,  and  a  heavy  dam  at  Hibb 
Shoals,  which,  with  the  rock  excavation  in  channel,  have  materially 
lessened  the  dangers  to  navigation.  Above  Haynes  improvements  have 
been  made  at  Hunters  Shoals,  Sycamore  Shoals,  and  Hopson  Shoals. 

In  April  an  instrumental  examination  of  Llewellyn  Shoals  was  made 
and  a  detailed  map  prepared  upon  which  to  locate  the  existing  and  pro- 
X>osed  works.  In  May,  the  water  having  fallen,  preparations  for  resum- 
ing work  were  begun,  but  owing  to  a  subsequent  rise  nothing  could  be 
accomplished  beyond  repairing  the  plant,  establishing  a  new  camp,  and 
general  provisions  for  operations  as  soon  as  the  water  recedes.  Forty 
cubic  yards  of  stone  were  placed  in  dam  at  Llewellyn  Shoals  and  4 
snags  and  overhanging  trees  removed. 

Llewellyn  Shoals  are  3  miles  above  Clinton  by  land,  and  10  miles  by 
river.  The  shoal  has  a  length  of  If  miles  and  the  fall,  8.6  feet,  is  nearly 
uniform.  The  width  of  the  river  at  this  shoal  is  much  greater  than  the 
average,  being  from  500  to  600  feet.  The  bed  is  composed  of  ridges  of 
stratified  rock  with  gravel  and  small  bowlders  between.  On  account 
of  the  wide  channel  and  rapid  current  the  water  upon  this  shoal  is  but 
12  to  18  inches  in  low  stages,  and  the  rough  bottom  renders  it  a  very 
difficult  obstruction. 

The  improvement  now  in  progress  of  development  consists  in  the  re- 
moval of  the  most  prominent  projecting  rocks  in  the  channel,  cutting 
off  all  secondary  channels  behind  islands,  and  still  further  (jontrticting 
the  channel  by  means  of  a  system  of  wing-dams  at  intervals  along  the 
banks.  Considerable  progress  has  been  made  as  shown  on  map  of  this 
shoal  ^  some  channel  work  has  been  done,  and  two  island  dams  finished, 
also  two  wing-dams  and  a  third  commenced. 

It  is  proposed  to  complete  wing  dams  No.  3,  to  add  two  more  furtlier 
down  on  the  same  side,  and  to  continue  the  removal  of  the  most  ob- 


Digitized  by 


Google 


2266      I^EPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  8«  ARMY. 

structive  rocks  reiuaining  in  tlie  channel,  which  will  be  all  the  work 
that  is  at  present  advisable. 

Youngs  (sland  Shoal  at  foot  of  Eagle  Bend,  1  mile  above  Clinton,  is 
an  obstruction  reported  as  very  objectionable  to  the  logging  interests. 
An  examination  at  this  point  will  be  made,  and  if  found  advisable  to 
improve  it  under  the  present  project,  work  will  be  done  there  as  soon 
as  practicable. 

The  section  of  river  below  Clinton,  a  distance  of  about  70  miles,  is 
practicable  for  steamboat  navigation  during  the  higher  stages  of  the 
river,  and  to  increase  the  length  of  the  season  of  navigation  the  present 
project  contemplates  the  construction  of  wing-dams  and  other  channel 
work  at  the  most  troublesome  obstructions.  As  but  little  has  heretofore 
been  done  on  this  part  of  the  river,  and  as  the  work  above  has  been 
carried  as  far  as  necessary  for  the  present,  it  is  proposed  to  take  up  the 
project  of  improvement  below  Clinton,  applying  to  that  objectthe  amount 
herein  asked  for,  $15,000,  and  as  much  of  subsequent  appropriations  as 
may  be  necessary  to  complete  the  necessary  improvements. 

Since  the  construction  of  the  Knoxville,  Cumberland  Gap  and  Louis- 
ville Railway,  completed  August  23, 1889,  which  crosses  the  river  some 
distance  above  Haynes,  the  character  of  the  commerce  has  changed  to 
a  considerable  extent.  The  grain  which  had  previously  been  carried 
down  this  river  in  flatboats  on  "rain-tides"  now  seeks  a  market  by 
means  of  the  railroad.  The  principal  navigation  at  present  consists  of 
logs  and  zinc  ore;  immense  tracts  of  imcut  timber  still  remain  in  the 
country  adjacent  to  this  stream,  and  will  for  a  long  time  to  come  require 
its  channel  as  a  means  of  transportation.  The  products  of  the  zinc 
mines  are  still. brought  down  in  flatboats  to  the  reducing  works  at  Clin- 
ton. These  ore  deposits  are  reported  as  being  very  extensive  and  prac- 
tically dependent  upon  the  river  for  ti*ansportation. 

The  amount  expended  during  the  fiscal  year,  including  outstanding 
^indebtedness,  was  $978.14. 

Estimate  for  improving  Clinch  River,  Tennessee,  as  modified  in  1885 $50, 000. 00 

Amount  appropriated 35, 000. 00 

Amount  expended,  including  out>standiug  indebtedness 31, 96i.  09 

Money  Htatetnent. 

July  1,  1890,  balance  unexpended ; $14. 06 

Amount  appropriated  by  act  approved  September  19,  1890 4, 000. 00 

4,014.05 
June  30>  1891,  amount  expended  during  fiscal  year 503. 35 

July  1, 1891,  balance  unexpended 3,510.70 

July  1,  1891,  outstanding  liabilities 474.79 

July  1,  1891,  balance  available 3,036.91 

{Amount  (estimated)  required  for  completion  of  existinf^  project 15, 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  15, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS. 

Clinck  River,  Tennessee,  from  July  1,  1890,  to  June  SO,  1892, 

Ttona. 

Logs 631,786 

Zinc 700 
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E  E  5. 
IMPROVEMENT  OF  CUMBERLAND  RIVER,  TENNESSEE'  AND  KENTUCKY. 

TheCumberlaBd  Eiver,  having  its  source  in  eastern  Kentucky  on  the 
western  slope  of  the  Cumberland  Mountains,  flows  through  eastern 
Kentucky,  middle  Tennessee,  and  western  Kentucky  in  a  devious  apd 
e<5centric  course  to  its  junction  with  the  Ohio  River  at  Smithland, 
Ky.  From  Point  Bumside,  Ky. — ^the  head  of  steamboat  navigation — 
to  Smithland,  Ky.,  is  205  miles  on  an  air  line,  while  by  way  of  the  Cum- 
berland River  the  distance  is  518  miles;  203  miles  being  in  the  State  of 
Kentucky  and  315  miles  in  the  State  of  Tennessee. 

From  1830  to  1840  the  legislatures  of  Tennessee  and  Kentucky  made 
several  appropriations  for  the  improvement  of  the  navigation  of  the 
Cumberland  River.  Little  benefit  to  the  general  condition  of  the  river 
seems  to  have  been  accomplished.  "The  Cumberland  Navigation  Com- 
pany'^ was  incorporated  by  the  State  of  Tennessee  in  1846  for  improv- 
ing the  "navigation  of  the  Cumberland  River  below  the  town  of  IS^ash- 
ville"  by  means  of  a  system  of  locks  and  dams,  but  nothing  tangible 
was  done  to  carry  out  the  proposed  improvement. 

Between  1832  and  1838  Congress  appropriated  $155,000,  which  was 
expended  in  carrying  out  the  project  based  on  the  survey  of  Capt.  How- 
ard Stanbury,  authorized  by  act  of  Congress. 

From  1838  to  1871  no  appropriations  were  made  by  Congress  for  the 
Cumberland  River. 

By  act  of  July  11, 1870,  Congress  authorized  an  examination  and  sur- 
vey of  t^e  Cumberland  River.  In  reports  of  the  Chief  of  Engineers, 
1871,  pages  468  to  485,  and  1872,  pages  463  to  472,  may  be  fcmnd  the 
reporte  of  Maj.  Godfrey  Weitzel,  Corps  of  Engineers,  IT.  S.  Army, 
giving  description  of  the  Cumberland  River,  from  the  Grent  Falls  of 
tihie  Cumberland — ^the  head  of  navigation — ^to  the  mouth  of  the  river 
at  Smithland,  Ky.  This  survey  furnished  the  basis  of  the  i)rqject 
under  which  the  work  below  Nashville  has  been  done,  the  original 
estimates  having  been  incre^ised  in  1884  and  1888.  From  Nashville 
to  Smiths  Shoals  the  work  was  carried  on  under  the  project  of  1871 
until  1884.  A  survey  of  the  river  from  the  head  of  Smiths^  Shoals 
was  made  in  1882  and  188:1  (See  Report  of  the  Chief  of  Engineers, 
1884,  pages  1663  to  1675.)  On  this  survey  was  based  the  present  proj- 
ect of  improvement  by  locks  and  dams  of  the  Cumberland  River  above 
Nashville.  A  survey  of  Smiths  Shoals  made  in  1874  (see  Report  of  the 
Chief  of  Engineers,  1875,  pages  795  to  800)  is  the  basis  of  the  project 
under  which  work  has  been  done  at  that  locality.  A  survey  of  the 
FaUs  of  the  Cumberland  River  was  made  in  1878.  (See  Report  of  the 
Chief  of  Engineers,  1879,  pages  1279  to  1282.)  An  examination  above 
the  falls  was  made  in  1880.  (See  Report  of  the  Chief  of  Engineers, 
1881,  pages  1864  to  1859.) 

Under  provisions  of  act  of  August  11, 1888,  a  detailed  instrumental 
survey  was  made  of  the  "  Lower  Cumberland  River  fi^m  Nashville  to 
its  mouth,  to  ascertain  if  necessary  to  establish  locks  and  dams."  (See 
Report  of  the  Chief  of  Engineers,  1890,  pages  2151  to  2161.) 

The  fifteen  appropriations  made  by  Congress  fi^m  1871  to  1890  amount 
to  $1,176,000. 

The  obstructions  are  of  a  uniform  character,  consisting  of  rock  ledges, 
gravel  and  sand  bars,  bowlders,  snags,  overhanging  trees,  and  other 
surface  obstnictions. 

The  river  is  divided  into  two  divisions. 
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The  Cumberland  Eiver  is  Tiavig<al)le  below  Nashville  for  all  steam- 
boats plying  on  it  for  0  months  in  ea(*h  year;  for  boats  not  drawing 
over  .'i  feet,  from  6  to  8  months,  and  for  boats  drawing  16  inches  or  less, 
for  tlie  whole  year.  In  se>asons  of  unnsnally  low  water  the  month  of 
the  river,  at  Smithland,  Ky.,  is  serionsly  obstrneted  by  the  formation  of 
sainl  bars.  Up  to  this  time  the  work  below  Nashville  has  been  caiTie<l 
on  under  the  project  of  1872,  which,  to  quote  from  the  original  report,  ifi 


To  excavate  the  bars  and  rock  ledges  to  get  an  additional  depth  of  wator^  t-o  con- 
tract the  water  way  in  places  to  set  the  requisite  depth ;  to  remove  sna^s  and  bowl- 
ders from  the  main  channel,  ana  to  restrain  tributjiry  streams  in  well-det^rmineil 
channels  at  their  junction  with  the  river. 

Up  to  June  30, 1890,  $265,000  had  been  appropriated  to  this  section, 
$262,061.16  of  which  had  been  expended,  including  outstanding  indebt- 
edness, which  has  resulted  in  giving  an  increased  dejith  at  low  water 
and  a  lengthened  season  of  navigation,  together  with  greater  immunity 
from  the  perils  of  navigetion  at  the  most  dangerous  obstructions. 

In  July  a  force  was  employed  at  Lower  Gatlin  Shoals  in  reducing 
the  bar  in  the  channel  by  the  removal  of  40  cubic  yards  of  sand  and 
gravel,  and  in  modifying  the  longitudinal  d^m  by  the  removal  of  748 
cubic  yards  of  rock,  and  923  cubic  yarda  of  a  new  spur  riprap  dam  was 
built,  to  secure  greater  depth  over  the  bar.  The  available  funds  being 
nearly  exhausted,  active  operations  were  suspended  and  engineer  prop- 
erty placed  in  charge  of  watchman  at  Shelleys  Island. 

The  United  States  snag  boat  Weitzelj  having  been  rebuilt  with  an 
enlarged  hull  and  otherwise  thoroughly  refitted  at  the  expense  of  and 
for  use  upon  the  Cumberland  Eiver,  while  en  route  from  the  Tennessee 
Eiver  to  the  Cumberland  Eiver  above  I^ashville  removed  22  snags  and 
549  overhanging  trees  between  Smithland  and  Nashville.  This  snag- 
ning  was  done  when  the  river  was  at  too  high  a  stage  for  the  most 
effective  work;  therefore  during  the  next  low-water  season — ^probably 
July  and  August — the  Weitzel  will  return  and  thoroughly  clear  the 
channel  of  surface  obstructions  below  Nashville. 

The  Board  of  Engineer  Oflftcers  (see  Chief  of  Engineers'  Eeport,  1888, 
pages  1626  to  1632)  recommended  the  construction  of  a  dike  at  Smith- 
land,  Ky.,  at  an  estimated  cost  of  $129,600,  so  as  to  increase  the  depth 
of  water  on  the  shoals  at  the  junction  of  the  Cumberland  Eiver  with 
the  Ohio  Eiver.  The  river  and  harbor  act  approved  September  19, 
1890,  provides  that  $30,000  of  the  appropriation  for  improving  the  Cum- 
berland Eiver  below  Nashville  shall  be  expended  in  improving  tlie 
mouth  of  the  river.  Advertisements  were  issued,  and  proposals  for 
building  a  portion  of  the  dike  were  opened  on  27th  February,  1891,  and 
contract  was  entered  into  on  12tli  March,  1891.  with  Frederick  Hartweg, 
of  Cincinnati,  Ohio.  As  soon  as  the  stage  ot  water  permits  work  vill 
commence  on  the  dike. 

The  amount  expended  during  the  fiscal  year,  including  outstanding 
indebtedness,  was  $5,498.65.  For  "General  improvement,^  $5,366.38: 
for  "At  mouth  of  river,"  $132.27. 

Active  operations  will  be  resumed  as  soon  as  the  stage  of  water  per- 
mits, preparations  to  that  end  being  iu  progress  at  the  close  of  the  fiscal 
year. 

The  following  work  is  projected : 

At  Lower  JSashville  Island. — ^To  remove  from  channel  old  hull  of 
sunken  steamer  Hillman. 

At  Sycamore  Shoals. — ^To  remove  gravel  bar  from  channeL 
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At  Palmyra  Bar. — To  improve  channel  by  modifying  the  present  dam 
and  dredging  through  sand  and  gravel  bar. 

At  Shelley H  Island. — To  remove  snags  and  gravel  dei>osit  in  channel. 

At  Big  Horse  Ford. — ^To  remove  bowlders  and  reduce  gravel  bar  in 
channel;  to  take  out  loose  rock  at  head  of  shoals. 

At  Camp  Bawdy. — Snags  and  gravel  bar  should  be  removed  and  the 
banks  cleared  of  overhanging  trees.  A  substantial  wing  dam  is  also 
needed  at  this  place  in  accordance  with  the  prosecution  of  the  present 
plan  of  improvement. 

The  instrumental  survey  made  in  1889  shows  the  estimated  cost  of 
radically  improving  the  Cumberland  Eiver  below  Kashville  to  be 
$1,964,500.  In  my  report  of  December  21, 1889,  upon  this  survey,  after 
rererring  to  the  most  serious  obstructions,  is  tne  following  statement 
explanatory  of  past  work  and  suggestive  of  future  operations: 

Eflforts  have  hitherto  been  made  to  reduce  the  fall  oyer  these  seyeral  shoals  and 
thus  lengthen  the  season  of  navigation  by  the  usual  methods  of  wing  dams  and 
channel  excavation.  This  class  of  work  has  been  carried  on  as  £eu:  as  seems  expedi- 
ent to  continue  it,  and  the  results^  although  valuable^  do  not  satisfy  the  interests  of 
navigation,  a  more  radical  improvement,  in  keeping  with  that  in  progress  on  the 
river  above  Nashville,  being  demanded.  *  »  *  From  an  engineering  point  of  view 
this  survey  seems  to  thoroughly  establish  the  feasibility  of  the  improvement  of  this 
river  bv  locks  and  dams  as  far  down  as  Big  Eddy  Shoals,  and  as  a  continuance  of  the 
method  now  in  progress  above  NashviUe  it  would  appear  to  be  worthy  of  adoption, 
simUar  commercial  reasons  applying  to  both  sections. 

This  project,  which  provides  for  the  construction  of  locks  and  dams 
below  Nashville,  thus  constituting  an  extension  of  the  lock  and  dam 
system  a^ove  Nashville,  together  with  certain  channel  work  and  im- 
provement at  the  mouth  of  the  river,  estimated  to  cost  $1,964,600,  has 
been  submitted  to  Congress. 

Provision  has  been  made  to  hegm  the  work  at  the  mouth  of  the  river, 
a  part  of  this  project,  and  the  estimate  of  its  cost  was  added  in  1888  to 
the  estimates  as  part  of  the  existing  project.  No  special  action  having 
been  taken  upon  the  project  for  the  locks  and  dams,  the  estimates  there- 
for have  not  been  added.  If,  however,  the  projected  canalization  is  or 
may  be  approved  by  Congress  the  sum  of  $300,000  can  be  profitably 
expended  during  the  next  fiscal  year  in  constructing  the  fii'st  lock  of 
the  series  at  Harpeth  Shoals,  one  of  the  worst  obstinictions  below  Nash- 
ville, Work  has  been  carried  on  at  this  obstruction  at  various  times 
since  1870,  and  it  is  still  a  formidable  obstacle  to  navigation,  but  its 
much-needed  radical  improvement  would  be  effected  by  the  construction 
of  the  lock  and  dam  as  projected. 

The  commerce  of  the  Lower  Cumberland  consists  principally  of  grain, 
toba<*co,  logs,  lumber,  wood,  general  merchandise,  and  passengers.  This 
river  is  one  of  the  principal  tributaries  of  the  Mississippi  system,  and 
supplies  in  many  cases,  both  above  ^nd  below  Nashville,  the  only  means 
of  transit  between  the  towns  and  villages  lying  along  its  course. 

The  fiinds  now  available  and  the  amount  herein  asked  for,  $193,000, 
can  be  profitably  expended  under  the  existing  project  as  follows: 

To  complete  the  dike  and  bank  protect vun  at  month  of  river^  balance  of 

estimate $99,600.00 

(Report  of  Chief  of  Engineers,  1880,  page  1628.) 

To  continue  work  of  removing  Burfacu  oliHt  mot  ions  and  improving  chan- 
nel l>y  excavution  and  construction  of  wing-dams,  etc 93, 400.  (X) 

193, 000. 00 

The  original  cost  of  improving  Cumberland  River  below  Nasliville,  uk  ~ 

modified  in  1884  and  1888 198.000.00 

Amount  appropriatiMi :^)5.  (XM>.  (X) 

Amount  oxpnidod,  inrlndiugoutHtauding  iudcbtednoKS  and  amount  cov- 
ered by  contract 284,236.10 
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Money  statement, 

July  1, 1890,  balance  unezpondod 1 . .     $3, 241. 55 

Amount  appropriated  by  act  approved  September  19, 1890 40, 000. 00 

43,241.55 
June  30;  1891^  amount  expended  during  fiscul  year 4, 500. 56 

July  1, 1891,  bahnue  unexpended 38, 740. 99 

July  1,  1891,  outatanding  liabilitiPK $998.09 

July  1,  1891,  amount  covered  by  uufompleted  contracts 16,979.00 

17,977.09 

July  1,  1891,  balance  available 20,763.90 

(Amount  (estimated)  required  for  completion  of  existing  project 193, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  193^  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


2.  ABOVE  NASHVILLE  (337  MILES) — ^FROM  NASHVILLE  TO  HEAD  OP 

SMITHS  SHOALS. 

For  steamboats  drawing  not  more  than  3  feet  the  Cumberland  River 
is  navigable  4  to  6  months  in  each  year  to  Point  Burnside,  Ky.,  and 
for  boats  of  greater  draft  from  2  to  3  months.  To  Carthage  (mouth 
of  Caney  Fork),  118  miles,  tlie  river  is  navigable  for  steamboats  of 
2J  feet  draft  from  6  to  8  months,  and  for  those  of  greater  draft  4  to  5 
months.  Steamboats  of  light  draft  can  ascend  to  Burksville  (238 
miles)  for  from  5  to  7  months  and  large  boats  4  or  5  months. 

The  appropriations  for  this  section  fi*om  1876  to  1884,  amounting  to 
$327,000,  were  expended  in  clearing  the  channel  of  snags  and  other  sur- 
face obstructions,  excavation  at  worst  shoals,  with  use  of  wing  dams,  and 
has  resulted  in  an  increased  depth  at  several  of  the  principal  obstruc- 
tions, giving  a  safer  and  longer  period  of  navigation. 

The  instrumental  surveys  made  in  1882  and  1883  from  the  head  of 
Smiths  Shoals  to  Nashville  furnish  the  basis  of  the  present  project  for 
the  radical  improvement  of  tl  le  Cumberland  lii ver  above  Nashville.  The 
plans  made  under  these  surveys  provided  for  23  locks  between  Kashville 
and  Point  Burnside,  and  7  locks  for  Smiths  Shoals,  at  an  estimated  cost 
of  $4,077,922. 

Locks  of  larger  dimensions  than  those  contemplated  in  the  original 
project  and  estimates  having  been  recommended  by  the  Board  of  Engi- 
neers and  approved  by  the  Chief  of  Engineers  and  Secretary  of  War,  it 
has  become  necessary  to  revise  these  estimates.  Plans  and  estimates  for 
locks  Nos.  1  and  2  have  been  prepared  and  contraets  for  jwrtions  of  the 
work  have  been  made,  from  which  it'  is  now  estimated  that  each  lock  and 
dam  will  cost  not  less  then  $250,000.  An  estimate  of  the  section  from 
Nashville  to  Point  Bm*nside,  provided  23  locks  be  found  necessary, 
amounts  to  $5,750,000,  and  to  continue  the  improvement  to  the  head  of 
Smiths  Shoals,  with  7  additional  locks  and  dains  of  equal  cost,  would 
amount  to  $1,750,000  more,  or  a  total  of  $7,500,000,  an  increase  of  the 
original  estimate  by  $3,422,078,  which  modification  is  made  and  sub- 
mitted in  this  report.  By  increasing  the  lift  of  the  locks  it  may  be 
found  possible  to  decrease  their  number  and  thus  comi)lete  the  improve- 
ment at  a  reduced  cost. 

The  act  of  August  5, 1880,  appropriating  $75,000,  specifically  provided 
for  this  work  of  canalization  "with  a  view  to  secure  in  the  channel  a 
depth  of  4  feet,  commencing  with  the  lock  at  or  near  the  lower  island 


Digitized  by 


Google 


APPENDIX    EEr— REPORT   OF   LIEUT.  COL.  BARLOW.        2271 

at  Nashville,"  and  was  followed  by  the  appropriations  of  August  11, 
1888,  $200,000,  and  of  September.  19,  1890,  1250,000. 

The  amount  expended,  including  outstanding  indebtedness,  to  the 
close  of  the  fiscal  year,  June  30, 1890,  for  the  construction  of  locks  and  ' 
dams  under  the  existing  project  was  $47,762.13,  the  $50,000  appropri- 
ated by  act  of  July  5, 1884,  having  been  exjjended  in  channel  work,  as 
hereinbefore  stated.  This  sum  of  $47,762.13  was  applied,  as  provided 
by  said  act,  in  the  examination  and  purchase  of  lands  for  sites,  con- 
struction of  Lock  ISTo.  1,  lockkeeper's  house,  and  contingencies  pertain- 
ing to  the  entire  work. 

Lock  and  Dam  No.  1, — ^The  construction  of  Lock  Ko.  1  was  continued 
by  the  contractors.  Holmes  &  Wilk,  through  the  months  of  July,  Au- 
gust, September,  and  October,  when  work  was  suspended  on  account 
of  high  water.  Work  was  resumed  in  May,  as  soon  as  the  stage  of  water 
I)ermitted,  and  has  been  in  progress  since.  Unusually  high  water  has 
prevailed  during  the  past  two  seasons,  there  having  been  but  69  days 
when  the  stage  of  water  i)ermitted  of  the  contractors  working  upon  the 
lock  site.  During  the  fiscal  year  the  contractors  have  been  able  to  re- 
move only  1,699  cubic  yards  of  earth  and  10,856  cubic  yards  of  rock 
from  the  lock  pit.  Bight  hundred  and  forty-two  and  one-half  cubic 
yards  of  stone  were  quarried  and  cut  and  accepted  by  the  United  States 
for  the  masonry  of  the  lock. 

'  The  style  of  dam  to  be  constructed  in  connection  with  Lock  !N"o.  1  was 
referred  to  a  Board  of  Engineer  Officers  consisting  of  Col.  O.  M.  Poe, 
Lieut.  Col.  W.  B.  MerriD,  and  Lieut.  Col.  J.  W.  Barlow.  This  Board,  in 
report  to  the  Chief  of  Engineers  dated  November  16, 1889,  gave  a  con- 
tingent approval  to  the  construction  of  a  movable  dam  of  the  bear-trap 
style,  but  recommended  that  its  final  adoption  be  postponed  until  the 
results  of  the  woi;^ing  of  the  dam  then  in  use  at  Davis  Island,  Ohio 
Eiver,  be  made  known.  At  a  subsequent  session  this  Board,  in  report 
to  the  Chief  of  Engineers  dated  November  26,  1890,  withdrew  the  con- 
tingent approval  of  the  bear-trap  dam,  and  a  fixed  dam  as  outlined  in 
the  rei)ort  dated  March  30,  1887  (see  Annual  Report  of  the  Chief  of  En- 
gineers for  1888,  pages  1622  to  1626),  was  approved,  the  preparation 
of  the  project  in  detail  being  "  left  to  the  local  engineer.^  The  Board 
of  Engineer  Officers  in  report  of  November  26, 1890,  recommended  that 
in  the  case  of  Lock  No.  2  certain  points  be  further  examined,  and  these 
recommendations  were  embodied  in  the  detailed  project  for  lock,  dam, 
and  abutment  at  the  site  of  Lock  and  Dam  No.  1,  transmitted  to  the 
Chief  of  Engineers  March  9, 1891.  This  detailed  project  was  referred 
to  Board  of  Engineers  constituted  by  Special  Orders  No.  17,  Headquar- 
ters Corps  of  Engineers,  Washington,  D.  C,  March  14,  1891,  consisting 
of  Col.  WiUiam  P.  Craighill,  Maj.  A.  Mackenzie,  and  Maj.  D.  W.  Lock- 
wood,  all  of  the  Corps  of  Engineers.  In  their  report  of  April  20, 1891, 
to  the  Chief  of  Engineers,  the  Board  states  that  it  does  not  appear  nec- 
essary to  make  specific  provision  in  connection  with  masonry  for  the  use 
of  turbines  or  Fontaine  valves ;  approves  the  plan  of  dam  and  the  mod- 
ified plan  of  the  abutment;  recommends  the  use  of  ordinary  balanced 
valves  in  place  of  Fontaine  valves  for  the  filling  culverts ;  approves  the 
plan  of  steel  gates  similar  in  design  to  the  gates  now  in  use  on  the 
Muscle  Shoals  Canal;  suggests  that  no  provision  be  made  at  present 
for  other  than  hand  power  in  connection  with  the  appliances  for  oper- 
ating the  gates  and  valves. 

During  the  fiscal  year  contract  was  entered  into  with  Henry  F.  Holmes 
on  October  17,  1890,  for  the  construction  of  the  masonry  of  Lock  No.  1. 
A  ftirther  increase  in  the  amount  of  masonry  beyond  existing  contraots 
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ivS  calleil  for,  and  is  due  to  the  substitution  of  masonry  for  the  natural 
rock,  which  was  at  first  thought  practicable  for  the  land  wall,  and  to  the 
change  in  height  of  walls  resulting  from  the  adoption  of  a  fixed  dam 
instejid  of  the  movable  dam  recommended  by  the  Board  of  Engineers 
November  26, 1890,  and  approved  by  the  Chief  of  Engineers;  and  this 
increase  will  probably  be  provided  for  by  modifications  of  the  contracts 
of  Holmes  &  Wilk  and  Henry  F.  Holmes,  now  in  force. 

Contract  was  also  entered  into  May  30, 1891,  with  Holmes  &  Wilk,  of 
Nashville,  Tenn.,  for  the  construction  of  the  abutment  of  the  dam,  and 
485  cubic  yards  of  earth  were  excavated  in  June  for  site.  Specifications 
will  be  prepared  and  other  provisions  made  for  the  building  of  the  dam, 
and  the  construction  itself  commenced,'  as  soon  as  the  lock  work  is 
sufficiently  advanced. 

Lock  and  Dam  No,  2. — ^The  sites  of  Lock  No.  2  and  lockkeeper's 
house  were  purchased  October  7, 1889,  and  the  lands  have  been  in- 
closed. The  land  for  sit^  of  abutment  of  Dam  No.  2  was  condemned 
to  the  use  of  the  United  States  May  2, 1891,  and  decree  recorded  May 
16, 1891,  and  cession  of  jurisdiction  secured  under  the  provisions  of 
the  act  of  the  twenty-seventh  general  assembly  of  the  State  of  Tennes- 
see, approved  March  17, 1891. 

The  project  for  Lock  No.  2,  made  in  accordance  with  recommenda- 
tions of  Board  of  Engineers  constituted  by  Special  Orders  No.  68, 
Headquarters  of  Corps  of  Engineers,  October  16,  1889,  as  submitted 
in  their  report  of  November  25, 1890,  to  the  Chief  of  Engineers,  hav- 
ing been  approved  by  the  Chief  of  Engineers,  advertisements  inviting 
proposals  were  issued  and  contract  entered  into  on  February  24,  1891, 
with  Rich  &  Holmes,  of  Nashville,  Tenn.,  for  all  the  masonry  of 
Lock  No.  2,  including  cofferdam  and  excavation  for  foundations.  As 
soon  as  the  stage  of  water  permitted  the  contractus  began  building 
the  coifcrdam,  which  work  was  in  progress  at  the  close  of  the  fiscal 
year,  and  3,000  cubic  yards  of  earth  were  excavated  for  lock  site. 

The  United  States  snag  boat  Weitzel  has  been  employed  since  Janu- 
aiy,  1891,  to  the  close  of  the  fiscal  year  in  the  removal  of  snags,  sand- 
bars, and  sui'face  obstructions  generally  between  Buruside,  Ky.,  and 
NashviUe,  Tenn.,  it  having  been  rebuilt  and  fitted  up  witli  snagging 
appliances  specially  lor  channel  work  in  the  Cumberland  River. 

Work  as  stated  was  done  at  the  following  phices,  viz : 
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19. 
10.2 
22. 2 
23.2 
24. 
28.5 
29.5 
30. 
85.3 
40.0 
44.2 
50. 7 
.53  3 

1 

ITiahini?  Creek 

Ford  Island  Chuto 

Simpson  JiHudinc 

Mill  Spring  Landing 

llichardsou  Lauding 

.     .        1 

Farbnsh  shoals 

1 

Fall  Creek  Landing 

Morrow  Fen-y 

Xoriuan  Keei 

1 

1 

Gauns  Island  Chute 

1 

Thomas  Branch  Landing 

1 

Hamsey  Landing 

1 

Harmon  Shoals 

*;'.:*  1 2' 

Wolf  Creek  Shoals 

2 

Belk  Island  ( ;hut« 

3 

330 

Wild  Goose  Shoal 

i      2 

Indian  C'n*ok  Shoal  .......... 

1 

1      2 

Graham  Landing 

54.3 

10 

::::::::i !. 
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Locality. 

Miles 
below 
Bum- 
sida 

Snags 

re- 
moved. 

Trees 
out. 

Bowld- 
ers re- 
moved 
(cubic 
yards). 

Buoys 
plabed 

on 
dams. 

"Pride  rfftndinff 

65. 
55.4 
68. 
69. 
69.4' 
6L2 
64.6 
66.4 
75.6 
77.6 
85.9 
89. 
91.6 
93.1 
97. 
100.3 
102. 
104. 
105.9 
107.2 
108.7 
112.2 
129. 
131.6 
138.6 
5  135.7 
}  145.3 
S  147.6 
{  160.7 
150.7 
151.6 

163.8 
164.7 
166.6 
170.6 
177.6 
183.3 
192.0 
205.0 

(220.8 
^234.5 
234.5 
288.3 
248.0 
250.4 
25L2 
260.0 
263.8 
269.7 
275.9 

21 

20 
226 

Long  Bottom  Island 

BbM&lish  Shoal 

1 

Boyd  Eddy  Shoal 

19 

86' 

11 

6* 

36* 

3 

48 
49 

176 
82 
43 
24 
76 
7 

298 
76 

Blanlcenstiip  Ta1«nd 

Omripbill  IfMAnd 

Snow  Tsland  Ohpte   

Well  Island  Chnte 

Willis  Creek  Shoal 

2 

. 

Spearmstn  Island 

SiwUTslMid 

........ 

20  trees  deadened. 

Vicinity  of  Burksville 

Bear  Creek  Island 

Walton  Shoal 

3 

KUiligt""  Landing. 

1 

25 
3 

8* 

10 

4 

2' 

86 
17 
20 
20 
276 
170 
122 
106 
60 

WellMnme  Bar .  .T 

Philpot  T-ftndipg t     

Carey  Landing.*! ^ 

Cloyd  Landing 

Mn&CampBiur 

Biff  ffsr  Staff  Jior 

KetUe  Cieek  Shoal 

1 

Willow  Grove  Landing 

Yidnityof  Celinato  Turkey 

CieelLlslaad. 
Between    Brimstone    Idand 

Chnte  and  Scantlin  Island. 

7 
I       97 

I       62 
70 

26 

8 

9 

19 

11 

20 

9 

13 

199 

876 

398 
365 

139 

20 

00 

187 

88 

470 

160 

115 

859 

780 
600 

Temporary  dam  built. 
12  ti«e8   deadened;    tempo- 
rary  daQi  built. 

BoeeBar 

WitoherBar 

Cub  Creek 

800 

Brook  Island 

50  cubic  yards ;  dam  repaired . 

Taftkfttt  Tsland 

tali  Lick 

i^nTl^mi^n  Inland 

"2' 
2 

18  trees  deadened 

Month  of  BuffUo  (ferry) 

Little  Turkey  Creek 

6  trees  deadened. 

5  trees  deadened;  80  cubic 

Between  Lorell  Island  and 

Cotton  Bar. 
Cotton  Bar 

28 

i* 

Gooee  Creek  Shoal 

18 
6 

16 
3 

260 
195 
60 
140 

Berdine  Island. 

Sampson  Shoals 

0*no6  Branch ^.,^,,,,^- 

BelotoB  Shoals 

1 

Bledsoe  Island 

Bouble  Island- 

19 
61 

160 
21 

At  sundry  places 

l^tal 

1,011 

7,795 

1,708 

21 

The  amount  expended  dnring  the  fiscal  year  for  the  above-named 
channel  work  and  the  contingencies  i)ertaining  thereto  was  $3,374.46,and 
was  paid  from  the  appropriation  for  "Improving  the  Cumberland  Rivex 
above  the  mouth  of  Jellico,  Kentucky,'^  act  August  2, 1882.  (See  sec- 
tion 3.) 

The  following  contracts  were  in  force  during  the  fiscal  year:  For  con- 
struction of  masonry  of  Lock  No.  1  and  the  abutment  of  Dam  No.  l,with 
Hohnes  &  Wilk,  of  Nashville,  Tenn.,  Septc»niber  10, 1888,  and  May  30, 
1801,  and  Heniy  F.  Holmes  October  17,  1800;  and  for  construction  of 
masonry  of  Lock  No.  2,  with  Rich  &  Holmes,  of  NashviUe,  Tenn.,  Feb- 
ruary 24, 1801. 

The  amount  expended  during  the  year,  including  outstanding  indebt- 
edness, from  the  appropriation  for  improving  Cumberhuid  River  above 
Nashville,  was  $31,680.26. 

The  i)rospective  advantage  to  the  commerce,  as  well  i\»  present  bene- 
fits to  the  community,  are  the  extension  of  the  lower  river  trade  to 
BNG  01 143  ^  , 
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points  above  Nashville  as  fast  as  the  locks  can  be  completed  and  util- 
ized, and  for  the  upper  river  the  oi>ening  up  of  a  cheap  and  safe  means 
of  transportation  for  the  almost  unlimited  mineral  and  forest  resources 
of  the  Upper  Cumberland  Valley.  A  steamboat  line  is  operating  be^ 
tween  BurksviUe  and  the  head  of  navigation,  Burnside,  independent  of 
the  Nashville  trade. 

It  is  deemed  advisable  to  repeat  the  recommendation  of  the  last  An- 
nual Reports: 

That  the  section  of  river  from  Burnside  to  the  Kentucky  State  line 
has  claims  for  immediate  improvement  quite  as  great  as  those  on  the 
poi*tion  directly  above  Nashville. 

The  facilities  for  carrying  on  the  improvement  from  Point  Burnside 
are  equal,  if  not  superior,  to  those  at  Nashville. 

Stone  for  locks,  of  excellent  quality,  can  be  found  near  at  hand,  while 
all  other  supplies,  especially  iron,  can  be  obtained  via  Cincinnati  rap- 
idly and  at  the  lowest  possible  cost. 

These  considerations  lead  to  the  suggestion  that  it  may  be  advisable 
to  subdivide  the  Cumberland  River  above  Nashville  to  head  of  Smiths 
Shoals,  Kentucky,  and  the  appropriations  for  its  imijrovement  into 
three  sections: 

Miles. 

(1.)  In  Tennessee,  above  Nashville 130 

(2.)  In  Kentucky,  below  Point  Burnside 197 

(3.)  At  Smith  Shoals 10 

.  The  amount  herein  asked  for,  $1,000,000,  can  be  profitably  expended 
in  the  construction  of  dam  and  abutment  of  Lock  No.  2,  in  procuring 
sites  necessaiy  for,  and  the  construction  of,  Locks  and  Dams  Nos.  3  and 
4,  and  to  begin  a  lock  either  at  the  foot  of  Smith  Shoals,  or  at  the  up- 
per lock  of  the  series  between  Nashville  and  Burnside,  or  both,  if  suf- 
ficient funds  are  made  available  so  that  the  work  of  lock  construction 
at  the  three  points  can  be  prosecuted  in  an  economical,  advantageous, 
and  efficient  manner;  otherwise,  the  operations  to  be  confined  to  the 
lower  locks,  3  and  4,  as  before  stated,  and  such  work  as  may  be  found 
necessary  in  maintaining  a  safe,  navigable,  open-river  channel  during 
the  period  of  lock  construction.  It  is  respectfully  urged  that  special 
provision  be  made  for  this  work  of  clearing  away  the  surface  obstnic- 
tions  brought  down  by  the  annually  recurring  fioods,  similar  in  charac- 
ter and  effect  to  that  providing  for  the  uninterrupted  work  of  snagging 
upon  the  Ohio  Eiver  in  section  13  of  the  river  and  harbor  act  of  Sep- 
tember 19, 1890. 

Original  estimate  for  improviupf  Cumberland   Kiver  by  locks  and 

dams  from  Nashville  to  head  of  Smiths  Shoals $4, 077, 922. 00 

Increased  in  1891  to 7,500,000.00 

Amount  appropriated 525, 000. 00 

Amount  expended,  including  outstanding  indebtednees  and  amount 
covered  by  contracts 308,348.29 

Money  statement. 

July  1,  1890,  balance  imexiicnded $229, 539. 81 

Amount  appropriated  by  act  approved  September  19,  1890 250, 000. 00 

479,539.81 
June  30,  1891,  amount  expended  during  fiscal  year 31, 221. 21 

July  1,  1891,  balance  unexpended * 448,318.60 

July  1,  1891,  outstandinj^  liabilities $459.  (^ 

July  1,  1891,  amount  covered  by  imcomplcted  contracts 231,207.84 

231,066.89 

July  1,  1891,  balance  available 216,651.71 
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'Amount  ((istiiuuted)  required  for  completion  of  existing  project $6, 975, 000. 00 

Amount  that  can  be  profitably  expended  in  liscal  year  ending  June 

30,  1893 1,000,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 

harbor  acts  of  1866  and  1867. 


3    CUMBERLAND   RIVER  ABOVE  3IOUTII  OF   THE  JELLICO,  KENTUCKY. 

No  work  has  been  done  on  this  section  of  the  river  since  1882.  The 
appropriation  of  $5,000,  made  by  act  of  August  2,  1882,  and  held  over 
and  unexpended,  was  made  available  by  the  act  of  Si^ptember  19,  1800, 
for  expenditure,  and  to  \'  be  applied  to  the  removal  of  snags  and  sand 
bars  in  the  said- Cumberland  River  above  Nashville,  Tenn." 

The  sum  of  $3,374.46  has  been  so  expended  during  the  fiscal  year. 
For  work  done  see  "Above  Nashville.^' 

Money  statement. 

July  1,  1890,  balance  unexpended  and  available  by  act  approved  Septem- 
ber 19,  1890 $5,000.00 

June  30,  1891,  amount  expended  during  fiscal  year 3, 374. 46 

.July  1,  1891,  balance  unexi)cnded 1, 625. 54 

July  1, 1891,  outstanding  liabilities 815. 52 

July  1,1891,  balaucc  available 810.02 


Abstract  of  proposals  for  part  construrtion  of  dike  near  Sinithland,  Ky.j  below  mouth  of 

Cumberland  Hiver. 

[Opened  February  27,  1891,  by  Litnit.  Col.  J.  W.  Barlow,  Corps  of  Engineers.] 


No. 


Kame  nnd  rcAidence 
of  bidder. 


Frederick  Hartweg, 

Cincinnati,  Ohio  . . . 
Henry  (*.  Jonea,  Mad- 

iaon,  Ind 

A.  J.  Whitney,  Rock 

Island,  m* 

T.  J.  Hardin  &  (Jo., 

H onUirev,  Kv 

Wm.  Kirk,  MadiHon, 

Ind 

J.  "W.  Gardner,  <}al- 

lijJoliH.Ohio 

I.V.Hoag,jr.,Pitte. 
,   burg,  Pa 


I  Tinilier  oak. 
Pi  leu  in     |      in  place, 
place  (2,100).    (35,000  foet, 
'        B.M). 


Stone  rip- 
rap in  place 

(^,600  cu- 
bic yards) 


Brush  in 

place  (3,500 

cords). 


$0.79 


2.45 
2.50 
3.09 
3.00 


.97i  9,312 


5,200;  15.00     525.00  1.4013,440 

6,4X9   29.9o|l,016.5o'  1.14*10,944 

6,300   25.0o|    875.001  1.5014,400   2.50   a.  150,    .04|   219.38 

i  I  I  I  I  I 


.90 
1.00 
1.56 
1.25 
2.00 


Total 
cost. 


$2,765 
3,150 
3,500 
5, 425 
4,375 
7,315 


Bolts,  nuts, 
and  wash- 
ers, in  place 
(4,500 
I>ound8). 


Tot«l 
cost. 


Grand 
total  cost. 


$0. 04|  $202. 50  $16, 979. 00 


.05 
.00 


225.00 
270.00 
07  I  315.00 
03  135.  (M) 
J4  '  630.00 


17,273.00 
10,850.00 
21,142.00 
23, 725. 00 
26,424.50 
80,544.38 


*  Certificate  to  guaranty  infonnal. 
Contract  entered  into  ^ith.  Frederick  Hartweg  Marcli  12, 1891. 
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Abstract  of  proposals  for  completion  of  masonry  of  lock  I^o,  1,  Cumherland  River, 
[Opened  Septomber  23, 1890,  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engineers.] 


Naine  and  residence 
of  bidder. 

Look  construction— masonry. 

No. 

Backing 

(1,985 

cubic 

yards). 

Kock  face 

(408  cubic 

yards). 

Pointed 
face  (650 

cubic 
yards). 

pointed 

(330  cubic 

yards). 

Quoins 
(30  cubic 
yards). 

Bolt  holes 

(lOOlinear 

feet). 

Cost. 

1 
2 

Henry   T.   Holmes, 
Nashville,  Tcun 

L.M.Petitdidior,Ciu. 
cinnati.Ohio* 

Pmcu.yd. 
$8.50 
10.00 

Pr.  at.  yd. 

$n.oo 

13.00 

Pr.c'.yd. 

$12.00 

15.00 

Pr.  eu.  yd. 

$16.00 

25.00 

Pr.  eu.  yd. 
$30.00 

Pr.  lin.ft. 

$1.50 

.50 

$35,490.50 
43,204.00 

*  Certificate  not  given  by  United  States  official. 
Contract  ontored  into  with  Hcury  F.  Holmes  October  17,  1891. 


AhsU'act  of  proposal 8  for  huildinfi  cofferdam,  excavating  lock  pit,  and  completion  of  ma- 
sonry of  Lock  No.  2,  Cumberland  River, 

[Opened  February  12,  1891,  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engineers.] 


Name  and  rosidonco  of  bidder. 

u 

Oofft'rdam 

(C50  linear 

foct). 

Excavation. 

Embank- 
ment (6, 500 
cubic  j^ards). 

Puddling 

(800  cubic 

yardH). 

No. 

1 
1 

$25 

23 

19 
23 

• 
Total 
cost. 

$16,250 

14,  950 

12, 350 
14, 950 

m- 

$1.25 

.60 

.  50 
.55 

Total 
cost. 

1 
I 

Total 
cost. 

i 

3 

1 

Total 
cost. 

1 
2 

I.  V.  Hoag,  jr.,  Pittsburg,  Pa. . 

Chas.  A.  Locke,  Nashville, 

Tcnn 

$500 

100 

200 
500 

$3.00 

1.95 

2.00 
3.00 

$26,000 

13,&00 

12,000 
14,800 

$0.65 

.60 

.50 
.60 

$4,225 

3,900 

8,250 
3,000 

$1.50 

1.10 

LOO 
.70 

$1,200 
880 

3 

4 

Charles  Rich  and  Henry  F. 

Holmes,  Nashville,  Tenu  . . . 

WuL  Patrick,  Phamix,  N.  Y . . 

800 
560 

No. 


Name  and  residence  of  bidder. 


L  V.  Hoair,.ir..  Pi(t.sburfi:,Pa. . . 
C-has.A.liOike,  Nashville, Tenn 
CharleH    Kirli    mid    ll«ury  F. 

Holmes,  Nashville,  Tonn 

Wm.  Patrick,  PluTTHt  N.  Y  . , 


$M 
K 
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JhRfraet  of  proposals  for  building  cofferdam,  excavatiny  loch  pit  j  etc. — Continued. 


No. 


Name  ami  rcfliiloncd  of  bidder. 


I.  V.  Hoag,  jr.,  Pittubnrg,  Pa 

Ghas.  A.  Locke,  Nashville,  Tenn 

Charles  Kioh  and  Henry  T.  Holmes,  Nash- 
ville, Tenn 

Wm.  Patrick,  PheenbcN.T 


Lock  oonstraction— masonry. 


o  o 

11 
111 


11 


ill 

V  o  o 
933 


18.50 
8.30 

7.00 
4.50 


10.70 
.75 

1.50 
.40 


Total  cost. 


$161,997.50 
151, 591. 00 

134,050.00 
161, 827. 50 


Grand  t4>tHl 
coat. 


$210,172.50 
184,921.00 

163,550.00 
196,037.50 


Contract  entered  into  with  Rich  &  Holmes  February  2i,  1891. 


COMMEKCIAL  STATISTICS. 

Cumberland  Biver  above  and  belo^v  Kashmlle,  Tenn,,  from  July  1, 1890,  to  June  SO,  1891, 


ArUcles. 

Above 
Nashville. 

Below 
Nashville. 

Articles. 

Above 
NashviUe. 

Below 
Nashville. 

Brick 

.tons.. 

408 

527 

Lumber 

.tons.. 

13.515 

12,125 

Cattle     

..do... 

818 

400 

Logs 

Merchandise  ... 

..do... 

8,000 
12,227 

Coal 

..do... 

350 

142 

..do... 

17,865 

Flonr 

..do... 

1,402 

638 

.  Sand 

..do... 

21,900 

7,500 

Grain 

..do... 

3,059 

11,772 

Salt 

..do... 

1,421 

500 

]5ay 

..do... 

92 

577 

Shingles 

..do... 

20 

12r» 

Horses  and  mules  . 

..do... 

316 

200 

Tobarco 

..do... 

1,460 

3,228 

Hogs '. 

..do... 

516 

171 

Wood 

..do... 

61 

16, 137 

Iron 

..do... 

363 

233 

Tassengerrt  ...number.. 

9,642 

7,929 

The  steamboat  companies  report  that  the  short  crop.s  have  been  largely  the  canse 
of  the  light  freights  on  the  Cnmberland  River  during  the  past  fiscal  year. 

Cumberland  River  above  Kashville,  between  Burnside,  Ky.,  and  Butler  Landing,  Tenn., 

distance  143  miles. 


Articles. 


Cattle 

Flonr 

Grain 

Hay 

Horses  and  mnlet) . 


Tons 
652 


Articles. 


!  Hogs 

117  II  Liunber. 

431      Salt 

129   !  Tobacco . 


71 

249 

1,000 

147 

I'  Staves I    7,625 


Tons. 


Articles. 


Merchandise . 

Logs 

Poj^ts  (cedar). 


Number  of  pass«Migers,  2,170. 


Tons. 


2,646 

10, 870 

272 


Steamers  (Htern  wheel). 


!  '  I 

'  Length.    Breadth. '  Depth. '  Tonnage. 


Clayton  H.  "Webb. 
Crescent 


FMt. 
110! 

80  ! 


Feft. 


Feet. 


10 


34.54 


These  steamers  made  13  trip.s  between  Biirnsule  and  Butler  Landing,  and  111  trips 
only  to  intermediate  points. 
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List  of  steamboats  (stem  tcheel)  plying  on  Cumhei'land  River  below  Nashville, 


Name. 

LCTijrf,h. 

Brea<Uh. 

Depth. 

Fe^t. 
5 

f 

5 
3 
3 
3 

ToiiDage. 

30» 
79 
203 
203 

Draft. 

Light. 

Inches. 
22 
12 
25 
22 
18 
22 

Loaded. 

E.  G-.  KagoD 

Feet. 
165 
120 
1C5 
165 
149 
61 
68 

Feet. 
31 
20 
30 
31 
28 
18 

'"^ 

Dover 

3 

B.  S.  Rliea 

5 

J .  r.  Drouillard 

6 

John  Fowler 

*i 

(niflH.  A.  Blackman 

25.26 
82 

E.T.Holman 

Tlie  above  steamers  made  55  trips  between  Nashville,  Tenn.,  and  Evansville,  Ind., 
and  45  trips  between  Na«liville,  Tenn.,  and  Padncah,  Ky. 

List  of  steamboats  (stem  wheel)  plying  on  Cumberland  River  above  Nashville, 

Draft. 


Name. 

Length. 

Breadth. 

I  T.  Rhea 

Feet 
150 
149^ 
149 
165 
140 

Feet 
30 

J.J.Odil 

^» 

iloliii  Kowler  .     ..          

J.  W.  Hart 

28 

Pearl 

24 

Tonnage.  ■ 


I  Light. 


Loaded. 


Feet 

3     i 
2 


'  I 

Inehet.       Feet. 
198.  &4  ,  18  i 

220. 18  10  I 

18 

18  ' 

16  ,  2 


73.98 


I 


The  above  named  steamers  made  78  round  trips  from  Nashville,  Tenn.,  to  Bum- 
side  Ky.,  and  13  trips  from  Nashville  to  Obed  (0])ey)  River  and  return. 


project  of  lieutenant-colonel  j.  w.  barlow,  corps  of  engi- 
neers, for  lock,  dam,  and  abutment  at  lock  and  dam  no.  1, 
cumberland  river,  tennessee. 

Engineer  Office,  U.  S.  Army, 

XashvUIe^  Tmn,,  March  9,  1891. 

General  :  T  have  the  honor  to  siibinit  herewith  the  following  detailed 
project  for  lock,  dam,  and  abutment  at  the  site  of  Lock  and  Dam  No.  1, 
Cumberland  River,  as  proposed  by  the  Board  of  Engineer  Officers  con- 
vened by  Si)ecial  Orders  Ko.  6S,  Headquarters  Corps  of  Engineers,  Oc- 
tober 16, 1(S89,  and  rendered  in  compliance  with  indorsement  of  Decem- 
ber 5, 1890,  on  copy  of  report  of  said  Board  dated  November  26, 1890. 

A  general  plan  of  the  site,  to  which  reference  is  invited,  showing  the 
location  of  the  proposed  works,  was  forwarded  to  the  Department  with 
my  letter  of  June  28,  1888. 

The  report  of  the  Board  of  Engineers  of  November  26, 1890,  discusses 
only  the  subje<;t  of  the  dam,  but  as  the  indorsement  requires  a  project 
for  both  lock  and  dam,  it  is  believed  that  the  report  of  November  25, 
1890,  by  the  same  Board  upon  Lock  No.  2,  Cumberland  River,  should 
serve  as  a  guide  in  proposing  a  project  for  Lock  No.  1. 

I  therefore  transmit  herewith :  *  * 

*  Not  printed. 
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1.  A  tracing  showing  cross-section  plan  and  elevation  of  the  proposed 
dam  for  Lock  No.  1.  The  design  for  this  dam  has  been  adopted,  after 
careful  consideration  of  the  latest  practice  in-  dam  biiiklrng,  esi)ecially 
on  the  Monongahela  and  Muskingum  rivers,  and  is  believed  to  possess 
requisite  strength  and  durability.  The  foundation  being  of  solid  rock, 
no  danger  of  undermining  is  anticipated. 

2.  Tracing  showing  proposed  method  of  constructing  the  abutment, 
including  cross  section,  plan,  and  elevation.  The  river  side  of  this  abut- 
ment will  be  of  rock-face  masonry,  except  where  it  is  joined  by  the 
dam,  and  there  the  surface  and  the  coping  will  be  of  pointed-face.  Crib 
work  filled  with  stone  will  be  carried  downstream  from  the  lower  end 
of  abutment  as  far  as  may  be  found  necessary  to  protect  the  bank  from 
scour.    Paving  will  also  be  added  where  required. 

3.  Tracing  showing  plan,  elevation,  and  cross  section  of  lock. 
These  drawings  conform  in  all  respects  to  the  suggestions  made  by 

the  Board  for  Lock  No.  2,  including  use  of  four  independent  turbines 
for  operating  the  gates  and  valves.  This  drawing  does  not  show  the 
location  and  arrangement  of  the  necessary  shafts,  pulleys,  etc.,  for 
transmitting  the  power  to  the  moving  parts  of  the  lock.  This  subject 
will  be  more  fully  discussed  at  a  subsequent  period,  after  further  con- 
sideration. 

I  am  not  now  entirely  convinced  that  turbines  will  be  as  desirable  a 
motive  power  as  steam,  on  account  of  the  varying  head  of  water,  which 
will  at  times  be  reduced  to  zero  and  will  then  necessit>ate  the  use  of 
some  other  power.  A  fuilher  study  of  this  question  will  be  made,  and 
the  results  submitted  as  soon  as  practicable. 

My  experience  in  the  use  of  iron  gates  on  the  Muscle  Shoals  Canal 
strongly  inclines  me  to  recommend  their  adoption  on  the  Cumberland 
River.  This  question  was  left  o])en  for  further  experience,  which  I  now 
think  sufficiently  warants  my  favorable  conclusion.  Detailed  draw- 
ings of  the  proi)osed  gates,  method  of  suspension,  etc.,  will  be  sub- 
mitted in  a  subsequent  report,  together  with  the  plans  to  be  recom- 
mended for  operating  machinery. 

The  method  of  constructing  the  lock  by  contract  has  already  been  ap- 
proved, and  contracts  for  the  masonry  are  now  in  force. 

It  is  recommended  that  the  lock  approaches,  dam,  and  abutm^it  be 
eonsfructed  by  contract  after  advertising  in  the  usual  way. 

Following  are  estimates  for  completion  of  lock  and  approaches,  dam, 
and  abutment^  in  detail,  except  for  operating  machinery,  which  is  neces- 
sarily approximate.  The  latter  will  be  submitted  with  the  detailed 
report  thereon. 

An  increase  in  the  amount  of  masonry  beyond  existing  contracts  is 
necessary  and  is  due  to  the  substitution  of  masonry  in  the  land  wall  for 
natural  rock,  at  first  thought  j)racticable,  and  to  the  change  in  height  of 
walls  resulting  from  the  adoi)tion  of  a  fixed  dam  instead  of  a  movable 
dam  by  the  Board  of  Engineers  and  approved  by  the  Chief  of  Engineers. 

Cubic  3'ardB. 

Amount  of  masonry  required 12, 070 

Amount  of  nujsonry  under  contrart 7, 547 

Amount  unprovided  for,  due  to  subHtitntion  of  masonry  for  natural  rock 2, 123 

AnKumt  due  to  increased  lieijjht  of  walls 2, 400 

The  first  of  these  items  ought  properly  to  be  added  to  the  contract  of 
Hohnes  &  Wilk,  dated  September  19, 1888,  and  the  second  to  that  of  H. 
F.  Uolmes,  dated  October  17,  1890. 
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Katimate  of  cost  of  Lock  No,  1  aud  its  approaches^  dam,  and  abutment, 
• 

Cofferdam,  built $6,021 

Excavation,  lock  pit,  part  completed 255, 425 

Masonry  under  contracts 76, 675 

Masonry  unprovided  for  by  coutra^'tn 89, 384 

Excavation  above  lock. . ./. 10, 000 

(ruard  cribs 2, 155 

Grading  and  paving  bank 6, 550 

Gates  and  operating  machinery 20,000 

$184. 210 

Fixed  dam 47,500 

Abutment : 

Masonry,  estiniate<l  at  prices  bid  by  IIoluios  <&  Wilk,  August 

6,1889 8,421 

Shore  protection,  grading  and  paving  bank 2, 267 

10,688 

Grand  total 242,398 

Very  respectfully, 

J.  W,  Barlow, 
Lieut.  Col.  of  EngineerB. 
Brig.  Gen.  Thomas  L.  Oaset, 

Chief  of  Engineers^  U.  8.  A. 

[Fint  imlors^ment.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
March  12^  1891. 
Eespectfully  snbmitted  to  the  Secretary  of  War  with  recommenda- 
tion that  the  within  project  be  referred  to  a  Board  of  Engineers  to  con- 
sist of  Col.  W.  P.  Craighill,  Maj.  A.  Mackenzie,  and  Maj.  D.  W.  Lock- 
wood,  of  the  Corps  of  Engineers,  for  consideration  and  report;  the 
Board  to  meet  at  Nashville,  Tenn.,  upon  the  call  of  the  senior  member. 
With  approval  of  the  Secretary  the  order  constituting  the  Board  will 
be  issued  from  this  office  and  the  expenses  of  the  Board  will  be  paid 
from  appropriation  for  improving  Cumberland  Eiver  above  Nashville. 

Thos.  Lincoln  Casey, 
Brig.  Oen,,  Chief  of  Engineers. 

War  Department, 

March  13y  1891. 
Appproved  as  recommended  by  the  Chief  of  Engineers. 
By  order  of  the  Acting  Secretary  of  War. 

Saml.  Hodgkins, 
Acting  Chief  Cleric. 


report  of  board  of  ENaiNEERS  ON  PROJECT  FOR  LOOK,  DAM, 
AND  ABUTMENT  AT  LOCK  AND  DAM  NO.  1,  CUIMBERLAND  RIVER, 
TENNESSEE. 

General:  The  Board  of  Engineer  Officers,  constituted  by  Special 
Orders  No.  17,  Headquarters,  Corps  of  Engineers,  Washington,  D.  C, 
March  14,  1891,  "to  consider  and  report  upon  a  project  for  lock,  dam, 
and  abutment  at  site  of  Lock  and  Dam  No.  1,  Cumberland  river,"  met  at 
Nashville,  Tenn.,  on  April  10, 1891. 
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Having  visited  and  examined  the  site  as  thoroughly  as  the  stage  of 
the  river  permitted,  and  considered  fiilly  the  plans  presented  and  all 
available  information  bearing  upon  the  work,  the  Board  has  the  honor 
to  submit  the  following  report. 

The  instructions  of  the  Board  are  found  in  an  indorsement  of  the 
Chief  of  Engineers,  dated  March  14, 1891,  on  the  project  submitted  by 
Lieut.  Ool.  Barlow,  Corps  of  Engineers,  under  date  of  March  9,  1891, 
and  they  require  the  consideration  of  and  a  rei>ort  upon  the  subject 
matter  of  such  project. 

The  project  presents  plans  for  the  masonry  of  a  lock,  for  a  fixed  dam, 
and  for  the  abutment  of  such  dam.  Reference  is  made  in  the  project  to 
the  general  plan  of  site,  forwarded  to  the  Chief  of  Engineers  with  letter 
of  June  28, 1888.  The  project  also  refers  to  the  relaitive  advantages  of 
turbines  and  steam  power  for  operating  gates  and  valves,  the  use  of 
iron  gates,  the  substitution  of  masonry  for  natural  rock  in  the  land 
wall,  the  method  of  carrying  out  work  on  dam  and  abutment,  and  gives 
estimates  of  cost  of  the  work.  The  plans  proposed  by%  the  local 
engineer  for  the  gates,  valves,  and  for  operating  machinery  were  pre- 
sented to  and  considered  by  the  Board. 

A  Board  of  Engineer  Officers,  which  was  constituted  by  Special  Or- 
ders No.  43,  Headquarters,  Corps  of  Engineers,  Washington,  D.  C, 
March  12, 1887,  submitted,  under  date  of  March  30, 1887.  a  report  upon 
Lock  and  Dam  K^o.  1,  Cumberland  Eiver  (pages  1622-1626,  Report  of 
Chief  of  Engineers  for  1888).  In  this  report  the  dimensions  of  lock, 
location  of  lock  and  dam,  and  the  details  of  lock,  fixed  dam,  and  abut- 
ment are  thoroughly  discussed  and  recommendations  are  made.  The 
recommendations  of  the  Board  were  approved  by  the  Chief  of  Engineers 
and  the  Secretary  of  War. 

A  second  Board  of  Engineer  Officers,  constituted  by  Special  Orders, 
No.  68,  Headquarters  Corps  of  Engineers,  Washington,  D.  C,  October 

16. 1889,  to  consider  the  proposed  dam  at  Lock  No.  1,  Cumberland  River, 
in  a  report  dated  November  16, 1889,  gave  a  contingent  approval  to  the 
(construction  of  a  movable  dam  instead  of  the  fixed  dam  proposed  by 
the  first  Board.    This  Board,  in  a  subsequent  report  dated  November 

26. 1890,  for  reasons  therein  given,  withdrew  its  former  suggestion  and 
reconmiended  the  construction  of  a  fixed  dam,  as  at  first  proposed. 
This  Board  also  had  under  consideration  the  plans,  elevation,  and  cross 
sections  of  Lock  No.  2,^Dumberland'River,  and  approved  of  the  same, 
with  some  slight  modifications.  The  first  report  of  this  Board  Treport 
of  Chief  of  Engineers  for  1890,  pages  2143  et  seq,),  received  tne  ap- 
proval of  the  Chief  of  Engineers  and  Secretary  of  War,  and  the  sub- 
sequent reports  have  been  favorably  a-cted  upon  by  the  Chief  of 
Engineers, 

The  lock, — ^The  plan,  elevation,  and  cross  sections  for  Lock  No.  1, 
Cumberland  River,  presented  by  Lieutenant-Colonel  Barlow,  Corps  of 
Engineers,  with  his  project  dated  March  9, 1891,  are  in  accordance  with 
the  recommendations  of  the  report  of  the  Board  of  Engineers  datetl 
March  30, 1887,  and  are  almost  identical  with  the  plans  as  approved 
by  a  Board  in  a  report  dated  November  25, 1890,  for  Lock  No.  2.  Con- 
tracts for  the  excavation  of  the  lock  pit  and  for  the  masonry  of  lock 
have  been  entered  into,  and  the  former  work  is  well  under  way. 

The  plans  presented  are  recommended  for  approval,  with  thesugges- 
fion  that,  for  reasons  hereafter  given,  it  does  not  appear  necessary  to 
make  special  provision,  in  connection  with  masonry,  for  the  use  of  tur- 
bines or  Fontaine  valves. 

The  dam. — The  dam  proposed  is  similar  in  construction  to  those  in 
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Riiccessfiil  use  on  the  Monongahela  and  Muskin^nm  rivers,  and  is  in 
accordance  with  the  recommendations  of  the  Boards  of  Enftineers  which 
•  have  liad-this  dam  under  cju^eftd  consideration. 

The  plan  of  the  dam  as  presented  is  recommended  for  approval. 

The  abutment. — ^The  Board  of  Knjj^iiieer  Officers  considering  Lock  and 
Dam  No.  1,  Cumberland  River,  in  1887,  made  certain  recommendations 
as  to  the  abutment  of  the  dam.  A  plan  for  an  abutment,  in  connection 
with  a  fixed  dam  and  based  on  such  recommendations,  was  submitted 
to  the  Chief  of  Engineers  and  api)roved  under  date  of  June  18,  1889. 
This  plan  definitely  located  the  abntment  and  fixed  the  length  of  the 
dam  at  432  feet.  .  Work  on  the  abutment,  under  the  approved  plan,  was 
advertised  and  proposals  for  the  constrnction  under  formal  contract 
were  received,  but  np  contract  for  the  work  was  entered  into,  in  conse- 
quence of  a  reopening  of  the  question  of  movable  and  fixed  dams. 

The  plans  of  the  abutment,  presented  for  the  consideration  of  this 
Board  with  the  project  of  March  9, 1891,  are  adapted  to  a  fixed  dain, 
and  are  a  modification  of  the  approved  plan  made  by  the  local  engineer 
upon  the  suggestions  of  the  Board  of  Engineers  which  had  under  con- 
sideration the  question  of  fixed  or  movable  dam,  the  modification  being 
made  with  a  view  to  reducing  the  amount  of  masonry  without  affecting 
the  efficiency  of  the  structure. 

Either  the  form  of  abutment  which  has  been  approved  or  the  modifi- 
cation of  such  form  now  presented  for  consideration  would  serve  the 
purposes  for  which  it  was  intended;  but  it  is  the  opinion  of  this  Board 
that  a  still  further  reduction  of  masonry  can  be  made  without  affecting 
efficiency  by  reducing  the  height  of  abutment  to  the  height  of  the 
bank  where  the  face  of  theabutment  meets  the  natural  slope,  by  giving 
the  top  of  the  wing  wall  or  T  the  same  slope  as  the  natural  bd.nk, 
and  by  the  protection  of  the  slope  of  the  bank  above  and  back  of  the 
abutment  by  substantial  paving.  The  modifications  are  in  accord  with 
the  views  of  the  local  engineer,  who  has  submitted  to  the  Board  a  plan 
embodying  the  changes  proposed. 

Valves, — Plans  contemplating  the  use  of  Fontaine  valves  for  the  filling 
culverts  and  ordinary  balanced  valves  for  the  emptyipg  culverts  wei'e 
presented  to  the  Board  by  the  local  engineer  for  consideration.  The 
operation  of  the  Fontaine  cylindrical  valve  may  be  yet  considered  as  an 
experiment,  but  the  successful  working  of  the  ordinary  balanced  valve, 
as  proposed  by  the  local  engineer  for  the  emptyihg  culverts,  is  a  fixed 
fact.  It  is  therefore  recommended  that  the  balanced  valves  be  used  for 
the  filling  culverts  as  well  as  for  the  emptying  culverts. 

Gates. — Plans  for  steel  gates,  similar  in  design  to  but  having  greater 
strength  than  the  gates  now  in  nse  on  the  Muscle  Shoals  Canal,  have 
been  presented  by  the  local  engineer  and  considered.  The  Board  ap- 
proves of  the  plans. 

Machinery  for  operating  gates  and  valves. — The  original  plans  for  Lock 
1,  Ciunberland  Eiver,  proi)osed  the  use  of  a  turbine  wheel  for  moving 
gates  and  valves.  The  Board  of  Engineers,  in  its  report  of  November 
25, 1890,  suggested  the  use  of  four  independent  turbines.  In  the  proj- 
ect of  March  9, 1891,  the  local  engineer  suggests  that  "on  account  of 
the  varying  head,  which  may  at  times  be  reduced  to  zero,"  steam  may  be 
the  more  desirable  power.  The  Board  is  of  the  opinion  that,  under  the 
circumstances,  steam  would  be  more  reliable  than  water  power;  but  it 
is  of  the  further  opinion  that,  inasmuch  as  the  use  of  this  lock  will  be 
very  limited  for  many  years  to  come,  it  is  not  necessary  to  make  any 
provision  at  present  time  for  other  than  hand  power,  use  being  made  of 
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appliances  in  common  use;  tliat  is,  of  simple  spars  for  operating  gates 
and  of  gearing  and  small  capstans  for  operating  the  valves. 

Estimates. — Many  of  the  items,  and  the  largest  ones,  in  the  estimate 
of  cost  of  Lock  No.  1,  dam,  and  abutment,  are  based  on  actual  contract 
prices.  The  items  for  gates  and  operating  machinery  can  be  reduced 
somewhat,  if  ai)proval  is  given  to  tlie  re(*ommendati(m  that  no  provisiim 
be  made  at  present  for  other  than  hand-power  for  operating  gates  and 
valves.  A  corresponding  increase  may  be  required  in  item  of  abutment, 
to  provide  for  crib  work  mentioned  in  project  but  not  referred  to  in  esti- 
mate. It  is  desirable  that  an  item  be  added  to  the  estimate  for  contin- 
gencies. 

The  Board  would  respectfidly  reciommend  that  the  project  be  ap- 
proved, subject  to  the  modifications  hereinbefore  mentioned  Jis  to  abut- 
ment, valves,  power  for  operating  gates,  and  estimates. 

Respectfully  submitted. 


Wm.  p.  CRAKillILL, 

Colonel  J  Corps  of  Engineers. 

A.  Mackenzie, 
Major  J  Corps  of  Engineers. 

jy.  W.   LOCKWOOD, 

Major  J  Corps  of  Engineers, 


Baltimore,  Md.,  April  20^  1891. 

BoGE  Island,  III.,  April  16, 1891. 

Cincinnati,  Ohio,  April  18^  1891. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 

[First  iDdoroemeDt.] 

Office  Chief  of  Engineers, 
TJ.  S.  Army, 
April  2'J^  1891. 
Bespectfully  submmitted  to  the  Secretjiry  of  AVar. 
By  indorsement  of  November  2,S,  18<S9,  the  Secretary  of  War  approved 
a  modification  of  the  then  existing  project  for  dam  at  Lock  No.  1,  Cum- 
berland Biver,  so  as  to  authorize  a  movable  dam  at  that  point. 

A  Board  of  Engineers  subsequently,  November  26, 1890,  recommended 
the  abandonment  of  the  plan  for  a  movable  dam  at  the  site  of  Lock  No. 
1,  and  by  authority  of  the  Secretary  of  War  a  new  Board  was  consti- 
tuted by  Special  Orders,  No.  17,  Headquarters  Corps  of  Engineers, 
March  14,  1891,  to  consider  and  report  upon  a  project  for  h>ck,  dam, 
and  abutment  at  this  site. 

The  within  report  of  this  latter  Board  contemplates  the  constmction 
of  a  fixed  dam,  and  the  views  and  recommendati(ms  are  concurred  in  and 
submitted  with  recommendation  for  approval. 

H.  M.  Adams, 
Major,  Corps  of  Engineers,  in  Charge. 

[Socond  indorsement.] 

War  Department, 

April  2:"},  189i. 
Tlie  within  report  of  the  Board  of  Engineers  is  approve<l  as  recom- 
mended by  the  officer  in  charge  of  the  office  of  the  Chief  of  Engineers. 

Ij.  a.  Grant, 
Acting  Secretary  of  War. 
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BE  6. 

IMPROVEMENT  OF  CANEY  FORK  RIVER,  TENNESSEE. 

This  stream  rises  in  the  plateau  of  the  Cumberland  Mountains  near 
Sparta,  Tenn.,  and  discharges  info  the  Cumberland  Eiver  at  Carthage, 
about  116  miles  above  Nashville.  The  Caiiey  Fork  River,  about  200 
miles  long,  and  having  its  course  and  watershed  wholly  in  Tennessee, 
is  navigable  to  lYank  Ferry,  about  92  miles  from  its  mouth. 

Under  provisions  of  act  of  Congress  approved  June  18,  1878,  an  ex- 
amination was  made  early  in  1879  from  the  mouth  of  the  river  to  Sligo 
Ford,  72  miles.  (See  Report  of  Chief  of  Engineers,  1879,  pages  1275- 
1277.)  In  compliance  with  provisions  of  act  of  Congress  approved  July 
5, 1884,  the  examination  of  1879  was  extended  in  1876  from  Sligo  Ford 
to  Frank  Ferry,  a  distance  of  20  miles.  (See  Report  of  Chief  of  En- 
gineers, 1887,  pages  1768-1771. )  The  channel  was  found  to  be  obstructed 
by  rock  reefs,  sand  and  gravel  bars,  snags,  and  overhanging  trees. 

'  The  present  project,  based  on  the  results  of  these  two  examinations, 
is  to  improve  the  92  miles  of  river  from  Frank  Ferry  to  its  mouth  by 
removing  the  surface  obstructions  and  building  necessary  dams  and 
training  walls  so  as  to  obtain  suflScient  water  for  safe  navigation  for 
steamboats  drawing  not  more  than  3  feet  during  the  usual  boating  sea- 
sou  of  about  6  months,  from  February  to  July. 

The  following  appropriations  have  been  made  for  this  work: 

Acts  of— 

June  14, 1880 $6,000 

March  3, 1881 4,000 

August  2,  1882 4,000 

July  5,  1884 3,000 

August  5, 1886 3,000 

Augusta,  1888 2,500 

September  19,1890 2,500 

Aggregate 25,000 

The  amount  expended  to  June  30,  1890,  including  outstanding  in- 
debtedness, was  $22,441.99,  which  was  used  in  removing  snags,  over- 
hanging trees,  in  reducing  gravel  and  sand  bars,  in  repairing  and  build- 
ing wing  dams.  The  channel  to  Sligo  Ford,  when  the  river  is  at  a  3-foot 
stage  above  low  water,  being  very  much  improved,  especially  at  Chand- 
ler Island  Shoals  and  Trousdale  Ferry. 

Ko  funds  were  available  at  the  beginning  of  the  fiscal  year,  and  the 
appropriation  of  September  19, 1890,  was  made  too  late  to  take  advali- 
tage  of  the  low- water  season  of  that  year. 

Active  operations  were  resumed  June  1,  the  water  having  reached  a 
stage  suflficieutly  low  for  good  work  in  the  channel.  As  provided  by 
the  act  of  September  19, 1890,  work  wa«  begun  "in  accordance  with  last 
survey''  in  the  channel  at  Frank  Ferry  and  extended  to  the  foot  of 
^line  Lick  Shoals,  a  distance  of  37  miles,  by  the  close  of  the  fiscal  year. 
The  upper  portion  of  the  channel,  from  Frank  Ferry  to  Sligo  Ford, 
was  especially  improved  by  tlie  partial  removal  of  some  8  fish-trap 
dams  and  other  surface  obstructions,  which  work  will  be  of  great  benefit 
to  the  rafts  and  flatboats  coming  down  on  the  next  "rain  tides." 
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The  following  table  shows  in  detail  the  character,  amoimtj  and  loca- 
tion of  the  work  done : 


Locality. 


i 


u 


Locality. 


If 


Frank  Ferry  Island . . 

Muasey  Island 

CroodaonBara 

Three  Islands 

Diahmael  Fish  Trap. . 
SUckKock  Shoals.... 
Sink  Creek  Shoala . . . . 

Bainlsland 

Cow  Horn  Island. . . . . 
Pine  Creek  Shoals. . . . 

TT^^iffn  Shoals 

Pinegar  Island , 

Certain  Shoals 

Loyelaland 


aoo 


47 
402 
150 
375 
490 
125 
531 

76 
213 

47 


16 


O  ydt, 
25 
27 
24 
75 
40 
24 
38 
26 
47 
5 


Miles. 


248 


18 


1 

? 

8 

4 

i 

it; 

14 
16, 
1ft 
17  f 


Bluflf  Point 

Copperas  Cave  Shoals. 

Fall  CYeek  Point 

Sligo  Landing  * 

Lockhardt  Shoals 

Upper  Allen  Shoals  . . . 
Darkey  Eddy  Islands! 
Point  opposite  Narrows 

PhiUipsIshmd 

Lower  Allen  Shoals  . . . 

Howard  Shoals 

Mine  Lick  Shoals 

Total 


37 

107 

138 

13 

*43 

17 

251 

12 

450 

313 

73 

430 


14 


O.ydt. 
50 
34 


Mile*. 
18 
19 

m 

21i 

22.V 

26| 

30 

32 

33^ 

34i 

85 

37 


4,787 


49        430 


*  Between  Frank  Ferry  and  Sligo  Ford  8  fish-trap  dams  were  removed. 

f  At  Darkey  Eddy  Island  1  dam  76  feet  long  was  hoilt;  25  cubic  yards  of  rock,  75  cubic  yards  of 
gravel,  and  20  oorda  of  brush  wore  placed  in  dam. 

During  the  fiscal  year  the  commerce  of  the  Caney  Fork  River  has 
been  entirely  in  rafts,  no  steamboats  having  plied  npon  that  stream. 
The  merchants  say  that  it  is  impracticable  tMs  year  to  separate  and 
report  the  number  of  logs  received  from  the  Oaney  Fork  and  the  Upper 
Cumberland. 

The  amount  expended  during  the  fiscal  year,  including  outstanding 
indebtedness,  was  $930.50. 

Estimate  for  improving  Caney  Fork  River  from  its  mouth  to  Frank 

Perry $46,228.00 

Amoont  appropriated 25, 000. 00 

Amount  expended,  including  outstanding  indebtedness 23, 353. 49 

Money  statement. 

July  1, 1890,  balance  unexpended $77. 01 

Amount  appropriated  by  act  approved  September  19, 1890 2, 500. 00 

2,577.01 
June  30, 1891,  amount  expended  during  fiscal  year 41.77 

July  1, 1891,  balance  unexpended 1 2,535.24 

July  1,  1891,  outstanding  liabilities 888.73 

July  1, 1891,  balance  available 1,646.51 

{Amount  (estimated)  required  for  completion  of  existing  project 20, 228. 00 
Amount  that  can  be  prontably  expended  in  fiscal  year  endinff  June  30, 1893    20, 228. 00 
Submitted  in  compuance  with  requirements  of  seotions  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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E  E  7. 
IMPROVEMENT  OF  SOUTH  FORK  OF  CUMBERLAND  RIVER,  KENTUCKY. 

The  junction  iu  Tennessee  of  Clear  Fork  and  Xew  River  fiimis  the 
South  Fork  of  Cumberland  Kiver.  From  the  junction  of  the««  streams 
the  river  follows  a  northerly  eoiu*se  of  about  SS  miles  and  enters  the 
Cumberland  Kiver  near  Buniside,  Ky.,about  2milesl>elow Smiths  Shoals. 

It  was  found,  on  an  examination  made  under  provisi<ms  of  net  of  June 
14,  1880,  that  this  streiim  could  not  be  navigat<Hl  on  its  upper  waters 
owing  to  the  presence  of  great  sandstone  bowlders,  which  it  was  im|>os- 
sible  to  remove.  Its  lower  waters,  for  a  distance  of  44  miles  fn>m  its 
mouth,  were  ^und  to  be  <»x)nsi<lerably  obstructe<l  by  gravel  and  sand 
bars,  rmtk  reefs,  and  surface  obstructions.  It  was,  however,  deemed 
feasible  to  reduce  the  reefs  and  bars,  and  clear  the  channel  of  drift, 
snags,  and  overhanging  trees,  and  by  the  use  of  wing  dams  to  c<mtrdct 
and  deepen  the  channel.  The  project  as  adopted  looks  to  this  nece^^sary 
improvement  so  as  to  obtain  a  safe  channel  for  tlie  passage  of  flatboats 
and  rafts  at  a  stage  of  the  river  not  lower  than  3  leet  above  average 
low  water,  the  improvement  to  extend  from  Devils  Jumps  to  the  mouth, 
a  distance  of  about  44  miles. 

The  following  appropriations  have  been  made  for  this  work: 

Act  of— 

Aa>?UHt2,  1882 $3,000 

July  5,  18>^1 4,0fK) 

Augu»t5,  1886 5,000 

These  sums,  aggregating  §1 2,000,  have  been  expended  principally  at 
Sloan  Shoals  and  Ilobert  Mill  Shoals.  The  channel  has  been  consider- 
ably improved  and  cleared  of  surface  obstructions  for  a  distance  of  about 
16  miles  above  the  mouth  of  the  river. 

^o  api>ropriation  has  been  made  for  this  improvement  since  the  act 
of  August  5, 1880,  and  consequently  no  work  has  been  done  during  the 
fiscal  year  ending  June  30, 1891. 

K6tiin<itcH  for  improving  south  fork  of  Cumberland  River,  Kentucky: . 

From  Kentucky  line  to  Devils  JnmpH $27, 538. 00 

From  Devils  Jumps  to  mouth  of  river 35, 265. 00 

Total  estimate 62,803.00 

Amount  appropriated 12, 000. 00 

Amount  expended,  including  outstanding  indebtedness 11, 968. 94 

Money  statement. 
July  1,  1890,  balance  unexi>cnded $41. 03 

July  1,  1S91,  balance  unexpended 41.03 

July  1,  1801,  (>ut.standing  liabilities 9.97 

July  1,  IS91,  balance  available 31.06 

{Amount  (estimated)  rc(|uired  for  completion  of  exihtiu^  project 50.803.00 
Amount  that  can  be-profitably  expended  in  iiKcal  year  ending  June  30. 1893     15, 000. 00 
Submitted  in  ccuupliance  with  requireuients  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 

COMMERCIAL  STATISTICS. 

South  Fork  of  Cumberland  Rivera  Kentucky ^  from  July  1, 1890,  to  June  SO,  1891, 

Tons. 

Logs 20,112 

Lumber 8,000 

Posts  (cedar) 790 
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BE  8. 

PRELIMINARY  EXAMINATION   OF   LITTLE  PIGEON  RIVER,   TENNESSEE, 
FROM  MOUTH  TO  SEVIERVILLE. 

[Printed  in  Houoe  Ex.  Doc.  No.  159,  Fifty-first  CoDgress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Wasliingtonj  D.  C,  January  7,  1891. 
Sir:  I  have  the  honor  to  submit  the  accompanying  copy  of  report, 
dated  January  3, 1891,  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engineers, 
giving  results  of  a  preliminary  examination  of  Little  Pigeon  River,  from 
mouth  to  Sevierville,  Tenn.,  made  in  compliance  with  requirements  of 
the  river  and  harbor  act  approved  September  19,  1890. 

Colonel  Barlow  states  that  the  improvement  of  the  locality  could  only 
be  effected  by  heavy  rock  excavations  through  a  number  of  reefs,  or  by 
the  construction  of  locks  and  dams,  in  either  case  involving  an  expense 
which  does  not  seem  warranted  by  the  conditions  now  existing.  He  is 
therefore  of  the  opinion  that  Little  Pigeon  River  from  mouth  to  Sevier- 
ville is  not  at  present  worthy  of  improvement  by  the  United  States, 
and  in  this  opinion  I  concur. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig,  Gen.j  Chief  of  Engirieers. 
Hon.  Redfield  Proctor, 

(Secretary  of  War. 


REPORT  of    lieutenant-colonel  J.    W.  BARLOW,   CORPS  OF  ENGI- 
NEERS. 

Engineer  Office,  U.  S.  Army, 

N^ashvillej  Tenn.y  January  3, 1691. 

General  :  I  have  the  honor  to  present  herewith,  in  compliance  with 
instructions  contained  in  Department  letter  of  September  20,  1890,  the 
rei)ort  of  a  preliminary  examination  of"  Little  Pigeon  River  from  mouth 
to  ScvierVille, "  as  provided  for  in  act  of  Congress  approved  Septem- 
ber 19, 1890. 

This  river  is  formed  by  two  branches,  known  as  East  Fork  and  South 
Fork,  which  join  at  Sevierville,  in  East  Tennessee.  The  river  flows  in  a 
northwesterly  course  about  5  miles  and  empties  into  the  French  Broad 
River  about  42  miles  above  Knoxville.  The  French  Broad  River  itself 
is  bfully  obstructed  by  rock  reefs  and  is  not  navigable  at  its  low  stages. 
The  navigation  of  little  Pigeon  River  being  dependent  upon  that  of 
the  French  Broad,  it  would  be  useless  to  do  more  than  to  provide  for 
navigation  during  its  medium  and  higher  stages. 

1  personally  visited  this  river  on  the  29th  and  30th  of  December,  1890, 
and  made  such  examination  as  was  possible  without  the  aid  of  instru- 
ments. Though  the  river  was  not  at  its  lowest  stage,  I  crossed  it  twice 
by  fording  in  traveling  from  near  its  mouth  to  SevierviUe,  the  depth 
at  each  ford  being  from  12  to  24  inches.  The  shoal  and  rapids  were 
plainly  visible  from  the  banks,  and  are  generally  of  solid  rock,  though 
gravel  has  been  deposited  in  places,  also  forming  troublesome  shoals. 
It  is  reported  that  in  very  dry  seasons  there  is  so  little  water  that  the 
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shoals  are  scarcely  covered.  There  are  six  of  these  shoals  between 
Sevierville  and  Catlettsburg,  3  miles  below,  and  the  fall  in  that  distance 
is  estimated  to  be  about  15  or  20  feet.  The  width  of  the  stream  is  from 
160  to  300  feet. 

The  object  desired  by  improving  this  river  from  mouth  to  Sevierville, 
a  distance  of  5  miles,  is  to  enable  boats  plying  on  the  French  Broad 
River  to  run  up  to  Sevierville,  which  is  an  excellent  receiving  and  dis- 
tributing point  for  a  large  and  rich  agricultural  territory,  whose  only 
means  of  transportation  (except  by  wagon)  is  along  the  French  Broad 
River. 

Little  Pigeon  River,  in  its  present  condition,  is  utilized  during  the 
winter  months,  and  as  often  as  possible  in  summer,  for  flatboats,  which 
are  pushed  up  and  down  between  Sevierville  and  the  mouth.  When 
practicable,  steamboats  ascend  the  Little  Pigeon,  frequently  going  up 
as  far  as  Oatlettsburg,  about  2  miles,  and  occasionally  during  extreme 
high  water  to  Sevierville.  The  flatboats  connect  regularly  with  the 
steamboats  either  at  the  mouth  of  Little  Pigeon  or  at  some  point  as 
high  up  as  the  steamers  are  able  to  reach.  The  amount  pf  freight  car- 
ried in  and  out  of  Little  Pigeon,  as  stated  by  the  carriers,  is  greater 
than  that  carried  on  the  French  Broad  above  this  stream. 

At  the  time  of  my  visit  the  local  steamboat,  Lucille  Borden^  came 
into  the  Little  Pigeon  for  freight  and  passengers,  ascending,  however, 
at  that  stage  of  water  less  than  a  mile  from  its  mouth.  I  took  advan- 
tage of  this  opportunity  to  float  down  from  Catlettsburg  to  the  steamer, 
about  4  miles,  on  one  of  the  flatboats. 

La  this  section  of  the  stream  there  is  but  one  bad  shoal,  which,  if 
removed,  would  permit  light-draft  steamers  to  reach  the  warehouse 
below  Catlettsburg  during  the  navigable  seasons  of  the  French  Broad 
River,  and  would  result  in  great  convenience  to  the  shipping  interests. 
The  improvement  of  Little  Pigeon  River  as  far  up  as  the  warehouse 
would,  in  my  opinion,  be  very  desirable,  as  there  is  no  landing  on  the 
French  Broad  River  in  tliis  vicinity,  and  the  construction  of  such  a 
landing  and  a  road  leading  to  it  would  be  difficult,  owing  to  the  topog- 
raphy of  the  country.  The  cost  of  this  improvement  would  be  moder- 
ate, probably  about  $10,000,  and  would,  I  think,  be  justified.  There  is 
not  the  same  necessity,  however,  for  carrying  the  work  up  to  Sevier- 
ville, as  freight  can  be  brought  by  wagon  to  Catlettsburg  for  shipment 
almost  as  readily  as  to  Sevierville. 

A  thorough  improvement  of  Little  Pigeon  River  from  mouth  to 
Sevierville  could  only  be  made  by  heavy  rock  excavation  through  a 
number  of  reefs,  or  by  the  construction  of  locks  and  dams,  in  either 
case  involving  an  expense  which  does  not  seem  warranted  by  the  condi- 
tions now  existing.  At  some  future  time,  when  the  obstructions  on  the 
French  Broad  have  been  more  completely  removed  between  Knoxville 
and  the  mouth  of  Little  Pigeon  River,  I  think  it  would  be  advantageous 
and  proper  to  improve  the  lower  section  of  the  latt^er  stream  so  as  to 
l^ermit  of  a  more  convenient  and  easy  access  to  the  French  Broad. 

In  view  of  the  above,  I  feel  constrained  to  report  that,  in  my  judg- 
ment, the  Little  Pigeon  River  from  mouth  to  Sevierville  is  not,  at  pres- 
ent, worthy  of  imi)rovement  by  the  General  Government,  and  therefore 
no  additional  allotment  for  surveys  is  recommended. 
Very  respectfully,  your  obedient  servant, 

J.  W.  Barlow, 
Lieut  Col,  of  Engineers, 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  If,  S.  A. 


Digiti 


zed  by  Google 


APPENDIX   E  E — REPORT   OF   LIEUT.  COL.  BARLOW.        2289 

E  Eg. 

PRELIMINARY  EXAMINATION  OF  HARBOR  OF  SMITHLAND,  KENTUCKY. 

[Printed  in  House  Ex.  Doe.  No.  107,  Fifty-first  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Wdshington,  D.  0.,  December  17 j  1890. 
Snt:  I  have  the  honor  to  submit  herewith  the  accompanying  copy  of 
report  dated  December  12, 1890,  from  Lieut.  Col.  J.  W.  Barlow,  Corps 
of  Engineers,  giving  results  of  preliminary  examination  of  harbor  of 
Smithluid,  Ky.,  made  to  comply  with  provisions  of  the  river  and  harbor 
act  approvied  September  19, 1890. 

Lieutenant-Colonel  Barlow  rei)orts  that  the  town  front  has  ahready 
been  protected  to  a  certain  extent  by  private  contribution  and  that 
now  the  citizens  desire  the  General  Government  to  carry  on  the  work, 
but  he  does  not  think  that  this  harbor  is  worthy  of  improvement  by 
Congressional  appropriation.  I  concur  in  the  opinion  of  Lieutenant- 
Colonel  Barlow. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.y  Chief  of  Engineers. 
Hon.  Bedfield  Proctor,     * 
Secretary  of  War. 


REPORT   of   lieutenant-colonel  J.  W.  BARLOW,   CORPS    OF  ENGI- 
NEERS. 

*  Engineer  Office,  U.  S.  Army, 
N^ashville^  Tenn.^  December  12^  1890. 

General  :  In  compliance  with  Department  letter  of  Sei>tember  20, 
1890, 1  have  the  honor  to  report  that  on  the  Ist  instant  I  visited  Smitli- 
land,  Ky.,  for  the  purpose  of  making  a  preliminary  examination  of  that 
harbor  to  ascertain  if  it  is  worthy  of  improvement  by  the  General  Gov- 
ernment. 

Upon  consultation  with  several  citizens  interested  in  tlie  prosi)erity 
of  the  place  I  ascertained  that  the  improvement  sought  consisted  in  the 
construction  of  a  revetment  along  the  front  of  the  town  for  th^  purpose 
of  preventing  further  erosion  of  the  bank  by  the  current  and  waves  of 
the  river  during  its  high  stages. 

The  bank  or  levee  in  front  of  the  town,  a  part  of  which  is  used  as  a 
landing  for  steamers,  is  about  1,800  feet  in  length,  the  top  being  about 
44  feet  above  low  water.  Of  this  front  abont  150  feet  in  length  was 
paved  many  years  ago  on  a  slope  of  about  30  degrees,  forming  a  perma- 
nent levee.  The  river  current  and  waves  during  high  water  have  eaten 
into  the  bank  along  th<»  entire  town  front,  except  where  protected  by 
the  pavement  above  mentioned.  Last  year  the  ilestrnction  of  the  street 
in  front  of  the  business  houses  had  occurred  and  the  buildings  them- 
selves seemeil  threatened.  This  danger  caused  the  citizens  to  contrib- 
ute sufficient  means  to  build  an  extension  of  the  old  pavement,  but  with 
fk  steeper  slope  and  on  a  cheaper  scale^  a  further  distance  of  about  000 
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feet.    This  will,  it  is  probable,  serve  the  purpose  for  which  it  was  de- 
signed. 

The  citizens  now  desire  the  General  Government  to  carry  on  this  work 
so  as  to  aftbrd  protection  to  the  whole  front  of  the  town  thi^eatened  by 
future  floods  and  base  their  claim  for  assistance  npoiL  the  reasons  given 
in  the  accompanying  memorandum.  I  concur  in  most  of  their  sta-te- 
ments  presented  in  this  paper,  but  do  not  believe  that  the  small  spur 
dam  referred  to  has  had  any  effect  whatever  in  causing  the  damage  to 
the  levee  at  Smithland,  nor  do  I  agree  with  the  sentiment  of  the  people 
that  this  work  comes  properly  within  the  range  of  river  and  harbor  im- 
provement to  be  carried  on  by  the  United  States.  I  therefore  am  of 
opinion  that  this  harbor  is  not  worthy  of  improvement  by  Congressional 
appropriation. 

Very  respectfully,  your  obedient  servant, 

J.  W.  Barlow, 
Lieutenant'  Colonel  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey^ 

Chief  of  EngineerSj  U.  8,  A. 


STATEMENT  OP  CITIZENS  OF  SMITHTJ^ND,   KENTUCKY. 

A  meeting  of  the  citizens  of  Smithland,  Ky.,  was  hurriedly  summoned  on  Monday, 
December  1^  1890,  for  the  purpose  of  conferring,  with  J.  W.  Barlow,  lieutenant-col- 
onel of  engineers,  U.  S.  Army,  who  was  present,  in  reference  to  work  to  be  done  by 
the  General  Government  at  or  near  the  mouth  of  the  Cumberland  River. 

The  following  citizens  were  present,  viz :  W.  W.  Stewart,  T.  D.  Presnell,  Charles  B. 
Davis,  Charles  W.  Conant,  E.  P.  Haynes,  J.  D.  Clapton,  Capt.  J.  V.  Scyster,  Charles  W. 
Watts,  J.  Newton,  David  Adams,  and  W.  C.  Watts. 

llie  meeting  was  organized  by  calling  Mr.  W.  W.  Stewart  to  the  chair  and  the 
appointment  of  Mr.  W.  C.  Watts  as  secretary. 

Colone}  Barlow  having  stated  the  object  of  his  visit,  and  after  a  full  and  free  ex- 
pression of  views,  opinions,  etc.,  it  was  resolved  that  the  secretary  be  instructed  to 
furnish  Colonel  Barlow  with  a  statement  as  follows : 

In  March  last  a  petition  was  sent  to  Hon.  W.  J.  Stone,  member  of  Congress  from 
this  district,  praying  the  General  Government  to  appropriate  $20,000  for  the  purpose 
of  improving  the  levee  in  front  of  the  town  of  Smithland.  That  petition  was  signed 
not  only  by  nearlv  every  leading  citizen  of  Smithland,  but  by  many  citizens  of  this 
county,  by  several  of  the  citizens  of  Paducah  who  are  interested  in  the  navigation 
of  the  Cumberland  and  Ohio  rivers^  and  by  the  officers  of  nearly^  if  not  quite  ull^  of 
the  regular  steamers  plying  the  Ohio  and  Cumberland  rivers  which  pass  this  iM>mt. 
That  petition  we  have  not  before  us,  but  it  was  based  upon  the  foUowing  statements 
of  facts,  etc. : 

(1)  That  Repeated  overflows  in  recent  years  had  so  cut  away  the  front  or  Water 
street  of  Smitnland,  on  which  the  business  portion  of  the  town  was  situated,  that  a 
single  wagon  could  scarcely  pass  along  the  sand :  and  that,  unless  some  work  was 
done  to  check  the  washing  away  of  the  levee,  the  chief  business  buildings  in  the 
town  would  soon  be  undermined  and  topple  into  the  river. 

(2)  That,  in  consequence  of  the  condition  of  the  levee,  steamers  plying  the  Ohio 
and  Cumberland  rivers  found  it  well-nigh  impossible  at  high  water  to  toke  on  or 
discharge  cargo  at  Smithland,  and  hence  the  appropriation  was  asked  in  the  interest 
of  commerce :  that  is,  the  stream  of  commerce  of  the  Ohio  and  Cumberland  rivers 
puHsing  Smithland. 

(3)  That  the  landing  of  such  steamers  at  the  wharf  or  levee  in  Smithland  during 
high  water  did  serious  damage  to  said  levee. 

(4)  That  most  of  the  roads  on  the  peninsula  between  the  Cumberland  and  the 
Tennessee  rivers  concentrated  at  Smithland,  and  hence  the  appropriation  asked  for 
was  in  the  interest  of  the  surrounding  district  which  made  Smithland  their  shipping 
point. 

(5)  That  the  injury  to  the  levee  at  Smithland  had  certainly  to  some  extent  resulted 
from  works  done  by  the  General  Government.  We  refer  to  the  two  spur  dams  re- 
&ri*od  to  in  Colonel  BmtIow's  report  of  April  17, 1898  (Appendix  A  A,  page  l(t26)« 
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Now,  there  is,,  we  think,  no  donbt  that  the  channel  of  the  riyer  immediately  below 
Smithland  was  so  diverted  by  these  spur  dams  as  to  force  the  current  agamst  the 
main  shore,  and  thus  cut  away  the  levee  in  front  of  the  lower  portion  of  Smithland; 
and  the  General  Government^  having  done  the  town  this  iigur  j,  should  contribute  to 
its  restoration. 

(6)  That  about  one-half  of  the  population  of  Smithland  is  composed  of  negroes, 
who  are  unable  to  contribute  in  the  way  of  taxes  to  the  improvement  of  Smithland 
Levee. 

(7)  That  for  the  foregoing  reasons  Congress  was  asked  in  the  interests  of  Smith- 
land,  in  the  interest  oi  the  surrounding  country  which  makes  Smithland  their  ship- 
ping point,  and  in  the  interest  of  the  commerce  of  the  Cumberland  and  Ohio  rivers 
to  make  the  desired  appropriation. 

The  foregoing  petition  was,  it  should  be  remembered,  drawn  and  signed  in  March 
last  (1890).  A  few  days  later  there  was  another  and  higher  rise  in  the  rivers  (say 
up  to  47  feet  on  the  gauge)  which,  with  the  swift  current  (estimated  at  5  to  8  mile« 
per  hour),  did  further  and  serious  damage  to  the  levee  iu*front  of  Smithland.  This 
necessitated  immediate  action  on  the  part  of  the  citizens  of  Smithland,  and  a  rock 
revetment,  extending  for  about  600  feet  in  front  of  the  town  and  over  that  portion 
of  the  levee  most  seriously  damaged,  was  constructed.  This  hasty  and  temporary 
work  will,  it  is  now  thought,  answer  the  purpose  for  which  it  was  designed.  Kut 
this  revetment  should  extend  some  1,200  feet  farther — say  1,800  feet  in  all — and  the 
citizens  of  Smithland  have  been  so  heavily  taxed  to  do  the  work  already  done  that 
they  are  powerless  to  do  more. 

And  here,  be  it  remembered,  the  appropriation  from  Congress  asked  for  is  further 
based  on  the  broad  foundation  of  an  improvement  in  the  navigation  of  both  the  Cum- 
berland and  Ohio  rivers.  It  is  now  quite  evident,  from  the  rapid  cutting  away  of 
the  head  of  Cumberland  Island,  owing  to  the  increased  volume  of  water  coming 
through  the  chute  and  the  wearing  away  of  the  ''points''  at  thej  unction  of  the  **  chute'' 
with  tiie  Cumberland  River,  that  the  current  of  the  Ohio  River  passing  through  the 
chute  wUl,  when  the  Ohio  hanpens  te  be  relatively  higher  than  the  Cumberland, 
strike  at  an  angle  of  about  45  aegrees  against  the  levee  at  the  upper  portion  of  Smith- 
land,  the  tendency  of  which  will  be  to  scoop  out  and  wash  away  the  vallev  in  which 
the  business  portion  of  Smithland  is  situated.  And,  should  it  do  so,  it  is  quite  evident 
that  the  current  would  cut  around  and  back  of  the  upper  end  qf  the  dam,  which  it  is 
proposed  to  construct  from  a  point  immediately  below  Smithland  down  the  river  be- 
tween the  Tow  Head  and  Cumberland  Island,  and  thus  materially  injure  the  navi- 
gation of  both  the  Ohio  and  Cumberland  rivers  at  or  about  the  foot  of  Cumberland 
Island. 

The  meeting  frirther  desired  to  extend  their  thanks  to  Colonel  Barlow  for  his  kind- 
ness and  courtesy  in  furnishing  such  information  as  he  could  in  reference  to  the  work 
to  be  done  by  the  General  Government  at  and  about  the  mouth  of  the  Cumberland 
River. 

W.  W.  Stewart, 

Chairman, 
W.  C.  Watts, 

Secretary. 


LETTBH  FROM  >fS8SRS.  WATTS  *  ADAMS,  REAL  KSTATB  AGENTS, 

Smithland,  Ky.,  December  8, 1800, 
Dear  Sir:  Since  writing  you  on  the  4th  instent  we  have  had  a  talk  with  a  friend 
of  ours  who  resides  in  Shawneetown.  111.,  who  tells  us  that  since  the  great  overflow 
of  1884,  which  did  that  town  serious  uamage,  the  State  of  Illinois  appropriated  $50,000 
and  the  General  Government  $30,000,  and  a  good  levee  in  front  or  the  town  has  been 
constructed.  Taking  this  as  a  precedent  we  can  see  no  reason  why  Congress  should 
not  help  our  town  as  indicated  in  petition.  Please  look  into  the  Shawneetown  appro- 
priation. 

Yours,  very  respectfully, 

Watts  &  Apams. 


Lieut, 


Col.  J.  W.  Barlow, 
Cin:f9  of  Engineere,  U.8.4* 
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£  E  zo. 

PRELIMINARY  EXAMINATION  OF  OBlON  RIVER,  TENNESSEE,  FROM  ITS 
MOUTH  TO  THE  CROSSING  OF  THE  LOUISVILLE  AND  MEMPHIS  RAIL- 
ROAD IN  OBION  COUNTY. 

Engineer  Office,  IT.  S.  Army, 
NmhvilUj  Tenn.,  December  23^  1890. 

General  :  I  have  the  honor  to  present  herewith  a  report  upon  the 
preliminary  examination  of  Obion  River  fix)m  its  mouth  to  the  crossing 
of  the  Louisville  and  Memphis  Railroad  in  Obion  County,  Tenn.,  made 
in  compliance  with  act  of  Congress  approved  September  19, 1890,  and 
Department  letter  of  September  20, 1890. 

This  river  is  formed  by  several  small  streams  known  as  North,  South, 
Rutherford,  Harris  and  Big  Davidson  forks  in  the  northwestern  part  of 
the  State.  It  flows  in  a  southwesterly  direction  through  Obion  and 
Dyer  counties,  and  empties  into  the  Mississippi  River  at  Hale^s  Point. 
About  4  miles  above  its  mouth  it  is  joined  by  the  Forked  Deer  River. 

An  examination  of  this  river  was  made  under  M^.  W.  H.  H.  Ben- 
yaurd's  direction,  in  1880.  (See  Report  of  Chief  of  Engineers,  1881,  pp. 
1486-89.)  From  this  report  it  would  appear  that  the  obstructions 
on  this  river  are  almost  wholly  composed  of  drifb  and  overhanging 
trees,  the  removal  of  which  would  render  this  stream  navigable  as  far 
as  Obion^  a  distance  of  about  115  miles,  and  at  which  point  it  is  crossed 
by  the  hne  of  the  Kewport  News  and  Mississippi  Valley  Company. 
Above  this  point  no  improvements  have  been  considered  advisable. 

This  examination,  as  shown  by  Major  Benyaurd's  report,  was  well 
made,  and  it  is  probable  that  no  material  changes  have  occurred  in  the 
river  since  that  date. 

In  his  report  Mjyor  Benyaurd  states  that — 

The  obstructions  to  navigation  are  snags^  logs,  loaning  timber,  etc.,  the  removal 
of  which  would  constitute  the  principal  work  to  be  earned  on  in  order  to  make  the 
river  navigable  for  the  class  of  boats  that  navigate  the  stream.  These  boats  are  of 
the  same  character  as  those  on  the  Forked  Deer  River,  the  narrowness  of  the  river 
and  the  shortness  of  many  of  the  bends  not  allowing  any  but  boat<H  of  small  dimen- 
sions to  run  on  the  river  except  in  the  lower  part. 

Mr.  Harrison's  estimate  for  removing  the  obstructions  as  above  mentioned,  is 
$28,809. 

The  Obion  runs  through  a  fine  and  heavily  timbered  country,  and  the  principal 
article  of  export  is  lumber,  of  which  vast  quantities  are  annually  shipped  both  in 
the  log  and  as  sawed  lumoer.  Numerous  saw-mills  line  the  stream,  and  they  are 
kept  in  constant  operation.  The  estimated  value  ^f  the  production  is  given  by  Mr. 
Harrison  as  upwards  of  $2,800,000.  The  railroads  control  all  the  trade  of  the  upper 
section  of  the  river  above  Obion  Station,  the  crossing  of  the  Paducah  Railroad; 
below  this  point  the  only  outlet  to  the  commerce  is  by  steamboat. 

For  the  purpose  of  obtaining  additional  commercial  statistics  and 
such  other  information  as  could  be  procured  from  citizens  interested  in 
this  improvement,  Assistant  Engineer  Benj.  B.  Smith  was  directed  to 
visit  the  locality  and  also  to  examine  such  portions  of  the  river  as  were 
readily  accessible. 

From  Mr.  Smith's  report  herewith  it  appeals  that  the  length  of  the 
section  of  river  upon  which  improvements  are  desired  between  Obion 
and  the  mouth  is  but  85  miles,  instead  of  115  as  previously  reported. 
Its  average  width  is  150  feet,  and  depth  at  low  water,  5  feet.  The  slope 
of  the  river  is  quite  gentle,  the  adjoining  country  being  fiat,  and  there 
are  but  two  shoals  reported  below  Obion,  which  are  said  to  be  caused 
by  piles  of  drift,  and  that  these  would  disappear  upon  the  removal  of 
tihe  drift, 


Digiti 


zed  by  Google 


APPENDIX   E  E — REPORT   OF   LIEUT.  COL.  BARLOW.        2293 

It  further  appears  from  Mr,  Rinitli's  n»port  that  the  production  of 
hinibcr  in  the  valley  of  the  Obion  is  very  large,  and  and  would  be  much 
greater  if  better  facilities  were  afforded  for  marketing,  by  clearing  the 
river  of  drifts  and  snags.  The  cultivation  of  wheat  is  largely  increasing, 
and  the  production  of  cattle,  sheep,  hogs,  mules,  and  horses  is  exten- 
sively carried  on.  It  is  also  represented  that  the  entire  valley  suffers 
from  heavy  freight  rates,  which  in  a  great  measure  prevent  develop- 
ment of  it  natural  resources. 

Obion,  the  only  town  of  consequence  upon  the  river,  would  be  an 
important  shipping  point  by  rail,  were  it  not  for  the  fact  that  Dyers- 
burg,  on  the  Forked  Deer  Kiver,  can  obtain  much  lower  rates  on  account 
of  its  water  transportation,  and  therefore  draws  largely  from  the  terri- 
tory wliich  should  be  tributary  to  Obion. 

The  Obion  *Eiver  appears  to  be  a  more  important  river  than  the 
Forked  Deer,  receiving  both  the  waters  of  that  stream  and  the  overflow 
from  Eeelfoot  Lake. 

In  view  of  all  the  above  conditions,  the  Obion  Eiver  is,  in  my  o])inion, 
worthy  of  improvement  as  far  up  as  Obion  Station,  at  the  crossing  of 
the  Newport  News  and  Mississippi  Valley  Railroad.  The  cost  of  such 
improvement  was  estimated  in  1880  by  Assistant  Engineer  Harrison,  in 
his  report  to  M^or  Benyaurd,  at  $28,809,  which,  in  comparison  to  the 
benfits  to  be  obtained,  is  considered  a  very  moderate  sum. 

To  verify  these  estimates — under  possibly  changed  conditions — I  re- 
spectfully recommend  that  a  survey  be  made  as  early  in  the  spring  as 
practicable,  at  a  cost  not  to  exceed  $500. 

Very  respectfully,  your  obedient  servant, 

J.  W.  Barlow, 
Lieut,  Col.  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  J  U,  S.  A, 


REPORT  OF  MU.   B.   H.   SMmi,   ASSISTANT  ENGINEER. 

Nasiivii-le,  Tenn.,  December  15,  1890. 

Colonel:  In  accordance  with  your  written  instructions  of  December  8, 1890, 1  loft 
Pacliicah,  Ky.,  December  11,  to  make  an  examination  of  the  Obion  River,  Tennessee, 
with  a  view  of  obtaining  data  for  a  report  on  the  desirability  and  practicabiUty  of 
improving  the  river  for  navigation.  ' 

This  river  is  formed  by  the  junction  of  the  North,  South,  Rutherlord,  Harris,  and 
Big  DaA'idson  forks,  near  Crockett  Station,  on  the  Mobile  and  Ohio  Railroa<l.  Fol- 
lowing a  general  southwesterly  course  through  the  counties  of  Obion  and  Dyer,  it 
empties  into  the  Mississippi  River  at  Hales  Point.  The  total  length  of  the  river  is 
about  200  miles,  but  steamboats  have  never  ascended  it  more  than  85  miles,  and  its 
npper  portion  is  but  little  used,  even  for  rafting  or  flat  boating.  Following  the  gen- 
eral characteristics  of  the  Mississippi  River  tributaries  through  this  section,  it  flows 
through  a  low,  alluvial  country,  with  noTock  to  form  serious  shoals  upon  its  course, 
is  devoid  of  rapids,  and  for  the  most  part  deep  and  sluggish.  Its  average  width  is 
about  150  feet,  and  its  depth  will  average  6  feet  at  low  water,  at  least  for  the  85 
miles  below  Obion  Station,  the  only  secti(m  navigated  thus  far  by  steamboats. 

There  arc  but  two  shoals  on  this  lower  section  which  obstruct  navigation  at  ex- 
treme low  stages.  One  of  these  is  at  Nonnan  Mill,  35  miles  above  the  river's  mouth. 
It  is  a  mud  shoal,  caused  most  probably  by  an  acctuuulation  of  drift,  and  easily  re- 
moved. The  shoal  does  not  continue  for  more  than  1,500  feet,  and  at  no  time  ha«  less 
than  20  inches  of  water  throughout  its  length.  At  M(»rriweather  Ferry,  about  55 
miles  from  the  inoutli,  is  a  mixed  sand  and  gravel  shoal.  The  river  spreads  here  to 
ftbout  300  feet  in  width,  but  the  shoal  is  short,  and  always  has  18  inches  of  water  at 
lowest  stages.  These  are  the  only  i)oiiita  fordable  lor  horses  and  cattle  during  dry 
seasons. 

No  work  has  been  done  upon  the  river  by  the  General  Government,  though  as  far 
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back  as  1842  the  State  of  Tennessee  appropriated  qnite  a  considerable  sbih  for  its 
improvement. 

The  river  is  very  tortuous.  Hales  Point,  at  its  mouth,  being  but  36  miles  from 
Obion  by  land  and  about  85  miles  by  water.  Flowing^  as  it  does,  through  a  heavily 
wooded  country  with  timbered  bottoms  which  are  n:e<][uently  overflowed  and  in 
which  the  lumbermen  are  constantly  at  work,  its  condition  as  regards  snags  and 
drift  can  be  easily  conjectured.  The  overhanging  trees  upon  its  oanks  for  miles 
form  dangerous  obstructions  to  the  upper  works  of  steamboats  navigating  it. 

During  my  visit  to  this  section  the  river  was  entirely  out  of  its  bed,  hence  I  could 
form  no  opinion  as  to  the  height  and  quality  of  its  banks.  Assistant  Engineer  Zeff 
Harrison's  report  to  Maj.  W.  H.  H.  Benyaurd,  in  1880,  was  shown  to  the  several  pilots 
and  boat  owners  upon, the  river,  and  his  statements  of  its  general  characteristics 
and  obstructions  were  corroborated  throughout.  Most  of  my  time  was  spent,  there- 
fore, in  learning  the  general  commercial  status  of  the  surrounding  country. 

The  principal  exports  of  the  valle/  of  the  Obion  River  are  lumber,  wheat,  and 
cattle.  Its  lumber  interests  are  very  large,  the  timber  along  the  river  bottoms  being 
heavy  and  of  a  varied  character.  White  and  red  oak,  poplar,  8%ssafras,  cypress, 
hickory,  beech,  gum,  cottonwood,  ash,  walnut,  sycamore,  and  maple  are  all  found  in 
abundance  and  of  a  very  line  (quality.  The  farmers  are  turning  their  attention  more 
and  more  to  wheat,  the  land  yielding  ffood  crops  of  an  excellent  quality.  Cattle, 
sheep,  hogs,  mules,  and  horses  are  raised  in  abundance.  But  little  tobacco  is  grown 
and  less  cotton  seems  to  be  planted,  as  the  value  of  the  country  for  wheat  growing 
becomes  more  generally  appreciated.  Large  quantities  of  com  are  also  grown,  but 
this  is  mostly  consumed  at  home. 

The  Newport  News  and  Mississippi  Valley  Railroad  controls  all  the  freight  in- 
terests of  this  section,  and  are  not  scrupulous  in  the  use  of  their  monopoly.  The 
rates  are  simply  exorbitant,  and  the  farmer  can  only  ship  his  products  to  such  points 
as  the  road  itself  shall  dictate.  For  instance,  farmers  consider  Nashville  as  by  far. 
their  best  wheat  market,  but  are  unable  to  ship  there,  as  the  rates  to  Paducah  Junc- 
tion at  the  crossing  of  this  roail  and  the  Nashville,  Chattanooga  and  St.  Louis  Rail- 
road, about  16  miles,  are  the  same  as  they  would  be  from  this  ^oint  to  Nashville,  a 
distance  of  about  150  miles.  To  further  show  their  discrimination,  the  freight  on  a 
bale  of  cotton  from  Obion  to  Memphis  is  $1.75,  while  from  Dyersbur^,  but  22  miles 
farther  south,  it  is  but  little  over  half  that  amount.  The  people  living  m  the  vicinity 
of  the  Obion  claim  that  this  difference  is  due  to  the  fact  that  the  Dyersburg  people 
have  a  navigable  river,  the  Forked  Deer,  and  they  have  not. 

Obion  is  the  only  town  of  any  consequence  upon  this  river,  and  is  the  main  ship- 
ping point  for  the  towns  in  the  vicinity  of  the  river,  and  for  the  farming  and  lumber 
interests  upon  its  banks.  Hornbeak,  9  miles  from  Obion  and  the  same  distance  from 
the  river;  Glass,  3  miles,  equally  distant  from  railroad  and  river;  Elbridge,  7  miles 
from  Obion  and  but  3  from  the  river ;  Lane,  12  miles  from  Obion  and  directly  on  the 
river,  and  Minneck,  12  miles  from  Obion  and  but  balf  that  distance  from  the  river, 
are  all  forced  to  haul  by  wagon  to  Obion  as  a  shipping  point.  Each  one  of  these 
towns  is  compelled  to  import  all  its  supplies  through  Obion  and  the  Newport  News 
and  Mississippi  Valley  Railroad. 

The  lumbermen  of  the  district  are  compelled  to  haul  their  fine-grade,  heavy  lum- 
ber 12  and  15  miles  to  Obion.  The  river  is  considered  entirely  unsafe  for  barges, 
except  at  the  very  highest  stages,  when  boats  can  safely  pass  over  snags,  which  at 
low  stages  completely  obstruct  the  navigation  of  the  river.  There  are  at  present 
seven  large  sa^nnills  on  the  river  between  Obion  and  its  mouth  with  a  joint  capacity 
of  280,000  feet  a  day.  The  backbone  of  the  country  is  in  its  lumber  interests.  For  , 
years  millions  of  feet  of  lumber  have  been  shipped  from  this  district  and  yet  the 
supply  seems  inexhaustible.  The  timber  of  the  second  bottom,  being  nearer  to  ship- 
ping points  and  more  easily  reached,  is  thinning  out  to  some  extent,  but  lumbermen 
in  general  state  that  the  timber  of  the  river  bottom  has  hardly  been  touched  as  yet. 
Only  the  higher  grades  of  lumber,  quartered  white  oak,  poplar,  ash,  and  sassafras, 
have  been  largely  shipped,  the  length  of^  the  haul  warranting  no  shipment  of  the 
cheaper  grades.  The  Stevens  Lumber  Company,  of  Dyersburg,  is  at  present  erect- 
ing a  $20,000  plant  on  the  Obion  River,  15  miles  from  its  mouth,  with  a  10  years'  cut 
in  prospectus.  All  of  the  large  firms  in  this  district,  of  which  there  are  several,  state 
that  the  ox)ening  of  the  river  to  navigation  would  throw  open  millions  of  feet  of  tho 
cheaper  grades  of  lumber,  and  cause  a  large  acreage  to  be  cultivated  which  is  now 
covered  by  the  heavy  timber,  the  density  of  the  forest  growth  attesting  to  the  rich- 
ness of  the  land  for  agriculture. 

Overflows  x)f  the  bottoms  have  been  of  late  years  of  more  frequent  occurrence, 
owing  to  the  heavier  accumulations  of  drift  obstructing  the  free  flow  of  the  river. 
These  bottoms  are  from  1  to  5  miles  in  width  and  are  mostly  of  a  soil  and  nature 
well  adapted  to  agricultural  puri>oses.  The  fact  that  they  have  not  as  yet  been 
opened  to  any  considerable  extent  is  due  to  the  total  lack  of  ^ansportation  and 
therefore  of  incentives  to  culture. 
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"No  produce  has  been  shipped  from  the  river  for  several  years.  The  water  is  gen- 
erally low  during  harvest  time,  and  the  inhabitants  can  not  afford  to  hold  their  pro- 
duce till  boats  can  ascend  above  the  drift.  Lane  was  at  one  time  an  important  ship- 
ping pointy  from  400  to  500  bales  of  cotton,  with  other  merchandise,  being  shipped 
yearly.  The  people  are  now  compelled  to  haul  to  Dyersburg.  Two  steamboats  nav- 
igate the  river  at  high,  stages.  Mill  men  at  Dyersburg  and  at  the  mouth  of  the  river 
agree  in  placing  the  output  of  lumber  by  water  from  the  Obion  River  at  not  less 
than  50,000,000  feet,  board  measure,  yearly.  As  this  lumber  goes  to  all  points  on  the 
Mississippi  River,  and  no  record  is  kept,  it  is  impossible  to  get  any  trustworthy 
data. 

A  glance  at  the  index  map*  accompanying  this  report  will  show  the  extreme  dif- 
ficulty in  separating  commercial  statistics  of  the  counties  adjacent  to  the  Obion 
River  and  Forked  Deer  River.  All  of  tlio  country  to  the  nortli  of  the  Obion  River 
aud  bordering  on  tlie  southern  portion  of  Roolibot  Lake  ships  through  Obion.  The 
statistics  from  this  place  are  therefore  definite.  To  th^  south  of  the  river  the  in- 
habitants prefer  to  haul  a  longer  distance  to  Dyeraburg,  and  thus  take  advantage 
of  cheaper  rates  of  transportation. 

Obion  is  a  town  of  800  inhabitants,  with  ten  stores,  and  is  the  headquarters  of 
three  large  lumber  firuis  with  joint  sales  of  about  20,000,000  fe^t,  board  measure,  of 
lumber  yearly.  Horubeak,  Elbrid^e,  Dane,  and  Glass  all  have  one  or  more  general 
stores,  but,  as  Iwfore  stated,  are  entirely  dependent  upon  the  Newport  News  and  Mis- 
sissippi Valley  Railroad  as  an  agent  for  the  shipment  of  imports  and  exports.  Imports 
consist  entirely  of  groceries  and  general  supplies.  Obion,  with  the  country  adjacent 
and  dependent  upon  it  for  supplies,  will  bo  the  chief  place  benefited  by  any  im- 
provement of  the  river.  Dyersburg,  on  the  Forked  Deer  River,  a  town  of  2,000  in- 
habitants, is  dependent  for  its  flourishing  condition  to  a  great  extent  upon  the 
produce  and  lumber  of  the  southerly  bottoiiis  of  the  Obion.  Five  thousand  bales  of 
cotton  are  shipped  yearly  from  this  point,  a  large  portion  of  the  crop  being  raised 
in  the  Obion  bottoms. 

The  following  statistics  are  taken  directly  from  the  freight  bo#ks  of  the  Newport 
News  and  Mississippi  Valley  Railroad,  and  represent  the  shipments  at  the  town  of 
Obion  for  the  calendar  year  of  1889,  U  being  imiv>ssibleto  get.  as  yet,  full  returns  for 
the  year  of  1890.  These  statistics  will  give  a  fair  idea  of  the  mdustry  of  the  inhabi- 
tants of  this  section,  and  will,  I  think,  establish  their  claim  to  a  navigable  river, 
with  which  to  lower  an  exorbitant  freight  tariff: 

Freight  ahipTnents  on  Newport  New8  and  MissUeippi  Valley  Railroad,  at  Obion,  IVnn., 

year  of  1889, 


Articles. 

Qaantity. 

Value. 

Wlioat 

•  ••...•••        bimliolii 

60,000 

4,400 

2,5U 

6,440 

1,050,000 

10, 000, 000 

18.801,245 

$00,000.00 

2,640.00 

50,880.00 

3, 760. 00 

10,500.00 

100,000.00 

376,024.90 

C«»ni 

do  ... 

Stock 

bead.. 

Hides 

TmnnilH . . 

Shingles 

SiMikefl,  iitaves,  and  lioadiiig 

Lumber 

feet. 

Total 

603,804.90 

It  will  be  remembered,  that  much  of  the  commerce  of  this  valley  goes  through 
Trimble,  Newman,  and  Dyersburg,  all  of  them  nourishing  towns,  but  it  is  so  mixed 
up  with  the  commerce  of  a  conntry  in  no  way  dependent  upon  the  Obion  River  as  to 
render  statistics  useless  for  our  purpose.  Obicm  is  dependent  entirely  upon  the 
Obion  bottoms.  The  people  of  the  country  north  of  the  Obion  and  along  the  lake 
are  cnt  off  from  the  Missis-sippi  by  impassable  swamps. 
Very  respectfully  submitted. 

B.  B.  Smith, 
Aaaistant  Engineer, 

Lieut.  Col.  J.  W.  Barlow, 

Corpe  of  Engineers, 

•  Not  printed. 
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SURVEY  OF  OBION  RIVER,  TENNESSEE,  FROM  ITS  MOUTH  fo  THE  CROSS- 
ING OF  THE  LOUIS5VILLE  AND  MEMPHIS  RAILROAD  IN  OBION  COUNTY. 

Engineer  Office,  U.  S.  Army, 

Nashvillej  Tenn.j  Augtutt  X^,  1891. 

General:  I  have  the  honor  to  transmit  herewith  a  reiK)rt  with 
maps*  of  survey  of  Obion  River,  Tennessee,  from  its  mouth  to  the  cross- 
ing of  the  Louisville  and  Memphis  Railroad  in  Obion  County,  to  com- 
ply with  the  requirements  of  the  river  and  harbor  act  of  September  19, 
1890,  and  the  instructions  of  the  Chief  of  Engineers  dated  December 
20, 1890. 

This  river  is  a  tributary  of  the  Mississippi,  rising  in  the  western  part 
of  Tennessee,  its  navigable  portion  lying  whoUy  in  Obion  and  Dyer 
counties.  It  is  formed  by  the  junction  of  the  North  and  South  Forks, 
receiving  their  waters  from  numerous  small  tributaries,  which  drain  a 
large  area  of  territory,  embracing  Weakley,  Gibson,  Henry,  and  Carroll 
counties.  In  its  course  the  Obion  also  retreives  the  overflow  from  Beel- 
ibot  Lake,  and  near  its  mouth  the  waters  of  the  Forked  Deer  River. 

The  charge  of  the  survey  of  the  river  was  intrusted  to  Mr.  B.  B. 
Smith,  assistant  engineer,  who  had  previously  made  a  preliminary  ex- 
amination of  this  river  in  December,  1890. 

From  this  survey  it  is  found  that  the  Obion  River,  from  the  bridge  of 
the  Newi)ort  News  and  Mississippi  Valley  Railroad  to  the  Mississippi, 
has  a  length  of  ()8.8  miles  and  a  fall  of  27  feet.  The  course  of  theObion 
is  through  a  low,  alluvial,  and  well-timbered  country,  subject  to  over- 
flow, due  in  a  great  measure  to  backwater  from  the  Mississippi.  It  has 
a  width  varying  from  80  to  200  feet  and  a  depth  generally  of  over  5  feet 
at  low  water,  except  at  certain  shoals,  where  in  some  places  a  depth  of 
but  18  inches  was  found.  The  shoals  are  usually  caused  by  obstructing 
driftwood,  which  holds  sediment  in  place,  and  it  is  thought  that  the  re- 
moval of  the  drift  will,  in  nearly  aU  cases,  cause  the  disappearance  of 
the  shoals. 

In  addition  to  the  shoals  and  drift  above  mentioned  the  river  is  also 
obstructed  by  snags  and  overhanging  trees. 

Ko  work  has  ever  been  done  by  the  United  States  for  the  improve- 
ment of  this  stream,  though  in  1843  considerable  work  in  clearing  away 
obstructions  was  done  by  the  Stsite  of  Tennessee. 

The  tortuous  course  of  the  river  is  also  a  source  of  difficulty,  some  of 
the  bends  being  very  sharp,  forming  loops  with  narrow  necks.  At 
these  points  "cut-ofts  "  could  be  made  at  small  cost,  nature  having  in 
some  instances  already  begun  the  work. 

The  upper  part  of  the  river,  from  the  railway  crossing  to  Lane  Ferry, 
a  distance  of  22  miles,  has  a  depth  of  not  less  than  5^  feet,  and  is  only 
obstructed  by  snags  and  overhanging  trees.  Below  Lane  Ferry  for  a 
distance  of  10  miles  the  river  becomes  more  shaUo.w,  with  an  increased 
velocity  of  current.  In  this  reach,  7  shoals  were  found  having  upon 
them  a  depth  varying  from  2  to  3^  feet.  Some  of  these  shoals  can  be 
removed  by  taking  out  the  imbedded  drift,  and  others  can  be  overcome 
by  the  construction  of  spur  dams,  causing  a  scour,  the  shoals  in  each 
case  resulting  from  drift  accumulations. 

The  only  gravel  deposit  noted  is  at  the  "  Ox  Bow,"  38  miles  below 
Obion,  where  a  considerable  obstruction  occurs.  Here  is  found  the 
shoalest  water,  it  being  from  IJ  to  3  feet  deep,  with  a  fall  of  0.9  feet  in 
a  distance  of  3,000  feet.    It  is  thought  this  obstruction  can  be  greatly 

•  Not  printed. 
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improved  by  the  coustruction  of  two  spur  dams  and  the  closing  of  one 
of  the  two  channels  formed  by  an  island. 

Below  this  point  is  Campbell  Island,  where  the  obstructions  can  be 
overcome  by  closing  one  of  the  channels  into  which  the  river  is  divided 
by  islands. 

Grindstone  Crank  bend,  55  miles  below  Obion,  is  obstructed  by  drift 
and  snags. 

The  section  of  the  river  4  miles  long,  from  Tiger  Tail  to  the  Missis- 
sippi, is  also  badly  obstructed  by  snags,  which  require  removal. 

The  principal  obstructions  noted  are  5,111  trees,  1,072  snags,  and  378 
drift  piles  to  be  removed.  Mr.  Smith  reports  that  owing  to  the  back- 
water from  the  Mississippi  at  the  time  of  the  survey  it  is  probable  that 
many  snags  were  overlooked  in  the  lower  reach  of  the  river.  The  esti- 
mate for  removing  snags,  therefore,  should  be  greater  than  that  giv^i 
by  him.  The  work  enumerated  is  expected  to  provide  a  navigable 
width  and  a  depth  of  not  less  than  3  feet  at  lowest  stages. 

The  conmierce  of  this  river  is  principally  lumber,  cut  by  the  seven 
sawmills  now  in  operation  on  or  near  this  stream.  In  connection  with 
the  above  the  following  extract  from  the  preliminary  report  is  resub- 
mitted: * 

MiUmen  at  Dyersbarg  and  at  the  moath  of  the  river  agree  in  placing  the  output 
of  lumber,  by  water  from  the  Obion  River  at  not  less  than  50, 000, 000  feet,  board 
measure,  vearly.  As  this  lumber  goes  to  all  points  on  the  Mississippi  river,  and  no 
record  is  kept,  it  is  impossible  to  get  any  trustworthy  data. 

Two  steamboats  are  now  running  on  the  river,  another  is  being  built, 
and  a  fourth  contemplated. 

Estimates  in  detail  for  the  complete  improvement  of  this  river  to  se- 
cure a  navigable  channel  not  less  than  3  feet  deep  at  the  lowest  stages 
are  given  in  Mr.  Smith's  report  and  amount  to  $33,443,  including  plant 
for  snagging  and  pile  driving,  or  a  cost  of  about  $500  per  mile  for  the 
68  miles  under  consideration.  Taking  into  account  the  difficulties  of 
carrying  on  work  in  a  region  remot^e  from  the  source  of  supplies,  and  the 
probabilities  of  interference  from  high  water,  I  should  add  60  x)er  cent, 
to  Mr.  Smith's  estimate.,  making  the  probable  cost  of  the  improvement, 
in  round  numbers,  $50,000. 

The  !N"ewi)ort  News  and  Mississippi  Valley  Railroad  Bridge  crossing 
this  stream  at  Obion  is  an  obstacle  to  navigation,  and  should  the  im- 
provements as  contemplate  be  undertaken,  this  bridge  should  be  pro- 
vided with  a  suitable  draw. 

Mr.  Smith's  report,  together  with  a  map*  and  profile*  of  the  river,  are 
transmitted  herewith. 

Respectfully  submitted. 

J.  W.  Barlow, 
Lieut  Col  of  Engineer$, 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  qf  EiigineerSj  U.  8.  A, 


REPORT  OF  MR.   B.  B.   SMITH,   ASSISTANT  ENGINEER. 

Colonel:  In  accordance  with  yoar  written  instructionB  of  Mav20, 1S91, 1  pro- 
ceeded to  Obion  Station,  on  the  Isewport  News  and  Misaissippi  Valley  Railroad,  on 
May  22;  and  began  preparations  the  same  day  for  making  tne  survev  of  the  Obion 
Riyer.    On  May  26,  the  river  being  at  ordinary  low  water  throughout  its  entire 

•Not  printed. 
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length  and  not  beine  affectx'd  by  local  rains,  bench-marks  were  established  simulta- 
neously at  Obion  and  Tiger  Tail,  4  miles  from  the  Mississippi  River.  / 

On  May  29,  everything  being  in  readiness,  the  survey  was  started,  the  party  con- 
sisting ot  1  engineer,  1  leveler,  2  rodmen,  a  cook,  and  3  laborers,  being  comfortably 
housed  in  a  quarter  boat. 

A  continuous  transit  and  level  line  was  carried  throughout  the  entire  length  of  ther 
river.  The  zero  for  the  transit  line  was  taken  Just  above  the  Newport  News  and 
Mississippi  Valley  Railroad  Bridge;  transit  stations  being  nnmbend  consecutively 
from  0  to  646.  Distances  were  measured  with  the  stadia.  The  average  distance  be- 
tween stations  was  about  800  feet ;  the  longest  distance  between  stations  being 
1,400  feet;  about  12  stations  averaging  1  mile  actual  advance.  The  b^ch-mark  for 
datum  of  levels  was  taken  on  the  Newport  News  and  Mississippi  Valley  Railroad 
Bridge,  18.7  feet  above  ordinary  low  water,  an  elevation  of  100  feet  being  a8SQme<l. 
Two  bench-marks  were  made  each  day  and  the  fluctuations  of  the  river  carefully 
noted. 

Soundings  greater  than  7i  feet  were  not  recorded ;  depth  being  examined  by  con- 
tinuously thrusting  a  T^-foot  paddle  its  full  length  into  the  river.  Whenever  the 
paddle  reached  bottom,  which  seldom  occurred,  a  more  exact  examination  was  made, 
slioals  being  carefully  examined  and  their  extent  noted.  All  overhanging  trees  ob- 
structing present  or  likely  to  obstruct  future  navigation  were  carefully  counted. 
All  snags  were  noted,  as  also  obstructions  caused  by  drift  accumulated  above  trees 
which  had  fallen  into  the  channel  of  the  river. 

The  first  46  miles  of  the  survey  were  made  under  most  favorable  conditions,  the 
river  being  at  an  ordinary  low-water  sta^e,  a  2-foot  rise  with  a  speedy  fall  being  of 
small  inconvenience.  Be'lc  w  this  for  a  distance  of  22.8  miles  it  was  impossible  tu  see 
all  obstructions  or  to  get  dorinite  information  as  to  the  condition  of  the  channel, 
owing  to  a  heavy  rise  in  the  Mississippi  River,  the  backwater  filling  the  Obion  banks 
full.  Such  information,  howcx-er,  as  could  be  obtained  from  raftsmen  and  millmen 
along  the  route  was  carefully  ^'.leaned; 

The  survey  occupied  20  worki-  g  days  and  was  brought  to  a  conclusion  on  the  after- 
noon of  June  19  at  a  point  1  milo  above  Hale  Point,  the  junction  of  the  Obion  River 
with  the  Mississippi  River. 

The  instruments  used  were  a  Gui  .'ey  transit,  reading  to  30  seconds,  and  aStackpole 
level,  the  adjustment  to  both  instruLsents  being  frequently  examined  and  care^ly 
corrected. 

The  Obion  River  is  formed  by  the  junction  of  the  North,  South,  Rutherford,  and 
Harris  forks,  near  Crockett,  on  the  Mobile  and  Ohio  Railroad.  From  this  point  it 
follows  a  generally  southwestern  course,  emptying  into  the  Mississippi  River  1  mile 
above  Hale  Point.  The  river  has  been  navigated  only  as  far  as  Obion  Station,  and 
improvement  would  be  practicable  only  to  the  junction  of  the  North  and  South  forks, 
6  miles  above  this  point.  The  distance  from  Crockett  to  Obion  does  not  exceed  30 
miles,  the  measured  distange  from  Obion  to  the  mouth  being  68.8  miles.  The  total 
fall  in  the  68.8  miles  is  27  feet. 

The  country  through  which  the  Obion  flows  is  a  low,  level,  alluvial  district,  sub- 
ject to  overflows  both  from  the  Obion  itself  and  the  backwaters  from  the  Mississippi, 
which  reach  as  high  as  Crockett  at  extreme  stages. 

No  work  has  ever  been  done  on  the  river  by  the  General  Government.  As  far  back  as 
1843  surveys  were  made  by  the  State  of  Tennessee  and  considerable  work  done  by 
the  State  in  clearing  the  river  of  obstructions. 

The  Obion  River  varies  from  80  to  200  feet  in  width  at  low  stages.  The  banks  are 
from  10  to  18  feet  above  low  water.  But  little  water  erosion  is  noticeable  anywhere, 
the  lower  parts  of  the  bank  being  a  stiff  white  clay,  the  higher  alluvial  portions 
being  protected  from  wash  by  the  heavy  timber  which  reached  everywhere  to  tbe 
water*8  edge. 

Though  somewhat  tortuous,  especially  in  its  upper  portions,  it  is  believed  that 
small  boats  with  tows  would  have  littie  difficulty  making  the  worst  bends,  there 
being  but  little  current  to  contend  with  and  the  river  being  generally  wider  at  these 
points. 

There  are  three  points  where  "bends"  could  be  cut  off  to  advantage,  only  two  of 
them,  however,  being  practicable,  the  fall  on  what  is  known  as  the  "Ox  Bow''  being  too 
great  to  warrant  such  improvement.  The  first  "  cut-off,"  5^  miles  below  Obion,  is 
li  miles  around  and  but  650  feet  across,  the  fall  in  this  distance  being  .56  feet.  The 
river  is  already  cutting  its  way  through,  water  flowing  freely  even  at  lowest  stages. 
The  seeond  "cut-off,"  Starett  Bend,  8^  miles  below  Obion,  is  1  mile  around  and 
but  1,000  feet  across,  with  a  fall  of  1  foot  in  this  distance.  A  "  cut-off"  has  been 
started  here  by  raftsmen,  simply  by  deadening  the  timber;  though  the  fall  is  con- 
siderable, it  is  believed  it  would  be  most  advantageous  to  make  this  the  permanent  chan- 
nel, as  the  old  channel  is  exceedingly  rough  and  tortuous  and  at  preaent  absolutely 
nnfi  t  for  navigation.  These  cut-ofls  can  be  widened  and  deepened  by  cutting  and  grub- 
bing timber  and  shutting  off  the  old  channel  by  means  of  pile  and  brush  <lams.  The 
Ox  Bow,  38  miles  below  Obion,  is  1  mile  around  and  1,100  feet  across,  with  a  fall  of  2 
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feet  in  this  distance,  the  amount  of  fall,  as  before  stated,  rendering  a  cut-off  undesir- 
able. 

From  Obion  Station  to  Lane  Ferry,  a  distance  of  22  miles,  the  river,  though  con- 
siderably obstructed  by  snags  and  drifts,  is  exceedingly  deep.  The  shallowest  water 
found  was  5i  feet,  just  below  the  mouth  of  Mill  Creek.  No  improvement  other  than 
snagging  and  clearing  of  overhanging  trees  is  deeuied  necessary  on  this  portion  of 
the  river.  From  Lane  Ferry  for  a  distance  of  10  miles,  the  hills  vhich  surround 
the  bottoms  a  distance  varying  from  1  to  3  miles  from  the  river,  approach  the  banks, 
skirting  them  in  many  plae«6.  The  river  narrows  considerably  at  these  points,  grow- 
ing sh}ul«w  and  swift,  with  |in  ii^^reased  full  of  the  water  surface,  though  the  fall  is 
small  in  all  cases.  Seven  shoal  places  were  noted  on  this  section  mostly  sand  and 
drift  shoals,  varying  in  depth  nrom  2  to  B^  feet  and  not  exceeding  300  feet  in 
length.  These  shoals  I  have  numbered  from  1  to  7  inclusive.  Numbers  1,  3,  and  4 
can  be  improved  by  the  building  of  short  spur  dams  from  the  left  shore  and  the  re- 
moval of  drift  and  logs,  which  have  become  imbedded  in  the  river  channel.  Numbers 
2,  5,  6,  and  7,  it  is  believed,  will  correct  themselves  after  the  imbedded  logs  and 
drift  piles  have  been  removed.  The  fall  in  these  shoals  does  not  exceed  .3  foot  in 
1,000  feet,  all  of  them  being  caused  by  the  accumulation  of  drift  and  a  consequent 
sand  deposit. 

In  the  '*  Ox  Bow, "  a  shoal  known  as ''  Gravelly  Bar  "  forms  quite  an  obstruction  to 
navigation.  It  is  notable  as  the  only  gravel  deposit  in  the  river.  The  river  widens 
here  to  something  over  200  feet.  The  river  bottom  is  very  level,  with  from  1^  to  3  feet 
of  water  at  lowest  stages,  and  a  fall  of  0.9  fbot  in  3,000  feet.  In  one  place  two  small 
towheads  divide  the  cliHunel.  Two  spurdums  and  another  closing  one  of  the 
channels  around  the  towheads,  it  is  believed  will  correct  this  obstruction. 

Just  below  this  obstruction  Campbell  Islands  again  widen  and  divide  the  river 
channel.  A  dam  shutting  oif  one  of  these  channels  will  give  over  3  feet  of  water  to 
navigation  at  all  stages. 

Below  these  obstructions  a  bad  bend,  known  as  the  "  Grindstone  Crank, "  which  is 
narrow  and  obstructed  by  drifts  and  snags,  and  the  4  miles  of  river  from  Tiger  Tail 
to  the  Mississippi,  are  the  only  bad  portions.  These  can  be  corrected  by  the  careful 
removal  of  drifts  and  imbedded  logs  which  cause  shoal  places  in  an  otherwise  deep 
channel. 

The  work  as  described  above  will  give  a  3-foot  channel  throughout  the  68.8  miles 
of  river  at  lowest  stages. 

We  counted  on  the  survey  5,111  tfees  obstructing  or  about  to  obstruct  navigation, 
and  1,072  snags  and  378  drift  piles  caused  by  accumulation  of  floating  drift  above 
trees  which  had  fallen  into  the  river.  The  snags  which  will  have  to  be  removed  are 
far  in  excess  of  the  number  counted,  as  very  many  that  could  not  be  seen  are  said  to 
obstruct  the  last  22  miles  of  the  river,  being  rendered  invisible  by  the  backwaters 
from  the  Mississippi  River.  The  trees  counted  were  mostly  water  birch,  with  a 
sprinkling  of  willow  and  cotton  wood.  These  trees  when  felled  should  be  cut  up  and 
burned  or  float-ed  out  of  the  river. 

Seven  sawmills  with  a  joint  daily  capacity  of  104.000  feet  B.  M.,  are  in  constant 
operation  on  or  near  the  rivsr,  notably  Hester's  Mill,  capacitv  15,000  to  20,000  feet: 
Stall's  Mill,  15,000  to  20,000  feet;  William's  Mill,  8,000  to  10,000  feet;  Fleiscliauers^ 
Mill,  15,000  to 25,000 feet;  McCorcle's  Mill,  20,000  feet;  Scott's  Mill,  30,000  to  40,000 
feet:  and  Tiger  Tail  Mill,  20,000  to  30,000  feet.  These  mills  all  depend  more  or  less 
on  ttie  river  for  transportation,  and  would  use  it  altogether  were  it  fully  opened  to 
navigation. 

Two  steamboats  ply  on  the  river,  the  property  of  Mr.  Hall,  of  Dyersburg,  and  the 
Stevens  Lumber  Company,  of  the  same  place.  Mr.  Flcischauer,  a  mill  owner  on  the 
river,  is  already  building  a  third  boat,  and  Mr.  Hall  has  signified  his  intention  of 
putting  a  packet  on  the  river  if  operations  for  improvement  are  begun. 

The  Newport  News  and  MisHissippi  Valley  Railroad  has  twice  in  the  past  6  months 
increased  an  already  exorbitant  n*eight  rate,  and  the  people  of  a  flourishing  com- 
munity are  clamoring  loudly  for  some  relief.  The  country  immediately^  bordering  on 
the  river  is  uncleared  and  covered  with  fine  forests  of  native  timber  of  all  varieties 
indigenous  to  the  coun  try .  Bey  on  d  these  bottoms^  sometimes  skirting  the  river  banks, 
is  one  continuous  stretch  of  fine  and  highly  cultivated  farm  land. 

For  statistics  I  would  rf^spectfully  refer  you  to  my  report  of  December  15,  1890,  it 
being  impossible  to  obtain  fuller  or  more  definite  statistics,  as  no  regular  commerce 
reports  are  kept. 

The  estimate  for  improvement  based  on  the  survey  is  as  follows : 

Plant, 

Steam  snag  and  pile  driver  boat $2,500.00 

Quarter  boat 600.00 

Two  barges 600.00 

Outfit,  rope,  axes,  etc , 500.00 

4,200.00 

Digitized  by  CjOOQ IC 


2300      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

Force  for  snag  boat — 6'  monihs*  estimates  for  clearing  channel. 

Atwistant  engiiiefi* $150. 00 

Overseer 75. 00 

Engineer 60. 00 

Fireman 40. 00 

Cook  and  helper 60. 00 

Laborers,  10 300.00 

Subsistence T 160. 00 

845.00 
Contingencies,  20  per  cent 169. 00 

Total  (per  month)  1,014.00 

For  6  months,  total 6, 084. 00 

Cleanng  river  banks  of  heavy  timber  50  feet  each  side  for  70  miles,  815 
a<'re8,  at  $15  per  acre 12,750.00 

Opening  ^'eut-offs"  to  navigation. 
First  cut-off: 

Clearing  and  grubbing  100  feet  in  width,  650  feet  long 150. 00 

Building  pile  dam  150  feet  long: 

225  driven  piles,  at  $3 675.00 

70  cords  of  brush,  atSO  cents 56.00 

160  yards  clay  or  sand,  at  50  cents 75. 00 

956.00 
Starett  Bend  Cut-off: 

Clearing  and  removing  stumps,  100  feet  wide,  1,500  long 300. 00 

Building  dams  same  as  at  first  cut-off 806. 00 

1,106.00 

Improving  shoaU, 
Bar  No.  1,  1,500  feet  long : 

1  wing  dam,  50  feet  long 200.00 

Scraping  and  removing  sunken  snags,  etc 300. 00 

I 

500.00 

Bar  No  2: 

Dredging  and  removing  sunken  logs,  300  feet 300. 00 

Bar  No  3: 

Wing  dam,  300  feet  long 150.00 

Removing  drift  and  scraping 200.00 

350.00 

Bar  No.  4. 

Wing  dam 2^.00 

Clearing  drift,  etc 200.00 

400.00 

Gravelly  Bar: 
3  wing  dams : 

2Sb  driven  piles,  at  $3 690. 00 

46  cords  of  brush,  at  80  cents 36. 80 

60  yards  sand,  at  50  cents . .  .* 30. 00 

756.80 

Campbell  Islands : 

Wing  dam 500.00 

Grindstone  crank : 

Removing  sunken  logs,  scraping,  etc 500. 00 

Tiger  Tail  to  mouth  of  river: 

General  improvement 2,000.00 
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TotaU. 

Plant $4,200.00 

Snagging 6,084.00 

Clearing,  etc , 12,750.00 

General  improvement 7, 368. 80 

90,402.80 
Contingencies,  10  per  cent 3, 040. 28 

83.443.08 

The  only  suitable  place  for  a  harbor  and  landing  at  Obion  is  abont  2,000  feet  above 
the  Newport  News  and  Mississippi  Valley  Railroaa  Bridge.  The  river  at  this  point  is 
160  teet  wide,  exceedingly  deep,  and  with  a  gently  slopine  bank  most  suitable  for  a 
landing  place.  The  bri(%e  of  the  above  railroaa  is  a  pile  oriage,  and  forms  an  absolute 
obstruction  to  navigation.  If  the  river  be  improved  this  bridge  should  be  changed 
to  a  drawbridge  in  the  interests  of  navigation. 

With  this  report  are  presented  a  continuous  jnap  of  the  river  on  5  sheets,  drawn 
to  a  scale  of  1,000  feet  to  1  inch,  and  a  profile  showing  a  depth  of  channel,  height 
of  bank,  and  slope  of  river. 
Respectfully  submitted* 

B.  B.  Smith, 

AaHstant  engineer, 
Lieut.  Col.  J.  W.  Barlow, 
Corp»  of  Engineers,  U.  S,  A, 
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IMPROVEMENT  OF  TENNESSEE  RIVER  BETWEEN  CHATTANOOGA,  TEN- 
NESSEE, AND  FOOT  OF  BEE  TREE  SHOALS,  ALABAMA. 


REPORT  OF  LIEUTENANT  GEO.  W.  GOETHALS,  CORPS  OF  ENGINEERS, 
OFFICER  IN  CHARGE,  FOR  THE  FISCAL  TEAR  ENDING  JUNE  30,  1891, 
WITH  OTHER  DOCUMENTS  RELATING  TO  THE  WORK. 

IMPROVEMENTS. 


Tonnessee  Riyer  between  Chattanooga, 
Tennessee,  and  foot  of  Bee  Tree 
Shoals,  Alabama. 


2.  Operating  and  care  of  Muscle  Shoals 
Canal,  Tennessee  River. 


EXAMINATION. 

Mouth  of  Gunter  Creek  at  Guntersville,  Ala.,  with  the  view  of 
ascertaining  the  practicability  and  approximate  cost  of  so  improY- 
ing  the  same  as  to  secure  a  safe  landing  above  high- water  mark. 


Engineer  Office,  U.  S.  Aiuiy, 

Florence^  Ala.^  July  8, 1891. 
General:  I  have  the  honor  to  transmit  herewith  annual  reports  for 
the  works  of  improvement  in  my  charge,  for  the  fiscal  year  ending  June 
30, 1891. 

Very  respoctfolly,  your  obedient  servant, 

Geo.  W.  Goethals, 
First  Lieut  J  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  U.  8.  A. 


F  F  I. 


improvement  of  TENNESSEE  RIVER  BETWEEN  CHATTANOOGA,  TEN- 
NESSEE, AND  FOOT  OF  BEE  TREE  SHOALS,  ALABAMA  (260  MILES). 

The  report  on  this  portion  of  the  river  is  subdivided  to  agree  with  the 
aUotments  of  the  appropriation  for  improving  Tennessee  Biver,  below 
Chattanooga,  Tenn.,  act  of  September  19, 1890,  as  follows: 

1.  Chattanooga,  Tenn.,  to  Decatur,  Ala.  (180  miles). 

2.  Decatur,  Ala.,  to  Florence,  Ala.  (50  miles). 

3.  Florence,  Ala.,  to  the  foot  of  Beo  Troo  ShooJs  (30  miles). 

3903 
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1.  CHATTANOOGA,  TENNESSEE,  TO  DECATUR,  ALABAMA. 

The  most  serious  obstructions  in  this  sec^tion  of  the  river  are  ^'  The 
Suck,'^  the  bars  near  Bridgeport,  Ala.,  and  the  Guntersville  Bar. 

"  The  Suck^^  is  the  name  commonly  applied  to  the  several  rapids  and 
shoals  where  the  river  winds  in  a  tortuous  route  through  the  mountains 
below  Chattanooga,  covering  a  distance  of  8 J  miles,  in  which  the  fall  is 
16i  feet.  The  obstructions,  separated  by  pools,  are  kno¥m  as  Tumbling 
Shoals,  the  Suck,  the  Pot,  the  Skillet,  and  the  Pan,  and  are  formed  by 
rock  reefs  and  bowlders  and  by  protruding  rocky  points  from  both 
shores,  which  contract  the  water  way.  At  medium  and  low-water 
stages  Tumbling  Shoals,  the  Suck,  and  the  Skillet  are  especially  diffi- 
cult to  navigate,  while  the  Pot  and  the  Pan,  easily  passed  during  low 
water,  are  dangerous  obstructions  at  high  stages. 

The  channel  work  carried  on  in  1869  and  1870  at  the  Suck  and  the 
Pot,  and  in  1889  at  the  Pan,  consisting  in  the  removal  of  bowlders, 
projecting  rocky  points,  and  overhanging  trees,  has  resulted  in  some- 
what diminishing  the  velocity  of  the  current,  but  upstream  navigation  is 
still  attended  with  delays  caused  by  the  necessity  of  laying  lines  and 
warping  vessels  over  the  swiftest  places. 

Bridgeport  Bars. — ^There  are  three  bars  in  the  vicinity  of  Bridgeport, 
any  one  of  which  is  an  obstruction  to  low-water  navigation.  They  con- 
sist mainly  of  rock  reefs  covered  with  gravel  and  bowlders.  One  is 
above  the  railroad  bridge,  another  at  the  foot  of  Bridgeport  Island,  and 
a  third,  known  as  Widow  Bar,  is  about  1 J  miles  below  the  island. 

Ountersville  Bar. — ^The  river  just  above  Guntersville  is  obstructed  by 
bowlders  and  loose,  detached  rock,  which  make  the  steamboat  channel 
very  crooked  and  difficult  of  passage  during  low- water  stages. 

The  Board  of  Engineer  Officers  convened  by  Special  Orders,  No.  8;3, 

1889,  Headquarters  Corps  of  Engineers,  in  their  report  of  October  22, 

1890,  approved  October  25, 1890,  allotted  $50,000— 

to  the  river  between  Chattanooga,  Tenn.,  and  Decatur,  Ala.,  to  be  expended  in  re- 
moving bowlders  by  blasting,  cutting  trees  from  the  banks,  and  dredging  at  and  l>e- 
tween  the  localities  known  as  Tumbling  Shoals,  Suck,  Pot,  and  Skillet,  in  the  moun- 
tains below  Chattanooga,  as  proposed  m  the  report  of  Board  of  this  date,  and  in 
channel  excavation  at  Bridgeport  and  Guntersville,  Ala. 

Nothing  was  done  in  this  section  of  the  river  until  after  the  last  high 
water.  In  the  latter  part  of  April  a  party  was  organized  to  make  de- 
tailed surveys  of  these  localities,  to  detennine  water  slopes,  depths  at 
low  water,  character  of  bottom,  width  of  water  way,  discharge,  etc.,  at 
The  Suck,  and  to  procure  suttic^ient  data,  at  Bridgeport  and  Gunters- 
ville to  determine  chariu'ter  and  amount  of  excavation  required. 

Field  work  was  commenced  in  May  and  transit  and  level  lines  carried 
down  to  Suck  Point,  a  distance  of  about  12  miles.  Foui'  gauges  were 
established  through  "  The  Suck,"  and  permanent  bench-marks  located 
to  assist  in  h)cating  cross  sections  for  discharges  at  various  water  stages. 
High  water,  caused  by  freciuent  and  hejivy  rains  during  June,  has 
materially  retarded  the  progress  of  the  work. 

Of  the  amount  allott-ed  for  xhm  section  of  the  riven,  $2,519.24  have 
been  expended  in  procuring  the  necessary  instruments,  boats,  etc.,  and 
in  prosecuting  the  work. 

2.  DECATUR,  ALAUAMA,  TO  FLORENCE,  ALABAMA, 

The  principal  obstruct  itms  are  the  Muscle  Shoals,  extending  fixmi 
deep  water  at  Browns  Ferry  to  deep  water  at  Florence;  a  distance  of  38 
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miles,  only  8  of  which  are  navigable,  and  embracing  Elk  Eiver  Shoals, 
Big  Muscle  and  Little  Muscle  Shoals. 

The  object  of  the  improvement  is  to  make  continuous  navigation 
around  these  obstructions  by  means  of  a  lateral  canal. 

The  approved  project,  according  to  which  work  is  being  done,  based 
upon  the  survey  of  1872,  and  somewhat  modified  in  1877,  is: 

(1)  To  enlarge,  rebuild,  and  straighten  the  old  canal  around  Big  Mus- 
cle Shoals  built  by  the  State  of  Alabama  in  1831-'36,  and  abandoned  in 
1837,  by  constructing  a  canal  14J  miles  long,  having  nine  locks,  with  a 
total  lift  of  85  feet,  and  an  aqueduct  900  feet  long  and  60  feet  wide  over 
Shoal  Creek,  with  the  necessary  permanent  dams  and  bridges  over  the 
several  creeks  and  ravines;  the  canal  trunk  to  be  from  70  to  120  feet 
wide  at  the  water  surface  and  6  feet  deep,  and  the  locks  300  feet  long, 
60  feet  wide,  and  having  a  depth  of  5  feet  of  water  on  the  miter  sills. 

(2)  To  construct  at  Elk  Biver  Shoals  a  canal  1^  miles  long,  with  two 
locks,  having  lifts  of  12  feet  and  from  5  to  9  feet,  respectively,  and  of 
same  dimensions  as  the  locks  at  Big  Muscle  Shoals. 

(3)  To  blast  at  Little  Muscle  Shoals  a  channel  through  the  bed-rock 
of  the  river,  and  to  construct  stone  wing  dams  and  retaining  walls  to 
contract  the  waterway  and  to  check  the  velo<4ty  of  the  current  at  cer- 
tain points. 

Having  finished  the  necessary  repairs  and  deta^iled  work  required  to 
properly  operate  it,  the  canal  was  filled  with  water  throughout  its  en- 
tire length  on  November  8,  and  opened  to  navigation  Kovember  10, 1890. 

JBlk  Biver  Division. — During  the  past  fiscal  year  the  construction  of 
a  drift  sluice  in  the  longitudinal  dam  Irom  Browns  Island  to  Lock  A 
was  commenced,  and  is  well  under  way.  The  opening  is  40  feet  in  the 
clear,  closed  by  the  Parker  automatic  gate,  a  modification  of  the  bear 
trap;  the  difference  of  reference  of  its  crest  when  up  and  down  is  8 
feet.  It  is  hoped  by  this  meiins  to  keej)  the  basin  above  Lock  A  free 
from  drift,  wWch  collects  in  such  quantities  during  high  water  as  to 
materially  interfere  ^vith  navigation. 

The  filling  on  both  sides  of  Lock  A  to  the  level  of  the  top  of  the  lock 
walls  was  completed;  the  slope  on  the  river  side  was  covered  with 
heavy  riprap  to  protect  it  against  wash  during  high  water.  An  office 
was  built  on  the  south  side  of  l^e  lock. 

Work  in  the  channel  below  Lock  B  consisted  in  dredging  out  the  re- 
mains of  the  old  cofferdam,  removing  bowlders  and  detached  voek  from 
Gilchrist  Chute  and  Kance  Beef,  and  has  resulted  in  straightening 
and  deepening  the  channel.  A  detailed  survey  wa^  made  from  liock  B 
to  Lock  1  to  ascertain  the  condition  of  this  portion  of  the  river,  and  to 
enable  the  preparation  of  a  project  for  its  radical  improvement.  Land 
was  purchased  at  Locks  A  and  B  as  sites  for  lock  keepers'  houses. 

Muscle  Shoals  Division. — During  the  fiscal  year  the  following  work 
has  been  done  on  this  division: 

The  dam  across  Second  Creek  was  extended  30  feet,  a  new  abutment 
built,  and  another  span  added  to  the  bridge  over  the  dam.  This  exten- 
sion replaces  a  part  of  embankment  built  around  the  abutment  of  the 
old  State  dam  at  this  locality,  which  was  a  constant  source  of  expense, 
due  to  frequent  breaks  and  washouts;  the  spill  is  also  increased,  an 
ailvantage  during  high  fitHKls. 

Truss^  fenders,  consisting  of  IJowe  trusses  2.5  feet  between  outer 
surfaces  of  chords,  were  built  on  both  sides  of  the  aqueduct  along  its 
entire  length;  the  object  of  these  is  to  increase  the  resistance  of  the 
sides  against  the  concussion  of  striking  boats,  and  to  distribute  such 
shocks  to  a  greater  number  of  piers. 
ENa  91 ^145 
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The  work  of  blasting  oflf  the  bluflfs  below  Lock  7  wascontinaedimtil 
November  8,  resulting  in  an  increase  of  30  feet  in  the  width  of  the  canal 
at  this  locality.  The  riprap  stone  thus  obtained  was  placed  along  the 
outside  of  the  towpath  between  Locks  7  and  8  to  strengthen  it,  and  the 
spalls,  added  to  clay,  were  placed  along  the  interior  slope  to  stop  leaks. 

Steel  miter  gears  were  put  on  the  shafts  of  the  drop  gates  to  replace 
the  cast-iron  ones  at  first  used,  as  the  latter  did  not  possess  the  requisite 
strength^  12  small  casks  were  put  on  each  drop  gate  to  increase  its 
buoyancy,  and  brakes  were  added  to  the  maneuvering  apparatus  to 
control  the  motion  of  the  gates. 

About  9,000  cubic  yards  of  sediment,  that  had  been  deposited  in  the 
various  levels  by  the  creeks  and  small  oranches  flowing  into  the  canal, 
were  removed,  partly  by  hand  and  partly  by  the  dredge  Ha/rwood^  re- 
ducing the  bottoms  to  proper  grade. 

The  remains  of  the  old  cofferdam  below  Lock  9  were  also  removed. 

The  work  of  rebuilding  the  railway  along  the  towpath  was  begun 
and  about  9.5  miles  completed.  The  track  is  well  ballasted  with  broken 
stone  throughout,  and  a  new  40-pound  steel  rail  is  used  on*the  side  near- 
est the  cansS. 

A  quarry  was  opened  on  the  Government  land  at  Lock  4  to  obtain 
riprap  stone  for  paving  the  inner  slope  of  the  canal  embankment,  which 
is  washing  away  by  waves  from  passing  boats;  about  5,336  cubic  yards 
are  ready  for  this  purpose.  The  slope  must  be  protected  by  broken 
stone  before  paving,  as  it  is  found  that  the  waves  wash  out  the  earth 
behind  dry  walls,  leaving  the  latter  unsupported. 

Land  for  sites  for  lock  masters'  houses  was  purchased  at  locks  3,  4, 
and  6,  and  negotiations  are  now  under  way  for  buying  the  requisite  land 
at  locks  6  and  9.  Lock  master's  house  at  Lock  1  is  completed,  except 
painting.  The  house  for  the  assistant  engineer  at  Lock  6  is  finished, 
except  the  plumbing.  Foundations  for  lock  masters'  houses  at  locks  3 
and  6  are  completed,  and  at  Lock  4  well  under  way.  An  assistant  lock 
master's  house  was  built  at  Lock  7. 

A  Bucyrus  dredge  is  being  bmlt  under  contract  for  use  at  the  canal. 

For  details  of  work  done  on  both  divisions  of  the  canal  attention  is 
invited  to  accompanying  report  of  Mr.  W.  A,  McFarland,  assistant 
engineer. 

.  LittU  Mmcle  Shoals. — The  improvement  under  the  modified  project, 
as  above^  has  been  practically  completed,  by  cutting  a  channel  2^  miles 
long  through  the  bed-rock  and  building  some  3  miles  of  riprap  wing- 
dams.  The  results  obtained  are  not  satisfactory,  and  a  report  to  this 
effect  having  been  submitted  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  En- 
gineers, the  question  was  referred  by  the  Chief  of  Engineers  to  a  Board 
of  Engineer  Officers  for  consideration. 

The  Board  constituted  by  Special  Orders  No.  83,  Headquarters.  Corps 
of  Engineers,  December  16,  1889,  in  their  report  of  October  23, 1890, 
and  approved  under  date  of  October  29, 1890,  recommended  the  con- 
struction of  a  lateral  canal  on  the  north  bank,  15,000  feet  long,  with 
one  lock  of  the  same  size  as  those  of  the  Big  Muscle  Shoals  Canal ;  that« 
is,  60  feet  by  300  feet,  with  a  lift  of  12  feet,  and  guard  lock  at  head  of 
the  canal. 

No  work  was  done  in  this  locality  during  the  past  fiscal  year. 

On  recommendation  of  the  Board  $250,000  were  allotted  from  the 
appropriation  of  September  19, 1890,  for  continuing  improvement  at 
Muscle  Shoals  Canal.  During  the  fiscal  year  $152,263.25  were  ex- 
pended. 
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BEPORT  OF  MR.   W.  A.   MCFARLAl^D,  ASSISTANT  ENGINEER. 

SUBCMARY  OP  WORK  DONE  ON  THE  TWO    DIVISIONS    OP  THE  MUSCLE  SHOALS  CANAL 
DURING  THE  FISCAL  YEAR  ENDING  JUNE  30,  1891. 

(1)  Above  Lock  J.— At  the  Blufif  Quarry  540  cubic  yards  of  stone  were  quarried  for 
the  dam,  and  101  cnbic  yards  for  use  in  building  the  drift  sluice;  142  cubic  yards  of 
earth  were  stripped  from  the  quarry. 

Bepairing  dam. — One  hundred  cubic  yards  of  itone  were  used  in  closing  an  open- 
ing in  the  dam  opposite  Miltons  Bluff,  and  145  cubic  yards  in  repairing  leaks  where 
the  dam  crosses  towheads.  One  thousand  and  forty-six  cubic  yards  of  dredged  ma- 
terial from  below  Lock  B  were  deposited  along  the  oack  of  the  dam  for  a  distance  of 
about  800  feet,  to  close  leaks. 

Dnft  sluice. — In  November,  1890,  the  building  of  a  drift  sluice,  40  feet  wide,  to 
carry  off  floating  drift  from  the  canal  to  the  river,  was  begun.  Owing  to  high  water 
in  the  river,  work  was  suspended  from  January  to  May,  1891.  .The  sluiceway  when 
not  in  use  is  to  be  closed  by  a  ''Parker  patent  gate."  A  cofferdam  of  sheet  piling 
and  clay  puddle  was  built,  having  a  canal  face  90  feet,  with  arms  of  about  30 
feet  connectinf^  with  the  rock-fill  dam  which  forms  the  canal  embankment  at  this 

Soint;  902  cnbic  yards  of  clay  puddle  were  used  in  filling  in  and  around  this  coffer- 
am,  the  greater  part  of  the  material  being  obtained  from  the  vicinity  of  the  Bluff 
Quarry.    A  second  and  smaller  cofferdam,  built  of  earth  only,  waa  put  on  the  rivor 
side  of  the  sluice  site ;  303  cubic  yards  of  earth  were  used. 
Material  was  excavated  as  follows : 

Cubic  yards. 

Earth 500 

Rock 68 

Mud,  loose  rock,  and  stumps 775 

Snags  pulled 24 

Of  this  amount  34  cubic  yards  of  rock  were  used  as  backing  to  strengthen  the  main 
cofferdam;  440  cubic  yards  of  clay  were  used  as  backing  to  the  rock-fill  dam  in  the 
immediate  neighborhood  of  the  cofferdam.  A  centrifugal  pump  run  by  a  small  sta- 
tionary engine  was  used  to  keep  the  excavation  free  from  water. 

Present  condition  of  the  work. — ^The  bottom  timbers  of  the  sluiceway  are  in  position, 
the  wall  of  masonry  and  timber  at  the  east  side  is  completed  and  the  west  wall  nearly 
so,  and  all  timber  and  iron  for  the  completion  of  the  gate  are  ready  for  framing. 
Timber  to  the  amount  of  15,047  feet,  B.  M.,  has  been  framed  and  put  in  position,  and 
150  cubic  yards  of  masonry  laid,  leaving  only  32  cubic  yards  of  masonry  to  complete 
this  part  of  the  work. 

Retaining  wall  on  crib  above  Lock  A. — ^This  wall  was  built  up  to  a  height  of  4  feet  6 
inches  from  the  crib  foundation  for  a  length  of  40  feet,  and  the  remainder  of  the  wall, 
about  80  feet  in  length,  was  increased  in  height  from  3  feet  4  inches  to  4  feet  6  inches. 
8ix  cubic  yards  of  stone  were  cut  for  this  work,  and  15  cubic  yards  laid  in  cement 
mortar. 

Miscellaneous. — Fifty-one  cords  of  drift  wood  were  taken  from  the  dam  and  used  as 
fuel  at  Matons  Bluff. 

The  construction  track  along  the  dam  was  extended  from  just  above  Lock  A  up 
the  canal  for  a  distance  of  about  800  feet,  and  was  used  in  distributing  along  the 
back  of  the  dam  the  material  which  had  been  received  from  below  Lock  B. 

Two  hundred  and  nine  rails,  12  kegs  of  track  bolts,  and  244  fish  plates,  which  had 
been  lost  in  the  river  just  below  Decatur,  were  recovered. 

(2)  At  Lock  A. — Filling:  Three  thousand  three  hundred  and  seventy  cubic  yards 
of  dredged  material  from  below  Lock  B  were  used  in  filling  in  back  of  the  north 
wall  of  the  lock.  Two  thousand,  three  hundred  and  thirty-four  cubic  yards  of  earth 
and  80  cubic  yards  of  rock  were  used  as  filling  on  the  south  side  of  the  lock, 
most  of  the  material  being  wheeled  from  the  bottom  of  the  canal  just  below. 
Gnuling  and  leveling  north  of  lock,  125  cubic  yards. 

Hydraulic  machinery. — The  piunp-house  was  raised  2  feet,  turbine  and  pimips  re- 
moved and  replaced  2  feet  lower  to  give  greater  head  of  water,  and  the  flimie  to  the 
turbine  lowered  2  feet  6  inches  and  widened  3  feet  6  inches ;  present  size  of  flume  6 
feet  wide  and  8  feet  high.  Sixteen  3- way  cocks  on  the  gate  engines  were  replaced 
by  eight  4-way  cocks. 

Sluiceway  south  of  lock. — Seventy-three  and  one-half  cubic  yards  of  dry  wall  laid. 
This  sluiceway  was  abandoned,  the  stone  and  timber  removed,  and  the  trench  re- 
filled. Four  hundred  and  forty-five  cubic  yards  of  stone  taken  from  this  place  were 
used  in  part  for  the  retaining  wall  on  the  opposite  side  of  the  canal,  and  in  part  as 
riprap. 

Office. — ^A  frame  building,  18  by  34  feet  and  two  stories  in  height,  was  built  on  the 
south  side  of  the  lock,  and  is  used  as  an  office  and  temporarily  as  a  residence  by  the 
lock-mastert 
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Three  acres  of  land  were  cleared  of  timber  aud  iinderbrush  as  a  site  for  lock-mas- 
ter's hoase. 

(3)  Bettceen  Lockg  A  and  B. — Cue  hundred  and  forty  ciibio  yards  of  riprap,  to  save  the 
canal  embankment  from  wash  by  the  river  during  high  water,  were  placed  on  the 
outer  slope,  extending  from  a  point  50  feet  above  the  pump-hoase,  westward  for  a 
distance  of  about  t^  feet.    This  stone  was  taken  from  the  BlnfT  Quarry. 

(4)  At  Lock  B, — Grading  on  north  side  of  lock,  143  cubic  yards. 

(5)  Below  Lock  B. — Dredging:  Sixteen  thousand  four  hundred  and  forty-six  cubic 
yaros  of  mud,  sand,  gravel,  small  stones,  and  bowlders  were  removed  by  dredge 
Harwood  from  the  channel  immedi#;ely  below  Lock  B  to  Gilchrist  Chute.  Of  tUs 
amount  9,940  cubic  yards  were  deposited  near  the  left  bank,  the  remainder  being 
nsed^  as  stated  above,  in  repairing  dam  and  in  grading  at  locks. 

Removing  rock  at  Nance  Reef, — One  hundred  and  sixty-nine  cubic  yards  of  material, 
consisting  of  bowlders  and  fragments  of  rock  previously  blasted,  were  removed  from 
the  chute  at  Nance  Reef  and  deposited  as  a  guide  dam  to  the  chute. 

Miscellaneous. — Drift:  It  is  estimated  that  1,655  cords  of  drift  wood  were  locked 
through  the  canal  during  the  year.  Great  inconvenience  is  caused  by  this  d^ft, 
which  collects  in  large  quantities  above  Lock  A,  and  seriously  interferes  with  navi- 
gation. 

One  and  one-half  miles  of  railway  track,  from  below  Lock  A  to  above  Lock  B  were 
taken  up. 

Above  Lock  1. — ^At  the  upper  entrance  to  the  canal,  about  a  half  mile  above  Lock  1, 
7,750  cubic  yards  of  mud  wnich  had  collected  in  the  channel  was  dredged  out  by  the 
United  States  dredge  Hancood,  The  greater  part  of  this  material  was  carried  out 
into  the  river  by  the  current  passing  through  a  cut  near  the  shore  end  of  the  wing 
dam,  and  the  remainder  was  deposited  on  shore  and  in  shoal  water  to  the  north  of 
the  channel. 

At  Lock  1, — ^The  lock-master's  house  was  complet<}d  with  the  exception  of  painting. 
Work  was  done  as  follows :  Three  chimneys  built,  400  square  yards  of  plastering,  18 
windows  cased  and  finished,  15  doors  fitted  and  hung,  11  doors  cased,  1,230  feet  of 
flooring  laid,  stairs  and  west  gable  finished,  2  hearths  put  in,  mantels  set,  and  broken 
windows  reglazed. 

Twenty  cubic  yards  of  mud,  which  had  collected  about  the  miter  sills  of  the  lock, 
and  which  interfered  with  the  movements  of  the  gates,  were  removed  by  hand- 
dredging,  the  steam  dredge  being  unable  to  work  in  so  contracted  a  space. 

Between  Locks  1  and  2, — ^A  new  span  30  feet  in  length  was  added  at  the  upper  end  of 
the  Second  Creek  Dam  and  Bridge,  to  overcome  a  weak  place  in  the  embankment 
caused  by  the  remains  of  an  old  abutment,  and  also  to  increase  the  capacity  of  the 
dam  for  carrying  off  the  surplus  water  from  Second  Creek  in  time  of  freshet.  A 
cofferdam  of  sheet  piling  and  clay  puddle  was  built  to  exclude  the  water  of  the 
canal ;  420  cubic  yards  or  earth  and  24  cubic  yards  of  old  masonry  were  excavated, 
and  168  cubic  yards  of  masonry  laid  in  cement  mortar.  Nine  cubic  yards  of  cut 
stone  were  used  for  coping,  etc.  Two  new  15-incli  I-beams  were  used  on  the  bridge 
span.    This  work  is  complete  with  the  exce])tiou  of  removing  the  cofferdam. 

At  Lock  2. — ^The  verantfa  of  the  assistant  lock-master's  house  was  moved  from  the 
front  to  the  end,  this  being  necessary  to  give  sufficient  room  for  railway  construc- 
tion at  this  point. 

Between  Locks  2  and  3. — ^Two  hundred  and  fifty-five  cubic  yards  of  rock,  gravel, 
etc.,  which  had  become  detiiched  from  the  bluffs  by  the  action  of  frosts  and  fallen 
into  the  canal,  were  removed ;  the  pool  was  emptied  and  the  work  of  removal  done 
by  hand.  One  thousand  five  hundred  and  sixty -nine  cubic  yards  of  clay  were  used 
in  stopping  leaks  and  strengthening  embankments. 

At  JA}ck  3. — The  fouudation  wall  and  piers  for  the  lock-master's  house  were  com- 
pleted, 27  cubic  yards  of  earth  being  excavated,  and  21  cubic  yards  of  masonry  laid; 
the  foundation  is  now  ready  for  the  superstructure. 

Between  Locks  3  and  4. — Four  of  the  valves  in  Bluewater  Dam  being  in  bad  condi- 
tion were  removed  and  replaced  by  new  and  stronger  ones.  Ninety -eight  cubic  yards 
of  rock  which  had  fallen  into  the  canal  from  the  l)luff8  were  removed. '  Two  hundred 
and  thirty  cubic  yards  of  riprap  were  placed  on  the  outside  of  the  embankment. 

Lock  4. — A  quarry  camp  was  established  at  this  lock,  and  a  quarry  opened  on  land 
belonging  to  the  United  States,  lor  the  pnri>ose  of  getting  stone  to  be  used  in  paving 
the  inner  slope  of  the  canal  embankment,  and  in  ballasting  the  railway;  up  to  the 
end  of  the  fiscal  year  7,336  cubic  yards  of  stone  had  been  quarried  and  6,611  cubic 
yards  of  earth  stripped  from  quarry;  of  the  stone  quarried  2,000  cubic  yards  were 
used  in  ballasting  railway.  About  .Juno  1  a  stone-crusher  was  received  at  the  quarry 
and  mounted  on  a  barge  ibr  convenience  in  handling;  this  plant  has  since  been  used 
in  preparing  stone  for  use  on  railway,  821  cubic  yards  being  crushed. 

Twenty  cubic  yards  of  earth  excavated  for  foundation  of  lock-master's  house  and  5 
^ards  masonry  laid. 
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Between  Locls  4  and  5. — Twoiity-fivo  culiic  yards  of  ripr.ap  stoiio.  wore  nsod  in 
Rtrtmgthening  the  embankment. 

At  Lock  5, — Brakes,  walk  way,  and  floats  were  attached  to  the  drop  gate,  and  the 
cast-iron  miter  gears  connecting  vertical  with  horizontal  shafts  wore  replaced,  by 
cast  steel.  One  thousand  and  mty-one  cubic  yards  of  earth  and  11  cubic  yards  of 
broken  stone  were  used  in  filliiig  in  on  the  north  side  of  the  lock,  giving  an  embank- 
ment about  15  feet  in  width  at  top. 

Between  Locks  5  and  6. — ^In  the  vicinity  of  Four-Mile  Creek,  the  pool  being  empty, 
a  branch  track  500  feet  long  w^  laid  from  the  railway  to  the  bottom  of  the  canal, 
and  5,350  cubic  yards  of  earth  were  removed  from  above  grade.  Four  hundred  and 
ninety-eight  cubic  yards  of  heavy  riprip  stone  were  taken  from  Brook's  Quarry  and* 
placed  on  the  outer  slope  of  the  embankment  just  below  Six-Mile  Creek.  To  do  this 
work  to  advantage  a  steam  derrick  was  erected  on  a  barge. 

Two  maneuveriug  gears  for  opening  and  closing  valves  were  put  in  at  Six-Mile 
Dam. 

At  Lock  6, — Floats  and  brakes  were  attached  to  the  drop  gate,  and  cast-iron  bevel 
gears  replaced  b  v  steel.  Work  was  done  on  the  assistant  engmeer's  house  as  follows : 
33^650  brick  laid;  1,986  square  yards  plastering  ^two  coats),  465  square  y'ards  lath- 
ing; 360  feet  flooring  laid;  300  feet  ceiling  put  in  front  hall;  front  stairway  built 
complete ;  front  and  side  verandsis  built ;  fireplace  built  in  front  hall,  and  five  hearths 
and  mantels  put  in ;  doors  and  windows  cased  and  finished,  and  painting  complete 
inside  and  out.    The  house  is  now  finished,  with  exception  of  plumbing. 

Foundation  wall  and  piers  for  the  lock-master's  house  were  completed,  25  cubic 
yards  of  earth  being  excavated  and  21  cubic  yards  of  masonry  laid;  the  foundation  is 
ready  for  the  superstructure. 

-There  were  also  built  a  house  for  the  shelter  of  lime  and  cement,  a  temporary  shel- 
ter for  locomotive,  and  a  fence  around  the  United  States  land  on  the  north  side  of 
the  canal.  A  short  wall  of  dry  rubble  was  built  on  the  inner  slope  of  the  embanlc- 
ment  immediately  below  the  lock  to  protect  embankment  against  wash  during 
emptying  of  lock. 

Between  Locks  6  and  7. — One  hundred  lind  forty-two  cubic  yards  of  earth  and  gravel 
deposit  were  removed  from  the  bottom  of  the  canal. 

Aqueduct. — ^A  timber  fender  guard  was  built  on  either  side  of  the  a<}ueduct  along 
its  whole  length,  with  the  object  of  lessening  the  shock  in  case  of  collision  with  the 
structure  by  passing  craft. 

New  valves  and  valve-gear  were  put  in  just  above  and  below  the  aqueduct,  and 
accumulations  of  drift  were  cleared  away  from  against  the  upper  sides  of  its  piers. 

At  Lock  7. — Brakes  and  floats  were  put  on  drop  gate,  and  a  broken  pinion  was  re- 
moved from  the  horizontal  shaft  and  replaced  by  a  new  one.  Cast-iron  miter  gears 
were  replaced  by  steel.  Thirty-five  hundred  and  seventy-one  cubic  yards  of  earth 
and  540  cubic  yards  of  broken  stone  were  used  in  filling  in  back  of  the  lock  wall  on 
the  north  side,  giving  a  fill  15  feet  wide  on  top,  with  slopes  of  about  45  degrees. 

A  house  for  the  assistant  lock  master  was  built  on  the  south  side  of  the  lock. 

Between  Locks  7  and  S, — Four  thousand  five  hundred  and  eighty-two  cubic  yards  of 
rock  were  quarried  from  the  bluffs  on  the  north  side  of  the  canal  just  below  Lock  7, 
and  4,216  cubic  yards  of  this  amount  was  placed  as  riprap  on  the  outer  slope  of  the 
embankment  on  the  same  section.  The  spalls  obtained  in  the  course  of  the  work  were 
used  as  pavement  on  the  inner  slope  of  the  embankment.  As  a  result  of  this  rock 
excavation  the  available  width  of  the  canal  at  the  bend  just  below  Lock  7  was  in- 
creased by  30  feet.  Three  hundred  and  ninety-three  cubic  yards  of  clay  were  used 
in  stopping  leaks. 

At  Look  8. — Brakes  and  floats  were  put  on  the  drop  gate;  cast-iron  miter-gears  re- 
placed by  steel,  and  the  plank  walk -way  along  the  north  side  of  the  lock  was  com- 
pleted. 

At  Look  9, — ^Brakes  and  floats  were  put  on  drop  gate,  and  cast-iron  miter-gears  re- 
placed by  steel. 

Below  Lock  9. — One  thousand  two  hundred  cubic  yards  of  sand  and  gravel  were 
dredged  from  the  entrance  to  the  canal  and  thrown  over  into  deep  water  in  the  river 
by  the  United  States  Dredge  Harwoody  and  an  old  coff*erdam  which  had  been  an  ob- 
struction at  low  water  was  removed. 

Bailway  construction. — On  January  5  the  work  of  rebuilding  the  railway  along 
the  canal  towpath  was  begun,  and  up  to  July  1  a  length  of  50,500  feet  had  been 
completed.  The  track  is  laid  on  ties  of  white  and  post  oak,  and  is  ballasted  with 
broken  stone  throughout.  A  new  40-pound  steel  rail  is  used  on  the  side  of  the  track 
nearest  the  canal,  the  other  side  boiug  made  up  of  the  best  of  the  rails  from  the  old 
track.  Two  new  18-ton  locomotives  were  received  during  the  year,  and  one  of  them 
has  been  in  constant  use  for  several  months. 

The  steamer  McFarland  has  been  employed  in  towing  and  assisting  in  the  general 
work  on  the  canal. 

UiMellwMom.^ThA  telephone  line  has  been  extended  to  Locks  7  and  &    ▲  doiTiok 
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was  built  on  a  barge  for  the  use  of  ihe  Unites  States  snag  boat  Weifzeh  Weeds  and 
brush  were  cut  along  the  banks  of  the  canal  for  a  distance  of  14  miles  and  from  the 
bottom  for  a  distance  of  about  5  miles.  About  200  muskrat  holes  were  dug  out  and 
rctilled.  Up  to  April  almost  constant  repairs  were  ma<le  to  the  old  railway,  as  in 
spite  of  its  bad  condition  it  waa  in  constant  use.  The  following  table  will  show  at  a 
glance  the  total  amount  of  excavation^  etc.,  done  during  the  year: 

[Quantities  given  in  cnbic  yarda.] 


ExcavatioxL. 

Fill. 

Quarry. 

1 

! 

1 

Location. 

1 

1 

« 

1 

|. 

6 

1 

t 

« 

1 

! 

JL1k>vo  X<oc1c  a.    ..... 

1,275  '; 

68 
445 

2,691 

6,704 

279 

1 
641         142 

♦165 

A 

At  Lock  A 

73 

Between   A  nnd  B  . . 

2,334 

140 

Rflow  Look  B 

16,446 

7,750 
20 

.    _ ., 

169 

1 

:::::!::::::-i:::::::i:::::::i':::: 

At  Lock  1 

1             1             1 

Between  1  luiil  2 

420  '     24 

' 1 i 

168 

Between  2  and  3 

255 

1,669 

i:::::::::::::!:::::::::::: 

At  Lo«k  3 

27 

1  1 

21 

Between  3  and  4 

98 

230 

1 

At  Lock  4           ..       . 

«. 

7,336  '  fi-611 

821 

6 

Between  4  and  5 

25 

.   .. 

At  Lock  5 

' 



1,051 

11 

Between  5  and  6 

6,350 

25 

142 

498 

At  Locke 

21 

Between  6  and  7     ... 

At  Lock? 

8,571 
893 

540 

1 

Between  7  and  8 

4,682 

4,216 

1 

Below  Lock  9 

1,200 

1 i 

Total 

25,416 

9,603 

377 

6,264 

14,979 

661 

5,388 

7,977  :  6  753 

821 

453 

19 

■ 

*  Dry  rubble. 
3.  FLORENCE,  ALABAMA,   TO  THE  FOOT  OF  BEE   TREE  SHOALS. 

Colbert  and  Bee  Tree  Shoals,  beginning  about  22  miles  below  Flor- 
ence, form  tlie  principal  obstructions  to  navigation  during  tlie  low- 
water  stages.  These  shoals,  which  maybe  considered  as  forming  one  con- 
tinuous obstacle,  are  8  miles  in  length,  with  a  total  fall  of  25  feet  at  low 
waterj  and  at  tliis  stage  the  depth  in  the  channel  is  about  1.5  feet. 
Four  islands  divide  the  river  through  the  shoals  longitudinally,  and  the 
work  heretofore  carried  on  for  the  improvement  of  navig<ation  consisted 
in  building  riprap  dams,  which,  in  connection  with  the  islands, confined 
the  water  to  the  chute  along  the  north  bank.  Increased  depth  was  ob- 
tained by  channel  excavation.  This  method  does  not  give  results  ade- 
quate to  the  present  needs  of  commerce. 

Surveys  were  made  in  August  and  September,  1890,  to  procure  such 
additional  information  as  was  required  to  prepare  a  project  and  estimate 
for  the  radical  improvement  of  the  shoals.  These  surveys,  at  first  con- 
fined to  the  islands  and  the  chute  to  the  south,  were  subsequentiy  ex- 
tended over  the  bottom  lands  along  the  south  river  bank.  The  data 
obtained  was  submitted  to  a  Board  of  Engineer  Officers,  and  the  rec- 
ommendation of  the  Board  to  open  navigation  around  the  shoals  by 
means  of  a  lateral  canal  excavated  through  the  bottom  lands  along  the 
south  bank  was  approved  November  28, 1890.  The  existing  project, 
therefore,  contemplates  the  construction  of  a  canaJ  on  the  south  bank 
of  the  river,  7.8  miles  long,  150  feet  wide  at  the  water  surfaice,  and  a 
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depth  of  7  feet.  A  combined  lock,  with  a  total  lift  of  26  feet,  is 'to  be 
placed  at  the  lower  end  and  a  guard  lock  at  the  head  for  use  when  nec- 
essary at  very  high  water,  the  locks  to  be  80  by  350  feet  and  a  depth  of 
0  feet  of  water  on  the  miter  sills  at  extreme  low  water. 

A  survey  party  was  organized  in  Ai)ril  to  locate  the  proposed  canal, 
and  to  determine  depth  of  rock  suitable  for  lock  foundations,  chara<?t/er 
of  soil  to  be  excavated,  amount  of  channel  excavation  at  the  approaches, 
extent  of  lands  to  be  purchased,  and  such  other  data  as  is  required  to 
prepare  the  drawings  and  plans  necessary  to  properly  carry  on  the 
work  of  construction. 

The  party  began  operations  in  May  and  at  the  end  of  the  fiscal  year 
4.5  miles  of  the  proi)osed  canal  were  located  and  staked  out;  preliminary 
lines  were  run  to  get  an  accurate  topographical  knowledge  of  the  ground 
before  determining  the  final  line.  Four  i)ermanent  gauges  were  estab- 
lished, connected  by  a  line  of  levels,  and  daily  i-ecord  kept  of  the  gauge 
readings.  Soundings  were  taken  in  the  river  below  the  lower  entrance 
every  20  feet  on  lines  20  feet  apart.  Cross  sections,  extending  up  to 
high- water  level,  were  taken  every  100  feet,  and  at  shorter  intervals 
where  the  ground  was  irregular;  borings  were  made  at  these  cross 
sections  to  determine  character  of  subsoil.  Twelve  pits  were  sunk  to 
rock  along  the  lower  2  miles  of  the  route  to  accurately  determine  its 
character  and  extent.  The  topographical  maps  were  plotted  as  field 
work  progressed. 

Of  the  $150,000  allotted  for  the  improvement  of  Colbert  and  Bee 
Tree  Shoals  in  accordance  with  the  approved  project,  $4,670.20  were 
expended  up  to  the  close  of  the  fiscal  year. 

BRIDGES. 

The  new  draw  in  the  bridge  at  Florence  is  completed,  but  three  old 
piers  still  obstruct  the  channel.  The  owners  have  been  duly  notified 
to  remove  these  obstructions  and  to. modify  the  abutment  pier;  work 
in  compliance  with  the  notice  is  now  under  way. 

The  money  statement  for  this  work  is  consolidated  with  that  for  Ten- 
nessee River  below  Bee  Tree  Shoals  (Appendix  £  E  1),  so  as  to  embrace 
the  entire  reach  of  the  river  below  Chattanooga,  as  follows : 

TENNESSEE  BIVEB  BELOW  CHATTANOOGA,  TENNESSEE. 


Money  statement. 

sd 

,  and6023 

Amount  appropriated  by  act  approved  September  19, 1890 475, 000. 00 


Julyl.  1890,  balance  unexpended $35,501.80 

Transfer  settlements  5712,  5740,  and  6023 3.91 


510,605.21 
June  30, 1891,  amount  expended  during  fiscal  year 160, 619. 65 

July  1,1891,  balance  unexpended 349,885.56 

July  1, 1891,  outstanding  liabilities $17, 369. 91 

July  1, 1891,  amount  covered  by  uncompleted  contracts  . .        27, 585. 60 

44,955.51 

July  1, 1891,  balance  available 304,930.05 

'  Amount  (estimated)  required  for  completion  of  existing  project 5, 565, 762. 00 

Amount  tbat  can  be  profitably  expended  in  fiscal  year  ending  June 

30,1893 2,155,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 

harbor  acts  of  1866  and  1867. 
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COMMBKCIAL  STATISTICS  FROM  JULY  1,  1890,  TO  JUNE  30,  1801, 

JBetwcen  Chattanooga,  Tenn,,  and  Decatur,  Ala. 


Tons. 

Lamber 653 

Cotton 580 

Livestook 2 

Qwan 1,100 

Total  niunber  of  tons,  40,500. 


Torn. 

Flonr 61 

Cottonseed 93 

General  merchandiee 451 

Logs 87.500 


Between  Florence,  Ala.,  and  PiUlucak,  JCy. 


Tons. 

Iron 10,299 

Staves 8.427 

Lumber 29.172 

Cotton 6,029 

Peanuts 4,294 

Livestook 1,384 

Hoop  poles 473 

Total  nnmber  of  tons,  436,466;  total  nnmber  of  passengers,  17,025. 


Tons. 

Grain 14.848 

Floor •  0,400 

Cottonseed 1,194 

Sand 2,100 

General  merchandise 28,906 

Logs 297,789 

BiOlroadties 80,000 


Kew  Une$  of  transportation  estabUsked. — ^Tenneflsee,  Ohio  and  Bfifiaissippi  Riyer  Tmns- 


portation  Company,  between  Chattanooga,  Tenn.,  and  St.  Louis,  Mo. 
Navigation  Company,  between  Sheffielc^  Ala.,  and  Padncah,  Kj, 


enneaoeeRlTer 


Name  of  boat. 

Length. 

Breadth 

DepOi. 

Tomiage. 

BetWMn  Ohattanoogaj  Tenn,,  and  Decatur,  Ala. 
Dixie 

Feet. 

80.0 
120.0 
118.0 
153.0 
134.0 

1940 
100.0 
188.0 
180.0 
183.0 
200.0 
181.0 

i:r2.o 

166.0 
164.0 

Feet. 

19.0 
24.8 
24.0 
28.0 
27.8 

83-0 
82.0 
81.0 
85.0 
87.0 
35.0 
82.6 
29.0 

8.2 

4.0 
4.2 
4.0 
8.0 

4.6 

6.8 

6.0 

6.6 

6.26 

0.1 

6.0 

8.6 

6.0 

6.4 

Time. 
08.88 

B.  F.  Young 

100.80 

B.  T.  ColesT 

184.91 

R.  C.  Gunter 

837.80 

Herbert 

187.00 

Belato  Florence,  Ata. 
Helena 

868l81 

City  of  Florence 

866.31 

Cif.y  nf  S^yratiuf^h ...... 

636.56 

Citv  of  Sheffield 

050.00 

City  of  Padncah 

700.00 

W.F.  Nisbet 

670.80 

Clyde 

888.90 

C.Smith 

220.39 

A .  .T.  T)ppc-An .......,- 

800.00 

Ironsides 

30.0 

282.80 

Comparative  etatemmt  of  freight  ratee  charged  (if  steamer  and  hy  railroad  between  Flor- 
ence and  Sheffield,  Ala.,  and  points  on  the  Ohio  and  Mississippi  rivers* 

[Pig-iron  per  ton  of  2,268  pounds— tariff  of  1890.] 


From  Florence  and  Sheffield  to— 


Padncah,  Ely 

Cairo,  111 

EvansviUe,  Ind . . . 
LoaisTille,Ey .... 
Cincbinati,  Ohio  ., 
Bridgeport,  Ohio. 
Wheeling,  W.  Va. 

Pittebnrg,  Pa 

St.  Louis,  Mo 


To  Florence  and  Sheffield  ftom— 


Bacon  per   100 
pounds. 


By  water.  By  raU, 


By  water.   By  rail, 


Grain,  hay,  and  bran 
per  100  pounds. 


Flour  per  bttral. 


By  water.   By  rail. 


Paducah,  Ky.,  and  Cairo,  HI. 

EvansA'iUo,  Ind 

8t.  Louis,  Mo 


Cente. 
1.5 
20 
20 


Cente. 
22 
25 


OenU, 
l^ 
15 
16 


Cente. 
17 
20 
22 


Cents. 


Oents. 


89 
U 

80 
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repollt  of  board  of  engineers  on  ilvtpkovement  of  the  "suok.'^ 

Engineer  Office,  U.  S.  Army, 

Nashmlle^  Tenn,^  October  22^  1890. 

General  :  The  Board  of  Engineer  Oflficers  constituted  by  Special 
Orders  No.  83,  Headquarters,  Corps  of  Engineers,  December  16, 1889, 
reconvened  at  Nashville,  Tenn.,  on  the  call  of  the  senior  member,  Octo- 
ber 18, 1890. 

By  an  indorsement  dated  office  Chief  of  Engineers^  January  3, 1890, 
on  a  letter  addressed  to  the  Chief  of  Engineers  by  Lieut.  Col.  J.  W. 
Barlow,  under  date  of  December  30, 1889,  the  consideration  by  this 
Board  of  a  project  for  the  removal  of  obstructions  in  the  Tennessee 
River — commonly  known  as  the  "  Suck^ — ^was  required. 

On  October  18, 1890,  the  Board  proceeded  to  Chattanooga,  Tenn.,  and 
on  the  tbllowing  day  made  a  personal  examination  of  the  obstructions. 
The  information  furnished  by  such  examination,  and  by  former  exami- 
nations, surveys,  and  reports,  enable  the  Board  to  submit  the  following 
report: 

A  detailed  examination  of  the  "Suck'^  was  made  by  Lieut.  Col.  S.  H. 
Long,  topographical  engineer,  in  1830,  and  a  full  description  of  this 
section  of  the  river,  with  project  for  improvement,  is  given  in  his  report 
on  Holston  and  Tennessee  rivers,  made  to  the  Board  of  Internal  Im- 
provement for  East  Tennessee,  and  printed  as  Ex.  Doc.  No.  167,  Forty- 
third  Congress,  second  session.  A  fhll  description  of  these  obstructions 
is  also  given  in  a  report  on  examinations  and  surveys  on  the  Tennessee 
Eiver  by  Assistant  Engineer  W.  B.  Gaw  (under  date  of  February  11, 
1868)  to  General  Weitzel,  Corps  of  Engineers. 

The  obstructions  known  as  the  "  Suck  "commence  about  13  miles  below 
Chattanooga,  Tenn.,  and  extend  downstream  over  a  distance  of  about  9 
miles.  They  form  a  series  of  rapids  separated  by  pools,  known  as  the 
Tumbling  Shoals,  the  Suck,  the  Boiling  Pot,  the  Pan,  and  the  Skillet,  and 
are  formal  by  bars  of  gravel,  bowlders,  and  detached  and  solid  rock,  and 
by  the  contraction  of  the  section  of  the  river  and  the  excessive  slope, 
resulting  from  the  passage  of  the  river  through  a  gorge  in  the  Cumber- 
land Mountains.  During  low  water  these  falls  are  obstructions,  owing 
to  lack  of  depth  and  excessive  current;  and  during  high  water,  while 
the  depth  is  sufficient,  the  current  is  in  some  cases  so  increased  by  the 
narrow  cross  section  as  to  render  navigation  almost  imi)0S8ible.  In 
1869-^70  a  little  work  was  carried  out  tor  the  improvement  of  the  Pot 
and  the  Suck,  consisting  in  the  dredging  of  bowlders,  loose  rock,  and ' 
gravel.    Some  good  is  reported  to  have  resulted  from  this  work. 

A  radical  improvement  of  this  section  of  the  Tennessee  Biver,  which 
would  render  navigation  jQree,  easy,  and  unobstructed  at  all  times, 
would  necessarily  consist  of  an  enlargement  of  the  river  section  and 
channel  excavation  for  the  distribution  of  slope  over  a  sufficient  length, 
or  the  construction  of  canals  or  slack- water  navigation  for  use  at  all 
stages  of  the  river  up  to  its  highest  floods.  The  first  method  is  imprac- 
ticable, and  the  ^eat  expense  of  the  second  method  renders  it  unwor- 
thy of  consideration,  at  least  at  the  present  time. 

All  the  projects  heretofore  presented  for  the  improvement  of  low- water 
navigation  of  the  Suck  have  contemplated  the  deepening  and  straight- 
ening of  the  channel  through  the  rapids,  by  dredging  of  rock  and  gravel, 
the  removing  of  certain  detached  rocks,  bowlders,  and  projecting  points, 
which  now  cause  troublesome  whirls  and  eddies,  the  construction  of 
dams  for  changing  slope  and  reducing  currents,  and  arrangements  for 
&ciUtating  the  haulifig  of  boats  up  the  rapids  by  means  of  lines  aad 
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capstans ;  a  slight  enlargement  of  the  high- water  section  by  the  removal 
of  trees  and  certain  rocky  projections  lias  also  been  proposed. 

It  is  the  opinion  of  tiie  Board  that  work  of  the  above  character,  if 
carried  out  with  judgment,  will  make  the  passage  of  the  obstructions 
here  considered  easier,  and  that  it  is  the  proper  class  of  improvement 
to  be  applied,  when  funds  may  be  available,  and  after  the  necessary 
data  has  been  obtained  to  permit  of  a  careful  and  detailed  study  of  the 
problem. 

The  surveys'of  the  "Suck"  heretofore  made,  and  which  are  now  before 
the  Board,  are  not  sufficiently  detailed  and  .complete  to  furnish  the  in- 
formation as  to  channel  depths,  slopes,  and  other  matters  needed  for 
projecting  the  entire  work.  A  detailed  examination  should  be  made  for 
determining  the  location  and  extent  of  obstructions,  and  the  depths  and 
slopes  in  the  channel  on  the  rapids  and  in  the  connecting  pools,  with  a 
view  to  determining  the  probable  effect  on  the  depth  and  current  of  the 
pools  of  the  work  proposed  for  decreasing  slope  and  increasing  the  depth 
on  the  rapids. 

While  much  of  the  work  contemplated  for  the  improvement  of  the 
navigation  of  the  "  Suck  "  can  not  be  safely  undertaken  in  advance  of  the 
detailed  examinations  above  referred  to,  it  appears  that  there  is  some 
work,  such  as  the  removal  of  obstructive  detached  rock  and  bowlders, 
the  clearing  of  banks  for  facilitating  high-water  flow,  the  smoothing  of 
shores,  and  providing  ring  bolts  to  facilitate  pulling  boats  upstream, 
and  the  deposit  of  such  material  below  the  rapids  so  as  to  prolong  the 
fall  and  reduce  the  slope  can  be  undertaken  to  advantage  whenever 
funds  are  available  for  such  work,  and  the  employment  of  a  small  party 
for  the  carrying  out  of  such  partial  improvements  will  offer  most  favor- 
able opportunities  for  detailed  observations  and  study  of  the  obstaruo- 
tions. 

Kespectf  :*iiy  submitted. 

J.  W.  Barlow, 
Lieut,  CoLj  Corps  of  Engineers, 
A.  Mackenzie, 
Major.  Corps  of  Engineers, 
H.  M.  Adams, 
.  Major ^  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 

[First  indorsement.] 

Office  Chief  of  Engineers, 

U.  8.  Army, 

October  25^  1890. 
Approved. 

Thos.  Lincoln  Casey, 
Brig.  Oen.,  Chief  of  Engineers. 


report  of  board  of  engineers  on  improvement  of  little 
muscle  shoals,  tennessee  river. 

Engineer  Office,  U.  S.  Army, 

NashvilUj  Tenn.,  October  23^  1890. 
General:  l?he  Board  of  Engineer  ofiScers  constituted  by  Special 
Orders  No.  83,  Headquarters,  Corps  of  Engineer^  December  16, 1889, 
<<to  examine  and  report  what  changes  and  additions  are  required  in  tiie 
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3Ii\8cle  Shoals  Canal  system,''  was  instructed,  by  a  letter  ds^ted  Oflace 
Chief  of  Engineers,  December  17, 1889,  "  to  examine  and  report  fully 
ni>on  the  navigation  and  aids  to  the  same  upon  the  Little  Muscle  Shoals  " 
of  the  Tennessee  Eiver. 

In  January,  1890,  the  Board  made  a  trip  over  Little  Muscle  Shoals 
and  had  under  consideration  the  maps  and  data  at  that  time  available. 
Under  date  of  January  13, 1890,  the  following  report  upon  the  Little 
Muscle  Shoals  was  submitted  by  the  Board: 

The  B^ard,  having  carefoUy  examined  the  maps  and  profiles  of  Little  Muscle  Shoals, 
and  personally  tested  the  current  in  the  channel,  are  of  the  opinion  that  the  present 
method  of  improvement  hy  excavation  and  wing  dams  is  insufficient  to  provide  a 
slope  that  ^ill  admit  of  practical  upstream  navigation  at  aU  stages  of  the  river.  In 
the  upper  part  of  these  shoals  the  fall  at  low  water  is  13  feet  yj  a  distance  of  15,000, 
or  an  average  of  4.6  per  mile.  From  the  foot  of  this  steep  decline  to  Florence  the 
slope  is  9  feet,  or  ahout  2  feet  per  mUe. 

The  Board  are  of  the  opinion  that  the  only  practicable  method  of  providing  safe 
and  easy  upstream  navigation  during  low  water  at  the  upper  portion  of  the  Little 
Muscle  'Shoals  is  by  a  canal  and  locks ;  but  it  is  the  furtner  opinion  of  the  Board 
that  the  surveys  and  data  now  available  are  not  in  sufficient  detail  to  permit  of  the 
careijul  preparation  of  proper  plans  and  estimates.  The  Board  would  therefore  pro- 
pose to  defer  their  report  upon  the  further  improvement  of  navigation  at  the  Little 
Muscle  Shoals  until  a  detailed  survey  of  Little  Muscle  Shoals  can  be  made  and  plans 
and  estimates  for  a  canal,  based  on  such  survey,  be  available  for  consideration. 

The  detailed  survey  proposed  by  the  Board  having  been  made,  under 
Lieutenant-Colonel  Barlow's  direction,  by  Lieutenant  Goethals,  and 
plans  and  estimat/es  for  a  canal  having  been  prepared,  tlie  Board  recon- 
vened at  Nashville,  Tenn.,  on  October  18, 1890,  for  the  furtlier  consid- 
eration of  the  subject,  and  having  carefully  studied  all  the  data  avail- 
able, including  the  result  of  the  new  survey  by  Lieutenant  Goethals,  it 
has  the  honor  to  submit  the  following  report: 

The  Little  Muscle  Shoals  of  the  Tennessee  Eiver  commence  at  a  point 
1  mile  below  the  lower  end  of  the  Big  Muscle  Shoals  Canal  and  extend 
downstream  a  distance  of  3J  miles.  The  channel  through  the  rock 
bed  of  these  shoals  at  low-water  stages  is  so  crooked,  of  such  insufft- 
cient  depth,  and  the  current  is  so  rapid,  that  successful  navigation  is 
impracticable  over  this  stretch  of  the  river  at  low- water  stages. 

The  only  work  carried  out  heretofore  for  the  improvement  of  naviga- 
tion over  these  shoals  has  consisted  in  rock  excavation  for  widening 
and  deepening  the  channel  and  the  construction  of  dams  for  raising 
the  water  surface.  A  slight  betterment  of  the  channel  has  resultt^d 
from  the  work  carried  out,  but  it  is  the  opinion  of  the  Board  that,  owing 
to  the  character  of  the  bed  of  the  river  and  to  the  excessive  slope  and 
resulting  rapid  current,  such  a  channel  as  will  eventually  be  required 
for  navigation  of  the  Tennessee  River  can  not  be  secured  by  a  contin- 
uation of  the  open  channel  improvement. 

The  plan  of  improvement  proi)osed  for  the  Little  Muscle  Shoals  by 
the  board  of  internal  improvement  in  1831  was  a  canal  along  the  north 
side  of  the  river.  A  similar  plan  was  recommended  by  Maj.  Walter 
McFarland,  Corps  of  Engineers,  in  1872,  and  it  is  the  opinion  of  the 
Board  that  the  radical  improvement  of  navigation  at  these  shoals  can 
best  be  accomplished  by  such  canal  construction. 

The  Board  would  recommend  the  construction  of  a  canal  commencing 
at  a  point  on  the  north  bank  about  7,400  feet  below  Lock  9  of  the  Big- 
Muscle  Shoals  Canal,  following  down  the  shore  15,000  feet  and  entering 
the  river  about  12,000  feet  above  the  railroad  bridge  at  Florence,  Ala. 
The  canal  is  to  be  formed  by  an  embankment  in  the  bed  of  the  river, 
built  of  earth  with  core  of  clay,  and  protected  on  the  outside  by  riprap 
and  paving,  and  on  the  inside  by  riprap;  the  embankment  to  be  12  feet 
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wide  on  top,  with  »\o])C  of  1  on  2  outHido  and  2  oii  .'1  insido,  and  having 
a  height  of  6  feet  above  the  high  water  of  1879.  A  lock  at  the  foot  of 
the  canal  of  the  same  size  as  those  of  the  Big  Muscle  Shoals  Canal,  that 
is,  00  feet  by  300  feet,  with  a  Ufb  of  12  feet,  wiU  overcome  the  total  fall. 
A  guard  lock  at  head  of  the  canaJ  for  use  in  high  water  is  provided. 
The  canal  will  furnish  a  depth  of  6  feet  at  low  water,  and  be  available 
for  use  up  to  the  highest  stage,  extraordinary  floods  which  in  themselves 
prohibit  navigation  not  being  considered.  The  proposed  plans  of  canal 
are  based  on  a  width  of  prism  of  not  less  than  150  feet  at  any  x>oint,  and 
in  some  parts  this  width  is  exceeded.  The  canal  is  connected  with  the 
deep  pool  below  Lock  9  of  the  Big  Muscle  Shoals  by  a  channel  exca- 
vated through  the  rock. 

Prom  the  foot  to  the  canal  to  Florence  the  fall  of  the  river  at  low 
stages  is  8  feet  in  a  distance  of  12,000  feet,  giving  a  current  varying 
from  2.77  miles  per  hour  at  low  water,  to  4.66  miles  "per  hour  at  high 
water.  The  depth  over  the  section  is  not  at  the  present  time  sufficient 
at  low  water  for  such  navigation  as  is  being  provided  for  by  the  canals 
around  the  Muscle  Shoals,  and  it  will  eventually  require  deepening, 
either  by  dredging  and  the  closing  of  secondary  channels,  or  by  the 
extension  of  the  Little  Muscle  Shoals  Canal  to  Florence.  While  an  ap- 
proximate estimate  is  presented  for  such  extension  of  the  canal,  it  is 
the  opinion  of  the  Board  that  such  work  need  not  be  considered  until 
experience  proves  it  to  be  necessary. 

The  following  estimate  of  the  probable  cost  of  this  proposed  canal 
around  the  IdtUe  Muscle  Shoals  is  presented: 

Rock  excayation,  46,666  cubic  yards,  at  $6 $279,996 

Rock  excavation,  29,679  cubic  yards,  at  $4 118,716 

Earth  in  embankment^  304,889  cubic  yards,  at  40  cents 121, 955 

Riprap  and  gravel  on  embankment,  ^8,333  cubic  yards,  at  $1 228, 333 

Clay  in  embankment,  21,777  cubic  yards,  at$l 21,777 

Paving  embankment,  109,433  square  yards,  at  $1 109,433 

Lift  lock 200,000 

Guard  lock 150,000 

1,230,210 
25  per  cent,  for  superintendence  and  contingencies 307, 552 

1,537,762 

The  estimated  cost  of  the  continuation  of  the  canal  to  the  Florence 
bridge  is  placed  at  *1,600,000. 
Bespectfully  submitted. 

J.  W.  Barlow, 
Lieut.  Col.y  Corps  of  Engineers. 
A.  Mackenzie^ 
Major ^  Corps  of  Engineers. 

If.  M.  Adams, 
Major ^  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 

[First  indorsement.] 

Office  Chief  of  Engineers, 

F.  S.  Army, 
October  J28, 1890. 
Bespectfully  submitted  to  the  Secretary  of  War. 
The  Board  of  Engineer  Offtcers,  constituted  by  authority  of  the  Sec- 
retary of  War  of  December  IS,  1889,  submits  the  within  report  recom- 
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mending  the  constmction  of  a  canal  to  overcome  obstructions  to  navi- 
gation at  Little  Muscle  Shoals,  Tennessee  Elver. 

The  only  work  carried  out  heretofore  for  the  improvement  of  naviga-. 
tion  over  these  shoals  has  consisted  in  rock  excavation  for  widening  and 
deepening  the  channel  and  the  construction  of  dams  for  raising  the 
water  surface;  but  it  is  the  opinion  of  the  Board  that,  owing  to  the 
character  of  the  bed  of  the  river  and  to  the  excessive  slope  and  resulting 
rapid  current,  such  a  channel  as  will  eventually  be  required  for  naviga- 
tion of  the  Tehnessee  Biver  can  not  be  secured  by  a  continuation  of  the 
open  channel  improvement. 

The  views  of  the  Board  are  concurred  in  by  me  and  the  plan  of  im- 
provement proposed  is  recommended  for  approval. 

Thos.  Lincoln  Casey, 
Brig.  Qen.j  Chief  of  Engineers. 

Wab  Department, 

October  29^  1890. 
Approved  as  recommended  by  the  Chief  of  Engineers. 

L.  A.  Grant, 
Acting  Secretary  of  Yfwr. 


report  of  board  of  engineers  on  improvement  of  COLBERT 
AND  BEE  TREE  SHOALS,  TENNESSEE  RIVER. 

Engineer  Oppiob,  IT.  S.  Army, 
NashviUej  Tenn.j  October  28^  1890. 

General:  The  Board  of  Engineer  Officers  constituted  by  Special 
Orders  No.  83,  Headquarters,  Corps  of  Engineers,  U.  S.  Army,  Wash- 
ington, D.  C,  December  16, 1889,  ^^  to  examine  and  report  what  changes 
and  additions  are  required  in  the  Muscle  Shoals  canal  system,"  was 
instructed  by  your  letter  of  December  17, 1889.  to  examine  and  report 
fuUy  upon  the  Colbert  and  Bee  Tree  shoals  of  tne  Tennessee  Eiver. 

The  Board  during  its  session  in  January,  1890,  made  a  personal  and 
detailed  examination  of  the  Colbert  and  Bee  Tree  shoals,  and  had  under 
consideration  the  varieus  plans  suggested  previous  to  that  date  for  their 
improvement,  and  such  maps  and  records  bearing  upon  the  subject  as 
were  then  on  file  in  the  United  States  engineer  office  at  Nashville, 
Tenn.  The  data  available  at  the  time  not  being  sufficient  to  determine 
the  eflfect  of  these  obstructions  upon  the  existing  interests  of  naviga- 
tion, or  the  character  and  extent  of  improvement  justified  by  the  pros- 
pective commerce  of  the  Tennessee  Eiver,  the  Board  found  it  necessary 
to  delay  the  preparation  of  a  report  upon  the  subject  until  further  sur- 
veys could  be  made  and  additional  facts  and  opinions  could  be  secured. 
October  18, 1890,  the  Board  reconvened  at  !N"ashville,  Tenn.^  and  re- 
mained in  session  11  days.  During  this  meeting  careful  consideration 
was  given  to  the  new  data  furnish^  by  the  additional  detailed  surveys 
made  subsequent  to  first  meeting  of  the  Board.  On  October  27  a  fur- 
ther personal  examination  was  made  of  the  Muscle  Shoals  canal  system 
and  the  Colbert  and  Bee  Tree  shosds,  the  routes  proposed  for  canals 
around  the  latter  obstruction  being  carefully  gone  over.  All  the  avail- 
able information  regarding  the  present  conditions  of  navigation  on  Col- 
bert and  Bee  Tree  shoals  and  l^e  relation  of  these  obstructions  to  pres- 
ent and  prospective  commerce  being  now  at  hand,  and  fuU  consideration 
having  been  given  to  the  questions  involved,  the  Board  has  the  honor 
to  submit  the  following  report: 
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The  Colbert  and  Bee  Tree  shoals,  which  are  the  most  serious  obstrtic- 
tion  to  navigation  on  the  Tennessee  Biver  below  the  Muscle  Shoals^ 
extend  from  a  point  22  miles  below  Florence,  Ala.,  to  Waterloo,  Ala.,  a 
distance  of  about  8.7  miles.  The  total  fall  of  water  surface  at  low  water 
iu  this  distance  is  about  24.5  feet,  the  fall  on  Colbert  Shoals  being 
about  3.15  feet  per  mile,  and  on  Bee  Tree  Shoals  about  4.83  feet  per 
mile.  The  shoals  are  separated  by  a  pool  about  1.95  miles  in  length, 
with  a  total  fttU  of  0.8  feet.  At  ordinary  low  water  the  depth  in  the 
channel  over  the  rocks  at  the  head  of  Colbert  Shoals  is  only  30  inches, 
and  at  extreme  low  water  less  than  1  foot:  for  from  5  to  7  months  in 
the  year  the  depth  is  less  than  S  feet.  At  all  times,  except  during  high 
stages,  the  current  on  these  shoals  is  so  swift  as  to  materially  interfere 
with  the  interests  of  navigation,  even  when  a  sufficient  depth  of  water  is 
found  in  the  channel.  As  bearing  upon  the  i)resent  and  prospective 
commerce  of  tile  Tennessee  Rivt^r  and  the  relation  to  such  commerce  of 
the  proposed  improvement  of  Colbert  and  Bee  Tree  shoals,  the  follow- 
ing extracts  from  a  letter  received  by  the  Board  from  the  geneml  man- 
ager of  the  Evansville,  Paducah  and  Tennessee  River  Packet  Company 
are  given: 

At  the  present  time  there  are  five  regular  packets  navigating  the  Lower  Tennessee 
as  high  as  Florence,  Ala.  »  »  *  The  combined  tonnage  of  these  boats  is  about 
3,000  tons,  and  they  run  to  Waterloo,  Ala.  (which  is  at  the  foot  of  Colbert  Shoals), 
all  the  year  round,  extending  their  trips  to  Florence  from  5  to  7  months  during  the 
year.  The  heaviest  of  these  boats,  when  loaded,  draws  7  feet,  and  it  is  only  now  and 
then  during  the  high-water  season  that  they  find  sufficient  water  on  the  shoals  to 
enable  them  to  load  to  their  full  capacity.  The  business  of  these  boats  is  entirely 
local  and  it  is  nearly  all  confined  to  points  below  the  shoals,  owing  to  the  unrelia- 
bility of  navigation  higher  up,  and  it  is  a  fact  beyond  dispute  that  the  35  miles  from 
Florence  to  Waterloo  is  capable  of  giving  more  business  to  the  river  than  the  265 
miles  from  Waterloo  to  Paducah.  In  making  this  statement  through  business  to 
points  beyond  Sheffield  and  Florence  has  not  been  considered.  *  *  *  It  would  be 
difficult  to  estimate  the  importance  of  river  improvement  that  would  insure  river 
navigation  to  Sheffield  and  Florence  all  the  year  round.  The  local  business  of  the 
river  would  be  largely  increased,  and  the  amount  of  through  business  to  and  fix>m 
the  Ohio  and  Mississippi  rivers  that  would  naturally  go  over  this  route  can  hardly 
be  estimated.  »  *  •  Onr  information  is  that  the  Muscle  Shoals  Canal  will  not 
admit  a  boat  drawing  more  than  5  feet.  According  to  the  opinion  of  many  steam- 
boat men  and  others  who  have  knowledge  on  this  subject,  5  feet  is  inadequate  for 
the  class  of  boats  that  run  to  Florence.  To  wheats  often  load  their  barges  to  8  or  9 
feet,  and,  as  before  stated,  our  boats  draw  7  feet  loaded..  Whenever  the  improve- 
mout  is  made  it  should  be  made  to  correspond  with  the  river  below  Colbert  Shoals 
instead  of  above,  as  anything  short  of  this  will  not  likely  meet  the  demand.  *  *  • 
Thousands  of  tons  are  taken  out  of  the  Lower  Tennessee  every  year  by  towboats, 
and  the  business  of  towboats  would  be  increased  more  than  any  other  if  navigation 
could  be  regular.  The  Tennessee  is  susceptible  of  lasting  and  permanent  improve- 
mcTit,  and  with  the  expenditure  of  a  comparatively  small  sum  5  to  6  feet  of  water 
could  be  had  from  Waterloo  to  Paducah  during  the  lowest  stage  of  the  river,  which 
usually  lasts  but  a  short  time. 

The  work  heretofore  carried  out  for  the  improvement  of  navigation 
on  the  Colbert  and  Bee  Tree  shoals  has  consisted  of  rock  excavation 
and  the  construction  of  stone  dams  for  concentrating  the  water  in  the 
channel.  This  work  has  possibly  resulted  in  a  very  slight  deepening  of 
the  channel  at  low  water,  but  owing  to  the  excessive  slope  and  result- 
ing current  at  low  and  even  ordinary  stages,  which  current  has  been 
increased  by  the  work  carried  out,  it  is  apparent  that  an  improvement 
by  this  method  which  would  furnish  an  easily  navigated  channel  at  all 
stages,  especially  for  tows,  is  impracticable  at  any  reasonable  expense. 
To  give  a  proper  depth  and  a  practicable  slope  and  current  would  ne- 
cessitate the  drawing  down  of  the  pools  above,  which  latter  result  would 
probably  develop  new  and  serious  obstructions,    AU  that  it  appears 


Digiti 


zed  by  Google 


APPENDIX   FF — REPORT   OF   LIEUTENANT   GOETHALS.      2319 

practicable  to  gain  by  continuing  this  method  of  improvement  will  be 
a  slight  betterment  of  the  channel  for  descending  navigation. 

Under  date  of  January  9,  1888,  Lieutenant-Colonel  Barlow,  Corps  of 
Engineers,  the  officer  in  charge  of  the  improvement  of  the  Tennessee 
River,  presented  a  preliminary  report  upon  the  improvement  of  Colbert 
and  Bee  Tree  shoals,  in  which  he  advocated  the  abandonment  of  further 
channel  excavation  and  wing-dam  construction,  and  the  substitution  of 
a  plan  of  locks  and  dams.  It  was  then  suggested  that  slack-water  navi- 
gation be  provided  by  the  construction  of  dams  with  locks  a^;  the  foot 
of  the  shoals. 

Subsequently  to  the  presentation  of  this  preliminary  report,  and  after 
a  more  detailed  personal  examination  of  the  locality  had  been  made,  the 
officer  in  charge  decided  to  modify  his  original  plan  by  the  substitution 
of  lateral  canals  for  the  cross  dams.  The  lateral  canal  at  Colbert  Shoals, 
about  3^  miles  long,  was  to  be  formed  by  Brush  Creek  Island  and  an 
embankment  about  14,000  feet  in  length.  At  Bee  Tree  Shoals  the  canal, 
about  2  miles  long,  was  to  be  formed  by  Bee  Tree  and  Waterloo  islands 
and  a  connecting  embankment  about  1,200  feet  in  length.  This  system 
of  improvement  was  presented  to  the  Chief  of  Engineers  in  a  rex)ort 
dated  December  21, 1889,  which  report  is  referred  to  this  Board  for  its 
information. 

The  Board  are  of  the  opinion  that  the  only  radical  and  proper  method 
of  overcoming  the  obstructions  to  navigation  now  found  at  Colbert  and 
Bee  Tree  shoals  of  the  Tennessee  River,  so  as  to  protect  the  present 
commerce  and  provide  for  the  necessities  of  the  prospective  commerce, 
is  by  a  system  of  lockd  and  dams;  and  tlie  construction  of  the  lateral 
canals  in  the  bed  of  the  river,  behind  existing  islands,  or  on  some  other 
feasible  route,  is  considered  preferable  to  the  construction  of  cross  dams 
with  locks,  for  the  reason  that  by  such  plan  the  main  river  wUl  be  left 
free  and  unobstructed  for  the  use  of  boats  and  other  floating  craft  dur- 
ing the  jwrtion  of  the  year — about  6  months — when  the  shoals  can  be 
navigated  in  their  natural  state. 

The  lateral  canal  improvement  under  consideration  should  provide 
not  only  for  the  present  commerce  of  the  Tennessee  River,  but  also  for 
the  prospective  commerce,  wliich  will  be  made  possible  by,  and  surely 
follow,  the  improvement  of  the  Colbert  and  Bee  Tree  Shoals  and  other 
obstructed  points  between  the  foot  of  these  shoals  and  the  mouth  of 
the  river. 

It  is  the  object  of  these  canals  to  make  navigation  of  the  Tennessee 
between  Waterloo  and  Florence  safe,  easy,  and  continuous  throughout 
the  year  for  such  boats  as  are  best  suited  for  the  business  of  the  river. 
WhUe  the  size  and  draft  of  all  boats  engaged  in  thi*ough  navigation 
will  necessarily  be  limited,  for  the  present  at  least,  by  the  existing 
Muscle  Shoals  Canal,  and  by  the  gravel  bars  and  shoals  between  this 
point  and  the  Ohio  River,  it  is  not  thought  that  the  capacity  of  the 
Muscle  Shoals  Canal  should  entirely  govern  in  deciding  ui>on  the  capac- 
ity of  canals  or  other  work  of  improvement  below  Florence,  there  being 
a  large  prospective  river  commerce  which  will  originate  in  this  section 
of  the  river  and  which  will  not  be  immediately  interested  in  the  river 
above. 

Detailed  surveys  are  needed  for  determining  definitely  the  full  extent 
to  which  the  Tennessee  River  below  Florence  is  capable  of  being  im- 
proved, but  enough  information  is  now  available  to  iudi(»ate  that  a  low- 
water  ruling  depth  of  6  feet  can  eventually  be  secured,  and  such  low- 
water  draft  should  be  provided  for  in  the  canals  around  the  Colbert  and 
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Bee  Tree  Shoals  by  placing  the  mitre  sills  of  the  locks  at  a  depth  of  not 
less  than  6  feet  below  the  adopted  low- water  plane  and  excavating  the 
canals  to  a  depth  of  not  less  than  7  feet  below  low  water,  and  as  much 
deeper  as  experience  may  show  to  be  necessary  to  provide  for  deposits. 

The  canals  should  be  available  for  use  until  the  depth  of  water  and 
strengtli  of  current  in  the  open  river  are  such  as  to  make  navigation  in 
the  main  river  safe,  easy,  and  convenient  for  ascending  as  well  as  de- 
scending heavily  laden  boats  and  barges.  The  locks  and  embankments 
should  be  given  heights  of  at  least  4  feet  and  1  foot  respectively  above 
the  water  surface  of  the  canal  at  the  highest  stages  at  which  the  canal 
is  to  be  used.  There  should  be  no  current  or  side  drafts  in  the  canal  so 
Icdig  as  it  is  in  use. 

The  locks  of  Muscle  Shoals  Canal,  which  are  60  feet  wide  and  300 
teet  long,  now  limit  the  dimensions  of  boats  which  may  engage  in 
through  navigation  of  the  Tennessee  Eiver,  and  such  locks  are  of  suffi- 
cient capacity  for  the  class  of  boats  now  in  use  on  the  river  below  Flor- 
ence. But  with  the  improvement  of  the  river  from  Florence  to  the 
mouth  may  come  the  necessity  for  larger  boats,  and,  even  if  this  be  not 
considered  probable,  the  business  to  be  carried  on  by  fleets  of  barges 
to  and  from  points  above  the  Muscle  Shoals,  and  also  to  and  from  Flor- 
ence and  Sheffield,  with  the  delay  attending  the  passage  of  large  tows 
through  small  locks,  must  be  considered.  It  is  the  opinion  of  the  Board 
that  the  locks  of  the  proposed  canals  around  the  Colbert  and  Bee  Tree 
Shoals  should  be  at  least  equal  in  dimensions  to  the  locks  of  the  canals 
now  operated  by  the  Government  on  the  Ohio  and"  Mississippi  rivers 5 
that  is,  80  feet  wide  and  350  feet  long.  Even  a  greater  lengtli  may  be 
desirable. 

Plans  for  canals  on  the  two  routes  which  appear  to  be  most  practica- 
ble have  been  considered  by  the  Board. 

One  plan  contemplates  two  canals  in  the  bed  of  the  river,  one  around 
Colbert  Shoals,  and  one  around  the  Bee  Tree  Shoals.  The  canals  are 
connected  by  1.95  miles  of  navigable  river.  The  inner  bank  of  these 
canals  is  formed  by  the  main  left  shore  of  the  river,  and  the  outer  or 
river  embankment  is  formed  by  existing  islands,  connected  by  masonry 
and  riprap  walls.  At  the  foot  of  each  canal  is  a  single  lift  lock  80  by  350 
feet,  having  at  "ordinary  low  water"  a  depth  of  6  feet  over  miter  sills, 
and  lifts  of  14.4  and  9.3  feet  respectively  at  Colbert  and  Bee  Tree  Shoals. 
The  canal  waUs  and  side  embankments  are  placed  at  such  a  height  as 
to  furnish  still  water  in  the  canals  until  the  gauge  at  the  head  of  Colbert 
Shoals  reads  7  feet  above  "ordinary  low  water,"  at  which  stage  it  is 
stated  the  depth  on  the  shoals  is  sufficient  for  such  open-river  naviga- 
tion as  is  practicable  on  other  portions  of  the  river.  Excavations  are 
made  in  rock  and  gravel  at  the  head  and  foot  of  the  canals  and  ap- 
proaches, furnishing  a  depth  in  a  channel  200  feet  wide  or  7  feet  at 
"ordinary  low  water."  The  width  of  the  Colbert  Shoals  Canal  varies 
from  200  to  1,360  feet,  and  of  the  Bee  Tree  Canal  from  200  to  350  feet. 
The  bottom  of  these  canals  having  the  slope  of  the  bed  of  the  river,  a 
much  greater  depth  than  7  feet  is  given  near  the  lower  ends.  At  all 
stages  over  7  feet  above  ordinary  low  water  at  head  of  Colbert  Shoals, 
the  canals  will  be  flooded.  The  other  plans  considered  are  for  a  canal 
7.8  long  and  150  feet  wide,  excavated  through  low  ground  at  the  foot  of 
the  bluffs  south  of  the  river  and  from  1(K>  to  600  feet  back  from  the  left 
bank.  Rock  cutting  is  required  at  the  head  and  foot  of  the  canal. 
The  caUi'il  bottom  is  level  throughout  inid  7  feet  below  ordinary  low 
water.    The  banks,  for  greater  portion  of  the  length,  are  formed  by  the 
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natural  soil  and  the  excavated  material,  and  are  from  40  to  260  feet 
thick  at  top.  For  a  distance  of  about  1  mile  the  canal  passes  around 
the  foot  of  a  projecting  bluff  and  occupies  a  portion  of  the  river  bed,  v 
requiring  an  embankment  on  river  bed  about  30  feet  high.  The  top  of 
the  earthen  portion  of  the  embankment  is  placed  1  foot  above  the  high- 
est authenticated  flood  and  the  embankment  in  the  river  is  above  all 
recent  floods.  At  the  lower  end  of  this  canal  is  placed  a  combined  lock 
with  a  total  lift  of  25  feet,  and  at  the  head  is  placed  a  guard  lock  for 
use,  when  found  necessary,  at  very  high  water.  The  banks  of  this  canal 
are  prot^ctM  by  riprap.  The  canal  is  made  available  for  Uvse  up  to  the 
highest  stages,  and  wfll  never  be  flooded. 

The  estimated  cost  of  the  lateral  canals  in  the  bed  of  the  river  behind 
existing  islands  is  $2,750,000.  In  preparing  this  estimate  it  has  been 
necessary  to  take  in  consideration  the  diflBculties  attending  the  carry- 
ing out  of  excavation  and  construction  in  the  bed  of  the  rapid  river, 
subject  to  sudden  and  frequent  rises.  Could  a  constant  low- water  sea- 
son be  depended  on,  the  estimate  could  be  materially  reduced. 

The  cost  of  the  canal  on  the  south  bank  of  the  river  is  estimated  at 
$2,500,000. 

The  canals  in  the  bed  of  the  river,  a«  compared  with  the  shore  canals, 
furnish,  so  long  as  in  use,  a  wider  and,  for  a  long  portion  of  length,  a 
deeper  channel,  and  they  permit  the  taking  advantage  of  the  stretch 
of  easily  navigated  river  between  Colbert  and  Bee  Tree  Shoals.  In 
other  respects  the  canal  on  the  shore  seems  to  possess  decided  advan- 
tages over  the  river  works.  Its  constructiim  will  be  carried  on  to  a 
great  extent  on  dry  land,  rather  than  in  the  bed  of  the  river,  with  a 
rapid  current  and  subject  to  sudden  rises;  the  embankments,  being  of 
great  thickness,  with  top  above  flo<xl,  and  well  back  from  the  river, 
will  be  more  secure  and  permanent  than  the  walls  and  embankments 
of  the'at  times  submerged  river  canal;  the  locati()n#of  the  shore  canal 
near  the  bluff  and  behind  the  high  timber  along  the  river  bank  pro- 
vides for  shelter  from  heavy  winds,  which  winds  would  at  times  in- 
terfere materially  with  the  navigation  of  the  excavated  channel  of  200 
feet  in  the  rocky  bed  of  the  river  canal;  and  the  height  projects  for. 
locks  and  embankments  provides  for  the  possible  use  of  the  shore  canal 
at  any  and  all  stages  from  the  lowest  to  the  highest,  while  in  case  of 
river  canal  the  use  of  open  river  over  a  stage  of  7  feet  above  ordinary 
low  water  is  a  necessity.  Sediment  will  be  brought  into  a  shore  canal 
from  the  river  through  the  locks  and  by  the  creeks  along  its  route,  and 
this  will  probably  be  its  most  serious  defect;  but, being  easily  remedied 
by  dredging,  is  not  considered  so  great  as  to  outweigh  the  advantages 
above  considered. 

The  Board  would,  for  the  reasons  herein  given,  recommend  as  the 
most  proper  plan  for  removing  the  obstructions  to  navigation  at  the 
Colbert  and  Bee  Tree  shoals  of  the  Tennessee  lliver  the  construction  of  a 
canal  on  the  south  bank  of  the  river  as  herein  described. 

The  Board  has  not  given  detailed  consideration  to  any  plan  for  cross 
dams  and  locks  and  a  slack -water  improvement,  it  being  in  their  opinion 
inexpedient  to  interfere  with  the  free  and  unobstructed  navigation  of 
the  open  river,  which  is  practicable  during  a  large  portion  of  the  year. 
If  a  slack-water  improvement  of  the  main  channel  of  the  river  were 
decided  practicable  and  advisable  its  cost  would  undoubtedly  be  nnicli 
less  than  the  cost  of  the  proposed  canal. 

An  outline  map  of  the  section  of  the  river  including  Colbert  and  Bc^e 
Tree  shoals,  ux)on  a  scale  of  1  inch  to  800  feet,  and  upon  which  are  shown 
ENG  91 146 
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lie  location  of  tlie  two  li] 
litted  herewith. 
Respectfully  submitted. 


the  location  of  the  two  lines  of  canals  under  consideration,  is  ti^ans- 
mitted  herewith. 


J.  W.  Barlow, 
Lieut,  Col,^  Corps  of  Engineers. 
A.  Mackenzie, 
Major  ^  Corps  of  Engineers. 

H.  M.  Adams, 
Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  &  A, 

[Firfit  iiulorseineut.] 

Office  Chief  of  Engineers, 

IT.  S.  Army, 
Kovember  13y  1890. 
Bespectfully  submitted  to  the  Secretary  of  War. 
The  Board  of  Engineer  Officers  constituted  by  authority  of  the  Secre- 
tary of  War  of  December  13, 1889,  submits  the  within  report  recom- 
mending the  construction  of  a  canal  on  the  south  bank  of  the  river  to 
overcome  the  obstructions  to  navigation  at  the  Colbert  and  Bee  Tree 
shoals  of  the  Tennessee  River. 

The  work  heretofore  carried  6ut  for  the  improvement  of  navigation 
on  the  Colbert  and  Bee  Tree  shoals  has  consisted  of  rock  excavation 
and  the  construction  of  stone  dams  for  concentrating  the  water  in  the 
channel;  but  owing  to  the  excessive  slope  and  resulting  rapid  current 
it  is  apparent  that  an  improvement  by  this  method,  which  would  furnish 
an  easily  navigated  channel  at  all  stages,  is  impracticable  at  any  reason- 
able expense.       ^ 

The  views  of  the  Board  are  concurred  in  by  me  and  the  plan  of  im- 
I)rovement  proposed  is  recommended  for  approval. 

Thos.  Lincoln  Casey, 
Brig.  Gen.,  Chief  of  Engineers. 

[Second  indorsement.] 

War  Department, 

November  28, 1890. 
The  plan  of  improvement  recommended  by  the  Chief  of  Engineers  is 
approved. 

L.  A.  Grant,. 
Assistant  Secretary  of  War. 


F  F  2. 

operating  and  care  of  muscle  shoals  canal,  TENNESSEE  RIVER. 

The  Muscle  Shoals  Canal,  whic*h  has  be(»n  in  the  course  of  construc- 
tion since  1875,  was  foniially  opened  to  public  traffic  on  the  10th  <lay  of 
N<ivcmber,  181)0. 

The  canal  consist*  of  two  sections,  the  Elk  Kiver  Division  and  the 
^Muscle  Slioals  Division;  the  former  is  1.5  miles  long  and  ha«  two  locks, 
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each  60  by  300  feet,  with  a  total  lift  of  23  feet.  The  Muscle  Shoals  Di- 
vision, beginning  about  8  miles  below,  is  14.5  miles  long  and  has  been 
constructed  by  rebuilding  and  enlarging  the  old  cansQ  built  by  the 
State  of  Alabama,  1831-il836.  This  canal  was  used  one  season,  but 
the  obstructions  in  the  river  above  and  below  permitted  navigation  only 
during  cer-tain  stages  of  tlie  watery  as  no  funds  were  appropriated  for 
its  maintenance  it  was  abandoned  in  1837. 

As  reconstructed,  this  division  contains  9  locks  of  same  dimensions  as 
those  in  the  upper  division  with  a  total  lift  of  85  feet. 

Since  the  opening  of  the  canal,  the  locks,  machinery,  and  surround- 
ings have  been  car^  for  and  kept  in  good  condition.  The  canal  em- 
bankment was  inspected  daily,  along  its  entire  length,  for  the  purpose 
of  detecting  and  locating  leaks ;  all  serious  ones  were  promptly  repaired. 

Several  small  breaks  were  made  in  the  longitudinal  dam  above  Lock 
A  by  drift  during  the  last  high  water;  these  have  been  partially  re- 
l>aired ;  168  cubic  yards  of  riprap  stone  taken  from  the  Bluff  quarry  were 
us(»d  for  this  pui'pose. 

One  serious  break  occurred  on  the  Muscle  Shoals  Division;  on  Feb- 
ruary 11  about  40  linear  feet  of  the  outer  embankment  at  the  lower  end 
of  the  aqueduct  washed  out  to  river  level;  250  cubic  yards  of  earth  and 
25  cubic  yards  of  stone  were  used  in  repairing  this  break,  and  the  canal 
was  put  in  working  order  by  February  14;  no  delay  to  traffic  resulted 
from  the  accident. 

The  United  States  dredge  Harwood  removed  2,200  cubic  yards  of 
sediment  that  had  been  deposited  in  the  entrance  to  the  canal  by  the 
river  and  First  Creek  during  high  water;  also  2,426  cubic  yards  from 
between  Locks  2  and  4,  deposited  by  Bluewater  Creek  and  small 
branches. 

The  tug  McFarland  was  employed  assisting  tows  through  the  canal, 
and  when  necessary  two  locomotives  were  used  for  similar  purposes. 

Money  statement. 

Amount  estimated  to  June  30, 1891,alloted $40,000.00 

June  30,  1891,  amount  expended  during  fiscal  year 14, 313. 45 

July  1, 1891,  balance  unexp«*nded : 25, 686. 55 

July  1,  outstanding  liabilities 2, 478. 59 

July  1, 1891,  balance  to  be  covered  into  Treasury 23, 207. 96 

Amount  (estimated)  required  for  operation  and  care  to  June  30, 1892 55, 000. 00 
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Detailed  expenses  incutredfor  operating  and  care  of  Muscle  Skoals  Canal  from  Xoremher 

10,  1890,  to  Jun^  30,  1891. 


Office  and  adminis- 

Oiicrating,  care,  repaire,  etc. 

traiion. 

'  Locka  A  and  B. 

'Locks  1  to  9. 

Month. 

1 

i 

I 

1 

1 

1 

i 
1 

3 
5 

1 

1 

1 

1 

Grand 
total. 

1800. 
Nov  .... 

$157.42 
1.75 

"is."  66 


$157.42 
121. 75 

270.00 
270.00 
195.00 
225.00 
240.00 
250.00 

$240.00 
405.00 

395.00 

$240.00 
472.17 

395.00 
465.06 
425.00 

$630.00 
502. 5J 

1,233.49 
1,642.50 
1, 459. 67 

$630. 00  $1,027. 42 
664.31    1,258.23 

1,233.49   1,898.49 
1,806.71   2,540,77 
1,701.09   2,321.09 
1,664.76  2,428.93 
1,958.48  2,755.63 
1,810.27  2,561.48 

Dec 

.1891. 
Jan 

$120 

270 
270 
195 
225 

225 
250 

$87.17 

$161.81 

1 

Feb 

M.'ir  .... 

395.00 
425.00 
470.00 
445.00 
430.76 

70.06 

163.21 

211  12  

Apr 

May.... 
Juuo 

66.07 
85.15 
70.45 

$3.10 
27.00 

539.17 
657. 15 
501.21 

1,650.60 $14.10 

1,059.501  107.21191.77 
1,562.49   175.50  72.28 

1,556 

174.17'l,729.17 

3,205.76  358.90 

30. 10:3. 504. 76|l0, 340. 8l|  849. 15  27a  15 

1               1                 1             1 

11,468.11 

16,792.04 

Traffic  through  the  Muscle  Shoals  Canal  duHng  fiscal  year  ending  JUne  SO,  1891;  canal 
opened  to  navigation  November  10,  1890. 


Steamers number. .  26 

Barnes ■. do 19 

Kafts do 7 

Tonnage tons. .  4, 257 

Lumber do 645 

Cotton do 157 

Grain do....  866 


Flour tons..      640 

Oak  extiaot 578 

General  merchandise tons. .      130 

Logs do 280 

Total do....  3,296 

Passengers number..      175 


The  above  statement  of  traffic  does  not  include  Government  boats  engaged  on  the 
vrork. 


ESTIMATE. 


The  estimate  of  funds  needed  from  appropriation  for  operating  and  care  of  canals 
and  other  works  of  navigation,  indefinite.  To  be  applied  to  current  expenses  in  op- 
erating the  Muscle  Shoals  Canal  from  July  1,  1891,  to  June  30,  1892,  is  as  follows. 

1  assistant  engineer;  at  $175  per  month $2, 100 

I  master  mechanic,  at  $100  per  month 1,200 

II  lockmasters,  at  $75  per  month  each 9, 900 

11  assistant  lockmasters,  at  $40  per  month  each 5, 280 

1  clerk,  at  $100  per  month 1,200 

1  engineer  at  machine  shop,  at  $60  per  mouth 720 

1  telephone  lineman,  at  $50  per  month 600 

2  blacksmiths,  at  $75  per  month  each 1, 800 

1  carpenter,  at  $80  per  month 960 

2  overseers,  at  $80  per  mouth  each 1, 920 

25  laborers,  at  $30  per  month  each 9, 000 

Dredging  and  towboat  crews,  $700  per  mnnth 8, 400 

Subsistence,  $450  per  month 5, 400 

48,480 
Material  and  contingencies 6, 520 

Total  for  year 55,000 


Digiti 


zed  by  Google 


APPENDIX    FF — REPOET   OF   LIEUTENANT   GOETHALS.      2325 

F  F  3. 

PRELIMINARY  EXAMINATION  OF  MOUTH  OF  GUNTER'S  CREEK  AT  GUN- 
TERSVILLE,  ALABAMA,  WITH  THE  VIEW  OP  ASCERTAINING  THE  PRAC- 
TICABILITY AND  APPROXIMATE  COST  OF  SO  IMPROVING  THE  SAME  AS 
TO  SECURE  A  SAFE  LANDING  ABOVE' HIGH-WATER  MARK. 

[Printed  in  House  Ex.  Doc.  No.  132,  Fifty-flrat  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  T).  C,  Becemhe^'  27y  1890. 
Sir:  I  have  the  honor  to  submit  the  accompanying  copy  of  report, 
dated  December  23, 1890,  by  Lieut.  Col.  J.  W.  Barlow,  Corps  of  Engi- 
neers, giving  results  of  a  preliminary  examination  of  '^  mouth  of  6un- 
tei^s  Creek,  at  Gunt^rsville,  Ala.,  with  the  view  of  ascertaining  the 
practicability  and  approximate  cost  of  so  improving  the  same  as  to  se- 
cure a  safe  landing  above  high- water  mark,'^  made  in  compliance  with 
requirements  of  the  river  and  harbor  act  approved  September  19, 1890. 
Colonel  Barlow  states  that  the  present  landing  is  sufficient  for  all 
present  needs  of  commerce,  and  that  he  does  not  consider  thei  mouth  of 
Gunter^s  Creek  worthy  of  improvement  as  contemplated  by  the  act. 
The  views  of  Colonel  Barlow  meet  with  my  approval. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig,  Oen.^  Chief  of  Engineers. 
Hon.  Redfield  Proctor, 

Secretary  of  War, 


REPORT  OF  lieutenant-colonel  J.  W.  BARLOW,    CORPS  OF    ENGI- 

I^ERS. 

Engineer  Office,  U.  S.  Army, 
Nashville,  Tenn.,  December  Z3, 189Q. 

General:  In  compliance  with  instructions  contained  in  Department 
letter  of  September  20, 1890, 1  have  the  honor  to  present  the  following 
report  upon  a  preliminary  examination  of  "mouth  of  Gunter's  Creek,  at 
Guntersville,  Ala.,  with  the  view  of  ascertaining  the  practicability  and 
approximate  cost  of  so  improving  the  same  as  to  secure  a  safe  landing 
above  high-water  mark." 

Having  visited  the  locality  on  several  previous  occasions,  a  personal 
examination  at  this  time  was  not  considered  necessary.  Assistant 
Engineer  J.  W.  Walker,  whose  report  is  transmitted  herewith,  was 
however  sent  to  Guntersville  for  the  purpose  of  ascertaining  the  object 
of  the  improvement  and  such  other  information  a«  might  be  obtainable. 

The  present  landing,  with  the  wharf-boat  provided  by  the  Tennessee 
Eiver  Transportation  Company,  affords  more  than  the  usual  facilities 
at  landings  on  the  Tennessee  Kiver,  and  is  considered  sufficient  for  all 
present  needs  of  commerce. 

To  provide  the  desired  improvement  would  requii^e  the  excavation  of 
a  navigable  channel  1,800  feet  long  up  Gunter's  Creek,  the  bed  of  which 
is  several  feet  above  low  water.  The  expense  of  making  this  channel 
would  be  considerable,  involving  the  removal  of  about  75,000  cubic 
yards  of  material,  and  should,  in  my  judgment,  be  borne  by  those  inter- 
ested in  the  local  advantages  to  be  gained  thereby. 
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i  therefore  do  not  consider  that  the  mouth  of  Gnnter's  Creek  is  wor- 
thy of  improvement  by  the  United  States,  as  contemplated  by  tlie  riv^er 
and.harbor  act  of  September  19, 1890. 

Very  respectfully,  your  obedient  servant, 

^      ^  J.  W.  Barlow, 

Lieut  CoL  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  U.  8.  A. 


REPORT  OF  MR.  J.  W.   WALKER,  ASSISTANT  ENGINEER. 

Nashville,  Tbnn.,  December  SS,  1890. 

Colonel  :  I  have  the  honor  to  submit  the  following  rej^ort  on  the  preliminary  ex- 
amination of  the  ''mouth  of  Gnnter's  Creek,  at  Gnntersville,  Ala.,  with  the  view  of 
ascertaining  the  practicability  and  approximate  cost  of  so  improving  the  same  as  to 
secure  a  safe  landing  above  high- water  mark." 

Guntersville  is  a  viUage  of  about  450  inhabitants,  county  seat  of  MarshaU  County, 
located  about  three-fourths  of  a  mile  back  from  the  river.  The  accompanying  map 
lias  been  prepared,  and  is  made  a  part  of  this  report.*  It  will  be  seen  that  Gunt<er 
( 'reek  is  a  smaU  tributary  emptving  into  an  unnavigable  chute  on  tiie  south  bank  of 
the  Tennessee  River,  about  2,000  feet  above  the  foot  of  Henry  Island. 

The  high-water  contour,  as  measured  along  the  back  chute  and  Gunter  Creek,  is 
upward  of  3,500  feet  from  the  present  landing,  and  the  width  of  Gunter  Creek,  from 
crest  to  crest  of  bank,  is  about  160  feet,  whue  the  bed  of  the  creek  wiU  average  an 
elevation  of  6  feet  above  ordinary  low  water.  The  river  bank  at  this  locality  is 
about  28  feet  above  ordinary  low  wat«r,  and  I  am  told  is  overflowed  two  or  tliree 
times  a  vear,  a  submergence  of  from  15  to  18  days  yearly. 

The  Tennessee  River  Transportation  Company,  owners  of  navigation  plying  be- 
tween Chattanooga,  Tenn.,  and  Decatur,  Ala.,  maintain  and  operate  a  wharf  boat  at 
GuntersviUe  for  the  convenience  of  commerce,  thus  securing  perfect  protection  from 
the  weather  as  well  as  hish  water. 

The  object  desired  involves  an  excavation  for  a  steamboat  channel  of  so  much  of 
Gunter  Creek  as  lies  from  its  mouth  up  to  where  it  cuts  through  the  hill  back  of  the 
bottom  land,  a  distance  of  about  1,800  feet,  and  the  removal  of  a  bar  of  gravel  de- 
posited at  its  mouth  in  ihe  chute.  The  object  desired  can  only  be  effected  at  a  great 
cost,  and  the  prospective  commerce  of  the  place  wiU  not  justify  the  improvement  of 
the  creek  by  the  General  Government. 

I  was  not  able  to  collect  accurate  statistics  of  the  commerce  of  Guntersvile,  as  there 
is  no  public  necessity  that  causes  the  compilation  of  accurate  records.  Mr.  A.  J. 
Rains,  local  steamboat  agent,  gives  the  following  statement  as  the  estimated  com- 
merce of  GuntersviUe  by  river,  during  the  past  year. 


Articlea. 

QoMititieB. 

Yalnes. 

Articles. 

Quantities. 

Valnea. 

Sliinclcs nnmber. . 

Liimlior feet,  B.  M. . 

Cotton ....pounds.. 

Yioxa do 

Salt do 

75,000 

500,000 

2,850,000 

540,000 

10,800 

$187.00 

5,000.00 

270,000.00 

16.200.00 

540.00 

Com pounds.. 

Stock head.. 

1  Hay pounds.. 

Fertilizer do.... 

Merclianditte do 

300,000 

200 

72.000 

4,240,000 

768,000 

$3,000.00 

3,000.00 

360.00 

83,020.00 

Very  respectfully,  your  obedient  servant, 


Lieut.  Col.  J.  W.  Barlow, 

Corps  of  Engineers,  U.  S,  A, 


J.  W.  Walker, 
Assistant  Engineer, 


*  Not  printed. 
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IMPROVEMENT  OF  OHIO,  MONONGAHELA,  CHEAT,  ALLEGHENY,  AND 
MUSKINGUM  RIVERS;  CONSTRUCTION  OF  ICE-HARBOR  AT  MOUTH  OF 
MUSKINGUM  RIVER,  OHIO. 


nEPORT  OF  LIEUTENANT-COLONEL  WM.  E,  MERRILL,  CORPUS  OF  ENGT- 
NEERS,  OFFICER  IN  CHARGE,  FOR  THE  FISCAL  YK4R  ENDING  JUNE 
.m,  ISOly   WITH  OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Ohio  Rivor.  !    7, 

2.  Operating  snag  boats  on  Ohio  River.    [ 

3.  Operating  and  care  of  Davis  Island  j    8. 

Dam,  Ohio  River. 

4.  Movable    dam    in  Ohio  Rivor,  near  '    9. 

mouth  of  Beaver  River,  Peiinsyl-  \  10. 
vania.  I  11, 

5.  Monongahela  River,  West  Virginia  1  12. 

and  Pennsylvania.  . 

6.  Operating  and  eare  of    Looks    and  j  13. 

Dams  Nos.  8  and  9,  Monongahela  {  14. 
River.  i 


Purchase   of  Lock  and  Dam  No.  7, 

Monongahela  River. 
Purchase  of  I^ook  and  Dam  No.  6} 

Monongahela  River. 
Cheat  River,  West  Virginia. 
Allegheny  River,  Pennsylvania. 
Dam  at  Herr  Island,  Alleghenv  River* 
Ire-harbor  at  mouth  of  Muskingum 

River,  Ohio. 
Muskingum  River,  Ohio. 
Operating  and  care  of  locks  and  dams 

on  Muskingum  River,  Ohio. 


EXAMINATIONS. 


1.5.  Harbor  of  Owensboro,  Kentucky,  on 

the  Ohio  River. 
16.  Tionesta  [Creek],  Pennsylvania,  from 

the  town  of  Tionesta  to  the  village 

of  Balltown. 


17.  Improving  the  Ohio  River,  between 
the  mouth  of  Green  River,"  in  the 
State  of  Kentucky,  and  the  city  of 
Evansville,  in  the  State  of  Indiana, 
and  confining  the  waters  of  the  first 
named  river  within  its  present  chan- 
nel, and  preventing  danger  to  nav^ 
igation  from  any  changes  therein. 


United  States  Engineer  Office, 

Cincinnatij  OhiOy  July  i,  1891. 
General  :  I  have  the  honor  to  submit  herewith  the  annual  reports  on 
the  works  under  my  charge  for  the  fiscal  year  ending  June  30,  1891. 
First  Lieut.  0.  E.  Oillette,  Corps  of  Engineers^  has  been  on  duty  in  this 
district  during  the  past  fiscal  year. 

Respectfully,  your  obedient  servant, 

Wm.  E.  Merrill, 
Lieut.  Col.  of  Engineei'9. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  En{^inee7Sj  U.  A  A. 
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GGi. 

IMPROVEMENT  OF  OHIO  RIVER. 

The  river  and  harbor  act  of  September  19, 1890,  contained  the  follow- 
ing item : 

Improving  Obio  River:  Continuing  improvement,  $300,000,  of  which  sum  $7,500 
shall  be  expended  in  constructing  an  ice  pier  pursuant  to  the  present  or  prospective 
plan  of  the  Chief  of  Engineers  at  or  nenr  the  mouth  of  Kerr  Run,  in  Ohio:  Frotidedf 
That  the  Secretary  of  War  is  hereby  authorized  and  directed  to  obtain,  if  he  can  do 
so  without  cost  to* the  United  States,  a  perpetual  lease  or  conveyance  of  the  riparian 
rights  of  the  property  owners  at  said  locality,  in  the  event  said  ice  pier  shall  be 
located  where  there  is  no  landing  place :  And  provided  further.  That  at  said  locality, 
if  it  be  an  improved  landing,  he  shall  first  obtain  a  rcliuquislmicnt  of  wharfage  riglit 
and  dues  in  favor  of  wat^r  craft  seeking  protection  from  damage  by  ice ;  and  no  part 
of  this  ajipropriation  shall  be  used  for  such  purpose  until  the  foregoing  conditions 
are  complied  with :  and  a  like  sum  for  like  purposes  upon  similar  terms  in  all  re- 
spects may  be  used  in  the  discretion  of  the  engineer  in  charge  of  the  Ohio  River  at 
Ripley,  Ohio,  and  at  Portsmouth,  Ohio;  and  $20,000  of  said  Ohio  River  appropria- 
tion ma.iT  be  used  for  continuation  of  harbor  improvement  at  Madison,  Ind.,  accord- 
ing to  the  plans  heretofore  submitted  by  Lieutenant-Colonel  Merrill;  $13,250  may  be 
expended  in  the  completion  of  the  construction  of  the  embankment  on  the  south  side 
of  the  Great  Miami  River  near  its  junction  with  the  Ohio  to  confine  the  waters  of 
said  Miami  River  in  great  floods  to  the  general  course  of  its  channel  at  or  near  the 
Ohio,  to  the  end  that  the  formation  of  the  bar  in  the  Ohio  now  obstructing  naviga- 
tion may  be  arrested;  and  $15,000  may  be  expended  in  completing  the  embankment 
at  Shawneetown,  already  partly  con«tructed,  for  the  preservation  of  the  harbor  at 
that  place ;  the  further  sum  of  $20,000  may  be  expended  for  the  removal  of  rock  ob- 
struction at  the  mouth  of  the  Licking  River,  Kentucky. 

The  special  allotments  named  above  make  a  total  sum  of  $90,7i>0, 
leaving  $209,250  for  general  imi)roveinent.  As  the  Ohio  Eiver  is  967 
miles  long,  there  is  thus  left  $216  per  mile  for  the  general  benefit  of 
jiavigation.  It  is  evident  that  no  great  amount  of  work  could  be  accom- 
plished with  so  little. 

It  was  decided  to  use- the  available  funds  in  raising  the  dike  at  the 
foot  of  Marietta  Island,  in  rebuilding  the  old  dam  at  the  head  of  Blen- 
perhassett  Island,  and  in  building  dikes  at  Ciillum,  at  the  bar  beh>w 
Rising  Sun,  and  at  Flint  Island.  Contracts  for  these  works,  and  for 
w^orks  that  received  special  allotments  (except  the  Licking  Bar,  which 
is  to  be  removed  by  hired  labor),  were  made  during  the  fiscal  year. 

Throughout  the  year  the  Ohio  Eiver  was  unusually  high,  and  all 
classes  of  river  work  were  greatly  hindered  by  the  unusual  volume  of 
water. 

Dam  between  Bnvis  and  Neville  islands^  5  miles  below  Pittsburg. — ^The 
object  of  this  dam  is  to  close  the  opening  between  Davis  and  Neville 
islands  and  to  force  all  the  water  that  passes  the  Davis  Island  Dam 
during  low  stages  to  go  down  the  right-hand  channel  and  thus  increase* 
the  depth  on  Horsetail,  Duff,  Lowery,  Merriman,  and  Whites.  The 
wash  around  the  Neville  Island  end  of  this  dam  was  successfully  stoppetl 
by  crib  work,  and  the  Davis  Island  end  was  strengthened.  Much  dif- 
ficulty has  been  exi)erienced  in  holding  the  paving  and  filling  of  tln^ 
lower  sl()i)e  of  this  dam,  on  account  of  the  heavy  fall  at  the  dam,  <lue  to 
the  great  length  of  Neville  Island,  but  it  is  believed  that  this  difficulty 
can  be  overcome. 

JHke  at  The  Trap,  11  miles  below  Pittsburg, — After  the  subsidence  of  the 
spring  floods  it  was  noticed  that  the  stone  filling  had  washed  out  of  two 
of  the  compartments  on  the  lower  slope  of  the  dike  and  that  some  small 
damage  had  been  done  at  two  other  places.  Repairs  were  made  as  soon 
as  practicable,  and  in  addition  ten  of  the  top  timbers  that  showed  signs 
of  decay  were  renewed. 
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Dam  at  Marktta  Islnndj  lOS  miles  helow  rittsburg. — ^Under  contract 
dat^^d  February  9, 1889,  witli  Josiah  T.  Hart.  The  object  of  this  dam  is 
to  close  the  left-hand  channel  of  the  Ohio  Elver  at  this  plaee,  forcing  all 
the  water  down  the  right-hand  channel  and  past  the  city  of  Marietta, , 
nntil  the  river  reaches  a  stage  of  7  feet  and  over  on  the  Marietta  gauge, 
when  the  discharge  is  divided  between  the  two  channels.  The  break  in 
the  dam,  reported  in  the  last  annual  report,  was  successfully  filled,  and 
the  dam  was  completed  and  the  contract  closed  in  December,  1890.  The 
dam  is  91 6  feet  long  between  abutments  and  contains  268,592  feet  B.  M.  of 
timber,  14,087  cubic  yards  of  stone  filling,  and  21,215  pounds  of  drift  bolts 
and  spikes.  Water  commences  to  run  over  this  dam  when  the  gaugeat 
Marietta  reads  7.6  feet.  During  the  past  winter  some  damage  was  done 
to  the  paving  and  filling  of  the  down  stream  slope,  but  the  main  struc- 
ture was  not  afl^cted.  At  the  close  of  the  fiscal  year  the  repairs  were 
not  quite  corai)leted,  owing  to  rises  in  the  river. 

I>ike  at  foot  of  Marietta  Island^  171  miles  below  Pittsburg, — Under  con- 
tract dated  Febniaiy  14,  1891,  with  J.  0.  Graham.  The  object  of  this 
dike  is  to  hold  up  the  water  coming  down  the  right-hand  chute  of  Mari- 
etta Island,  and  prevent  it  from  spreading  until  after  it  lias  x>a^Bed  the 
Marietta  Wharf.  It  was  originally  built  in  1844,  and  was  repaired  and 
extended  in  1875.  It  is  in  good  condition,  but  owing  to  the  increased 
height  given  to  the  dam  at  the  head  of  the  island,  it  is  necessary  to 
raise  the  dike  to  the  same  height  in  order  to  cut  off  the  cross  current, 
whicli  has  already  caused  the  loss  of  several  coal  barges.  It  is  also 
l)roposed  to  rectify  the  alignment.  At  the  close  of  the  fiscal  year  work 
had  not  been  begun  under  this  contract. 

Dam  at  head  of  Blennerha^sett  Island^  185  miles  below  Pittsburg. — 
Under  contract  dated  February  14, 1891,  with  Eichardson  and  Monroe. 
The  object  of  rebuilding  this  dam  (originally  constructed  in  1884),  which 
had  been  gradually  worn  down,  was  to  send  more  water  down  tlie  nav- 
igable channel  on  the  Ohio  side  of  the  island  and  to  improve  the  bar 
at  the  foot.  Including  abutments,  the  total  length  of  the  proi)Ose(l 
dam  is  1,800  feet. 

Work  was  begun  on  the  1st  of  May,  and  at  the  close  of  the  fiscal  year 
the  abutment  on  the  island  side  was  completed  for  a  length  of  600  feet 
out  of  a  total  length  of  700  feet,  and  the  rii)rap  protection  of  the  banks 
was  about  finished.  ]N^o  work  had  been  done  on  the  dam  proper  on 
account  of  high  water. 

Dike  at  Eight-Mile  Island^  256  miles  beloio  Pittsburg, — Under  contract 
dated  Febniary  9, 1889,  with^John  J.  Shipman.  The  object  of  this  dike 
is  to  deepen  the  water  on  the  bar  at  the  foot  of  Eight-Mile  Island.  This 
work,  which  wa^^  nearly  complete  at  the  close  of  the  last  fiscal  year,  is 
still  not  quite  finished,  long-continued  high  water  having  made  it  im- 
practicable to  do  the  small  amount  of  riprapping  and  paving  that  still 
remains.  On  the  recommendation  of  this  office  the  contract  was  ex- 
tended to  December  31, 1891. 

Dikeat  Bonanza  Bar^  352  miles  below  Pittsburg, — Under  contract  dated 
February  9,  1889,  with  John  J.  Shipman.  The  object  of  this  dike  waa 
to  narrow  the  low-water  channel  and  improve  the  very  bad  bar  that  had 
long  been  the  shoalest  place  between  Cincinnati  and  Oatlettsburg. 
This  dike  has  been  fully  completed,  and  its  eflect  in  improving  naviga- 
tion at  the  locahty  in  question  has  been  very  decided.  The  total  length 
of  the  dike  is  2,212  feet,  and  the  following  quantities  of  material  were 
expended  hi  its  constmction :  598,515  feet  B.  M.  timber,  21, 6;i0  cubic 
^ards  riprap  stone,  and  49,831  pounds  drift  bolts  and  spikes. 

Dike  at   Cullum^  471  miles  below  Pittsburg, — Under  contract  dated 
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February  0,  1891,  with  Jolm  J.  Sbipmai).  The  object  of  this  dike  is  to 
strengthen  }ui(l  widen  the  channel  by  cutting  off  the  narrow  and  crooked 
passage  down  the  right-hand  shore,  and  tlnis  compel  the  river  to  make 
a  new  and  more  commodious  channel  across  th&  present  bar. 

Work  on  tins  dike  was  begun  on  the  7th  of  May,  and  at  the  end  of  the 
fiscal  year  the  dike  extended  into  the  stream  670  feet,  measuring  from 
the  15-foot  water  mark,  though  the  120  feet  on  the  shore  was  left  un- 
finished, to  be  completed  with  the  shore  protection. 

Dike  at  lower  bar  at  Rising  Sun^  502  miles  below  Pittsbtirg. — Under 
(contract  dated  February  9, 1891,  with  John  J.  Shipman.  Tlie  object  of 
this  dike  is  to  improve  the  lower  bar  at  Eising  Sun,  which,  since  the 
improvement  of  the  upper  bar,  has  been  the  chief  sticking  place  be- 
tween Cincinnati  and  Louisville.  « 

Work  on  this  dike  was  begun  on  the  20th  of  May,  and  at  the  close  of 
the  fiscal  year  the  upper  row  of  piles  had  a  length  of  455  feet  and  the 
lower  row  of  400  feet  On  account  of  high  wat^  no  brush  or  stone  had 
been  put  in  place. 

Bike  at  Madison^  Indianaj  552  miles  below  Pittsburg, — Under  contracts 
dated  February  9,  1889,  and  February  14,  1891,  with  William  Kirk. 
The  construction  of  this  dike  was  ordered  by  Congress,  and  its  object 
is  to  improve  the  harbor  of  Madison  by  deepening  the  water  on  the 
flat  shore  bar  that  lies  along  the  whole  front  of  this  city.  At  the  close 
of  the  fiscal  year  the  substructure  extended  into  the  river  2,250  feet, 
being  the  full  proposed  length  of  the  dike.  All  of  the  brush  filling  had. 
been  put  in  i)lace,  and  about  five-sixths  of  the  necessary  stone.  No 
work  has  yet  been  done  on  the  superstructure. 

Dike  at  Flint  Island,  683  miles  below  Pittsburg, — Under  contract  dated 
February  14,  1891,  with  William  Kirk.  The  object  of  this  dike  is  to 
contract  the  river  and  thus  deepen  the  water  below  Flint  Island,  there 
being  two  channels  at  this  place,  neither  of  which  is  deep  enough  for 
navigation  during  the  low-water  season.  Work  under  this  contract 
was  begun  on  May  2,  and  at  the  close  of  the  fiscal  year  the  dike  was 
about  completed  for  a  length  of  950  feet,  though  the  piling  extends  200 
feet  further.    The  shore  protection  is  finished. 

Dike  at  Ca^eyville,  860  miles  below  Pittsburg, — Under  contract  dated 
February  9, 1889,  witii  William  Kirk.  The  object  of  this  dike  is  to  con- 
centrate the  low-water  flow  of  the  river  so  as  to  deepen  the  water  on 
Caseyville  Bar.  The  contract  was  only  let  for  the  substructure,  and 
this  was  completed  on  the  15th  of  November.  The  new  dike  begins  at 
Battery  Eock,  on  the  Illinois  shore,  and  extends  across  the  Illinois 
channel  to  the  middle  bar  and  along  the  eastern  edge  thereof.  Its 
total  length  is  3,400  feet;  its  topis  even  with  the  4-foot  stage  in  the 
river,  except  a  length  of  400  feet  where  the  dike  crosses  the  bar,  which 
is  even  with  the  6-foot  stage;  1,882  piles,  5,595  cords  of  brush  and  27,810 
cubic  yards  of  stone  were  used  in  its  construction. 

The  full  effect  of  this  dike  on  the  depth  of  water  on  Caseyville  Bar  wiU 
not  become  apparent  until  the  low-water  season  sets  in,  but  I  am  in- 
formed by  one  of  the  most  experienced  pilots  on  that  section  of 
river  that  the  dike  has  already  been  of  great  benefit  in  straightening 
the  channel,  not  only  at  Caseyville,  but  at  Tradewater  and  Weston, 
thereby  facilitating  navigation,  espHBciaUy  with  heavy  tows.  It  is  proba- 
ble that  the  effect  of  the  dike  will  increase  in  time,  and  that  it  will  be 
more  marked  aflfer  the  height  has  been  raised  by  the  crib-work  top 
which  is  to  be  added  at  a  later  date. 

IHke  at  Middle  of  Oramd  Ohain^  946  miles  below  Pittsburg, — Under  con- 
tract dat/Cd  December  1, 1884,  with  I.  V.  Hoag,  jr.    The  channel  at  the 
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(iriiiul  Chain  is  bordered  on  tlie  rijxht  by  reefs  of  roeJc  alon^r  a  length  of 
about  1>  miles,  extending  in  some  ijlaees  to  the  middle  of  th©  river.  The 
object  of  building  dikes  at  this  locality  is  to  force  the  channel  airay  from 
these  rocks.  One  dike  has  been  built  at  the  head  of  the  Chain  and  an- 
other at  the  foot,  the  dike  in  question  being  intermediate.  It  is  the 
most  unfavorable  location  for  work  on  the  Ohio  Eiver,  as  it  is  only  20 
miles  from  the  Mississippi,  and  flood  stages  in  tlie  latter  river  stop 
work  at  the  Grand  Chain  almost  as  efl'ectually  as  floods  in  the  Ohio. 
This  ac'counts  for  the  slow  progress  of  the  work,  and  the  long  time  that 
ha«  elapsed  since  the  contract  was  let.  The  last  season  was  the  most 
unfavorable  that  has  yet  been  encountered;  at  no  time  during  the  year 
wa.s  the  river  low  enough  to  permit  the  extension  of  the  dike  by  sinking 
cribs,  and  the  entire  year's  work  wa«  represented  by  the  building  of  1()0 
feet  of  superstructure.  The  foundation  line  of  independent  cribs  is 
2,161  feet  long;  and  a  length  of  2,019  feet  is  wholly  completed,  except 
paving,  for  about  half  its  length.  The  intended  length  of  the  dike  is 
3,008  feet;  it  is  therefore  two-thirds  done.  On  the  recommendation  of 
this  office  the  contract  was  extended  to  December  31,  1801. 

BOCK  EXCAVATION. 

Rock  Bar  at  mouth  of  Licking  River ^  466  miles  below  Pittsburg. — Under 
contract,  dated  July  12, 1889,  with  John  F.  King.  The  (contractor  began 
work  early  in  August,  and  the  cofferdam  was  well  under  way  when 
the  river  rose  and  partly  wrecked  it.  As  this  was  his  second  attemi)t, 
and  as  there  was  no  prospect  pf  an  early  resumption  of  work,  the  con- 
tractor finally  decided  to  abandon  his  contract,  and  sent  written  notice 
to  that  effect  on  the  10th  of  August.  As  no  rock  had  been  excavated, 
no  payments  were  made  by  the  United  States.  Authority  was  re- 
quested and  granted  to  make  the  excavation  by  hired  labor.  With 
this  view  cofferdam  timber  was  bought  and  framed,  and  the  necessary 
boilers,  engines,  and  pumps  were  purchased,  ilverything  was  really 
to  prosecute  the  work  with  the  utmost  energy,  but,  after  waiting  in 
vain  until  November  for  a  chance  to  begin  the  work,  orders  were  finally 
given  to  abandon  the  effort  and  store  the  plant. 

In  June  the  material  and  plant  were  again  brought  to  the  ground, 
but  at  the  end  of  the  fiscal  year  the  cofferdam  had  not  yet  been  begun 
on  account  of  the  high  stage  of  the  river. 

ICE  PIEBS. 

Ice  piers  are  high  isolated  cribs  filled  with  stone,  placexl  at  tlie  upper 
end  of  a  landing  in  order  to  ward  off"  ice  and  drift.  An  ice  pier  is 
usually  built  in  two  or  more  sections,  with  an  interval  between  them 
somewhat  greater  than  the  width  of  a  section,  the  lines  of  sections 
t)cing  at  right  angles  to  the  shore  or  inclining  downstream.  As  built 
on  the  Ohio  Eiver  ice  piers  have  a  base  of  24  by  44  feet  and  a  top  of 
24  by  17.  The  outermost  section  is  usually  30  feet  above  low  water, 
and  the  inner  sections  a  few  feet  higher. 

The  acts  of  Congress  authorizing  the  construction  of  ice  piers  require 
an  antecedent  cession  of  riparian  rights  in  favor  of  water  craft  seeking 
shelter  from  ice. 

Ice  pier  at  Kerr  Run^  247  miles  belotc  Pittsburg, — ^Under  contract, 
dated  May  23, 1891,  with  James  E.  Ware.  This  ice  pier  is  Iw^ated  at 
the  upper  end  of  the  city  of  Pomeroy,  Ohio.  At  the  close  of  the  fiscal 
year  the  contractor  had  not  begun  work. 

Ice  pier  at  Portsmouth^  353  miles  below  Pittsburg. — ^This  pier  has  four 
sections.    A  contract  for  an  ice  pier  of  three  sections  was  made  with 
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John  J.  Shipman,  under  date  of  September  16,  1889^  and  one  for  a 
fourth  section,  inside  of  the  others,  was  made  with  James  R.  Ware, 
under  date  of  May  23,  1801. 

The  first  contract  has  been  completed.  The  three  finished  sections 
contain  174,770  feet,  B.  M.,  of  timber,  9,092  cubic  yards  of  rock,  and 
18,138  pounds  of  iron  as  bolts,  spikes,  and  mooring  rings.  At  the  close 
of  the  fiscal  year  no  work  had  been  done  on  the  fourth  section,  but  a 
small  quantity  of  riprap  had  been  placed  by  the  new  contractor  to 
further  protect  the  three  completed  sections. 

Ice  pier  at  Ripley y  414  miles  below  Pittsburg. — ^Under  contract,  dated 
May  23, 1891,  with  Jas.  R.  Ware.  At  the  close  of  the  fiscal  year  the 
contractor  was  about  ready  to  begin  work. 

EMBANKMENTS. 

Oreat  Miami  embankmentj  489  miles  beloiv  Pittsburg, — ^The  river  and 
harbor  acts  of  1886  and  1888  state  that  the  object  of  this  work  is  to 
confine  the  waters  of  the  Great  Miami  in  great  floods,  "  to  the  end  that 
the  formation  of  the  bar  in  the  Ohio  River,  now  forming  and  obstruct- 
ing navigation,  may  be  arrested." 

The  act  of  September  19, 1890,  allotted  $13,250  for  the  completion  of 
the  Great  Miami  embankment,  and  at  the  beginning  of  the  fiscal  year 
there  was  a  residue  of  $10,416.08  left  over  from  previous  allotments. 
The  next  step  in  continuing  the  embankment  was  to  raise  the  track  of 
the  Ohio  and  Mississippi  Railroad  where  it  crossed  the  line  of  the  pro- 
posed levee,  and  a  contract  for  this  purpose  was  made  with  the  railroad 
company  on  January  9^  1891,  at  40  cents  per  cubic  yard.  The  total 
cost  of  this  work,  includmg  incidental  expenses,  was  $8,722.21,  leaving 
$14,943.87  for  additional  work. 

The  next  step  in  order  was  to  extend  the  levee  on  the  east  side  of  the 
Ohio  and  Mississippi  Railroad  until  it  reached  the  point  where  the  levee 
merged  into  the  roadbed  ^to  be  raised)  of  the  Cleveland,  Cincinnati, 
Chicago  and  St.  Louis  Railway.  A  contract  for  this  work  was  let  on 
tlie  10th  of  June,,  1891,  to  John  Johnson.  At  the  close  of  the  fiscal  year 
no  work  has  been  done  under  the  last-named  contract. 

Umbankment  at  Shawneetown^  848  miles  below  Pittsburg. — ^The  object 
of  this  work  is  stated  in  the  river  and  harbor  act  to  be  "  the  preserva- 
tion of  the  harbor,'^  and  the  work  to  be  done  is  to  strengthen  the  exist- 
ing levee  by  additional  earth,  and  to  protect  the  exposed  faces  by 
riprap  or  paving. 

A  contract  for  the  necessary  amount  of  earth  was  made  with  the  Ohio 
and  Mississippi  Railway  Company,  under  date  of  January  19, 1891,  and 
at  the  close  of  the  fiscal  yccir  this  contract  had  been  completed,  by  the 
delivery  of  11,450  cubic  yards  of  earth.  The  total  cost  of  this  work,  in- 
cluding inspection  and  incidental  expenses,  was  $3,313.24,  leaving, 
811,690.25  which  is  to  be  applied  to  riprap  and  i)aving.  Ko  contract 
for  the  last  named  work  has  yet  been  let. 

BIG  HOCKINa  BIVEB. 

This  river  enters  the  Ohio  at  a  point  197  miles  below  Pittsburg  and 
14  miles  below  Parkersburg.  The  work  of  improving  navigation  on  this 
stream  is  paid  for  out  of  the  appropriation  for  the  improvement  of  the 
Ohio  Riv(»r,  and  it  therefore  appears  under  that  heading.  The  object 
to  be.  attained  is  to  permit  Ohio  River  steamboats  to  ascend  to  Cool- 
A'ille,  5  miles  above  the  mouth,  during  high  and  medium  stages  of  thft 
Ohio,  taking  advankige  of  the  back  water. 

During  the  past  fiscal  year  450  cubic  yards  of  rock  and  several  logs 
and  stumps  were  removed  from  the  channel. 
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DREDGING  IN   1890. 

At  tfie  close  of  1889  the  Ohio  River  dredges  were  in  winter  quarters 
at  Marietta.  Owing  to  the  exhaustion  of  Ohio  River  funds,  they  had 
to  remain  idle  until  the  passage  of  the  river  and  harbor  act  on  Septem- 
ber 19, 1890.  As  the  Oswego  was  ready  for  work,  she  was  employed  in 
graveling  the  dam  at  the  head  of  Marietta  Island  and  in  helping  at  the 
Ice  Harbor  lock  while  some  minor  repairs  were  being  made  on  the  Ohio. 
On  the  4th  of  October  both  dredges  began  work  at  the  foot  of  Blenner- 
hassett  Island,  where  they  remained  until  November  11.  During  this 
period  there  was  a  constant  succession  of  rises,  and  the  dredges  could- 
only  get  in  3  days'  work,  and  in  this  brief  period  they  cracked  two 
spuds  and  twisted  one  dipper  pole.  As  there  appeared  no  prospect  of 
water  low  enough  to  permit  dredging,  they  were  finally  ordered  into 
winter  quarters  at  Marietta,  where  they  arrived  on  November  13  and 
the  scows  and  flats  on  the  14th.' 

Under  these  exceptional  circumstances  it  was  deemed  unnecessary  to 
prepare  the  ciistomary  table  of  expenditures. 

l>ump  scows. — Under  contract  dated  April  14, 1891,  with  S.  W.  Ooflin 
&  Son.  As  the  dump  scows  of  the  dredging  fleet  are  worn  out,  designs 
were  prepared  for  two  new  scows,  introducing  the  novel  feature  of  lon- 
gitudinal trusses  of  steel,  extending  the  whole  length  of  the  hold.  Expe- 
rience has  demonstrated  that  the  chief  cause  of  the  frequent  repairs  of 
dump  scows  and  their  early  deterioration  is  the  lack  of  longitudinal  sta- 
bility, audit  is  hoped  that  the  increased  durability  of  the  new  scows,  and 
the  saving  on  repairs,  will  more  than  justify  the  increased  cost  of  con- 
struction. At  the  close  of  the  fiscal  year  these  scows  were  completed. 
The  contract  price  for  the  two,  including  delivery  at  Pittsburg^s  |7,074. 

Further  details  are  given  in  the  following  report  of  Mr.  E.  J.  Car- 
penter, C.  E.,  superintendent  of  dredging. 

REPORT  OF  MR.  E.  J.  CARPENTER,  ASSISTANT  ENGINEER. 

The  dretlges  spent  the  winter  of  1889-*90  in  the  month  of  the  Mnfikingum  River, 
and  as  there  was  no  money  available  at  the  usual  time  for  resumption  of  work, 
they  remained  in  the  neighborhood  of  Marietta  until  after  the  passage  of  the  river 
and  harbor  act  on  September  19. 

As  the  OMo^a  boiler  was  worn  out,  a  new  one  was  ordered  and  built  befor  the  pas- 
sage of  the  appropriation  biU.  Preparations  were  also  made  so  that  the  boats 
might  be  put  in  working  order  as  quickly  as  possible. 

From  July  15  to  August  28  the  Oswego  was  employed  at  the  old  Harmar  Lock,  to 
pump  out  the  coffer  dam  and  for  other  purposes,  but  the  expense  of  this  was  pai4 
out  of  funds  belonging  to  the  Muskingum  River. 

As  money  for  the  Ohio  River  became  available  late  in  the  season,  it  was  de- 
cided to  make  only  such  repairs  to  the  dredges  as  were  absolutely  indispensable,  post- 
poning the  other  repairs  until  the  following  year. 

The  Oswego  was  ready  for  work  in  September,  before  the  OhiOy  and  was  employed 
in  backing  with  gravel  the  dam  at  the  head  of  Marietta  Island.  After  the  repairs 
of  the  Ohio  and  the  scows  were  finished,  further  dredging  was  done  about  the 
Ilarmar  Lock  September  29-October  3,  and  on  October  4  the  dredges  proceeded  to 
tlie  foot  of  Blennerhassett  Island,  where  they  resumed  the  work  of  removing  the 
old  wing  dam  on  the  Ohio  side  of  the  channel.  On  the  following  dav  the  river  had 
risen  so  much  as  to  compel  the  dredges  to  leave  the  dike,  and  until  I^ovember  10  it 
remained  too  high  to  permit  any  excavation.  The  dredges  made  several  attempts 
to  resume  work  at  times  when  the  river  feU  to  within  a  few  feet  of  the  higest  stage 
at  which  work  was  possible,  but  they  could  not  be  held  in  place. 

On  November  10  the  river  had  again  faUen,  and  although  it  was  still  too  high  to 
work  in  safety,  dredging  was  resumed  and  a  small  amount  of  work  was  done.  On 
the  11th  the  Oswego  cracked  a  spud  in  consequence  of  working  in  the  strong  current 
and  deep  water,  and  the  Ohio  also  cracked  a  spud  and  had  her  dipper  pole  badly 
twinted.  As  the  river  had  begun  to  rise  rapidly,  and  there  was  no  prospect  that  it 
would  fall  so  that  dredging  could  be  resumed  for  at  least  a  couple  of  weeks,  the 
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dredjces  'W^eie  taken  back  to  Marietta,  where,  after  widening  the  channel  at  the 
mouth  of  the  Mnskingnm  sufficiently  to  secure  narbor  room,  they  were  laid  np  for 
the  winter.  « 

The  total  expenditure  for  the  dredging  fleet  in  1890  was  $11,284.22. 

Dam  at  head  of  Marietta  laland,  168  miles  helmo  Pittsburg. — Dredging  at  thia  point 
wajB  for  the  purpose  of  supplying  gravel  to  bank  against  the  dam  which  closes  the 
West  Virginia  cnaunel,  the  work  being  done  by  the  Oswego  while  the  Ohio  was 
undergoing  repairs. 

Material  from  the  bar  at  the  head  of  Marietta  Island  was  loaded  into  scows,  which 
were  dumped  as  closely  as  possible  above  the  dam.  A  portion  of  this  material  was 
afterwards  banked  against  the  dam  by  the  dredge.  Excavation  made  September 
9-11,  and  September  26  to  October  1,  6,813  cubic  yards. 

Dam  No,  1,  Muskivgum  Eiver, — The  dredges  were  employed  to  furnish  spoil  for  use 
'in  building  a  coffer  at  the  lower  end  of  the  old  Harmar  Lock,  and  also  to  supply 

f  ravel  for  use  in  making  concrete.  Excavation  made  Septemoer  29  to  October  3, 
,727  cubic  yards. 

Harmar,  Ohio,  171  miles  below  Pittsburg. — The  dredges  removed  from  the  channel 
below  the  dike  at  the  foot  of  Marietta  Island  tw*  wrecks  of  coal  boats  in  July,  and 
one  wrecked  coal  flat,  and  one  snag  weighing  two  tons,  on  September  25. 

Foot  of  Blennerhassett  Island,  188  miles  bvlow  Pittsburg. — ^The  object  of  this  dredg- 
ing was  to  complete  the  removal  of  the  old  wing  dam  on  the  Ohio  shore,  on  which 
work  the  dredges  had  been  employed  in  1888  and  1889. 

As  previously  stated,  continuous  high  water  prevented  the  dredges  from  doing 
more  than  3  days'  work  in  over  a  month,  and  it  seemed  inadvisable  to  attempt  any- 
thing further  under  these  circumstances.  Excavation  made,  October,  4,26^  cubic 
yar£;  November  10, 11, 1,960  cubic  yards.    Total,  2,212  cubic  yards. 

WORK  OF  SNAG  BOAT  IN  1890. 

As  the  last  river  and  harbor  act  made  the  expenses  of  the  Ohio  River 
snag  boat  a  permanent  charge  on  the  Treasury,  the  operations  of  this 
boat  will  hereafter  appear  in  the  Annual  Report  under  a  separate  head- 
ing. 

HARBOR  LINES. 

Under  the  authority  conferred  by  section  12  of  the  river  and  harbor 
act  of  September  19, 1890,  the  Secretary  of  War  has  ordered  that  har- 
bor lines  be  established  at  Pittsburg,  Wheeling,  and  Cincinnati.  A 
Board  of  Engineers  has  been  appoint^  to  recommend  harbor  lines  for 
adoption,  and  on  the  recommendation  of  the  Board  surveys  of  the 
harbors  of  these  tliree  cities  are  now  in  progress  under  charge  of  this 
office,  with  a  view  to  the  acquirement  of  the  necessary  data. 

NEW  BRIDGES  OVER  THE  OHIO  RIVER. 

During  the  past  fiscal  year  this  office  has  been  charged  with  the  duty 
of  supervising  the  erection  of  the  following  bridges  : 

Ohio  Connecting  Railway  Bridge,  crossing  the  Ohio  River  at  Brunot 
Island,  2  miles  below  Pittsburg.  This  bridge  was  completed  in  No- 
vember in  fiill  accordance  with  the  plans  approved  by  the  Secretary  ol 
War. 

Bridge  of  Wheeling  Bridge  and  Terminal  Railway  Company^  crossing 
the  Ohio  River  at  Wheeling,  89  miles  below  Pittsburg.  This  bridge  was 
completed  in  November,  in  full  accordance  with  the  plans  approved  by 
the  Secretary  of  War. 

Bridge  of  Wheeling  Bridge  Company,  at  Wheeling,  W.  Va.,  90  miles 
below  Pittsburg.  This  bridge  crosses  the  Ohio  River  280  feet  below 
the  Suspension  Bridge.  At  tlie  close  of  the  fiscal  year  all  of  tlio  piers 
were  completed  and  the  superstructure  east  of  the  channel  span. 

Bridge  of  West  M'rginia  and  I  ronton  Railroad  Company,  at  Kenova, 
Ky.,  313  mOes  below  Pittsburg.    This  bridge  is  still  under  construction. 
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Bridge  of  the  Central  Bridge  Gmnpanyy  between  Newport  and  Cincin- 
nati, 460  miles  below  Pittsburg.  At  the  close  of  the  fiscal  year  the 
sui)er8tructure  was  in  place  on  the  whole  bridge,  except  the  northern 
half  of  the  cantilever  and  the  northern  anchoring  span. 

STAGES  OF  THE  OHIO  RIVER  DURING  1890-'91. 

The  summer  and  autumn  of  1890  was  remarkable  for  the  steaily  con- 
tinuance of  navigable  water,  which  made  it  a  remarkably  favorable  sea- 
son for  river  commerce,  but  an  equally  unfavorable  season  for  all  work 
to  be  done  in  the  bed  of  the  river.  The  following  are  the  records  of 
the  gauges  at  Pittsburg,  Cincinnati,  and  Evansville,  which  may  be 
taken  to  represent  the  navigable  condition  of  the  Upper,  Middle,  and 
Lower  Ohio. 

Gauge  at  Davis  Island  Dam^  near  Pittsburg. — When  the  dam  is  up 
low- water  readings  must  be  obtained  from  the  gauge  at  the  lower  end 
of  the  lock.  On  this  gauge  3  feet  2  inches  corresponds  to  a  navigable 
depth  of  3  feet,  and  6  feet  corresponds  to  the  same  depth  in  the  river. 


Depth  in  channel. 


Gauge  readings. 


Davis  Island  Dam. 


Under     3  feet  and,  6  feet  and   TTi„i,^.* 
3  feet.        over.         over.       -"igheat. 


1890. 

July 

.  August 

September 

October .". . 

If  ovember 

December 

1801. 

January 

February 

March 

April 

May 

June 

Total 


Days. 
16 
15 
0 
0 
0 
0 


0 
0 
0 
0 
4 
0 


Days. 
15 
16 
30 
31 
30 
31 


Days. 

9 
21 
31 
29 

17 


21 


245 


Feet. 
6.3 
9.2 
15.0 
15.5 
12.7 
11.0 


21.8 
30.0 
13.8 
14.4 
5.9 
11.8 


Lowest. 


Fett. 


2.2 
2.3 
3.4 
6.4 
5.9 
5.0 


6.9 
10.1 
7.8 
4.9 
2.9 
4.4 


Cincinnati  gauge, — The  zero  of  this  gauge  is  about  2  feet  below  low 
water;  readings  of  4  feet  cori'espond  to  about  3  feet  in  the  channel,  and 
those  of  7  feet  to  about  6  feet  in  the  channel. 


Depth  in  channel. 


j    Gauge  readings. 


Cincinnati 
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Evamville  gauge. — ^Tlie  zero  of  this  gauge  is  at  the  low-water  line. 
Headings  of  2  feet  correspond  to  about  3  feet  in  the  channel,  and  read- 
ings of  (>  feet  correspond  to  about  (5  feet  in  the  channel. 


July 

AllgUHt 

Si'ptonibor. 

(h5tol)er 

November . 
December  . 


January . . 
Kebruury . 

Marrh 

j\l»ril 

May 

Juno , 


Total. 


Evansville. 


Depth  in  channel. 


Gauge  readings. 


Under  3    3  feet  and  6feetand   TTt„i,^af     Trt«r«-* 
feet.  over.  over.       Highest.    Lowest. 


1890. 


1891. 


Days. 
0 
0 
0 
0 
0 
0 


Dayg. 
31 
31 
30 
31 
30 
31 


Dayt. 
30 
18 
30 
31 
30 
31 


385 


351 


Feet. 
14.0 
11.0 
24.9 
21.8 
28.5 
26.9 


37.3 
42.6 
42.8 
37.3 
14.8 
17.6 


Feet. 
5.9 
4.6 
8.6 
8.9 
14.5 
9.3 


18.4 
28.0 
32.6 
15.8 
6.2 
6.5 


Comparing  tliese  records  with  those  of  previous  years,  we  find  that 
the  season  of  181K)-91  was  remarkable  for  the  abundant  supply  of  water 
during  the  summer  and  autumn,  being  the  periods  during  which  low 
water  is  confidently  expected.  The  tables  show  conclusively  why  it 
w^a«  difficult  to  complete  contratits  for  river  work. 

OPERATION  OF  DRAWS  IN  HIOH  BRIDGES. 

There  are  no  low  drawbridges  on  the  Ohio  Eiver;  the  general  Ohio 
Eiver  bridge  law  requires  that  all  bridges  shall  have  a  height  of  at 
least  40  feet  above  high  water,  and,  since  large  steamboats  require  more 
room  than  40  feet,  it  is  also  x)rovided  that  all  bridges  below  the  Cincin- 
nati suspension  bridge  shall  have  a  draw  for  use  in  high  water  unless 
they  give  a  clearance  of  at  least  53  feet  above  high  water.  There  4re 
three  high-water  draws  on  the  Ohio  Eiver,  but  the  draw  in  the  Ohio  Falls 
Bridge  at  Louisville  is  exceptionally  located,  and  no  records  of  its  opera- 
tion is  kept.  The  other  two  draws  were  operated  tor  the  benefit  of  navi- 
gaticm,  as  follows : 


Cincinnati 
Southern. 


Kentncky 

and 
Indiana. 


Febwiarv,  1891 
March,  1891..., 

Total  ... 


Dayf. 
0 

Days. 

17 

1                  0 

4 

..     .                         0 

21 

STOPPAGE   OF  NAVIGATION   BY  ICE. 

The  past  winter  was  a  very  mild  one,  and  assuming,  as  heretofore, 
that  the  condition  of  affairs  at  Cincinnati  is  a  fair  average  for  the  whole 
river,  I  have  to  report  that  the  navigaticm  of  the  Ohio  Eiver  was  not 
affected  by  ice  during  the  i)ast  fiscal  year. 
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LOSSES  BY  COLLISION  WITH  BRIDGES. 

The  following  tables  show  the  losses  sustained  by  the  commerce  of 
the  Ohio  Eiver  during  the  past  fiscal  year  by  collision  with  the  piers  of 
*  bridges  crossing  the  Ohio  River. 

Bearer  Bridge, 

[ComploUnl  in  1878.] 


Date. 

Owners. 

steamboat. 

I^ss. 

Amount. 

June  8,  1891 

Tennessee  River  Naviga- 
tion Company. 
Previous!  J'  reported 

Iron  Age 

1  flat 

$450 
K),590 

Total 

56,040 

« 

IVheeling  and  Martin  FeiTy  Bridge, 
[Completed  in  1800.] 


Date. 

Owners. 

Steamboat. 

Loss.                 '  Amount. 

Aug.1880-... 

C.  Jutte&Co 

Previously  report^^d  .... 

Twilight 

1  coal  boat 

$3,600 
6,200 

Total 

$9,800 

1 

Bellaire  Bridge. 
[Completed  in  1871.] 


Date. 

Owners. 

steamboat. 

Loss. 

Amount. 

Nov.  13,  1890 

W.  H.  Brown's  Sons 

Previously  reported  .... 

Chas.  Brown 

1  barge,  1  flat 

$2,700 

123.876 

Total 

126, 576 

Date. 


S<'pt.  10, 189C 
l)t.<«.  25,  1890 
June  9, 1891 


Owners. 


W.  H.  Brown's  Sons. 

0.  Jutte  &  Co 

W.  H.  Brown's  Sous. 


Total 

Previously  n«ported . 


Grand  total . 


Farkereburg  Bridge. 
[Complet«-d  in  1871.] 


Steamboat. 


Losn. 


Chas.  Brown 1  flat — 

Twilight 1  barge  . 

Chas.  Brown I  1  barge. 


ENa  91 147 


Amount, 


$500 
1, 42.*> 
2,430 


4, 3.%5 
W,  322 


72.677 
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^  Kenvva  Bridge, 

[Unfiniahed.] 


Date. 


I 


Owners. 


Stoamlioat. 


Loss. 


Amonnt. 


Mar.        1891     AnuMrong  Broa Xnil  Tftv 1  dteamboat $6,000 

Do do do !  2  iMirgosand  1  flat '         2,700 


Total • I 


8.700 


Xewport  and  ('inciHttati  Railroad  Bridge. 
[Completed  in  1872.] 


Date. 


Owners. 


Mar.  20, 1891 


John  F.  Walton  &  Co. 
Previonsly  reiwrted . . 


Total. 


8t4*amboat. 


Loss. 


John  F.  Walton |  1  coal  boat,  1  flat 


Amount. 


$2,000 
42,107 


44,107 


Covington  and  Cineinnaii  Railroad  Bridge, 
[Completed  In  1889.] 


Date. 

Owners. 

Steamboat. 

Loss. 

Amount. 

Frl»     17  1891      Thfta.ShftTlock  TmiiR.no. 

Thos.  Sherlock 

Steamboat . 

$35,000 
8,150 

Previouslj'  reported  .... 

Total ! 

43.150 

1 

Kenttickif  and  Indiana  Bridge. 
[Completed  in  1886.] 


Date. 

Owners. 

Steamboat. 

Loss. 

Amount 

May    6  1891 

0.  P.Shinkle 

Golden  Rule 

Steamboat  damaged 

Steamboat .*... 

$1,500 
20.000 

'Do 

Cook,  Hoffman  &  Co. . . . 
Total 

Transit* 

21,500 
6.267 

Previously  reported  -,--'.... 

Grandtotal j 

27,767 

*Tlio  Trantit  did  not  strike  the  bridge,  but  was  lost  while  helping  the  Golden  RuU. 

Cairo  Bridge. 
[Completed  in  1889.] 


Date. 


Owners. 


StenmlNtat. 


Mar.  15, 1891  ;  Sundry  partios Tu«.  B.  Williams. 

I  Previously  roiiortcMl 


Total. 


9,242 
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Losses  by  coUision  with  Ohio  Rinr  bridges  to  June  SO,  1891. 

Beaver  Bridge , $56,040 

Steubenville  Bridge 90, 308 

Wheeling  and  Martin  Ferry  Briclg** 9, 800 

Bellaire  Bridge 126,576 

Parkersburg  Bridge : 72,677 

Point  Pleasant  Bridge 9,600 

Kenova  Bridge 8,700 

Newport  and  Cincinnati  Railroa<l  Bridj^t^ 44, 107 

Covington  and  Cincinnati  Railroad  Bridge 43, 150 

Cincinnati  Spathern  Railroad  Bridge 9, 812 

Ohio  Palls  Bridge -t 80,350 

Kentucky  and  Indiana  Bridge 27, 767 

Henderson  Bridge 18, 4^ 

Cairo  Bridge 9,242 

Total 606,609 

The  only  completed  bridges  over  the  Oliio  River  which  have  no  record 
of  damages  to  river  craft  are  the  following:  Brunot  Island  Bridge, 
Wheeling  Suspension  Bridge*,  Covington  and  Cincinnati  Suspension 
Bridge.    The  first-named  bridge  was  finished  in  November,  1890. 

OHANaES  IN  THE  OHABAOTEE  OP  OHIO  BIVEB  OOMMEBOB. 

In  connection  with  the  commercial  statistics,  which  are  given  iartlier 
on  in  this  report,  I  have  thought  that  it  would  be  interesting  and  vahi- 
able  to  give  the  views  of  a  well-known  authority  on  statistics  on  the 
present  condition  of  Ohio  Eiver  commerce.  I  have  therefore  made  the 
following  extracts  from  the  last  annual  report  of  Col.  S.  D.  Maxwell, 
superintendent  of  the  Cincinnati  Chamber  of  Commerce: 

To  the  river  interests  of  the  city,  with  an  almost  uninterrupted  period  of  naviga- 
ble water,  with  increased  business,  and  a  general  prosperous  condition,  the  past  2 
years  have  furnished  a  striking  contrast  with  the  2  preceding  years,  marked  as 
they  were  by  interruptions  from  ice,  low  water,  and  generally  unfavorable  busi- 
ness features,  which  were  calculated  to  raise  the  question  in  the  minds  of  persons 
who  reasoned  within  a  narrow  circle,  that  the  river  was  waning  in  its  commercial 
value  and.  had  seen  its  largest  usefulness.  It  is  true  the  business  of  the  river  has 
undergone  great  changes.  The  number  of  boats  for  the  performance  of  the  work 
has  largely  diminished ;  the  river  no  longer  furnishes  transportation  for  light  mer- 
chandise over  long  distances  nor  for  that  which  requires  quick  transport,  the  rail- 
roads, from  the  very  logic  of  the  situation,  having  absorbed  much  business  which 
represented  the  kind  perforined  by  the  river  many  years  aeo ;  but  they  who  sup- 
pose that  the  navigable  waters  of  the  interior  have  practically  completed  their  work 
fail  to  recognize  tne  fact  that  more  freight  is  now  furnished  by  heavy  articles  of 
merchandise^  especially  suited  to  transportation  by  water,  including  fuel,  which  is 
transported  m  barges,  than  constituted  the  entire  business  of  the  river  in  those  days 
when  it  was  the  sole  method  of  transportation  throughout  the  West ;  they  forget 
that  the  single  article  of  coal,  than  which  nothing  sustains  a  more  intimat-e  rela- 
tion to  the  industrial  prosperity  of  the  interior,  has  furnished  -annually,  iu  the  past 
3  years,  for  Cincinnati  alone,  an  average  annual  tonnage  of  2,450,574,  or  more  tliau 
twice  the  total  average  annual  tonnage,  i\s  near  as  can  be  asoortaincd,  ot,  all  the 
boats  arriving  at  Cincinnati  during  tho  18^-cars  prccodinjy  ]8()0~'U1,  wliicli  represent 
the  palmiest  days  of  steamboating  in  the  West,  assuming  that  every  boat  during  that 
period  arrived  at  our  wharves  loaded  to  its  lull  eapaeity  as  indicated  liy  its  oflieial 
measurement,  with  36  per  cent,  aildeil  to  make  good  the  excess  of  carrying  capacity 
over  hull  measurement ;  they  also  forget  that  the  average  vessel  in  our  time  repre- 
sents the  performance  of  a  much  larger  amount  of  work,  inasmuch  as  it  is  generally 
of  greater  carrying  capacity,  and  that  the  time  of  making  trips  between  given  points 
has  been  niat<>riaUy  reduced;  thoy  are  also  unniin«lful  of  the  fact  that  while  we  are 
prone  in  this  country  to  uudercHtiniato  the  iniportaue»  of  water  transportation  as 
a  competitive  ageney,  other  nations,  witli  a  larger  foit^sight,  are  zealously  dcvi^Iop- 
ing  their  Mystcui  of  internal  water  ways.  The  business  in  eiich  of  the  i>ast  2  years 
has  not  alone  been  characterized  by  large  receipts  of  coal,  but  the  genenU  business 
hiis  been  more  satisfactory  and  remunerative  than  during  a  number  of  preceding 
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years,  so  that,  at  times,  with  the  inability  to  procure  new  boats  in  time  for  meeting 
the  demand,  the  boats  in  nse  have  been  unequal  to  providing  for  the  actual  -wants 
of  the  trade,  the  insufficiency  of  capacity  having  been  especially  apparent  in  the 
Memphis  and  New  Orleans  trades,  while  the  increased  business  has  oeen  generally 
exhibited,  it  has  been  particularly  noticeable  in  the  Pittsburg  and  Cincinnati  trade, 
which  has  been  the  best  in  years.  It  is  probably  true  that  this  increase  is  largely 
traceable  to  favorable  conditions  of  the  river,  but.  however  this  may  be,  it  for- 
nishes  a  powerful  argument  for  us  to  do  all  that  can  i>e  done  toward  improving  the 
navigable  character  of  the  stream  and  its  tributaries,  and  thus  lengthen,  as  far  as 
possible,  the  navigable  period. 

ESTIMATE. 

The  following  estimate  is  submitted  as  my  judgment  of  the  amount 
of  money  that  shotdd  be  appropriated  to  a  river  of  the  magnitude  of 
the  Ohio  and  with  so  large  and  valuable  a  commerce : 

Low  dams  and  dikes - $600,000 

Davis  Island  Dam 11,500 

Rock  bar  at  mouth  of  Licking  Rivor 20,  000 

Dredging 20,000 

Removal  of  rock  reefs  in  channel 20,  000 

General  administration,  inspeption,  engineering,  and  contingencies 35,  000 

Total 706,500 

The  item  of  $11,500  inserted  for  the  Davis  Island  Dam  is  composed 
of  $3,500  for  quarters  on  Davis  Island  and  $8,000  for  extending  the 
guide  crib  below  the  land  wall  of  the  lock.  Experience  after  the  work 
was  completed  showed  that  more  men  were  required  to  manage  the  lock 
and  dam  than  were  originally  estimated  for,  and  it  became  necessary  to 
quarter  the  additional  force  on  Davis  Island.  They  were  placed  in  the 
temporary  buildings  occupied  by  the  laboring  force  during  the  con- 
struction of  the  work,  but  these  buildings  are  no  longer  habi^ble.  The 
extension  of  the  guide  crib  below  the  lock  is  urgently  requested  by 
coal  shippers,  because  at  certain  stages  of  the  river  there  is  an  eddy 
below  the  lock,  and  an  hour  or  two  is  sometimes  lost  before  a  fleet  can 
get  out  of  this  eddy  and  proceed  down  the  river. 

Money  statement, 

July  1,  1890,  balance  unexpended $136,648.06 

Amount  appropriated  by  act  approved  September  19,  1890 300, 000. 00 

436,648.06 
June  30, 1891,  amount  expended  during  fiscal  year 119, 690. 96 

July  1,  1891,  balance  unexpended 317,057.10 

July  1,  1891,  outstanding  liabilities $9,  240. 86 

July  1, 1891,  amount  covered  bv  uncompleted  contracts 169, 579. 29 

178,820.15 

July  1,  1891,  balance  available 138,236.95 

•  — . 

(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  706, 500. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 
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Abstract  of  proposah  for  constructing  dams  and  dikes  in  the  Ohio  River,  opened  Januarp 

g^,  1891. 

CRIB  SUPKRSTRUCTUttB  ON  t>IKE  At  ^OOt  OF  MARIETTA  ISLAND. 


No. 


liAme  and  address  of  bidder. 


it 


OB  fl 


-I 

It 


Totali 


John  C.  Graham.  Gallipolis,  Ohio 

Josiah  T.  Hart,  Marietta,  Ohio 

J(Thn  J.  Shipman,  Washington,  D.  C 

WiUiam  A.  McCosh,  Parltersbarg.W.  Va 
Richardson  &  Monroe,  Portsmouth,  Ohio 

I.  V.  Hoag,  JT^  Pittabnrg,  Pa 

Oliver  Reed,  water  Cnre,  Pa 

Garrett  T.  Fogel,  Alleghany,  Pa 

WiUlam  Walter,  Fnlton,  N.  Y 


$20.00 
20.00 
24.00 
26.50 
23.00 
24.00 
2a  50 
28.00 
8S.00 


Cmt». 
6 

4 
4 
5 

5 
6 
6 


CenU. 
7 
4 
6 
5 
6 
3 
5 
8 

H 


$0.98 
L25 
1.10 
1.00 
1.00 
1.20 
1.45 
1.60 
1.26 


$2.50 
1.25 
1.75 
1.50 
5.00 
2.00 
2.75 
3.00 

16.00 


$6,67J» 
6,900 
7,021 
7,060 
7,126 
7,198 
8,885 
9,328 

10. 917 


Contract  awarded  to  John  C.  Graham,  and  ezecated  nnder  date  of  Fehruary  14. 
1891. 


DAM  AT  HEAD  OF  BLRNNERnASSKTT  ISLAND. 


Ka 


Name  and  addrees  of  bidder. 


5| 


Total. 


Richardson  St,  Monroe,  Ports- 
month,  Ohio 

J.  W.  Gardner,  GalUpolis,  Ohio . 

John  C.  Graham.  Gallipolis,  Ohio . 

John  J.  Shipman,  Washington, 
D.C 

Wm.  A.  McGosh,  Parkersbnrg, 
W.Va 

I.  V.  Hoafc  jr.,  Pittsbnrg,  Pa . . . 

Limphier  Cramer,  Parkersburg, 

Josiah  T.  Hart,' Marietta,  Ohio!  \ 
Garrett  T.  Fogel,  AHegbeny,  Pa. 
William  Walter,  Fulton,  K  Y  .. 


$21.00 
24.25 
20.00 

34.00 

25.00 
24.00 

28.50 
22.50 
28.  UO 
85.00 


$20.00 
24.25 
20.00 

20.00 

20.00 
21.60 

27.00 
22.50 
24.00 
30.00 


Cents. 
6 


Cents, 

6 

4 
7 


Cents. 

7 
6 
7 


$0.95 
.93 
.99 


1.00 
1.16 

1.00 
1.22 
1.60 
1.25 


$4.00 
1.75 
2.50 

1.75 

1.50 
2.00 

2.00 

1.50 

3.00 

16.00 


$21,685.00 
21,783.73 
21,972.00 

22,057.50 

22,666.00 
28,773.00 

24,107.00 
24,421.00 
31, 520. 00 
33,881.00 


Contract  awarded  to  Richardson  &,  Monroe,  and  executed  under  date  of  February 
14, 1891. 


DIKE  AT  CULLUM8. 


No: 


Name  and  address  of  bidder. 


John  J.  Shipman,  Washington,  D.  C 

Frederick  Hartweg,  Dajtou,  Ky 

Richardson  &  Monroe,  Portsmouth,  Ohio 

James  R.  Ware,  Cinoinnati,  Ohio 

HenryC.  Jones,  M:^ison.  Ind 

I.  V.  Hoag,  Jr.,  Pittsburg,  Pa 

Martin  Harrell  &  Co.,  CleTea,  Ohio 


Riprap 

Tiles, 
each. 

Brnsh, 
per  corn. 

yard. 

$2.00 

$0.85 

$0.85 

2.25 

1.25 

.94 

2.74 

1.47 

.85 

2.75 

1.25 

.95 

2.50 

1.25 

1.18 

2.50 

2.00 

1.50 

8.00 

2.60 

1.60 

Total. 


$10, 850. 00 
23.615.00 
24,065.60 
24.4:t5.00 
27.550.00 
45,900.00 
47,720.00 


Contract  awarded  to  John  J.  Shipman,  and  exooutcd  under  date  of  Fehruary  9, 1891. 
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1>IKK   AT  hOWKi:   r.AK,    KIMN(i   Sl^N,    IND. 


No. 


Name  and  address  of  bidder. 


Tiles, 
each. 


John  J.  Shipman,  Washington,  I>.  C $2.00  , 

William  Kirk,  Madison,  Ind.... 2.00 

Frederick  Hariweg,  Dayton,  Ky 2. 23  . 

Henry  C.  Jones,  lla<li»on,  lud 2.10 

James  R.Ware,  Cincinnati,  Ohio '  2.^r^  ' 

Richardson  &  Monroe,  Portsmoutli,  Oliio I  2. 85  I 

I.  V.  Hoag,  jr.,  Pittsburg,  Pa 2.50  i 


Riprap 

Brush, 

stone. 

per 

per 

Total. 

cord. 

cubic 
yard. 

10.85 

$0.88 

$15,580.00 

80 

90 

15,610.00 

].15 

88 

17,037..'J0 

1.10 

04 

17,373.00 

1.25 

05 

1H,767.,W 

1.50 

00 

19, 2M5.  ."lO 

2.00 

1.50 

27,825.00 

Contract  awarded  to  John  J.  Shipman,  and  executed  under  date  of  February  9, 
1891. 


CRIB  SUPERSTRUCTURE  ON  DIKE  AT  MADISOX,   IND. 


No. 

Name  and  address  of 
bidder. 

Oak 
timber, 
perM. 

Pine  or 

hemlock. 

perM. 

Drift- 
bolts, 
per 
pound. 

Spikes, 

per 
pound. 

Riprap 

stone,  per 

cubic 

yard. 

$1.00 
1.40 

Paving, 

per 
square. 

Total. 

16 

William  Kirk,  Madison, 
Ind   

$25.00 
25.00 

$25.00 
23.00 

OenU. 
6 
8 

Genu. 
5 
3 

$2.00 
2..00 

$10, 075. 00 

6 

I.V.Hoag,jr.,Pittoburg, 
Pa    

12, 340. 00 

Contract  awarded  to  William  Kirk,  and  execute  under  date  of  February  14, 1891. 


DIKE  AT  FLINT  ISLAND. 


No. 


Name  and  address  of  bidder. 


William  Kirk,  Madison.  Tnd 

John  J.  Shipman,  Washinpton,  D.  C 

Frederick  Iiartwog,  Day t<iii,  Ky 

Henry  C.  Jones.  Madison,  Ind 

Eigenmann  &  Hollerback,  Kockport,  lud. 

James  R.  Ware,  Cincinnati,  Ohio 

Richardson  St.  Monroe,  l^ortsniouth,  Oliio. 
I.  V.  Hoag,  jr.,  Pittsburg,  Pa 


Piles, 
each. 


$1.75 
L75 
2.25 
2.00 
2.10 
2.25 
2.90 
2.50 


Brush, 

per 

cord. 


$0.80 
.80 
.05 
.04 
.90 
.90 
1.50 
2.00 


Kiprap 
stone, 

per 
cubi6 
yard. 


$0.85 
.80 
.84 
.00 
.95 
.98 
.55 
1.20 


Total. 


$25,079.90 
25,850.90 
26.984.44 
28,029.82 
28,322.70 
29,170,20 
81, 854. 50 
41,381.00 


Contract  awarded  to  William  Kirk  and  executed  under  date  of  February  14,  1891. 


Abstract  of  proposals  for  iowhoatfor  service  tciih  Ohio  River  dredges,  opened  September  9, 

1S90, 


No. 


Name  and  address  of  bidder. 


Steamboat. 


J.  P.  Capehart,  Syracuse,  Oliio J.  M.  Clark 

Val.  P.  Collins,  Cincinnati,  Ohio George  W.  I 

Varian  Transportation  Company,  Letart,  W.  Va Bob.  Ballard 

Tide  Coal  Company,  Pittsburg,  Pa Little  Bill 

S.  D.  Davis,  Marietta,  Ohio 

A.  Montgomery  St,  Co.,  Cincinnati,  Oliio 


Price 
per  day. 


J. H. McCounell  ..' 
Al.  Martin 1 


$28.50 
43.44 
44.00 
45.00 
«.00 
49.33 


Contract  awarded  to  Val.  P.  Collins  and  executed  under  date  of  September  19, 
1890. 
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hhiff  roadhrd  of  Ohio  a 
h'Ccc  at  Latcrenvcbnrffj 


Ahntrai't   of  propomh  for  rtthhif/  roadhrd  of  Ohio  and  Mifmlnsi2}in  limlway  iolwitjhL  of 


No. 


Bidder. 


Earth  fiU- 
ins  per  ou> 
'nc 


ToUl. 


bic  yard. 


1     Ohfo  and  MiasiAsippi  Rwy.  Co. 


$0.40  I  |8,eU.96 

._ J 


Contract  awarded  to  Ohio  and  Mis8i8.Hippi  Railway  Couipany,  :uid  executed  nodor 
date  (»f  January  9,  1891. 


Abstract  of  proposals  for  the  construotion  of  two  dump  scows  for  use  with  Ohio  Biver 
dredges,  opened  March  9,  1891, 


No. 


Name  and  addreaa  of  lifdder. 


^^r'\  Total. 


1  S.  W.  Coflln  &.  Son.  Cincinnati,  Oliio 

2  '  David  K.  Sprinlde.  Cincinnati.  Oliio 

3  M.  A.  Sweeney  &.  liro.,  Jefioniouville,  Ind. 


$3,537.00  '  $7,074.00 
4,145.00!  8.290.00 
5,o00.00       10,600.00 


Contract  awarded  to  S.  W.  Coflln  Sl  Son,  and  i'xecut-<?d  under  date  of  April  14, 
1891. 


Abstract  of  proposals  for  extending  embanknient  on  south  side  of  Grexit  Miami  liiverf 

opened  June  /,  IS91, 


No. 


Name  and  addreaa  of  bidder. 


1  John  Johnson,  Crawfonlsvillo,  Ind 

2  '  (juthrie  Brotliers,  Plyraoutli,  Oliio 

3  ,  John  W.  Scott  6c  Co.,  Aurora,  Ind 

4  !  OeoTffe  W.  Manlock  Si  Co.,  Aurora,  Ind 

5  ,  J.J.  Kumaay,  Fo-storla,  Olilo 

6  Annis,  Lowe  &.  McElfrcJili,  Lawrencebnrg,  Ind . 

7  John  J.  Shipman,  Cincinnati,  Ohio 

8  William  Z.  Partello,  Wasb injcton,  D.  C 

9  B.  D.  Barton,  Cincinnati,  Ohio 

10    John  M.  Bolan,  Cincinnati,  Ohio 


j  Price  per 
cubic  yard. 

CenU. 

;  21* 

22  A 
2.3 
26 
28* 

,..  :w 

.!  :i^ 

3.'> 
41 

.i  45 


Total. 


,  $7,310.00 
i  7,610.00 
1  7,820.00 
!  8,840.00 
I  9,090.00 
;  10,200.00 

;  11,333.3:) 

.  11,900.00 

.  13,940.00 

15,300.00 


Contract  awarded  to  John  JobnRon,  and  exenitcMl  under  date  of  June  10,  1891, 


Abstract  of  proposals  for  delireriug  earth  on  embankment  at  Shawneetown,  HI, 


No. 


Bidder. 


1  '  Ohio  and  MisniMHippi  Rwy.  Co. 


Earth  fill- 
ing iM'v  cii-      Total. 
I   bic  yanl. 

$0.25     r2.862..V) 


Contract  awarded  to  Ohio  and  MlssisAippi  |{:iilwiiy  Company,  and  executccl  nn<1cr 
date  of  January  19,  1891. 
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Abstract  of  proposulsfor  constnioHng  ice  piers  in  the  Ohio  River j  opened  May  15,  ISOl, 
ICE  PIER  AT  PORTSMOUTH,  OHIO. 


No. 

Name  and  address  of  bidder. 

Oak 
timber 
porM. 

Riprap 
stone  per 
cubic  yard. 

Drift 

,  bolts  per 

pound. 

Mooring 
rings  per 
pound.  • 

Total. 

1 
2 
8 

4 

Jas.  R.  Ware,  Cincinnati,  Ohio 

John  J.  Shipman,  Riverside,  Oliio 

Henry  C.  Jones,  Madison, Ind 

Richardson  Sc  Monroe,  Portsmouth,  Ohio. 

$19.50 
10.00 
24.00 
25.00 

$0.80 

.88 

1.15 

1.15 

CenU. 
7 

4 
5 
7 

Cents. 
9 
8 
5 
7 

$3,747.09 
3,754.45 
4,90&85 
4,960.12 

Contract  awarded  to  Jas.  R.  Ware,  and  executed  under  date  of  May  23,  1891. 


ICE  PIER  AT  RIPLEY,  OHIO. 


No. 


Name  and  address  of  bidder. 


Oak 
timlier, 
jwr  M. 


I 


I 


Jas.  R.  Ware,  Cincinnati,  Ohio 

Jolin  J.  Shipman,  Riverside,  Ohio 

John  Taylor,  jr.,  HigginsiMri,  Ohio 

RichardHon  A:  Monroe,  Portsmouth,  Ohio 

Henry  C.  Jones,  Madison,  Ind 


$10..<i0 
21.00 
24.00  1 
24.00  I 
25.00  I 


$0.74 

.05 

.80 

1.10 

1.15 


Cents. 


Mooring  I 
rings,  ner     TotaL 
pound. 


Cents. 


$4,289.62 
8  !  4,661.16 
8  4,713.90 
6  I  5,278.03 
5       5,499.10 


Contract  awarded  to  Jas.  R.  Ware,  and  executed  under  date  of  May  23, 1891. 


ICE  PIER  AT  KERR  RUN. 


No. 


Name  and  adilress  of  bidder. 


^>«^      Lt^lFJ"Sr'     ^••'"'       Mooring! 
tiralwr   !     cShfT  !  ^«1*»  1^»'  r'n>;«P<'r'     Total, 
per  M.   j     ygW[     I   pound.   |   iraund.  ! 


I 


James  R.  Ware,  Cincinnati,  Olilo 

Jolin  Pepple,  Gallipolis,  Ohio 

Riotiardson  &  Monroe,  Portsmouth,  Oliio 
B.  J.  Malone,  Pomeroy,  Ohio 


$19.50 

»».85i 

23.00 

1. 10  ! 

24.00 

1.10 

30.00 

1 

.99 

I 


Cents.  Cents. 

7  9    ; 
6  8 
4i  6 

8  3i 


$4, 526. 78 
5, 258. 70 
5. 278. 03 
5,488.16 


Contract  awarded  to  James  R.  Ware,  and  executed  under  date  of  May  2.3,  1891. 


Ahstraet  of  proponaJs  for  funiishinfj  Bleamhoal  for  service  as  .IredffC-hoat  lender,  opened 

June  6,  ISOL 


No. 


Name  and  luldress  of  bidder. 


Ste4imlK>at. 


1  J.  P.  Capehart,  S.v'racuse,  Ohio J.  W.  Clnrk 

2  HuUug  Bros.,  Pittslmrg,  Pa Bob  Coniicll 

8  !  S.I).  Davis,  Marietta,  Ohio I  J.  H.  McCoiuu'U. 

4  i  Steamer  Delta  and  owners,  Pittsburg,  Pa I  Delta 

6  I  Ti<lo  Coal  Company.  Pittsburg,  Pa :  Little  Bill 

6     A.  Montgomery  &  Co.,  Cincinnati,  Ohio •  Al.  Mariin 


Price 
per  day. 

$37.00 
41.50 
43.00 
44.50 
45.  (HI 
54.74 


Contract  awarded  to  S.  D.  Davis,  and  executed  under  date  of  June  19,  1891. 
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Abstract  of  contracts  for  irnproving  Ohio  River,  in  force  during  the  fiscal  year  ending^ 

June  SOy  1891.  j 


Contractor. 


Work  of  improvement. 


Date. 


To  expire. 


.Touiah  T.  Hart 

John  C.  Graham 

Kichardson  &  Monroe 

John  J.  Sbipman 

I>o 

Bo 

Do 

WiUiaraKirk 

Do 

Do 

Do 

I.V.Hoac,jr 

John  F.  King 

John  J.  Shinntan 

Val.P.Collin8 

S.  D.Davis 

Ohio  ami  MiHHiHsippi  Ry.  Co 

John  John.snn 

S.  W.  Collin  &.  Son 

Ohio  and  Mississippi  Ry.  Co 
James  R,  Ware 

Do 

Do 


Dam  at  head  of  Marietta  Island 

Dike  at  foot  of  Marietta  Ishmd 

Dam  at  head  of  Blennerhassett  Island  . 

Dike  at  Eight-mile  Island 

Dike  at  Bonanza  Bar 

Dike  at  CuUum  Ripple 

Dike  at  lower  bar,  Rising  Sun,  Ind 

Snbstnicture  of  dike  at  MadiHon,  Ind I 

Superstmcttire  of  dike  at  Madison,  Ind. . . 

Dike  at  Flint  Island 

Dike  at  Caseyyille 

Dike  at  Grand  Chain 

Removing  rock  bar  at  mouth  of  Licking 

River 

Ice  pier  at  Portsmonth,  Ohio 

Towboat  for  service  with  dredges  in  1890. . 
Towboat  for  service  with  dredges  in  1891. . 

Embankment  at  Lawrencoburg,  lud 

Embankme&t  at  Lawrenceburg,  Ind 

Two  dump  scows  for  nso  with  dredges 

Embankment  at  Shawneetown,  Dl 

Ice  pier  at  Portsmouth,  Ohio 

Ice  pier  at  Ripley,  Ohio 

Ice  pier  at  Kerr  Run,  Ohio 


Feb.  9, 1880 
Fob.  14,1891 

....do 

Feb.     9, 1889 

....do 

Feb.     9, 1891 

....do 

Feb.  9.1889 
Feb.  14,1891 

...do 

Feb.  9,1889 
Dec.    1, 1884 

July '12, 1889 
Sept.  16, 1889 
Sept  19, 1890 
June  19, 1891 
Jan.  9, 1891 
Jnne  10, 1891 
Apr,  14, 1891 
Jan.  19,1891 
May  23,1891 

.'.'.'.do.  ".'.'.'.'.'. 


Dec.  31, 1889* 
Dec.  31,1891 

Do. 
Dec.  31, 1889 1 

Do.* 
Dec.  3*/,  1891 

Do. 
Deo.  31,1889t 
Dec.  31, 1891 

Do. 
Deo.  31, 1889* 
Dec.    l,1885f 

Dec.  31. 1889§ 

Do.* 
Dec.  31,180011 
Dec.  31,1891 
July  20, 189111 
Dec.  1, 1891 
Junel0,1891ir 
June  30, 189111 
Dec.  31,1801 

Do. 

Do. 


*  Extended  to  December  31, 1890,  and  completed. 

t  Extended  to  December  31,  1891. 

t  Extended  to  December  31,  1891,  and  completed. 


§  Contract  abandoned. 

II  Completed. 

II  Extended  to  June  30,  1891,  and  completed. 


COMMERCIAL  STATISTICS. 

In  preparing  tlie  following  statiRtics  it  has  been  thought  best  to  follow  the  calen- 
dar instead  of  the  fiscal  year,  as  it  is  impracticable  to  gather  statistics  in  the  limited 
period  available  after  the  close  of  the  fiscal  year,  and  the  calendar  year  is  in  gen- 
eral use  among  statisticians.  In  carrying  out  this  system  it  has  been  necessary, 
where  the  commercial  movement  of  several  years  is  compared,  to  recompile  on  the 
new  basis  several  tables  that  have  heretofore  accompanied  this  report.  This  will 
account  for  any  apparent  discrepancies. 

Coal  shipments  from  Pittsburg. 

[Furnished  by  Capt.  Wm.  Evans.] 


To  Cincinnati. 

To  Louisville. 

Months. 

Trips. 

Coal 
boats. 

Coal 
barges. 

Fuel 
tlats. 

Tons. 

Trips. 

Coal 
boat^. 

129 
183 
185 
1,56 
47 
10 

Coal 
barges. 

Fuel 
flats. 

Tons. 

1890. 
January    .  .  ...... 

26 
21 
21 
24 
22 
12 

10 
7 
2.5 
27 
18 
11 

366 
200 
219 
284 
172 
131 

12 

1 
8 
1 

15 
82 

174,463 
149, 377 
126, 477 
151,954 
139. 207 
71,702 

33 
36 
49 
35 
26 
13 

284 
244 
378 
237 
337 
128 

30 
19 
13 
33 
■    7 
17 

264,647 

Ftibnuiry 

294,219 

March.. 

371, 755 

Aiiril   

205, 282 

May 

172,066 

June ......  

82, 22S 

July 

August 

14 

H 

17 
22 
17 

'  "io 

12 
21 
4 

172 
141 
187 
232 
217 

8 

1 

'"'io' 


83,572 
86, 855 
101,153 
134.218 
105,663 

13 
11 
18 
25 
19 

13 
45 
45 
70 
91 

140 
00 
164 
242 
144 

15 
12 
16 
7 
19 

81,988 

Sont-einber 

86,978 

October 

123, 893 

November    

182, 876 

December 

169, 784 

Total 

210 

151 

2,381 

83 

1,3^,641 

278 

983 

2,388 

188 

2.095,716 

Grand  total 

3, 420, 357 

i 
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f'oniporalirf,  fnblc  ahowiittf  coal  Hhipmeuh  from    PilishHnj  dnr'niij  Ike  st mi  yearn  vmling 
I  *  Ihrvmbvr  .iL  /X'/ry. 


.    Tear. 

^  To  Cim'innati. 

To  LoaisvUle. 

Total. 

1884 

1885...: 

1886 

18^7    

1          Toj\$. 

'               {I46.124 

1.733,HH 

1            1.262,702 

788, 690 

Ton$. 
1, 160, 292 
1,114,008 
2, 220, 530 
1,367.012 
2.223,404 
1.439,747 
2,095,716 

Tofit. 
2,106,416 
2,847,112 
3,483,232 
2, 155, 702 
4,174,376 
2,589,639 
3,420,357 

1888 

1889 

1890 

1            1.950,882 

1.149,892 

1,324,641 

Commerce  pasHing  the  Davis  Inland  Dam  in  1S90. 


A8C«r 

(ling. 

1 

Descending. 

Total 
freight. 

Teasels. 

Through 
lock. 

Freight 

Through 
pa«8. 

Freiglit 

Thningh 
lock. 

No. 

2!) 

Froightj  TJjj;j'^;-''    Freight 

Packets 

Freiirht  boats  . 

No. 
19 

Toi\9. 
2,065 

No. 
613 

7 
1,828 

Ton#. 
66,(506 

351) 

1 
Ton9.         No.      1     Ton*. 
2,335              659  !      6:^604 
I 

Tons. 
134, 100 
350 

Towboate 

Mo<Iel  barges . . 

82 

98 
1 
7 

31 

186 

8 

13 

'956* 

6,384 

16,492 

28,272 

25'J 

364 

1,829  1 

91  1  86,450 
1,330  1,212,960 
6,096  1,711,072 
2,2.50       343,368 

91  1  2,755 
114  1        3,296 

87,400 

1,219,344 

2,727,564 

371,640 

3,270 

6,780 

Coal  boats 

Coaltiata 

Kafts 

7 

159 

114 

1 

8 

25 

220 

522  1 ..: 

4,346    

1,669    

9           240  ! 

112  1    2,900  1 

Kiscellaneoas . 

Total 

390 

2,310 

9,224 

69,586 

364 

55,047 

11,469  14,423,505 

4,550,448 

It  will  be  noticed  that  the  record  at  the  Davis  Island  Dam  gives  a  larger  tonnage 
of  coal  than  appears  in  the  statement  prepared  by  Captain  Evans.  It  is  posnible 
that  some  shipments  escaped  the  notice  of  the  latter,  as  it  is  almost  impossible  to  8e> 
cure  perfect  accuracy. 

I  am  inde!>ted  to  the  courtesy  of  Col.  Sidney  D.  Maxwell,  "^iperintendent  of  the 
Ql^nciunnti  Chamber  of  Commerce,  for  the  following  complete  tables  of  the  receipts 
and  siiipments  by  river  at  Cincinnati,  in  which,  however,  all  the  quantities  have 
been  transformed  into  tons  by  using  average  weights. 

Birer  commerce  of  CinoinntUi  for  the  year  ending  Augmt  SI,  1890, 


Articles, 


Receipts. 


Alcohol 

Ale  and  beer . . . 

Apples 

Bagging , 

Barley 

Beans ' 

Beef I 

Boots  and  sliot»H. . . ' 
Bran  and  middlings 

Brooms 

Broom  <"om 

Butter 

Candlt'H 

CnstingM 

Cattle , 

Onu-nt 

( "haii-H 

ClieeHP 

<  'idt^r 

CottW^ 

C'oopenige ' 

( '<>ni 

rommwil 

( 'otton,  bsdfH 

Ci*ookery , 


Tons. 


Ship- 
ments. 


Tons. 

73 

1,169 

326 

19 

48 

102 

11 

365 


3.  219  I 

0,  .^ai 


Total. 


Tent. 

73 

1,169 

4,994 

19 

48 

102 

11 

365 


Articles. 


822 

822 

53 

53  1 

5 

5  ' 

5 

5 

56 

56 

1,795 

1,795 

344 

3,563  1, 

2,217 

8,808 

113 

113 

80 

80i 

363 

363  , 

182 

182  I 

1,400 

1,400  1 

1,140 

2,833 

1.048 

1,048 
17,291  ! 

557 

525 

525  i 

•  Itecciptfl. 


Eggs 

Feathers 

FiHh 

Flour 

Fruit: 

Dried 

Green 

Furniture 

Glass,  window 

Glassware 

(rrease 

Hani  ware 

Hav- 

Hides 

Hogs 

Hog  products 

Hops 

Horses 

Iron  and  steel 

Iron: 

Pig 

Scrap 

L(>ad : 

Pig 

wTiito   


Tons. 
847 


84: 


4,427 


6,400 


13,  197 
2,364 


Ship- 
ncnts. 

•Total. 

Tom. 

Tons. 

16 

863 

3 

3 

641 

641 

4,125 

4,966 

22 

22 

25 

25 

944 

944 

186 

186 

3,173 

7,933 

196 

196 

2,319 

2,319 

488 

4,915 

128 

128 

55 

6,455 

2,641 

2,641 

16 

16 

652 

652 

10, 170 

23,387 

6,732 

9,096 

4 

4 

13 

13 

374 

374 
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liiccr  r.om.men'ii  nf  Cincinnalifor  the  ifcar  ending  Aiujmt .;/-,  ISOO — ('(iuliniicd. 


Articles. 


Leather 

Lemona ' 

Lime ' 

Malt ' 

Manufacturo8 

MerchandiHO i 

Molassea 

Noils 

Oats 

Oil 

OnloDB 

Oranges 

Pnajiutfl 

Petroleum I 

PotaUK'R I 

Kice 

Kope  and  twine  . .  i 

Rosin I 

Rye ; 

sit 


I  Receipts. 


Tons. 


Ship- 
ments. 


20.000  I 
:t,«:{0 
3:1.991  I 


1,  082  , 


4.587  I 
1, 1K9  I 
5, 993 


26,320 


Tons. 

82 

64 

800 

3.V2 

272 

30. 086 

2,000 

19,018 

324 

1,439 

47 

1.54 

443 

1,  460 

8.37 

110 

277 

41 

67 

14,606 


Total. 


Tons. 


3.52 
*>75 


Articles. 


JRoceip.ts. 


1     Tons. 
Se^^il,   r-lovor  ami 

timothv I 

Shw'p  ..* ,        1 

Shot 


194 


272  ,1  Soap. 


50,086 

.  5,630  I 

53,909  I 

324  I 

2,521  I 

47 

154  i 
5.030  I 
2,649  I 
6,830 
110 
277 
41 
67 
40, 926 


56* 


Spir 

Starrli 

SntiHr 

Tallow 

Ton 

Toba<"<M> I      17,541 

Tiirpent  ino 

Vogotahlos I 

Vinegar 

AVheat ,        3.883 

Whisky 9,167 

Wines  antUio  uorw 

W<K)l 


Total 194,  mi 


Ship- 
ments. 


Tons. 

587 

52 

351 

.530 

14 

4,34 

2. 173 

5 

8 

2,618 

19 

266 

1,0:34 

1,  308 

6, 010 

125 

76 


134,829 


TotJ*l. 


Tom. 

587 
1,246 

:i5l 

539 

14 

434 

2,737 

5 

8 

20, 1,'»9 

19 

266 

1.034 

5, 191 

1.1, 177 

125 


329, 7U 


The  following  tables,  compiled  from  Colonel  Maxwell's  annual  report,  furnish 
additional  infonnation  concerning  the  river  commerce  of  Cincinnati: 


AmvaU  and  departures  of  steamhoain  at  the  port  of  Citumnati, 

1884-'85. 

1885-'86. 

1886 

-'87. 

1887-'88. 

188a-'89. 

1889-»90. 

Ports. 

Arri- 
vals. 

Depar- 
tures. 

Arri- 
vals. 

Depar- 
tures. 

Arri- 
vals. 

Depar- 
tures. 

Arri- 
vals. 

Depar- 
tures. 

Arri- 
vals. 

Depar- 
tures. 

Arri- 
vals. 

Depar- 
tures. 

Kew  Orleans. 
PitUbiirg.... 
Other  ports . . 

49 

83 

2,006 

55 

87 
1,996 

63 

103 

2,323 

66 

103 

2,314 

34 

69 

2,16^ 

38 

70 

2.173 

35 

156 

1,389 

37 

153 

1,385 

61 

2:J7 

2,233 

51 

237 

2,234 

38 

107 

2,022 

37 

194 

2, 021 

Total.. 

2,137 

2,138 

2,489 

2,483 

2,272  '  2,281  ■  1.580 

t             1 

1,575 

2,521 

2, 522  ,  2, 257 

2,  252 

Steamhoatfi  landing  at  Cincinnati, 


Year. 


Ko.    Tonnage. 


l884-'85 '2(^5  '      65,261 

1885-'86 196  |       0:i,998 

1886-87 1     168         53,616 


Year. 


No.  .Tonnage. 


'  1887-'88 151  I 

j  1888-'89 152  I 

1889-'90 !  144  I 

1  I 


50, 612 
52, 192 
51, 587 


Schedule  of  rates  on  flour  per  barrel  by  rail  and  river  from  Cincinnati  for  6  years  ending 

August  SI  J  1890. 


Destination. 

1885. 

1886. 

1887. 

By  rail. 

By  river. 

By  rail. 

By  river. 

By  rail. 

By  river. 

Pittsbnre 

Cents. 
22  to  26 
15 
44  to  56 

Cents. 
20 
15 
39  to  48 

CenU. 
26  to  31 
15 
44 

Cents. 
15  to  20 
15 
35  to  39 

Cents. 
24  to  31 
15 
44  to  49 

Cents. 
15 

Louisville  ....... 

15 

New  Orleans 

35 

Destination 

1888. 

1889. 

1890. 

By  rail. 

By  river. 

Cents. 
■       15 
15 
35 

By  rail. 

CenU. 
23 
15 
54 

By  river. 

By  rail. 

By  river. 

Pittshurg        

Cents. 
22  to  24 
15 
40  to  49 

Cents. 
15 
15 
35 

Cents. 
23  to  24 
15 
49  to  54 

Cents. 
15 

LoiiiHyillei 

15 

Kew  Orleans 

35 

I  am  indcbtcMl  to  Maj.  *.i.  .7.  Lydecker,  Corps  of  Engineers,  for  a  statement  of  tho 
commerce  pa.sHiug  the  Fallrt  of  the  Ohio  during  1890.  It  is  included  in  the  rolh)wing 
table : 


Digitized  by 


Google 


2348      REPOitT   OP   TflE   CHIEF   OF   ENGINEERS,  IT.  S.  ARMY. 


Comparative  statement  of  commerce  panting  the  Falls  of  the  Ohio  River  fry  canal  and  hy 

river. 


Year. 


1882. 
1883. 
1884. 
1885. 
1886 
1887 
1888 
1889. 
1890 


Canal. 


Vc88el8.      Tous. 


8,988 
5)231 
3,485 
5.678 
4,964 
4,068 
6,963 
5,534 
4,386 


1, 349, 115 

785, 192 

1,443,181 

l,240,n2 

867,807 

1,915,365 

1,404,573 

998,062 


Open  river. 


Vessels. 


2,305 
1.484 
1,548 
822 
1,796 
2,297 
2,252 
1,984 
3,828 


Tons. 


668,866 

483,281 

484,124 

262,862 

677, 547 

1,204,518 

1,162,305 

957,829 

1,717,158 


Total. 


Vessels.      Tona. 


6,293 
6,715 
5.033 
6.500 
6,760 
6,366 
9,215 
7,518 
8,214 


1,604,404 
1,832,396 
1, 260, 316 
1,706,043 
1,817,650 
2,072,325 
3,077,670 
2,362,402 
2,715,220 


In  addition  to  the  fore|]^oing  statements  of  the  commerce  at  special  localities,  efforts 
have  been  made,  by  direct  communication  with  transportation  companies,  to  obtain  a 
'  statement  of  the  general  commerce  of  the  river.    The  resalts  are  embodied  in  the 
following  table : 

Commerce  of  Ohio  River  in  1890. 


Shippers. 


Between  what  points  on  the 
Ohio  lUver. 


Distance  I 
on  Ohio     Freight. 
Eiver. 


Number  of 
paraengers. 


Coal  shipment  from  Fittsbnrp  * 

Tennessee  River  Navigation  Co 

John  Barrett  &  Son  t 

Huntington  and  St.  Louis  Towboat  Cot 

A. Mon^omerv  &  Cot 

Steamboat  Malt  F.  Allen 

Steamboat  Ben  Hut 

Steamboat  H.K.  Bedford 

Steamboat  Loaiso 

Pittsborghand  Cincinnati  Packet  Line. 

Steamboat  Bob  BaUard 

Cincinnati  and  Pomeroy  Pa^>ket  Cot. . . 
Pomeroy,  Cincinnati   and    Louisville 
Barge  Line. 

Cole  and  Collins 

Ella  Layman  Towboat  Co 


Campbell  Creek  Coal  Co  . 

Armstrong  Bros 

Kanawha  Kiver  packets . 
The  Marmet  Co 


Collier,  Budd  &  Co 

Steamboat  B.  T.  Eno8 

Steamboat  Mink  N  o.  2 

Henry  Spilhe  &  Son 

Boena  Vista  Freestone  Co 

Cincinnati  Sand  and  Gravel  Co 

John  Trapp 

Tacoma  Packet  Co 

J.  M.  Blah- Brick  Co 

R  H.  Fleming 

Steamboat  Levi  J.  Workum 

U.S.  Mall  Line  Co 

Steamboat  New  South 

Memphis  and  Cincinnati  Packet  Co 

Southern  Transportation  Line 

Louisville  and  Evansville  Mail  Line  Co.§ 

W.C.Hajdwick 

Steamboat  Frank  Stein 

Nashville  and  Evansville  Packet  Co  . . . 

Evansville  and  Paducah  Packet  Co 

Evansville  and  Tennessee  Kiver  Pack- 
et Co. 

Steamboat  J.  C.Kerr 

Steamboat  Gus  Fowler 

St.  Loois  and  Tennessee  Biver  Packet 
Co. 

Steamboat  New  South 


Total. 


Pittaburg  and  Cairo 

....do.... 

....do 

....do 

....do 

Pittaburg  and  Parkersburg. 

do 

...do 

Pittsburg  and  PointPleasant 
PittHburg  and  Cincinnati . . . 
Marietta  and  Middleport . . . 

Pomeroy  and  Cincinnati 

Pomeroy  and  Louisville 


Pomeroy  and  Cairo 

Point  Pleasant  and  Cincin- 
nati. 

...do 

...do 

...do 

Point  Pleasant  and  Louis- 
ville. 

Point  Pleasant  and  Paducah . 

Gallipolis  and  Portsmouth.. 

Ashland  and  Cincinnati 

Portsmouth  and  Cincinnati. 

Buena  Yista  and  Cincinnati. 

Bipley  and  Cincinnati 

....do 

Chilo  and  Cincinnati 

Blairsville  and  Cincinnati  .. 

Cincinnati  and  vicinity 

Cincinnati  and  Petersburg. . 

Cincinnati  and  Louisville. . . 

...do 

Cincinnati  and  Cairo 

...do 

Louisville  and  Evansville. . . 

Louisville  and  Cairo 

Cannelt'On  and  Evansville. . . 

Evansville  and  Paducah 

...do 

...do 


MUe», 
065 
065 
065 
065 
065 
183 
183 
383 
263 
467 
70 
210 
351 

718 
203 

203 
203 
203 
836 

657 
86 
147 
113 
06 
53 
53 
36 
17 


Golcondaand  Piiducah. 

Paducah  and  Cairo 

...do 


.do. 


25 
132 
132 
400 
400 
185 
387 

67 
137 
137 
137 


45 


Tim: 

3, 420, 357 

37,307 

416, 105 

157, 802 

13,037 

10,200 

0,418 

5,500 

26,000 

132, 641 

3,080 

103, 158 

38L500 

355, 785 
327,300 

156,060 
07,500 
16, 407 

113, 401 

100,000 
26,000 
20,000 
10,000 
24.000 
15,750 
8,037 
16, 76.4 
50,000 
16,740 
7,308 

153,515 


3,600 
0,000 
2,500 
0,500 

40,890 
2,600 

54,726 


8,618 


0,000 


28,636 


05,334 
86, 617 
09,411 
•  5,000 
10,000 
14,780 
30,080 
40.000 

20,000 
35,000 
18,515 

25,000 


950 

100,046 

8,000 

14,633 

6.262 

40,470 


15,000 

050 

30,108 

4,000 

2,600 

15.000 

1,5:12 

7,000 


6,802,527 


416,620 


*  Coal  is  stopped  at  intermeduite  points. 

t  General  towinjjj. 

IKegular  hnixl  to  P(irtAnu>iith  and  one  to  Maysville.    Occasional  boat  to  Pittsburg. 

§Oue  boat  to  Leaven  worth,  Ind. 
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It  should  be  added  that  there  is  quite  a  large  amount  of  short  trade  commerce,  of 
which  statistics  could  not  be  procured ;  it  is  believed,  however,  that  with  additional 
experience  greater  success  muy  be  obtained  in  the  future. 


G  G  2. 

OPERATING  SNAG  BOATS  ON  OHIO  RIVER. 

The  river  and  harbor  act  of  September  19, 1890,  contained  the  follow- 
ing item: 

Skc.  13.  That  for  the  purpose  of  securing  the  uninterrupted  work  of  operating 
snag  boats  on  the  Ohio  River  and  removing  snags,  wrecks,  and  other  obstructions  in 
said  river,  the  Secretary  of  War,  upon  the  application  of  the  Chief  of  Engineers, 
is  hereby  authorized  to  draw  his  warrant  or  requisition  from  time  to  time  upon  the 
Secretary  of  the  Treasury  for  such  sums  as  may  be  necessary  to  do  such  work,  not 
to  exceed  in  the  aggregate  for  each  year  the  sum  of  twenty-five  thousand  dollars : 
Provided,  however^  That  an  itemiced  statement  of  said  expenses  shall  accompany  the 
Annual  Report  of  the  Chief  of  Engineers. 

In  submitting  the  annual  report  of  the  Ohio  Eiver  snag  boat  U,  A. 
Woodruff,  it  has  been  deemed  best  to  continue  the  practice  of  reporting 
the  operations  of  the  boat  by  calendar  years,  as  by  this  means  thereport 
of  each  season's  work  is  presented  by  itself,  while  if  the  report  is  made 
for  the  fiscal  year  it  must  necessarily  include  parts  of  two  seasons' 
work,  which  is  less  satisfactory.  It  is  evidently  necessary,  however,  in 
view  of  the  limit  to  annual  expenditures,  to  report  the  latter  by  fiscal 
years.  The  present  report  of  operations  is  for  the  calendar  year  1890, 
and  the  report  of  expenditures  covers  the  period  from  September  19, 
1890,  the  date  of  the  river  and  harbor  act,  to  the  end  of  the  fiscal  year. 

After  undergoing  her  annual  repairs  at  Cincinnati,  the  United  States 
snag  boat  E.  A.  WoodruffbegSbii  her  season's  work  on  the  Ohio  River  on 
the  13th  01  September;  she  ascended  the  river  as  far  as  Pittsburg,  and 
then  worked  her  way  downstream  to  Cairo,  arriving  at  that  place  on 
October  27.  Returning,  she  worked  up  as  far  as  Long  Run,  209  miles 
below  Pittsburg.  As  the  river  was  rising  and  too  high  for  successful 
snagging  and  wrecking,  the  boat  was  again  headed  downstream,  and 
arrived  at  Cincinnati  November  20. 

The  Woodruff  was  then  ordered  into  winter  quarters  at  the  mouth  of 
the  Kentucky  River,  where  she  went  out  of  commission  on  the  24th  of 
November. 

During  the  short  working  season,  which  was  a  very  unfavorable  one 
on  account  of  high  water,  the  Woodruff  removed  204  snags,  3  steam- 
boat wrecks,  11  coal  boats  and  barges,  2  flats,  and  1  wharf-boat  hull. 

The  total  distance  traveled  during  the  season  was  2,641  miles. 

Among  the  most  dangerous  obstructions  removed  may  be  mentioned 
the  hull  of  the  steamer  Wm.  Bonner^  from  above  Burlington  Bar,  one 
wheel  of  same  boat  from  Burlington  Bar,  and  a  coal  barge  from  De  Witt 
Bar.  The  largest  snags  removed  were  one  at  Hartford  City,  weighing 
158  tons,  one  at  Cabell  Landing,  weighing  433  tons,  and  one  atThree- 
Mile  Island,  weighing  IGl  tons. 
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Jbetaihd  statement  of  expendiiura  for  removal  of  snags  and  urecks, 
tlXFENSES  OF  tT.  8.  SNAG  BOAT  E.  A.  AVOODKUFF. 


Month. 


September . 

October 

November . 
December.. 
January  . . . 
Februai-y . . 

March 

April 

>fay 

Juno 

Total 
May,  1891  . . 


l*ay  of 
crew. 


$796. 
2,002. 
1,711. 

402, 

400. 

400. 

531. 

400. 

IM. 
1,667. 


9,096.31 


SubttUt- 
onoe. 


JMlacolla- 
Fuel.  I    neouK 
supplies. 


iTt     General   2!}*i* 

^^^:  IrciMilw.'  g^**-^*- 

plements.  ^""™*    TM^uses. 


$227.44   $116.00 
506.67     369.33 


400. 21 
29.62 
21.42 
16.82 
54.91 


1,257.09     885.86 


362.53 


$17.49 
61.17 
12. 14 


$7.50 
23.38 


36.00  i 


12.00 


5.30 
46. 76  I 


$61.66 
37.97 
40.80 


pauses. 


$0.60 
2.60 


3.90 
450.33 


132. 86  I 


30.88  i  594.75 


2.50 
15.00 
15.50 
15.00 


51.10 


OuUide  expenditures. 


1  drashook 25.50 

Kepa&ine  anchor T 10. 10 

niro  of  steamboat  to  remove  wrecks 180. 00 


Total  expenditures  for  removal  of  snagH  and  wrecks . 


•Total. 


$1,226.69 

2,961.^4 

2,529.23 

432.42 

•   421.42 

416.82 

624.66 

415.00 

809.11 

2,192.04 


12,048.85 


215.60 


12,264.45 


GG3. 

OPERATING  AND  CARE  OF  DAVIS  ISLAND  DAM,  OHIO  RIVER. 

This  dam  has  remained  under  the  local  charge  of  Mr.  William  Martin, 
C.  E.,  and  as  usual  his  services  have  been  extremely  valuable. 

At  the  close  of  the  last  fiscal  year  the  dam  was  down  and  the  repairs 
of  the  lower  lock  gate  had  not  been  quite  completed.  These  were  fin- 
ished by  the  13th  of  July,  and  on  the  14th  the  dam  was  raised.  The 
maneuvers  during  the  year  were  as  follows: 

Raised  dam  July  14. 
Lowered  dam  August  27. 
Raised  dam  September  3. 
Lowered  dam  September  7. 

And  thereafter  the  dam  continued  down  until  after  the  subsidence  of 
the  spring  floods. 

Raised  dam  ^fay  8.  • 

Lowered  dam  June  7. 
Raised  dam  June  16. 
Lowered  dam  June  19. 
Raised  dnm  June  30. 

Alul  at  the  end  of  the  fiscal  year  the  dam  was  up. 

The  year  just  passed  resembled  the  previous  (me  in  being  remarkably 
Avet,  and  the  services  of  the  dam  Avere  seldom  needed. 

On  the  IGth  of  July  the  bear-trap  gates  were  seriously  damaged  by  a 
singular  accident.  A  quantity  of  hay,  thrown  into  the  river  from  a  burn- 
ing stable  in  Pittsburg,  floatiMl  down  to  the  dam  and  was  drawn  into 
tlie  filling  culverts  of  the  bear  trap,  cutting  off  the  supply  of  water  and 
<»auHing  tlie  gate.s  to  fall,  thereby  lowering  the  pool.  As  soon  as  possi- 
ble the  valves  were  cleared,  and  efl^brts  weie  made  to  raise  the  gates. 
Owing,  as  was  subsequently  asc(u*tained,  to  the  lightness  of  the  track 
plates  on  which  ran  the  rollers  of  the  lower  leaf,  these  plates  sank  into  the 
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wood,  and  brought  tlie  sharp  edge  of  the  lower  leaf  in  contact  with  the 
tinder  surface  of  the  upper  loaf,  creating  so  much  friction  that  the  gates 
refused  to  rise.  After  spending  several  hours  in  fruitless  efforts,  the  force 
of  workmen  left  the  bear  trap  and  went  over  to  the  lock ;  while  they  were 
a])sent  the  gates-rose  with  such  force  as  to  break  the  safety  chains  and 
the  upper  beam  of  the  lower  gate,  forcing  this  gate  past  the  upper  gate, 
and  locking  the  two  together.  As  the  gates  remained  standing,  the 
level  of  the  pool  was  not  affected,  and  the  maneuvers  of  the  dam  went 
on  as  usual.  Owing  to  continued  high  water  it  was  impossible  to  finish 
the  repair  of  the  gates  until  May  6;  at  the  close  of  the  fiscal  year  they 
were,  in  better  order  than  ever,  and  with  the  experience  a<3quired  it  is 
believed  that  no  other  accident  is  probable. 

The  necessity  of  passing  off  a  large  quantity  of  water  through  the  weirs, 
on  account  of  a  number  of  small  rises  that  were  not  high  enough  to  cause 
the  lowering  of  the  whole  dam,  caused  such  a  dangerous  scour  of  the 
gravel  bottom,  although  well  covered  with  stone,  that  additional  meas- 
ures of  protection  were  required.  It  was  found  that  stone  alone  would 
not  answer  the  purpose,  and  it  became  necessary  to  use  piling  and 
sunken  barges  as  additional  protection.  The  bottom  is  now  believed  to 
be  safe. 

As  much  trouble  had  been  caused  by  ice  and  drift  making  their  way 
into  the  inner  end  of  the  gate  recesses,  the  lock  force  was  employed  wliile 
the  dam  was  down  in  making  a  cut  tlirough  the  inner  end  of  the  lower 
gate  recess,  with  its  bottom  2  feet  below  pool  level,  so  as  to  run  off  sucli 
inateriaL  The  operation  of  this  sluice  has  been  very  satisfactory,  and 
it  is  proposed  to  make  a  similar  one  at  the  upper  gate  recess. 

The  high  water  of  February  was  only  10  inches  below  tlie  great  flood 
of  1884.  It  caused  some  washing  near  the  abutment  of  the  dam  behind 
DaAds  Island  which  has  been  repaired. 

The  remains  of  old  Pier  No.  1,  have  been  leveled  down  by  the  use  of 
dynamite,  so  that  the  present  clear  width  of  opening  between  the  bear 
trap  and  the  lock  is  719  feet. 

The  new  device  for  handling  wickets  from  below  the  dam  has  not  proved 
as  useful  jCs  was  expected  on  account  of  the  great  agitation  of  the  water. 
It  is  believed  that  with  the  bear  trap  to  draw  off  drift  and  ice,  and  with 
the  increased  power  on  the  service  boat,  it  will  be  possible  to  handle  the 
dam  from  above  under  all  probable  conditions. 

For  further  details  reference  is  made  te  the  annexed  report  of  Mr.  Wil- 
liam Martin,  the  resident  engineer. 

Estimate  for  fiscal  year  ending  June  SO,  189S, 

Salaries $8,  IGO 

Water-gange  reports 300 

Telephone 240 

Natural  gas  for  fuel .". 350 

Oil 50 

Kope,  oars,  and  oakuiu 150 

Extra  pay  of  diver GO 

Post-oflice  box 8 

New  service  pump 520 

Contingencies 500 

Total.,,,., / 10,338 
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Detailed  statement  of  expenses  incurred  at  the  Davie  Island  Dam,  Ohio  JRirer,  during  the 
fiscal  year  ending  June  30, 1891, 


Month. 


Operating  expenses. 


Sal- 
aries. 


Sup. 
plies. 


Miscel- 
laneous 
expenses. 


Maintenance  and  repairs. 


Total.  I  Labor. 


Mate- 
rial. 


Plant. 


Purohsoe  | 
and  re-  { 
pairs. 


Hire. 


Total. 


Grand 
total. 


July 

August 

Sftptembcr. 

Ootober 

November  . 
December  . 
January  . . . 
February . . 

March 

April 

May 

Juue 

Total.. 


$740. 
678.  T.5 
645. 0<> 
610.00 
640.00 
640. 00 
640. 00 
640.  UO 
598.33 
623.33 
668.00 
939. 00 


83|$15: 


2.27 
54.14 
29.17 
29.16 
29.17 
29.17 
33.82 
33.92 
33.82 
•48.33 
47.62 
37.97 


$268.42^1,161.52 


80.04 
107.30 
64.80 
21.40 
28.25 
22.00 
26.70 
24.53 
22.00 
69.24 


812. 93 
781.47 
733.96 
690.57 
697.42 
700.82 
700.62 
656.68 
693.66 
784.86 


49.80!  1,026,77... 


9799.83  $662.03 
665.  421  145. 52 
218.03  3,029.67 
10,492.27 
10.00' 
2.76| 
1,439.99 
715. 30 
17.501 
09.04 
155.50 
135. 00 


247. 03 
652. 70' 


40. 70  $927. 00  $2, 429. 56  $3, 50L  08 

40. 75  124. 50  '  976. 19i  1, 789. 12 
5.45  180.00  i  3,433.15!  4,214.02 
2.10     15.50  jlO,  509. 87.11, 243. 83 

!        lO.OO;      700.67 

7.77 10.53]      707.95 

1.25 1.441.241  2,142.06 

i      715.30-  1,415.92 


215. 
204. 


17.50 
561.10 


13.00  i  1,115.65   1,900.51 


300.04 


8.093.24 


563.56 


784. 48,  9, 441. 28  2, 583. 01 10, 904. 58, 


862. 5 1  jl,  260. 00  21, 610. 13 


674.18 
1. 254. 76 


1.416.81 


31,051.41 


REPOBT  OF  MR.  WILLIAM  MARTIN,  ASSISTANT  ENGINEER. 
LOCK. 

At  the  close  of  the  last  iiscal  year  the  lower  lock  gate  was  undergoing  repairs, 
consisting  of  the  renewal  of  nine  axles,  with  their  wheels,  and  the  placing  of  a  new 
track,  as  mentioned  in  the  last  annual  report.  The  nine  axles  removed  were  3i 
inches  in  diameter,  and  they  were  either  broken  or  bent,  the  wheels  having  a  chilled 
tread  of  2^  inches.  The  new  axles  are  6  inches  in  diameter,  having  wKeels  of  6  inches 
tread. 

The  old  lower  gate  track  rail,  which  was  f  by  6  inches,  was  so  badly  broken  and 
twisted  tjiat  it  was  removed,  and  replaced  by  a  rail  1^^  by  11  inches.  The  upper 
side  of  the  gate  track  sill,  which  fonns  the  gate  seat,  was  faced  with  an  iron  plate 
*  by  8  inches,  and  a  plate  i  by  6  inches  was  put  on  the  closed  side  of  the  lock  gate, 
thus  bringing  two  flat  surfaces  of  iron  into  contact  when  the  gate  is  closed,  ana 
reducing  the  friction  to  a  minimum  when  opening  the  §ate. 

The  superiority  of  this  modification  is  very  apparent  in  the  operation  of  the  lower 
gate,  as  the  hydraulic  jack  in  the  river  wall,  used  for  starting  the  gate,  is  no  longer 
necessary,  the  gate  starting  freely  without  its  aid. 

All  repairs  to  the  lock  gate  were  finished  July  11,  when  the  cofferdam,  used  in 
making  the  repairs  to  the  gate,  was  torn  away  preparatory  to  raising  the  dam,  which 
work  wjis  completed,  and  the  dam  raised  by  noon  of  the  14th. 

The  operation  of  the  lock  gate,  since  the  new  wheels  and  axles  were  put  in,  has 
been  very  satisfactory. 

The  screens  ^la<;ed  over  the  valve  culverts  in  the  gate  recesses,  to  keep  out  drift 
and.other  ddbris  from  the  valves,  became  clogged,  preventing  the  passage  of  the 
water  into  the  culverts.  The  screens  were  all  removed,  permitting  the  ddbris  to 
pass  through  the  culverts  and  discharge  below  the  lock.  No  stoppage  of  the  valves 
has  occurred  as  a  result  of  removing  the  screens,  except  in  one  valve;  the  operating 
machinery  of  this  valve  was  detaclied,  permitting  the  use  of  the  others  until  the 
stoppage  was  cleared. 

One  of  the  annoyances  in  the  operation  of  a  lock  gate  which  rolls  on  a  straight 
track  into  a  recess  inland  has  been  the  accumulation  of  driftwood  in  the  rear  of  the 
gate,  preventing  its  being  opened  the  full  width  of  the  lock.  The  drift  is  drawn  into 
the  recess  by  the  suction  caused  by  the  opening  of  the  valves.  At  the  lower  gate 
this  has  been  overcome  by  cutting  a  chut<>  through  the  lower  wall  of  the  recess,  dis- 
charging below  the  lock  all  drift  which  eut<irs  the  recess. 

The  chains  for  both  the  upper  and  lower  lock-gates  being  worn  out,  new  ones  have 
been  procured. 

The  brass  lining  of  the  hydraulic  valve-jack  in  the  river  wall  worked  loose  and 
liad  to  be  removed,  as  the  movement  of  the  lining  was  parallel  to  the  axis  of  the 
jack,  thus  closing  the  water  ports  and  preventing  the  oj)cratlon  of  the  jack.  By  the 
removal  of  the  lining  the  diameter  of  the  cylinder  Avas  increased  by  twice  the  thick- 
ness of  the  lining,  and  to  centralize  the  piston  I  had  a  cast-iron  ring  made  to  fit  the 
cylinder  and  substituted  it  for  the  leather  fillers  shown  by  the  detail  drawing  of  th^ 
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piston  in  ''  Details  of  machinery  for  operating  wickets/'  darted  December  6, 1879. 
As  the  jack  in  the  river  wall  always  lacked  sumcient  power,  the  increased  diameter 
H^Ten  It  by  the  removal  of  the  lining  makes  an  increase  of  power,  causing  the  valves 
io  open  more  rapidly. 

Servieepump  in  river  wall  of  loch, — ^The  piston  pump  in  the  river  wall,  operated  by 
a  25-inch  tnrbine  wheel  and  nsed  for  supplying  the  water  tanks  which  operate  tlib 
lock  filliug  and  discharging  valves,  broke  down  on  July  25.  An  examination  was 
made  at  the  time,  but  no  cause  of  failure  could  be  discovered.  During  the  month  of 
April  the  pump  was  taken  out  of  the  well  in  the  wall  and  examined.  It  was  found 
that  the  partition  wall  of  the  valve  chamber  had  broken  out,  and  the  base  plate  was 
also  broken.  Considering  the  character  of  the  construction  of  the  pump,  its  repair 
would  be  equivalent  to  a  new  one. 

A  new  design  of  the  plunger  class  has  been  prepared  for  this  pump.  In  the  mean- 
time we  are  using  the  steam  piston  pump  to  keep  up  the  supply  of  water  until  such 
time  as  a  now  pump  can  be  procured.  ^ 

The  question  of  the  property  line  between  the  United  States  and  the  Pittsburg, 
Fort  Wayne  and  Chicago  Railway,  in  regard  to  which  a  suit  in-  ejectment  has  been 
pending  for  several  years,  is  still  unsettled,  but  is  in  a  fair  way  to  an  amicable  ac^ust- 
ment. 

MOVABI^  DAM. 

The  Chanoine  dam  has  been  in  good  order  during  the  year.  No  extra  expense  has 
been  required.  But  one  steel  cross  head  on  a  horse  of  the  navigable  pass  has  broken. 
This  will  be  replaced  the  next  time  the  dam  is  raised. 

New  trij^ng  device. — ^This  device,  referred  to  in  the  Annual  Report  of  1889  and 
1890,  was  mounted  on  a  special  boat  and  was  designed  to  lower  the  dam  by  working 
from  below  instead  of  from  above,  as  has  been  customary. 

Two  trials  at  lowering  the  dam  were  given  the  device,  viz :  On  August  27  and 
September  7,  and  I  am  £ree  to  say  our  anticipations  have  not  been  realized.  The 
agitation  of  the  water  below  the  dam  is  so  f^reat  that  it  is  very  difficult  to  control 
the  boat,  and  the  position  of  the  boat  over  the  floor  of  the  dam  makes  it  difficult  to 
clear  out  the  drift  before  dropping  the  wicket.  Should  a  wicket  from  aziy  cause  not 
go  down,  it  is  impossible  witn  the  apparatus  to  do  anything  with  it.  On  the  two 
occasions  of  lowering  the  dam  in  June  we  worked  from  above  with  the  maneuver- 
ing boat,  on  which  we  had  mounted  a  steam  winch  for  use  in  pulling  the  boat  back. 
We  gave  it  a  trial  on  June  19,  the  last  time  the  dam  was  lowered,  and  it  proves  very 
satisfactory,  as  it  frtmishes  an  abundance  of  power,  in  which  we  were  heretofore 
lacking. 

Soour  hehw  the  dam, — On  the  occasion  of  lowering  the  dam  on  August  27  and  Sep- 
tember 7,  it  was  necessary  to  keep  Weir  3  down  3  days  before  the  pass  was  lowered. 
Hiis  caused  a  scour  of  the  river  bed  below  to  such  an  extent  as  to  endanger  the  safety 
of  the  foundation  of  the  dam.  Immediate  steps  were  taken  to  prevent  serious  results 
by  procuring  five  old  coal  barges  and  two  flats,  loading  them  with  4,627  tons  of  rip- 
rap stone,  and  sinking  them  where  the  most  dangerous  scour  had  taken  place.  An 
examination,  made  recentlv,  shows  no  movement  of  the  barges  or  stone,  although 
Weir  3  had  been  down  for  3  days  in  the  early  part  of  June. 

Bear  trap, — ^The  accident  which  occurred  July  16  to  the  lower  ^ate  of  the  bear 
trap  by  the  bres^ng  of  the  lower  stiffening  timbers  has  been  repaired.  The  auto- 
matic sliding-stop,  for  keeping  the  space  between  the  upper  gate  and  the  pier  closed 
to  prevent  d^bns  getting  beneath  the  gates,  has  been  attached  and  performs  the 
work  for  which  it  was  designed  satisfactorily. 

Considerable  scour  had  taken  place  below  the  trap.  Injury  to  the  foundation  from 
this  cause  was  guarded  against  by  sinking  a  coal  flat  and  a  barge  loaded  with  rip- 
rap stone  at  a  distance  of  20  feet  below  the  lower  line  of  the  dam.  In  the  interval 
between  these  boats  and  the  line  of  the  dam,  extending  far  enough  to  include  the 
space  below  the  two  piers,  1,242  piles  were  driven,  and  the  interstices  between  the 
piling  were  filled  with  large  riprap  stone,  a  total  of  312  tons  being  used  for  this  pur- 
pose. 

BACK  RIVBR  DAM. 

On  the  lower  slope  and  apron  of  this  dam  a  number  of  planks  were  torn  off  by 
drift  during  floods;  these  have  been  replaced  by  securing  them  with  ragged  driit 
bolts.    The  dam  is  now  in  good  condition  throughout. 

FENCB  ON  DAVIS  ISLAND. 

The  fence  on  Davis  tsland,  dividing  the  property  of  the  United  States  from  that 
of  Mrs.  Klelein,  built  last  year,  was  destroyed  last  February  by  the  flood  which 
submerged  the  island. 

ENO  91 ^148 
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ARABLE   LAND   ON  DAVIS  ISLAND. 

With  every  flood  that  submerges  Davis  Island  portioDs  of  the  arable  land  are 
'  carried  away.  Some  plan  of  restoration  should  be  adopted  in  the  ftiture  to  recover 
j^bout  3  acres  of  the  island  that  has  been  carried  away  by  floods,  and  removed  by 
excavations  made  for  the  construction  of  cofferdams. 

NATURAL  GAS. 

The  supply  of  natural  gas  for  light  and  fuel  is  still  received  from  the  Bellevne 
and  Glenfield  Natural  Giis  Company  at  the  same  rate  per  annum  as  paid  last  year, 
Yiz,  $350.    The  supply  has  been  abundaht  for  all  purposes. 

OPERATION   OF   DAM. 

The  dam  was  maneuvered  during  the  year  on  the  following  dates: 
Raised, — ^July  14,  iSeptember  3,  May  8,  June  16,  June  30. 
Lowered, — August  27,  September  7,  June  7,  June  19. 

Duration  in  days  of  the  various  stages  of  water  in  iKe  Ohio  River  at  the  Davis  Island 
Dam  since  October  7,  1885,  to  the  close  of  the  fiscal  year,  June  SO,  1891, 


Month. 


July 

August 

September . 

October 

November  . 
Deceuiber. . 
January  ... 
February .  - 

Man*h 

AprU 

May 

June 


Year. 


1885-'88. 


•!• 


12  i  19  7 
0  ,  30  22 
0  I  31  ,  27 
0  ;  31  I  28 
0 


28  ;  21 
31  I  17 

30  I  21 

31  ;  11 
28  1    5 


1886-'87. 


7  j  24 
7  24 
19  11 
26  5 
12  18 
0  31 
0  !  31 
0  ;  28 
0  I  31 
0  j  30 
0  '  31 
3  !  27 


> 


0 

3 

0 

0 

16 

:  22 

jl7 

28 

!  18 

;  13 

i  16 

!    7 


1887-'88. 


10 
4 
0 
1 

11 
29 
30 
29 
31 
30 
31 
1  i  29 


14  j259  !l59  I  74   291  :140  il31  1235   114 

ill 


18 


347  235 


1889-'90. 


0     31 

5  26 
18  I  12 

6  i  25 


29  ,336 


1890-'91. 


247  i  28 


I 

1      ^ 

42 


337 


1 
9 
21 
31 
29 
17 
31 
38 
31 
26 
0 
21 

245 


G  G  4. 


MOVABLE  DAM  IN  OHIO  RIVER  NEAR  MOUTH  OF  BEAVER  RIVER,  PENN- 

8YLVANIA. 

The  river  and  harbor  act  of  September  19,  1800,  contains  the  follow- 
ing item : 

Improving  the  Ohio  River  by  the  conHtructiou  of  a  movable  dam  at  or  below  the 
moiit^  of  Beaver  River,  Pennsylvania,  at  8uch  locality  as  the  Secretary  of  War  may 
consider  most  advantageous,  two  hundred  and  fifty  thousand  dollars. 

The  ftrst  question  that  arose  under  this  act  was  that  of  location.  It 
needed  only  a  glance  at  the  map  to  show  that  no  acceptable  dam  could 
be  located  at  the  mouth  of  the  Beaver  liiver,  as  this  tributary  enters 
the  Ohio  at  the  apex  of  a  sharp  bend,  and  the  latter  stream  is  crossed 
by  a  bridge  a  short  distance  below.  Navigation  is  already  quite,  diilicult 
at  this  i>oint,  and  any  additional  complication  was  manifestly  inadmis- 
sible. As  the  law  did  not  permit  a  location  above  the  mouth  of  Beaver 
River,  it  was  evidently  necessary  to  seek  one  below  this  point. 
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The  first  one  selected  was  1,600  feet  below  the  Beaver  Bridge,  but  the 
coal  interest  objected  on  account  of  the  danger  at  certain  stages  of  hitting 
the  river  wall  of  the  lock.  A  second  site  was  then  chosen  just  below 
the  Beaver  Shoals  Dike.  This  was  also  objected  to,  and  a  third  site  was 
selected  near  Vanport,  Pa.,  5  miles  below  the  mouth  of  Beaver  Eiver. 
The  last  selection  proved  satisfactory  to  the  coal  interest. 

The  next  question  to  be  settled  was  that  of  connection  with  the  exist- 
ing movable  dam  at  Davis  Island.  It  was  assumed  that  at  some  fature 
time  the  new  movable  Dam  would  form  one  of  a  series  of  which  the 
Davis  Island  Dam  is  the  first,  and  hence  the  location  of  the  new  dam 
practically  involved  the  approximate  location  of  all  the  dams  between  it 
and  Davis  Island. 

After  careful  study  it  was  decided  that  the  required  locations  could 
be  made,  and  that  the  new  dam  would  be  the  sixth  of  the  series.  A 
profile  showing  the  heights,  lifts,  and  navigable  depths  of  the  first  six 
movable  dams  on  the  Ohio  River  was  submitted  to  the  Chief  of  Engi- 
neers, and  on  the  29th  of  April  the  proposed  site  of  the  Beaver  Dam  was . 
formally  approved  by  the  Acting  Secretary  of  War. 

The  next  point  was  the  purchase  of  the  necessary  land  on  both  banks. 
An  offer  of  1 1,000  for  6  acres  was  made  to  the  owner  of  the  land  on  the 
right  bank,  but  he  declined  it.  On  the  left  bank  the  property  belonged 
to  Beaver  County,  Pa.,  being  in  charge  of  the  directors  of  the  county 
infirmary,  who  had  no  authority  to  sell  any  part  of  the  same. 

Under  these  circumstances  the  United  States  District  Attorney  pro- 
cured the  appointment  of  a  board  of  appraisers,  who  met  on  the  27th  of 
June.  On  that  day  the  owner  of  the  land  on  the  right  bank  decided  to 
accept  the  offer  that  had  been  made  to  him,  and  the  Board  appraised 
the  land  on  the  left  bank  at  the  same  rate  per  acre.  As  the  amount  of 
this  land  is  3.46  acres,  the  total  cost  of  the  land  required  for  the  Beaver 
Dam  will  be  $1,576.67. 

The  title  papers  are  now  in  process  of  execution,  and  will  be  com- 
pleted at  an  early  day. 

An  estimate  of  $250,000  for  continuing  work  on  this  dam  is  submitted. 
It  is  very  desirable  that  when  work  of  this  character  is  once  begun  it 
should  be  carried  through  without  cessation,  as  any  stoppage  during 
the  working  season  adds  greatly  to  the  ultimate  cost. 

Money  statement. 

Amount  appropriated  by  act  approved  September  19, 1890 $260, 000. 00 

June  30^  1891,  amount  expended  during  fiscal  year 1, 381. 23 

July  1, 1891,  balance  unexpended 248,618.77 

{Amount  (estimated)  required  for  completion  of  existing  project 650, 000. 00 
Amoun  t  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  250, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


GGs. 

IMPROVEMENT  OF  MONONGAHELA  ^fclVEB,  WEST  VIRGINIA  AND  PENN- 
SYLVANIA. 

The  h\W.  appropriations  under  this  heading  were  applied  to  the  con- 
struction of  L<Kik  and  Dam  No.  8,  at  the  mouth  of  Dunkard  Creek.  This 
work  was  opened  to  navigation  in  November,  1889 j  at  that  time  it  was 
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not  quite  complete,  and  the  balance  on  hand  has  been  expended  in  sup- 
plying the  omissions. 

During  the  year  the  dam  was  backed  with  gravel,  and  two  lock- 
keepers'  houses  were  built  and  occupied.  The  cavities  in  the  fjcrreplein 
were  filled,  and  the  whole  area  was  paved.  The  T  of  the  abutment  on 
the  left  shore  was  extended  farther  into  the  solid  bank  as  a  measure  of 
precaution,  and  the  bank  below  the  abutment  was  graded  and  paved. 

The  guiding  crib  below  the  land  wall  was  rais^  and  extended  into 
the  bank.  As  the  ox>eration  of  this  lock  is  a  charge  against  the  indefi- 
nite appropriation  for  ^'operating  and  care  of  canals  and  other  works  of 
navigation,''  reference  is  made  to  the  report  under  that  heading  for  fiir- 
ther  particulars. 

Money  statement. 

July  1,1890,  balance  unexpended 115,917.20 

June  90, 1891,  amount  expended  during  fiscal  year 15, 115. 54 

July  1, 1891,  balance  unexpended 801. 66 

July  1, 1891, outstanding  liabiUtiee 49.58 

July  1, 1891,  balance  available 762.13 


COMMERCIAL  STATISTICS. 


The  following  table  compiled  firom  the  annual  reports  of  the  Monon^ahela  Naylffa- 
tion  Company  shows  the  commercial  movement  on  the  lower  part  or  this  river  for 
the  past  seven  years. 


Artiolea. 


1884. 


188S. 


1888. 


1887. 


1888. 


1888. 


Brick 

Cattle  and  hones  . 
ClAAsifled  freight.. 
Coal  and  coke  . . . : . 

Pire  clay 

Hogs 

Iron:. 

ore 

■        inpigs 

Lnm  ber 

Oil. 


Pipe 

PoaU 

PoHts  pit 

Kailroad  ties . 

Sand 

Shoop 

Stares 

Steel  rails — 

Stone 

Timber 

Whisky 

Wood 


Total 

Passengers,  number.. 


Tofu. 

1,487 

108 

13,800 

,104,880 

8,140 

254 

30,840 

17 

10,714 

9 


6 

35,072 

1,266 

37,345 

170 


23,844 

56, 116 

47,064 

254 


Tomt. 

1,825 

874 

13,68a 

3,205,078 

8,463 

138 

16,486 

11 

0,622 

1,073 

505 

256 

82,166 

135 

51,771 

134 

0 

22,428 

7,612 

46,172 

108 

230 


Tom. 

8.007 

388 

13,086 

4,207,768 

8,205 

88 

17,828 

6 

10,231 


487 

18,882 

161 

60.220 

108 

0 

45,705 

4,621 

52,608 

106 


Tont. 

5,270 

501 

16,486 

2,008,600 

2,883 

260 

17,688 

7 

U,144 

65 

2,285 

858 

80,472 

80 

80,230 


57,400 

010 

58,561 

40 


Tom. 

4,504 

565 

17,450 

4,400,006 

8,476 

370 

8,070 

10 

13,778 


Tom. 

6,383 

720 

18,834 

3,084,175 

5,882 

266 

3,871 

15 

10,005 


Tom. 

7.856 

648 

23,160 

4,486,322 

5,021 

840 

2,835 

U,615 


480 

22,432 

666 

63,065 

103 

7 

10,688 

3,636 

84,101 

88 

184 


700 

18,707 

3,165 

78,500 

164 

26 

82,177 

0,580 

54,606 

184 


2,804 

1,080 

20,336 

282 

106,600 

60 

140 

84,608 

811 

48,070 

180 

58 


3,355,425 


3,472,050 


4,583,484, 


3,287,005 


4,634,785  ,3,322,230 


4.766,700 


26.871 


24,608 


26,885 


60,584 


44,714        45,811 


81.828 
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Tho  following  table  shows  the  commerce  that  passed  through  United  States  Look 
No.  8  daring  1890: 


Month. 


Ascending. 


FaBsen- 
gem. 


Freight. 


Descending. 


Passen- 
gers. 


Freight. 


Jsanary 

February 

March 

April 

May 

June 

July 

A  ugnst , 

September .- 

October 

Koveinber — 

December 

Total 


No. 
352 
206 
265 
332 
691 
658 
2,074 
3,230 
062 
644 
378 


Tom. 
165.18 
130.92 
288.55 
252.00 
240.15 
269.15 
379.20 
223,75 
353.70 
404.75 
884.58 
277.95 


9,904 


3,850.68 


No. 
414 
307 
315 
333 
560 
481 
1,616 
8,373 
777 
705 
447 
439 


Torn. 
2,752.93 

289.98 
4,662.44 
6,627.55 
1,188.60 
3,609.33 
2,051.91 

553.27 

1,197.30 

4,980.00 

1,187.80 

-332.00 


9,767 


^,423.11 


The  following  table  shows  the  commerce  that  paased  through  United  States  Lock 
No.  9  during  1890: 


Month. 


Ascending, 


Passen- 
gers. 


Freight. 


Descending. 


Passen- 
gers. 


Freight. 


January . . . 
Febniary .. 

March 

April 

May 

June 

July %. 

August 

September. 
October.... 
Koveraber . 
December. . 

Total 


No. 
852 
266 
265 
332 
601 
658 
1,905 
2,900 
687 
637 
419 
381 


Tont. 

165.18 

132.42 

813.55 

302.00 

407.15 

322.65 

001.30 

924.23 

640.90 

383.65 

553.91 

447.05 


No, 
414 
307 
815 
333 
560 
481 
1,880 
2,831 
664 
580 
412 
376 


Ton*. 
151.60 
42.85 

1,010.70 

1.920.88 
843.68 
894.14 
922.90 
845.16 
597.10 

1,295.25 
285.20 
299.25 


9,493 


5,093.89 


8,602 


8,61L66 


Taking  the  average  of  the  totals  given  in  the  last  two  tables  we  find  that  the  com- 
merce dnring  1890  on  the  14  miles  of  the  Monongahela  River  which  is  controlled  by 
the  United  ^ates  is  as  foUows : 

Tons  of  freight 23,244 

Passengers 18,888 


G  G6. 


OPERATING  AND  CARE  OF  LOCKS  AND  DAMS  NOS.  8  AND  9,  MONONGA- 
HELA RIVER. 

The  Monongahela  River,  from  Morgantown,  W.  Va.,  to  its  mouth  at 
Pittsburg,  is  canalized  by  nine  locks  and  dams,  of  which  the  first  seven, 
counting  from  Pittsburg,  are  the  property  of  the  Monongahela  Naviga- 
tion Company  and  the  eighth  and  ninth  are  the  property  of  the  United 
States.  The  eighth  dam  is  88.15  miles  above  Pittsburg,  and  Morgan- 
town,  the  head  of  the  slack  water,  i8l02.16  miles  from  the  same.  It  may 
therefore  be  stated  that  14  miles  of  this  river  is  under  the  direct  c^ontrol 
of  the  United  States  and  88  miles  is  under  a  private  corporation. 


Digitized  by 


Google 


2358      REPORT   OP   THE   CHIEF   OP   ENGINEERS,  U.  S.  ARMY. 

Daring  the  year  these  locks  and  damn  have  be.eu  under  the  direct 
control  of  Mr.  P.  Golay  as  resident  engineer,  and  for  details  reference 
is  made  to  his  report^  which  is  hereto  annexed. 

Eaiimate  for  fiscal  year  ending  June  SO,  1892, 

(Salaries $4,800 

Office  expenses 200 

on  and  coal 150 

Traveling  expenses 300 

Submarine  armor 800 

Repairing  Dam  No.  8 9,500 

Repairing  Dam  No.  9 5,000 

Protecting  bank  below  Lock  8 1, 700 

Contingencies 1, 800 

Total 24,250 


Detailed  statement  of  expenses  incurred  in  operating  and  eare  of  locks  and  dams  on  ike 
Monongahela  Biver  during  the  fiscal  year  ending  June  SO,  1891, 


Honth. 


Operating  expenses. 


Sal- 
aries. 


Sup- 
plies. 


Miscel-  I 
penseaJ 


Tools 

and 

appU- 

ances. 


Dredg- 
ing. 


Bepairs. 


Labor. 


Mate- 
rial. 


Total. 


Grand 
total. 


1890. 

July 

August 

September . 
October  — 
November.. 
December. . 

1891. 
January . . . 
February . . 

March 

April 

MSy 

June 

Total 


$464. 17 
420.00 
400.00 
400.00 
400.00 
400.00 


10.63 
.65 
33.65 
24.00 
18.95 
27.05 


$29.07  $493.87 
44. 83  465. 48 


450.00 

520.00    2.75 

415. 00   14. 90 

415. 00' 

453. 40! 

475. 00' 


I 


1.25 
8.00 
6.00 
9.40 

84.11 

28.25 

8.00 


36.26 
2.20 


434.90 
427.00 
424.95 
486.45 

484.11 
551.00 
437.90 
415.00 
489.66 
477.20 


$7.41 

8. 62  $1,740. 00 
25.29 
24.73 

2.75 
66.40 


$164.84 


87.50 

8.73 

4.00  1,200. 
18.06   250.83 


602.74 

898.88 

47.23 

8.00 

38.97 
68.76 


$7. 31  $171. 65 
533.46 
154.69; 
115.62 
225. 17, 
229.49 


35.54 
39.69 


40.63: 
134.22; 


143.93 
70.15 


657.46 
514.50 
272.40 
237.49 

74.51 
98.35 


184.56 
204.37 


$672.93 

2,747.56 

1, 117. 62 

966.23 

700.10 

f  730.34 

696.12 
653.08 
1,642.13 
683.89 
674.22 
681.57 


5,212.57  122.58.  202.37  5,537.52 


188.49  3,191.06 


1,893.77  1,554.95  2,415.29 


U,  865. 79 


REPORT  OF  MR.  PHILIP  OOLAT,  ASSISTANT  ENOIKEER. 


Sir  :  I  have  the  honor  to  submit  the  following  report  on  operating  and  care  of 
locks  and  dams  on  the  Monongahela  River,  West  Virginia  and  Pennsylvania,  for  the 
fiscal  year  ending  June  30,  1891 : 

LOCK  AND  DAM  NO.  8,  MOUTH  OF  DUNKARD  CREEK. 

At  the  beginning  of  the  fiscal  year,  it  was  found  that  the  apron  of  the  dam  had 
sustained  an  ii^ury.  A  small  portion  of  the  sheeting,  together  with  one  or  two 
stringers,  had  risen  at  the  toe,  and  the  damage  has  been  considerably  augmented  by 
subsequent  rises  of  the  river,  so  that  at  present  nearly  all  the  sheeting  of  the  dam  is 
lifted.  On  account  of  unusually  high  water  during'the  entire  year,  repairs  of  this 
character  could  not  be  made.  It  is  the  intention  to  repair  the  damage  at  the  earliest 
possible  opportunity. 

Changes  and  improvements  in  operating  machinery, — The  stems  of  the  valves  for  filling 
and  emptying  the  lock  chamber  were  not  constructed  originally  with  a  view  of  clos- 
ing under  pressure,  a  condition  making  it  both  difficult  and  very  tedious  to  drain  and 
refill  the  pool  whenever  this  became  necessary  for  making  repairs.  ITie  st-ems  of  the 
two  filling  valves  have  been  stiffened,  leaving  those  of  the  emptying  valves  j'et  to 
be  changed.  The  new  condition  will  also  be  more  advantageous  if  for  any  reason, 
while  operating  the  lock,  it  should  become  necessary  to  change  from  filling  to  empty- 
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111^  t\w  lock  elisuiilu^L',  or  from  emptying  to  Hlliiig;  hIho  for  11n8liiiig  drift  from  within 
and  l)elow  the  lock. 

The  capstan  barrels  wore  removed  and  new  ones  of  imjiroved  pattern  w^ere  sub- 
stituted. 

The  operating  machinery  was  covered  with  plank  instead  of  the  iron  grating 
formerly  used.  The  admission  of  rain  and  snow  and  of  sand  and  mud  during 
freshets  was  an  objection  to  the  open  grating. 

Bell-crank  brakes  were  applied  to  the  frictions  of  the  chain  drums  to  enable  the 
lock  keeper  to  control  the  chains^  and  prevent  their  running  off'  the  drum  aiul  foul- 
ing. 

On  account  of  the  excessive  thrust,  the  spider  supporting  the  step  in  one  of  the 
turbiuHH  gave  way,  allowing  the  turbine  wheel  and  shaft  to  drop,  and  so  breaking  the 
wheel  that  another  had  to  be  purchased  to  take  its  place.  Additional  support  was 
given  to  all  the  turbines  by  means  of  thrust  bearings  on  the  shafts.  The  results 
were  increased  power  and  no  further  breaking. 

Upon  the  adoption  of  positive  in  place  of  friction  cone  clutches,  it  was  found  diffi- 
cult to  release  their  hold  when  the  chains  were  taut.  To  obviate  this  difficulty, 
square  steel  studs  were  inserted  in  the  tops  of  the  turbine  shafts,  by  means  of  which 
the  lock  keeper  can  turn  the  turbine  backward  sufficiently  to  slack  the  chains.  The 
clutches  can  then  be  released  with  case. 

Dredymg, — In  the  month  of  August  a  drotlge  was  hired  from  the  Monongahela  and 
Western  Company,  of  Pittsburg,  to  dredpre  out  the  approach  below  Lock  No.  8.  Three 
thousand  seven  hundred  cubic  yards  of  material  were  removed  from  the  channel, 
giving  am]>le  water  for  tuivigation. 

Early  in  the  month  of  January  a  flood  piled  loose  rock  and  gravel  between  the 
river  wall  of  Lock  No.  8  and  the  old  cofferdam,  closing  the  outlet  of  the  lower  tur- 
bine culvert.  The  United  States  dredge  Oswego  removed  the  old  fcott'erdam,  and  cut  a 
channel  150  feet  wide  alongside  of  the  river  wall  and  continued  it  below  the  lock,  thus 
opening  the  outlet  of  the  turbine  and  drawing  in  a  current  which  it  is  hoped  will  pre- 
vent shoaling  in  the  apjiroach  to  the  lock  from  below. 

LOCK  AND  DAM  NO.  9,  HOARD  ROCKS. 

The  work  of  repairing  the  lock  walls,  commenced  in  1889,  was  finished  and  the  old 
masonry  was  given  some  minor  repairs. 

The  guide  crib  at  the  head  of  the  river  wall  was  repaired  and  raised. 

The  crib  apron  of  the  dam  was  somewhat  damaged;  but,  as  at  Lock  No.  8,  high 
water  prevented  repairs. 

Dredging. — In  connection  with  the  dredging  at  Lock  8,  reported  above,  the  United 
States  <lredge  Oswego  removed  a  bar  below  Lock  9,  whicp  was  the  cause  of  a  trouble- 
some eddy.  It  also  removed  a  small  bar  above  the  lock  and  dug  out  the  space  be- 
tween the  guide  cribs.  The  lock  chamber  was  cleaned  out  by  washing  away  the  sed- 
iment above  and  below  the  miter  sills  with  the  steamboat  wheel. 
Very  respectfully,  your  obedient  servant, 

PHnJP  GOLAY, 

Assistant  Engineer, 
Lieut.  Col.  W.  E.  MerrilT., 

Corps  of  Engineers, 


GG  7. 

PURCHASE  OP  LOCK  AND  DAM  NO.  7,  MONONGAHELA  RIVER. 

At  the  close  of  the  last  fiscal  year  the  case  of  the  United  States  vs. 
The  Monongahela  Navigation  Cojni)any,  in  the  matter  of  the  condemna- 
tion of  lock  and  dam  No.  7,  was  set  to  be  lieard  on  appeal  at  the  Novem- 
ber term  of  the  circuit  court  of  the  United  States  for  the  western  dis- 
trict of  Pennsylvania. 

At  that  term  Judge  Acheson  fixed  the  sum  of  $209,000  as  the  value 
of  lock  and  dam  No.  7,  which  is  the  same  sum,  in  round  numbers,  that 
was  set  by  the  viewers.  Sundry  legal  questions  connected  witn  the 
case  having  been  decided  in  favor  of  the  tJnited  States,  the  Navigation 
Company  took  an  appeal  to  the  Supreme  Court  of  the  United  States, 
where  the  matter  is  now  pending. 
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The  following  money  staUMnent  shows  the  sums  exi)cnded  during  the 
fiscal  year  for  costs  of  condemnation : 

Money  statement. 

July  1,  1890,  balance  unexpended,  appropriation  for  costs  of  condemna- 
tion of  lock  and  dam  No.  7,  Monongaliela  River $3, 533. 87 

June  30, 1891,  amount  expended  during  fiscal  year '    3, 431. 55 

July  1, 1891,  balance  unexpended 102.32 


GG8. 

PURCHASE  OP  LOCK  AND  DAM  NO.  6,  MONONGAHELA  RIVER. 

The  river  and  harbor  act  of  September  19, 1890,  contains  the  follow- 
ing item: 

That  whenever  the  proceedings  commenced  by  the  United  States  against  the 
Monon^ahela  Navigation  Company,  a  corporation  organized  under  the  laws  of  Penn- 
sylvania, to  condemn  Lock  and  Dam  No.  7,  constituting  a  part  of  the  improvement 
in  water  communication  in  the  Monongahela  River  between  Pittsburg,  in  the  Htate 
of  Pennsylvania,  and  a  point  at  or  near  Morgantown,  in  the  State  of  West  Virginia, 
shall  be  finally  determined,  and  the  United  States  shall  have  acquired  the  title  to 
said  Lock  and  Dam  No.  7  and  its  appurtenances,  the  Secretary  of  War  be,  and  he  is 
hereby,  authorized  and  directed  to  negotiate  for  and  purchase,  at  a  cost  not  to  ex- 
ceed $162,000,  lock  and  dam  No.  6  and  its  appurtenances  of  the  Monongahela  Navi- 
gation Company,  also  constituting  a  part  of  said  improvement.  And  the  sum  of 
$162,000,  or  so  much  thereof  as  may  be  necessary,  is  hereby  appropriated  out  of  any 
money  in  the  Treasury  not  otherwise  appropriated  for  consummating  said  purchase, 
the  same  to  be  paid  on  the  warrant  of  tue  Secretary  of  War  upon  full  and  absolute 
conveyance  to  tne  United  States  of  the  said  Lock  and  Dam  No.  6  and  its  appurtenances 
of  the  said  Monongahela  Navigation  Company. 

In  the  event  of  the  inability  of  the  Secretary  of  War  to  make  voluntary  purchase 
of  said  Lock  and  Dam  No.  6  and  its  appurtenances  for  said  sum  of  $162,000  or  a  less 
sum,  then  the  Secretary  of  W^ar  is  hereby  authorized  and  directed  to  institute  and 
carry  to  completion  proceedings  for  the  condemnation  of  said  Lock  and  Dam  No. 
6  and  its  appurtenances,  said  condemnation  proceedings  to  be  as  prescribed  and  reg- 
ulated by  the  provisions  of  the  general  railroad  law  or  Pennsylvania,  approved  Feb- 
ruary 19,  1849,  and  its  supplements,  except  that  the  United  States  shall  not  be  re- 
quired to  give  any  bond,  and  except  that  jurisdiction  of  said  proceedings  is  hereby 
given  to  tne  circuit  court  of  the  United  States  for  the  western  district  of  Pennsyl- 
vania with  right  of  appeal  by  either  party  to  the  Supreme  Court  of  the  United 
States:  Proviaedf  That  m  estimating  the  sum  to  be  paid  by  the  United  States,  the 
franchise  of  said  corporation  to  collect  tolls  shall  not  be  considered  or  estimated; 
and  the  sum  of  $5,000,  or  so  much  thereof  as  may  be  necessary,  is  hereby  appropri- 
ated, out  of  any  moneys  in  the  Treasury  not  othewise  appropriated,  to  pay  the  nec- 
essary costs  of  said  condemnation  proceedings;  and  upon  final  judgment  bein^  en- 
tered therein  the  Secretary  of  War,  if  in  his  opinion  the  jndgment  is  reasonable,  is 
hereby  authorized  and  directed  to  draw  his  warrant  on  the  Treasury  for  the  amount 
of  said  judgment  and  costs,  and  said  amount  for  the  payment  thereof  is  hereby  ap- 
propriated out  of  any  moneys  in  the  Treasury  not  otherwise  appropriated.  And 
when  said  Lock  and  bam  No.  6  and  its  appurtenances  shall  have  been  acquired  by 
the  United  States,  whether  by  purchase  or  condemnation,  the  Secretary  of  War 
shall  take  charge  thereof,  and  the  same  shall  thereafter  be  subject  to  the  provisions 
of  section  4  of  an  act  entitled  ''An  act  making  appropriations  for  the  construction, 
repair,  and  preservation  for  certain  public  works  on  rivers  and  harbors,  and  for 
other  purposes,"  approved  July  5,  1884. 

As  action  under  these  instructions  can  not  be  initiated  until  the  United 
States  shall  have  acquired  the  title  to  Lock  and  Dam  No.  7,  it  is  only  nec- 
essary to  state  that  the  paragraphs  which  are  quoted  above  are  yet  in 
abeyance. 

Money  statement. 

Appropriated  liy  act  of  September  19,  1890 — 

P\)r  purchaHe  of  Lock  and  Dam  No.  6 $162,000 

For  costs  of  condemnation  of  Lock  and  Dam  No.  6 5, 000 
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G  G  9. 

IMPROVEMENT  OF  CHEAT  RIVER,  WEST  VIRGINIA. 

The  river  and  harbor  act  of  September  19,  1890,  contained  an  appro- 
priation of  $13,000  for  the  iinx)rovement  of  C'heat  Kiver. 

The  object  of  this  improvement  is  to  make  the  river  navigable  by 
loose  logs,  so  as  to  bring  ont  the  immense  supplies  of  timber  to  be 
fonud  in  the  virgin  forests  on  the  Clieat  and  its  tributaries.  In  its 
natural  condition*  it  was  impossible  to  bring  down  rafts,  and  a  very 
large  percentage  of  the  loose  logs  was  stranded  among  the  rocks  and 
left  there  to  decay  from  inability  to  get  them  into  tlie  water.  The 
rough  part  of  the  river  commences  about  3  miles  below  the  Baltimore 
and  Oliio  Railroad  crossing,  at  Rowlesburg,  and  terminates  at  Beaver 
Hole,  16  miles  above  the  mouth,  where  the  river  emerges  from  Laurel 
Eidge.    The  total  length  of  difficult  river  is  30  miles. 

Work  was  begun  in  November,  dosed  in  January,  and  resumed  in 
April.  During  this  period  5,626  cubic  yards  of  rock  were  broken  up, 
and  the  river  was  put  in  fair  condition  for  the  passage  of  loose  logs  as 
far  down  as  Albrights,  14J  miles  below  Rowlesburg. 

In  view  of  the  fact  that  the.  appropriation  was  made  for  completing 
the  improvement  of  this  river,  no  estimate  is  submitted,  though  it  is 
believed  that  an  additional  sum  could  be  advantageously  expended  in 
removing  more  obstructions,  and  in  building  crib  dikes  and  dams  to 
keep  logs  in  the  channel. 

For  details  reference  is  made  to  tlie  annexed  report  of  Mr.  P.  Golay, 
the  local  engineer. 

Money  siaieinent, 

Amonnt  appropriated  by  act  approved  September  19,  1890 $13, 000, 00 

June  30,  Iwl,  amount  expended  during  fiscal  j-ear 5, 108. 15 

Jnlv  1, 1891,  balance  unexpended 7, 891. 85 

July  1,1891,  outstanding  liabilities ^ 1,408.35 

July  1,1891,  balance  available 6,483.50 


REPORT  OF  MR.  PHILIP  60LAY,   ASSISTANT  ENGINEER. 

81R:  1  have  the  honor  to  submit  the  following  report  of  work  on  improving  Cheat 
River,  West  Virginia,  for  the  fiscal  year  ending  June  30,  1891. 

The  proposed  improvement  of  Cheat  River,  West  Virginia,  consists  in  blasting 
and  removing  rock  obstructions  that  have  heretofore  very  materially  interfered  with 
the  free  passage  of  drifting  logs,  thereby  making  the  transportation  of  timber  from 
the  vast  forests  on  the  head  waters  of  Cheat  River  to  the  markets  along  the  Monon- 
gahela  and  Ohio  rivers  exceedingly  hazardous. 

Owing  to  the  late  date  at  which  the  river  and  harbor  act  of  1890  passed,  and  the 
time  necessary  for  purchasing  and  transporting  tools  and  material  and  preparing 
quarters  and  means  of  subsistence  for  a  party  of  workmen  in  a  sparsely  settled 
mountainous  region,  no  blasting  was  done  untif  about  the  10th  of  November.  Work 
was  continued  till  January  15,  when  [rough  winter  weather  forcetl  a  suspension. 
Operations  were  resumed  on  April  1  and  vigorously  prosecuted  to  the  end  of  the 
fiscal  year.  The  force  employed  consisted  of  22  men ;  5,626  cubic  yards  of  rock 
obstruction  were  blasted,  broken  up,  and  removetl,  or  leveled  down,  as  follows: 

Four  hundred  and  four  cubic  yards  between  Hickory  Bear  Pen  Run  and  a  point 
tbrec-fourths  of  a  mile  above,  including  Buck  Horn  Bar. 

Six  hundred  and  forty-eight  cubic  yards  on  Shanty  Run  Bar.  Here  a  chute  80 
feet  wide  wys  made  across  the  bar. 

Five  hundred  and  seventeen  cubic  yards  between  Shanty  Run  and  Bear  Willow 
Run,  destroying  several  lodging  places  for  logs. 
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Oiie  thoiiHUiul  ono  hmidrcd  and  A>rt.y-throe  rnbic  yanlB  on  Bowlder  Bar,  at  the 
foot  of  tlic  rai>i<l8. 

One  thousand  five  hundred  and  seventy-nine  cubic  yards  on  Oil  Mill  Ran  Bar. 
This  "waii  the  most  troublesome  place  in  the  Narrows.  A  chute  was  maile  the  entire 
length  of  the  bar,  80  feet  wide.  At  the  head  of  the  bar  the  rocks  were  blasted  and 
leveled  down  on  the  river  side,  so  that  logs  can  be  driven  around  whenever  there  is 
not  enough  water  to  carry  them  through  the  chute.  About  270  feet  down  from  the 
head  of  the  bar  the  rpcks  were  broken  up  and  leveled  down  from  shore  to  main  chan- 
nel, so  that  logs  st-opping  at  this  point  may  be  rolled  in  with  ea«e. 

8ix  hundred  and' eight  cubic  yards  of  fock  obstruction  wore  blasted  within  the 
first  mile  below  Oil  Mill  Run  Bar. 

Four  hundred  and  sixty-one  cubic  yards  at  the  mouth  of  Priiigle  Run. 

One  hundred  and  ninetj-Kino  <!ubir  yards  at  the  foot  of  the  Narrows,  and  75  cubic 
yards  on  Mason  Ripple,  4  miles  below. 

In  the  consummation  of  this  work,  4,600  pounds  of  Hercules  powder,  1,650  platinum 
fuses,  3,300  feet  of  double  tape  fuse,  and  1,400  quintuple-force  caps  were  used. 

Isolated  bowlders  near  the  center  of  the  stream,  and  bowlder  bars  on  the  convex 
shore  of  the  river,  not  being  serious  obstruvtions,  no  unnecessary  labor  was  ex- 
pended upon  them.  Attention  was  given,  for  the  most  part,  to  bowlder  bars  on  the 
concave  shores. 

The  necessary  work  on  that  portion  of  the  river  between  Rowlesburg  and  the 
mouth  of  Muddy  Creek,  a  dist-ance  of  16  miles,  including  i^  miles  of  one  of  the  most 
troublesome  places  in  the  river,  is  nearly  finished.  Logs  and  timber  can  be  drifted 
over  the  bowlder  bars  in  ft'om  6  to  8  feet  lower  water,  and  with  much  less  labor  and 
loss  than  before  the  work  wa.s  done.  Lumbermen  express  themselves  as  being  well 
pleased  with  the  new  conditions. 

New  quarters  for  the  workmen  have  been  prepared  at  Green  Island,  about  20miles 
below  Rowlesburg;  and  a  removal  of  plant  and  employes  to  that  place  is  contem- 
plated in  the  near  future. 

Very  respectfully,  your  of)edient  servant, 

Philip  Goijly, 
Assistant  Engineer, 

Lieut.  Col.  W.  E.  Merrill, 

Corps  of  Engineers, 


COMMERCIAL  STATISTICS. 

The  commerce  of  the  Cheat  River  is  restricted  to  the  floating  of  timber.  The  only- 
attainable  statistic*  afe  those  obtained  from  the  records  of  the  mills  at  the  mouth  of 
Cheat  River.  It  is  known,  how^erer,  that  a  considerable  amount  of  timber  does  not 
stop  at  these  mills  but  passes  down  the  Monongahela. 

No  account  can  be  obtained  of  this  timber,  but  it  assumed  that  it  averages  one- 
fourth  of  the  total  output,  and  it  has  been  estimated  at  this  rate.  The  following  table 
goes  back  to  1872,  as  it  was  thought  advisable  to  secure  data  of  the  product  on  the 
river  in  past  years,  in  order  to  have  means  of  determining  the  effect  on  the  commerce 
on  this  river  of  the  expenditure  just  begun  for  the  removal  of  obstructions. 

Timher  product  of  Cheat  River  for  19  years  ending  December  Si,  1890, 


Date. 


1872 
1873 
1874 
1875 
1876 
1877 
1878 
1879 
1880 
1881. 


R0CHMVe4l 

by  niillB  at 

month  of 

river. 


Tont. 
35.00 
385.00 
440.  83 
340.83 
187. 17 
173. 83 
180.67 
2.33. 33 
425. 00 
383.33 


Piuifted 
on  to 
poiiitB 
below. 


Tont. 
n.67 
128.33 
146. 95 
113.61 

ai.oe 

57.95 
62.22 
77.78 
141.67 

127.78 


Total. 


Ton*. 
46.67 
513.  •x^ 
587.  78 
454. 44 
252. 22 
2.31.78 
248.89 
311.11 
566.67 
51L  11 


I)at«. 


i|  1882.- 
,|  1883. 
i  1K84., 
;•  1885.. 
,    1886. 

1887., 

1888.. 

1889. . 

1890., 


Received 

by  mills  at 

moutii  of 

river. 


Ton9, 

428.33 

916.67 

540. 83 

5,  540. 83 

4,  527. 50 

6, 035.  83 

3, 612. 50 

5, 625. 00 

3,711.17 


Passed 

onto 

points 

below. 


Tom. 

142. 78 

305.56 

180.28 

1, 846. 94 

1, 509. 17 

2,011.94 

1.204.17 

1,875.00 

1,247.06 


TotaL 


Tom. 

671. 11 
1,222.23 
721.11 
7,387.77 
6,036.67 
8.047.77 
4,810.67 
7,500.00 
4,988.23 
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G  G  10. 

IMPROVEMENT  OF  ALLEGHENY  RIVER,  PENNSYLVANIA. 

The  continued  liigli  water  that  prevailed  during  the  past  season  was 
a  serious  obstacle  to  all  work  of  river  improvement,  and  progress  in  this 
line  was  much  slower  than  had  been  anticipated. 

Dam  at  Gornplanter  Islands^  204  miles  above  Pittsburg. — ^The  object  of 
this  dam  is  to  close  a  chute  between  the  Complauter  Islands,  and  retain 
in  the  main  channel  the  water  thus  wasted.  It  would  have  been  better 
to  close  the  chute  at  the  head  of  these  islands,  and  this  work  was  act- 
ually begun,  bat  it  was  stopped  by  an  injunction  granted  in  favor  of  a 
disused  mill  privilege.  The  dam  was  not  quite  finished  when  the  sea- 
son's operations  were  closed  by  high  water.  The  work  itself  stood  the 
winter  Avithout  injury,  but  a  cut  about  30  feet  wide  was  made  at  each 
end  of  the  dam.  At  the  close  of  the  fiscal  year  these  gaps  were  nearly 
closed. 

Dam  at  Hickory,  158  miles  above  Pittsburg. — ^This  structure  is  at  the 
head  of  Green  Island,  and  it  is  intended  to  close  the  chute  behind  this 
island,  concentrating  the  whole  flow  in  one  channel.  The  work  has  not 
,  yet  been  begun. 

Dam  at  Ptthole,  140  miles  abave  Pittsburg. — ^The  object  of  this  dam  is  to 
close  the  chute  that  passes  to  the  left  of  Pithole  Island.  Materials  have 
been  accumulated,  and  at  the  close  of  the  year  50  feet  of  the  dam  was 
in  place. 

Dike  at  Bed  Bank^  64  miles  above  Pittsburg. — The  work  done  here  was 
limited  to  the  repair  of  three  compartments  of  the  lower  slope  of  the 
dike,  out  of  which  stone  had  been  washed.  This  stone  was  replaced, 
and  the  joints  in  the  paving  were  grouted  with  cement.  As  the  scour 
caused  by  the  dike  had  brought  to  view  a  number  of  large  rocks  in  the 
new  channel,  these  rocks,  amounting  to  236  cubic  yards,  were  removed 
and  placed  alongside  of  the  dike  as  a  safeguard  against  longitudinal 
scour. 

Encroachments  in  the  Allegheny  Harbor  at  Pittsburg. — In  a  large  num- 
ber of  cases  injuuction  suits  were  bmught  in  the  United  States  circuit 
court  to  prevent  riparian  owners  from  filling  xip  the  harbor.  The  ob- 
ject of  these  suits  is.  to  prevent  matters  from  being  made  any  worse, 
pending  the  establishment  of  harbor  lines  by  the  Secretary  of  War. 

To  continue  the  work  of  improvement  on  the  Allegheny  River  an  es- 
tunat/e  of  $50,000  is  herewith  submitted. 

For  further  details  reference  is  made  to  the  annexed  rei)ort  of  Mr.  J. 
W.  Arras,  civil  engineer. 

Money  statement 

July  1,  1890,  balance  unexpended $1,708.18 

Amount  approiiriated  by  act  approved  September  19,  1890 20, 000. 00 

21, 708. 18 
June  30,  1891 ,  amonnt  expended  during  fiscal  year 3, 108. 30 

July  1,  1891,  balance  unexpended 18,599.88 

July  1,  1891,  outstandTng  liabilities 835.90 

July  1,  1891,  balance  available 17,763.98 

Amount  tbat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    50, 900. 08 
fill 


\ 


Submitted  in  couipiiance  with  requireuients  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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RBPOBT  OF  MR.  J.   W.  ARRA8,   ASSISTANT  KNGINKER. 

Pittsburg,  Pa.,  July  1, 1891. 

Colokbl:  I  have  the  honor  to  submit  the  following  report  upon  the  improvement 
of  the  Allegheny  River  for  the  fiscal  year  ending  June  SO,  1891. 

The  improvements  contemplated  in  your  project  for  the  expenditure  of  the  amount 
appropriated  in  the  last  river  and  harbor  act  were  the  completion  of  the  dam  at 
Uomplanter,  the  erection  of  dams  at  Hickory  and  Pithole,  the  removal  of  the  bar  at 
tiie  foot  of  Pithole  ripple,  and  the  removal  of  rock  and  other  obstructions  at  various 
places  along  the  river.  It  was  decided  to  do  this  work  by  hired  labor  and  purchase 
in  opeii  market,  that  being  considered  the  method  producing  the  best  results,  espe- 
cially in  the  matter  of  the  paving  of  the  dam.  The  appropriation  becoming  avaiW 
ble  too  late  in  the  season  for  extensive  operations,  work  during  the  fall  of  1890  was 
confined  to  the  construction  of  the  Complanter  dam,  and  to  making  some  slight  re- 
pairs on  the  Red  Bank  Dike. 

Dam  at  Complanter  Islands,  204  miles  above  Pittsburg, — The  modification  of  the  plan 
of  the  improvement  at  Complanter,  which  was  under  consideration  at  the  cloee  of 
the  last  fiscal  year,  was  carried  out,  the  dam  across  the  left  branch  of  the  river  at 
the  head  of  the  island  being  abandoned  and  one  beine  projected  to  oross  the  chute 
between  the  two  upper  islands.  The  construction  of  tnis  dam  was  commenced  in 
August,  but  the  unusually  frequent  rises  of  last  season  interfered  so  much  with  the 
progress  of  the  work  that  when,  on  October  16,  high  water  necessitated  a  permanent 
suspension  of  operations  for  the  season  the  dam  still  lacked  30  feet  of  closing  the 
chute.  In  hastening  to  shut  off  the  chute  before  winter  should  set  in,  the  abutment 
at  the  root  of  the  dam  was  left  unfinished,  thus  exposing  both  banks  to  wash  in  case 
of  freshets  or  ice  gorges.  Notwithstanding  that  the  work  had  to  reiuAin  in  this  con- 
dition during  the  winter,  the  only  damage  done  was  to  the  banks.  30  feet  of  which 
washed  away  at  each  side  of  the  chute.  Operations  were  resnmea  on  June  15,  and 
r  at  the  close  of  the  year  the  dam  was  nearly  finished.  The  structure  is  18  feet  wide, 
3  feet  high  above  low  water,  and  about  325  feet  long.  An  abutment  will  be  built  at 
each  end  of  the  dam  to  prevent  the  water  from  cutting  around. 

Dam  at  Hickory,  150  miles  above  Pittsburg, — ^The  left  branch  or  low  channel  of  the 
river  at  Hickory  is  obstructed  at  the  foot  by  a  number  of  very  troublesome  bars, 
which  spread  the  water  over  the  entire  river  bed.  The  right  branch  is  comparativelv 
free  from  obstruction,  and  is  generally  run  by  navigators  whenever  the  water  is  hign 
enough.  To  improve  this  point  it  is  proposed  to  close  the  left  chute  at  the  head  of 
Green's  Island  with  a  low  dam.  The  structure  will  be  a  crib  work  filled  with  stone 
and  paved  on  the  top ;  the  lower  side  will  have  a  slope  and  apron.  Its  width  will  be 
18  feet,  its  height  above  low  water  3  feet,  and  its  length  730  feet.  The  timber  for 
this  work  is  being  furnished  by  Messrs.  Wheeler  and  Diiscnbury  of  East  Hickory, 
Pa.,  who  recently  had  the  misfortune  to  lose  their  principal  mill  by  fire.  Pending 
the  completion  of  a  new  mill,  the  work  of  couRtruction  of  the  dam  is  being  delayed. 

Dam  at  Pithole^  140  miles  above  Pittsburg. — The  shoal  at  this  point  is  one  ofthe  worst 
on  the  river.  Tlie  deepest  water  is  along  the  left  bank,  but  it  is  not  practicable  for 
navigation.  The  object  of  the  dam  is  to  stop  the  waste  of  water  down  the  left  and 
to  confine  it  to  the  right  or  navigable  channel.  It  will  close^the  left  chute  between 
the  main  land  and  Pithole  Island,  a  distance  of  1,200  feet.  In  cross  section  it  is  sim- 
ilar to  the  Hickory  Dam.  About  1,000  cubic  yards  of  stone  have  been  quarried  for 
the  work,  and  drift  bolts  and  eouHiderable  timber  are  on  the  ground.  At  the  close 
ofthe  year  50  feet  ofthe  timber  work  had  been  put  in  place. 

Memoral  of  bar  at  Pithole  Bippjc, — This  bar,  composed  of  coarse  gravel  and  bowl- 
ders, is  located  nearly  in  the  middle  of  the  channel,  and  is  a  very  serious  obstruction 
to  navigation.  Operations  on  its  removal  will  be  commenced  as  soon  as  the  water 
reaches  a  lower  stage. 

Dike  at  Red  Bank  Hippie,  64  miles  above  Pittsburg, — The  paving  which  had 
washed  out  during  the  previous  winter,  in  all  about  3  squares,  was  restored  last 
season,  and  the  open  joint*  of  the  back  slope  of  the  dike  filled  with  cement  grout. 
As  was  expected,  the  eifect  of  the  dike  in  cutting  a  new  channel  was  to  scour  out 
quite  a  number  of  large  bowlders.  Two  hundred  and  thirty-six  cubic  yards  of  these 
were  taken  out  and  deposited  along  the  front  wall  and  at  the  foot  of  the  dike  to 
protect  it. 

The  work  of  removing  obstructions  from  the  channel  of  the  river  has  not  been 
commenced,  as  the  water  has  not  reached  a  stage  at  which  this  work  can  be  done 
most  advantageously. 

ENCROACHMENTS. 

The  manner  in  which  the  Allegheny  River  is  being  encroached  upon  in  the  cities 
of  Pittsburg  and  Allegheny  deserves  special  note.  Primarily  the  object  in  dumping 
the  refuse  into  the  rivers  has  boon  simply  to  got  rid  of  it,  but  recently  manufac- 
turers, railrosid  companies,  and  others,  and  even  the  city  of  Pittsburg,  have  been 
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eni^affed  syBtematically  in  filling  np  ob  mnch  of  the  river  as  possible,  and  in  appro- 
pnatmg  the  property  thus  taken  to  their  own  nses.  This  practice  has  been  carried 
on  so  extensively  that  in  some  instances  the  stream  has  been  robbed  of  one-half  its 
width.  A  narrow,  contracted  channel  may  not  be  so  objectionable  for  throngh 
navigation,  but  for  a  local  or  harbor  business  such  as  exists  at  Pittsburg,  where 
thousands  of  craft  are  moored  almost  all  the  time,  it  requires  no  argument  to  show 
its  impracticability,  and  the  need  of  all  possible  room  for  harbor  and  landing 
facilities.  During  3  years  little  heavy  ice  has  passed  out  of  the  upper  rivers,  but  it 
is  certainly  only  a  matter  of  time  until  there  will  be  heavy  ice,  and,  with  a  narrow 
river  stripped  of  its  natural  safe  harbors,  it  would  seem  altogether  probable  that 
nearly  everything  moored  along  its  banks  must  be  swept  away.  It  is  not  surprising, 
then,  that  navigators  should  view  the  situation  with  alarm,  and  vigorously  protest 
against  a  continuation  of  the  evil. 

The  cases  of  encroachment  on  the  Allegheny  thl^t  have  been  investigated  and  re- 
ported and  the  disposition  made  of  them  are  as  follows: 

The  Western  Pennsylvania  Exposition  Societ:^,  the  city  of  Pittsburg,  and  D.  M. 
Bigelow,  making  an  embankment  between  the  Sixth  Street  Bridge  and  the  "Point,'' 
Pittsburg.  In  each  case  a  bill  in  equity  was  filed  by  the  United  States  attorney,  and 
at  the  hearing  the  defendants  filed  stipulations  agreeing  to  place  nothing  more  into 
the  river  pending  the  establishment  of  the  United  States  harbor  lines. 

Howe,  Brown  &  Co.,  Limited,  the  Pittsburg  Junction  Railway  Company,  and  the 
city  of  Pittsburg,  making  an  embankment  at  Twenty-first  street,  Pittsburg.  On 
notice  given  all  parties  stopped  filling. 

The  Pittsburg  and  Western  Railway  Company,  constraoting  a  roundhouse  at  Mill- 
vale.  On  notice  given  the  company  removed  the  part  of  the  structure  outside  of  the 
State  high-waterline. 

The  Porter  and  Donthell  Company,  Limited,  and  James  Hunter^  making  an  em- 
bankment on  the  right  side  of  the  nver  below  the  Sixth  Street  Bridge.  A  prelimi- 
nary iigunction  w{is  procured. 

Isaac  Craig  and  others,  making  an  embanjcment  on  the  right  side  of  the  river  below 
the  Sixth  Street  Bridge.  A  bill  in  equity  has  .been  filed  by  the  United  States  attor- 
ney. 

Respectfully  submitted, 
Tour  obedient  servant, 

J.  W.  Absas, 
A$ti9tani  EnffiMer, 

Col.  Wm.  £.  Merrill, 

Corpa  of  Engineers, 


COBfMRRGIAL  STATISTICS. 


The  following  statement  of  the  commerce  of  the  Alleghen; 
incomplete,  but  it  is  believed  to  be  as  aoonrate  as  can  be  had. 
by  Mr.  J.  W.  Arras,  resident  engineer: 


'  River  is  nececsarily 
It  has  been  compiled 


Articles. 


Quantity. 


AxtiolM. 


Qnaatity. 


gS":::::::::: 

Barroln 

Boat  bottoms . . 

Coal 

Fire  clay 

Gas  pipe 

General  freight 

Hay 

Kitroglyoerine. . 


2,700 
1,000 

904 
38,800 
1,140 
1,144 
1,265 
1,684 

600 
86 


Paving 

Piles 

Railroad  ties... 
Rough  lumber 

Sand. 

Staves 

Stone 

Timber 

Total 


Torn. 

10,000 

8,000 

7.600 

148,800 

70.000 

410 

9,876 

111,518 


400,987 


Paasengers  carried,  S,  827* 
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In  addition  to  the  above  the  following  is  an  approximate  statement  of  the  move- 
ment of  commerce  in  the  Allegheny  Harbor  of  the  city  of  Pittsburg : 


Articles. 

Quaniiiy. 

Artiolea. 

QnanUty. 

Can,  loaded 

Tom. 

181,076 
34,448 

152,000 
4,654 
16,000 
20,000 

Sand : 

Tons. 
111,100 
14,150 
11044 

Cara.  emotv 

Ttftilirmid  tf^T 

Coal 

Yegetablea 

Gaa  pipe 

Total 

Grayei. 

685,072 

Kaaoie 

G  G  II. 

DAM  AT  HERR  ISLAND,  ALLEGHENY  RIVER. 

During  the  fiscal  year  the  land  required  on  both  banks  of  the  river 
was  purchased.  The  auttiorities  of  Allegheny  €ity,  to  whom  the  land 
on  the  right  bank  belonged,  sold  it  for  the  nominal  eonsidemtion  of  $1, 
on  condition  that  the  dam  should  be  a  movable  one.  A  petition  to  the 
same  effect  was  likewise  received  from  the  authorities  of  the  city  of 
Pittsburg,  from  the  Pittsburg  Chamber  of  Commerce,  and  from  the 
Engineers'  Society  of  Western  Pennsylvania.  In  all  the  petitions  the 
reason  alleged  for  desiring  that  the  dam  be  a  movable  one  was  the  fear 
that  the  height  of  floods  in  the  Allegheny  River  would  be  increased  by  a 
fixed  dam. 

The  question  of  the  proposed  change  was  referred  to  the  Secretary 
of  War  by  the  Chief  of  Engineers,  and  on  September  29  it  was  ordered 
that  the  dam  at  Herr  Island  be  made  a  movable  one.  This  change  in 
design  necessitated  a  corresponding  change  in  the  estimated  cost  of  the 
work;  the  estimate  for  the  present  design  is  $600,000. 

It  was  supposed  that  after  this  action  there  would  be  no  ftirther  cause 
for  delay,  but  a  number  of  riparian  owners  on  the  left  or  Pittsburg  side 
of  the  river,  to  whom  no  allowance  for  damages  had  been  made,  for  the 
reason  that  the  proposed  lock  was  to  be  outside  of  the  high- water  line, 
brought  suit  in  the  circuit  court  of  the  United  States  for  compensation. 
The  ca^e  was  placed  in  the  hands  of  the  United  States  attorney  for  the 
western  district  of  Pennsylvania,  and  at  the  close  of  the  fiscal  year  it 
had  not  been  argued. 

During  the  year  the  lot,  purchased  by  the  United  States  as  a  site  for 
a  lockkeeper's  house,  was  filled  to  the  level  of  the  streets  without  cost 
to  the  Government  other  than  the  services  of  a  watchman  to  see  that 
proper  material  was  used. 

The  enforced  delay  was  utilized  in  making  drawings  of  the  proposed 
lock. 

An  estimate  of  $200,000  for  continuing  the  work  is  herewith  sub- 
mitted. 

For  fiirther  particulars  reference  is  made  to  the  annexed  report  of 
Mr.  J.  W.  Arras,  civil  engineer. 

Money  statement, 

July  1,  1890,  balance  unexpended •. $68,954.69 

Amount  appropriated  by  act  approved  September  19,  1890 35, 000. 00 

103,954.69 
Juuf  30,  1891,  amount  expended  during  fwcal  year 3:^,  306. 46 

July  1,  1891,  balance  unexpended / 70,648.23 
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f  Amount  (estimated)  required  for  completion  of  existing  project $524, 500. 00 

I  Amount  that  can  be  nrofitably  expended  in  fiscal  year  ending  J  une  30, 1893  200, 000. 00 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
I     harbor  acts  of  1866  and  1867. 


REPORT  OF  MR.  J.  W.  ARRAS,  ASSISTANT  ENGINEER. 

Pittsburg,  Pa.,  July  1, 1891. 

Colonel  :  I  have  the  honor  to  submit  the  following  report  upon  the  construction 
of  the  Herr  Island  Dam,  Allegheny  River,  for  the  fiscal  year  ending  June  30,  1891 : 

At  the  close  of  the  last  fiscal  year  only  some  formal  matters  were  necessary  to 
place  the  Government  in  possession  of  the  land  required  for  the  lock  buildings  and 
abutment.  The  deed  for  the  property  on  the  Pittsburg  side  was  received  and  the 
price  agreed  upon  was  paid.  The  ordinance  granting  to  the  United  States  land  on 
the  right  bank  of  the  river  for  the  abutment  of  the  dam,  which  had  passed  the  com- 
mon branch  of  the  councils  of  Allegheny  City,  was  also  passed  by  the  select  branch 
and  subsequently  approved  by  the  mayor.  As  soon  as  it  was  decided  to  construct  a 
movable  instead  of  a  fixed  dam  the  mayor  executed  a  deed  in  conformity  with  the 
ordinance  conveying  the  property  to  the  Government.  This  deed  has  since  been  ap- 
proved by  the  Attorney-General  of  the  United  States. 

With  the  necessary  land  procured  it  was  hoped  that  matters  were  in  shape  to 
commence  the  work  of  construction,  but  at  this  point  another  obstacle  was  met.  On 
behalf  of  the  various  proprietors  of  land  back  of  and  abutting  on  the  proposed  lock 
and  guide  walls  a  bill  in  equity  was  filed  in  the  circuit  court  of  the  United  States 
praying  for  an  injunction  restraining  the  Government  from  building  the  lock  and 
dam  until  compensation  be  made  for  whatever  possible  damage  the  property  may 
suffer  through  ttie  erection  of  the  walls,  and  asking  for  an  order  of  the  court  requir- 
ing the  Government  to  take  the  proper  steps  to  acquire  the  right  to  construct  walls 
in  the  river  in  front  of  these  properties.  At  the  eh>se  of  the  year  the  case  had  not 
been  argued. 

The  only  work  that  could  be  accomplished,  imtil  the  title  to  the  land  is  perfect, 
was  to  fill  up  the  lot  procured  on  the  left  bank  for  the  lockkeeper's  house.  The 
surface  of  the  lot  when  purchased  was  about  8  feet  above  the  low-water  level.  The 
lot,  as  far  out  as  practicable,  until  the  land  wall  of  the  lock  is  builL  was  raised  to 
the  elevation  of  Twenty-second  street,  on  which  it  fronts,  about  30  feet  above  low 
water.  The  embankment  was  made  of  mill  cinder,  earth,  brickbats,  etc.,  which 
were  delivered  gratis,  the  only  expense  to  the  Government  being  the  hire  of  a  watch- 
man to  keep  out  garbage  and  other  light  materials.  About  8,000  cubic  yards  of 
material  was  placed  in  the  embankm&t. 

Respectfully  submitted, 
Your  obedient  servant, 

J.  W.  Arras, 

Assistant  Engineer, 

Col.  Wm.  E.  Merrill, 

Corps  of  Engineers. 


GG  12. 

ICE-HARBOR  AT  MOUTH  OF  MUSKINGUM  RIVE«,  OHIO. 

The  ice-liarbor  is  the  lower  pool  of  the  Muskingum  River,  which  has 
been  created  by  the  Hhick- water  dam  at  Marietta,  and  the  object  of  the 
work  under  consideratiou  is  to  buihl  a  passway  through  tliis  dam  of 
such  size  as  will  i)ennitOhio  River  packets  and  coal  fleets  to  take  refuge 
from  ice  in  this  pool.  The  passway  in  question  consists  of  a  large  lock, 
which,  owing  to  the  local  conditions  controlling  the  only  available  site, 
had  to  be  built  with  independent  axes  of  entrance  and  exit,  the  angle 
between  these  axes  being  11°  15'.  This  involved  the  nec(»s.sity  of  widen- 
ing the  lock  chamber  at  lM)th  ends  so  as  to  permit  l)oats  to  change  di- 
rtHjtion  while  in  the  lock.  The  plan  of  the  lock  chamber  is  therefore 
somewhat  like  au  hourglass,  the  lock  being  narrowest  in  the  middle. 
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The  maximum  rectangle  which  can  be  parsed  through  the  lock  has  a 
length  of  365  feet  and  a  width  of  56  feet.  The  work  has  been  in  prog- 
ress since  1880,  but  has  been  kept  back  by  inadequate  appropriations 
and  the  occasional  absence  of  any  appropriation.  The  river  and  harbor 
act  of  September  19,  1890,  contained  an  appropriation  of  $30,000  for 
this  work.  As  this  appropriation  was  not  available  until  late  in  the 
autymn,  and  the  season  had  been  a  very  wet  one,  it  was  judged  best  to 
do  such  work  as  could  be  completed  without  unwatering  the  lock,  but 
to  postpone  any  extensive  work  until  the  spring  of  1891.  Being  in  fact 
a  part  of  the  Muskingum  River,  this  work  was  placed  under  the  local 
charge  of  Lieut.  C.  E.  Gillette,  Corps  of  Engineers,  whose  report  is 
herewith  submitted.  The  foreman  of  the  work  is  Mr.  A.  Morris,  to 
whose  practical  skill  and  fidelity  the  Government  is  very  much  in- 
debted. 

Money  statement, 

July  1, 1890,  balance  unexpended $287. 78 

Amount  appropriated  by  act  approved  September  19, 1890 30, 000. 00 

30,287.78 
June  30, 1891,  amount  expended  during  fiscal  year 10, 173. 49 

July  1, 1891,  balance  unexpended 20, 114. 29 

July  1, 1891,  outstanding  liabilities 6,017.23 

July  1, 1891,  balance  available 14,097.06 


REPORT  OP  LIEUTENANT  C.  E.   GILLETTE,   CORPS  OF  ENGINEERS. 

United  States  Engineer  Office, 
•  Zane^mlle,  Ohio,  July  9, 1891, 

Sir  :  I  have  to  submit  the  following  report  of  wqrk  on  the  ice  harbor  at  the  mouth 
of  the  Muskingum  River,  Ohio,  for  the  fiscal  year  ending  June  30,  1891. 

The  appropriation  for  this  work  became  available  September  19,  1890,  which  was 
too  late  to  justify  beginning  work  with  full  force  before  the  following  spring,  as  both 
rivers  were  quite  high.  A  long  stretch  of  river  wall,  however,  lacked  little  except 
coping.  One  hundred  and  seventy-five  feet  of  this  was  completed  between  October 
20  and  December  31,  the  masonry  being  laid  with  a  crane  boat.  Work  was  carried 
on  without  interruption  from  March  30  to  the  close  of  the  fiscal  year,  at  which  date 
the  masonry  of  the  river  wall  is  complete.  The  land  wall  is  complete  for  a  distance 
of  286  feet  from  the  upper  end.  The  balance  of  the  wall,  155  feet,  is  12  feet  above 
the  lower  miter  sill.  The  miter  sills  are  complete,  and  the  upper  gates  are  in  posi- 
tion.   About  1,100  yards  of  masonry  remains  to  be  laid. 

Stone  from  the  river  wall  of  old  Lock  No.  1,  Muskingum  River,  was  largely  used 
in  the  upper  courts  of  the  lower  half  of  the  river  wall.  If  unexpected  delays  do  not 
occur,  the  masonry  of  this  lock  will  be  completed  before  August  15.  The  lock,  how- 
ever, can  not  be  made  available  till  a  draw  is  placed  in  the  railroad  bridge  just  be- 
low it. 

Very  respectfully, 

CA88IU8  E.  Gillette, 
First  Lieutenant  o/Engineere, 

Lieut.  Col.  W.  E.  Merrill, 

Cerpa  ofEngineere,  U,  8,  A. 
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G  G  13. 

•     IMPROVEMENT  OF  MUSKINGUM  RIVER,  OHIO. 

Tliis  report  is  limited  to  work  carried  on  under  the  appropriation  of 
August  11,  1888,  for  tlie  construction  of  a  lock  at  Taylorsville  and  the 
reconstiniction  of  the  lock  at  Zanesville.  It  is  under  the  local  charge  of 
Lieut.  C.  E.  Gillette,  Corps  of  Engineers. 

This  work  yet  to  be  done  is  to  build  and  erect  lower  lock  gates  at  the 
TaylorsviUe  Lock,  to  build  a  guiding  crib  above  the  river  wall,  and  to 
open  a  channel  through  the  bed  rock  below  the  lower  end  of  the  loflk. 
This  last  is  the  only -work  that  has  been  pushed  during  the  year,  a^  the 
other  items  can  be  attended  to  at  any  time,  and  it  is  unadvisable  to 
build  lock  gates  and  cribs  until  they  are  needed  for  use.  This  will  not 
be  the  case  until  a  draw  is  placed  in  the  Taylorsville  and  Duncan  Falls 
Bridge,  that  crosses  the  Muskingum  River  just  below  the  lock.  The 
commissioners  of  Muskingum  County,  to  whom  the  bridge  l)elong8,  have 
been  ordered  to  change  it,  and  have  been  given  until  September  30, 
1891,  to  do  so.  Thus  far  they  have  made  no  move  towards  obeying  the 
order.  ^ 

The  work  of  opening  out  the  channel  below  new  lock,  No.  9,  at  Tay- 
lorsville, was  begun  July  23  and  closed  November  1, 1890.  High  water 
interfered  very  materially  with  the  work.  Work  was  resumed  May 
25  and  is  still  in  progress.  Seven  thousand  five  hundred  yards  of  earth 
and  1,000  yards  of  rock  have  been  excavated.  The  work  was  done 
under  protection  of  a  cofferdam,  and  is  now  about  one-fifth  completed. 

Mamy  statement, 

.July  1, 1890,  balance  unexpended $39,121.33 

June  30, 1891,  amount  expended  during  fiscal  year *. 3, 820. 09 

.lul V  1, 1891,  balance  unexpended 35, 301. 24 

July  1, 1891,  outHtanding  liabilities 1, 805. 80 

July  1, 1891,  balance  available 33,495.44 


G  G  14. 

OPERATING  AND  CARE  OF  LOCKS  AND  DAMS  ON  MUSKINGUM  RIVER,  QHIO. 

The  season  of  1889-'90  was  not  a  fortunate  one  for  river  work,  but  it 
was  nothing  compared  to  the  season  of  1890-'91,  which  was  extraordi- 
narily unfavorable,  tlie  summer  and  autumn  having  been  phenomenal 
for  high  water  and  Hoods  during  the  period  when  low  water  is  antici- 
pated, and  wlien  repairs  must  be  made  if  at  all.  The  fiict  that  the 
counties  of  Muskingum  and  Morgan,  through  which  the  Muskingum 
River  flows,  lost  eighty  county  bridges  during  the  fiscal  year,  and  that 
railway  traffic*  along  the  banks  of  the  river  was  several  times  stopped  by 
the  loss  of  bridges  and  trestles,  will  give  some  indication  of  the  difficul- 
ties that  beset  the  work  of  rebuilding  the  locks  and  dams. 

During  the  year  Dam  Xo.  1  at  Marietta,  Dam  !N*o.  6  at  Stockport,  and 
Dam  No.  8  at  Kagleport  gave  way,  and  up  to  the  end  of  the  fiscal  year 
it  IumI  been  -inipossible  to  repair  the  breaks.  The  bank  behind  the 
abutment  of  Dam  No.  4  at  Beverly  broke  through  one  night  without 
warning,  but  the  dam  and  abutment  remained  intact.  At  the  close  of 
ENG  91 149 
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the  fiscal  year  the  break  had  been  repaired,  as  the  result  of  a  persever- 
ing and  masterly  contest  against  heavy  odds,  the  details  of  which  are 
given  in  the  annexed  report  of  Lieutenant  Gillette. 

At  the  close  of  the  year  the  repairs  on  Locks  3  and  4  had  been  com- 
pleted, and  these  locks  were  open  to  navigation.  The  repairs  on  Lock 
8  were  completed,  but  the  cofferdams  had  not  yet  been  removed. 
Locks  6  and  7  were  still  unfinished,  but  in  each  case  the  dif&cult  work 
was  over,  aud  final  success  was  merely  a  matter  of  time. 

Li  reconstructiug  the  Muskingum  locks  advantage  has  been  taken  of 
the  opportunity  to  make  the  system  uniform  by  correcting  all  errors  in 
iength  and  width,  by  giving  uniform  guards,  so  that  all  locks  will  be 
submerged  at  about  the  same  epoch,  by  giving  equal  depths  throughout 
on  all  miter  sills,  and  by  introducing  improved  valves  and  apparatus 
for  handling  the  gates.  Wherever  the  heads  of  locks  were  rebuilt, 
stone  miter  sills  were  laid,  and  the  lock  was  filled  through  a  transverse 
culvert,  discharging  by  a  number  of  issues  under  the  miter  sill,  and 
supplied  from  vertical  wells  at  each  end.  The  valve  used  in  every  case 
was  the  low  cylindrical  valve  of  Moraillon,  described  in  the  Annates  des 
Fonts  et  Chaussies  for  1886,  which  is  used  on  the  Central  Canal  of  France 
and  has  proved  a  remarkable  success  on  the  Muskingum.  As  this  tyi>e 
of  valve  requires  a  vertical  discharge,  it  is  not  well  adapted  to  use  in 
emptying  locks,  and  for  this  puri)ose  balanced  valves  on  a  vertical  shaft 
have  been  chosen.  These  also  work  very  easily  and  satisfactorily,  the 
only  objection  being  that  they  can  not  be  made  water-tight. 

At  all  locks,  recessed  ladders  of  iron  have  been  introduced  for  con- 
venience in  the  service  of  the  lock,  and  as  a  life-saving  precaution.  The 
latest  practice  is  to  use  four  ladders,  two  at  each  end. 
^  As  much  trouble  and  expense  are  annually  incurred  in  keeping  the 
canals  clear  of  mud,  short  sections  of  needle  dam  have  been  built  across 
the  heads  of  the  locks  at  Lowell  (No.  3)  and  Beverly  (No.  4)  in  order  to 
flush  out  these  canals.  It  is  possible  with  these  dams  to  open  both  sots 
of  gates,  and  to  send  a  powerful  current  through  the  canal  and  the 
lock.  As  yet  there  has  not  been  time  to  test  the  practicability  of  keep- 
ing the  canal  clear  by  this  method.  The  needle  dam  selected  is  that  in 
use  at  the  Port  d  TAnglais  dam  since  its  reconstruction,  the  needles 
being  provided  with  the  hook  devised  by  M.  LavolWe,  chief  engineer 
of  Fonts  et  Ohaussies. 

The  following  is  a  list  of  bridges  on  the  Muskingum  River  which  the 
Secretary  of  War  has  ordered  to  be  changed  with  a  view  to  removing 
the  obstruction  to  navigation,  and  a  statement  of  the  action  thus  far 
taken  under  these  orders : 

Fifth  Street  Bridge  in  Zcmesville. — ^The  work  of  rebuilding  this  bridge 
is  advancing  rapidly. 

Main  Street  Bridge  in  Zanesville. — Nothing  has  been  done  towards 
altering  this  bridge.    The  time  has  been  extended  to  December  1, 1892. 

Ta/yhrsville  and  Duncan  Falls  Bridge. — ^Nothing  has  yet  been  done 
towards  altering  this  bridge. 

Beverly  and  Waterford  Bridge. — ^The  alterations  to  this  bridge  are  well 
under  way. 

Djpper  bridge  over  Lowell  Canal. — Nothing  has  been  done  towards 
altering  this  bridge.  The  bridge  will  probably  be  abandoned,  but  the 
matter  is  in  abeyance,  awaiting  the  results  of  some  modifications  re- 
cently made  in  the  Lowell  Canal. 

Railroad  Bridge  at  Marietta. — ^Nothing  has  yet  been 'done  towards 
altering  this  bridge* 
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For  further  details  reference  is  made  to  the  annexed  report  of  Lient. 
O.  E.  Gillette,  Corps  of  Engineers,  who  has  been  in  local  charge  through- 
out the  year: 

The  following  table  shows  the  condition  of  the  leases  on  the  Mus- 
kingum Biver  during  the  past  year  and  the  amounte  coUected,  all  of 
which  have  been  deposited  to  the  credit  of  the  Treasurer  of  the  United 
States.  The  amounts  are  less  than  usual  on  account  of  the  rebates 
allowed  for  failure  of  water  by  the  breaking  of  the  dams. 


Muskingum  Biver  leases  for  year  ending  April  SO,  1891, 


Location. 


Dated. 


Expires. 


Dam  1,  Marietta 

Dam  2,Devole 

Dam  3,  Lowell 

Do 

Do 

Do 

Do 

Do 

Do 

Dam  4,  Beverly 

Do 

Do 

Do 

Do 

Do 

Do 

Do , 

Do.... 

Do 

Dam  6,  StockiK>rt 

Dam  7,  if cConnelnviUe  . 
Dam  9,  Dunoan  Falls  . . . 

Dam  9,  Taylorsviilo 

Dam  10,  Zaneaville 

Do 


Do 

Do 

Do 

Do 

Do 

Do 

Do 

Do 

Do 

Do 

Do , 

Symmea  Creek  . 


Phoenix  Mill  Company 

Gates  &  Payne 

Milton  King 

F.Wilking&Co 

— do 

Bechs  teiner  Bros 

...do 

E.W.Spragne 

GfM>reeKice 

Eobbins  Bros 

StnlJ  &.  Jamper 

H.C.  Baldwin 

George  S.  Worstell 

Mary  L.  Baldwin 

...Ah 

D.T.Brown 

...do 

I.D.Spooner 

Isaac  D.  Spooner 

Joseph  Newberry 

E.  M.  Stanberry 

John  Miller 

Frazicr  &  Son 

Drone  &.  Co 

John  T.  Drone 

Edward  Johnson 

...do 

...do 

Joseph  Shaw 

...do , 

Gary  Bros.  &  Silvey 

'.'.'.aoy.'.v//.v//^y//^'.v^v^. 
...do 

Gary  &  McLanghlin 

Beanmout  &  Bhmkenbuhler. , 
Sarah  Y.  Planmier 


May 
May 
Nov. 
Nov. 
May 
Nov. 
May 
Dec. 
Sept. 
May 
May 


1,1873 
1,1889 
1,1889 
1,1873 
1,1890 
1, 1873 
1, 1890 
2,1879 
1,1889 
1,1889 
3,1889 


May  11, 1875 
May  1,1800 
Mair.  28, 1884 
May  1,1890 
July  13, 1886 
May    1,1890 


1,1884 
1,1890 
1,1889 


Nov. 

May 

May 

Sept      -^,, 

Dec.  81,1836 

do 

Dec.  7,1871 
May  1,1890 
Mar.  30, 1872 
May  1,1890 
May  1,1889 
Sept.  6,1881 
May  1,1890 
May  1,1862 
Dec.  10,1873 
Nov.  30, 1887 
May    1,1890 

juiy  i',i'889 
Apr.   2,1889 


May 
May 
Nov. 
Nov. 
May 
Nov. 
May 
Doc. 
Sept. 
May 
May 
May 
May 
May 
May 


1,1903 
1,1900 
1,1909 
1'1903 
1, 1910 
1,1903 
1, 1910 
15,1909 
1,1009 
1,1900 
8,1909 
1,1005 
1,1010 
1, 1014 
1,1010 


July  13,1916 
May  1,1910 
Nov.  1,1914 
May  1, 1910 
May    1,1900 


Sept. 
May 
May 
May 
May 
Aug. 
May 
May 
Nov. 


1,1001 
1,1910 
1,1900 

1. 1910 
1,1909 

1. 1911 
1, 1910 
1,1893 
1,1903 


May    1,1910 


•So. 


July    1,1000 
Apr.    8,1804 
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Muskingum  River  leases  for  year. ending  April  SO,  1891 — Continaed. 


Lessee. 


Subject. 


Cubic 

feet  of 

water  per 

minute. 


Annual 
rental. 


Rebate  '    Rents 
allowed,  collected. 


Water-power . 
do 


3,000 
0,000 
2,600 


Phoenix  Mill  Company 

CratOH  &.  Pavue 

Milton  King* do 

F.  Wilking  &  Co.  t do 

Do I do 

RcchKtpiner  Bros,  t . .  .do 

Do I     ..do 

E.  W.  iSpraffue Land 

GoorjiP  Ilico do 

KobbiiiH  Bros I  "Water-power I        1,004 


$350.00 
108.00 
100.00 


1303.87 


$46.13 
lO&OO 


174.72 


174.72 


.1. 


4,446 


Stnll  &  Juniper [ do 

H.C.Iialdwint ....do 

(Jeorco  S.  Woratell do 

MarvL.  Baldwin! : l....do 

hn I do 

D.  T.  Brown  t .do 

Do ....do 

I.  D.  SiMioner  t do 

Isaac  I).  Spooner do 

Joseph  Newlierry do 

E.  M.  Stanberry  t .do 

JohnMiUer: I.... do 

Frasier  &  Son  J ; do 

Drone  &  Cot do 

John  T.  Drone do 

Eiward  Johnson  t 

Do 

Do 

Joseph  Shaw  t 

Gary  Bros.  &  Silvey  t 

Dot 

Oo% 

Do** 

Gary  &  Mcl.4»nghlin 

Beanmont  &  Blaukonlntblcr 
Sarah  V.  Plummer  tt 


5.293 


106.70 

5.00 

0.00 

100.00 

127.03 


34.84 
44.26 


.|        5,600         11 '.21 


39.81 


5,000 


6,500 


4,000 
6.  .390 
(§) 
(il) 


100.00 


118.30 


34.84 
"4i.'23 


10&70 

5.00 

6.00 

65.16 

82.78 


74.43 


65.16 
'77.07 


100.00 
230.01 


34.84  i 
f  9. 12  ' 


65.16 
130.72 


do 

do 

do 

do 

do 

...do 

l^and 

...do 

Walcr-power  . 

...do 

...do 

Land 


7,5G0 


6,029 
7,397 


4,619 


4,794 
4,794 
7,741 


Total. 


I 


45.1.60 


361.74 
443.82 


207.85 


186.97 
186.97 
278.68 


453.60 


361.74 
443.82 


207.85 


132.44 

54.53 

278.08 


2, 939. 69 


*  Lessee  insolvent.    AVater  shnt  olT. 
tCanceled  May  1.1890. 

♦  Perpetual,  free  lease  of  water-power. 

0  Enou|;h  to  propel  10  run  of  4'  5"  mill-stonee. 

II  Enough  to  propel  15  run  of  4^'  mill -stones. 

II  Kevocable  license;  canceled  May  1, 1890. 

**  Lease  transferred  to  Gary  &,  McLaughlin,  January  16, 1891. 

tt  Terms,  5  years  in  advance. 


Estimate  for  fiscal  year  ending  June  30,  1892. 

Lock  and  Dam  No.  1 $11,000 

Lock  and  Dam  No.  2 12,000 

Lock  and  Dam  No.  3 4, 000 

Look  and  Dam  No.  4 4,000 

Lock  and  Dam  No.  5 7,500 

Lock  and  Dam  No.  6 20,000 

Lock  and  Dam  No.  7 16,500 

Lock  and  Dam  No.  8 .' 38,000 

Lock  and  Dam  No.  9 2,000 

Lock  and  Dam  No.  10 2,000 

Lock-kccpcrs'  salaries 7, 000 

IT.  S.  steamer  Vega 4, 500 

Dredf^n^ 15, 000 

Clerks  anddraftamen 6, 200 

Kent,  fuel,  and  f?as ;  300 

Survey 200 

Contingencies 5, 000 

Total 155,200 
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APPENDIX    G  G KEPORT   OP   LIEUT    COL.  MERRILL.        2373 

Detailed  statetnent  of  expenses  incurred  for  operating  and  maintaining  the  locks  and  dams 
on  the  Muskingum  Mver  for  the  fiscal  year  ending  June  SO,  1891, 

GENERAL  ADMINISTKATION. 


Month. 


Salaries. 


Plant. 


Office  force. 


Lock-keep- 
ers, bridge- 
tender,  and 
watchman. 


First  cost.  I    Repairs. 


July 

Auffust 

September . 

October 

Novcmljcr . 
December  . 
Januar>' . . . 
February . . 

Manrh 

April 

May 

June 


$515. 00 

aoo.oo 

580.00 
520.00 
520.00 
607.50 
.546.07 
520.00 
520.00 
520.00 
520.00 


$490.00 
490.00 
400.00 
490.00 
435.00 
435.00 
584.00, 
584.00 
584.00 
584.00 
594.00 
504.00 


$765.32 
064.47 
399.66 
036.56 
372.54 
89.67 
32.82 
65.75 
150.79 
48.21 
196.39 
19.23 


Total . 


6,059.17 


6,264.00 


Month. 


July 

August 

September . 

October 

November . 
December.. 
Janiuuy . . . 
February . . 

March 

April 

May 

4nne 


Total . 


Buildings. 


$135. 31 

5.99 

185.73 

10.75 

36.94 

1.89 

14.00 


13.04 
""."50 


404.15 


Supplies. 


$27. 
65. 
12. 
10. 
22. 
63. 
10. 
9. 
17. 


261.71 


Transpor- 
tation. 


Miscella- 
neous. 


$107.88 
25.15 
23.04 
31.37 
17.96 
12.46 
8.80 
5.98 
2.76 


1.10 
2.65 


$240.92 
120. 34 
178.41 
108.37 

82.82 
119.58 

55.95 

73.95 
108.92 

77.96 
121. 12 

18.32 


$316. 91 

106.64 

104.08 

177.30 

21.31 

125.71 

31.23 

44.07 

52.87 

77.70 

28.76 

6.00 


3,750.43  i        1,092.17 


Total. 


$2, 508. 55 
2,467.91 
1,973.47 
1,985.40 
1.508.50 
1,455.09 
1,284.00 
1,303.34 
1,458.76 
1, 327. 99 
1, 404. 12 
550.22 


1,306.66;      19,377.44 


U.  S.  DREDGE  MALTA. 


July 

August.... 
September . 

Octob«T 

November . 
D«H^embor. . 
Janiuiry  ... 
February  . . 

Manjh 

April 

May 

June 


Month. 


Total  . 


Salaries. 


i    Equlp- 
I    roent. 


$573. 45 
541.80 
494.65 
464.30 
550.85 
520.70 
454.40 
453.05 
265.86 
163.57 
503.20 
531.20 


$162.40 

128.55 

39.43 

7.12 

0.75 

.25 

6.05 

4.43 

LIO 


9.50 


Supplies. 


$59.84 

138.81 

35.50 

55.70 

94.25 

36.40 

8.30 

2.76 


16.37 


Repairs. 


$362.63 

31.64 

25.48 

56.45 

29.11 

96.99 

603.68 

38.30 

264.02 

3.00 


5,517.03  ;      308.58        447.93     1,51L30 

I  I  I 


Towboat.  1      Total. 


$1,220.00 
620.00 
600.00 
220.00 
600.00 
436.00 


520.00 


4,216.00 


$2, 378. 32 

1,460.80 

1, 195. 06 

803.57 

1,283.96 

1,090.34 

1,072.43 

49&54 

530.98 

166.57 

1,049.07 

531.20 


12,060.84 
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2374      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  8.  ARMY. 

Detailed  statement  of  expenses  incurred  for  operating  and  maintaining  the  locks  and  dams 
on  the  Muskingum  Etver,  etc, — Continued. 

U.  8.  STEAMER  VEGA. 


Month. 

Salaries. 

Eqnlp. 
ment. 

Supplies. 

BepaSrs. 

Total. 

July 

1287.08 
831.30 
360.25 
358.80 
355.00 
355.05 
352.50 
354.30 
198.50 
60.00 
60.00 
833.00 

$1.95 

$1.72 
2.00 

$1.75 
3.07 

$292.50 
336.37 

August 

Septembor 

2.55 
22.51 

862.80 

October 

3.90 
.60 
.60 

6.18 
.35 

13.37 

2.80 

.80 

398  58 

November 

358.40 

December 

.60 

857.05 

Jannary 

358.68 

Febnuury 

354.65 

March... 

1.60 
2.60 

198.10 

April 

62.60 

MSy.:::;;;:::::::::::::::::::::::::::::::::::::::: 

60.00 

jnne ., 

383  00 

Total 

8,403.78 

27.61 

15.85 

25.99 

8,472.78 

LOCK  AND  DAM  No.  1. 


July 

Aufftist 

September. 
October  . . . 
November . 
December . 
January  — 
February... 

March 

April 

May 

June 


Total. 


Month. 


Labor. 


$1,801.54 
8,042.79 
553.67 
601.17 
28.65 
130.77 
106.15 
332.82 
283.95 


608.89 


7,580.40 


Material. 


$615.54 

4.051.19 

189.10 

602.42 

240.76 

855.69 

1,906.50 

205.73 

930.89 

186.69 

L  698. 09 


11,562.69 


Supplies. 


Boat  and 
engine  hire, 


$28.56 

125.53 

1.96 

13.00 


5.95 


175.00 


$14.00 
51.00 

140.00 
93.50 
82.50 
62.60 


483.50 


Total. 


$2,450.64 
7, 270, 51 

884.78 
1,300.09 

351.91 

1,088.96 

2,012.74 

>.     934.50 

1,314.84 

186.69 
1,608.00 

698.89 


19,75L50 


LOCK  AND  DAM  No.  2. 


July •. 

Auffust    .     ...     ..  ..................... 

September 

16.05 



'16.05 

October                           .                    .    ... 

November       .      ..  ..  ..     ............. 

December 

January                                                . 

8.40 
35.55 
31.20 

8.40 

February       ..        

85.55 

March.. 

31.20 

April 

May 

June 

Total 

01.20 

91.20 

LOCK  AND  DAM  No.  8. 


July 

August  — 
September  . 
October  — 
November. 
December . , 
January — 
February  . . 

March 

April 

May 

June 

Total. 


1,406.21 
385.18 
147.90 

40.00 

22.35 
449.85 

36.15 
120.40 

12.45 

4.20 

267.  80 

977.98 


3,870.47 


1, 276. 14 
706.54 
573. 81 

8.58 
2.59. 17 
228. 07 

1.76 
805.15 


184. 43 

7.40 

108.80 


4,154.85 


.58 

87.95 

.18 


.85 


.76 


40.71 


24.00 


24.00 


J, 


682.93 
153,67 
721.89 

43.58 
281.52 
678.77 

37.91 
925.96 

12.45 
188.63 
275.05 
086.78 


8,090.08 
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Detail^  statenMiU  of  expenses  incurred  for  operating  and  maintaining  the  locks  and  dams 
on  the  Muskingum  River ,  etc. — Continued. 

loce:  and  dam  no.  4. 


Months 


Labor. 


Hatorial. 


SappUea. 


Boat  and 
engine  hire. 


Totad. 


July 

AngtiHt  . . . 
September 
()<',t4)ber  — 
November. 
December . 
January... 
February  . , 

Harch 

April , 

May 

June 

Total 


$1,731.60 
i.  3G6. 36 
8, 146. 76 
4, 598. 20 
6,3«5.29 
5, 160. 50 
5, 3d2. 46 
4,104.05 
2,607.33 
2, 708. 68 
1, 352. 74 
2,351.68 


42,805.55 


$36.87 
2,073.14 
1,382.90 
1,681.61 
2,238.61 
1, 103. 80 
1,321.05 

659.57 

407.30 
1,617.91 

131.51 


$43.49 
.80 
20.75 
1.40 
02.94 
58.87 
02.82 
18.70 
22.75 
38.88 


$379.00 
170.00 
195.00 
201.00 
202.50 
256.26 
297.00 
118. 75 
184.75 


12,745.20 


890.90 


2,004.26 


$2, 
6, 
4, 
6. 
7, 
6, 
7, 
4. 
3, 
4. 
1, 
2, 


190.86 
610.80 
745.50 
482.21 
919.84 
578.93 
104.23 
901.07 
212. 18 
865.47 
484.25 
351.68 


57,045.97 


LOCK  AND  DAM  NO.  6. 


July             

13.85 
10.20 

13.85 

8.13 

16.88 

September 

October 

13.50 

8.25 

80.30 

382.68 

890.18 

8.25 

December 

80.80 

February -, , . . .  t  .  r 

83.10 

104.25 

13.35 

12.60 

83.10 

>farrh    '.  

104.25 

April 

13.85 

May 

12.60 

~"J " 

June    ...........^. ............ .......... 

Total 

288.00 

388.81 

677.71 

LOCK  AND  DAM  NO.  6. 


July 

August .... 
September  . 
October  . . . . 
November.. 
December . . 
January — 
February  .. 

March 

April 

May 

June 


3,668.29 

4,570.87 

2,867.37 

2, 413. 68 

071.76 

360.43 

54.36 


4, 109. 91 

2,758.05 

1,408.11 

2, 268. 87 

691.53 

226.14 

.33 

88.87 


85.20 
52.63 
88.45 

.80 
28.00 

.30 


144.00 
81.00 
80.00 
81.00 
18.00 


5.50 


7,067.40 

7, 418. 56 

4,843.93 

4,713.85 

1,404.29 

686.87 

60.19 

88.87 


Total. 


409.67 
4, 129. 70 
4. 008. 27 


23, 310. 40 


18.96 

2, 021. 92 

399.04 


.16 
105.73 
358.96 


20.88 


13,941.78 


619.71 


276.83 


488.78 
6,278.18 
4,866.26 


88, 147. 17 


LOCK  AND  DAM  NO.  7. 


July 

AugiiHt 

September  . 
OctobiT.... 
November.. 
December  .. 

January 

February  .. 

March 

April 

May 

June 


Total. 


2,325.45 

2.871.49 

2, 140. 04 

1.82:i.55 

1. 503. 32 

1.0:)8.03 

15. 10 

335.62 

283.46 

216. 57 

699.80 

1,977.34 

15,188.77 


1,117.64 

1, 966. 91 

1,535.75 

1,633.42 

440.09 

812.39 

.30 

421.47 

1.19 

1.021.80 

651.47 

888.91 

9,890.24 


123.10 


1.00 

.50 

4.70 


120.89  I 


171.00 
22.50 
86.25 
38.75 
87.50 
18.75 


819.75 


3,737.18 

4,850.90 

3,721.04 

3, 496. 72 

1,990.41 

1,368.87 

15.40 

757.09 

234.05 

1,238.37 

1,251.27 

2,366.25 

25,028.16 
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2376      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

Detailed  statement  of  expenses  incurred  for  operating  and  maintaining  the  lovkn  and  dams 
on  the  Muskingum  Jiirer,  etc. — Continncd. 

LOCK  AND  DAM  NO.  8. 


July 

Angii4t 

September  . 

October 

November. . 
December . . 

January 

February. . . 
March 


April. 
Miy.. 


June . 


Month. 


Labor. 


Material. 


$2,619.47 
4. 028. 05 
3. 092. 85 
3, 435. 80 
2. 400. 46 
2,046.16  ' 
1,236.79  ! 
746.49 
348.12  I 
20.03 


1,821.94 
2,996.66 


$2,750.04 

3.700.85 

1,421.48 

3, 481. 16 

2, 125. 97 

63.99 

361.00 

478.70 

11.23 

155.72 

1.021.70 

105.00 


Total I    24,853.42       15,676.84 


Supplies. 


$121.75 
129.92 
63.57 
55.35 
110.05 
117.62 
90.80 
5.00 


Jkiatand  I 
engine  hire.' 


36.50 


730.56 


$51.00 
31.00 
30.00 
76.67 
89.00 
57.00 


334.67 


Total. 


$5. 542.  26 
7, 890. 42 
4.6U7.90 
7.018.08 
4, 7A>.  48 
2.2HK77 
1.688.  GO 
1,230.19 
3S0.35 
175.  75 
2. 880. 14 
3. 101. 06 


41, 505. 49 


LOCK  AND  DAM  NO,  9. 


July 

August 

September 

October                 

553.75 

40.35 

123.15 

215.88 

18.14 

23.00 

594.80 

40  35 

123.15 

82.58 

248.46 

879.60 

64.79 

444.39 

January          .        ....................... 

February 

March                      

41.82 

19.25 

61.07 

1 

Anril ' 

^                                                ........        ... 

1 

'=**■•' 

u nnc                       .....  ...  .....  .......'--     

'                            ; 

Total 

1, 354. 55 

134.76 

23.00 

1, 512. 31 

LOCK  AND  DAM  NO.  10. 


July 

August  — 
S*»l)t«*mber  . 
Oftober  — 
November. . 
Ik'ceuiber . . 

Jaininry 

February  .. 

March 

April 

May 

June 


49.02 

147.50 

79.80 

."iSO.  18 

650.07 

655.74 

137.60 

42. 73 

30.40 

21.20 

43.40 


4.48 
162.18 

5.66 
837.42 
719.73 
188.99 


66.00 


49. 10  , 


1.43 


78.00 


53.50 

311. 11 

85.46 

1.387.60 

1,369.80 

922. 73 

137.60 

108.73 

30.40 

21.20 

92.50 


Tot*l. 


2, 407. 64         2, 033. 56 

i      


L43  I 


78.00 


4,520.63 


Summary, 


General  administration $19, 377. 44 

V.  S.  aro«lge  Malta 12, 060. 84 

U.  S.  steamer  Vega 3, 472. 73 

Ix)ckand  Dam  Ko.  1 19,7.51.59 

Lock  and  Dam  No.  2 91.20 

I.ockandI>am  No.  3 8,090.03 

Lock  and  Dam  No.  4 57,945.97 

Look  and  Dam  No.  5 677.71 


I^k  and  Dam  No.  6 $38,147.17 

Lock  and  Dam  No.  7 25.028,15 

Lock  and  Dam  No.  8 41,595.49 

Lock  and  Dam  No.  9 1,512.31 

Lock  and  Dam  No.  10 4,520.63 

Tot*! 232,27LaO 
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rkpokt  of  ljettknant  c.  e.  gillkttk,  corpk  of  en'<ilnkkus. 

United  States  Engineer  Office, 

ZancHvUh,  Ohio,  July  ;?,  1S91, 

Sir:  I  have  to  submit  the  following  report  on  operating;  and  cai-e  of  the  looks  and 
dams  on  the  Muskingum  River,  Ohio,  lor  the  fiscal  year  ending  June  30,  1891 : 

The  latter  part  of  tUe  season  of  1890  was  exceedingly  unfavorable ;  sudden  and 
heavy  storms,  resulting  in  largo  floods  in  the  river,  frequently  destroyed  cofferdams 
and  other  works  and  greatly  impeded  progress.  During  the  jfbur  months  fi-om  July 
1  to  October  31  there  were  42  rainy  days,  the  total  rainfall  being  22.3  inches,  the 
heaviest  bein^  4  inches  on  September  6.  On  July  1,  2.45  inches  fell  in  50  minutes. 
On  the  following  dat-es  there  was  more  than  4  feet  of  water  on  Dam  No.  7,  all  dates 
being  inclusive:  Jnly  2  to  7,  September  7  to  18,  October  14  to  19,  October  24  to  31. 
The  dood  of  September  13,  coming  in  the  midst  of  the  low- water  season,  lacked  only 
a  few  inches  of  being  higher  than  any  flood  since  the  great  one  of  1884.  During  the 
Bame  four  months  there  were  62  days  when  the-water  below  the  dams  was  5  feet  or 
more  above  pool  level.  On  July  1  the  river  above  Dam  No.  7  rose  several  feet  at  the 
rate  of  a  foot  in  12  minutes.  On  September  8,  though  there  was  little  or  no  rain  in 
Zanesville,  an  insignificant  brook,  12  miles  below,  rose  during  a  local  storm  to  a  tor- 
rent several  hundred  feet  wide,  carrying  great  quantities  of  heavy  drift.  During  the 
above  four  mouths  no  less  than  80  important  bridges,  Hpanning  tributaries  of  the 
Muskingum,  were  destroyed  in  the  counties  of  Muskingum  and  Morgan  alone.  'Many 
smaller  ones  were  damaged  or  destroyed.  Under  these  conditions  the  work  was 
necessarily  slow  and  costly. 

LOCKS  AND  DAMS. 

Lock  and  Dam  No  /,  Marietta. — The  flood  of  July  1  tore  out  the  west  half  of  this 
dam.  It,  however,  consisted  of  little  else  than  an  old  brush  and  stone  coft'erdam, 
built  8  years  before.  Preparations  had  i)reviou8ly  been  made  to  repair  this  dam,  and 
materials  were  partly  on  han^  when  the  accident  occurred.  The  rejiairs  were  begun 
JNily  10,  and  a  new  section  30  feet  long  was  built  next  the  ice-harbor  lock,  but  not 
sh^te^*  A  crib  210  feet  long  was  sunk  alouj^  the  toh  of  the  old  dam  to  form  the  toe 
of  the  Aew  slope,  and  a  row  of  piling  was  driven  along  the  entire  too  of  the  dam  to 
be  used  in  anchoring  it  down.  Floods  in  both  rivers  prevented  any  further  work 
last  season.  During  the  winter  the  balance  of  the  material  was  accumulated,  and 
in  June  the  w^ork  of  framing  was  begun  and  is  now  over  half  completed.  The  mate- 
rials being  on  hand,  a  reasonably  good  season  will  permit  the  dam  being  completed 
this  fall.  The  old  lock  being  unserviceable,  it  was  partly  torn  down,  the  stoue  of 
the  river  wall  being  used  in  the  ice-harbor  lock,  and  to  repair  the  land  w^all  for  use 
as  an  abutment.     Ihe  tearing  out  for  the  latter  work  is  about  completed. 

Lock  and  Dam  No.  5,  Lowell. — The  masonry  of  the  lock  was  completed,  the  lock 
gates  and  needle  dam  were  placed  in  position,  and  the  coffers  removed.  Navigation 
IS  now  open  through  the  lock.  The  high  water  gave  no  opportunity  to  repair  the 
dam,  and  as  the  repairs  were  not  very  urgent  none  were  made. 

Lock  and  Dam  No.  4j  Beverly. — On  July  16,  when  there  was  only  about  4  inches  of 
water  on  the  dam,  the  upper  pool  broke  through  apparently  under  the  west  abut- 
ment, and  in  a  few  minutes  cut  a  channel  around  the  abutment  about  75  feet  wide, 
the  whole  river  going  through  the  break.  The  60  feet  of  dam  next  the  abutment  was 
empty,  the  stoue  having,  ai)parently,  gone  under  the  abutment ;  the  water  at  the 
toe  of  the  dam  was  at  the  normal  depth.  The  exact  cause  of  the  accident  is  uncer- 
tain. The  abutment  wjis  on  piling,  the  bottom  of  the  ]>latform  being  2.3  feet 
below  the  Jipron  of  the  dam.  The  material  about  the  vicinity  was  of  a  sandy  na- 
ture and  easily  washed.  The  accident  was  probably  due  to  the  fact  that  the  bottom 
of  the  abutment  was  too  high  with  reference  to  the  toe  of  the  dam  and  that  it  wjvs 
not  inclosed  with  sheet  piling  or  other  protection.  Springs  or  small  leaks,  aided  by 
the  reaction  below  the  dam,  probably  took  the  material  from  among  the  piling 
nearly  to  the  upper  end  of  the  abutment,  or  possil)ly  beyond  it,  and  the  hydrostatic 
pressure  of  the  upper  pool  then  caused  a  break  through  the  wall  of  earth  thus  loft. 
This  breaking  tlirough  may  have  been  aided  by  erosion  from  above.  Dui'iug  the  pre- 
vious winter  an  eddy  of  considerable  iu)wer  develo])ed  above  the  abutment,  due  ap- 
parently to  the  shape  of  the  bank.  This  cut  away  the  bank  considerably,  and  at  a 
point  about  100  feet  upstream  from  the  abutment  the  cutting  was  quite  deep,  10  or  12 
feet  below  the  crest  of  the  dam.  It  is  possible  that  a  similar  deepening  may  have  t:^ken 
place  near  enough  to  the  abutment  to  aid  in  the  break.  The  cutting  of  the  bank 
was  stopped  at  the  time  by  throwing  in  rubblestone.  The  break  must  have  been 
sudden,  as  there  was  no  indicatitui  the  night  before  of  anything  being  wrong. 
Soundings  for  a  new  crib  exteiiHiou  to  the  abutment  were  made  two  days  before  the 
break.    The  depth  at  the  toe  of  the  abutment  was  9  feet  on  the  shore*  side  and  18 
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feet  on  the  river  «id«,  referred  to  the  toe  of  the  dam  ;ih  zero.  The  ba<^k  sheeting  of 
the  dam  was  iVoni  16  to  20  feet  long  and  was  not  disturbed.  Work  of  clos- 
ing the  break  was  begun  at  once.  Owing  to  the  strong  current  under  the 
corner  of  the  abutment;  and  to  the  fact  that  the  wash  extended  nearly  to  the 
bottom  of  the  piling,  it  was  unsafe  to  close  the  break  against  the  abutment,  and  a 
brush  and  stone  cofferdam  was  accordingly  thrown  across  from  a  point  of  the  shore 
to  the  dam  at  a  point  about  80  feet  from  the  abutment.  This  was  finished  in  August. 
It  was  raised  to  the  height  of  about  4  feet  above  the  crest  oC  the  dam.  Under  its 
protection  a  crib  was  built  running  directly  upstream  from  the  abutment.  This  was 
to  be  a  foundation  for  the  embankment  closing  the  break.  The  flood  of  August  20 
severely  tried  the  brush  cofferdam  and  tore  out  the  crib.  The  cofferdam  was  not 
injured.  The  renewal  of  the  crib  was  immediately  begun,  and  a  line  of  sheet  piling 
was  driven  nearly  around  the  abutment.  The  flood  of  September  13  again  took  out  part 
of  the  crib.  The  coffer  stood  till  the  15th,  when  the  end  of  it  next  the  dam  was  carried 
away.  It  stood  all  right  till  a  large  tree  going  over  the  dam  caught  and  tore  away 
the  work  protecting  the  end  of  the  coffer  on  the  dam.  The  dam  itself  was  somewhat 
injured,  but  did  not  break.  The  width  of  the  gap  around  was  more  than  doubled. 
The  lateness  of  the  season  made  it  necessary  to  do  most  of  the  work  of  closing  the 
break  in  the  cofferdam  at  a  comparatively  iiigh  stage.  This  was  a  very  difficult 
operation,  but  by  using  large  bowlders  and  one  or  two  large  trees,  with  an  abundance 
of  brush  and  stone,  it  was  accomplished  early  in  October.  The  flood  of  October  15 
came  before  the  cofferdam  was  raised  to  its  full  height,  but  did  little  damage. 
After  that  the  coffer  was  raised  to  12  feet  above  the  dam,  and  there  wore  no  danger- 
ous Hoods  till  February  17,  when  the  river  rose  to  a  height  several  feet  above  any 
flood  since  1884.  Work  had  in  themeau  time  been  pushed  as  rapidly  ns  possibki,  but 
it  was  not  yet  finished.  The  embankment  was  nearly  to  the  height  of  the  abutment, 
but  the  levee  connecting  it  with  the  high-water  ground  was  incomplete,  and  the  river 
was  still  narrowed  by  the  cofferdam.  It  was  necessary  to  work  a  large  force  day 
and  night  to  keep  the  work  above  the  rising  river,  but  it  was  finally  accomplished 
and  no  damage  done.  Since  then  work  has  been  prosecuted  without  serious  ijiter- 
ruption,  and  at  the  close  of  the  year  the  dam  is  repaired,  the  embankment  is  practi- 
cally completed,  and  the  removal  of  the  cofferdam  has  been  begun. 

The  lock  being  in  bad  shape,  advantage  was  taken  of  the  drawing  down  of  the 
pool  to  begin  repairs  on  it.  Ne^  miter  sills,  new  cylindrical  filling  valves,  and  new 
gates  were  put  m.  The  walls  were  thoroughly  repaired  with  concrete,  raised  to  the 
standard  height,  and  dressed  back  to  the  standard  width.  The  lock  isnow  in  opera- 
tion and  is  in  first-class  condition. 

Lock  and  Dam  No,  6,  Stockport. — Work  at  this  point  suffered  severely  from  the  floods. 
Tlie  brush  and  stone  coffer  around  the  break  in  the  dam  was  completed  in  July.  Under 
its  protection  the  frame  coffer  around  the  lock  was  completed  j  ust  in  time  to  be  destroyed 
by  the  flood  of  August  26.  The  brush  coffer  was  not  damaged,  however,  and  the 
frame  one  was  replaced  as  rapidly  as  possible,  only  to  be  entirely  carried  away,  together 
with  a  part  of  the  brush  coffer,  by  the  flood  of  September  13.  These  coft'erdams  were  all 
mon^  than  equal  to  the  demands  of  an  ordinary  season,  but  were  utterly  unequal  to  the 
floods  that  came  against  them.  TheLatenossof  the  season,  together  with  the  desirability 
of  prolonging  the  river  wall  a  few  yards  upstream,  so  that  the  dam  could  be  renewed 
before  winter,  made  it  apparently  advisable  to  use  hastily  constructed  coffers  rather 
than  lose  valuable  time  building  more  substantial  ones.  This  applies  only  to  the 
frame  cofler,  that  of  brush  and  stone  being  built  in  the  strongest  practicable  man- 
ner, it  is  probable  that  no  coffer  of  reasonable  cost,  on  the  smooth  rock  around  the 
lock,  would  have  stood  the  flood  of  September  13,  which  entirely  carried  away  lar^e 
dimension  stones  and  heavy  cribs  filled  with  rubble.  The  bases  of  the  derricks  in 
the  lock  chamber,  the  pumping  engine  and  pump,  and  2  hoisting  engines  were  all 
carried  away,  but  were  afterward  recovered.  In  order  to  trv  to  rebuild  the  land 
wall  before  winter,  a  cofferdam  was  built  down  the  middle  of  the  chamber  in  Octo- 
ber, but  in  the  flood  of  October  13  this  was  mostly  destroyed.  'ITie  break  in  the  dam 
being  next  to  the  lock,  made  it  difficult  to  hold  a  eoifer  around  the  lock  till  the  dam 
was  closed,  and  there  was  no  time  to  do  that.  Work  was  stopped  in  the  middle  of 
November,  During  the  winter  advantage  was  taken  of  a  jieriod  of  low  water  to 
build  a  substantial  crib  parallel  to  the  lock  wall  and  outside  the  site  of  the  coffer- 
dam. Under  its  protection  work  was  resumed  early  in  the  spring  and  has  been  car- 
ried on  without  interruption  to  the  present  time,  when  the  land  wall  is  completed 
for  a  distance  of  61  feet  from  the  lower  end,  its  height  being  29  feet  1  inch  above  the 
lower  miter  sill;  the  next  67  feet  of  wall  is  14^  feet  above  the  lower  sill.  The  river 
wall  is  completed  for  a  distance  of  61  feet  from  the  lower  end,  and  the  balance  is  23 
feet  above  the  lower  sill.  The  lower  gates  are  built.  The  brush  coffer  around  the 
break  in  the  dam  is  completed  and  work  on  the  dam  will  be  begun  shortly.  If  the 
balance  of  the  season  is  reasonably  favorable  the  work  can  be  completed  in  October. 
While  the  pool  was  lowered  last  season  the  abutment  was  repaired  with  concrete.    ' 

Lock  and  Dam  No.  7,  McConnelsville. — It  was  found  that  the  part  of  the  land  wall 
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that  appeared  good  eiioujirh  to  repair  was  in  very  bad  shape,  the  face  boin^  ahnost 
entirely  separated  from  the  body  of  the  wall,  and  it  was  decided  to  tear  down  the 
whole  wall.  Work  was  carried  on  to  the  close  of  the  season,  whenever  the  stage  of 
water  would  permit.  Piiring  the  first  part  of  the  present  season,  the  work  being 
well  advanced  and  not  liable  to  damage,  and  i|i  view  of  a  probable  shortage  of  funds 
before  the  end  of  the  fiscal  year,  this  work  was  not  started  till  it  was  certain  that 
no  time  would  be  lost  at  Stockport  for  lack  of  funds.  At  present  the  work  is  going 
on  rapidly ;  the  laud  wall  is  ready  for  coping  for  a  distance  of  121  feet  from  the 
lower  end,  and  the  balance  is  ready  for  the  foundation  courses.  The  river  wall  is 
completed  for  a  distance  of  109  feet  from  the  lower  end;  the  next  50  feet  is  ready 
for  the  coping ;  the  balance  is  nearly  ready  for  the  foundation  courses.  The  lower 
miter  sill  is  completed. 

During  the  year  upper  and  lower  gates  for  No.  4,  upper  gates  for  No.  8,  and  guard 
gates  for  No.  10  were  buUt.  Needles  for  the  dam  at  the  head  of  Lock  No.  3  were 
made. 

Lock  and  Dam  No.  8,  Eagleport. — The  plan  was  to  rebuild  the  greater  part  of  the 
dam,  raising  it  about  4  feet.  The  unfavorable  season  prevented  this,  and  no  work 
at  all  on  the  dam  would  have  been  attempted,  except  that  the  middle  third  of  the 
dam  was  old  and  rotten,  and  there  was  a  break  in  the  upper  part  of  it  that  waft 
liable  to  very  much  enlarge  if  left  over  winter ;  so  it  was  determined  to  rebuild  the 
middle  third  of  the  dam,  and  more  if  practicable.  A  cofferdam  of  brush  and  stone 
was  begun  around  it  in  July,  and  a  part  of  the  danv^was  torn  out  in  September. 
The  flood  of  September  13  broke  the  cofferdam,  and  injured  the  dam  itself  to  some 
extent.  The  coffer  was  rebuilt,  but  not  gravelled,  when  the  flood  of  October  13 
took  a  part  of  it  out,  and  before  it  subsided  the  dam  gave  way  in  the  middle ;  about 
one-fourth  of  it  went  away,  and  the  new  slope  between  the  break  and  the  lock  was 
BO  damaged  that  during  the  winter  its  sheeting  was  lifted  off  in  a  body.  The  ma- 
terial of  it  was  recovered.  Work  on  the  dam  was  resumed  early  the  present  season, 
and  about  100  feet  of  it  next  to  the  lock  is  almost  completed.  A  Wg^  part  of  the 
material  for  the  rest  of  it  is  on  hand. 

The  excavation  for  a  new  abutment  has  been  nearly  all  made^  the  materials  are 
mostly  on  hand,  and  the  plant  is  in  position. 

Work  on  the  lock  was  continued  throughout  the  fiscal  year  except  from  March  16 
to  May  4.  At  the  present  date  the  lock  is  completed  and  is  in  first  class  condition. 
The  land  wall  is  entirely  new,  and  the  river  wall  thoroughly  repaired.  The  new 
sills  are  of  masonry,  the  filling  valves  are  cylindrical,  and  the  emptying  valves  are 
balanced.  The  gat«8  are  new,  and  the  lock  has  the  standard  dimensions.  The  cofler- 
dams  have  not  yet  been  removed. 

Lock  and  Dam  No.  P,  Tayloraville. — ^The  dam  needed  extensive  minor  repairs.  A 
crib  forming  part  of  the  lower  apron,  135  feet  long,  was  rebuilt  with  no  little  diffi- 
culty on  account  of  the  frequent  floods.  It  was  completed, late  in  the  season,  and 
very  probably  saved  the  dam  from  breaking  during  the  winter.  The  head  of  the  old 
canal  was  several  times  cleaned  out. 

Lock  and  Dam  No.  10,  Zanesville. — ^New  guard  gates^  which  were  urgently  needed, 
were  put  in,  and  their  buttress  walls  repaired  and  raised  above  the  high-water  mark 
of  1884.  Extra  large  valves  were  put  in  the  gates  to  adAit  of  supplying  the  mills 
during  floods. 

llie  dam  was  in  a  dangerous  condition,  as  a  part  of  the  apron  was  gone  and  the 
second  step  was  badly  undermined.  A  short  piece  of  crib,  forming  the  lower  apron, 
was  built  in  December.    The  dam  was  not  injured  to  any  extent  during  the  winter. 

•  BOATS. 

The  dredge  Malta  did  good  service  when  the  water  was  favorable.  She  dug  out 
Cats  Creek  Bar  at  the  Head  of  Lowell  Canal,  in  July,  1890,  and  again  in  June,  1891. 
She  removed  troublesome  bars  at  Dana  Island,  4  miles  below  Beverly :  at  Baldwin 
Ripple,  1  mile  below  Luke  Chute,  and  partly  removed  the  one  at  Bear  Creek,  1  mile 
below  Lowell;  dug  out  Beverly  Canal,  and  was  of  valuable  assistance  in  tightening 
the  cofferdam  around  the  break  at  Beverly,  and  in  removing  those  at  Beverly  ana 
Lowell  locks.  She  was  not  successful  in  digging  material  containing  rnbblestone, 
and  could  not  be  held  in  swift  water.  The  latter  defect  has  probably  been  remedied 
by  better  spuds.     She  was  fitted  with  Jin  improved  lower  tumbler. 

The  Government  steamer  Vega  was  engaged  in  general  towing.  "The  towing  for  the 
dredge  was  done  by  the  hired  steamboat  Lizzie  Caasel. 

Navigation  having  been  i>ractically  shut  oft'  during  the  fiscal  year,  no  commercial 
statiHtics  are  submitted. 
Very  respectfully, 

Cassius  E.  Gillette, 
First  Lieut,  of  Engineers. 
Lieut.  Col.  W.  E.  Merrill, 

Corj^s  of  Engineers,  U.  S.  A. 
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GGxs. 

PRELIMINARY  EXAMINATION  OF  HARBOR  OF  OWENSBORO,  KENTUCKY, 

ON  THE  OHIO  RIVER. 

[Printed  in  Houbo  Ex.  Doo.  No.  193,  Fifty-fir&t  CongreBS,  second  Bossion.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  J).  0.,  January  19, 1891. 

Sir:  I  have  the  honor  to  submit  the  accompaiiyiiig  copy  of  report 
dated  January  12, 1891,  by  Lieut.  Col.  Wm.  E.  Merrill,  Corps  of  Engi- 
neers, upon  the  preliminary  examination  of  "harbor  of  Owenslwro, 
Ky.,  on  the  Ohio  Eiver,"  made  in  compliance  with  requirements  of  the 
river  and  harbor  act  approved  September  19, 1890. 

Lieutenant-Colonel  Merrill  is  of  the  opinion  that  the  locality  is  not 
worthy  of  improvement,  and  I  concur  in  this  opinion. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.y  Chief  of  Engineers. 

Hon.  Eedfield  Proctor, 

.    Secretary  of  War. 


report  of    lieutenant-colonel  WILLIAM   E.  MERRILL,  CORPS  OP 

engineers. 

United  States  Engineer  Office, 

Cincinnati,  Ohio,  January  12, 1891, 

General  :  I  haver  the  honor  to  submit  the  following  rei)ort  on  the 
preliminary  examination  of  the  harbor  of  Owensboro,  Ky.,  as  required 
by  the  river  and  harbor  act  of  September  19, 1890. 

This  is  the  third  tin^fs  that  I  have  been  required  to  report  on  this  har- 
bor. Tlie  iirst  report  was  ordered  in  the  river  and  harbor  act  of  July 
5,  1884,  and  it  is  printed  in  the  Report  of  the  Chief  of  Engineers  for 
1885,  i)age  1831 .  In  that  report  I  stated  that  the  harbor  wa«  not  worthy 
of  improvement.  The  same  item  appeared  in  the  river  and  harbor  act 
of  August  11,  1888,  and  I  reafl&rmed  my  former^statement  that  the  har- 
bor was  not  worthy  of  improvement.  This  second  report  is  printed  in 
the  Report  of  the  Chief  of  Engineers  for  1889,  page  1903.  As  nothing 
has  occurred  since  the  date  of  my  last  report  to  affect  my  views  on  this 
subject,  I  am  under  the  necessity  of  stating  for  the  third  time  that  the 
harbor  of  Owensboro  is  not  worthy  of  improvement,  and  that  no  survey 
is  necessary. 

Respectfully  submitted. 

Wm.  E.  Merrill, 
Lieut.  Col.  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chiif  of  EngineerSj  U.  8.  A. 
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G  G  i6. 

PRELLMINARY  EXAMINATION  OF  TIONESTA  [CREEK],  PENNSYLVANIA, 
FROM  THE  TOWN  OF  TIONESTA  TO  THE  VILLAGE  OF  BALLTOWN,  WITH 
A  VIEW  TO  THE  IMPROVEMENT  AND  THE  REMOVAL  OF  OBSTRUCTIONS. 

[I*riiited  in  Houtto  Ex.  Doc.  No.  106,  FifLy-ii»t  Congress,  second  session.] 

United  States  Engineer  Office, 

Cincinnati^  OhiOj  January  12^  1891, 

General:  I  have  the  honor  to  submit  the  following  report  on  the 
pri'linnnary  examination,  as  requirqil  by  the  river  and  harbor  act  of 
September  10,  1890,  of  the  creek  called  "  Tionesta,  from  the  t/own  of 
Tionesta  to  the  village  of  Balltown,  with  a  view  to  the  improvement 
and  the  removal  of  ol)structions.'- 

Tionesta  Creek  is  an  important  tributary  of  the  Allegheny  River, 
which  it  enters  at  the  town  of  Tionesta,  152  miles  above  Pittsburg. 
As  the  village  of  Balltown  is  24  miles  from  the  mouth  of  the  C'reek, 
this  is  the  measure  of  the  length  of  the  creek  on  which  a  report  is  de- 
aired. 

The  river  ami  harbor  a<*t  of  August  2, 1882,  called  for  a  report  on  this 
creek,  and  I  made  one,  which  will  be  found  in  the  report  of  the  Chief  of 
Engineers  for  1884,  page  1704. 

Tionesta  Creek  is  only  used  for  rafting  timber  and  lumber,  but  its 
effectiveness  for  this  i)urp()se  is  nuu*h  diminished  by  the  presence  of 
nunu^TOUs  large  rocks  and  sonu*  abandoned  piers  of  old  rafting  booms. 
No  other  improvement  is  sought  than  the  removal  of  obstructions  which 
inii)air  the  use  of  the  creek  as  a  cheai)  channel  for  transporting  timber 
and  lund)er.  It  is  estimated  that  the  sum  of  $2,000  judiciously  ex- 
l)ended  will  bring  all  newled  relief. 

In  my  judgment  the  interests  of  the  country  demand  cheap  lumber, 
and  reasonable  facilities  should  be  furnished'  for  bringing  into  use  the 
large  (pnintities  of  tine  timber  that  otherwise  will  go  t<o  waste  for  in- 
ability to  reach  a  market.  My  experience  also  t<?aches  me  that  small 
sums,  expended  on  rivers  that  can  only  be  used  for  rafting,  are  rela- 
tively more  productive  than  large  sums  exi>ended  on  great  structures 
for  the  benefit  of  navigaticm. 

1  have,  therefore,  to  report  that  Tionesta  Creek  is  "  worthy  of  im- 
provement" to  the  extent  of  removing  the  obstnictions  that  interfere 
with  its  use  as  a  rafting  stream,  and  1  estimate  that  this  work  can  be 
done  for  $2,(KK).    No  further  survey  is  necessary.   - 

In  this  connection  I  would  refer  to  my  former  report  on  this  stream; 
also  to  the  annexed  report*  of  Mr.  J.  W.  Arras,  assistant  engineer  in 
charge  of  work  (m  the  Alh»glieny  River,  which  contains  such  commercial 
statistics  as  are  obtainable. 

Kespectfully  submitted. 

Wm.  E.  Merrill, 
Lieut.  Col.  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Ungineersj  U.  S.  A. 

*  Not  Hubmittod. 
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[Printed  in  HonaeEx.  Doo.  No.  105,  Fifty-first  Congreaa,  second  session.] 

PRELIMINARY  EXAMINATION  OP  THE  OHIO  RIVER,  BETWEEN  THE 
MOUTH  OF  GREEN  RIVER,  KENTUCKY,  AND  THE  CITY  OF  EVANS- 
VILLE,  INDIANA,  WITH  A  VIEW  TO  IMPROVING  THE  OHIO  RIVER  BY 
CONFINING  ITS  WATERS  WITHIN  ITS  PRESENT  CHANNEL  AND  PRE- 
VENTING DANGER  TO  NAVIGATION  FROM  ANY  CHANGES  THEREIN. 

United  States  Engineer  Office, 

Cincinnati,  Ohio,  January  10, 1891. 
General:  In  compliance  witlf  the  instructions  contained  in  letter 
from  the  Office  of  the  Chief  of  Engineers,  dated  September  20, 1890,  I 
have  the  honor  to  submit  the  following  report  on  the  preliminary  ex- 
amination of  the  locality  indicated  in  the  following  extract  from  the 
river  and  harbor  act  of  September  19, 1890: 

With  a  view  to  improving  the  Ohio  River^  between  the  month  of  Green  River,  in 
the  State  of  Kentuckv,  and  the  citv  of  EvanBviUe,  in  the  State  of  Indiana,  and  con- 
fining the  waters  of  the  first-named  river  within  its  present  channel,  and  preventing 
danger  to  navigation  firom  any  changes  therein,  the  Secretary  of  War  is  hereby  au- 
thorized and  directed  to  make,  or  cause  to  he  made  under  his  direction,  a  complete 
survey  of  the  Ohio  River  between  the  points  named,  together  with  fuU  estimates  of 
any  expenditures  that  may  be  necessary  to  prevent  any  injuries  or  threatened  iivja- 
ries  to  its  permanent  nse  and  navigation. 

The  cau^e  that  led  to  the  request  for  this  survey  is  the  apprehension 
of  some  of  the  citizens  of  Bvansville,  Ind.,  that,  at  some  future  date, 
the  Ohio  Eiver  will  cut  through  the  narrow  peninsula  on  the  Kentucky 
side  of  the  river  opposite  Evansville  and  leave  the  latter  city  on  a  side 
channel  or  bayou. 

In  the  river  and  harbor  act  of  August  6, 1886,  there  will  be  found 
the  following  item: 

For  a  snrvey  of  the  Ohio  River  near  the  city  of  EvansviUe,  Ind.,  with  a  view  to 
determine  what,  if  anything,  will  he  necessary  to  prevent  a  change  of  the  channel 
of  the  river  in  front  of  that  city. 

This  survey  was  duly  made,  the  locality  was  reported  as  "  worthy  of 
improvement,"  and  the  report  was  printed  in  House  Ex.  Doc.  No.  88, 
Fiftieth  Congress,  first  session,  and  reprinted  in  the  Annual  Eeport  of 
the  Chief  of  Engineers  for  1888,  page  1716. 

While  the  phraseology  of  the  two  items  which  I  Ijave  quoted  is  quite 
different,  they  refer  to  the  same  subject — the  prevention  of  the  Ohio 
Eiver  from  cutting  across  the  peninsula  opposite  Evansville*.  I  do  not 
think  that  I  can  atdd  anything  to  the  report  that  I  have  just  indicated, 
and  I  would  refer  to  it  as  furnishing  aU  the  information  required  by  the 
river  and  harbor  act. 

I  have  therefore  to  report  that  the  locality  is  "  worthy  of  improve- 
ment," but  that  no  additional  survey  or  report  is  needed. 

Eespectfully  submitted. 

Wm.  E.  Merrill, 
Lieut.  Col.  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 
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SURVEY  OF  THE  OHIO  RIVER,  NEAR  THE  CITY  OF  EVANSVILLE,  INDI- 
ANA, TO  DETERMINE  WHAT,  IF  ANYTHING,  WILL  BE  NECESSARY  TO 
PREVENT  A  CHANGE  OF  THE  CHANNEL  OF  THE  RIVER  IN  FRONT  OF 
THAT  CITY. 

United  States  Engineer  Office, 

Cincinnati^  November  16, 1887. 
Sir  :  The  river  and  harbor  act  of  August  6, 1886,  contained  the  fol- 
lowing iten: 

For  a  survey  of  the  Ohio  River  near  the  city  of  Evaneville,  Ind.,  with  a  view  to 
determine  what,  if  anything,  will  be  necessary  to  prevent  a  change  of  the  channel  of 
the  river  in  front  of  that  city. 

The  duty  of  making  this  survey  having  been  assigned  to  me,  I  have 
the  honor  to  submit  the  following  report: 

The  city  of  Evansville  is  situated  at  the  apex  of  a  very  sharp  bend  of 
the  Ohio  Kiver,  the  peninsula  opposite  Evansville  having  a  length  of  6 J 
miles  and  a  minimum  width  of  IJ  miles*.  The  total  water  front  of  the 
peninsula  is  15  miles,  and  its  whole  surface  is  on  au  average  about  12 
feet  below  flood  level,  the  extreme  oscillation  of  the  river  at  Evansville 
being  47.8  feet. 

For  many  years  flood  water  passed  over  this  peninsula  without  attract- 
ing much  attention  or  showing  much  effect  on  the  surface;  but  during 
the  high  floods  of  recent  years  the  suiface  has  been  considerably  de- 
graded, and  a  number  of  ravines  have  been  excavated  on  the  upper  side 
of  the  peninsula,  which  gradually  flatten  out  and  become  wide  and 
shallow  depressions  as  they  reach  the  central  line.  As  the  soil  is  fer- 
tile, though  very  light,  the  crops  are  valuable,  and  pretty  much  the 
whole  area  has  been  cleared  and  cultivated.  Whenever  a  flood  comes 
of  sufficient  height  to  go  over  the  ground  the  whole  surface  is  denuded 
to  the  depth  of  the  plowing,  and  each  year  the  land  is  flooded  at  a  lower 
gauge  reading.  At  the  base  of  the  peninsula  there  is  a  wide  swamp 
known  as  Mound  Slough.  Only  a  very  small  portion  of  this  ground  has 
been  cleared,  and  observation  shows  that  in  the  slough  the  suri'ace  is 
gradually  rising  by  deposits.  A  similar  condition  has  been  noticed  in 
other  parts  of  the  peninsula  where  ravines  and  gullies  have  been  aban- 
doned and  allowed  to  grow  up  with  weeds  and  bushes. 

On  the  Mississippi  River,  where  island  chutes  are  very  common,  it 
has  been  noted  that  the  river  hardly  ever  shows  a  disposition  to  deepen 
and  enlarge  them  into  a  low- water  channel,  notwithstanding  the  fact 
that  strong  currents  run  through  these  chutes  at  high  water  and  that 
they  materially  shorten  distances  by  river.  They  are  usually  the  relics 
of  old  channels  which  have  gradually  been  left  to  one  side,  and,  as  a 
rule,  they  slowly  fill  up  by  the  accumulation  of  snags  and  sediment. 
As  far  as  my  knowledge  goes  cut-offs  on  the  Mississippi  are  always 
formed  by  the  gradual  abrasion  of  opposite  sides  of  a  peninsula  luitil 
the  high-w^ater  current  ha«  a  very  steep  slope  over  a  barrier  only  a  few 
hundred  feet  in  width.  In  view  of  these  facts  I  am  led  to  conclude 
that  the  danger  of  a  cut-off'  through  the  Evansville  peninsula  will  not 
be  imminent  until  the  distance  across  has  been  reduced  to  something  in 
the  neighborhood  of  a  quarter  of  a  mile,  the  shortest  distance  at  present 
being  about  1^  miles. 

Notwithstanding  this  conclusion  it  is  evidently  undesirable  to  take 
any  risks  in  a  case  of  such  importance,  and  therefore  I  would  recom- 
mend^ as  a  measure  of  prudence,  that  steps  be  taken  to  stop  any  ftirther 
lowermg  of  the  surface  of  the  peninsula,  leaving  the  question  of  bank 
protection  in  abeyance  until  the  necessity  for  action  becomes  more  evi- 
dent. 
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Th(5  simple  and  natural  metluxi  of  accomplisbing  this  result  would 
be  to  build  a  levee  aloug  the  axis  of  the  peninsula,  extending  it  to  the 
insubniersible  hills  at  its  base.  Two  lines  for  such  a  levee  were  sur- 
veyed, and  the  estimated  costs  of  the  two  are  $305,000  and  $317,0^*0, 
respectively,  the  length  being  (>J  miles  and  the  average  depth  of  flood 
w  ater  12  feet.  The  top  of  the  levee  has  been  placed  at  4  feet  abov^  flood 
level  in  order  to  allow  for  the  raising  of  the  flood  line  that  wof  }i  fol- 
low from  keeping  the  entire  discharge  within  the  natural  banks.  In 
the  above  estimates  is  included  $15,000  for  the  land  on  which  the  levee 
is  to  be  built.  Another  method,  that  would  probably  be  effectual, 
w^ould  be  to  purchase  a  strip  of  ground  along  the  line  of  the  proposed 
levee,  plant  it  thickly  with  trees  and  bushes,  and  let  it  stand  as  a  iv- 
ing  barrier  to  catch  drift  and  sediment,  and  reduce  the  velocity  of  the 
overflow.  In  my  judgment  such  a  barrier  would  gra^lually  restore  the 
height  of  the  area  above  it  by  deposits  of  sediment,  and  the  owners  of 
the  farms  on  the  peninsula  cortld  well  afford  to  combine  to  dedicate  and 
maintain  such  a  strip  ^)f  woodland.  A  width  of  500  feet  would  suffice, 
and  the  ar(»a  thus  withdrawn  from  cultivation  would  contain  about  350 
acres  of  arable  land  and  50  acres  of  swamp,  and  would  be  worth  at 
current  rates  about  $30,000.  While  this  land  would  probably  fill  up 
with  trees  and  bushes  without  cost,  it  would  yet  be  advisable,  to  expedite 
matters  by  i)lanting.  This  wouhl  cost  about  $40  i>er  acre,  making  a  to- 
tal for  :m)  acres  of  $12,000,  To  protect  the  strip  from  (tattle  and  from 
timber  thieves  it  ought  to  be  inclosed  by  a  wire  fence,  but  an  unbroken 
fence  w(mld  not  do,  as  transverse  roads  across  the  strip  would  be  needed 
in  order  to  preserve  comnninication  between  the  two  sides  of  the  pen- 
insula. Th(»  road  from  Evansville  to  Henderson  crosses  the  Ibieof  the 
proposed  forest  levee  near  Mount  81ough,  and  at  least  four  other  cross- 
ings would  be  required.  To  fence  both  sides  of  these  five  crossings  and 
to  inclose  the  two  ends  would  call  for  about  a  mile  of  fence,  and  the  6^ 
miles  of  length  w<mld  call  lor  13  miles  more,  nuiking  a  total  of  14  miles 
of  wire  fencing.  The  cheapest  variety  of  such  fence,  consisting  of  posts 
10  feet  apart  and  four  strands  of  barbed  wire,  will  cost  $350  x)er  mile. 
The  total  ('ost  of  the  fencing  will  therefore  be  $4,900. 

It  is  possible  that  in  times  of  flood  the  curi'ent  along  the  transverse 
roads  will  cut  them  into  ravines,  but  this  effect  can  be  lessened  by  curv- 
ing the  lines  of  the  roads;  and,  in  case  of  necessity,  the  surface  can  be 
metaled  or  paved  at  small  cost.  It  is  believed  that  this  contingency  is 
remote,  and  need  not  be  included  in  the  present  estimate. 

The  total  estimate  is  therefore  as  follows: 

Purchase  of  land $30,000 

Planting  trees 12,000 

Wire  feni'iug 4, 900 

Engineering  and  ooutiugencies 2, 100 

Total 49,000 

The  law-  requires  the  engineer  in  charge  of  a  survey  to  state  whether 
or  not  the  locality  is  "worthy  of  improvement,"  and  ''what  public  neces- 
sity or  convenience  may  be  subserved  thereby."  In  case  the  Ohio  Eiver 
should  break  through  the  peninsula  oi)posite  Evansville,  it  would  pi-ob- 
ably  have  no  eli'ect  on  through  commerce,  but  would  very  ii^iuriously 
affect  the  conunerce  of  Evansville,  and  would  therefore  injuriously  affect 
almost  the  whole  commerce  of  this  part  of  the  Ohio  Kiver,  iis  no  boat 
passes  Evansville  withcmt  stopping,  except  a  few  towboats  bound  for 
distant  markets.  It  is  therefore  a  public  necessity  that  suclran  occur- 
rence should  be  i)reveiited.     While  I  do  not  think  a  cut-off  is  seriously 
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threatened  at  this  present*  I  still  think  that  it  would  be  a  judicious  ex- 
penditure to  purchase  and  maintain  a  barrier  of  woodland  and  thicket 
along  the  axis  of  the  peninsula. 

For  further  details,  reference  is  made  to  the  annexed  report  of  Mr. 
J.  N.  Caldwell,  assistant  engineer,  who  was  in  charge  of  the  burvey. 

Accompanying  this  report  is  a  map*  of  the  locality  and  a  sheet*  con- 
taining longitudinal  and  cross  sections  of  the  proposed  levee. 
Jiespectfully,  your  obedient  servant, 

Wm.  E.  Merrill, 
Lieut.  Gel.  of  Engineers. 
The  Chief  of  Engineers,  U.  S.  A. 


BXPOBT  OF  MR.  J.  N.  CALDWELL,  ASSISTAIYT  BNGINRBB. 

Cincinnati,  Orao,  October  gg,  1S87, 

Sib:  The  riyer  and  haibor  aot  of  Anguat  5^  1886,  ordered  '^a  survey  of  the  Ohio 
Ri^er  near  the  city  of  EyansriUe,  Indiana,  with  a  view  to  determine  what,  if  any- 
thing, will  be  necessary  to  prevent  a  change  of  the  channel  in  front  of  that  city.'' 

By  yonr  order  of  June  7, 1887,  the  charge  of  this  survey  was  assigned  to  me,  and  I 
have  the  honor  to  submit  the  foUo  wing  report  of  work  done : 

Opposite  Evansville,  Ind.,  is  a  peninsula,  formed  by  a  bend  in  the  river  caUedthe 
'^horseshoe''  or  "Henderson  bend."  A  survey  was  made  of  this  peninsula.  The 
general  outline  of  this  peninsula  resembles  that  of  a  human  foot  with  the  toe  directed 
towards  Evansvine. 

The  distance  from  the  apex  of  the  peninsula  to  the  high  ground  at  the  base  is 
35,000  feet,  while  the  width  varies  from  4,800  feet  to  11,600  feet.  The  surface  is  low, 
being  entirely  covered  with  water  when  the  EvansviUe  gauge  shows  a  stage  of  42 
feet. 

The  surfiMse  soil  is  very  lif^ht,  being  composed  largelv  of  sand,  and  is  easily  eroded 
by  the  water.  The  soil,  being  quite  fertile,  is  devoted  to  crop  raising,  and  most  of 
the  trees  and  bushes  have  been  cleared  from  the  land  to  fit  it  for  this  use.  As  a  con- 
sequence, one  passing  over  the  peninsula  encounters  numerous  sloughs  that  have 
been  out  across  it  by  the  water.  Each  rise  that  covers  the  land  cuts  the  slough 
deeper  and  wider,  until  at  last  there  seems  to  be  danger  that  the  entire  river  may 
leave  its  old  channel  and  cut  through  the  peninsula.  The  question  might  naturally 
be  asked,  Is  this  danger  any  greater  now  than  at  any  time  during  the  past  20  or 
30  years  f  I  think  that  it  is,  principally  for  the  reason  that  the  present  owners 
of  the  land  seem  to  look  only  to  the  present,  and  have  used  extra  diligence  in  clear- 
ing o£f  the  trees  and  bushes.  This  is  especially  noticeable  on  the  tract  said  to  be 
owned  by  Dr.  Harding.  I  was  informed  by  a  man  who  has  cultivated  this  tract  for 
a  number  of  years,  that  the  former  owner  maintained  a  strip  of  timber  along  the 
river  bank,  which  the  present  owner  has  almost  entirely  cleared  away,  and,  as  a 
consequence,  the  tract  has  been  literally  cut  to  pieces  by  the  floods  of  the  last  few 
years,  rendering  it  almost  unfit  for  cultivation. 

The  tract  south  of  this  one,  now  owned  by  Mr.  Bennett,  is  also  very  biully  cut  up, 
and  it  is  here  that  there  is  the  greatest  danger  of  a  cut-off  being  ma<le,  as  through 
this  tract  the  sloughs  are  most  numerous  and  deepest,  and  the  distance  across  the 
peninsula  is  short,  being  only  7,900  feet. 

There  is  one  important  feature  that  I  noticed  particularly.  Wherever  the  property 
owners  have  neglected  to  cultivate  the  soil,  the  vines,  bushes,  and  trees  have  growii 
up  rapidly,  and  by  arresting  the  current  at  time  of  high  water  have  caused  deposits 
of  soil  to  be  made.  Several  sloughs,  that  I  wtis  informed  had  at  one  time  been  deep 
and  dangerous,  have  since  filled  up  to  a  considerable  extent  because  the  owners  have 
ceased  to  onltivate  them,  and  allowed  nature  to  have  her  way.  The  left  bank  of  the 
river  is  concave,  and  is  cutting  badly,  so  that  the  neck  of  the  peninsula  is  being 
reduced  in  two  ways. 

Your  orders  to  me  were  ''to  run  a  line  along  the  axis  of  the  peninsula  from  the 
apex  to  ground  that  was  above  the  high  water  of  1884." 

High  water  of  1884  oorr^Hponds  with  a  height  of  47.8  feet  on  the  Evansville  gauge. 
I  first  rau  a  liuo  of  levels  from  the  gauge  to  a  point  opposite  the  apex,  of  tlio  ppiiin- 
sula.  The  line  of  levels  was  run  up  Fulton  avenue  for  a  distance  of  1,923  feet. 
Fulton  avenue  is  the  highest  street  in  the  principal  part  of  Evansville.    Our  line  was 


*  Not  printed. 
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then  carried  across  the  riyer,  and  run  as  nearly  as  practicable  along  the  atis  of  the 
peninsnla.  FreqacDt  bench-marks  were  made.  For  a  distance  of  ^,000  feet  the 
north  and  south  Donndary  line  of  property  owners  corresponds  very  nearly  with  the 
aziS;  and  I  should  have  followed  this  line  exactly,  but  in  order  to  do  so  it  would  have 
been  necessary  to  do  some  clearing  of  bushes  and  trees,  and  these  are  too  valuable  to 
be  removed.  The  profile  obtained  is  essentially  the  same  as  though  the  axis  had 
been  followed  exactly.  From  a  point  20,000  feet  from  the  apex  two  lines  were  run  to 
a  swamp  called  ''  Mound  Sloufl^.^  One  of  these  follows  the  axis,  and  for  a  distance  of 
4,260  feet  is  very  close  to  the  Henderson  and  Evansville  road;  tiie  other  is  1,525  feet 
ftirther  east.  After  reaching  the  swamp,  I  deemed  it  best  to  make  a  detour  to  reach 
the  high  ground;  otherwise  it  would  have  been  necessary  to  do  a  great  deal  of  clear- 
ing, a  thine  which  it  was  not  desirable  to  do.  A  line  was  run  around  the  x^eninsula 
so  as  to  de&rmine  its  outline;  the  principal  sloughs  were  run  out,  and  the  roads  and 
houses  were  located.  As  far  as  practicable,  the  owners  of  the  different  tracts  of  land 
were  ascertained,  and  the  property  lines  were  approximately  located.  I  submit 
herewith  a  plan*  and  profile.* 

The  solid  contents  of  a  levee  8  feet  wide  on  top  with  side  slopes  of  1  on  3,  allowing 

20  per  cent,  for  shrinkaffc,  if  built  on  the  axis  of  the  peninsula^  would  be  1,450,6^ 

cubic  vards,  and  it  would  cost^  at  20  cents  i>er  cubic  yard,  $290,137.40.    If  built  on 

•    the  other  line,  with  the  same  form  and  same  allowance  for  shrinkage,  the  contents 

would  be  1,508,908  cubic  yards,  and  would  cost,  at  20  cents  per  cubic  yard,  $301,781.60. 

In  order  to  build  either  of  these  levees  it  wul  be  necessary  to  have  a  strip  of  land 
35,000  feet  long  and  250  feet  wide,  so  as  to  give  the  necessary  width  of  base  and  to 
floinish  borrow  pits. 

This  tract  yrm  contain  about  200  acres,  which  will  cost,  at  $80  per  acre,  the  price 
at  which  I  am  informed  the  land  can  be  bought,  $16,000.  Land  can  probably  be 
bouffht  more  readily  along  the  axis  than  along  the  other  line,  for,  as  mentioned  in 
anouier  place,  the  axis  corresponds  with  the  boundary  line  between  property  owners 
for  a  distance  of  25,000  feet  from  the  apex  of  the  peninsula,  and  a  man  will  natu- 
rallv,  be  more  willing  to  sell  a  strip  off  of  one  side  of  a  tract  than  through  it. 

The  section  of  the  water  way.  at  the  time  of  high  water  of  1884,  was  5^,347  square 
feet.    Should  a  levee  be  built  tnis  would  be  reduced  to  134.168  square  feet. 

I  have  been  unable  to  obtain  sufficient  information  in  reference  to  the  velocity  of 
the  current  at  the  time  of  hif^h  water  of  1884  u^on  which  to  base  an  estimate  of  the 
probable  increase  of  flood  height  at  Evansville  in  case  a  levee  should  be  built  as  pro- 
posed. 

I  think  that  a  good  protection  against  the  danger  of  a  cut-off  bein^  made  would  be 
for  the  United  States  to  buy  a  strip  of  land  along  the  axis  of  the  peninsula  and  plant 
it  with  trees  and  bushes.  Such  a  strip,  35,000  feet  long  and  500  feet  wide,  contain- 
ing about  400  acres,  would  cost,  at  $80  per  acre,  $32,000.  This  tract  could  be  thickly 
planted  with  young  trees  and  bushes  for  about  $40  per  acre,  or  $16,000  for  the  whole. 
Very  respectfully,  your  obedient  servant, 

J.  N.  Caldwell^ 
AsHstant  Engmmr, 

To  Col.  W.  E.  Merrill, 

Corj^  of  Engineers. 

*  Not  printed. 


Digitized  by 


Google 


APPENDIX  H  H. 


IMPROVEMENT  OF  FALLS  OF  THE  OmO  RIVER,  OF  WABASH  RIVER.  IN. 
DIANA  AND  ILLINOIS,  AND  OF  WHITE  RIVER,  INDIANA;  OPERATING 
AND  CARE  OF  LOUISVILLE  AND  PORTLAND  CANAL. 


BEPORT  OF  MAJOR  O.  J.  LYDECKER,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Falls  of  the  Ohio  River,  at  Louisville, 

Kentncky. 

2.  Indiana   Chute,    Falls   of   the   Ohio 

River. 


3.  Operating  and  care  of  Louisville  and 

Portland  Canal,  Kentucky. 

4.  Wabash  River,  Indiana  and  Illinois. 
6.  White  River,  Indiana. 


EXAMINATION. 

6.  Wabash  River,  Indiana,  from  Terra  [Terre]  Haute  to  La  Fayette  with  a  view  of 
removing  obstructions  of  snags  and  bars  and  reestablishing  the  navigation  of 
said  river  between  these  cities. 


United  States  Enoineer  Office, 

Louisville,  Ky.j  July  13,  1891. 
General  :  I  have  the  honor  to  transmit  herewith  reports    *    * 
for  the  fiscal  year  ending  June  30, 1891. 

Very  respectfully,  your  obedient  servant^ 

G.  J.  Lydecker, 
Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 


H  H  I. 


IMPROVEMENT  OF  FALLS  OF  THE   OHIO  RIVER  AT  LOUISVILLE,  KEN- 
TUCKY. 

The  improvement  in  progie^H  at  this  place,  under  the  present  ap- 
proved project,  contemplated:  First,  increased  fa<*ilitie^  for  the  passage 
of  commerce  tbh>ugh  the  Louisville  and  Portland  Canal  by  its  enlarge 
ment  at  the  entrance  and  also  immediately  above  the  locks,  thereby 
forming  capacious  basins  or  harbors  at  these  points;  and  second,  the 
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Improvement  of  the  Indiana  Chute,  with  the  object  of  providing  a  safe 
channel  through  the  open  river  over  the  falls,  which  shall  be  available 
for  the  largest  tows  when  the  river  is  at  or  above  an  S-feet  stage  on  the 
cansJ  gauge. 

ENLARGEMENT    OF   THE   LOTJISVXLLB    AND   PORTLAND   CANAL   BASIN 

ABOVE  THE  LOCEB. 

The  work  in  progress  here  is  in  pursuance  of  the  project  set  forth  in 
the  Annual  Eeport  for  1887,  the  object  being  to  construct  a  basin 
wherein  boats  and  tows  may  lie  while  waiting  their  turns  to  enter  the 
locks  without  interfering  with  navigation  through  the  canal.  The  work 
involved  was  then  estimated  to  include,  as  its  principal  features,  the 
excavation  of  124,000  cubic  yards  of  earth,  13,000  cubic  yards  of  rock, 
and  the  construction  of  a  retaining  wall  containing  about  5,200  cubic 
yards  of  masonry.  Operations  were  commenced  under  contract  in  Jan- 
uary, 1887,  and  they  dragged  along  under  this  contract,  with  several 
extensinis  of  time,  for  nearly  2  years  (until  December,  1888),  when  the 
completion  of  the  work  by  hired  labor  was  authorized.  The  necessary 
working  plant  having  been  procured,  active  operations  were  commenced 
in  the  summer  of  1889,  and  have  continued  until  now  during  such  times 
as  the  stage  of  water  would  permit. 

At  the  close  of  the  fiscal  year  ending  June  30, 1890,  there  had  been 
excavated  129,833  cubic  yards  of  earth,  14,380  cubic  yards  of  rock,  and 
1,439.6  cubic  yards  of  masonry  wall  built,  of  which  108.2  cubic  yards 
was  concrete,  in  foundations.  The  total  length  of  wall  built,  to  varying 
elevations,  was  679  feet,  leaving  a  length  of  396  feet  that  had  not  been 
started. 

At  the  beginning  of  the  fiscal  year  operations  on  this  portion  of  the 
work  were  suspended  awaiting  the  action  of  Congress  on  the  river  and 
harbor  bill,  and  by  the  time  this  bill  was  approved  the  river  had  reached 
such  a  stage  as  to  prevent  operations,  and  it  so  continued  until  Junel, 
1891,  when  work  w^as  resumed.  In  the  meantime  a  contract  was  exe- 
cuted for  the  delivery  of  stone  needed  for  the  new  wall,  whereby  an  am- 
ple supply  for  this  year's  operations  has  been  secured  5  three  additional 
derricks  and  a  traveling  crane  for  handling  the  stone  on  tiie  work  and 
laying  it  were  constructed,  and  everything  put  in  readiness  for  expe- 
ditious work. 

The  results  accomplished  during  the  working  season,  being  the  month 
of  June,  1891,  only,  were  3,784  cubic  yards  earth  excavation,  171  cubic 
yards  rock  excavation,  and  468.9  cubic  yards  masonry  wall  built;  the 
total  work  done  to  June  30, 1891,  was  133,617  cubic  yards  earth  excava- 
tion, 14,581  cubic  yards  rock  excavated,  and  l,908cubic  yards  rff  masonry 
wall,  including  concrete  foundation,  built.  This  nearly  completes  the 
work  of  excavation  for  the  basin  and  leaves  about  3,300  cubic  yiuxls  of 
masonry  to  be  built  in  order  to  complete  the  wall.  The  amount  ex- 
pended on  this  work  to  June  30, 1891,  was  $76,850.88. 

During  the  ensuing  fiscal  year  every  effort  will  be  made  to  bring  the 
wall  to  an  elevation  of  46.33  canal  datum,  which  will  require  about  2,600 
cubic  yards  of  masonry,  and  which  with  a  favorable  stage  of  river  will 
be  readily  accomplished. 

BNLABQEMENT   OF   THE  ITPPKR    PORTION    OF    THE    LOUISVILLE  AND 

PORTLAND  OANAL. 

The  project  for  this  inipro\  eiiieut  wa^s  inaugurated  in  1883  and  modi- 
fied in  1890,  in  accordance  with  the  reconmiendations  of  a  Board  of  En- 
gineers, as  x^ublished  in  the  Annual  Reimrtfor  that  year  (pages  2217  to 
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2220).  Its  principal  features  include  the  enlargement  of  the  canal  to  a 
width  of  325  feet  for  a  length  of  about  1,750  feet  westward  ii*om  the 
eptrance,  thence,  for  a  distance  of  6(K)  feet,  in  which  the  enlargement 
is  reduced  to  a  minimum  width  of  210  feet;  and  the  removal  of  the  old 
and  construction  of  a  new  canal  wall  of  masonry  on  the  northerly  line 
of  the  enlargement.  Above  or  to  the  east  of  tiiis  limit  of  the  canal 
proper  the  enlargement  expands  into  a  basin  having  a  general  width 
of  about  800  feet,  and  a  length,  in  a  northeasterly  dLrection,  of  about 
3,200  feet;  this  basin  is  to  be  closed  on  the  west  and  northwest  by  a 
masonry  wall,  with  bear-trap  openings,  extending  in  a  northerly  direc- 
tion 8(H)  feet  from  the  end  of  the  new  canal  wall,  and  by  a  concrete  dam 
from  the  north  end  of  the  bear-trap  structure  to  the  present  cross  dam 
at  the  head  of  the  falls,  a  distance  of  about  2,800  feet,  on  a  line  sub- 
stantially parallel  to,  and  1,200  feet  from,  the  Kentucky  shore,  which 
limits  the  basin  on  the  south.  On  the  completion  of  this  work  the  old 
crib  work  and  guiding  dike,  which  extends  about  3,600  feet  upstream 
from  the  old  canal  wsdl,  will  be  removed  and  guide  cribs  erected  on  the 
northerly  limits  of  the  excavation  from  the  new  basin.  Suitable  re- 
taining walls  or  slope  revetment  will  also  be  constructed  along  the  Ken- 
tucky shoreline  of  the  canal. 

In  the  execution  of  this  projeet  most  of  the  excavation  required  for 
widening  the  canal,  the  construction  of  the  greater  part  of  the  new 
canal  wall,  and  the  removal  of  a  portion  of  the  old  one,  had  been  com- 
pleted prior  to  1890.  The  work  was  done  by  contract  until  1889,  when, 
(m  account  of  intolerably  slow  progress  by  this  method,  the  completion 
of  the  project  by  hired  labor  was  authorized,  and  operations  have  been 
conducted  on  that  system  since  that  time. 

During  the  fiscal  year  just  closed  work  was  coofined  to  rock  excava- 
tion in  the  proposed  basin,  but  progress  was  gi^eatly  retarded  by  high 
water,  which  prevailed  throughout  most  of  the  year.  The  pumping 
machinery  was  put  in  position  and  all  preparations  made  for  commenc- 
ing the  year's  work  in  June,  1890,  but  on  account  of  continuing  high 
water  it  was  the  middle  of  July  before  active  operations  could  be  com- 
menced; they  were  continued  until  August  25  only,  when  the  river  rose, 
flooded  the  site  of  the  work,  and  put  an  effective  veto  on  further  progress 
duriDg  the  year. 

The  pumps  were  again  put  in  place  last  month,  and  preparations  have 
all  been  made  for  resuming  work  as  soon  as  the  river  falls  to  the  requi- 
site stage. 

During  the  working  period  of  28-  days  8,072  cubic  yards  of  rock, 
measured  in  place,  were  excavated;  the  excavation  in  previous  years 
amounted  to  119,455  cubic  yards,  making  to  June  30, 1891,  the  total 
excavation  127,528  cubic  yards. 

The  amount  expended  for  these  improvements  up  to  June  30, 1891, 
was  $389,612.95. 

Some  repairs  were  made  to  the  old  cross  dam  during  the  year,  and  to 
the  temx>orary  dams  erected  for  keeping  the  area  of  excavation  free  fr*om 
water  during  the  working  period. 

Extracts  from  the  reports  of  Assistant  Engineers  G.  W.  Shaw  and  E. 
R.  Jones,  who  have  had  immediate  supervision  of  the  foregoing  works, 
are  transmitted  herewith. 

The  commercial  statistics  relating  thereto  will  be  found  in  my  report 
on  operating  and  care  of  the  Louisville  and  Portland  GaiiaL 
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Money  statement. 

July  1,  189i),  balance  iiuexp^iided $161,635.08 

Aiii'uuut  apprupriated  by  act  approved  8t*ptoinl»ei'  19,  l«9() 60, 000. 00 

221,635.08 
June  30, 1891,  amoTint  expended  dnring  fiscal  year 28, 488. 91 

July  1,1891,  balance  unexpended 193^146.17 

July  1, 1891,  outstanding  liabilities $12,018.95 

July  1, 1891.  amount  covered  by  uncompleted  coutra<;t8 14,  721. 32 

26,740.27 

July  1, 1891,  balance  avaUable 166,406.90 

{Amount  (estimated)  required  for  completion  of  existing  project 758, 191. 34 
Amountthatcanbeprofitably  expended  in  fiscal  ^'earun< ling  June  39, 1893    300, 000. 00 
Submitted  in  compliance  with  requirements  ot  sections  2  of  river  and 
harbor  acts  of  18(36  and  1867. 

The  estimated  amount  required  for  completing  the  existing  project,  submitted  in 
the  foregoing  statement,  is  obtained  as  follows  : 

Estimated  cost  of  work  at  head  of  Louisville  and  Portland  Canal  rec- 
ommended by  Board  of  Engineers  January  28,  1890 $710, 230. 40 

Amount  expended  in  execution  of  that  project  to  June  30,  1891 22, 039. 06 

Present  estimated  cost  of  completing  this  work 688, 191. 34 

Present  estimated  cost  of  completing  basin  above  locks 70, 000. 00 

Present  estimated  cost  for  both ' 758,191.34 


Abstraot  of  propoBaU  for  furnishing  stone  for  the  oonstrucHon  of  fPflrH  for  enlarging 
oanal  basin,  iMaisville.  and  Portland  Canalj  received  in  response  to  the  adrcrtisetiusni 
dated  March  12,  1S91,  and  opened  ^ipril  Uy  1^91,  by  Capt,  JCdivard  Magnire,  Corps  of 
Engineers, 

Quantities  in  oabic  yards  and  price  per  cubic  yard.    Dellyered  at  railroad  switch.  Eighteenth  street 

and  the  canal.] 


No. 

Name  of  bidder. 

Class  A 

Class  B. 

Qi 

Class  C. 

aassD. 

Quantity. 

Price. 

Quantity. 

144 
144 

•     144 
144 

144 

Price. 

$0.15 
10.90 

9.74 
8.05 

9.12 

lantity. 

Price. 

$0.50 
10.90 

11.74 
8.00 

9.07 

Quantity.!  Price. 

1 

2 

3 

4 

5 

George  F.  liranham . . . 
Bark  Hallow  Quarry 

Co. 
Patrick  H.  Sweeney  . . 
Salem  Stone  and  Lime 

Co.* 
Salem  Stone  and  Lhne 

Co.t 

420 
420 

420 
420 

420 

$0.50 
11.00 

10.74 
8.05 

9.12 

685 
685 

685 
685 

086 

'       224 

224 
224 

224 

11.74 

a.€o 

9.07 

No. 

Name  of  bidder. 

Class  £. 

Class  F. 

Total  cost. 

Bemarka. 

Quantity. 

Price. 

Quantity. 

Price. 

1 
2 

3 

4 

5 

G  corgo  F.  Branham 

I>ark    Hollow    Quarry 

Co. 
Patrick  H.  Swoefloy    . . . 
Salem  Stone  and  Lime 

Co.* 
Saleni  Stone  and  Lime 

Co.t 

48 
48 

48 
48 

48 

$0.15 
10.35 

a74 
8.00 

9.07 

300 
300 

300 
300 

800 

$6.75 
8.50 

7.74 
7.40 

7.66 

$16,328 
19,144 

19,32G 
14, 416 

16, 121 

.90 
.50 

.54 
.20 

.67 

No  sample  submitted, 
ceptanoe. 

*  Sample  of  uneven  color. 


t  Sample  of  even  color. 
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XXTRACT  FROM  REPORT  OV  MR.  GRANVIIXE  W.   SHAW,  ASSISTA^^T  ENOmEER. 

United  States  Engineer  Office, 

Louisville,  Ky,.  June  SO,  1891. 
Major:  I  have  the  honor  to  sabmit  the  following  report  of  operations  on  improy- 
ins  FallB  of  the  Ohio  River  at  LoniBville,  E^. — enlarging  the  head  of  the  Louisville 
and  Portland  Canid— for  the  fisoal  year  ending  Jane  30,  1891 : 

•  ••«•»• 

In  1885  the  work  of  excavation  was  divided  into  three  sections  and  let  by  contract ; 
sections  1  and  2,  oonBiBting*of  earth  and  rock  excavation  and  removal  of  old  river 
wall,  being  below  Tenth  street,, and  section  3,  rock  excavation,  being  in  the  enlarge- 
ment above. 

Section  1  was  completed  in  November,  1886.  After  several  extensioos  the  con- 
tracts for  sections  2  and  3  expired  December  31, 1888.  The  officer  in  charge  was  then 
authorized  to  purchase  a  plant  and  finish  the  contract  work  by  hired  labor. 

The  Salem  Stone  and  Lime  Company,  under  a  contract  executed  January  15, 1887, 
for  the  construction  of  a  part  of  the  new  canal  wall,  completed  its  work  on  the  24th 
of  August,  1889. 

Un&x  authority  to  purchase  a  plant  and  finish  the  contract  work  by  hired  labor 
suitable  tools  and  appliances  were  provided,  but  the  season  of  1889  proved  to  be  a 
very  short  one,  only  ^  days  being  available  lor  rock  excavation. 

During  this  short  season  12,998  cubic  yarda  of  solid  rock,  measured  in  place,  Were 
excavated  and  removed. 

On  June  11,  1890,  preparations  were  begun  for  the  season's  work.  Pumping  ma- 
chinery was  placed  on  the  guiding  dike,  and  tools  and  appliances  put  m  order. 
Pumping  was  be^un  July  14,  drilling  July  28,  blasting  July  30.  and  work  suspended 
by  reason  of  high  water  August  25.  1890.  The  season  was  about  28  days'  work  in 
excavation,  during  which  time  8,072  cubic  yards  of  solid  rock,  measured  in  place, 
were  blasted  and  removed. 

The  braces  on  the  raised  portion  of  the  cross  dam  were  found  to  be  very  much  in- 
jured, and  were  replaced  by  heavier  ones.  The  concrete  dam  west  of  the  cross  dam 
was  repaired  and  raised  about  1  foot,  to  direct  the  leakageinto  the  river  north  of  the 
improvement.  A  temporarv  cofferdam,  to  prevent  leakage,  was  placed  along  the 
north  side  of  the  guiding  dike,  between  the  cross  dam  and  Thenard  shutters.  Both 
of  these  dams  were  damaged  by  the  breaking  of  a  log  raft,  a  part  of  which  went 
over  the  cross  dam  within  the  line  of  improvement,  on  September  17, 1890.  A  new 
boiler,  engine,  and  centrifugal  pump  were  purchased,  and  will  be  used  to  pump  out 
the  water  in  the  excavated  area  during  the  coming  season. 

The  total- rock  excavation  on  sections  1,  2,  and  3,  to  date,  amounts  to  127,528  cubic 
yards,  measured  hi  place,  of  which  8,072  cubic  yaffds  were  excavated  and  removed 
during  the  fiscal  year  ending  June  SO,  1891. 

On  May  26, 1891,  preparations  were  begun  for  continuing  work.    Timber  for  a 

Elatform  upon  which  to  place  the  new  pump^  engine,  and  boiler,  was  brought  up 
rom  the  locks,  and  the  cnb  and  platform  finished,  wnen  further  work  was  inter- 
rupted by  high  water.    On  June  20  work  was  resumed,  and  the  pumping  machinery 
is  now  in  ]K)sition  to  be  utilized  when  the  river  shall  have  fallen  to  a  6-feet  stage. 
It  is  proposed  to  continue  rock  excavation  on  sections  2  and  3. 
Very  respectftilly,  your  obedient  servant^ 

Granville  W.  Shaw, 

Assiatant  Engineer, 
Maj.  G.  J.  Ltdecker, 

Corps  of  Engineers,  U,  8.  A» 


report  of  MR.  R.  R.  JONES,   ASSISTANT  ENGINEER. 

Louisville,  Ky.,  June  SO,  1891. 
Major:  I  have  the  honor  to  submit  the  following  report  of  operations  for  improv- 
ing Falls  of  Obio  River  at  Louisville,  Ky.,  enlargmg  Canal  Basin  at  head  of  lock, 
for  the  fiscal  year  ending  June  SO,  1891 : 

improving  falls  omo  river,  enlargement  of  basin. 

During  the  season  of  1890,  no  work  was  done  beyond  protecting^  the  derricks,  ma- 
chinery, and  exterior  bank  of  the  excavation,  as  the  new  appropriation  for  prosecu- 
tion of  the  work  was  not  available  until  the  latter  part  of  September,  and  the  bal- 
ance of  the  old  appropriation  was  too  small  to  justiiy  even  a  beginning. 
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Early  in  the  seasou  of  1891  preparations  were  made  for  the  work;  3  additional 
d^jrirkH  and  a  traveling  crane  were  i^onBtrncted  for  the  purpose  of  handling  and  lay- 
ing 8tone  for  new  wall. 

A  contract  was  ma<le  with  the  Salem  Stone  and  Lime  Company  for  the  delivery  of 
ahoiitl,  851  yards  of  Oolitic  limestone  to  be  used  in  the  construction  of  new  canal 
wall,  and  this  amount  was  subsequently  increased  to  2,278  cubic  yards. 

EXCAVATION. 

Work  was  begun  June  1,  vepairing  tracks  leading  to  the  hoisting  incline,  and  the 
first  car  of  material  was  taken  from  the  pit  June  3. 

The  pit  was  cleaned  out,  a  deposit  of  river  mud  about  6  inches  thick  having  cov- 
ered the  entire  surface,  and  the  earth  which  had  caved  from  the  banks  was  removed 
from  the  wall  so  that  building  could  be  resumed. 

The  excavation  of  earth  and  rock,  principally  from  the  pier  separating  the  dry 
dock  from  the  canal,  was  carried  on  from  the  dry  dock  side,  as  the  cofferdam  neces- 
sary for  the  completion  of  the  work  had  been  delayed  by  high  water. 

AH  the  materials  for  this  dam  are  on  hand,  and  a  start  on  its  construction  will  be 
made  Julv  1,  unless  another  rise  in  the  river  occurs. 

The  following  table  shows  the  material  excavated  up  to  the  close  of  the  fiscal  year 
ending  June  30,  1891 : 


Earth. 


Bock. 


• 
Previous  to  tho  close  of  fiscal  year  ending  June  30,  1890 

Cubic  yd*.    Cubic  yds. 
129.833              14,380 
3,784                   171 

During  fiscal  vcar  ending  Juno  30,  1891 ....................................... 

Total 

133,617  1           14,651 

Total  material  excavated,  both  earth  and  rock,  148,168  cubic  yards. 

NEW  CANAL  WALL. 

Work  on  the  new  wall,  which  was  started  during  the  season  of  1889  and  carried  up 
to  varying  elevations  before  the  advent  of  high  water,  was  resumed  June  10,  1891. 

All  the  wall  thus  far  started  was  leveled  up  to  elevation  40.76  by  June  27,  the  ma- 
terial used  being  old  stone  taken  from  the  wall  at  head  of  canal^  which  has  even- 
tually to  be  removed,  in  accordance  with  the  existing  project  for  widening  the  canal. 

The  new  wall  and  the  manner  of  its  construction  is  detailed  in  Report  of  Chief  of 
Engineers,  U.  S.  Army,  1890,  pp.  2214-2215. 

On  June  27  the  laying  of  new  face  stone  purchased  from  Salem  Stone  and  Lime 
Company  was  commenced. 

Both  old  and  new  stone  wUl  be  used  for  backing  this  new  face  stone. 

A  large  amount  of  concrete  is  used  in  the  construction  of  new  canal  wall  and  a 
No.  1  Gates  rock  crusher  has  been  purchased  and  set  up  for  the  purpose  of  prepar- 
ing stone  for  this  purpose.  An  old  engine  has  been  utilized  for  tne  power  required 
to  run  jbhe  crusher. 

One  of  the  two  hoisting  engines  which  were  used  during  season  of  1889,  being  no 
longer  required  to  run  the  second  incline,  has  been  used  to  operate  the  principal  der- 
rick used  in  wall  laying  and  the  progress  of  the  work  has  been  greatly  expedited 
thereby.  , 

The  following  table  gives  the  amount  of  stone  wall  laid  up  to  the  close  of  the  fis- 
cal year  ending  June  3u,  1891: 


Concrete 
foumlntion. 

Masonry. 

Previous  to  the  close  of  the  flseal  vear  ending  Juno  30,  1890 

Cu.ydc, 
1, 331. 4 

During  fiscal  year  ending  June  30,'  1 891 

468.9 

Total 

108.2 

1,800.3 

Total  number  cubic  yards  of  concrete  foundation  and  masonry  laid  to  close  of  fis- 
cal year,  June  30, 1891,  1,908.5. 

The  project  for  the  season  of  1891  contemplates  the  completion  of  the  new  wall  to 
elevation  46.33  feet— 11.33  feet  on  upper  gauge  of  canal,  from  which  level  it  can  be 
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comnlAted  with  derricks  set  upon  the  bank  and  without  the  expense  of  keeping  the 
])it  araiiied. 

Tht8  construction  includes  the  double-faced  wall  between  dry  <Iock  and  canal  and 
connections  to  dry  dook  pior. 

Very  respectfully,  your  obedient  servant, 

R.  R.  Jones, 
Amatant  Engineer. 
Maj.  G.  J.  Lydeckkb, 

Carp9  ofEngineer$,  U,  S,  A, 


H  H2. 

.IMPROVEMENT  OP  INDIANA  CHUTE,  FALLS  OF  THE  OHIO  RIVER. 

The  object  of  this  improvcmeiit  is  a  most  important  one,  and  if  suc- 
cessfully accomplished  will  prove  of  the  greatest  benefit  to  the  heavy 
commerce  of  the  river.  It  is  to  make  this  chute  safely  navigable  for  the 
largest  tows  which  characterize  this  commerce,  when  the  river  shows  a 
stage  of  8  feet  or  more,  by  the  upper  canal  gauge,  thereby  avoiding  the 
great  loss  of  time  involved  in  the  passage  of  tiiese  tows  through  the 
canal  and  locks.  To  this  end  the  project  is  that  submitted  by  Major 
Stickney,  recommended  by  the  Board  of  Engineers  in  its  rei)ort  dated 
January  28, 1890,  and  approved  by  the  Chief  of  Engineers  January  31, 
1890.  It  involves  rock  excavation  in  the  proi)osed  channel  to  the  extent 
of  some  60,000  cubic  yards,  the  construction  of  lateral  stone  dikes  ag- 
gregating in  length  about  3,700  feet,  and  of  a  concrete  wall  about  850 
feet  long.  It  is  ultimately  proposed  to  construct  an  additional  dike, 
modify  the  present  cross  dam,  and  connect  with  the  new  basin  wall  at 
the  head  of  the  canal;  but  the  detenninationof  the  details  for  this  por- 
tion of  the  proposed  improvement  is  deferred  until  the  precise  effects 
of  works  in  immediate  contemplation  can  be  observed. 

The  work  necessary  to  carrying  out  the  above  project  can,  with  the 
machinery  now  available,  only  be  done  during  very  low  stages  of  river, 
and  as  no  such  stage  was  reached  during  the  past  fiscal  year  there  is 
no  work  to  be  rejjorted  for  that  period,  nor  has  anything  been  done  on 
the  work  since  1887.  It  seems  evident  that  a  plant,  suited  to  carrying 
on  the  work  when  the  river  is  at  some  higher  stage,  must  be  procured 
before  any  progress  can  be  realized,  and  I  propose  to  take  the  necessary 
steps  for  doing  so  as  soon  as  i)ossible.  With  such  a  plant  an  appropria- 
tion of  $75,000,  as  herein  recommended,  co'uld  be  most  profitably  ex- 
pended during  the  fiscal  year  ending  June  30, 1893,  and  an  improve- 
ment of  the  greatest  value  to  commerce  thereby  secured;  for  this  reason 
the  appropriation  of  that  amount  is  strongly  urged. 

Money  statement. 

July  1,1890,  balance  unexpended $23,885.20 

Amount  appropriated  by  act  approved  September  19,  1890 25, 000. 00 

July  1,  1891,  balance  nnexpended * 48,885.20 

July  1,  1891,  outstanding  liabilities 10.50 

July  1, 1891,  balance  available 48,874.70 

{Amount  (estimated)  required  for  com]»lotion  of  oxiatinj*  project 113,610.97 
Amount  that  can  be  profitably  exiieudtd  in  tiscal  year  ending  June  SO,  1891^    75, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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COBIMEBCIAL  STATISTICS. 

Statement  of  vessels  passed  over  the  Falln  of  the  Ohio  Hirer  during  the  fiscal  year  ending 

June' liOf  ISUl. 


1890-'91. 

Ascending. 

Deeoending. 

Toua. 

PiiH8Piig<*r  boats 

No. 

132 

206 

425 

14 

Tom. 

71,474 

40,857 

230,518 

11,200 

No. 
402 
807 

1,153 

27 

T<ms. 
181,655 

58,094 
681,208 

21,500 

No. 
534 
513 

1,578 
41 

3bM. 

253,129 

Tow  buatii 

99,651 

S«|  narc  Uarj^cs , 

914.726 

Model  biirgea 

^,7t)0 

Total 

777 

353,849 

1,889 

946,357 

2,666 

1,300.206 

Daj'B  navigable— 

A8cendlng 116 

]k>soenaiug 282 

Statement  of  commerce  passed  over  the  Falls  of  the  Ohio  River  during  the  fiscal  year 

ending  June  SO,  1891. 


Articles. 


Coal.... 

Salt 

Oil 

WhiHky 
Tobacco 
Cotton.. 
J. timber 

(;om 

Wheat.. 
Iron  ore 


Ton.H. 


677, 
1, 
1 


342 
66 
455 
6:(U 
128 
8S.'> 
UM 
814 
185 
336 


Articles. 


Iron , 

Stwl  rails *.. 

I'riMlnce 

Flour 

Su;rar  and  molasses 

Hay  and  straw 

Staves  and  shingles 

CVnient 

Vinegar 

Malt 


Tons. 


9,137 

1, 692 

452 

328 

3,237 

2,747 

8,844 

3,372 

5 

171 


Articles. 


Cord  wood — 

Peanuts 

Cross-ties 

Firebrick 

Clinkers 

Sewer  pipe 

Miscellauoous 

Stock :... 


Tons. 


435 

575 
800 

1,425 

350 

110 

10,869 

3,372 


Comparative  statement  of  commerce  passed  over  the  Falls  of  the  Ohio. 


Open  riTer. 

Fiscal  year. 

Descending 
yessels. 

Aaoanding 
Tesseb. 

1882-*83 

No. 

1,294 

1,384 

708 
1,296 
1,793 
1,514 

893 
2,867 
1889 

Tom. 

4321575 
231,606 
408,619 
991,974 
863,237 
383,081 
1,358,174 
946^367 

No. 
179 
301 
96 
873 
667 
881 

loa 

777 

Tom. 
61,808 

1883-'84 

96,757 

1884-'85 .^ 

24,329 

1885-'86 

102,536 

1886-'87 

^607 

1887-'88 

137,230 

1888-'89 

87,850 

1889  '90 

449.367 

1890-'91 

8S.»» 

HH3. 

OPERATING  AND  CARE  OF  LOUISVILLE  AND  PORTLAND  CANAL,  KEN- 
TUCKY. 

The  work  of  operating  the  canal  comprises  that  necessary  for  the 
regulation  of  traffic  and  commerce  passing  through  it,  and  is  performed 
under  the  immediate  directions  of  a  master  lock  manager  by  a  force 
comprising  1  deputy  lock  manager,  1  lock  master,  1  assistait  lock 
master,  4  engineers,  4  firemen,  4  lock  hands,  1  bridge  tender,  1  night 
watchman,  and  1  laborer. 
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During  the  past  fiscal  year  the  locks  were  available  for  the  passage 
of  commene  for  286  days,  and  closed  70  days  by  reason  of  high  wator. 

The  care  of  the  canal  is  under  the  inniiodiate  supervision  of  an  as- 
sistant ehgineer  who  is  charged  with  the  work  of  repairs  on  the  canal, 
locks,  and  dry  dock,  dredging  the  canal  and  its  approaches,  and  the 
care  of  bridges  belonging  to  the  United  States  connected  with  the  work. 
Operations  during  the  past  fiscal  year  have  included  the  partial  con- 
struction of  a  set  of  new  middle  gates,  the  construction  of  two  new 
dump  scows  with  a  capacity  of  100  cubic  yards  each,  the  repair  of  two 
old  ones  and  their  enlargement  to  an  increased  capacity  of  about  25  per 
cent. ;  trimming  rough  projections  on  the  canal  walls,  which  have  been 
the  cause  of  considerable  damage  to  passing  boats;  dredging,  and  minor 
r€Q[>air8  to  machinery,  boats,  bridges,  and  buildings. 

NEW  MIDDLE  GATES. 

These  are  designed  to  replace  the  old  ones  in  the  new  locks  and  will  be 
47.75  feet  long  and  32.875  feet  high;  or  2  feet  higher  than  the  old  ones. 
When  they  are  placed  in  position  it  is  proposed  to  raise  the  timber  cop- 
ing, which  was  put  on  the  lock  walls  in  February,  1890,  to  the  level  of 
the  top  of  the  new  lock  gates,  the  practical  effect  of  which  wiU  be  to 
raise  the  walls  of  the  upper  lock  to  a  reference  of  48.45  (instead  of  46.45, 
as  originally  built),  thereby  providing  for  the  use  of  the  locks  up  to  that 
stage  and  so  materially  increasing  the  number  of  days  for  the  passage 
of  commerce  through  them.  It  is  expected  that  this  will  be  accomplished 
during  the  present  working  season. 

TROOnNa  CANAL  WALL. 

This  work  can  only  be  done  when  the  water  in  the  canal  is  low,  and 
for  that  reason  but  comparatively  little  was  accomplished  during  the  past 
year;  the  work  will  be  continued  whenever  practicable  until  all  promi- 
uent  projections  have  been  removed;  an  additional  estimate  of  $1,500 
for  this  purpose  is  submitted. 

ROOK  EXCAVATION  OF  CHANNEL. 

This  work  is  to  give  an  adequate  low-water  channel  in  the  approach 
to  tlie  lower  lock,  but  the  high  stage  of  water  that  prevailed  throughout 
the  year  prevented  anything  being  done. 

DREDGINO. 

The  dredges  worked  as  usual  during  the  year  in  removing  mud  and 
sand  from  the  canal  and  its  approaches.  Much  trouble  was  experienced 
in  keeping  the  lower  approach  clear  of  saud,  which  was  carried  by  the 
current  from  a  bar  that  had  formed  a  short  distance  above,  in  such 
quantities  as  to  make  a  deposit  in  a  single  night  of  from  4  to  6  feet  in 
depth. 

The  dilapidated  condition  of  the  low  dam,  extending  from  the  head 
of  Sand  Island  to  the  Indiana  shore^  had,  without  doubt,  much  to  do 
with  the  formation  of  this  bar,  and  it  is  therefore  prox>osed  to  repair 
it  at  the  first  favorable  opportunity.  The  total  amount  excavated  by 
the  two  dredges  during  the  year  was  100,685  cubic  yards,  the  aggregate 
number  of  working  days  for  the  two  being  351. 
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DRY  DOCK. 

Tlie  dry  dock  was  used  for  the  repair  of  10  steamhoats  and  10  barges 
belonging  to  private  parties  during  a  period  of  57  days  18  liburs,  the 
docking  fees  derived  therefrom  being  $677.49.  For  repairs  of  boats  be- 
longing to  the  work  the  dock  was  in  use  20  days. 

BRIDGES. 

The  bridge  over  the  canal  at  Eighteenth  street  was  newly  floored 
with  Georgia  Pine  in  May,  1891,  and  lumber  has  been  purchased  for 
reflooring  the  bridge  at  the  new  locks. 

Both  of  these  bridges  are  deemed  unsafe  structures,  being  truss 
l)ridges,  nearly  all  the  members  in  which  are  of  cast  iron  of  small  sec- 
tionS  area;  they  are  likely  to  give  way  at  any  time  under  the  passage 
of  heavy  loads,  and  should  be  replaced  by  suitable  wrought  iron  structures 
capable  of  safely  ^passing  any  load  that  is  likely  to  reach  them.  That 
at  the  new  locks  is  in  the  poorer  condition  and  the  more  subject  to 
dangerous  loads,  and  an  estimate  of  $10,000  for  replacing  it  is  submitte<l. 

REPAIRS  AND  MISCELLANEOUS  WORK. 

Ordinary  repairs  to  dredges,  boats,  buildings,  and  machinery  were 
made  as  required.  The  towboat  was  docked  and  calked,  nosings  newly 
ironed,  new  mud  and  steam  drums  put  in  place,  and  outride  work 
painted.  The  framing  shed,  engine  houses  and  shelter  sheds  at  the 
locks  were  painted.  A  new  fence  was  substituted  for  the  dilapidated 
old  picket  fence  on  the  crest  of  the  southerly  canal  bank,  from  Four- 
teenth street  to  the  bridge  at  the  locks. 

The  slope  revetment  at  lower  lock  was  rebuilt  in  part,  and  the  re- 
mainder will  have  to  be  rebuilt  at  an  early  dayj  the  river  bank  below 
the  lock  should  also  be  revetted. 

The  estimated  cost  of  operating  and  care  of  the  canal  during  the 
year  ending  June  30, 1892,  is  as  follows: 

Regular  fore© $36,000 

Extra  labor 5,000 

General  repairs ,  5, 000 

MiscellaneouB,  fuel,  oil,  etc 6, 500 

New  guard  gates,  new  locks 8, 000 

New  ffuard  gates,  old  locks , 2, 500 

Completiiig  new  middle  gates,  now  lock 4, 500 

Rebuilding  2  mud  scows 2, 500 

New  bridge  at  new  locks 10, 000 

Slope  revetment,  at  and  below  new  locks 2, 500 

Rock  excavations,  channel  below  locks 15, 000 

Trimming  canal  walls  and  rock  below •. 1, 500 

I'^xtending  city  water  supply  to  locks 3, 000 

New  winding  engine  at  locks 1, 000 

Contingencies 5,000 

Total 108,000 

The  unexpended  balance  from  allotment  of  last  year,  exclusive  of  liabilities 

now  outstanding,  is $29, 230. 62 

The  additional  aUotment  required  for  the  year  ending  June  30,  1892 78, 769, 38 

The  usual  statements  of  expenditures  and  commerce  on  the  canal, 
are  given  below,  aud  the  report  of  E.  E.  Jones,  assistant  engineer, 
showing  in  more  detail  the  operations  of  the  year,  is  transmitted  here- 
with. 
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Financial  statement  for  operating  and  care  of  the  Louietfille  and  Portland  Canal  for  the 
fiscal  year  ending  June  SO,  1891, 

Receipts : 

Dockage $677.49 

Rentoflaiid .• 285.00 

Total 962.49 

Expenditures : 

Office  and  K*>neral  admiiiiHtration 6, 041. 58 

Canal  and  looks 27,640.83 

Dredging  : 21,741.78 

Total , : 55,424.19 

Completing  two  new  mud  scowr 2, 956. 82 

Trimming  canal  wall  and  rock  below »624.26. 

Excavation  of  channel,  lower  entrance 477. 98 

Building  new  middle  gates 4, 973. 93 

Extension  of  city  water-pipes 40. 00 

Aggregate. 64,497.18 


Statement  showing  cost  of  passing  boats  and  freight  through  canal  for  the  fiscal  year  ending 
June  SO,  1S91,  under  ordinary  running  expenses. 

Per  lockage $8.47    -h 

Per  boat...    5.66    + 

Per  ton 02^^+ 


Statement  of  expenditures  for  operating  and  care  of  Louisville  and  Portland  Canal  for  ihe 
fiscal  year  ending  June  30,  1891, 

Office  and  general  administration : 

Salaries $5,128.75 

Supplies 156. 99 

MiscellnnvoiiK 755. 84 

Total 6,041.58 

Canal  and  locks : 

Labor a 21,502.32 

Supplies 2,982.41 

Repairs  and  extra  labor 3, 156. 10 

Total 27,640.83 

Dredging : 

Labor 11,419.18 

Supplies , 4,028.68 

Repairs 6,293.92 

Total 21,741.78 

Grand  total 55, 424. 19 

Completing  two  new  mud-scows 1 ,' 2, 956, 82 

Trimming  canal  wall  and  rock  below 624. 26 

Excavation  of  channel,  lower  entrance  to  canal 477. 98 

Building  new  middle  gates 4, 973. 93 

Extension  of  city  water-pipes 40. 00 

Aggregate 64,497.18 
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Abstract  of  proposals  for  furnishing  and  delivering  forage  ai  the  Louisville  and  Portland 
Canal,  received  in  response  to  the  advertisement  dated  May  14, 1891,  and  opened  June  IS, 
1891,  by  Maj,  G.  J.  Lydecker,  Corps  of  Engineers, 


Articlea. 


Quantity 
(more  or 

1688). 


*2.  Bidof 
B.  B.  Connor. 


Best  tiinothy  hay .inmiidB.. 

Best  black  oat» Diwhels.. 

Best  middlingB  bran pounds.. 

Best  ear  ccnni bushels.. 

Best  wheat  straw pounds.. 


10,000 
300 
600 
100 
100 


Total  cost. 


f|0.00 
.56 

t.80 
.68 

t.50 


328.80 


tf0.80 

.48 

tLOO 

.60 

t.50 


290.50 


*  Recommended  for  acceptance. 


tPer  hnndredweicht. 


Abstract  of  proposals  for  coal,  received  in  response  to  the  advertisement  dated  May  14, 
1891,  and  opened  June  IS,  1891,  by  May  G.  J,  Lydecker,  Corps  of  .Engineers. 


No. 


Name  of  bidder. 


Austin  H.  Dngan . 


Kind  of  coal. 


Best  Pittftbiirp bushels. . 

Sccoiul  l*(K)l  IMltMhurg do. . . 

Ohio  River  or  KauaM'ha do. . . 

Anthracito,  egg tons . . 

Anthracite,  nui do... 


Total  cost . 


Quantity 
(more  or 

less). 


10,000 

900 

34,000 

8 


Price. 


10.11 

.11 

.09 

7.25 

7.25 


4,375.00 


*  Recommended  for  acceptance. 


Statement  shotoing  amount  and  cost  of  excavation  by  dredging  during  the  fiscal  year  ending 

'    June  SO,  1S91, 

Time  at  work - days..  351 

Cubic  yards  excavated lunnber . .  100, 5^ 

Cubic  yards  excavated  per  day do ... .  286 

Cost: 

Wages  for  the  year $11,419.18 

Repairs  and  supplies  for  the  yoar 10,322.60 

Total 21,74L78 

Wages  per  day  for  year 31.28 

Repairs  and  supplies  por  day 28. 81 

Costper  actual  working  day 61.94 

Cost  per  cubic  yard  excavation 0.21 


Statement  of  dredging  during  the  fiscal  year  ending  June  SO,  1891. 


Working 
days. 


Dredge  Xo.  i 184 

Dredge  LouUville 167 

Total 351 


Scows. 


921 


1,903 


Cubic 
yards. 


47,595 
52,990 


100,585 
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REPORT  OF  MR.  R.  R.  JONB8,  ASSISTANT  ENGINBER. 

LomsviLLE^  Ky.,  June  SOj  1891. 
Major:  I  have  the  honor  to  submit  the  following  report  of  operations  for  the  care 
of  the  LouisYille  and  Portland  Canal  for  the  fiscal  year  ending  June  30, 1891 : 

■NEW  GUARD  GATES,   OLD  AMD  NEW  LOCKS. 

No  work  was  done  in  the  constrnotion  of  these  gates,  the  old  ones  being  in  a  con- 
dition to  nse  for  another  season  by  making  slight  repairs. 

NEW  MIDDLE  GATES,  NEW  LOCKS. 

The  completion  of  these  gates  has  been  delayed  bv  the  difficulty  of  obtaining  the 
oak  timber  rej^uired,  but  a  large  amount  of  work  has  been  done  in  dressing  and 
framinff  the  timber  received.  All  ttib  castings  for  the  gates  have  been  delivered 
ready  for  use. 

The  wrought-iron  truss  rods,  straps,  and  bolts  are  also  practically  completed. 

About  sixty  pieces  of  oak  timber  are  required  to  complete  both  gates,  and  as  soon 
as  they  are  debvered  the  gates  can  be  put  together  reaav  for  launching. 

After  the  gates  have  been  launched  they  will  be  towed  into  the  lock,  the  old  gates 
removed,  and  the  new  ones  erected  in  their  place  with  as  little  delay  as  possib&. 

The  new  gates  will  each  be  47.75  feet  long  and  32.875  feet  high.  The  top  of  the 
new  gates  wUl  be  2  feet  higher  than  the  old  gates  originally  were,  and  will  reach 
elevation  48.45.  By  raising  the  timber  coping  on  the  lock  wall,  now  at  elevation 
47.70.  to  the  extent  of  0.75  foot,  the  up]>er  lock  can  be  operated  up  to  a  stage  of  water 
eqnal  to  13.45  feet  on  upper  gauge  oi  oanal. 

REVETTINO  LOWER  END  OF  RIYER  BANK. 

No  work  has  been  done  under  this  head  during  the  year. 

MUD  scows. 

Two  new  mud  scows  for  removing  dredged  material  from  the  canal  have  been  com- 

gletod  and  put  into  service.    These  boats  are  each  85  feet  long,  25  feet  wide,  and  their 
oppors  contain  100  cubic  yards  of  mud.    The  boats  have  been  very  strongly  built 
and  answer  the  purpose  for  which  they  were  constructed. 

Two  of  the  ola  mud  scows  have  been  thoroughlv  rebuilt  and  the  hoppers  enlarged 
so  that  they  now  contain  about  50  cubic  yards  of  material,  an  increase  of  about  10 
cubic  yards  over  their  former  carrying  capacity. 

The  increase  of  carrying  capacity  in  both  new  and  old  scows  has  greatly  facilitated 
the  work  of  dredging  in  canal  as  each  trip  of  the  towboat  conveys  a  greater  quan- 
tity of  material  to  the  dumping  sround  with  no  increase  cost  for  fuel  or  labor.  Tlie 
two  remaining  old  scows  should  l>e  rebuilt  during  the  coming  fiscal  year  in  order  to 
have  a  reserve  against  possible  accident  to  the  boats  already  in  use. 

WORK  OF  TRIMMING  CANAL  WALL. 

Out  of  the  appropriation  of  $1,000  for  performing  this  work,  about  two-thirds  have  * 
been  expended  in  dressing  off  roughly  projecting  portions  of  the  canal  wall.    The 
work  can  only  be  prosecuted  during  comparative  low  stages  of  water,  and  has  been 
thrice  interrupted  during  the  fiscal  year  by  sudden  rises  in  the  river. 

If  a  low  stage  of  water  should  prevail  during  the  present  season^he  work,  which 
is  of  great  importance  to  boats  usmg  the  canal,  can  be  resumed.  This  wosk  is  done 
by  stonecutters  working  from  a  raft  in  the  canal. 

EXCAVATION  OF  CHANNEL,  LOWER  ENTRANCE. 

The  water  was  too  high  during  the  fiscal  year  to  permit  of  drilling  and  blasting 
the  rook  in  channel  at  lower  entrance  to  canal.  When  the  river  commenced  falling 
everything  was  put  in  readiness  to  begin  work,  even  to  theprocoremcntof  dynamitt* 
and  exploders,  but  just  as  the  working  stage  was  nearo<I  the  river  rose  again  and 
prevented  the  prosecution  of  the  work. 

DREDGING  IN  CANAL,  ETC. 

The  United  States  towboat  and  two  dredges  have  been  engaged  in  the  removal  of 
mud  from  the  canal  and  approaches  thereto,  as  shown  in  the  statements  submitted 
herewith. 
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A  high  average  stage  of  water  prevailed  daring  the  spring  of  1891,  as  was  the  case 
dnring  the  year  1890. 

On  the  falling  of  the  river  a  laree  har  made  its  appearance  in  the  river  opposite 
and  above  the  mouth  of  the  old  locks.  As  the  river  continued  to  faU  the  sand  from 
this  bar  was  cut  out,  swept  down  by  the  current  and  deposited  in  the  channel  at 
lower  entrance  of  new  locks. 

It  has  only  been  by  the  most  persistent  effort  that  a  channel  for  the  passage  of 
boats  to  ana  from  the  new  locks  could  be  maintained.  The  channel  was  repeatedly 
dredffed  out  only  to  be  refilled  with  sand  from  above.  A  single  night  would  suffice 
to  fill  in  from  8  to  6  feet  of  sand  in  what  the  day  before  had  shown  good  water. 

It  is  believed  that  the  present  broken  down  condition  of  the  low  dam  leading  from 
the  head  of  Sand  Island  to  the  Indiana  shore  is  responsible  in  part  for  the  deposit 
of  sand  at  this  point. 

Repairs  to  the  dam  now  in  contemplation  will  direct  a  ereater  volume  of  water  to 
the  south  channel,  and  thereby  effect  a  scouring  before  the  xiver  reaches  a  very  low 
stage. 

UNITED  STATES  TOWBOAT. 

The  towboat  was  placed  in  dry  dock,  her  hull  examined  and  calked  and  rudders 
repaired.  The  guards  have  been  repaired,  new  irons  placed  on  nosing,  new  mud  and 
steam  drums  put  in  place,  and  the  exterior  of  the  boat  painted.  Other  slight  repairs 
were  made  from  time  to  time  as  necessary. 

bBBDGxa. 

Ordinary  repairs  made  to  both  dredges  as  required,  and  a  new  canvas  covering 
placed  on  the  roof  of  the  Louisville, 

BARGES  AND  SMALL  BOATS. 

Slight  repairs  were  made  to  these  boats  as  required. 

DRY  DOCK. 

The  dry  docj:  has  been  used  by  outside  parties  for  the  purpose  of  repairing  steam- " 
boats,  barges,  etc.    Ten  steamboats  and  10  barges  have  usea  the  dock  for  aperic»d  of ' 
57  days,  18  hours  paying  therefor  dockage  fees  amounting  to  $677.49.    For  the  pur- 
pose of  repairing  boats,  etc.,  belonging  to  this  work  the  dock  has  been  occupied  fop 
a  period  of  20  days. 

BRIDOXa. 

A  new  upper  floor  of  Georgia  pine  was  laid  on  the  Eighteenth  Street  Bridge.  May 
29,  1891.  Temporary  repairs  were  made  to  the  flooring  and  Joists  of  the  bringe  at 
the  new  locks.  Lumber  has  been  received  for  replacing  the  entire  floor  on  this 
bridge,  and  the  first  favorable  opportunity  will  be  taken  for  doing  this  work. 

Both  of  the  iron  swing  bridges  at  Eighteenth  Street  and  the  new  locks  are  weak, 
and  should  be  replaced  at  an  early  day  by  modem  wrought-iron  structures  capable  of 
sustaining  the  heaviest  loads  which  can  ever  pass  over  them.  All  the  compressive 
members  of  the  present  bridges  are  cast  iron ;  the  floor  systems  are  badly  designed, 
and  the  connections  generally  are  imperfect  and  of  such  a  character  that  the  strength 
of  the  bridges  is  greatly  impaired. 

A  sudden  impact  from  a  very  heavy  load  might  cause  a  fracture  and  the  total  col- 
lapse of  either  or  both  of  the  present  bridges. 

SHOPS  AND  OTHER  BUILDINGS. 

The  shops,  storehouses,  etc.,  have  been  repaired  when  necessary,  and  the  framing 
shed  painted. 

The  engine  houses  and  shelter  sheds  at  the  new  locks  have  been  painted.  The 
house  at  the  locks,  originally  built  for  a  toll  collector,  when  tolls  were  enforced,  has 
been  repaired  by  putting  on  a  new  tin  roof,  and  minor  repairs  to  the  siding. 

OLD  REVETMENT  WALL. 

A  section  of  the  old  revetment  of  bank  along  the  lower  new  lock  having  fallen 
down  was  carefully  rebuilt,  the  stone  bein^  built  in  with  cement.  Other  sections 
of  the  same  wall  will  have  to  be  rebuilt  during  the  present  fiscal  year. 
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LOCK  GATES  AND  MACHINEUY. 


Small  repairs  have  been  made  as  required.  The  old  guard-gate,  at  head  of  canal, 
having  been  condemned  was  torn  out  and  taken  apart,  the  timber  and  ironwork 
being  i:ctilized  for  other  purposes. 


NEW  FENCE. 

The  old  picket  fence  along  the  crest  of  the  canal,  bank  on  south  side  of  canal  from 
new  locks  to  Fourteenth  Street  Bridge,  ha<l  fallen  in  decay  and  was  replaced  by  a 
fence  of  galvanized  barbed  wire,  5  feet  high,  eight  strands  of  wire,  secured  to  oak 
posts  placed  12  feet  apart. 

STAGES  OF  WATER  IN  RIVEB  AND  CANAL. 

The  highest  stage  of  water  ooonrred  Febrnary  27, 1891,  when  there  were  32.4  feet 
on  upper,  and  58  &et  on  lower,  gauge  of  canal. 

The  lowest  water  was  on  August  6,  1890,  when  the  same  gauges  showed  3.G  feet 
and  7.5  feet,  respectively. 

Very  respectfully,  yonr  obedient  servant, 

B.  R.   J0NE8, 

Assistant  Engineer, 
Maj.  6.  J.  Lydkcker, 

Corj^s  of  Engineers,  U,  S.  A, 


commercial  STATISTICS. 


Statement  of  vessels  passed  through  the  LouuimUe  and  Portland  Canal  duiing  the  fiscal 

year  ending  June  30,  ISDl. 


Yessels. 


Paasenj^er  boats 

Towboata 

Government  boats 

Coal  boato  and  barges  . 
Small  craft 

Total 

Lookagea 


Statement  of  coinmerce  passed  through  the  Louisville  and  Portland  Canal  during  the  fiscal 

year  ending  June  SO,  1891. 


Articlea. 

Tona. 

1, 005, 79« 
2,451 
5,076 
1,366 
4,093 
8.981 

Articles. 

Tons. 

Coal 

Lnmber 

2,728,103  1 
1  472  1 

Oil        

Com 

Salt    

Wheat     

2, 748 

3,681 

29, 433 

8,416 

Whir«kv 

Iron  ore  

Tobacco 

Ste«lrall8 

Cotton 

Produce 

Articlea. 

Tons. 

Flour 

1,045 

Sugar  and  molaflsea . . 

Hav  and  straw 

Stock 

Stavt'M  Hud  ahinglcs. . 
M  i.scellancoiis 

6.236 
6,653 
11  022 
23.  670 
92,  802 

Comparative  statement  of  commerce  passed  the  Falls  of  the  Ohio  River  hy  canal  and  by  river. 


Fiscal  years. 


1881-'82 
1882-'83 

1883- '84 
1881-'85 
188.V86 
188C-'87 
1887-'88 
1888-'89 
1880^*90 
1800-'9l 


Yeasels  through 
canal. 


3,964 
4,9&4 
4,346 
4,886 
5,057 
4,763 
5,471 
6,838 
3,940 
4,877 


Tons. 

904,343 
1,226,455 
1,070,650 
1,217,231 
1, 254, 332 
1, 157, 250 
1,315,851 
1,815,986 

8-tO,  700 
1, 180, 633 


Vessels,  open  river. 


Descending,      i   Ascending. 


793 
294 
384 
708 
296 
793 
514 
893 
687 
8S0 


«^ 


I 


537, 
398. 
43J, 

2:n, 

408, 
991, 
86:i, 
383. 
1,358, 
940, 


906  I 
240 
-.75 
Gilo  ' 
(il»  ', 
974  1 
237  I 
081 
174 
357  . 


750 
179 
301 
95 
373 
667 
361 
102 
191 


220, 965 

61.802 

98,  757 

24,  320 

102, 5:w 

290, 507 

137,  230 

37,  8.-.0 

449, 357 

353.849 


Totiil. 


0,  .507 
6. 427 
6,  0.31 
.">,  (W.) 

6,  726 

7,  :>28 
7, 346 
7,  833 
7,818 
7,543 


1,66.%  214 
1.«8(;.497 
1,(3  1.982 
1, 473. 246 
l,7Jir.,407 
2,  430.  731 
2,  3115. 318 
2, 23r.,  dl7 
2, 048. 231 
2, 480, 830 


JWff  91 X6l 
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Principal  iieiM  of  commerce  passed  over  the  falls  and  through  the  canal  during  ih^  fiscal 
*  year  ending  June  SO,  1891, 


Articles. 


Coal 

Salt 

Oil 

Whisky . 
Tobncob. 
Cotton  .. 
Luiiilier . 

Com 

Wheat . 
Iron  ure. 


Tons. 


1, 683, 138 
7,452 

3,  goo 

1,096 
6,221 
12,866 
2, 735, 222 
2,286 
2,933 
4,017 


Artioles. 


Iron 

Steel  rails 

Produce. 

Flonr 

SugM:  and  niolasses  . 

Hay  and  Htraw 

Stock 

Staves  and  shingles 

Cement 

Vinegar 


Tons. 


9,137 

81,125 

8,868 

1,373 

0,473 

0,400 

15,204 

32,514 

7,018 

5 


Artldfis. 


Malt 

Cord-w«>od  ... 

Peanuts 

Cross  ties 

Firebrick 

Cniukers 

Sewer  pipe. . . 
Miscellaneous 


Tons. 


171 
435 
575 
800 
1,425 
350 
110 
103,671 


HH4. 

IMPROVEMENT  OF  WABASH  RIVER,  INDIANA  AND  ILLINOIS. 

The  improvement  of  this  river  has  heretofore  been  considered  and 
appropriated  for  in  two  sections,  viz :  Improvements  below  Vincennes, 
and  improvements  above  Vincennes.  The  project  in  both  cases  is  the 
same,  and  aims  at  securing  a  navigable  low-water  channel  of  3  feet, 
and  the  operations  to  that  end  include  the  excavation  of  channels 
through  rocky  reefs,  the  concentration  of  flow  in  a  single  channel  by 
closing  all  secondary  channels,  river  contraction  by  the  construction  of 
dikes  and  spurs,  bank  protection  where  needed,  and  the  removal  of 
snags.  The  single  work  of  any  magnitude  is  the  construction  of  a  lock 
and  dam  on  the  Lower  Wabash,  near  Mt.  Carmel,  111. 

IMPROVEMENTS  BELOW  VINOENNES. 

The  principal  work  on  this  portion  of  the  river  is  the  lock  and  dam 
near  Mt.  Oarmel,  111.,  and  most  of  the  work  done  during  the  past  year 
was  applied  thereto,  though  no  great  progress  was  made  because  of 
lack  of  funds  during  the  working  season  of  1890;  when  the  money  ap- 
propriated by  the  act  approved  September  19, 1890,  became  available, 
the  stone  required  for  completing  the  lock  was  contracted  for  and  its 
delivery  at  Mt.  Carmel  completed  June  1, 1891,  whence  it  was  boat-ed 
to  the  site  of  the  work,  2J  miles  above.  Masonry  work  was  resumed 
June  25,  and  is  now  well  under  way.  The  total  amount  of  masonry  in 
the  work  June  30, 1891,  was  6,090  cubic  yards,  of  which  449  cubic  yards 
was  laid  during  the  past  fiscal  year. 

No  work  has  been  done  on  the  dam,  but  a  contract  for  stone  required 
for  the  abutment  on  the  shore  opposite  the  lock  has  been  entered  into 
and  its  delivery  has  commenced.  Derricks  and  tool  houses  have  been 
erected  preparatory  to  commencing  the  work  of  construction. 

The  only  other  work  done  during  the  past  ye^r  comprised  the  removal 
of  a  few  dangerous  snags  on  the  section  of  the  river  between  Mt.  Carmel 
and  Coffee  Chute;  and  some  protection  work  in  the  vicinity  of  Gray- 
ville,  where  a  dangerous  cut-off  has  been  threatened  for  several  years 
past.  The  levee  heretofore  built  in  this  vicinity  was  extended  1,750  feet 
during  the  year,  making  its  total  length  at  the  close  of  the  year  6,080 
feet,  and  the  number  of  spur  dikes  was  increased  by  three,  making  the 
total  now  there  ten. 

During  the  present  season  it  is  expected  to  complete  the  lock  and  the 
abutment  for  the  dam,  and  some  snags  may  be  removed  from  tiie  lower 
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river,  but  the  funds  available  will  not  periuit  much  work  of  that  na- 
ture. 

It  is  of  the  utmost  importance  that  the  next  appropriation  be  suffi- 
cient to  complete  the  dam  at  Grand  Eapids,  near  Mt.  Carmel,  because 
if  once  commenced  it  should  be  pushed  through  to  completion,  in  order 
to  avoid  risk  of  destruction  to  the  unfinished  structure  during  any  period 
of  suspension. 

Besides,  no  benefit  can  be  realized  fix)m  the  lock,  now  nearly  fin- 
ished, until  this  dam  is  bnilt.  The  estimated  cost  of  the  dam  is  $60,000 ; 
the  further  sum  of  $40,000  is  urgently  needed  to  clear  this  section  of 
si\^gs  and  close  the  most  harmful  cut-offs,  and  open  channels  through 
the  worst  shoals. 

The  inclosed  report  of  O.  L.  Petitdidier,  assistant  engineer,  in  local 
charge  of  this  work,  gives  in  more  detail  the  operations  of  the  year,  and 
supplies  the  commercial  statistics  relating  to  the  Lower  Wabash. 

Money  statement. 

July  1, 1890,  balance  unexpended $11, 955. 34 

Amount  appropriated  by  act  approved  Septcinbcr  19,  1890 60, 000. 00 

71,955.34 
June  30, 1891,  amount  expended  during  fiscal  year 30, 154. 57 

July  1,  1891,  balance  unexpended 41,800.77 

July  1,  1891,  outstanding  liabilities $1. 590. 54 

July  1, 1891,  amount  covered  by  uncompleted  contracts 6,  T)i\.  80 

8,132.34 

July  1,  1891,  balance  available 33,668.43 

[Amount  (estimated)  required  for  completion  of  existing  project 100, 000. 00 

)  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893 .  100, 000. 00 
{Submitted  in  compliance  with  the  requirements  of  sections  2  of  river  and 
I    harbor  acts  of  1866  and  1867. 


AJtBiraci  of  proponaU  for  furnishing  itone'for  the  construction  of  ahvtment  for  dam  in 
the  Wabash  River ,  received  in  response  to  the  advertisement  dated  March  SO,  1891,  and 
opened  April  29,  1891,  hy  Capt.  Edvo,  Maguire,  Corps  of  Engineers. 

[QuaatitiM  in  onbio  yards  and  price  per  cnbio  yard,  delivered  at  railroad  switch  near  the  river,  at 

Mount  Cannel.] 


Ko. 


No. 

Name  of  bidder. 

Special  stone. 
Quantity.    Price. 

Coping.           Cnt8tone,qnarry 

Quantity. 

Price.   Quantity. 

rrico. 

1 

Romona  Oolitic  Stone  To.* 

18     $11.50 
18       12. 05 
«       11.00 
18       12. 55 
18       10.58 

52 
52 
52 
52 
52 

$11.50,           189 
i:{.  30               189 
12.25'            189 
11.55              189 
10.58         ,    ISO 

$10. 10 

fl 

Salcin  Stonf  and  LiiTic  Co  \         

12. 05 

3 
4 

Salem  Stone  and  Lime  Co.; 

The  Dark  Hollow  Qiiarrv  Co 

11.00 
11.30 

ft 

George  F.  liraubam  § 

9.00 

Name  of  bidder. 


Cut  stx)no,  pointed 
face. 


Romona  (Vjlitic  Stone  Co.*. . 
Salem  St<mo  and  LimeCo.t. . 
Salem  Stone  nnd  Li  mo  Co.t- . 
The  Dark  Hollow  Quarry  Co . 
George  F.  Drunliaui  ^  .'. 


Quantity,   rrice. 

60  $10.10 

GO  I  12.05 

60  11.00 

60  11.55 

60  9.00 


Squared  stone. 


Backing. 


Quantity. 

rrico. 

Quantity.! 

235 

$10.10 

101 

2:{5 

11.75 

101 

2^5 

10.65 

101 

295 

9.80 

101 

235 

7.25 

101 

Price. 

$8.40 
10.70 
9.00 
8.30 
6.85 


Total 
coat. 


$0,541,80 
7.  ToO.  90 
7, 046. 35 
6.790.50 
5, 377.  ao 


*  Accepted, 
t&uuplo  of  eves  oolor* 


X  Sample  of  uneven  color. 
(  No  samplo  submitiod. 
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Abstract  of  proposals  f&r  furnishing  stone  for  loch  in  Wahash  River,  received  in  reeponee 
to  the  advertisement  dated  October  gl,  1890,  and  opened  November  $0, 1890,  by^  CapU 
Edw.  Maguire,  Corpe  of  Engineers. 

[QiiAntities  in  oabio  yards  and  prioeper  oabiovard,  deliyoredat  nOioAd  switch  near  tJidiiver,  atMoumfc 

Carmel,  HI.] 


No. 

» 1.U  J 

Special  atone. 

Coping. 

Cut  stone, 
dnesed&ce. 

Qnan- 

aty. 

Price. 

Quan- 
tity. 

Price. 

^- 

Price. 

1 

Bomona  Oolitic  Stone  Co 
Salem  Stone  and  Lime  C 
Dark  Hollow  Quarry  Co 

79 
79 
79 

$16.20 
16.50 
14.75 

236 
236 
236 

$12. 15 
16.00 
13.25 

806 
396 
896 

$1^88 

? 

[) 

13.50 

3 

13.25 

Name  of  bidder. 

Squared  stone. 

Backing. 

Total  coat. 

No. 

Quan- 
tity. 

Price. 

Quan- 
tity. 

Price. 

Bemarks. 

1 

2 
8 

Romona  Oolitic  Stone  Co 

Salem  Stone  and  Lime€o 
Dark  Hollow  Quarry  Co 

378 

378 
878 

$10.26 

12.00 
1L50 

288 

289 
288 

$8.64 

11.12 
0.50 

$15,226.92 

18.175.18 
16,63L75 

Stone  does  not  come  up  to  re- 
quiremente  of  specifications. 

EXTRACT  FROM  REPORT  OF  MR.   O.  L.   PETTTDIDIBR,  ASSISTANT  BKQINEER. 

Mount  Carmel,  III.,  June  50,  1891. 
Major  :  I  have  the  honor  to  present  the  following  report  on  the  improvement  of 
the  Wahaflh  River,  Indiana  and  Illinois  (below  Vincennes),  during  the  fiscal  year 
ending  June  30,  1891: 

•  •  •  •  •  •  • 

The  works  carried  on  during  the  last  fiscal  year  have  been  the  work  of  bank  pro- 
tection at  Gray  ville,  HI.,  the  construction  of  the  lock  at  Grand  Rapids,  the  receiving 
and  boating  of  stone  from  Mount  Carmel  to  the  site  of  the  look,  and  the  temoval  of  a 
few  snags  and  rocks  from  the  channel. 

GRAYVILLE  BEND  CUT-OFF,  02  MILES  FROM  MOUTH  OF  RIVXB. 

The  object  of  work  at  this  place  has  been  the  protection  of  bank  and  prevention  of 
a  threatened  cut-off  at  a  point  2  miles  above  the  town  of  Grayville. 

The  cut-off  would  have  not  only  shut  off  the  large  sawmills  and  town  of  Grayville 
from  the  river,  but  would  also  have  caused  a  deterioration  of  the  river  by  increasing 
the  surface  slope  within  a  very  short  distance. 

The  work  done  at  Grayville  has  consisted  at  first  of  the  protection  of  caving  river 
bank  by  means  of  piling  brush  and  stone,  and  later  on  by  means  of  spur  dikes  ex- 
tending from  the  bank  at  right  angles  to  the  current,  this  being  supplemented  with 
a  levee  across  the  incipient  cut-off,  and  extending  on  either  side  for  a  considerable 
distance. 

The  work  during  the  past  fiscal  year  has  consisted  of  the  construction  of  the  three 
additional  spur  dikes  and  extension  of  levee  some  1,750  feet  further  east. 

Six  thousand  and  twenty-one  linear  feet  of  timi>er,  1,500  pounds  of  iron,  and  450 
cubic  yardsp  of  stone  have  been  used  in  the  construction  of  the  spur  dikes ;  while 
I82662  cubic  yards  of  earth  have  been  used  in  the  construction  of  extension  levee. 

The  cost  of  earthwork  in  levee  has  been  quite  low,  being  nearly  13i  cents  per 
cubic  yard;  the  work  being  done  by  means  of  scrapers;  the  l^tal  amonnt  spent  hust 
year  being  nearly  $4,000. 

The  work  at  Grayville  Bend  consists  now  of  6,080  feet  of  levee  completed  and  in 
good  order,  the  former  piling,  rock  and  brush  protection,  and  10  new  spur  dikes. 

The  work  seems  to  be  completed,  or  at  least  m  such  shape  that  it  can  be  let  alone 
until  further  action  of  the  river  demands  additional  work  m  a  new  direction. 

The  nature  of  the  alluvial  banks  as  regards  shape  of  bend  and  direction  of  onrront 
during  high  water,  friability,  and  submergence  during  freshets  is  such,  however, 
that  we  can  not  feel^ertain  at  any  time  but  that  a  new  cut-off  may  not  take  place 
at  some  point  not  yet  protected. 

The  l»nd  owners  contlgiious  io  our  levee  keep  demiM^ding  a  fiixtber  extension  of 
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levee,  urging  the  presence  of  erosions,  which  have  already  taken  place,  as  indica- 
tions of  a  possible  new  cut-off. 

It  is  probable  that  an  extension  of  levee  of  r>(X)  or  600  foet  udttitional  might  give 
UH  a  greater  security  against  the  failure  of  work  already  done,  but  this  I  do  not  feel 
like  urging  or  even  recommending  until  you  have  htui  the  opportunity  of  seeing  the 
ground. 

There  is  no  doubt  that  the  extension  of  levee  would  benefit  the  property  owners 
whose  land  is  now  threatened,  but  I  see  no  reason  why  the  same  reasoning  would  not 
cause  us  to  extend  the  levee  a  little  at  a  time,  clear  to  the  hills,  4  or  5  miles  away, 
in  the  mean  time  crossing  with  our  levee  several  bayous. 

Should  additional  funds  become  available  it  would  be  proposed  to  extend  the 
works  of  bank  protection  and  possibly  to  build  a  low,  crib  dike  from  the  bank  to  the 
tow  head  of  Bon  Fas  Island,  in  order  to  direct  the  channel  on  the  north  side  of 
island. 

LOCK  AND  DAM  AT  GRAND  RAPIDS,  92^  MILES  ABOVB  MOUTH  OF  RIVER. 

The  work  at  this  place,  consisting  of  a  lock  and  dam  at  Grand  Rapids,  2^  miles 
above  Mount  Carmel,  111.,  is  to  take  the  place  of  a  former  lock  and  dam  built  bv 
the  Wabash  Navigation  Company  in  1843,  the  old  lock  and  dam  built  of  crib  work 
having  been  partiallv  washed  away. 

When  completed  this  dam  will  raise  the  level  of  the  water  11.50  feet  above  the 
level  of  water  at  lower  end  of  lock  and  will  at  once  remove  the  greatest  obstruction 
to  navigation  on  the  Wabash  River,  which  consists  of  a  chain  of  rooks  beginning  at 
Grand  Kapids  and  cropping  out  in  several  places  for  a  distance  of  10  miles,  actually 
cutting  the  navigation  of  the  Wabash  River  in  two,  except  at  high-water  stages. 

The  lock,  whicn  was  well  advanced  at  beginning  of  fiscal  year,  has,  owing  to  want 
of  sufficient  funds  to  purchase  the  remainder  of  stone,  not  oeen  completed,  and  we 
have  had  to  content  ourselves  with  layine  whatever  stone  we  had  on  hand,  until  sach 
time  as  new  appropriations  became  available. 

The  money  appropriated  by  act  of  September  19, 1890^  becoming  soon  available,  a 
contract  for  stone  to  complete  the  lock  was  entered  into  with  the  Dark  Hollow 
Quarry  Company,  of  Bedford,  Ind.,  on  November,  20, 1890;  delivery  of  stone  was  com- 
pleted by  June  1,  1891,  and  the  stone  transported  to  the  lock  by  means  of  our  boat 
and  barges. 

The  laying  of  masonry  was  resumed  on  June  25,  and  is  now  progressing  at  an 
average  rate  of  40  to  45  cubic  yards  per  day. 

A  contract  for  stone  for  the  abutment  of  dam  on  the  side  of  the  river  opposite  to 
the  lock  was  entered  into  with  the  Romona  Oolitic  Stone  (^'ompnny,  Romona,  Ind.,  and 
stone  is  now  being  furnished  by  them,  the  delivery  to  be  completed  by  September  1, 
1891. 

Specifications  for  timber  for  lock  gates  are  now  being  considered  by  various 
dealers  in  timber. 

The  work  done  in  connection  with  the  lock  has  been  as  follows: 

Cubic  yards. 

Masonry  laid 449 

Masonry  laid  previously  reported 5,641 


Total  masonry  laid  to  date 6,090 

Remaining  to  be  laid,  approximately 1, 400 

Stone  received  during  the  year 1, 322 

Stone  received  previously  reported 4, 798. 2 

Total  stone  received '. 6,120.2 

Stone  transported  to  the  lock  during  year 1, 322 

In  addition  to  the  masonry  work  reported,  the  upper  miter  siU  and  lift  wall  have 
been  bolted  to  the  lower  courses  by  1%  inch  bolts  5  feet  long  laid  in  cement. 

Tlie  filling  and  emptying  culverts  have  been  lined  on  the  bottom  with  two  thick- 
nesses of  2-inch  white  oak  sheeting,  securely  spiked  to  floor  beams  set  in  the  rock 
and  reaching  under  the  walls  on  either  side;  4,746  feet  B.  M.  of  oak  were  used  in 
lining  the  bottom  of  culverts. 

Repairs  to  our  engines,  derricks,  traveler  track  and  storehouses  have  also  been 
made. 

The  work  intended  to  be  done  during  the  present  fiscal  year  at  the  locks  or  in  con- 
nection therewith,  is  as  follows : 

Completion  of  land  wall  of  lock,  filling  up  of  bank  behind  wall,  and  paving  same ; 
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oonstraotion  and  erection  of  lock  gates  and  of  yalyee  for  operating;  flllinff^  and  emp- 
t>iiig  ciilvf^rtt^,  clfanin^  lock  chamher,  and  finishing  all  work  abont  the  lock  except 
the  dredgJiig  :it  the  head  and  foot. 

Ou  the  oppoHite  side  of  the  river  it  ia  intended  to  build  a  masonry  abntment,  for 
which  purpose  two  derricks  and  a  cement  honse  have  already  been  erected. 

The  work  enomerated  aboyewill  nearly  exhaust  the  iiinds  on  hand,  and  additional 
appropriations  must  he  available  before  the  dam  (without  which  all  the  money  spent 
here  will  bo  useless)  can  be  even  begrun. 

Our  present  estimate  for  the  construction  of  the  dam,  which  will  be  1^095  feet  long, 
is  $58,460,  and  after  pondering  over  all  the  quantities  and  prices,  I  am  unable  to  re- 
duce the  estimate  to  any  smaller  figures.  It  follows  that  if  it  is  intended  to  complete 
the  improvement  that  our  next  appropriation  to  be  applied  specifically  to  the  dam 
should  not  be  less  than  $60,000. 

Such  a  sum  would,  I  am  very  confident,  complete  the  improvement. 

Prom  the  nature  of  the  work  and  the  materials  that  will  enter  into  the  constrnc- 
tion  of  the  dam,  it  is  essential  that  the  work  be  completed  in  one  season,  and  this 
can  not  be  done  unless  the  whole  amount  estimated  is  appropriated  at  one  time. 
Should  the  next  appropriation  for  this  work  fall  short  of  the  amount  estimated  it 
will  be  necessary  to  suspend  work  and  wait  until  by  means  of  successive  future  ap- 
propriations the  amount  on  hand  has  been  brought  to  the  amount  required  by  the 
estimate. 

In  the  mean  time  the  price  of  timber  upon  which  this  estimate  is  based  can  not 
fail  to  advance  with  every  yearns  delay  and  thus  cause  an  increase  of  our  estimate. 

The  fact  that  until  our  dam  is  completed  all  the  money  spent  at  the  lock  and 
abutment  will  be  uni)roductive  of  any  good  to  the  interests  of  navigation  must 
also  have  a  certain  weight. 

REMOVAL  OF  SNAOS. 

During  the  fiscal  year  some  dangerous  snags  between  the  bridge  at  Mount  Carmel 
and  the  foot  of  Cofiee  Chute  were  removed  with  the  aid  of  the  Richard  Ford;  several 
large  bowlders  were  also  removed  from  the  foot  of  Cofi^ee  Chute. 

The  amount  expended  in  doing  this  work  was  about-$lll.  The  funds  on  hand  at 
the  time  did  not  allow  of  the  boat  going  out  any  longer. 

During  the  spring  of  1891  the  Richard  Ford  was  used  in  towing  the  stone  for  lock 
from  Mount  Carmel  to  the  site  of  lock,  being  engaged  in  the  work  for  17  working 
days.  This  boat,  after  undergoing  various  necessary  repairs,  is  now  rea4y  for  work, 
it  being  the  intention  to  have  her  remove  all  the  snags  between  Mount  Carmel  and  ' 
the  mouth  of  river  which  may  be  found  in  the  channel.  As  the  Richard  Ford  belong 
to  the  White  River,  it  is  intended  after  completing  the  above  work  to  pat  her  in 
commission  for  a  portion  of  the  fiscal  year  in  that  river. 

CONDITION  OF  RIVER. 

There  having  been  but  very  little  work  done  on  the  lower  river  during  last  fiscal 
year^  the  condition  of  river  a  tlow  water,  as  reported  in  my  last  annual  report,  has 
not  improved. 

Additional  snags  are  reported  in  various  places,  especially  at  foot  of  Little  Chain 
and  Blacks  Cut-off.  Considerable  complaint  also  comes  firomNew  Harmony  Cut-off, 
whioh  is  each  year  absorbing  a  larger  portion  of  the  discharge  of  the  main  river,  so 
that  at  low  water  the  channel  around  Ribeyre  Island  is  impassable.  No  project  for 
an  attempt  at  improvement  is  submitted,  beyond  the  removal  of  snags  or  loose  rocks 
which  may  be  in  the  channel,  for  the  reason  that  it  is  believed  that  all  our  energies 
or  funds  on  hand  should  be  turned  toward  the  completion  of  lock  and  dam  at  Grand 
Rapids. 

The  amount  of  commerce  done  on  the  Lower  Wabash  River  during  the  last  fiscal 
year  shows  an  increase  in  the  value  of  the  products  carried,  in  fact  more  than  double, 
this  increase  of  value  being  due  to  the  larger  proportion  of  grain  carried. 

By  far  the  greatest  portion  of  the  commerce  was  done  during  the  high  water  of  Feb- 
ruary, March,  and  April,  1891. 

I  forward  herewith  eommcreial  statistics  of  the  Lower  Wabash,  together  with  com- 
pSrative  statistics  of  the  commerce  done  both  on  Upper  and  Lower  Wabash  for  the 
last  five  years.  - 

Very  respect  fully  submitted. 
Your  obedient  servant, 

O.  L.  Petitdidier^ 

Asmtant  Engineer, 

Maj.  G.  J.  Lydkckfr, 

Corps  of  Engineers  J  U.  S.  A, 
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COMMERCIAL  STATISTICS. 


Liai  of  steamboats  (etem^wheel)  plying  on  Wabash  River  below  Vincennes  during  fiscal 

year  ending  June  30, 1891. 


Names. 


RoAedale 

Camberland 

Eugene 

Ktiiinn  Coopf  r. . 

E.  S.  Kagon 

J.  P.  l>ronill»rd  . 

Ou8  GcQiiin 

D.A.Nesbit.... 
Diana 


Tonnage. 


250 
400 


Where  plying. 


60 


New  Harmony  and  mouth. 

Mount  Cnrmel  and  points  to  the  mouth  of  river. 

OccaDlonal  tripa. 

Do. 

Do. 

Do. 

Do. 

Do. 
Mount  Curmel  and  Whitt'*  River. 


Commercial  etafistics  of  Wabash  River  bel&w  Vincennes,  fiscal  year  ending  June  30,  1891. 

Tona. 

Grain 21,423 

Lumber  and  lojrs 33, 500 

Dimenaiou  stone 2, 842 

Sand : 2,816 

Total 00,561 

Comparative  statement  of  commerce  on  Wabash  River,  Indiana  and  Illinois. 


Tears. 


1887 122,729 

1888 58,014 


Tons. 


18«9 106,613 

1890 i     100,443 

1891 103,415 


Approxi- 
mate value. 


$1,817,947 
535,006 

1, 573, 098 
641,107 

1,162,299 


IMPROVEMENTS  ABOVE  VINCENNES. 

There  has  heen  do  work  done  on  this  portion  of  the  river  during  the 
past  fiscal  year,  because  there  was  not  sufficient  funds  on  hand  at  the 
beginning  of  the  year,  and  the  appropriation  by  the  act  approved  Sep- 
tember 19,  1890,  came  too  late  to  be  used  to  advantage.  Navigation  on 
this  section  is  now  badly  obstructed  by  snags,  and  it  is  proposed  to  do 
as  much  toward  their  removal  as  the  funds  on  hand  will  permit  j  but 
the  snagging  outfit  is  in  such  a  dilapidated  condition  that  considerable 
repairs  must  be  made  thereto  before  any  work  can  be  done  on  the  river 
itself,  and  these  repairs  will  call  for  an  expenditure  of  no  less  than 
half  the  available  appropriation. 

It  is  estimated  that  an  expenditure  of  $20,000  will  remove  the  prin- 
cipal obstructions  to  navigation  now  complained  of,  andif  itisprojwsed 
to  give  the  benefits  of  such  improvement  this  amount  should  be  appro- 
priated for  the  next  fiscal  year,  and  thereafter  an  annual  appmpriation 
of  about  85,(K)0  for  the  removal  of  snags  and  maintenance  of  dams, 
shore  protection,  etc. 

Extracts  from  the  report  of  Mr.  O.  L.  Petitdidier,  assistant  engineer, 
with  commercial  statistics  relating  to  this  section  of  the  river,  are  trans- 
mitted herewith. 
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Money  statement 

July  1, 1890,  balance  unexpended $251.78 

Amount  appropriated  by  act  approved  September  19,  1890 5, 500. 00 

5,751.78 

June  30, 1891,  amount  expended  during  fiscal  year 9. 52 

July  1, 1891,  balance  unexpended 5,742.26 

July  1,  1891,  outstanding  liabilities 6. 85 

July  1,  1891,  balance  ayailable 5,735.41 

rAmount  (estimated)  required  for  completion  of  existing  project 20, 000.  dO 

lAmounttiiatcan  beprotitably  expeudetl  in  fiscal  year  tMuliug  June  30, 1893.  20,000.00 
1  Submitted  iu  compliance  with  requirements  of  sections  2  of  river  and 
I    harbor  acts  of  1866  and  1867. 


EXTRACT  FROM  REPORT  OF  MR.  O.   L.   PKTITDIDIER,  ASSISTANT  ENGINEER. 

Mount  Carmel,  III.,  June  SO,  1891. 

Major:  I  have  the  honor  to  present  the  following  report  upon  the  improvement  of 
the  Wabash  River  above  Vinceunts  for  the  fiscal  year  ending  June  30,  1891: 

The  portion  of  Wabash  River,  above  Vincennes,  U]^n  wmch  improvements  have 
been  made,  is  90  miles  in  length.  The  project  has  aimed  at  obtainiuff  a  depth  of  3 
feet  at  low  water  by  means  suited  to  the  various  localities  and  by  the  removal  of 
snags. 

The  project  for  the  last  fiscal  year  contemplated  the  removal  of  snag^  from  the 
channel,  but  there  being  but  a  small  unexpended  balance  at  the  beginning  of  the 
year  and  the  new  appropriation  becoming  available  too  late  last  fall  to  commence 
work,  no  work  was  done  on  the  Upper  Wabash  during  the  last  fiscal  year. 

condition  of  THE  RIVER. 

There  having  been  no  work  done  during  the  past  year  I  can  only  say  that  the  con- 
ditions reported  last  year  have  been  intensified,  and  that  the  river  is  now  encumbered 
by  numerous  snags,  which  lodge  during  every  freshet  in  the  locations  already  the 
most  restricted. 

Several  boats  are  still  plying  above  Vincennes  regularly.  The  quantity  of  com- 
merce carried  by  them  is  considerable,  and  although  showing  a  small  decrease  of 
business  may  not  necessarily  be  due  to  decrease  of  importance  of  the  river,  but  to 
the  lowness  of  water  at  the  time  when  crops  must  be  moved. 

PRO.TECT. 

It  is  intended  at  as  early  a  date  as  practicable  to  put  a  snag  boat  in  the  field  and 
begin  to  remove  the  snags. 

Unfortunately  the  steamer  Oweo^  with  which  we  used  to  tow  the  snag  scow  belong- 
ing to  the  Upper  Wabash,  is  now  beyond  repair,  while  the  snag  scow  itself  will  re- 
quire a  considerable  outlay  before  it  is  ready  for  service. 

I  forward  with  this  report  tabular  statements  showing  the  amount  of  commerce 
carried  on  the  river  during  the  past  fiscal  year. 
Very  respectfully  submitted. 
Your  obedient  servant, 

O.   L.   PKTITDipiER- 

Auibtanl  iJngtneer. 

Maj.  G.  J.  Lydkcker, 

Coi-ptt  of  Knyineei'B,  U,  S,  A, 
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COMMERCIAL  STATISTICS. 

List  of  ateamhoats  (atem-wkeel)  plying  on  Wabtish  River  above  Fincenncs  during  fiscal  year 

enditiy  June  SOy  1891. 


yames. 


Tonnage. 


Where  plying. 


Janie  Ray 125 

Cnniberland 400 

Diana 60 

Eugene I i  Occasional  trips. 

Emma  Cooper I I        Do. 

J.U.Knasel 75  1  Vinccnuos  to  Ilutsouville. 


Vincennes  to  Terre  Haute. 

Do. 
Terre  Hnuto  and  HutaonyiUe. 


CoTnmercial  atatUtics  of  Wabash  River  above  VincenneSf  fiscal  year  ending  June  SO,  1891, 

Merchandiae tons..       922 

Grain do...    6,004 

Lnmber  by  ateamboat do...       908 

Lumber  and  loga  rafted do ...  85, 000 

Paaaeagera number..    0,984 


HH5. 

IMPROVEMENT  OF  WHITE  RIVER,  INDIANA. 

Operations  on  this  river  have  aimed  at  securing  a  navigable  low-water 
cliannel,  with  a  depth  of  3  feet,  by  excavation  through  r<H*ky  chains  and 
sandy  shoals,  and  the  construction  of  dikes  and  dams,  but  doubt  is  ex- 
pressed whetner  any  substantialimprovement  can  be  maiutiuned  without 
resorting  to  the  more  radical  improvement  by  the  construction  of  locks 
and  dams. 

At  the  beginning  of  the  last  fiscal  year  the  balance  available  was 
$5,205.60,  but  its  expenditure  was  prohibited  until  the  bridges  over  the 
river  had  been  changed  so  as  not  to  obstruct  navigation;  this  restric- 
tion was  removed  by  the  river  and  harbor  act,  approved  September  19, 
1890,  but  it  was  then  too  late  in  the  season,  and  the  stage  of  river  was 
too  unfavorable  to  justify  the  commencement  of  operations.  Accord- 
ingly there  was  no  work  done  during  the  past  fiscal  year. 

The  two  bridges  which  were  reported  as  obstructions  were  the  rail- 
road bridges  near  Hazelton  and  Eodgers,  Ind.  The  former  has  been 
provided  with  a  suitable  draw,  and  no  longer  interferes  vrith  navigation; 
the  latter  remains  unchanged. 

During  the  ensuiifg  working  season  it  is  proi>osed  to  apply  about  one- 
half  of  the  money  available  to  completing  the  improvement  at  Kelley 
Ripple  by  rock  excavation  at  the  head  of  the  channel  already  excavated, 
and  the  extension  of  the  south  dike  on  the  channel  line  to  the  left  bank 
of  the  river.  The  remainder  of  the  appropriation  will  be  applied  to 
snagging. 

Under  the  present  system  of  improvement  it  is  estimated  that  an  ap- 
propriation of  $12,500  to  be  applied  to  dredging  and  clearing  the  river 
of  snags,  would  serve  to  clear  the  river  of  the  worst  remaining  obstruc- 
tions; the  appropriation  of  this  amount  is  therefore  recommended. 

Extracts  from  the  report  of  Mr.  O.  L.  Petitdidier,  assistant  engineer, 
transmited  herewith,  indicated  the  present  condition  of  the  river  and 
furnish  the  statistics  of  its  commerce. 
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Money  statement. 

July  1, 1890,  balance  unexpended $6,205.06 

June  90,  1891,  amount  expended  dnring  fiscal  year dO.  34 

July  1,  1891,  balance  unexpended 5,175.32 

(Amount  (estimated)  required  for  completion  of  existing  project 12, 500. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1A93  12, 500. 00 
Submitted  in  compliance  witk  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


BXTRACTS  FROM  REPORT  OP  MR.  O.  L.  PUTITDIDIERy  ASSISTANT  XNGDnSBR. 

MoONT  Carmbi^  III.,  June  SO,  1891. 
Major:  I  have  the  honor  to  present  the  following  report  on  the  improyement  of 
White  River,  Indiana,  during  tne  fiscal  year  ending  June  30, 1891: 

•  •••••• 

condition  of  the  river. 

The  condition  of  the  river  at  low  water  is  tax  from  being  satisfactory,  not  only 
on  account  of  the  numerous  snags  which  have  not  been  removed  for  several  years, 
but  mainly  for  the  reason  that  at  low  water  the  depth  of  water  over  the  shoals  is  in- 
sufficient for  the  only  class  of  boats  whose  operation  can  be  made  a  success  commer- 
cially. 

True  the  depth  of  water  at  Kelly  Ripple,  where  the  main  improvement  has  taken 
place,  has  been  increased  permanently  so  tnat  boats  drawmg  2  feet  can  pass  through 
it  at  any  time,  but  the  available  depth  both  above  and  below  has  not  been  increased 
correspondingly,  neither  can  it,  in  my  estimation,  be  increased  except  by  such  means 
as  locks  and  dams. ' 

The  bridge  operated  by  the  Evansville  and  Terre  Haute  Railroad,  near  Hazelton, 
which  has  for  years  been  a  total  obstruction  to  navigation  at  low  water,  has  been 
provided  during  the  fiscal  year  with  a  draw  suitably  located  so  that  boats  can  pass 
this  point  at  any  time. 

The  railroad  bridge  at  Rodgers  is  still  unprovided  with  a  draw,  but  it  does  not 
appear  at  present  that  the  interests  of  navigation  are  suffering  thereby. 

The  commerce  done  on  the  White  River  during  the  past  fiscal  year,  although  far 
from  being  inconsiderable,  seems  to  show  a  falling  off  from  the  statistics  given  the 
previous  year.  No  special  importance  is  attached  to  this,  however,  as  the  transpor- 
iiation  of  grain  by  the  river  route  depends  almost  entirely  upon  the  stage  of  water, 
at  the  time  the  crops  are  ready  to  be  moved. 

Tabular  statements  showing  the  amount  of  commerce  done  during  last  fiscal  year, 
also  comparative  commercial  statistics  for  the  last  5  years,  are  forwarded  with  this 
report 

During  the  present  fiscal  year  it  is  intended  to  expend  the  funds  on  hand  in  com- 
pleting we  improvement  at  Kelly  Ripple  and  in  removing  the  snngs  in  the  channel. 
The  water  is  now  at  a  favorable  stage  and  work  will  begin  in  a  few  days. 

Very  respectfully,  your  obedient  servant, 

O.  L.  pRTrrninrKR, 

Awistunt  Engineer, 
11%).  O.  L.  Lydkcker, 

Carps  of  Engineers,  U.  S,  A. 


commercial  statistics. 

lAat  of  steamboats  (stern-wheel)  plying  on  White  Siver,  Indiana,  dunng  fiscal  year  ending 

June  SO,  1891, 


K ame  of  boat. 


Tonnage. 


Where  plying. 


Kugene Haaeltontomoutli. 

EmniA  Cooper Bo. 

Diana (»  ,  PeterMhurg  to  month. 

J.  H.  Ruasell 75  Dm. 
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Commercial  atatiaUcs  of  White  Biver,  Indiana,  fiscal  year  ending  June  SO,  1891. 

ToTlfl. 

Grain , 2,007 

Logs  and  luQibcr  *' rafted" 13,625 

Total 15.032 

Comparative  statement  of  cotHmerce  on  IVhite  Jtiver,  Indiana, 

^V T""'-  ,^S^iL 

1387 42,050  $181,000.00 

1888 6,400    71,145.00 

1889 27,000   187,950.00 

1890 29,400  i  256,330.00 

1891 16,632        «8,160.00 


H  H  6. 

PRELIMINARY  EXAMINATION  OF  WABASH  RIVER,  INDIANA,  FROM  TERRA 
[TERRE]  HAUTE  TO  LA  FAYETTE,  WITH  A  VIEW  OF  REMOVING  OB- 
STRUCTIONS OF  SNAGS  AND  BARS  AND  RKKSTABLISHING  THE  NAVIGA- 
TION OP  SAID  RIVER  BETWEEN  THESE  CITIES. 

(Pzinted  in  House  Ex.  Doo.  No.  65,  Fifty -first  Congress,  second  session.] 

Office  op  the  Chief  of  Engineers, 

United  States  Army, 
WoAhin^ton^  D.  0.,  December  5, 1890. 
Sir:  I  have  the  honor  to  submit  herewith  the  accompanying  copy  of 
report  dat/Cd  November  24, 1890,  from  Capt.  Edward  Maguire,  Corps  of 
Engineers,  giving  results  of  preliminary  examination  of  Wabash  Eiver 
from  Terre  Haute  to  La  Fayette  with  a  view  of  removing  obstructions 
of  snags  and  bars  and  reestablishing  the  navigation  of  said  river  be- 
tween these  cities,  made  to  comply  with  provisions  of  the  river  and 
harbor  act  approved  September  19, 1890. 

Captain  Maguire  reports  that,  in  his  opinion,  the  stretch  of  the  Wabash 
Biver  referred  to  is  not  worthy  of  improvement.    Col.  O.  M.  Poe,  Corps 
of  Engineers,  Division  Engineer,  Northwest  Division,  coincides  in  tMs 
opinion,  and  the  views  of  these  officers  are  concurred  in  by  this  office. 
Very  respectftilly,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  OeiLy  Chief  of  Ungineers. 
Hon.  Redfieud  Proctor, 

Secretary  of  War. 


REPORT  OF  captain  EDW.  MAGUIRE,   CORPS  OF  ENGINEERS. 

United  States  Engineer  Office, 

Louisville^  Ky.y  November  ^/,  1890, 

General:  In  compliance  with  circular  letter  of  September  20, 1890, 
I  have  to  submit  the  following  report,  based  upon  a  i)reliminary  exami- 
nation made  under  my  direction  by  Assistant  Engineer  O.  L.  Pctitdidier, 
of  the  Wabash  River,  Indiana,  from  Terre  Haute  to  La  Fayette,  with  a 
view  of  removing  obstructions  of  snags  and  bars  and  reestablishing  the 
navigation  of  said  river  between  those  cities. 

The  river  between  Terre  Haute  and  La  Fayette  is  approximately  107 
miles  in  length,  its  normal  width  being  about  300  to  350  feet  in  the 
upper  half  and  400  to  500  feet  in  the  lower  half  of  that  reach. 

At  the  time  of  examination  the  stage  of  the  river  was  about  8  inches 
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above  that  of  lowest  water.  In  the  .upper  89  miles,  which  were  passed 
over  in  a  row  boat,  there  were  found  to  be  twenty-nine  sand  and  gravel 
bars.  The  depth  over  the  majority  of  these  bars  was  sufficient  to  per- 
mit of  a  boat  drawing  12  inches  being  warped  through  the  best  channel, 
but  in  two  or  tJiiree  cases  a  boat  drawing  10  inches  could  hardly  have 
been  dragged  through. 

The  upper  50  miles  of  the  reach  were  almost  ft'ee  from  snags,  but  the 
latter  increased  rapidly  in  size  and  number  below  Big  Pine  Creek,  the 
mouth  of  which  is  about  60  miles  below  La  Fayette. 

The  stretch  of  river  under  consideration  is  also  crossed  by  a  number 
of  county  road  and  railroad  bridges  unprovided  with  draws,  or  so 
located  ad  to  render  navigation  very  difficult.  At  Attica,  where  three 
bridges  are  located  near  to  each  other,  not  only  is  navigation  very-diffi- 
cult at  any  stage,  but  it  is  almost  impracticable  at  low  water  on  account 
of  the  large  quantities  of  riprap  protecting  the  foundations  of  the  piers. 

The  number  of  bridges  between  La  Fayette  and  Terre  Haute  are  9 
in  number,  located  as  follows:  3  at  Attica;  2  at  Covington;  1  at  Lodi; 
1  at  Montezuma,  and  2  at  Clinton.  The  6  first  mentioned  are  without 
draws,  and  the  minimum  clearance  30  feet  3  inches. 

In  addition  to  the  above  the  remains  of  the  piers  of  a  former  bridge 
obstruct  the  channel  4  miles  above  Covington.  At  present  there  is  one 
small  boat  which  navigates  the  stream,  and  that  one  was  at  the  time  of 
the  examination  tied  up  at  Terre  Haute  waiting  for  a  rise  in  the  river. 

The  freight  carried  on  the  river  is  purely  local  and  comparatively  in- 
significant in  amount  and  value.  It  consists  of  com,  wheat,  staves, 
railroad  ties,  and  some  broken  stone.  The  coal  is  carried  by  the  rail- 
road which  skirts  the  river  for  the  whole  distance  under  consideration. 

In  view  of  the  above  my  opinion  is  that  the  stretch  of  river  referred 
to  is  not  "worthy  of  improvement "  for  the  following  reasons: 

(1)  Owing  to  the  obstructions  due  to  bars  and  bridges  navigation  at 
low  water  is  impracticable ;  at  medium  stage  only  very  small  steamboats 
can  navigate  the  river;  at  high  water  the  bridges  are  complete  obstruc- 
tions to  any  navigation. 

(2)  The  stream  flows  through  an  aUuvial  region  and  its  banks  are 
low  and  easily  washed.  Hence  any  system  of  improvement  looking  to 
the  production  and  maintenance  of  an  unobstructed  navigable  channel 
would  be  so  costly  as  to  render  it  unworthy  of  consideration  at  present. 

(3)  The  result  of  careful  inquiries  does  not  lead  to  the  anticipation  of 
any  important  increase  in  commerce,  and  hence  "  the  present  and  pros- 
"pecUve  demands  of  commerce"  are  too  slight  to  be  worthy  of  consider- 
ation. 

Very  respectfully,  your  obedient  servant, 

Edw.  Maguebe,  . 
Captain  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  Indorsement.] 

TJ.  S.  Engineeb  Offtce, 
Detroit,  Mich.y  November  J?S,  1890. 
Eespectfully  forwarded,  with  rei)ort  that  I  concur  in  the  views  of 
Captain  Maguire  as  herein  expressed. 

O.  M.  Poe, 
Colonel,  Corps  of  Engineers. 
Divhion  Engineer^  Northwest  Divirian* 
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IMPROVEMENT  OF  GREAT  KANAWHA,  ELK,  AND  GAULEY  RIVERS,  WEST 
VIRGINIA,  AND  OF  NEW  RIVER,  VIRGINIA  AND  WEST  VIRGINIA. 


REPORT  OF  COLONEL  WM,  P.  CRAIQHILL,  CORPS  OF  ENGINEERS,  OF- 
FICER IN  CHARGE,  FOR  THE  FISCAL  TEAR  ENDING  JUNE  SO,  1801, 
WITH  OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Great  Kanawha  River,  West  Virginia. 

2.  Operating  and  care  of  locks  and  dams 

on  Great  Kanawha  River,  West  Vir- 
ginia. 


3.  Elk  River,  We?  t  Vircinia. 

4.  Ganley  River,  West  Virginia. 

5.  New  River,   Virginia  and  West  Vir- 

ginia. 


EXAMINATION. 
6.  Elk  River,  West  Virginia,  with  a  view  of  improving  the  same  by  locks  and  dams* 


(For  letter  of  transmittal  see  Appendix  I.) 


III. 

IMPROVEMENT  OF  GREAT  KANAWHA  RIVER,  WTEST  VIRGINIA. 

The  object  of  the  improvement  has  been  to  give  a  depth  of  not  less 
than  6  feet  all  the  year  round  throughout  the  whole  river,  .9(>  miles. 
The  means  are  locks  and  dams.  The  locks  are  about  300  by  50  f(»et 
above  Charleston,  and  about  340  by  55  feet  below.  The  following  table 
shows  the  present  condition : 


Ko. 


Dlstanoe  in  miles  from  Charleston. 


Style  of 
fiam. 


Completed 
in— 


Bamarki. 


26  miles  mbore . 
21  miles  mbove . 
15  miles  above . 
ft  miles  above . 
4  miles  below  . 


Fixed. . .- 
...do... 
Movable . 

do 

do 


U  iiiiloB  l)clow do  . 

22^  miles  lielow do  . 

32  miles  below do  . 


1887 
1882 
1880 
1880 
1886 


In  operation. 

Do. 

Bo. 

Do. 

Do. 
Under  contract. 

Do. 
Site  purchased  September,  1890. 


^418 
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Two  more  sites  wiU  require  to  be  occupied  below  2^0. 9.  Some  dredg- 
ing is  also  necessary  in  some  of  the  jkwIs,  as  well  as  the  occasional  re- 
moval of  snags  and  rocks. 

It  is  exi>ected  that  Locks  7  and  8  will  be  completed  in  1891,  as  well 
as  the  foundations  of  Dams  7  and  8.  When  these  two  locks  and  dams 
are  added  to  the  finished  works,  there  will  be  a  very  great  gain  in  the 
availability  for  navigation  at  all  seasons  on  the  river. 

Mr.  A.  M.  Scott  has  continued  to  exercise  the  local  charge  in  his 
usual  efficient  manner.  His  report,  which  is  appended,  treats  in  detail 
of  the  operations  of  the  year. 

As  the  improvement  of  the  river  has  progressed  the  commerce  on  it, 
notably  the  shipment  of  coal,  has  greatly  increased. 

The  telephone  line  has  been  maintained  between  the  central  oflBce  in 
Charleston  and  the  locks,  and  it  is  used  by  night  as  well  as  by  day, 
being  found  indispensable  for  the  proper  oversight  and  direction  of  the 
operations,  as  well  of  construction  and  of  maintenance. 

A  guage-reader  has  been  kept  at  Kanawha  Falls,  near  which  place 
the  Gauley  joins  the  Kew  to  form  the  Kanawha  Eiver;  and  another  at 
Hinton,  where  the  Greenbrier  empties  into  the  New  Eiver.  The  com- 
pensation of  these  men  is  less  then  $10  a  month  each.  They  send  to 
the  central  office  daily  reports,  by  postal  cards,  of  the  stage  of  the  river 
at  their  respective  stations  and  by  telegraph  when  there  is  a  rapid  rise. 
These  reports  are  necessary  as  warnings  to  the  central  office  in  Charles- 
ton, in  order  that  such  maneuvers  of  dams,  etc.,  may  be  had  in  time,  as 
the  height  and  duration  of  the  freshets  may  require. 

For  perfect  security  a  similar  station  should  be  occupied  at  some 
point  on  the  Upper  Gauley,  and  perhaps  also  on  the  Elk. 

Money  statement. 

July  1, 1890,  balance  unexpended $250, 370. 25 

Amount  appropriated  by  act  approved  September  19,  1890 300, 000. 00 

550,370.25 
June  30, 1891,  amount  expended  during  fiscal  year 135, 895. 23 

July  1,  1891,  balance  unexpended 414, 475. 02 

July  1,  1891,  outstanding  liabilities $4, 000. 00 

July  1,  1891,  amount  covered  by  uncompleted  coiit  rncts 346, 349. 19 

350, 349. 19 

July  1,  1891 ,  balance  available 64, 125, 83 

{Amount*(e8tinia.t«d)  required  for  completion  of  existing  project 670,000.00 
Amount  thatcan  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  500, 000. 00 
Submitted  in  compliance  Willi  requirements  of  sectious  2of  river  and 
harbor  acts  of  1866  and  1867. 
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AhBtrad  of  proposals  for  huilding  Dam  No,  7  of  the  Great  Kanawha  River  improvement^ 
opened  at  the  United  States  En^neer  Office,  Charleston-Kanawha,  W,  Va,,  at  S  p.  m,, 
December  S,  1890. 


ArtiolM. 


Grabbing  and  clearinj]^  complete 

Crib  logR  in  coffordaiu i»<'r  linear  foot. . 

Sheathing per  1,<K)0  foet,  B.M.. 

Cofferdam  filling per  cubic  yard. . 

Common  excavation do. . . 

Hardpan do. . . 

Kock  excavation do. . . 

Embankment do.  - . 

Paddling do . .  - 

Concrete do... 

Rock  face  masonry do . . . 

Pointed  fiuso  masonry do. . , 

Cut  atome  masonry do . . . 

Silla do... 

Coping do... 

Stone  filling do. . . 

Kiprap,  hand-placed do. . . 

Timber  in  permanent  oonstrnction,  mx  1,000 

feet,B.M 

Bolt  holes  in  maaonry,  per  linear  foot , 


Approxi- 
mate 
qoantities. 


85,000 
58,000 
18,000 
14,000 
1,700 

aoo 

1,300 
760 
2,400 
2.250 
480 
90 
200 
600 
400 
900 

94.000 
4,600 


Ko.  1.  Hnnford  & 

Beynolda.  Lock 

7,  W.Va. 


Bid.        Anoimt. 


$0.20 

80.00 

.60 

.90 

1.80 

2.50 

.60 

1.60 

7.25 

10.00 

13.00 

15.00 

16.00 

16.  CO 

1.50 

2.50 

50.00 
.80 


$500.00 

17,000.00 

1,590.00 

7,800.00 

12,600.00 

8,060.00 

600,00 

780.00 

1,125.00 

17,400.00 

22,500  00 

6,240.00 

1,350.00 

4,640.00 

7,500.00 

600.00 

2,250.00 

4.700.00 
1,380.00 


113,515.00 


Ko.2.HoMr&Pet- 

itdidlto>itta- 

bnrg.  Pa. 


Bid.      Amonnt. 


$0.20 

27.00 

.67 

1.00 

1.00 

2.00 

.40 

1.00 

7.00 

12.00 

16.00 

19.00 

23.00 

21.00 

1.50 

2.50 

50.00 


$60.00 

17,000.00 

1,431.00 

8,710.00 

14,000.00 

1,700.00 

400.00 

520.00 

750.00 

16.800.00 

27.000.00 

7.680.00 

1,710.00 

6,670.00 

10,500.00 

600.00 

2.260.00 

4,700.00 
1,840.00 


124,81L00 


Amonnt  available  for  the  contract,  $150,000.    Contract  with  Mnnford  &,  Reynolds. 


Ahstraot  of  proposal  for  building  Dam  No.  8,  of  the  Great  Kanawha  Biver  improvement, 
opened  at  the  United  States  Engineer  Office,  Charleston^Kanawlia,  W,  Fa.,  at  S  p.  m. 
December  19, 1890.  *      >        >         ir 


Articles. 


Grabbing  and  clearing  ooraplcte 

Crib  logs  in  coffonlani por linear  foot. 

Sheathing \wv  I.cmmi  tVtt,  B.  M. 

Coflferdam  tilling por tuhlo yard. 

Excavation » do... 

Kock  excavation do... 

Embankment do. . . 

Puddling do... 

Concrete do... 

Bock  face  masonry do. . . 

Pointed  face  masonry do. . . 

Cut  stono  masonry do. 


Sills. 


toneniling. 


do... 


StonelUing do. . . 

Bip-rap,  hand-placed do. . . 

Timber  in  permaudut  <  uiHtniotiuu per  1.000  feet,  B.  M. 

Bolt  holes  m  maaonry ])or  linear  foot . 


Total. 


Approxi- 
mate qiian- 
titiea. 


Ko.  1.  C.  Irwin 
McDonald,  Pitts- 
burg. Pa. 


Bid. 


79,000 

$0.18 

60,000 

80.00 

12,200 

1.75 

12,000 

.65 

800 

3.00 

1,200 

.60 

750 

1.60 

1.350 

7.50 

1.430 

11.00 

470 

13.00 

90 

17.50 

280 

17.50 

480 

17.50 

600 

1.75 

801 

2.50 

88.000 

50.00 

4,600 

.80 

Amount. 


$100.00 

14,220.00 

1,500.00 

21,850.00 

7,800.00 

2,400.00 

720.00 

1,125.00 

10,125.00 

16,780.00 

6,110.00 

1,575.00 

4,900.00 

8,400.00 

1,050.00 

2,000.00 

4,400.00 

1,380.00 


104,885.00 


Available  for  the  contract,  $110,000. 

As  there  was  bnt  one  bid,  it  was  rejected,  and  proposals  were  again  invited,  to  be 
opened  Fcbrnnry  10, 1891.  Those  being  too  high  in  price,  this  was  finally  accepted, 
and  contract  was  made  with  C.  X,  McDonald* 
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Abstract  of  proposals  for  ironwork  for  anchorage  and  fixed  parts  of  movable  Dams  Nos.  7 
and  8  of  the  Great  Kanawha  River  improi'ementj  opened  at  ths  United  States  Engineer 
Office,  Charleston' Kanawha,  W.  Va,,  at  4 p.  m.,  Fehruury  10,  1891. 

Approximate  quantities : 

Wrouglitiron pounds..    94,000 

Cast-iron : do....  353,000 


Name  and  resideooe  of  bidder. 

Wrought  iron. 

Cast-iron. 

Total. 

No. 

Bid 

per 

pound. 

Amount 

Bid 

per 

poimd. 

Amount 

Amount 

1 

Ainslie,  Cochran  &  Co.,  Louisville,  Ky 

OenU, 

5» 

4 

4 

8.55 

4.65 

3.9 

3.9 

3.75 

3.79 

4.72 

3.3 

^^8 

?4 
4f 

$3,407.50 
3,760.00 

8, 760. 00 
3,760.00 
8,337  00 
4. 277. 00 
3,666.00 
3.666.00 
8, 525. 00 
3,562.60 
4,436.80 
3, 102. 00 
4,465.00 
3.271.20 
7,285.00 
4, 136. 00 

OenU, 

2.4 
3.95 

I 

H 

2785 
3.49 
2.94 
2.45 

^».8 

$8,825.00 
13,061.00 

8,472.00 
13.913.50 
10.148.75 
11,472.60 
11,296.00 
11,472.60 
10, 060, 50 
12,319.70 
10,378.20 

8,648.50 
12,796.25 
10,619.40 
15, 885. 00 
13, 061. 00 

8,236.67 

$12,232.50 

2 
3 

American  Bridge  and  Iron  Co.,  R(MUioke,  Ya 

Hoeflnghoff  &  liane  Foundry  Co.,  Cincinnati, 
Ohio 

16,821.00 
12,232.00 

4 

McHose  St  Lyon  Co.,  Dayton,  Ohio 

17, 703. 50 

5 

Lambert  Bros.  &  Co.,  Ironton,  Ohio 

13,485.75 

6 

Phcenix  Iron  Co.,  Trenton,  N.  J ■. 

15, 749. 50 

7 

Bouton  Foundry  Co.,  Chicago,  HI 

14,962.00 

8 
9 

10 

0.  A.  &,  W.  Thayer,  Charleston,  W.  Va 

Variety  Iron  Works  Co.,  develaiid,  Ohio 

Wm.  fl.  March,  Philadelphia,  Pa 

15, 138. 50 
13,585.50 
15,882.30 

11 
12 
13 
14 
15 
16 

The  Snead  &  Co.  Iron  Works,  Louisville,  Ky. . . 
Russell  Wheel  and  Foundry  Co.,  Detroit,  Mich . . 

Campbell  &  Zell  Co.,  Baltimore,  Md 

Cooper,  Koberts  &  Co.,  Mount  Vernon,  Ohio. . . . 
Scaffe  Foundry  and  Machine  Co.,  Pittsburg,  Pa. 
Dearborn  Foundry  Co.,  CliicM^,  111 

14,815.00 
11,750.50 
17,261.25 
13.790.60 
23,170.00 
17,197.00 

17 

H.  T.  Morrison  aTCo.,  PetersSurg,  Va 

4,386.66  i    21 

12, 623. 33 

■ 

Contract  with  the  Russell  Wheel  and  Foundry  Company. 


Abstract  of  proposals  for  building  Dam  No.  8,  at  the  Great  Kanawha  River  improvement, 
opened  at  the  United  States  Engineer  Office,  Charleston-Kanawha,  W.  Va,,  at  3  p»  m., 
February  10, 1890, 


Gnrbblng  and  clearing  complete 

Crib  logs  in  cofferdam,  prr  linear  foot . 

Sheathing per  1,000  feet.  B.  M. . 

Coffeidnm  filling per  cubic  yard . . 

Excavation do. . . 

Rock  excavation do  — 

Embankment do — 

Puddling do..., 

Concrete do — 

Bock  face  masonry do 

Pointed  face  mamuiry,  pori'ubic  yanl. 

cut  stone  mastuiry do — 

Silla do.... 

Coping do — 

Stone  Ailing do. . . . 

Riprap,  hand  placed do. . . . 

Timbinr  in  permanent  conntrnction, 

per  1,000  feet,  IJ.  M 

BmI  holes  in  masonry,  per  linear  foot. 


Totel. 


Approx 
imate 

quanti- 
ties. 


79,000 

50,  000 

12,  *200 

12,  (»0() 

8U0 

1,200 

750 

1,350 

1,430 

470 

90 

280 

480 

600 

800 

88,000 
4,600 


No.l.   C.  Irwin 

McDonald, 
Pittsburg,  Pa. 


Bid.    Amount 


$0.19 

30.00 

1.90 

.65 

3.00 

.60 

1.50 

7.60 

11,00 

13.00 

17.60 

17.60 

17.50 

1.75 

2.50 

60.00 
30.00 


$100.00 

15. 010.  00 

1,  500.  00 

23, 180. 00 

7, 800. 00 

2, 400. 00 

720.00 

1, 125. 00 

10. 125. 00 

15»730.00 

6,110.00 

1,575.00 

4,900.00 

8,400.00 

1,050.00 

2,000.00 

4,400.00 
1, 380. 00 


107,505.00 


No.2.- JaUy 
Brothers,  Pitts- 
burg, Fa. 


Bid. 


$0.22 

35.00 

1.30 

.90 

3.00 

.90 

1.50 

8.50 

12.00 

13.50 

18.00 

20.00 

20.00 

1.90 

2.60 


Amount. 


$100.00 

17. 380. 00 

1. 750. 00 

15,  860.  00 

10,  800. 00 

2, 400. 00 

1,080.00 

1,125.00 

11,476.00 

17, 160. 00 

6,345.00 

1,620.00 

5,600.00 

9,600.00* 

1,140.00 

2,080.00 


50.00       4,400.00 
20  I        920.00 


.1110,835.00 


No.  8.    I.V. 
Hoag,  jr.,  Pitts- 
burg, Pa. 


Bid. 


$0.20 

30.00 

1.25 

.75 

2.00 

.40 

1.25 

7.25 

11.50 

17.00 

19.00 

20.00 

20.00 

1,50 

5.00 

70.00 
.40 


Amount 


$400.00 

15,800.00 

1,500.00 

15,250.00 

9,000.00 

1.600.00 

•180.00 

937.50 

9,787.50 

16,445.00 

7,900.00 

1.710.00 

5,600.00 

9,600.00 

900.00 

4,000.00 

«,1GO.OO 
1.840.00 


109.000.00 


>U1  rejected,  prices  bein^  too  high. 
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.    ileport  of  mr,  a,  m.  scoit,  assistant  engineer. 

United  States  Engineer  Office, 
Charleston-Kanawha,  W,  Va.,  July  3, 1891. 
Colonel:  I  bave  the  honor  to  submit  the  following  report  on  the  Great  Kanawha 
River  improvement  for  the  year  ending  Juno  30,  1891. 

The  x>rincipal  work  has  been  on  construction  of  Locks  and  Dams  Noe.  7  and  8,  and 
in  maintaining  and  operating  the  fiv^  completed  locks  and  dams.  The  main  works 
under  construction  will  be  given  first. 

LOCK  AND  DAM  NO.' 7— CONSTRUCTION  OF — 
THE  LOCK. 

The  principal  work  on  this  contract  has  been  at  excavating  for  foundations,  plac- 
ing concrete  and  laying  masonry  within  the  cofierdam,  and  at  quarrying  and  cutting 
stone. 

A  description  of  the  exceptional  foundations  of  this  lock  was  given  in  the  last  an- 
nual report,  and  is  found  on  page  2240  of  the  Report  for  1890  of  the  Chief  of  Engi- 
neers. A  general  description  of  the  lock,  cofferdam,  etc.,  is  given  on  page  1948  of  tho 
Report  of  the  Chief  of  Engineers  for  1889.  At  the  close  of  the  year  ending  June 
30,  1890,  528  cubic  yards  of  concrete  and  104  cubic  yards  of  masonry  had  been  placed 
in  the  foundations. 

The  items  of  finished  work  done  on  this  contract  during  the  last  year  are  as  fol- 
lows: 

Concrete cubic  yards  placed..  2,712 

Rock  face  masonry do 1,702 

Pointed  face  masonry do 1, 326 

Bush  hammered  masonry do 234 

Backing  masonry do 4,385 

Sills do....  219 

Quoins do 51 

Timber feet  B.  M.,  placed..  33,540 

Stone  filling do....  489 

Paving cubic  yards  placed. .  87 

Embankment do 2, 298 

Puddling do..:.  233 

Hardpau  excavation do 1, 766 

Common  excavation do 5, 496 

Rock  excavation do 11 

Preparing  stone. — Quarrying  and  cutting  atone  for  the  lock  was  in  progress  tlie 
most  of  the  time  except  when  stopped  by  bad  or  freezing  weather.  During  the  year 
2,972  cubic  yards  of  all  classes  were  out,  1,462  yards  of  wliich  were  face  or  dimeiiKion 
stone  of  dirferent  classes,  tho  remainder  being  squared  and  bedded  backing.  About 
1,600  cubic  yards  of  stone  were  broken  for  concrete  during  the  year. 

Present  state  of  work. — The  river  wall  is  nearly  completed  to  within  4i  feet  (3 
courses)  of  top  of  coping,  being  from  about  24  to  28  feet  above  bed  rock.  The  land 
wall,  including  the  wings,  is  up  on  an  average  to  within  about  8  feet  of  full  heigbt. 
About  the  quoins  the  backing  is  not  quite  so  far  advanced  on  arrount  of  the  anchor- 
age for  the  gates,  the  placing  of  which  is  necessarily  delayed  until  tho  face  stone  are 
nearly  up  to  height. 

The  miter  sills  are  both  finished  except  the  placing  of  the  anchor  bolt^i  an<l  wooden 
cushions.  The  guard  cribs  at  the  head  and  foot  of  lock  are  imrtly  in  and  filled  and  a 
beginning  has  been  made  on  the  shore  paving  and  riprap  at  tho  head.  But  little  has 
been  done  on  th«  embankment  back  of  the  land  wall,  and  the  greater  part  of  the 
paving  and  riprap  has  yet  to  be  placed. 

The  masonry  will  probably  be  finished  by  October  1,  1891,  and  all  of  the  work  em- 
braced by  the  contract,  which  includes  tho  lock  complete  ready  for  the  gates,  com- 
pleted some  time  in  November. 

DAM  NO.  7. 

The  contract  for  building  the  foundations  and  nuiRonry  of  this  dam  was  let  to- 
Munford  &  Reynolds,  tlie  laweat  bidder,  by  agreeuu'ut  with  you  dated  December  29, 
1890,  approved  by  the  Chief  of  fcingineerH.  .January  12,  1891. 

(irnrrol  description. — This,  like  the  otlier  niovabh*  daniB  on  the  river,  is  to  be  a 
Chanoine  wicket  dam  maneuvered  from  a  trcsilo  service  bridge.  Tho  following  cx- 
ENQ  91 15:i 
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tracts  from  the  spccificationB  famishes  a  brief  description  of  the  work  embraced  by 
the  Munford  &  Reynolds  contract. 

The  work  under  this  contract  is  to  consist  of  the  foundations  or  immovable  parts 
of  a  navigation  pass  and  weir  and  of  a  central  pier,  and  an  abutment  with  shore 
crib  and  bank  protection. 

Navigation  Pass, — ^The  foundations  for  the  navigation  pass  will  be  248  feet  long 
and  about  50  feet  wide.  This  part  of  the  work  consists  mainly  of  a  bed  of  concrete 
covered  with  sills,  coping)  naving.  and  timber  as  shown  on  drawings.  The  up  and 
down  stream  faces  to  be  ugnt  walls  of  rock-fafte  masonry,  covered  with  large  bush- 
hammered  sills  and  coping.  The  sills,  coping,  box-supports,  timbers,  etc.,  te  be  an- 
chored, boltccLand  otherwfeo  secured  as  shown. 

The  weir. — liie  weir  reaches  from  the  center  pier  to  the  shore  abutment,  a  dis- 
tance of  about  310  feet.  (The  length  decided  on  for  the  weir  is  316  feet.)  It  con- 
sists principally,  as  shown,  of  the  two  walls  of  masonry,  the  space  between  filled 
with  concrete  and  puddle  of  selected  river-bed  material  and  the  whole  covered  with 
coping,  sills,  and  paving.  The  sills  and  coping  to  be  anchored,  bolted,  etc.,  as  indi- 
cated on  drawings. 

Center  pier. — ^The  center  pier  which  separates  the  navigation  pass  and  weir  will  be 
solid  masonry,  with  rock  and  pointed  face  and  bnsh-hammered  finish,  as  shown  gen- 
erally by  the  drawings.  It  will  have  a  circular  recess  for  navigation  pass  trestle, 
and  be  covered  with  neavy  coping  as  shown. 

The  ahvtmentf  etc. — The  abutment  will  be  of  masonry,  mainly  of  rock  and  pointed 
face.  It  will  have  bush-hammered  comers  and  be  covered  with  heavy  coping.  A 
trestle  recess  will  be  built  in  it  as  shown.  The  space  between  the  wings  will  be 
principally  filled  with  selected  material,  put  in  in  layers  and  rammed.  Loose  stone 
of  gopd  size  will  be  placed  against  the  back  part  of  the  abutment  walls,  as  directed 
by  the  engineer,  to  form  a  drain  leading  to  an  opening  in  the  lower  wing. 

A  retaining  crib  will  be  built  below  the  abutment  as  indicated  on  drawings ;  it 
will  be  of  squared  white  oak  framed  and  drift-bolted  and  filled  with  stone.  The 
space  between  the  abutment  wings  and  the  top  of  the  retaining  crib  will  be  covered 
with  large-sized  hand-placed  riprap.  The  bank  back  of  and  above  and  b^ow  the 
abutment  and  crib  will  be  ^aded  and  protected  by  spalls  and  hand-placed  riprap  to 
such  extent  as  may  be  required  by  the  engineer. 

Foundations. — The  character  of  the  river  bed  and  of  the  proposed  foundations  for 
the  different  parts  of  the  work  are  shown,  in  general  character,  in  the  drawings  and 
cross  sections  exhibited.  It  appears  that  the  bed  rock  is  covered  with  a  consider- 
able thickness  of  "hardpan"  (a  hard,  indurated  clay  and  cemented  gravel),  and  this, 
with  bowlders,  gravel,  and  finer  material  forming  the  river  bed.  ITie  top  of  the 
hardpan  will  be  generally  found  at  a  depth  of  from  about  8  to  10  feet  below  low- 
water  mark.  The  bed  rock  at  the  lower  end  of  the  lock  where  the  end  of  the  navi- 
gation pass  Joins  it  is  found  about  16  feet  below  low- water  mark,  but  the  elevation 
of  the  rock  is  likely  to  vary  considerably  either  above  or  below  this  depth  in  the 
different  parts  of  the  dam. 

It  is  proposed,  as  shown  generally  by  the  drawings,  to  rest  part  of  the  works  di- 
rectly on  tne  bed  rock,  and  the  remainder  on  the  hardpan. 

The  main  part  of  the  foundations  of  navigation  pass  and  weir,  the  upstream  walls 
of  both,  and  the  principal  part  of  the  pier  and  abutment  will  be  built  on  the  "  hard- 
pan"  described  above:  the  downstream  walls  throughout,  or,  as  in  part,  the  con- 
crete under  them  will  oe  carried  down  to  bed  rock,  found,  as  stated,  about  16  feet 
below  low-water  mark. 

The  contractors  began  work  in  January  by  putting  a  small  force  to  work  breaking 
stone  for  concrete,  arranging  for  materials  for  cofferdam,  etc.  They  decided  to 
build  a  dredge  for  first  use  on  this  contract,  and  owing  to  delay  in  finishing  it,  and 
afterwards  to  a  rise  in  the  river  beginning  May  29,  operations  in  the  water  were  de- 
layed over  a  month. 

Dredging  for  the  first  section  of  the  cofferdam,  which  is  to  inclose  150  feet  of  the 
navigation  pass  next  to  the  lock,  was  begun  June  18.  The  dredging  on  the  line  of 
this  section  is  now  about  half  done,  and  a  beginning  has  been  made  on  the  coffer 
itself,  the  fii-st  crib  being  sunk  June  27. 

Towards  preparing  materials  the  contractors  have  cut  85  cubic  yards  of  face  stone 
and  broken  1,425  cubic  yards  for  concrete.  They  have  also  at  the  site  14,000  feet,  B. 
M.y  of  dimension  oak  for  navigation  pass. 

LOCK  Am)  DAM  NO.  8 — CONSTRUCTION  OF — 
TUB  LOCK. 

Work  on  this  contract  has  been  directed  mainly  to  laying  masonry  inside  the  coffer 
dam  and  in  quarr^'ing,  transporting  and  cuttingstone  for  same. 

The  cofferdam  lor  the  lock,  as  Rtatcd  in  the  last  Annual  Report,  was  so  far  com- 
pleted that  the  pumps  were  started  June  21, 1890,  and  excavation  Inside  commen<^ 
the  24th. 
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The  first  stone  was  set  July  14,  and  except  16  dfiys  interruption,  during  the  fall  by 
high  water,  the  laying  of  masonry  was  in  progress  until  November  22,  when  opera- 
tions inside  the  cofferdam  were  suspended  for  the  winter. 

The  pumps  were  started  agaui  May  6.  The  water  was  exhausted  on  the  8th  and 
the  work  cleaned  of  winter  deposit,  derricks  raised,  etc.,  so  that  the  laying  of  ma- 
sonry was  resumed  May  14.  Between  tliis  date  and  June  30,  16  days  were  lost  on 
masonry  work  by  high  water. 

The  quantities  of  finished  work  done  on  this  contract  during  the  year  are  as  fol- 
lows: 

Rock-faced  masonry cubic  j^ards,  placed . .  493 

Pointed-face  masonry do 844 

Bush-hammered  masonry '. do 172  ^ 

Backing  masonry \ do 3, 056 

Sills do.-..  25 

Quoins , do 43 

Timber feet,  B.  M . ,  placed . .  30, 000 

Stone-filling cubic  yards,  placed. .  494 

Paving do 16 

Embankment do 1, 200 

Puddling do....  288 

Common  excavation do 5, 180 

Rock do 600 

Preparing  stone. — The  quarrying  and  cutting  of  stone  for  the  lock  was  practically 
suspended  about  2^  mouths  during  the  wint<'r ;  with  this.exception  it  was  in  progress 
all  the  time  and  generally  with  good  forceK.  During  the  year  4,145  cubic  yards  of 
stone  were  pfeparc^d,  2,368  yards  of  which  were  face  or  dimension  stone  of  different 
classes,  the  rest  being  squared  and  bedded  backing.  This  stone  was  nearly  all  quar- 
ried at  Sattes,  10  miles  above  Lock  8,  and  brought  to  the  yard,  near  the  site,  by  the 
Kanawha  &  Michigan  Railroad. 

Presentsiate  of  work. — ^The  land  wall  is  built  up  to  within  8  feet,  or  five  courses,  of 
top  of  coping,  being  about  14  feet  from  bed  rock.  The  upper  wing  is  up  to  full 
*  height  at  end,  and  puddled.  The  river  wall  has  four  courses  complete,  including 
foundation  course,  making  a  height  of  about  7  feet  from  rock,  and  considerable  sot 
on  the  next  two  courses.  Nothing  has  been  done  towards  setting  the  miter  sills  (they 
are  all  cut)  exc(*pt  to  partly  excavate  and  j)repare  the  bed  rock  for  the  foundation 
course  under  them.  The  guard  crib  at  the  head  of  the  river  wall  and  the  one  at  the 
foot  of  the  land  wall  are  i)artly  in  and  filled.  But  little  has  been  done  yet  on  the 
embankment  and  loose  stone  drain  back  of  the  land  wall.  Some  paving  (16  cubic 
yards)  has  been  set  next  to  the  lock  at  the  head ;  with  this  exception  all  of  the  bank 
protection  (paving  and  riprap)  has  yet  to  be  placed. 

It  is  expected  that  this  contract,  which  embraces  the  masonry,  guard  cribs,  and  bank 
protection  complete,  in  short,  the  lock  complete  ready  for  the  gates,  will  be  finished 
during  the  present  working  season. 

DAM  NO.  8. 

The  contract  for  building  the  foundation  and  masonry  of  this  dam,  including  the 
center  pier,  abutment,  and  shore  protection  complete,  ready  for  the  wickets  and 
trestles,  was  made  with  the  lowest  bidder,  Mr.  C.  I.  McDonald,  by  agreement  ap- 
proved by  the  Chief  of  Engineers,  March  12,  1891. 

General  description. — This  dam,  except  as  to  character  and  depth  of  the  foundations 
and  length  of  weir,  is  to  be  the  same  as  No.  7,  described  above.  The  weir  will  bo 
292  feet  long;  the  navigation  pass,  like  the  others,  248  feet. 

The  foundations  will  be  built  on  solid  rock  throughout,  found  on  the  line  of  dam 
at  a  depth  averaging  about  8  feet  below  low-water  mark. 

The  sill  of  the  navigation  pass  and  of  the  weir  will  have  the  same  relative  refer- 
ences as  at  No.  7,  the  one  being  13  feet  and  the  other  8^  feet  below  the  level  of  upper 
pool. 

The  contractor  began  building  a  steam  dredge  for  use  on  this  contract  in  March. 
Quarrying  stone  and  breaking  stone  for  concrete  were  begun  in  April. 

Dredging  for  the  first  section  of  the  cofferdam  which  incloses  150  feet  of  the  pass 
next  to  the  lock  waa  begun  May  6.  The  first  cofi'er  crib  was  sunk  May  12.  Opera- 
tions on  the  river  were  stopped  May  29  by  a  rise  in  the  river,  at  which  time  the  cribs 
for  this  first  coffer  were  nearly  all  placed  and,  to  a  considerable  extent,  filled.  Owing 
to  high  water  the  building  of  the  cofiordam  was  not  resumed  until  June  15.  The 
rise  carried  a  good  deal  or  the  filling  out  of  the  unfinished  coft'ei*,  but  none  of  the 
cribs  were  moved. 

The  cribs  are  now  all  placed;  they  are  about  two-thirds  filled  and  some  banking  in. 
If  not  interrupted  again  by  a  rise  this  section  of  tJie  cofler  will  be  ready  for  the 
pumps  about  July  15. 
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The  contractor  has  cut  198  cubic  yards  of  face  and  dimension  stoiie^ostly  pointed 
and  rock  face  and  sills,  and  broken  500  cubic  yards  for  concrete,  llie  stone  comes 
from  Sattes,  from  the  same  quarries  that  the  stone  for  the  lock  is  taken.  It  is 
brought  down  by  rail  and  cut  in  the  yard,  near  the  site. 

IRONS.— ANCHORAGE,  BOXES,  ETC.,  FOR  DAMS. 

A  contract  for  furnishing  and  delivering  the  irons  for  the  anchorage  and  fixed 
parts  of  dams  Nos.  7  and  8,  including  wicket  and  trestle  boxes,  hurters,  slides,  sills, 
disks,  bolts,  etc.,  for  dams  Nos.  7  aud  8,  embracing  329,108  pounds  of  cast  iron  and 
88,370  pounds  of  wrought  work,  was  let  to  the  lowest  bidder,  the  Russell  Wheel  and 
Foundry  Company,  of  Detroit,  by  agreement  approved  by  the  Chief  of  Engineers, 
March  10, 1891. 

The  contract  was  completed,  the  irons  all  being  delivered  at  the  steamboat  land- 
ings at  the  locks,  in  June. 

LOOK  NO.  2  (fixed  DAM).— OPERATING. 

The  lock  has  been  in  good  order  and  regular  operation.  Locking  was  suspended 
143  hours  during  the  year  by  high  wat^r.  The  commerce  through  the  lock  during 
the  year  was  as  follows : 

Coal bushels..  1,073,000 

Coke tons..  13,795 

Miscellaneous  freight,  merchandise,  produce,  etc.,  by  steamboats do 4, 452 

Lumber  and  logs feet,B.  M..  100,050 

Coal  barges number  . .  243 

Steamboats do 1, 377 

Other  craft do 140 

Passengers do 5, 432 

Number  of  lockages  made 1, 451 

Ripraping. — Id  addition  to  ordinary  repairs  about  the  works  about  400  cubic  yarfls 
of  stone  wore  boated  across  the  river  and  used  to  repair  and  strengthen  the  riprap 
and  paving  on  the  abutment  side. 

LOCK  NO.  3  (fixed  DAM).— OPERATING. 

Locking  was  suspended  6  days  and  4  hours  by  high  water,  and  38  days  and  6  hours 
to  place  the  now  tilling  valves  and  hang  the  new  lower  gates.  The  new  valves  and 
gates  will  be  referred  to  below. 

The  principal  items  of  commerce  through  the  lock  during  the  year  were  as  follows : 

Coal bushels..  1,637,000 

Coke tons..  13,795 

Miscellaneous  freight,  merchandise,  produce,  etc.,  by  steamboats  ..do 6,521 

Lumber  and  logs feet,  B.  M..  814,150 

Coal  barges number..  367 

Steamboats do....  1,485 

Other  craft : do....  75 

Passengers do  — .  8, 666 

Lockages  made do 1, 571 

New  filling  valves.— The  difficulty  with  the  old  valves  is  described  in  former  annual 
reports  of  the  Chief  of  Engineers,  mainly  on  page  1753  of  the  Report  for  1888,  and 
need  not  be  further  referred  to  here.  The  new  valves  are  like  those  at  Lock  No.  2 
(except  that  they  are  one  foot  longer,  being[  6  feet  lonfj  instead  of  5)  and  are  maneu- 
vered in  the  same  way.  A  general  description  of  the  f^o.  2  valves  and  of  the  manner 
of  operating  them  is  given  on  page  1752  of  the  Report  of  the  Chief  of  Engineers  for 
18^ 

The  new  valves  were  put  in  last  August.  The  building  of  the  lock  chamber  coffer- 
dam was  begun  August  3,  and  the  lock  was  in  operation  again  September  1. 

The  placing  of  the  new  valves  necessitated  considerable  changes  in  and  additions 
to  the  timber  work  in  the  platform  and  supports  of  the  head  bay.  A  good  deal  of 
jiains  was  taken  to  make  ti^ht  work  all  about  the  head  bay  and  reduce  leakage  to 
the  minimum.  The  anchoring  of  the  platform  and  valve  supports  was  done  by  long 
wedge  bolts  from  the  floor  to  the  bed-rock  and  by  wedge  bolt  and  strap  connections 
in  masonry  and  bents.  To  make  room  for  the  ends  of  tne  valve  shafts  and  levers  the 
top  course  of  projecting  masonry  under  the  gate  recesses  had  to  be  removed. 

The  working  of  tlie  valves  is  liirrhly  satist'actory.  There  is  no  pcrc<»ptible  leakage 
about  them  or  any  part  of  the  head  bay.  an<l  tlie  Uwk  is  filled  at  full  12  feet  head  in 
4  minutes.  The  valves  being,  as  stated  above,  1  fo(»t  longer  than  at  Loc'k  2,  souie 
anxiety  was  felt  about  the  power  for  opculii{j,  but  there  is  no  tl'ouble  about  this] 
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one  man  with  a  turn  and  a  half  of  the  ca^pstan  easily  opens  a  pair  of  the  valves 
(making  a  clear  opening  of  25  feet)  against  lull  head  in  10  seconds. 
^  Since  the  new  lower  gates  were  put  in,  lockages  are  made  with  siugle  emptying  or 
filling  in  about  7  minutes. 

Neic  lower  gates, — These  are  descjibed  on  pages  2241-2  of  the  Report  of  the  Chief 
of  Engineers  for  1890.  The  building  of  the  gates  waa  finished  in  July ;  they  were 
raised  and  hung  in  September  after  the  new  filling  valves  were  put  in.  llie  gates 
prove  a  fraction  too  long,  causing  some,  but  not  material,  leakage  about  the  miter; 
with  this  exception  they  are  a  nice  job  of  work  and  fitting.  Besides  overcoming  the 
difficulties  of  the  old  solid  gates^  described  in  the  last  Annual  Report,  the  new  gates 
have  two  more  valves  than  the  old  ones  (five  in  each  leaf  instead  of  four)  increas- 
ing the  discharge  area  25  per  cent.  They  are  also  nearly  25  per  cent,  lighter  than 
the  old  gates,  each  leaf  weighing  about  46  tons  against  61  in  the  old  ones. 

The  gates  were  built  and  hung  and  the  new  valves  placed,  including  the  changes  in 
the  head  bay,  by  hired  labor.  The  foreman  of  carpenters,  Mr.  J.  S.  Williams,  is  en- 
titled to  praise  for  skill  and  energy  displayed  in  executing  the  work. 

THE  MOVABLE  DAMS. 

The  three  completed  Chanoine  dams  with  their  locks  have,  with  the  exception  of 
the  damage  to  the  service  bridge  at  No.  5,  described  below,  been  in  good  order  and 
regular  operation  during  the  year. 

As  usual  a  good  deal  was  done  at  each  of  the  locks  in  the  way  of  repairs,  princi- 
pally by  the  regular  lock  hands,  in  keeping  the  works,  buildings,  and  grounds  in 
order.  The  prominent  or  exceptional  repairs  are  mentioned  below  under  that  head. 
A  brief  account  of  operations  at  each  of  the  movable  dams  is  here  given. 

LOCK  AND  DAM  NO.  4. 

The  dam  was  up  182  days  in  the  year.  The  rest  of  the  time  it  was  kept  down, 
owing  to  high  or  sufiicient  stages  of  water.  The  maneuvers  of  the  dam  and  some  of 
the  principal  items  of  commerce  at  No.  4  are  given  in  the  following  tables : 


Maneaveraofdam. 

Dat«. 

Time 
taken. 

Men  em- 
ployed. 

Remarks. 

Lowered      .....  ...... 

Oct.  24 

6  00 
27  00 

3  30 

13  30 

2  30 
8  30 

5 

5to6 

6 

5 

4 
5 

Delayed  by  partial  failure  of  tripping 

bar  and  drift. 
Delay  wl  by  bar  being  olf  guides  and 

high  water. 
Somo  delay  in  lowering  bridge  caused 

by  ice. 
First  raising.    Considerable  deposit 

on  works. 

No  difficulty. 

Do. 

Raised 

Nov^7toll 

Dec.  20 

Lowered • 

Kaised 

May  land  2 

May28 

Lowered    .     .  ....... 

Raised 

June  20 

: r ■: z- 

Coal bushels . . 

Coke tons... 

Lumber  and  logs feet,IJ.M.. 

Coal  barges number . . 

Steamers do — 

Other  craft do 

Number  of  lockages do — 


Through 
the  lock. 


2, 530, 100 


552,300 

676 

1,068 

58 


Through 
the  naviga- 
tion pass. 


5,120,000 


259,600 

1,047 

1,242 

40 


Total. 


7,662,000 
13,795 
811,000 
1,723 
2, 310 
98 
1,220 


Prtymineni  repairs  at  Ko.  4. — The  hull  of  the  service  boaf  being  worn  out  a  new  one 
has  just  been  purchased  for  it.  The  derrick,  cabin,  etc.,  will  be  transferred  to  the 
new  hull. 

The  difficulties  experienced  with  the  tripping  bar  on  the  lock  side  makiug  it  ad- 
visable to  shorten  it  (it  was  cut  off*  32  feet  m  1888  and  8  improved  shunting  hurters 
put  in),  twelve  more  of  the  improved  hurters  have  been  procured.  They  will  be 
placed  during  low  water  this  summer.  This  will  leave  fourteen  wickets  on  that  side 
and  thirteen  on  the  pier  section  to  be  operated  by  the  bars. 

Twenty  new  weir  wickets — the  woodwork  for — were  buUt  during  the  winter  to 
replace  tne  old  ones  as  needed. 

LOCK  AND  DAM  NO.  5. 

The  dam  was  kept  np  133  days  during  the  year.  It  would  have  been  up  about  50 
longer  but  for  the  damage  to  the  service  bridge  September  11  describep  below. 
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Hie  maneuvers  of  the  dam  and  the  most  importHnt  it-ems  of  commerce  at  the  lock 
are  given  in  the  following  tables : 


Haneayers  of  dam. 


Date. 


Time 
taken. 


Men  em- 
ployed. 


Semarka. 


Lowered. 
Baiacd.. 
Lowered 

Raised.. 

Lowered, 
Raised.. 


Oct.  11.. 
Nov.  18 . 
Dec.  20  . 


h,  fik 


May  1  and  2  . 


S[ay28 

June  27  and  28. . 


7  00 
20  00 


1  10 
11  00 


6to6 
4to5 


5 
4to6 


See  •'  repairs  "  below. 

Do. 
Lowering  hindered  considerably  by 

ice. 
Considerable  time  taken  to  remove 

winter  deposit,  repair  chains,  etc. 
No  diibculty. 
Tripping  bar  found  off  guides. 


Coal 

Coke 

Lumber  and  logs 

Shmglee 

Coal  oargea 

Steamboats 

Other  craft 

Number  of  lockages  made. , 


bushels. 

tons 

-feet,  B.  M 

number. 

do.... 

do... 

do... 


Throuch 
the  lock. 


4, 165, 500 


930, 050 

751, 000 

900 

1,073 


Through 
the  naviga- 
tion pass. 


10, 109, 100 


438,700 


1,871 
1,711 


Totals. 


14,274,800 

13,795 

1, 368, 750 

751,000 

2,831 

2,784 

121 

1,250 


Damage  to  service  bridge^  repairSj  etc. — On  the  night  of  September  10  32  loaded  coal 
barges  broke  loose  in  the  No.  5  pool  from  the  works  of  tlie  Peel  Splint  Coal  Company, 
located  on  opposite  sides  of  the  river  about  3^^  miles  above  No.  5,  and  8  of  them  were 
carried  down  and  lodged  against  the  service  bridge  of  the  dam.  The  rest  of  the 
barges  either  grounded  about  the  heads  of  islands  or  were  sunk  before  they  reached 
the  dam.  There  was  a  small  rise  in  the  river  at  the  time  and  the  coal  operators  in 
4  and  5  pools  had  all  been  notified  that  evening  that  the  dams  might  be  lowered  dur- 
ing the  night.  The  river  did  not  come  up  enough,  however,  to  make  it  necessary  t-o 
throw  the  dams  and  they  were  accordingly  held  \\\^. 

The  highest  point  of  this  rise  in  the  open  river  below  Dam  No.  6  was  6.05  feet, 
channel  gauge,  at  abont  8  a.  m.  of  the  11th.  On  the  10th  this  gauge  read  3.10  feet 
at  7  a.  m.  and  4  feet  at  7  p.  m.  Tlie  highest  point  at  Kanawha  Falls  was  5.80  feet 
at  8  p.  m.  of  the  10th,  making  a  change  there  of  3.60  feet  in  13  hours.  The  highest 
point  at  Dam  4  occurred  about  midnight  of  the  10th,  when  there  was  1.15  feet  over- 
flow on  pass  wickets,  the  weir  wickets  being  all  swung.  This  was  suflSciont  to  make 
considerable  current  in  the  pools  (though  not  enough,  of  course,  to  break  loose  any 
kind  of  craft  that  was  properly  tied)  and  to  bring  the  heavily  loaded  barges  against 
the  bridge  with  considerable  force.  (It  will  be  remembered  that  this  occurred  in 
the  night  and  without  any  notice.  The  barges  got  to  No.  5  between  3  and  4  o'clock 
in  the  morning).  Eight  barges  were  lodged  against  the  bridge.  On  the  pass 
towards  the  pier  end  they  were  three  deep,  two  of  them  sunk,  one  on  top  of  the 
other,  and  the  third  resting  on  them  and  against  the  tops  of  the  trestles.  Nearer  the 
lock  the  wreck  of  a  barge  was  turned  up  on  its  side,  the  bottom  tight  against  the 
bridge.  Two  barges  were  sunk  on  the  weir,  both  lying  lengthwise  against  the 
bridge,  obstructing  nearly  the  entire  waterway  between  the  pier  and  abutment. 
Some  of  the  barges  struck  the  trestles  head  on/ but  they  all  stopped  or  sunk  broad- 
side against  the  bridge,  thus  materially  contracting  the  waterway  and  increasing 
the  head  and  pressure  of  the  boats  against  the  work.  There  was  2  feet  overflow  on 
crest  of  pass  wickets  at  highest. 

The  weir  trestles  were  badly  wrecked,  the  most  of  them  being  jammed  down 
against  the  wickets  (which  were  "  on  the  swing  ")  so  tight  that  the  latter  could  not 
be  lowered  or  moved.  The  pass  bridge  was  mostly  intact,  but  could  not  be  put  down 
on  account  of  the  barges  against  it.  'Ihe  pass  wickets  were  standing  and  had  to  be 
left  up  to  slacken  the  current  until  the  barges  could  be  moved. 

It  was  very  important  to  clear  the  dam  and  get  it  down  as  soon  as  possible,  as 
another  rise  in  the  river,  with  the  sunken  boats  above  the  work;  would  have  resulted 
in  most  serious  damage  to  both  bridge  and  wickets. 

The  Government  dredge  and  towboat  and  a  force  of  hired  laborers  were  set  to  work 
at  once  tearing  out  the  sunken  boats.  By  the  evening  of  the  14th  the  work  had 
progressed  far  enough  to  admit  of  lowering  the  entire  dam,  getting  it  out  of  the  way 
of  further  injury. 

The  damage  done  on  the  pass  consisted  in  breaking  down  or  badly  bending  10 
bridge  trestles.    On  the  weir  39  trestles  wcro  more  or  b\s8  injured  j  a  number  of  them 
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vreie  broken  off  at  the  shaftB,  and  all  of  the  39  were  badly  bent.  Several  bridge  rails 
were  broken  and  a  few  of  thorn  lost. 

The  boxes  and  anchorage  of  the  trestles  were  all  fonnd  intact.  The  bridge,  although 
80  badly  used,  stood,  all  considered,  remarkably  well.  It  performed  a  very  impor- 
tant service  in  keeping  the  barges  from  reaching  the  wickets,  or  dam  proper,  and  the 
latter  were  entirely  uninjured.  If  the  barges  had  struck  or  c^otten  against  the  wick- 
ets, either  on  pass  or  weir,  the  damage  would  of  course  have  been  much  more  serious. 

Many  of  the  broken  trestles  had  to  be  almost  entirely  rebuilt.  The  work  was 
partly  done  in  the  shop  at  the  site  and  partly  in  Charleston.  It  was  delayed  some, 
waiting  for  new  channel  iron,  and  the  replacing  of  the  trestles  was  hindered  con- 
siderably by  high  water.  The  repairs  were  completed  and  the  dam  raised  Novem- 
ber 18. 

The  cost  of  the  repairs  and  of  tearing  out  the  sunken  boats,  including  wages  of 
regular  lock,  dredge,  and  towboat  hands  while  employed  at  it  (but  not  including 
use  of  dredge  and  towboat),  was  about  $2,280.  Outside  of  wages  of  regular  hands 
and  use  of  boats  the  affair  cost  the  Government  about  $1,450. 

In  reference  to  the  breaking  loose  of  the  barges,  as  regards  the  Peel  Splint  Coal 
Company,  there  would  seem  to  be  no  question  but  that  it  was  due  to  insufficient 
fastenings.  In  the  case  of  the  Wini£rede  Coal  Company  it  is  not  so  clear,  for  the 
barges  of  the  Peel  Company  broke  loose  first,  came  down,  or  swung  around,  and 
struck  the  Winifrede  fleet,  breaking  their  barges  loose.  In  this  connection  it  may  be 
proper  to  add  that  the  Winifrede  Company  has  commenced  proceedings  in  the  circuit 
court  of  Kanawha  County  against. the  Peel  Company  for  damages  sustained  by  this 
'^  runaway,''  claiming  that  the  latter  company  was  negligent  about  tying  up  its 
barges. 

A  few  days  after  the  accident  I  had  the  honor  to  recommend  to  you  that  the  Qov- 
emment  take  steps  to  recover  from  the  Peel  Coal  Company  on  account  of  damages  and 
expense  incurred  by  it  at  No.  5. 

With  a  system  of  movable  dams  it  is  very  necessary  to  the  safety  and  usefulness 
of  the  works  that  proper  diligence  be  exercised  in  securing  barges  or  any  other  oraft 
that  are  tied  up  in  the  pools. 

LOCK  AND  -DAM  NO.  6. 

The  dam  was  up  178  days  during  the  year.  The  rest  of  the  time  it  was  down, 
owing  to  high  or  sufficient  stages  of  water.  The  maneuvers  of  the  dam  and  the 
commerce  at  this  work  are  given  in  the  following  tables  : 


Maneiivors 
of  dani. 

Date. 

Time 
taken. 

Men  em* 
ployed. 

Remarka. 

Lowered 

Aug.  28 

h.m. 

1  36 

4 

No  trouble. 

Raised 

Aug.  30 

«45 

4 

Do. 

Lowered 

Oct.      fi 

205 

5 

Some  delay  by  log  under  one  paas  wiokAt. 

Kaii»e<l 

Oct.    11 

7  00 

5  ,  No  trouble. 

Lowerotl 

0<.t.    24 

2  00 

5          Do. 

Kaiued 

X<)V.    8 

6  00 

4  to  5  '        Do. 

Lowered 

I)(«.     8 

1  10 

6  ;       Do. 

Raised 

Dec.   14 

7  20 

3  to  5  1        Do. 

Lowered 

Dec.   22 

2  20 

4     Some  delay  by  drift  under  one  wicket. 
4  to  5     Closing  delayed  by  ateamer  Budd^  injuring  ft 

Raised 

Mav  1,  4 

12  00 

paM  trestle. 

Lowennl 

May  28 

1  30 

4     No  trouble. 

Raiawl 

.Tune  17 

8  00 

3  to  5  ,        Do. 

Lowered 

Juno  20 

1  10 

4 

Do. 

Raised 

June  27 

7  00 

3to5 

Do. 

Note. — The  reason  of  the  frequont  lowering  of  Dam  6  is  given  on  page  1947  of 
Report  of  Chief  of  Kngineers  for  1889. 


Through 
the  lo<Mc. 


Through 
the  naviga- 
tion paaa. 


Total. 


Coal buahels. 

Coke tons. 

Miscollaneoui^  fivi'^lit,  uioichandiHt',  iiro<lucc,  etc 

Lumber  and  logs feet,  B.  M. 

Bark cords. 

Railroad  ties uumber. 

Stayoa do... 

Coal  bargos do... 

Steamboats do. . . 

Other  craft do. . . 

Passengers do. . . 

Number  of  lockages 


3«  048, 000 


18,3U,800 


13.751 
524,000 


30,100 


1,261 
1,098 
92 
0,280 
1,308 


27,899 

5.475,850 

815 

36,000 

220,000 

2,731 

1,479 

48 

12,578 


22.292,800 

13,796 

41,660 

6,999,850 

816 

06,100 

220,000 

8,992 

2,677 

140 

18,868 
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MISCELLANEOUS  WORK. 

Site  of  Lock  and  Dam  No.  9, — ^The  papers  for  the  title  to  the  land  purchased  for  the 
site  of  Lock  and  Dam  No.  9  were  completed,  approved,  and  recorded  so  that  you  paid 
for  the  land  early  in  September,  1890. 

Iron  work  for  locks. — The  irons  for  gate  and  anchorage,  Huefasteninss,  etc.,  for  Locks 
7  and  8,  and  for  the  new  lower  gates  at  Lock  3,  contracted  for  witn  the  Queen  City 
Bridge  and  Steam  Forging  Company  in  March,  1890,  were  completed  and  delivered 
in  July. 

Dredging  J  removing  ohstruciionsy  etc. — ^The  Government  dredge  was  in  operation  from 
July  9  to  October  24.  With  this  exception  it  has  been  laid  up.  The  dredge  and  tow- 
boat  with  crows  were  at  work  12  days  dredging  at  the  approaches  of  the  finished 
locks,  mainly  at  Nos.  2,  3,  and  5;  24  days  in  tearing  out  the  sunken  coal  barges  at 
Dam  5  and  in  No.  5  pool,  and  assisting  with  repairs  at  No.  5;  and  11  days  at  Lock  3, 
helping  to  launcli,  raise,  and  hang  the  new  gates.  The  remainder  of  the  time,  until 
stopped  by  high  water  and  laid  up  for  the  season,  the  dredge  and  towboat  were  em- 
ployed at  the  head,  of  Witcher  Creek  Shoal,  in  No.  5  pool  deepening  and  widening  the 
towing  channel.  Seven  sunken  coal  barges  were  torn  up,  all  from  the  "runaway" 
of  September  11,  five  at  Dam  5  as  before  described,  and  2  in  the  channel  at  Witcher 
Creek  Shoal. 

The  crane  boat  with  a  force  of  from  8  to  10  men  under  Capt.  George  Wright,  pilot, 
worked  12  days  last  fall  removing  obstructions  from  the  channel  and  public  coal 
harbors  below  Charleston.  The  work  was  stopped  by  high  water  October  22.  It 
has  been  continued  this  season  by  the  towboat  Bee  with  the  crane  boat  when  the 
condition  of  the  river  atlroitted.  Altogether  135  snags  and  trees,  38  rocks,  and  a  part 
of  a  wrecked  barge  were  removed  between  Lock  6  and  the  head  of  Knob  Shoal. 

Telephone  repairs. — In  addition  to  ordinary  re|>airB  to  the  telephone  line,  272  new 
poles  were  put  up  during  the  year. 

Gauge  records. — The  daily  gauge  records  and  reports  at  Hinton  and  Kanawha 
Falls — the  latter  by  telephone— have  been  kept  up;  also  the  gauge  records  at 
Charleston,  Point  Pleasant,  and  at  each  of  the  locks.  New  gauge  cribs  for  bottom 
sections  were  built  at  Hinton  and  Kanawha  Falls. 

Office  work,  assietance,  etc. — ^Aside  from  the  engineering  and  drafting  work  required 
at  the  locks  under  construction,  the  most  important  items  of  office  work  were  the 
plans,  specifications,  and  estimates  for  the  foundations  and  masonry  and  for  the 
anchorage  and  fixed  irons  of  Dams  Nos.  7  and  8.  Considerable  has  also  been  done 
on  the  design  and  drawings  for  the  movable  irons  for  these  dams.  One  man  has 
been  at  work  since  January  on  the  detail  drawings  of  Lock  and  Dam  No.  7,  ordered 
by  the  Chief  of  Engineers,  for  publication. 

The  organization  has  remained  about  as  it  was  la«t  year,  and  I  beg  leave  to  refer 
to  the  continued  valuable  services  of  Mr.  Theodore  Schoonmaker  and  Mr.  Thomas  E. 
Jeffries,  assistant  engineers,  on  construction  of  Locks  7  and  8  during  the  working 
season,  and  in  this  office  on  plans  and  drawings  in  the  winter.  Mr.  C.  K.  McDer- 
mott,  civil  engineer,  who  rendered  such  efficient  service  on  this  work  from  1873  to 
1882,  resumed  connection  with  it  last  September,  and  has  since  been  engaged,  partly 
inspecting  on  construction,  but  mainly  at  drafting  in  this  office.  Mr.  William  M. 
Peyton  has  continued  to  attend  to  the  accounts  and  clerical  work  and  to  look  after 
the  property  on  the  improvement. 

Charleston  and  Southside  Bridge. — Under  your  directions  to  look  after  this  wagon 
bridge  built  over  the  Great  Kanawha  at  Charleston  during  the  year,  as  regarded  its 
conformity  with  the  law  and  report  of  the  board,  occasional  meiisurements  of  and 
reports  on  it  have  been  made.  The  bridge  was  begun  in  July  and  finished  in  April. 
It  has  three  through  truss  spans  with  girder,  trestle,  and  embankment  approaches. 
The  center  or  channel  span  is  415  feet  and  the  shore  spans  144  each  between  centers. 
The  channel  span  is  400  feet  in  the  clear  at  low  water,  as  required  by  law.  The 
law  requires  this  span  to  be  at  least  29  feet  above  the  local  highest  water  and  at 
least  75  feet  above  low  water.  It  is  somewhat  above  the  maximum  requirements  as 
to  height  everywhere  (it  is  7  inches  above  at  the  center),  except  under  the  first  panel 
post  at  the  Charleston  end,  where,  owing  to  some  miscalculation  in  levels  or  possible 
settlement  of  masonry,  it  is  about  three-eighths  of  an  inch  low. 

This  is  the  second  bridge  over  the  Great  Kanawha,  the  other  being  the  railroad 
bridge  at  Point  Pleasant,  finished  in  1888.     No  complaint  has  been  made  by  navi- 
gators about  either  of  these  bridges  and  they  are  thought  to  be  satisfactory  both  as 
to  location  and  construction  to  all  of  the  river  interests. 
Very  respectfully,  your  obedient  servant^ 

Addison  M.  Scott. 

JResident  Engineer, 

Col.  William  P.  Craighill, 
Corps  of  Engineers,  U,  S.  A. 
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COMMEKCIAL  STATISTICS. 

UxiTKD  Statks  Exginker  Office, 
CharU'nton-Kanairhay  W.  Va,,  Jnlif  If),  1S91, 

Statement  shmving  the  number  of  tons  of  coal  and  coke  shipped  from  the  Great  Kanawlia 
Valley,  helmc  Kanawha  FaU«,  for  the  H'reral  years  named. 


Year  ending 

Shipments. 

Yejir  ending 
June— 

Sliipinents. 

Jane— 

By  river. 

By  railroad. 

Total. 

By  riv<»r. 

Ttnu. 

O'iO,  335 

801,  025 
1.070,872 

966. 462 
1.  030. 454 

iiy  railroatl. 

Total. 

1881 

Ton». 
385, 148 
614, 818 
736, 843 
712, 493 
714, 465 

Tont. 
265,266 
531,610 
482. 307 
581,889 
558,150 

Tons. 
050.414 
],146,42(( 
1,219,210 
1,231,382 
1,272,615 

1 
1887 

Tnn». 
766. 436 
8W,  507 
881, 'ii5 
1.  U97. 337 
1,146,721 

Tom. 
1,69.1,771 

1883 

'  1888 

1,642,  :>:)2 

1884 

1889 

1890 

1,9.58, 117 

1885 

2, 063, 799 

1886 

1891 

2. 177, 175 

Tonnage  statement  of  the  Great  Kanawha  Hirer  for  the  year  endiny  June  oO,  1801, 


Tons. 

Coal  and  coke,  25,761,346  buahels 1 ,  030,  454 

Timber,  23,300,000  feet,  B.  M 38, 8;{3 

Oak  atavei*,  762,500 2,288 

Tan  bark,  265  conls 290 

Railroad  ties,  625,500 87,570 


Hooppolo8,  1,280,000 

Mercbanditic  and  iiroiluce  by  Ktoamf  mats . 

Total  tojinage 


Tons. 
1,920 
64,000 


>:>,  355 


Respectfully  Bubmitted. 


Col.  William  P.  Craighill, 

Corps  of  Engineers,  U.  S.  A, 


Addison  M.  Scott, 

Resident  Engineer, 


I  I  3. 

OPERATING   AND    CARE    OF    LOCKS    AND  DAMS    ON    ORE.VT    KANAWHA 
RIVER,  WEST  VIR(ilNlA. 

During  the  fiscal  year  tlie  oxi)eiise  of  oporatinjj:  the  hx'k.s  and  dams 
on  the  Great  Kanawha  liiver,  in  West  Virginia,  has  been  i)aid  in  the 
manner  indicated  by  section  4,  act  of  July  r>,  18S4. 

In  compliance  with  the  proviso  to  that  section,  which  recinires  the 
rendition  of  an  itemized  statement  of  such  expenses,  I  have  the  honor 
to  forward  the  inclosed  pai)er. 


Statement  of  amount  expended  during  the  Jimal  year  vnding  June  ,VK  1S9I,  out  of  the  gen- 
eral  appropriation  for  *' operating  and  van-  of  vanah  and  other  works  of  narigation," 
in  operating  and  keeping  in  repair  the  locks  and  dams  on  the  Great  Kanawha  Hirer, 
JVest  Virginia. 

Lock  and  Dam  No.  2 : 

For  wages  of  roijnlar  lock  hands jjrj,  174. 25 

For  rejmirs  and  extra  lab<ir 2*»H.  87 

For  snpplioM,  as  ]inints,  oils,  fuel,  tools,  ♦•tc 11^8.  Ii"> 

For  freights  and  transimrtatiou 6. 83 

2,587.80 
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J^ock  and  Dam  No.  3: 

For  wages  of  regular  lock  Laiuls - $2, 280.  OU 

For  repairs  and  extra  labor 2, 477. 48 

For  supplies,  as  paints,  oils,  fuel,  tools,  etc 147. 47 

For  freight*  and  transportation 23. 26 

4,928.21 


Lock  and  Dam  No.  4 : 

For  wages  of  regular  lock  hands 2,280.00 

For  repairs  and  extra  labor - 799. 86 

For  supples,  as  paints,  oils,  fuel,  tools,  etc 129. 11 

For  freights  and  transportation 11. 13 

3,220.10 


Look  and  Dam  No.  5: 

For  wages  of  regular  lock  hands 2,135.92 

For  repair  and  extra  labor 2, 066, 08 

For  supplies,  as  paints,  oils,  fuel,  tools,  etc 172. 75 

For  freights  and  transportation 22.38 

4,387.13 


Lock  and  Dam  No.  6: 

For  wages  of  regular  lock  hands 2,245.25 

For  repairs  and  extra  labor.* 330. 95 

For  supplies,  as  paints,  oils,  fuel,  tools,  etc 162. 13 

For  freights  and  transportation 5. 61 

2,743.94 


Superintendence  and  central  office  expenses : 

Wages 3,424.09 

Rent  and  supplies t 281. 96 

Freights  and  transportation 26.89 

3,732.94 


Dredging  at  locks  and  part  of  running  expenses  of  steamboat : 

Wages 1,381.57 

Repairs  and  supplies 50.08 

Freights  and  transportation 2. 42 

1,434.07 


Telephone  line : 

For  rent  of  instruments 140.00 

For  repairs  and  supplies 338. 79 

For  freights  and  transportation 17. 26 

496.05 


Gaui^e  reports: 

For  pay  of  gauge  keepers  and  reporters  at  Hinton  and  Kanawha  Falls  143. 28 

For  repairs  and  supplies 161. 70 

For  freights  and  transportation .35 

305.33 
Total 23,835.57 
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I  I  3. 

mPROVEMENT  OF  ELK  RIVER,  WEST  VIRGINIA. 

Nothing  was  done  during  the  year  ending  June  30, 1890.  A  small 
force  was  employed  from  the  16th  to  23d  of  October,  1890,  in  removing 
snags  and  logs  from  the  channel  and  cutting  leaning  trees  from  the 
banks  between  Morris  Creek  and  Blue  Creek  Island.  Morris  Creek  is 
22J  miles  from  Charleston  and  Blue  Creek  13  J.  Fifteen  snags  and  logs 
were  taken  out  and  14  trees  cut  down,  and  an  old  boiler  was  removed 
from  the  channel  at  the  foot  of  Blue  Creek  Shoal.  Operations  were 
suspended  by  a  rise  in  the  river  October  23, 1890,  and  could  not  be  re- 
sumed in  1890  or  in  1891  until  May  19. 

The  project  approved  for  the  expenditure  of  the  last  appropriation  of 
$2,500,  September  19, 1890,  fgr  this  river,  including  the  small  balance 
left  over  of  the  old  appropriation,  contemplated  the  completion  of  the 
blasting  work  in  Webster  County,  below  Addison,  stopped  at  Painter 
Lick  Shoal  in  November,  1888  (Report  of  Chief  of  Engineers  for  1889, 
page*  1966,  etc.),  and  some  work  between  Sutton  and  the  mouth  of  the 
river  in  repairing,  strengthening,  and  altering  chute  walls  and  remov- 
ing obstructions. 

The  only  work  done  during  the  year  was  in  removing  obstructions  in 
the  interest  of  push  boat  and  steamboat  navigation  in  the  lower  part  of 
the  river,  the  principal  part  of  the  project  being  advisedly  postponed 
until  low  water  duiing  the  summer  and  fall;  it  will  probably  be  com- 
menced early  in  August,  1891. 

At  removing  obstructions  in  the  lower  river  something  wa«  done  in 
September  and  October,  1890,  but  the  work  was  stopped  for  the  season, 
October  22,  by  high  water.  It  was  resumed  May  19, 1891,  and  has  been 
under  way  since,  with  a  small  force  of  hired  laborers,  when  the  condi- 
tion of  the  river  would  admit.  The  principal  items  of  work  done,  in- 
eluding  what  was  accomplished  last  fall,  consisted  in  taking  out  163 
snags,  stumps,  logs,  etc.,  18  large  rock,  and  cutting  a  number  of  leaning 
trees. , 

The  work  was  done  between  the  foot  of  Queen  Shoal  and  Jarrett 
Ford.  The  former  is  25  miles  and  the  latter  12  miles  from  the  mouth  of 
the  river.    This  work  is  still  in  progress. 

The  law  of  September  19, 1890,  called  for  an  examination  of  the  river 
with  a  view  to  improving  the  same  by  locks  and  dams.  A  report  on 
the  subject  was  submitted  December  13, 1890.* 

Money  statement. 

July  1, 1890,  balance  unexpended $574.89 

Amoont  appropriate  by  act  approved  September  19,  1890 2, 500. 00 

3,074.89 
Jane  90, 1891,  amount  expended  during  fiscal  year 320. 58 

July  1, 1891,  balance  unexpended 2, 754. 31 

July  1,  1891,  outstanding  liabrnties 1,000.00 

July  1,  1891,  balance  available 1,754.31 

(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893      2, 500. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
I     harbor  acts  of  1866  and  1867. 

•  See  Appendix  1 1  a! 
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Commercial  HlaiislU-ii  for  Elk  Itiver,  fVest  Virginia. 


Year  eDcling  June— 


1883. 
1884  . 
1885. 
1886. 
1888. 
1889. 
1H90. 
1891  . 


Saw  logs 

and 
lumber. 


Feft  B.  M. 
5, 200, 000 
5, 975, 000 
5, 100,  000 
15, 361, 000 
15,»;)0,000 
15,750.000 
26, 650, 000 
irz,  995, 000 


Eailroad 

ti08. 


100,000 
125, 000 
250.000 
251),  000 
330. 000 
295.000 
330, 000 
412,500 


Oak  staves. 


898,  .334 
1, 222, 500 
1, 433, 750 
1, 845,  000 
1, 210,  000 
1, 600. 000 
1, 380, 000 

800,000 


Hoop 
poles. 


500,000 
150,000 
125,000 


Hickorj 
spoken. 


Oak  tAii 
bark. 


Cord9. 


350,000 
568,000 
200,000 


300 
500 


T<innage 
of  tiiulMtr 
products. 

Ton9. 
24,790 
30,700 
33,500 
68,510 
71,150 
70, 200 
89.880 

103,700 


The  amount  of  general  merchandise  and  produce  carried  on  the  river  during  the 
lawt  ypAF  is  estimated  at  11,000  tone,  making  the  total,  with  the  timber  products  as 
above,  114,700  tons. 


II  4. 

IMPKOVEMENT  OF  GAULEY  RIVER,  WEST  VIRGINIA. 

During  the  fiscal  year  ending  June  30, 1890,  notMng  was  done  ujwn 
this  river,  the  number  and  height  of  the  freshets  having  made  it  uneco- ' 
nomical  to  organize  a  force  for  the  expenditure  of  the  small  available 
balance,  as  so  much  time  would  have  been  lost  and  but  small  results 
could  have  been  shown. 

Operations  were  resumed  in  July,  1890,  in  the  belief  that  funds  would 
be  supplied  in  that  month  by  a  new  appropriation,  but  the  appropria- 
tion of  $3,000  was  not  made  until  after  the  middle  of  September.  Mean- 
time work  was  necessarily  suspended  the  last  of  August  for  want  of 
money  and  it  was  too  late  after  the  appropriation  was  available  to  com- 
mence again  in  1890. 

Some  preparations  were  made  toward  the  end  of  May,  1891,  for  the 
resumption  of  operations  on  the  river,  but  high  water  has  abnost  en- 
tirely prevented  work  in  June.  A  little  has  been  done  toward  the  close 
of  the  month  at  the  head  of  Big  Creek,  Pool,  and  Winding  shoals  in  re- 
arranging some  of  the  regulating  walls  of  loose  rock.  These  shoals  are 
respectively  If,  2,  and  2^  miles  from  the  mouth  of  the  river. 

Money  statement. 

July  1,  1890,  balance  unexpended $1,684.58 

Amount  appropriated  by  act  approved  September  19,  1890 3, 000. 00 

4,e»4.58 
June  30,  1891,  amount  expended  during  fiscal  year 1, 745. 62 

July  1,  1891,  balance  unexpended 2, 938. 96 

July  1,  1891,  outstanding  liabilities 600. 00 

July  1,  1891,  balance  available 2, 338. 96 

{Amount  (estimated)  required  for  completion  of  existing  project 4, 000. 00 
Amount  that  canbeprotitablyexpende<l  in  fiscal  year  ending  .June  30, 1893      4, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  186B  and  1867. 
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REPOKT  OF  MR.    WM.    PROCTOK  SMITH,  ASSISTANT  ENGINEER. 

Gauley  Bridge,  W.  Va.,  September  22 y  1890. 

Colonel:  I  have  the  honor  to  submit  the  following  report  of  operations  on  the 
improvement  of  Gauley  River,  West  Virginia,  for  the  season  of  1890. 

From  the  23d  of  June  to  2(1  of  July  the  time  was  devoted  to  getting  tools,  boats, 
and  men  in  readiness  to  begin  actual  work  in  the  river.  Gauges  were  made  and  es- 
tablished at  several  poSlts  with  their  zero  at  ordinary  low  water. 

Laborers  could  not  be  obtained  until  the  7th  of  July,  although  the  river  was  clear 
and  low  for  the  week  previous.  On  that  date,  however,  the  work  was  l)ogun  at  the 
mouth  of  the  river  and  continued  without  intennission  until  the  31st  of  August,  at 
which  time  work  was  suspended  temporarily  for  lack  of  funds,  and  this  suspcnsi(m 
continues  to  the  date  of  this  report.  The  intervening  time  was  used  by  the  assistant 
en^neer  in  measuring  up  the  work  for  the  season  and  making  sketches  of  the  various 
points  at  which  obstructions  were  encountered,  and  getting  together  data  for  and  iu 
writing  this  report. 

A  channel  from  20  feet  to  40  feet  wide  and  2  feet  deep  at  ordinary  low  water  was 
made  through  three  solid  sandstone  ledges  and  12  shoals  of  loose  rock,  from  the  mouth 
of  the  river  to  Rich  Creek,  a  distance  of  8  miles,  to  a  pool  1^-  miles  in  length. 

In  this  distance  occur  one  shoal,  Foster's,  6f  miles  above  the  mouth  of  the  Gauley, 
and  two  small  shoals  immediately  above  that  were  not  improved  for  tiie  reason  that 
the  lumber  and  boatmen  wished  Mill  Shoal,  a  very  bad  one,  cleared  out,  and  they, 
if  no  more  money  should  become  available  this  season,  could  manage  to  make  a  small 
channel  through  the  three  shoals  mentioned  that  would  answer  the  purpose  until  the 
work  could  be  properly  done. 

The  small  rises  in  July  and  August  carried  some  of  the  loose  stone  to  the  foot  of 
three  of  the  shoals  below  Twenty-Mile  Creek  and  there  deposited  them,  lesseuingtlie 
depth  somewhat,  but  not  sufficient  to  impede  the  passage  of  the  boats.  It  was  thought 
that  high  water  would  remove  these  obstructions,  but  two  subsequent  rises  of  5  feet 
and  6  feet  failed  to  do  it,  so  the  work  will  have  to  be  done  by  manual  labor.  To  do 
this,  finish  up  the  three  shoals,  and  trim  up  the  work  generally  will  cost  about  $150.  In 
connection  with  this  subject  it  may  be  said  that  the  gauges  are  placed  in  the  pools  read- 
ing zero  at  ordinary  low  water;  when^  these  gauges  read,  say,  10  inches  below  zero, 
the  water  in  the  chutes  in  the  shoals  does  not  stand  at  that  height,  but  2  or  3  inches 
lower;  it  seems  to  slip  away  to  the  pools  and  sides  of  the  river  at  the  shoals. 

At  these  low  stages  of  the  river  the  boats  only  carry  one-half  loads. 

From  the  circumstances  mentioned  above  it  is  thought  it  would  be  difficult  work 
to  make  a  channel  2  feet  deep  at  extreme  low  water,  for  it  would  drain  the  pools  and 
a  sluice  would  have  to  be  made  the  entire  length  of  the  river. 

At  Scrabble  Creek  and  Buck  Ford,  which  were  worked  at  in  the  fall  of  1888,  when 
the  Avater  continued  so  high  it  was  difficult  to  locate  the  work  properly,  it  was  found 
necessary  to  make  some  changes  which  involved  more  work  than  was  anticipated, 
owing  to  which  the  project  could  not  be  completed  with  the  funds  available. 

The  combined  width  of  ledges  and  shoals  worked  through  amounts  to  6,368  feet. 
To  do  this  work  the  following  materials  were  used  and  Labor  })erformed : 

The  total  amount  of  stone  removed  was  2,282  cubic  yards — 212  cubic  yards  of  this 
were  solid  rock,  and  2,070  cubic  yards  loose  rock.  This  stone  was  built  into  side 
and  wing  walls  the  aggregate  length  of  which  amounts  to  9,144  feet,  varying  in 
width  from  11  feet  to  3  feet,  and  in  height  from  5  feet  to  |  foot.  The  cost  per  cubic 
yard  of  solid  rock  was  $2,  and  of  loose  rock  50  cents,  measured  in  the  walls. 

There  were  204  holes  drilled  and  the  same  number  of  shots  fired.  Tlie  drilling 
amounted  to  446  feet. 

Tlie  average  work  of  a  set  of  three  men  per  day  of  8  hours  was  15  feet  of  drilling. 

Two  hundred  and  eighty-four  cartridges  of  Ajax  and  Criterion  powder,  containing 
40  per  c<;nt.  nitroglycerin,  were  used,  and  900  feet  of  double-taped  fuse.  • 

One  and  four-tenths  cubic  yards  of  solid  rock  were  loosened  per  bl:i8t.  There  were 
672  days*  work  of  8  hours  at  $1.20  per  day.  Nine  days  were  lost  out  of  a  jjosHible  48. 
The  average  number  of  men  per  day  was  14f.    Highest  number  24,  lowest  number  7. 

Four  small  rises  occum*d  averaging  2.7  feet,  and  one  of  5.3  feet.  S«'])teniber  10, 
after  work  was  stopped,  the  river  rose  6  feet  in  4^  hours.  The  highest  gauge  reading 
was  4.5  feet  above  and  the  lowest  1  foot  below  zero. 

It  raised  more  or  less  17  days  from  7th  July  to  31st  of  August. 

For  names  of  shoals,  their  distances  from  the  mouth  of  the  river,  and  the  *|uantity 
and  quality  of  material  removed,  reference  is  made  to  the  table  accompany  nig  this 
report. 

One  rock  boat  and  two  canoes  were  hired  and  tools  bought  to  replace  those  re- 
turned to  the  Great  Kanawha  River  Improvement: 

The  iiroperty  is  storetl  with  J.  H.  >liller,  jr.,  at  Guuley  Ihidg**.  'I'ltrcr  hativiux 
and  thrre  llatboats,  drawing  about  16  inches  with  their  avmige  load  t»r  1»,(HK>  feet  of 
lumber,  arc  now  in  use  on  the  river,  and  thicc  more  will  be  put  on  soon. 
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There  are  8  sawmills,  avorcigiii^  12,000  feet  per  day  and  ooe  stavemill  on  tli6 
tributaries  of  the  Gauley  within  the  limits  of  the  work  this  season.  The  lumber 
being  shipped  is  ash,  poplar,  walnut,  and  oak. 

The  boatmen  and  lumbermen  seem  to  be  well  satisiied  with  the  work,  except  that 
they  fear  some  difficulty  in  Alill  ^lioal  as  the  channel  is  crooked.  It  would  have 
been  better  to  have  a  straight  channel  here,  but  time  and  means  did  not  permit.  A 
boat  loaded  with  lumber  passed  through  this  chute  last  week  without  trouble, 
which  shows  the  channel  to  be  much  improved,  for  this  could  not  have  been  done 
before  the  shoal  was  workofl  at. 

An  examination  was  made  of  Little  and  Big  Roughs,  respectively  12  and  13  mUes 
fiom  thfj  mouth  of  the  river,  with  a  vicAv  to  improving  them  for  the  purpose  of 
floating  lt»g«,  and  it  is  thouj^fht  that  the  work  will  not  be  difficult. 

There  is  a  boom  in  the  Gauley  River  sc'ction  at  present  and  large  tract-s  of  coal, 
farming,  and  timber  lands  have  been  sold  at  enhanced  prices. 

Respectfully  submitted. 


Col.  Wm.  p.  Craighill, 

Engineer  CorjtSj  U.  S.  A. 


Wm.  Proctor  Smith, 

Assistant  Engineer, 


Table. 


IName  of  ahoal  or  ledge. 


Junction  of  Gauloy  and  New  IJivers. 

Scrabble  Creek  I.edgo 

Bucks  Ford  I.edju'c 

Biff  C reek  Sh  oal '. 

Pool  Shoal 

Winding  Shoal 

Kincaid  Shrjal 

Durden  Shoal 

Durden  Kiuple 

Long  Shoal 

Twenty-Mile.  Shoal 

No.  1,  above  Twenty-Mile 

Ko.  2,  above  Twenty -Mile 

No.  3,  above  T went'v-Milc 

Mill  Shoal 1 


Total. 


Pistanee 
from  the 
month  of 
Gauley, 


Mile*. 
0 
i 

3 

G 

7J 


Width  Of 
leclgea 

and 
shoala. 


Feet. 

200 
330 
3.'t9 
840 
283 
400 
52.-) 
404) 
168 
776 

1,464 
2('5 
143 
100 

1,075 


7,314 


Solid 
rook. 


30 

r»3 

116 

2 


Looae 
rock. 


Cn.ydg. 


G2 

32 

166 

53 

161 

6 

207 

421 

138 

61 

20 

647 


212  I 


2,070 


Total. 


€^.  yds. 
30 
53 

212 
64 
32 

166 
53 

163 
6 

207 

421 

140 
61 
20 

654 


2,282 


Commercial  statistics  for  Gauley  Eiver,  West  Virginia, 


Tear  ending 
June  30— 

Saw  logs. 

Lumber. 

Staves. 

Tonnage of 
timber. 

Produce, 
etc. 

Total  from 
Gauley. 

Merchan- 
dise to 
Gauley. 

1888        

Feet. 

691.800 
890,  400 
384, 800 
384, 700 

Feet. 
2, 53.5.  300 
3,G15,(KJ0 
4, 4.V2,  500 
4,701,300 

.      177,400 
274, 200 

7,121 
9,491 
9, 676 
10, 347 

Tons. 
36 
78 
90 
89 

Tom. 
7,151 
9,560 
9,766 
10,436 

Tons. 

750 

1889 

1,322 

1890         

1,965 
1.964 

1891 

100, 000 

This  commerce  is  carried  on  with  four  bateaux  and  four  flatboats,  drawing  about 
18  inches  of  water,  and  of  18  tons  capacity  each. 


I  I  5. 

IMPROVEMKNT  OF  NKW  Rn'EK,  VIKGIMA  AND  AVEST  VIRGINIA. 

After  a  siisiK'iisioii  of  tlio  operations  for  some  years  for  want  of  funds 
an  appropriation  of  J?H),(MK)  was  made  Aii<»ust(»,  1880,  applicable,  how- 
ever, only  to  the  portion  of  the  river  above  the  Lead  Mines  in  Wythe 
Oounty,  Va. 
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Doubt  having  arisen,  in  view  of  the  changed  condition  of  affairs  on 
and  near  the  river,  as  to  the  propriety  of  expending  this  appropriation, 
at  once,  it  was  decided  by  proper  authority  to  defer  operations  until  tlie 
will  of  Congress  could  be  farther  ascertained. 

In  the  river  and  harbor  act  of  August  11, 1888,  it  was  directed  that 
the  balance  should  be  si)ent  in  improving  the  river  between  Ivanhoe 
Furnace,  in  Wythe  County,  and  the  mouth  of  Wilson  Creek.  Opera- 
tions in  accordance  with  this  direction  were  commenced  in  June,  1889, 
and  continued  until  October  10, 1889.  The  work  done  was  in  the  neigh- 
borhood of  Ivanhoe  Furnace,  and  was  continued  until  necessarily  sus- 
pended by  high  water.  A  balance  of  $2,341.79  was  left,  which  still  re- 
mains. 

The  expenditures  on  this  river  up  to  1886  were  highly  usefal,  but 
since  that  time  the  situation  has  changed.  In  a  report  of  April  17, 
1891,  given  below,  it  was  recommended  that  the  remaining  balance  be 
not  spent  at  present.    To  this  the  Secretary  of  War  agreed. 


Money  statement. 

July  1,  1890,  balance  unexpended $2,341.79 

July  1,  1891,  balance  unexpended 2,341.70 

Amount  (estimated)  required  for  completion  of  existing  project 159, 000. 00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


1 


report  of  colonel  wm^  p.  ceaighill,  corps  of  engineers. 

United  States  Engineer  Office, 

Baltimore  Md.,  April  17j  1891. 

General  :  A  balance  of  $2,341.79  remains  of  the  last  appropriation 
for  l!^ew  Eiver,  Virginia  and  West  Virginia,  of  $10,000,  August,  1886. 
For  reasons  which  will  appear  below  it  is  believed  the  expenditure  of 
this  balance  would  be  a  waste  of  money. 

The  law  of  June  10, 1872,  called  for  a  survey  of  the  river  from  the 
mouth  of  the  Greenbrier  at  Hinton,  W.  Va.,  to  the  Lead  Mines  in  Wythe 
County,  Va.  A  full  report,  with  maps,  was  submitted  in  a  shoit  time 
thereafter,  which  may  be  found  in  the  Annual  Eeport  for  1873,  pages 
842-854.    This  included  128  miles  of  the  river. 

Three  plans  of  improvement  were  estimated  for,  viz:  1st,  a  2-feet 
bateaux  navigation,  to  cost  $100,000;  2d,  a  3-feet  steamboat  navigation 
without  locks,  to  cost  $1,000,000;  3d,  a  system  of  locks  and  dams  for  a 
navigation  of  5J  feet,  to  cost  $2,600,000. 

The  first  appropriation  was  made  in  1876,  $15,000;  work  was  com- 
menced in  1877  and  continued  several  years  on  the  section  of  the  river 
indicated,  with  good  results  for  a  fine  country  bordering  the  stream, 
but  ui)  to  that  time  much  undeveloped.  The  railroads  of  the  country 
at  that  time  were  the  Norfolk  and  Western,  which  crossed  the  river  in 
Pulaski  County,  in  the  southwest  part  of  Virginia;  and  the  Chesapeake 
and  Ohio,  which  touched  it  at  the  mouth  of  the  Greenbrier,  at  Hinton, 
in  West  Virginia,  and  then  ran  along  its  banks  to  its  junction  with  the 
Gauley,  where  the  two  form  the  Great  Kanawha. 

The  law  of  June  18, 1878,  called  for  a  survey  of  the  upper  portion  of  the 
river,  62  miles  in  length,  from  the  Lead  Mines  in  Wythe  County  to 
the  mouth  of  Wilson  Creek  in  Grayson  County,  Va.,  near  the  border 
of  North  Carolina.    The  report  in  full  may  be  found  in  the  Annual  Be- 
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-port  for  1879,  Part  I,  pages  538-546.  Three  estimates  were  presented 
.for  this  part  of  the  river  also,  which  has  but  one-half  the  length  of  the 
lower  portion  already  referred  to.  These  estimates  were  as  follows, 
viz:  1st,  for  a  2-foot  bateaux  navigation,  to  cost  $115,000;  2d,  for  a 
3-foot  steam  navigation,  $1,200,000;  3d,  a  5-foot  steam  navigation, 
$1,000,000,  with  locks  and  dams. 

The  plan  of  improvement  adopk^d  for  the  whole  river  was  that  which 
would  cost  the  least,  $215,000,  and  called  for  a  navigatioti  of  2  feet  at 
low  water.  There  were  appropriations  in  1880, 1881 ,  and  1882.  Meantime 
the  usefulness  of  the  river  became  less  and  less  as  a  means  of  transjiorta- 
tion,  due  much  to  the  great  development  of  the  railroad  systems,  in 
some  parts  paralleling  tlie  river;  and  because  of  the  great  cost  of  the 
improvement,  especially  in  the  upper  portions,  was  greatly  out  of  pro- 
l)ortioiK  to  the  advantiiges  under  the  changed  conditions. 

Here  attention  may  be  called  to  the  eftect  of  the  changing  conditions 
whi(!h  sometimes  arise,  and  New  Kiver  is  a  striking  illustration  of  it. 
In  a  country  rich  in  minerals  and  agricultural  products,  a  natural  water- 
way may  be  of  the  greatest  value,  especially  if  there  be  no  competing 
railroads,  and  the  cost  of  its  improvement  be  not  very  great.  In  course 
of  time  competing  railroads  are  built,  the  topography  being  favorable. 
If  the  expense  of  the  improvement  of  the  river  be  great  and  tlie  avail- 
able monc»y  little,  the  railroads  will  take  the  business  and  the  river  be- 
comes comparatively  unimportant.  This  has  for  some  years  been  the 
sitiiaticm  in  the  New  lUver  country,  especially  the  upjier  portion. 

In  time,  as  population  increases  and  great  mining,  hianufacturing, 
and  agricultural  interests  become  enlarged,  th(»  importance  of  the  nat- 
ural water  way  again  increases  to  such  air  extent  as  to  justify  a  higher 
style  of  improvement,  and  in  many  instances  the  construction  of  canals 
is  also  found  advantageous.  This  condition  has  been  rea(*hed  in  several 
of  the  great  European  States,  and  will  l>e  in  time  in  the  United  States. 

New  lliver  has,  however,  not  reacthed  this  stage.  It  is  at  present  in 
the  s(u»ond  stage  of  comparative^  unimportance. 

This  ccmdition  seems  to  have  been  recognized  l)y  Congress,  as  may  bo 
inferred  from  the  fact  that  then^  Avcrc*  no  appropriations  for  New  River 
in  18S3,  1884,  and  188.").  July  1,  ISSU,  tliere  was  a  balance  remaining 
nncxi)cnded  of  J?.S,00()  from  the  a]>i)ro])riati(m  of  August  2,  1882.  This 
l)crtaiiu*d  by  si)ecial  designation  of  the  law  to  the  iM)rti(m  of  the  river 
above  Fost<n*  Falls,  which  were  not  i passable.  The  balance  remained 
unexjiended  because  of  the  impjissability  of  these  falls.  As  the  discon- 
nection with  routes  of  transportation  caus(id  by  these  falls  would  prac- 
tically disappear  on  the  completion  of  the  railroad  then  being  con strutced 
uf)  Cripple  Creek,  and  as  boats  could  then  sliij)  to  the  railroad  their 
freight  at  Porter  Ferry  above  the  l(»ad  mines  and  the  falls,  it  was  con- 
cluded to  improve  the  condition  of  Williamson  Ledges  and  Shoals  for 
temporary  uses.  This  work  was  continued  as  late  as  the  season  alh>wed, 
a  small  balance  of  funds  being  h^ft  unexpended,  but  not  large  enough 
to  justify  the  resumption  of  oi)erati<)ns  in  the  summer  of  1880. 

There  was  an  ai>pr()priation  of  810,000  in  the  law  of  August  5,  188(5, 
applicable  only  to  the  portion  of  the  ricrr  above  the  lead  mines,  the  most 
expensive  portion.  When  the  money  l)ecame  available  it  was  too  late 
to  commence  0|K?rations  in  1886.  I'or  more  than  one  reason  it  seeme<l 
inexpedient  to  expend  this  appropriation  in  the  year  ending  June  30, 
18SS.  Th(*  portion  of  the  river  to  wliich  it  was  apjdicable  is  above  Fos- 
ter Falls,  and  thes(»  can  only  be  passed  ])y  one  or  two  locks  for  the  eon- 
si  vuetion  ot*  which  ihe  money  aA'ailable  was  altogether  inade(|uat(% 
There  nyus  also  strong  reason  for  doubt  whether,  considering  the  prcs- 
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ent  development  of  that  section  of  the  country,  the  construction  of  such 
locks  would  be  justifiable,  even  if  the  money  were  available.  The  con- 
struction of  railroads  near  this  stream  had  diminished  very  much  the 
importance  of  the  improvement  of  the  portion  above  .Foster  Falls. 
After  a  careful  reexamination  of  the  subject  and  a  reconnoissance  of 
the  river  and  its  vicinity,  it  was  decided  by  the  Secretary  of  War  to 
postpone  the  expenditure  of  the  appropriation  until  the  will  of  Con- 
gress could  be  further  ascertained. 

In  the  river  and  harbor  act  of  August  11, 1888,  it  was,  however, 
directed  that  the  balance  should  be  spent  in  improving  the  river  between 
Ivanhoe  Furnace,  in  Wythe  County,  atid  the  mouth  of  Wilson  Creek, 
the  most  expensive  part  of  the  work.  Operations  in  accordance  with 
this  specific  direction  were  therefore  commenced.  June  9, 1889,  and  con- 
tinued until  October  10, 1889. 

In  1885  there  was  a  channel  2  feet  deep  and  20  feet  wide  from  Ivan- 
hoe Furnace  to  within  600  feet  of  the  head  of  Wilkinson  Shoals  and 
Ledges,  a  distance  of  3.9  miles. 

In  1889  this  channel,  w^ith  the  same  width  and  depth,  was  extended 
to  the  lower  end  of  the  approach  to  the  Gulf,  a  di^tanpe  of  6  miles  from 
the  initial  i)oint,  with  four-tenths  of  a  mile  fttrther  up  the  river  par- 
tially improved.  This  is  obviously  a  v.ery  local  improvement^  made  al- 
most entirely  in  rock  at  great  expense  and,  in  my  opinion,  oi  no  value 
whatever.  No  work  was  done  in  the  calendar  year  1890,  and  none  has 
been  possible  as  yet  in  1891,  the  water  being  too  high  and  too  cold. 
*  •  • .  •  •  «  * 

No  ai)propriation  ha«  been  made  since  1886. 
Very  respectfiilly,  your  obedient  servant, 

Wm.  p.  Craighill, 


Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  JJ.  S.  A. 


Colanely  Corps  of  Engineers. 


116. 

PRELIMINARY  EXAMINATION   OF  ELK   RIVER,  WEST  VIRGINIA,  WITH  A 
VIEW  OF  IMPROVING  THE  SAME  BY  L,OCKS  AND  DAMS. 

[Printed  in  House  Ex.  Doo.  No.  103,  Fifty-first  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  I>.  C,  December  16, 1890. 
Sir  :  I  have  the  honor  to  submit  herewith  report  dated  December  13, 
1890,  from  Col.  Wm.  P.  Craighill,  Corps  of  Engineers,  giving  results  of 
preliminary  examination  of  Elk  Eiver,  West  Virginia,  with  a  view  of 
improving  the  same  by  locks  and  dams,  made  to  comply  with  require- 
ments of  the  river  and  harbor  act  approved  September  19, 1890. 

Colonel  Craighill  reports  that  in  his  opinion  the  improvement  of  Elk 
River  by  locks  and  dams  is  not  worthy  of  being  undertaken  by  the 
United  States. 
I  concur  in  his  views. 

Very  respectfiilly,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Gen.,  Chief  of  Engineers. 
Hon.  Redfield  Proctor, 

Secretary  of  War. 
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report  of  colonel  william  p.  craighill,  corps  of  engineers.' 

United  States  Engineer  Office, 

Baltimore^  Md.j  December  13^  1890, 

General:  In  compliance  with  your  instructions  of  September  20, 
1890, 1  have  the  honor  to  submit  below  a  report  as  to  the  examination 
of  "  Elk  Eiver,  West  Virginia,  with  a  view  of  improving  the  same  by 
locks  and  dams.'' 

A  survey  of  this  river  was  made  in  1875,  a  report  of  which  may  be 
found  in  the  Annual  Eeport  of  the  Chief  of  Engineers  for  1876,  Part  II, 
pages  166-176.  Estimates  were*given  for  two  methods  of  improvement 
One  of  these  consisted  in  the  removal  of  snags,  rocks,  overhanging  trees, 
etc.,  and  the  cutting  of  narrow  sluices  through  the  rapids  and  shoals, 
the  chief  interests  to  be  subserved  being  those  of  lumbering  and  rafting, 
as  also  the  movement  in  smaller  boats  of  much  country  produce  with  a 
return  of  merchandise.  This  project  was  estimated  to  cost  $100,000. 
Under  this  project  the  first  appropriation  was  made  of  $5,000,  June  18, 
1878,  and  the  last  of  $2,500  by  the  river  and  harbor  act  of  September 
19,  1890.  The  amount  expended  up  to  this  date  has  been  $21,048.40, 
with  great  advantage  to  the  navigation  of  the  river  and  to  the  manifest 
benefit  of  the  country  through  wJiich  it  flows.  This  method  of  impi-ove 
ment  should  be  continued.  Its  progress  has  been  detailed  annually  in 
the  Eeports  of  the  Chief  of  Engineers. 

The  second  method  of  improvement  estimated  for  in  the  report  of 
1875  was  for  locks  and  dams.  The  amount  was  $1,500,000.  This  has 
not  been  entered  upon,  and  in  my  judgment  the  present  and  prospec- 
tive needs  of  commerce  do  not  warrant  it.  Should,  however.  Congress, 
decide  otherwise,  it  should  be  with  the  knowledge  that  the  coal  trade 
now  requires  larger  locks  than  were  deemed  necessary  15  years  ago, 
and  the  estimate  for  an  improvement  by  locks  and  dams  must  be  in- 
creased to  $2,800,000  if  carried  to  Sutton,  100  miles  from  the  mouth  of 
the  river,  or  $1,900,000  if  carried  to  a  point  a  little  above  Big  Otter 
Creek,  about  67  miles  from  the  mouth  of  the  river. 

For  the  facts  and  reasons  set  forth  herein  and  the  accompanying  copy 
of  report  of  December  1, 1890,  from  Mr.  A.  M.  Scott,  and  having  in 
view  the  i)resent  and  prospective  needs  of  commerce,  I  have  to  sSite, 
as  required  by  the  river  and  harbor  act  of  September  19, 1890,  that  in 
my  opinion  the  improvement  of  Elk  Eiver,  West  Virginia,  by  locks  and 
dams  is  not  such  a  one  as  to  be  worthy  of  being  undertaken  by  the 
United  States. 

No  further  survey  is  necessary. 

Very  respectfully,  your  obedient  servant, 

Wm.  p.  Craiohill, 
Colonelj  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 


REPORT  OF  MB.  A.  M.  SCOTT,  ABSIBTAlTr  ENOIN1SEB. 

UmTED  States  Engineer  Ofpick, 
Charleston-Kanawha,  W,  Va,,  December  ly  1890, 
CoiX>KEL:  In  reply  to  yonis  of  September  30, 1  have  the  honor  to  submit  the  fol- 
lowmg  in  reference  to  a  report  required  bv  the  last  river  and  harbor  law  on  Elk 
River,  "  with  a  view  of  improving  the  same  by  locks  and  dams." 
The  examination  of  Elk  Biver,  made  in  1875  under  your  direction  by  Mr.  K.  H. 
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Hutton,  C.  E^  and  the  full  reports  on  the  same  (published  in  the  Annual  Report  of 
the  Chief  of  Engineers  for  1876,  Part  II,  pages  166  to  176),  seemed  to  make  further 
preliminary  surveys  unnecessary  at  this  time. 

As  regards  the  natural  resources  and  general  characteristics  of  the  valley,  the 
reports  referred  to  and  the  letters  and  extracts  from  other  reports  published  with 
them  make  a  pretty  full  showing  of  this  part  of  the  subject.  A  considerable  addi- 
tional amount  of  information  under  tliis  head  is  found  in  Maury  and  Fontaine's  Re- 
sources of  West  Virginia.  (See  pages  197,  258,  259,  367,  368,  371,  etc.,  published  in 
1876  for  the  State  board  of  centennial  managers.) 

For  further  and  more  exact  information  on  the  coal  development  of  the  valley  I 
inclose  copies*  of  private  geological  reports  made  by  Prof.  E.  B.  Andrews,  of  the 
geological  survey  of  Ohio,  and  Prof.  M.  F.  Maury,  on  a  large  tract  of  land  situated 
on  Elk  River,  mainly  in  Clay  County.  These  last  named  reports  were  kindly  loaned 
this  office  by  Maj.  Albert  H.  Campbell,  of  this  place.  They  embrace  about  30  miles 
of  the  south  side  of  the  river  between  points  about  40  and  70  miles  from  the  mouth. 

There  can  be  no  doubt  about  the  extent  and  fine  quality  of  the  coal  on  a  very  con- 
si  <lor  able  part  of  Elk  River.  So  far  as  at  present  determined  the  best  development 
of  working  scams  above  water  level  embraces  about  50  miles  of  the  river,  beginning 
near  Big  S?indy,  about  22  miles  from  the  mouth  of  the  river,  and  extending  to  the 
neighborhood  of  the  line  between  Clay  and  Braxton  counties.  Professor  Maury,  in 
Maury  and  Fontaine's  Resources  of  West  Virginia,  takes  the  mouth  of  Big  Otter 
Creek,  in  Clay  County,  as  the  approximate  eastern  point  on  the  western  line  for  the 
lower  coal  measures  to  sink  below  water  level.  It  will  be  noticed  that  both  he  and 
Professor  Andrews,  in  their  reports,  describe  good  seams  above  the  river  on  O'Brien 
Run,  7  miles  above  Big  Otter.  This  point,  72  miles  from  the  mouth  of  the  Elk,  is 
probably  nearer  the  eastern  limit  of  the  good  workable  seams  on  or  near  the  river 
that  are  above  water  level. 

The  character  and  extent  of  the  existing  navigation  and  commerce  are  fully  pre- 
sented in  your  recent  annual  reports  to  the  Chief  of  Engineers  down  to  that  for  tho 
year  ending  Juno  30,  1890. 

Whether  the  river  is  "worthy  of  improvement"  by  locks  and  dams  or  not  seems 
to  depend  mainly  on  the  importance  to  be  attached  to  the  demand  for  transportation 
of  the  coal.  Aside  from  thii^the  "present  and  prospective  demands  of  commerce," 
though  no  doubt  of  considerable  importance,  would  hardly  seem  to  justify  the  large 
expenditure  required  to  build  and  maintain  a  system  of  locks  and  dams. 

In  considering  the  present  and  future  demands  of  commerce  "and  what  public 
neceHsity  or  convenience  may  be  subserved"  by  a  slack-water  improvement,  the 
strong  probability,  not  to  saj-  certainty,  of  one  of  the  several  projected  railroads 
being  l)uilt  along  the  river  before  manyyears  should  be  taken  into  account.  While 
it  is  true  that  a  railroad  will,  in  many  ways,  supply  the  present  and  ^owin^  de- 
mands of  commerce  and  for  communication  in  and  through  Elk  Valley,  it  is  evident 
it  can  not  do  this  to  the  best  a<lvantage  for  coal. 

A  brief  representation  of  the  cost  of  carrying  coal  by  river  may  be  of  interest  in 
this  place.  The  present  cost  of  taking  coal  from  the  Charleston  pool  to  Cincinnati 
is  about  1.4  mills,  or  one-seventh  of  a  cent,  per  ton  per  mile.  This  is  for  operators 
who  hire  everything,  both  barges  and  towing,  and  covers  the  total  expenses  to  such 
ibr  the  coal  delivered  at  Cincinnati ;  it  also  covers  the  return  of  the  empty  barge. 
The  cost  to  operators  who  own  their  own  barges  and  towboats,  as  some  of  tne  large 
operators  on  the  Great  Kanawha  do,  is  probably  not  more  than  1  mill  per  ton  per 
mile..  These  rates  are  to  Cincinnati,  a  distance  of  263  miles  from  Charleston,  For 
longer  distances,  i.  e.,  for  points  on  the  Ohio  and  Mississippi  below  Cincinnati,  the 
rates  per  mile  are  less  than  this. 

The  cost  of  towing  coal  on  Elk  River  from  the  mines  to  the  Charleston  pool  with  a 
slack- water  improvement  (supposing  no  tolls  charged)  may  safely  be  taken  at  amiU 
and  a-half  per  ton  per  mile.  It  would  probably  be  less  than  this.  Taking  it  at  that, 
the  cost  of  towing  from  the  mouth  of  Big  Otter  would  be  a  little  less  than  10  c  ents 
per  ton  or  $48  per  barge  of  480  tons.  This,  added  to  the  present  rate  from  the  Charles- 
txm  pool  for  operators  who  hire  both  barges  and  towing,  would  make,  including  the 
return  of  barges,  a  total  cost  of  about  48  cents  per  ton  from  Otter  Creek  to  Cincin- 
nati, a  distance  by  river  of  328  miles. 

Mr.  Hutton,  in  his  report  of  1875,  estimated  for  a  depth  of  4  feet  on  the  lock  sills, 
with  looks  120  feet  len^^^th  and  24  feet  breadth.  This  depth  of  navigation  and  size  of 
locks  would  be  inHufiic-ient  for  a  coal  business,  the  first  requirement  for  which  is  that 
the  coal  shall  go  lo  market  without  breaking  bulk,  in  regular-sizeil,  full  draft  (6 
feet)  barges.  The  smallest  lock  that  would  answer  for  single  barges  would  bo  26  fiict 
wide  and  about  118  feet  between  quoins.  For  tho  following  estimate  the  locks  were 
])lanncd  27  feet  wide  and  155  feet  between  quoins,  with  a  minimum  depth  of  6^  feet 
on  miter  sills,  tho  locks  of  maHonry,  the  walls  throughout  carried  up  8  feet  above 
crests  of  dam.    ITie  lifts  were  taken  at  12  feet.    The  average  depth  of  foundations 
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for  locks,  dams,  and  abiitmonts  was  taken  5  feet  below  low- water  mark  and  all  con- 
Hidorod  us  resting  on  solid  rock. 

Th«  dams  to  hv  nininly  of  round  lops  flattened  at  crossings  and  filled  with  stone; 
tops  to  be  covered  with  sijiiare  timber  and  planked;  backs  to  be  sheathed  and 
banked.  The  abntiiit  nis  to  be  of  masonry,  with  copinjj  8  feet  above  crest  of  dam. 
Retaining  cribs  and  shore  protection  on  both  sides  are  also  inelnded. 

In  reference  to  water  snpidy  for  this  sized  lock — taking  the  minimnm  as  low  as 
estimated  ]>y  Mr.  llutton.  Hi)  cubic  feet  i>er  second,  which  at  most  can  be  bnt  for  a 
small  part  of  the  yenr — it  would  be  suflicient  for  three  lockages  per  hour  aft4.*r  making 
liberal  allowances  for  wsiste,  etc.  Two  loaded  coal  barges  per  hour  wonld  amoout 
to  23,ai0  tons  (r)76,()fK)  bushels)  per  day. 

The  estimate  is  as  follows^ 

For  one  lo<'k : 

( f rubbing  and  clearing $200 

8,000  cubic  yards  of  earthwork  excavation  and  embankment,  at  55  cents.  4, 400 

800  cubic  yards  rock  excavati<m,  at  $2 1, 600 

200  cubic  yards  puddling,  at  $1 200 

530  cubic  yards  cut  stone  masonry,  sills,  quoins,  and  coping,  at  $16. .  8,4W 

1,750  cubic  yards  pointed  face  and  rock  face  masonry,  at  $10 17, 500 

3,000  cubic  yards  backing  masonry,  at  $6.50 \ 19, 500 

1(X)  cubic  yarils  concrete,  at  $6 600 

3,000  cubic  yar<l8  riprap  and  stone  filling,  at  $1.50 4, 500 

400  cubic  yards  paving,  at  $3 1, 200 

60,000  feet,  B.  M.,  of  timber,  at  $30 l^m 

16.000  linear  feet  of  crib  h)gs  in  cofferdam,  at  15  cents 2, 400 

lO^OOO  feet,  B.  M.,  of  sheathing  in  cofferdam,  at  $20 200 

1,600  cubic  yards  of  tilling  in  cofferdam,  at  50  cents 800 

For  lock  gates  and  iron  work  in  lock 4, 500 

For  land  at  site  and  lock-men's  honses •. 3, 500 

71, 3») 
For  contingencies,  in8i)ection,  engineering,  etc.,  s^y 14, 620 

Total  for  one  lock,  including  site  and  buildings 86, 000 

For  dam  and  abutment: 

Grubbing  and  clearing 200 

5,(X)0  cubic  yards  excavation,  at  60  cents 3, 000 

8,5(X)  cubic  yards  backing  and  embankment,  at  50  cents 4, 250 

200  cubic  yards  puddling,  at  $1 200 

450  cubic  yards  masonry,  at  $9 4, 050 

20  cubic  yards  coping,  at  $16 ■. 320 

7,000  cubic  yards  stone  filling  and  riprap,  at  $1.50 10, 500 

26,000  linear  feet  of  round  timber,  at  20  cents 5, 200 

85,000  feet,  B.  M.,  of  sfpiare  timber  and  plank,  at  $30 2, 550 

1,600  ponnds  spikes  and  bolts,  at  5  cents 800 

31,070 
For  contingencies,  inspection,  engineering,  etc.,  say 5,.  930 

Total  for  dam  and  abutment 37.000 

Tot*il  for  lock 86,  aX) 

Total  for  lock  and  tlam 123, 000 

For  dredging  in  pools,  deepening  and  widening  channels  at  shoals,  aver- 
age per  pool,  say 4,000 

127,000 
For  22  lo(^ks  and  dams,  carrying  the  improvement  to  Sutton,  100  miles  from 
the  mouth 2, 794, 00^ 

For  15  locks  and  dams,  carrying  the  improvement  to  Walter's  Defeat  Shoal, 
1^  miles  above  Big  Otter  and  67  miles  from  the  mouth  of  the  river 1, 905, 0 


Very  resi)ectfully,  your  obedient  servant, 


Col.  Wm.  p.  Chaighill, 

Carj}8  of  JCiiffinccrs,  U,  S.  A, 


Addison  M.  Scott, 

BeMent  Engineer^ 
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IMPROVEMENT  OF  CERTAIN  RIVERS  IN  KENTUCKY  AND  WEST  VIRGINIA. 


REPORT  OF  MAJOR  D.  W.  LOCKWOOD,  CORPS  OF  ENGINEERS,  OFFICEP  IN 
CUARaE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS, 

IMPROVEMENTS. 


1.  Tnulewater  River,  Kentucky. 

2.  Operating  and  keeping  in  repair  locks 

aiiil  dams  on  Green  and  Barren  rivers, 
Kentucky. 

3.  Rough  River,  Kentucky. 

4.  Keiitufky  River,  Kentucky. 

.5.  Operating  and  keeping  in  repair  locks 
awl  dams  on  Kentucky  River,  Ken- 
tucky. 

6.  Lickiiig  River,  Kentucky,  from  Farm- 
ers to  West  Liberty. 


7.  Big  Sandy  River,  West  Virginia  and 

Kentucky. 

8.  Levisa.  Fork  of  Big  Sandy  River,  Kcu- 

tuckv. 

9.  Tug  Fork  of  Big  Sandy  River,  West 

Virginia  and  Kentucky. 

10.  Guyaodotte  River,  West  Virginia. 

11.  Little   Kanawha    River,    West    Vir- 

ginia. 

12.  Buckhannon  River,  West  Virginia. 


EXAMINATIONS. 


13.  Big  Barren  River,  Kentucky,  above 

Bo^'ling  Green,  with  a  view  of  ex- 
tending slack-water  navigation  by 
additional  locks  and  dams. 

14.  Riissel's  Fork  of  the  Bi^  Sandy  River, 

Kentucky,  with  the  view  of  remov- 
ing obstructions  from  the  same. 


15.  Green  River,  Kentucky,  above  the 
mouth  of  Big  Barren  River,  with  a 
view  of  extending  slack-water  navi- 
gation on  Green  River. 


United  States  Engineer  Office, 

Cincinnati  J  OhiOj  July  7/,  1S9L 
General:  I  have  the  honor  to  transmit  herewith  the  annujil  reports 
on  the  works  under  my  charge  at  the  close  of  tlie  liseal  year  en(lin«< 
June  :J0,  1891. 

First  Lieut.  Wm.  L.  Sibert,  Corps  of  Engineers,  has  been  on  <lnfy 
under  the  direction  of  this  office  throughout  tlie  year. 
Very  respectfully,  your  obedient  servant, 

1).  W.  LOOKWOOD, 

Major  of  Entjinvers. 
Brig.  (ien.  TnoMAS  L.  Casey, 

Chief  of  EngincerSy  If.  8.  A. 
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JJI- 

IMPROVEMENT  OF  TRADEWATER  RIVER,  KENTUCKY. 

TJie  Tradewater  is  a  tributary  of  the  Ohio  and  empties  into  it  79  miles 
behnv  Evansville,  lud. 

*  The  project  for  the  improvement,  adopted  in  1881,  contemplated 
originally  the  removal  of  obstructions,  such  as  bars,  snags,  etc.,  so  as  to 
open  up  to  navigation  22  miles  of  the  river  by  forming  a  channel  with  a 
minimum  width  of  40  feet  and  a  minimum  depth  of  2  J  feet  for  8  months. 
The  surv^ey  upon  which  the  project  was  based  covert  41  miles  of  river, 
and  the  scope  of  the  work  has  been  extended  to  embrace  this  although 
the  depth  of  water,  2  J  feet,  can  only  be  secured  for  about  5  months  each 
year  in  the  upper  portion. 

During  the  past  fiscal  year  the  river  has  been  thoroughly  gone  over 
from  its  mouth  to  Bellville,  a  distance  of  41.15  miles,  and  such  obstruc- 
tions as  had  escaped  observation  in  the  previous  year  or  had  reformed 
or  originated  after  the  closing  of  work  in  the  season  before  were  re- 
moved. Work  commenced  shortly  after  August  1, 1890,  and  closed 
December  23.  During  that  time  the  ruins  of  a  stone  dam  68  feet  long, 
4  feet  broad,  and  3J  feet  high  were  removed  from  the  river  at  Nunn 
Eipple.  In  addition  to  this,  669  snags,  17  trees,  611  logs  that  were 
obstructions  to  navigation  were  removed;  2,551  stumps  were  grubbed 
and  279  tree  tops  cut  up. 

Money  statement. 

July  1, 1890,  balance  unexpended $2, 856. 19 

June  30, 1891,  amonnt  expended  during  fiscal  year 1, 837. 65 

July  1,1891,  balance  unexpended 1^018.54 


COMMERCIAL  STATISTICS  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1891,  TRADEWATEB 

RIVER,   KENTUCKY. 


Articles. 

1889. 

1890. 

1891. 

Artioles. 

1889. 

1890. 

189L 

Coal 

Ton9. 

29,095 

1,741 

1,740 

28 

605 

5,710 

3,040 

533 

Ton». 
28, 975 
3,192 

Tom. 
19.000 
1,350 

Railroad  ties 

Tons. 

Tom. 

7,457 
900 
3G'J 

4,410 
713 

Tont. 
18,750 
2,013 

Corn 

Slaves 

113 

89 

6,430 

250 

Flour 

Tobacco 

Hoop  polee 

Wheat 

1,8S0 

Livo  fttoclc 

394 

■*4,'»77' 

6,300 

M^nnihaiulise. 

Totol 

LogH 

60,274 

46,401 

54,2J» 

Produce 

List  of  hoats  plying  on  Tradewater  Itivh%  Kentucky. 


Name  of  boat. 


Charactor. 


K.  J.  Ka;;on rn,«»senffor 

J.C.KtMT do  .7 

LittU*  Mary Passenger  aiid  tow. 

Maggie  UoU do 

1),  A.Brooks,  Jr do 

John  A.  Logan do 

Kollie  Snyder Tow 

Swan Pleasure 


Length. 


Feet. 
105 
i:i5 
105 
11. 'i 
70 
90 
40 
22 


Breadth. 

Depth. 

ToQuag 

Feet. 

Feet. 

:ji 

5.6 

25 

5 

„ 

2J 

3.0 

4 

20 

3.G 

18 

3.6 

20 

4 

12 

4 

6 

8.6 
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J  J  a. 

OPERATING  AND  KEEPING  IN  REPAIR  LOCKS  AND  DAMS  ON  GREEN  AND 
BARREN  RIVERS,  KENTUCKY. 

The  United  States  acquired  possession  of  these  locks  and  dams  De- 
cember 11, 1888,  by  purchase.  At  that  date  four  of  the  locks,  to  wit,  Nos. 
1,  2,  and  4,  Green  River,  and  No.  1,  Barren  Eiver,  were  being  operated. 
The  river  wall  of  No.  3,  Green  River,  was  down,  having  fallen  into  the 
river  about  the  first  of  the  year.  No.  2,  Green  River,  was  and  had  been 
for  years  in  a  dilapidated  condition,  the  river  wall  having  yielded  out- 
wards, and  the  land  wall  was  only  kept  from  falling  iAto  the  lock  cham- 
ber by  being  anchored  to  cribs  iii  rear  of  it  filled  with  stone. 

At  No.  1,  Barren,  the  lower  end  of  the  land  wall  had  cracked  badly 
and  was  in  danger  of  falling  at  any  time. 

The  first  work  evidently  was  that  of  restoring  navigation  by  the  re- 
construction of  the  river  wall  at  Lock  No.  3,  and  as  the  lower  end  of 
the  land  wall  of  No.  1,  Barren,  was  apparently  unsafe  it  was  deemed 
best  to  rebuild  it  at  the  same  time.  The  above  was  done  in  time  to  re- 
open the  river  to  navigation  on  November  10, 1890.  At  Lock  No.  3,  Green, 
however,  there  was  a  gap  in  the  top  of  the  land  wall  between  the  gates 
that  was  30  inches  deep  and  about  60  or  70  feet  long,  and  owing  to  the 
river  having  risen  suddenly  to  such  an  extent  as  to  be  within  about  1  foot 
of  the  top  of  the  upper  gates,  when  the  first  steamer  arrived  from  be- 
low, the  gap  in  the  wall  had  to  be  stopped  so  as  to  make  the  discharge 
through  and  over  the  uncompleted  wall  less  than  the  capacity  of  the 
filling  valves  before  the  boat  could  be  locked  through.  The  gap  was 
closed  with  dam  timbers  and  the  lockage  effected  with  a  delay  of  about 
2  or  3  hours. 

LOOK  NO.  1,  GREEN  RIVER. 

The  lock  walls  at  Lock  No.  1,  Green  River,  were  raised  to  level  of  the 
walls  of  the  upper  bay,  and  the  grounds  on  the  land  side  of  the  lock 
graded  and  paved  from  the  lock  wall  to  near  the  high-water  line.  For 
years  these  grounds  had  been  absolutely  neglected,  and  were  badly 
gullied  and  cut  upj  no  sward  could  be  maintained  as  the  drainage  was 
entirely  on  the  surface.  At  a  point  just  above  the  lock  a  small  run, 
during  the  rainy  season,  discharged  directly  into  the  upper  approach, 
bringing  in  earth  washed  from  the  hills.  An  earthen  drain  has  been 
laid  under  the  terreplein  and  through  it  the  water  from  the  run  now 
passes  to  a  point  of  discharge  below  the  lock  and  where  the  earth  it 
carries  is  utilized. 

The  ruins  of  the  old  guide  walls  have  been  removed  and  replaced  by 
new  structures  carried  down  to  rock,  which  renders  it  possible  to 
dredge  the  approaches  to  their  fliU  depth  without  undermining  the 
banks,  and  makes  the  (yits  more  permanent.  It  is  proposed  to  replace 
the  old  style  cumbersome  winches,  which  are  now  used  for  operating 
the  gates,  with  small  capstans  and  rack  bars,  giving  more  room  on  the 
walls.  The  lower  miter  sill  is  in  such  shape  that  it  will  have  to  be  re- 
paired shortly.    This  will  necessitate  closing  the  river  for  a  few  days. 

LOCK  NO.  2,   GREEN  RIVER. 

The  lock  walls  here  are  in  such  condition  that  it  has  not  been  deemed 
expedient  to  attempt  to  repair  them.  The  walls  were  not  properly  con- 
Btruct^jd  in  the  first  place.  The  land  wall  was  made  so  thin  that  it 
commenced  bulging  out  into  the  pit  shortly  aft-er  it  was  completed.    It 
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was  drcHsed  off  to  rct'aiu  tlio  iioriiuil  width  of  tlu*.  ehamlMT,  and  even 
after  the  navigation  company  acquired  control  of  the  system  the  face 
had  to  be  dressed  off  again.  Finally,  the  earth  was  excavated  from  the 
rear  of  the  wall,  and  cribs  filled  with  stone  built  in  behind,  to  which 
the  wall  was  anchored  back  by  tie  rods  and  fa<?e  phites.  It  is  under- 
cut and  leaks  badly,  while  the  chamber  wall  is  separated  from  the  lower 
wing  wall  by  a  crack  several  inches  wide  at  the  top  and  extending  from 
top  to  bottom  of  wall. 

The, river  wall  is  also  badly  cracked,  and  Captain  Smallhouse,  who 
was  connected  with  the  improvement  of  this  river  for  years  while  the 
State  had  charge  of  it,  and  who  was  afterwards  a  member  of  the  navi- 
gation company,  being  at  one  time  its  president,  has  told  me  that  the 
gackinb  was  put  in  dry  in  the  first  place  without  mortar  or  grout.  At 
the  foot  of  the  dam  at  one  time  several  of  the  river  face  stones  were 
knocked  out,  and  he  tells  me  that  a  large  quantity  of  loose  stones  ca^me 
out  from  the  interior  of  the  wall. 

When  the  pit  is  filled  water  boils  up  under  the  river  wall.  It  would 
be  impossible  to  operate  the  lock  were  it  not  for  the  fact  that  about  as 
much  water  leaks  into  the  chamber  through  the  land  and  liead  walls  as 
goes  out  under  the  river  wall.  The  navigation  comi)any  was  unable  to 
pump  out  the  chamber  with  a  13-inch  pump. 

I  consider  that  this  lock  should  be  rebuilt,  or  rather  that  a  new  lock 
should  be  built  on  the  river  side  of  the  old  one,  and  I  would  recommend 
that  the  depth  of  water  on  the  miter  sills  be  increased  to  6  or  possibly  7 
feet,  so  that  coal  can  be  carried  into  the  first  pool  and  thence  into  the 
Ohio,  where  the  water  in  that  stream  is  sufficiently  high.  By  building 
the  new  lock  on  the  river  side  of  the  old  one  navigation  need  not  be  sus- 
pended, and  the  lengtli  of  spill  of  the  dam  is  great  enough  to  permit 
this  being  done. 

The  estimate  for  such  a  lock  is  as  follows,  and  it  can  be  built  in  one 
year  if  the  money  is  appropriated  at  one  time,  to  wit: 

Stone : 

Dressed  face,  1,362  cubic  yards,  at  $16.55 *.  $22,541.10 

Quarry  face,  1,718  cubic  yards, at  $13.75 23,622.50 

Backing,  4,291  cubic  yards,  at  $8.70 37,  .331. 70 

Copine,  250  cubic  yards,  at$20.75 5,187.50 

Special  stone,  96  cubic  yards,  at  $18.65 « 1, 790. 40 

90,473.20 

Upper  and  lower  gates 4,000.00 

Cofferdan)  and  excavations    12, 000. 00 

Guide  cribs 10,000.00 

Total 116,473.20 

Engineering  and  contingencies 11, 647. 32 

Total 128,120.52 

or,  including  the  cost  of  preparing  foundation  on  rock,  %130,000. 

LOCK  NO.  3,   aREEN  JIIVEK. 

The  lock  has  been  restored  with  new  gates  and  operating  irons,  and 
the  land  wall  has  been  raised  to  the  level  of  the  upper  bay.  One  hundred 
and  forty  feet  of  the  old  dam  has  been  rebuilt  from  the  crest  downstreaiiu 
and  by  the  end  of  the  season  it  is  expected  that  the  entire  dam  will  \w 
completed  through  to  the  abutment  side  and  in  a  straight  line.  The  old 
dam  had  an  arm  projecting  downstream  on  the  abutment  side,  it«  lower 
end  being  connected  with  the  bank  by  a  return  parallel  to  the  main 
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dam.  This  aiTan^ciiuMil  IoijihmI  a  stoni^c  hji«:  for  lojj-s  for  a  sawmill, 
but  was  otherwise  very  objectionable,  as  the  cross  si)ill  produced  a 
violent  eddy  below  the  lock  wliich  has  caused  the  bank  to  cave  very 
badly.  It  is  proposed  to  blast  out  the  rock  below  the  dam  on  the  abut- 
ment side  and  make  the  water  way  below  the  dam  as  free  as  possible. 
Both  entraiices  to  this  lock  have  been  tionblesome  from  the  very  first, 
and  the  old  guide  cribs  with  some  changes  w ill  have  to  be  rebuilt. 

LOCK  NO.   4,   GREEN  BIVEU. 

But  little  has  been  d<me  during  the  year  besides  some  slight  repairs 
to  the  dam.    The  old  guide  cribs  are  being  rebuilt. 

LOCK  NO.  1,   BARREN  RIVER. 

This  lock  has  been  restored  and  the  lower  slope  of  dam  rebuilt. 

This  lock  was  built  on  a  timber  grillage  resting  on  gravel. 

At  one  time  the  lower  end  of  the  river  wall  was  rebuilt  and  is  now 
8upi)orted  on  piles.  Whether  the  grillage  timbers  were  disturbed  ne;ct 
to  the  land  wall  at  that  time,  or  whether  the  arrangement  had  existed 
from  the  first,  can  not  be  determined ;  but  when  the  lower  end  of  the 
land  wall  had  been  taken  down  it  was  found  that  six  or  eight  of  the 
grillage  timbers  at  the  downstream  end  of  the  lock,  instead  of  extend- 
ing across  the  pit  and  under  the  land  wall,  stopped  near  that  wall,  and 
the  lower  end  of  the  land  wall  rested  on  an  independent  grillage  of  its 
own,  practically,  as  the  connections  were  only  short  scarf  joints  and 
wooden  pins. 

The  current  from  the  discharge  valves,  emptying  the  lock,  had  washed 
away  the  gravel  below  the  lock  floor  and  undermined  the  sliort  grillage 
timbers,  causing  the  yielding  of  the  waU.  In  all  probability  a  like  cause 
produced  the  former  trouble  with  the  lower  end  of  the  river  wall. 

The  dredge  boat  turned  over  to  the  United  States  by  the  na\agation 
company  was  an  old-fashioned  clam  shell  which  could  do  very  good 
work  in  soft  digging,  but  was  of  no  account  in  tearing  out  the  wrecks 
of  old  cribs,  etc.,  about  the  locks.  She  is  being  refitted  with  new  ma- 
chinery of  the  dipper  pattern,  and  when  completed  will  be  in  shape  to 
do  any  kind  of  dredging  to  be  required  of  her,  as  she  will  be  able  to 
work  with  dipper  or  clam  shell. 

The  snag  boat  Wm.  Frentoni  Dixon  has  done  very  eflficieut  service  dur- 
ing the  year,  being  a  good  towboat  as  well  as  snag  boat.  It  was  found 
necessary  to  raise  her  wheel  about  8  inches,  a*s  it  was  ordinarily  sub- 
merged too  much,  and  this  was  done  by  i)utting  cast-iron  lifting  pieces 
under  the  i)illow  blocks  and  raising  the  rear  end  of  the  engines  to  cor- 
rect the  lead.  • 

Lieut.  Wm.  L.  Sibert,  Corps  of  EngineerSj  has  been  in  local  charge  of 
the  work  on  these  rivers  from  the  time  they  came  under  the  contiol  of 
the  United  States,  and  his  work  has  been  very  commendable.  His  re- 
port, herewith,  gives  details  of  the  work  done  during  the  past  lisi-al 
year* 
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Detailed  statement  of  expenses  incurred  in  preserving  and  maintaining  navigation  on  that 
portion  of  the  Green  and  Barren  rivers,  Kentucky,  improved  by  locks  and  dams,  during 
the  fiscal  year  ending  June  SO,  1891, 


Look  No.  1,  Green  Kiver. 

Lock  No.  2,  Green  River. 

Montbfl. 

Salaries. 

Labor 
and  ma- 
tfirial. 

Carreut 
and  oon- 
tingeut 
expenses. 

TotaL 

Salaries. 

Labor 
andma^ 
ierial. 

Current 
and  con- 
tingent 
expenses. 

Total. 

,     1890. 
July 

$321.20 
343,20 
225.60 
219.00 
233.60 
152.40 

220.60 
283.60 
226.60 
220.60 
171.00 
205.60 

$1,312.65 
5,442.29 
8,848.88 
4,703.47 
4,429.66 
4,  SOL  66 

$76.74 
102.30 
102.12 

39.65 
113. 10 

68.41 

7.67 
22.64 
28.29 
20.70 
46.77 
36.90 

$1,710.59 
5,887.79 
9, 176. 60 
4.962.72 
4,776.36 
4,522.47 

228.27 
306.24 
254.89 
247.30 
1, 168. 97 
1,473.50 

$196.20 
2ia20 
225.60 
219.60 
233.60 
152.40 

220.00 
283.60 
226.60 
220.60 
171.00 
205.60 

$143.05 

321.05 

3.00 

8.57. 

$U.54 
24.05 
24.03 
81.50 
14.70 
18.29 

7.67 
22.65 
23.80 
20.70 
46w77 
10,75 

$351.69 
564.20 
252.63 
259.67 
248.30 

August 

September 

October 

TfoV6]1ll>6r 

December 

1891. 

Jannarj  

February 

March        .. 

2.15 

172.84 
228.27 

5.00 

311.25 

249  90 

AdHI 

6.00 

951.20 

1,231.00 

5.85 

261.00 

8.96 

247.15 

mSv.  :::::::::: 

468.77 

June 

220.31 

» 

Total.... 

2,823.60 

31,226.81 

665.29 

34,715.70 

.2,573.00 

745.43 

255.95 

3,574.98 

Lock  No.  3,  Green  River. 

Look  No.  4,  Green  River. 

llbnthB. 

Salaries. 

Labor 
and  ma- 
terial. 

Current 

and  cou- 

tingcnt 

expenses. 

Total. 

Salaries. 

Labor 
and  ma- 
terial. 

Current 
and  con- 
tingent 
expenses. 

Total. 

1890. 
July 

$202.86 
298.20 
130. 60 
124.60 
138.00 
152.40 

220.60 
28H.  60 
226.  GO 
220. 60 
171.00 
330. 60 

$5,370.66 
5,936,44 
2,553.97 
9,664.16 
3,531.08 
1,400.13 

181.27 
94.90 
65.65 
86.35 
1, 013. 96 
1,112,06 

$141.91 
150.26 
46. 13 
41.83 
31.74 
75.51 

7.67 
22.65 
34.74 
20. 70 
65.70 
40.  .W 

$5,805.43 
6,384.90 
2, 730. 70 
9,830.59 
3, 701. 42 
1,637.04 

409.54 
401. 15 
326.99 
327.65 
1,250.66 
1, 483. 20 

$106.20 
218.20 
225.60 
219.60 
233.60 
152.40 

220.60 
283.60 
226.60 
220.60 
171.00 
330.60 

$51.86 
74.90 
33.80 

468.82 
L20 

$1L54 
12.89 
22.15 
3L10 
14.70 
26.42 

.    7.67 
22.65 
25.05 
20.70 
57.51 

128.36 

$259.60 

Aucrust 

September 

October 

November 

December 

305.90 
281.55 
719. 52 
249.50 
178.82 

1891. 

January 

yebniary 

Mareh 

2.00 

230.27 
306.25 

6.20 
1.20 

257.85 

April 

242. 50 

Mav. 

228. 51 

2,380.51 

2, 839. 47 

Total .... 

2, 590. 26 

31,019.63 

679.38 

34,289.27 

2,698.60 

3,020.49 

880.74 

6, 099. 83 

Months. 


1800. 

July 

Augutit 

September. 

October 

November  . 
December. . 

1891. 

January.... 
February... 

March 

April 

May 

June 

Total 


Lock  No.  1,  Barren  River. 


Sala- 
ries. 


Labor 
and  ma- 
terial. 


Cur- 
rent 
and 

contin- 
gent 

expen- 
ses. 


$226. 20  $5, 676. 05 
123.20,  4,532.02 
130.60'  4,230.68 
124.60;  4,742.00 
2:«.60  2,022.55 
152.40  1,914.49 


220.60 
283.60 
226.60 
220.60 
171.00 
205.60 


3,263.67 
1, 182. 12 

801.  a^i 
1, 151. 10 

712.82 
10.84 


2,318.6030,239.48 


Total. 


Salaries 
and  la- 
bor. 


$83.i3$5,985.:i8 
67.89  4,723,11 
43.93  4,405.21 
28. 70  4, 895. 39 
67.58!  2,323.73 
80.59  2,097.48 


7.67 
25.04 
35.65 
23.10 
62.88 
23.39 


3,491.94 
1,490.76 
1,063.30 
1,394.80 
946.70 
239.83 


United  States  snag  boat,  Wm.  Preston  Dixon. 


$817.55 
767. 67 
829.84 
814.49 
763. 16 
098.50 


478. 31 
405.00 
422.25 
629. 75 
793. 83 
852.00 


Re- 
pairs. 


$33.30  $223.98 
207.52 


4.90 


10.00 
167.82 
232. 12 
417.77 
61.58 
44.82 


499. 55  33, 057. 63,8, 172. 35   972. 91 


Subsis- 
tence. 


154.08 
185.11 
103.66 


237.46 
107.60 


Sap- 
plies. 


Equip- 
ment. 


Total. 


$260. 98  $102. 60  $1, 438. 50 
147. 19  134. 65   1, 257. 03 

180.92 1,276.85 

154.30  

202.50 
208.66 


4.00 

46.70 

18.10 

638.33 

399.17 

253.90 


1,485.50,2,514.71 


1, 122. 87 

1.150.83 

8.00  1^018.72 


17.00 


257.34 


493.81 

618. 52 

672.47 

1,585.85 

1,492.04 

1,275.82 


13,402.81 
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Detailed  statement  of  expenses  in^mrred  in  preserving  and  maintaining  navigation  on  that  par 
Hon  of  the  Green  and  Barren  rivers,  Kentucky ,  improrcd  by  locks  and  dams,  etc. — Coiird. 


United  States  dredge  Lermond. 

Total. 

United  States  dredge  \Nrabash. 

MODthR. 

Salaries 
aud  labor. 

Kepairs. 

Supplies. 

Salaries 
and  labor. 

Kepairs. 

Supplies. 

Total. 

1800. 
Julv            

$222.00 

""$2.65' 

$20.80 
22.00 
22.50 
32.10 
27.12 

126.24 

$242.80 
24.05 
288.00 
337.96 
267.12 
304.16 

$337.65 
607.26 
316. 10 
364.40 
336.00 
310.50 

302.05 

197.50 

.164.17 

$20.80 
14.68 
106.62 
0.75 
4.66 
12.02 

19.00 
124.92 

$368.45 

Anirnst . 

$11.65 
10.00 

633.48 

September 

October 

266.50 
294.00 
240.00 
167. 17 

432. 72 

11.86 

374. 15 

Noveinber 

4.61 
33.21 

382.73 
63,75 

344.17 

December 

1891. 
JftDOftry  

10.75 

355.73 
703.78 

February 

March.. 

160.00 
130.45 
232.50 
308.40 
321.60 

11.88 

171.88 
334.32 
232.50 
377.74 
6,511.44 

886.17 

203,87 

164.17 

Apru...    ..  .. 

65.94 
6,165.37 

13.40 
24.47 

~*j 



! 

Total.... 

2.341.62 

6,257.85 

492.50 

9,09L97     2,934.62 

605.85        312.36 

3, 752. 82 

SUMMARY. 


Lock  No.  1,  Green  River $34,715.70 

Lock  No. 2,  Green  River 3,574.98 

Lock  No. 3, Green  River 34,289.27 

Lock  No. 4, Green  River 6,099.83 

Lock  No.  1^ Barren  River 33,057.63 

U.  S.  snag  boat  Wm.  Preston  Dixon ....    13, 402. 81 


U. S.  dredge  Lermond $9,091.97 

U.  S.dredge  Wabash 3,752.82 

Two  dump  scows 4,025.17 

One  fuel  barge 1,103.21 

Grand  total 143,113.30 


report  of  libutenant  william  l.  sibrrt,  corps  of  engineers. 

United  States  Engineer  Office, 

Bowling  Green,  Ky,,  June  SO,  1891, 
Major:  I  have  the  honor  to  snbmit  the  following  report  of  operations  on  Green 
and  Barren  rivers,  Kentncky,  for  the  fiscal  year  ending  Jnne  80,  1891: 

The  work  on  these  streams  is  carried  on  under  the  *' indefinite  appropriation  for 
operating  and  care  of  canals  and  other  works  of  navigation.'' 

*  WORK  DONE. 

LOCK  AND  DAM  NO.  1,  GREEN  RIVER. 

All  the  work  projected  at  this  lock  for  fiscal  year  ending  Jnne  30, 1891,  has  been 
completed. 

Repairs  to  lock. — Raised  lower  end  of  walls  to  same  height  as  upper  and  widened 
both  ends  of  lock  walls  so  as  to  give  more  room  for  operating  gates.  Drove  728  lin- 
ear feet  of  piling ;  cut  241  cubic  yards  of  stone ;  laid  50  cubic  yards  of  concrete  and 
406  cubic  yards  of  masonry. 

Grading  and  paving  hank. — Moved  7,525  cubic  yards  of  earth ;  laid/ 1,435  square 
yards  of  paving,  and  258  linear  feet  of  24-inch  sewer-pipe. 

Repairs  to  guide  cribs, — Dredge<l  5,225  cubic  yai'ds  of  material,  preparing  founda- 
tion; rebuilt  upper  land  crib,  230  feet  long;  lower  river  crib  300  feet  long;  lower 
land  crib,  190  feet  long.  All  cribs  same  height  as  lock  walls.  Total  cubic  yards  of 
crib  work  8,702. 

Repairs  to  abutment. — Constructed  crib  140  feet  long,  extending  downstream  wing 
of  abutment.     Total  cubic  yards  in  this  crib,  1,550. 

Repairs  to  dam, — Made  slight  repairs  to  upper  slope  and  placed  800  cnT)ic  yards  of 
hickory  lathe  dust  above  dam  as  backing. 

General  work. — Cleared  undergrowth  from  island;  fenced  Government  property  and 
constructed  walks  to  lock-keepers'  dwellings. 

Mr.  George  H.  Bratt  was  in  local  charge  at  this  look. 
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LOCK  MO.   2,  GRKKN  RIVKJU 

Xo  work  |>rojoote<l  oxrept  dredgmg  entrances. 

Drfid^od  10,()0()  I'libic  yards  of  material  from  upper  and  lower  entrimces  to  look; 
wlieeled  back  5,000  cubic  yanls  of  this  material  to  prevent  its  sliding  into  entrances 
aguiu. 

LOCK  AND  DAM  NO.   3,   GREEN  RIVER. 

Repairs  to  /orfc.^Conipleted  rebuilding  river  wall  of  lock  and  placed  three  courses 
of  stone  on  that  portion  of  land  wall  liclow  upper  gate  recess.  Cut  454  cubic  yards 
of  stone  and  laid  3.152  cubic  yards  of  masonry.  Constructed  and  hung  four  lock 
gates;  placed  iron  hollow  quoins  in  land  wall  of  lock;  built  new  miter  wsdls  and 
placed  new  upper  and  lower  miter  sills  in  lock.  Removed  stone  and  rubbish  from 
bank  below  lock;  dredged  i>it  and  entrances  and  opened  lock  to  navigation  Novem- 
ber 10,  1890. 

Bepairs  to  dam, — Rebuilt  a  110-foot  section  of  lower  slope  of  dam  and  a  30-foot  sec- 
tion of  upper  slope;  constructed  a  stone  and  dirt  cofferdtmi  around  another  140-foot 
section  and  commenced  to  rcl>uild  the  lower  slope  of  this  section.  Commenced  to 
grade  bank  and  split  up  300  cubic  yards  of  paving  stone. 

Mr.  J.  C.  Thomas  was  in  local  charge  at  this  lock. 

LOCK   AND  DAM  NO.   4,   GREEN  RIVER. 

Constructed  a  stone  and  dirt  cofferdam  and  placed  new  sheathing  on  an  80-foot 
section  of  dam. 

IX)('K  AND  DAM  NO.    1,    BARREN  RIVER. 

All  work  projected  for  this  lock  and  dam  has  been  completed,  except  paving  bank. 
It  was  thought  best  not  to  pave  bank  until  new  fill  behind  land  wall  of  lock  had 
settled. 

Repairs  to  lock. — Constructed  a  cofferdam  running  from  lower  end  of  river  wall 
diagonally  to  shore.  Pumped  out  lock  pit;  removed  remainder  of  that  portion  of 
land  wall  of  lock  to  be  rebuilt.  Removed  sheathing  from  floor  of  lock,  and  old  gril- 
lage f(mndati<»n  from  that  portion  of  lock  wall  to  be  rebuilt.  A  pile  and  concrete 
foundation  was  then  jircparcd.  Tlie  jiilcs  were  driven  to  an  average  depth  of  30  feet 
through  a  water-bearing  sand  an<l  gravel,  and  sawed  off  2  feet  below  bottom  of  lock 
wall.  Material  around  heads  of  j)ile8  was  removed  to  a  depth  of  3  feet  and  concrete, 
W(*ll  rammed,  inserted  instead.  The  whole  space  was  infested  with  springs.  The 
piles  were  capped  with  12-inch  by  12-inch  timber,  and  a  platform  of  12-inch  by  12- 
mch  timber  laid  on  top.  On  this  platform  the  lower  end  of  lock  wall  was  rebuilt. 
Cut  195  cubic  yards  of  stone;  laid  87  cubic  yards  of  concrete,  and  1,575  cubic  yards 
of  masonry. 

A  dangerous  leak  existed  under  the  river  wall  of  lock,  out  of  which  the  water 
rushed  when  the  pit  was  full.  No  remedy  could  be  applied  to  what  was  already- 
done,  so  the  water  was  simply  stopj)ed  from  running  under  this  wall  and  doing  fur- 
ther damage.  The  bottom  of  lock  was  water-tight,  except  at  this  place,  and  that 
is  below  the  dam.  A  leak,  however,  came  from  under  miter  wall  at  head  of  lock. 
The  pit  Avas  sheathed  with  3-iuch  oak,  sized,  outgauged,  and  calked.  The  sheathing 
did  not  extend  to  upper  end  of  pit  by  2  feet,  and  the  up]>er  end  of  she^ithing  was 
spiked  down  on  oakum,  so  th;it  head  leak  would  rise  on  floor  and  not  get  under. 
The  cofferdam  around  this  leik  on  outside  of  wall  having  been  strongly  built  waa 
l(*ft,  thus  relieving  floor  from  an  under  i)re.ssure  from  outside.  The  leak  seems  to  be 
Bto]>p(Ml  entirely.  Sheet  piling  was  driven  across  lower  end  of  lock  pit  and  around 
lower  end  of  new  foundation  for  lock  wall.  Large  stone  were  placed  below  this 
sheet  piling  to  prevent  scour  from  wickets. 

New  u]i])er  and  lower  miter  sills  were  placed  in  lock.  One  lower  lock  gate  con- 
structed and  hung.  This  lock  was  ojiened  to  navigation  on  the  26tli  day  of  Angust, 
1S90. 

Jicpairs  la  dam. — Rebuilt  entirely,  188  linear  feet  of  the  lower  slope  of  dam;  built 
new  head  gate  for  mill  race. 

Leak  from  vppir  pool  to  lower,  under  bluff. — Constructed  a  crib  40  feet  long,  16  feet 
Avide,  and  a  foot  higher  than  crest  ordam,  running  parallel  with  the  dam  and  20  feet 
above  it,  for  the  purpose  of  holding  broken  stone  and  clay  placed  along  bank  to  stop 
leak.  Heretofore  anything  pla<'ed  along  bank  was  washed  away  on  account  of  draw 
to  mill  race. 

FilHnff  excavation,  behind  laud  wall  of  lock. — Ten  thousand  cubic  yards  of  gravel  and 
broken  stone  were  used  in  filling  tliis  excavation.    As  the  lock  wall  was  built  up, 


Digiti 


zed  by  Google 


APPENDIX   J  J — ^KEPORT   OF   MAJOR   LOCKW001>. 


2445 


tlie  space  behiiid  it  was  filled  with  broken  stoue  to  a  height  of  10  Ibct,  thus  I'oriuiug 
a  drain. 

Repairs  to  guide  erihs. — Two  guide  cribs  above,  each  150  f<?et  lon;^,  and-two  below, 
one  125  feet  long  and  one  325  feet  long,  were  constructed.  Piles  were  driven  to  sup- 
port river  etlge  of  lower  land  crib.  All  cribs  same  height  aa  lock  walls.  Total 
number  of  cubic  yards  in  the  four  cribs,  8,0S2. 

Mr.  B.  O.  Lermond  was  in  local  charge  of  this  lock. 

UNITED  STATES  DREDGE  BOAT. 

The  dredge  has  been  employed  dredging  lock  entrances,  preparing  foundations  for 
cribs,  in  laying  the  timber  in  cribs  at  No.  1,  Green  River,  and  in  dredging  material 
fi)r  filling  excavation  behind  land  wall  at  No.  1,  Barren  River.  Tlie  ])lacing  of  new 
machinery  on  dredge  is  now  about  completed. 

UNITED  STATES  SNAG   BOAT  WM.   PRESTON  DIXON. 

Work  (lone. — Removed  1,035  snags  from  channel  of  river;  cut  159  trees  and  dead- 
ened 215;  launched  and  raised  lower  gates  at  No.  3  (ireen  River;  raised  ITnited 
States  dredge  Wabash.  Towed  from  Oross  Chutes  to  No.  3,  Green  River,  350  cubic 
yards  riprap  stone.  Towed  from  Snowbird  Point  to  No.  1,  Barren,  200  cubic  yards 
ripra]!  stone;  from  Wrightsburg  to  No.  1,  Green,  800  cubic  yarils  sawdust;  dredge 
and  sfows  Irom  No.  1,  Barren,  to  No.  2,  (ireen;  derrick  boat  from  No.  I,  Barren,  to 
No.  1,  (ireen;  dredge  and  scows  from  No.  2  to  No.  3,  Green;  derrick  boat  from  No.  1, 
(ireen,  to  No.  3,  (Jreen;  dredge  from  No.  1,  Green,  to  No.  3,  (ireen;  barge  from  No.  1, 
Barren,  to  Kvansville,  Ind.,  and  return  to  No.  3,  Green,  with  dredge  machinery;  der- 
rick boat  from  No.  3,  Green,  to  No.  -4,  (Jretni. 

Mr.  W.  S.  Overstreet  is  master  of  this  boat. 

GENERAL  WORK. 

Constru«te<l  a  fuel  barge  for  United  States  smig  boat;  painted  and  made  some 
minor  repairs  to  United  States  snag  boat. 

Very  respectfully,  your  obedient  servant, 

\Vm.  L.  Siukrt, 
Firsl  Lieut,  of  EHfjineers, 
Maj.  D.  \V.  LocKWOOD, 

Corps  of  Engineers  J  U.  JS.  A. 


COMMERCIAL    STATLSTUS    OK    (JRKKN    AM)    BARKKX    JUVEKS,    KENTUCKY,   FOR  FISCAL 
YEAR    ENI)IX<i   .H'NE   30,    1«1H. 


Articles. 


I     1S81). 


1890. 


IHOl.     ! 


Arti.li'M. 


!     1880.        1890.        1801 


B<*or l.o.M  , 

BHrn'l8,  iMiijjty s  ' 

Coal 57.245 

CViin*nt 200 

Flour :w« 

Grain i  ],2i:t 

llav <i28 

HandlcH 1.  ITift  ! 

limes 22 

Hoop-polfM 

Ircm,  ma«ufa<tiiriiiK lix 

Live  stock 277 

M€>rchaiu1  i«(' 15,  (XH) 

I 


l\rm. 

To  UK. 

J,  245 

»»•>.» 

55 

52 

45,1)01 

49,  (XK) 

1(W 

WK) 

77:{ 

1,303 

1,431 

1,284 

:u9 

427 

227 

6.144 

10 

30 

27;< 

770 

OS 

253 

4S2 

1.  2X5 

8,  {YX\ 

IH,  420 

Luuilirr 

Pnnlun* 

StoIK' 

.Salt 

StiivcH  niid  Iioailin;;. 

Tics,  railroail 

'r<»l»a<M-n,  \\-.\i' 

TiiiilMT.  lojjrt,  etc  . . . 

Wiiisky 

l*aM**»'ii;;i'i'« 

PoMt.s 


I    Titm. 


4S.-I 


18, H50 

4.5IKI 

21,42.5 

(5) 

651 

13 


Tom. 

2.  H66 

.501 

7HS 
1.014 


16.  373 

4.723 

H19.  920 

972 


Tom. 

0,000 

184 

14, 752 

1, 104 

744 

21,325 

2,164 

*500,000 

4a 

1, 4.34 


Toiinajic 


718   IH)7, 146     628,600 


*  The  output  of  timber  ami  lugs  for  flacul  yoar  omliug  Juuo  30,  18)0,  wiw  larger  than  usual,  due  to 
lack  of  water  in  provious  years. 
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List  of  boats  plying  on  Careen  and  Barren  rivers,  Kentucky » 


Ifame  of  boat. 


Character. 


Length, 

Breadth. 

Depth. 

F«ei. 

,    Feet, 

Feet, 

125 

2{4 

3.5 

121 

30 

5 

119 

24 

4.2 

85.4 

18.4 

8.7 

65 

9 

4 

60 

14 

3 

90 

22 

8 

76 

16.5 

8.8 

105 

20 

8.6 

112 

19.6 

4.8 

103 

20.3 

8 

103.4 

18.2 

2.9 

105 

21 

3.6 

81 

14 

4 

60 

16 

2.8 

79 

15 

4.4 

113 

20 

3.5 

95 

22 

4.8 

89 

18 

3 

67 

18 

4 

60 

14.7 

2.4 

63 

14 

4.6 

80 

15 

4 

49 

12.1 

3.5 

123.6 

1 

82 

5 

Tonnage. 


City  of  ClarkBville  . 

EranHWUf) 

Blue  Wing 

Panuie 

T.C.Woodward... 
Ida.. 


Gertie  Pool 

Louise 

D.  A.Nisbet 

LoDgffllow 

D.  A.  (looflwin 

G.  B.  Monlith 

Henry  Logan 

InglcHide 

Eleanor 

Emma  Ervine 

Eafi;ene 

laauella 

Uncle  Billy 

Uncle  Huck 

Tip  Top 

(>)rine  No.  2 

Orphan  Girl 

Montezuma 

U.  S.  snag  boat  Wm.  Preaton  Dixon. 


Passenger  .. 

do 

...do 

...do 

...do 

...do 

Towboat... 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

^."fo-::::::: 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

Snag  boat... 


194.00 
194.25 
11L82 

80.9 

33.50 

23 

56.26 


jReport  of  lockages  on  Green  and  Barren  rivers,  Kentucky,  for  fiscal  year  ending  June  SO, 

1891. 


1 

Going  np. 

Going  down. 

n 

^i 

Locka. 

C8-S 
o  e 

CO 

1. 

li 

«  i 

i 

5^ 

"1 
1' 

Green  river: 

LockXo.l 

LockNo.2 

251 
263 
141 
322 

195 

114 
102 
224 
43 

170 

437 
390 
112 
204 

176 

224 

179 

89 

85 
15 
60 
73 

2 

438 
378 
113 
195 

166 

232 
179 
29 
68 

88 

1,082 
721 
372 
87 

7 

67 
9 
41 
61 

1 

S.665 

1,871 

755 

761 

5» 

2.314 
L&41 

Lock  No  3 

662 

Lo<kNo.4 

817 

Barren  Bivpr: 

LockNo.l 

527 

Total 

1,819 

593 

235 

1,290 

606 

2.269 

179 

«,«1 

6,861 

Navigation  through  Locks  Nos.  2  and  A,  Green  River,  was  suspended  only  for  high 
water.  Navigation  was  suspended  for  repairs  57  days  at  No.  1,  Barren  River;  11 
days  at  No.  1,  Green  River;  and  163  days  at  No.  3,  Green  River. 


J  J  3. 

IMPROVEMENT  OF  ROUGH  RIVER,  KENTUCKY. 

The  river  and  harbor  act  of  September  19, 1890,  contained  the  follow- 
ing item,  to  wit: 

Improving  Kongh  River,  Kentucky,  $25,000,  to  be  expended  in  procuring  the  nec- 
osHary  land,  oonimencing  the  construct  ion  of  a  lock  and  dam,  and  removing  obetnic- 
tiouH  in  the  river  from  its  mouth  to  Hartford,  Ky.,  on  the  least  expensive  estimate 
I'ccommoitdcd  by  Capt.  James  C.  Post,  Con)B  of  Engineers,  in  his  report  of  Janoaxy 
27,  1885. 
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The  work  having  been  assigned  to  my  charge  by  Department  letter 
dated  September  20, 1890,  a  project  for  the  expenditure  of  the  appro- 
priation was  submitted  under  date  of  October  14, 1890.  The  project 
was  as  follows: 

First.  To  definitely  locate  the  site  of  the  lock  proposed;  and  purchase 
or  have  condemned  the  l^iid  needed  about  the  lock  and  abutment. 

Second.  Clear  the  river  obstructions,  to  wit:  Overhanging  trees  on 
the  banks,  and  snags,  logs,  and  stumps  in  the  bed  of  the  river.  The 
estimate  for  this  was  $300  per  mile,  or  $9,000  for  the  30  miles  between 
the  mouth  of  the  river  and  Hartford.  It  is  thought  that  the  laud  needed 
about  the  lock  and  abutment  can  be  purchased  for  from  $30  to  $40  per 
acre. 

The  above  project  was  approved  by  the  honorable  Secretaiy  of  War 
under  date  of  October  27, 1890. 

Eough  Eiver  is  a  crooked  stream  varying  in  width  from  80  to  173 
feet.  Its  banks  are  heavily  timbered  and  in  many  places  jin  ordinary 
type  of  river  steamer  would  be  stopped  by  overhanging  trees.  I  have 
been  over  the  lower  i)ool,  8  miles^  formed  by  backwater  from  Dam  No. 
2,  Green  Eiver,  and  while  there  is  a  fair  navigable  depth  up  to  the  site 
of  the  old  locl^,  the  channel  is  much  obstructed  by  snags,  fallen  trees, 
and  saw  logs  that  have  sunk.  The  latter  are  so  numerous  that  the  find- 
ing and  raising  of  them  now  constitutes  a  vagrant  sort  of  industry 
among  a  certain  class  of  raftsmen. 

Shortly  after  the  war  a  company  built  a  timber  and  stone  lock,  with 
dam  and  abutment,  about  8  mUes  from  the  mouth  of  the  river,  and 
steamboats  from  110  to  125  feet  long  ran  up  the  river  as  far  as  Hart- 
ford until  the  Green  and  Barren  River  improvemenis  were  leased  to  the 
Green  and  Barren  River  Navigation  Company  by  the  State  of  Ken- 
tucky. It  is  claimed  that  the  excessive  tolls  charged  by  the  navigation 
company  effectually  killed  the  commerce  of  Rough  River,  and  the  lock 
and  dam  were  abandoned.  The  dam  was  only  90  feet  long,  and  shortly 
afterward  the  river  went  around  the  abutment.  Eventually  the  dam 
was  torn  out.  so  that  now  nothing  but  the  ruins  of  the  old  lock  remain. 

The  site  or  the  old  lock  and  dam  is  unsuited  for  a  new  structure  on 
accountofth^  washout  and  the  necessity  of  removing  the  old  ruins,  and 
on  this  account  a  location  for  the  proposed  new  lock  and  dam  has  been 
selected  a  short  distance  below  and  the  lock  placed  on  the  left  bank  of 
the  river;  by  this  course  it  will  be  unnecessary  to  remove  the  old  lock, 
as,  being  on  the  abutment  side  of  the  river,  it  will  not  be  in  the  way 
of  boats  going  up  or  down  through  the  new  lock.  The  top  can  be  cut 
down  so  as  not  to  interfere  with  rafts  when  the  water  is  high  enough 
for  them  to  jump  the  dam. 

The  experience  I  have  had  in  masonry  work  and  dam  building  on  the 
Green  and  Barren  Rivers  leads  me  to  conclude  that  the  estimates  in 
Captain  Post's  report,  refeiTcd  to  in  the  act  of  appropriation,  are 
entirely  too  low,  and,  besides,  the  lock  proposed  would  hardly  be  up  to 
the  modern  requirements. 

The  proposed  lock  has  the  following  dimensions,  to  wit: 

Ft,  in.  Ft.  in. 

Length  over  all 191    6  Guard  of  lock 8 

Length  between  hollow  quoins..  145    9  Depth  of  water  on  lower  miter 

Height  of  walls 25    8  sill 4 

Jjift 9  Depth  of  water  on  upper  miter 

Height  of  dam 15    6  siU 6    8 
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The  estimate  of  its  cost  is  as  follows : 

Stone — 

Dressed  face,  764  cuhic  yards,  at  $15.95 $12,1^.80 

Quarry  face,  655  cubic  vards,  at  $13.15.. 8,613.^ 

Backing,  2,228  cubic  yards,  at  $8.10 18,046.80 

Copine,  323  cubic  yards,  at  $20. 15 4,674.80 

Special,  46  cubic  yards,  at  $18.05....: 830.30 

Total  stone  for  lock 44,350.95 

Upper  and  lower  gates 3, 000. 00 

Conerdam  and  cxca\'ation 5, 000. 00 

Dam  complete 20.  000. 00 

Abutmen  t 4, 000. 00 

Guide  walls 8,000.00 

Two  lock  houses,  $1,600  each * 3,200.00 

Total ' 87,550.95 

Engineering  and  contingencies . . .  .• 8, 755. 10 

96,306.(S 
To  this  should  be  added  the  cost  of  the  land 2-50. 00 

Total  for  lock  and  dam 96,566.05 

In  Captain  Post^s  estimato  the  abutment  was  to  be  of  wood.  It  is 
not  considered  advisable*  that  it  should  be  so  oonstructed,  as  it  would 
reciuire  renewal  about  every  10  years,  and  the  dejith  to  rook  being  only 
6  feet  below  pool  level,  a  stone  abutment  can  be  ('onstructed  with  little 
trouble  and  at  a  comxiaratively  small  cost. 

A  working  party  is  now  engaged  in  deadening  trees  on  the  banks 
and  in  removing  snags,  logs,  etc.,  from  the  river.  The  trees  deadened 
this  year  can  be  cut  down  next  year  and  will  then  float  off  when  cut 
up. 

So  far  1,909  trees  have  been  deadened,  91  tree  tops  cut  up,  and  290 
logs  cut  up  in  the  lower  2^  miles  of  the  river. 

The  amount  of  money  that  will  be  required  to  complete  the  project, 
that  is,  to  clear  out  the  channel,  clear  off  the  banks,  and  build  the  lock, 
is  as  follows: 

Cost  of  lock  and  dam,  etc.,  complete -^ . . .  $96, 556. 05 

Clearing  banks  and  channel  30  miles  at  $300 9,000.00 

Total 105,556.05 

Less  amount  already  appropriated 25, 000. 00 

-* 

Balance  required  to  complete  project 80, 556. 05 

Money  at  (item  cut, 

Amoujit  appropriated  by  act  ai)prov('d  Si'i>ti'nib(!r  11),  1890 $25, 000. 00 

June  30,  1891,  amount  expended  during  fiscal  year 708. 54 

July  1,  1891,  balance  unexpended 24,291.46 

July  1,  1891,  outstanding  liabilities 552.84 

July  1,  1891,  balance  available 23,738.62 

Amount  (estimated)  required  for  completion  of  existing  project 80, 556. Of 

Amount  that  can  heprolitably  expendedin  fiscal  year  ending  June30, 1893    80, 556.  (X. 
Submitted  in  comi»iianee  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMEKCIAL    8TATLST1CS   FOU   FISCAL  YKAll   ENI>INa   JUNE   30,    1891,    ROUGH   RIVKK, 

KENTUCKY. 

TODB. 

Log8 89,161 

liumber 9,000 
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List  of  boats  plying  on  Bough  jRtver,  Kentucky, 

Tii|(b(M*  UneU  Buck. 

Length, '. feet..  fl7 

Breadth do  ..  18 

Depth do  ..  4 

Tomiage toiu..  32.34 


J  J  4. 

IMPROVEMENT  OF  KENTUCKY  RIVER,  KENTUCKY. 

The  Kentucky  Biver  is  a  tribntary  of  the  Ohio,  and  empties  into  it  at 
Canollton,  Ky.,  about  midway  between  Cincinnati,  Ohio,  and  Louis- 
vme,Ky. 

The  present  project  for  the  improvement  of  the  river  was  adopted  in 
1879,  the  object  being  to  repair  the  five  locks  and  dams  built  by  the 
State  of  Kentucky,  and  extend  slackwater  navigation  for  a  draft  of 
6  feet,  by  the  construction  of  additional  locks  and  dams  to  Beattyville, 
a  distance  of  261  miles  from  the  mouth  of  the  river. 

WORK  DONE  DURING  THE  YEAR. 

Lock  JVb.  6. — ^The  site  of  this  lock  is  located  32  miles  above  Frankfort, 
Ky^  on  the  right  bank  of  the  river. 

The  cofferdam  inclosing  the  site  is  completed  and  the  necessary  exca- 
vation to  rock  inside  has  been  made.  The  work  has  so  far  advanced 
that  the  laying  of  the  foundation  can  be  commenced  now  within  a  short 
time.  The  abutment  for  the  dam  is  completed,  and  the  contracts  for 
timber  to  construct  the  dam  let. 

Beattyville. — ^Under  date  of  February  25, 1891,  work  on  this  lock  was 
suspended  by  order  of  the  Chief  of  Engineers,  XJ.  S.  Army,  and  instruc- 
tions given  to  continue  the  old  dam  across  to  the  Proctor  bank,  in  order 
to  give  slackwater  navigation  during  the  low-water  season  up  to  the 
junction  of  the  Middle  and  ITorth  forks  of  the  Kentucky  Eiver,  the 
nearest  iM)int  on  the  Kentucky  Union  Railway  to  Beattyville.  This 
work  is  now  in  progress  and  will  be  completed  during  the  present  season. 

For  details  concerning  the  work  at  Lock  No.  6,  and  at  Beattyville, 
attention  is  invited  to  l£e  rex)ort  of  Assistant  Engineer  B.  S.  Burnett, 
herewith. 

Money  statement. 

July  1,  1890,  balance  nnexpended $5,276.99 

Amount  appropriated  by  aot  approved  September  19,  1890 180, 000. 00 

185, 276. 99 
June  90,  1891,  amount  expended  during  fiscal  year 33, 460. 40 

July  1, 1891,  balance  nnexpended 151,816.59 

July  1,1891,  outBtandingUabUltiea..... $16,267.11 

July  1, 1891,  amount  covered  by  uncompleted  contracts 9, 660. 00 

25,927.11 

July  1, 1891,  balance  available 125,889.48 


^Amount  (eHtimated)  required  for  completion  of  existing  project 1, 674, 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  yeur  ending  June 

30,  1893 500,000.00 

Submitted  in  compliance  witb  requirements  of  sections  2  of  river  and 

harbor  acts  of  1866  and  1867. 
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Abstract  of  bids  received  and  opened  June  1,  2892,  hy  Mai.  D,  W.  Lockwood,  Corpe  of 
Engineers,  for  improting  Kentucky  Biver,  Kentucky,  at  Lock  No.  6,'^ 


No. 

Name  and  addrcM  of  bidder.      ' 

Portland 
cement, 

1,000 
barreU, 

(per 
barrel). 

American 
natural 
cement, 

6,000 
barrehi, 

bir^l). 

Total. 

Remarks. 

J.  B.  Speed  &  Co.,  LouisviUe,  Ky ... 

J.  B.  Speed  &  Co.,  liOuisville,  Ky ... 
Gray  &  Church,  Frankfort,  Ky 

^    $4.10 
C      8.70 

$4,100.00 
7,200.00 

8,700.00 
6,060.00 

11,640.00 
3,500.00 

2,680.00 
10,440.00 
3,600.00 

i  In  aooordanoeirith  terma 

(With  the  proTiao  that 
the  cement  ia  to  beln- 
apected  at  Louisville 
and  coat  of  inapection 
paid  by  the   Viaitod^ 

1 

$1.20 

3 

1.01 
1.94 

4 

The  Buckeye  Portland  Cement  Co., 
BeUefontaine,  Ohio. 

ErBkine  W.  Fisher,  New  York  City. 

Jaa.  £.  HcCracken,  Cincinnati,  Ohio. 

8.60 
C      2.68 

R 

6 

1.74 

The  bids  of  Erskine  W.  Fisher  for  Portland  cement,  and  J.  B.  Speed  db  Co.  for 
American  natural  cementj^at  $1.01  per  barrel,  were  accepted. 


sepobt  of  tea.  b.  6.  bubnett,  assistant  ekgineeb. 

United  States  Enoinebb  Officb, 

Saloiea,  Ky.,  July  1, 1891. 
Majob:  Irespeotfiilly  submit  the  following  report  on  the  improyement  of  the  Ken- 
tucky RiTer,  Kentucky,  for  the  fiscal  year  ending  June  30, 1891: 

LOCK  no.  6. 

Early  in  May  borings  were  made  on  the  lines  of  proposed  cofferdam  to  determine 
the  depth  through  the  bed  of  the  river  to  solid  rock ;  this  was  found  to  be  at  an  arer- 
age  depth  of  16  feet. 

Four  barges  were  constructed  by  hired  labor  and  purchase  of  material  by  circular 
letter.  Two  of  these  barges  were  constructed  5  by  18  by  100  feet,  to  be  used  in  hand- 
ling material  necessary  for  the  construction  of  Lock  No.  6;  the  other  two  were  con- 
structed 5  by  24  by  85  feet,  to  be  used  at  Beattyville  in  handling  material  for  that 
look.  As  tms  lock  was  abandoned,  the  barges  have  been  used  at  Lock  No.  6  to  great 
advantage.    The  barges  were  constructed  out  of  white  pine. 

A  newliull  24  by  6  by  65  feet  was  constructed  out  of  loug-leaf  yellow  pine  for  the 
old  dredge  Ward,  This  dredge  had  been  transferred  from  the  Louisville  and  Port- 
land Canal  several  years  ago;  at  the  time  it  had  been  condemned.  The  hull  was  18 
years  old  and  entirely  rotten.  The  old  machinery  was  removed  and  set  up  in  the 
new  hull,  a  house  was  bmlt  over  machinery,  and  the  entire  dredge  painted.  When 
this  work  had  been  completed,  the  latter  part  of  May,  the  dredge  was  sent  to  Look 
No.  6  to  excavate  for  foundation  for  lock  walls. 

The  dimension  stone  stacked  by  the  contractors  immediately  behind  the  site  for 
the  lock  was  in  danger  of  slippmg  into  the  river  when  the  excavation  was  made 
for  the  foundation  of  the  land  wall,  and  as  the  stone  had  not  been  systematically 
separated,  which  would  cause  great  delay  in  setting,  it  was  moved  on  land  above 
cofferdam  and  restacked. 

A  railroad  track  8  feet  6  inches  j^auge  was  built  leading  to  the  several  stacks  of 
stone  and  to  the  head  of  the  cofferdam. 

Excavating  for  the  foundation  of  the  inside  wall  has  been  increased  a  large  amount 
by  the  sUpping  of  the  bank  during  rise  in  the  river  June  21, 1891.  The  general  ex- 
cavating work  has  been  iucreaseil  about  10  per  cent,  by  deposit  and  slipping  sides 
of  the  cuts  made  by  dredges  during  the  same  rise. 

The  following  buildings  were  constructed  by  hired  labor  and  purchase  of  material 
in  open  market,  One  office,  one  cement  shed,  one  tool  house,  one  carpenter  hous(% 
one  blacksmith  shop,  two  water  closets. 

Work  was  commenced  at  this  lock  May  14, 1891.  The  following  is  a  detailed  state- 
ment of  work  done : 
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COFFEBDAM. 

Drove  206  piles  to  an  averaffe  depth  of  14  feet ;  spiked  as  wailing  to  piles  2,254  linear 
feet  5  by  12  oak ;  constructed  Ifl:^!  linear  feet  of  cofferdam. 

Backing  cofferdam.— Fl&Ged  as  "backinff  11.184  cubic  yards  of  clay,  grayel,  and 
earth;  18,576  cubic  yards  of  hard- wood  brush  fascines;  placed 8  shores  5  by  12  by  18 
from  upper  inside  face  of  cofferdam  to  piles  15  feet  below  as  inside  bracing  to  up- 
river  face. 

Dimefman  of  co#6r<Jam.— Upper  return  wing,  162  feet;  lower  return  wing,  140 
feet;  river  face,  327  feet;  average  height  above  pool  water,  7  feet.  Construction  of 
cofferdam  completed  June  1^  Iwl. 

Pumping, — Built  platform  16  by  24  feet  inside  cofferdam  for  8  and  12  inch  pumps; 
built  platform  on  cofferdam  14  by  24  feet  for  engine;  built  platform  inside  oofrar- 
dam  for  engine  16  by  24  feet.  Commenced  pumping  cofferdam  June  17,  6  o'clock  p. 
m.  Pumped  cofferdam  out  June  18,  4  o'clock  p.  m.  Excavated  June  19  and  20. 
Broke  shaft  of  pumping  engine  June  21, 12  o'clock  p.  m.    Snag  boat  KentuoJcg  stopped 

Sumping  with  12-inch  pump  June  21,  and  left  for  lower  river  with  the  dredge  Ward, 
offerdam  flooded  by  9-foot  rise  in  nver  June  23  and  24.  Snag  boat  Kentucky  com- 
menced pumping  second  time  June  25,  8  o'clock  p.  m.  Pump  broke  June  26, 10 
o'clock  a.  m.  Repumping  June  26,  with  8-inch  pump  that  had  been  stopped  for 
repairs.    Completed  pumping  cofferdam  second  time  June  28,  4  o'clock  p.  m. 

Dredging  and  excavating  for  foundation  of  look  walls, — ^Average  depth  of  excavating 
for  outside  wall,  16  feet;  for  inside  wall,  8  feet;  head  miter  wiul,  15  feet;  lower  miter 
wall,  10  feet.  The  material  excavated  for  outside  wall  is  hard  gravel;  head  miter 
wall  one-half  gravel,  one-half  sand  and  earth;  inside  wall  three-fourths  earth,  one- 
fourth  sand,  gravel,  and  rock :  lower  miter  wall  hard  gravel,  sand,  and  rock. 

Afaterial  removed, — Removed  by  dredges  25,360  yards  of  material,  by  wheelbarrows 
8,802  cubic  yards,  and  by  derrick,  boat,  and  dump  buckets,  340  cubic  yards, 

ABUIMKSrr. 

Excavating  commenced  May  16, 1891.  Average  depth  of  cut  to  solid  xock  for  river 
wing,  48  feet;  return  wins,  63  feet;  width  of  cut  at  top,  70  feet;  at  bottom,  16  feet. 
Length  of  river  wing,  45  ieet ;  return  wing,  45  feet.  Length  of  masonry,  river  face,  40 
feet ;  width  at  bottom,  12  feet.   Length  of  return  wing,  40  feet  ^  width  at  bottom,  12  feet. 

The  foundation  of  the  river  face  is  solid  rock,  averaging  6  inches  below  pool  water. 
Return  wing  into  the  bank  first  10  feet  level  of  pool  water ;  second  10  feet  2  feet 
above  pool  water;  third  10  feet  4  feet  above  pool  water;  fourth  10  feet  9  feet  above 
pool  water. 

Masonry  completed  on  river  face  6  inches  above  the  top  of  lock  walls;  return  wing 
21  inches  above  height  of  lock  walls. 

Work  done. — Removed  in  excavating  for  abutment  9,365  cubic  yards  of  clay,  earth, 
sand,  and  loose  rock ;  4,830  gallons  of  water. 

Shoring  sides  o/ out.— Placed  2  shores  8  by  10  feot;  2  shores  12  by  20  feet;  4  shores 
12  by  16  feet;  4  braces  35  feet;  4  braces  24 feet;  and  2  braces  14  feet  in  length  in  cut 
to  prevent  bank  from  caving. 

STONEWORK. 

Dimension  stone  cut, — Cut  the  ibllo^ving  amount  of  dimension  stone: 

Cubic  yanlfi. '  Cubic  feet. 


Dimension  stone  f<et. — Comnu'iiced  setting  stone  on  abutment  June  5,  1891.    Set  the 
following  anion  nt : 


Oaarry  face 

Backing  Htoiie 

8pawU  aud  riprap. 


Digitized  by 


Google 


2452      REPORT   OF  THE   CHIEF   OF   ENGINEERS,  U.  8.  ARMY. 

Handled  795  cubic  yardB  of  rongh  stone  in  selecting  stone  for  catting. 
Behandling  sUme  for  look, — Removed  on  cars,  Essoined  and  restackea,  2,997  onbio 
yards  of  cut  stone. 

*DRBDGmG  FOR  DAM. 

Excavating  and  opening  a  cbannel  through  bar  immediately  opposite  and  h^loYr 
cofferdam  for  the  purpose  of  drawing  water  off  and  changing  the  current  of  the 
river  from  the  cofferdam. 

Removed  3,470  cubic  yards  of  sand,  gravel,  and  bowlders. 

RAILROAB  TRACK. 

Constructed  trestle  for  railroad  track  from  upper  quarry  to  head  of  cofferdam  100 
feet  long,  14  feet  wide,  and  8  feet  high. 

Constructed  trestle  from  cement  shed  to  river  derrick  27  feet  lon^,  4^  feet  wide, 
and  6  feet  high.  Built  trestle  in  old  quarry  65  feet  long,  6  feet  wide,  and  14  feet 
high. 

Track, — Laid  and  ballasted,  2,413  linear  feet  of  double  track  and  switches.  Used 
1,655  cross-ties  6  feet  long,  24  switch- ties  18  feet  long,  and  873  cubic  yards  of  broken 
stone  as  ballast. 

Tore  up  old  track,  relaid  and  reballasted  1,300  linear  feet  of  single  track.  Excavated 
299  cubic  yards  of  earth  for  track. 

CARPENTER  WORK. 

Dressed  and  framed  material  and  constructed  the  following  buildings :  1  office^  1 
blacksmith  shop,  1  tool  house,  1  cement  house,  1  cement  shed,  1  carpenter  shed,  and 
2  water-closets. 

Framing  traveler  timhers. — Made  and  mortised  208  posts,  8  by  8  by  16:  199  braces,  3 
by  4  by  16;  77  caps,  5  by  12  by  9;  60  sills,  8  by  8  by  9:  66  posts,  8  by  8  by  18;  8  caps, 
5  by  12  by  18;  122  range  sticks  for  track,  8  by  8  by  20;  42  caps,  6  by  12  by  6;  21  caps, 
5  by  12  by  16;  and  5  sills,  8  by  8  by  16. 

General  carpent^  work. — Made  2  workbenches;  2  floats,  4  by  60  feet;  8  cavils;  2 
chocks  for  derrick  boat ;  2  tool  boxes,  4  by  4  by  8  feet ;  placed  3  windows  in  tool 
house,  and  2  windows  in  blacksmith  shop ;  made  spud  for  dredge  Ward,  26  feet  long. 
Hi  by  Hi  inches,  and  placed  same  in  position ;  made  2  small  derricks  and  plao^ 
same  on  barge:  put  handles  in  50  picks,  18  adzes,  20  hammers,  and  16  mattocks; 
made  5  booms,  3  masts,  2  stiff  legs,  and  1  mast  seat  for  derricks ;  made  4  stone  car 
frames;  4  car  brakes;  1  desk,  2  tables;  3  hoisting  trays  (for  unloading  cement) ;  6 
push  poles ;  1  box  5  by  10  by  15  feet  for  mixing  cement :  10  wheelbarrow  handles ;  4 
screen  doors ;  4  stone  and  concrete  rammers ;  5  screen  nrames  for  office  windows ;  1 
grindstone  frame;  reliandling  tools ;  setting  up  pumps;  making  boxing  for  cover- 
ing pump  belting 

Derricks. — Raised,  rigged,  and  placed  in  position  16  derricks  on  lock  side  of  river 
and  2  derricks  on  the  abutment  side;  removed  2  stiff  legs,  2  masts,  imd  2  booms  from 
lower  end  of  lower  quarry  into  river  and  floated  thein  to  upi>er  quarry,  hoisted  in 
position  in  quarry  for  handling  stone  ibr  abutment ;  erected  and  rigged  derrick  on  river 
bank  near  lower  end  of  upper  quarry  for  handling  stone ;  dismantled  and  lowered 
derrick  in  lower  quarry  and  removed  same  to  river  bank,  and  reset  it  for  handling 
dimension  stone  for  abutment  and  lock ;  removed  100  cubic  yards  of  waste  stone  in 
setting  up  derricks;  moved  horse-power  and  engines  and  resetting  same  for  working 
derricks;  tightening,  overhauling,  and  putting  up  ^uy  lines;  splicing  wire,  fall,  and 
guy  lines;  oiling  guy  lines;  moved  and  reset  4  derricks;  placea  in  position  11  horse- 
powers; placed  and  anchored  13  stiff  legs  to  derricks;  used  85  cubic  yards  of  riprap 
stone  in  weighting  stiff  legs  down. 

PUMPS. 

Overhauled  and  set  up  one  8-inch  pump  and  engine.  Removed  12-inch  pump  from 
snagboat  Kentucky  and  set  same  on  platform  inside  of  cofferdam,  repairing  and  over- 
hauling same;  removed  10-inch  pump  and  pumping  engine  to  platform  on  cofferdam, 
overhauled  and  set  up  same;  removed  20  cubic  yards  of  earth  in  excavating  for 
foundation  for  boiler  set  on  river  bank  for  running  10-inch  pump ;  built  Are  box  for 
same  5  by  3  feet ;  placed  boiler  in  position ;  removing  engines,  boilers,  and  pumps  dur- 
ing rise  m  river,  and  reset  same  when  river  fell ;  repaired  and  reset  shaft  of  8-inch 
pumping  engine;  built  frame  for  shafting  of  10-inch  pump,  24  feet  high;  built  frame 
for  pump  to  set  on. 

GENERAL  WORK. 

Cleaning  and  Rubbing  brush  from  Government  land  for  constructiBg  buildings; 
building  loundations  for  buildings;  removing  materials  from  barges  to  storehoaset; 
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working  horse-powers  and  engines  handling  stone  and  other  materials;  hauling  with 
lines  dump  scows  and  barges  after  they  wore  unloaded  to  dretlges  digging  ditch 
^    '        '  -   -     •  'uilt  2 


around  buildings  and  behind  cofferdam  for  purpose  of  drainage;  built  2  stone 
forges  in  blacksmith  ship ;  sharpening,  wrapping  butts,  and  putting  shoes  (iron)  on 
piles;  set  up  hoisting  engine  on  abutment  side  of  river,  and  placed  2  horse-powers 
m  position  tor  working  derrick ;  excavated  6  cubic  yards  of  spawls  in  lower  quarry 
for  setting  engine;  removed  210  linear  feet  of  piling  from  top  of  bank  to  river;  bor- 
ins  holes  in  and  excavating  around  2  large  stumps  in  side  of  cofferdam ;  charging 
holes  with  dynamite  and  blasting  out  stumps;  boated  150  bushels  of  coal  from 
Mundy  Landing  to  Lock  Ko.  6.  Laid  738  linear  feet  of  2  by  12  inch  plank  for 
wheelbarrow  runs:  loaded  on  barges  1,704  cubic  yards  of  clay  and  earth  at  dite  of 
abutment,  removed  across  the  river  and  placed  behind  cofferdam  as  backing ;  loaded 
barges  at  Frankfort  with  lumber  and  material,  towed  to  Lock  No.  6,  and  unloaded 
same ;  snag  boat,  dredge  Williej  and  diver  removed  one  large  oak  log  8  feet  thick  at 
butt,  50  feet  long,  lying  across  water  line  of  cofferdam.  Cut  18,576  cubic  yards  of 
brusn,  bundled  same  into  fascines  2  by  12  feet  with  wire,  boated  to  cofferdam  and 
placed  them  in  position  as  backing ;  unloaded  160  cubic  yards  of  earth  from  barge 
below  cofferdam.  Removed  from  barges  and  placed  in  cement  shed  1,210  barrels  of 
cement.  Cleaning  and  overhauling  engines;  repairing  engines;  whitewashing 
buildings;  pumping  barges  and  pile  driver;  handling  barges  and  scows;  carrying 
water;  unloaded  in  river  below  cofferdam  13,090  cubic  yards  of  excavated  material: 
removed  115  cubic  yards  of  earth  in  preparing  site  for  restacking  stone ;  excavatea 
25  cubic  yards  of  earth  in  constructing  roadway  between  lock  and  ferry;  made  2 
culverts  in  roadway ;  removed  35  cubic  yards  of  earth  in  grading  bank  around  car- 
penter shop^  removed  90  cubic  yards  of  sand  and  gravel  m>m  around  suction  pipes 
of  pumps ;  removed  65  cubic  yards  of  earth  in  trenching  around  boiler  on  river  oank 
at  lower  end  of  cofferdam ;  cut  down  2  large  trees  near  cement  shed  and  removed 
same;  hoisted  freight  from  barges  to  tool  house;  loaded  2,800  bushels  of  coal  on 
barges  and  coaled  engines  and  dredges ;  removed  engine  in  lower  quarry  four  times 
for  handling  stone;  removed  lumber  and  other  materials  out  of  reach  of  high  water: 
hoisted  240 barrels  of  cement  from  river  bank  to  shed  on  abutment  side;  hoiHted  and 
loaded  782  cubic  yards  of  stone  on  barges,  transported  across  river  and  unloaded 
same  for  the  abutment;  loaded  67  cubic  yards  of  spawls  and  75  cubic  yards  of  riprap 
stone  on  barges,  transported  and  unloaded  same  for  abutment ;  screened  604  barrels 
of  sand  for  making  mortar;  removed  on  cars  from  upper  quarry  87  cubic  yards  of  cut 
stone;  hoisted  and  placed  on  river  bank  on  abutment  side  624  linear  feet  of  piling; 
dug  trench  from  spring  above  upper  quarry  to  top  of  lower  quarry,  1,200  feet  long, 
and  laid  ^inch  gas  pipe  for  supplying  drinking  water  for  employes ;  removed  float 
60  feet  in  length  from  inside  of  cofferdam ;  pumping  cofferdam;  oaring  for  tools  and 
plant;  blacksmithing,  watching,  etc. 

UNITED  STATES  SNAG  BOAT  KENTUCKY. 

The  snag  boat  Kentucky  towed  barges  loaded  with  material  for  constnicting  coffer- 
dam and  lock ;  towed  dredges  and  pumped  oofftTdam. 

The  boilers  crackeil  twice  while  engaged  at  this  work,  and  she  is  now  laid  up  for 
repairs  to  her  boilers. 

UNITED  STATES  DERRICK  BOAT. 

The  United  States  derrick  boat  drove  all  piles  for  cofferdam ;  handled  all  stone  for  the 
abutment ;  hoisted  engines  and  pumps  in  position ;  excavated  from  inside  of  cofier- 
dam  with  dump  buckets;  unloaded  cement  and  all  materials  for  the  work;  handled 
barges  and  dumped  scows;  hoisted  and  set  up  derricks  on  river  bank,  and  doing 
general  work  around  cofferdam  and  abutment. 

UNTFED  STATES  DREDGE  BOAT  WILUK. 

The  United  States  dredge  boat  Willie  dredged  the  following  amount  of  material : 
Eighteen  thousand  and  iifty-ono  cubic  yards  of  earth,  gravel,  clay,  and  sand  for 
foundation  of  lock  walls. 

Excavated  1,875  cubic  yards  of  material  and  placed  same  as  backing  to  cofferdam. 

£xcavated  210  cubic  yards  of  earth  and  clay  for  dam. 

UNITED  STATES  DRKDGE  BOAT  WARD. 

The  United  States  dredge  boat  Ward  dredged  the  following  amount  of  material: 
Seven  thousand  eight  hundred  and  one  cnhic  yurds  of  clay,  gravel,  and  sand  for  foun- 
dation of  lock  walls* 
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BBATTYVILI.K  DAM. 

The  cofferdam  constnicted  last  year  was  not  damaged  by  the  spring  freshets.  A 
heavy  deposit  of  sand  took  place  above,  inside,  and  below  colle.rdam. 

The  spring  fre  shets  washed  away  some  of  the  backing  from  above  the  fixed  por- 
tion of  the  aam,togetlier  with  some  of  the  sheathing;  69  cubic  yards  of  clay,  stone, 
and  gravel  were  nsed  as  backing.  Sheathing  replaced,  nsing  86  linear  feet  of  hewed 
oak  timber,  nineteen  pieces  of  3-inch  oak  lumber,  ana  1,555  square  feet  of  2  and  3 
inch  oak  lumber. 

Complying  with  your  instructions,  the  work  of  extending  the  dam  through  the 
cofferdam,  across  the  old  passes  to  the  Proctor  Bluff,  was  started  in  May.  Con- 
tracts were  made  for  material  and  the  work  of  pumping  out  the  cofferdam,  excavat- 
ing, and  removing  old  timbers  to  secure  a  substantial  foundation  was  commenced. 

TTie  cofferdam  was  flooded  by  a  rise  in  the  river  June  21,  height  of  water  iNsing 
9  feet  7  inches.  Considerable  deposit  was  made  inside  cofferdam,  but  slight  dam- 
age was  done. 

Cofferdam  was  pumped  out  June  25,  and  work  resumed. 

The  following  is  a  statement  of  work  done : 

Excavating  for  foundatioH  of  extension  of  dam, — ^Removed  32,259  feet,  B.  M.,  sawed 
oak  lumber;  707  linear  feet  of  hewed  timber;  3,068  cubic  yards  of  sand;  122  cubic 
yards  of  clay ;  29  cubic  yards  of  stone,  and  1,703  assorted  spikes  from  inside  of  oof- 
ferdam. 

Proctor  Bank. — The  extreme  high  water  caused  this  bank  to  slide  and  the  old  pro- 
tection work  to  give  way,  endangering  the  office  building,  and  filling  inside  of 
cofferdam.  The  bank  was  excavated,  wneeled  above  cofi'erdam,  and  deposited  as 
backing. 

Removed  the  following  from  the  Proctor  Bank :  One  thousand  two  hundred  and 
sixty-three  cubic  yards  of  clay,  18  cubic  yards  of  riprap  stone,  2,020J  linear  feet  of 
hewed  oak  timber,  4,126^  feet,  B.  M.,  oak  sheathing,  445  assorted  spikes. 

General  wo9-k, — Placed  pump  engine  and  pump  inside  of  cofferdam;  pumping 
cofferdam ;  constructed  water  tank  for  supplying  engines  with  water ;  rigged  and 
set  up  derrick  on  cofferdam;  laid  wheelbarrow  runs ;  made  pile-driver  leads ;  calked 
fiatboat ;  received  and  restacked  lumber  for  dam ;  repaired  skiffs ;  removed  old  howe<l 
oak  timber  from  dam  and  stacked  same  on  Proctor  Bank ;  removed  spikes  and  drift 
bolts  from  old  timbers  j  removed  necessary  engines  and  tools  from  Rock  Shoal  Quarry 
to  Beattyville,  and  shipped  the  balance  of  tools,  etc.,  to  Lock  No.  6;  made  eight 
push  poles  and  two  coal  boxes;  blacksmithing,  watching,  handling  tools,  and  general 
care  of  United  States  engineer  property. 

Cement. — The  5,000  barrels  of  cement  damaged  by  high  water  February  26,  1890, 
w«re  examined  and  all  barrels  found  damag^  An  effort  was  made  by  your  direc- 
tion to  sell  cement,  but  there  were  no  bidders. 

Bock  Shoal  Quarry. — ^No  work  has  been  done  at  this  quarry  since  suspension  of 
work  last  September,  with  the  exception  of  restacking  a  small  amount  of  stone,  and 
care  of  United  States  property. 

The  two  large  boarding  houses  constmctod  for  the  use  of  employes  and  a  store 
building  were  destroyed  by  fire  about  7  o'clock  p.  m.,  December  11,  1890.  From 
statement  of  watchman  it  appears  that  the  fire  originated  in  the  store  building, 
caused  by  an  explosion  of  a  coal-oil  lamp  while  the  occupants  were  at  supper. 
When  the  fire  was  discovered  it  had  made  too  much  headway  to  be  extinguished.  A 
high  wind  prevailing  carried  the  flames  to  the  boarding  houses.  Barrels  of  water 
had  been  placed  on  the  roof  of  boarding  houses,  but  they  €ould  not  be  used.  A  few 
old  tools  were  destroyed,  and  some  of  the  cut  stone  contiguous  to  the  buildings  were 
cracked  by  the  intense  heat. 

General  remarks, — ^The  citizens  of  Beattyville  are  very  solicitous  to  have  the  dam 
raised  2\  feet  in  order  that  they  may  have  sufficient  dei>th  of  water  for  transportation 
of  materials  and  supplies  to  and  from  the  Kentucky  IJiiiou  Railroad  bridge,  about  3^ 
miles  above  the  dam.  As  this  road  is  the  only  accessible  outlet  or  source  of  com- 
munication with  the  outside  world,  and  as  under  the  present  circumstances  at  a 
pool  stage  of  water  the  steamboats  running  from  Beattyville  to  the  railroad  bridge, 
and  drawing  less  than  2  feet  of  water,  can  not  get  over  the  shoals  at  and  near  the 
mouth  of  the  Middle  Fork,  and  as  several  large  sawmills  have  located  above  the 
dam  on  the  North  Fork,  and  can  not  ship  their  lumber  to  market,  it  appears  t^  me 
that  some  relief  should  be  afforded  if  practicable.  Raising  the  dam  woiud  be  detri- 
mental to  the  rafting  interest,  and  to  make  this  additional  height  movable  so  that  it 
could  be  lowered  during  freshets  would  be  expensive  and  probably  unsatisfactory  to 
all  interests.  I  would  respectfully  recommend  that  the  shoals  be  deepened  by 
coustmcting  three  or  four  wing  jetties,  contracting  the  river  channel;  these  jetties 
to  be  constructed  about  2  feet  above  pool  water  out  of  logs  and  brush  mattresses 
and  riprap  stone.    The  opposite  bank  would  require  but  little  protection  work,  as  it 
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is  of  such  nature  that  it  would  scour  but  little.    The  cost  of  these  jetties  would  not 
exceed  $500  each.  - 

Mr.  John  H.  Westerfield,  assistant  engineer,  in  local  charge  of  this  work,  success- 
fully conducted  it  during  the  past  year. 
Respectfully  Submitted. 

R.  S.  Burnett, 
Assistant  Engineer, 
Mig.  D.  W.  LocKWOOD, 

Corps  of  Engineers,  U.  S,  A. 


COMMERCIAL  STATISTICS,  KENTUCKY  RIVER,  KENTUCKY  (UPPER  AXD  LOWER  RIVERS), 
FOR  FISCAL  YEAR  ENDING  JUNE  80,  1891. 


Articles. 


Coal 

Plour 

Grain 

Hay 

Iron,  manafacturing 

Live  stock 

Logs 

Lumber 


1890. 


1891. 


Tont. 

Tons. 

89,502 

89,752 

1,503 

1,744 

6,091 

14,279 

4,407 

500 

1,003 

712 

2,350 

3.065 

158,903 

224,844 

10,670 

16,256 

Articlea. 


Miscellaneous  merchandise 

Passengers 

Salt 

Timber 

Tobacco 

Whisky 

Total , 


1890. 


Tons. 

19,554 
1,995 
909 
4,682 
2,783 
4,142 


310,354 


189L 


Tont. 
21,739 
2,023 
1,002 
3,761 
5,686 
4,306 


389,219 


List  of  stem-wheel  boats  plying  on  the  Upper  Kentucky  Uiver,  Kentucky. 


Ingomar... 
Favorite. . . 
rannvS... 
Dora  No.  2. 
AdaV 


Nome  of  boat. 


Character. 


Packet. . 
...do  ... 
...do... 
...do... 
...do... 


Length. 


Feet. 
Ill 
109 
64 

78 
92 


Breadth. 


Feet. 
19.5 
15 
8 
14 
13.6 


Depth. 


Feet. 
3 
3 

L8 
3 
2.2 


Tonnage. 


74.61 
43.64 
7.18 
34.46 
2L32 


J  J  5. 

OPERATING  AND  KEEPING  IN  REPAIR  THE  FIVE  LOCKS   AND  DAMS  ON 
KENTUCKY  RIVER,  KENTUCKY. 

The  United  States  acquired  possession  of  these  locks  and  dams  in  1880, 
at  which  date  they  were  in  a  more  or  less  crippled  condition,  the  timber 
of  the  dams  being  badly  decayed  and  the  lock  gates  and  operating 
machinery  in  such  a  state  as  to  need  absolute  removal  or  extensive  re- 
pairs. 

Some  of  the  dams  have  been  entirely  rebuilt,  the  others  nearly  so. 
Guide  walls  above  and  below  the  locks  have  been  constructed,  and  the 
baukH  about  the  locks  and  abutments  protected  by  timber  cribbing  to 
l)revent  erosion. 

At  present  there  is  good  slack- water  navigation  from  the  Ohio  River  to 
Oregon,  a  distance  of  99  miles. 

The  work  of  the  past  year  has  been  carried  on  with^a  view  to  estab- 
lishing the  security  of  the  locks^  d^ms,  and  accessories,  and  that  pro- 
jected for  the  coming  fiscal  year  is  of  the  same  character. 

The  new  gridiron  valves  have  been  found  to  work  very  successfully. 
The  leakage  is  comparatively  slight,  while  the  old  butterfly  valves,  es- 
pecally  when  worn,  leaked  very  badly. 
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Extensive  repairs  will  be  required  to  the  United  States  snag  boat 
Kentucky,  Her  boilers  have  let  down  twice  within  the  past  2  months; 
they  have  been  patched  and  the  United  Stiites  steamboat  inspectors  will 
examine  them  soon,  which  will  determine  whether  they  can  be  continaed 
in  use. 

The  entire  bottom  requires  renewal  and  the  entire  forecastle,  includ- 
ing the  butting  beam,  will  have  to  be  replaced.  The  capstan  engines 
are  under  the  forecastle  deck  and  the  escaping  steam  has  rotted  away 
the  deck  and  deck  beams. 

For  details  concerning  the  work  done  during  the  past  fiscal  year  at- 
tention is  invited  to  the  report  of  Assistant  Engineer  ft.  S.  Burnett, 
herewith. 


Detailed  statement  of  expenses  inewnred  in  preserving  and  maintaining  navigation  on  (kai 
portion  of  the  Kentucky  River,  Kentucky,  improvi^  hy  looks  and  dams,  during  tkejlscal 
year  ending  June  SO,  1891, 


HontbB. 


LockKo.l. 


Salaries. 


Labor 

and  mar 

terial. 


Carrent 
and  con* 

tingent 
expenaea. 


Total. 


Lock  No.  2. 


Salariea. 


Labor 
and  ma- 
terial. 


Current 
and  con- 
tingent 
expenaea. 


TotaL 


1890, 
July 

Au«IU8t 

S«.*l)tc.mber . 

OcUiber 

November  . 
December.. 

1891 

January  ... 
February . . 

March 

April 

May 

June 

Total 


Months. 


$230.00 
255.00 
.230.00 
183.33 
116.00 
206.20 


233.00 
165.00 
165.00 
163.00 
233.00 
233.00 


$426.85 
279.05 
822.16 
1, 169, 03 
763.31 
271.78 


11.65 
6.24 
165.80 
2.50 
30.46 
13.50 


$9.32 
5.53 
1.23 

14.52 
9.22 
3.80 


12.10 
4.56 


$666.17 

639.58 

1,053.39 

1,366.88 

887.63 

48L78 


244.65 
171.24 
330.80 
177.60 
268.02 
246.50 


$230.00 
210.00 
185.00 
210.83 
165.00 
206.20 


233.00 
165.00 
165.00 
163.00 
233.00 
233.00 


$67.16 
1, 120. 83 
1, 084. 91 
1,237.27 
.  690.26 


$5.07 
6.54 
L23 
9.07 
9.22 
8.80 


L80 
2.00 


89.75 
28.75 


2.60 
4.56 


2, 411. 53 


3,902.33 


60.28 


6,434.14 


2,399.03 


4,322.72 


41.09 


Look  No.  3. 


SaliU'ies. 


Labor 
and  ma- 
torial. 


Current 
and  con- 
till  f;mit 
expeuses. 


Total. 


Lock  No.  4. 


Salaries. 


Labor 

audma- 

teriaL 


Cmrent 
and  con- 
tingent 
ezpensee. 


$302.8 
1.S36l37 
1,27LM 
1,457.17 
864.18 

2iaoo 


234.80 
167.  W 
165.00 
165l60 
327.31 
26L75 


«,762liM 


ToUl. 


1800. 

July 

August 

September . 

October 

November . 
December. . 

1891 

January... 
February . . 

March 

AprQ 

May 

June — 

Total 


$230.00 
255.00 
230.00 
233.33 
165.00 
206.20 


233.00 
165.00 
165.00 
163.00 
233.00 
233.00 


$5.07 
5  54 

$104. 31 
343. 62 
107.48 

L23 
9.07 
9.22 
3.80 

1.80 

22.20 

12.66 

10.50 
15.00 

2.60 
4.56 

$235.07 
260.54 
335. 54 
586.02 
281.70 
210.00 


234.80 
187.20 
177. 66 
176. 10 
252.56 
233.00 


$230.00 
255.00 
230.00 
233.33 
165.00 
206.20 


233.00 
165.00 
165.00 
163.00 
233.00 
233.00 


$30.66 


23.55 
497.40 
115.97 

34.95 


74.97 

42.90 
22.20 
13.80 
93.31 
51.15 


$7.07 
5.54 
L23 
12.07 
10.72 
3.80 


2.60 
7.55 


2, 511. 53 


617.57!        41.09     3,170.19 


2,511.53  I  1,000.86 


60.58 


$267.73 
200.54 
254.78 
743.80 
29L60 
244.96 


307.97 
207.90 
187.20 
179.40 
383.8$ 
284.15 


3,568:97 
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Detailed  slalement  of  expenttes  incurred  in  preserving  and  maintaining  navigation  on  that 
pwtion  of  the  Kctitucky  JHrer,  Kentucky,  improved  by  locks  and  damSj  etc. — Continued. 


Lock  No.  5. 

United  States  snag  boat  Kentucky. 

MonthB. 

Salariiwi. 

Labor 
andma- 
terialB. 

Current 

and  con- 

tiDgent 

expenses. 

Total. 

Salaries. 

Current 
and  con- 
tingent 
expenses. 

Repairs. 

Supplies. 

Total. 

1890. 
Jnly  .... 

Ifov 

$230.00 
255.00 
230.00 
233.34 
165.00 
206.20 

233.00 
165.00 
165.00 
163.00 
199.67 
183.00 

$5.07 
93.58 
1.22 
9.08 
9.22 
8.80 

$235.07 
523.08 
467.42 
673.04 
837.17 
248.70 

327.55 
214.45 
255.00 
354.30 
335.22 
346.50 

$872.00 
1,011.32 
1,013.98 

955.00 
1,014.00 

867.50 

414.50 
437  00 
680.00 

$107.48 
85.37 

$130. 80 

28.32 

276.43 

159.57 

46.92 

4.80 

180.00 

$1,110.  .17 
1,131.51 
1,200.41 
1,126.08 
1,064.76 
862.80 

$174.50 

236.20 

430.66 

162.95 

38.70 

94.56 
49.45 
90.00 
186.70 
131.00 
156.50 

$6.50 

10.00 

1.61 
3.84 

Deo 

189L 
Jan 

594.50 

Feb 

437.00 

Mar 

580.00 

June .... 

4.60 
4.55 
7.00 

157. 12 
307.15 
167.50 

157. 12 

601.79 
125.98 

808.94 

1,036.00 

1,319.48 

Total.. 

2,428.21 

1.751.20 

138.12 

4,317.53 

8,191.80 

16.50 

825.97 

1,448.70 

10,482.47 

Mont 

li. 

United  States  dredge  Willie. 

Salaries  and 
labor. 

Repairs. 

Supplies. 

Total. 

July..... 

1890 

« 

$368.45 
366.50 
145.00 
245.00 
145.00 
95.00 

95.00 
95.00 
88.66 
188.99 

$390.21 

$177.62 

$936.28 
366.50 

l^Ziit::":::::::::::::::::::::::"::::::::::::::::::::: 

»r ......... 

145.00 

90.50 
10.40 

^1.59 

Novembe 

r 

1.60 

157.00 

Decern  bei 

r 

95.00 

Janasry 

Pebniary 

March.. 

1891 

95.00 

95.00 

86.66 

Anril 

27.90 
18.00 
72.60 

216.89 

May.:::::::::::::::::::::::::::::::::::::::::::::::::::: 

18.00 

June  

163.83 

16.16 

252.59 

al 

Tot 

1.994.43 

4U7.97 

403. 11 

2, 805.  51 

SUMMARY. 

Look  No.  1,  Kentnckv  River $0,434.14  I  U.  S.  dredge  boat  IfiUu! $2,805.51 

Look  No.  2,  Kentucky  River 6. 762. 84  |  Lock  keeper's  Dwelling,  Look  No.  2. . . .    2. 01  .'>.  40 

Look  No.  3,  Kentucky  RLver 3, 170. 19  ;  Lock-keeper's  Dwelling,  Luck  No.  3 2.  i:i6. 96 

Look  No.  4,  Kentucky  River 8. 562. 97  I  Lock-keeper's  Dwelling,  Lock  No.  5. . . .    2. 527. 12 

Lock  No.  5,  Kentucky  River 4,317.53  

United  States  snag  boat  Z^meueii/ 10,482.47  i  Grand  total 44,215.13 


report  of  mr.  r.  8.  burnett,  assistant  rnoinkrr. 

Unitrd  States  Enginkkr  Offick, 

8alvi$a,  Ky.,  June  SO,  1891, 
Major:  I  respectfnlly  submit  the  following  report  on  the  operating  and  care  of 
canals  and  the  maintaining  and  preserving  of  navigation  on  the  Kentucky  River  for 
the  fiscal  ^ear  ending  June  30,  1891 : 

All  repairs  at  the  several  locks  which  were  coatemplated  in  the  project  for  the  fis- 
cal year  ending  Jnlie  30, 1890,  and  which  could  not  be  made  on  account  of  high  water 
during  that  year  have  been  completed,  also  all  work  contemplated  in  the  project  for 
fiscal  year  ending  June  30, 1891,  with  the  exception  of  the  new  dwellings  for  lock-keep- 
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era  at  Locks  Nos.  2,  3,  and  5.  These  dwellings  are  now  nnder  constrnction  hy  hired 
labor  and  purchase  of  material  by  circular  letter,  and  will  be  comjileted  by  the  Ist 
of  August,  1891. 

The  locks  and  dams  are  all  generally  in  good  condition ;  some  slight  damage  has 
been  done  by  heavy  drift  to  the  guide  piers  and  operating  irons.  But  one  serious 
accident  has  occurred  during  the  year  and  that  was  at  Lock  No.  1.  On  March  5, 
1891,  during  an  extreme  high  rise  in  both  the  Kentucky  and  Ohio  Rivers,  and  a 
large  amount  of  drift  running  over  the  lock  walls,  the  lower  shore  ^ate  was  wreuche^l 
from  its  fastenings  and  was  carried  a  short  distance  below  the  lock.  As  soon  as  the 
river  fell  and  reached  the  top  of  the  lock  walls  the  gate  was  found  aiid  rehung  by  the 
United  States  snag  boat  Kentucky. 

ITie  Louisville  and  Nashville  Railroad  Company  bave  raised  their  bridge  crossing 
the  Kentucky  River  at  Worth ville,  Ky.,  3  feet,  and  contemplate  raising  it  6  inches 
more  this  season.  No  alteration  has  been  made  by  this  company  to  its  bridge  at 
Frankfort,  Ky. 

The  corporations  controlling  the  wooden  bridge  at  the  foot  t>f  St.  Clair  street, 
Frankfort,  Ky.,  have  failed  to  make  any  alteration  to  that  bridge. 

The  following  is  a  detailed  statement  of  .the  work  done  during  the  past  year: 

LOCK  NO.   1, 

Upper  shore  guide  toall. — Grading  and  paving  bank  behind  wall;  placed  1,374  cubic 
yards  of  earth,  clay,  and  gravel  filling;  laid  1,026  square  yards  of  paving,  and  placed 
261  cubic  yards  of  sand  on  same;  cut,  dressed,  and  placed  in  position  behind  paving 
282  linear  feet  of  flagging. 

Lock  wall, — Grading  and  paving  behind  wall;  placed  486  cubic  yards  of  earth,  clay, 
and  gravel;  laid  183  square  yards  of  paving;  cut,  dressed,  and  placed  in  position  36 
linear  feet  of  curbing;  set  38  linear  feet  of  drainpipe  above  paving;  repointed  de- 
fective joints  on  lock  wall. 

Lock  gates, — ^The  upper  lock  gates  were  taken  out  and  the  old  butterfly  valves  were 
removed  and  replaced  with  4  new  gridiron  valves ;  removed  old  hand  rails  and  put 
in  new  rails;  old  pintle  seats  removed  and  new  ones  placed  in  position;  repaint'ed 
gates. 

Lower  river  guide  wall. — Placed  52  cubic  yards  of  riprap  stone  Ailing  and  laid  67 
cubic-yards  of  paving  stone. 

Lower  shore  guide  wall. — Placed  561  cubic  yards  of  riprai>  stone  filling  in  wall  and 
laid  119  cubic  yards  of  paving  stone. 

Dam. — Removed  defective  sheathing  and  placed  in  new  sheathing. 

Abutment, — Placed  52  cubic  yards  of  stone  on  upper  face  of  abutment  to  stop  small 
leak. 

General  work, — Quarry injj  and  transporting  stone  from  quarry  at  Drennon,  Ky.,  to 
lock;  painting  and  penciling  chimneys  and  foundation  of  lock  house  and  office: 
built  400  linear  feet  of  fence  around  Government  property ;  cleimed  and  repaired 
cistern ;  constructed  a  return  protection  wall  into  the  bank  at  lower  end  of  lock ;  s*«t 
70  cubic  yards  of  dimension  stone ;  secured  lower  gates  back  in  the  recess  with  heavy 
chains;  removing  and  repairing  operating  irons;  cleaning  Government  premises  of 
vegetation  and  mud  and  drift  from  lock  walls. 

Dredging, — Removed  from  lock  entrance  2,155  cubic  yar<ls  of  material. 

General  remarks. — ^Thore  was  no  suspension  of  navigation  except  for  high  water. 
The  lock  walls  were  submerged  by  back  water  from  the  Ohio  and  high  water  in  the 
Kentucky  River  during  the  months  of  January,  February,  March,  and  April,  90  days. 

Highest  water  occurred  February  26,  upper  gauge  reading  50.5  feet ;  lower  gauge, 
35.8  feet.  Lowest  water  occurred  August  6;  upper  gauge,  8.5  feet;  lower  gauge,  6.8 
feet. 

LOCK  NO.  2. 

New  dbulment, — ^The  construction  of  this  abutment  was  suspended  laat  fall  on  ac- 
count of  continued  extreme  high  water,  endangering  the  safety  of  the  dam.  Work 
was  resumed  early  in  July  and  continued  until  completion  in  October. 

The  following  is  a  statement  of  work  done : 

Excavating. — ^Removed  937  cubic  yards  of  stone,  clay,  and  gravel,  and  360  linear 
feet  of  old  timber  for  foundation. 

Grillage  foundation. — Laid  the  following  amount  of  timber: 

432  linear  feet 6  by  12  inches  by  24  feet 

308  linear  feet 6  by  12  inches  by  22  fe6t 

108  linear  feet  / 10  by  14  inches  by  18  feet 

210  linear  feet 6  by  12  inches  by  10  feet 

210  linear  feet 12  by  12  inches  by  10  feet 
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Placed  116  cubic  yards  riprap  stone  in  fonndation;  20  cnbic  yards  spawla  and  GO 
cubic  yards  of  gravel  used  as  iilliiig  and  grontin|r. 
Dimension  atone  set, — Set  the  following  amount  of  dinionsion  stono  in  abutment: 

291  linear  feet  quarry-face  stone Inches  thick..  20 

.  21  cubic  yards  backing  stone do 20 

254  linear  feet  quarrv-face  stone do 18 

14  cubic  yards  backing  stone do 18 

287  linear  feet  quarry-face  stone do 16 

15  cubic  yards  backing  stone do 16  . 

1^005  linear  feet  quarry-face  stone -^.  do 15  ' 

59  cubic  yards  backing  stone <lo 15  ■ 

Return  crib  wall  into  bank  above  new  abutment. 

ExiSivating, — Excavated  277  cubic  yards  of  eai-th,  stone^  and  gi*avel;  for  foundation; 
laid  as  cribbing.  1,208  linear  feet  of  hewed  white  oak  timber ;  placed  1,870  feet  B. 
M.  2-inch  sheathing  on  face  of  crib^  placed  75  cnbic  yards  of  riprap  stone,  and  75 
cubic  yards  of  clay  and  gravel  in  cribbing  as  filling. 

Looi'lceeper'B  dto^nia^.^Excavated  127  cubic  yards  of  earth,  and  stone  for  founda- 
tion ;  laid  97  cubic  yards  of  dimension  stone,  quarry  face,  in  the  foundation ;  received 
lumber  and  materials  for  dwellings;  commenced  the  constru<iliion  of  dwelling. 

Lock  gates, — Took  out  upper  Iock  gates  and  removed  old  butterfly  valves  and  re- 
placed them  with  ^idiron  valves;  removed  old  operating  irons;  placed  new  irons  on 
all  the  gates ;  repainted  gates. 

Dam. — Laid  150  linear  feet  of  new. sheathing  and  respiked  sheathing. 

Dredging. — Dredged  1,875  cubic  yards  of  material  from  lock  pit  and  entrances. 

Gen^raZ  irorfc.— Constructed  protection  crib  above  the  cofferdam  on  the  abutment 
side  of  the  river :  used  170  linear  feet  of  timber  and  86  cubic  yards  of  riprap  stone 
filling ;  laid  474  linear  feet  of  timber  from  inside  edge  of  new  abutment  at  the  lower 
end  to  the  bank;  boating  and  handling  stone  for  the  new  abutment  and  lock-keeper's  * 
dwelling ;  rigging  and  setting  up  derricks  on  both  sides  of  the  river  for  handling 
material;  removed  675  linear  feet  of  timber  from  old  abutment;  constructed  crib 
wall  between  old  land  wall  and  new  stone  abutment,  used  310  lineal  feet  of  6  by  12 
timber;  quarrying  and  cutting  stone  for  abutment  and  foundation  for  lock-keeper's 
dwelling;  mixing  mortar;  boating  sand,  dimension,  and  riprap  stone;  pointing  all 
stonework:  removing  cofferdam ;  msmantling  derricks ;  removed  119  pieces  of  dimen- 
sion stone  nrom  abutment  side  and  stacked  same  behind  lock  wall;  dismantling  lock 
^ates;  removing  drift  from  entrances ;  receiving  material  for  new  lock-keeper's  dwell- 
ing; clearing  uovemment  premises  of  weeds;  removing  snow,  ice,  and  mud  from 
lock  walls. 

General  rema/rks, — ^There  was  no  suspension  of  navigation  at  this  lock  except  for 
high  water  during  the  year.  Lock  walls  were  submerged  by  back  water  from  the 
Ohio  and  high  rises  in  the  Kentucky  rivers,  45  days.  The  highest  water  occurred 
March  10,  lower  gauge  reading  45.40  feet,  upper  gauge  33.40  feet.  The  lowest  water 
occurred  September  8,  lower  gauge  reading  6.4  feet,  upper  gauge  8  feet. 

LOCK  NO.  3. 

Lock  gates, — Removed  five  defective  blocks  and  replaced  them  with  new  blocks ; 
removed  old  operating  irons  and  put  in  new  improved  irons;  removed  old  butterfiy 
valves  and  placed  new  gridiron  valves;  repaired  wickets  in  filling  culverts;  paintell 
lock  gates. 

Dam, — Removed  ten  defective  pieces  of  step  sheathing  and  replace^l  with  now 
sheathing. 

Lock-I^epeir's  dwelling, — Quarried,  cut,  and  set  112  cubic  yards  of  dimension  stone  for 
fonndation  of  dwelling;  receiving  material;  framing  house. 

General  work, — Removing  drift  from  entrances;  bolting  one  capstan  on  lock  wall; 
cementing  joints  on  slope  wall  behind  the  lock ;  made  culvert  in  slope  wall  for  oper- 
ating irons  on  lock  gat^  to  work  in ;  graded  and  sodded  around  fonndation  for  new 
lock  house;  whitewashed  and  repaired  fences  around  premises;  removed  drift  from 
lock  entrances,  and  snow,  ice,  and  mud  from  lock  walls. 

Dredging, — Dredged  1,578  cubic  yards  of  material  from  pit  and  entrances. 

General  remarks, — ^There  waa  no  suspension  of  navigation  except  for  high  water. 
The  lock  walls  were  submerged  17  days  during  the  year. 

The  lowest  water  occurrea  October  20,  lower  gauge  reading  6.1  feet;  upper  gauge 
reading  8.2  feet.  The  highest  water  occurred  February  2,  lower  gauge  reading  32  J2 
feet,  upper  gauge  reading  21.4  feet. 

LOCK  NO.  4. 

Lock  gates, — Removed  three  defective  blocks  and  put  in  new  blocks ;  repaired  pintle 
•eat  for  lower  outside  gate;  repaired  wicket  rods;  painted  lock  gates. 
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Dam. — ^Fifty-nine  pieces  of  defective  sheathing  removed  and  5,310  feet  B.  M.  oak 
sheathing  put  in ;  respiked  step  sheathing. 

General  work, — ^Regrading  slope  wall  and  cementing  joints  of  paving;  repaired, 
lower  river  guide  wall  and  bolted  same  to  lock  wall;  placed  33  cubic  yards  of  riprap 
stone  in  lower  shore  guide  wall;  repaired  old  gates  and  fences  on  premises:  con- 
structed water  gauge  at  each  end  of  slope  wallj  painted  water  gauge;  rigg^  wire 
line  for  operating  signal  lights;  removed  snow,  ice,  and  drift  from  lock  walls;  di4- 
mautling  operating  irons;  removing  weeds  and  vegetation  from  premises;  making 
Hlight  repairs  on  lower  shore  guide  wall. 

Sredging. — Dredged  1,325  oubic  yards  of  material  irom  lock  pit  and  entrances. 

General  remarks. — ^There  was  no  suspension  of  navigation  except  for  high  water.  The 
lock  walls  were  submerged  by  high  water  in  the  Kentucky  River  13  days  during  the 
year.  • 

The  lowest  water  occurred  October  2(h  lower  gauge  reading  5.6  feet,  upper  gauge 
6.4  feet.  The  highest  water  oocurred  March  9,  lower  gauge  reading  41.5  feet,  upper 
gauge  28  feet. 

LOCK  NO.  5. 

Dam. — One  hundred  and  fifty  feet  from  the  abutment  the  dam  had  settled  15  inches, 
the  settlement  extending  from  abutment  to  lock  wall,  decreasing  from  settlement  of 
15  inches  uniformly  to  one-half  inch  at  both  abutment  and  lock  walls.  This  was 
leveled  by  putting  on  a  new  comb  stick  and  resheathing  upper  slope  of  dam  6  feet 
on  its  face  the  entire  length  of  the  dam;  spiked,  13,091  feet,  B.  M.,  3-inch  oak  sheath- 
ing on  upper  slope :  spiked  5,874  feet  B.  M.  oak  timber  on  comb  of  dam. 

l^ook-keqter's  dwelling. — Quarried,  cut,  and  set  120  cubic  j'ards  of  stone  for  founda- 
tion of  new  house,  receiving  material  and  constructing  house  by  hired  labor;  dwell- 
ing completed  with  the  exception  of  painting  and  a  small  amount  of  plastering. 

Dredging. — Dredged  1,125  cubic  vards  of  material  from  lock  pit  and  entrances. 

General  work, — Constructed  1,800  linear  feet  of  fence  around  Government  premises; 
removed  drift  from  entrances:  dismantled  operating  irons;  beveled  7,240  linear  feet 
of  timber  for  repairing  dam ;  oored  1,007  |-inch  holes  for  sniking  timber  and  sheath- 
ing on  dam;  whitewashed  and  repaired  old  lock-keeper's  dwelling;  quarrying  stone 
and  excavating  for  foundation  of  new  dwelling;  hauled  stone  and  sand  for  founda- 
tion; mixing  mortar;  carryinjB^  water;  building  fence  on  abutment  side  of  river;  re- 
setting 46  fence  posts ;  removing  snow,  ice,  ana  mud  from  lock  walls. 

General  remarks. — ^There  was  no  suspension  of  navigation  at  this  lock,  except  from 
high  water,  during  the  year.    The  lock  walls  were  submerged  9  days.  • 

The  lowest  water  occurred  October  18,  lower  gauge  reading  5.70  feet,  upper  gauge 
8.10  feet.  The  highest  water  occurred  March  10,  lower  gauge  reading  40.70  feet, 
upper  gauge  29.30  feet. 

UNITED  STATES  SNAG  BOAT    KENTUCKY. 

The  snag  boat  has  been  engaged  in  making  repairs  to  the  locks,  doing  necessary 
snagging,  and  acting  as  tender  to  dredge  boat. 

The  following  is  a  statement  of  work  done: 

Towed  the  following  amount  of  stone:  377  cubic  yards  of  dimension  stone  from 
Lock  No.  6  to  Lock  No.  2;  153  cubic  yards  of  riprap  stone  from  Drennon  to  Lock  No.  ' 
2;  193  cubic  yards  of  paving-stone  from  Lock  No.  6  to  Lock  No.  1;  910  cubic  yanls 
of  paving  stone  from  Drennon  to  Lock  No.  1;  147  cubic  yards  frt>m  Stony  Creek  to 
Lock  No.  1 ;  150,000  (estimated)  feet  B.  M.  lumber  loaded  on  barges  at  Frankfort  and 
towed  to  Lock  No.  6;  removed  59  snags  and  1  wreck  (coal  barge)  at  Lock  No.  2; 
worked  23  days  on  new  hull  for  dredge  boat;  assisted  in  putting  in  new  valves  at 
Locks  Nos.  1  and  2 ;  worked  9  days  at  Lock  No.  6,  pumping,  hoisting  timbers,  etc. ; 
miles  run  from  July  1,  1890,  to  June  30,  1891,  6,575. 

UinTED  STATES  DKEDGE   BOAT  WILIJE. 

Completed  building  house  over  machinery  and  cabin  for  crew. 
The  following  is  a  statement  of  work  done  at  the  locks: 

Lock  No.  1 cubic  yards  dredged. .  2, 155 

Lock  No.  2 do 1,875 

Lock  No.  3 do 1,578 

Lock  No.  4 do 1,325 

Lock  No.  5 do 1,125 

Total 8,058 
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UKITED  STATES  DEKRICK  BOAT. 

The  derrick  boat  has  been  engaged  in  making  repairs  at  the  locks,  hoisting  stone 
and  timber,  loading  and  nnloading  barges,  and  driving  piles. 

It  assisted  in  the  constmction  of  the  new  abutment  at  Lock  No.  2,  handling  mate- 
rial for  cofferdam,  and  dimension  and  riprap  stone  for  abutment. 

Respectfully  submitted. 

R.   8.   BURNKTT, 

Assistant  Engineer. 
Maj.  D.  W.  LocKWOOD, 

Corps  of  Engineers,  U,  8,  A. 


Report  of  lockages  on  Kentucky  River,  Kentucky,  for  fiscal  year  ending  June  SO,  1891, 


Locks. 


No.l. 
No.  2. 
No.  3. 
No.  4. 
No.  5. 


Total. 


275 
320 
348 
352 
356 


Going  np. 


426 
408 
344 
312 
127 


1,617 


159 
145 
134 
136 
53 


627 


75 
168 
106 

97 
190 


630 


Going  down. 


OQ 


424 
308 
340 
304 
123 


1,589 


5^ 


137 
134 
128 
121 
48 


568 


I 


224 
167 
81 
162 
1,527 


2,161 


60 
199 
127 
123 
213 


731 


1,514 
1,619 
1,260 
1,255 
2,278 


7,920 


¥ 


I 


I' 


1,081 
1,434 
1,136 
1,106 
1,618 


6,875 


List  of  stern-wheel  boats  plying  on  Lower  Kentucky  River,  Kentucky. 


Name  of  boat. 


Character. 


Length. 

Breadth. 

Depth. 

Feet. 

Feet. 

Feet. 

136.6 

30 

4.6 

135.6 

23.5 

8.8 

135 

25 

4 

132.5 

27 

4.4 

130 

26.2 

4 

126 

20 

3.6 

124.8 

31 

5.5 

120 

20 

3 

120 

24 

3.6 

110 

24 

4 

100 

20 

8 

111.6 

19 

8.2 

94 

16 

8 

53 

10 

4 

48 

U.5 

4 

48 

11.5 

4 

87 

7.4 

2.8 

124 

20.5 

8.5 

122 

22 

8 

122 

21.5 

3.5 

120 

20 

8.4 

112 

23.6 

4 

110 

22 

3 

08 

23.3 

4.3 

92.6 

18.1 

8.4 

117 

18.3 

4.3 

Tonnage. 


IT.  8.  snag  boat  Kentucky  . 

Lancaster 

Hibernift 

Falls  City 

Bob  Ballnrtl 

City  of  ClarkHville 

John  Barrett 

Hattie  Brown 

Bell  vno 

Blue  Wing- 

Grace  Morris 

T.D.Dale 

Little  Sandy 

Ghent* 

Florence* 

Dolpliin* 

Masy 

Geo.  W.  Stone --.  - . 

L.  A.  Fulton 

Excel 

Jessie 

Al  Martin 


Hot  Sp'p* 

Alex  Montgonriory  . 

W-B-Cole 

D.D.  Baker 


Snag  boat. 

Packet 

...do 

...do- 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

...do 

Toir 

...do 

...do 

...do 

..  do 

..  do 

...do 

...do 

Sawmill.. 


330 

156.00 
157.06 
223.35 
160.83 
194 
187.23 
58.11 
80.23 
1U.83 
78.88 
79.80 
80.84 
4.85 
4.06 
4.08 
a  31 
106.50 
107.99 
118.90 
6a  47 
96.68 
89.39 
79.50 
54.74 
70.83 


*  Screw  propoUor. 
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JJ  6. 

IMPROVEMENT   OF   LICKING   RIVER,    KENTUCKY,    FROM   FARMERS  TO 

WEST  LIBERTY. 

Tbe  project  for  the  improvement  of  this  river  was  approved  by  the 
Secretary  of  War  under  date  of  September  20, 1888,  and  provide*  for 
removal  of  snags,  detached  rocks,  and  bowlders  from  the  river  bed  with 
a  view  to  improving  low-water  navigation  and  rafting.  This  work  can 
only  be  done  to  advantage  during  low  water,  and  in  consequence  it  was 
May  15  of  the  present  year  before  it  was  deemed  advisable  to  commence 
operations. 

For  details  regarding  this  season's  work  attention  is  invited  to  the 
report  of  Assistant  Engineer  B.  F.  Thomas,  appended  hereto. 

The  improvement  can  not  be  regarded  as  permanent  in  consequence 
of  the  fact  that  the  obstructions  due  to  snags  and  leaning  trees  will 
continue  to  form. 

The  original  estimate  of  the  cost  of  the  improvement  was  $17,680  for 
that  portion  of  the  river  between  Farmers  and  West  Liberty,  and  it  is 
recommended  that  of  the  balance  yet  unappropriated  $5,000  be  appro- 
priated lor  the  fiscal  year  ending  June  30, 1893. 

Money  statement. 

Jnly  1,  1890,  balance  unexpended $132.08 

Amoaut  appropriated  by  act  approved  September  19,  1890 3, 000. 00 

3,132.08 
June  30,  1891,  amount  expended  during  fiscal  year 1, 097. 41 

July  1,  1891,  balance  unexpended 2,034.67 

July  1,  1891,  outstanding  liabilities 503. 50 

July  1,  1891,  balance  available 1,531.17 

(Amount  (estimated)  required  for  completion  of  existing  project 11, 680. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1893      5, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


REPORT  OF  MR.  B.   F.  THOMAS,  ASSISTANT  ENGINEER. 

Louisa,  Kt.,  June  30, 1891, 
Major:  Work  was  commenced  upon  Licking  River  on  May  5, 1891,  at  a  point  60. 
miles  above  Farmers,  Ky.    A  large  amount  of  loose  and  solid  rock,  as  well  as  many 
snags  and  stumps,  have  been  removed  near  Flatwoods  Spring  Branch,  Miuisel  Shoals, 
and  IXirtle  Island,  a  distance  of  about  10  miles.    Near  the  latter  placie  over  13  large 
bowlders  have  been  blasted  out  and  a  largo  drift  removed. 
The  following  is  an  estimate  of  the  work  done  up  to  date : 

Excavation : 

Solid  rock cabio yards..  5,876 

Loose  rock , do....  2,145 


(JIn88  of  work. 

Number. 

Length. 

Girth. 

8nagB  removed 

79 

27 

60 

2 

Ft.    in, 
22    0 
71 

Ft,   in. 

Trees  removed 

t   3 

Stumps  removed 

Tree«  topped 

»•• 

Digitized  by 


Google 


APPENDIX   J  J — ^REPORT   OF   MAJOR   LOCKWOOD.  2463 

It  is  proposed  to  complete  the  expenditure  of  the  appropriation  this  season  by  the 
remoyal  of  large  rocks  at  Blackwater,  Log  Cabin  Bend,  Devil  Creek,  Big  Lanrel, 
Little  Lanrely  McClure,  and  Old  Cow  and  Twin  Calves. 

It  is  proposed  to  jremove  all  dangeroos  snags  and  otherwise  improve  the  channel, 
and  to  clean  out  atf^put  in  good  condition  all  the  shoals  on  the  river.    After  this 
appropriation  is  exhausted  there  will  yet  remain  much  important  work  to  be  done, 
but  the  river  will  be  in  a  fairly  safe  condition. 
-  Respectfully  submitted. 

B.  F.  Thomas, 

AsHst^ini  Engineer, 

Msy".  D.  W.  LocKWOOD, 

Corps  of  Engineers,  U.  S,  A, 


COMMERCIAL  STATISTICS  FOR  FISCAL  YEAR  ENDING   JUNK    30,   1891,   LICKING  RIVER, 

KENTUCKY. 


Article. 

1800. 

1801. 

Bark - 

Tonn. 

20 

012 

33, 750 

lOJ 

10 

Tons. 

Coal 

w 

190 

XiOgB 

20,000 
12 

Moi'^'-hanfliflA , ^,.    ,,^ 

Staves 

70 

Total : ;  34,801 


20,273 


J  J  7. 

IMPROVEMENT  OF  BIG  SANDY  EIVEE,  WEST  VIRGINIA  AND  KENTUCKY. 

The  Big  Sandy  Eiver,  which  is  formed  by  the  union  of  the  Tug  and 
Levisa  forks,  flows  north  a  distance  of  26  miles  and  empties  into  the 
Ohio  at  Gatlettsburg,  Ky.  The  main  river  and  the  Tug  form  the 
boundary  between  Kentucky  and  West  Virginia,  and  the  Upper  Tug, 
for  a  distance  of  about  18  miles,  forms  the  boundary  between  Virginia 
and  West  Virginia.  The  Tug  JFork  rises  in  the  southwest  corner  of 
West  Virginia  and  flows  northwest  to  its  junction  with  the  Levisa  Fork, 
with  a  total  length  of  140  miles.  The  Levisa  Fork  rises  in  the  south- 
western part  of  Virginia,  then  entering  Kentucky  flows  in  a  northerly 
direction.    Its  total  length  is  about  189  miles. 

The  present  approved  project  provides  for  the  construction  of  a  lock 
and  dam  on  the  main  river  near  Louisa,  Ky.,  and  the  clearing  of  the 
main  stream  and  the  forks  of  obstructions. 

At  the  close  of  the  last  fiscal  year  the  lock,  with  gates,  wickets,  oper- 
ating  machinery,  etc.,  were  completed,  as  well  as  the  abutment. 

The  amount  of  money  available  was  insufficient  to  build  the  dam,  and 
on  this  account  so  much  work  only  was  undertaken  as  could  be  com- 
pleted. 

During  the  past  year  a  considerable  amount  of  grading  was  done 
about  the  abutment;  a  part  of  the  dam  next  the  abutment  completed, 
and  preparations  made  for  carrying  the  dam  through  to  the  lock.  I 
hiul  a  notice  published  that  the  river  would  be  closed  to  navigation 
May  15,  in  order  to  put  in  the  remainder  of  the  dam,  which  developed  a 
imwerful  opposition,  primarily,  against  the  closure  of  navigation,  but 
which  took  the  form  of  a  general  opposition  to  a  fixed  dam.  The  mat- 
ter is  now  before  a  Board  of  Engineers,  of  which  I  am  a  member.    lu 
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advance  of  the  final  report  of  the  Board,  I  do  not  deem  it  proper  to  dis- 
cuss the  subject  of  the  character  of  dam  at  this  locality. 

A  contract  is  in  force  with  Marting,  Mittendorf,  and  Duis^  of  Kilgore, 
for  famishing  the  timber  for  the  dam,  and  the  delivery  is  going  on. 
The  money  available  is  sufficient  to  complete  the  dam  and  open  the  lock 
for  navigation.  A  change  to  a  movable  dam  will,  as  a  matter  of  course, 
increase  the  estimate  of  the  cost  of  completion,  besides  necessitating 
radical  changes  in  the  lock. 

For  details  of  work  done  during  the  past  year,  attention  is  invited  to 
the  reiK>rt  of  Assistant  Engineer  B.  F.  Thomas,  herewith. 

Money  statement 

July  1, 1890;  balance  nnexpended $15,202.64 

Amount  appropriated  by  act  approved  September  19,  1890 31, 000. 00 

46,202.64 
Jane  30, 1891,  amount  expended  during  fiscal  year 16,468.49 

July  1, 1891,  balance  unexpended .-...    29,734.15 

July  1,  1891,  outstanding  liabilities $2,273.15 

July  1, 1891,  amount  covered  by  uncompleted  contracts 6, 946. 06 

•    9,219.21 

July  1,1891,  balance  available 20,514.94 


Ahatrttct  of  bids  received  and  opened  January  S,  1891,  hy  May  B,  W,  Lociktoood,  Corpe  of 
Engineers f  for  oak  timber  for  dam,  Big  Sandy  Biver,  West  Virginia  and  KentucJ^, 


No. 


Kame  and  address  of  bidder. 


Hard- wood 
timber,  flat- 
ted, 12  by  8 
inches,  15,002 

linear  feet. 


Oak  timber. 


Squared,  10 
by  10  inohes, 
109,099  feet, 

is.  M. 


Decking,  9  L 
12  inches, 
178,290  fqet 


by^lS^S 


J,8by| 
12  inches  and 

2  by  12 

inches,  87,040 

feet,B.M. 


av>tai. 


Valentine  J.  Drayer,  Iron- 
ton,  Ohio 

Henry  A.  Martin^,  Adam 
Mittendorf,  Fred  Dais, 
Kilgore,  Ky 

John  H.  Bedell,  Yance- 
bnrg,  Ky 


Perlin./t. 
90.30 

.16 
.18 


PerM. 
$35.00 

20.00 
24.90 


PerM, 
$50.00 

25.00 
24.00 


Par  Jf. 

$20.00  $20,101.36 


19.60 
24.00 


10,977.58 
12,292.81 


The  bid  of  Messrs.  Marting,  Mittendorf,  and  Duis  was  accepted. 


Abstrtict  of  bids  received  and  opened  February  10,  1891,  by  Maj.  D,  W.  Loeheood,  Corps 
of  Engineers,  for  iron  for  construction  of  dam  on  Big  Sandy  Biver,  West  Virginia  and 
Kentucky. 


No. 

Name  and  address  of  bidder. 

Drift  bolte, 

36,000 

pounds. 

Bolt  ends, 
180poaBdB. 

Iron,  8,100 
pounds. 

TotaL 

1 

fSeorcre  Kinsev  &.  Co  Cincinnati  Ohio  ....... 

Per  lb. 

Per  lb. 

Per  lb. 

$963.44 
1,710.90 

2 

Fattin  Hall  &  PatUn.  Marietta.  Ohio 

The  bid  of  Messrs.  George  Einsey  &  Co.  was  aocepted. 
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REPORT  OF  MR.  B.  F.  THOMAS,  ASSISTANT  ENGINEER. 

Louisa,  Ky.,  June  SO,  1891, 

Major:  The  annual  report  upon  Big  Sandy  River  for  fiscal  year  ending  June  30, 
1891,  is  herewith  respectfully  submitted. 

At  the  close  of  last  year  the  abutment  and  the  lock,  including  the  gates,  wickets, 
etc.,  had  been  completed.  During  the  year  just  ended  work  has  been  continued  on 
the  blasting  out  of  the  lower  lock  approach,  and  was  begun  upon  the  dam,  and  about 
90  feet  of  cribs  put  in  and  filled  with  riprap,  and  22  feet  of  the  dam  was  entirely 
finished. 

The  river  bank  below  the  abutment  has  been  graded  preparatory  to  paving.  A 
chute  about  500  feet  long  was  cut  next  the  lock  for  the  passage  of  boats  during  the 
completion  of  the  dam.  The  whole  of  the  drift  bolts  and  about  one-third  of  the  crib 
timber  and  decking  are  now  on  the  ground. 

In  reply  to  a  circular  letter  from  this  office  dated  September  19,  1890,  proposals  for 

.  part  of  the  sawed  timber  for  the  dam  waa  received  and  opened  on  September  29, 

1890,  and  the  contract  was  awarded  to  V.  J.  Drayer,  of  Gallup,  Ky.    Delivery  under 

this  contract,  amounting  to  73,197  B.  M.  feet,  has  been  completed.    J.  B.  Peters  also 

delivered  1,408  linear  feet  of  flatted  timber  contracted  for  October  3, 1889. 

Besides  the  completion  of  the  dam  the  following  remains  to  be. done:  Building 

Suide  cribs;  completion  of  excavation  of  lower  approach;  building  lock-keeper's 
welling,  and  protection  of  banks  by  walls  and  paving. 
A  detailed  statement  of  work  done  and  cost  of  labor  is  as  follows : 


Work. 


Amount. 


Cost. 


Remarks. 


Stone  put  in  dsaa cubic  yards. 

Excavation : 

Earth do 


Sol  id  rock do 

Loose  rock do 

Riprap do 

Timber  put  in  dam ft.  B.  M. 

Sheet  piles  put  in  dam do. . . 

Piles  driven liuear  feet . 

Derricks  made num  ber . 


Total. 


2,878 

13,503 

1,987 

025 

567 

51,415 

16, 320 

1,360 
3 


$1,068.60 

2,279.00 

1,280.10 
283.78 
181. 29 


244.00 
33.10 


5, 854. 05 


End  next  abutment. 

Approaches,  dam,  bank  be- 
low abutment. 

Lower  approach. 

Chute  next  lock. 

Bank  below  abutment. 

Dam  next  abutment. 

Dam   next  abutment   and 
lock. 
Do. 

General  use. 


Very  respectfully, 


Maj.  D.  W.  Lock  WOOD, 

Corps  of  EngineerSj  U,  S,  A, 


B.  F.  Thomas, 

Assistant  Engineer, 


COMMERCIAL  STATISTICS  FOR  FISCAL  YEAR  ENDING  JUNE  30,  1891,  BIG  SANDY  RIVER, 
WEST  VIRGINIA  AND  KENTUCKY. 


Articles. 


1800. 


Hides i  75 

Leather 34 

Lumber |  3, 000 

Produce I  2,511 

Livestock ■..  495 

Spokes :  750 

Staves 7,000 

Tan  bark \  9,831 


ENG  91 155 


Articles. 


Tm\9. 

Timber,  logs,  knots,  etc 208, 491 

Ties,  railroad |  15,000 

AVheat 510 

Wool I  11 

Miscellaneous '  19,000 

Passengers I  1, 874 


Total '    318,582 


TonM. 

225,000 

10,000 

480 

15 

21,069 

900 

277,303 
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Liai  of  boats  plying  on  Big  Sandy  Biver^  West  Virginia  and  Kentuoky. 


Kame  of  boat. 


Charactor. 


Length. 


Breadth. 


Depth. 


Ton- 
nage. 


Ed.C.  Kirkcr(tow). 

SipBayes 

Sandy  valley 

VirgioIUtliff 

Ida  Smith 

Marv  L.  Hatchor 

Lexington 

FrankFreston  . 


Andy  Hatcher 

J.  C.  Hopkins 

S.  K.  Yanraetre  (tow) . 
Tom  Spurlock 


Side  wheel 

...do 

...do 

...do 

Stem  wheel. 
...do-... 
...do.... 
...do.... 
...do.... 
Side  wheel.. 
Stern  wheel 
...do , 


73 
100 
105 
110 
100 
110.4 
120 
110 
117 
102.5 
112 
117 


Feet 

8 
U 
14 
15 
16 
20 
22 
18 
18 
16.4 
18.3 
22 


2 

L8 

2.8 

2.6 

8 

3 

3.5 

3 

3 

2.4 

3.4 

a 


7 

24.13 
40 
43 
45 

55.05 
58.72 
60 
65 
67 
08.5 

too 


An  increase  of  5  boats  over  1890. 


J  J  8. 

IMPROVEMENT  OF  LEVISA  FORK  OF  BIG  SANDY  ^IVER,  KENTUCKY. 

The  Levisa  is  the  western  of  the  two  forks  that  unite  at  Louisa  to 
form  the  Big  Sandy  River.  It  rises  in  the  southwestern  part  of  Vir- 
ginia, at  an  elevation  of  about  1,600  feet  above  tide  water,  and  flows  in 
a  northerly  direction.  Its  banks  in  many  cases  are  rocxy,  in  others 
composed  of  sand  and  clay.  It  possesses  all  the  characteristics  of  a 
mountain  stream,  a  steep  average  slope,  and  pools  of  varying  depth, 
separated  by  rocky  bars  or  ripples  that  at  low  water  often  have  but  a 
few  inches  of  water  over  them.  The  average  fall  from  Pikeville  to 
Louisa  is  1.49  feet  per  mile,  the  distance  being  86^  miles. 

The  object  of  the  improvement  has  been  to  facilitate  rafting  and  push- 
boat  navigation  in  the  upper  river  and  to  improve  low- water  steamboat 
navigation  so  far  as  this  can  be  done.  Steamboats  can  not  run  in  this 
or  Tug  Fork  at  dead  low  water,  but  the  work  done  so  far  has  been  of 
such  a  character  as  to  permit  of  their  running  on  smaller  rises  than  was 
the  case  before  the  improvement  was  commenced. 

Coal  mines  have  been  opened  at  and  near  Pea<5h  Orchard  and  quite 
extensive  shipments  are  made  by  rail  to  Ashland,  on  the  Ohio,  where  it 
is  put  in  barges  for  transportation  down  that  river.  Could  coal  be 
shipped  out  by  water  from  the  mines,  the  output  of  coal  would  be 
largely  increased. 

The  work  done  has  consisted  of  removing  from  the  channel  rocks, 
bowlders,  snags,  logs,  stumps,  etc.,  and  from  the  banks  of  the  river, 
overhanging  trees  that  interfered  with  steamboats. 

The  s^eam  under  the  present  project  is  incapable  of  permanent  im- 
provement, as  the  obstructions  to  navigation,  such  as  snags,  stumps, 
logs,  etc.,  are  liable  to  reform  at  any  time,  and  an  annual  appropriation 
of  about  $2,600  is  needed  to  keep  it  clear. 

For  details  concerning  the  work  done  during  the  past  fiscal  year  at- 
tention is  invited  to  the  report  of  Assistant  Engineer  B.  F.  Thomas, 
appended  hereto. 

Money  statemeiiU 

Amount  appropriated  by  act  approved  September  19,  1890 $3, 500. 00 

June  30,  1891,  amount  expended  during  fiscal  year 1, 348. 24 

July  1,  1891,  balance  unexpended 1,151.76 

i  Amount  that  can  beprofitably  expended  in  fiscal  year  ending  JuneSO,  1893      2, 500. 00 
I  Submitted  in  compliance  witli  roquirements  of  sections  2  of  river  and 
(    harbor  acts  of  1866  and  1867. 
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REPORT  OF  UR.   B.   F.  THOMAS,   ASSISTANT  SNOINBBR. 

iJouiSA,  Ky.,  June  30, 1891, 
Major  :  Work  wa«  begun  upon  the  Levisa  Fork  of  Big  Sandy  River  about  the  lat 
of  November  and  continued  until  about  Ohristmafl^  when  cold  weather  stopped  the 
.  work.  It  will-be  resumed  when  the  water  is  sufficiently  low  to  work  to  advantage. 
The  principal  work  done  was  the  cleaning  out  of  shoals,  particularly,  White  House, 
Greasy,  Wireman,  Sugar  Loaf,  Hawes  Ford,  Grimes,  Sayer  Milldam,  and  Abbott. 
Suags  were  taken  out  at  Prestensburg,  Mud  Creek^  and  many  other  places,  and  a 
wing  dam  to  throw  the  water  into  the  chute  was  built  at  Layne  Dam. 

The  distance  worked  over  was  82^  miles.  A  summary  of  work  done  forms  part  of 
this  report  and  reference  to  it  is  made  for  quantities  and  cost  of  work  done.  An 
«ppropfiation  should  be  made  to  maintain  the  old  work  and  continue  the  improTe- 
ment. 

The  work  has  been  continued  under  the  charge  of  Mr.  Fred.  McHenry,  overseer, 
assisted  by  Mr.  James  Welch,  a  river  pilot. 

Summary  of  work  done  on  Levisa  Fork  during  year  ending  June  SO,  1891, 


Work. 

Niuubor. 

Length. 

Girth. 

flnaffB  wmoved  -- 

259 
129 
174 

Feet. 
25 
75 

Feet 
6  5 

TmAa  mmotrArl 

6  6 

Btnn>p#  Tftifiovcd ■,■- -- - 

Solid  rock  removed . . 
Loo«e  rook  removed . 


.Cubic  yards..      230 
do....  1,523 


Respe<5tfiilly  submitted. 


Maj.  D.  W.  Lock  wood, 

Corps  of  Engineers,  U,  S,  A, 


B.  F.  Thomas, 
Assistant  Engine , 


JJ9. 

IMPROVEMENT  OF  TUG  FORK  OF  BIG   SANDY  RIVER,  WEST  VIRGINIA 

AND  KENTUCKY. 

The  Tiig  Fork  is  the  eastern  of  the  two  forks  which  unite  at  the  town 
of  Louisa,  26  miles  from  the  Ohio,  to  form  the  Big  Sandy  Eiver.  It  rises 
in  the  southwest  corner  of  West  Virginia  and  flows  toward  the  north- 
west for  a  distance  of  140  miles.  For  a  distance  of  18  miles  at  its  head 
it  forms  a  part  of  the  boundary  between  Virginia  and  West  Virginia, 
and  below  this  it  and  the  Big  Sandy  form  the  boundary  between  West 
Virginia  and  Kentucky. 

The  Tug  throughout  most  of  its  length  is  a  characteristic  mountain 
stream  formed  of  a  series  of  pools  separated  by  ripples. 

The  average  fall  per  mile  from  Pond  to  Warfield,  a  distance  of  23.5 
mOes,  is  1.96  feet  per  mile,  and  from  Warlield  to  Louisa,  a  distance  of 
35  miles,  1.72  feet  per  mile. 

The  object  of  the  improvement  has  been  to  facilitate  rafting  of  logs 
from  the  upi)er  portion  of  the  stream  and  its  branches,  to  provide  a  low- 
water  push-boat  channel,  and  to  make  it  possible  for  light  draft  steam- 
boats to  run  at  lower  stages  than  formerly  while  the  river  was  in  an 
unimproved  st<ate. 

The  work  done  has  been  that  of  clearing  the  channel  of  rocks,  snags, 
stumps,  etc.,  and  the  banks  of  overhanging  trees,  while  with  special 
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reference  to  the  push-boat  interests,  channels  have  been  cut  through 
the  ripples  or  shoals. 

The  Norfolk  and  Western  Kailroad  people  have  seriously  interfered 
with  push-boat  navigation  and  rafting  in  the  upper  river  by  cutting 
trees  and  blasting  rock  into  the  channel. 

An  injunction  was  gotten,  out  against  them  in  the  United  States 
court  at  Louisville,  Ky.,  to  yirevent  further  injury  to  the  stream,  and  a 
suit  instituted  to  eftect  the  removal  of  obstructions  already  created. 

I  do  not  know  what  the  legal  situation  is  at  present.  I  have  written 
the  United  States  attorney  at  Louisville  for  information  on  the  subject 
without  receiving  an  answer. 

This  stream  is  incapable -of  permanent  improvement,  as  the  obstruc- 
tions formed  by  logs,  snags,  etc.,  are  liable  to  reform  at  any  time,  and 
a  small  annual  appropriation  is  needed  to  keep  it  free.  For  details 
concerning  the  work  done  during  the  past  fiscal  year  attention  is  in- 
vited to  the  report  of  Assistant  Engineer  B.  P.  Thomas,  appended 
hereto. 

Money  statement. 

Amount  ayvpropriated  by  act  approved  September  19,  1890 $2, 500. 00 

June  30, 1891,  amount  expended  during  fiscal  year 1, 078. 33 

July  1, 1891,  balance  unexpended 1,421.67 

C  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June30, 1893      2, 500. 00 
<  Sul»mitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     haibor  acts  of  1866  and  1867. 


BEPOUT  OF  MB.  B.  V.  THOMAS;  ASSISTANT  SN6INBEB. 

Louisa,  Ky.,  June  SO,  1891. 

Majob:  The  report  of  work  done  upon  the  Tug  Fork  of  Big  Sandy  River  for  the 
fiscal  year  ending  June  30  is  respectfully  submitted : 

Work  was  not  begun  until  the  lOth  of  November  on  account  of  the  late  dat-o  at 
which  money  became  available.  The  boats  were  pushed  to  Sycamore,  61  miles  above 
Louisa,  and  then  work  was  besun  downstream.  In  previous  years  the  work  has 
been  confined  largely  to  the  bed  of  the  river,  the  shoals,  sna^s,  rocks,  etc.,  but 
little  attention  has  been  given  to  overhanging  trees,  and  on  this  account  it  wiis 
thought  best  to  expend  the  present  appropriation  almost  entirely  for  this  manner  of 
improvement,  so  as  to  assist  the  larger  steamboats  in  ascending  and  descending  the 
stream.  The  previous  improvements  have  been  more  with  a  view  to  secure  good 
push-boat  ano^raffc  navigation  rather  than  for  steamboats,  but  the  latter  have  found 
so  much  to  do  in  the  stream  since  the  Government  has  made  it  safe  to  go  into  it,  that 
now  all  the  navigation  companies  plying  on  the  main  river  as  well  as  a  regular  tug 
line  have  put  their  boats  into  the  trade. 

The  Norfolk  and  Western  Railroad  Company  are  building  an  extension  of  their  line 
along  the  upper  part  of  Tug  River,  and  make  two  crossings  upon  the  part  improved 
by  the  United  States.  They  have  cut  a  great  many  trees  and  blasted  large  rocks  into 
the  channel  and  have  greatly  interfered  with  push-boat  navigation  and  the  running 
of  timber,  both  in  rafte  and  loose  logs. 

Complaints  have  been  received  from  many  points  along  this  river  of  the  killing  of 
fish  by  the  use  of  dynamite.  It  has  become  general  throughout  this  district  on  all 
the  rivers,  and  the  State  laws  don't  seem  competent  to  handle  the  matter.  I  think 
the  United  States  should  speedily  enact  a  law  which  would  stop  this  wanton  de- 
struction of  the  fish  in  its  waters ;  otherwise,  in  a  very  few  years,  there  will  be  none 
left.  In  some  sections  they  may  be  seen  by  the  hundreds  floating  dead  upon  the 
wator,  the  explosion  having  killed  more  than  were  needed  by  the  parties  handling 
the  explosive.  Dynamite  not  only  kills  the  larger  and  marketable  fish,  but  it  also 
destroys  the  small  ones,  which  are  at  present  ot  no  use  to  anyone. 

Owing  to  cold  weather,  the  work  was  suspended  Deoeuiber  20,  and  will  be  re- 
Niinied  again  iUi  soon  as  the  water  is  at  a  low  enough  stage  to  get  at  the  channel 
obstructions. 


Digitized  by 


Google 


APPENDIX   J  J — ^REPORT   OF   MAJOR   LOCKWOOD.  2469 

A  detaih'tl  statement  of  the  work  done  is  as  follows: 

Exoavntion: 

Solid  rock  ....'. riihic  yanlB . .  36. 5 

Loose  rock tlo 42. 7 


Work. 

NunilKsr. 

Length. 

Girth. 

Snugs  removed .....*.. 

463 
306 
184 

m 

Feet. 
17.8 
40.0 

Feet. 
4.2 

Trees  removed -. 

5.2 

Trees  topped. ; 

Stumps  removed 

14.3 

6.0 

I  would  respectfully  recommend  further  improvement  of  tlie  river  hy  the  removal 
of  obstructions  in  the  channel,  the  cleaning  of  the  shoals,  and  the  ciitting  of  over- 
hanging timber. 

The  river  is  rapidly  becoming  one  of  importance,  and  I  think  should  be  kept  in 
good  condition  for  steamboats  as  well  as  for  the  use  of  push  boats  and  rafts. 
The  work  has  been  done  under  the  direction  of  Mr.  A.  Lee  Barret,  of  Warfiold,  Ky. 
Respectfully  submitted. 

B.  F.  Thomas, 
Assistant  Engineer, 
Maj.  D.  W.  Lock  WOOD, 

Corps  of  Engineers,  U,  S.  A. 


J  J  10. 

IMPROVEMENT  OF  GUYANDOTTE  RIVER,  WEST  VIRGINIA. 

The  Guyandotte  Eiver  rises  in  the  southwestern  part  of  West  Vir- 
ginia and,  flowing  in  a  northwesterly  direction,  empties  into  the  .Ohio 
12  miles  above  the  mouth  of  the  Big  Sandy,  and  39  miles  below  the 
mouth  of  the  Great  Kanawha. 

The  project  for  the  improvement  was  adopted  in  1878,  and  contem- 
plated the  obtaining  of  a  clear  channel  with  a  width  of  30  feet  and  a 
least  depth  of  18  inches  during  5  months  of  the  year,  by  the  removal 
of  rocks,  snags,  and  other  obstructions.  This  river  was  practically 
closed  before  work  commenced  except  during  rises  of  considerable 
height. 

The  stream  was  once  improved  by  the  Sttite  of  Virginia  by  the  con- 
struction of  six  locks  and  dams.  The  locks  were  constructed  of  timber, 
and,  as  a  matter  of  course,  after  a  time,  the  charges  for  repairs,  ren- 
dered necessary  by  the  natural  decay  of  the  wood,  became  very  great, 
and  a  little  further  along  the  system  wa«  abandoned,  and  what  had 
formerly  constituted  a  useful  improvement  now  became  obstructions. 
The  old  locks  and  dams  were  carried  away  in  part  after  a  little  by  floods, 
80  that  when  the  first  report  on  this  river  was  made  by  Maj.  William 
E.  Merrill,  in  1875,  most  of  them  had  been  washed  away,  but  the  ruins 
of  one  still  constitut^jd  the  worst  obstruction  on  the  river. 

There  are  two  niilldams.  Peck's,  7  miles  below  Logan,  and  Lambert's, 
19  miles  below  Peck's,  that  still  constitute  serious  obstructions  to  navi- 
gation and  have  been  reported  to  the  Department  as  such.  The  author- 
ity for  their  construction  in  the  first  place  was  based  ui)on  a  permit  from 
the  circuit  court,  and  their  continuance  has  been  a  nuisance  and  con- 
stant damage  to  the  river  interests. 

The  work  in  previous  years  has  been  to  cut  passage  ways  through  the 
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old  dams  where  required,  make  channels  through  the  shoals  for  push  boata 
and  remove  obstructions  such  as  rocks,  snags,  stumps,  logs,  etc.,  exist- 
ing in  the  channel  of  the  river  as  would  interfere  with  riSting  at  ordi- 
nary and  low  rafting  stages.  During  the  past  year  the  work  done  has 
been  above  Logan,  with  a  view  to  assisting  the  running  of  rafts.  The 
stream  is  incapable  of  permanent  improvement,  as  the  obstructionB  in 
the  channel  such  as  trees,  snags,  logs,  etc.,  are  liable  to  reform.  The 
stream  up  to  Logan,  a  distance  of  81^  miles,  has  an  average  fall  of  about 
22  inches  to  the  mile. 

For  details  concerning  the  work,  attention  is  invited  to  the  report  of 
Assistant  Engineer-B.  F.  Thomas,  attached  hereto. 

Money  statement 

July  1, 1890,  balance  unexpended $126.55 

Amoant  appropriated  by  act  approved  September  19^  1890 2, 000. 00 

2,126.56 
Jone^^,  1891,  amonnt  expended  during  fiscal  year 729.55 

July  1, 1891,  balance  unexpended 1, 897. 00 

July  1, 1891,  outstanding  fiabilities 415.70 

July  1, 1891,  balance  available 981.80 

f  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893      5, 000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
I     harbor  acts  of  1866  and  1867. 


REPORT  OF  MR.   B.  P.   THOMAS,   ASSISTANT  ENGINEKR. 

Louisa,  Ky.,  June  SO,  1891. 

Major:  I  have  the  honor  to  submit  herewith  my  annual  report  upon  the  Guyan- 
dotte  River  improvement. 

Work  was  commenced  on  May  21, 1891,  a  few  miles  above  Loean. 

One  rock  bar  has  been  removed  near  Big  Creek,  as  well  as  a  drift  of  some  300  logs, 
while  a  large  amount  of  loose  rock  has  been  taken  out  near  the  shoal  at  the  mouth 
of  Big  Huft  Creek,  so  as  to  widen  the  chute. 

The  present  appropriation  will  be  expended  in  the  improvement  of  that  part  of  the 
river  lying  below  Logan,  particularly  with  a  view  to  aasist  the  running  of  timber 
rafts  and  loose  logs,  lliere  are  several  dams  in  the  lower  part  of  the  river  which,  if 
removed^  would  enable  steamboats  to  navigate  all  that  part  of  the  stream  during  the 
winter  and  spring  months,  and  would  greatly  benefit  that  country. 

It  is  respectfullv  recommended  that  sufficient  money  be  appropriated  for  the  pur- 
chase and  removal  of  these  dams  as  well  as  for  continuing  the  improvement  oi  the 
upper  part  of  the  river. 

Respectfolly  submitted. 

B.  F.  Thomas, 

AB9iaiani  Engineer. 

Maj.  D.  W.  LocKWooD, 

Corps  of  EngineerB,  U,  8.  A, 


COMMERCIAL  STATISTICS  POR  FISCAL- YEAR  ENDING  JUNE  30,  1891,  GUYANBOTTE  RIVER, 

WEST  VIRGINIA. 

TOflM. 

Timber 60,000 

Miscellaneous 1, 128 
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J  J   "• 
IMPROVEMENT  OP  LITTLE  KANAWHA  RIVER,  WEST  VIRGINIA. 

The  Little  Kanawha  drains  the  central  portion  of  West  Virginia,  ris- 
ing in  Upshur  Countyj  its  course  is  a  littie  north  of  west,  and  it  emp- 
ties into  the  Ohio  at  Farkersbnrg^  its  total,  length  is  about  150.  miles. 

The  Little  Kanawha  Navigation  Company  owns  and  operates  four 
locks  and  dams  on  this  river,  which  ftimis^  slackwater  navigation  from 
the  Ohio  up  to  a  point  2  miles  above  the  village  of  Burning  Springs, 
where  the  United  States  lock  is  located,  but  the  service  of  this  system 
Is  very  poor,  owing  to  the  dilapidated  condition  of  both  locks  and 
dams;  breaks  and  washouts  are  of  frequent  occurrence  during  high 
water,  and  the  interruptions  to  navigation  in  consequence  expensive 
and  harassing. 

The  present  project  for  the  improvement  of  this  river,  adopted  in 
1876  and  modified  in  1880,  contemplates  the  constraction  of  a  lock  and 
dam  to  extend  slackwater  navigation  for  a  draft  of  4  feet  a  distance 
of  12  miles  above  the  point  reached  by  the  Navigation  Company,  and 
the  improvement  of  the  natural  channel  of  the  upper  river  by  the  re- 
moval of  obstructions,  etc.,  for  a  distance  of  80  miles,  the  object  of  the 
latter  being  to  obtain  a  channel  of  a  minimum  width  of  40  feet  with  a 
depth  of  2  feet  for  at  least  4  months  in  each  year. 

The  work  of  the  past  season  has  consisted  of  building  the  abutment, 
quarrying  and  transporting  stone  for  the  dam,  framing  timber  for  lock 
gates,  and  filling  in  behind  the  land  waU  of  lock. 

A  contract  is  in  force  with  T.  W.  Moore,  of  Marietta,  for  ftimishing 
timber  for  dam. 

It  is  expected  th^t  the  balance  available  will  complete  the  dam  and 
open  the  lock  for  navigation. 

No  work  has  been  done  on  the  upper  river. 

For  details  concerning  the  work  done  during  the  past  year,  attention  is 
respectftilly  invited  to  the  report  of  Assistant  Engineer  B.  P.  Thomas, 
appended  hereto. 

Money  statement 

Jnly  1, 1890,  balance  nnexponded , $1,029.04 

Amonnt  appropriated  by  act  approved  S()pteiu1>cr  19,  1890 40, 000. 00 

41,029.04 
Jnne  90, 1891,  amount  expended  during  fiscal  year 13, 713. 75 

Jnly  1, 1891,  balance  nnezpendod 27, 315. 29 

Jnly  1, 1891,  outstanding UabiUties $1,561,26 

Jnly  1, 1891,  amonnt  covered  by  uncompleted  contracts 3, 848. 03 

5,409.29 

Julyl,  1891,  bahmce available..'; 21,906.00 
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Ahairact  of  bids  received  and  opened  Janunry  5,  1891,  by  MaJor^D,  W.  Ix^ckwood,  Corpn  of 
EngineerSf  for  oak  timber  for  dam,  Little  Kanawha  JRiver,  West  Virginia. 


Name  and  aiUlreM  of  bidder. 

Oak  timber. 

No. 

Squared 
10  by  10  in- 
cheH'(210.141 
feet,B.M). 

DecVing. 
9  by  12  in- 
ches(115,200 
feet,B.M). 

Sheeting, 
3by  12  in- 
ches (20,040 
feet,B.M). 

TotaL 

1 

Alex.  J.  Mitchell,  Josioh  H.  Fortney,  Burning 
Springs,  W.  V» 

Pm-M. 
$2L00 

33.00 
25.00 
24.50 
18.75 

PerM. 

122.00 

33.00 
21.00 
24.50 
18.00 

PerM. 

fl8.00 

33.00 
21.00 
24.50 
16.00 

$7,305.98 

11.394.27 
8,091.06 
8. 459. 38 
6,332.50 

2 

Harcellus  Hardman.  Orlando  Hardman,  Allen 
Hardman,  GrantviUe,  W.  Va 

3 
4 

5 

John  A.  Rathbone,  Ready  Ripple,  W.  Va 

John  H.  Bodell,  Vancebiire,  Lewis  County,  Ky . . 
Thomas  W.  Moore,  Marietta,  Ohio 

The  bid  of  Thomas  W.  Moore  was  accepted. 


Abstract  of  bid$  received  and  opened  January  26, 1891,  by  Major  D,  W,  Loekwood,  Corps 
of  Engineers,  for  ironwork  for  gates  of  Lock  No,  5,  Little  Kanawha  River,  'West  Vir- 
ginia. 


No. 

Name  and  address  of  bidder. 

Cast  iron, 

23,673 
pounds. 

Wrought 

iron,  23.914 

pounds. 

Steel,  4i 
IM>unds. 

Total. 

1 

Lambert  Bros.  &,  Co..  Ironton.  Ohio 

Per  pound. 

Per  pound. 

Per  pound. 
$0.15 

as  lOA  fi7 

2 

Pattin,  Hall  Sc  Fattin,  Marietta,  Ohio 

.05         2  lift  09 

The  bid  of  Messrs.  Pattin,  Hall  &  Pattin  was  accepted. 


Abstract  of  bids  received  and  opened  February  10,  1891,  by  Major  D.  W.  Loekwood,  Corps 
of  Engineers,  for  iron  for  construction  of  dam  on  Little  Kanawha  River,  West  Virginia. 


No. 


Name  and  address  of  bidder. 


Farkersbnrg  Hanlware  and  Manu- 
facturing Co.,   Chas.  B.  Smith  & 

Co.  (headed) 

Farkersburg,  W.  Va,  (not  headed) 

Pattin,  Hair&  Pattin,  Marietta,  ()hio 
Geo.  Kinsey  &  Co.,  Cincinnati,  Ohio. . 


Drift  bolts, 
20,500 
pounds. 


Per  pound. 

^.03f 

0.03, 


S.  &  W.      Round  iron. 


bolts,  1,600 
pounds. 


Per  pound. 

B.^.03VW, 

W.0.02«>, 

0.04| 

0.02M, 


5,000 
pounds. 


Boat  spikes, 

3,000 

pounds. 


Per  pound.   Per  pound. 
$0.03,^;,      ^.03A\ 


0.03 
0.02 


0.04 
0.02tW, 


Total. 


$957.53 

629,50 

1,084.00 

684.96 


The  bid  of  Messrs.  Geo.  Kinsey  &  Co.  was  accepted. 


REPORT  OF  MR.  B.  P.  THOMAS^  AS^STANT  KNGINRER. 

Louisa,  Ky.,  June  SO,  1891, 
Major:  I  have  the  honor  to  report  upon  the  work  being  done  by  the  Government 
at  Lock  No.  5,  Little  Kan<awha  River,  for  the  fiscal  year  ending  to-day. 

Owing  to  the  lateness  of  the  season  when  the  now  appropriation  became  available, 
work  was  not  begun  until  February  of  this  year,  when  stonecutting  for  the  abut- 
ment was  resumed.  The  abutment  has  been  completed  and  the  wing  walls  counter- 
forts of  the  lock  have  been  extended  into  the  bank,  so  that  all  masonry  is  now  com- 
plete. 
The  quarrying  of  stone  was  begun  early  in  the  year  for  the  dam  and  guide  criba 
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and  has  been  about  completed.  The  quarry  is  located  a  short  half-mile  below  the 
lock,  on  the  land  of  Col.  T.  W.  Moore. 

The  river  liad  been  well  cleaned  between  lock  and  cpiarry,  so  that  the  boating  of 
stone  can  bo  done  with  speed  and  safety.  The  framing  of  the  lock  gates  has  been 
completed  and  the  gates  are  now  being  put  in  place. 

Work  upon  the'dam  was  begun  the  first  week  in  June,  but  owing  to  rises  in  the 
river  the  first  crib,  50  by  100  feet,  was  floated  into  quiet  water  for  safety.  It  was 
taken  back  to  its  right  position  on  the  15th  and  properly  sunk  and  partly  fiUed.with 
stone,  when  another  rise  stopped  work  upon  it  for  a  few  days. 

Owing  to  the  slips  in  the  bank  behind  land  wall  of  lock,  caused  by  the  wet  weather 
during  its  construction  in  1889,  a  large  amount  of  earth  had  to  be  removed.  This 
has  now  been  replaced  and  is  ready  for  the  paving. 

The  work  yet  to  be  done  is  the  completion  of  dam,  paving  and  protecting  banks, 
construction  of  guide  cribs,  jjrotection  of  river- wall  foundation  below  dam  by  the 
construction  of  cribs,  protection  of  bank  behind  abutment  by  crib  and  riprap  work, 
and  excavation  of  approaches  to  lock. 

For  a  better  understanding  of  the  details  of  the  work  done,  reference  is  had  to  the 
following : 

Statement  of  work  done  at  Lock  No.  5,  Little  Kanawha  Biver,  West  Virginia,  during  the 

year  ending  June  SO,  1891, 


•    Work. 

Amount 

Cost 

Bemarks. 

Rtonfi  rut        .•   ..     .........     ciLvclfl  . 

129.93 

560 

4,029 

1,149 

5,587 

12,897 

36,830 

508 

$242.07 

393.22 
1,090.11 

233.90 
1,141.87 

328.10 

100 

211.40 
2,030.23 

Vor  abntmi^nt. 

stone  laid cfo.... 

Stone  qaarried do 

Excavation,  earth do 

Embankment,  earth do 

Timber  put  in  «at4?» ft.  H.  M. . 

Timber  pnt  in  dam do 

Stone  pnt  in  dam cu.  yds. . 

MiiMM>tlaneoTift  work  r  - 

In  abutment  and  wing  walls  of  lock. 
For  tilling  cril»  of  dam. 
For  abutment,  lock  wing  walls,  dam.eto. 
Behind  land  waU  of  lock. 

Total  cost  of  laI>or 

5, 770. 90 

The  work  has  been  in  local  charge  of  J.  C.  Thomas,  assistant  engineer. 
Respectfully  submitted. 

B.  F.  Thomas, 

AM%8tant  Engineer, 
Maj.  D.  W.  Lock  WOOD, 

Corps  of  Engineers,  U.S,A, 


COVMEKCIAL  STATISTICS  FOR  FISCAL  YEAR  KNDIXG  JUNE  30,  1891,  LITTLE  KANAWHA 

RIVER,   WEST  VIRGINIA. 


Articles. 


Coal.... 
Lumber 

OQ 

Staves  . 
Timber. 


1890. 

1891. 

Tant. 

1,100 

.     8,540 

678 

24,500 

70,000 

Tons. 
10,607 
28,677 
1,460 
26,964 
59,703 
! 

Articles. 


Ties,  railroad . 
Passengers. . . 
Miscellaneous 


Lint  of  steamboats  plying  on  Little  Kanawha  Hirer,  West  Virginia 
Name  of  boat. 


sidlThSl.    Length.  [  Breadth.     Depth.     Tonnage. 


Jng,  tow Stern  . 

Mar\-  E.,  tow ' do  . 

W.  A .  Hilton,  packet ; do  . 

Oneida,  packet do  . 

Lulu  F.,  packet j 

Watson,  tow 


Feet. 

66^ 

86 

•  105 

104 


Feet. 


! 


1.1| 
22 


Feet. 


34.03 


67.54 
75.78 
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JJia- 

IMPROVEMENT  OF  BUCKHANNON  RIVER,  WEST  VIRGINIA. 

The  project  for  the  improvement  of  this  stream,  approved  in  1884,  is 
to  clear  out  that  portion  of  the  river  between  the  Three  Forks  and  the 
town  of  Bnckhannon,  a  distance  of  24  J  miles.  The  obstractions  consist 
of  log  jams  and  bowlders,  some  of  which  are  estimated  to  contain  500 
cubic  yards. 

The  project  called  for  a  channel  30  feet  wide. 

Bnckhannon  River  is  a  tributary  of  the  Tygart  Valley,  and,  rising  in 
the  southwestern  part  of  Randolph  County,  W.  Va.,  flows  a  little  east 
of  north  until  it  empties  in  the  Tygart  Valley  River,  in  Barbour  County. 

The  distance  from  the  Three  Forks  to  the  mouth  is  47^  miles,  and  the 
total  length  of  the  stream  is  about  57  miles. 

Fo  work  was  done  during  the  past  fiscal  year,  but  when  the  river  has 
reached  a  very  low  stage  it  is  proposed  to  expend  the  balance  in  im- 
proving some  of  the  worst  places. 

The  object  of  the  imi^rovement  was  to  render  rafting  of  logs  possible 
at  a  less  stage  of  water  than  was  required  when  the  river  was  in  its 
natural  state. 

A  railroad  has  now  been  completed  along  the  river  bank  extending 
up  to  the  timber  country,  and  but  few  logs  were  floated  down  last  year. 
This  being  the  case,  it  does  not  seem  advisable  that  any  additional  work, 
beyond  that  which  can  be  done  with  the  present  balance,  should  be  done 
towards  improving  the  river,  more  especially  as  the  improvement,  when 
completed,  would  only  afford  opportunities  for  rafting  during  a  few 
months  of  each  year.    No  additional  appropriation  is  recommended. 

Money  statement. 

July  1, 1890,  balance  unexpended $44.40 

Amount  appropriated  by  act  approved  September  19,  1890 1, 000. 00 

1,044.40 

June  30, 1891,  amount  unexpended  during  fiscal  year 17. 00 

•  — ^-^— — — 

July  1, 1891,  balance  unexpended 1,027.40 


J  J   13. 


PRELIMINARY  EXAMINATION  OF  BIG  BARREN  RIVER,  KENTUCKY, 
ABOVE  BOWLING  GREEN,  WITH  A  VIEW  OF  EXTENDING  SLACK- 
WATER  NAVIGATION  BY  ADDITIONAL  LOCKS  AND  DAMS. 

[Printed  in  Honae  Ex.  Doo.  No.  15,  Fifty-first  Congress,  second  session.! 

Office  op  the  Chief  of  Engineers, 

United  States  Army, 
WasMngtoUy  B.  C,  December  1, 1890. 
Sir:  I  have  the  honor  to  submit  herewith  the  accompan3riiig  copy  of 
report  dated  November  11, 1890,  from  Maj.  D.  W.  Lockwood,  Corps  of 
Engineers,  giving  results  of  preliminary  examination  of  Big  Barren 
Eiver,  Kentucky,  above  Bowling  Green,  with  a  view  of  extending 
slackwater  navigation  by  additional  locks  and  dams,  made  to  comply 
with  provisions  of  the  river  and  harbor  act  approved  September  19, 
lo90« 
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Major  Lockwood  reports  that  Big  Barren  Eiver  is  not  worthy  of  im- 
provement  by  additional  locks  and  dams  above  Bowling  Green.    This 
opinion  is  concurred  in  by  Col,  O.  M.  Poe,  Corps  of  Engineers,  Division 
Engineer^  Northwest  Division,  and  by  this  office. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casby, 
Brig.  Oen.^  Chief  of  Engineers. 

Hon.  Redfield  Peoctob, 

Secretary  of  War. 


.  eepobt  of  major  d.  w.  lockwood,  corps  of  engineers. 

United  States  Enchneee  Office, 

Cincinnati^  Ohio,  Ifovemher  11, 1890. 

Sir:  I  have  the  honor  to  submit  the  following  report  of  a  preliminary 
examination  of  "Big  Barren  Eiver,  Kentucky,  above  Bowling  Green, 
with  a  view  of  extending  slack- water  navigation  by  additional  locks 
and  dams." 

The  Big  Barren  is  a  tributary  of  Green  Eiver.  Kentucky,  and  enters 
it  at  a  i)oint  145J  miles  above  its  mouth  in  the  Ohio.  The  pool  formed 
by  the  dam  at  Lock  Fo.  4  on  Green  Eiver  carries  slack-water  naviga- 
tion up  the  Big  Barren  to  Greencastle,  a  distance  of  about  15  miles, 
and  here  are  situated  Lock  and  Dam  No.  1,  extending  slack- water  navi- 
gation to  a  point  4  miles  above  Bowling  Green  Lan^ng. 

In  1880,  Lieutenant-Colonel  Merrill  reported  on  the  location  of  two 
locks  and  dams  for  this  river  to  extend  slack- water  navigation  above 
Bowling  Green.  The  assistant  engineer  who  made  the  survey  did  not 
locate  the  first  lock  of  the  extension  at  the  present  head  of  pool  water, 
but  4J  miles  below,  or  one-half  nule  below  the  landing.  The  second 
lock  of  the  extension,  or  No.  3,  of  the  system  was  located  above  Drake 
Creek  and  about  14  miles  above  the  Bowling  Green  landing. 

As  stated  in  the  report  of  First  Lieut.  William  L.  Sibert,  Corps  of 
Engineers,  herewith,  should  a  lock  and  dam  be  built  at  Underwood 
Ferry,  as  recommended  by  Assistant  Engineer  Fitzhugh,  who  made  the 
survey  for  Lieutenant-Colonel  MerriU  in  1879  (see  Eeport  of  Chief  of 
Engineers,  U.  8.  Army,  1880,  pages  1802  to  1822^  inclusive),  10  miles  of 
the  resulting  pool  of  14  miles  would  be  used  up  m  carrying  slack- water 
navigation  to  another  i>oint  in  Bowling  Green,  one-half  mile  from  the 
present  landing,  so  that  the  upper  lock  and  dam  would  be  only  about  4 
miles  above  Bowling  Green. 

The  stream  above  Bowling  Green  is  narrow  and  crooked,  and  the 
extent  of  country  that  would  be  reached  by  an  extension  of  th^  pres- 
ent slack- water  system  is,  in  my  opinion,  too  limited  to  warrant  such 
an  expenditure  of  money  as  the  construction  of  two  additional  locks 
and  dams  would  necessitate.  Lieutenant  Sibert  states  that  the  exten- 
sion would  be  through  an  agricultural  country,  and  that  the  ^^  further 
improvement  would  not  open  up  sufficient  business  to  justify  a  steam- 
boat in  making  regular  trips  up  the  stream  from  Bowling  Green.'' 

Ill  view  of  all  the  circumstances,  and  giving  ftiU  weight  to  every  con- 
sideration concerning  what  the  commerce  of  this  section  may  become 
in  the  fatur€L  I  am  convinced  that  the  river  is  not  worthy  of  improve- 
ment by  additional  locks  and  dams  above  Bowling  Green. 
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The  report  of  First  Lieut.  William  L.  Sibert,  Corps  of  Pjiifjineers,  who 
made  the  exuinination,  in  respex;tfiilly  submitted  herewith. 
Very  re,si>ectfully,  your  obedient  servant, 

D.  W.  LOOKW^OOD, 

Major  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U,  8.  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indorsement.] 

XT.  8.  Enoineer  Office, 
Detroit,  November  12,  1890. 
Eespectfully  forwarded. 
I  concur  in  the  opinion  expressed  by  Major  Lockwood. 

O.  M.  POE, 
Colonel,  Corps  of  Engineers^ 
Engineer,  Iforthwest  Division. 


BBPORT  OP  LIEUTENANT  WILLIAM  L.  SIBERT,  CORPS  OF  ENGINEERS. 

United  States  Engineer  Office, 
Bawling  Green,  Ky,y  November  9, 1890. 
Sir  :  In  accordance  with  your  verbal  directions,  I  made  an  examination  of  Barren 
River,  Kentucky,  as  far  up  that  stream  as  tbe  point  selected  for  Lock  No.  3,  in  a  sur- 
vey made  in  1880,  under  the  direction  of  Maj.  (now  Lieut.  Col.)  William  E.  MerriU, 
Corps  of  Engineers,  U.S.  Army.  The  sites  selected  for  locks  in  the  survey  referred 
to  above  seem  to  be  the  best  so  far  as  I  could  judge  ftom  a  mere  examination. 

A  lock  constructed  at  Underwood's  old  ferry,  about  one-half  mile  below  the  present 
boat  landing,  would  give  navigation  to  a  point  selected  for  Lock  No.  3,  just  above 
the  mouth  of  Drake  Creek,  a  distance  of  14  miles.  Commencing  at  the  present  boat 
landing  and  going  upstream  the  direction  of  the  river  is  northeast,  then  it  turns 
and  the  direction  is  southwest  coming  back  to  the  foot  of  State  street  in  Bowling 
Qreen,  one-half  mile  from  the  boat  landing,  while  it  is  10  miles  around.  So  10  miles 
of  the  14  in  the  first  pool  above  the  present  slack  water  would  simply  give  naviga- 
tion around  this  bend  to  another  street  in  Bowling  Green.  The  Barren  River  is  a 
small,  crooked  stream,  running  through  an  agricultural  country  only,  and  its  fur- 
ther improvement  would  not,  in  my  opinion,  open  up  sufficient  business  to  justify  a 
steamboat  in  making  regular  trips  up  the  stream  from  Bowling  Green,  and  as  a  con- 
sequence the  river  is  unworthy  of  improvement. 
Very  respectfully,  your  obedient  servant, 

Wm.  L.  Sibert, 
First  Lieut,  of  Engineers, 
M^'.  D.  W.  Lockwood, 

Corps  of  Engineers, 


J  J  14. 

PRELIMINARY  EXAMINATION  OF  RUSSEL  FORK  OF  THE  BIG  SANDY 
RIVER,  KENTUCKY,  WITH  THE  VIEW  OF  REMOVING  OBSTRUCTIONS 
FROM  THE  SAME. 

[Printed  in  Hoase  Ex.  Doc.  No.  29,  Fifty-first  Congress,  second  sessioB.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  D,  C,  December  1, 1890, 
Sir  :  I  have  the  honor  to  submit  herewith  the  accompanying  copy  of 
report  dated  October  30, 1890,  from  Maj.  D.  W.  Lockwo<)d,  Corps  of 
Engineers,  giving  results  of  preliminary  examination  of  Eussel  Fork 
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of  the  Big  Sandy  Eiver,  Kentucky,  with  the  view  of  removing  obstruc- 
tions from  the  same,  made  to  comply  with  provisions  of  the  river  and 
harbor  act  api)roved  September  19,  1890. 

Major  Lockwood  reports  that  he  does  not  consider  this  river  worthy 
of  improvement,  and  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engi- 
neer, Northwest  Division,  is  of  the  same  opinion.  I  concur  in  the  views 
of  these  officers. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.y  Chief  of  Engineers. 
Hon.  Eedfield  Proctor, 

Secretary  of  War. 


report  of  major  d.  w.  lockwood,  corps  op  engineers. 

United  States  Engineer  Office, 

Cin<nnnati,  Ohio^  October  30j  1890. 

Sir:  I  have  the  honor  to  submit  the  following  report  upon  the  exam- 
ination of  Eussel  Fork  of  the  Big  Sandy  Eiven  Kentucky: 

Russel  Fork  is  in  reality  a  branch  of  the  Levisa  Fork  of  the  Big 
Sandy  Eiver,  emptying  into  the  Levisa  Fork  at  a  point  99  miles  from 
Louisa. 

The  stream  is  to  all  intents  and  purposes  a  mountain  torrent,  and  at 
the  Breaks,  about  12  miles  above  its  mouth,  the  fall  is  so  rapid  that  the 
running  of  loose  logs  at  any  stage  of  w^ater  is  unprofitable.  The  12 
miles  below  the  Breaks  might  be  improved  somewhat  by  the  removal 
of  bowlders,  etc.,  which  would  make  it  possible  to  raft  or  float  logs  at  a 
lower  stage  than  is  now  pra<;ticable,  but  the  benefits  to  be  derived  from 
this,  in  my  opinion,  are  not  at  all  commensurate  with  the  outlay  required. 
As  stated  in  the  report  of  Mr.  Thomas,  appended  hereto,  even  push- 
boat  navigation  can  not  be  secured,  owing  to  the  steep  slope. 

Were  it  possible  to  float  logs  through  the  Breaks,  thus  making  the 
lower  part  of  the  stream  an  outlet  for  the  large  timber  tracts  that 
border  the  ui)pcr  river  and  its  branches,  tlie  improvement  would  be  a 
proper  one  to  make,  but  to  improve  about  12  miles  of  the  sti*eam  for  the 
purpose  of  merely  facilitating  the  marketing  of  the  timber  along  that 
portion  of  the  stream  does  not  seem  to  be  of  sufficient  imiKxrtance  to 
justify  me  in  recommending  an  appropriation  by  the  United  States. 

I  do  not  consider  the  stream  to  be  worthy  of  improvement. 
Very  respectftdly,  your  obedient  servant, 

D.  W.  LOCKW^OOD, 

Major  of  Engineers. 
Brig,  Gen.  Thomas  L.  Caseii\ 

Chief  of  HJngineerSj  if.  8.  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[Firat  indorsenieDt.] 

U.  S.  Engineer  Office, 
Detroit,  Mich.^  October  5i,  1890. 
Respectfully  forwarded  to  the  office  of  the  Chief  of  Engineers. 
Upon  the  within  stateiiient  of  the  present  condition  of  Kuvssel  Fork 
of  the  Big  Sandy  Kiver,  Kentucky,  1  reach  the  same  conclusion  as  the 
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district  engineer,  and  concnr  with  him  in  the  opinion  that  the  river  is 
not  worthy  of  improvement  by  the  General  Government. 

O.  M.  PoE, 
CoUmel^  Carps  of  Engineers, 
Divisiany  Engineer  Northwest  Division. 


BEPOBT  OF  MB.  B.  V.  THOMAB,  ASSISTANT  ENGINBBB. 

LomSA,  Ky.,  OcUlber  gS,  1890. 

Majob:  I  herewith  sabmit  my  report  upon  the  examination  of  the  Rossel  Fork  of 
Big  Sandy  River,  the  most  important  trihntary  of  the  Leyisa  Fork.  It  takes  its  rise 
in  the  sandy  ridge  which  divides  the  Big  8andy  and  Clinch  River  waters,  flowing 
northwesterly  through  the  ''Breaks  of  the  Cumberland,"  so  called,  though,  in  fact, 
the  Pine  Mountain,  to  its  junction  with  the  Levisa  Fork  at  a  point  99  mifos  from  its 
mouth  at  Louisa,  and  124.87  miles  from  the  mouth  of  Big  Sandy  at  Catlettsburg. 
The  valley  through  which  the  RuBsel  Fork  passes  is  crooked,  narrow,  and  rough,  but 
quite  fertile.  Its  long  and  sinuous  tributaries  divide  the  surrounding  country  into 
high,  rocky  ridges,  which  have  veins  of  eoking  coal  showing  a  thickness  at  the  out- 
crop of  from  7  to  9  feet.  ^  It  drains  an  area  of  600  square  miles,  but  there  is  no  way  to 
determine  its  average  discharge,  as  there  is  no  record,  so  far  as  I  know,  of  its  rainfall. 

The  mouth  of  Russel  Fork  is  the  head  of  steamboat  navigation,  ana  it  is  only  dur- 
ing a  freshet  that  they  are  enabled  to  get  so  fax  up,  genersSly  stopping  at  Pikeville, 
13  miles  below,  and  transferring  their  freight  to  nushboats  and  wagons.  Pushboats 
have  run  to  the  mouth  of  Elkhom,  12  miles  up  the  Russel  Fork,  but  the  river  is  too 
rapid  for  successful  navigation  even  in  this  small  way,  and  for  many  years  the  freight- 
ing has  been  done  with  wagons.  Above  Elkhom  the  "  breaks''  destroy  the  river  fpr 
any  purpose,  the  running  of  loose  logs  even  having  been  a  failure,  owing  to  the 
rou^n  bed  and  rapid  current.  The  12  miles  of  river  below  Elkhom  could  be  profita- 
bly improved  by  removing  the  large  bowlders  so  that  timber  could  be  safely  trans- 
ported. It  is  estimated  Siat  $250  ]^er  mile,  or  $3,000,  would  make  the  desired  im- 
provement. It  is  not  deemed  advisable  to  make  the  improvement  for  pushboat 
navigation,  as  it  is  not  believed  that  it  can  be  done  with  safety,  owing  to  the  velocity 
of  the  current  at  the  stage  of  water  necessary  for  boats.  StiU,  with  the  removal  of 
the  bowlders  from  the  bends,  the  chutes  would  naturally  be  more  regular,  and  it  is 
possible  that  pushboat  navigation  could  be  carried  on  with  profit  and  safety.  I 
would,  therefore,  consider  that  part  of  Russel  Fork  lying  below  Elkhom  Creek 
worthy  of  improvement,  and  recommend  that  $3,000  be  appropriated  for  that  purpose. 

Respectfully  submitted. 

B.  F.  Thomas, 

Ai9i9taiU  £nffineer, 

Maj.  W.  D.  Lock  wood, 

Corps  of  Engineers,  U.  S.  A. 


JJ15. 

PRELIMINARY  EXAMINATION  OF  GREEN  RIVER,  KENTUCKY,  ABOVE  THE 
MOUTH  OF  BIG  BARREN  RIVER,  WITH  A  VIEW  OF  EXTENDING  SLACK- 
WATER  NAVIGATION  ON  GREEN  RIVER. 

United  States  Engineer  Office, 

Cincinn^tij  Ohio,  March  28^  1891. 

General  :  Under  date  of  September  20,  1890,  I  was  charged  with 

the  preliminary  examination  of  Green  Eiver,  Kentucky,  above  the  mouth 

of  the  Big  Barren,  provision  for  this  having  been  made  in  the  river  and 

harbor  act  of  September  19, 1890.    The  wording  of  the  act  is  as  follows : 

Grceu  River,  Kentucky,  above  the  mouth  of  Big  Barren  River,  completing  survey 
'With  a  view  of  exteudiug  slack-water  navigation  on  Green  River. 

I  have  the  honor  to  submit  the  following  report  with  reference  to  the 
general  subject: 


Digiti 


zed  by  Google 


APPENDIX   J  J — ^REPORT   OP   MAJOB  LOCKWOOD.  2479 

Since  the  receipt  of  the  letter  above  alladcd  to,  the  Greeu  Elver  has 
most  of  the  time  been  at  too  high  a  stage  to  permit  of  a  proper  exami- 
nation b^g  made,  and  at  the  present  time  this  high  stage  continues 
with  no  prospect  of  an  immediate  change  for  the  better. 

In  the  fall  and  winter  of  1879,  a  survey  of  Green  Eiver  was  made 
under  the  direction  of  Mjfl.  William  E.  Merrill,  Corps'of  Engineers,  the 
work  commencing  at  the  mouth  of  Big  Barren  and  extending  upstream 
79^  mUes.  Locations  for  8  additional  locks  and  dams  above  the  present 
upper  lock  "So.  4,  were  made  on  Green  Eiver,  and  maps  submitted,  giv- 
ing the  general  character  of  the  stream,  besides  detail  maps  of  localities 
selected  as  lock  sites. 

The  survey  was  quite  complete,  the  stream  being  meandered  above 
Honi^ei^s  Ferry,  near  the  head  of  the  present  pool  No.  4,  and  a  line  of 
levels  run  from  pool  water  at  the  upper  end  of  the  pool  to  the  upper 
limit  of  tiie  survey. 

It  has  occurred  to  me  that  as  a  survey  has  already  been  made  in  such 
detail  it  may  not  be  necessary  to  make  an  addition<al  one,  except  of 
sjiecial  localities  covering  prox)Osed  sites  for  locks. 

At  tiie  time  Msgor  Merrill's  survey  was  made  the  slack- water  system 
composed  of  the  four  locks  and  dams  on  the  Green  Eiver  and  the  one 
lock  and  dam  on  the  Big  Barren  Eiver,  had  been  leased  by  the  State  of 
Kentucky  to  the  Green  and  Barren  Eiver  Navigation  Company,  and 
excessive  toUs  amounting  to  as  much  as  $1.20  per  registered  ton,  be- 
tween the  Ohio  Eiver  and  Bowling  Green,  or  $2.40  for  the  round  trip, 
were  charged. 

No  boats  but  those  owned  and  controlled  by  the  Navigation  Company 
could  hope  to  succeed  in  Green  Eiver,  and  Major  Merrill  in  his  report 
of  the  survey  states  as  follows: 

Bat  inasmach  as  the  Green  River  is^de  facto  a  river  that  is  closed  to  general  com- 
merce,  I  certainly  think  that  it  has  no  claims  npon  the  general  Government  for  an 
appropriation. 

As  the  United  States  now  has  possession  of  the  locks  and  dams,  the 
objection  to  further  improvement  of  Green  Eiver,  advanced  by  Major 
Merrill,  will  no  longer  apply. 

While  the  Green  Eiver  country  above  the  Big  Barren  is  rich  in  coal 
and  iron,  and  will  furnish  large  amounts  of  valuable  timber  for  years  to 
come,  the  extension  of  shickwater  to  the  limit  of  the  survey  is  not 
deemed  advisable  at  the  present  time.  The  pool  of  dam  No.  4  extends 
up  Green  Eiver  20  miles  above  the  mouth  of  the  Big  Barren.  Pool  No. 
5,  the  lift  of  the  lock  being  13.5  feet,  would  extend  upstream  16.45  miles, 
and  lock  and  dam  No.  0,  the  lift  being  the  same  as  for  No.  5,  would  still 
further  extend  slack  water  a  distance  of  11.03  miles,  or  to  a  point  a 
short  distance  above  Mammoth  Cave.  Two  locks  and  dams  would  there- 
fore extend  slackwater  navigation  to  a  point  on  Green  Eiver  47^  miles 
above  the  mouth  of  the  Big  Barren,  and  open  up  the  extensive  mineral 
deposits  of  the  Bear  Greek  and  Nolin  Eiver  districts.  Above  Mammoth 
Cave  the  slope  of  the  river  increases  and  the  pools  would  be  much 
shorter  than  below,  thus  increasing  the  cost  of  the  improvement  per 
mile  very  materially.  In  my  opinion  the  river  is  worthy  of  imi)roYement 
to  Mammoth  Gavo,  and  this  would  require  the  construction  of  two  ad- 
ditional locks  and  dams.  Tlie  following  extracts  from  the  rei)ort  of 
Prof.  N.  S.  Shaler,  on  the  Bear  Creek  and  Nolin  Eiver  mineral  distri<*ts 
are  made  to  show  the  imi)ortiince  of  the  region  that  would  be  opened  up 
by  the  extension  of  slackwater  navigation  as  recommended. 

ITie  task  of  the  western  party  of  the  Hurvoy  for  this  year  has  been  to  dett'rniiiu^ 
the  character  of  the  deposits  of  cool  and  iron  in  the  eastemmost  part  of  the  Giuuu 
Biver  coal  field. 
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So  far  our  eiForte  have  been  richly  rewarded.  In  the  section  where  our  work  ha« 
hitherto  lain,  in  the  territory  between  Bear  Creek  and  Nolin  River,  and  for  a  certain 
distance  to  the  east  and  west  of  those  streams,  we  have  determined  the  position  and 
character  of  sources  of  supply  for  furnaces  and  coal  mines  unexcelled  by  any  in  the 
State.  At  least  two  veins  of  workable  coal,  of  good  quality  for  steam  purposes  and 
sufficient  thickness  for  profitable  working,  have  been  satisfactorily  determined. 

One  of  these  veins  is  4  feet  in  thickness ;  seems  to  carry  its  thickness  well ;  is  ad- 
mirably disposed  for  drainage,^  and  could  be  mined  as  cheap  as  any  coal  in  Kentucky. 
Analysis  seems  to  show  that  it  will  answer  well  for  making  coke  suitable  for  iron 
smelting. 

The  point  of  most  interest,  however,  is  the  rich  and  extensive  series  of  ore  beds 
which  nave  rewarded  our  search.  Not  less  than  five  different  beds  appear  at  various 
points  in  the  heights  of  the  hills.  Of  these  one,  a  bed  of  3  to  5  feet  or  more  in 
thickness,  of  oolitic  ore,  contains  about  37  per  cent,  of  iron,  in  a  very  favorable  com- 
bination for  making  metal  of  good  quality.  This  bed  has  already  been  traced  over 
an  area  of  about  20  square  miles,  and  will  in  itself  furnish  ore  for  fifty  furnaces  for 
Centuries  to  come.  Two  other  ores  promise  good  results,  though,  owing  to  the 
densely  wooded  condition  of  the  country,  we  have  not  been  able  to  trace  them  out 
the  whole  area  as  well  as  the  overlying  oolitic  ore. 

The  timber  in  this  section  is  of  excellent  quality  for  the  uses  of  the  miner  and 
iron-worker.  There  is  an  abundance  of  wood  suitable  for  charcoal  and  for  the  sup- 
ports of  mines,  etc.  Limestone,  of  excellent  quality  for  furnace  use,  is  found  at  the 
base  of  the  hills,  and  stone  suitable  for  the  masonry  of  furnaces  can  be  had  at  every 
point. 

I  am  thoroughly  satisfied  that  this  region  is  full  of  promise  and  that  it  only  wants 
capital  and  energy  to  give  it  development.  With  the  revival  of  the  iron  industry 
from  the  late  panic,  a  restoration  wnich  seems  just  at  hand;  I  am  confident  that  this 
region  will  come  to  the  knowledge  of  the  world. 

THE  NOUN  RIVER  DISTRICT. 

In  Edmondson  and  Grayson  counties,  north  of  Green  River,  between  Nolin  River 
and  Bear  Creek,  is  an  area  of  considerable  size,  called  the  Nolin  River  District.  The 
ores  of  this  district  are  stratified  carbonates  and  limouites,  found  near  the  base  of 
the  coal  measures.  The  ore  of  most  value  occurs  above  the  conglomerate.  It  is  about 
4  feet  thick,  and,  so  far  as  present  developments  indicate,  underlies  an  area  of  large 
extent.  It  is  ahnost  wholly  undeveloped.  A  number  of  years  since  a  small  charcoal 
furnace  was  established  on  the  Nolin  River,  but  it  was  so  far  from  market,  and 
transportation  of  the  iron  was  so  expensive,  tnat  the  enterprise  soon  failed.  It  ran 
long  enough,  however,  to  establish  the  fact  that  an  excellent  iron  could  be  made 
from  these  ores. 

In  addition  to  the  great  amount  of  timber  available  for  charcoal  stone  coal  occurs 
in  the  same  region.  This  coal  is  lowest  of  the  series  and  is  of  most  excellent  quality, 
analysis  showing  it  to  be  far  superior  to  the  higher  coals  of  western  Kentucky,  which 
are  the  ones  most  generally  mined.  The  re^on  is  now  more  accessible  than  formerly, 
as  it  lies  within  15  miles  of  the  Louisville,  Padncah  and  Southwestern  Railroad,  but 
the  lack  of  transportation  facilities  directly  to  it  has  prevented  its  development. 

The  aggregate  amount  of  ore,  coal,  and  timber  suitable  for  charcoal  in  this  region 
is  immense  and  offers  great  opportunities  for  development.  It  is  one  of  the  most 
richly  endowed  undeveloped  iron  regions  of  the  State. 

A  tracing*  is  forwarded  in  a  separate  package  of  the  Green  Eiver 
from  the  mouth  of  Big  Barren  to  a  short  distance  above  Mammoth  Cave 
and  of  the  Big  Barren  to  Lock  No.  1.  Profiles  showing  the  pools,  etc., 
with  the  proposed  lift  of  locks  as  planned  are  also  given.  For  a  state- 
ment of  the  commerce  of  the  Green  and  Barren  rivers  I  would  respect- 
fully refer  to  my  annual  report  for  1890. 

Very  respectfully,  your  obedient  servant, 

D.  W.  LOCKWOOD, 

Major  of  JEngineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 
(Through  Col.  O.  M.  Poe,  Coii)s  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

*  Not  printed. 
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[First  indorseiueut.] 

U.  S.  Engineer  Office, 

Detroit  Mi<:h.,  March  30j  1891. 
Respectfully  forwarded  to  the  office  of  the  Chief  of  Engineers. 
I  concur  in  the  conclusions  reached  by  Major  Lock  wood  in  this  report. 

,  O.  M.  POE, 
Colonel^  Corps  of  Engineers^  etc.^ 
Divmon  Engineer j  Northwest  Division. 


supplementary  report. 

United  States  Engineer  Office, 

Cincinnati^  OhiOj  August  lly  1891. 
General  :  Under  date  of  March  28, 1891, 1  had  the  honor  to  submit 
a  report  on  the  examination  of  Oreen  Biver  above  the  mouth  of  the 
Big  Barren,  in  which  I  stated  that — 

In  my  opinion  the  riyer  is  worthy  of  improvement  to  Mammoth  Cavd,  and  this 
woaUl  16(1  uire  the  construction  of  two  additional  locks  and  dams. 

Department  letter  of  April  2, 1891,  acknowledging  the  receipt  of  the 
above  report,  contained  the  following: 

As  the  stream  is  considered  worthy  of  improvement  by  yourself  and  the  division 
engineer^  and  no  fnrther  survej^  is  deemed  necessary,  it  is  requested  that  you  sub- 
mit, at  as  early  a  day  as  practicable,  a  final  report,  with  project  for  improvement 
and  estimate  of  cost. 

The  following  is  submitted  in  compliance  with  the  above : 
The  original  survey  for  the  location  of  Lock  No.  5,  the  first  one  above 
the  mouth  of  the  Big  Barren,  made  by  Mr.  Alonzo  Livermore,  State 
Engineer  of  Kentucky,  in  charge  of  the  slack- water  improvement  of  the 
Green  and  Barren  rivers,  located  the  site  at  Floyd  Landing,  20^  miles 
above  Lock  Ko.  4,  and  this  same  site  was  selected  by  Mr.  R.  H.  Fitz- 
hugh,  in  1879.  The  latter  selected  as  an  alternate  location  a  point  just 
below  tlie  mouth  of  Bear  Creek. 

In  like  manner  Mr.  Fitzhugh  selected  a  site  for  Lock  iNTo.  6,  about  2^ 
to  3  miles  above  the  mouth  of  Nolin  River,  and  an  alternate  location 
was  made  just  below  the  mouth  of  that  stream.  As  the  mineral  de- 
posits in  the  Bear  Creek  and  Kolin  River  districts  are  among  the  most 
import'ant  in  this  part  of  Kentucky  it  would  seem  to  be  advisable  to 
furnish  as  much  water  to  these  streams  as  possible  from  the  dams  on 
the  main  river,  especially  as  by  so  doing  the  slackwatering  of  the  main 
liver  would  be  in  no  wise  impaired  or  interfered  with.  The  combined 
lilt  of  the  two  locks  to  carry  slack  water  to  Mammoth  Cave  is  27  feet; 
this  by  Mr.  Fitzhugh's  first  scheme  was  to  be  divided  equally  betwe>en 
the  two  locks,  giving  them  each  a  lift  of  13.5  feet.  Tliis  is  not  essential, 
a^,  if  necessary,  the  lock  could  be  given  a  lift  of  16  or  17  feet  and  the 
site  changed  to  just  below  the  mouth  of  Kolin  River,  while  the  site  of 
No.  6  could  be  changed  to  below  the  mouth  of  Bear  Creek,  and  in  this 
way  both  of  the  small  streams  be  largely  benefited.  Mr.  Fitzhugh 
seems  to  have  been  influemjed  in  selecting  the  sites  he  did  by  the  phys- 
ical conditions  of  the  localities,  but  from  his  report  I  conclude  that  he 
hiid-  no  means  of  boring  more  than  10  feet  below  the  bottom  for  rock, 
and  where  he  did  not  find  rock  he  reports  a  comi)aet  gravel  which  would 
answer  very  well  for  a  foundation  for  both  lock  and  dam.  Before 
BNO  91 156 
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adopting  tlie  exact  sites  more  careful  special  examinations  should  be 
made,  with  borings,  to  determine  the  aetual  conditions.  Tlie  cost  of 
the  two  locks  will  be  about  the  same,  whether  of  eqasA  or  unequal  lift 
where  the  difference  is  so  small,  and  the  estimate  is  therefore  made  on 
the  basis  of  one  lock  of  13.6  feet  lift. 

The  commerce  of  the  upper  river  will  not  require  larger  locks  than 
on  the  lower  river,  and  besides  the  width  of  the  stream  is  such  that 
there  is  not  room  enough  for  wider  locks  and  still  leave  sufficient  spill 
for  the  dams.  The  locks  projected  are,  therefore,  of  the  same  size,  as 
regards  length  and  width,  as  the  locks  already  built  (m  Green  Eiver, 
to  wit,  161  feet  long  between  hollow  quoins  and  36  feet  width  of  chamber, 
with  4  feet  on  the  lower  mitersill. 

The  following  is  the  estimate  of  cost  of  Im^k  and  dam,  etc.,  complete: 

Masonry  in  place,  cement,  and  labor  included : 

Dressed  face  stone,  1,362  cnbic  yards,  at  $16.55 $22,541. 10 

Quarry  face  stone.  1,718  cubic  yards,  at  $13.75 23,622.50 

Backing  stone,  4,291  cubic  yards,  at  $8.70 37, 331. 70 

Coping  stone,  250  cubic  yards,  at  $20.75 5, 187. 50 

Special  stone,  96  cubic  yards,  at  $18.66 1, 790. 40 

Cost  of  masonry 90,473.20 

Two  upper  and  2  lower  gates 4, 000. 00 

Cofferdam  and  excavation 6, 000. 00 

'  Damcomplete 40,000.00 

Abutment 5, 000. 00 

Guide  walls 10,000f00 

Two  lock-houses, at $1,600 each  "  3,200.00 

Engineering  and  contingencies 12,000.00 

Total 170,673.20 

Lock  STo.  6,  if  located  below  the  mouth  of  Nolin  River,  would,  accord- 
ing to  Mr.  Fitzhugh's  report,  be  on  rock.  It  is  thought  that  the  founda- 
tions for  the  two  locks  will  not  cost  more  than  an  average  of  $10,000  each, 
even  if  No.  5  is  established  on  gravel,  so  that  the  estimated  costof  eaeh 
lock  complete  would  be  $180,673.20,  and  the  cost  therefore  of  construct- 
ing the  two  locks  to  carry  slackwater  navigation  to  Mammoth  Cave 
would  be  $361,346.40. 

Very  respectfully,  your  obedient  servant, 

D.  W.  LOCKWOOB, 

Major  e>/  Ungineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  S.  A. 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indorsement.] 

U.  8.  Engineer  Office, 
Detroit,  Mich.,  August  1^,  1891. 
Eespectfully  forwarded  to  the  office  of  the  Chief  of  Engineers,  ap- 
proved. 

O.  M.  Poe, 
Colonel,  Corps  of  Engineers,  etc., 
Division  Engineer,  Northwest  Division. 
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IMPROVEMENT  OF  HAEBORS  ON  LAKE  SUPERIOR. 


REPORT  OF  CAPTAIN  W,  L.  FI8K,  CORPS  OF  ENQINEERSy  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 1891,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS, 

IMPBOYEMBNTS. 


1.  Harbor  at  Grand  Marais,  Minnesota. 

2.  Harbor  at  Agate  Bay,  Minnesota. 

3.  Harbor  at  Duluth,  Minnesota. 

4.  Harbor    at    Superior    Bay    and  St. 

Louis  Bay,  Wisconsin. 

5.  Minnesota  Point  at  Superior,  Wisoon- 

sin. 


6.  Harbor  at  Ashland,  Wisoonsin. 

7.  Harboi  at  Ontonaffon,  Michigan. 

8.  Eagle  Harbor,  Mionigan. 

9.  Harbor  at  Marquette,  Michigan. 

10.  Harbor  of  refuge  at  Grand  MaralB, 
Michigan. 


BZAHINATION. 

11.  Allonez  [Allonez]  Bay  at  the  west  end  of  Lake  Superior,  also  the  Nema^i  Riyer 
for  a  distance  of  4  miles  aboYe  its  mouth,  with  a  view  of  determining  the  best 
method  of  improvins  and  making  them  available  as  a  portion  of  uie  harbor 
system  of  the  city  of  Superior,  Wisconsin. 

HARBOR  LINES. 


12.  Establishment  of  harbor  lines  at 
Duluth,  MiniiBHota,  Bay  of  St. 
Louis,  Superior  Bay,  and  the  adja- 
cent waters,  Minnesota  and  Wis- 
consin. 


13.  Establishment  of  harbor  lines  in  Port- 

age Lake,  Michigan. 

14.  Resurvey  and  relocation  of  harbor 

line  in  Porta||ge  Lake,  Houghton 
Connty,  Michigan. 


United  States  Engineer  Office, 

Duluth^  Minn.jJiay  8^  1891. 
General:  I  have  the  honor  to  transmit  herewith  annual  reports 
upon  works  of  river  and  harbor  improvement  at  present  in  my  charge 
for  the  fiscal  year  ending  Jane  30, 1891. 

Very  respectftilly,  your  obedient  servant, 

W.  L.  FiSK, 
Captain^  Carps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Oaset, 

Chief  of  Engineers^  U.  8.  A. 
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K  K  I. 

IMPROVEMENT  OF  HARBOR  AT  GRAND  MARAIS,  MINNESOTA. 

On  the  north  shore  of  Lake  Superior  there  are  very  few  localities 
where  safe  anchorage  for  vessels  can  be  found;  and  Grand  Marais  offers 
the  only  harbor  of  refiige  during  storms  between  Agate  Bay  and  Pigeon 
Eiver,  the  international  boundary,  a  distance  of  120  miles.  It  is  not 
yet  a  shipping  i)ort  of  much  importance,  but  it  is  so  near  the  rich  iron 
ore  deposits  of  the  Vermillion  Range  that  it  is  probable  a  railroad  will 
soon  be  built  to  connect  it  with  them. 

At  present  the  anchorage  area  of  16  feet  depth  is  a  little  over  15 
acres  in  extent,  and  the  dredging  to  be  done  under  the  contract  now  in 
force  will  increase  it  to  about  22  acres.  It  is  compact  in  shape  and  £airly 
well  protected,  but  this  space  is  not  of  sufficient  size  to  permit  more 
than  one  or  two  vessels  to  maneuver  with  safety.  Th«  harbor  is  so 
small  its  entire  area,  61  acres,  should  be  utilized.  To  do  tills  in  the 
best  manner  would  reig[uire  500  feet  extension  of  the  breakwater  and  addi- 
tional dredging  to  the  amount  of  about  450,000  cubic  yards.  The  ex- 
tension of  the  breakwater  would  cost  about  $100  per  foot,  or  $50,000; 
the  additional  dredging,  at  the  present  contract  price  of  20  cents  per 
yardj  would  cost  about  $90,000  more,  which  with  10  per  cent,  for  contin- 
gencies would  make  a  total  of  $154,000  to  complete  this  excellent  har- 
bor. The  original  astimate  of  the  cost  of  improving  this  harbor  wa« 
$139,669.40  but  contemplated  protecting  and  dredging  only  a  part 
of  it 

Small  repairs. have  b^enmade  to  the  breakwater,  which  is  in  good 
condition,  except  that  a  small  amount  of  stone  has  been  displaced  firom 
the  outer  pockets  of  the  cribs,  and  this  will  be  replaced  at  once. 

Work  under  the  existing  contract  (see  abstract  of  bids  following)  be- 
gan on  the  6th  of  June,  and  to  end  of  the  month  29,929.1  cubic  yards 
had  been  dredged. 

This  work  is  in  the  collection  district  of  Dulnth,  Minn.  Duluth,  Minn.^  is  the 
nearest  port  of  entry.  The  nearest  light-house  is  situated  on  the  breakwater  at 
Grand  Marais. 

ABSTRAOT  OF  APPRO PKIATION8  FOR  IMPROVING   HAKBOK    AT    GRAND    MARAIS,  MIN- 
NESOTA. 

By  act  of  Congress — 

Approved  March  1,  1879 $10,000 

Approved  June  14, 1880 10,000 

Approved  March  3,  1881 20,000 

Passed  August  2,  1882 20,000 

Approved  July  5,  1884 10,000 

Approved  August  5,  1886 10,000 

Passed  August  11,  1888 15,000 

Approved  Sept4)mber  19,  1890 22^350 

Total 117,350 

EXPENDITURES. 

Amount  expended  under  approved  project  to  Juno  30,  1891 $94, 461. 15 

Balance  available  July  1, 1891 2,732.85 

ESTIMATKS. 

Original  (ostiinat4»d)  amount  required  to  complete  the  iiu]>r<)vcmcnt $139,669.40 

Amount  that  can  be  profitably  expiMniod 100, 000. 00 
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Mo7iey  statement. 

July  1,  1890,  balance  unexpended $1, 324. 51 

Amount  appropriated  by  act  approved  Septenilier  19,  IHJK) ^ 22, 35Q.  00 

23,674.51 

Jtine  80,  1891,  amount  expended  during  fiscal  year 785. 66 

July  1, 1891,  balance  unexpended 22,888.85 

July  1, 1891,  outstanding  liabilities si«5, 9K5. 82 

July  1, 1891,  amount  covered  by  uncomi>leted  contracts 14, 170. 18 

20,156.00 

July  1,.1891,  balance  available 2,732.85 

{Amount  (estimated)  required  for  completion  of  existing  project 22, 319. 40 
Amountthat  can  be  profitably  expended  in  fiscal  vear  ending  June  30, 1893  100, 000. 00 
8nbmitt>ed  in  compliance  with  requirements  of  sections  2  of  river  and 
barbor  acts  of  1866  and  1867. 


Abstract  of  proposals  received  for  dredt/ing  at- Grand  Marais,  Minn.,  opened  at  Duluih, 

Minn,y  December  6',  1890. 


Ko. 


Name  and  address  of  bidder. 


Price 
per 

onbic  . 
yard. 


OenU. 

Williama,  Daugherty  Sl  Upham,  Dnlutb,  Minn ,  20 

Chariee  Barker,  Dalath,  Minn 23 


Contract  was  awarded  to  Williams,  t)augberty  &>  Upbam  with  the  a]U)roval  of 
the  Chief  of  Engineers. 
Contract  dated  December  15,  1890;  work  to  be  completed  by  September  15, 1891. 


COMMERCIAL  STATISTICS,   GRAND   MARAIS,   MINNESOTA. 

Arrivals  and  clearances  of  vessels  for  1890. 


Designation. 


Arrivals.    I  Clearances.       Total. 


ObaatwlM. 
Foreign  ... 


»8  !  268  I  S36 

0  I  0  I  0 


Have  been  unable  to  obtain  the  tonnage  of  these  vessels.    So  far  as  known  there 
have  been  no  new  lines  of  transportation  established. 

Freight  received  and  shipped,  1890. 

Receipts :  Tons. 

General  merchandise 120 

Lumber 150 

Total 270 

Sliipments : 

General  merchandise 5 


Digitized  by 


Google 


2486      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 
Freight  received  and  shipped  fin- 10  years. 


Tear. 

Tons. 

Valae. 

Yew. 

Tons. 

Valae. 

1881 

264 

Jt»o.2fla 

1886 

460 
252 
275 

$48,519 
29,058 

1882 

224  '  25, 691 
239  ;  27, 595 
270     30,198 
390     Al  iAi  1 

1  1887         

1883 

1  1888  

44,871 
28,848 
82.085 

1884 

1889                .        .                     .     . 

1885 

!  1890 

1 

Arrivals  and  clearances  of  vessels  for  10  years.. 


Yew. 

Anivals. 

deunuftcee. 

Year. 

Arrivals. 

daannoes. 

1881 

108 

•    ^     181 
152 
188 

108 
184 
181 
158 
190 

1886 

210 
164 
190 
168 
868 

210 

1882 

j  1887  

164 

1888 

1888 

100 

1884 

1889 

168 

1885 

1890 

1 

K  K  2. 

IMPROVEMENT  OF  HARBOR  AT  AGATE  BAY,  MINNESOTA. 

Agate  Bay  is  a  small  indentatioii  of  the  north  shore  of  Lake  Superior, 
and  though  it  has  ainple  depth  of  water  it  is  not  protected  from  the 
southwest  or  firom  the  reverse  swells  of  the  more  dangerous  storms  of 
the  northeast,  but  the  little  security  it  afforded  was  sufficient  to  warrant 
the  construction  of  extensiye  ore  docks  and  docks  for  the  handling  of 
merchandise.  The  commerce  soon  grew  out  of  all  proportion  to  the 
size  of  the  harbor,  and  for  the  security  of  this  commerce  it  was  neces- 
sary to  suppl(^ent  the  natural  protection  by  artificial  means.  Two 
piers  projecting  from  either  shore  were  therefore  proposed,  and  work 
upon  the  eastern  pier  was  commenced  in  1887.  This  pier  is  now  650 
feet  in  length  and  the  contract  now  in  progress  will  add  200  feet  to  it, 
leaving  only  260  feet  more  to  be  built  to  complete  it. 

There  is  not  yet  perfect  security  from  southwest  storms  for  vessels 
lying  at  the  merchandise  dock,  but  it  is  not  longer  necessary  to  leave 
the  harbor  and  seek  security  elsewhere.  The  favorable  results  already 
obtained  with  the  portion  of  the  breakwater  now  built  are  much  greater 
than  anticipated,  and  emphasize  the  advisability  of  speedily  completing 
the  remainder  or  the  projected  piers. 

The  Duluth  and  Iron  Bange  Bailroad  contemplate  putting  in  other 
large  ore  docks  to  the  westward  of  those  now  built,  in  which  case,  in  my 
opinion,  the  next  work  should  be  done  on  the  west  pier,  and  in  order 
to  give  good  shelter  the  entire  900  feet  of  it  should  be  completed;  this 
would  cost  about  $136,000,  and  this  amount  could  be  profitably  expended 
during  the  year. 

The  Iron  Bange  is  the  only  railroad  using  this  harbor  as  a  shipping 
point,  and  the  business  of  the  place  is  mainly  subsidiary  to  the  iron  ore 
interests  of  the  Vermillion  Bange.  Of  iron  ore  alone  there  were  shipped 
from  this  x>ort  during  the  season  of  1890,  984,216  gross  tons. 

Agate  Bay  (known  looaUy  as  Two  Harbors)  is  in  the  collection  district  of  Duluth. 
Minn.,  which  is  also  the  nearest  port  of  entry.  The  nearest  light-house  is  situated 
on  the  south  pier  Duluth  Canal,  Minnesota. 
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ABSTRACT    OF    APPROPRIATIONS    FOR    IMPROVING    HARBOR    AT    AGATE    BAY,     MIN- 
NESOTA. 

By  act  of  Congress : 

Approved  August  5, 1886 $22,500.00 

Passed  August  11, 1888 15,000.00 

Approved  September  19, 1890 ^...    25,000.00 

Total 62,500.00 

EXPENDITURES. 

Amount'ezpended  under  approved  project  to  June  30, 1891 96, 255. 79 

Balance  available  July  1,^1 2,844.21 

bsthiates. 

Estimated  amount  required  to  complete  the  improvement 181, 708. 00 

Estimated  amount  required  annually  for  preserving  and  maintaining  when 
improvement  is  completed 2,000.00 

Money  statement, 

July  1, 1890,  balance  unexpended $1,980.21 

Amount  appropriated  by  act  approved  September  19, 1890 25, 000. 00 

26,980.21 
June  90, 1891,  amount  expended  during  fiscal  year 736.00 

July  1, 1891,  balance  unexpended 26,244.21 

July  1, 1891,  amount  covered  by  uncompleted  contracts 23, 400. 00 

July  1, 1891,  balance avaUable 2,844.21 

{Amount  (estimated)  required  for  completion  of  existing  project 181, 708. 00 
Amount  tiiat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  195,-  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Ahatrad  of  proposals  received  for  eonstruoting  SOO  linear  feet  of  breakwater  at  Agate  Bay, 
Minneeotttf  opened  at  Duluih,  Minn,,  January  15, 1891, 


No. 


Nome  and  addreas  of  Uddw. 


Monrlsaii  &  HoGregor,  Dolaih.  Minn  . . 

Porter,  Sang  &  Co.,  Doluth,  Minn 

Caropbell  &.  McDonald,  Dulnth, Minn. 
A.E!.Tniax&Co.,I>nlath,Minn 


Pri«se  bid  per  ronning 
foot 


Fororibs, 
including 

Boper- 
atructore. 


$48.00 
61.40 
60.00 
64.00 


For  em*  * 
bankment. 


$100.00 
60.00 
67.00 
64.04 


TotaL 


$29,000 
24,280 
23,400 
25,068 


Contract  was  awarded  to  Campbell  &  McDonald  with  the  approval  of  the  Chief 
of  Engineers. 
Contract  dated  February  7, 1891 5  w^'k  to  be  finished  by  Nove^^i'er  1, 1891. 
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COMMKIK^lAL  STATISTKJ.S,   TWO   IIAItROKS,    MINNKSOTA. 

Veasvh  arriving  and  departiny. 


Yoar. 

•174 

*288 

466 

749 

1,255 

> 

>     1.080 
> 

E8ti1llat<^l 
tonnage. 

1885  

295  800 

1886 

460,000 
607,500 

1887 / 

1888 

1,436,000 
2,400,000 

1889 - 

1890-^ 

Steam 

968 

•     2,6»,000 

Sail 

82 

*  In  addition  to  these  were  nnmerons  north  (*hore  and  other  boats,  and  daily  boata  between  Dnlnth 
and  Two  Harbors,  not  included  in  tliis  statement. 

The  decrease  in  nnmber  of  vessels  and  increase  in  tonnage  for  1890  is  explained  by 
the  increased  capacity  of  new  steamers,  rendering  a  less  number  neces8ary  to  trans- 
act the  business. 

The  Minnesota  Steamship  Company  put  four  now  steel  steamers  into  the  ore  trade 
last  year,  their  increased  capacity  tending  to  reduce  the  number  of  vessels  engaged 
while  the  tonnage  increased. 

Vessel  tonnage  for  two  years. 

1890 , 2,625,000 

"    2,400,000 

Increase .^. .\... 225,000 

Receipts  and  shipments. 


1885. 

1886. 

1887. 

1888. 

1889. 

1890. 

Ore  shipped 

Ttmg. 

225,484 

10,895 

Tom. 
304,396 
21,954 

Tons. 
394,252 
6,620 

Torn. 
509.964 
30,352 

Tons. 

924,064 

31,731 

Ton». 
984,215 

Other  f^ght  received  and  shipiicd 

37,268 

Total 

236, 379 

326,350 

400,872 

540.316 

055,785 

1,021,483 

Estimated  value  of  freight  received  and  shipped  (exclusive  of  ore), 

1887 $96^000 

^     1888 212,000 

•    1889 ^ 222,000 

1890 246,000 


KK3. 

IMPROVEMENT  OF  HARBOR  AT  DULIJTH,  MINNESOTA. 
THE  CANAL  OR  ENTRY. 

N'othing  has  been  done  to  the  canal  in  the  way  of  improvement  or 
repairs  during  the  year,  the  ownership  still  remaining  in  doubt  The 
question  is  unsettled  and  is  somewhat  complicated  owing  in  part  to 
the  fact  that  the  deed  of  the  city  of  Duluth  to  the  lots  covered  by  the 
canal  was  accepted  in  part  only  by  the  act  of  OongrcRs  of  August  11, 
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IH88,  and  to  the  clniins  of  Mr.  Wilhelin  Booiu<?  to  property  uotinelncled 
ill  this  deed,  hut  wiiieh  is  also  covered  by  th<»  canal. 

Subsequent  eftbrts  to  have  the  difticuUy  adjusted  have  not  i*eaulted 
suecessAilly  and  the  subject  is  still  in  abeyance. 

The  head  of  the  south  pier  is  very  badly  damaged  and  needs  to  be 
rei)la<»ed  with  a  new  structure  or  otiierwise  the  light-house  is  in  danger 
of  being  carried  away. 

The  north  pierhead  has  also  been  damaged  but  not  so  badly  as  the 
other. 

There  is  now  in  hand  about  $15,000  for  repairing  the  piers  that  has 
been  reserved  froni"  difterent  ai>propriations  for  the  harbor.  This 
amount  will  just  alK)ut  suffice  for  the  pierheads,  but  if  expended  would 
leave  nothing  in  hsind,  while  it  would  seem  prudent  that  at  least  $10,(MN) 
should  be  constantly  available  for  emergencies. 

THE  HARBOR  BASIN. 

No  work  has  been  done  ui)on  the  harbor  basin  during  the  year,  and 
no  complaints  of  shoaling  have  been  heard.  This  basin  should  be  con- 
siderably enlarged,  especially  where  it  joins  the  new  channel  east  of 
Rice  Point,  as  boats  are  constantly  backing  out  from  one  wharf  to 
move  to  another,  and  with  probably  less  than  a  dozen  exceptions  all 
vessels  bound  to  West  Superior  this  season  have  come  in  through  the 
canal,  and  passed  through  this  basin  and  the  new  channel  over  to  the 
West  Superior  wharves.  At  least  $75,000  could  be  profitably  expended 
in  this  work  during  the  next  year: 

BIOE  POINT  CHANNEL. 

The  dredging  for  the  new  channel  east  of  Rice  Point  was  commenced 
in  1889,  but  as  the  funds  allotted  were  not  sufficient  to  give  a  naviga- 
ble channel  through,  it  was  not  carried  beyond  the  old  dike.  When 
the  last  river  and  harbor  act  was  passed  the  opening  of  this  channel 
was  considered  of  such  importance  that  authority  was  given  by  the 
Secretary  of  War  to  continue  the  dredging  npon  the  terms  of  the  1889 
contract  without  losing  the  time  necessary  to  advertise  for  new  bids, 
and  an  agreement  to  that  effect  was  entered  into  with  Williams,  Up- 
man  &  Co.,  the  former  contractors.  The  act  of  Congress  was  signed  (m 
the  19th  or  September,  and  dredging  was  begun  on  the  24th.  When 
work  stopped  for  the  season  sufficient  had  been  done  to  permit  the 
passage  of  large  boats  with  carefiil  handling  by  tugs. 

An  examination  of  the  channel  made  just  before  the  breaking  up  of 
the  ice  in  April  last,  showed  that  it  had  held  unexpectedly  well,  but 
had  a  least  width  between  15-foot  curves  of  only  45  feet.  Work  was 
resumed  on  the  28th  of  April,  as  soon  as  the  ice  would  permit,  the 
channel  carefully  trimmed  up  and  widened  until  when  the  filnds  were 
exhausted  May  28,  it  had  a  least  width  of  about  110  feet  between  15- 
foot  curves.  The  length  of  this  channel  is  1.6  miles,  and  during  the 
year  234,366.4  cubic  yards  were  dredged  from  it.  The  present  project 
calls  for  a  width  in  this  channel  of  200  feet,  but  in  my  opinion  it  should 
be  at  least  400  feet  to  safely  and  conveniently  accommodate  the  traffic 
now  passing  through  it.  The  custom-house  records  show  634  arrivals 
and  622  departures  of  vessels  from  West  Superior  during  the  season  of 
1890,  a  total  of  1,256  trips,  with  an  aggregate  registered  tonnage  ot 
1,541,777  tons,  of  which  at  least  95  percent,  would  have  used  this  chan- 
nel had  it  been  open,  judging  from  the  proportion  of  West  Superior 
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]                                                                                                   -    -       .... "174  295.sei1 

J                                    *                                           - ,  *263  4«a,i«, 

]•                                       -                          «5  ®7,5ae 

!■                7                  -.-.:::-'::::: ,2?  i***^* 

i>                 - «                                       ^^'"^ 


In  -  r  •*■    -•  •  t«-»  V  r- ■*—«>.  ^.i' I  ^i,.^^ 


-liicr  btirta,  and  diiiJy  bMte  betw««]i  Deluft 

•  J^  ^ZT  "f  '  "^  T'/ST^^  ^  '"T^  "  ^°°»^  «>r  1890  i«  explained  by 
~    :^    ;t!^'  "        -  !»- '  --r-  -:*r>».  rtndrrmg  a  lesn  niimher  nece&jary  to  tran/- 

"*  ^--'^  •    ^^--=*^  ^  '^  ■  ■^'•*-^  pat  four  new  Hteel  steamers  into  the  ore  tmde 
.^  ^r^    i^-r  1   ->.-^   *'»"'.' i^a^iinj?  to  reduce  the  number  of  ve«8el8en£ai?«d 

*  -.»  ^  »«^;-  ^  J.  -■  **»-^  "S«8«* 

Frwr;  Ufmm4\^for  two  years, 

.1  ?*"  — zm,m 

^'^i  -'^      -■ 2,400,000 

JU.  .  

ba  ii-?«* :^ 225,000 


JSempU  and  ikipmenit. 


be 

ti(.  I     1885.     '     1886.    I     1887.    |     1888.    '     1889.    ,     I89a 

til — 


in<  T»H$.        Ton9.    I    Toru.    I    Tmt.        Tom.    ,    Jkm* 

m,  .^♦r-T^         I    — "^^      ***'396      3W,252,    500. 9M  '    924, OM  '     984.215 

, .. ^-  ^  ■>..-  ^^  tW  iiad  >«liiL.iNHl I      JU.*«5        21.854'       6,620'      30,352,      31,731  |       37rJl68 

p^.  5^^    j    236.379^    326,350^    400.872  1    540,816  1    955, 785  j  1, 021, 483 

til  — ■ ; 

Of 

ai- 
re -vc-  196,000 

212,000 


Liiumsi^  raJ^e  of  freight  received  and  skipped  (exclusive  of  ore). 


222,000 
246,000 


KK3. 

MPBorEMEirr  of  habbob  at  ditluth,  Minnesota. 

THE  CANAL  OB  BNTBT. 

X-   u-  ^i.«  been  done  to  the  canal  in;  the  way  of  in- 
>ofhinghB8^^^^   ownership  sifll  rm^ngtr 
repairs  donnff  the  y«^        somewhat  complicated  ov 
.,ue.rion  is  /^.^^^  rf  the  city  of  Dolufli  to  the  lot< 
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1S88,  aud  to  Mio  Hjnins  f»f  Mr.  VVilln»lm  niM»ihiHo|M»»|MMh  Moi  linlihlnl 
ill  this  tlewl,  but  wiiirli  is  nlso  i^nt^nMl  h\  |Im>  i  oiiul 

8ubsof]iient  ('OVnts  l4>  liiiNo  ilit>  ilillti  mIi>  {iii|M>ltil  Imim'  imH  h  «mIIm| 
siu'cessfiilly  and  tlio  snl^icMt  ms  hUW  1m  ttlMNidM  i>. 

The  head  of  tlie  soufh  iiit^r  is  v(*t\v  ImkIIv  iltHthi/nil  uthl  Mtol  '  hi  li* 
rep1a<'ed  with  a  new  Htrurtine  or  oUierwiM*  1|m>  ht/hl  hoM^T  ic  |m  i|«mi^^>  i 
of  being  earried  away. 

The  north  pierhead  \uu<  alno  hwu  diiiM<i{^<*d  IhiI  moI  r^i»  ImmDv  fi<i  ilir 
other. 

There  is  DOW  in  hand  alNuit  )i<irf,(MH)  lor  ii»|MiiilMfj;  llir  i;ii  n<  UmH  Imh* 
l>een    reserved    from    din<*rent  ii)mro)H)alioitH  loi    IIm*   )i.hI;mi      '/hi 
:unoimt  wUl  just  aiN>ut  sunit^'.  for  iho  inriUi'u^itif  biii  )t  i  *);<  imI^  <1  u«hiM 
le^ave  nothing  in  hand*  wjiih'  it  would  mu m  piiidi  iii  llhil  »i<  )i  .<.  i  i|<)o<hm/ 
shonld  be  constantly  avaihibh'  for  t*nu'it^*'hiU  h, 

THE   HAHhtfH    hAHtti, 

Xo  work  has  l><*<'ii  don*'  u\Hni  Wt**  h;M  )>oi  l>jir.>ii  ijoni.y  iUA  ><  .<<    m<  H 
no  complain  tiS  of  ^hoaliuir  liiiv*-  I>mii  i»«;iMj.     'J  l<ir  l/a,r^>>^  ,<<*/*. I'i  «y4  *»,,> 
siderably  enlaiir^^L  eKj»^ial)y  v»  Li-ii'  it    jom*-   M>4'  /tiv^v  <  i,.i.i.i.-<-i  4 ,  .1  /,i 
lijr^    Point,  a>i  i>oat>  a)*;  «M»iir  laut  ly   l/ivinj/  </i<l    hoij>   ^/lu    //.,,.>!   »>/ 
move  t»  another,  and  V  itli  pfouai>iy   i«  r.r   ti.^u/  ^  4i*f/Ai.  4 />>  jr //.  ,    .s 

Vetssel^  )^»UUd  to  W >Kt  r>nj»*'riO»   ijfjr    rvt  ;u«<h<    |>;i»«    4/>j<,4    i«?   ^,.;'/.  /<;    »,  ' 

canal,  and  pah?**-d  tiirouj^ii  tiur  ir,i'»i,  ;;»».ii  »,,♦  i,i  «%  <  ,.^u*i^'    </*«/   // 
West  Su]»ei'ioi' viiiar^^'^.    At  ih^t^*  ti  .-j^t^H)  i/,*.,*.  \^  |/>v(«  y^ /y  <  v^^i,-    /♦ 
ill  rh\^  wuik  duniig  tm:  Ji*;i:i  ;•  ^-a* 

?V5'ir*rar7  ti*   ^'  a*  i^   *^*'     - -^  *  -^  '^  --  .      .    .^,,    '  .  /    ' 

iAijt  ar  ajr*^»5^ii*f^^   **    *-^'^    ^^-^-^    •  <*    ^    ^   ,/    ,    .    ^ 
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arrivals  passing  through  it  so  far  this  season;  in  addition  it  is  used  by 
numerous  tugs,  light  or  witli  large  rafts  of  logs  in  tow,  and  the  large  ferry- 
boats make  hourly  trips  in  both  directions.  It  is  by  far  the  moat  impor- 
tant part  of  the  harbor  improvement  at  the  head  of  the  lakes,  and  $100,000 
could  be  profitably  expended  upon  it  during  the  next  fiscal  year. 

The  estimated  cost  of  the  200-foot  channel  was  $119,552,  of  which 
$63,000  has  abeady  been  allotted,  leaving  $56,552  to  complete. 


With  the  $40,000  allotted  for  this  channel  from  the  appropriation 
made  August  11, 1888,  a  channel  of  such  width  as  could  be  made  at  a 
single  cut  of  a  dredge  was  dug  between  the  deep  waters  at  Rice  Point 
and  Grassy  Point.  Though  it  has  a  depth  of  14  feet  throughout  its 
length,  its  width  is  not  sufficient  to  render  it  safely  practicable  for  ves- 
sels of  ordinary  size.  Important  manufacturing  industries  are  now 
located  at  Grassy  Point,  and  the  obliteration  of  this  insignificant  chan- 
nel by  neglect  would  work  a  great  injury  to  these  important  interests 
and  to  the  commerce  dependent  upon  them.  Aside  from  this  it  is  a 
matter  of  considerable  economy  to  complete  such  channels  as  soon  as 
possible,  and  thus  avoid  all  expensive  redredging.  The  river  and  har- 
bor act  of  September  19, 1890,  gave  $60,000  for  the  continuation  of  this 
work;  dredging  was  begun  under  the  new  contract  May  28, 1891,  and 
to  June  30,  90,530.9  cubic  yards  had  been  taken  out.  The  money  in 
hand  is  expected  to  give  this  channel  an  available  width  of  about  100 
feet. 

The  estimated  cost  of  this  channel  is  $163,000.  There  therefore  re- 
mains to  be  supplied  $63,000,  which  amount  could  be  most  advan- 
tageously expended  during  the  next  year. 

PARK  POINT  CHANNEL. 

Nothing  has  been  done  to  this  proposed  channeL 

HABBOB  LINES.  " 

Kew  harbor  lines  were  established  by  the  War  Department,  as  recom- 
mended by  a  Board  of  Engineers,  and  are  shown  on  accompanying  chart. 

IMPBOVEMENTS  WHICH  ABE  BEINa  CONSIDEBED. 

As  soon  as  the  possession  of  the  Duluth  Canal  or  entry  is  vested  in 
the  United  States  the  improvement  of  this  important  property  will  have 
to  be  undertaken.  The  estimated  cost  of  the  improvement^  proposed 
and  described  in  House  Ex.  Doc.  No.  217,  Fifty-first  Congress,  first 
session,  is  $2,345,842.77. 

The  dredged  areas  of  the  harbor  will  require  deepening  to  20  or  22 
feet  as  soon  as  this  depth  is  secured  in  the  navigable  channels  below. 
No  estimate  has  been  prepared  for  tUs  yet,  as  the  time  when  it  will  be 
required  is  indefinite. 

The  width  of  the  projected  channel  east  of  Eice  Point  is  200  feet 
As  very  few  of  the  recent  lake  steamers  are  under  300  feet  in  length, 
this  width  of  channel  is  not  sufficient  to  allow  such  vessels  to  back  out 
safely  from  docks  buUt  along  it,  and  it  is  possible  that  it  wiU  shortly 
be  necessary  to  increase  its  width  to  400  feet.  This  increased  dredgiug 
would  cost  $100,000. 
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The  St.  Louia  Bi ver  above  Grassy  Point  has  a  depth  of  over  10  feet 
for  several  miles,  and  8  feet  to  Fond  du  Lac  Station.  Four  or  5  feet 
can  be  carried  up  to  the  foot  of  the  rapids,  firbm  which  point  up  the 
river  has  a  fall  of  about  600  feet  in  less  than  7  miles.  The  utilization 
of  this  immense  water  power  has  already  been  commenced,  the  first 
dain,  located  at  Thomson,  being  now  about  completed  and  giving  a  head 
of  40  feet,  but  it  appears  that  the  existence  of  a  deep  navigable  channel 
to  Fond  du  Lac  is  considered  as  essential  to  the  success  of  any  enter- 
prises in  this  locality.  No  estimates,  based  ux>on  the  needs  of  a  prospec- 
tive commerce  which  might  be  created  by  the  erection  of  manufactories 
at  the  foot  of  the  rapids  of  the  river,  have  been  prei>ared,  as  the  recent 
survey  of  this  river  with  a  view  to  its  improvement  has  not  been  com- 
pleted. 

CONDITION  OF  WORK. 

The  canal  piers  are  in  fairly  good  condition,  but  need  extensive  repairs, 
particularly  the  superstructure.  The  entire  work  will  eventually  require 
to  be  replaced  wit£  more  durable  material. 

The  ruling  depths  in  the  portions  of  the  harbor  dredged  by  the  United 
'  States  are: 

In  oanal 17 

In  the  inner  basin  or  harbor 16 

In  channel  on  north  shore  of  St.  Lonie  Bay 16 

In  new  ehannel  east  of  Rice  Point 16 

R1&8UM6  OF  RSCOMBfENDATIONS* 

For  next  year: 

For  canal  piers $25, 00 

For  the  Rice  Point  Channel 100,000 

For  North  Shore  Channel,  St.  Louis  Bay 63,000 

For  enlargement  of  harbor  basin 75, 000 

Total 263,000 

This  work  is  in  the  collection  district  of  Dulnth,  Minn.,  which  is  also  the  port  6f 
entry.  The  nearcnt  light-honse  is  situated  ou  the  outer  end  of  the  south  ^ier  of  the 
Duluth  Canal,  and  a  ranfire  light  is  located  on  the  inner  end  of  the  same  pier. 

ABSTRACT  OF  APPROPRIATIONS  FOR  IMPROVING  HARBOR  AT  DULUTH^  MINNESOTA. 

By  act  of  Congress  apiiroved — 

March  8, 1871 $60,000.00 

June  10, 1872 .• 50,000.00 

AUotted  from  act  passed  March  3,  1873 86,049.20 

By  act  of  Congress  approved — 

Jnne28, 1874 10,000.00 

March  8, 1875 35,000.00 

August  14, 1876 16,000.00 

June  18, 1878 80,000.00 

March  8, 1879 25,000.00 

June  14. 1880 25,000.00 

March  8, 1881 40,000.00 

By  act  of  Congress  passed  August  2, 1882 45,000.00 

By  act  of  Congress  approved — 

Julys,  18& 45,000.00 

Augusts,  1886 66,250.00 

By  act  of  Congress  passed  August  11, 1888 80,000.00 

By  act  of  Congress  approved  September  19, 1890 100,000.00 

Total 652,299.20 
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ft 
The  tbllowiiig  stHtt^ineiit  shows  the  luauner  in*  which  the  appropria- 
tions have  been  exjHmdeil.    The  amount  expendexl  under  the  different 
classes  of  work  includes  the  cost  of  soundings,  sui)erintendence,  huoj-- 
ing,  and  contingencies: 

Total  amount  expended  to  June  30, 1891 : 

Breakwater $110,000.00 

Canal  iiiers;  etc 77,215.26 

Dredging 403,517.72 

Total 590,732.98 

Expended  prior  to  presi'nt  j)roje<t : 

Breakwater » 110,  OCX).  00 

Canal  piers,  etc 45,  (598. 3:^ 

Dredging 114,953.48 

Total :..... 270,651.81 

Expended  under  present  project  (adopted  in  1881): 

Canal  piers,  etc 31, 516. 93 

Dredging 288,564.24 

Total 320, 081.  n 

Amount  required  annually  for  presorring  and  maintaining 10, 000. 00  < 

Money  statement 

July  1, 1890,  balance  unexpended $14, 016. 92 

Amount  appropriated  by  act  approved  September  19, 1890 - 100, 000. 00 

114,015.92 
June  30,  1891,  amount  expended  during  fiscal  year 51, 182. 19 

July  1, 1891,  balance  unexpended (52,833.73 

July  1, 1891,  outstanding  liabilities $1,267.51 

July  1, 1891,  amount  covered  by  uncompleted  contracts 41, 324. 83 

42,592.34 

July  1, 1891,  balance  available 20,241.39 

{Amount  ^estimated)  required  for  completion  of  existing  project 224, 526. 00 
Amoun  t  that  can  be  prontably  expended  in  fiscal  year  ending  June  30, 1893  263, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  proposals  received  for  dredging  in  the  harbor  of  DuJath,  Minn,,  opmed  at 
Duluth,  Minn,,  December  6,  1890. 


No. 


Name  and  adflresn  of  brddr^rs. 


Price  per 
bid  for 


WilUAins,  Dauarhorty  &.  Upham,  Dnluth,  Minn. 
Charlea  S.  Barker,  Dulnth,  Minn 


per  oubio 
yard. 


Centt. 
14 
15i 


Contract  awarded  to  Williams,  Daugherty  &  Ilpbam,  with  the  approval  of  the 
Chief  of  Engineers. 
Contract  dat«d  December  15, 1890;  work  to  be  completed  by  October  1, 1891. 
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GOM)iBRCIAL  STATISTIOS,  DULUTH,  MINNESOTA. 

Anivals  and  olearanoea  of  vessels  for  1889  and  1890. 


1889. 

1800. 

Deoignation. 

AiTlvala. 

Clear- 
anoee. 

Total. 

Tonnage. 

Arrivals. 

CiAar- 
anoes. 

Total. 

Tonnage. 

CaafltwinA 

^SS 

1,085 
180 

2,150 
378 

2,289,278 
182,845 

1,102 
164 

1.125 
143 

2,227 

9  MU  /KM) 

iforoiffii 

307  '  ""  186^334 

Total 

i,«a 

1,266  '    2,528 

2.452,128 

1.266 

1,268 

2,534 

2,740.854 

Comparati\ 

;e  statement  of  arrivals  and  clearances,  1889  and  1890, 

Tear. 

Yeuels. 

Tonnage. 

Average, 
tonnage. 

1890 

2,5a4 
2,528 

2,740,354               1,081 
2,452,123                   970 

1889 

Xncroaso      •  • « •  ■   ■ 

a 

28«  %)i 

in 

There  were  no  new  lines  of  transportation  establisbed  last  year. 
Principal  domestic  oommodiiies  received  hy  lake,  1890, 


Coal 

Lime  and  other  building  stone 

Cement  and  lime 

Salt 


Railroad  iron  and  other  materialn 
General  merchandise 


Tons. 

7a5,995 

28,424 

18, 131 

7,a56 

24,832 

185,885 


Total... : 1,000,923 

Shipments  by  lake,  WfK). 

Tons. 

Wheat 180,861) 

Flour 149,112 

Bran 9,937 

Oats 3,939 

Corn 2,942 

Barley 2,081 

Flax 1,082 

Rye 232 

Lumber 2 

General  merchandise 22,188 


Total 352,364 

Ii€4:eipts  of  coal  and  flour  for  eight  yearn. 


Year. 


1883  . 

1884  . 
ISHT*  . 
188U  . 


Coal. 


Tons. 
420,000 
372. 000 
005,000 
736,000 


floor  fori 
sliipmeut  ' 
eastward.  I 


Tons.      i 
9I,89(! 
79,  HOI 
llS.lilU  , 
133,036  I 


Year. 


I8rt7  . 
18H8  . 
1889  . 


Ccwl. 

Flour  for 
shipment 
ta^tward. 

Tons. 

1,041.000 
1,435.UW) 
1, 04.^000 
*rjd,996 

Tvns. 
129.627 
171,223 
198,063 
140,112 

*Tbe  falling  off  of  ooal  shipmentB  is  due  to  the  fact  that  the  figures  given  for  the  vear  1890  rontain 
the  tonnagr  for  Dulnth  only,  whereaa  the  figuree  Kivon  for  the  former  years  in('lucletIiert><'<>iptMof  toal 
for  the  hemi  of  the  lake  (Duhith  and  Suiierior).  This  la  the  result  of  a  new  and  superior  method  of 
bookkeeping  in  the  Piiluth  revenue  otlioe. 
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The  storage  capacity  of  the  Dnlnth  elevator  BVBtem  Ib  21,300,000  bashels,  and  that 
of  the  Dalath  elevators  proper  12,660^000  bnshels.  The  following  table  giveS;.  the 
receipts  and  shipments  of  wheat  for  20  years: 


Tear. 


Ending  Doc.  31— 

18W* 

1889 

1888 

1887 

1880 

1885 

1884 

Ending  Aug.  31— 

1882.!!!".!!!!! 

1881 


Keoeipte. 

^S. 

Totid. 

3VmV. 

2btw. 

2bfw. 

177,899 

180,809 

858,768 

613,827 

409,410 

923,237 

839,802 

404,485 

644,287 

614,069 

585,558 

1,099,647 

076,977 

530,048 

1.206,025 

446,600 

421,973 

868,563 

411,688 

846,537 

768,286 

141,234 

187,607 

278,841 

97,987 

00,264 

197,251 

09,966 

86,966 

185,931 

Year. 


Bnd^  Ang.  31- 

1879!!!!!!!!! 

1878 

1877 

1876 

1876 

1874 

1873 

1872 

1871 


Beoeipts. 


Tona. 

40.480 

45,722 

54,002 

13,817 

48,586 

84.187 

67,224 

60.444 

27,048 

16.708 


2bfu. 

43,610 

44,617 

54,000 

16,117 

41,202 

82,436 

72,725 

47,495 

28,531 

16,845 


Tbtd. 


I 


Tm9 
84,010 
90.339 

108,002 
28,  «M 
84,828 
66,573 

139,  »«0 

106,930 
56.470 
83,048 


*  The  iigarei  prior  to  1890  were  given  for  the  head  of  the  lake  (Dalath  and  Saperior),  thoee  for  1890 
give  the  quanticiea  for  Dnlnth  only. 

Average  veesel  tannage  far  6  yean. 


1885 m 

1886 778 

1887 812 

1888 887 

1889 - 970 

1890 1,081 

Comparative  eiaiement  of  arrivals  and  elearanees  ofveseele  at  Dulutkfor  14  years. 


Tear. 

AniTala. 

Clearanoes. 

Total. 

Year. 

ArriTals. 

Clearanoee. 

Total. 

1877 

829 
406 
602 
624 
666 
833 
796 

228 
848 
497 
624 
660 
832 
779 

567 
749 
999 
1,048 
1,326 
1,665 
1,576 

1884 

888 

808 
1,026 
1,237 
1,100 
1,268 
1.266 

903 
880 
995 
1,238 
1,100 
1,266 
1,208 

1.7W 
1,797 
2.021 
2,475 
2,200 
2.528 

1878           .... 

1885 

Ig79      

1888 

1880 

1887 

1881 

1888 

1882     

1889 

1883 

1890 

2,584 

Value  of  exports  and  imports,  and  dviies  on  imports. 


Year. 


1890. 
1889. 


EscportB. 


$1,521,751 
1.435,447 


Im  porta. 


$48,833.13 
21,852.00 


DntleaoB 
importa. 


5.255.80 
8.031.00 


ForMgn  bonded  merchandise  in  transit  through  the  United  States. 


Year. 

Value. 

Dutiee. 

Year. 

Value. 

Diiliee. 

1885 

$96,385 
94,640 
82,415 

$«,971 
62,576 
52.206 

1888 

$245,004* 

793,127 

1,202,014 

$173,048 

It^   

1880 

T)'*" 

1887 

1890 

*The  bonding  of  transit  goods  having  been  dispenaed  with,  this  column  may  hereafter  be  omltled. 
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Opening  and  closing  of  navigation. 


Year. 

Opening. 

Closing. 

Year. 

Opening. 

Closing. 

Igg5          

Apr. 27  ... 
May  7.... 
May  4.... 
May  11... 

Nov.  29. 
Dec.  14. 
Dec.  28. 
Dec.  31. 

1889 

Apr.  11... 
Apr.  16... 
Apr.  30... 

Dec.  4. 

1896    

1890 

Dec.  8. 

1887 

1891 

1888 

NOTK.— Dates  prior  to  1885  are  given  in  Annual  Rex^ort  of  the  Chief  of  Engineers 
for  1885. 


K  K  4. 

JMPROVEMENT   OP  HARBOR  AT   SUPERIOR   BAY   AND   ST.   fcOUIS  BAY, 

WISCONSIN. 

The  natural  channel  connecting  Superior  Bay  with  Lake  Superior  is 
^  at  the  southern  extremity  of  Superior  Bay.  It  ^sls  originally  obstructed 
*  by  shifting  bars  with  scarcely  9  feet  of  water  over  them,  to  remedy 
wliich  the  citizens  of  Superior,  previous  to  1866,  had  made  some  at- 
tempts at  pier  work,  which  was  subsequently  taken  in  hand  by  the 
United  States  and  the  improvements  continued  until  the  piers  have 
reached  an  aggregate  length  of  5,650  feet. 

When  the  improvement  was  commenced  12  feet  depth  in  the  channel 
was  more  than  sufficient  to  meet  the  requirements  of  the  largest  ves- 
sels. This  depth  has  been  increased  and  maintained  for  some  time  at 
17  feet  and  at  no  distant  day  will  have  to  be  still  further  increased  to 
22  feet.  The  crib  piers  which  define  this  channel  are  in  most  part 
badly  conditioned  for  the  present  depth  of  17  feet,  they  having  been 
intended  originally  for  not  over  12  feet.  A  further  increase  in  the 
depth  of  the  channel  may  possibly  make  it  necessary  to  replace  such 
with  better  proportioned  structures. 

In  the  mean  time  the  superstructures  will  have  to  be  extensively 
repaired.  In  fact,  extensive  repairs  are  urgently  needed  now,  but  the 
$15,000  held  in  reserve  for  this  purpose  is  not  safely  sufficient  to  meet 
the  damages  liable  to  result  from  a  single  severe  storm.  It  is  in  reality 
an  emergency  fund,  and  until  something  more  is  in  sight  can  not  be 
properly  used  in  making  general  repairs.  It  is  in  th^  interest  of  econ- 
omy as  matters  stand  at  present  to  postpone  all  general  repairs  to  the 
latest  moment  pending  the  consideration  of  the  subject  of  reconstruc- 
tion, but  it  is  hoped  that  the  greater  portion  of  the  present  substruc- 
ture cribs  can  be  retained.  In  any  event  it  will  be  necessary  to  main- 
tain a  reserve  fiind  for  repairs  of  all  kinds  until  the  general  repairs  are 
completed.    At  present  this  should  not  be  less  than  $15,000. 

The  shore  on  the  Wisconsin  side  is  advancing  rapidly,  and  soon  the 
sand  which  drifts  around  the  end  of  the  Wisconsin  pier  will  necessitate 
the  extension  of  this  pier.  If  this  extension  is  to  provide  for  20  feet 
depth  it  wiU  cost  $30,500. 

OHANNEL  TN  SUPERIOR  BAY. 

The  channel  in  Superior  Bay  has  neither  tlie  directness  nor  width  to 
permit  vessels  to  reach  Connor  Point  safely  without  the  assistiuice  of  a 
tug  or  local  pilot,  though  its  condition  has  been  vastly  improved  in  the 
past  few  years.  Its  present  condition  is  shown  on  the  accompanying 
map. 


Digiti 


zed  by  Google 


% 

2496      REPORT   OF   THE    CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

In  order  that  vessels  may  navigate  this  channel  at  all  times  safely  it 
is  essential  that  it  be  widened  and  straightened  considerably. 

During  the  next  year  $50,000  could  he  advantageously  expended  in 
continuation  of  this  work. 

QUEBEC  DOCK  CHANNEL. 

No  work  was  done  on  this  channel  during  the  year, 

TKB  NEMADJI  RIVER. 

The  commerce  on  the  Nemadji  Biver  is  increasing,  owing  to  the  Ioc<i- 
tion  upon  its  banks  of  sawmills  and  brick  kUns,  which  depend  apou 
the  water  transjiortation  it  affords  to  get  their  products  to  market 

The  bar  at  its  mouth  is  a  serious  obstruction  and  was  dredged  during. 
May  last,  but  will  probably  require  redredging  each  year  after  the  spring 
floods  to  maintain  a  servicable  channel;  this  will  require  about  $5,000 
annually. 

CHANNEL  ALONG  WISCONSIN  DOCK  LINE,   ST.  LOUIS  BAY. 

The  i)t()jected  channel  between  Connor  Point  and  Grassy  Point  along 
the  West  Superior  dock  line  will  be  about  12,000  feet  in  length;  (>,0(M> 
feet  is  now  navigable  and  the  con  tract  in  progress  will  add  to  this  about 
3,000  feet  which  will  hjive  a  widtli  of  50  or  60  feet. 
•  The  portion  of  this  channel  in  the  vicinity  of  the  Northern  Pa<*il1c 
Railroad  bridge  where  the  principal  wharves  are  located  is  now  bein^ 
widened  with  the  intention  of  having  the  north  oi)ening  of  this  draw  also 
dredged  out. 

During  the  year  58,922.7  cubic  yards  have  been  dredged  in  extending 
and  51,453  cubic  yards  in  widening  the  channel. 

The  width  is  hardly  sufficient  to  permit  vessels  to  enter  or  leave  the 
dock  slips  safely.  There  is  great  danger  of  tlieir  colliding  with  the 
farther  bank  and  injuring  their  steering  or  propelling  apparatus4n  doing 
this.  Furthermore,  this  movement  is  a  slow  one  and  practically  blocks  the 
channel  until  the  maneuver  is  completed.  The  clmnnel  should  be  widene<l 
to  4(M)  feet  in  the  vicinity  of  the  docks.  Tiie  sum  of  $50,000  could  he 
judiciously  expended  in  the  improvement  of  this  channel  during  the 
ensuing  year. 

POSSIBLE  DEEPENING  OF  CHANNELS. 

All  the  channels  in  Superior  and  St.  Louis  bays  will  ultimately  require 
deepening  to  20  feet  as  soon  as  this  depth  is  secured  in  the  channels  lie 
low.  No  estimate  of  the  cost  of  this  additional  work  has  been  prepared 
yet,  as  the  time  when  it  will  be  necessary  to  do  the  work  is  indeHnite. 

CONDITION  OF  WORK. 

The  entry  piers  are  in  fnir  condition  but  need  extensive  repairs,  par- 
ticularly the  superstructure,  to  render  them  secure.  The  l)ea<*h  ]m>tec- 
tion  is  still  intact  although  insufficient.  The  ruling  depths  in  the 
channels  dredged  by  the  United  States  are: 

Fwl, 

Kroin  ( 'oiiiiorN  I V)iiit  to  the  entry U? 

From  Northern  l*iu*itir  Hailroad  Dork  to  tin*  t'litrv IH 

III  front  of  QnehiM'  Dork ". H» 

Thronj^hont  tho  ont rv  brtwt'en  \nvrs Jti 

Chaunel  in  St.  Louis  JJav 16 
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RBCOMMENDATION8   FOB  NEXT  YKAR. 

For  reserve  fund  for  entry  piers $15, 000 

For  extension  of  the  iioutk  pier  of  entry 30, 500 

For  the  channel  in  Superior  Bay 50, 000 

For  dredging  at  the  month  of  the  Nemadji  River. ._. 5, 000 

For  channel  in  St.  Lonis  Bay ' 75,000 

Total 175.500 

Superior,  West  Superior,  and  Connors  Point  are  in  thp  collection  district  of  Superior, 
Wis.,  Marquette,  Mich.,  heing  the  port  of  entry.  The  nearest  light-house  is  situated 
on  the  outer  end  of  north  pier  of  the  Superior  entry. 

ABSTRACT    OF    APPROPRIATIONS    FOR    IMPROVING    HARBOR    AT    SUPERIOR  BAY  AND 
'       •  ST.  LOUIS  BAY,   WISCONSIN. 

By  act  of  Congress  approved — 

March  3,^7 $63,000.00 

AprUlO,  1869 4.5,000.60 

July  7,  1870 40,000.00 

March  3, 1871 / 60,000.00 

June  10,  1872 50,000.00 

Allotted  from  act  approved  March  3, 1873 63, 950.  Sd 

Allotted  from  appropriation  for  '^repairs  of  harbors  on  northern  lakes".  6,433.00 
By  act  of  Congress  approved- 
August  14, 1876 3,000.00 

June  18,  1878 3,000.00 

March  3,  1879 •- 5,000.00 

June  14, 1880 5,000.00 

March  3, 1881 10,000.00 

August  2,  1882 40,000.00 

July  5,  1884 45,000,00 

August  5,  1886 22,500.00 

By  act  of  Congress  passed  August  11,  1888 50, 000. 00 

By  act  of  Congress  approved  September  19,  1890 65, 000. 00 

Total 575,883.80 

KXPENDITURES. 

Amount  expended  under  original  project  adopted  in  1867 258, 000. 00 

Amount  expended  under  project  recomniendiMl  l>v  Bo:ird  of  Engineers  in 

1873 77,513.26 

Amount  expended  under  present  project  to  June  30,  1891 182, 455. 43 

Total » 517,968.69 

Tlie  following  stat.einent  shows  the  manner  in  which  the  appropria- 
tions have  been  expended.  The  amount  expended  under  the  different 
classes  of  work  includes  the  cost  of  examinations,  Honndings,  supeiin- 
tendence,  buo^dug,  and  contingoiuaes: 

Repairs  and  beach  protection $13, 233. 00 

Construction  and  repairs  to  piers 318, 443. 53 

Dredging 186,292.16 

Total *. 517,968.69 

Money  statement. 

July  1,  1890,  balance  unexpended $16, 050. 54 

Amount  appropriated  by  act  approved  September  19,  1890 65, 000. 00 

81,050.54 
June  30, 1891,  amount  expended  during  liseal  year 9, 375. 89 

July  1, 1891,  balance  unexpended 71, 674. 65 

July  1,  1891,  outstanding  liabilities $13, 750. 54 

July  1,  1891,  amount  covered  by  uucoinpleted  contracts 32, 25(>.  54 

46,016.08 

July  I,  1891,  balance  available 25,658.57 

ENa  91 157 
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{Amount  (estimated)  required  for  completion  of  existing  project ;K226, 736. 00 
Amount  that  can  be  profitably  expended  in  fiscal  vear  endine  June  30, 1893  175, 500. 00 
Submitted  in  compliance  with  reqairements  of  sections  2  of  pver  and 
harbor  acts  of  1866  and  1867. 


Jhatraot  of  proposals  received  for  dredging  in  SuperiorJBay  €md  St,  Louis  Bajf,  WUeonsim, 
opened  at  Duluth,  Minn,,  February  10, 1891, 


No. 


Name  and  address  of  bidder. 


Williams.  Daogherty  &,  TJpham,  Dnlatli,  Minu. 
Charles  S.  Barker,  Duluth,  Minn 


PriceaUdftr 

dredffingpor 

culuoyaxd. 


1? 


Contract  awarded  to  Charles  S.  Barker,  with  the  approval  of  the  Chief  of  Engi- 
neers. 
Contract  dated  March  11, 1891;  work  to  be  completed  by  October  1, 1891. 


COMMERCIAL  STATISTICS,  SUPERIOR,  WISCOKSUT. 

Arrivals  and  clearances  of  vessels  for  g  years. 


Tear. 

Arrivals. 

Clear- 
ances. 

Total. 

Tonnage. 

fgQO   

634 

622 

1,256 
iMN) 

1,541,777 
1,122,  MS 

1338  .: 

1 

Increase 

856 

419,729 

Average  vessel  tonnage. 

Tons. 

1890 » 1,228 

1889 • 1,247 

Decrease 19 

Of  the  number  of  vessels  reported  above  for  1890, 1,068  were  steam  and  188  sailing 
vessels. 
The  storage  capacity  of  the  Superior  elevators  is  8,300,000  bushels. 

Shipments  hy  lake  of  leading  articles  during  the  season  of  1890, 


'  Tons. 

Wheat 249,288 

Com 40,293 

Oats 22,082 

Barley 883 

Flour 138,339 


Total 450,885 

Receipts  by  lake  for  1890, 

Coal 1,045^000 

Total  of  roceip to  and  shipments 1,495,885 
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Comparative  statement  of  receipts  aud  shipments  for  7  years. 


Year. 

TODB. 

Tear. 

TOD«. 

1884            

17  462 

1888 

827,827 

1885     

33,626 

1880 

1,006,542 

1886 

117,027 
m,020 

1890 

1,496,886 

1887      

Comparative  statement  of  arrivah  and  clearances  of  vessels  for  8  years. 


Year. 

YeaselB. 

20 
104 
20O 
816 

Tonnage. 

Tear. 

Vessels. 

Tonnage. 

1883 

10,619     1887 

462 

812 

900 

1,256 

404,780 

1884  .... 

119,288      1888 

915, 816 

1885 

118.519      1889 

1,122,048 
1,641,777 

1886... 

283,787      1890 

KK5. 

IMPROVEMENT  OF  MINNESOTA  POINT  AT  SUPERIOR,  WISCONSIN. 

The  approved  project  for  this  imrovement  consisted  in  building  abont 
1,000  feet  of  sand  fence  near  the  old  light-honse  on  the  southern  ex- 
tremity of  the  point  to  catch  the  diifting  3aud  and  prevent  its  blowing 
over  into  the  Superior  channel,  which  is  very  dose  to  the  shore  of  the 
l)oint  in  this  vicinity,  and  about  200  feet  at  a  low  and  narrow  part  of 
the  point,  known  as  "  The  Opening,''  about  2  miles  north  of  the  old  en- 
trance, to  form  a  bank  which  would  prevent  the  lake  from  cutting 
through  into  the  bay  during  storms. 

The  fences  were  built  according  to  the  plans  published  in  House  Ex. 
Doc.  No.  51,  Fiffcy-first  Congress,  first  session. 

Work  was  begun  by  the  contractors  shortly  before  the  opening  of 
navigation  and  final  payment  made  May  31, 1891. 

This  work  is  in  the  collection  district  of  Dulnth,  Minn.  The  nearest  light-hous^ 
is  situated  on  the  outer  end  of  north  pier  of  the  Superior  entry. 

Money  statement. 

Amount  appropriated  by  fltct  approved  September  19^  1890 $4,  S95. 00 

June  30, 1891,  amount  expended  during  fiscal  year 4,526.69 

July  1, 1891,  balance  unexpended 368.41 


Ahstr€ui  of  proposals  received  for  oonstrucHng  2, £26  linear  feet  of  sand  fences  on  Mhme- 
sota  Pointf  near  Daluth,  Minn,,  opened  at  Duluth,  Minn,,  February  97,  2891, 


Ko. 


Kame  and  address  of  bidder. 


William  Z.  Fartello,  Washington,  D.  C 

Henry  P.  Weiland  and  John^.  Schleimes,  Dolnth,  Minn 
Angus  W.  Shaw  and  Edwaid  MaJion^,  Dolnth,  Minn  . . . 

Campbell  ic  McDonald,  Duluth,  Minn 

Morrison  &  McGregor,  Dolnth,  Minn 


Price  bid 
perron- 
ning  foot 

ToUL 

$3.75 
4.81 
5.49 
3.46 

$4,560.00 
5,84g.96 
0,676.84 
4,106.20 
4,800.20 

Contract  awarded  to  Campbell  &,  McDonald  with  the  approval  of  the  Chief  of 
Engineers. 
Contract  dated  March  24,  1891 ;  work  to  be  completed  Auguet  30,  1891. 
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K  K  6. 

IMPROVEMENT  OF  HARBOR  AT  ASHLAND,  WISCONSIN. 

Ashland  Harbor  comprises  a  portion  of  Ghequamegon  Bay.  It  was 
not  thoroughly  protected  from  the  storm- waves  which  rolled  into  the 
bay  from  its  mouth  or  from  the  waves  generated  in  the  bay  itself,  and 
accordingly  a  revised  project  for  a  breakwater  8,000  feet  long,  so  located 
in  the  bay  as  to  give  the  requisite  shelter,  was  approved  February  9, 
1889.    Of  this  breakwater  4,650  feet  were  built  during  that  seaso^i. 

It  was  deemed  to  be  rather  flimsy,  but  has  stood  the  buffeting  of  the 
storms  and  ice  better  than  was  anticipated.  The  slab  filling  settled 
(considerably,  but  not  much  more  than  was  to  be  expected,  and  -50  feet 
of  the  outer  end  was  swept  away  by  storms  and  ice. 

Considering  that  the  work  is  something  of  an  experiment  its  success 
is  quite  flattering. 

Much  apprehension  was  felt  that  the  crowding  of  the  ice,  due  to  the 
expansions  incident  to  variations  of  teiAperature,  would  crush  or  displace 
this  rather  fragile  construction,  but  these  fears  were  not  realized,  and 
it  is  possible  that  this  very  ability  of  the  structure  to  yield  slightly  to 
pressure  has  proved  its  safety.  The  repairs  in  progress  at  date  of  last 
Annual  Eeport  were  completed  in  September  last  and  at  the  opening  of 
this  season  the  breakwater  was  found  to  be  in  good  condition. 

Its  length  is  hardly  sufBcient  to  give  protection  to  aU  the  wharves  of 
the  city,  but  its  influence  in  diminishing  the  turbulence  of  the  waters 
of  the  harbor  is  distinctly  apparent.  The  contract  now  in  progress 
will  extend  the  breakwater  1,080  feet  and  close  the  breach  in  Ghequa- 
megon Point  with  a  brush  and  stone  dike.  To  build  the  remaining 
2,320  feet  of  the  breakwater,  estimated  at  present  contract  prices,  will 
cost  $94,000,  including  probable  necessary  repairs  and  cont;ingencies. 

A  harbor  line  ha.s  been  established  by  the  city,  but  there  is  ilot  a  uni- 
formity of  depth  along  it.  To  give  a  channel  200  feet  wide  and  17  feet 
deep  aiong  this  dock  line  about  425,000  cubic  yards  of  material* will 
have  to  be  excavated.  Tins  will  cost  $93,500,  provided  no  rock  is  en- 
countered. 

An  examination  of  the  breach  in  Ghequamegon  Point  was  made  in 
March,  1890,  and  the  changes  which  have  taken  place  since  1887  were 
determined  as  accurately  as  x)ossible.  The  results  of  this  examination, 
with  estimates  for  a  dam  to  close  this  opening,  were  submittexl  to  the 
Ghief  of  Engineers  March,  15, 1890,  approved,  and  the  work  included 
in  the  contract  for  this  season. 

The  principal  shipments  from  Ashland  are  iron  ore  and  lumber. 

There  is  an  iron  furnace  and  general  machine  shop  in  operatioR,  and 
it  is  presumed  that  the  other  enterprises  which  are  expected  to  locate 
here  will  materially  increase  the  shipments  of  manufactured  articles 
and  general  merchandise. 

There  has  been  expended  during  the  year  just  closed  $17,451.24  and 
tlie  t^tal  amount  expended  under  approved  project  to  date  is  $77,737.80. 

RECOMMENDATIONS. 

For  2,320  feet  extension  to  the  breakwater $70, 000 

For  repairs  and  contingencies 24, 000 

For  dredging 93, 500" 

Total 1S7,500 

This  work  i.s  in  tli«  collrotion  diHtricfc  of  Superior,  Mifh.,  Maniut-th',  Mich.,  being 
ihi'  iiort  of  entry ;  nearest  ligUt-house,  La  Pointe,  on  ( 'lieqininiegou  Point,  at  outrauoe 
of  ( 'hcqnaiuegon  Bay. 
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ABSTRACT  OF    APPROPRIATIONS  FOR    IMPROVING  HARBOR    AT  ASHLAND,   WISCONSIN. 

By  act  of  Congress  upproved  Angnst  5,  1886 $22, 500 

By  act  of  Congress  of  Angnst  11.  1 888 00, 000 

By  aot  of  Congress  approved  September  19,  1890 60, 000 

Total 142,500 

Money  statement. 

Jnly  1,  1890,  balance  unexpended $22, 213. 44 

A  mount  appropriated  by  act  approved  September  19,  1890 60, 000. 00 

82,213.44 
June  30,  1891,  amount  expended  during  /isral  year 17, 451. 24 

July  1,  1891,  balance  nnexpended 64,762.20 

Jnljj  1,  1891,  amount  covered  by  uncompleted  eontrncts 54, 276. 00 

July  1, 1891,  balance  available 10,486.20 

{Amount  (estimated)  required  for  completion  of  existing  iiroject 187, 500. 00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  J  uue  30. 1893  100,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


AJtstract  of  prapoeaU  received  for  oonatruoiing  hreaJncater  and  huilding  brush  and  stone 
dxke  at  Ashland,  Wis.,  opened  at  Duluth,  Minn.,  February  12,  1891. 


Ko. 


Name  and  address  of  bidder. 


Prices  bid 
for  break- 
water, per 


ramimg    \ 

foot  (1.5»0  : 

feet). 


I     Total. 


Traman  &  Cooper,  Manitowoc.  Wis 

Zimmerman,  Trnax  &  Co.,  Dniuth,  Minn . 

Sane,  Thomas  St,  Sang,  Dnlntb,  Minn 

Heidenreioh  Co.,  Chicago,  111 

Joseph  Wolf,  Duluth,  Minn 

BaYiB  8l  Ferffnson.  Ashland,  Wis 

Morrison  &  McGrogor,  Dnlath,  Minn 

Hn^  Steele,  Dnlu&,  Minn 


$29.30 
35.40 
32.  S6 
29.48 
35.07 
28.00 
37.00 
25.95 


|36,01&00 
44,717.00 
41,130.00 
87,144.80 
44.188.20 
85,280.00 
46,620.00 
82,697.00 


Prices  bid 
for  brush 
aua  stone 
dike,  per 
ronning 
foot  (4,200 
feet). 


$11.00 
6.81 


6.80 


7.25 
6.25 


Total. 


$46,200.00 
26,502.00 


28,560.00 


30.460.00 
26,250.00 


Contract  for  constnicting  breakwater  and  brush  and  stone  dike  awarded  to  Hugh 
Steele  with  the  approval  of  the  Chief  of  Engineers. 
Contract  dated  March  2, 1891;  work  to  be  completed  by  October  31, 1891. 


COMMBRCIAL  STATISTICS,   ASHLAND,   WISCONSIN. 

Airivals  and  clearances  of  vessels  for  itoo  years. 


Year. 


1890. 
1880. 


Increase. 


Arriy-    Clear- 
als. 


2,240 


2,24S 


Total. 


4,489 
8,171 


318 


Tonnage. 


2, 750. 000 
2, 50().  (MM) 


250,000 


Average  ressel  tonnage. 


1889. 
1890. 


Tons. 
788 
613 


Decrease* 175 

*l)ue  to  increase  of  sailing  craft  employed  in  the  lumber  trade. 

uigiiizea  oy  vJiOOQlC 


2502   REPORT  OF  THE  CHIEF  OF  ENGINEERS,  U.  S.  ARMY. 

Principal  articles  of  expert  and  import  for  1890. 

flxpOTto—                                                                                                                             *  Tona. 

Iron  ore 2,083,368 

Pig  iron 19,000 

Mauuiactured  irou 13, 282 

Ice 2,077 

Stone,  building 3, 894 

Lumber 168,862 

Shingles l^oOO 

Lath 4,250 

J^ailroad  tie^ 2,008 

Telegraph  poles 1, 627 

Post* 1,161 

Grain 36,086 

Flour 304 

Total 2,337,219 

Imports — 

Coal 459,000 

Iron  and  steel  rails 7, 060 

Salt 10,186 

C  emen  t 3, 459 

Total , 479,706 

Total  receipts  and  shipments  for^890 2, 816, 924 

Comparative  statement  of  receipts  and  shipments  for  four  years. 

Tons. 

1887 1,401,464 

1888 1,357,472 

1889 1,971,218 

1890 •. 2,816,924 

Arrivals  and  clearances  of  vessels  for  four  years. 

"Ko. 

1887 892 

1888 2,376 

1889 3,171 

1890 4,489 


KK7.  , 

IMPROVEMENT  OF  HARBOR  AT  ONTONAGON,  MICHIGAN. 

In  1887  the  Ontonagon  River,  which  forms  the  harbor,  had  foirly 
deep  water  in  it,  but  its  month  was  obstructed  by  a  bar  wmch  had  but 
7  feet  depth  over  it.  The  project  adopted  then  for  the  harbor  it  offered 
was  to  build  parallel  piers  projecting  into  the  lake  on  either  side  of  the 
river's  mouth,  the  expectation  being  that  the  current  of  the  river  would 
have  sufficient  force  to  maintain  a  depth  between  the  piers  of  12  feet  or 
more.  This  expectation  has  not  been  fiillfr  realized,  although  the  piers 
are  nearly  of  the  proposed  length,  the  east  pier  being  2,315  feet  in 
length  and  the  west  pier  2,675  feet. 

It  apx)ears  that  the  river,  during  the  spring  freshets,  is  heavily 
charged  with  sand,  and  the  bar  at  the  entrance  forms  as  fast  as  the 
piers  are  extended.  The  channel  which  the  river  is  able  to  'maintain 
through  this  bar  is  shifting  and  uncertain. 

Unless  the  piers  can  be  speedily  extended  into  deep  water,  which, 
owing  to  the  gradual  slope  of  the  lake  bottom  and  consequent  great 
expense,  is  hardly  practicable,  it  does  not  appear  advisable  to  carry 
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the  pier  work  any  further  at  present.  The  iinproveraent  of  the  harbor 
can  probably  be  more  economically  pursued  by  dredging  a  channel 
through  the  bar  each  year. 

The  portion  of  the  piers  comi)osed  of  piling  is  very  much  decayed 
and  needs  replacing.  This  will  cost  $16,600.  The  dredging  will  cost 
$15,000  annually. 

The  contract  now  in  progress  will  complete  the  superstructure,  and 
a  dredged  channel  through  the  bar  has  just  been  finished,  together  with 
some  dredging  between  the  piers. 

The  amount  expended  during  the  year  was  $952.17. 

The  total  cost  of  the  improvement  to  June  30, 1891,  was  $302,783.13. 

As  a  result  of  the  improvement  there  is  just  now  a  channel  with  least 
depth  of  16  feet,  but  it  is  likely  to  shoal  again.  24,488.8  cubic  yards 
were  excavated  from  the  channel. 

This  work  is  in  the  coUection  district  of  Superior.  Mich. ;  nearest  port  of  entry, 
Marquette,  Mioh.  A  light  is  shown  on  the  outer  ena  of  the  west  pier  at  Ontonagon, 
Mich. 

ABSTRACT  OF  APPR0PBIATI0K8  FOR  IMPROVINO  HARBOR  AT  ONTONAGON,  MICmGAN. 

By  act  of  Congress — 

Approved  March  2, 1867 $97,600 

Approved  July  7, 1870 10,000 

Approved  June  23,  1874 ^ 23,000 

Approved  March  3, 1875 25,000 

Approved  August  14,  1876 15,000 

Approved  June  18, 1878 15,000 

Approved  March  3, 1879 17,000 

Approved  June  14, 1880 15,000 

Approved  March  3, 1881 20,000 

Passed  August  2, 1882 20,000 

Approved  July  5, 1884 15,000 

'Approved  August  5,  1886 13,000 

Passed  August  11, 1888 12,500 

Approved  September  19,  1890 : 10,000 

Total 308,100 

KXPEND1TCRE9. 

Amount  expended  under  approved  project  to  date $302, 783. 13 

Balance  available  July  1,  ifel 2,061.87 

Estimated  amount  required  annually  for  preserving  and  maintiiining 

(dredging) 15,000,00 

Estimated  amount  required  for  repairing  piers 15,600.00 

Total 30,600.00 

Money  .statement 

July  1,  1890,  balance  unexpended $1, 942.  U 

Aniouut  appropriated  by  act  approved  S<;ptcniber  19,  1890 10, 000. 00 

11,942.11 
June  30,  1891,  amount  expended  during  fiscal  year 952. 17 

July  1, 1891,  balance  unexpended 10,  989. 94 

July  1,  1891,  ontHtanding  liabilities HC>,  673. 07 

July  1,  1891,  amount  covered  by  unromplrtrd  contracts 3,  255. 00 

8,928.07 

July  1,1891,  balance  available 2,061.87 

{Amount  (estimated)  required  for  completion  of  existing  project 55, 670. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    55, 670. 00 
Submitted  in  com])iianoc  with  roquirt^nients  of  sections  2  of  river  and 
harbor  acts  of  18<)()  and  1867. 
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Abstract  of  propoaaU  reevived  for  bnildlng  nHperstruoture  amlfrt-  dredying  at  Ontonagon^ 
Mich,,  ojtenod  at  Duluth,  Afinn,,  Deevmher  ':*rl,  1890. 


No. 


Nmne  ami  aililn-HH  <if  biililt^r. 


A.Sc  D.Snn^;,  Diiliith.Minn 
L-.  Alorrwoii  &  KiMlerick  h. 
WillWunA,  Dnii^luM-t^-  Sl  Upham, 


J.  C.  MorriMoii  &  KiMlerick  KcGreeor,  Diilutli,  Minn 
iTnliith,  Minn 


Superstructure. 
Dredff-    -  -  - 

injr.  prTc6 '     Price 
ptr ruble;   bid, per      m  j^ 
yard.       rnnning  |     **'■**• 


foot,     j ' 


^rlAi 


♦21.70 
22.00 


a,  300.00 


Con t met  for  huildiiig  saperstruetiire  ftwartlt'd  U^  A.  &  D.  Sang,  with  the  approval 
of  the  Chief  of  Engineers.  Contract  dated  .January  24,  1891;  work  to  bo  finirthe^l  by 
September  1,  1891. 

Contract  for  dredging  awarded  to  Williams,  Daughorty  &  Upham,  with  the  ap- 
proval of  the  Chief  of  Gdgineers. 

Contract  dated  February  2, 1891;  dredging  t^  be  completed  by  Angnst  1, 1891. 


COMMERCIAL  STATISTICS,  ONTONAGON,  MICHIOAW. 

Not  being  able  to  obtain  the  statistics  for  the  yeais  1889  and  1890,  I  append  the 
stutiBtics  printed  in  Annual  Report  for  the  calendar  year  1888. 

ArrivaU  and  clearances  of  vessels. 


Arriv-  '  Clear-    m^^„.„. 
ala.    ,anoes.   Toimage. 


Tear. 


1887  . 

1888  . 


174 
120 


174 
120 


222.000 
188,100 


Principal  articles  of  export  and  import. 


Articles. 

1887. 

1888. 

Exports; 

Lumber 

28.029 
119 
140 
200 

Tom. 

42,8.*^ 
143 

Contier 

FiSF!:::::::::::::::::::. ::::.::::::::::::::::::.:.:.:.:..:..:::::. ::::^ 

12 

General  inerc-hRndf»»«^  -  -    -t 

98 

Total 

29,888 

43,111 

Imports: 

Gf^neral  nierchandis<f    

1.000 
600 
.504 
26 
47 
500 

1,685 

(^niin .     .        . 

Flour...* 

.... 

Meats 

Salt 

Coal 

1.050 

Live  stock 

26 

Dressed  Inmbt^r 

22 

Total 

3,277 

2,768 
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KK8.  • 

IMPROVEMENT  OF  EAGLK  HARBOR,  MICHIGAN. 

This  harbor  was  improved  in  order  to  form  one  of  the  hnrbora  of  ref- 
uge for  this  shore  of  Lake  Sui)erior.  Tlie  eiitrance  to  tlie  suiall  bay 
which  forms  the  liarbor  was  obstrm^ted  by  a  rock  ledge  having  bat  8A 
feet  of  water  over  it  at  the  shoalest  part. 

The  prqjecjt  for  its  improvement  was  adopted  in  1866,  bnt  was  modi- 
fied in  succeeding  years  so  that,  as  carried  out,  it  providexl  for  a  rhan- 
nel  thi-ough  the  rociky  ledge  130  feet  wide  and  14  feet  deep,  marke^l  by 
tyro  guiding  cribs,  one  on  ea<?h  side  of  t|ie  channel. 

Tliis  work  was  completed  in  1870  and  appears  to  meet  the  present  de- 
mands of  commerce. 

The  amount  expended  to  June  30, 1891,  was  $94,513.07. 

Kothing  is  required  at  present  for  the  improvement  or  preservation 
of  this  harbor,  as  the  funds  available  will  probably  be  sufficient  to  keep 
the  work  in  good  condition  for  several  years. 

Modified  estimate  (see  Report  of  Chief  of  Engineers,  ISTG,  II,  328;  1877, 1, 

98;  11,845) $97,0(X).OO 

Appropriated 97,000.(X> 

Name  of  harbor,  Eagle  Harbor,  Micliigan;  collection  diHtrict,  Superior,  Midi.; 
nearest  light-house,  Eagle  Harbor,  Michigan. 

Money  stat&tnent 

July  1, 1890,  balance  unexpended $2, 486. 33 

July  1, 1891,  balance  unexpended 2,486.33 


COMl^rERCIAL  STATISTICS,    EAGLK  HARBOR,   MICHIGAN. 

Not  having  been  able  to  obtain  commercial  statistics  for  the  years  1887, 1888, 1889, 

or  1890, 1  append  those  for  the  calender  year  1886 : 

Exports:  Tons. 

Copper 1,200 

Imports : 

Coal 15,000 

Lumber 858 

Total 17,058 


K  K  9. 

IMPROVEMENT  OF  HARBOR  AT  MARQUETTE,  MICHIGAN. 

The  project  for  the  improvement  of  this  harbor  wjis  tulopted  in  1808. 
It  contemplated  the  erection  of  a  breakwat^^r  composed  of  timber  cribs 
ballasted  with  rock  and  extending  from  the  shore  into  the  bay  a  dis- 
tance of  2,000  feet.  This  breakwater  was  completed,  practically  as  pro- 
posed, in  1875. 

In  consequence  of  the  increasing  shi])ments  of  iron  ore  from  this  port 
the  past  few  years,  the  area  protected  [proved  to  be  too  small  for  the 
neeils  of  the  shipi)ing  engaged  in  this  commerce.  In  fa<*t,  one  of  the 
largest  ore  doeks  is  outside  its  shelter  from  the  most  dangerous  storms. 


Digitized  by 


Google 


^2506      REPORT    OF   THE   CHIEF   OF   ENGINEERS,  U.  8.  ARMY. 

The  extensimi  of  the  breakwater  became  necessary  some  time  ago,  and 
provision  was  made  for  the  commencement  of  this  extension  in  the  river 
and  harbor  bill  of  August  11, 1888. 

The  contract  under  this  appropriation  was  for  180  feet  extension  of 
the  breakwater,  but  after  getting  all  the  embankment  and  cribs  in  place 
two  of  the  latter  were  carried  away  by  a  severe  storm,  leaving  as  the 
net  result  of  the  season's  work  180  feet  of  embankment  and  one  crib  60 
feet  in  length.  Considerable  damage  wa^s  also  done  to  the  remainder 
of  the  pier. 

There  was  much  speculation  as  to  the  integrity  o£  the  riprap  founda- 
tion, but  examination  made  through  the  ice,  and  since,  proves  ttiat  it  has 
suffered  no  injury.  From  this  it  appears  that  where  there  are  no  de- 
flecting surfaces  or  obstructions  reaching  to  or  above  the  surface  of  the 
water  there  is  but  little  force  exerted  by  the  waves  at  14  feet  depth. 

The  extension  of  the  breakwater  is  in  an  exposed  place,  and  it  is 
useless  to  attempt  to  carry  on  work  upon  it  during  the  stormy  seasons 
of  the  year.  There  does  not,  however,  appear  to  be  any  necessity  for 
altering  tiie  plan  of  construction  materially,  for  where  the  cribs  and 
8ui)er8tructure  are  finished  the  pier  is  sufficiently  strong.  As  a  precau- 
tion during  the  building,  however,  the  cribs  should  be  decked  over  with 
heavy  timber  as  soon  as  filled  with  rock,  as  otherwise  the  rock  is  liable 
to  be  scooped  out  by  the  waves  and  the  stability  of  the  crib  destroyed. 
This  can  be  safely  done  in  those  cases  like  Marquette,  where  the  cribs 
are  set  upon  a  substantial  riprap  foundation,  as  there  would  be  but  little 
chance  for  the  ballast  to  escape,  and  even  if  some  did  escape  the  super- 
structure would  not  be  affected,  and  therefore  the  stability  of  the  whole 
structure  would  be  preserved. 

The  contract  now  in  progress  calls  for  120  feet  of  crib  work  and  super- 
structure on  tiie  120  feet  of  embankment  fipom  which  the  cribs  were 
taken  by  the  storm,  and  120  feet  of  entirely  new  work,  embankment, 
cribs,  and  superstructure,  making  a  total  extension  of  breakwater  of 
240  feet. 

It  appears  that  the  extension  of  the  breakwater  is  urgently  needed, 
with  the  present  condition  of  the  commerce  of  this  place,  for  I  am  in- 
formed that  there  was  more  time  lost  in  loading  vessels  last  year  on 
account  of  the  water  being  too  rough  for  them  to  lie  at  the  wharves 
than  from  rainy  weather. 

The  estimated  cost  of  the  remaining  700  feet  of  extension,  at  present 
contract  prices,  is  $98,000  contingencies,  etc.,  $9,800;  a  total  of  $107,800. 
In  addition,  i)robably  not  less  than  $15,000  will  be  required  for  repairs 
to  old  work  during  the  period  of  construction. 

The  superstructure  of  the  portion  of  the  breakwater  commenced  in 
1806  and  finished  in  1875  lias  been  extensively  repaired,  but  is,  never- 
theless, not  as  secure  as  is  to  be  desired.  Much  of  the  timber  has 
already  been  in  place  several  years  longer  than  the  usual  life  of  timber 
in  this  climate,  and  the  time  is  short,  if  it  has  not  already  arrived, 
when  this  timber  work  must  be  replaced  by  more  i)ernianent  material. 

A  project  for  a  concrete  superstructure  was  prepared  during  the  win- 
ter and  was  approved  February  27,  1890.  This  superstructure  is  esti- 
mated to  cost  $232,936.71,  of  which  sum  $100,000  could  be  expended 
judiciously  in  1  year. 

Harbor  lines  were  established  by  the  honorable  Secretary  of  War  in 
January,  1889,  and  a  reconsideration  of  the  subject  occurred  upon  the 
application  of  the  Duluth,  South  "Shore  and  Atlantic  Railway  Company. 
Pending  the  action  of  the  honorable  Secretary  of  War  upon  this  new 
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motion,  tUe  railroad  company  extended  the  ore  docks  as  prayed  for  in 
the  petition.  I  am  not  advised  as  to  the  final  action  upon  the  railroad 
company's  petition,  but  no  complaints  from  interested  citizens  of  Mar- 
quette, or  from  owners  or  masters  of  vessels  visiting  this  port,  have  so 
far  been  received  by  me  regarding  these  extensions  beyond  the  harbor 
lines,  from  which  it  is  to  be  inferred  that  tlie  encroac^hment  is  rather 
viewed  as  advantageous  to  all  concerned. 

RXCOMMKNDATIONS  FOR  XRXT  YKAR. 

For  pier  extension $107, 800 

For  concrete  superstrnoture  to  old  work 100, 000 

General  repairs 15,000 

Total 222,800 

ABSTRACT  OF  APPROPRIATIONS  FOR    I^iPROVIXO  HARBOR  AT  MARQrKri'K,  MICHIGAN. 

By  act  o£  Congress  approved — 

March  2,  1867  (allotnient) $85,000 

April  10, 1869  (aUotment) 26,730 

July  11, 1870 25,000 

March  8, 1871 60,000 

June  10, 1872 50,000 

March  3, 1873 15,000 

June  23, 1874 15,800 

March  8,  1875 15,000 

August  14,  1878 T 2,000 

June  18,  1878 2,000 

March  3,  1879 1,500 

June  14, 1880 .•. 1,000 

By  act  of  Congress  pnsMed  August  2,  1882 16, 000 

By  act  of  Congress  apiuoved — 

July  5,  1884 5,000 

Augusts,  1886 10,000 

By  act  of  August  11,  1888 25,000 

By  act  approved  September  19, 1890 40,000 

Total 394,230 

Money  statement 

July  1,' 1890,  balance  unexpended '$6,800.38 

Amount  appropriated  by  act  approved  September  19,  1890 40, 000. 00 

46,800.38 
June  30,  1891,  amount  expended  during  fiscal  year 2, 340. 96 

July  1,  1891,  balance  unexpended 44, 459. 42 

July  1,  1891,  outstaudiiig  liabilities $100, 00 

July  1,  1891,  amount  covered  by  uncompleted  contracts 28, 080. 00 

28,180.00 

July  1, 1891,  balance  avaUable 16,279.42 

{Amount  (estimated)  required  for  completion  of  existinj?  project 355, 736. 71 
Amoun  t  that  can  be  profitably  expended  in  fiscal  year  ondiug  J  uue  30, 1893  222, 800. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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Ahitraci  of  propoaah  receiredfor  count rm'tingrMO  linear  feet  of  breaktoater  at  Marquette, 
Mick,,aud  opened  at  Jhtltitk,  Minn,,  h'evemhrr  17 j  IS90. 


Ko. 


ITune  and  addreM  of  bidder. 


Charles  Burner,  Green  Bay,  Wis 

J.  O.  Morrison  and  Roderick  MeGregor.  Diiluth,  Minn. 

John  H.  Porter  and  David  Song,  Dulnth.  Minn 

Joeeph  Wolf,  Dnloth,  Minn 

John  H-Gfllett,  Marquette,  Mich 

DanM  W.  PowelL  J<An  Mitchell,  and  Edwartl  Mi(<  hell 

Marquette,  Mien 

Jacob  Zimmerroan,  H.H.Xnxaz,  and  John  A.  Moore, 

Duliith,Minn :..?, 


Price  bid  per  running  fool. 


IISJ 


104.00 

ior>.  00 

109.  70 
97. 8B 
99.88 

101. 2P7 

100.00 


M 

I. 

la 


P4* 


$70.00  $70.00 

IS.").  00  I  80.  IN) 

84.90  ,  85.:)0 

85.50  ,  87.93 

76.42  !  81.43 

65.50  I  67.26 

88.00  I  79.00 


Total. 


$28. 080. 00 
38,400.00 
:M.iV88.U0 
32, 5e;i.  20 
.'to,  927. 60 

28,^083.60 

32,040.00 


Contract  awarded  to  Mr.  Charles  Berner,  with  the  approval  of  the  Chief  of  Eiigi- 
neers. 
Contract  dated  January  21, 1891.    Work  to  be  completed  by  October  1, 1891. 


COMMERCIAL  STATISTICS,   MARQfTElTE,   MTCHIfiAN. 

ArrivaU  and  clearances  of  veeseh. 

Arrivals I,4fi0 

Clearances 1^  450 

Tonnage 3,077,566 

Principal  articlee  of  export  and  Import. 
Exports :  Tona. 

Iron  ore 1,316,^3 

Pig  iron 7,570 

Lumber ! 29, 560 

General  merchandise 4, 587 

Total 1,358,070 


Imports : '  "* 

Coal 147,687 

Limestone 4, 912 

Sandstone 9^  709 

Lumber 110 

Brick 3,625 

General  merchandise 10, 918 


Total : 176^961 

Vessel  tonnage. 


Tpar. 

Tonnage. 

Averaj^ 
tonuage. 

1890 

3,077,566 
2,896,518 

2,122 

1889 * 

1,060^ 

JncraaiM^ 

181,048 

,.«« 

There  have  been  no  new  lines  of  transportation  established  so  far  as  known. 
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AtrivaU  a}id  clearances  of  vessels  for  four  years. 


Tear. 

Arrivals. 

ClearanccB. 

Total. 

1887 

695 

654 

1,366 

1,450 

695 

654 

1,366 

1,450 

1,39U 
1,308 
2,732 
2,900 

1888 

1889 

1890 





Comparative  statement  of  reeeijHs  and  shipments  for  4  years. 


1887. 
1888. 
1889. 
1890. 


Tods. 

894,  772 

932,335 

1, 709, 913 

1,535,031 


K  K  10. 

IMPROVEMENT  OF  HARBOR  OF  REFUGE  AT  GRAND  MARAIS,  MICHIGAN. 

The  harbor  of  Grand  Marais,  Mich.,  is  only  accessible  for  vessels 
drawing  less  than  9  feet.  Once  within  the  bay  there  is  ample  depth  to 
float  the  largest  vessels.  As  a  hiirbor  of  refuge  it  is  of  pressing  impor- 
tance to  the  shipping  navigating  the  lakes  in  this  vicinity,  as  the  many 
wi-ecks  in  its  neighborhood  bear  mute  witness. 

The  project  for  the  improvement  of  this  harbor  wa«  adopted  in  1881, 
and  has  for  its  object  the  creation  of  a  safe  entrance  into  the  bay  for 
vessels  of  the  largest  size.  The  entrance  channel  is  to  be  about  300  feet 
in  width,  protected  by  crib  piers  on  either  side.  The  west  pier  is  now 
1,406  feet  long,  including  lOO  feet  of  pile  dike,  and  the  east  pier  is  853 
feet  long,  including  100  feet  of  pile  dike. 

A  channel  150  feet  wide  and  17  feet  deep  was  dredged  out  between 
the  piers  in  1889.  As  the  sand  was  piled  up  between  the  piers  at  the 
inner  ends  to  the  height  of  the  sui)erstructures,  it  was  not  supposed 
that  the  dredged  channel  would  remain  open,  but  it  was  believed  that 
while  the  waves  and  currents  might  level  the  sand  between  the  piers 
and  obliterate  the  channel  no  accessions  of  sand  were  anticipated.  An 
examination  was  made  in  June,  1890,  and  compared  with  the  survey 
made  in  1888  showed  considerable  change.  The  sand  had  been  leveled 
and  distributed  over  a  rather  larger  area  than  was  expected,  and,  al- 
though no  accession  of  sand  appears  to  have  occurred,  the  character 
of  the  bar  and  the  condition  of  the  shore  at  the  inner  ends  of  the  piers 
would  indicate  that  a  large  quantity  of  sand  had  been  washed  into  the 
channel  and  afterwards  washed  out. 

The  storm  of  December  26, 1890,  carried  away  the  end  of  the  west 
pier  with  its  superstructure,  lodging  it  betwc/Cn  the  piers  near  the  inner 
end  of  the  east  pier.  It  is  probably  too  badly  damaged  to  be  replaced, 
even  if  money  were  available  for  that  purpose,  and  in  its  present  posi- 
tion it  will  not  interfere  with  the  use  of  the  channel  to  be  dredged  tiiis 
seai^on. 

A  more  substantial  form  of  protection  at  the  inner  ends  of  the  piers 
than  that  originally  constnicted  appeared  essential,  particularly  for  tlie 
oa«t  pier,  as  the  water  had  cut  through  beliind  it. 

One  contract  now  in  force  is  for  building  new  shore  end  on  east  pier 
with  protecting  spurs  on  the  (exposed  side,  remodeling  old  shore  ends, 
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and  repairing  outer  ends  of  piers  |  authority  has  also  been  obtained  for 
the  expenditure  of  $1,000  in  repairing  damages  that  occurred  after  the 
other  work  was  advertised,  and  this  will  be  done  as  soon  as  ]>ossible. 

Another  contract  is  for  dredging  about  146,000  cubic  yards,  and  work 
under  it  is  about  beginning. 

Although  properly  the  dredging  should  have  been  delayed  until  the 
piers  were  finished,  the  pressing  need  of  a  channel  of  some  kind  into 
the  harbor  warranted  the  commencement  of  this  work. 

To  complete  the  work  according  to  the  approved  project,  400  feet 
remain  to  be  added  to  the  west  and  900  feet  to  the  east  pier.  If  the 
extension  of  the  piers  continues  with  reasonable  celerity,  probably  a 
channel  dredged  to  full  17  feet  will  not  be  obliterated,  but  will  preserve 
a  depth  sufficient  to  revive  the  commercial  interests  of  this  place,  which 
are  held  in  abeyance  at  present  for  lack  of  this  essential. 

Vast  lumbering  interests  lie  contiguous  to  this  harbor,  which  would 
make  it  a  shipping  point  in  the  event  of  there  being  a  sufficient  depth 
of  water  in  the  channel  to  accommodate  the  vessel  engaged  in  such 
business,  and  I  think  that  it  would  not  be  long,  after  obtaining  a  navi- 
gable channel  into  it,  before  the  harbor  would  claim  other  distinctions 
than  that  of  a  harbor  of  refuge. 

Original  estimate  (see  Report  of  Chief  of  Engineers,  1881,  page  2063) $450, 000 

Appropriated 231, 250 

This  work  is  in  the  collection  district  of  Superior,  Mich.  Kearest  light-house,  Big 
Sable,  Mich. 

ABSTRACT  OF  APPROPRIATIONS  FOR  IMPROVING  HARBOR  OF  RKFU6R  AT  GRANI>  MARAI8, 

MICHIGAN. 

By  act  of  Congress — 

Approved  June  14, 1880 $10,000 

Approved  March  3,  1881 20.000 

Passed  August  2, 1882 .* 40,000 

Approved  July  5, 1884 35,000 

Approved  August  5,  1886 26,260 

Of  August  11,  1888 50,000 

Approved  September  1^,  1890 50,000 

Total \ 231,250 

Money  statement, 

July  1, 1890,  balance  unexpended $1, 726. 92 

Amount  appropriated  by  act  approved  September  19, 1890 50, 000. 00 

61,726.92 
June  30, 1891,  amounted  expended  during  fiscal  year 1,885.77 

July  1, 1891,  balance  unexpended : 60,341.15 

July  1, 1891,  outstanding  liabilities $19.20 

July  1, 1891,  amount  covered  by  uncompleted  contracts 43, 151. 00 

43,170*20 

July  1, 1891,  balance  available 7,170.95 

(Amount  (estimated)  reauired  for  completion  of  existing  proiect 218, 750. 00 
Amount  tnat  can  bejprontably  expended  in  fiscal  year  ending  June  30, 1893  100, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  June,  1866  and  1867. 
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Abstract  of  proposals  reeeired  for  extending  and  remodelin/f  shore  ends  and  repairs  to 
outer  ends  of  canal  pitrSy  and  dredging  at  Grand  Marais,  Mich,,  openfid  at  Duluthj 
Minn.,  December  29,  1S90, 


Ko. 


Nome  and  address  of  bidder. 


I 


]^ier  work. 


Ill 

■m 


ii 


Total. 


■Sis 

fit* 


Total. 


Total 
prices 
bid  for 
all  pier 
work. 


Joseph  Wolf,  Dalath,  Minn 

Alexander  Saog  and  David  Sang,  Du*  i 

luth,  Minn ' 

Daniel  W.  Powell,  John    Mitchell,  I 

and  Ed.Mitchell,  Marquette,  Mich . 

Hush  Steele,  Duluth,  Minn 

Wiuiains,    Daufcherty    &    Uphani, 

Duluth,  Minn ^ 

Charles  S.  Barker,  Duluth,  Minn .... 


Ots. 


$2,400 

2,180 

2,800 
1,500 


$12,000 

14,100 

15.400 
11,500 


$25.60 

32.00 

29.00 
26.50 


$5,100 

6,400 

5,800 
5,300 


17* 
17 


$19,500 

22,680 

24,000 
18,800 


Contraot  for  pior  work  awarded  to  Hugh  Steele,  with  the  approval  of  the  Chief  of 
Kngjueers. 

Contract  dated  February  7,  1891 ;  work  to  be  completed  by  October  31,  1891. 

Contract  for  dredging  awarded  to  Charles  8.  Barker  with  the  approval  of  the  Chief 
of  Engineers. 

Contract  dated  February  3, 1891 ;  work  to  be  completed  by  October  31, 1891. 


COMMERCIAL  STATISTICS,   GRAND  MARAIS,   MICHIGAN, 

Arrivals  and  clearances  of  vessels. 


Steamers 

Sailing  Teasels . 


Total. 


Vessels. 


Number. 


Tonnage. 


12,000 
8,000 


106  ! 


20,000 


Principal  articles  of  export  arid  import. 


Exports : 

Fish 

liOgs  and  h^wed  timber. 
Imports : 

Hay  and  grain 

General  merchandise 


Tons. 

200 

8,890 

105 
210 


Total 9,405 


Receipts  and  shipments  for  four  years. 


1887. 
1888. 
1889. 
1890 


Tons. 
1,910 
6,270 
8,686 
9,405 
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Arrivals  and  clearances  of  vessels  for  four  if  cars. 


Yew. 

Veaaela. 

Tonnage.  1 

1 

Year. 

Veesela. 

Tonnage. 

1887 

74 
162 

10,850 
25.000 

1889.--. 

101 
106 

12,000 
20,000 

1888 

1890 - 

Ho  liir  as  can  be.  leuniecl,  no  new  lines  of  transportation  have  been  eetabliBhed. 

There  are  (estimated)  200,000,000  feet  of  pine  timber  standing,  of  which  this  har- 
bor is  the  natural  outlet,  but  owing  to  the  difficulty  of  shipping  lumber  from  here 
on  account  of  the  incomplete  state  of  the  entrance,  a  logging  railroJid  has  been 
built  from  a  point  about  8  miles  from  the  harbor  to  connect  witu  the  head  waters  of 
the  Manistique  River,  and  this  timber  is  now  by  rail  and  river  tkiding  its  way  to 
Lake  Michigan,  while  the  mills  at  Grand  Marias  are  standing  idle  foi  wont  of 
proper  shipping  facilities. 


K  K  II. 


PRELIMINARY  EXAMINATION  OF  ALLOUEZ  BAY,  AT  THE  WEST  END  OF 
LAKE  SUPERIOR:  ALSO  THE  NEMADJI  RIVER  FOR  A  DISTANCE  OF  FOUR 
MILES  ABOVE  ITS  MOUTH,  WITH  A  VIEW  OF  DETERMINING  THE  BEST 
METHOD  OF  IMPROVING  AND  MAKING  THEM  AVAILABLE  AS  A  PORTION 
OF  THE  HARBOR  SYSTEM  OF  THE  CITY  OF  SUPERIOR. 

[Printed  in  House  Ex.  Due.  No.  40,  Fifty-flnt  Congress,  second  session.] 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washingtouj  I).  0.,  December  3, 1890. 

Sir:  I  have  the  honor  to  submit  herewith  the  accompanying  copy 
of  report,  dated  October  14,  1890,  by  Muj.  James  B.  Quinu,  Corps  of 
Eii<fineer8,  giving  results  of  preliminary  examination  of  Allouez  (Al- 
louez)  Bay  at  the  west  end  of  Lake  Superior,  ahio  the!bremadji  Eiver 
for  a  distance  of  4  miles  above  its  mouth,  Wisconsin,  with  a  view  of 
determining  the  best  method  of  improving  and  making  them  available 
as  a  portion  of  the  harbor  system  of  the  city  of  Sux)erior,  made  to  com- 
ply with  the  provisions  of  the  river  and  harbor  act  approved  Septem- 
ber 19, 1890. 

M^jor  Quinn  is  of  the  opinion  that  these  localities  are  worthy  of  im- 
provement. Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Eughieer, 
Northwest  Division,  is  of  the  opinion  that  Nemadji  River  is  not,  at  the 
present  time,  worthy  of  improvement  by  the  General  Government  to 
the  extent  proposed.  I  concur  in  the  views  of  Colonel  Poe. 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig,  Gen,,  Chief  of  Engineers. 
Hon.  Redfield  Proctor, 

Secret^ary  of  War. 


bbpoet  of  majob  james  b.  quinn,  corps  of  engineers. 

United  States  Engineer  Office, 

Duluth,  Minn.,  October,  11,  1S90. 
General:  In  res|>onsc  to  the  instructions  in  letter  from  your  office, 
dated  Septembei-  20,  1890,  1  have  the  h(m<«'  to  submit  the  following 
reoort  upon  tlie  pr<*liminary  examination  of  the  Allouez  Bay  and  Ne- 
Iji  River  siuveys: 
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In  tbe  bill  as  printed  AUonez  Bay  is  named,  but  it  is  evident  that 
Allouez  Bay  is  intended,  the  substitution  of  an  n  for  a  u  in  the  spell- 
ing being  an  error  which  I  presume  is  immaterial.        ^ 

Allouez  Bay  is  very  shallow,  and  whatever  improvement  is  made  in 
it  would  be  confined  principally  to  the  dredging  of  ohannds  in  front  of 
the  dock  lines  which  may  be  established  and  such  other  channels  as 
may  be  requisite  to  connect  it  with  the  navigable  areas  of  Superior 
Bay.  Its  little  depth  has  so  far  prevented  any  utilization  of  its  shores 
for  dockage  purposes,  and  I  am  informed  that  several  commercial  inter- 
ests are  held  in  abeyance  pending  the  construction  of  suitable  channels 
in  this  bay. 

The  Nemadji  Eiver  is  navigable  for  tugs  and  vessels  of  light  draft 
for  a  distance  of  about  4  miles  from  its  mouth.  Some  brickyards  are 
locate  upon  it,  and  other  manufacturing  establishments  are  in  course 
of  construction.  This  river  is  rather  turbulent  during  the  spring  fresh- 
ets, and  for  some  years  back  more  or  less  dredging  has  been  done  on 
the  bar  at  its  mouth  to  maintain  navigation  between  the  river  and 
Superior  Bay,  but  aside  from  this  no  systematic  project  for  its  improve- 
ment has  been  devised. 

In  the  absence  of  conclusive  ocular  evidence  of  the  worthiness  of 
improvement  in  the  case  of  Allouez  Bay  and  Nemadji  Eiver^  I  addressed 
a  letter  to  the  parties  interested  in  having  these  localities  improved 
and  a  copy  of  the  letter  received  in  response  is  inclosed. 

I  am  of  the  opinion  that  in  view  of  the  contemplated  commercial  en- 
terprises which  the  improvement  of  the  Allouez  Bay  and  Kemadji  Eiver 
will  promote  the  improvement  of  these  localities  is  worthy. 

ESTIMATED  COST  OP  SURVEY. 

The  contemplated  survey  embraees  cx)nsiderable  territory  and  must, 
for  the  purposes  contemplated,  be  made  with  considerable  precision. 
Part  of  the  work  can  best  be  done  after  the  ice  forms. 

Including  the  office  work  about  three  months'  time  will  be  required 
to  complete  it^  and  it  is  estimated  that  it  will  cost,  including  contingen- 
cies, $2,563. 
Eespectfdlly  submitted. 

Jambs  B.  Qihnn, 
Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  U.  8.  A, 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[Hint  IndoiMment.] 

U.  S.  BNaiNBEB  Office, 

Detroit^  Mich.,  October  J91, 1890. 
Eespectfully  forwarded  totheoflfice  of  the  Chief  of.Bngineers,  with 
the  following  remarks,  viz: 

The  importance  of  lNema<\ji  Eiver  appears  to  be  almost  wholly  pros- 
pective. In  view  of  the  fact  that  the  approved  harbor  lines  on  the 
Superior  City  front  of  Superior  Bay  are  now  ftdly  4  miles  in  extent, 
and  almost  entirely  open  to  occupation,  it  would  seem  that  sufficient 
accommodation  can  readily  be  fouod  there  for  all  the  commerce  which 
will  be  developed  for  some  years  to  come, 
KNG  91 158 
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Although  Nemadji  Eiver  has  no  great  depth  at  its  mouthy  yet  the 
comparatively  small  amoont  of  dredging  required  to  render  available 
the  navigation  of  the  river  for  smaller  craft  may  be  advisable;  but  bear- 
ing in  mind  the  more  pressing  requirements  of  other  localities,  I  am  re- 
luctantly driven  to  the  conclusion  that  this  river  is  not,  at  the  present 
time^  worthy  of  improvement  by  the  General  Government  to  tiie  extent 
herein  proposed,  and  I  therefore  recommend  that  this  project  be  dis- 
approved. 

O.  M.  PoE, 
OoUmelj  Corps  of  Engineers^ 
Engineer  Northwest  Division. 


uetter  from  chamber  of  commbrcs  of  supsrior,  wiboombor. 

Chamber  of  Commerce, 

Superior,  WU,,  Odoher  7, 1890. 

Sir:  It  Is  mndi  to  be  hoped  that  you  wiU  find  time  and  opx>oTttinit^  this  faU  to 
make  the  survey  of  AUouez  Bay  and  Nemadji  River,  recently  authorized  by  Con- 
gress in  the  river  and  harbor  act.  The  necessity  for  the  survey  is  amply  recognized 
by  Congress  in  the  wording  of  the  item,  which,  under  the  head  of  surveys,  reads  as 
foUowB : 

''Allouez  Bay,  at  the  west  end  of  Lake  Superior,  also  the  Nemadji  River  for  a  dis- 
tance of  4  miles  above  its  month,  with  a  view  of  determining  the  best  method  of  im- 
proving and  making  them  available  as  a  portion  of  the  harbor  system  of  the  city  of 
Superior." 

One  of  the  largest  and  most  available  divisions  of  the  city  of  Superior,  the  eastern, 
lies  mainly  on  AUouez  Bay,  and  the  Nemadji  River  courses  through  the  heart  of  the 
citv,  as  does  the  Chicago  River  through  Chicago. 

l*he  commerce  of  the  port  of  Superior  is  becoming  so  large  and  varied,  the  quan- 
tities of  wheat,  coal,  lumber,  and  other  commodities  handl^  at  this  point  now  com- 
paring favorably  with  such  ports  as  Buffalo,  Chicago,  and  Duluth,  tnat  the  harbor 
area  needs  to  be  enlarged,  and  that,  too,  without  delay. 

The  Northern  Pacific,  the  Chicago,  St.  Paul,  Minneapolis  and  Omaha,  the  Duluth, 
South  Shore  and  Atlantic,  the  Wisconsin  Central,  and  at  least  three  other  trunk  rail- 
way lines,  also  the  Superior  Terminal  and  Belt  Line  Railway  Company,  have  interests 
on  these  waters  whose  value  to  the  railroads  and  to  the  public  will  be  greatly  en- 
hanced by  the  proposed  surveys  and  improvements.  A  company  is  oi^anized  to  build 
the  largest  sawmill  in  the  West,  with  capacious  docks  and  shipping  facilities,  op 
AUouez  Bay;  also  a  fiouring  mill,  having  a  capacity  of  2,000  barrels  per  day,  witii 
necessary  elevators,  storehouses^  wharves,  etc.  Two  establishments  for  sawing  and 
handling  brownstone  for  buUdmg  purposes  on  a  large  scale  have  locations  on  the 
Nemadji  River,  about  I  mile  above  its  mouth,  and  two  brickyards  are  in  successful 
operation  about  2  miles  above  its  mouth ;  two  similar  yards  are  located  about  5  mUes 
up  the  stream,  and  would  use  its  navigation  if  made  avaUable  for  large  vessels:  whUe 
about  4  mUes  up  is  the  new  town  of  South  Superior,  a  manufacturing  suburb  or  Supe- 
rior, having  to-day  a  population  of  about  1,000  persons,  and  growing  rapidly,  mainly 
supported  at  present  by  two  large  industrial  establishments,  the  !*&  BeUe  Wagon 
Works  and  the  Webster  Chair  Company. 

The  business  of  South  Superior  alone  warrants  the  speedy  improvemeiii  of  the 
Nema4)i  River  from  its  mouth  to  a  point  4  mUes  up  the  stream. 

Several  minor  interests  and  industries  using  the  navigation  of  these  waters  mi^t 
also  be  mentioned. 

The  need  of  adding  these  waters  to  the  available  harbor  area  of  Superior  is  very 
urgent,  and  the  commencement  of  the  work  wiU  be  looked  forward  to  with  great  in- 
terest by  aU  concerned. 

James  Bardon, 
Chairman  Sarbor  Committee,  Chamber  of  Commerce  of  Superior. 

M%).  James  B.  Qcjixn, 

Corps  of  Engineers,  U,  8.  A* 
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KKi2. 

ESTABLISHMENT  OF  HARBOR  LINES  AT  DULUTH,  MINNESOTA,  BAT  OF  ST. 
LOUIS,  SUPERIOR  BAT,  AND  THE  ADJACENT  WATERS,  MINNESOTA  AND 
WISCONSIN. 

We,  the  undersigned,  who  are  citizens  of  Duluth  and  interested  in 
the  preservation  of  the  harbor  in  the  Bay  of  Duluth  and  in  the  Bay  of 
St.  Louis,  respectfully  represent  that  dock  lines  in  the  State  of  Minne- 
sota have  been  established  along  Minnesota  Point,  along  the  mainland, 
along  both  sides  of  Eice  Point,  and  along  the  Bay  and  River  St.  Louis, 
as  is  shown  by  the  ordinances  and  act  of  legislature,  copies  of  which  are 
hereto  attached  •  and  to  which  reference  is  made. 

That  opposite  these  lines,  in  the  State  of  Minnesota,  other  dock  lines 
have  been  established,  in  the  State  of  Wisconsin,  leaving  a  channel  of 
varying  width  between.  The  channel  between  Rice  Point  and  Minne- 
sota Point,  as  still  left  by  the  action  of  our  common  council  between 
the  dock  lines,  is  2,000  feet  in  width.  In  the  Bay  of  St  Louis  the  ex- 
treme distance  between  the  dock  lines  on  opposite  side,  near  Rice  Point, 
is  about  4,000  feet,  and  in  passing  westward  the  dock  lines  approach 
each  other  so  that  they  are  only  a  few  hundred  feet  apart  where  the 
deep  natural  channel  of  the  St.  Louis  Bay,  near  the  draw  in  the  St. 
Paul  and  Duluth  Railway  Company's  bridge,  is  encountered.  Large 
improvements  in  the  way  of  dock  building  and  dredging  are  constantly 
being  carried  on  upon  both  sides  of  the  Bay  of  St.  Louis  and  in  the 
Bay  of  Duluth.  and  it  is  extremely  desirable  that  the  General  Govern- 
ment should  take  up  the  question  of  these  dock  lines  and  determine 
whether  or  hot  it  will  ratify  the  action  taken  by  the  local  municipal 
authorities  upon  the  subject,  so  that  all  improvements  and  expendi- 
tures of  money  hereafter  to  be  made  may  not  be  disturbed  on  account 
of  infringing  upon  the  right  and  interests  of  navigation,  as  represented 
in  the  General  Government.  In  the  course  of  the  various  dredgings 
which  are  being  carried  on  contractors  are  making  a  practice  of  deposit- 
ing their  dredgings  in  the  midst  of  existing  channels,  so  that  it  will  have 
to  be  removed  in  the  future  improvements  of  the  harbor  at  large  ex- 
pense. And  we  desire  that  the  Government  may  investigate  the  ques- 
tion so  as  to  take  charge  of  that  portion  of  the  harbor  outside  the 
dock  Unes^  with  a  view  of  protecting  the  same  in  the  interests  of  navi- 
gation. Tour  petitioners,  therefore,  respectftilly  submit  the  subject  for 
your  consideration,  and  ask  that  immediate  action  may  be  taken  in 
the  premises.    And  your  petitioners  will  ever  pray. 

S.  A.  Thompson, 
Secretary  Chamber  of  Commercey 
(and  twenty  others). 

Hon.  Redfibu)  Pbootob, 

Secretary  of  War. 

[Second  indorsement.] 

Office  Chief  of  Engineers, 

U.  S.  Aemt, 
July  22y  1890. 
Respectftdly  submitted  to  the  Secretary  of  War  with  the  recommenda- 
tion that  the  Board  organized  for  the  harbor  lines  at  Portage  Lake, 
Michigan,  namely.  Col.  O.  M.  Poe,  Maj.  J.  B.  Quinn,  and  Capt.  W.  L. 

*  Not  printed. 
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Marshall,  Corps  of  Engineers,  be  also  charged  with  the  duty  of  report- 
ing upon  the  harbor  lines  at  Duluth,  Bay  of  St.  Louis,  Superior  Bay, 
and  the  adja-cent  waters. 

If  approved  by  the  Secretary  the  necessary  orders  wiU  be  given  the 
Board. 

Thos.  Lincoln  Casey, 
Brig.  Gen.y  Chief  of  JEngineers. 

[Third  indorsement.] 

War  Department, 

July  24,  1890. 
The  recommendation  of  the  Chief  of  Engineers  is  approved. 

L.  A.  Grant, 
Acting  Secretary  of  War. 


REPORT  OF  BOARD  OF  ENaiNEERS. 

Duluth,  Minn,  August  23^  1890. 

General:  The  Board  of  Engineers  constituted  by  Special  Orders 
No.  40,  Headquarters,  Corps  of  Engineers,  current  series,  assembled  at 
Duluth,  Minn.,  August  21, 1890,  in  accordance  with  Special  Orders  No. 
46,  Headquarters,  Corps  of  Engineers,  dated  July  25, 1890,  and  proceeded 
to  consider  the  location  of  the  harbor  lines  required  at  Duluth,  Minn., 
the  Bay  of  St.  Louis,  Superior  Bay,  and  the  adjacent  waters. 

The  Board  examined  the  maps  in  the  office  of  the  engineer  in  charge 
of  the  district,  and  afterwards  spent  half  a  day  in  traversing  the  prob- 
able lines.  The  Board  also  considered  the  several  municipal  ordinances 
of  Duluth  and  Superior  providing  for  dock  lines  within  the  limits  of 
their  jurisdiction,  and  by  the  legislature  of  the  State  of  Mnnesota  be- 
yond the  limits  of  Duluth.  A  tabular  statement  of  these  ordinances, 
etc.,  is  hereto  appended. 

The  views  of  the  representatives  of  the  several  localities  involved  were 
invited  and  the  Board  was  accompanied  in  the  inspection  of  the- dock 
lines  prescribed  by  the  municipal  ordinances  and  legislative  acts  above 
referred  to  by  Mr.  C.  F.  Johnson,  collector  of  customs  of  the  port  of 
Duluth,  Maj.  M.  E.  Baldwin,  president  of  the  Duluth  Chamber  of  Com- 
merce, and  Mr.  W.  F.  Street,  the  secretary  of  the  Chamber  of  Commerce 
of  Superior. 

After  due  consideration  of  the  questions  involved  the  Board  recom- 
mends that  with  some  slight  changes  the  harbor  lines  described  by  the 
municipal  ordinances  and  legislative  acts  cited,  and  as  hereinafter  de- 
scribed and  referred  to  the  true  meridian,  be  approved.  The  changes 
tliat  the  Board  reconmiends  are  that  to  avoid  encroaching  upon  the 
present  navigable  channel  the  harbor  lines  at  the  southerly  end  of 
Minnesota  Point  be  so  drawn  that  the  junction  of  the  last  two  courses 
shall  be  at  the  westerly  corner  of  Willard  Dock  as  it  stands  at  this  date, 
and  that  in  the  vicinity  of  Grassy  Poift  the  dock  Une  of  the  Minnesota 
side  of  the  channel  shall  be  so  established  as  not  to  reduce  the  width 
between  the  dock  lines  at  any  point  to  less  than  600  feet. 

The  following  description  by  courses  and  distances  indicates  the  loca- 
tions of  the  dock  lines  in  accordance  with  the  foregoing  recommenda- . 
tions,  and  the  map*  hereto  attached  and  submitted  as  part  of  this  report 
exhibits  the  lines  drawn  to  correspond  with  the  description. 

•Omitted. 
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DESCMPnON. 

Commencing  at  a  point  in  the  south  face  of  the  north  pier  of  Dolnth  Canal,  260 
feet  west  of  west  line  of  Lake  avenue ;  thence  northerly  parallel  with  Lake  avenue 
for  a  distance  of  about  950  feet ;  thence  in  a  southwesterly  direction  about  3,285  feet 
to  a  point  90  feet  west  of  west  line  of  Ninth  avenue  west,  this  line  being  distant  from 
the  south  line  of  Railroad  street  998.6  feet  on  west  line  of  Sixth  avenue  west,  and 
964.8  feet  from  south  line  of  Railroad  street  on  west  line  of  Ninth  avenue  west; 
thence  south  on  an  ausle  of  53*^  59'  to  the  left  of  the  prolongation  of  the  preceding 
line  about  845  Teet  to  the  easterly  comer  of  the  Northern  Pacific  Railroad  Company^ 
dock;  thence  1,408  feet  in  a  southerly  direction  on  a  line  towards  (but  not  reaching) 
the  intersection  of  the  westerly  line  of  Eighth  street  on  Rice  Point  with  the  town- 
ship line  between  Townships  49  and  50  north,  of  range  14  west ;  thence  about  5,870  feet 
in  a  southeasterly  direction  parallel  with,  and  2,530  feet  from  the  east  line  of  Garfield 
avenue,  Rice  Point,  to  a  point  400  feet  north  of  the  north  line  of  Walnut  avenue  pro- 
longed; theuce  565.7  feet  with  a  deflection  of  46  degrees  to  the  right,  to  the  north 
line  of  Walnut  avenue  prolonged  according  to  the  recorded  plat  of  Duluth;  thence 
2.087  feet  southwesterly  along  the  north  line  of  Walnut  avenue  and  same  prolonged; 
tnence  -wlasterly  to  a  point  in  the  prolongation  of  the  northerly  line  of  Spruce  avenue 
229  feet  southwesterly  of  the  west  line  of  *  Garfield  avenue.  Rice  Point;  thence  west- 
erly to  a  point  in  the  prolongation  of  the  northerly  line  of  Pine  avenue,  430  feet 
southwesterly  of  the  west  line  of  said  Garfield  avenue;  thence  westerly  to  a  point 
in  the  prolongation  of  the  center  line  of  Lynn  avenue,  1,350  feet  southwesterly  of  the 
center  line  ofsaid  Garfield  avenue;  thence  northwesterly  parallel  with  said  Garfield 
avenue  to  a  point  where  the  dividing  line  between  lots  7  and  8  in  Block  G,  Duluth 
proper,  second  division^  if  produoeawill  intersect  with  the  same;  thence  westerly 
at  right  angles,  to  a  point  where  the  westerly  line  of  Twenty-second  avenue  west,  if 
produced,  will  intersect  the  same;  thence  southeasterly  on  a  line  parallel  with  and 
about  2,108  feet  distant  from  the  westerly  line  of  Garfield  avenue,  on  Rice  Point,  to  a 
point  of  intersection  with  the  northerly  fine  of  Elm  avenue  prolonged:  thence  south- 
westerly to  a  point  on  the  west  line  of  Mountain  avenue.  Oneota,  prolonged,  distant 
3,000  feet  from  the  southwesterly  comer  of  Oneota  street  (formerly  First  street)  and 
Mountain  avenue,  Oneota :  thence  by  true  bearings  south  4^  51'  east  about  2,975  feet  to 
a  point  on  track  center  oi  the  St.  Paul  and  Duluth  Short  Line  Bridge,  150  feet  west  of 
west  end  of  draw  span  and  makinj^  an  angle  with  said  traik  center  of  84^  SO'  reokoned 
to  the  north  of  the  westerly  direction  of  the  track ;  thence  continuing  in  same  direction 
of  south  4^  Sr  east  about  1,9^  feet;  thence  south  23<^  54'  west  915  feet,  to  a  point 
1,315  feet  due  west  of  the  southwest  comer  of  section  16.  Township  49,  Range  14 
west;  thence  continuing  in  same  direction  of  south  23^  54'  west  1,6^  feet;  thence 
south  83^  2'  west  about  840  feet  to  the  8-foot  curve  of  depth  on  northerly  side  of  the 
natural  deep-water  channel  of  the  St.  Louis  River;  thence  following  this  curve  of 
depth  up  to  a  point  in  the  southerly  prolongation  of  the  to  wnshipline  between  town- 
ships 49  north,  range  14  west,  and  49  north,  range  15  west,  3,220  feet  south  of  the 
quarter-section  comer,  at  west  side  of  section  18,  township  49,  range  14  west,  ex- 
cepting that  the  dock  line  leaves  the  8-foot  curve  of  depth  about  1,200  feet  before 
reaching  the  above-described  point  on  the  township  line,  and  proceeds  in  a  direct 
line  to  said  point. 

Commencing  at  the  southwesterly  comer  of  the  south  pier  of  the  Duluth  Ship  Canal; 
thence  in  a  direct  line  to  a  point  on  the  westerly  line  of  Minnesota  avenue,  Upper 
Duluth,  300  feet  southerly  from  the  intersection  of  said  westerly  line  of  Minnesota 
avenue  with  the  channel  side  of  said  south  pier:  thence  in  a  direct  line  to  a  x>oint  on 
the  westerly  prolongation  of  the  center  line  of  Dundee  street  1,480  feet  westerly^from 
the  westerly  line  of  St.  Louis  avenue ;  thence  southerly  parallel  with,  and  1,480  feet 
from,  the  said  westerly  line  of  St.  Louis  avenue,  to  the  westerly  prolongation  of  the 
center  line  of  Pine  street,  said  Pine  street  being  the  dividing  line  oetween  Upper  and 
Lower  Duluth ;  thence  southerly  and  parallel  with  and  1,4§0  feet  westerly  nom  the 
westerly  line  of  said  St.  Louis  avenue  to  a  point  on  the  prolongation  of  the  southerly 
line  of  Lower  Duluth,  and  2,060  feet  westerlv  from  a  stone  monument  which  is  situ- 
ate on  the  easterly  line  of  Lake  avenue  and  400  feet  southerly  from  the  southerly  line 
of  St.  Charles  street;  thence  on  a  line  mskking  an  angle  of  about  10^  30'  to  the  east- 
erly of  a  prolongation  of  the  above  line  about  10,050  feet  to  a  point,  said  x>oint  being 
955  feet  distant  westerly  from  a  granite  monument  planted  near  the  center  of  Minne- 
sota Point,  about  9,840  feet  southerly  from  the  southerly  line  of  Lower  Duluth  afore- 
said: said  granite  monument  beinf  35  feet  easterly  from  the  United  States  Lake  Snr- 
vey  base  line,  and  said  955  feet  being  measured  in  a  direction  having  an  angle  of  90^ 
32'  with  said  base  line,  reokoned  to  the  left  of  the  northerly  end  of  the  latter;  thence 
on  a  line  making  an  angle  of  about  2°  38'  to  the  easterly  of  a  prolongation  of  the 
above-describedline  about  5,290  feet  to  the  westerly  comer  of  Willard^  Dock,  as  it 
stands  at  this  date ;  thence  on  a  line  making  an  angle  of  about  16^  6'  to  the  easterly 
of  a  prolongation  of  the  last-described  line  about  5TO  feet  to  a  pointy  Mdd  point  being 
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situated  at  a  distanoe  westerly  of  48.6  feet,  measured  at  right  angles  to  said  line  from 
a  oertain  sandstone  monvment  set  near  the  shore  of  Superior  Bay  and  oji  the  west 
line  of  the  United  States  Ooyemment  reservation  on  said  Minnesota  Point. 

Commeneing  at  a  point  in  St.  Lonis  Bav  opposite  Grassy  Point.  575  feet  nerth,  1^ 
1'  east,  and  oSo  feet  nortii  88*^  59^  west,  of  the  southwest  comer  of  section  16,  town- 
ship A9,  range  14  west:  thence  north  21^  1'  east  1,030  feet;  thence  north  1^  1'  east 
630  feet:  thence  north  25^  29'  west  629.35  feet  to  the  center  of  railroad  track  of  the 
St.  Paul  and  Duluth  Railroad  Bridge,  making  an  angle  of  64^  12'  with  the  latter; 
thence  continuing  in  the  same  dire<^on  north  25^  29'  west  670.65  feet j  thence  north 
lo  1'  eftst  1,780  £et;  thence  north  l8o  46'  east  700  feet;  thence  north  70^  12i'  east 
7,367.1  feet  to  the  east  line  of  the  Lehigh  Dock  property  and  passing  57.3  feet  north 
(on  line  of  west  fEM^e  of  dock  produced)  of  the  northwest  comer  of  the  Lehigh  Dock ; 
thence  north  62<^  16'  east  1,164.55  feet  to  a  point  on  the  center  line  of  traek  of  the 
Northern  Pacific  Railroad  Bridge  149.35  feet  south  of  south  end  of  the  draw  span  of 
the  Wisconsin  draw,  and  making  an  angle  of  61^  59'  with  track  center;  thence  con- 
tinning  in  the  same  direction  north  62°  16'  east  737.05  feet  to  the  northeast  comer  of 
the  Omaha  Dock  (or  nearly  thereto) ;  thence  southeasterly,  making  an  angle  of  116^ 
1'  with  preceding  line,  up  into  Howard's  Pocket  for  a  distance  of  4,300  feet. 

Commencing  again  at  the  initial  point  of  the  description,  namely,  575  feet  nerth  1^  1' 
east,  and  400  &et  north  98P  59'  west,  of  the  southwest  comer  of  section  lO^township 
49,-range  14  west;  thence  south  23°  54'  west  2,875  feet;  thence  south  83°  2'  west 
about  1,550  feet  to  a  point  600  feet  southerly  from  the  8-foot  onrre  of  depth  on  the 
northerly  side  of  the  natural  deep-water  channel  of  the  St.  Lonis  Riyer;  thence  fol- 
lowing up  said  river  parallel  to  and  600  feet  from  said  8-foot  curve  of  depth  to  a  point 
in  the  southerly  prolongation  of  the  township  line  between  townshii»s  49,  range  14 
west,  and  49,  range  15  west,  3,970  feet  south  of  the  quarter-section  comer  at  west  side 
of  section  18,  township  49,  range  14  west,  excepting  that  for  the  last  1,000  feet  of  the 
last-described  course  the  dock  line  follows  the  ^foot  curve  of  depth  on  the  southerly 
side  of  the  natural  deep-water  channel  of  the  St.  Louis  River. 

Commencing  at  a  point  533.7  feet  east  of  the  north  quarter-section  comer  of  section 
14,  township  49,  range  14  west,  in  Douglas  County,  Wis.,  said  point  being  also  166.3 
feet  distant  from  the  center  line  of  the  Northern  Pacific  Railroad  track,  measured 
west  therefrom  on  the  north  line  of  said  section  14,  township  49,  range  14  west,  from 
station  158  plus  95  of  said  railroad;  thence  by  true  bearings  north  4Sp  5'  west  about 
6,171  feet:  thence  north  3°  32'  east  60.3  feet;  thence  north  56°  22'  east  1,296.8  feet  to 
a  point,  tnis  point  being  343  feet  northwesterly  from  the  northerly  comer  of  the  St. 
Paul  and  Pacific  coal  dock  on  Connor  Point,  as  now  constructed  (August,  1890),  and 
on  the  line  of  its  northeasterly  face  produced;  thence  south  53°  east  about  3,895 
feet  to  a  point  distant  1,005.9  feet,  measured  on  a  line  drawn  at  right  angles  to  and 
northeasterly  from  the  center  line  of  the  Northern  Pacific  Railroad  track  on  Connor 
Point,  at  Station  182  plus  29.3  of  said  railroad ;  thence  south  44°  20'  east  about  18,700 
feet  to  a  point  on  the  prolongation  of  the  center  line  of  Walker  avenue,  and  2,004 
feet  from  the  center  bne  of  West  Second  street,  in  the  city  of  Superior,  this  last- 
mentioned  course  also  passing  about  1  foot  outside  of  the  fender  piles  on  the  northerly 
comer  of  the  Northern  Pacihc  Railroad  Company^s  dock;  thence  north  70°  40'  east 
1,220  feet ;  thence  tangent  to  the  last-mentioned  line  easterly  and  southerly  on  a  cir- 
cular curve  of  200  feet  radius,  326  feet:  thence  southerly  tangent  to  said  circular«» 
carve  492  feet  to  the  westerly  shore  of  the  Namadji  River. 

All  of  which  is  respectfully  submitted. 

O.  M.  PoE, 
Colonel,  Corps  of  JSngineerSy  etc. 
Jahes  B,  Quinn, 
Major  J  Corps  of  Engineers, 
W.  L.  Marshall, 
Captain,  Corps  of  Unffineers: 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  IF.  8.  A. 

[First  indonement.] 

Office  Chief  of  Engineers, 

XJ.  S.  Army, 
September  5, 1890. 

Eespectftilly  submitted  to  the  Secretary  of  War. 
It  being  made  manifest  to  the  Secretary  of  War  that  the  establish- 
ment of  harbor  lines  is  essential  to  the  preservation  and  protection  of 
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the  harbor  at  Dolath,  Bay  of  St.  Louis,  Snx)erior  Bay,  and  the  adjacent 
waters,  a  Board  of  Engineers  was  constituted  by  Special  Orders  from 
Headquarters,  Corps  of  Engineers,  to  consider  and  report  upon  this 
subject,  and  the  report  of  the  Board  recommends  for  approval  of  the 
Secretary  of  War  the  harbor  and  dock  lines  described  in  the  within 
report  and  delineated  upon  the  accompanying  chart. 

It  is  recommended  that  the  lines  selected  be  approved,  and  that  the 
Secretary  place  his  approval  both  upon  the  report  and  the  tracing  sub- 
mitted. 

H.  M.  Abahs, 
Major  J  Corps  ofUngineers,  in  charge. 


[Seoond  indorsement.] 


Approved. 


Wab  Depabtmbnt, 

September  8, 1890. 

L.  A.  Grant, 
Acting  Secretary  of  War. 


Hat  of  ordinaneea,  etc,,  referring  to  tlie  location  ofharhor  lines  at  Dnluth,  Minn,,  the  Bay 
of  Si.  Louie,  Superior  Bay,  and  the  adjacent  water; 


Date. 


LooaUty. 


By  Dalath  Cily  or  Village. 


By  act  of  State  legielatnTe 

Byboard of  supervisora,  Doaglaa County, 

Bj^oard  of  trnsteea,  Tillage  of  Superior, 


Jan.  18,1872 
Apr.  3,1872 
Mar.  8,1873 
Feb.  10.1883 
Jnly  22, 1881 
Aug.  5,1884 
Feb.  18.1886 
May  8,1888 
Dea  23,1886 
Oct  28,1889 
July  18, 1890 
Feb.  25. 1887 
Apr.    1.1884 

Mar.  ^1889 


Main  harbor. 

Do. 
East  side  Rices  Point 
Rices  Point,  end  and  west  side. 
£nd  and  west  side  Rices  Point 

Do. 

Do. 

Do. 
East  side  Rices  Point. 
N.  P.  Dock,  taking  out  angle. 
West  side  Minnesota  Point,  south  of  oanaL 
North  side  St.  Louis  Bay  and  Grassy  Point 
Superior  Bay  and  around  Connor  Point 

South  side  of  St  Louis  Boy. 


K  K  13. 

ESTABLISHMENT  OF  HAEBOR  LINES  IN  PORTAGE  LAKE,  MICHIGAN. 

Oppiob  op  the  Chief  of  Engineers, 

United  States  Army, 
WashingUm^  D.  0.,  June  30y  1890. 
Sir  :  I  have  the  honor  to  submit  a  copy  of  the  act  approved  June  20, 
1890,  authorizing  and  directing  the  Secretary  of  War  to  establish  new 
harbor  lines  in  Portage  Lake,  and  to  recommend  that  a  board  of  officers, 
Gorps  of  Engineers,  consisting  of  Col.  O.  M.  Poe.  M^j.  J.  B.  Quinn, 
and  Gapt  W.  L.  Marshall,  be  constituted  ^y  order  hom  this  Office  for 
the  purpose  of  examining  the  subject,  making  such  surveys  as  may  be 
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necessary,  and  recommending  to  the  Secretary  of  War  the  location  of 
new  harbor  lines  at  the  locality  concerned. 

Very  respectftilly,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Oen.y  Chief  of  Engineers. 
Hon,  Eedfield  Proctor, 

Secretary  of  War. 

[FiTBt  indorsement.] 

War  Department, 
^  July  Jf,  1890. 

Approved. 
By  order  of  the  Acting  Secretary  of  War. 

John  Tweedale, 

Chief  Clerk. 


letter  OF  THE  CHIEF  OF  ENGINEERS. 

[Printed  in  Houae  Ex.  Doc.  No.  200,  Fifly-flrBt  CongreM,  seoond  eession.] 

Office  op  the  Ohief  op  Engineers, 

United  States  Army, 
Washington,  D.  0.,  January  20, 1891. 
Sir:  The  act  of  Congress  approved  June  20, 1890,  authorizes  and 
directs  the  Secretary  of  War  to  establish  new  harbor  lines  in  Port-age 
Lake,  Houghton  County,  Mich.,  and  section  17  of  the  river  and  harbor 
act  approved  September  19, 1890,  directing  certain  examinations  and 
surveys,  provides  for  "  resurvey  and  relocation  Qi  harbor  line  in  Por- 
tage Lake,  Houghton  County,  Mich.,  in  conformity  with  the  provisions 
of  recent  law." 

A  Board  of  Engineers  was,  by  your  authority,  constituted  to  conrider 
and  report  ujwn  the  question  of  the  establishment  of  harbor  lines  at 
Portage  Lake,  and  a  report  was  submitted  December  11, 1890,  accom- 
panied by  a  map  showing  new  harbor  lines  recommended  by  the  Board. 
The  report  of  the  Board  and  the  location  of  the  harbor  lines,  as  indi- 
cated on  the  map,  were  approved  by  the  Assistant  Secretary  of  War 
January  6, 1891,  and  I  have  now  the  honor  to  submit  the  accompany- 
iug  copies  of  the  report  and  map,  with  recommendation  that  they  be 
transmitted  to  Congress,  under  the  provisions  of  section  18  of  the  river 
and  harbor  act  of  September  19, 1890,  which  requires  that  reports  in 
relation  to  the  examinations  and  surveys  directed  be  made  tothe  House 
of  Eepresentatives. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casbt, 
Brig.  Qen.,  Chief  of  Engineers. 
Hon.  Eedfield  Proctor, 

Secretary  of  War. 


REPORT  OP  BOARD  OF  ENaiNEEBS. 
[Printed  In  Hooae  Ex.  Doo.  No.  200,  Fifty-first  CongroBS,  second  session.] 

Houghton,  Mich.,  December  11,  1890. 
General:  The  Board  of^Engineers,  constitated  by  Special  Orders 
No.  40,  Headquarters,  Corps  of  Engineers,  TJ.  S.  Army,  July  6,  1890, 
assembled  at  Houghton,  Mich.,  at  10  a.  m.,  December  10,  and  pro- 
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ceeded  to  consider  tlie  subject  of  the  establishment  of  new  harbor  lines 
in  Portage  Lake,  Houghton  County,  Mich.,  in  accordance  with  the  act 
of  Congress  approved  June  20, 1890.  Conformably  to  the  instructions 
conveyed  to  the  Board  in  the  letter  fix)m  the  Chief  of  Engineers,  ad-  • 
dressed  to  the  senior  member  of  the  Board,  dated  Office  of  the  Cliief 
of  Engineers,  Washington,  D.  C,  July  7, 1890,  the  Board  held  a  public 
meeting  and  listened  to  statements  presented  by  such  persons  as  were 
in  attendance.  It  is  only  fair  to  state  that  the  persons  present  repre- 
sented mining  and  other  business  of  the  locality,  but  no  one  appeared 
to  specially  represent  the  navigation  interests;  though,  of  course,  jfcll 
were  directly  concerned  in  the  commercial  uses  of  the  waters  in  ques- 
tion, including  facilities  for  shipping  the  products  of  the  vicinage  and 
re/'eiving  the  supplies^  which  must  necessarily  reach  this  point  by  water. 

The  Hon.  Jay  A.  Hubbell,  who  has  taken  an  active  interest  in  the 
subject  of  harbor  lines  in  this  locality,  addressed  the  Board  at  some 
length  and  assured  it  that  he  had  received  letters  from  the  principal 
shii>owners  navigating  these  waters,  in  which  it  was  expressly  stated 
that  a  width  of  600  feet  generally,  and  even  less  at  some  places,  for 
short  distances,  would  answer  all  the  requirements  for  safe  navigation. 
In  this  opinion  the  board  concurs,  and  in  recommending  the  new  har- 
bor lines  for  approval  they  adopt  this  view,  but  have  not  found  it  nec- 
essary to  reduce  the  width  between  theharoor  lines  at  any  point  to  50() 
teet,  and  to  facilitate  the  maneuvering  of  vessels  within  tie  harbors  of 
Hancock  and  Houghton  a  width  of  about  1,100  feet  between  harbor 
lines  is  provided  at  the  former  and  about  900  feet  at  the  latter.  . 

In  adjusting  these  lines  an  effort  has  been  made  to  preserve  as  broad 
a  channel  as  possible  without  trespassing  upon  the  existing  condition 
of  the  property  of  ripiarian  owners,  and  the  Board  has  endeavored,  as 
far  as  to  them  appeared  practicable,  to  locate  the  new  harbor  lines 
"  with  a  view  of  harmonizing  all  interests  affected.^ 

Straight  lines  have  been  s^opted  in  view  of  the  greater  convenience 
in  defining  them.  The  harbor  lines  proposed  are  indicated  in  fall  red 
lines  upon  the  accompanying  map*  of  Portage  Lake,  in  vicinity  of 
Houghton  and  Hancock,  Mich.,  fi-om  surveys  made  under  the  direction 
of  Maj.  J.  B.  Quinn,  Corps  of  Engineers,  in  October  and  Kovember, 
1890,  scale  400  feet  to  1  inch. 

In  case  these  harbor  lines  be  ai)proved  by  the  Secretary  of  War,  it 
is  recommended  that  Maj.  J.  B.  Quinn,  Corps  of  Engineers,  be  at  once 
directed  to  have  permanent  marks  placed,  from  which  they  may  be 
accurately  laid  down  at  any  future  time  and  from  which  a  description 
of  them  may  be  made  by  courses  and  distances,  and  the  same  engrossed 
upon  the  map  above  referred  to. 

The  papers  referred  to  the  Board  are  herewith  returned. 

All  of  which  is  respectfdlly  submitted. 

0.  M.  PoB. 
Colonely  Corps  oflfngineersj  etc. 
James  B.  Quinn^ 
Major ^  Corps  of  Enfftneers. 
W.  L.  Mabshall, 
CaptaiUj  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A.  • 


*Not  reprinted. 
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[Bint  indorsement.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
Jcmuary  ^,  1891. 
Respectfully  submitted  to  the  Secretary  of  War. 
The  Board  of  Engineers  constituted  by  Special  Orders  No.  40,  Head- 
quarters Corps  of  Engineers,  July  5, 1890,  to  consider  the  subject  of  the 
establishment  of  new  harbor  lines  in  Portage  Lake,  Houghton  County, 
Mich.,  in  accordance  with  the  act  of  Congress  approved  June  20, 1890, 
submits  the  within  report,  and  recommends  for  approval  the  harbor  lines 
for  Portage  Lake  indicated  by  full  red  lines  on  the  accompanying  map. 
Li  locating  these  lines  the  Board  has  endeavored,  as  &u*  as  practicable, 
to  harmonize  all  the  interests  affected. 

It  is  recommended  that  the  lines  selected  be  approved  and  that  the 
Secretary  place  his  approval  both  upon  the  report  and  upon  the  aooom- 
panying  map. 

Thos.  Lincoln  Casey, 
Brig.  6en.y  Chief  of  Engineers. 

[Second  indorsement.} 

The  within  report  is  approved,  and  approval  of  the  location  of  the 
harbor  lines  is  indicated  on  the  accompanying  map. 

L.  A.  Grant, 
Assistant  Secretary  of  War. 

War  DEPARTltfENT, 

January  5, 1891. 


K  K  14. 


RESURVEY  AND   RELOCATION    OF   HARBOR  LINE   IN  PORTAGE   LAKE, 
HOUGHTON  COUNTY,  MICHIGAN. 

This  survey  was  made  in  October,  November,  and  December,  1890,  in 
accordance  with  an  act  of  Congress  approved  June  20, 1890,  for  the  use 
of  the  Board  of  Engineers  convened  to  establish  new  harbor  lines  in 
Portage  Lake.  The  reconmiendations  of  the  Board  were  duly  approved 
by  the  War  Department,  and  in  March  last  20  stone  monuments  were 
set  as  reference  points  for  the  lines. 

The  description  of  the  Unes  to  be  engrossed  upon  the  map  has  not 
yet  been  made  out  owing  to  press  of  other  work,  but  all  necessary  data 
are  on  file  and  this  will  be  done  as  soon  as  possible. 
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IMPROVEMENT  OF  HARBORS  ON  WESTERN  SHORE  OF  LAKE  MICHIGAN 
NORTH  OF  CHICAGO,  ILLINOIS,  AND  OF  FOX  AND  WISCONSIN,  AND 
MENOMONEE  RIVERS,  WISCONSIN. 


BEPOET  OF  MAJOR  CHARLES  E.  L.  B.  DAVIS,  CORPS  OF  ENGINEERS, 
OFFICER  IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891, 
WITH  OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 


IMPROVEMENTS. 


1.  Manlstique  Harbor,  Michigan. 

2.  Cedar  River  Harbor,  Michigan. 

3.  Menomonee   Harbor,  Michigan    and 

Wisconsin. 

4.  Menomonee    River,    Michigan    and 

Wisconsin. 

5.  Oconto  Harbor,  Wisconsin. 

6.  Pensaukee  Harbor,  Wisconsin. 

7.  Green  Bay  Harbor,  Wisconsin. 

8.  Harbor  of  refuge  at  entrance  of  Stur- 

geon Bay  Canal,  Wisconsin. 

9.  Ahnapee  Harbor,  Wisconsin. 

10.  Kewaunee  Harbor,  Wisconsin. 

11.  Two  Rivers  Harbor,  Wisconsin. 


12.  Manitowoc  Harbor,  Wisconsin.       ^ 

13.  Sheboygan  Harbor,  Wisconsin. 

14.  Port  Washington  Harbor,  Wisconsin. 

15.  Harbor  of  remge  at  Milwaukee  Bay, 

Wisconsin. 

16.  Milwaukee  Harbor,  Wisconsin. 

17.  Racine  Harbor,  Wisconsin. 

18.  Kenosha  Harbor,  Wisconsin. 

19.  Waukegan  Harbor ,  Illinois. 

20.  Fox  and  Wisconsin  rivers,   Wiscon- 

sin. 

21.  Operatingand  care  of  locks  and  dams 

on  Fox  River,  Wisconsin. 


United  States  Engineer  Office, 

Milwaukee^  Ww.,  July  7,  1891. 
General  :  I  have  the  honor  to  transmit  herewith  annual  report  for 
the  works  of  river  and  harbor  improvement  in  my  charge  for  the  fiscal 
year  ending  June  30, 1891. 

Very  respectfully,  your  obedient  servant, 

Ghas.  B.  L.  B.  Davis, 

Major  ofUngineers. 
Brig.  Gen.  Thomas  L.  Oaset, 

Chief  of  Engineersj  U.  S.  A. 


LL  I. 

IMPROVEMENT  OF  MANISTIQUE  HARBOR,  MICHIGAN. 

Object, — ^To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
moutii  of  the  Manistique  Biver,  where  the  harbor  of  Manistique  is  situ- 
ated. 
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Ptojeot. — ^The  original  project,  adopted  in  1880,  provided  for  the  exca- 
vation of  about  20,(K)0  cubic  yards  of  material  to  complete  a  channel  150 
feet  wide  and  12  feet  deep  between  the  piers  constructed  by  local  enter- 
prise at  the  mouth  of  the  Manistique  Biver. 

Present  works. — No  construction  work  was  done  by  the  United  States 
Government 

I>epth  of  water, — Originally  there  was  a  depth  of  7  feet,  which  was 
iijcreased  to  10  feet  before  any  appropriation  had  been  made  by  the  Gov- 
erument. 

A  survey  made  May  19, 1890,  showed  an  available  but  tortuous  chan- 
nol  of  13  feet  for  a  width  of  60  feet 

Operations  during  the  fiscal  year. — ^There  were  no  operations  during 
the  fiscal  year  ending  June  30, 1891. 

Eemark'H  and  recommendations. — ^Five  thousand  dollaps  were  appropri- 
ated in  1880  and  $1,000  in  1881.  The  only  work  done  under  these  ap- 
propriations was  the  removal  of  11,780  cubic  yards  of  material  in  1880, 
under  a  contract  with  the  Chicago  Lumbering  Company. 

In  October,  1880,  a  survey  of  the  harbor  showed  that  the  direction  of 
the  piers  lay  across  the  natural  channel.  The  company  which  had  built 
the  piers  and  had  also  the  contract  for  dredging  found  it  necefesary  at 
this  time  to  renew  about  330  feet  of  the  west  pier  which  had  been  washed 
away.  The  superintendent  of  the  company  was  notified  by  the  officer 
in  charge,  Maj.  H.  M.  Eobert,  that  the  pier  lines  would  have  to  be  rec- 
tified to  conform  to  the  natural  channel.  The  company  declined  to 
comply  with  this  demand,  aiid  their  contract,  which  had  been  extended 
from  December,  1880,  to  June  1, 1881,  was  annulled.  There  have  been 
no  operations  at  this  harbor  since,  and  no  money  is  asked  for  its  improve- 
ment 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1880,  page  1931) $6, 000 

Appropriated 6,000 

Money  statement. 

July  1, 1890,  balance  unexpended $2, 845. 76 

June  30, 1891,  amount  expended  during  lisciil  year 245. 00 

July  1, 1891,  balance  unexpended 2,600.76 


COMMKRCIAL  STATIHTICS  FOll  THK  CAI.KNDAU  YKAR  ENDING   DKCKMBKU  31,   1800. 

[FiiniiBhe<l  by  Mr.  W.  H.  Hill,  Superintendent  Chicago  Lumbering  Company.] 

Name  of  harbor,  Manistique^  Mich. ;  coUection  district,  Superior,  Mich. ;  nearest 
light-house,  Poverty  Island,  Mich. 

Arrivals  and  departurea  ofveMeU. 


Description. 

ArriTttla. 

Departniea. 

Steam 

847 
179 

Totu. 
122,931 
61,838 

No. 
347 
179 

IVmt. 
122,931 
61.838 

Sail 

. 

Total 

626 

174,769 

626 

174,769 
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Article. 


Quantity. 


Artiole. 


Quantity. 


ButtfiT 

IKour 

Hides 

Iron  and  steel — 

Lath 

liime  and  cement 
Lumber 


Tont. 


3,992 

60 

116,841 


Kerdhandise  (general) 

Oats 

Poj»te  (fence) 

Potatoes 

Shingles 

Total 


714 
20 
Ul 
197 
1,466 


123,448i 


Total  approximate  Yalue,  $1,160,000. 


IMPORTS. 


Arttde. 


Quantity. 


Artide. 


Quantity. 


Agricultural  implements 

Apples 

Beans 

Beer 

Brick 

Butter 

Cattle 

Cheese 

Coal  and  eoko 

Com 

I&f.::::::::-.:: :::::::; 

Flour 

Furniture 


Tont. 
21 

47 
29 
178 
240 
47 
149 
6 
1,760 
60 
27 
625 
309 
87 
670 
1 


Hogs 

Iron  and  steel 

Lime  and  ceniont 

Merchandino  (<;cin'rnl) 

Mill  stufls 

Oats 

Oil 

Plaster  (land) 

Pork  and  Ix'ef 

Potatoes 

Sidt 

Sheep 

Wagons  and  cania^os 

Total 


Tont, 

54 

862 

244 

13,854 

431 

497 

293 

8 

134 

85 

175 

10 

12 


20,817 


Total  approximate  value,  $450,000. 


L  L  2. 
IMPROVEMENT  OF  CEDAR  RIVER  HAmToR^  MICHIGAN. 

Object. — ^To  secure  a  navigable  channel  from  Green  Bay  into  Cedar 
Eiver,  where  the  harbor  of  Cedar  Eiver  is  located. 

Project, — ^The  original  project  adopted,  in  1883  provided  for  the  con- 
stractibn  of  two  parallel  piers  200  feet  apart,  extending  from  the  mouth 
of  Cedar  Eiver  to  the  16-foot  contour  in  Green  Bay,  and  dredging  a 
channd  between  them  14  feet  deep;  also  removing  an  outer  shoal  by 
dredging  to  a  depth  of  15  feet 

A  modification  of  this  project,  approved  in  1884,  provided  for  contin- 
uing the  piers  in  a  direct  line  with  the  part  already  built  instead  of  ^t 
an  angle,  as  originally  proposed. 

Present  works. — ^Pile  piers  lined  with  sheet  piling:  (1)  East  pier,  764 
feet  in  length,  16  feet  wide;  (2)  West  pier,  301  feet  m  length,  16  feet 
wide.    All  were  built  in  1883-1885,  and  are  in  good  condition. 

Depth  of  water. — Originally  8  to  10, feet,  obstructed  by  a  3-foot  bar  in 
firont  of  tine  mouth. 

A  survey  made  in  May,  1890,  showed  the  condition  of  the  channel  to 
be  as  follows :  13  feet  deep,  20  feet  wide;  12  feet  deep,  40  feet  wide,  and 
11  feet  deep,  60  feet  wide. 
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OperoHons  during  the  fiscal  year. — ^There  have  been  no  operations  dur- 
ing the  fiscal  year  ending  June  30, 1891. 

BemarJcs  and  reoommendaMons, — ^Work  was  suspended  at  this  harbor 
m  November,  1885. 

In  view  of  the  small  amount  of  commerce  likely  to  be  benefited  by 
its  completion  no  appropriation  for  continuing  the  unproyement  has  been 
recommended  since  1885. 

The  Spalding  Lumber  Company  states  that  a  survey  has  been  made 
for  a  ra&way  between  Spalding  and  Oedar  Eiver,  connecting  with  the 
Chicago  and  Korthwestem  Bailway  at  Spaldui|^,  and  that  it  will  un- 
doubtedly be  bmlt  during  the  year,  and  that  it  is  also  contemplated  to 
bmld  a  charcoal  furnace  at  this  port  in  1891. 

These  works  wlQ  greatly  increase  the  commercial  importance  of  this 
harbor.  « 

Original  estimate  (see  Report  of  Chief  of  Engineers,  1882,  page  2121) $138,  000 

Appropriated '   dO,000 

Money  statement 

July  1. 1890,  balance  unexpended $2,288.07 

June  30,  1891,  amount  expended  during  fiscal  year 70. 00 

July  1,1891,  balance  unexpended 2,218.07 

(  Amount  (estimated)  required  for  completion  of  existing  project 108, 000. 00 

<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
I     harbor  acts  of  1866  and  1867. 


COMMBRCIAL  STATISTICS  FOR  THE  CALBKDAR  TEAR  ENDING  DECEMBER  31,  1890. 

[Fnmiahed  by  Spalding  Lumber  Company.] 

Name  of  harbor,  Cedar  River,  Mich. ;  collection  district,  Superior,  Mich. ;  nearest 
light-house,  on  north-pier  head,  Oedar  River  Harbor,  Michigan. 

Anivals  and  deparluret  of  vcBseU, 


Description. 

Arrivjila. 

DepartoTM. 

Rtmm    -T.rrr... - 

No, 
236 
208 

Tont, 
68,750 
62,140 

No. 
236 

208 

58,750 
£.140 

Sail       

Total 

444 

120,890 

444 

120,890 

PrindpaX  articHes  of  export  and  import, 
EXPORTS. 


AxtLcLe, 


Bark  (tan) 

Fish 

Hidea 

Lath 

Lumber 

PoIm  (telegraph) 

ZMil  approzlni»(«  value,  $0^,  uoo. 


Qowntity. 


Tons. 
208 
26 

1,376 

37,500 

812 


Article. 


Po8t4B  (fence) . 

Shingles 

Ties  (railroad) 
Wood 

Total 


Qnantity. 


Tom, 

2,775 

1,500 

14,000 

6,760 


68,4S1| 
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Frmcipal  artiolea  of  export  and  import— Continaed. 
IMPORTS. 


Axtlole. 


Qaanfity. 


ArUole. 


Qnaatl^. 


Apples 

Beer 

Brick 

Cattle 

Coal  and  ooke. 

Com 

Floor 

Hay 

Hogs 


Ton». 

19 
101^ 

60 

60 
125 

45 
180 


Lime  and  oement 

Oats 

Oil 

ProTisiona 

Salt 

Sawlogs 

Total 


Ttmt. 
19 
240 
48 
28| 
82 
6,000 


7,820 


Ttttal  approximate  value,  $125,000. 


LL3. 
IMPROVEMENT  OP  MENOMONEE  HABBOK.  MICmOAN  AND  WISCONSIN. 

Oljed, — ^To  secure  a  navigable  channel  from  Green  Bay  into  the  Me- 
nomonee  River,  where  the  harbor  of  Menomonee  is  situated. 

Project, — ^The  original  project  adopted  in  1871  provided  for  the  con- 
stniction  of  two  parallel  piers  400  feet  apart,  extending  from  the  mouth 
of  the  river  to  the  15-foot  contour  in  Green  Bay,  and  dredging  a  chan- 
nel between  them  14  feet  deep.  In  1874  it  was  decided  to  extend  the 
piers  to  the  16-foot  contour. 

Present  worJcs. — (1)  North  pier,  1,854  feet  in  length,  consisting  of  585 
feet  of  slab  pier  20  feet  wide;  609  feet  of  pile  pier,  481  feet  of  the  same 
having  a  width  of  14  feet  and  128  feet  a  width  of  18  feet;  660  feet  of 
cribs,  610  feet  with  a  width  of  20  feet  and  50  feet  with  a  width  of  24 
feet.  (2)  South  pier,  2,710  feet  in  length,  consisting  of  1,900  feet  of  pile 
pier,  1,804  feet  having  a  width  of  14  feet  and  96  feet  a  width  of  18  feet; 
and  810  feet  of  cribs  20  feet  wide. 

The  pile  piers  were  built  in  1871-1874  and  the  cribs  1876-1884.  The 
cribs  are  in  good  condition.  The  north  pile  pier  was  rebuilt  above  the 
water* line  in  1889,  and  is  in  good  condition.  The  older  part  of  the 
south  pile  pier  is  considerably  decayed. 

Depth  of  water, — Originally  4  feet.  At  the  harbor  entrance  the  depth 
varies  from  16  to  18  feet  and  a  channel  between  the  piers  from  200  to 
300  in  width,  with  a  least  depth  of  14  feet  was  completed  in  July,  1890. 

Operations  during  the  fiscal  year, — ^Dredging  by  hired  labor  ancj  the 
use  of  United  States  Dredge  No.  1  was  in  progress  at  the  beginning  of 
the  fiscal  year. 

It  was  continued  until  July  23, 1890,  and  the  dredge  then  transferred 
to  Sheboygan,  Wis. 

Fourteen  thousand  one  hundred  and  seventy  cubic  yards  of  material 
were  removed  from  the  channel  during  the  fiscal  year. 

BemarJcs  and  reoommendations. — ^The  full  amount  of  the  original  esti- 
mate  for  the  improvement  of  this  harbor  has  been  appropriate  and  the 
object  sought  is  obtained.    . 

The  balance  available  from  the  appropriation  made  in  1888  is  prob- 
ably sufficient  to  maintain  the  channel  and  piers  during  the  fiscal  year 
ending  June  30, 1893. 

Orijcinal  estimate  (see  Report  of  Chief  of  EnRineers,  1874,  Part  T,  page  139).  $302, 000 
Appiopriated 212^000 
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Money  statement. 

July  1, 1890,  bftlonoe  nnexpended $5,083.23 

June  80, 1891,  amount  expended  during  fiscal  year 1, 852^67 

July  1, 1891,  balance  unexpended 8, 230. 56 


COMMERCIAL  STATISTICS  FOR  THK  CALENDAR  YEAR  ENDING  DECEMBER  31,  1890. 

[Fmnisfaed  by  Mr.  J.  A.  Van  Clero,  nuiyor  of  Marinette,  Wis.,  nnd  Mr.  Robt.  S.  Hutch  inson,  deputy 
collector  oi  customs,  Menomonee,  Mich.] 

Name  of  harbor,   Menomonee,  Michigan   and  WiBconain;   colleotiom  districtSy 
Superior,  Mich.,  and  Milwaukee,  Wis. ;  nearest  light-house,  Menomonee,  Mich. 


ArriraU  and  departures  ofvesseU, 

• 

Description.                                                      Arrival*. 

Deimrtures. 

BtM^m . 

No. 

S46 
1,064 

2biu. 
126,309 
204,068 

No. 
853 
1,040 

Ibitt. 
127, 359 

Sail 

204,381 

Total 

i.ftoo  ^  3:n.2fl2 

1,902 

331, 740 

Prittcij)al  articles  of  export  and  impart. 
EXPORTS. 


Articles. 


I 


Quantity. 


Tont. 

Coal  and  oolce 100 

Cnuaberries 13 

TiBh 651 

Lath ■  1,421 

Lumber ,  637,088 

Hercbandise  (gcuoral) 50 

Paper 1  100 

I 


Apples 

Brick 

Coal  and  coke 

Fish 

Flour 

Gravel 

Hay 

Iron  and  steel 

Lime  and  oenioiit . 


Articles. 


Pickets.. 

Salt 

Shingles . 
Wood.... 


Total . . . 


Quantity. 


Tons. 


488 

106 
728 
512 


641, 156 


IMPORTS. 


Tons. 

13 

500 

11,696 

046 

355 

2,020 

2,006 

508 

290 


Merchandise  prm'ral). 

Outs 

Salt 

Sliingles 

Stono 

Wood 


Total. 


Tims. 
8,900 
264 
665 

342 

U,560 

1,750 


87,188 


L  L  4. 

niPROVEMENT  OF  MENOMONEE  RIVER,  MICHIGAN  AND  WISCONSIN. 

Object, — ^The  formafSon  of  a  channel  16  feet  deep  from  Green  Bay  to 
N.  Ludington  &  Co-'s  mill,  Wisconsin,  a  distance  of  about  2  miles. 

.  Project. — ^Tbe  present  approved  project  is  for  dredging  a  channel  200 
feet  wide  and  16  feet  deep  from  Green  Bay  up  the  Menomonee  Eiver  as 
&r  as  available  funds  will  admit. 

Present  works. — ^The  piers  of  the  Menomonee  Harbor  improvement 
render  construction  works  unnecessary  for  the  Menomonee  Biver  im- 
provement. 
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JJepth  of  water, — Between  the  harbor  piers  the  channel  is  from  200  to 
;5(K)  fe^t  wide  and  14  leet  deep^  thence  to  N^.  Ludftigton  &  Co.'s  mill,  a 
distance  of  about  2  miles,  it  is  narrow  and  intricate  with  a  depth  of 
about  13  feet. 

Operations  during  fiscal  year, — Under  contract  dated  December  !.*>, 

1890,  with  Messrs.  Truman  &  Cooper,  of  Manitowoc,  Wis.,  for  drexlgiu^ 
200,000  cubic  yards,  more  or  less,  work  was  begun  May  11, 1891,  and  at 
the  close  of  the  fiscal  year  26,058  cubic  yards  had  been  re  moved. 

By  hired  labor  and  purchase  of  materials  in  op«i  market  repairs  were 
made  to  the  dredging  plant. 

Meinarlcs  and  recommendations, — In  accordance  Avith  section  13  of  the 
river  and  harbor  act  of  August  11, 1888,  and  Department  letter  dated 
April  1, 1889,  a  survey  was  made  of  the  Menomonee  Eiver  in  June  and 
.hily,  1889,  with  a  view  to  its  improvement  by  the  formation  of  a  chan- 
ner200  feet  wide  and  16  feet  deep  from  Green  Bay  to  K.  Ludingtou  & 
(Jo.'s  mill,  a  distance  of  about  2  miles. 

A  report  of  this  survey,  with  map  and  estimate  of  cost  of  the  proposed 
improvement,  was  made  November  26, 1889,  and  published  in  House 
Ex.  Doc.  !N^o.  34,  Fifty-first  Congress,  first  session. 

For  reasons  stated  in  the  report  it  was  recommended  that  this  dredg- 
ing be  left  to  be  done  by  the  local  authorities  and  not  by  the  United 
States  Government. 

By  act  of  Congress  approved  September  19, 1890,  $54,000  were  aj)- 
propriated  for  "  continuing  the  improvement  up  the  river  from  the  ter- 
mination of  old  work,''  and  the  present  approved  project  is  to  dredge 
the  channel  of  200  feet_  width  and  16  feeth  depth  from  Green  Bay  up 
the  Menomonee  Eiver  as  far  as  the  $54,000  will  admit. 

The  contract  now  in  force  covers  a  section  of  the  channel  about  5,150 
feet  in  length.    The  contractors  placed  one  dredge  on  the  work  May  11, 

1891,  and  propose  to  put  on  another  about  July  1. 

It  is  also  contemplated  employing  two  Government  dredges  on  the 
Avork,  at  points  below  and  above  the  section  under  contract,  the  latttn* 
part  of  the  present  working  season,  and  to  resume  work  upon  the  same 
on  the  opening  of  navigation  in  1892. 

About  half  a  mile  below  N.  Ludington  &  Co.'s  mill  the  riparian  own- 
ers have  placed  on  each  side  of  the  channel,  and  extending  up  the  river 
nearly  a  quarter  of  a  mile,  rows  of  stone-filled  cribs  in  front  of  the  open 
reaches  of  the  river  called  "log  pockets,"  for  the  purpose  of  booming 
logs.  These  cribs  lessen  the  width  of  the  channel,  and  at  the  narrowest 
l)lace  are  but  120  feet  apart.  To  cut  the  channel  to  the  full  width  of 
200  feet  would  require  the  removal  of  all  these  cribs.  The  owners  ob- 
jected to  their  removal  and  thought  the  channel  could  be  narrow^ed  in 
this  upper  reach  so  as  not  to  interfere  with  the  cribs  and  still  be  wide*, 
iiuough  for  purposes  of  navigation.  As  this  upper  reach  is  com])osed  of 
hard  pan  difficult  and  expensive  to  dig,  it  seemed  to  be  in  the  interest 
of  economy  to  lessen  the  width,  and  the  following  correspondence  re- 
sulted from  this  state  of  affairs. 

United  States  Engineer  Office, 

Milwaukee,  Wis.y  May  g5, 1801. 

Sir:  I  am  informed  that  yourself  and  otliers  interested  in  the  improvement  of  A[t»- 
nomonee  River  to  obtain  a  channel  16  feet  deep  and  200  feet  wide  from  Green  Bay  to 
N.  Ladington  A,  Co.'s  mill  would  be  flatistied,  and  probably  profer,  a  reduction  in 
the  width  contemplated  in  the  approved  project  for  a  )>ort.ion  of  the  distance,  say 
from  the  easterly  end  of  Hamilton  &  Merryman'H  wai<'liousc  k)  the  upper  end  of  the 
propoHod  improvement. 

Will  you  pifase  oonfm*  with  paitii's  inl<*n'j*(«Ml  ami  inforui  mo  what  reduction  in 
width  <lf  oliannel,  if  any,  Im  dosired,  in  ordor  that  I  may,  if  necewsary,  submit  a  re- 
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vised  estimate  of  the  funds  required  to  complete  the  work  in  my  Annual  Report  for 
the  fiscal  year  ending  June  30,  1891  f 

Very  respectftuly,  your  obedient  servant, 

Chas.  E.  L.  B. -Davis, 

Major  of  Engineers, 
Hon.  Isaac  Stefhbnson. 

Marinette,  Wis.,  June  2, 1891, 
Dear  Sir:  Yours  of  the  25th  ultimo  was  duly  received  and  contents  noted. 
I  have  seen  parties  interested,  and  the  undersigned  join  witli  me  in  saying;  that 
we  have  consiaered  vour  suggestion  and  think  that  there  would-be  no  objection  made 
by  anyone  interested  if  reduction  in  width  of  channel  should  be  made,  as  you  sug- 
gest, "from  the  easterly  end  of  Hamilton  ife  Merryman's  warehouse  to  the  upper 
end  of  the  proposed  improvement,"  and  would  approve  of  reduction  from  that  point 
to  not  less  than  100  feet  in  width,  with  a  depth  of  16  feet,  and  we  think  it  advisable 
to  make  the  change. 

Yours,  respectfully, 

Isaac  Stephenson, 
N.  LuDiNOTO'N  Company, 
By  Caleb  Williams,  Superintendeniy 

The  Stephenson  Manufacturing  Company, 
Hamilton  &  Mkrryman  Company, 
By  A.  C.  Merryman,  Secretary, 
Maj.  Chas.  E.  L.  B.  Davis. 

The  original  climate  for  a  channel  200  feetwideandlGfeetde^p  (se« 
House  Ex.  Doc.  No.  34,  Fifty-first  Congress,  first  session)  was  $109,009.80. 
A  revision  of  this  estimate,  reducing  the  width  of  the  channel  to  100 
feet  from  the  east  end  of  Hamilton  &  Merryman's  warehouse  to  N.  Lud- 
ington  &  Co.'s  mill,  a  distance  of  about  2,600  feet,  would  reduce  the 
amount  to  $74,500,  leaving  but  $20,500  to  be  appropriated  to  complete 
the  work  in  accordance  with  the  suggested  m^dificatioii  in  the  width 
of  the  upper  reach,  which  modified  width  is  therefore  recommended. 

M(mey  statement. 

Amount  appropriated  by  act  approved  September  19,  1890 $54, 000. 00 

June  30,  1891 ,  amount  expended  during  fiscal  year 11',  072. 32 

July  1,  1891,  balance  unexpended ^ 42,927.68 

July  1,  1891,  outstanding  liabilities $2,181.00 

July  1,  1891,  amount  covered  by  uucomploted  contracts 22",  566. 84 

24,747.84 

July  1, 1891,  balance  available 18,179.84 

(Amount  (estimated)  require<l  for  completion  of  existing  project. . v 55, 609. 80 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    20, 600. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


AbetroGl  of  proposals  for  dredging  Menomonee  River j  Michigan  and  Wisconsin,  received  in 
response  to  advertisement  dat^  October  27 y  1890,  and  opened  November  26,  1890,  bg 
Maj,  Charles  E,  L,  B,  Davis,  Corps  of  Engineers, 

Amount  of  appropriation  available  for  this  work,  $25,000. 
Estimated  amount  of  dredging  in  each  section,  100,000  cubic  yards. 


No. 


Name  and  roeidence  of  bidder. 


Price  per  cubic  yard. 


Section  A.    Seotlon  B. 


Horatio  Tmman  and  George  Ck>oper,  Manilo  wuc,  Wis  . . . 

S.  O.  Dixon,  Racine,  Wis 

Williams,  Bouffherty  &  Upham,  Dnluth,  Mi'nn 

Carkin,  Stickney  &.  Cram.  Saginaw,  Mich 

OrtH-n's  Drcdgiiic  Co.,  Chirapo,  111 

Wliit«  A-  Kncb,  Gnmd  Haven.  Mich 

rhristophcr  H.  Starke,  MilwHiiHee,  Wi» 

Knapp  &  Gillen,  Kacine,  W is 

Green  Bay  I>redge  and  Pile  Driver  Co.,  Green  Bay,  Wis  . 


Cmta. 
10| 
20 
23 
24 


Onus. 


Ill 
23 


15 
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With  the  approval  of  the  Chief  of  Engineers  a  contract  was  eirtered  into  Decem- 
ber 13,  1890,  with  Horatio  Tramau  and  George  Cooper,  the  lowest  responsible  bid- 
ders, for  this  work. 


COMMERCIAL   STATISTICS   FOK   THE   CALENDAR   YEAR   ENDING  DECEMBER  31,    1890. 

The  commercial  statistics  for  the  Menomonee  River  are  the  same  us  for  Mouomouee 
Harbor. 


IMPROVEMENT  OF  OCONTO  HARBOR,  WISCONSIN. 

Object. — ^To  secure  a  navigable  channel  from  Green  Bay  up  tlie  Oconto 
River  to  the  city  of  Oconto. 

Project. — ^The  original  project,  adopted  in  1882,  provided  for  the  for- 
mation of  a  channel  100  leet  wide  and  8  feet  deep  by  extending  the  shib 
pier  built  by  the  city  to  the  10-foot  contour  in  Green  Bay,  and  dredg- 
ing between  the  piers  and  up  the  river  to  Section  Street  Bridge,  a  dis- 
tance of  about  2  miles,  the  piers  to  be  parallel  to  each  other  and  150 
feet  apart. 

Present  worJcs.—{l)  North  pier,  1,603  feet  long,  20  feet  wide.  For  1,100 
feet  the  piles  are  5  feet  apart;  for  the  remaining  603  feet  the  piles  are 
4  feet  apart  on  the  channel  side,  and  2  feet  apart  on  the  outer  side,  the 
latter  being  provided  with  wale  timbers,  cross-ties  and  tie-rods.  The 
filling  is  composed  of  slabs  and  edgings  ballasted  with  sand.  (2) 
South  pier,  2,151  feet  long,  20  feet  wide.  For  1,850  feet  the  piles  are  5 
feet  apart,  the  remaining  351  feet  is  close  piling.  The  filling  is  com- 
posed of  slabs  and  edgings  ballasted  with  sand,  except  the  outer  301 
feet,  which  is  covered  with  2  feet  thickness  of  stone.  (3)  The  outer 
side  of  the  south  pier,  beginning  300  feet  from  the  outer  end  for  a  dis- 
tance of  1,000  feet,  is  protected  from  ice  pressure  by  a  line  of  close  pil- 
ing, thence  shoreward  for  a  distance  of  860  feet  by  riprap.  (4)  Addi- 
tional stability  is  given  to  1,850  feet  of  the  south  pier  by  a  line  of  piles 
on  -the  channel  side  3  feet  apart,  provided  with  wsde  timbers,  cross-ties, 
and  iron  tie-rods  at  intervals  of  9  feet. 

These  piers  were  built  in  1882-'85.  The  south  pier  is  in  good  condi- 
tion. Sections  9  to  23,  inclusive,  of  the  north  pier,  a  distance  of  750 
linear  feet,  were  undermined  by  a  freshet  in  Apnl,  1891,  and  very  seri- 
ously damaged  by  the  filling  settling  in  places  to  the  water  surface; 
the  remainder  of  the  pier  is  in  fair  condition. 

Depth  of  watsr. — Originally  2  feet,  increased  to  3  J  feet  by  local  enter- 
prise. 

When  dredging  closed  June  25, 1890,  there  was  a  depth  of  10  feet  at 
the  entrance,  thence  to  the  upper  end  of  Spies  Slough,  a  distance  of 
about  7,700  feet,  there  was  a  channel  8  feet  in  depth.  This  channel  for 
a  length  of  about  2,900  feet  had  a  width  of  from  50  to  00  feet,  and  the 
remaining  4,800  feet  a  width  of  from  90  to  100  feet. 

Soundings  made  in  April,  1891,  showed  the  governing  depth  jit  the 
entrance  to  be  7J  feet,  and  in  the  river  6 J  feet. 

Operations  during  the  fiscal  year. — There  were  no  operations  during 
the  fiscal  year  ending  June  iJO,  1891. 

Remarks  and  recommendations. — It  is  not  <leeiiMMl  julvisahle  t4)  refill,  in 
its  i>resent  c:omlitioii,  the  portion  of  the  north  pi*M-  damiige<l  by  si  IVeshet 
in  April,  1891,  as  the  piles  are  small,  badly  ileeaye^l,  ami  have  not  suf 
ficieut  penetration  in  the  lake  bottom. 
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It  will  probably  be  iieceswary  to  drive  a  new  line  of  piling  for  the 
fliannel  face  of  the  pier  and  protect  its  outer  face  with  riprap. 

To  put  it  in  good  order  will  exhaust  the  available  funds. 

The  detrimental  effects  to  the  channel  in  both  river  and  harbor,  due 
U)  the  freshets  that  occur  every  spring,  seem  to  incUcate  the  necessity 
of  providing  some  form  of  revetment  to  guide  the  current  and  protect 
the  banks  at  various  points  in  the  river,  if  further  improvement  of  the 
river  is  made. 

This  is  provided  for  in  the  estimate  submitted  in  18S3,  as  it  was  tljen 
anticipated  that  it  might  eventually  become  necessary. 

For  maintenance  and  preservation  an  appropriation  of  $6,000  is  recom- 
iiieiided. 

EHtimated  cost  (see  Report  of  Chief  of  Engineers,  1883,  page  1646) $150, 000 

Appropriated 68,000 

Money  statement. 

July  1, 1890,  balance  unexpended $3,732.88 

June  ^,  1891,  amount  expended  during  fiscal  year 767. 75 

July  1, 1891,  balance  unexpended 2,965.13 

(  Amount  (estimated)  required  for  completion  of  existing  project 82, 000. 00 

<  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893      6, 000. 00 
(  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS  FOR  THE"  CALENDAR  YEAR  ENDING  DECEMBER  31,  1890. 

[Fumislied  by  Mr.  John  Noonui.] 

Name  of  harbor,  Oconto,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest  light- 
house, Sherwood  Point,  Wis. 

ArrivaU  and  departures  of  ve^acU, 


Description. 

Arrivals.        Popartnnw. 

Steam 

No.      Ton*.   ,   jVo. 
138     32,016  1    142 

1 

Tons. 
:t2, 944 

Principal  articles  of  export  and  import. 
EXPORTS. 


Articles. 


Pish 

Lumber  . 


Total. 


Quantity. 


Ton*. 
1«» 
00,001) 


90,100 


Total  approximate  value,  $725,000. 


IMPORT.^. 


Brick 


Articles. 


Total    

Total  approximate  value,  f250,000. 


Quantity. 


Ton*. 
LOW 
CO  tmo 
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L  L  6. 
IMPROVEMENT  OF  PENSAUKKE  HAKHOH,  WISCONSIN. 

Object — To  secure  a  navigable  chaimelfrom  Green  Bay  into  the  V^^m- 
saukee  River. 

Project — ^Tbe  original  project,  adopted  in  1883,  provides  tor  continu- 
ing a  slab  pier,  which  had  been  built  by  private  enterprise,  until  it 
should  reach  the  10-foot  contour  in  Green  Bay,  and  dredging  a  channel 
south  of  it  to  a  depth  of  10  feet,  and  width  of  100  feet,  connecting  the 
deep  water  in  the  river  with  the  deep  water  in  the  bay. 

Fresent  ivories. — (1)  A  slab  pier,  1,300  feet  long  and  20  feet  wide,  filled 
with  slabs  and  edgings  and  ballasted  with  sand.  It  was  built  in  1883 
and  repaired  in  1885.  (2)  One  thousand  six  hundred  feet  of  slab  pier, 
built  by  private  enterprise,  was  nearly  all  destroyed  by  d  storm  in  1885. 
The  destruction  of  this  work  left  the  portion  of  the  pier  built  by  the 
United  States  a  detached  work. 

Depth  of  water. — Originally  2  feet,  increased  by  private  enterprise  to 
from  7  to  9  feet  for  a  width  of  30  feet.  The  destruction  of  the  portion 
of  the  pier  built  by  private  enterprise  by  the  storm  of  October,  1885, 
resulted  in  restoring  the  channel  to  about  its  original  condition. 

A  survey  made  in  May,  1890,  showed  the  governing  depth  to  be  2,8 
feet. 

Operations  during  the  fiscal  year. — ^There  have  been  no  operations  at 
this  harbor  since  the  close  of  the  season  of  1885. 

Remarks  and  recommendations. — There  is  no  commerce  at  this  har- 
bor, and  consequently  no  necessity  for  an  appropriation  for  continuing 
the  improvement. 

The  pier  built  by  the  United  States  was  examined  when  the  survey 
was  made  in  May,  1890,  and  found  to  be  in  good  condition. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1883,  page  1652) $50, 000 

Appropriated 15, 000 

Money  statement. 

Jiily  1 ,  1890,  balance  unexpended $3, 801. 26 

June  SO,  1801,  amount  expended  during  fiscal  year 70. 00 

July  1, 1891,  balance  unexpended 3, 731. 26 

(  Amount  (estimated)  required  for  completion  of  existing  project 35, 000. 00 

<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 


LL  7. 

IMPROVEMENT  OF  GREEN  HAY  HARBOR,  WISCONSIN. 

Object — To  secure  a  more  direct  and  deeper  channel  from  Green  Bay 
into  the  mouth  of  Fox  River,  where  the  harbor  of  Green  Bay  is  locates! . 

Project. — ^The  original  project,  adopted  in  1866,  provided  for  dredging 
a  channel  200  feet  wide  and  12  feet  deep  from  the  mouth  of  the  Fox 
River,  through  Grassy  Island  to,  the  12-foot  contour  in  Green  Bay, -a 
distance  of  about  8,8db  feet,  and  revetting  some  660  feet  of  the  same  at 
( Irassy  Island.    This  x>roject  was  completed  in  1871. 
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A  supplementary  project,  adopted  in  1872,  provided  for  straiglitening 
the  channel  and  increasing  its  depth  to  13  feet.  In  1874  it  was  decided 
to  increase  the  depth  to  14  feet^  this  increased  the  length  to  about 
10,600  feet. 

Present  worJcs. — Revetments  at  Grassy  Island.  (1)  West  revetment, 
620  feet  long  and  14  feet  wide,  with  close  piling  on  the  channel  sidej 
and  anchor  piles  about  5  feet  apart  on  the  outer  side.  The  timber  su- 
I)er8tructure  is  5  feet  high.  This  revetment  was  built  in  1870,  rebuilt 
above  water  line  in  1887,  and  is  in  good  condition.  (2)  Ea,st  revetment, 
705  feet  long  and  14  to  17  feet  wide,  with  close  piling  on  the  channel 
side,  and  on  the  bay  side  close  piling  for  425  feet,  and  for  the  remaining 
280  feet  piles  about  5  feet  apart.  The  timber  superstructure  is  7  feet 
high.  This  revetment  was  built  in  1869,  rebuilt  above  wat^r  line  in 
1885,  and  is  in  good  condition. 

Depth  of  water. — ^Originally  a  narrow  and  circuitous  channel  6  feet  in 
depth.  In  1890  a  central  channel  150  feet  wide  and  14  feet  deep  was 
completed.  The  remaining  50  feet  in  width  had  a  depth  of  from  12  to 
13  feet;  the  dredging  of  this  to  14  feet  in  depth  is  under  contract  and 
in  progress. 

Operations  during  the  fiscal  year. — Under  the  special  agreement  re- 
ferred to  in  the  Annual  Keport  for  1890.  with  the  Green  Bay  Dredge  and 
Pile  Driver  Company,  20,000  cubic  yards  of  material  were  removed  from 
the  channel.  This  work  began  July  1,  and  was  completed  September 
5,  1890. 

Under  contract  dated  December  13,  1890,  with  Messrs.  White-  & 
Finch,  of  Grand  Haven,  Mich.,  for  dredging  30,000  cubic  yards^  more 
or  less,  to  complete  the  channel  for  the  fiiU  width  contemplated,  the 
work  began  May  9, 1891,  and  is  in  progress  at  the  clyse  of  the  nscal 
year.  To  June  30,  1891,  9,737  cubic  yards  had  been  removed  under 
this  contract. 

The  pile  protection  at  the  north  end  of  the  east  revetment  at  Grassy 
Island  was  renewed  in  September,  1890,  at  a  cost  of  $103.60,  by  hired 
labor  and  purchase  of  materials  in  open  market. 

Remarks  and  recommendations. — For  the  maintenance  of  the  channel 
and  preservation  of  the  revetments  at  Grassy  Island  an  appropriation 
of  $10,000  is  recommended  for  the  fiscal  year  ending  June  30, 1893. 

Estimated  cost  of  present  project  (see  Beport  of  Chief  ofv Engineers.  1881, 

page20e9) $135,000 

Appropriated 125,000 

Money  statement, 

July  1, 1890,  balance  unexpended $7,255.77 

Amount  appropriated  by  act  approved  September  19, 1890 10, 000. 00 

17,255.77 
June  30, 1891,  amount  expended  during  fiscal  year 7,030.97 

July  1, 1891,  balance  unexpended 10,224.80 

July  1,  1891,  outstanding  liabilities 818.96 

July  1,  1891,  amount  covered  by  uncompleted  contracts 6, 241. 68 

7,060.64 

July  1,  1891,  balance  available 3,164.16 

{Amount  (estiniated)  required  for  completion  of  existing  project 10, 000. 00 
Amount  tliat  can  beprofitably  expended  in  fi8cal  year  ending  June  30, 1893    10, 000. 00 
.Submitted  in  compliance  with  reciuirements  of  sectiouH  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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Ahstract  of  propomh  for  dredging  Green  Bay  Harhor,  ffUconain,  receire4  in  response  to 
advertisement  dated  October  27 f  ISlkJ,  and  opened  November  ,i!o,  1S90,  by  AfaJ.  Charles 
E,  L,  B,  Davis,  Corps  of  Flngineers, 

Amount  of  appropriation  available  for  this  work,  $7;000. 
Estimated  amount  of  dredging;  36,000  cubic  yar<L». 


No. 


Name  and  residence  of  bidder. 


Price 

per  cubic 

yard. 


White  &  Find  I,  Grand  Haven,  Mich 

Gre«n'B  Drodj^iig  Com  pan  \',  Cliij'ago,  III 

WillianiH,  Duii^lierty  ii.  Upluuu,  Duliith,  Minn 

Christopher  H.Stiurke,  Milwaukee,  Wis 

Green  Say  Dredge  and  Pile  Driver  Company,  Green  Bay,  Wia 


Cents. 
18 
35 

'  30 
25 
18| 


With  the  approval  of  the  Chief  of  Engineers,  a  contract  was  entered  into  Decem- 
ber 13,  1890,  with  White  &  Finch,  the  lowest  responsible  bidders,  for  this  work. 


COMMERCIAL  STATISTICS  FOR  THE  CALENDAR  YEAR  ENDING  DECEMBER  31,  1890. 

[Furnished  by  Mr.  Chas.  A.  Hartung,  deputy  collector  of  cnstoms.] 

Name  of  harbor,  Green  Bay,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-house.  Grassy  Island,  Wisconsin. 

Arrivals  and  departures  of  vessels. 


Description. 


Steam. 
Sail... 


Total. 


Arrivals. 


Ko. 
414 
297 


Tons. 
124,042 
51.155 


175, 1»7 


Departures. 


Xo. 
410 
334 


744 


Tons. 
126,086 
46,239 


172,325 


Increase  of  arrivals  over  1889 142 

Increase  of  departures  over  1889 167 

Principal  articles  of  export  and  import, 

EXPORTS. 


Articles. 


Barley 

Beer 

Brick 

Cattle 

Coal  and  coke 

Cooperage 

Cora 

^f,^.:::::::::;::: 

Flour 

Hay 

Hogs 

Horses 

Iron  and  ntvA 

Liiue  and  cement  . 
Lum^^er '. 


Quantity. 


Tons. 

1,095 

81 

3,591 

137 

104 

404 

36 

7 

40 

25.090 

32d 

17 

42 

2,500 

50 

3,521 


ArUcles. 


Malt 

MeiThandise  (general) . 

Mineral  water 

MUlstuHs 

Gate 

Oil 

PoUtoee 

RagB 

Rye 

Salt 

Sash,  doors,  and  blinds. 

Shingles 

Wagons  and  carriages  . 
wSeat !?.*... 


Quantity. 


Total. 


Tons. 

80 

2,514 

7 

538 

4,232 

17 

105 

lOa 

2,100 

144 

12 

2.230 

0 

1,372 


SO.SfKi 
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Princijpal  articles  of  export  and  iwiport— Continued. 
IMPORTS. 


Bu*ley 

( 'Oal  and  coke 

C'rockery ; . . . 

Fish 

Horses 

rron  and  Ateel 

I^ime  and  cement 

Lumber 

Merchandise  (general). 

Oats 

Oil 

Paper 


8K 

iiO 

66 

16 

6,765 

44 

3,032 

1,670 

56  i 

313 

60 


l*0tj«t0C8 

Pulp 

PulpWOOil 

Salt 

Shingles 

ShingleboltR  . 

Stone 

Sugar 

Wood 


77 

r.7 

10. 4(M) 

5,  MM 

332 

897 

S5S 

1,408 

8,732 


Total... I      124, 2dl 


IMPROVEMENT  OF 


LL  8. 

HARBOR  OF   REFIKJE  AT   ENTRANTS  OF 
RAY  CANAL,  WISCONSIN. 


sni?(;EON 


Object — ^To  form  a  harbor  of  refuge  inclosing  the  Lake  Michigan  en- 
trance, to  the  Sturgeon  Bay  and  Lake  Michigan  Ship  Canal,  an<l  ulfti) 
afford  a  safe  entrance  to  the  canal  in  rough  weather. 

Project — The  original  project  was  submitted  in  1871  and  adopted  in 
1873.  It  provided  tor  the  construction  of  converging  piers  inclosing  a 
triangular  area  of  about  10  acres,  which  was  to  be  dredged  out  to  Sie 
requirements  of  navigation  at  that  time.  The  piers  were  about  1,200 
feet  long,  850  feet  apart  at  the  shore  line,  and  250  feet  at  the  outer  end. 

Supplementary  projects  adopted  in  1879  and  1880,  provided  for  sheet- 
[)iling  the  pile  piers,  extending  each  pier  160  feet  by  detached  works,  so 
as  to  increase  the  width  of  entrance  from  235  feet  to  335  feet,  and  dredg- 
ing to  obtain  at  least  16  feet  in  depth  over  so  much  of  the  area  of  the 
basin  as  would  be  useful  to  vessels  entering  the  harbor. 


Present  works. 


Slabpior: 

Piles  4  feet  apart . 

Close  piling 

Pile  pier,  close  piling  . 

Cribpier  ..., 


Width. 


North 

pier 

length. 


South 

pier 

length. 


Feet. 


14 
14 
18 
20 
24  ' 


Feet. 

Feet. 

100 

300 

160 

150 

512 

512 

32 

32 

200 

20O 

200 

200 

Length  of  each  main  itii^r  . 


1,194 


1,194 


Crib  piers 


r 


Lonsih  of  each  detached  pier. 
Total  length  of  each  jiier 


100 
50 


100 
50 


150  I 


150 


1,344 


1,344 


Guide  piling  to  connect  main  and  detached  iderS;  total feet. .        333 

NortJi  slab  and  pile  pier,  sheet  piled do. . .        692 

South  slab  and  pile  pier,  sheet  piled do. . .        700 

Material  dredged : cubic  yards . . .  139,822 

The  slab  and  pile  piers  were  built  in  1873-'74;  the  pile  piers  are  in 
fair  condition;  the  slab  piers  were  rebuilt  above  the  wat^r  line  in 
lH89-'90.    A  small  amount  of  stone  jQlling  is  needed  in  the  south  pier. 

The  crib  piers  and  guide  piling  were  built  in  1878-'84. 
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In  April,  1891,  au  inspection  of  the  work  showed  that  the  jjnido  pil 
ing,  built  in  1881,  was  considerably  de>ea>  ed,  and  that  tiie  horns  ui'  Hh* 
cribs  that  form  the  pierhea<ls  of  the  north  and  south  piers  were  broken 
above  and  below  the  water  surface.  The  damage  to  the  piers  was  evi- 
dently caused  by  vessels  striking  when  entering  the  harbor,  and  by 
the  movement  of  ice  floes.  In  otlier  respects  the  cribs  were  in  good 
condition. 

Depth  of  water. — Soundings  were  made  April  23, 1891,  and  at  that 
date  the  depth  at  the  entrance  varied  from  15  to  16  feet;  thence  to  the 
canal  the  least  dc})th  was  13.1  feet.  In  April,  1890,  the  depth  was 
13.7  feet,  indicating  that  a  shoaling  of  0.6  of  a  foot  had  occurred  during 
the  past  year. 

Operations  during  the  fiscal  year. — ^There  were  no  operations  during 
the  fiscal  year  ending  June  30, 1891. 

HemarJcs  and  recommendations. — An  estimate  based  on  the  survey 
made  in  April,  1891,  indicates  that  the  removal  of  13,200  cubic  yards 
of  material  is  necessary  to  form  a  channel  120  f(^t  wide  and  16  feet 
deep. 

It  is  contemplated  to  do  this  work^  and  make  the  necessary  repairs 
t/O  the  pierheads,  by  hired  labor  and  purchase  of  materials  in  open 
market  during  the  present  working  season. 

Yi)v  the  maintenance  of"  the  channel  and  piers  an  appropriation  of 
$5,000  is  recommended  for  the  fiscal  year  ending  June  30, 1893. 

KHti mated  cost  (see  Report  of  Chief  of  Engineers,  1874,  Part  1,  page  141). . .  $180, 000 
Appropriated 168,000 

Money  statement. 

July  1,  1890,  balance  unexpended ^ $91. 66 

Amonnt  appropriated  by  act  api)roved  September  19,  1890 3, 000. 00 

3,091.66 
June  30, 1891,  amount  expended  during  fiscal  year 66. 31 

July  1,  1891,  balance  unex^)ended 3,026.35 

July  1,  1891,  outstanding  liabilities  - 70. 00 

July  1, 1891,  balance  available 2, 955. 35 

(Amount  (estimated)  required  for  completion  of  existing  project 12, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  endin|;  June  30,  1893  5,000.00 
Submitted  in  compUance  with  requirements  of  sections  2  ot  river  and  har- 
bor acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS  FOR  THE  CALENDAR  YEAR  ENDING  DECEMBER  31,  1890. 

[Famished  by  Hon.  £.  S.  Minor,  Suporintendent  Sturgeon  Hay  and  Lake  Miohignn  Ship  Canal  and 
Harbor  Company,  uid  Dr.  Frank  Mullen.] 

Name  of  harbor,  harbor  of  refuge  at  entrance  of  Sturgeon  Bay  Canal,  Wisconsin ; 
collection  district,  Milwaukee,  Wis.;  nearest  light-house,  on  north  pierhead, 
entrance  to  harbor. 

ArrivaU  and  departures  of  vesieU, 


i%-„__i„x.  ,„  PajtAaces  tliroush  tbe 

Deecription.  ^.^„  j^  .„ ,  t«lior. 


canul  and  harbor. 

Xo.  Tom. 

Steam !  :J.«84  572,643 

Sail 2.455,         881,764 


Tot4il e.l'JO  ,         954,407 
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Principal  articles  of  export  and  import, 
EXPORTS. 


Artidos. 


Quantity. 


Articles. 


Qnjuititr. 


Applen 

Bark  (ten) 

Barley 

Beans 

Beer 

Brick 

Batter 

Cattle 

Cheese 

fSK":::::;::;;;;; 

Flour 

Hay 

Hides 

Hogs 

Lath 

Lime  and  cement 


Tont. 

550 

70.i 

0 

105 

360 

7 

150 

5 

45 

300 

107J 

600 

5 

24 

34,375 

2,175 


Lumber 

MillBtuffs 

()at«  

P«ia« 

Poles  (tele^apli) 

Posts  (fence) 

Potatoes 

Rye 

Sheep 

Shingles 

Stone! 

Ties  (railroad) . . . 

Wheat 

Wood 

Wool 

Total 


Tmt. 

270,000 

100 

10 

750 

68 

37 

130 

280 

12 

30,000 

2dO.OOO 

2,650 

300 

5,000 

4 


628,2331 


IMPORTS. 


Agricultural  implements 

Apples 

Barley  .J 

Beans 

Beer 

Cattle 

Chairs 

Coal  and  coke I 

Flour !  J 

Furniture i 

Hogs ! 

Iron  and  steel 

Leather 


■| 


Tom. 

82^ 

20 

23^ 

6 

70 

150 

100 

2,000 

16 

236 

48 


1* 


Lime  and  cement 

Merchandise  (general) . . 

MUlstuife 

Oil 

Plaster  (hind) 

Pork  and  beef 

I  Provisions 

'  Sidt 

Sash,  doors,  and  bliuiin. 

Wagons  and  carriages  . . 

Woodenware 

Total 


Tom. 

261 

3,000 

100 

235 

100 

24 

5 

6,000 

25 

31 

.18 


13, 1424 


LLg. 

IMPROVEMENT  OF  AHNAPEE  HARBOR,  WISCONSIN. 

Object — To  secure  a  small  artificial  bai^bor  for  local  purposes  in  the 
Almapee  River  with  a  navigable  channel  leading  thereto  from  Lake 
Micliigan. 

Project. — ^The  project  of  improvement  adopted  in  1875  provided  for 
the  formation  of  a  small  artificial  harbor  connected  with  the  lake  by  a 
channel  100  feet  wide  and  12  feet  deep,  to  be  formed  by  the  construc- 
tion of  two  piers  extending  from  the  shore  line  to  the  18-foot  contour 
in  the  lake;  also  for  blasting  and  dredging  rock  from  the  river  bed 
near  its  month  for  a  distance  of  750  feet. 

In  accordance  with  a  modification  of  the  original  project,  approved 
September  27, 1884,  the  cribs  sunk  in  extension  of  the  piers  have  been 
placed  50  feet  farther  from  the  center  line  of  the  channel  than  the  old 
piers,  and  will  afford,  when  completed,  a  200-foot  entrance  between  the 
pierheads. 

'  Present  works. — (1)  ITorth  pier,  1,102  feet  in  length,  composed  of  352 
feet  of  pile  pier,  320  feet  of  which  is  14  feet  wide  and  32  feet  20  feet 
wide;  also  750  feet  of  cribs  20  feet  wide.  (2)  South  pier,  1,125  feet  in 
length,  composed  of  625  feet  of  pile  pier  14  feet  wide  and  500  feet  of 
cribs  20  feet  wide. 
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The  pile-piers  were  ])uilt  in  1871  -1874.  The  south  pier  was  sheet  piled 
in  1880;  the  uoi-th  pier  is  not  yet  provided  with  sheet  piling.  The  su- 
perstructure is  considerably  decayed  and  will  soon  require  renewal ;  in 
other  respects  both  piers  are  in  good  condition. 

The  crib  piers  were  built  in  1875-1889,  and  are  in  good  condition. 

Depth  of  water. — Originally  2  feet.  Soundings  made  in  November, 
1890,  showed  a  depth  of  water  at  the  entrance  of  16 J  feet,  and  a  chan- 
nel near  the  south  pier  about  60  feet  wide,  with  a  least  depth  of  llj 
feet. 

One-third  of  the  area  from  which  rock  has  been  excavated  has  the 
required  depth  of  12  feet;  over  the  other  two-thirds  the  average  depth 
is  about  9  feet. 

Operations  during  the  fiscal  year. — ^By  hired  labor  and  purchase  of 
materials  in  open  market  200  linear  feet  of  superstructure  were  built 
over  cribs  Nos.  12  to  15  of  the  north  pier,  and  minor  repairs  were  mside 
to  the  south  pier.    This  work  was  completed  in  November,  1890. 

BemarJcs  antd  recommendations. — ^To  complete  the  project  the  follow- 
ing work  is  required:  One  hundred  linear  feet  of  cribs  for  extending 
each  pier  50  feet;  200  linear  feet  of  guide  piling  to  connect  the  main  and 
detached  piers;  350  linear  feet  of  sheet  piling  to  the  north  pier;  30,000 
cubic  yards  of  dredging  sand,  clay,  etc.,  and  the  removal  of  about  4,000 
cubic  yards  of  rock  by  drilling,  blasting,  and  dredging. 

It  is  contemplated  expending  the  funds  now  available  in  sheet  piling 
the  north  pier  and  dredging  ^,000  cubic  yards,  more  or  less,  of  sand, 
et-c. 

There  remains  but  |9,000  unappropriated  of  the  estimate  submitted 
in  1875  for  the  completion  of  this  work.  This  amount  is  insufficient, 
and  will  require  an  increase  of  $10,000,  or  a  total  of  $19,000,  for  its  com- 
pletion. 

This  increase  over  the  estimate  submitted  in  1875  is  chiefly  due  to  a 
breach  that  occurred  at  the  inner  end  of  the  north  pier  that  added 
largely  to  the  quantity  of  sand  dredging  required,  and  to  a  seam  in  the 
rock  at  a  depth  of  about  9  feet  that  rendered  the  blasting  more  difficult 
and  expensive  than  was  then  anticipated. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1876;  Part  II,  pages 

34&-359;  1880,  page  1910) $175,000 

Appropriated 166,000 

Money  statement. 

Jnly  1, 1890,  balance'unexpended $1, 163. 30 

Amount  ajipropriated  by  act  approved  September  19, 1890 6, 000. 00 

7,163.30 
June  30, 1891,  amount  expended  during  fiscal  year 2, 436. 46 

July  1, 1891,  balance  unexpended 4,726.84 

(Amount  (estimated)  required  for  completion  of  exlHtiu^  project 9, 000. 00 

Amountthatcanbe  profitably  expended  in  fiscal  year eudliitj  June  30, 1893  19, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS  FOU  THE  CALENDAR  YEAR  ENDING  DKCKMnKR  31,    1890. 

[FunilBlied  by  Mr.  M.  T.  Paikw.] 

Name  of  harbor,  Ahnapee,  Wis. ;   ooUectieu  district,  Milwaukee,  Wis. ;   nearest 
light-house,  Kewaunee,  Wis. 
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Jri'h'ah  and  departures  ofreBseU, 


. 

Description. 

ArrivalB. 

Stnain 

No. 
342 
297 

Tons. 

191,376 

24, 622 

No. 
Ml 

29:j 

Totu. 
191,288 
24,517 

Sai  I 

Total 

039        915  007 

634- 

215,805 

Principal  ariivhs  of  export  and  import. 
EX  POUTS. 


ArticlfH. 


Quantity. 


Artiolea. 


Quantity. 


Jktrk  (tan)  .. 

liHi-lt-v 

Bri.k 

lJiitt«*r 

Cattle 

(Jhairs 

Cheese 

Clover  setxl . 


Flour 

Furniture - 

Hay 

HiAea 

Hogs 

Lumber 


l.HK) 
J8S 
200 

e7i 

600 

24 

500 

30 

75 

150 

215 

9 

1,200 

25 

16 

875 


Mill  stuffs 

Oats 

Peas 

Pork  and  beef. . 
Posts  (fence) . . . 
Potatoes 

Sa«« 

llye. 


She<*p 

Sliinizles 

Ties  (niilroafi)  . 

Wheat 

Wood 

Wool 


Total . 


Tout. 

70 

3,:wu 

IH 

2,775 

300 


20 

750 

5,950 

3,600 

1Q»000 

10 


32,666 


Total  approximate  value,  $450,000. 


IMPORTS. 


Article. 


Quantity. 


Article. 


I  Tons. 

Ag:riciiltural  implements 5<H) 

Apples *J"J; 

Barley 12 

Beans 3 

Beer  and  liquors 175 

Cattle : 30 

Chairs 5    I 

Coal  and  coke 125  I 

Com 28 

Flour 537  k 

Furniture 22^ 

Iron  and  steel 45 

Lath 'Jm 

Leather 30 

Lime  and  cement 72i 

Lumber 2,2.50 

Machinery  (heavy) 100 


Marble  an<l  granite 

Mercliuiidiso  (j;eueral)  . 

i  Mill  stuffs.-.: 

I  Oat« 

;  Oil 

I  Peas. 


Plaster  (land) 

Pork  and  beef 

Provisions 

Salt 

Sash,  doors,  and  blinds 

Sheep T 

Shingles 

Wagons,  caiTiagcs,  and  «lei«jlis. 

Woodonwaro 

Total 


I  Quantity. 


Tons. 

10 

3,250 

50 

.  8 

225 

6 

165 

6 

462^ 

240 

'1* 

60 

250 

4 


8,915 


Total  approximate  >alao,  $400,000. 


L  L  10. 

IMPROVEMENT  OF  KEWAUNEE  HARBOR,  WISCONSIN. 

Object, — To  secure  a  imvij^ahle  channel  from  Lake  Michigan  into  the 
Kewaunee  River  Avheie  the  harbor  of  K(iwaunee  is  situated. 

Project — Tlie  project  for  the  improvement  of  this  harbor  was  adopted 
in  1881,  and  provides  for  the  formation  of  a  channel  from  a  point  about 
l!,0(K)  feet  south  of  the  original  mouth  of  the  Kewaunee  River  tlirough  a 
spit  of  land  about  300  feet  wide,  affording  communication  between  the 
river  and  Lake  Michigan.    Prom  the  lake  end  of  this  cut  two  parallel 
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|)ier8  200  feet  apart  are  to  be  coustructed,  each  1,650  feet  loug,  exU*Jul- 
iug  to  the  18-foot  cjontoiir.  Between  the  piers  and  through  the  cut  the 
channel  is  to  be  dredged  to  a  depth  of  14  feet. 

Present  works. — ^Pile  piers  lined  with  sheet  piling:  (1)  The  north  pier 
is  1,000  feet  long  and  16  feet  wide,  (2)  The  south  pier  is  1 ,075  feet  long 
and  16  feet  wide.  They  were  built  in  1881-1889,  and  are  in  good  condi- 
tion. 

Depth  of  water. — Originally  2  feet.  Soundings  made  April  2,  1891, 
showed  a  channel  about  40  feet  wide,  with  a  least  depth  of  11  feet.  Since 
that  date  this  has  been  increased  to  a  depth  of  14  feet  and  a  width  of 
120  feet. 

Operations  during  the  fiscal  year. — By  hired  labor  and  purchase  of 
materials  in  open  market,  repairs  were  made  to  the  dredging  plant,  and 
32^  cords  of  stone  were  placed  in  the  south  pier  at  places  where  undue 
settlement  had  occurred. 

From  October  23, 1890,  to  June  29,  1891,#Jnited  Stjites  Dredge  No. 
2  removed  77,790  cubic  yards  of  material  from  the  channel. 

Under  contract  dated  December  13, 1890,  witii  Mr.  John  M.  Borg- 
man,  of  Kewaunee,  Wis.,  for  the  construction  of  300  linear  feet  of  pile 
pier,  work  was  begun  May  15, 1891,  and  is  in  progress  at  the  close  of 
the  fiscal  year.  The  work  is  progressing  favorably,  and  will  probably 
be  completed  by  September  15, 1891. 

Remarks  and  recommendations. — ^The  conditions  of  this  place  are  un- 
usimlly  ftivorable  for  the  construction  and  maintenance  of  an  excellent 
harbor. 

The  approved  project  provided  for  the  construction  of  3,300  linear 
feet  of  pier;  of  this  amount  2,075  linear  feet  are  completed,  and  300 
linear  feet  under  contract,  to  be  completed  on  or  before  Septembe'r  15, 
1891. 

The  proposed  railroad  between  Green  Bay  and  Kewaunee,  referre<l 
to  in  the  last  Annual  Report,  is  in  process  of  construction,  and  will 
probably  be  completed  before  the  close  of  the  present  year. 

This  line  will  connect  with  a  hue  of  steamers  to  be  established  to  ply 
between  Kewaunee,  Wis.,  and  Manistee  or  Ludington,  Mich.,  fonning, 
in  connection  with  existing  railroad  lines,  a  through  route  from  the 
West  to  the  seaboard,  and  will  add  materially  to  the  imjwrtance  of  this 
harbor. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1893,  it  is  contemplated  to  expend  it  chiefly  in  pier  construction.  An 
appropriation  of  $75,000  is  recommended. 

Kstiiiiated  cost  (see  Report  of  Chief  of  Engineers,  1881,  page  2084) $200, 000. 00 

Appropriated  by  the  United  States $75,000.00 

Appropriated  by  the  local  authorities 8, 042. 72 

83,042.72 

Money  statenient 

July  1, 1890,  balance  unexpended $188. 23 

Amount  appropriated  by  act  approved  September  19,  1890 20, 000. 00 

20,188.23 
June  30, 1891,  amount  expended  during  fiscal  year 9, 107. 77 

July  1, 1891,  balance  unexpended 11,080. 46 

July  1, 1891,  amount  covered  by  uncompleted  contracts 10, 000. 00 

July  1, 1891,  balance  available 1,080.46 

( Aiuouiit  (estimated)  required  fur  coinplfitiou  of  exinl iii|L(  projorl    1 16, 957. 28 

J  Amount  that  can  beprofitably  oxpiMidrd  in  fiscal  y  *^iiren([\i\^,\\\t\v'M\,  ISJKt    7r»,  OtK).  (H) 
\  Submit  ted  in  eomplianoe  witli  n'<|uin*nH'ii1s  of  si'ctinns  2  <if  river  and 
t    harbor  acts  of  1866  and  1867. 
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Abstract  ofpvoposaU  for  building  SOO  linear  feci  of  pier  extension  at  Kewaunee  Harbor, 
Wisconsin,  received  in  response  to  advertisement  dated  October  27 ^  1890,  and  opened  No- 
vember 25 y  1890,  by  MaJ.  Chas.  E.  L,  B.  Datis,  Corps  of  Engineers, 

Amount  of  appropriation  available  for  this  work,  $10,000. 


No. 


Name  aiitl  reaidence  of 
bidder. 


Charles  Simon o,  Two 
Rivera,  Wis 

William  Eiisrone  Htitrli- 
inson,  Menumiuct*,  Mich. 

Horatio  Truman  and 
George  Cooper,  Manito- 
woc, Wis 

Halvor  Johnson  and 
Charles  Dedrich,  Mishi- 
cot,  Manitowoc  (-c,  Wis. 

John  B.  Borgman,  Kewau- 
nee, Wis  

Charles  Bemer,  Green  Bay, 
Wis 

Knapp  &  Gillen  Kacine, 
Wis 

Christian  Schwarz,  Fort 
Howard,  Wis 


II 

(Jent». 

1;^ 

^P 

%i 

If 
t 

it 
•11 

Jil 
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U 

o 

O  as 

s  S 

p." 

r 

1" 

Cents. 

oJ9 

M 
■Ji 

CenU. 

1 
i 

Cmt$. 

Gents. 

24 

•♦31 

$50.00 

30 

20 

$25 

s|«.50 

6 

5 

$11,525.52 

17 

28 

40.00 

25 

13 

15 

6.50 

0 

5 

10,051.58 

22 

30 

49.00 

28 

20 

18 

5.25 

5 

4 

10, 158. 12 

21 

32 

50.00 

28 

16 

20 

5.50 

6 

5 

10,384.98 

20 

29 

47.50 

23 

13 

14 

4.65 

H 

4 

9,239.58 

20 

30 

50.00 

30  1      20 

20 

5.25 

5 

5 

9,914.00 

19 

28 

50.00 

30  •      20 

20 

5.50 

51 

5 

9,906.17 

21 

88 

67.00 

26 

17 

i« 

5.15 

5 

n 

10,2^.28 

With  the  approval  of  the  Chief  of  Engineers  a  contract  was  entered  into  Decem- 
ber 13,  1890,  with  John  M.  Borgman,  the  lowest  responsible  bidder,  for  this  work. 


COMMERCIAL.    STATISTICS    FOR    THE    CALENDAR    YEAR    ENDING    DECEMBER  31,   1890. 

[burnished  by  Hon.  W.  Seyk,  mayor  of  Kewaunee.] 

Name  of  harbor,  Kewaunee,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-house,  on  north  pierhead,  Kewaunee,  Wis. 

Arrivals  and  departures  of  vessels. 


Description. 


Arriyala. 


No. 

St«'am 373 

Sail 213 


Total  . 


Tons. 
194,082 
13,423 


Departures. 


No. 
373 
212 


om  I    207,505       585 


Ton*. 
194,082 
13,860 


207,442 
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Principal  articles  of  export  and  import. 
EXPORTS. 


Articles. 


Bark  (tan) 

Barley 

Brick 

Batt«r 

Cattle 

Cheeae 

^.::::::;:.:::::::: 

Hay 

Hlclo8 

Lumber 

MorchaDdiso  (general) 

Millstiills 

OatH 


Quantity. 


1,320 
235 

2,000 
90 
150 
230 

J* 

1.000 

2,000 

1,500 

3,200 

65 


Articles. 


Peaa 

Plaster  (land) . 
Pork  and  beef 
Po8t«  (fence)  . 

Potatoes 

Rye 

Shingles 

Stone 

Ties,  (railroad) 

Wheat 

Wood 

Wool 

Total.... 


Quantity. 


Tona. 

3,300 

75 

5 

1,387 

(SO 

70 

225 

7,000 

4,000 

1,500 

2,400 

li 


32,788^ 


Total  approximate  value,  $150,000. 


lAlPORTS. 


Articles. 


Apples 

Beer 

Chairs 

Coal  and  coke . 

Corn 

Iron  and  steel 

Lath 

Leather 

Lumber 

Malt 


Quantity. 


Ton*. 

75 

180 

3 

250 

168 

200 

14 

12 

210 

24 


Articles. 


Merchandise  (general) 

OU 

Salt.; 

Sash,  doors,  and  blinds 

Shingles 

Wagons  and  carriages 
Wooden  ware 

Total 


Quantity. 


Tont. 

1,200 

180 

270 

5 

45 

1* 


2,829 


Total  approximate  value,  $300,000. 


L  L  II. 


IMPROVEMENT  OF  TWO  RIVERS  HARBOR,  WISCONSIN. 

Oljeot — ^To  secure  a  navigable  chaDnel  from  Lake  Michigan  into  Twin 
Rivers,  where  the  harbor  of  Two  Rivers  is  situated. 

Project. — ^The  project  for  the  improvement  of  this  harbor,  adopted  in 
1870,  provided  for  the  construction  of  two  parallel  piers  extending  from 
the  river  mouth  to  the  18-foot  contour  in  Lake  Michigan,  and  dredging 
between  them  to  a  depth  of  12  feet. 

Present  works. — Pile  and  crib  piers:  (1)  North  pier,  1,810  feet  long, 
composed  of  1,060  feet  of  pile  pier  14  feet  wide  and  750  feet  of  cribs  20 
feet  wide.  (2)  South  pier,  1,710  feet  long,  composed  of  900  feet  of  pile 
pier  14  feet  wide  and  750  feet  of  cribs  20  feet  wide.  The  pile  piers  were 
built  in  1871-^74  and  the  cribs  in  1875-'84.  The  latter  are  in  good  con- 
dition, but  some  filling  and  repairs  will  be  required  to  the  piling  at  an 
early  date. 

Depth  of  water. — Originally  from  2  to  3  feet.  In  November,  1890,  a 
channel  00  feet  wide  and  12  feet  deep  was  cx)mplet4*d.  Soundings  made  in 
April,  1891,  showed  that  at  a  point  opposite  the  nt>rth  shore  line  the 
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12-fbot  channel  was  reduced  to  a  width  of  30  feet;  the  leant  depth  at 
the  entrance  was  12^  feet. 

Operations  during  the  fiscal  year. — By  hired  labor,  and  purchase  of 
materials  in  open  market,  pile  bulkheads  for  the  protection  of  the  north 
and  south  piers  were  built,  and  minor  repairs  made  to  the  north  pier. 
In  October  and  November, ^1890,  United  States  dredge  No.  1  removetl 
22,495  cubic  yards  of  material  from  the  channel. 

Bemarks  and  recommendations. — The  steam  tugs  at  this  harbor  are 
employed  in  the  fishing  trade  and  towage  of  ra^  from  the  northern 
end  of  Lake  Michigan  and  Green  Bay,  th^efore  they  are  not  available 
for  towing  sailing  vessels  seeking  entrance  into  the  harbor;  hence  when 
the  wind  is  unfavorable  they  are  obliged  to  "  beat  ^  in.  The  water  being 
Shoal  near  the  shore  ends  of  the  harbor  piers,  they  sometimes  touch  bot- 
tom when  well  inside  the  liarbor  entrance.  It  would  therefore  be  desir- 
able to  dredge  the  channel  12  feet  deep  the  fiiU  width  between  the  piers. 
This  would  require  the  removal  of  about  32,000  cubic  yards  of  material. 

For  the  formation  of  a  wider  (Jiannel,  maint^^nance  of  the  same,  anil 
preservation  of  the  piers  an  a])|)ro]>riation  of  $6,000  is  recommended 
for  the  fiscal  year  (Muliiig  June  MK  180.5. 

Estimatt'd  rost  (s«c  KN'i»(»rt  of  Chief  ol"  En^inwrs.  1871.  imge  123) $265,588.80 

Appropriatca 203,500.00 

Money  stalement. 

July  1, 1890;  balance  unexpended $551. 4 1 

Anioant  appropriated  by  act  approved  September  19, 1890 3, 000. 00 

3,551.41 
June  30, 1891,  amoun t  expended  dnii n •;  fiscal  year 2, 690. 43 

July  1, 1891,  balance  unexpended 860. 9H 

{Amount  (eHtiniated)  required  for  completion  of  existing  project 62, 08S,  80 
Amount  that  can  be  profitably  <'xpended  in  fiscal  year  ending  June  30, 1893      6, 000. 00 
Submitted  in  compliance  ^Yith  rei|uirem4'nts  of  sections  2  of  river  and 
liarWor  acts  of  1866  and  1867. 


COMMEKCIAL  tsTATISTICS  FOR  THE  CALEXDAJl  YEAR  ENDING    DECEMBER  31, 1890. 

[Furnished  by  Mr.  R.  E.  Mueller.] 

Name  of  liarbor,  Two  Rivers,  \Vi«.;  collection  district,  Milwaukee,  Wis.;  nearest 
light-house  on  north  pier  head,  Two  Kivers,  Wis. 

Arrlrah  and  drparluresof  rmnch. 


Ssiil 


Total  . 


I>rHrri]»tiiiii. 


Arrivala.    BepartniM. 


Tont. 
8,  lOTi 
16.523 


Tofur. 
8,105 
16,52S 


•Jt,G23 
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EX1»UKTS. 


Articles. 


Aj^cultural  ImplomciitA 

Apples 

Bark  (tan) 

Barley 

Beans  

Beer 

Butter 

Cattle 

Ciiairs 

Cheo«e 

?&«•.:::::::::•.;::;::.::: 

Flour 

Famitur<« 

Hay 

HiAcs 

Hogs 

Iron  and  ste(*l 

Leather 

Laml»«*r 

MerrliaiuliHo  (Koncral) . . . 
MillBluffH , 


Quantity. 


10 

30 
170 

75 

2 

1,050 

13i 
282 
165 

32 

134 
700 

1,790 
86 

3,200 
30 
26 
30 
10 

H.05() 

1 .  30(» 
510 


Articles. 


Oil 

Peas 

Plaster  (lai'ul j '.'.'.'. 

Pork  and  beof 

Poles  (tolcgniph) 

Poets  (fence) 

Potatoes '. ... 

Provisions 

Rye 

Saw  logs 

Sheep 

Shingles 

Stone 

Ties  (railroad) 

WagouH  and  carriages  . 

Wheat 

Wood  

Wooden  wan» 

Wool 


(^ufuitity. 


Toiis. 

27^ 

144 

10,  (MM) 

50 

408 

222 

480 

118 

900 

88 

60 

3,080 

476 

15 

978 

750 

16. 771 


lotal . 


52,  ir»o 


Total  approximate  value,  $2, 600, 000. 


IMPORTS. 


ArtieleH. 


Agricultural  iuipIeiueiitM 

Apples 

Barley 

Beans 

Beer,  wine,  ami  liquorn  .. 

Brick 

Butter 

Cattle 

Chairs 

Cheese 

Coal  and  coke 

Com 

FUh 

Flour 

Furniture 

Hay 

mden 

HogH 

Iron  uihI  kUh-I 

Lath 


Total  approximate  value,  $3,400,000. 


Quantity. 


Ton: 
60 
70i 
il4 


1,430 

6,400 

1 


24 

1 

28,000 

1,120 

30 

602 

152 

7,200 

32 

62 

V,i 

1, 237i 


Artich*. 


I  Quantity. 


Leather 

Lime  and  cement 

Lumber 

i  Malt 

I  Marble 

Merchandise  (general) . . 

Mill  stuflu 

Oats 

Oil 

Plaster  (land) 

Pork  and  be««f 

Provisions 

,  Salt 

I  Sash,  doors,  and  blindn  . 

SawlogH 

Shingles 

Wauons  and  rHm«:;t-s.. 

Wood 


Tom. 

464 

6,300 

11 

2 

3.600 

40(1 

:{84 

W5 

10,000 

55 

7* 

680 

36 

61).  (NHI 

1,230 

Ik 
W,  01 N) 


Total . 


139,474 


L  L  12. 


IMPROVEMENT  OF  MANITOWOC  HARBOR,  WISCON/=lIN. 

Object. — To  se^iure  a  navigable  channel  from  Lake  Micliigan  into  the 
Manitowoc  Elver,  where  the  harbor  of  Manitowoc  is  sitnat^. 

Project. — The  original  prqjec*t,  adopted  in  1852,  provided  for  the  con- 
struction of  two  parallel  crib  piers,  220  feet  apart,  extending  from  the 
month  of  the  Manitowrn*,  Kiver  to  the  1 2- f(K>t  contour  in  Lake  Michigan. 
\{  was  (Mnni)le(ed  in  1S71.  fn  IHSl,  to  meet  the  increased  demands  of 
iomiiH'ne,  a  ])rojr(t  w  as  adoptnl  for  extending  the  piers  to  the  18i  fmit 
ji>(j  \)i 100 
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contour  and  obtaining  a  channel  of  not  less  than  14  feet  depth  at  the 
shore  line,  increasing  to  18  feet  at  the  entrance. .  Pier  extension  under 
this  project  was  completed  in  1887,  and  the  dredging  in  1889. 

In  1890  a  project  for  an  exterior  breakwater  400  feet  long  was  sub- 
mitted. 

Present  warhs. — ^Crib  piers :  (1)  North  pier,  1,970  feet  long,  comp^fsed 
of  1,220  feet  of  cribs  20  feet  wide  and  760  feet  24  feet  wide;  (2)  south 
pier,  1,900  feet  long,  comi)osed  of  1,150  feet  of  cribs  20  feet  wide  and 
750  feet  24  feet  wide. 

Depth  of  water. — Originally  3  feet.  A  survey  made  April  11, 1891, 
showed  a  depth  at  the  entrance  of  from  10^  to  18  feet,  and  a  channel 
between  the  piers  70  feet  wide  and  14  feet  deep;  this  was  increased  by 
dredging  in  May  and  June,  1891,  to  75  feet  wide  and  16  feet  deep. 

Operations  during  the  fiscal  year. — Under  contract  dated  December 
13, 1890,  with  Messrs.  Truman  and  Cooper,  of  Manitowoc,  Wis.,  for  re- 
building above  the  water  line  600  linear  feet,  more  or  less,  of  the  north 
pier,  work  was  begun  May  26, 1891. 

On  June  30, 1891,  about  400  linear  feet  had  been  completed  and  the 
remainder  was  well  under  way. 

Under  a  special  agreement  made  April  23, 1891,  with  Messrs.  Truman 
and  Cooper,  of  Manitowoc,  Wis.,  9,464.3  cubic  yards  of  material  were 
removed  from  the  channel  by  dredging. 

By  hired  labor  and  purchase  of  materials  in  open  market,  17.6  cords 
of  stone  were  applied  as  riprap  and  filling  of  the  south  pier  at  places 
where  undue  settlement  had  occurred. 

Bemarks  and  recommendations. — ^The  north  pier  was  completed  in 
1885,  and  the  south  pier  in  1887,  and  the  dredging  in  1889. 

About  900  feet  of  the  inshore  superstructure  is  20  years  old  or  more. 
It  is  badly  decayed  and  should  be  rebuilt  above  the  water  line  without 
delay. 

As  stated  in,  the  last  annual  report,  MaSnitowoc  has  a  harbor  of  grow- 
ing importance  and  the  Government  has  expended  up  to  date  nearly 
$^,000  in  harbor  improvements,  which  the  rapid  growth  of  the  city 
has  shown  to  be  money  wisely  ejqpended.  Much  complaint  has  been 
made  from  the  very  first  of  the  diflBculty  experienced  by  vessels  lying 
just  inside  of  the  harbor  during  northeast  storms,  and  plans  of  exterior 
breakwaters  have  been  suggested  as  far  back  as  1873.  In  1886  a  report 
was  submitted  to  the  Chief  of  Engineers  by  Captain  Marshall  on  tliis 
subject.  His  opinion  was  that  the  river  should  be  dredged  inside 
beyond  the  bends  of  the  river,  that  being  the  cheapest  solution  of  the 
difficulty.  Colonel  Houston  was  also  of  the  opinion  that  the  proi)er 
place  for  the  harbor  was  inside  or  beyond  the  river  bends.  Since  then 
the  combination  of  three  railroads,  the  Lackawanna,  the  Lake  Shore 
and  Western,  and  the  Flint  and  JPere  Marquette,  promises  to  bring 
about  a  great  development  of  business  at  this  point  and  gives  this  ques- 
tion of  harbor  protection  additional  importance. 

In  order  to  make  this  through  route  of  transportation  a  success  the 
Flint  and  Pere  Marquette  boats  must  run  all  winter,  the  same  as  the 
Grand  Haven  and  Milwaukee  boats.  Experience  with  the  latter  lino 
at  Milwaukee  has  shown  that  the  landing  docks  must  be  in  the  imme> 
diate  vicinity  of  the  lake  and  not  a  mile  or  more  up  a  river,  as  would  be 
the  case  at  Manitowoc  should  an  interior  dredged  harbor  be  insisted 
upon,  for  in  the  severe  winters  of  that  latitude  it  would  be  impossible 
to  keep  the  river  open  and  available. 

It  would  therefore  seem  that  some  plan  of  exterior  protection  should 
be  devised  for  this  harbor.  A  crib  work  400  feet  long,  built  at  an  angle 
of  about  45  degrees,  with  the  line  of  direction  of  the  piers  and  about 
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600  feet  beyond  the  lake  end  of  the  north  pier,  promises  good  results 
and  could  be  built  for  about  $40,000.  In  order  to  insure  the  best  results 
this  money  should  all  be  available  at  once  and  the  entire  breakwater, 
superstructure  and  all,  built  in  one  season,  as  a  partially  completea 
breakwater,  without  superstructure  and  lights,  would  be  a  dangerous 
obstruction. 

The  river  and  harbor  act  approved  September  19, 1890,  contained  an 
appropriation  of  $8,000  for  this  harbor,  with  the  following  proviso: 

And  the  enffineer  in  charge,  with  the  approval  of  the  Secretary  of  War,  may  nse 
snch  part  of  tne  above  appropriation  in  the  constmction  of  an  outer  breakwater  as 
he  may  deem  proper. 

It  was  deemed  advisable  to  expend  the  full  amount  of  the  appropria- 
tion for  rebuilding  superstructure  and  deepening  the  channel  for  the 
reason  that  this  work  was  urgently  needed,  and  the  amount  was  too 
small  to  begin  the  construction  of  a  breakwater. 

For  the  preservation  of  the  piers  and  maintenance  of  the  channel 
an  appropriation  of  $8,000  is  recommended  for  the  fiscal  year  end- 
ing June  30, 1893,  and  for  an  exterior  breakwater  an  appropriation  of 
$40,000  is  recommended. 

Estimated  cost  (see  Report  of  Chief  of  En^neors,  1881,  page  2094)  ....  $308, 182. 54 
Additional  estimate  for  a  breakwater  (see  Keport  of  Chict  of  Engineers, 
1890,  page  2345) 40,000.00 

Total 348,182.54 

Appropriated 307,820.00 

Money  statement 

July  1, 1890,  balance  unexpended $759. 61 

Amount  appropriated  by  act  approved  September  19, 1890 8, 000. 00 

8,759.61 
June  30, 1891,  amount  expended  during  fiscal  year 3,694.02 

July  1, 1891,  balance  unexpended '. 5,065.59 

July  1,  1891,  outstanding  liabilities $930.93 

July  1,  1891,  amount  covered  by  uncompleted  contracts 3, 333. 64 

4,264,57 

July  1, 1891,  balance  available 801.02 

{Amount  (estimated)  required  for  completion  of  existing  project 40, 362. 54 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893  48, 000. 00 
Submitted  in  compuance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  proposals  for  huUding  600  linear  f est  of  pier  superstructure  at  Manitowoc  Ear- 
bor,  Wisconsinj  received  in  response  to  advertisement  dated  October  S7, 1890,  and  opened 
November  25,  1890,  by  Maj,  Chas.  E,  L,  B.  Davis,  Corps  of  Engineers. 

Amount  of  appropriation  available  for  the  work,  $5,500. 


No. 

Nome  and  residence  of  bidder. 

ill 

4 

III 

S 

1 

1 

i 
§ 

^ 

Ph 

V) 

V3 

H 

1 

Horatio  Tmman,  and  George  rttoper,  Miiiiilo- 

woc.  Wis 

r-'".oo 

$19.  OU 

$t{.(IO 

H  i      •« 

♦1.884.44 

9 

Potor  W.  Galloway,  Racine,  Wie 

'i9. 50       22. 00 

10.75 

4    1        fi 

5, 57«.  22 

1 

uigiiizea  oy  v_j\^\^^)' 
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With  the  approval  of  the  Chief  of  EngiBeers,  a  contract  was  entered  iiito  Dticeni- 
lier  13, 1890,  with  Horatio  Truman  and  George  Cooper,  the  lowest  responsible  bid- 
dors,  for  this  work. 


COMMBRCIAL  STATISTICS  FOR  THE  CALENDAR  TEAR  ENDING  DECEMBER  31,  1800. 

[Furnished  by  Mr.  Frederick  Schaette.] 

Name  of  harbor,  Manitowoc,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-house,  Manitowoc,  Wis. 

ArrivaU  and  drparttiren  of  vcsseU. 


Description. 

AiTivals. 

Bepartiiree. 

Steain 

2fo. 
788 
250 

Tom. 
350,219 
66,280 

No. 
742 
256 

Torn. 
360, 310 
56,007 

fcjail 

Total       

988 

415,499 

998 

416, 317 

Ffincipal  arUclea  of  export  and  impOrt, 
EXPORTS. 


Articles. 


Agricultnral  implements 

Barley 

Brick 

Butter 

Cheese 

Com 

Jgga 

Flour 

Furniture 

Hay 

Jjeather 

Lumber 

Total  appi'oxJmate  value,  $2,797,000. 


Quantity. 


Ton*. 
250 
70^ 
1,200 
75 
1,750 
41 
120 
36,012^ 
0,022^ 
2,500 
250 
2, 712i 


Articles. 


Malt 

Merchandise  (general) . 

Mill  stuffs 

Oats 

Peas 

Potatoes 

Rye 

Shingles 

Wheit 

Wool 


Tot«l . 


Quantily. 


Tons. 


45 

252 

5,001) 

1,206 

7,2W 

SOU 

10& 

2,250 

10 


71,395 


IMPORTS. 


Articles. 


Agricultural  impleini'ii  t« 

Coal  and  coke 

Iron  and  steel 

Lath 

Lumber 

Merchandise  (general) 

Oil 

Salt 

Total  approximate  value,  $1,045,000. 


Quantity. 


Tont. 

144 

102, 330 

625 

165 

4, 0*25 

3, 405 

225 

2, 070 


AiticKi. 


Sawlocs 

SbiiigleH 

Stone 

"Wagons  juid  carriages 
W(MMl  ... 

Total 


Quantity. 


Tom. 
15.000 
247 
4,875 

7,7o«) 


141,610 
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L  L  13. 

IMrKOVEMENT  OF  SHEHOVCMN  IIAKBOR,  WISCONSIN. 

Objeet. — To  secure  a  navigable  channel  from  Lake  IMicliigan  into  the 
hai'bor  of  Shelwygan  at  tlie  month  of  Sheboygan  Eiver. 

Fniject, — ^The  project  for  the  improvement  of  this  harbor  was  Jidopted 
in  1852,  and  had  for  its  object  the  formation  of  a  12-foot  channel  en- 
trance to  the  month  of  the  Sheboygan  lUver.  This  was  modified  in 
1873  so  as  to  secure  a  deeper  channel  byftirther  pier  extension  and 
dredging.  Both  projects  were  completed  within  their  estimated  cost, 
and  a  channel  was  formed  1(H>  feet  wide,  with  a  deptli  of  15  to  10  feet 
l)etween  the  piers.  A  survey  made  in  1880  showed  a  depth  of  less  than 
12  feet  between  the  piers  and  on  the  outer  bar.  The  existing  project 
was  adopted  in  1881,  its  object  being  to  deepen  the  channel  still  ttirther 
by  extending  the  piers  to  the  20-feet  contour  in  the  lake,  and  dredging 
to  a  depth  of  18  feet  between  their  outer  ends,  the  depth  decreasing  to 
14  feet  at  the  shore  line. 

Present  work. — Pile  and  crib  piers.  (1)  North  pier,  2^044  feet  long, 
composed  of  900  feet  of  pile  and  crib  pier,  built  by  the  citv,  from  12  to 
20  feet  wide;  1,094  feet  of  cribs  20  feet  wide,  and  50  feet  of  cribs  30  feet 
wide.  (2)  South  pier,  2,460  feet  long,  composed  of  780  feet  of  pile  and 
crib  pier,  built  by  the  city,  from  12  to  20  feet  wide;  132  feet  of  pile  pier 
20  feet  wide,  1,298  feet  of  cribs  20  feet  wide,  and  50  feet  of  cribs  30  feet 
wide,  built  1852-1887.  About  700  feet  of  the  north  pier  and  900  feet  of 
the  soutli  pier  built  since  1871  are  in  good  condition,  the  cribs  having 
been  sunk  on  a  stone  or  pile  foundation.  Previous  to  1871  they  were 
sunk  on  the  natural  lake  bottom,  composed  of  shifting  sand,  causing 
them  to  settle  very  unevenly. 

Depth  of  Water. — Originally  4  feet.  A  survey  made  April  7  and  8, 
1891,  showed  a  channel  about  50  feet  wide,  with  a  least  depth  of  14.3 
feet. 

Operations  during  the  fiscal  year. — By  hu^ed  labor  and  the  use  of  Gov- 
ernment dredges  Nos.  1  and  2,  25,325  cubic  yards  of  material  were  re 
moved  from  the  channel. 

By  purchase  of  materials  in  open  market  62.1  cords  of  stone  were  used 
for  riprap  and  refilling  the  south  pier. 

A  contract  dated  December  13,  1890,  was  entered  into  with  Messrs. 
Truman  and  Cooper,  of  Manitowoc^  Wis.,  for  the  extension  of  the  north 
pier  150  feet  by  the  construction  of  3  cribs,  each  50  feet  long  and  20  feet 
wide. 

EemarJcs  and  recommendatlo7is. — It  is  expected  that  work  under  the 
contract  dated  December  13,  1890,  will  begin  early  in  July,  and  be  com- 
pleted by  September  1,  1891,  the  date  that  the  contract  expires. 

The  formation  of  a  channel  of  navigable  width  16  feet  deep  is  in  prog- 
less  at  the  close  of  the  fiscal  vear,  and  will  probably  be  completed  bv 
August  1,1891. 

A  channel  of  less  depth  than  16  feet  does  not  meet  the  present  rc- 
(iuirements  of  the  commerce  of  this  harbor. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1893,  it  is  proposed  to  expend  it  in  pier  extension  and  such  dredging 
and  repairs  as  may  be  necessary  for  the  maintenance  of  the  channel  and 
piers.    An  appropriation  of  67,000  is  recommended. 

Kntimated  cost  (see  Report  of  Chief  of  Engineers,  1881,  page  2104) $150, 000 

Additional  estimate  (see  Report  of  Chief  of  Engineers,  1881,  page  1856) 45, 000 

Total 195,000 

Appropriated 128,000 
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Money  statement. 

Jnly  1, 1890,  balance  unexpended $1,230.89 

Amount  appropriated  by  act  approved  September  19,  1890 ^ 15, 000. 00 

16,290.89 

^  une  30, 1891,  amount  expended  during  fiscal  year 3, 705. 46 

July  1, 1891,  balance  unexpended 12,525.43 

Jnly  1, 1891,  amount  covered  by  uncompleted  contracts 10, 000. 00 

July  1,1891,  balance  available 2,525.43 

{Amount  (estimated)  required  for  com]>Iction  of  «!xiHting  project 67, 000. 00 

Amount  that  can  beprofitably  expended  i  n  fi seal  y  oar  eu <fi u g  June  30, 1893  67, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  proposals  for  building  150  linear  feet  of  pier  extension  at  Sheboygan  Harbor, 
Wisconsin,  received  in  response  to  advertisement  dated  October  S7,  ISBO',  and  opened 
November  26, 1890,  by  Ma^,  Charles  E.  L.  B,  Davis,  Corps  of  Engineers. 

Amount  of  appropriation  available  for  this  work,  $10,000. 


Name  and  reHldenoe  of  bidder. 


Horatio  Trnman  and  George 
Cooper,  Manitowoc,  .Wirt 

Charles  Berner,  Green  Bay.  "Wia. 

Chrifltopber  H.  Starke,  Mil  wan- 
kee  w  is 

Kuapp  Sc  GiUen,  Kacine,  Wis  . . . 


|l 

ss 

s 


$2S 


13 
II 


$22.00 
22.00 

22.00 
22.50 


♦18 
20 


20 


16.50 
7.00 


8.00 
7.60 


It 

«3 


cu. 

3 
SJ 

4 
4 


I' 


cu. 

4 

6 
5 


f2 

.a 

OB 

g 


Ots. 


4  $11.50 
^  ,  11.00 

G  16.00 

5  10.00 


i 


$9,K)3.55 
10, 347. 70 

11.824-15 
10,798.36 


With  the  approval  of  the  Chief  of  En^^ineers  a  contract  was  entered  into  December 
13,  1890,  with  Horatio  Truman  and  George  Cooper,  the  lowest  responsible  bidders 
for  this  work. 


COMMERCIAL  STATISTICS  FOR  THE  CALENDAR  YEAR  ENDING  DECEMBER  31,   1890. 

[Fnrnished  by  Col.  J.  A.  Watroiis.  collector  of  customs,  Milwaukee,  Wis.] 

Name  of  harbor,  Sheboygan,  Wis.    Collection  district,  Milwaukee,  Wis.    Near- 
est light-house,  Sheboygan,  Wis. 

Arrivals  and  departures  of  vessels. 


Description. 

Arrivals: 

BepartnrM. 

Steam • 

Ko.           Tons. 

Ko. 
S        570 
{        564 

Tons. 
}  M2,3a4 

Sail 

Total 

1, 101       506, 922 

1,134 

542.324 

Note.— Repeated  but  un8noce88fnl  eftbrts  were  made  to  obtain  a  statement  of  the 
principal  articles  of  export  and  import  at  this  harbor. 
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L  L  14. 

IMPROVEMENT  OF  PORT  WASHINGTON  HARBOR,  WISCONSIN. 

OlJ€ct.--To  secure  a  navigable  channel  entrance  fix)in  Lake  Michigan 
to  a  small  artificial  harbor  formed  by  excavating  two  interior  connected 
basins. 

Project. — ^The  original  project  for  the  improvement  of  this  harbor  was 
adopted  in  1869,  and  provided  for  the  building  of  two  parallel  piers  ex- 
tending from  the  shore-line  to  10  feet  of  water  in  the  lake,  and  the 
excavation  of  a  basin  600  feet  long  by  200  feet  wide  inside  of  the  shore 
line.  Li  1870  a  deflection  of  about  10  degrees  to  the  southward  was 
made  in  the  direction  of  the  piers,  this  being  considered  a  more  favora- 
ble direction  for  their  alignment.  In  1876  a  further  modification  of  the 
plan  was  made  by  excavating  a  second  basin  to  the  northward  and 
nearly  at  right  angles  to  the  first  basin,  and  extending  the  piers  to  the 
14-foot  contour  in  the  lake.  This  doubled  the  available  area  of  the  har- 
bor and  reduced  the  height  of  the  entering  waves  very  materially. 

This  is  the  project  now  being  carried  out.  The  two  interior  basins 
have  a  combined  area  of  about  5f  acres  and  are  to  be  dredged  to  a 
depth  of  12  feet,  with  a  channel  of  the  same  depth  connecting  them  >vith 
the  lake,  the  channel  inclosed  between  two  piers  150  feet  apart  extend- 
ing out  to  14  feet  of  water. 

Fresent  worJcs. — (1)  North  pier,  920  feet  long,  composed  of  370  feet  of 
cribs  14  feet  wide,  500  feet  20  feet  wide,  and  50  feet  24  feet  wide.  (2) 
South  pier,  1,226  feet  long,  composed  of  370  feet  of  cribs  14  feet  wide, 
450  feet  20  feet  wide,  and  406  feet  of  pile  revetment.  The  piers  were  built 
1871-1887  and  are  in  fair  condition. 

De^th  of  water, -^ At  the  mouth  of  Sauk  River  originally  about  1  foot. 
A  survey  made  September  5, 1890,  showed  the  existence  of  a  channel 
from  the  entrance  to  the  inner  end  of  the  north  pier  about  12  feet  deep 
and  80  feet  wide. 

The  north  basin  has  the  required  depth  of  12  feet  over  nearly  all  its 
area.  •  From  abreast  of  the  inner  end  of  the  north  pi&r  to  the  upper  end 
of  the  west  basin  the  average  depth  does  not  exceed  8  feet,  although 
there  is  a  narrow  channel  12  feet  deep. 

Operations  during  the  fiscal  year. — By  hired  labor  and  the  use  of  United 
States  dredge  No.  2,  9,485  cubic  yards  of  material  were  removed  from 
the  entrance  channel  and  basins.    Work  closed  August  27, 1890. 

RemarJcs  and  recommendatians. — ^The  north  pier  is  built  th6  ftiU  length 
contemplated. 

To  complete  the  project  requires  an  extension  of  100  feet  of  the  south 
pier  and  the  removal  of  about  20,000  cubic  yards  of  material. 

It  was  anticipated  at  the  date  of  the  last  annual  report  that  all  tlie 
dredging  required  could  be  completed  in  1890,  but  the  exceedingly  hard 
character  of  the  material  to  be  removed  caused  frequent  breakdowns 
of  the  dredge,  and  not  as  much  was  accomplished  as  was  then  antici- 
pated. 

It  is  proposed  to  transfer  a  Government  dredge  from  Sheboygan  to 
this  harbor  in  August,  1891,  and  complete  the  dredging  this  season  with 
funds  now  available,  and  to  make  minor  repairs  to  the  piers  while 
dredging  is  in  progress. 

Of  the  existing  estimates  for  the  completion  of  this  work  there  remains 
unappropriated  but  $4,027.17.  This  sum  will  not  be  sufficient  to  build 
the  necessary  100  linear  feet  of  crib  extension  to  the  south  pier,  con- 
templated in  the  approved  project.    This  extension  will  cost  $6,5CK). 
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The  estimate  therefore  requires  an  increase  of  $2,4:72.83,  or  an  appro- 
priation of  $6,500  to  complete  the  work. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1877,  page  866) $154, 527. 17 

Additional  estimate  (see  Report  of  Chief  of  Engineers,  1880,  page  1922)      27, 000. 00 

Total 181,527.17 

Appropriated 177.  .^).  00 

Money  statement 

July  1,  1890,  balance  unexpended, $2, 038.  AT* 

AiHoiiut  ai>proj»riated  by  act  approved  September  19,  1890 3, 0(X>.  00 

5,038.a5 
June  30,  1891,  amount  expended  during  fiscal  year 2, 004. 25 

July  1,  1891,  balance  unexpended 3,0^.70 

{Amount  (estimated)  required  for  completion  of  existing  project 4, 027. 17 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June 30, 1893      (>.  .'lOO.  <I0 
Submitted  in  compliance  with  re([uirement«  of  sections  2  of  river  and 
harbor  act.8  of  1866  and  1867. 


COMMFHCIAL  STATISTICS  FOR  THE  CALENDAR  YEAR  ENDING  DECEMBER  31,   1890. 

[Fiiniished  by  Mr.  Jaroeii  McCarthy,  harbor  maeter.] 

Name  of  harbor^  Port  Washington,  Wis. ;  collection  district,  Milwaukee,  Win. ; 
nearest  light-house,  on  outer  end  of  north  harbor  pier.  Port  Washington,  Wis. 

ArriraJs  and  departures  of  veHseU. 


Description. 


Arrivals. 

Departure. 

A'o. 
5C 
1        105 

Tons. 
4,  MO 
8,410 

55  !      4.820 
109  1      8,410 

j        161  1  13,360 

160       13, 230 

St«ara  . 
Sail... 


Total . 


Prhicipal  artichu  of  export  and  huport. 
EXPORT.s. 


Articles. 

Ani>leH I 

lJaih*y : 

Hoans ', 

Ik'er 

Brick 

liuttor > 

Chaira 

(.'heeae 

Torn 

Jiftb 

yiour 

Hiiy 

Lath 

I-aither 


Quantity.  I                            Artirlos.  Qnantity. 

Tovg.      !                                                                        I  ToH«. 

37J  ,1  Lumber '  3.750 

329     ;    Malt 450 

30    I    Merc'IiandiHO  (gpuoral) 700 

210     1  Mill  stufl'K  -...". ,360 

2, 400        OntH IflO 

3.")        I»ork  an(i  h(M«f 3^ 

600    I    PotatiM>* 600 

70    '    Provirtioiis 20 

168        .Shingles 420 

J12    '    Stone 140 

.%    I    Wagons  anil  carriagi's 12^ 

1,  .5054    I  Wheat 210 

200     I  Wootlen  ware 65 

41     ll  

280    j'           Total 12,929 


Total  ap|»ro\hii:«te  valiu'.  (^"ifti,  050. 
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Principal  ariich'S  of  erpoti  and  import — Continued. 
TMPOKTS. 


ArtirloH.  1  Quantity. 


A]»plo8 22.i 

JlHik  (tjin) !  1, :{20 

Barltv 2, 580 

iv«i  : :t5 

< 'oal  and  <t>ke 3, 000 

<'orD 19« 

Firth I  45 

Flour ■- . .  -i  11 

nirtfs I  600 

Iron  uiid  Ht<'*l 77J 

Lath 824 

Ijinu'  and  cfUM'iit i  131 


Artu'U'S. 


Quantity. 


I 


Total  :ipi»rnxiniatr  viiliu-.  >Wi91.4(»0. 


,  Ton*. 

Lumber 6, 120 

McnhandiBt*  (genoi-al) i  1, 100 

Oil -JWt 

ProviRions .-. 70 

Salt ? i  52:. 

Saw  logs 7r»0 

Shingles 450 

"Wagons  and  rarrhigoH 9 

Wheat i  1,  aw 

Wood 1,025 

Tot  a  1 20, 6»2i 


LL  15. 


TIAKHOR  OF  IJEFIGE  AT  MILWAUKKE  BAY,  WISCOXSTX. 

Ohject.—To  provide  a  secure  anchorage  for  vessels  engaged  in  the 
general  commerce  of  the  lakes,  by  inclosing  the  northern  se^'tion  of 
Milwaukee  Bay  within  a  breakwater,  ibnnedof  timber  cribwork,  phiced 
and  sunk  upon  a  foundation  of  stone. 

Project.— ?rhe  project  was  adopted  in  1881,  and  provided  for  the  eon 
st ruction  of  a  breakwater,  the  north  arm  of  which  commences  at  a  dis- 
tance of  about  600  feet  fi-om  the  north  shore  of  the  bay,  in  a  depth  of  S 
feet  of  water. 

It^  direction  is  S.  25o  10'  E.,  and  its  length  2,450  feet.  From  this 
point  the  direction  of  the  main  arm  of  the  breakwater  is  changed  to  S. 
lio  W.  for  the  proposed  distance  of  5,200  feet,  with  an  opening  of  400 
feet  at  the  distance  of  1,000  feet  from  the  angle,  to  provide  a  fair-weather 
entrance  and  exit  for  vessels. 

Present  works. — ^The  north  arm  of  the  breakwater  is  completed.  The 
most  northerly  section  of  it,  600  feet  in  length,  is  comprised  of  6  cribs, 
(»a(*h  100  feet  long  and  20  feet  wide,  and  the  remaining  1,850  feet  of  37 
cribs,  each  50  feet  long  by  24  feet  wide. 

The  dimensions  of  the  cribs  foi*ming  the  main  arm  to  the  northward 
of  the  opening  are  50  feet  by  24  feet  by  22^  feet.  Nine  hundred  leet  of 
this  arm  to  the  northward  of  the  opening  has  been  constructed,  upon 
which  875  feet  of  superstructure  has  been  built  to  a  height  of  6  feet 
above  datum,  and  4  cribs  (Nos.  63,  64,  65,  and  66),  ea<;h  100  feet  by  24 
feet  l)y  22^  feet,  have  been  sunk  to  the  southward  of»the  opening. 

Depth  of  tcater. — The  slope  of  the  lake  b^d  from  the  northern  end  of 
the  breakwater  to  the  angle  formed  by  the  north  and  main  arms  is  0.87 
foot  to  100  feet,  the  angle  crib  being  set  in  29.4  feet  of  water.  The  aver- 
age depth  of  water  on  the  line  of  se<*tion  of  main  arm  to  the  southward 
of  the  opening  is  34.6  feet. 

Operations  during  the  fiscal  year. — Under  a  special  agreement  made 
with  Christopher  H.  Starke,  dated  July  17, 1890,  repairs  were  made  to 
Cribs  Nos.  49  and  50  of  the  breakwater,  which  were  seriously  damaged 
by  collision  of  the  steamer  City  of  Traverse,    The  superstnicture  and 
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crib  timbeiK  were  removed  U)  d  deptli  of  2  feet  below  datnui,  the  length 
of  the  lower  spliJitered  timbers  removed  beiug28  feet  aud  of  the  upper 
timbers  73  feet.  The  seventh  and  eighth  courses  from  the  top  of  super- 
structure were  framed  together  to  fit  the  gap,  floated  into  position,  and 
bolted  to  the  sound  timbers  of  the  substructure  with  bolts  64  inches  in 
length;  the  remaining  six  courses  being  constructed  in  the  usual  man- 
ner. Forty  white-oak  piles  of  dimensions  8  by  12  inches  by  30  feet 
were  closely  driven  and  secured  to  the  structure  with  screw  bolts,  24  of 
which  were  placed  on  the  seaward  side  and  16  on  the  west  side  of  break- 
water. Fifby-eight  and  two-thirds  additional  cords  of  stone  ballast  were 
used  in  refilling  the  cribs  and  as  riprap.  The  cost  of  repairing  the  dam- 
age due  to  this  collision,  exclusive  of  superintendence,  was  $2,457.55, 
being  somewhat  less  than  the  estimate  made  before  the  work  was  done. 
The  damage  siistained  through  the  action  of  storms  upon  the  break- 
water during  the  winter  of  1889  and  1890  was  repaired  at  a  cost  of 
$1,789.71. 

Under  the  river  and  harbor  act  of  September  19, 1890,  the  sum  of 
$80,000  was  appropriated  for  improving  harbor  of  refiige  at  Milwaukee 
Bay, Wisconsin,  and  in  response  to  advertisement  inviting  proposals, 
bids  were  received  and  opened  ISTovember  25, 1890,  for  extending  the 
breakwater  400  feet,  more  or  less,  and  building  superstructure  over  400 
feet  of  cribwork  already  sunk  in  place.  The  work  was  awarded  to 
(Christopher  II.  Starke,  who  was  the  loAvest  bidder,  and  a  contract  was 
entered  into  by  him  for  doing  this  work  on  the  13th  day  of  Decemln^r, 
1890. 

During  the  past  winter  a  large  quantity  of  stone  was  quarried  and 
secured  by  the  contractor  in  readiness  for  the  work. 

The  construction  of  Crib  No.  02  was  commenced  on  May  26, 1891,  and 
it  has  been  built  to  the  required  height  of  22J  feet. 

Two  hundred  and  sixty-six  cords  of  stone  have  been  placed  in  position 
for  its  foundation.  This  crib  is  the  la^t  to  be  sunk  to  the  northward  of 
the  opening  for  fair-weather  exit.  Crib  jS^o.  66  is  built  to  a  height  of  8J 
feet. 

The  scow  Dunham  has  been  reengaged  to  serve  as  a  light-ship  at  the 
south  end  of  the  breakwater,  under  a  new  agreement  made  with  her 
owner,  in  accordance  with  the  terms  of  advertisement  and  specifications. 

Remarks  and  recommendations. — Several  severe  storms  have  occurred 
during  the  past  year,  noticeably  that  of  January  1,  1891,  when  the 
southernmost  of  the  cribs,  sunk  to  the  southward  of  the  opening  for 
fair-weather  exit  (J^o.  66,  of  dimensions  100  by  24  by  22^  feetU  was  over- 
turned by  a  heavy  sea  from  the  northeast.  An  inspection  oi  it  rhortly 
after  the  occurrence  showed  that  it  had  been  carried  bodily  to  the  west- 
ward of  the  line  of  west  face  of  the  breakwater.  As  there  was  very 
little  or  no  ice  in  the  lake  in  the  vicinity  of  the  breakwater,  it  is  evident 
that  tlie  crib  must  have  been  moved  out  of  its  position  solely  by  wave 
force.  The  outwiCrd  or  seavf  ard  side  of  Crib  No.  65  was  also  raised  about 
6  inches  during  the  same  storm.  A  large  number  of  3-inch  planks  used 
for  decking  the  breakwater  were  broken  and  a  few  of  the  crib  timbers 
carried  away. 

It  is  proposed  to  use  hereafter  deck  planks  having  a  cross-section  of 
8  by  4  inches. 

With  a  view  to  the  recoveiy  of  the  crib  a  subsequent  inspection  of  it 
was  made  by  a  submarine  diver,  hired  for  the  purpose,  and  his  verbal 
rei)ort  of  its  condition  was  quite  favorable  towards  making  an  effort  to 
recover  and  replace  it  in  i)osition  in  the  breakwater. 
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Tlie  following  correspoiHleiiee  f^ives  the  partimilars  of  the  accident 
auil  recomiueiidatious  as  to  proposed  changes  in  tlie  size  of  the  cribs: 

United  States  Engineer  Office, 

Milwaukee,  Wis.,  January  $4, 1891, 

(Iknerax:  1  have  the  honor  to  subniit  the  foUowing  report  of  the  recent  damage 
to  the  breakwater  of  the  Milwaukee  Harbor  of  Refuge  during  the  storm  of  January 
1, 1891. 

During  the  months  of  June,  July,  and  August.1889,  four  cribs  were  sunk  to  the  south- 
ward of  the  opening  for  fair-weather  exit.  These  cribs  were  each  100  by  24  by  22 i^ 
feet,  and  were  sunk  in  excellent  alignment  upon  a  careftilly  prc])ared  foundation. 
The  natural  depth  of  water  ranged  from  32.9  feet  to  34  feet,  and  Iho  preparation  of 
the  foundation  left  about  20  feet  of  water  over  the  stone.  The  stonn  of  January  1, 
1891,  was  of  great  severity,  as  the  following  quotation  from  the  daily  journal  of  the 
observer  in  charge  of  the  signal  station  here  will  show : 

*' Thursday,  January  1, 1891:  Light  rain  continued  during  day  until  3:30  p.  m., 
local  time,  when  it  changed  to  sleet,  continuing  as  such  until  5:45  p.  ni.,  when  it 
changed  to  snow,  which  continued  until  after  midnight. 

*^  The  worst  storm  of  the  season  prevailed  to-day ;  the  wind  wa*  from  the  north  and 
northeast,  and  blew  with  storm  velocity  from  about  10  a.  m.,  reaching  a  maxLiuunL 
velocity  of  48  miles  jjer  hour  at  7:10  p.  m.,  accompanied  by  blinding  snow.  The 
storm  reached  its  height  at  7:07  p.  m.,  when  1  mile  of  wind  was  registered  blow- 
ing at  the  rate  of  90  miles  per  hour.  Amount  of  precipitation  (rain,  sleet,  and  snow) 
in  past  24  hours,  1.23  inches.'' 

The  hist  crib  of  the  four,  the  southermost  one,  was  reported  soon  after  the  storm 
as  having  disappeared,  and  several  attempts  were  made  to  examine  the  condition  of 
affairs,  but  the  water  was  either  too  roily  or  the  ice  prevented  a  close  approach  until 
tlie  19th  instant,  when  with  a  steam  tug  a  good  examination  could  be  made.  The 
accompanying  tracing  shows  the  approximate  condition  of  the  overturned  crib. 
The  soundings  taken  across  the  foundation  would  seem  to  show  that  some  of  the 
stone  tilling  must'have  fallen  through  the  bottom  grillage  while  the  sea  was  racking 
and  working  the  crib.  The  cost  of  this  crib  with  its  filling  was  $5,967.48;  this  of 
coui*8e  does  not  include  the  foundation.  It  is  my  intention  to  have  this  crib  care- 
fully examined  by  a  diver  next  season  to  see  if  it  can  not  be  raised  and  used  again, 
for  a  reasonable  sum,  and  in  case  it  can  not  it  ought  be  broken  up  and  removed,  as 
in  its  present  position  it  is  a  somewhat  dangerous  obstruction  to  the  use  of  the  har- 
bor of  refuge. 

It  may  be  remembered  that  on  March  23,  1887,  three  cribs  were  overturned  by  the 
pressure  of  an  ice-floe  during  an  easterly  gale.  These  cribs  were  but  50  feet  long 
and  24  by  22^  fee^  in  cross-section.  This  accident  led  to  a  modification  of  the 
plan  by  raising  the  inside  berm  4  feet  and  increasing  the  length  of  the  crib  from  50 
to  100  feet. 

The  Board  of  Engineers  of  April  21, 1881  (see  page  2122  of  Report  of  Chief  of  En- 
gineers of  1881),  concurred  in  Major  Houston's  proposal "  to  give  the  cribs  at  the  shore 
end  of  the  north  arm  of  the  breakwater  a  width  of  20  feet,  and  to  increase  this 
width  to  30  feet  at  its  outer  end,  unless  experience  should  show  that  this  width  of  30 
feet  can  be  safely  reduced."  »  *  ♦  «  Should  experience  show  that  a  less  width 
than  30  feet  will  give  sufficient  strength  to  the  outer  end  of  the  north  arm,  this 
less  width  can  also  be  used  for  the  main  arm  of  the  breakwater." 

It  would  seem  as  though  experience  was  demonstrating  that  an  increase  of  width 
in  the  cribs  was  called  for,  and  although  the  contract  is  already  let  for  an  extension 
of  400  feet,  more  or  less,  of  the  breakwater,  with  cribs  of  24  feet  width,  a  careful 
study  of  the  subject  will  be  made  and  estimates  prepared  for  increasing  the  width 
to  30  feet. 

Very  respectfully,  your  obedient  servant, 

Chas.  E.  L.  li.  Davis, 

Major  of  Engineers* 

Brig.  Gen.  Thomas  L.  Casky, 

Chief  of  Engineers  J  U,  8,  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer,  Northwest 
Division.) 

Office  of  the  Chief  of  Engineers, 

United  States  Aumy, 
Washing  ton  f  D,  C,  February  5y  1891, 
Major:  I  have  to  acknowledge  the  receipt  of  your  report  of  the  24th  ultimo,  re- 
garding the  damage  to  the  breakwater  of  the  Milwaukee  harbor  of  refuge  during 
the  storm  of  January  1,  1891,  and  to  advise  you  that  your  proposition  to  su  limit  an 
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estimate  for  iuci  easing  the  width  uf  theciibHfoithisbrenkwatertoSOfeet  is  approved 
by  the  division  engineer  and  by  this  office. 
By  command  of  Brigadier-General  Casey  : 
Very  roHpect fully,  your  obodirnt  H<^rvaut, 

U.  M.  Adams, 
Major,  Corps  of  ICnffinerrs. 
Maj.  CnAS.  E.  L.  B.  Davis, 

Corps  of  Engineers, 
(Through  Col.  O.  M.  Poe,  Coq>8  of  Engineers,  Division  Engineer,  Northwest  Di- 
vision.) 

[First  indorHotueiit.] 

IT.  S.  ENcjiNF.Kn  Okkick. 

JhtntH,  Mirh.y  Ffhruarff  7.  JS91. 
Resportfnllv  t  ransniitt^d. 

O.  M.  POK, 
Colonel f  Corps  of  Engineers,  c/o., 
Division  Engineer,  Northwest  JHrision, 

TTnitkd  States  Enginekr  Offick, 

.\fihcau1ire,  Wis.,  Fehrunrg  lU  JS91. 

General:  In  accordance  with  instructions  contained  in  Department  letter  of 
February  5,  1891,  I  have  the  honor  to  submit  the  following  renort  nponthe  question 
of  the  necessity  of  enlarging  the  width  of  the  cribs  used  in  the  constniction  of  the 
breakwater  of  the  harbor  of  refuge  at  Milwaukee,  AVis. 

On  the  accompanjring  sketch  I  ig.  1  shows  a  cross  section  of  the  last  24-foot  crib 
and  the  foundation  of  riprap  stone.  It  will  be  seen  that  it  was  sunk  in  34.6  feet  of 
water,-  on  a  foundation  of  stone  14.6  feet  in  depth,  with  an  exterior  slope  of  I  on  2, 
and  interior  one  of  2  on  3,  the  t'Op  wudth  of  the  foundation  being  40  feet,  thus  allow- 
ing a  berme  of  8  feet  on  each  side  of  tlie  crib. 

The  crib  itself  is  100  feet  long,  24  feet  wide,aiid  22|  feet  high.  At  the  ]>resent  low 
stage  of  water  the  top  of  the  crib  projects  about  2^  feet  above  the  water  snrface. 

A  crib  of  this  size  contains  the  following  materials: 

Tine  timber feet,  B.  M..  140,340 

Wrought-iron  bolts pounds . .     14, 44H 

Limestone cords. .  303 

As  is  to  be  expected,  the  weight  of  a  cubic  foot  of  pine  timber  is  variously  given 
by  the  standard  authorities,  depending  upon  the  quality  of  the  timber  and  its  de- 
gree of  dryness,  while  nothing  is  given  as  to  its  weight  after  being  water-scMiked. 
General  Cram,  in  a  memoir  published  in  the  Report  of  the  ChTef  of  Engineers  for 
1868,  gives,  as  the  result  of  his  own  exi>eriment,  the  weight  of  water-«oaked  white- 
pine  timber  at  39f  pounds  per  cubic  foot.  I  therefore  assume  40  pounds  as  the 
approximate  weight  and  486.75  pounds  per  cubic  foot  as  the  weight  of  wrought- 
iron  bars  given  in  Professional  Papers  No.  12.  The  actual  weight  of  the  stone  used 
in  the  cribs,  as  determined  by  careful  experiments,  is  163  pounds.  With  these  figures, 
and  allowing  one-third  for  voids  in  the  stone,  there  would  be  25,856  cubic  teet  of 
stone,  11,695  of  timber,  and  30  of  iron:  or  a  total  of  37,581  cubic  feet. 

This  would  make  the  total  weight  of  the  submerged  crib  as  follows: 

25,856  X  163  4- 11,695  X  40  4- 14,446  -  37,581  X  62.5  =  1,173.981  tons, 

2,000 

or  0.489  of  a  ton  per  square  foot :  that  is  about  half  a  ton. 

This  is  a  weight  per  miming  foot  of  11.74  tons,  which,  with  a  lever  arm  of  12  f&et, 
gives  140.88  foot  tons  to  resist  overturning. 

At  the  present  low  level  of  the  lake  the  top  of  the  crib  is  ordinarily  about  2^  feet 
above  the  water  surface,  but  during  northeasterly  gales  the  water  banks  up  on  this 
shore  so  that  the  cribs  are  entirely  submerged  except  during  the  brief  intervals  ot 
exposure  in  the  trough  of  a  wave,  so  that  the  crib  may  be  regarded  us  entirely  suIh 
merged  in  the  computations  for  weight. 

According  to  Stevenson's  formula  all  the  lakes  have  lengths  of  exposure  neat 
enough  to  generate  waves  over  20  feet  in  height,  but  no  such  waves  have  ever  been 
cVbserved.  The  Board  of  Enffineers  of  1845  were  of  the  opinion  that  waves  under  the 
lieaviest  winds  do  not  exceed  10  feet  in  height  from  the  trough  tothesummit  in  Buf- 
falo Harbor.  Observations  at  Eagle  Harbor,  Lake  Superior,  m  1876,  gave  thehei|rht 
of  the  maximum  waves  at  10  to  12  feet.  Colonel  Robert's  observations  with  dyR«> 
mometers  at  Oswego  Harbor  (see  Report  of  Chief  of  Engineers,  1885,  Part  III,  p. 
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2279),  showed  that  waves  attained  a  height  of  14  to  18  feet,  and  the  breakwater  afc 
t  imee  is  snbjectijd  to  a  force  of  over  1,000  pounds  per  square  foot. 

The  opinion  of  ipeople  conversant  with  Lake  Michigan  is  to  the  vSwi  that  waves 
rarely  exceed  10  toet  in  height,  so  perhaps  12  feet  may  he  taken  as  a  maxiunim. 
(teueral  Cram,  in  the  memoir  before  referred  to,  says:  ^'The  force  of  these  waves  is 
not  percussive,  like  that  of  a  trip  hammer ;  it  is  much  more  like  pressures  increasing 
and  then  decreasing  as  the  wave  comes  up  and  recedes;  and  I  treat  the  subject  by 
taking  the  point  oiapplication  of  the  resultant  of  these  pressures  during  the  storm 
to  be  6|  feet  below  the  upper  limit  of  the  surface  pressed."  Thi?  is  the  law  of  hydro- 
static pressure.  The  more  recent  observations  do  not  confirm  this  view.  Debauve 
says :  ^' We  can  not  take  the  height  of  the  wave  as  a  measure  of  the  pressure,  for  it  is 
not  a  question  of  hydrostatic  pressure,  and  the  liquid  molecules  have  accelerations 
that  may.be  added  to  or  substracted  from  that  of  gravity.  Observations  taken  at 
the  port  of  Havre  in  fact  demonstrated  that  the  law  of  hydrostatic  pressure  did  not 
hold."    (See  page  509,  Des  £aux  comme  Moyen  de  Transport.) 

Rocardiiife  the  wave  as  reaching  the  breakwater  and  rolling  up  the  outer  slope, 
thus  becoming  a  wave  of  translation  and  exerting  its  full  force  throughout  the  entire 
height  of  22.5  feet,  we  should  have 

ii?i^  _  =0.55  of  a  ton: 

22.5X11.^^5      "•^"**«^   ' 

that  is,  a  wave  pressure  much  exceeding  half  a  ton  would  be  sufficient  to  overturn 
the  crib.  Now  the  line  of  direction  of  the  crib  is  11  degrees  west  of  south,  so  a 
northeast  line — ^the  line  of  direction  of  the  worst  storms — would  make  an  angle  of  81 
ilegrees  with  the  outer  face  of  the  crib,  and  with  a  normal  component  of  presure  of 
0.55  of  a  ton  would  require  the  presure  in  the  line  of  wave  propagation  to  be  very 
nearly  one  ton,  viz,  0.983  of  a  ton.  This  is  considerably  greater  than  any  recorded 
observations  on  the  lakes  But  however  defective  the  wave  theory  may  be,  the  fact 
remains  that  the  crib  was  overthrown,  though  it  is  probable  that  this  was  dono 
gradually  by  rocking  the  crib  and  letting  some  of  the  stone  out  through  the  bottom 
grillage,  and  not  by  some  one  wave  of  very  unusual  intensity. 

The  Board  of  Engineers  of  April  21,  1881,  says:  *' Major  Houston  proposes  to  give 
the  cribs  at  the  shore  end  of  the  north  arm  of  the  breakwater  a  width  of  20  feet,  and 
to  increase  this  width  to  30  feet  at  its  outer  end,  unless  experience  should  show  that 
this  width  of  30  feet  can  be  safely  reduced.  The  Board  concurs  in  this.  Should  ex- 
perience show  that  a  less  width  than  30  feet  will  give  sufficient  strength  to  the  outer 
end  of  the  north  arm,  this  less  width  can  also  be  used  for  the  main  arm  of  the  break- 
water." 

Experience  seemed  to  warrant  a  less  w^idth  than  30  feet,  and  therefore  a  width  of 
24  feet  has  hitherto  been  considered  sufficient. 

Fig.  2  of  the  accompanying  sketch  shows  in  cross  section  a  crib  100  feet  long,  30 
feet  wide,  and  22.5  feet  high.  The  following  are  the  estimatcil  «iuantitics  of  mate- 
rials and  cost  of  same : 

157,764  feet  B.  M.  of  pine  timber  (framed),  at  $27 $4, 2.59. 6:< 

319  pounds  of  iron  screw  bolts,  at  4  cents 12. 7<i 

14,852  pounds  of  iron  drift  bolts  (H  inches  round),  at  3  c«'ii(s 445. 5«i 

:«8,512  cords  of  stone  ballast,  at  $7 2, 719. 5« 

7,000  feet  B.  M.,  of  4  inches  by  H  iiielu.s  white  pine  plank,  at  II  etiits f»8.  (K) 

600  pounds  of  iron  spikes  (wrought,  10  inches  by  ^  inch),  at  I  <<uts 24. 00 

Laying  7,000  feet  plank,  at  $5 35. 0<) 

600  feet  B.  M.  pine  boards,  1  inch,  at  $20 12. 00 

Taking  up  7,000  feet  plank,  at  $5 35.  (X) 

Cost  of  one  crib /    7, 641. 53 

Cost  of  foundation. 

816  cords  of  stone,  at  $7 $."),  712. 00 

33  cords  of  large  covering  stone  to  outer  Hloi)e  and  bernie,  at  $12 396. 00 

6, 108. 00 
Cost  of  superstructure 1, 672. 9t) 

SrMMARY. 

Cost  of  crib $7,641.53 

Cost  of  foundation 6, 108. 00 

Cost  of  su})er8tructure 1 ,  672.  IMJ 

Total  cost  of  100  feet  break wat<'r 15, 422. 49 

Add  10  i»er  cent,  for  contingencies 1, 542. 24 

16.964.7:; 
Cost  per  running  foot  of  breakwater 169.  61 
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Making  the  same  computations  as  before,  this  crib  would  exert  a  pressare  upon  its 
foondation  of  1,517.7  tons,  or  0.505  of  a  ton  per  square  foot,  and  would  give  a  moment 
of  resistance  to  overturning  of  227.65-foot  tons  per  running  foot,  being  an  Increase  of 
nearly  62  per  cent,  over  that  of  a  24-foot  crib. 

The  cost  per  running  foot  of  breakwater,  including  foundation,  substructure,  and 
superstructure,  would  be  as  follows : 

For  24-foot  crib,  $144.20;  for  30-foot  crib,  $169.64,  or  an  increase  of  18  per  cent 

The  length  of  the  south  arm  of  the  breakwater  is  3,800  feet.  Four  hundred  feet 
of  this  were  laid  in  the  season  of  1889,  the  outer  crib  of  which  has  just  been  over- 
turned. The  contract  already  lot  calls  for  400  feet  more,  which  will  leave  3,100  feel 
yet  to  be  built.  To  build  this  of  30-foot  cribs  will  increase  the  cost  from  $447,020  to 
$525,354,  an  increase  of  $78,834. 

The  actual  cost  of  the  overturned  crib  with  its  filling  was  $5,967.48.  It  will  there- 
fore bC'Seen  that  from  an  economical  point  of  view  the  occasional  loss  of  a  crib  dur- 
ing a  storm  of  exceptional  severity  would  be  much  cheaper  than  resorting  to  the 
more  expensive  mode  of  construction.  \ 

Fig.  3  of  the  appended  sketch  shows  a  cross-section  of  a  crib  built  with  a  pro- 
jection at  the  base  in  order  to  increase  the  length  of  the  lever  arm.  There  is  a  model 
of  such  a  crib  in  this  office,  but  there  is  no  report  relating  to  it  on  file.  There  would 
bo  some  mechanical  difficulties  of  construction  and  of  handling,  and  it  is  doubtful, 
taking  into  considoration  the  increase  of  stone  foundation,  if  it  would  be  cheaper  iu 
the  end  than  a  wider  crib  with  straight  sides. 

The  following  are  the  widths  of  the  cribs  at  the  various  lake  harbor  breakwaters: 

Foet. 

Buffalo,  N.Y 38 

Oswego,  N.Y .35 

Michigan  City,  Ind 30 

Marquette,  Mich,  (old) 30 

Milwaukee,  Wis 24 

Sand  Beach,  Mich 38 

Cleveland,  Ohio 32 

Chicago,  111 30 

Marquette,  Mich,  (new) 24 

It  will  be  seen  that  with  one  exception  Milwaukee  has  the  narrowest  section,  but 
it  is  to  be  borne  in  mind  that  Milwaukee  Bay  is  partially  sheltered  and  its  break- 
water is  not  subjected  to  such  heavy  seas  as  frequently  prevail  at  Oswego,  Sand 
Beach,  and  Marquette. 

Hie  signal  observer  here  stated  in  a  published  article  in  the  daily  papers  that  the 
extreme  velocity  of  the  wind  on  January  1  was  90  miles  an  hour,  "  the  nighest  Jan- 
uary wind  velocity  during  the  past  20  years,"  so  there  can  be  no  doubt  that  the 
storm  was  one  of  very  exceptional  severity. 

On  looking  over  the  record  I  find  that  the  damage  done  to  the  Milwaukee  break- 
water by  storms  has  been  as  follows : 

Three  cribs,  50  feet  long,  overturned  by  sea  and  ice  March  23,  1887 $9, 200. 71 

One  crib  overturned  January  1,  1891,  100  feet  long 5, 967. 48 

Total 15,168.19 

lliis  out  of  a  total  expenditure  up  to  date  of  $402, 313. 37. 

An  examination'  of  the  reports  of  the  damages  by  storms  to  the  various  lake  break- 
waters disclosed  that  Milwaukee  has  suflfered  very  little  in  comparison  with  other 
harbors  and  that  the  above-named  amount  of  damage  was  exceptionally  small. 

In  conclusion,  therefore,  I  would  recommend  that  no  change  in  size  of  crib  be 
made  at  present,  that  the  contract  with  C.  H.  Starke  of  December  13,  1890,  for  build- 
ing 400  linear  feet  of  cribs  24  feet  wide  be  adhered  to,  and  that  further  experience 
be  waited  for  before  any  change  of  plan  is  decided  upon. 
Very  respectfully,  your  obedient  servant, 

Chas.  E.  L.  B.  Davis, 

Major  ofEuffineen. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  U.  S.  A, 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer,  Northwest  Di- 
vision.) 
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[First  indoraement.] 

Detroit,  Mich.,  February  20, 1891, 
Respectfnlly  forwarded.    The  recouimeifdatiou  of  Major  Davis,  as  expressed  in  the 
closing  paragraph  of  this  report,  is  concurred  in  by  me. 

O.  M.  POE, 
Colonel,  Corps  of  Engifieers,  etc, 
Division  Engineer,  Northwest  Division, 

[Second  indorseiiiout.] 

'  Office  Chief  of  Engineers, 

U.  S.  Army, 
February  fSd,  1891. 

Respectfully  returned  approved  as  recommended  by  the  Division  Engineer. 

«  «  «  «  *  •  « 

By  command  of  Brigadier-General  Casey : 

H.  M.  Adams, 
Major,  Corps  of  Engineers, 
(Through  Col.  O.  M.  Poe,  Corjis  of  Engineers,  Division  Engineer,  Northwest  Di- 
vision.) 

Money  statement. 

July  1,  1890,  balance  unexpended $9, 298.  &5 

Amount  appropriated  by  act  approved  September  19,  1890 80, 000. 00 

89,298.85 
June  30,  1891,  amount  expended  during  fiscal  year 9, 220. 09 

July  1,  1891,  balance  unexpended ; 80,078.76 

July  1,  1891,  amount  covered  by  uncompleted  contracts 70, 000. 00 

July  1,1891,  balance  available 10,078.76 

(Amount  (estimated)  required  for  completion  of  existing  project 309, 737. 91 
Amount  that  can  beproiitably  expended  in  fiscal  year  ending  June30, 1893  200, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  proposals  for  building  400  linear  feet  of  breakwater  extension  and  superstruc- 
ture, harbor  of  refuge  at  Milwaukee  Bay,  Wisconsin,  received  in  response  to  advertise- 
ment dated  October  S7,  1890,  and  opened  November  25, 1890,  by  Maj,  Charles  E,  L,  B, 
Davis,  Corps  of  Engineers, 

Amount  of  appropriation  available  for  this  work,  $70,000. 


Name  and  address  of  bidder. 


Hiero  B.  Herr  &  Co.,  Chicago.  Ill . 
Charles  Bemer,  Green  Baj^  \Vi».. 
Christopher  H.  Starke,  Milwau- 
kee, wis 

Knapp  &  Gillen,  Racine,  Wis 


1^ 


15 

.3 


3         00         JD 


.a 


20     3 
15     3i 


II 


CU. 
5 

4 

4 
4 


$8.00 
7.50 


7.00 
7.25 


|a 


$7.50 
7.50 

8.00 
7.25 


§. 


IS- 


Total  for 
400  feet. 


$00,687.10 
56,487.99 

52,711.90 
55, 125. 85 


With  the  approval  of  the  Chief  of  Engineers,  a  contract  was  entered  into  Decem- 
ber 13,  1890,  with  Christopher  H.  Starke,  the  lowest  responsible  bid<lor,  for  this 
work. 
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COMMERCIAL  STATISTICS  FOB  THE  CAU«:NDAli  YEAR  EXl)ING  DECEMBER  31,  1890. 

Name  of  harbor,  harbor  of  refuge,  Milwaukee  Bay,  Wis. ;  collection  «li»trict,  Mil- 
waukee, Wis.;  nearest  port  of  ontrv.  Milwaukee,  Wis.;  amount  of  revenue  collected 
at  nearest  port  of  entry  is  $328,360.'0^<. 


L  L  i6. 

IMPROVEMENT  OF  MILWAUKEE  HARBOR,  WISCONSIN. 

Object — ^To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
Milwaukee  River,  which  is  the  interior  harbor  of  Milwaukee. 

Project — ^The  original  project,  adopted  in  1852,  provided  for  the  for- 
mation of  a  channel  260  feet  wide  and  12  feet  deep,  by  dredging  across 
the  point  which  overlapped  the  mouth  of  the  Milwaukee  River  at  the 
distance  of  3,000  feet  to  the  northward  of  its  original  outlet,  and  by 
the  construction  of  paraUel  piers  of  crib  work,  each  1,120  feet  in  length, 
for  the  protection  of  the  sides  of  the  channel  thus  tbrmed.  In  1868  an 
extension  of  the  piers  became  ne^tessary  for  the  requirements  of  com- 
merce, and  under  a  continuation  of  the  original  project  both  the  north 
and  south  piers  were  extended  600  feet  into  the  lake  to  18  ieet  depth  of 
water. 

Present  works. — The  entire  length  of  the  channel  between  the  piers  is 
1,740  feet;  its  width  at  the  outer  end  has  been  increased  through  the 
outward  settling  of  cribs  to  284  feet.  The  width  of  each  of  the  1.120- 
foot  sections  of  piers  first  built  is  20  feet.  The  pier  extensions  oi  600 
feet  in  length  are  26  feet  wide,  excepting  the  pier  heads,  which  are  each 
30  feet  wide  and  60  feet  long,  protected  by  a  bulkhead  of  piles  and  oak 
timbers. 

The  superstructure  of  the  inner  section  of  the  north  pier  for  1,052.6  feet 
of  its  length  by  20  feet  in  width  is  of  quarry-faced  dry  stone  masonry, 
the  side  walls  being  4  feet  thick.  Between  these  walls  for  a  length  of 
r»63  feet  the  filling  is  of  stone  packed  with  gravel,  and  covered  with 
large  paving  stones  of  9  inches  in  thickness.  The  filling  between  walls 
for  the  remaining  389.6  feet  is  of  packed  stone  with  a  top  layer  of  con- 
crete pavement  of  9  inches  in  thickness.  Piles  for  the  protection  of  the 
piers  have  been  driven  along  the  channel  faces.  The  superstructure 
over  the  pier  extensions  of  the  600  feet  was  built  in  1871  and  1872.  In 
1887  the  sni)er8tructure  of  the  600  feet  extension  of  the  north  pier  wh»s 
cut  down  and  rebuilt.  In  1889  the  superstructure  of  400  feet  of  the 
outer  section  of  the  south  pier  was  cut  down  and  rebuilt. 

Depth  of  water. — Soundings  were  taken  between  the  piers  and  in 
Lake  Michigan  beyond  the  pier  extremities  on  the  19th  and  21st  of 
May,  1891,  a  plot  of  which  shows  the  depth  of  water  to  have  been  con- 
siderably decreased  in  the  channel  by  sand  deposit  during  the  past 
year,  the  width  of  channel  way  between  the  contour  lines  of  16  feet  be- 
ing but  70  feet  in  its  narrowest  cross  section.  Outside  of  the  ends  of 
the  piers  the  water  is  more  than  18  feet  deep  below  the  datum  plane. 

Operations  during  the  fiscal  year. — On  the  19th  day  of  the  present 
month  proposals  were  solicited,  by  advertising  in  the  daily  papers,  for 
dredging  between  the  piers,  sufficient  to  provide  a  channel  of  18  feet 
in  depth  by  162  feet  in  width,  for  the  fiiU  length  of  the  piers;  the  north 
and  south  boundary  lines  of  the  area  proposed  to  be  dredged  to  be 
(xiuidistant  from  the  piers.  Proposals  are  to  be  opened  at  12  o'clock  at 
noon  of  the  15th  day  of  July,  1891.  The  quantity  of  material  necessary 
to  be  removed  to  effect  this  improvement  is  estimated  ^t  25,081  cubic 
yards. 
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BemarJcs  and  reeommendationH, — In  the  rei)ort  of  June  30,  1889,  the 
needs  of  this  harbor  were  set  forth  in  (ietail.  The  deterioration  of  the 
piers  from  wear  and  climate  has  been  steadily  progressive  since  that 
time. 

During  the  past  year  the  concrete  covering  between  the  side  walls 
of  the  stone  superstructure  has  deteriorated,  c^^iefly  through  the  effect 
of  storms.  In  several  plapes  the  covering  has  been  removed,  and  the 
stone  filling  has  been  swept  out  by  the  waves.  The  vacancies  thus 
caused  should  be  filled  with  stone  of  large  size. 

Money  statement, 

July  1, 1890,  balance  unexpended $742. 13 

Amount  appropriated  by  act  approved  September  19,  1890 6, 000. 00 

6, 742. 13 
June  30,  1891,  amount  "expended  during  iiscal  year 192. 00 

July  1,  1891,balance  unexpended 6, 550. 13 

{Amount  (estimated)  required  for  completion  of  existing  project 14, 000. 00 
Amount  that  can  be  proiitably  expended  in  fiscal  year  ending  June  30, 1893    14, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  STATISTICS  FOR  THE   CALENDAR  YEAR  ENDING  DECEMBER  31,  1890. 


Name  of  harbor,  Milwaukee,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
port  of  entry,  Milwaukee,  Wis. :  amount  of  revenue  collected  during  the  year, 
$328,360.08. 

ArrivaU  and  departures  of  vessels. 


Descriptioii. 


Sloam 

Sail 

Total 


Arrivola. 

Departures. 

Xo. 

3,084 

2,351 

2,282.160 
733,704 

No. 

3,024 

2,271 

Ton*. 
2,252,880 
639.244 

5,435 

3,015,804 

5, 295  j  2, 892, 124 

The  following  extracts  taken  from  the  annual  report  of  the  secretary  of  the  Cham- 
ber of  Commerce  for  the  fiscal  year  ending  April  6, 1891,  show  the  receipts,  Bhipmcnts, 
and  manufactures  of  some  of  the  leading  articles  of  commerce  at  the  harbor  and  city 
of  Milwaukee  during  the  year: 

RECEfi»TS. 


Articles. 


Qaantity. 


Barley,  by  rail  and  lake 

Barley,  local  consumption 

Butter 

Cedar  iwsts 

Cheese  (Wisconsin) 

Coal  (by  lako) 

Coal  (by  r.iilio;nl> 

Com 

Ekrh ,.. 

Firewooil 

Flaxfte<«l  

Flour 

Hides 

Hides  (nianiifai  I  iiml  into  Icnihi  r) 

Hogs 

Hops 


ENG  91- 


-IGl 


Ton». 
254,396} 
107,7101 
2,383 
24,592 
9,413^ 
903,059 
92,999 
23,6374 
2,721} 
242,115 
3,994A 
258, 132} 
10,893 
5,500 
76, 128 
1,2U2 


Articles. 


Iron  ore 

Lumber 

Lath •- 

Midt 

Mill  stuffs 

Oats 

Pie-iron 

l^otatoes 

Salt 

Sbing.es 

Tallow 

Wheat  (t'xolnsivc  of  through  move- 

ment) 

Wool 

Total 


Quantity. 


Ton*. 
243, 576 
565, 84.> 
5,687 
64,359 
16,828 
62, 477} 
42,  UK) 
14, 428} 
76, 08:»J 
20, 20(1 
5l.»Gi 

241, 39:)} 
1.44ii 


3.374,451} 


Digitized  by 


Google 


2o&2      REPOKT   OF   THK   CHIEF    OF   KNGINEERS,  U.  S.  ARMY. 

SHIPMENTS. 


Tims.    ' 

Barle V '118, 2t»}  ; 

ButU-i I  297i  I 

Coal 522,618    I 

Com 5.488    I 

Flonr 344,  ITSJ 

Hide** ! 620J  I 

Hog8 5, 119    I 

I^rd 5,817    I 

LiiDiber 2811.W3 

3f«lt !    47,947t  I 

MeutH  (hulk) i     13,252 


MillHtuffs 

OatH 

Pig  iron 

Pork,  ham,  b<*«*t',  HlioiildcrH,  and    mid- 
dle*  

PotatooH 

Salt 

Wheat 

Total 


Totu. 
70,  SM 
30.566 
66^964 

28,917 
8.170I 
70, 171 
58,^563} 


1,679,516 


MANUFACTURES. 


Articles. 


Valae. 


I 

«.rr $H,  100. 000 

Ikiott*  HJid  «h«M« I      3, 000, 000 

( Vmeiit , 

Ci^ai-M I      1,200,000 

Tol»arro I       1, 350, 000 

I'Umr ' , 

Pi;?  inm 


Qnaniity. 


Tons. 

337,414 


65,230 


Timvan* 

S«»h.  docirs.  uiiil  blind-s 

Kiifiiiu'H  and  /xt'iicrul  inachincrv. 
PriHlm-t  of  rolliii;r  iiiillH 


1,200,000  ' 
7,000,000 
5.  500, 000 
5,500,000 


150. 181 
113,500 


.   MISCELLANEOUS. 

Bank  a«|M»sitx $847,517,053.54 

l\tt«-ipt H  of  ollirt!  of  interna!  rfveiiue 3, 102, 130. 42 


L  L  17. 

IMPROVEMENT  OF  RACINE  HARBOR,  WISCONSIN. 

Object — To  secure  a  navigable  cliaimel  froDi  Lake  Mieliigan  into  licxit 
}{iver,  at  the  mouth  of  which  the  eitv  and  harbor  of  liaeiue  are  situ- 
ated. 

Fp'ojeef, — Tlie  original  project  for  the  improvement  of  this  harbor  was 
made  and  adopted  in  1842  or  1843.  Its  intention  wa^s  to  provide  and 
maintain  a  channel  12  feet  deep  by  dredging  between  protection  piers, 
(constructed  of  crib  woik  placed  parallel  to  etich  other  and  1(>0  feet 
apart,  the  dist^ance  from  the  shore  line  to  12  feet  of  water  in  Lake 
Michigan  being  about  800  feet. 

In  1806  the  project  was  modified  with  a  view  to  providing  a  chaimel 
of  lo  feet  in  depth. 

Under  this  modification  the  north  pier  has  been  extended  030  feet 
and  tlie  south  pier  about  500  feet. 

Present  works. — The  north  pier  is  about  1,400  feet  in  length.  Its 
western  section  of  200  feet  in  length  is  12  feet  in  width;  its mi<idle  sec- 
tion of  0()0  feet  in  length  is  20  feet  wide,  and  it^i  outer  or  eastern  sec- 
tion of  MH)  f(H»t  in  length  is  30  feet  wide.  The  south  pier  is  1,070  feet 
feet  in  length;  its  inner  or  western  scu'tion  of  5.*^)  teet  in  length  is  lt> 
feet  in  width,  and  its  outer  or  eastern  sex'tion  of  540  feet  in  length  is  2(> 
feet  in  width.  The  north  or  weather  pier  extends  380  feet  larther  into 
the  lake  than  the  south  pier. 
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Depth  of  water, — The  uatuml  depth  of  water  on  the  bar  in  front  of 
the  mouth  of  the  river  before  artificial  improvement  was  made  was  vari- 
able. The  effe<^'t  of  a  northeast  storm  would  be  to  deposit  sand  to 
such  an  extent  as  to  comx)letely  obstruct  the  entrance  until  an  accu- 
mulated head  of  water  in  the  river  became  sufficient  to  remove  the 
barrier,  and  upon  a  change  of  wind  sometimes  a  narrow  channel  of  5 
or  6  feet  would  be  scoured  out. 

The  work  done  under  the  project  previous  to  1860  provided  a  chan- 
nel of  from  9  to  10  feet  in  depth.  The  extension  of  the  piers,  with  the 
periodicajl  dredging  which  has  been  done  since  1860,  has  generally 
maintained  a  channel  of  ixom  13  to  15  feet  in  depth,  but  the  mainte- 
nance of  a  15-foot  channel  is  dependent  upon  a  frequent  use  of  the 
dredge. 

A  plat  of  soundings  taken  between  tlie  harbor  piers  on  the  11th  of 
April  of  this  year,  on  which  is  also  included  soundings  taken  on  the 
19th  of  May  over  an  extensive  a^A-ea  outside  of  the  piers  and  to  the 
depth  of  20  feet  of  water  in  Lake  Michigan,  shows  that  extensive  de- 
posits of  sand  have  been  made  since  dr^edging  was  done  in  May,  1890, 
which  debar  vessels  drawing  13  feet  of  water  from  entering  the  harbor 
during  stormy  weather. 

To  the  northward  of  the  harbor  piers  the  12-foot  contour  line  over- 
hangs the  eastern  extremity  of  the  north  ])ier,  and  the  bar  from  the 
southward  projects  into  the  channel,  with  but  12  feet  of  water  on  its 
crest.  The  banks  alongside  the  piers  have  increased  to  such  an  extent, 
that  the  contour  lines  of  12  feet  are  not  more  than  45  feet  apart  in  the 
narrowest  part  of  the  channel,  near  its  west  end. 

Operations  during  tlie  fiscal  year. — Under  the  river  and  harbor  act  of 
September  19, 1890,  the  sum  of  $17,500  was  appropriated  by  Congress 
for  continuing  the  improvement  of  Raeine  Harbor. 

In  response  to  public  advertisements,  proposals  were  received  and 
oi>ened  on  JITovember  25,  1890,  for  extending  the  south  pier  into  Lake 
Michigan  to  a  farther  distance  of  200  feet  by  constructing  four  cribs, 
each  of  dimensions  50  feet  by  20  feet  by  18J  feet,  and  sinking  them  on  a 
fimndation  of  piles,  driven  and  cut  off  on  alignment  to  receive  them. 
Ofters  to  do  this  work  were  made  by  five  contractors,  the  lowest  bid  re- 
ceived being  that  of  Messrs.  Truman  and  Cooper,  of  Manitowoc,  Wis.,  and 
a  contract  was  fonnally  entered  into  with  them  on  the  13th  clay  of  De- 
cember, 1890,  under  which  thev  are  to  complete  the  specified  work  on 
or  before  the  15th  day  of  October,  1891. 

In  view  of  the  difficulty  of  entering  the  harboi',  and  the  necessity  for 
immediate  relief  by  dredging,  a  circular  letter  was  sent  to  contractors, 
dated  May  27,1 891,  requesting  bids  for  deepening  the  channel  between  the 
piers  and  on  the  bar  at  harbor  entrance,  as  far  as  the  available  fiinds 
would  admit,  by  dredging  to  a  depth  of  15  feet  and  to  a  width  of  80  feet, 
the  quantity  of  material  to  be  removed  being  about  14,000  cubic  yards. 

The  bid  of  Mr.  S.  O.  Dixon,  19^  cents  per  cubic  yard,  was  the  lowest 
offer,  and  an  agreement  was  entered  into  with  him  for  doing  the  neces- 
sary work  on  tlie  15th  day  of  June,  1891. 

Work  was  commenced  by  the  dredge  under  this  agreement  on  the 
22d  day  of  June,  1891,  since  whiith  time  4,089  cubic  yards  of  material 
have  been  remove<l  from  the  center  of  the  channel  between  the  piers. 

RmiarlxS  and  ncommrndations. — Until  both  ])iers  are  extendexl  farther 
int^>  the  hike  a  fieijuent  use  of  tlie  dredge  will  be  necessary.  Tlu»  sii- 
])erstnicture  of  tlie  western  section  of  the  north  i)ier,  2(M)  feet  in  length 
by  12  fiict  in  width,  and  (^35  feet^of  its  middle  section  of  20  feet  in  width, 
is  becoming  dilapidated. 
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Three  hundred  and  ten  feet  in  length  of  the  superstructure  at  the 
west  end  of  the  south  pier  needs  to  be  renewed. 

The  north  pier  sliould  be  extended  300  feet  and  the  south  pier  oOO 
feet,  or  300  feet  beyond  the  eastern  extremity  of  the  work  to  be  done 
under  the  present  contract  of  Messrs.  Truman  and  Cooper. 

Money  statement 

July  1,  1890,  balance  unexpended $543. 59 

Amount  appropriated  by  act  approved  September  19,  1890 17, 500. 00 

•    18,043.59 
June  30,  1891,  amount  expended  during  fiscal  year 399. 71 

July  1,  1891,  balance  unexpended 17, 643. 88 

July  1,  1891,  amount  covered  by  uncompleted  contracts 14, 000. 00 

July  1,  1891,  balance  available 3, 643. 88 

(Amount  (estimated)  required  for  completion  of  existing  pr(»ject 64, 500. 00 
Amount  that  can  beprofitably  expended  in  fiHcal  year  ciidin «?  J ime 30, 1893    50,000. 00 
Submitted  in  comi)liance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  proposals  for  building  200  linear  feet  of  pier  extension  at  Racine  Harbor ,  Wis- 
consin, received  in  response  to  advertisement  dated  October  ^,  1890,  and  opened  Notem- 
ber  25,  1800,  by  Maj,  Charles  E,  L.  B.  Davis,  Corps  of  Engineers, 

Amount  of  appropriation  available  for  this  work,  $14,000. 


Xamc  and  address  of  bidder. 


Hiero  B.  Herr  &  Co.,  Chicago, 

ni. 

Horatio  Truman  and  George 
Cooper,  Manitowoc,  Wis. 

Christopher  H.  Starke,  Mil- 
waukee, Wis. 

Peter  W.  Galloway,  Kacine, 
AVis. 

Knapp  &  Gillen,  Kacine,  Wis. 


I 


|2S     $23 
I 

26  ,     22 

27  \    25 
33  !    29 


.3 

CM 


$24 

18! 

SO  I 


% 


Is 

■li 


$0.  r>o 

7.50 
10.00 
10.  50 

8.50 


$13.00 
12.00 
15.00 
50.00 
10.40 


a 


12 

12  j 

12  1 

I 

10  1 


go'-;: a?  -^ 


$35{  4 

30  ;  3 

[ 

40  4 


\0t9:cu. 

5 


Total  for 
200  feet. 


t 


$15,298.40 
13, 219. 20 
16,  Oil.  60 
20.941.40 
13,W7.40 


AVitli  tho  approval  of  tho  Chief  of  P^ngincers,  a  contract  was  entered  into  Pecem- 
bcr  13, 1890,  with  Horatio  Truman  and  George  Co 


clcrs  for  this  work. 


jcorgo  Cooper,  the  lowest  resi>ousiblo  bid- 


COMMKIUIAL    STATISTICS    FOR  THK    CALENDAR  YEAR    ENDING  DECEMBER  31,    1890. 

[Famished  by  the  common  oouneil  of  the  city  of  Racine.] 

Name  of  harbor,  Racine,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest  port 
of  entry,  Milwaukee,  Wis. ;  amount  of  revenue  collected  at  the  nearest  port  of  entry, 
$328,3G0.08.  *-  j* 
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Arrivals  avd  departures  of  vessels. 


Description. 

Arrivals. 

Departures. 

Steam 

No.          Ton^. 
584       408, 830 
422  1      89, 802 

No. 
639 
461 

Tons. 
426, 300 

Sail     . 



98,450 

Total 

1,006  1    498,632 

1,100 

524, 750 

Friuc'qyal 

articles  of  export  and 
EXPORTS. 

import. 

Tons. 

Agricultural  implements 32, 5923 

Beer 3,790^ 

Brick 22,396 

Butter 17J 

Chairs 19^ 

Fish 112| 

Fumituri5 271} 

Hav 12,840 

Lath 412* 

Loat  her 498j 

McrchiiiKlise,  (jicn ;ia I) 1 39, 750 

:M ill  stuffs 11,653 

Oats 444i 

Oil 2,247 


Tons. 
Peas 

Porkand  beof 48} 

Posts  (feuoo) 1, 019 

Sash,  doors,  and  blinds 117 

Shingles 163| 

Stone 3,500 

Wagons  and  carriages 10, 536 

Wood 1,875 

Wool 95| 

Total 244, 574| 

Total  approximate  valno $8, 889^117. 70 


IMPORTS. 


Tons. 

Apples 183| 

]$ni^  (tan)   1, 793 

Barley '      2, 357^ 

Beer 5,687i 

Brick 600 

Cattle 258 

Coal  and  «M»ke 99, 065 

Corn 632i 

riot* 616 

Gambler 324i 

Hav 5,025 

Hides 569 J 

Iron  and  steel 22, 711 

Lath 687i 

Leather 271 

Lime  and  cement 1, 83( 

Lumber 60, 000 

Herchaadiso  (general) 1. 351, 328 


Tons. 

Oata 1,083 

Oil 1,977 

Paper 283 

Post*  (fence) 1,402^ 

Potatoes 1 09i 

Provisions 354 

Salt 1,588^ 

Sash,  doors,  and  blinds 39j 

Sheepskins  126| 

Sh  in  gles 600 

Tobacco ■  43} 

Wheat 5,628 

Wood 36. 475 

Wool 87^ 

Total 1,603,736^ 

Total  appruxinnite  value $5, 625, 580 


LLi8. 


IMPROVEMENT  OF  KENOSHA  HARBOR,  WLSCONSIN. 

Object. — To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
extensive  basin  at  the  mouth  of  Pike  Creek,  upon  which  the  city  and  • 
harbor  of  Kenosha  are  situated. 

Project — The  original  pi'oject  for  the  improvement  of  this  harbor, 
.adopted  in  1852,  was  to  secure  a  channel  12  feet  deep  from  12  feet  of 
water  in  Lake  Michigan  to  the  interior  basin  or  bayou  by  the  construc- 
tion of  piers  place<l  parallel  to  each  other  and  160  feet  apart  and  by 
dredging  between  them.  In  1866  a  modification  of  the  original  project 
was  made  in  order  to  provide  a  navigable  channel  15  feet  in  depth. 

Present  works, — The  north  pier  is  1,600  feet  in  length.  Its  inner  or 
western  section,  which  was  built  either  by  private  parties  or  the  city  of 
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Kcuosba,  is  of  pilo  Avork,  'U>5  ft^i^f  in  length  and  112  foot  in  width.  Tho  ;^ 
}i4 joining  Koction  to  the  oaRtwanl,  built  nnder  tho-oviftinal  projei't  of  ': 
JS52,  is  of  orib  work,  010  r(»<»t  lonj*,  iind  IS  f(M»t  wide.  The  extension  of  « j 
this  pier  since  18C()  is  (i^o  i'<jet  loiijr,  25(»  fe^t  of  which  is  30  feet  wide.  | 

The  south  pier  is  8(M)  feet  long  and  20  feet  wide,  commencing  at  the        ^ 
shore  line  and  extending4nto  the  lake.  J ! 

The  north  pier  exti^nds  420  feet  farther  into  the  lake  than  the  south        • ; 
pier. 

Depth  of  icater. — The  natural  dei>th  of  water  at  the  mouth  of  Pike  i 

Creek  before  it  was  improved  changed  with  eaeh  recurring  easterly         j 
storm;  not  more  than  2  or  3  feet  could  be  depended  upon  at  the  entrance. 
The  work  first  done  under  the  project  furnished  a  channel  of  from  9  to        ;  | 
10  feet  in  depth  between  the  piers. 

The  extensions  of  the  piers  since  1866,  together  with  periodical 
dredging,  have  generally  provided  a  channel  about  12  feet  in  depth, 
but  in  order  to  maintain  a  greater  depth  of  water  frequent  applications 
of  the  dredge  have  been  necessary. 

Soundings  wefe  taken  in  the  harbor  basin,  previous  to  the  commence- 
ment of  dredging  operations,  and  early  in  May,  1891,  minute  soundings 
were  taken  between  the  harbor  piers,  and  also  over  a  large  area  outside 
of  the  piers,  to  the  line  of  20  feet  of  water  in  Lake  Michigan.  A  plat 
of  these  soundings  showed  that  it  was  practicable  for  a  vessel  drawing 
not  niore  than  13  feet  of  water  to  enter  the  harbor,  but  as  the  channel 
was  tortuous,  the  removal  of  about  6,000  cubic  yards  from  projecting 
banks  and  the  crest  of  the  bar  at  entrance  was  found  to  be  necessary- 
to  effect  a  safe  entrance  with  a  draft  of  13  feet. 

Operations  during  the  fiscal  year, — Under  the  river  and  harbor  act  of 
September  19, 1890,  appropriating  817,500  for  the  improvement  of  Keno- 
sha Harbor,  a  condition  was  made  that  $2,500  of  this  sum  should  be 
expended  in  dredging  in  the  harbor  basin,  in  conformity  with  which  an 
agreement  was  made  with  Mr.  S.  O.  Dixon  for  excavating  a  channel  of 
80  feet  in  width  across  the  basin  from  the  west  end  of  the  harbor  piers 
to  the  wharves  on  the  west  side  ,of  basin,  and  for  excavating  and  re- 
moving the  material  to  a  depth  of  14  feet  over  an  area  sufi^ciently  large 
to  admit  of  the  maneuvering  and  winding  of  vessels,  discharging  or 
taking  on  freight  from  the  wharves  in  the  basin.'  The  area  over  which 
dredging  has  been  done  is  nearly  3  acres  in  extent.  The  character  of 
the  material  forming  the  bed  of  the  basin  is  chiefly  mud.  The  quantity 
of  material  removed  under  this  agreement  was  20,918.8  cubic  yards,  at 
a  cost  of  11 J  cents  per  cubic  yard. 

On  May  19, 1891,  a  circular  letter  was  sent  to  the  owners  of  dredg- 
ing plants  requesting  bids  for  removing  about  6,000  cubic  yards  of  ma- 
terial from  banks  between  the  harbor  piers  and  from  the  bar  at  en- 
trance, in  answer  to  which  three  proposals  were  received.  The  lowest 
offer  made  to  do  this  work  was  19  cents  per  cubic  yard,  that  being  the 
bid  of  Mr.  F.  M.  Knapp,  and  on  the  3d  of  June,  1891,  an  agreement 
•was  made  with  him  to  remove  the  obstructions  to  the  depth  of  14  feet 
on  those  terms.  This  work  was  completed  on  June  19, 1891,  the  quan-  • 
tity  of  material  removed  being  6,402.5  cubic  yards. 

Under  the  provisions  of  act  of  September  19, 1890,  the  larger  share 
of  the  appropriation  is  being  applied  to  the  extension  of  the  south  pier. 
In  answer  to  advertisement  of  October  27,  1890,  proposals  were  re- 
ceived and  opened  on  November  26, 1890.  for  extending  this  pier  150 
feet,  by  constructing  three  cribs,  each  or  dimensions  50  by  20  by  LSJ 
and  sinking  them  on  a  foundation  of  piles  driven  and  cut  off  on  ab'gif- 
ment  for  their  reception.    Five  bids  to  do  this  work  were  received,  the 
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lowest  being  from  MessFiS.  Trnman  and  Cooper,  of  Maiiitowcw,  Wis., 
and  a  contract  was  entered  into  with  them  for  doing  the  work,  on  the 
13th  day  of  December,  ISOO.  The  three  cribvS  under  this  contra(»t  have 
been  constructed  and  sunk  in  accordance  with  specifications,  but  the 
full  complement  of  stone  ballast  is  not  yet  delivered,  nor  the  requisite 
superstructure  built. 

EevmrTis  and  reeommeiidatmis. — A  i)lat  of  the  soundings  taken  last 
month  shows  that  the  contour  line  of  12  feet  of  water  overlaps  the  east 
end  of  the  north  pier  at  a  distance  of  200  feet  to  the  nortliward  of  the 
l>ier8,  and  the  bar,  which  constantly  forms  to  the  southward,  protrudes 
into  the  channel  from  that  direction.  These  growing  obstnictions  show 
that  a  channel  of  12  feet  in  depth  can  not  be  mainlined  without  con- 
stant dredging  until  the  i)iers  ate  extended  farther  into  Lake  Michigan. 

Money  stafemeuL 

July  1,  1890,  biaance  nnexponrtea .$1,435.23 

Amount  appropriated  by  act  approved  Sept«*inlM*r  10,  1890 17, 500. 00 

18,  9a5. 23 
June  30,  1891,  amount  expended  during  imvnl  year 2. 886. 20 

.July  1,  1891,  balance  unexpended '.     n»,049.03 

July  1,  1891,  outstanding  liabilities $1,151.47 

July  1,  1891,  amount  covered  by  unconiplete«l  eontnietM 10,  <KK).  00 

11,151.47 

July  1.  1891,  balance  available 1,897.56 

C  Amount  (estimated)  required  for  completion  of  exist iuju^  ])roject tU,  500. 00 

J  Amount  that  can  beprofitablyexpendetl  in  liscjilyenrendiujj  June  30, 181K<    50,000.00 

\ Submitted  in  compliance  with  requiremeulM  of  stM-tions  2  of  river  and 
harbor  acts  of  1866  and  1867. 

• 


Ahftiract  of  proposaU  for  hmJdinfi  l'»o  fhiear  fr*'t  of  pier  extension  at  KenoMha  Ilarlpor. 
niwomtin,  receired  in  reitpomte  io  udrrrliHnnt'ut  daicd  (h-tohrr  ,'7,  /.V.'^>,  and  ojtened 
Sorember :?'/,  1S90,  htf  Maj.  f'hutt.  E.  L.  B.  Darin,  CorpM  of  KiuiinerrH. 

Amount  of  .appropriation  available  for  this  work,  $10,500. 


Name  nml  oiMn-H?*  of  UitldiT. 


lis  .  --^  -i- 


HP;     U:£     ^-^  '      ^ 


M    ii*^  I 


Hieix*  \\.  Herr  &  Co.,  Chicago,  HI $:M) 

Honitlfi  Trninauan<l  (Icorge  Ccmuht,  Maui- 

t«»W<K\  WlH 2K 

ChriHtoplipr  H.  SUrke.  Milwaiilce<>,  Wjh.  ..  :{o 

Pftcr  \v.  (  JhUowhv,  l{a<-ni«»,  WIm 'X\ 

Kiiiipp  &  <;ilU'!i,  Kucine,  Wia :m 


•5J 


24 
24 
20 


7.  :*y 

lU.  INI 
1.1.  .'HI 
10.  00 


'5 


l- 


i  S 


4c2:{    $24    $10.00     $i:{ 


12 

.'l<» 


4 

4 
4 

4 


i 

i 

3 


cu.ct*. 

r>  I    5     $11,519.00 


9.812.35 
11.8^.00 
16. 051. 80 
II.  085. 00 


With  the  approval  of  the  Chief  of  Kn«:iiieerK.  a  contract  wa.n  eu 
T  13.  1890,  with  Horatio  Truman  and  (ieorge  ('<Kiper,  the  lowest  i 


ber 

for  this  work. 


tere<l  into  neceni- 
reMponsii)ie  bi4liler, 
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Cd'MMKRCIAL  STATISTICS  FOR  THE  CALENDAR  YEAR  ENDING  DKCKMREU  31,    1800. 

[Farnished  by  tlio  Hon.  O.  M.  Pottit,  Mayor  of  KcnoshR.] 

Name  of  harbor,  Kenosha^  Wisconsin.  Collection  district,  Milwaukee,  "Wis.  Near- 
est port  of  entry,  Milwaukee^  Wis.  Amount  of  revenue  collected  at  the  nearest  jwri 
of  entry,  $328,360.08. 

ArrivaU  and  departures  of  vessels. 


DcBcription. 

Arrivals. 

Depart  lu^. 

Steam          

58 

9.961 
20.984 

No, 
58 
156 

Tom. 
9  954 

Sail     

161 

20  600 

Total 

219 

30,945 

217 

30.554 

Vrinvxpal  articlcH  of  export  and  im2}ort. 

EXrOIITS. 

Tons. 

Horses 4 

Merchandise  ( jit'iii^ral) -. 11 

Oats 4J 

Sand -4,050 

Total -, 4.06Si 

IMPORTS. 

Apples H 

Bark{t«ii)  13,200 

Coal  and  cokr 10, 900 

Latli 275 

LuralMT 18, 750 

Posts  (IViuM) 314| 

Pot«t<Mw 106 

Shingles 450 

Slabs • 1,080 

Stone 425 

Wood .y 4,250 

Total 50,3SS| 

Total  approximate  value $195, 580 


L  L  19. 

IMPROVEMENT  OF  WAUKEGAN  HARBOR,  ILLINOIS. 

Object — To  provide  a  shelter  for  the  protection- of  vessels  engaged  in 
the  commerce  of  the  city  of  Waukegan. 

Project. — In  1852  an  appropriation  of  $15,000  was  made  for  the  "im- 
provement of  the  harbor  and  breakwater  at  Wankegan,  Hl.'^  The  plan 
adopted  was  a  breakwater  parallel  to  the  shore  in  20  feet  of  water. 
One  crib,  30  feet  by  25  feet,  was  placed  in  position,  but  was  carried 
away  by  a  storm  and  the  work  then  abandoned.  In  1872  an  examina- 
tion and  report  were  made,  as  called  for  by  the  river  and  harbor  act  of 
that  year.  This  plan  contemplated  a  breakwater  in  24  feet  of  water. 
No  action  was  taken  on  this  report. 

The  chariicter  of  the  improvement  of  this  harbor  is  somewhat  differ- 
ent from  that  of  other  points  on  the  great  lakes.  Most  of  the  improve- 
ments have  consisted  in  deepening  the  mouths  of  streams  emptying 
into  the  lake,  but  at  Waukegan  there  is  only  a  creek  emptying  into  the 
lake,  and  it  is  of  no  importance  for  han)or  purposes. 
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The  present  project  was  adopted  in  1880,  its  intention  being  to  con- 
struct an  exterior  basin  of  suflBcient  capacity  to  meet  the  requirements 
of  the  local  trade  by  inclosing  a  portion  of  Lake  Michigan  within  piers 
constructed  of  pile  work,  and  an  entrance  channel  between  piers  from 
a  depth  of  12  feet  of  water  in  Lake  Michigan  to  the  basin;  the  channel 
and  basin  to  be  excavated  by  dredging  to  the  depth  of  12  fe^t. 

Present  tcorls. — The  length  of  the  north  pier  is  1,259.6  feet;  the 
length  of  the  south  pier  is  1,024.9  feet,  making  a  total  length  of  pier 
work  of  2,284.5  feet. 

The  north  pier,  which  incloses  the  basin,  is  comprised  of  three  sec- 
tions, the  first  of  which  runs  easterly  from  inside  the  shore  line  as  it 
existed  in  1879  for  a  distiince  of  345  feet  into  the  lake.  This  section  is 
comprised  of  a  single  row  of  12  by  12  inch  squared  pine  piles,  leenforced 
at  the  angle  or  outer  end  for  a  length  of  80  feet  with  oak  piles  driven 
at  a  distance  of  12  feet  from  the  fi'ont  row,  the  interior  space  being  filled 
with  stone  ballast. 

The  next  section  of  pile  work,  16  feet  wide,  runs  in  a  southerly  direc- 
tioxi  for  a  distance  of  380.8  feet  to  the  channel  angle. 

The  outer  section  of  16  feet  in  width,  which  runs  in  an  easterly  direc- 
tion for  a  distance  of  533.8  feet  from  the  channel  angle  into  Lake  Michi- 
gan, is  comprised  of  two  rows  of  closely  driven  white-oak  piles,  divided 
into  sections  by  cross  rows  driven  at  distances  of  about  32  ieet  apart, 
double  sheeted  with  3-inch  pine  plank,  and  filled  with  stone  ballast  to 
a  height  of  2  feet  above  datum. 

The  south  pier  is  built  upon  a  prolongation  of  the  line  of  the  south 
side  of  Madison  street,  in  the  city  of  Waukegan.  The  inshore  section 
of  this  pier,  140.3  feet,  is  comprised  of  a  single  row  of  square  pine  piles 
of  dimensions  12  by  12  inches  by  18  feet,  with  the  exception  of  the  outer 
24  piles,  which  are  22  feet  in  length  ana  12  inches  square. 

The  next  outer  section  of  100  feet  in  length  is  convstructed  of  round 

white  oak  piles,  each  30  feet  in  length,  on  alignment  at  distances  of  3 

feet  from  center  to  center^  and  sheeted  with  two  rows  of  planks  of 

dimensions  3  inches  by  12  inches  by  22  feet,  driven  close  and  breaking 

,  joints,  and  spiked  to  the  waJes  which  inclose  and  secure  the  round  piles. 

The  next  section  to  the  eastward,  of  109  feet  in  length,  is  built  with 
round  white-oak  piles,  each  30  feet  long,  driven  at  distances  of  3  feet 
from  center  to  center  and  secured  with  binders.  On  the  south  side  of 
this  row  pine  piles  of  8  inches  by  12  inches  by  26  feet  are  driven  in 
close  contact  and  bolted  to  the  binder  and  reenforced  with  a  pine 
binder  of  3  by  12  inches. 

The  outer  section  of  this  pier,  675.6  feet  in  length,  is  comprised  of 
two  parallel  rows  of  white-oak  piles  of  31  feet  in  length,  driven  in  close 
contact  at  distances  of  14  feet  from  center  to  center  of  rows  and  divided 
into  sections  of  about  32  feet  each.  These  rows  are  secured  and  bound 
in  place  by  means  of  wales,  binders,  screw  bolts,  and  tie-rods  in  a  simi- 
lar manner  to  those  of  the  outer  section  of  the  north  pier. 

On  the  south  side  of  the  north  row  a  double  sheeting  of  pine  plank  3 
inches  by  12  inches  by  22  feet  is  driven,  and  spiked  to  the  wales  in  a 
similar  manner  to  the  second  section.  The  interior  of  this  section  has 
been  filled  with  stone  ballast  to  a  height  of  2  feet  above  datum,  but  in 
some  places  it  has  settled  somewhat  below  that  level. 

In  the  construction  of  these  piers  it  has  been  necessjlry.  to  place  a 
riprap  of  stone  along  the  outer  sides  of  the  piles  as  fast  as  they  have 
been  driven. 

Depth  of  water, — Before  work  was  commenced  upon  this  harbor  the 
distaiice  i'rom  the  line  of  shore,  in  front  of  which  the  piers  have  been 
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constructed,  to  the  natural  deptli  of  12  feet  of  water  in  Lake  Michigan 
waft  iiboiit  870  feet,  but  as  the  work  luis  progressed  an  extensive  accre- 
tion has  been  formed  to  the  northward  of  the  harbor.  The  shore  line 
now  intersects  the  north  pier  at  a  distance  of  600  feet  outside  or  to  the 
eiistward  of  the  line  of  shore  as  it  existed  in  1879,  and  the  depth  of  12 
feet  of  water  is  about  350  feet  outside  that  former  line  of  depths,  or 
more  than  1,200  feet  to  the  eastward  of  the  line  of  shore  of  1879. 

At  the  close  of  operations  with  the  dredge,  on  the  24th  of  October, 
1889,  a  channel  was  available  for  navigation  between  the  piers  120  feet 
>\ide,  550  feet  long,  and  12  feet  deep,  and  in  the  basin  the  water  was  12 
feet  deep  for  a  length  of  600  feet  and  a  width  of  160  feet. 

At  the  present  time  there  is  but  a  very  narrow  channel  close  to 
the  north  pier  (about  30  feet  in  width),  which  is  available  for  small 
craffc  drawing  not  more  than  8  feet  of  water,  an  extensive  bank  of  sand 
with  but  3  to  4  feet  of  water  over  it  having  been  formed  since  dredging 
was  done  in  1889,  and  covering  two-thirds  of  the  are^  inclosed  between 
the  north  and  south  piers. 

Operations  durhuf  the  fiscal  year. — ^Under  the  provisions  of  the  riTcr 
and  harbor  act  of  September  19, 1890,  appropriating  $35,000  for  the  im- 
provement of  .Waukegan  Harbor,  operations  have  been  commenced  by 
hired  labor  and  purchase  of  materials  as  follows:  In  the  latter  part  of 
October  and  in  Kovember,  1890,  the  whole  of  the  bed  and  firame  lim- 
bers of  the  pile  driver  belonging  to  the  United  States  were  taken  out, 
and  the  decayed  timbers  were  replaced  with  new  material,  the  whole 
machinery  being  put  in  good  working  condition  in  readiness  for  opera- 
tions during  the  present  working  season.  The  total  cost  of  making 
these  repairs  was  $897.64.  Proposals  were  received  in  response  to  cir- 
cular notices,  which  were  extensively  issued,  requesting  bids  to  furnish 
the  necessary  materials  forconstnicting  extensions  to  the  harbor  piers. 
The  lowest  bids  received  and  accepted  in  confonnity  with  the  condi- 
ditions  specified  in  the  circulars  were  from  the  following  parties^  viz: 

J.  M.  Laurie,  of  Stargeon  Bay,  for  stone  ballast per  cord. .  $7. 00 

George  Kirk  dD  Son,  of  Waukegan,  for  pine  plank,  3  inches  by  1^  inches 

by  24  feet per  M.  ft.  B.M..  19.50 

Cairo  Lumber  Company,  of  Chicago,  for  6  inches  bv  12  inches  by  18  feet 

and  20  feet  oak  timber ...perM.  ft.  B.M..  24.50 

Chicago  Forge  and  Bolt  Company,  for  iron  rods,  machine  bolts,  and  spikes 

per  pound 02  j^JV 

Chicaj^o  Forge  and  Bolt  Company,  for  iron  screw  bolts ^er  pound..  . 02i*\,V 

F.  Bairstow,  of  Waukegan,  for  coal  for  engine  of  pile  driver per  ton.  -  4. 25 

Early  in  April  the  pile  driver  was  moved  around  the  harbor  basin 
from  the  west  end  of  the  south  pier  to  the  outer  end  of  the  north  pier, 
and  on  the  23d  of  April  pile  driving  was  commenced  for  the  extension 
of  this  pieron  a  line  parallel  with  the  direction  of  the  south  pier.  A  foot- 
walk  was  constructed  on  the  north  pier  before  pile  driving  was  com- 
menced. 

The  first  consignment  of  (58  cords  of  stone  from  Sturgeon  Bay  reached 
Waukegan  on  the  6th  of  May,  1891.  At  a  distance  of  from  20  to  32 
feet  from  the  eastern  extremity  of  the  north  i)ier  the  sand  overlying  the 
clay  was  scoured  out  by  wave  action  to  a  depth  of  22  feet  during  the 
storms  of  tlie  pa.st  winter.  Piles  34  feet  long  were  used  to  cross  over  this 
section.  V\}  to  this  date  six  sections  of  32  feet  each  in  length  have  been 
completed,  making  an  extension  of  192  feet  to  the  north  pier. 

Remarlis  and  recommendations. — ^At  the  close  of  the  fiscal  year  the 
work  is  progressing  favorably,  and  it  is  proposed  to  extend  tiie  north 
pier  to  a  farther  distance  of  192  feet,  making  a  total  extension  of  384 
feet  during  this  working  season. 
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The  ext;ension  of  the  sonth  i>ier  will  thou  becoinuieu<*e<U  the  proposfxl 
h^n^j'th  of  wliirh  is  2.">()  fe«»t,  to^<»ther  mnkiiig  a  Uytnl  hni^Mi  of  f>4()  feet. 

The  shor«  aeeretioiis  hav<»  eoiit  limed  to  j^ather  to  the  northward  of 
tlie  harbor  piers,  and  tlie  vohime  of  sand,  drifted  by  wind  along;  the 
beach,  is  increasing  as  the  width  of  the  beacli  ia  increase^l  by  the  advance 
of  the  sliore  lakewards.  A  large  deposit  of  this  drift  was  made  in  the 
harbor  channel  during  the  past  winter. 

With  a  view  to  arrest  the  iMtssage  of  the  drift  an  experimental  fence 
128  feet  long  ha.s  been  built,  at  a  cost  of  22.4  cents  i)er  ninning  foot.  If 
this  fence  should  prove  to  be  as  (effective  as  is  anticii>ated,  it  is  proi>osed 
to  erect  a  similar  fence  to  the  southward  of  that  which  is  already  built. 

Money 'Statement. 

July  1, 1890,  balance  nnexpcndod $4. 083. 62 

Araouiit  appropriat<»d  by  art  appro vtMl  Sopteinber  19, 1«90 35, 000. 00 

39,083.62 
June  30, 1891,  amount  expended  dnrinj?  fiscal  year l.S,  55G.  82 

July  1, 1891,  balance  unexpended 25, 526. 80 

July  1, 1891,  outetandiug  liabilitieB 2, 247. 95 

July  1, 1891,  balance  available 23, 278. 85 

i  Amount  (estimated)  required  for  completion  of  existing  jiroject 86. 000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  .June  30, 1893  50, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  rivet  and 
harbor  acts  of  1866  and  1867. 


COMMERCIAL  8TATIHTICS  FOR  THE  CALENDAR  YEAR  EXDING  DECEMBER  31,  1890. 
[Furnished  by  the  honorable  H.  C.  HntchlnBon,  mayor  of  Waiikegan.] 

Name  of  harbor,  Waukegan,  111. ;  collection  district,  Chicago,  111. ;  nearest  port  of 
entry,  Chicago,  111. ;  nearest  light-house,  Waukegan,  111. ;  amount  of  revenue  col- 
lected at  the  nearest  port  of  entry,  $5,194,691.86. 

Arrivals  and  departures  of  vessels. 


Arrivals. 

I>«'pnrt- 

Steam* 

100 
44 

100 

Sail* 

44 

Total ;           114  I  144 

'^TuiiiiH^e  not  known. 

Prineipal  articles  of  export  and  import. 
EXPOKTS. 

Tons.  Tons. 

Beer 2,240     Hogs 168 

Butter 160     Liiinl>er 6.730 

Cattle 540  .  Wool 30 

Fish 60  

Hay 300               Total 10,2.'>7 

IMPORTS. 

Tons.     ,  Tons. 

AcWs 7.tO     I  Merchandise  (general) 40,000 

Apples 72       ()il J>l7i 

nark  (tan) 650     1   Pla»t4>r  (Und) 14 

IkH'r 1, 008        Poles  (telegraph) 850 

Brick 10,200        Potatoes 450 

Coal  and  coke 24, 250     ;  Salt 2."»0 

Com 19,600       Sash,  doors,  and  ItlindH  17 

Iron  and  Stefl 455       Stone  (building) 4.200 

Leather 6^  ,  Tile \M 

Lime  and  cement 4,016     ■   Timber 900 

Lnm»)er 19,965        WtMMl,  lire 300 

Marble 5,300     I  

Marbledu.<*t 250    |             Total .>».^..^.^j  134,171 

uigiiizea  oy  '' 
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L  L  20. 

IMPROVEMENT  OF  FOX  AND  WISCONSIN  RIVERS,  WIS^NSIN. 
WISCONSIN  RIVER. 

The  subject  of  the  improvement  of  the  Wisconsin  Elver  was  referred 
to  the  Board  of  Engineers  for  Fortifications  and  for  River  and  Harbor 
Improvements,  and  the  report  of  the  Board  was  published  in  House 
Ex.  Doc.  !No.  65,  Forty-ninth  Congress,  second  session.  (See  Annual 
Report  of  the  Chief  of  Engineers,  U.  S.  Army,  for  the  year  1887,  Part 
ni,  page  2094  and  following.) 

The  Board  decided  against  the  application  of  wing  dams  as  a  means 
of  improvement,  and  recommended  that  no  more  work  be  done,  ^o 
more  work  has  therefore  been  done. 

FOX  RIVER. 

Object. — Originally  to  secure  a  cheap  route  of  water  transportation 
from  the  Mississippi  River  to  the  Great  Lakes  and  Atlantic  seaboard. 
The  improvement  of  the  Wisconsin  River  having  been  abandoned,  the 
present  object  is  to  obtain  a  navigable  channel  as  far  as  existing  works 
will  permit,  from  Portage,  on  the  Wisconsin  River,  to  the  harbor  of 
Green  Bay,  a  distance  of  160  miles. 

Project, — ^The  original  project  called  for  slack-water  navigation  on 
the  Fox  River  by  means  of  locks. and  dams  as  part  of  the  through  trans- 
portation route.  The  present  modified  project  is  that  recommended  by 
the  Board  of  Engineers  of  May  14^  1886,  and  is  to  deepen  the  Fox 
River  by  rock  excavation  and  dredging  from  Montello  to  Green  Bay  to 
6  feet  depth,  and  from  Portage  to  Montello  to  4  feet  depth;  to  widen 
the  river  channels  to  100  feet  throughout;  to  deepen  the  channel  be- 
tween De  Pere  and  Green  Bay;  to  dredge  the  channel  in  the  Neenah 
River,  and  to  remove  the  bar  p,t  the  mouth  of  the  Fond  du  Lac  River. 

Present  works. — ^The  present  works  are  as  follows: 


Fox. 

Lower 
Fox. 

Total. 

Locks 

0 

7 
4 

18 
10 
8 
2 

27 

Dams 

17 

Canals 

12 

ReYetment  walls 

2 

20 

38 

58 

Of  the  locks,  fourteen  are  of  stone,  built  by  the  United  States,  and  one 
stone  lock  built  by  the  canal  company  and  repaired  in  1878.  The  re- 
maining twelve  are  wooden  locks  which  have  been  rebuilt  and  repaired 
from  time  to  time.    No  more  masonry  locks  are  to  be  built. 

Of  the  dams,  1  is  of  masonry,  10  of  cribs,  1  of  pile  and  cribs,  1  of  pile 
and  cribs  with  movable  pass,  and  4  of  brush  and  stone. 

Of  the  canals,  only  the  one  at  Portage  is  revetted  its  entire  length  of 
about  2  miles,  on  both  sides  with  a  timber  revetment. 

Of  the  two  revetment  walls,  one  is  at  Kaukauna  and  the  other  at 
Appletf)n.  The  former,  about  1,200  feet  long,  is  a  dry-laid  stone  wall, 
built  by  the  canal  company,  and  may  have  to  be  rebuilt,  as  it  shows 
signs  of  yielding;  the  latter  is  of  cement-laid  stone  masonry,  built  by 
the  United  States  in  1878. 
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Deptli  of  water. — ^Tlie  fall  from  Menaslia  to  Green  Bay  is  about  170 
feet,  and  on  the  Upper  Fox,  from  Portage  to  Lake  Winnebago,  about  30 
feet.  Previous  to  any  improvements  the  river  was  obstructed  by  rapids 
and  at  places  portages  had  to  be  made. 

During  the  fiscal  year  ending  June  30, 1891,  navigation  on  the  Lower 
Fox  was  continued  until  November  30, 1890,  and  was  resumed  April  15, 
1891.  From  July  30  to  August  16,  1890,  navigation  was  suspended 
through  the  Appleton  Fourth  Lock  duriug  the  repairs  necessitated  by 
the  steamer  K.  M.  Hutchinson  running  inS)  the  upper  gates. 

On  the  Upper  Fox  navigation  was  maintained  until  closed  by  ice, 
December  1, 1890,  and  was  resumed  April  21, 1891,  and  continued  until 
June  1,  when  the  water  was  so  low  that  navigation  was  suspended. 
On  many  of  the  bars  between  Berlin  and  Montello  there  is  less  than  2 
feet  of  water. 

Operations  during  the  fiscal  year. — A  beginning  was  made  in  the  con- 
struction of  tlie  guard  gates  at  the  head  of  the  Kaukauna  Canal;  a 
head  wall  and  feeder  built  at  the  head  of  the  old  first  lock  at  Appleton ;  a 
wing  dam  of  brush  and  stone,  constructed  as  a  shore  protection  to  the 
Portage  Levee  to  prevent  undermining  at  a  point  on  the  Wisconsin 
River  in  the  town  of  Portiige:  a  new  tugboat  and  two  dump  scows  were 
'  built;  channels  dredged  at  Grignon  Eapids,  at  the  mouth  of  Fond  ^lu 
Lac  River  and  between  De  Pere  and  Green  Bay,  and  minor  repairs 
made  to  plant,  etc. 

For  details  of  the  work  attention  is  respectfully  invited  to  the  sub- 
ioined  reports  of  First  Lieut.  H.  E.  Waterman,  Corps  of  Engineers, 
and  of  Assistant  Engineer  Samuel  Whitney. 

Remarks  and  recommendations. — This  river  has  its  eifect  upon  rates  on 
all  freight  carried  to  points  in  the  Fox  River  Valley,  which  is  the  most 
thickly  settled  portion  of  the  interior  of  Wisconsin,  and  an  important 
manufacturing  region.  All  freights  during  the  season  of  navigation, 
and  particularly  heavy  freights,  are  reduced  to  near  the  price  of  water 
carriage  whether  caiTied  by  boat  or  by  the  competing  railroads ;  and  for 
the  reason  that  it  is  a  regulator  of  freights  it  is  of  such  value  that  the 
works  should  be  mamtaincd  and  the  navigation  improved  at  least  to  the 
extent  contemplated  by  the  modified  project  of  1884. 

During  the  season  of  1890  the  water  has  been  very  low,  after  August 
14  below  the  crest  of  the  Menasha  dam. 

During  the  season  of  navigation  the  mill  owners  have  continued,  iind 
still  continue,  to  take  water  from  the  pools  above  the  Appleton  and 
Menasha  dams  much  in  excess  of  the  discharge  of  the  Fox  River,  thus 
reducing  the  levels  of  Lake  Winnebago  and  Little  Lake  Butte  des  Morts 
below  the  crests  of  the  dams.  This  is  a  constantly  growing  evil.  On 
the  8th  of  November,  1880,  a  suit  was  filed  in  equity  in  the  United  Stiites 
court  of  the  eastern  district  of  ^Visconsin  against  the  Winnebago  Paper 
Company  and  some  30  other  mill  ovmers  at  Neenah  and  Menahsa,  to 
restrain  them  from  taking  water  for  hydraulic  power  or  other  purposes 
during  the  season  of  navigation  from  the  level  of  Lake  Winnebago  above 
the  Government  dam  at  the  city  of  Menasha  wh^n  the  level  of  the  water 
in  said  lake  is  at  or  below  the  crest  of  said  dam.  The  defendants  filed 
their  plea,  and  on  March  5, 188L  replication  was  duly  filed.  During  the 
spring  and  sununer  of  1888  the  United  States  produced  witnesses  and 
took  testimony  from  time  to  time  before  the  master  in  chancery.  The 
defendants  obtained  further  time  in  which  to  put  in  their  proof. 

Mr.  A.  E.  Thompson,  special  assistant  United  States  attorney,  whose 
letter  is  herewith  appended,  writes  as  follows  about  this  suit: 
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There  is  also  pending  a  suit  in  equity,  eominencod  in  the  United  States  olrcuit 
court  for  the  eastern  district  of  Wisconsin,  against  the  Winnebago  Paper  CompMiy 
and  some  30  others,  will  owners  at  Neenah  and  Menasha.  If  possible  the  detend- 
jints  will  be  requii-ed  to  close  their  lU'oof  during  the  present  summer,  so  that  the 
matter  can  be  heanl  by  the  court  eitner  at  the  October  or  January  term. 

Money  statement. 

July  1,  1890,  balance  unexpended $15, 556. 01 

Amount  appropriate*!  by  act  apjiroved  S4'i»teml>er  19, 1890 100, 000. 00 

115,556.01 
June  30, 1891,  amount  expended  durin «^  Hsral  year 39, 059. 54 

•  July  1, 1891,  balance  unexpended 76, 496. 47 

July  1, 1891,  outstanding  liubilitits 2, 990. 52 

July  1, 1891, balance  available ^ 73,505.95 

{Amount  (estimated)  required  for  completion  of  existing  project 346, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  en(uug  June  30, 1893  200, 000. 00 
Submitted  in  com]>Iiauce  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


REPORT  OF  L1P:UTENANT  U.   E.  WATERMAN,   CORPS  OF  ENGINEERS. 

United  States  Engineer  Office, 

Milwaukee,  Wis.,  June  30,  1891, 

Major  :  I  have  the  honor  to  submit  the  following  report  of  improvements  carried  on 
in  the  Wisconsin  River  during  the  pjist  year  for  the  purpose  of  protecting  the  caving 
levee  at  Portage,  Wis. 

As  a  result  of  the  high  water  of  last  year  the  levee,  last  fall,  l)etween  Superior 
street  and  Bronson  avenue,  Portage,  over  a  distance  of  800  feet,  was  left  in  a  danger- 
ous condition. 

The  river  slope  had  caved  in  considerably,  the  slopes  (from  about  2  feet  below  the 
levee  crest)  being  generally  between  the  above  streets  greater  than  one  on  one.  In 
fact,  appearances  seemed  to  indicate  that  as  soon  as  the  frost  came  out  in  the  follow- 
ing spring  a  considerable  part  of  the  levee  might  fall  into  the  river  through  its  own 
weight. 

The  main  cause  of  this  undermining  was  due  to  the  fact  that  the  main  channel  of 
the  river  at  mid  stage  and  above  lay  close  to  the  levee;  in  fact,  it  was  confined  in  a 
narrow  chute  about  60  feet  wide  between  the  levee  and  an  island,  which  formerly 
wa«  part  of  the  mainland. 

Apiiarently  also  several  dams  across  the  river,  intended  for  the  Wisconsin  River 
improvement  (now  abandoned),  were  aiding  in  confining  the  current  along  the  levee. 

The  first  measure  adopted  was  the  construction  of  a  wing  dam  above  the  island 
connecting  it  with  the  main  shore  and  protecting  throughout  the  caving  levee. 

The  location  of  this  dam  is  shown  on  the  maps  accompanying  this  report. 

A  hole  of  considerable  depth  existed  behind  the  head  of  this  dam  which  might 
eventually  injure  its  stability,  but  it  was  hoped  that  eventually  the  river  sand  would 
fill  this  up. 

This  hope  seems  in  a  fair  way  to  be  realized,  Judging  from  the  eff'ect  of  the  spring 
rise  as  shown  on  the  seccmd  map. 

The  filling  amounts  to  a  full  foot  down  nearly  to  the  head  of  the  island.  In  ad«li- 
tion,  during  this  rise  the  dam  xirotected  the  levee  pertectly.  The  only  damage  done 
Avas  far  below  the  effect  of  this  wing  dam. 

..  In  addition,  last  winter  gajjs  were  made  in  two  wing  danm  across  the  river  by  the 
Use  of  dynamite.  A  tin  can  containing  the  cartridge  was  inserted  undenicath  the 
dam  by  means  of  a  hollow  gas  pipe,  and  then  <'xi>lode(l.  The  result  has  been  to 
make  a  small  gap  of  about  10  f»»et  in  the  lower  dam,  and  a  considerably  longer  one 
in  the  upper.  Ih-obably  in  ncith<a'  rase  has  more  than  3  feet  in  df*pth  of  <hc  dam 
been  removed,  and  tln^  debris  was  not  washed  out  by  the  last  rise. 

I  could  discover  very  liltle  cfi'ect  from  the  removal  of  these  dams.  The  ga]»  at  the 
upper  dam,  which  ]»rohably  at  first  ha<l  some  iufiuonce,  is  now  rajiidly  filling  with 
Hsind  from  a  neighboring  bar,  and  will  so4»n  be  nearly  as  solid  a^  before*.  The  d^bria 
i.s  entirely  covered  with  sand  already. 
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Finally,  iu  my  opinion^  the  protecting  wing  dam  has  been  a  complete  sueeead,  and 
I  "believe  nothing  more  will  be  neeessary  at  this  i>oint,  though  of  course  it  w^ill  be 
necessary  to  exercise  extra  watchfulness  during  the*times  of  high  water. 

The  accompanying  maps  ex))lain  themselves.  The  first  shows  the  state  of  aftairn 
before  anything  was  done;  the  second,  after  the  completion  of  the  wing  dam  and 
also  after  the  sprinju;  rise. 

Very  respectfully,  your  obedient  servant, 

H.  E.  Waterman, 
First  Lkutena.it  of  Enffineere, 
Maj.  Cha8.  E.  L.  B.  Davis, 

Corps  of  EngiHeers,  V.  *v.  A, 


kkpout  of  mk.  samincl  wiiitnky,  assistant  kxgineek. 

United  States  Engineer  Office, 

Oskkoeh,  Wis,,  June  30,  18DL 

Major:  I  have  the  honor  to  submit  the  following  report  of  o]>erations  upon  the 
improvement  of  the  Fox  River,  Wisconsin,  from  Portage  to  Green  Bay,  for  the  fiscal 
year  ending  June  30,  1891. 

The  principal  work  done  during  the  year  was  the  building  of  a  head  wall  and 
feeder  at  the  head  of  the  old  first  lock  at  Apploton ;  building  new  tug,  and  two 
dump  scows;  dredging  the  channel  of  the  river;  repairing  the  plant,  etc. 

Navigation  on  the  Lower  Fox  River  was  continued  until  November  20, 1890,  except 
from  July  30  to  August  16,  when  temporarily  suspended  through  Appleton  fourth 
lock,  which  was  closed  for  repairs.  It  was  resumed  Ajiril  15,  1891,  and  continued  to 
date  of  this  report. 

On  the  Upiier  Fox  River  navigation  was  maintained  until  closed  by  ice  December  1, 
1890,  and  was  resumed  Ajtril  21,  1891,  and  continued  until  June  1,  when  the  stage 
of  water  became  BO  low ^that  navigation  was  suspended.  On  many  of  the  bars  be- 
tween Berlin  and  Moiitellg  there  is  less  than  2  feet  of  water. 

The  following  outline  of  operations  between  Green  Bay  and  Portage  under  sepa- 
rate headings,  viz,  "Improving  F<»x  River,"  and ''Improving  Fox  and  Wisconsin 
Rivers^  Wisconsin,"  is  respectfully  submitted. 

improving   fox    river,  WISCONSIN. 
CONSTRl'CTlOX  OF^OCKS,    ETC. 

Guard  (fates  at  the  head  of  Kaukauna  Canal. — The  dressing  of  stone  for  the  pier  and 
abutments  was  commenced  in  March,  1891,  and  since  that  date  1,010  superficial  feet 
of  bush-hammered  face,  1,050  superficial  feet  of  quarry  face,  666  superficial  feet  of 
coping,  and  13  hollow  quoins  have  been  dressed.  Dredge  No.  2  removed  720  cnbic 
yards  of  clay  and  gi-avel  from  the  site  of  the  center  pier,  all  of  which  was  placed  in 
dtmip  scows,  towed  to  dco]»  water  above  the  dam,  and  dumped.  A  crib  cofferdam, 
182  feet  in  length  and  12  feet  in  height,  has  been  built  around  the  site  of  the  center 
pier  aud  left  abutment,  and  pumping  machinery  set  in  place. 

There  were  purchased  and  received  29,160  feet  B.  M.  pine  lumber.  3.907  pounds 
iron  rods,  nuts,  and  washers,  807  pounds  drift  bolts,  172  poumls  spikes  and  nails,  21 
pounds  assorted  packing,  5  gallons  kerosene  |oil,  17^  pounds  tallow,  71  tons  bitumi- 
nous coal,  and  45  cords  of  wood. 

Construction  of  head  wall  and  feeder  at  head  of  old  Appleton  First  Lock. — During  the 
winter  of  1890-^91,  a  headwall  and  sluiceway  were  built  at  the  head  of  the  old  first 
lock  at  Appleton.  Dredge  No.  3  removed  20  linear  feet  of  the  old  retaining  wall  and 
built  a  clay  cofferdam  from  the  stime  retaining  wall  to  the  head  of  the  stone  lock. 
Below  the  lock  a  crib  cofferdam,  backed  with  clay,  was  constructed.  A  pump  and 
engine  were  set  up  and  the  water  pmn}>ed  out  of  the  old  lock  chamber.  One  hun- 
dred and  twenty-three  cubic  yards  of  clay  and  stone  were  removed  from  the  site  of 
the  wall  aud  293  culiic  yards  of  the  masonry  of  the  old  lock  taken  down.  Sixty- 
four  comer  stones  and  8  steps  for  sluice  j)iers,  and  184  supt>rficial  feet  of  stone  for  tbe 
arch  over  sluiceway  were  di*«»Hs<Ml,' and  .511  cnbie  yards  of  cement  masonry  wert^  laul. 
A  Tainter  gate  was  framed,  fitted,  and  hung  in  the  shucewax',  maneuvering  gear  set 
up,  aud  a  house  built  over  the  gate  and  gear.  The  cofterdams  were  removed  by 
Dre<lge  No.  3,  April  6  to  10,  completing  the  work.  Of  the  stone  ust»d  in  the  work, 
75  cubic  yards  were  brought  from  the  Kaukauna  quarry  and  20  cubii*  yahls  from 
Little  Chute.  The  remainder  of  the  stone  required  for  the  work  was  taken  from  th« 
walls  of  the  old  first  lock* 
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There  were  ptLtchised  and  expended  18,563  feet  B.  M.  pine,  and  210  feet  B.  M.  oak 
lumber,  1,000  Bhiugles,  2,883  pounds  wrought  and  cast  iron  irons,  579  pounds  drift 
bolts,  28  pounds  steel,  492  pounds  spikes  and  nails,  1  pilot  wheel,  50  barrels  Portland 
and  410  barrels  Louisville  cement,  213i  cubic  yards  sand,  1,000  pounds  straw,  22  gal- 
lons kerosene  oil,  9  gallons  lard  oil,  5  pounds  solder,  5  pounds  assorted  packing,  12^ 
pounds  white  lead,  5  cords  wood,  and  49,660  pounds  bituminous  coal. 

Portage  Levee. — A  wing  dam  was  built  as  a  shore  protection  to  the  Portage  Levee 
to  prevent  the  further  dangerous  undermining  at  a  point  in  the  town  of  Portage, 
llie  dard  was  commenced  at  a  point  on  the  river  bank  at  the  foot  of  Superior  street, 
and  extended  therefrom  a  distance  of  97  feet  into  the  Wisconsin  River,  and  from 
thence  downstream,  on  a  line  parallel  with  the  levee,  a  distance  of  575  feet.  The 
height  of  the  dam  when  completed  was  5  feet  above  the  zero  of  the  Portage  ffauge. 

In  order  to  lessen  the  current  in  the  Wisconsin  River,  at  a  point  opposite  the  Port- 
age Lock,  the  width  of  the  waterway  was  increased  120  feet  by  lowering  the  old 
wing  dam  at  that  point  3  to  5  feet  below  the  water  surface  and  making  an  opening 
20  feet  in  width  in  the  second  dam  below  the  lock.  The  work  was  accomplisned  by 
exploding  cartridges  of  ^tna  powder  underneath  the  dam. 

There  were  purchased  and  expended  150  pounds  of  ^tna  powder,'  100  percussion 
caps,  9i  pounds  wire,  220  feet  safety  fuse,  673  feet  tin  tubing,  51  feet  iron  pipe  and 
couplings^  391  cords  of  stone,  2,847  brush  mats,  and  1  sand  pump. 

REPAIB6  OF  BOATS  AND  DREDOCS. 

Titgboat  BoBcobel,-^Th^  steamer  Bosoohel  was  laid  up  at  Berlin,  and  during  the 
winter  the  following  repairs  of  machinery  were  made:  The  crank  shaft  was  length- 
ened 12  inches,  and  provided  with  a  new  balance  wheel  and  steel  pinion ;  a  new  iron 
bedplate  was  made  for  the  boxes  of  the  engine  and  core-wheel  shafts  j  the  old  cylin- 
der rings,  boxes  for  the  cross  head  end  of  connecting  rod,  and  keys  for  the  core 
wheel,  were  replaced  by  new  ones ;  the  link  and  link  blocks  were  repaired ;  the  • 
eccentric  hubs  and  yoke  trued  up ;  crosshead  pin  turned  true,  new  short  couplings 
put  on  the  paddle-wheel  shaft,  and  the  steam  pipes  put  in  ^ood  condition.  The  re- 
pairs were  completed  April  15  and  the  boat  put  in  commission. 

There  were  purchased  and  expended  1  cast  steel  pinion,  1  set  cylinder  rings,  1  sot 
brass  boxes,  1  rocker  arm,  2  globe  valves,  1  balance  wheel,  1  cast-iron  plate,  1  check 
valve,  11  feet  iron  pipe  and  nttings,  3i  pounds  assorted  packing,  120  mai)le  cogs,  and 
2  water-gauge  glasses. 

Tughoat  Dekarra. — ^The  steamer  Dekorra  was  hauled  out  at  Appleton  and  blocked 
up ;  graving  pieces  were  put  in  the  bottom,  the  hull  was  calked,  and  rudder  re- 
paired. The  old  smoke  pipe,  breeching,  ash  pan,  and  furnace  grates  were  replaced 
by  new  ones;  the  wrist-pin  straps  were  refitted,  new  boxes  made  for  wrist  pin,  and 
wrist  pin  turned.  A  new  flue  was  put  in  the  boiler  and  the  old  flues  calked.  The 
repairs  were  completed  April  6, 1891,'  and  the  boat  i)ut  in  commission. 

There  were  purchased  and  expended  329  feet  B.  M.  of  pine  lumber,  395  pounds 
sheet  iron,  14  pounds  wrought  iron,  4  pounds  steel,  4  pounds  brass  castings,  246 
pounds  iron  castings,  2  boiler  flues,  35  pounds  spikes  and  nails,  5  bales  oakum,  half 
barrel  pitch,  22  pounds  tallow,  5  gallons  kerosene  oil,  5  gallons  lard  oil,  and  9  gallons 
Eldorado  oil. 

Steam  launch  General  Meade. — ^The  hull  was  calked,  a  patch  put  on  the  inside  sheet 
of  boiler,,  and,  slight  repairs  of  the  machinery  made. 

There  were  purchased  and  expended  9  pounds  nails,  13  pounds  tallow,  7  pounds 
white  lead,  and  1  set  of  cylinder  rings. 

Dump  'scows  Nos.  I  and  S. — ^The  scows  were  hauled  out  at  Appleton  and  blocked  up ; 
broken  planks  were  removed  from  the  bottoms  and  replaced  by  new  ones ;  the  de- 
cayed deck  and  pocket  planks  were  taken  oft'  and  replaced  by  new  pine  dock  and  oak 
pocket  planks;  the  pocket-door  hinges  and  chains  were  repaired,  new  oak  fenders  made 
and  put  in  place,  and  the  comer  irons  taken  off,  repaired,  and  replaced.  The  scows 
were  recalked  and  launched,  completing  the  repairs. 

There  were  purchased  and  expended  4,536  feet  of  pine  and  6,500  feet  of  oak  lum- 
ber, 332  pounds  drift  bolts,  800  pounds  spikes,  5  bales  oakum,  33  pounds  tallow,  half 
barrel  pitch,  and  2  gallons  Eldorado  castor  oil. 

Dredge  No,  3. — ^The  doors  and  windows  of  the  cabin  were  repaired;  the  old  stem 
spud  and  one  of  the  wooden  arms  of  the  turntable  were  replaced  by  new  ones ;  hoist- 
ing-chain trough  provided  with  new  sides ;  the  valve  seats  of  throttle  ana  globe 
valves  were  ground  to  a  fair  surface,  and  the  hoisting  and  swinging  engines  cleaned, 
set  up,  and  properly  adjusted  for  work.  The  dipper  teeth  wore  sharpened,  dipper 
bands  and  lugs  reriveted,  and  a  new  steel  plate  put  on  bottom  of  dipper,  com])Iet- 
ing  the  repairs.    The  dredge  was  put  in  commission  April  6. 

There  were  purchased  and  expended  1,987  feet  B.  M.  of  oak  lumber,  453  pounds 
iron  castings,  115  pounds  boiler  iron,  4  pounds  washers,  40  pounds  assorted  packing, 
11|  pounds  rope,  5  gallons  lard  oil,  5  gallons  black  oil,  5  gallons  cylinder  oil,  and  10 
gallons  kerosene  oil. 
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Dredge  No.  J. — Tho  top  tlidcs  of  tlu'  hull  ami  a  part  of  the  deck  were  recalked ;  spiid- 
chain  trouffhfi  and  gear  \verer(!])aiiTd;  new  lirass  biishin^R  wore  imt  in  inside  end  of 
one  of  the  noiHiin^  drums;  one  of  the  valve  cranks  and  tho  valve  rocker  of  spud  en- 

fine  were  proviiled  with  now  stcid  plna,uind  the  link  trued  up.  The  clam-shell 
ucket  was  pn)vidcd  with  now  steel  ))nshings  and  pins,  and  the  frame  of  clam  shell 
with  new  socket  bands.  The  machinery  was  cleaned,  i)ut  tojijether,  and  properly 
a.djuBtedy  completing  the  repairs.    The  dredge  was  put  in  commission  May  5. 

rhere  were  purchased  and  expended,  200  feet  B.  M.  of  pine  lumber,  260  pounds 
iron  castings,  293  pounds  iron  and  screw  bolts,  25  pounds  nails,  2  bales  of  oakum, 
1  barrel  pitch,  567  pounds  blacksmith  coal,  and  12,920  pounds  lutuminons  coal  for 
the  steamer  Boscohel. 

Dredge  No.  7. — The  top  sides  of  hull  were  recalked;  tho.  old  sheaves  of  turntable 
and  backing  chain  were  taken  out  and  were  replaced  by  new  ones  and  the  shaft 
boxes  of  the  sheaves  babbitted.  Dipper  teeth  were  repaired  and  new  steel  friction 
plates  put  on  dipper  handle.  ITie  hoisting  and  swinging  engines  Avere  cleaned  and 
put  together,  boom,  dipper  handle,  hoisting  and  backing  chains  put  in  place.  The 
repairs  were  completed  May  6  and  the  dredge  put  in  commission. 

There  were  purchased  and  expended  1,290  pounds  steel.  1,396  pounds  iron  castinjjs, 
254  pounds  iron  and  screw  bolts,  40  pounds  babbitt  metal,  19^  pounds  assorted  pack* 
ing,  1  new  steam  cylinder,  10  pounds  cotton  waste,  2  bales  oakum,  5  gallons  kerosono 
oi^  300  pounds  blacksmith  coal,  and  7  tons  bituminous  coal  for  the  steamer  Bosrobel. 

CONSTRUCTION  OF   BOATS,    ETC. 

Propeller  tugboat. — During  the  winter  of  1890-*91,  a  tugboat  to  act  as  tender  to 
dredges,  etc.,  was  built  at  Oshkosh,  Wis.  The  dimensions  of  the  hull  are  as  follows, 
viz:  Length  of  keel  63  feet  7  inches,  length  on  deck  69  feet,  breadth  of  })oam  13 
feet  6  inches,  and  depth  6  feet.  The  frames  are  made  of  two  thicknesses  of  3-inch 
tiitch,  bottom  planking  2^  inches,  top  side  planking  2^  inches,  and  ceiling  2  inches 
in  thickness.     The  boat  was  conipleteil  and  put  in  commission  April  13,  1891. 

There  were  purchasetl  and  used  in  the  construction,  machinery,  and  other  materials 
as  follows,  viz : 

One  marine  boiler  5  by  10  feet,  1  upright  marine  engine  12  inches  bore  and  14  iuchea 
stroke,  1  propeller  wlieel  4  feet  6  inches  diameter,  1  windlass,  1  heater,  1  ^de  pump, 
1  bilge  pump,  1  double-acting  deck»pump,  1  oil  pump,  1  injector,  I  pinch  wheel  and 
levers,  1  pop  safety  vjilve,  2  steam  gauges,  1  whistle,  1  locomotive  gong,  1  1-pint 
lubricator,  1  3- way  exhaust  sliifter,  2  siphons,  1  stern  pipe  and  stuiling  box,  1  double 
pushbearing,  1  double-acting  steam  pump,  322  feet  iron  pipe  and  fittings,  3,118  feet 
feet  B.  M.  of  pine,  16,792  feet  B.  M.  of  oak  and  47  feet  H.  M.  of  maple  lumber,  500 
linear  feet  of  molding,  8  doors,  15  windows,  354  ]>ounds  iron  castings,  2,217  pounds 
wrought  iron  for  bolts,  rods,  and  straps,  888  pounds  sheet  iron,  116  pounds  steel,  27 
pounds  waehers,  1,000  pounds  boat  spikes,  134poundsnails,  506  pounds  chain,  21  pounds 
sheet  zinc,  7i  pounds  sheet  copper,  4,*.{^  squares  tin  roofing,  27  pounds  spun  cotton, 
4  bales  of  oakum,  20  pounds  putty,  50  pounds  tallow,  50  pounds  grease,  15  barrels 
salt,  1  barrel  lime,  75  fire  brick,  50  pounds  fire  clay,  5  pounds  red  paint,  5  pomuls 
yellow  ochre,  50  feet  IJ-inch  rubber  nose  and  nozzle,  25  feet  J-incli  cotton  hose  au«l 
nozzle,  97  pounds  rope,  and  1  anchor. 

Two  center-dum^  scows. — ^Two  center-dump  scows,  18  by  68  by  6  feet,  having  a  car- 
rying capacity  ot  65  cubic  yards  each,  are  under  construction.  No.  1  scow  is  nearly 
completed  and  No.  2  about  half  built. 

There  were  purchased  and  received  35,381  feet  B.  M.  of  pine  and  14,281  foot  B.  M. 
of  oak  lumber;  2,756  pounds  iron  for  drift  boltfl,  etc. ;  255  pounds  screw  bolts  and 
washers  1,200  pounds  spikes,  and  5  bales  of  oakum. 

DREDGING  LOWER  FOX  RIVER. 

Deepening  channel  at  Grignon  Rapids  above  the  upper  dam  at  AppUton. — Vovlt  cribs,^ 
feet  square  and  8  feet  in  height,  to  mark  the  line  of  channel  to  bo  dredged,  were 
built,  sunk  in  place,  and  filled  with  stone.  Dredge  No.  2  conmienced  the  work  of 
dredging  the  channel  on  May  25,  1891.  A  cut  793  feet  in  length,  30  feet  in  width, 
and  a  depth  of  7  feet  below  the  level  of  the  crest  of  the  dam,  has  been  made,  from 
which  3,685  cubic  yards  of  hard  pan,  gravel,  and  bowlders  have  been  excavated  and 
banked  at  the  left  side  of  the  cut. 

There  wore  purchased  and  received  179  jwunds  iron,  80  pounds  steel,  18  pounds 
assorted  packing,  4  pounds  marli^,  109  pounds  cotton  waste,  5  gallons  kerosene  oil, 
50  gallons  Eldorado  castor  oil,  2^)  gallons  cylinder  oil,  163  pounds  iron  castings,  110 
cords  of  wood,  an<l  6,800  pounds  bituminous  coal. 

Dredgintj  Swnah  r/«(ii«c/.— August  30,  1890,  l>redgo  No.  3  and  2  dump  scows  were 
towed  to  Xeenah  Uiver,  and  dredging  of  the  channel  waa  resumed  September  1. 
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Thirteen  thousand  fonr  hundred  and  forty-five  cubic  yards  of  hard  pan  and  gravel 
were  removed,  of  which  630  y:ml8  were  banked,  2,605  yards  put  m  dump  scows, 
towed  to  the  rear  of  Neenah  Dam  for  backing,  and  the  remainder  towed  to  deep 
water  in  Lake  Winnebago  and  dumped.  'Dredging  was  suspended  November  3  and 
tbo  plant  towed  to  Apple  ton  Fourth  Lock. 

April  215,  1891,  the  dredging  was  resumed  by  Dredge  No.  3,  and  up  tX}  date  of  this 
rrport  8,406  cubic  yards  of  hard  pan  and  gravel  have  been  taken  out,  of  which 
l.r)93  cubic  yards  were  banked,  4,438  yards  put  in  dump  scows,  towed  to  deep  water 
in  Lake  Winnebago  and  dumped,  and  the  balance  deposited  in  rear  of  Neenah  Dam 
f<ir  backing. 

There  Averc  purchased  and  received  20  pounds  steel,  2  cast-steel  endless  chain 
wheels,  88  pounds  iron  castings,  407  pounds  iron,  40  pounds  spikes  and  nails,  25 
pounds  nuts,  469  feet  iron  i)ipo  and  fittings,  1  injector,  9  pounds  assorted  packing,  5 
water-gauge  glasses,  115  pounds  rope,  28  "gallons  kerosene  oil,  52  gallons  lard  oil,  50 
gallons  Eldorado  castor  oil,  5  gallons  boiled  linseed  oil,  115  pounds  cotton  waste, 
478  pounds  blacksmith  coal,  145|  cords  of  wood,  103  tons  bituminous  coal,  and  210 
feet  of  dredge  chain. 

Dreilffing  enannel  at  the  mouth  of  Fond  du  Lcic  River. — Dredge  No.  7  was  towed  to 
Fond  du  Lac  May  13,  1891,  and  commenced  the  work  of  dredging  a  channel  through 
the  bar  at  the  mouth  of  the  river.  One  cut  1,705  feet  in  length,  3o  feet  in  width,  and 
of  a  depth  of  7  feet  below  the  level  of  the  crest  of  the  dam  at  Menasha,  has  been 
made  through  the  bar,  from  which  8,319  cubic  yards  of  sand  and  clay  were  removed 
and  banked  at  the  left  side  of  cut.  The  dredge  then  moved  back  to  the  month  of 
the  river  and  commenced  the  second  cut.  Nine  thousand  one  hundred  and  seventy- 
four  cubic  yards  of  clay  and  sand  have  been  removed,  placed  in  dump  scows,  towed 
to  deep  water  in  Lake  Winnebago,  and  dumped. 

There  were  purchased  and  received  189  pounds  rope,  2  pounds  marliu,  113  pounds 
cotton  waste,  51vo  gallons  Eldorado  castor  oil,  17  gallons  lard  oil,  26  gallons  cylinder 
oil,  100  feet  dredge  chain,  17  pounds  oakum,  97^  cords  of  wood,  and  33,960  pounds 
bituminous  coal. 

IMPROVING  FOX  AND  WISCONSIN  RIVERS. 
DREDGING  FOX  HIVER  BETWEKN  DE  PERB  AND  GRKKN  BAY,   WISCONSIN. 

Dredge  No.  2  having  returned  from  temporary  work  in  (ireeu  Bay  Harbor,  July  1, 
1890,  resumed  dredging  at  the  bar  opposite  Goodrich's  Wharf;  4,214  cubic  yards  of 
sand  were  removed  therefrom,  and  the  dredge  then  move<l  down  to  the  bar  at  Duteh- 
inans  Creek,  and  took  out  4,931  cubic  yards  of  sand,  (tonipleting  the  dredging  of  a 
channel  through  the  above  bars.  On  August  15  the  dredge  moved  down  to  the  bar 
opposite  the  brewery,  on  the  right  bank  of  the  river,  and  took  out  6,726  cubic  yards 
of  very  soft  material,  conijileting  the  second  cut  through  the  bar.  All  of  the  mafe- 
rial  excavated  was  placed  in  dump  si'ows,  towed  to  deep  water  in  the  river  by  the 
Ktcani-laimch,  and  dumped.  Dredging  was  suspended  on  the  loth  of  September,  and 
the  dredge  towed  to  De  Pere  Dam. 

There  were  purchased  Jind  expendtMl  14  pounds  rope,  10  pounds  steel,  701  pounds 
iron  castings,  14  pounds  wrought  iron,  840  feet  B.  M.  of  oak  lumber,  4  water  gauge 
glasses,  10  gallons  kerosene  oil,  400  pounds  blacksmith  coal,  12,540  pounds  anthra- 
cite coal,  and  9  cedar  posts  for  buoys. 

MISl-EIXANEOUS. 

The  tugboat  Boacohel  was  cni])loyed  in  towing  dredges  on  the  Upper  Fox  River 
from  place  to  place,  in  supplying  them  with  fuel,  and  in  towing  scows  of  material 
for  repairs  of  locks  and  damn,  and  on  inspection  trips. 

.The  tug-boat  ])ekoira  towed  dump  scows  for  Dredge  No.  3  on  the  Lower  Eox  River 
and  made  inspection  trips. 

The  steam-launch  was  employed  in  towing  dump  scows  for  Dredge  No.  2  on  the 
Lower  Fox  River,  in  towing  scow  loads  of  material  for  repairs  of  locks  and  dams,  and 
ijiakiug  inspection  trips. 

The  tugboat  General  G,  E.  Warren  was  employed  in  towing  dredges  on  the  Lower 
Fox  River,  towing  scow  loads  of  material  for  the  construction  of  guard  gates  at 
Kankauna,  and  in  towing  dump  scows  at  Fond  du  Lac  for  Dredge  No.  7. 

The  steamer  Henrietta,  which  has  not  been  in  commission  since  November  20,  1886, 
was  sold  at  public  auction  on  the  17th  of  September,  1890. 

One  rowboat  for  general  use  on  the  Lower  Fox  River  was  purchased. 

Xo.  :i  pump  euffine  and  pump, — The  cylinder  was  rebored;  new  cylinder  rings,  gov- 
ernor, safety  valve,  and  gauge  cocks  were  provided  for  the  engine,  and  all  parts  of 
the  engine  put  in  good  repair.     A  now  fire  box,  fire  front,  furnace  door  lining,  and 
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flue  sheet  for  the  hoiler  were  made  and  pnt  in  place  of  old  ones ;  the  wagon  on  which 
the  engine  is  carried  was  provided  with  a  new  pole,  and  the  wagon  painted  one  coat. 
A  new  steel  step,  hex,  and  couplings  were  provided  for  the  10-inch  centrifugal  pnmp, 
completing  the  repairs. 

There  were  purchased  and  expended  1  pop  valve,  2  gauge  cocks,  1  governor,  12  feet 
rubher  helting,  110  feet  iron  pipe  and  fittings,  592  pounds  steel,  ^1  pounds  wrought 
iiron,  566  pounds  iron  castings,  and  58  pounds  galvanized  iron. 

Care  of  property. — A  room  was  partitioned  oft"  at  one  end  of  the  warehouse  at  Kau- 
kauna,  and  the  property  stored  on  the  quarter-boat  transferred  to  the  room  in  the 
warehouse. 

Very  respectfully,  your  obedient  servant, 

Samuel  Whitney, 

AasUtant  Engineer, 
Maj.  CiiAS.  E.  L.  B.  Davis, 

Corps  of  Engineers,  U.  8,  A, 


REPORT  OF  MR.   A.  E.   THOMPSON,   SPECIAL    ASSISTANT    UNITED  STATES  ATTORNEY. 

OSHKOSH,  Wis.,  Jane  20,  1891. 

Major:  Of  the  one  hundred  and  fifty-six  cases  pending  June  18,  1890,  in  the  cir- 
cuit court  of  Winnebago  County  against  the  United  States,  on  appeal  from  the 
awards  made  by  the  commissioners,  all  except  five  have  been  disposed  of. 

Five  of  these  cases  were  tried  at  the  September  term,  1890;  in  four  judgment  was 
entered  in  favor  of  the  United  States;  in  one,  judgment  for  the  claimant. 

In  the  other  cases  disposed  of,  judgments  were  entered  against  the  United  States 
upon  stipulations  pursuant  to  settlements  and  compromises  made  by  consent  and 
direction  of  the  Attorney-General. 

The  aggregate  amount  claimed  in  the  cases  thus  disposed  of  was  $744,615.  Tlio 
aggregate  amount  of  the  awards  was  $111,045.32.  The  aggregate  amount  of  the 
judgments  is  $107,962.33. 

Of  the  nine  cases  pending  in  Fond  du  Lac  County  at  that  date,  the  appeal  in  one* 
was  dismissed  by  stipulation,  and  in  two  by  the  order  of  the  court,  and  six  are  still 
pending  and  unaetermined. 

All  cases  at  issue  have  been  transferred  to  the  circuit  court  of  the  United  States 
for  the  eastern  district  of  Wisconsin,  pursuant  to  the  provisions  of  the  act  of  Sep- 
tember 30, 1890.  These  include  the  five  cases  formerly  pending  in  Winnebago  County, 
six  in  Fond  du  Lac  County,  one  in  Outagamie  County,  and  one  in  Waushara  County, 
making  thirteen  cases  now  pending,  in  which  the  aggregate  amount  claimed  is 
$210,818,  and  the  aggregate  amount  awarded  is  $124,904.(3. 

I  expect  to  dispose  of  these  cases,  or  at  least  some  of  them,  at  the  October  term  of 
the  court,  and  I  estimate  that  $7,000  will  be  used  in  the  necessary  preparation  and 
defense  of  these  actions. 

There  are  also  pending  in  the  State  courts  various  motions  for  relief  by  claimants 
who  failed  to  appeal  within  the  time  or  whose  petitions  have  been  in  some  way 
overlooked  by  the  commissioners.  Thus  far  the  decisions  have  been  uniformly  in 
favor  of  the  United  States. 

There  is  also  pending  a  suit  in  equity,  commenced  in  the  United  States  circuit 
court  for  the  eastern  district  of  Wisconsin,  against  the  Winnebago  Paper  Company 
and  some  thirty  others,  mill  owners  at  Neenah  and  Menasha.  If  possible,  the  de- 
fendants will  be  required  to  close  their  proof  during  the  present  summer,  so  that 
the  matter  can  be  heard  by  the  court  either  at  the  October  or  January  term. 

During  the  past  year  I  have  delivered  to  the  parties  entitled  thereto.  Treasury 
drafts,  dfrawn  pursuant  to  the  appropriation  of  September  30,  1890,  to  the  amount  of 
$156,552.70  and  taken  proper  receipts  and  satisfactions^  therefor.  Of  this  amount 
$35,362.50  was  paid  to  the  commissioners  appointed  by  the  courts;  $787.50  was  paid 
to  Mr.  £.  K.  Chapin  for  office  rent,  and  the  oaiance  in  settlement  of  awards  for  dam- 
ages in  cases  where  no  appeals  were  taken. 
Very  respectfully  yours, 

A.  E.  Thompson, 
Special  Assistant  United  States  Attorney. 

Maj.  Chas.  E.  L.  B.  Davis, 

Corps  of  Engineers,  U*  8^  A. 
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COMMERCIAL  STATISTICS. 

List  of  articles  transported  on  Fox  River,  Wisconsin^  during  the  calendar  year  1800. 


Article. 


LogB 

Lumber 

Cord  wood  . 
Pnlp  wooil  . 
Sliinglea  . . . 

Latlia 

Stave  bolta  . 
Pine  slabs . . 
Boom  sticks 
Coal 


Tons. 


211,350 

8,^76 

28,668 

33,i46 

1, 354 

16 

506 

600 

5 

10,900 


Article. 


Pig-iron... 

Stono 

Gravel . . . . 

Sand 

Lime 

Brick 

Sewer  pi  po 
Salt....... 

Flour 

Mill  stufls 


Tons. 


2,886 
23,146 

1,560 
17,528 

5.990 

35.034 

400 

2,005 
158 

1,702 


Article. 


Grain 

Potatoes 

Apples 

Cranberries 

Beer 

Fish 

Live  stock 

General  merchantlise  . 


Tons. 


Total 389,291 


30 
150 
23 
40 
33 
75 
200 
1.510 


Passengers,  20,760. 
List  ofhoais  navigating  Fox  River  between  Portage  and  Green  Bay,  Wis,,  June,  1891, 


Name  of  boat. 


Bvalvn 

K.  M.  Hatcbinson. 

Pasbion 

Citvof  Berlin 

B.t*.  Carter 

Ossian  Cook  .! 

C.  S.  Morris 

J.  H.  Marston 

Mark 

O.  B.  Reed 

John  Lynch 

Morning  Bell  (tug) 

.Viola  (tug) 

Thos.  Spear  (tug).. 
Agnes  C.  (tug)  .... 
-VVlw.  Ncff(tug).. 
M.  I).  Moore  (tug) . 

D.  W.  Libby  (tug). 


Draft. 


Feet. 


Ton- 
nage. 


150.66 
189.06 

70 
150 
125 
175 
100 
150 

30 

75 

60 
9 
7 

41 
7 

46.44 

60 

60 


Steam 
or  sail. 


Stemn 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 


Name  of  boat. 


D.  W.  Cady  (tug) 

Oshkosh  (tug) 

Emma  (scow) 

Georgie  (scow) 

Topsy  (scow) 

Julia  (scow) 

Sassy  Jack  (scow) 

Kosebud  (scow) 

Eclipse  (scow) 

Bargo  (Morning  Bell) . . 

Barge  (Mark) 

Barge  (D.  W.  Cady)  . . . 

Barge  Jumbo* 

Barge  No.  1* : 

Bargo  No.  2* 

Barge  No.  3* 

Barge  No.  4* 


Draft. 


Feet. 
2 
3 

P 

4 
5 

f 

5 
5 
5 


Ton- 
nage. 


75 

60 

70 

90 

76 

97 

145 

145 

145 

145 


Steam 
or  sail. 


Steam. 

Do. 
Sail. 

Do. 

Do. 

Do. 

Do, 

Do. 

Do. 
Tow. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 


*H.  CoUette. 


Numher  of  lockages  on  Fox  River,  Wisconsin,  for  the  calendar  year  1890. 


No. 


Lock. 


Do  Pere 

Little  Xankanna 

Rapid  Croche 

Kaukauna,  fifth 

Kaukauna,  fourth 

Kaukauna,  third 

Kaukauna,  second 

Kaukauna,  first 

Little  Chute,  fourth  \  rv»mlnt,od 
Little  Chute,  third  .  \  <  <>"»'^>"<^'l 

Little  Chute,  monnd 

Little  Chute,  first 

Cedars 

Appleton,  fourth 

Appleton,  third 


Lock- 
ages. 


700 
657 
547 
696 
747 
674 
686 
706 
C  469 
\  469 
417 
418 
465 
350 
403 


No. 


Look. 


Appleton,  second  . 
Appleton,  first  — 

Iklenasha . . 

Eureka 

Berlin 

White  River 

Princeton 

Grand  River 

Mont«llo 

(xovemor  Bond  . . . 
I'ort  Winnebago. . 
Portage  City 


Lock- 
ages. 


406 
564 
773 
649 
625 
160 
165 
396 
158 

98 
185 

51 


Total 12,634 


L  L  21. 

OPERATING  AND  CARE  OF  LOCKS  AND  DAMS  ON  FOX  RIVER,  WISCONSIN. 

The  oxpeiiditurcs  for  maintaining  the  existing  depth  of  navigation 
throngliont  the  Fox  Tlivor  and  canals;  for  repairs  to  mechanical  con- 
structions that  have  been  completed  and  in  u.se,  but  afterwards  iiijurod 
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t)y  flood  or  otherwise;  for  current  repairs  to  old  locks  and  dams,  and  lor 
lock-tenders'  services,  have  been  paid  from  the  indefinite  appropriation 
lor  '^  operating  and  care  of  canals  and  other  works  of  navigation,"  ino- 
vided  by  section  4  of  the  river  and  harbor  act  of  July  5, 1884. 

In  a<?cordauce  with  this  section  an  itemized  statement  of  the  exi>eudi- 
ture  is  appended  herewith. 

Work  during  the  fiscal  year  ending  June  30, 1801,  consisted  of  build- 
ing  and  hanging  two  new"  gates  for  the  lock  at  I)e  Pere;  four  new  gates 
for  the  fourth  lock  at  Appleton,'and  four  for  the  Eureka  Lock ;  extrusive 
repairing  of  the  Appleton  fourth  lock,  necc^ssitated  by  the  carrying  away 
of  the  upper  gates  by  the  steamer  K,  M.  Hutchimon;  in  rebuilduig 
Dredges  Nos.  2  and  4j  repairing  plant  and  making  more  or  less  exten- 
sive incidental  repairs  to  locks,  dams,  and  canal  banks. 

For  details  of  the  work  attention  is  respectfully  invited  to  the  appended 
report  of  Mr.  Samuel  Whitney,  assistant  engineer. 

Money  sUiteinent. 

June  30,  1891,  amount  expended  during  fiscal  year $68, 989. 00 

Amount  (estimated)  for  expenditure  in  fiscal  year  ending  June  30, 1892..     63, 998. 29 


report  of  mu.  samukl  whitney,  assistant  engineer. 

United  States  Engineer  Office, 

Oahkoah,  Ills.,  June. 30,  1801, 

Major:  I  have  the  honor  to  submit  the  following  report  of  operations  under  the 
head  of  operating  and  care  of  canals  and  other  works  of  navigation  on  the  Fox 
Kiver  for  the  fiscal  year  ending  June  30,  1891, 

The  prix^cipal  work  done  during  the  year  was  buUding  and  hanging  two  new  gates 
for  De  Pere  and  four  for  Appleton  Fourth  Locks,  making  four  now  gates  for  Eureka 
Lock;  rebuilding  Dredges  Nos.  2  and  4,  repairing  the  plant,  and  making  inei dental 
repairs  of  locks,  dams,  and  canal  banks. 

De  Peie  Lock  and  Dam, — ^New  solid  gates  for  the  upper  end  of  lock  were  built,  the 
old  ones  taken  oat  and  the  new  ones  hung  in  place;  hand  rails,  maneuvering  gear, 
and  fenders  were  made  and  secured  to  gates.  The  canal  face  of  the  upper  left  wing 
wall  was  sheathed  with  two  thicknesses  of  pine  plank. 

A  leak  near  the  right  abutment  of  the  dam  was  stopped  by  i)la('ing  and  jiuddling 
360  cubic  yards  of  clay. 

There  were  purchased  and  expended  7,816  feet,  H.  M.,  of  pine  and  2,052  feet,  B.  M., 
of  oak  timber,  2,356  pounds  of  T  and  straj)  iron,  5,060  ])onnds  iron  enstings,  2.5 
pounds  iron,  and  224  pounds  screw  bolts. 

JAitle  Kankauna  Lock  and  Dam, — Slight  repairs  were  made  to  the  too  post  of  the 
upper  lolt  gate,  one  new  snubbing  post  set,  and  one  capstan  platf(»rm  repaired. 
The  old  planking  of  160  linear  feet  of  the  apron  of  the  dam  was  replaced  by  new 
white-oak  plank.  The  repairs  of  the  backing  of  the  dam  Avoro  completed  by  filling 
the  ibw^laces  with  1,360  cubic  yards  of  elay. 

There  were  purchased  and  expended  7,200  feet,  B.  M.,  of  white-oak  plank,  388  feet, 
B.  M.,  of  pine  plank,  600  pound!s  of  spikes,  and  4  tons  of  anthracite  coal  for  tli<'  steam 
launch. 

Rapid  Croche  Lock  and  Dam, — ^The  lower  miter  sill  and  the  floor  of  the  lock  chanibtT 
having  risen  from  3  to  6  inches  made  it  necessary  to  pump  the  water  out  of  the  lock 
so  that  ifepairs  could  be  made.  Timber  and  stone  for  coflerdams  were  transported 
from  Menasha  and  Appleton,  and  on  the  close  of  navigation,  November  20, 1890,  the 
work  of  constructing  cofferdams  above  and  below  the  lock  was  commenced.  The 
dams  w^ere  completed  in  December;  pumping  engine,  pump,  etc.,  set  up  and  the 
water  pumped  out  of  the  lock.  Old  floor  planks  at  the  lower  gate  recess,  and 
for  a  width  of  3  feet  6  inches  along  the  center  of  the  lock  chamber,  the  lower  miter 
sills,  and  platform  under  the  miter  sills  were  taken  up  and  removed  from  the  lock. 
A  crib  6  foet  9  inches  wide,  6  feet  high,  and  29  feet  long,  to  which  the  miter  sills 
could  be  secured,  was  built,  placed  in  a  trench  excavated  for  its  reception,  and  filled 
with  stone.  The  upstream  side  of  the  crib  was  sheet  piled  with  two  thicknesses  of 
2-iuch  x)lank,  reaching  to  a  depth  of  2  feet  below  bottom  of  crib  j  the  space  between 
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side  of  pit  and  the  Bheet-piling  was  then  filled  with  clay  puddle,  and  the  pockets  at 
the  ends  of  crib  with  concrete.  The  floor  was  relaid,  new  cheek  pieces  and  king 
post  for  miter  sills  made  and  secured  to  crib  by  ten  screw  bolts  1^  inches  in  diameter. 
A  row  of  piles,  to  anchor  tiie  floor  of  the  lock  chamber,  was  driven  along  the  longi- 
tudinal axis  of  the  lock.  The  piles  were  driven  at  distances  of  4  feet  from  centers, 
and  to  a  depth  of  14  feet  into  the  ground,  then  cut  olF  at  a  level  with  the  under  sido 
of  floor  and  i)rovided  with  joiut  bolts  which  projected  8  inches  above  the  tops  uf 
-piles.  The  floor  was  relaid  and  secured  in  place  Dv  binders  and  the  j  oint  bolts  in  tops 
of  piles.  The  gates  and  valves  were  repaireil  and  hnug  in  place,'and  the  lower  left 
crib  wall  raised  about  2  feet  and  filled  with  stone.  The  repairs  were  completed,  the 
pump  remoA^ed  from  lock,  and  the  force  dischar^»d  February  20.  On  April  11,  1891, 
J^redge  No.  3  was  towed  from  Appleton  to  Rapid  Croche  Lock  by  the  steamer  De^ 
Jcorraj  and  .commenced  the  removal  of  the  cofi'erdams,  which  was  completed  on  the 
18th  and  the  lock  opened  to  navigation. 

Forty  linear  feet  of  brush  mats  and  1,580  cubic  yards  of  clay  were  placed  at  the 
back  of  the  dam,  completing  the  repairs  of  the  backing. 

There  were  purchased  and  expended  30,019  feet,  B.  M.,  of  pine  lumber,  1,200 
pounds  spikes,  1,518  pounds  drift  bolts,  2,118  pounds  screw  bolts,  20  barrels  Louis- 
ville cement,  39  piles,  30  cords  of  wood,  16,550  pounds  bituminous  coal,  14,270  pounds 
anthracite  coal,  and  200  pounds  blacksmith  coal. 

Eaukauna  Fifth  Lock, — ^Two  gate  spars  were  made  and  placed. 

There  were  purchased  and  expended  180  feet,  B.  M.,  pme  lumber. 

Kaukauna  Fourth  Lock. — ^The  joints  of  7,000  superficial  feet  of  the  wall  were  raked  out 
and  repointed  with  Portland  cement ;  the  gate  hangings  were  repaired  and  two  gate 
spars  made  and  placed.  In  order  to  stop  the  leaking  of  water  underneath  and 
tnrough  the  old  upper  left  wing  waU  an  excavation  was  made  to  the  solid  rock  and 
a  new  wall  of  cement  masonry  built  in  front  of  and  against  the  old  dry  wall ;  44 
cubic  yards  of  clay  and  84  cubic  yards  of  loose  rock  were  excavated  from  the  site  of 
the  new  wall ;  192  cubic  yards  of  cement  masonry  and  64  cubic  yards  of  dry  masonry 
were  laid  in  the  wall,  and  92  cubic  yards  of  clay  puddled  in  rear  of  the  old  wall. 
The  stone  used  in  the  wall  was  taken  from  that  removed  from  the  rock  cut  in  the 
third  level  of  the  canal. 

There  were  purchased  and  expended  225  barrels  Louisville  cement,  22  cubic  yards 
of  sand,  2  cords  of  wood,  and  180  feet  B.  M.  of  pine  lumber,  and  2  barrels  Portland 
cement  for  repointing  lock  walls. 

Kaukauna  Third  JA>ck. — The  joints  of  6,200  superficial  feet  of  the  lock  walls  were 
raked  out  and  repointed  with  Portland  cement,  and  a  leak  near  the  head  o/the  lock 
Avas  stopped  by  placing  and  puddling  60  cubic  yards  of  clay. 

There  were  purchased  and  expended  2  barrels  Portland  cement. 

Kaukauna  Third  Level, — ^A  channel  49  feet  in  width,  200  feet  in  length,  and  18  inches 
in  depth  was  excavated'  through  the  rock  bar  below  the  second  lock.  The  bottom 
of  tlie  channel  is  now  6  to  8  inches  below  the  level  of  the  top  of  the  lower  miter  sill 
of  the  second  look.  Boats  drawing  6  feet  of  water  can  pass  through  the  level  with- 
out toui^hing  bottom.  A  part  of  the  stone  taken  out  of  the  channel  was  used  in  re- 
building the  wing  walls  of  the  second  and  fourth  locks,  and  the  remainder  piled  on 
the  canal  bank  near  the  head  of  the  third  lock. 

There  were  purchased  and  expended  300  pounds  iEtna  powder,  400  percussion 
caps,  and  1,000  feet  of  safety  fuse. 

Kaukauna  Second  Lock. — The  old  upper  right  win^  wall  of  dry  masonry  was  re- 
placed by  a  wall  of  cement  masonry.  Sixty-six  cubic  yards  of  cement  §ind  4  cubic 
yards  of  dry  masonry  were  laid  in  the  new  wall.  A  leak  near  the  head  of  the  lock 
was  stopped  bv  placing  and  puddling  60  cubic  yards  of  clay,  and  the  low  places  in 
the  backing  of  the  lock  walls  filled  with  300  cubic  yards  of  clay  and  gravel. 

There  were  purchased  and  exiiendcd  40  barrels  Louisville  cement  and  4  #ords  of 
wood. 

Kaukauna  Second  Level. — Seventyrei^ht  cubic  yards  of  stone  and  rubhish  were  re- 
moved from  the  level,  and  the  culvert  in  the  right  bank  closed  by  plank  and  30  cubic 
yards  of  clay. 

There  were  purchased  and  expended  ^46  feet  B.  M.  of  pine  lumber. 

Kaukauna  First  Jx>ck. — The  joints  of  5,050  superficial  feet  of  the  lock  w^s  were 
raked  out  and  repointed  with  Portland  cement,  completing  the  repairs. 

There  were  purchased  and  expended  2  barrels  Portland  cement. 

Kaukauna  Canal  Banks. — A  leak  in  the  bank  of  the  Fifth  I^vel  was  stopped  by 
puddling  325  cubic  yards  of  clay,  and  the  weak  places  in  the  Fourth  Level  strength- 
ened by  232  cubic  yards  of  clay  and  gravel. 

Kaukauna  Dam. — ^The  ri^,'ht  abutment  was  backed  up  with  740  cubic  yards  of  clay, 
and  the  low  places  in  the  backing  of  the  dam  filled  with  300  cubic  yards  of  clay, 
completing  the  backing. 

There  were  purchased  and  esipended  467  feet  B.  M.  oak  and  1,595  feet  B.  M,  of 
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pine  lumber  for  run  plauk  and  rc'iiairK  of  scows,  1  ton  aullinicito  and  2  t(»ns  hitiuniu- 
0U8  coal  for  boats. 

little  Chute  Coinhiucd  Locks. — The  joints  of  10,500  superficial  feet  of  the  w  alls  avcio 
rakod  out  and  rcpointcd  with  Portland  cement.  Two  now  gate  sizars  were  niailc  nnd 
placed. 

There  were  purchased  aud  expended  3  barrels  of  Portland  cement. 

Little  i-hute  Secoml  Lock. — ^The  joint.«»  of  5,000  superficial  feet  of  walls  were  raked 
out  and  reijointed  with  Portland  cement.  Two  barrels  of  ceiuent  wore  i)urchase<l 
and  expended. 

Little  Chute  First  Lock. — Timber  for  repairs  of  the  coping  was  brought  from  Do 
Perc  and  Little  Kaukauna.  One  hundred  aud  eighty-one  linear  feet  of  the  old  coping, 
including  cross  ties  and  rear  pieces,  were  removed  and  replaced  by  new  timbers;  two 
gate  8pai*8  wore  made  to  replace  broken  ones,  completing  the  repairs. 

There  were  purchased  and  expended  180  fet^t  B.  M.  of  ])ine  lumber. 

Little  Chute  Dam. — No  repairs  were  made  to  this  dam  during  the  year. 

Cedars  I^ock  and  Dam. — ^No  repairs  were  needed  to  the  lock.  Soundings  were  taken 
above  the  dam ;  60  linear  leet  of  brush  mats  made  and  sunk  in  places  where  the 
backing  had  been  washed  out,  and  1,740  cubic  yards  of  clay  dejiosited  on  the  mats 
completiug  the  repairs  to  the  backing. 

Appleton  Fourth  Lock. — On  the  30th  of  July,  the  st^^amer  K.  M.  HntchinsoUy  on  her 
up  trip,  ran  into  the  upper  gates,  forcing  them  open  and  damaging  the  right  gate 
beyond  repair.  The  left  lower  gate  was  forced  out  of  place  by  the  rush  of  v^ter 
through  the  lock,  and  carried  downstream  about  200  feet.  Material  was  collected 
and  the  work  of  repairs  commenced  on  the  day  of  the  accident.  A  cofferdam,  130 
feet  in  length  and  8  feet  in  height,  was  built,  and  the  water  shut  out  of  the  canal. 
A  large  amount  of  stone  that  had  been  washed  into  the  lock  and  lodged  against  the 
lower  miter  sill  was  removed  by  a  hand  dredge.  The  left  lower  gate  was  recovc^red, 
repaired,  aud  rehung.  The  ironwork  of  tholeft  upper  gate  was  repaired,  two  new 
arms  put  in,  and  the  gate  hung  in  place.  A  new  solidtimber  gate  was  built,  and 
hung  in  place  of  the  old  right  upper  gate.  Three  diamond  blocks  and  one  Cap- 
stan platform  were  made  and  placed,  completing  repairs  of  the  lock.  On  the  16th 
of  August,  Dredge  No.  3  made  a  sufficient  opening  through  the  coiferdam  to  admit 
the  passage  of  boats,  and  navigation  was  resumed  on  that  date.  The  cofferdam  was 
entirely  removed  on  the  19th  of  August. 

After  the  close  of  navigation,  November  20,  1890,  the  three  old  gates,  temporarily 
repaired  at  the  time  of  the  accident,  were  taken  out,  valves,  valve  rods,  suspension 
straps,  and  other  ironwork  removed  and  placed  on  new  gates  and  the  gates  hung 
in  place  of  the  old  ones.  The  capstan  platforms  were  repaired  and  two  new  gate 
spars  nijule.  .    , 

There  were  purchased  and  exi)ended  19,030  feet  B.  M.  pine  and  3,081  feet  B.  M.  oak 
lumber,  500  pounds  na'ils  and  spikes,  656  pounds  drift  bolts,  398  pounds  wrought 
iron,  316  pounds  bar  iron,  549  pounds  screw  bolts  and  washers,  2,356  pounds  T-irons 
and  straps,  7,550  pounds  cast-iron  gate  weights,  227  pounds  iron  castings,  12  cords 
of  wood,  and  4  tons  of  bituminous  coal. 

Crihpier  between  ike  lower  end  of  the  left  wing  wall  of  ihs  Jppleton  Third  Lock  and 
the  upper  end  of  the  center  piei'  of  the  drawbridge  of  the  Milwaukee,  Lake  Shore  and  U'eat- 
em  Baihoay. — Eighty  linear  feet  of  cribs  6,  to  8* feet  in  height  and  8  feet  in  width, 
were  built,  sunk  in  place,  and  tilled  with  stone.  Coping  timbers,  8  by  10  inches,  for 
the  entire  length  of  pier,  112  feet,  were  framed  aud  bolted  in  place,  completing  the 
work.  Of  the  stone  used  10  cords  were  brought  from  Appleton  Lower  Dam  and  the 
remainder  from  Menasha. 

There  were  purchased  and  expended  384  pounds  drift  bolts. 

Appleton  Third  I^ock. — No  re]>airs  were  needed. 

Waste  weir  above  Appleton  Third  Look. — ^The  rott<5n  planks  on  the  sides  of  walls 
were  removed  and  rei)laced  by  now  ones,  and  the  sink  holes  in  the  bank  at  both  sides 
of  the  weir  were  tilled  with  20  cubic  yards  of  gravel,  completing  the  repairs. 

lliero  were  purchased  and  expended  665  feet  B,  M.  of  tongucd  and  grooved  pine 
plank. 

Appleton  Second  Lock. — No  repairs  were  needed. 

Appleton  First  Lock  (old). — Tlie  decayed  timbers  and  planks  were  removed  from  a 
section,  12  by  70  feet,  of  the  left  wall  Jind  replaced  by  new  timbers ;  97  cubic  yards 
of  the  dry  masonry  of  the  same  wall  were  taken  down  and  rebuilt,  19  cubic  yards  of 
which  wore  laid  in  cement,  so  as  to  make  a  water-tight  connection  with  the  new 
head  wall.  The  valves,  valve  rods,  etc.,  were  removed  from  the  lower  gates,  com- 
pleting the  repairs. 

There  were  purchased  and  expended  220  pounds  spikes  and  nails,  3,600  feet  B.  M. 
pine  plank,  and  17  cubic  yards  of  sand. 

Appleton  First  Lock  (neiv). — The  upper  left  capstan  platform,  which  ha<l  become 
badly  decayed,  was  replaced  by  a  new  one.  « 

Appleton  Upper  Dam  (nluice  gates). — ^The  old  Howe  trusses  supporting  the  beam  to 
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which  the  gates  were  huii>?  were  it'iuoved  and  replaced  by  new  tius4»cd  bcniusuf  oak 
16  inches  Hquare.  All  of  the  gat<'S  (five  in  number)  wore  provided  with  new  ann^, 
braces,  trunnions,  and  saddles;  the  decayed  timbers  of  the  "winch  track  were  re- 
placed with  new  timbers,  and  slight  repairs  made  to  the  footwalk  over  the  sluici-s. 

There  were  purchased  und  expended  8,592  feet  B,  M.  pine,  4,693  feet  B.  M.  oak 
lumber,  and  8,589  pounds  iron  castings,  straps,  rods,  etc. 

Menanha  Lock  and  Dam.^—^o  re]>air8  were  required. 

Eureka  Lock. — ^All  of  the  lock  wall  coping  was  removed,  the  walls  leveled  up,  and 
the  coping  relaid;  the  walls  at  the  head  of  the  lock,  for  a  distance  of  8  feet  from  the 
upper  end  of  the  gate  recess,  were  raised  16  inches;  the  joints  of  2,500  superficial 
feet  of  the  lock  walls  were  raked  out  and  repointed  with  Portland  cement,  and  the 
low  places  in  the  backing  of  the  lock  tilled  with  105  cubic  yards  of  gravel.     Ten 

guard  piles  were  driven  at  the  head  and  4  at  the  foot  of  the  lock ;  the  piles  at  tlie 
ead  of  the  lock  were  provided  with  12  by  12  inches  oak  fenders  and  chocks,  which 
were  fitted  and  bolted  to  the  piles  with  l^-inch  screw  bolts.  Slight  repairs  were 
made  to  the  gates,  2  new  gate  s]>ars  made,  1  capstan  platform  repaire<l,  and  3  new 
snubbing  posts  set.  During  the  x)ast  winter  4  newsolia  gates  have  been  built  ready 
to  hang  in  place. 

There  were  purchased  and  expended  14  oak  piles,  5,800  feet  B.  M.  oak  timber, 
10,505  feet  B.  M.  pine  timber,  4  barrels  Portland  cement,  40  barrels  Milwaukee  ce- 
ment, 6  lock  valves,  8  spar  rolh'rs,  r),078  pounds  iron  eastings,  6,385  pounds  wrought 
ironlxdts,  straps,  and  rods,  and  7  tons  bituminous  coal. 

Eureka  lock  house, — The  outside  of  house  was  painted  one  coat,  and  a  new  galva- 
nized iron  chimney  top  put  on  one  of  the  chimi^eys. 

There  were  purchased  and  exi>ended  8  gallons  mixed  paint,  If  gallons  boiled  lin- 
seed oil,  and  21  pounds  galvanized  iron. 

Eureka  Dam. — A  leak  near  the  left  end  of  the  dam  was  stopped  with  12  brush  mats, 
40  cubic  yards  of  gravel,  and  160  cubic  yards  of  clay. 

Berlin  Lock  and  Dam.— Ten  guard  piles  were  driven  at  the  head  and  four  at  the  foot 
of  the  lock ;  the  piles  at  the  head  of  the  lock  were  provided  with  oak  fenders  and 
chocks  of  12  by  12  inches  oak  timbers  which  were  fitted  and  bolted  to  the  piles  with 
li-inch  screw  bolts.     Nothing  done  to  the  dam. 

There  were  purchased  and  expended,  14  oak  piles  and  1,320  feet  B.  M.  of  oak  timber. 

JVJnle  liiver  Lock  and  Dam, — 1'en  guard  piles  were  driven  at  the  head  and  four  at  the 
foot  of  the  lock ;  the  piles  at  the  head  of  the  lock  were  provided  with  oak  fenders 
and  chocks  of  12  by  12  inch  oak  timbers  which  were  fitted  and  bolted  to  the  piles 
with  li^-inch  screw  bolts.    Nothing  done  to  the  dam. 

There  were  purchased  and  expended  14  oak  piles  and  1,320  feet  B.  M.  of  oak  tim- 
ber. 

Princeton  Lock  and  Dam. — Ten  guard  piles  were  driven  at  the  head  and  four  at  the 
foot  of  the  lock;  the  piles  at  the  head  of  the  lock  were  provided  with  oak  fenders  and 
chocks  of  12  by  12  inch  oak  timbers  which  were  fitted  and  bolted  to  the  piles  with 
l:J-inch  screw  bolts.  Nothing  done  to  the  dam.  There  wore  purchased  and  expended 
14  oak  piles  and  1,320  feet  B.  M.  oak  timber. 

Grand  liiver  Lock  and  Dam. — No  repairs  were  needed. 

Monfello  Lock  and  Dam. — Nothing  done  to  the  lock.  A  leak  in  the  dam  was  stopped 
by  25  brush  mats  and  25  cubic  yards  of  gravel. 

Governor  Bend  Lock  and  Dam. — No  repairs  were  required. 

Fart  Winnebago  Lock. — Four  guard  piles  were  driven  at  the  foot  of  the  lock. 

There  were  purchased  and  expended  4  oak  piles. 

Canal  at  Portage. — Nothing  done  to  the  canal  during  the  year. 

Guard-lock  at  Portage. — ^No  repairs  needed  during  the  year. 

Portage  Levee. — Slight  repairs  were  made  to  the  embankment  at  two  or  three  places 
within  three-fourths  of  a  mile  of  the  lock. 

There  were  purchased  and  expended  2,445  feet  B.  M.  pine  lumber. 

Lock-tenders^ offices. — Buildings  10  by  12  feet,  to  answer  the  purpose  of  tool  houses 
and  offices  for  lock  tenders,  were  built  at  Appleton  first,  Little  Cnute  Combined,  Rapid 
Crochc,  and  Little  Kaukauna  I^ocks. 

There  were  purchased  and  expended,  6,349  feet  B.  M.  pine  lumber,  4  doors^  4  win- 
dows, and  270  pounds  nails. 

REPAIRS  OF  BOATS  AND  DIIKDGES. 

Xinefff-foot  drill  scow. — ^The  calking  of  the  deck  wns  finished  and  the  grousers  shipped, 
completing  the  repairs,  llio  seow  was  towed  to  Api>leton  by  the  steamer  Dekorra  oii 
July  5,  18<H). 

There  were  ])urchasejl  and  expended  3  bales  of  oakum,  36  pounds  spun  cotton,  2 
g.'ill<ins  boiled  linseed  oil,  and  35  pounds  screw  bolts  and  washers. 

Fort  if -eight-foot  scow, — The  calkmg  of  the  deck  was  linished,  four  chocks  made  and 
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bolted  in  place,  and  one  coat  of  paint  put  on  the  sides  and  ends.  The  repairs  were 
completed  and  the  ecow  launched  on  the  11th  of  July. 

There  were  purchased  and  e3q)ended  3,386  feet  B.  M.  pine  lumher,  294  pounds 
Tvrought  iron,  109  pounds  screw  bolts  and  washers,  216  pounds  spikes  and  nails^  2 
bales  oakum,  1  barrel  pitch,  20  pounds  black  paint,  3  gallons  lioiled  linseed  oil,  and 
SO  pounds  tallow. 

dredge  No,  7, — The  cabin,  A-frame,  and  top  sides  of  hull  were  painted  one  coat. 

There  were  purchased  and  expended  50.8  gallons  boiled  linseed  oil,  100  pounds 
white  lead,  and  5  pounds  lampblack. 

Dredge  No.  S. — October  16,  1890,  the  dredge  having  completed  the  work  of  dredg- 
ing the  river  outlet  of  the  Combined  Lock,  was  towed  to  Appleton  by  the  steam 
launch;  the  outfit  was  removed  and  stored  in  the  warehouse,  and  on  the  19th  of  the 
month  the  dredge  was  towed  to  Oshkosh  by  the  tugs  Boscohel  and  Dekorra  for  repairs. 
During  the  winter  of  1890-'91  a  new  hull,  30  by  80  by  7  feet,  was  built,  the  cabin  re- 
paired and  enlarged ;  a  new  crane,  dipper  handle,  spuds,  and  turntable  made ;  new 
machinery  for  hoisting  the  spuds  by  steam  was  put  m,  and  all  of  the  old  machinery 
put  in  good  repair;  a  new  tin  roof  was  ijut  on  the  cabin,  and  the  cabin,  hull,  and 
crane  painted  one  coat.  The  repairs  were  completed  April  12, 1891,  and  the  dredge 
towed  to  Kaukauua.  ^ 

There  were  purchased  and  expended  29,155  feet  B.  M,  pine  and  40,361  feet  B.  M. 
oak  lumber,  60  tamarack  knees,  10,203  pounds  wrought  iron  for  drift  and  ^rrew 
bolts,  rods,  straps,  shafting,  etc.^  4,469  i)ound8  screw  bolts  and  washers,  125  pounds 
Norway  iron,  9  pounds  Russia  iron,  30  pounds  galvanized  iron,  4,432  pounds  iron 
castings,  217  pounds  steel,  11  pounds  nuts,  130  pounds  aluminum  bronze  castings, 
4  pounds  sheet  brass,  28  pounds  sheet  copper,  11  pounds  zinc,  95  pounds  Babbitt 
metal,  27  pounds  lead  pipe.  2,727  pounds  spikes  and  nails,  9  gross  screws,  180  feet 
iron  pipe  and  fittings,  15i^^  squares  tin  roofingl  32  pounds  assorted  packing,'  352 
pounds  rope,  21  bales  oakum.  1  barrel  pitch,  1  barrel  mortar,  5  barrels  salt,  8,700 
deck  pings,  200  bricks,  5  gallons  kerosene  oil,  51  gallons  boiled  linseed  oil,  104 
pounds  brown  paint,  96^  pounds  black  paint,  500  pounds  white  lead,  120  pounds 
tallow,  1  ton  blacksmith  coal,  5,240  pounds  bituminous  coal,  and  one  wrought-iron 
crane  mast  and  connections. 

Dredge  No.  4. — The  machinery  was  removed  from  the  old  hull  at  Berlin  and  taken 
to  Oshkosh  in  October,  1890.  A  new  hull,  32  by  90  by  7  feet,  has  been  built  and 
launched.  The  cabin  has  been  nearly  finished;  new  crane  and  turntable  have  been 
made  and  put  in  place,  and  the  dipper  handle  and  spuds  nearly  completed.  The 
old  machinery  and  boiler  have  been  put  in  good  repair  and  set  up  in  the  new  boat ; 
new  machinery  for  hoisting  tli«  spuds  by  steam  has  been  made  and  set  in  place. 
The  hull  and  outside  of  cabin  have  been  painted  one  coat.  The  following  new 
machinery,  necessary  to  change  the  dredge  ti-om  a  clam-shell  to  a  8cot)p-<lipper  one, 
has  been  purchased  and  put  in  plac«.  viz :  1  hammered  iron  crane  mast,  1  wrought- 
iron  turntable,  1  swinging  shalt  ana  connections,  1  pair  7  by  12  inches  swinging 
engines,  1  47-cubic  feet  scoop  dipper,  steel  racks  for  dipper  handle,  endless  chain  for 
turntable,  ].  dipper-handle  pinion,  and  all  the  necessary  bolts,  sheaves,  etc.,  for  the 
crane. 

There  were  also  purchased  and  received  43,090  feet  B.  M.  pine,  45,222  feet  B.  M.  oak, 
and  39  feet  B.  M.  maple  lumber,  24  tamarack  knees,  6,o86  pounds  iron  castings, 
10,020  pounds  wrought  iron  for  rods,  straps,  drift  and  screw  bolts,  5,477  pounds 
screw  bolts,  149  pounds  dxilt  bolts,  473  pounds  steel,  900  pounds  cold  rolled  shaft- 
ing, 154  pounds  sheet  iron,  79  pounds  washers,  8  pounds  Norway  iron,  2,025  pounds 
spikes  and  nails,  140  pounds  aluminum  bronze  castings,  13  pounds  assorted  packing, 
1  blacksmith  forge,  21  bales  oakum,  2  barrels  pitch,  121  pounds  tallow,  500  pounds 
white  lead,  91i pounds  Victoria  black,  25  pounds  ship  black  paint,  50  pounds  brown 

?aint,  51  gallons  boiled  liuseeed  oil,  3  gallons  blaek  oil,  1  ton  blacksmith  coal,  and 
4  tons  bituminous  coal. 

DREDGING  LOWER  FOX  RIVER. 

Dredging  the  channel  between  De  Pore  and  Green  Bay  having  been  suspended 
September  16,  1890,  Dredge  No.  2  was  towed  to  De  Pere.  Two  new  spuds  were  made, 
and  on  the  20th  of  the  mouth  the  dredge  and  scows  were  towed  to  the  river  outlet 
of  Kaukauna  fifth  lock,  where  3,280  cubic  yards  of  material  Avere  taken  out  of  the 
channel,  placed  in  dump  scows,  towed  to  deep  water  in  the  river  and  dumped.  On 
the  30th  of  the  month  the  dredge  went  to  Kaukauna  first  level  and  worked  there  3 
days  at  removing  stone  and  other  obstructions  from  the  canal  and  was  then  towed 
to  the  river  outlet  of  the  Combined  Lock  at  Tattle  Chute,  Avhere  she  worked  until 
the  16th  of  October,  removing  large  stone  and  cleaning  coamings  in  the  channel. 
The  largest  of  the  stones  were  banked  at  the  siilo  of  the  river  and  490  cubic  yards  of 
small  stone  and  gravel  removed  from  the  coamings  were  scowed  to  deep  water  and 
deposited. 
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Dredge  No.  3  completed  the  second  cut  between  the  head  of  the  canal  and  the  lock 
at  Menjiftha,  removing  3,610  cubic  yards  of  hard-pan  and  gravel,  all  of  which  were 
put  in  dump  scows,  towed  to  the  left  side  of  the  rock-cut,  and  dumped.  July  25, 
1890,  the  drodgo  and  scows  were  towed  to  Grignon  Rapids,  above  the  upper  dam  at 
Appleton.  Loose  rock  and  other  obstructions  were  removed  from  the  channel  just 
above  the  Milwauk^o  and  Northern  Railway  Bridge,  and  on  the  28th  of  July  the 
dredge  went  to  the  Mcunsha  River  and  worked  until  August  1,  taking  out  265  cubic 
yards  of  gravel  and  stone.  She  was  then  towed  to  Apph  ton  to  assist  in  building  a 
cofferdam  across  the  canal  above  the  fourth  lock.  The  cojferdam  was  completed  on 
the  7th  of  August,  and  from  that  time  until  the  16th  of  the  month  the  dredge  was 
employed  in  dredging  the  channel  bch)w  Appleton  third  lock,  removing  therefrom  a 
part  of  an  old  cofferdam  and  1,305  cubic  yards  of  stone  and  mud.  The  repairs  of 
the  fourth  lock  having  been  completed  and  the  cofferdam  removed,  the  dredge  le- 
turnM  to  Menasha  River  on  the  20th  of  August  and  worked  until  the  end  of  the 
mouth,  taking  out  1,600  cubic  yards  of  stone  and  gravel,  completing  the  work  of 
cleaning  the  channel.  The  dreclge  and  scows  were  towed  to  Neenah  Rive?  August 
31.  On  November  4  the  phrnt  was  towed  to  the  river  outlet  of  Appleton  fourtli  lock. 
The  dreilge  removed  1,450  cubic  yards  of  ston^  and  gravel,  which  were  put  in  dump 
scows,  towed  to  deep  water  in  the  river,  and  dinuped.  The  work  of  cleaning  the 
channel  was  completed  and  dredging  suspended  for  the  season  on  November  13, 189<i. 
and  the  dredge  towed  to  Appleton  hrst  lock,  to  assist  in  building  cofferdams  above 
and  below  the  lock 

There  were  purchased  and  expended — 

For  dredge  A^o.  2f  34  cords  of  wood,  6  gallons  lard  oil,  2  gallons  kerosene  oil,  and 
2,411  feet  B.  M.  oak  lumber. 

For  dredge  No.  5,  66^  cords  of  wood,  32  pounds  of  steel,  35  pounds  Norway  iron,  30il 
pounds  wrought  iron,  266  ]>ound8  iron  castings,  13  pounds  hcxagcm  nuts,  5  pounds 
nails,  10  gallons  kerosene  oil,  and  310  pouinls  blacksmith  coal. 

For  sieavi  launch  General  MeadCy  6  gallons  lard  oil,  3  gallons  kerosene  oil,  and  3 
tons  of  anthracite  coal. 

For  steam  tug  Dekoira,  4  screen  doors,  443  pounds  steel,  6  pounds  wrought  iron,  8 
pounds  spikes,  14^  pounds  assorted  packing,  and  41  tons  bituminous  coal. 

DREDGING   UPPER  FOX  RIVER. 

Dredge  No.  5  continued  the  work  of  making  a  4-foot  channel  between  Fort  Win- 
nebago and  Governor  Bend  Locks.  From  a  point  about  half  a  mile  below  the  first- 
mentioned  lock,  a  cut  14,471  feet  in  length,  60  feet^  width,  and  an  average  depth 
of  2  feet  was  made,  05,358  cubic  yards  of  sand  were  removed  and  banked  at  the  side 
of  the  river.  On  the  3d  of  December,  1890,  the  dredging  of  the  channel  having  been 
completed  to  within  1  mile  of  Governor  Bend  Lock,  the  dredge  moved  down  to  a 
bar  just  below  the  lock  and  took  out  500  cubic  yards  of  sand,  which  work  having 
been  fiuisheti  on  the  5th  of  December  dredging  for  the  season  was  suspended  and  the 
dredge  laid  up  at  Covemor  Bend  Lock. 

May  5,  1891,  the  repairs  of  the  dredge  having  been  completed,  dredging  was  re- 
sumed at  the  bar  below  Governor  Bend  lock,  vmere  a  cut  150  feet  in  length,  45  feet 
in  width,  and  1.5  feet  in  depth  was  made,  from  which  375  cubic  yards  of  sand  were 
removed  and  banked  at  the  side  of  the  river.  The  dredge  then  dropped  down  to  a 
bar  900  feet  below  the  lock  and  made  one  cut  through  the  bar,  removing  and  bank- 
ing 488  cubic  yards  of  material;  from  the  next  bar,  a  distance  of  600  feet  farther 
downstream,  314  cubic  yards  of  sand  were  dredged  and  banked.  The  dredge  was 
then  towed  by  steamer  Boacobel  to  a  bar  500  feet  below  Montello  Lock,  where  a  cut 
275  feet  in  length,  4^5  fecit  in  width,  and  2  feet  in  depth  was  made;  916  cubic  yanls 
of  sand  were  taken  out  and  banked  at  the  side  of  the  river.  On  the  10th  of  May 
the  steamer  Boscohel  towed  the  dredge  to  a  point  j>ne-fourth  of  a  mile  below  Grand 
River  Lock,  and  on  the  folh)wiug  day  the  work  of  dredging  a  6-foot  channel  through 
the  bar  at  that  place  was  commenced.  A  cut  1,042  feet  in  length,  60  feet  in  width, 
and  an  average  depth  of  about  4  feet,  was  made,  from  which  8,219  cubic  yards  of 
sand  were  removed  and  banked  at  the  side  of  the  river.  The  dredge  then  dropped 
dowji  to  Wilsons  Bar  and  took  out  and  baiiked  781  cubic  yards  of  material.^ 

Dredge  No.  7  completed  the  dredging  of  a  cliannel  between  Berlin  Lock  and  Ber- 
lin early  in  July,  and  was  employed  the  remainder  of  the  season  in  the  removal  of 
bars  between  Berlin  aiul  Omro.  I'^om  the  channel  bet\jt'een  Berlin  Lock  and  Berlin 
1,357  cubic  yards  of  saml  and  gravel  were  removed,  of  which  748  cubic  yards  were 
rehandled,  and  from  the  bars  between  Berlin  and  Omro  there  were  rcmove<l  and 
banked  58,839  cubic  yards  of  clay  and  sand.  In  order  to  place  the  dredged  material 
at  a  safe  distance  from  tlie  channel  22,905  cubic  yards  were  rehandled.  The  total 
length  of  cut  made  was  20,092  feet.  Dredging  was  suspended  November  13  and  the 
dredge  towed  to  Eureka  Lock  and  laid  up  for  the  season.  Tlie  dredge  was  put  in 
commission  May  6,  1891,  and  employed  until  the  11th  of  the  month  in  cleaning  the 
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canal  above  Eureka  Lock.    Two  thousand  five  hundred  and  thirty  yards  of  sand 
and  mud  were  taken  out  and  placed  on  the  canal  banks. 

There  were  purchased  and  oxpended  as  follows : 

Ftyr  Dredge  No.  5^  48  feet  1^.,  M.,  maple  lumber,  32  pounds  steel,  38  pounds  iron,  25 
pounds  assorted  packinir,  122^  feet  iron  pipe  and  fittings,  327  pounds  rope,  161  pounds 
cotton  waste,  74  gallons  kerosene  oil,  5  gallons  boile<l  Imseod  oil,  26  gallons  Eldorado 
castor  oil,  8  gallons  lard  oil,  5  gallons  cylinder  oil,  51  gallons  black  oil,  lOpounds  red 
paint,  2  clam  poles,  1  grind  stone,  1  barrel  salt,  1  barrel  lime,  100  pounds  black- 
smith coal,  and  170  cords  of  wood. 

For  Dredge  yo.  7, 62  feet,  B.  M.,  maple  and  40  feet,  B.  M.,pine  lumber,  419  pounds  steel, 
304  pouiuls  iron,  6  pounds  screw  bolts,  16  pounds  nuts,  2,096  pounds  iron  castinjcjs, 
251  pounds  brass  castings,  15  pounds  lead,  8^  pounds  zinc,  13^  pounds  assorted  pack- 
ing, 16  feet  iron  pipe  and  tittm^s,  33  gallons  kerosene  oil,  51  gallons  Eldorado  cas- 
tor oil,  12  boxes  axle  grease,  5  lights  glass,  and  338  cords  of  wood. 

Fw  Steamer  Boacobel,  92  pounds  steel,  10  pounds  Babbitt  metal,  4  pounds  lead  pipe, 
25  pounds  assorted  packing,  22  feet  iron  pipe  and  fittings,  41  pounds  rope,  2  pounds 
putty,  5  lights  glass,  55  pounds  cotton  waste,  28  gallons  kerosene  oil,  2  gallons  cyl- 
inder oil,  25  gallons  Eldorado  castor  oil,  9  gallons  lard  oil,  1  globe  valve,  18  cords  of 
wood,  and  76^  tons  of  bituminous  coal. 

Very  respectfully,  your  obedient  servant, 

Samuel  Whitn^ey, 
•  Assistant  Engineer, 

Maj.  Chas.  E.  L.  B.  Davis, 
C(wy«  of  Engineer 8 f  U,  S,  A, 


OPERATING  AND  CARE  OP  CANALS  AND  OTHER  WORKS  OP  NAVIGATION  APPLIED  TO 
FOX  RIVER,  WISCONSIN;  SECTION  4  OF  RIVER  AND  HARBOR  ACT  OF  JULY  5,  18^. 

Detailed  statement  of  expenditures  for  fiscal  year  ending  June  30, 1891,  with  itemized  state- 
ment of  expenses  attached,  as  required  by  the  above  act  of  July  o,  1884, 


Character  of  work,  etc. 

Itemof  esi>ense. 

Amount. 

$402. 10 
289. 08 

Total. 

Iteptiirs  of  De  Pore  Lock 

l>o 

Materials 

Lahor 

Labor 

•tool.  78 

Itcpairs  of  De  Pero  Dam 

01.00 

Labor 

61.  CO 

Repair.s  of  Little  KAukaiina  Lock 

9.25 

Materials 

9  25 

Repairs  of  Little  Kankaiina  Dam 

370. 29 
.■WO.  85 

82. 29 

Do     

Labor 

Materials 

Materials 

Labor  and  frnusp«ir!atinn  . . . 

Labor 

Materials... r...'. 

lialwr. 

Labor 

Kepairs  of  Kaukauna  Warehonso 

960. 14 
82. 29 

3,  444. 03 
737. 87 

1,263.30 

Repairs  of  Rapid  Croche  liOck 

Do 

909.  91 
2. 474. 12 

Repairs  of  Rapid  Croche  Dam 

7.i7. 87 

Repairs  of  KaTikatiiia  Fourth  TiO(;k  

Do 

2<52. 00 
1,001.30 

Repairs  of  Kaukauna  Third  Lock 

93. 23 

Materijjls 

93.23 

Riiiairs  of  Kaukauna  Third  Level 

Do 

73.08 
492. 47 

Labor 

Material  <   

565  55 

Repairs  of  Kaukauna  S<«oud  Lock 

Do 

52.  76 
797. 30 

Labor 

Lal3<»r 

850.06 

Repairs  of  Knnkauna  First  Lock 

6L58 

Labor • 

Labor 

Labor      

61.  58 
512.73 
531.47 

Repairj*  of  Kaukauna  Dam 

512. 73 

Repaid  of  Kaukauna  Canal  hankfs a 

53L47 

Uepnii-H  of  Little  Cliute  Combined  Locks 

105. 75 

Labor 

105  75 

RepairH  of  Little  Chute  S<»<'oml  Loek " . 

67.67 

Labor 

07  07 

Bepaim  of  I^ittle  Chute  First  Lock 

42.74 

42.74 
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JhJaUt'fl  sUitcmmt  of  expenditures  for  fiscal  year  ending  Jnnc  30,  1801,  cU'. — Coiiliiiued. 


Character  of  work,  etc. 


Item  of  expense. 


liei)airfl  of  Cc<lars  Look  . 
Ivepairs  of  Cedars  Pani  . 


Lal)or. 
Labor. 


Hepairs  of  Appletou  Fourth  Lock. 
Do 


Eepnirs  of  Api>lct(>u  Third  Look  . 
Do 


]^rateri«l.s 

Labor  ami  tmuj>iM»rtal  ii«n 


[Materials . 
Lab<*r 


Ilepairs  of  Applotoii  S4'Cond  Lock ;  ^Materials  . 

Bepairs  of  Appli-tou  Yivnt  Lock 

Do 


I 
Aitiomit. '    Total. 


$7.21 


67L73 


902.67 
1,428.00  j 


$7.21 
67L73 


19. 36 
133. 77 


—     2,39L3G 


l.SO 


Kepairs  of  Waste  Weir,  Applctoii  Thirtl  Lock '  T«'ibor 

Kopairs  of  Appletou  Upper  Dara 

Do 


Materials I        07.  r»9 

LalM)r ,      313. 27 

I  T  ..i.«^  I        20,00 


Material.^  . 
,  l\.«bor 


8;}5. 20 
4;>4.71 


Kepairs  of  Meiiasha  Lock  . 

Repairs  of  Eureka  Lock  . 
Do 


Bepnira  of  Eureka  Dam  . 
Do 


Kepairs  of  Eureka  Lock  House. 
Kepairs  of  Berlin  Lock  TItmse. . 
Kepairs  of  Montello  Dam 


Kepairs  of  Portage  Levee  . 
Do 


Labor 

LOO 

Materials 

1  363  82 

Labor , 

1,096.05 

Materials . . 

134.49 
805.  55 

Labor  and 1 1 

•anNportathm ... 

Labor 

20. 00 

Materials . 
Labor 


L75 


78.66 


Materials . 
Labor 


22.00 
14.75 


General  i-epairs  of  locks  and  dams. 
Do 


MaterialH 1, 660. 46 

Labor L  119. 06 


Dredging  bais,  Lower  Fox  . 


T 


Fuel,  supplies,  ilr |      3-)0. 87 

Labor :  2, 530.  26 


Dredging  bars,  Upper  Fox  . 
Do 


Fuel,  suppli««.s,  etc 2.  575. 31  j 

Labor I  5,307.01 


Kepairs  of  boats  and  dredj'cs. 

Do 

Do 

Do 

Do 

Do , 


Rent  of  boat-yard  at  Osh kosh        75. 00 
Kepairs  of  scow 125. 62 


Maintenance  of  navigation . 

Do ; 

Do 

Do 


Care  of  works  and  jiroiAi'ty  . 
Do 


Do 

Do 

Contingencies  . 


Do. 
Do. 
Do. 
Do. 
Do. 


Total. 


Ke])airs  of  barge. 
Kei»air8  of  Drtnlge  No.  2  — 
Kepairs  of  Dredge  No.  4 . . . 
Kepairs  of  Dredge  No.  7 ... 


Locktenders'  services  — 
(Jangekeepers'  services. . . 
Lalrar  and  transportation . 
Kopo  for  lock  lines 


Watchmen,  labor  and  trans- 
portiition. 

Traveling  exj>en3es  of  as- 
Bistant  engineers,  over- 
seers, etc. 

Kent  of  storehouse,  Apple- 
ton. 

Telephone  service 


19.66 

10, 862. 68 

13,09L47 

212.85 


6, 891.  32 

140.  (M) 

198. 12 

46.26 


1,217.13 
17L27 

135.00 
15.35 


Salaries  of  assistant  engi- 

ne<^rs.  clerks,  etc 

Kent  of  oflice  at  Appleton  . .' 
Kent  of  othce  at  Oshkosh. . . 
K(mt  of  office  at  Milwaukee. 

Stationery 

Mileage  of  officers 


2,  8:».  09 

75.00 
66.00 
70.00 
59. 34 
40.40 


153.13 
1.80 

410. 86 
20.00 

1,259.97 
LOO 

2,459.87 

940.04 

20.00 

L75 

78.66 

36.75 

2, 779. 52 

2, 810. 13 

7, 882. 32 


24, 987.  28 


7, 275.  70 


1, 538. 75 


3, 150. 73 
68,989.00 
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Itemized  alatement  of  expenses  made  from  appropriation  for  operating  and  care  of  canals 
and  other  works  of  naviriation,  indefinite,  act  of  July  5,  1884,  applied  to  Fox  Hiver, 


Wiaconitin, 


Date. 


1890. 

Jnly  26 

26 

26 

26 


26 
26 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
•  31 
31 
81 
31 
31 
31 

It' 

31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
Aug.  4 

4 
5 
7 
7 
11 
11 
12 
15 
20 
22 
22 
28 
31 
31 
31 
31 
31 
81 
31 
81 
31 
81 
81 
31 
31 
31 
31 
31 
31 

n 


Ifo.  of 
voucher. 


To  whom  paid. 


For  what  pnul. 


Oil 

Services  

Lumber 

Oakum,  etc 

Iron, etc  

Srrew  bolts,  et<? 

Hire  of  jackscrewn  . 

Paint,  etc 

Services  

do 


.do. 
-do. 
.do. 
.do. 
.do. 
-do. 
.do. 
.do  . 
.do. 


F.  C.  Hanford 

John  James , 

Conlec  Luinl>or  Company 

Chas.  T.  Sti-otid 

K.  M.  niitf'hiiison 

Jas.  Gillingliara  &  Son 

A.  F.  Muellor 

L.E.Chapolle 

Paul  E.  Thomas 

C.A.Fuller 

Andrew  O'Connell 

John  M.  Paige 

John  A.  Ban kei 

Alexander  Sims 

James  Clear 

John  Baeten 

Jerry  Parkinson 

Gottlieb  Jahuke 

John  Lewis 

George  GiiTord I do 

Kichard  K.  Rice ' do 

Gabriel  tVick | do 

Samuel  Whitney do 

T}u>raas  Meyers do 

Des  Forges  &  (>oini)any |  Stationery 

Charles W.  Day ". '  Lumbor 

Luther  Lindauer Coal,  etc 

Jno.  Jansen I  LunibcT 

Butler  Brothers Tin  roofing,  etc 

Gerry  Lumb<'r  Company liUnibor 

Alfred  Galpins' Sons ...". i  Nails, eto 

J.  F.  Joslyn !  linbor 

J.  J.  Marshall t  Oil,  itc 

J.  C.  Koelsch I  Paoking,  uiv 

Kobinson  A;  Riley j  Coal 

D.  T.  H.  MacKinnon I  Steel,  etc 

James  Gillingham  &  Son liiimber 

A.  Sanford  Logging  Tool  Company.    Pike  polo.s 

McKenzio  &,  Crawford Coal 

H.  S.Sacket '  Packing,  etc 

Niels  Johnson I  Babbet  metnl.  vtv 

Charles  S.  Morris I  Coal,  etc 

Priest  &  Garrow I  Wood 

Warner  Ilardware  Company |  Oil,  etc 

C.  A.  Fuller Traveling  expenses . 

Joys,  Norris  &  Co Rojio,  etc 

Milwaukee  Sewer  Pipo  Company (Jement 

Samuel  Whitney .". I  Travel  1  iig  oxpen.«*CR . 

Charles  M.  Cole ' do 

Hired  men *. ■  ScrvirfH,  July,  189U. 

Ram.Hey  &.  Jones |  Liimlx^r .' 

Atlas  Iron  and  Brass  Works '  Piston  rinus 

Patrick  Coyle i  Scrvij'o.^    

Frank  Lappens ' do 

Maj.  Charh  s  E.  L.  B.  Davis I  M ilcaL'.- 

George  Fnranco Ser\  l«i  >^ 

Ike  Johnson I do 

Hired  men ' »lo 

C.  A.  Fuller I  'J'ravcliug  t-xpensoM 

Orville  Beaoli I  Kent  of  Isud 

Fre<lerick  S<linider Set  vices 


A.  Ross  IfoiiMton  . 

C.A.Fuller 

Andrew  0'('ounoll. 

John  M.  Pni^e 

John  A.  Banker 

Alexander  Sims  . . . 

James  Cle^r 

John  Baeten 

Jerry  Parkinson 

Oottlinb  Jnhnke I do  . 

John  Lewis I do 

(ieorg<*(iitlbrd I...  do 

Richard  K.  Rice '...do 

Hin'd  men do 

llfthri.'l  Wirk    do 

CliJirb's  M.('<»1< TiJivi'ling  expcmrM 

C.  A.  Fuller do 

Schlafar,  Barrett  &  Tesoh 1  Wbeelbarrowe,  etc. 


.do  . 

do  . 
.do  . 
-do  . 
.do. 
.do  . 

do. 
.do. 
.do. 


Amount. 


$34.66 
26.00 
58.32 
33.02 
15.60 
10.93 
7.75 
20.00 
50.00 

200,00 
10.00 
35.00 
30.00 
30.00 
35.00 
.  30.00 
30.00 
30.00 
30.00 
30.00 
30.00 
30.00 

155.00 
31.00 
10.20 

:},>.  02 

11.00 

16.33 

82.29 

12,28 

15.94 

1.00 

2.60 

4.77 

9.04 

13. 00 

1.68 

10.  8C 

106. 2f 

14.47 

26.62 

91. 75 

333.50 

2.87 

10. 42 

55.15 

24.06 

9.17 

4.66 

3,  094. 95 

108. 25 

4.50 

3.90 

4.50 

16.00 

9.18 

15.00 

773. 58 

9.  8.-. 

25. 00 

7.31 

200.00 

200.00 

10.00 

35.00 

30.00 

30.00 

33.00 

30.00 

30.00 

30.00 

no.  00 

30.  oo 

:»).  oo 

TiO.  91) 
30. 00 
20.01 
6.47 
54.18 
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Pate. 


18S0, 
Aug.  31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 


Sept. 


Naof 
vouoher. 


To  whom  paid. 


30 

20 

30 

21 

30 

22 

30 

2:j 

30 

24 

30 

25 

30 

26 

30 

27 

30 

28 

30 

29 

30 

30 

30 

31 

30 

32 

30 

33 

30 

34 

30 

35 

30 

36 

30 

37 

30 

38 

30 

39 

30 

40 

30 

41 

30 

42 

30 

43 

Oct.   2 

1 

2 

2 

2 

3 

2 

4 

e 

5 

6 

6 

8 

7 

9 

8 

9 

9 

13 

10 

13 

n 

28 

12 

81 

13 

81 

14 

81 

16 

31 

10 

81 

17 

81 

18 

81 

19 

81 

20 

For  what  paid. 


Lumlior 

do... 

Iitm  ciiHtiuga.  eti* 

Screen  doora,  etc 

Steel,  fto 

Hauling  stone 

Iron 

Lumber 

Wood,  etc 

Coal 

Iron  castings,  etc 

Wood 

Cotton  wflRte,  etc 

Pipe  and  fittings 

Steel,  etc 

Stationery 

Oil,  etc 

Cemeut 

Services  

do 

Traveling  expenses 

Hickory  poles 

Services,  August,  1890  . 
S^^rv'ices  . 


Gerry  Ltrail>er  Company 

Bamsay  &  Jones 

Appleton  Machine;  Coiiip.tiiv 

J.C.Koelftch '. 

I).  T.  n.  MacKinnon 

Wm.  SchulK'rt 

Wm.  Knieger  &  Co 

Conlee  Lumber  Compnny 

McKenzie  &  Crawfoi-d 

Cbas.  S.  Morris 

Niels  Johnson 

Priest  &  Garrow 

J. E.  Wells  &.Co 

J.H.Daly 

H.  S.  Sacket 

Des  Forges  &  Co 

Drake  Brothere 

Milwaukee  Sewer  Pipe  Com  puny 

Samuel  Whitney 

Thomas  Myers 

Samuel  Whitney 

James  Roche  .  .* , 

Hii'ed  men 

G.W.Jenkins 

Weber  Bros '  Sheets,  etc 

Harry  Stroebe •  S«Tvice8 

Vulcan  Iron  Works lHpi)er  teeth,  etc 

Henry  Thomas ,  l)eiH»»iting  dredged  material. 

Charles  Young • do 

G.  Ehrlich '. .  -  .do 

D.  W. Orion ]. . .  do 

H.  B.  Livermore ' do 

Theodore  Gloeckler ' do 

Patrick  Leliane do 

C.  A.  Fuller I  Servicer 

Andrew  O'ConnclI do 

John  M.  Paiffe do 

John  A.  Banker do 

Alexander  Sims do 

JamcH  Cle^ir do 

John  Beaten do  . 

Jerry  Parkinson do  . 

(jottlieb  Jahnkc 

John  Lewi.s 

George  Gilford... 
Richard  E.  Rice.. 
Gabriel  Wick.... 
Charles  W.Day.. 
John  S<'hlo.sacr.. 


Amoont. 


do 

do 

do 

do 

do 

Lumber 

DaniiKT,  etc. 


Alfred  Galpin'8  Sons |  StoveH,  etc 


Schlafer,  Barrett  &.  Tesch 

B.T.Gilmore 

A.L.Smith 

Appleton  Machine  Company . 

Doman  &  Manuel .'.  - 

McKenzie  &  Crawford 

H.S.  Sacket 

Kiels  Johnson 

Prie-st  &.  Garrow 

J.E.Wells  vfc  Co 

Drake  Brothers 

C.  A.  Fuller 

Milwaukee  Cement  Ct>nip.nnv 

H.Collette *-• 

Charles  M.  Cole 

Hired  men 

Roy  Sims -•.... 

Jamea  Jones 

John  McCormick I do  

Matthew  Sinnott j  Depositing  dredge<l  material 

Theodoras  Wissink  .1 Services 

Henry  Weyenb*^xfe do 

Hired  men ! do 


Boat  spikes,  etc 

Office  rent , 

Hire  of  house 

Lock  valves 

Brass  castings,  etc , 

Coal,  etc , 

Oil,  etc 

Steel,  etc 

Wood 

Soap,  etc 

Oil 

Traveling  exjienses 

C 'enient . .' 

Towing' 

Travehng  expenses 

Services,  S<"pteniber,  1890. 

Services  

do 


James  McDaniel. 

M.  F.  Barteau 

H.  A.  Foster 

Gerry  Lumber  Company 

Ramsay  &  Jones 

Appleton  Machine  Company. 

Howard  &  Jennings 

Domaa  AHaauel 


W<kh1 

Hay 

Oil 

Lumber 

...do- 

Iron  castinijrt.  etc.. 
Globe  valvoo,  rt*-. . . 
Brass  castings,  etc. 


$dn.08 

60.84 

277.48 

16.60 

6.H5 

139.68 

»     1.75 

15.48 

299.02 

96.75 

109.85 

274- T7 

15.92 

3.69 

25.36 

22.10 

13.25 

20.70 

55.00 

31.00 

14.-61 

16.00 

3, 137.  38 

5.00 

12.84 

7.50 

UK.  00 

5.46 

H.30 

8.45 

9.11 

9.72 

i:j.  Xt 

58.72 

200.00 

10.00 

35.00 

30.00 

30.00 

a>.oo 

30.00 

30.00 

30.00 

30.00 

30.00 

M.OO 

30.00 

28g.00 

2.70 

12.35 

18.75 

25.00 

45.00 

138.00 

28.98 

70.71 

8.17 

40.05 

213.87 

4.40 

6.63 

U.76 

30.12 

32.00 

3.36 

2,942.55 

21.00 

18.00 

18,00 

86.70 

8.12 

16.50 

342.24 

2.35 

7.42 

9.00 

165.80 

337.04 

rJ4.77 

L78 

26.77 
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Bate. 

No.  of 
vouchor. 

1890. 

Oct  31 

21 

31 

22 

31 

23 

.31 

24 

31 

25 

81 

26 

31 

27 

31 

28 

31 

29 

31 

30 

31 

81 

81 

32 

31 

83 

31 

34 

31 

35 

31 

36 

31 

37 

31 

88 

31 

39 

31 

40 

31 

41 

Nov.  4 

42 

4 

43 

6 

44. 

8 

45 

8 

46 

12 

47 

15 

48 

15 

49 

15 

50 

15 

51 

18 

52 

19 

53 

21 

54 

29 

55 

29 

56 

29 

57 

29 

58 

29 

59 

29 

60 

29 

61 

29 

62 

29 

63 

29 

64 

29 

65 

29 

66 

29 

67 

29 

08 

29 

69 

29 

70 

29 

71 

30 

72 

30 

73 

30 

74 

30 

75 

30 

76 

30 

77 

30 

78 

30 

79 

30 

80 

30 

81 

30 

82 

30 

83 

30 

84 

30 

85 

Dec  2 

86 

4 

87 

8 

88 

8 

89 

13 

90 

18 

91 

19 

92 

22 

93 

24 

94 

29 

95 

29 

96 

29 

97 

29 

98 

29 

99 

29 

100 

Conloo  Lumber  Coini>.uiy Lumber. . 

J.  A.  Ramos Stool,  etc . 

Niols  .Tolmson Oil,  etc  . . 

II.  S.  Siiokot •  Kopc,  etc 


For  what  paid. 


Coal  . 

wowi :. 

Dopositing  droilged  matoriaL 

Wood,  otc 

Services  

do 


.do. 
.do. 
.do. 
.do. 
.do. 
.do. 
.do. 


CharloH  S.  Slorri.s 

Priest  «fc  (Jarrow 

Oliver  Demp.soy 

McKonzio  &  Crawford 

C.  A.  Fuller 

Andrew  O'Connell  — 

John  M.  False 

John  A.  Bonier 

Alexander  Sims 

John  Boeton 

George  Gifford 

Gabriel  Wick 

Gottlieb  Jahnke 

Jerry  Parkinson ! do 

John  Lewis j do 

Hichard  E.  Rice , do 

James  Clear i — do 

Samuel  Whitney I  Traveling  expou.soH . . . 

Hired  men Services  OctolxT,  1890 

George  S.  Bartlott I  Conieut 

James  Mackin , [  Services 

John  Thalhofer ;  — do 

Chicago,    Milwaukee  and    St.  Paul  '  Valve,  etc 

Raihray  Company. 

J,  L.  Evans ." 

Orvillo  Beach 

Ryan  Brothers 

Priest  &  Garrow 

Hatch  &  Keith 

Hired  men 

...do 

Eugene  Smith  &  (^o 

William  Meuleraaiis 

Ramsay  Sc  Jones 

Schlafer,  Barrett  &  Tescli  . . . 

John  Schlosser 

Appleton  Machine  Compuuy 

Doman  &  Manuel 

K.  M.  Hutchinson , . . . 

Coulee  Lumber  Compjuiy  — 

McKenxio  &  CrawfonI  .* '  Coal 

H.  S.  Sacket |  Oil,  etc 

Niels  Johnson '  Stoel  caslinsxs,  etc 

Johu  W.Slahr '  Oil,  etc 

Chaiies  S.  Alon*is '  Coal 

Priest  &  Ganow Wood 

J.  H.  Daly !  Iron,  pipe,  etc 

John  J.  Johnson '  Wood 


Sorviccs  

Rent  of  land 

Hauling  out  dredge . 

Oak  piles,  otc 

Timber 

Services  

...do 

Coal 

Elm  logs 

Lumber 

S])iko.s,  etc 

Coal  stove,  etc 

Iron  rods,  etc 

Iron,  etc 

C'ast  steel,  etc 

Lumber 


C.  A.FuIhr Services 

Andrew  O'Connell do 

George  T.  A  Hanson do 

John  M.  Paige do 

John  Baeti  11 do 

George  Gillonl do 

Gabriel  Wick do 

Gottlieb  Jalinke do 

Jerry  Parkinson  do 

John  Lewis do 

Richard  E.  Rico do 

James  Clear do 

John  A.  Banker ] do 

Alexander  Sims ' do 

K.  O.  Hoifman '  Travoling  expenses 

Hired  men Sorvloea,  .November,  189U 

John  McCormack Services 

August  Thiele do 

Hired  men do 

C.  A.  Fuller do 

A.  Ross  Houston Traveling  expenses 

Excelsior  Iron  Works Iron  mast,  etc 

I  E.  D.  Haven Pajier 

I  Rather  Se,  Schaeublo Iron,  etc 

'  Ruel  Bros Wood 

,  Schlafer,  Barrett  &  Tesch Belting 

Gerry  Lumber  Co Lumber 

,  F.H. Blood Coal,  etc 

!  B.  T-GUmore i  Bentof  office 


Amount. 


$250.34 

312. 52 

21. 23 

22.25 

118.50 

224.75 

18.21 

154.10 

200.00 

10.00 

35.00 

30.00 

30.00 

30.00 

30.00 

30.00 

30.00 

30.00 

30.00 

30.00 

35. 00 

13.75 

3, 124.  2(V 

43. 6H 

24.  75 

6.66 

9.53 

60.00 

25. 00 

200. 00 

1,165.03 

343.91 

144.48 

414. 40 

6.50 

27.00 

3.06 

10.44 

43.  55 

526.72 

4.61 

8.5:j 

10.00 
41.66 

8.10 
30.  54 
47.67 
51.75 
66.70 
22.36 
40.60 
200.00 
10.00 
30.00 
30.00 
26.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
30.00 
25.00 
25.00 

2.92 
2, 093. 30 

3.00 
10.50 
88.  50 
106.66 
1L40 
3,240.00 

L88 
17.07 
25.00 

4.80 
14.30 
17.00 
25.00 
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Date. 


No.  of 
voucher. 


To  whom  paid. 


For  wbut  paid. 


Amonnt. 


1890. 
Dec.  29 
29 
29 
29 
29 
29 
29 
30 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 

•  31 
31 
31 

1891. 
Jan.  2 
2 
5 
5 
G 
6 
16 
22 
28 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 

•  31 
31 
31 
31 
31 
31 
31 
31 
31 
31 

Feb.  2 
2 
3 
4 
4 
5 
9 
IG 
20 
26 
26 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 


101 
102 
103 
104 
105 
106 
107 
108 
1G9 
110 
111 
112 
113 
114 
U5 
116 
117 
118 
119 
120 
121 
122 


A.  L.  Smith Hire  of  house. 


Appleton  Machine  Co 

A.  San  ford  Ixigging  Tool  Co 

K.  M.  Hutchinaon 

J.  E.  WeU.s&Co 

John  Cashing 

E.B.Maltbey 

Des  Forges  &  Co 

Wisconsin  Telephone  Co ... . 

Samuel  Whitney 

George  T.  AUanson 

John  M.  Paige do  . 

John  A.  Banker ; do  . 

Alexander  Sims ' do  . 

John  Baoten ' de  . 

George  GiOord ! do  . 

Gabnel  Wick .....do  . 

Gottlieb  Jahnko ; do  . 

Jerry  Parkinson i do  . 


Iron,  etc. 

Peavy  handles,  etc 

Stove  i)ii)€,*'etc 

Oil,^tc  -• 

Depositing  dredged  material. 

AN'ood 

Stationery 

Kent  of  tiolephono,  etc 

Services 

do 


John  Lewis 
Bichard  E.  Rice 
James  Clear...., 


Traveling  expenses 

...do 

Services,  December,  1890  . 

Servieos  

...do 

...do 

...do 

Mileage 

Services  

do 


.do. 
.do. 
.do  . 
.do  . 
.do  . 
.do. 
.do. 


1  Elwin  Banter 

2  Samuel  Whitney 

3  Hired  men*. 

4  John  James 

5  AVilliain  Fergnsson 

6  William  Egan 

7  I  Hired  men 

8  ]  Maj .  Charles  E.  L.  B.  Davis . . 

9  I  Hired  men 

10  Samuel  Whitney 

11  ;  George  T.  AUanson 

12  John  M.  Paige 

13  John  A,  IJankor 

14  Alexander  Sims 

15  John  Baot en 

16  George  <  iiflord 

IT  1  (Jabriel  Wiok 

18  I  Gottlieb  Jahnko |....do 

19  I  Jerry  Parkinson 

20  John  Lewirt 

21  Richanl  E.  Rice 

22  James  Clejir 

23  Hans  Jacobsou 

24  Ruel  J{ro8 

25  S.  S.  Clark 

20     Alfred  (ialpin's  Sons , 

27  Appleton  Machine  Co 

28  Ramsay  &.  Jones 

29  ,  The  Cook  &.  Brown  I.ime  l\) 

30  K.  M.  Hutchinson 

31  S.M.Hav  &Bros 

32  Hugh  Af'cGowan 

Glen  wood  Manufacturing  Co 

Western  Lime  and  Cement  Co  . . 

William  Wick 

Elwin  Banter 

Hired  men 

Osgood  I>re<lge  Co 

Mriklejohn  A:  Hatten Lnmbi 

Orville  Beaeh I  Rent «.!'  land 

Swain  Sc  Tate i  Keixnts, etc. 


do 

...do 

...do 

...do 

Tamil  rack  knees 

ATood 

Clay 

Boat  spikes '. . . . 

Iron  rods,  ete, 

Lumber 

Coal 

Iron,  etr. 

...do 

Labor 

Lnrabcr 

Cement 

Labor,  etc 

Travfliiig  expenseH 

S<'rvii-es.  January,  18.')1 . 
Freight  charges 


Theodore  Daisbner  . 
Charles  H.Welch... 

Hired  men 

Samuel  Whitney  . . . 
George  T.  AUaiison. 

John  M.  Pai":o 

John  A.  Banker 

Alexamler  Sims 

John  B;ieten 

George  (Tiflbrd 

Gabriel  Wick 

Gottlieb  Jahnke 

Jerry  Parkinson  . . . 

John  Lewis 

Richanl  E.  Rice 

James  Clear *•  • 


S<*rvir 
Paper,  etc. 
Servie<>.s  . . 

...do 

...do  

...do 

...do 

...do 

...do 

...do 

...do 

. .  .do 

...do 

...do 

...do 

...do 


$45.00 
72.69 

e.60 
10.25 

6.S7 
59.10 
87.00 
21.06 
15.35 
73.38 
30.00 
30.00 
35.00 
35.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
30.00 

3.87 
20.14 
1,773.50 
11.06 
9.62 
38.25 
13.50 
24.40 

375.23 

200.00 
30.00 
30.00 
35.00 
35.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
30.00 

318.00 
25.00 
27.20 
25.00 
49.47 

292.00 
0.00 
36.39 

268.09 
5.25 
1,194.74 
26.60 
52.60 
3.17 
1, 82L  76 

159.93 
1, 861. 53 
25.00 
12. 50  ' 
3.75 
17.65 

21L22 

200.00 
30.00 
30.00 
35.00 
35.00 
25.00 
25.00 
26.00 
26.00 
25.00 
25.00 
25.00 
30.061 
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No.  of 
Touchor. 


To  whom  paid. 


For  what  paid. 


Amount. 


Comelina  Hniaenfeldt 

Charlea  Cayert 

Appleton  Machine  Co 

Gerry  Lumber  Co 

Sohlafer,  Barrett  &  TeHch 

Ramsay  &.  Jones 

K.  M.  Hntohinson 

The  Morgan  Co 

George  F.  Strond  estate 

Glllineham  &  Son 

A.  H.  Gardner  Co 

Drake  Brothers 

Glenwood  Manufacturing  Co. 

Charles  M.  Cole 

Western  Lime  &  Cement  Co. 

Hired  men 

Elwin  Bauter 

Martin  Olesen . 


Charles  A.  Thompson 

Glenwood  Manufacturing  Co . 

Frank  L.  Blood 

Hired  men 

John  Jansen 

Butler  Bros 

B.T.  Gilrooie 

A.  L.  Smith 

GiDingham  &  Son 

K.  M.  Hutchinson 

The  Monean  Co 

George  T.  Allanaon 

John  M.  Pai  ee 

John  A.  Banker 

Alexander  Sims 

John  Baeten 

George  Giffbrd 

Gabriel  Wick 

Gottlieb  Jahnko 

Jerry  Parkinson 

John  Lewis 

Hichard  K.  Rice 

James  Clear . 


do. 

do. 

do. 

do. 

do. 

do. 

do. 

do. 

do. 

I do  . 

Sylvanns  Palmor \ do  . 

Samn^  Whitney do 

Western  Limo  nnil  ('cnunt  Co 

George  F.  Stronl  cstatr 

Charles  M.  Colo 

Hired  men •- 

John  Kilaweo 

Joseph  Bleier 

Martin  Olesen 


Driving  piles 

Sand 

Iron  bolts,  etc 

Lumber 

Iron,  etc 

Lumber 

Iron,  etc 

Driving  plank 

Oakum 

Iron  truss  rods,  etc 

Powder,  etc 

White  lead,  etc 

Lumber 

Traveling  expenses 

Cement 

Services,  February,  1891. 

Traveling  expenses 

Services  

...do- 

Lumber 

Services 

...do'. 

Lumber 

Safety  fhse,  etc 

Rent  of  office 

Hire  of  house 

Screw  bolts,  etc 

Iron,  etc 

Lumber,  etc 

Services 

...do 


Hired  men ' — do  . 

Burdick.  Amiitag«  &  Allen 

Ruel  Bros 

L.  Lindauer 

Appleton  Mucliinc;  Co 

Redford  Bros.  cV  Co 

A.  F.  Mueller 

The  Cook  and  Hniwii  Lime  Co. . 

Conlee  Lumber  Co 

McKenzie  &  Crawford 

Battis  Bros 

George  F.  Stroitd  cMtutc 

K.  MTHutcliuimni 

Gillingham  &  .Son 

J.  A.  isames 

George  Serviiw 

Paul  £.  ThoTOflR 

Samuel  Whitmy 

James  Clear 

John  Lewis 

John  M.  Pagf 

John  A.  Bank er 

George  GiffonI 

Gottlieb  Jahiike 

Alexander  Siiim 

(fW)rgn  T.  AlhiiiHou 

.J^ri-y  Parkinson 

Gabriel  Wick 

.lobu  liHet«n 

Ricbaixl  K.  Kice 

Hired  men , 


Cement 

Onkiim,  etc 

Traveling  exiH-nH«-M  . . . 
Services,  Manb,  1801  . 
Services 

cl6 

do 


Rules  for  navigation. 

Wood 

('ement.  etc 

Iron  rods,  etc 

Surfacing  hiinlwr 

liire  of  jookH<:rewrt. . . 

Coal,  etc 

Lumber 

Coal,  etc 

Iron,  etc 

Oakum,  etc 

Iron,  etc 

Screw  bolls,  ete 

Iron  castings,  «tc 

Services  

do 


.do. 
.do. 
.do. 
.do. 
-do. 
.do  . 
.do  . 
-do. 

do. 

do 
.do  . 
-do. 
.do. 


ENO  91- 


-1(53 


Servioea.  April,  1891. 


$87.75 

20.48 

60.73 

186. 79 

255.28 

502.54 

7.88 

14.00 

6L50 

338.22 

65.70 

145.46 

06L68 

7.36 

120.00 

2,757.27 

2.62 

34.25 

18.81 

755.63 

2L33 

123.75 

3.44 

0.53 

25.00 

45.00 

10.26 

22.86 

221.45 

30.00 

30.00 

35.00 

35.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

00.00 

200.00 

118.75 

38.40 

14.26 

2, 720. 00 

30.00 

37.50 

30.75 

102.00 

4.50 

12.50 

73.76 

17.66 

2.00 

7.50 

8.35 

25.06 

30.81 

34.68 

60.15 

126.18 

223.23 

802.00 

37.75 

66.00 

200.00 

30.00 

25.00 

30.00 

31.66 

25.00 

25.00 

20.60 

30. 00 

2.').  UO 

25.  IHI 

25.  UO 

25. 00 

2,433.47 
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Itemized  staiement  of  expenses,  etc.— Continued. 


Date. 

No.  of 
voucher. 

189X.. 

Kay  4 

41 

7 

42 

11 

43 

11 

44 

11 

45 

11 

46 

31 

47 

31 

48 

31 

49 

31 

50 

81 

51 

31 

52 

31 

53 

31 

54 

81 

55  1 

31 

56 

31 

57 

31 

58 

31 

59 

31 

60 

31 

61 

31 

62 

31 

63 

31 

64 

31 

66 

31 

66 

31 

67 

31 

68 

31 

60 

31 

70 

31 

71 

31 

72 

81 

78 

81 

74 

81 

75 

81 

76 

31 

77 

31 

78 

31 

79 

31 

80 

31 

81 

31 

82 

31 

83 

31 

84 

June  8 

85 

6 

86 

8 

87 

30 

88 

30 

89 

30 

90 

30 

01 

80 

92 

SO 

93 

80 

94 

30 

95 

80 

96  I 

80 

97 

30 

981 

80 

99  1 

80 

100  i 

30 

101 

30 

102  ! 

30 

103 

30 

104 ; 

30 

105  ; 

30 

106  , 

30 

107  1 

30 

108  ; 

30 

109  1 

30 

110  i 

30 

111 

30 

112  i 

30 

113! 

30 

114  : 

IW 

115  . 

30 

116; 

30 

117  ' 

30 

118  ' 

80 

119 

80 

120  ' 

30 

121 

To  whom  paid. 


For  wliat  paid. 


Charles  M.  Cole ,  Traveling  expenses . . . 

Hired  men l  StTvices,  April,  1891.. 

Orville  fieacb ;  Kent  of  land 

W.H.  Crawford ;  Pipe  and  fittings,  t'tc  . 

Dcnnan  &Manael '  CftHtings,  eto 

Excelaior  Iron  Worka '  Mast,  eto 

Tboii.Jack8on ■  St^.rew  bolt*,  etc 

H.CoUette I  Lumber 

Jno.Jan8eu do 

Geny  Lumber  Company do 

Appfeton  Machine  Company j  Iron  oaatings,  etc 

M.  V.Morehouso 1  Boiler  covering 

A.  Sanford  Manufacturing  Company.!  Steel 

August  Schroeder Hire  of  Jaokacrews  ... 


Salt. 

Lumber 

Oil 

Oakum,  eto 

Screw  bolts,  etc  . 
Tin  roofing,  etc. . 


Hamish  &  Westphal 
Conlee  Lumber  Company 

D.  P.  Sanford 

G«o.  F.  Stroud  estate 

Gillingham  &  Son 

K  M.  Hutchinson 

The  Morgan  Company {  Lumber 

W.  J.  McLaughlin Iron,  etc 

Niles  Johnson :  Packing,  etc. 

C.  A.  Peck i  Steel,  etc 

Chas.  S.  Morris '  Ciial 

Priest  &  Garrow j  Wood 

Prentice  &Mohr '  Lumber 

Joys  Bros.  &  Co '  ( 'otton  waste 

O.ii.  Packard  Machinery  Company  . .  |  Tool  steel 

A.  Koss  Houston ;  Services 

Samuel  W  hitney do 

JohuM.  Paige \ do 

Gabriel  Wick |...  do 

Alexander  Sims • do 

(ieorge  T.  Allazison do 


John  Baeten .' do  . 

James  Clear do  . 

Jerry  Parkinson do  . 

John  A.  Banker do  . 

John  Lewis do  . 

George  Gifford do  . 

Gottfieb  Jahnke do  . 

Kichard  E.  Rice do. 

C.  L.  Neumann ' do 

Samuel  "Whitney 

Hired  men 

John  J.  Johnson 

Conlee  Lumber  Company • 

The  Morgan  Company 

Domau  &.  Manuel 

Ossian  Cook 

Battis  Brothers 

Gillingham  &  Son 

Cit'orge  F.  Stroud  estate 

A.  Sanford  Lodging  Tool  Company  . . 
The  Cook  and  JBrown  Lime  Company. 

K.  M.  Hutchinson 

J.  A.  Barnes 

Charles  S.  Morris 

C.  A.  Peck 

H.  Stednian 

Stephen  Vedder 

Cramer,  Aikens  &l  Cramer Ofhce  rent 

James  Clear Services 

John  M.  Paige ...do 

John  Lewis ' do 

Jerry  Parkinson | do 

George  ( i  ittord I do 

Alexander  Sims 1 do 

John  Baeten j do , 

George  T.  Allanson j do 

John  A.  Banker i do 

Gabriel  Wick ....do 

Richard  E.  Rico ....do 

Gottlieb  Jahnke * do 

JoysBros.*  Co |  Kopo 

Samuel  Whitney i  Services 

C.  L.  Neumann '• do 

Hire<l  men •  S<Tvice8,  Juue,1891 

HoUis  Stwlman :  Moving  stone 

Samuel  Whitney !  Ti-avelmg  expenses 


Traveling  expenses j 

Services.  May,  1891 

DeiMiaitiug  dredged  ^lat4^^ial < 

Lumber i 

Doors,  etc 

Iron  castings,  etc 

Rent  of  otfice 

Boiler  flues,  etc 

Screw  bolts,  eto 

Oil,  etc 

I^umber 

Fire  brick,  etc 

Tin  roofing,  eto 

Iron  castings,  etc 

Coal 

Lumber,  etc 

Luml)er 

Depositing  dredgeil  material 


Total. .> 08,989. 


Amomnt. 


$12.34 

41.23 

«25.00 

76.96 

240.86 

1,732.20 

8.11 

12.00 

4.39 

14.40 

12&10 

48.06 

4.00 

5.25 

5.75 

15.73 

10.42 

56.88 

8L76 

221.49 

877.79 

2.27 

7.80 

82.77 

5L85 

124.70 

22.00 

10.54 

25.90 

200.00 

200.00 

30.00 

26.00 

25.00 

30.00 

25.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

10.00 

0.90 

2,024.51 

2.00 

22.33 

32.78 

44.90 

66.00 

214.73 

62.01 

14.40 

2.00 

4.70 

308.47 

82L6S 

66.75 

25.12 

16.47 

28.76 

70.00 

30.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

80.00 

25.00 

25.00 

25.00 

25.00 

31.68 

200.00 

10.00 

2.234.39 

5L00 

10.61 
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APPENDIX  M  M. 


IMPROVEMENT  OF  CHICAGO  AND  CALUMET  HARBORS,  ILLINOIS;  OF 
CALUMET  RIVER,  ILLINOIS  AND  INDIANA;  AND  OF  ILLINOIS  RIVER, 
ILLINOIS;  ILLINOIS  AND  MISSISSIPPI  CANAL. 


liEFORT  OF  CAPTAIN  W,  L.  MARSHALL,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1891,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 


1.  Chicago  Harbor,  Illinois. 

2.  Calumet  Harbor,  Illinois. 

3.  Calumet  River,  Illinois  and  Indiiina. 

4.  Illinois  River,  Illinois. 


5.  Operating    and    cure  of  La    (xrauge 

Lock,  on  Illinois  River,  Illinois. 

6.  Illinois  and  Mississippi  Canal. 


EXAMINATION  AND   SURVEY. 

Illinois  River,  Illinois,  from  La  Salle  to  the  Mississippi  River,  as  recommended  by 
Capt.  W.  L.  Marshall,  ('orps  of  Engineers,  in  his  re]»ort  dated  March  10,  1890, 
with  a  view  to  ascertaining  what  lands  would  be  subject  to  overflow  by  the 
construction  of  a  navigable  waterway  between  Lake  Michigiin  and  the  Missis- 
sippi River. 

HARBOR  LINES. 

8.  Establishment  of  harbor  lines  in  Chicago  Harbor,  Illinois, 


United  States  Engineer  Office, 

Chicago^  iW.,  July  10,  1891. 
General  :  L  have  the  honor  to  transmit  herewith  annual  rej)ort8 
upon  the  works  in  my  charge  for  the  fiscal  year  ending  June  30,  1891. 

•  •••••• 

Very  respectfully,  your  obedient  servant, 

W.  L.  Marshall, 
Captain  J  Corpn  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  (J.  S.  A. 
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M  M  I. 

IMPROVEMENT  OF  CHICAGO  HiUBOR,  ILLINOIS. 

The  present  project, was  adopted  in  1870  and  modified  in  1878,  and 
contemplates — 

(a)  The  formation  of  an  outer  harbor  or  basin  by  inclosing  a  portion 
of  Lake  Michigan  just  south  of  and  adjoining  the  entrance  to  the  river, 
for  the  purpose  of  increasing  the  harbor  facilities  of  Chicago,  and  to  give 
relief  to  the  overcrowded  river. 

{b)  The  construction  of  an  exterior  breakwater  of  crib  work  filled  with 
stone  outside  the  outer  harbor  and  north  of  the  entrance  to  Chicago 
Eiver,  in  deep  water,  to  shelter  the  entrance  to  Chicago  Eiver  (which 
constitutes  the  harbor  ol»Chicago),  and  to  the  outer  harbor  from  north- 
erly storms,  and  to  form  a  sheltered  area  or  harbor  of  refuge  at  the 
southern  end  of  Lake  Michigan. 

In  addition  to  this  project  the  entrance  to  Chicago  River,  which  is 
protected  by  piers  built  by  the  United  States,  is  to  be  maintained,  both 
piers  and  channel. 

CONDITION  OF   THE  WORK  JUNE  30,  1891. 

Out^r  basin. — ^This  basin,  lying  south  and  east  of  the  present  mouth 
of  Chicago  River,  covers  about  455  acres  in  area. .  A  dock  and  wharf 
line  was  establisned  by  Special  Order,  Corps  of  Engineers,  No.  108, 
August  3, 1871,  at  about  1,300  feet  east  of  the  shore  line  and  parallel  to 
and  about  2,000  feet  west  of  the  breakwater  that  limits  tlie  basin  to  the 
eastward.  This  dock  line  extended  from  the  mouth  of  Chicago  River, 
south  pier,  to  a  point  opposite  Van  Buren  street.  On  September  15, 
1890,  a  Board  of  Engineers  was  constituted  by  Special  Order,  No.  61, 
Headquarters  Corps  of  Engineers,  Washington,  I).  C,  September  11, 
1890,  to  consider  the  question  of  harbor  lines  under  the  river  and  harbor 
act  of  August  11,  1888,  and  in  accordance  with  the  recoumiendations 
of  this  Board,  approved  by  the  Secretary  of  War  September  22/ 1890,* 
the  existing  harbor  line  was  extended  throughout  the  harbor  southward 
to  its  southern  limit. 

Between  the  dock  line  and  bresikwater  an  area  of  270  acres  is  included, 
which  the  original  project  contemplated  dredging  to  16  feet  in  depth 
where  deficient.  The  area  between  dock  line  and  shore  is  reserved  for 
slips  and  docks.  Two  hundred  and  sixty-seven  thousand  cubic  yards  of 
material  are  yet  to  be  dredged  from  the  outer  basin  beyond  the  dock  line, 
but  as  the  area  already  dredged  is  sufficient  for  present  needs,  and  the 
material  is  necessary  for  the  construction  of  any  docks  and  wharves  in  this 
basin,  no  further  dredging  is  desirable  until  such  use  becomes  apparent. 

The  piers  inclosing  this  basin  have  been  completed  for  years,  and 
now  the  only  expenditures  required  are  for  maintenance. 

The  purposes  of  this  outer  harbor  have  never  been  realized,  due  to 
the  litigation  attending  the  determination  of  the  qucsfioti  of  riparian 
ownership  and  rights.  No  wharves  Jind  docks  have  been  constructed, 
except  by  the  Illinois  Central  Railroad,  north  of  Randolph  street,  and 
the  breakwaters  serve  only  the  purpose  of  protecting  this  corporate 
property,  and  aflfording  to  the  people  of  Chicago  a  protected  and  safe 
basin  for  pleasure  craft.  Since  the  construction  of  the  exterior  bre^ik- 
watou  it  has  no  value  as  a  har])or  of  refuge. 

This  basin  will  pi^bably  never  subserve  it^j  int^^nded  piupose,  and  all 

*  Sec  Appendix  M  M  8. 
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oxpenditiues  for  iDaintaining  the  breakwaters  and  piers  should  be  re- 
duced to  a  miuimum  and  be  carefully  considered.  At  most,  temporary 
work  of  timber  and  rubblestone  should  be  employed  until  its  fiual  dis- 
position is  determined. 

During  the  past  fiscal  year  it  has  been  in  question  to  use,  by  filling 
in,  part  of  this  basin  as  a  site  for  part  of  the  World's  Columbian  Expo- 
sition, finally  for  a  park  for  the  people  of  Chicago,  forever.  This  use  as 
far  as  the  exx)Osition  is  concerned  is  abandoned.  Its  use  otherwise  will 
probably  depend  upon  the  decision  in  the  pending  case  before  the  United 
States  Supreme  Court  upon  the  question  of  ownership  of  riparian  rights 
and  submerged  lands.  The  logic  of  the  present  tendency  of  uses  of 
Chicago  property  points  to  the  conclusion  that  this  outer  basin  will 
never  be  used  for  wharves  and  docks,  or  public  commercial  purposes. 
It  may  be  filled  as  a  park,  or  preserved  as  a  pleasure  basin;  otherwise 
it  may  fall  into  the  hands  of  a  corporation. 

The  superstructure  over  all  ot  the  piers  of  the  outer  harbor  at  the  be- 
ginning of  the  fiscal  year  was  in  more  or  less  rotten  condition,  and  in 
view  of  the  preceding  facts,  although  a  permanent  sui)erstructure  had 
been  designed  for  them,  it  was  judged  best  still  ftirther  to  temporize. 
Consequently,  soon  after  the  passage  of  the  river  and  harbor  act  of  Sep- 
tember 19, 1890,  it  was  recommendeid  to  the  Chief  of  Engineers  that  the 
superstructure  of  this  pier,  from  the  light-house  at  the  southerly  en- 
trance around  the  return  to  the  north  entrance  to  the  basin,  as  well  as 
the  north  pier,  1,000  feet  in  length,  or  in  all,  including  the  north  pier, 
5,243  feet  in  length,  be  rebuilt  of  timber  crib  work  filled  with  stone, 
under  the  belief  that  by  the  end  of  the  life  of  this  construction  all  legal 
questions  will  have  been  disposed  of  and  the  future  use  of  this  basin 
and  public  works  connected  therewith  will  have  been  determined. 

The  project  was  approved  and  the  work  advertised,  and  proposals 
opened  December  13, 1890,  an  abstract  of  which  proposals  as  received 
is  appended. 

With  the  approval  of  the  Chief  of  Engineers,  contract  was  entered 
into  January  5, 1891,  with  the  Kimbell  &  Cobb  Stone  Company  of  Chi- 
cago, the  lowest  responsible  bidders,  for  the  rebuilding  of  5,243  feet  of 
superstructure,  with  pile  protection,  and  repairs  of  superstructure,  of 
easterly  breakwater,  outer  basin,  and  north  pier  entrance  to  Chicago 
River,  in  accordance  with  the  terms  of  their  bid. 

Work  under  the  contract  was  begun  May  9,  1891,  on  the  easterly 
breakwater,  and  very  vigorously  prosecuted  by  the  contractors,  and  by 
the  close  of  the  fiscal  year,  June  30, 1891,  they  had  placed  and  firamed 
into  the  work  749,240  feet  B.  M.,  of  pine  timber,  and  70,573  pounds  of 
wrought  iron  driftbolts.  In  addition  a  portion  of  the  decking  has  been 
pla<5ed  but  not  yet  measured  or  estimated.  At  the  close  of  the  year 
about  1,700  linear  feet  of  the  timber  superstructure  over  the  easterly 
breakwater  have  been  completed  except  decking  and  stone  filling. 

Eocterior  breakwater-, — The  work  is  situated  one  mile  northeast  of  the 
mouth  of  Chicago  Eiver,  the  entrance  to  which  it  covers  fipom  northerly 
storms.    It  is  5,413  feet  in  length,  and  is  completed. 

During  the  past  fiscal  year  a  portion  of  this  breakwater  has  been 
decked  over  to  protect  the  stone  fiUing  from  washouts  by  storms,  by 
securing  in  place,  over  the  superstructure  and  stone  fQling,  about 
973,572  feet  B.  M.  timber,  by  means  of  71,471  pounds  of  wrought  iron 
driftbolts,  of  which  all  of  the  timber  and  65,087  i)ound8  of  the  driftbolts 
was  material  on  hand  at  the  beginning  of  the  fiscal  year. 

Pait  of  this  breakwater  had  previously  been  decked  over  with  three 
inch  plank,  but  the  greater  part  of  it  had  been  open  to  tiie  fury  of  Lake 
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Michigan  storms.  The  3-iuch  decking  was  smashed  in  and  the  stone 
wiish^  out  by  the  waves.  Kow  two-thirds  of  the  breakwater  is  cov- 
ered by  a  decking  at  least  10  inches  thick,  which  will  much  reduce  the 
annual  cost  of  maintenance  during  the  life  of  the  superstructure. 

This breakwaU^* answers  the  purpose  for  which  it  has  been  constnieted, 
and  its  value,  as  forming  a  safe  harbor  of  refuge  during  northerly  storms 
and  as  an  aid  to  navigation  using  the  port  of  Chicago,  is  concMed  by 
all  parties  interested  in  lake  commerce. 

ENTRANCE  TO   CHICAGO  RIVER. 

No  work  has  been  done  during  the  past  fiscal  year,  there  being 
throughout  the  year  no  difficulty  expinienced  by  vessels  due  an  insuffi- 
cient dei)tli  of  chaiuu^J.  Tlie  entrance  will  require  periodic  dredging. 
The  last  dredging  done  was  in  October  and  November,  1888. 

Under  the  contract  hereinbefore  mentioned  with  Kimbell  and  (3obl) 
Stone  Company,  Chicago,  the  rebuilding  superstructure  over  the  north 
pier  1,000  feefc  in  length,  and  the  repairs  due  in  jury  by  collisions  with  ves- 
sels, have  been  provided  for  under  the  af)propriation  contained  in  the 
river  and  harbor  act  of  September  19,  1890. 

PROPOSED  APPLICATION  OF  FUNDS  NOW  ON   HAND  AND   THOSE  ASICED 
FOR,  FOR   THE  FISCAL  YEAR  ENDING  JUNE  30,   1892. 

The  funds  now  on  hand  and  those  asked  for,  for  the  fiscal  year  end- 
ing June  30, 1892,  are  to  be  api)liedto  the  completion  of  the  work  under 
the  existing  contract  for  rebuilding  superstructure  over  the  ejusterly 
breakwater  and  north  pier,  and  to  rebuild  superstructure  over  the  south- 
erly breakwater,  outer  basin,  and  over  a  part  of  the  soulh  pier,  about 
1,200  feet  in  length,  at  the  mouth  of  the  Chicago  RiA^er,  just  north  of  the 
Illinois  Central  Eaikoad  Pier  No.  1.  A  joint  resolution  was  passed  by 
the  last  Congress  authorizing  the  temporary  licensing  of  the  use  of  this 
pier  by  the  Secretary  of  War,  which  license  would  have  relieved  the 
United  States  from  t^he  maintenance  of  this  pier,  and  allowed  its  use  for 
commercial  purposes.  A  great  local  opposition  was  developed  to  such 
license  and  it  has  never  been  issued.  The  pier  is  now  in  a  condition 
that  requires  repair.  There  is  no  good  reason  why  it  should  not  be  now 
abandoned  by  the  United  States  and  allowed  to  become  a  part  of  the 
wharfage  or  dockage  of  the  Chicago  River  under  control  of  the  officials 
of  the  city  of  Cliicago,  even  as  the  rest  of  the  piers  which  by  natural  or 
other  causes  have  been  brought  within  the  low-water  shore  lines  of  Lake 
Michigan. 

The  laws  of  the  United  States  are  sufficient  to  guard  against  obstruc- 
tions to  navigation  by  improper  uses  of  such  inland  piers,  and  their  fur- 
ther maintenance  by  the  Unit^^d  States  is  an  unnecessary  expense. 

Money  statement, 

Jnly  1, 1890,  balance  unexpended $17, 565. 17 

Credit  amount  deposited  to  appropriation  by  Quartermaster's  Department 

(fuel  account)  27. 65 

Amount  appropriated  by  act  approved  September  19,  1890 100, 000. 00 

117,592.82 
June  30,  1891,  amount  expended  during  fiscal  year 21, 589. 62  . 

July  1, 1891,  balance  unexpended 96, 003. 20 

July  1,  1891,  outstanding  liabilities $1, 500. 00 

July  1, 1891,  amount  covered  bv  uncompleted  contracts 76, 835. 38 

78,335,38 

July  1, 1891,  balance  available 17,667.82 
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{Amoniit  ^estimated)  required  for  completion  of  existing  project $72, 000. 00 
Amount  tnat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1893    72, 000. 00 
SnbnLitted  in  compliance  witb  requirements  of  sectiohs  2  of  river  and 
harbor  acts  of  1866  and  1867. 


Abstract  of  propoaaU  for  rebuilding  superstructure  at  Chicago  Harbor,  Illinois,  opened  at 
Chicago,  III.,  December  IS,  1890j  at  1£  m.,  by  Capt.  W.  L,  Marshall,  Corps  of  Engi- 


Ko. 


Pine,    per 
Mfeet,B.M. 


Name  and  residence  of 
bidder. 


If 


5^    ^o 


Wrought  iron,  per  pound, 


•51 

GQ 


SI 
Pi 


II 
Is 

•of 


1 
I 


White-oak 
piles,  each. 


^9 


Totala. 


Tnunan  &  Cooper,  Manito- 
woc, Wia $29. 00  $20. 00 

Culbert  Sl  Lutz,  Michigan 
City,  Ind 38.00  22,70 

Charles  Bamer,  Green  Bay^ 
Wia 31.00;  22.00 

The  Heidonreich  Co.,  Chi- 
cago.Ill 28.08  22.00 

Green's  Dredging  Co.,  Chi- 
cago. Ill 83.50121.00 

Kimbell  and  Cobb  Stone  Co., 
Chicago,  m.* 29.001  24.00 

Hiero  B.  Herr  &  Co.,  Chi 
cago,  111 32.00;  19.00 

The  Fitz  Simons  &  Connel 
Co.,  Chicago,  lU 28.  OOJ  25./)0 


3 

5 
3 
3 
4 


€m,t9. 
3 

3.35 
4 

4 
5 

4 
4 
4 


OmU. 
4 
3 
4 

4 

5i 

5 

5 

7 


CenU. 

12 

10 

6 

14 

OS 
10 
10 

5 


$6. 00  $15. 00 
5,50   13. 
5.50   18.00 
5.95   14.00 

5.75   12.fi 

I 
4.50,  14.00 

5.50'  16.00 


$14. 50  $86, 252. 23 
11.90105.170.83 
15.751  91,084.27 
10.50  87.345.95 
11. 55  99, 610. 57 
12.  OO'  85,335.38 


14.00 


6.00  12.00'  10.50 


91,337.96 
83,250.61 


*  The  lowest  bidders. 


The  amount  available  for  payments  under  a  contract  for  this  work  is  $105,000. 


report  op  mr.  g.  a.  m.  lhjencrantz,  assistant  engineer. 

Unitbd  States  Engineer  Office, 

Chicago,  III.,  June  30,  1891. 
Captain  :  I  have  the  honor  to  submit  herewith  a  report  of  operations  in  Chicago 
Harbor,  Ilinois,  for  the  fiscal  year  ending  June  30,  1891. 

The  work  done  during  the  year  consists  in  placing  heavy  timber  decking  over  the 
exterior  breakwater,  and  rebuilding  superstructure  over  the  northerly  portion  of  the 
easterly  breakwater  to  a  height  of  6  courses  (=  6  feet). 
Work  done  and  material  used  for  this  purpose  has  been  as  follows : 

THE  exterior  BREAKWATER. 

A  portion  of  the  exterior  breakwater  had  been  decked  over  during  the  previous 
year  with  3-inch  plank,  but  a  few  heavj  northerly  gales  proved  the  insufficiency  of 
this  covering,  as  it  was  soon  broken  to  pieces.  Another  plan  was  then  devised,  which 
served  two  very  desirable  purposes,  viz:  First,  to  secure  a  substantial  covering,  as 
protection  for  the  stone  filling  for  this  very  much  exposed  breakwater,  and  secondly, 
to  dispose  of  a  large  quantity  of  timber,  piled  on  the  easterly  breakwater  since  1883, 
which  by  the  long  exposure  had  become  unfit  for  any  other  use,  and  which  also  would 
have  formed  a  serious  obstruction  to  the  contemplated  work  of  rebuilding  the  super- 
structure over  the  last-named  brenkwater.  The  work  of  putting  down  the  new 
decking  commenced  on  the  9th  of  October,  1890,  and  was  completed  on  the  IS^h  of 
Pecember  following. 
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Tlic  following  inaterials  were  used: 

rineliuilnr loot,  B.M.-     e9,ejK> 

Hemlock  liiiihc^r do....  666,266 

Culled  timber do....  237,610 

Total do....  973,572 

Wronght-iron  drift  bolts pounds. .     71, 471 

Of  the  above  amount  of  bolts  only  6,384  pounds  had  to  be  purchased,  the  balance, 
65,087  pounds,  being  on  hand,  the  same  as  the  timber. 

The  decking  thus  made  covers  the  northerly  two-thirds,  about,^  of  the  width  of 
the  breakwater  throughout  its  entire  len^[th,  except  about  450  linear  feet  of  the 
outer  or  easterly  end,  which  is  covered  to  its  full  width,  which  was  done  as  far  as 
the  available  timber  held  out.  The  dimensions  of  the  timber  used  were  10  by  12  and 
12  by  12  inches. 

THE  EASTERLY  BREAKWATER. 

The  easterly  breakwater  and  the  north  pier  have  for  a  number  of  years  been  iu 
the  most  deplorable  condition,  as  has  been  regularly  reported  every  year.  Their 
respective  ages  warrant  this  condition.  The  westerly  400  linear  feet  of  the  latter 
pier  was  buflt  in  1868,  and  is  consequently  now  23  years  old.  The  easterly  end  (600 
linear  feet)  is  15  years  old,  having  been  built  in  1876.  Though  not  by  far  as  old  as 
the  other  part,  this  end  is  also  in  a  very  bad  condition,  to  a  great  extent  aggravated 
by  damages  sustained  by  steamers  running  into  the  same  on  several  occasions,  the 
worst  of  which  happened  in  1881,  when  a  steam-barge  ran  into  the  east  end  waU, 
breaking  off  all  the  timbers  above  and  five  courses  below  the  mean  lake  level. 

The  easterly  breakwater  was  buil1U>etwe«n  1871  and  1875j  being  thus  from  16  to 
20  years  old  in  its  different  parts.    Its  state  of  decay  proves  its  age  conclusively. 

It  was  originally  intended  to  build  permanent  concrete  superstructure  over 
these  piers  similar  to  the  95  linear  feet  of  that  class  of  work  designed  by  Mi^. 
Thomas  H.  Handbury,  Corps  of  Engineers,  U.  S.  Army,  and  built,  in  1887,  about 
midway  on  the  easterly  breakwater ;  but  considering  the  uncertainty,  suggested  by 
protracted  local  controversies,  as  to  whether  the  inclosed  basin  ever  wDI  become 
utilized  to  any  extent  by  the  shipping  interests  or  not,  it  was  considered  best  to 
defer  for  the  present  the  more  expensive  concrete  work  and  substitute  the  ordinary 
kind  of  timber  superstructure,  which  wiU  last  at  least  12  years,  by  which  time  it  is 
reasonable  to  expect  that  the  vexatious  lake-front  controversy  will  be  finally  dis- 
posed of,  when,  if  required,  it  will  be  time  enough  to  build  a  permanent  su}>er- 
structure. 

llie  timber  superstructure,  costing  onl^  about  one-third  the  price  for  the  concrete 
work,  also  makes  it  possible  to  renew,  with  available  funds  appropriated  by  act  of 
Congress  approved  September  19, 1890,  the  whole  length  of  both  the  easterly  break- 
water and  the  north  pier,  an  aggregate  of  5,243  linear  feet,  more  or  less. 

Bids  for  this  work  were  advertised  for  on  the  24th  of  November  and  opened  on  the 
3d  of  December,  1890. 

The  contract  was  awarded  to  The  Kimbell  &  Cobb  Stone  Company,  of  Chici^o, 
the  lowest  responsible  bidders,  and  entered  into  on  January  5, 1891. 

Work  was  commenced  on  the  9th  of  May,  1891,  on  the  easterly  breakwater. 

The  removal  of  the  old  work  was  much  narder  than  anticipated,  and  the  proffress 
in  the  beginning  was  rather  slow,  and  at  the  end  of  the  month  not  quite  300  linear 
feet  of  new  work  had  been  completed,  wherefore  the  contractors  did  not  request  any 
estimate  at  the  close  of  that  month ;  but  after  .each  gang  of  workmen  became  familiar 
with  their  work,  and  after  the  force  had  been  considerably  increased  and  new  work- 
ing appliances  brought  into  service,  the  progress  has  been  emiuentlv  satisfactory. 
Among  the  appliances  referred  to  might  be  mentioned  a  large  scow  and  derrick,  with 
a  45-foot  long  boom  thereon,  for  the  handling  of  the  timber.  The  scow  will  hold  a  con- 
siderable quantity  of  framed  timber,  which,  by  means  of  the  long  boom,  is  placed, 
each  stick  in  its  proper  position,  in  the  work,  saving  much  labor  usually  done  with 
cant  hooks.  At  present  nearly  40,000  feet,  B.  M.,  on  an  average,  of  timber  is  seoured 
in  place  per  day  (on  the  19th  instant  42,800  feet,  B.  M.,  were  put  down). 

On  the  24th  instant  the  contractors  were  given  an  estimate  for  work  over  1,312 
linear  feet  of  the  easterly  breakwater,  which  distance  was  completed,  with  the  ex- 
ception of  decking  and  stone  filling;  i.  e,,  the  work  was  filled  to  the  required  height, 
but  with  oldT  stone  transferred  from  other  parts  of  the  work  (specifications  provide 
that  payments  shall  not  be  made  for  less  than  100  linear  feet  of  work  completed,  and 
for  only  even  multiples  of  100  feet).  The  portion  of  the  easterly  breakwater  lying 
south  of  the  concrete  work  is  2,112  feet  in  length,  and  the  exception  made  from  the 
said  rule  in  the  above  estimate  was  to  dispose  or  the  12  feet  in  excess  of  the  even 
multiple  of  100  feet— 2,100. 
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Th»»  work  paid  Tor  contained  the  following  auioiinf»  of  materials,  viz,  4()1,.'^(>S  fr-j't. 
B.  M.,  of  pine  tinilwr  and  44,818  pounds  of  wronght-irou  drift  l»olts,  making  a  total 
of  work  under  this  contract  during  the  HhcoI  year  of  749,240  foet,  B.  M.,  of  pincj  timber 
and.  y0,513  poondB  of  wrought-iron  drift  bolts. 

A  portion  of  the  decking  has  been  put  downy  but  is  not  included  in  the  above 
figures,  not  being  as  yet  in  condition  to  be  accepted. 

With  the  exception  of  the  decking  the  portion  of  the  breakwater  north  of  the  con- 
crete work— not  including  the  return,  however — is  now  very  nearly  completed.  The 
work  of  taking  up  the  ola  superstructure  has  also  been  commenced  800  feet  south  of 
the  concrete  work  and  at  the  west  end  of  the  north  pier,  and  some  new  timber  has 
been  put  down  in  the  former  place. 

At  the  close  of  the  year  not  loss  than  1,700  linear  feet  of  the  work  had  been  com- 
pleted, with  the  exception  of  the  decking. 

There  has  never  been  any  safe  place  in  this  harbor  for  keeping  the  United  States 
steam  tug  and  steam  launch,  and  these  boats  have  suffered  much  thereby. 

A  boat  house  has  therefore  been  built,  as  a  shelter  for  the  steam  launch,  at  the  foot 
of  Randolph  street,  the  more  needed  now,  after  the  launch  has  been  thoroughly  over- 
hauWd  and  put  in  good  repair. 

It  is  proposed,  during  the  ensuing  year,  to  continue  the  work  of  building  super- 
structure over  the  rejuainin^  portion  of  the  easterly  breakwater  and  over  the  north 
pier,  and  also  to  build  the  pile  protections  at  the  east  end  of  the  north  pier,  at  the 
north  end  of  the  easterly  breakwater,  and  at  the  west  end  of  the  ''return,"  and  to 
repair  the  damages  by  collisions  at  the  first  and  last  mentioned  of  these  places,  all 
in  accordance  with  existing  contract. 

CONDITION  OF   TIIK   WORKS. 

The  exterior  and  southerly  breakwaters  are  in  good  condition,  and  the  easterly 
breakwater  and  the  north  pier  will  be  likewise  as  soon  as  the  work  now  in  progress 
is  completed;  and  if  the  present  energetic  prosecution  of  the  work  is  maintained 
there  is  little  doubt  but  tliat  the  contract  will  be  fulfilled  within  the  specifie<l  time. 

The  south  pier  is  in  a  dilapidated  condition,  and  should  it  have  to  be  used  by  the 
United  States  Government  to  any  considerable  extent,  which,  however,  is  not  likely 
to  be  the  case,  then  it  should  be  given  a  new  superstructure;  otherwise  this  is  not 
of  any  material  importance. 

The  channel  at  the  entrance  to  the  river  is  in  good  condition. 

A  tracing,  showing  the  work  done  during  the  nscal  year,  is  respectfully  submitted 
herewith. 

I  am,  captain,  very  respectfully,  your  obedient  servant, 

G.  A.  M.  LiLJENCRANTZ, 

Assistant  Engineer. 
Capt.  W.  L.  Marspiall, 

Corps  of  Engineers  f  U.S.  A. 


COMMERCIAL  STATISTICS. 


The  nearest  collection  district  is  Chicago,  111. 

The  nearest  port  of  entry  is  Chicago,  111.     Amount  of  revenue  collected  at  the 
nearest  port  of  entry  during  the  last  fiscal  year,  2^,794,515.51. 

Arrivals  and  clearances  of  vessels  during  the  calendar  year  1890,  port  of  Chicago. 


Description. 


Steam 

Sail 

Total 


Arriveil. 


No. 

4,074 

4,214 


9,188 


T0719. 

3, 280, 044 
1,064,458 


4, 344, 502 


Cleared. 


No. 

4,993 

4,291 


9,284 


Tom. 

3,340,795 

1,088.799 


4,429,594 


No  new  lines  of  tran.M|>ort»itioii  wore  established  during  the  fiscal  year. 

It  is  impracticabJe  to  report  thi'  actual  draft  of  vcssHs  entering  this  harbor,  but  it 
mav  be  stated  as  not  exceeding  16  feet,  which  is  the  depth  of  water  in  tiie  channel, 
and  vessels  drawing  less  than  that  can  enter  the  harbor  without  difticulty. 
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JReceipts  and  shipments  J^y  lake  during  the  calendar  year  1890. 


Receipts. 

Shipments.                        ' 

Article. 

Quantity. 
Tong.      1 

1,  les,  rm  \ 

2, 873, 284  \ 
126, 145  ; 
117. 976 
78, 810 
21, 153 
10, 112 
289,772 

Article. 

Quaulily. 

Ooal     

180,351 

liiinibfr 

Grain                                 

2,038,063 
53.501 

Iron  and  iron  ore 

Lard , 

Meats 

3,326 
36,145 

St>on6  and  iee 

Lead 

Coment  -             

Seeds 

77,508 

Potatoes ^ 

Oilcake 

32,684 

IMlHcellanefMiH  meri'lianiliHe 

^itfn^l1nii<*0M>*  inor<^huT>>i>-'*e - 

102,000 

Total 

Total 

4,685,757  i 

1 

2,523,757 

MM  2. 

IMPROVEMENT  OF  CALUMET  HARBOR,  ILLINOIS. 

The  object  of  this  work  is  to  provide  a  deep  entrance  to  Calumet 
River  and  the  port  of  South  Chicago,  111. 

This  is  effected  m  the  usual  manner  by  dredging  a  channel  and  pro- 
tecting the  dredged  area  by  parallel  piers  300  feet  apart  projexiting 
into  the  lake  from  the  river's  mouth. 

CONDITION  OF  THE  WORK  JUNE  30,  1891. 

Work  was  begun  on  this  harbor  in  1870,  and  at  the  beginning  of  the 
fiscal  year  2,020  linear  feet  of  the  south  pier  and  3,640  linear  feet  of  the 
north  pier  had  been  constructed,  which  completM  the  existing  project 
as  far  as  pierwork  is  concerned,  but  the  south  pier  should  be  prolonged 
800  feet  to  protect  the  channel  from  drifting  sands. 

On  account  6f  the  present  urgent  necessity  for  maintaining  the  work 
already  done,  the  superstructure  of  the  piers  being  rotten  over  an  ex- 
t-ent  of  2,000  linear  feet  and  in  bad  condition  over  800  feet  in  addition, 
the  estimate  herewith  submitted  is  entirely  for  maintenance,  and  con- 
temi)lates  no  farther  extension  of  piers  at  the  present  time. 

The  river  and  harbor  act  of  September  19, 1890,  appropriated  $20,000 
for  this  work,  and  in  accordance  with  the  project  tor  its  expenditure, 
approved  by  the  Chief  of  Engineers,  proposals  were  sought  for  by  public 
advertisement  for  dredging  the  channel  between  the  piers,  which  had 
deteriorated  tintil  there  was  no  longer  a  practicable  channel  16  feet  in 
depth. 

Proposals  were  received  and  opened  November  19, 1890,  as  shown  in 
table  appended. 

With  the  approval  of  the  Chief  of  Engineers  contract  was  entered 
into  December  10, 1890,  with  W.  A.  McGillis  &  Co.,  of  South  Chicago, 
111.,  the  lowest  responsible  bidders,  at  13J  cents  per  cnbic  yard. 

Work  under  this  contract  commenced  April  27, 1891,  at  the  westerly 
end  of  the  harbor,  connecting  with  the  Calumet  Kiver  improved  chan- 
nel. 

At  the  close  of  the  fiscal  year  a  channel  250  feet  wide  to  a  depth  of 
17  feet  below  the  United  States  harbor  datum  (1  foot  above  extreme 
low  water)  and  750  feet  in  length  has  been  completed,  involving  the 
dredging  of  29,088  cubic  yards. 

The  price  secured  by  the  United  States  for  this  dredging,  being  about 
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two-thirds  the  estimated  cost,  will  allow  a  wide  channel,  16  feet  in  depth 
at  low  water  throughout  this  harbor,  to  be  secured,  connecting  with  the 
improved  river  channel,  and  leave  this  important  harbor  in  far  better 
condition  than  heretofore. 

In  addition,  too,  to  the  United  Statesdredging,  the  Illinois  St^eel  Com- 
pany are  continuing  the  dredging  to  the  depth  of  20  feet  below  United 
States  harbordatum  jus  far  as  to  their  8lii>,  for  the  accommodation  of  the 
heavy  ore-carrying  vessels  that  supply  their  exte.nsive  works.  In  view 
of  this  work  by  this  corporation  there  will  probably  be  no  demand  for  a 
deeper  channel.  This  dredging  should  not  have  been  necessary  for 
private  parties  at  their  own  expense. 

The  importance  of  the  harbor  is  rapidly  incretising  as  a  consequence 
of  the  dredging  of  the  Calumet  River  by  the  United  States  to  a  depth  of 
16  feet  and  a  width  of  200  feet  now  in  progress,  which  makes  desirable 
as  manufacturing  property  much  of  the  adjjicent  land  heretofore  denied 
water  transportation  in  large  craft.  * 

Manufacturing  establishments  of  magnitude  are  seeking  this  region, 
and  the  wonderful  growth  of  Chicago  and  vicinity  will  amply  justify 
all  expenditures  upon  this  harbor. 

There  are  influences  at  work  that  will  either  diminish  the  uses  of 
Chicago  River  and  increase  the  demands  upon  the  Calumet  harbor 
and  river,  or  else  requix:e  the  thorough  enlargement  and  rectification 
of  tlie  Chicago  River  to  accommodate  the  enormous  commerce  now  de- 
pendent upon  the  navigation  of  that  stream.  It  is  probable  then  that 
the  Calumet  Harbor  will  rapidly  become  one  of  the  most  important  ujwn 
Lake  Michigan  and  should  continue  to  receive  the  consideration  that 
its  position  demands. 

PROPOSED    APPLICATION    OF    FUNDS    ASKED    FOB,  FOR    THE    FISCAL 
YEAR  ENDING  JUNE  30,   1893, 

It  is  proposed  to  apply  these  fiinds  entirely  for  rebuilding  and  main- 
tenance of  the  piers  and  revetments  protecting  the  entrance  to  Calu- 
met River. 

A  report  herewith  of  Assistant  Engineer  G.  A.  M.  Liljencraiitz,  gives 
in  detail  the  work  done  during  the  past  fiscal  year  and  the  present  con- 
dition of  this  work. 

Money  Hfatement 

July  1,  1890,  balance  unexpended $4, 182. 24 

Amount  appropriated  by  act  approved  September  19,  1890 20, 000. 00 

24,182.24 
June  30,  1891,  amount  expended  during  fiRcal  year 3, 251. 70 

July  1,  1891,  balance  unexpended 20, 930. 54 

July  1,  1891,  amount  covered  by  uncompleted  contracts 9, 691. 20 

July  1,  1891,  balance  available 11, 239. 34 

{Amount  (estimated)  required  for  nwiiuti'iinnce 32, 000. 00 
Amountthatcan  be  profitably  expended  in  li»c;il  year  cndinpf  June  J^O,  1893    32, 000.00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1^  and  1867. 
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Ahfilrnt't  of  propoBaU  for  (fred^inff  rrceirpd  nvd  opened  of  Chicago,  ///.,  Id  m,,  W^dnrn 
daify  Nomnher  10;  7S!)d,  hjf  Capt.  JV.  L.  Marahally  CorpH  of  EnffineerM. 


"No. ! 


Xamc  and  residence  of  bidder. 


W.  A.  MHJilliH  A-  (Uk,  South  Chicago . 
M(?Maliiin  (fr  Montuoiiierv.  Clii<'«;;<». . . 
Green's  Dredging  Co.,  Cfiicago 


Tb€  amount  available  for  payinents  under  a* contract  for  tbis  work  is  $21,000. 


report  of  mr.  o.  a.  m.  i.tr«n?kcrantz,  assistant  kn6inesr. 

%  United  States  Engineer  Office, 

Chica/fOy  III.,  June  SO,  1891. 

Captain  :  I  liave  the  honor  to  submit  herewith  a  report  of  operations  in  Calumet 
Harbor,  Illijioia,  during  the  fiscal  year  ending  June  30,  1891 . 

The  work  done  in  the  harbor  during  the  year  consisted  in  dredging  between  the 
piers  to  a  depth  of  17  feet  below  the  United  States  harbor  datum. 

By  an  act  of  Congress  approved  September  19,  1890,  the  sum  of  $20,000  was  appro- 
priated for  continuing  the  improvement  of  Calumet  Harbor,  Illinois. 

Both  dredging  of  the  main  channel  and  repairs,  by  way  of  rebuilding  the  super- 
structure over  both  the  piers,  were  very  much  needed,  but  the  funds  available  not  being 
sufficient  to  accomplish  both,  it  was  considered  of  chief  importance  to  apply  th«> 
appropriation  to  dredging,  on  purpose  to  secure  a  connection  between  the  lak.e  and 
the  improved  portion  of  the  river,  very  much  in  demand  by  the  steadily  increasing 
navigation. 

Bids  for  dredging  were  advertised  for  October  20,  and  opened  November  19,  1890. 
The  contract  was  awarded  to  W.  A.  McGillis  &  Co.,  of  South  Chicago,  111.,  the  low- 
est responsible  bidders,  and  entered  into  December  10  following,  at  the  very  low  rat« 
of  13^  cents  per  cubic  yard. 

The  work  commenced  on  the  27th  of  April,  1891,  at  the  westerly  end  of  the  harbor, 
connecting  with  the  channel  improved  under  appropriations  for  the  Calumet  River. 

Up  to  the  end  of  the  fiscal  year  29,088  cubic  yards  have  been  removed,  completing 
a  channel  250  feet  wide  and  to  the  required  depth,  17  feet,  for  a  distance  of  750  feet, 
or  up  to  the  entrance  of  the  Illinois  Steel  Company's  Slip.  This  will  represent  a 
cost  of  $27,646  per  mile  of  channel  completed. 

In  addition  to  this  dredging,  the  Illinois  Steel  Company  has  kept  a  dredge  at  work 
making  a  channel  20  feet  aocp  and  about  70  feet  wide  from  the  lake  to  their  slip,  to 
admit  the  passage  of  their  heavily  laden  ore  vessels. 

The  distauco  between  the  piers  is  300  feet,  but  the  dredging  is  done  to  a  width  of 
250  feet  only,  leaving  25  feet  along  each  pier  on  purpose  to  prevent  loss  of  stone  or 
other  damage  to  the  work. 

It  is  propo.sod  during  the  ensuing  year  to  continue  the  dredging  until  a  channel  of 
the  specified  width  and  depth  has  been  completed,  which  will  connect  the  improved 
river  channel  with  deep  water  in  Lake  Michigan. 

By  the  terms  of  the  contract  it  is  stipulated  that  the  work  shall  be  completed  on 
or  before  August  31,  1891,  and  it  is  confidently  believed  that  this  wUl  be  complied 
w^itli. 

CONDITION  OF  THE  PIERS. 

The  extremely  bad  conclition  of  the  westerly  or  shore  ends  of  botJi  the  piers  has 
been  periodically  reported  for  several  years,  and  the  work  of  time  continues  unceas- 
ingly, as  illustrated  by  the  table  below,  which  gives  the  lengths  and  conditions  of 
the  iliffercnt  portions  of  the  two  piers. 


Condition. 


Good 

Pair , 

Had 

AVorthleHS 

Kemovetl  for  ranking  kIi'ph 
Total  leugthrt 


I  I 

North  Her.  i  South  Pier 


Linear  feet. 

1,6(18 

50G 
1,011 

125 
d,G40 


Linear  feet. 
500 


300 

900 

230 

2,020 


Total. 


ins 

350 

8oe 

2,001 

SS5 

ZKMO 


Digitized  by 


Google 


Digitized  by 


Google 


^ 


mm 


k-J 


Digitized  by 


Google 


r 


APPENDIX   MM — ^REPORT   OF   CAPTAIN   MARSHALL.         2605 

The  stone  filling  put  into  both  piers  in  1889  is  still  in  ^ood  condition;  having  set- 
tled but  slightly  along  the  northerly  side  of  the  north  pier,  but  not  noticeably  else- 
where. 

South  Chicago;  the  town  at  which  this  harbor  is  located,  now  lying  within  Chi- 
cago city  UmitS;  has  shown  a  remarkable  activity  during  the  past  year.  Several 
nmes  of  streets  have  been  raised  from  their  originally  low  level  to  a  uniform  grade 
of  12  feet  above  Chicago  city  datum,  and  this  work  is  still  steadily  progressing.  A 
number  of  enterprises  commenced  auring  the  previous  year  have  been  completed 
and  new  ones  be^un  or  projected. 

Among  the  more  prominent  ones,  in  the  immediate  vicinity  of  the  harbor,  are: 

1.  The  Illinois  Steel  Company,  mentioned  in  last  year's  report.  A  great  amount  of 
money  has  been  c^xpcnded  on  these  works  during  the  year,  as  may  be  inferred  from 
the  following  statements : 

The  plant  now  in  operation  consists  of  8  furnaces^  21  by  75  feet;  a  Bessemer  plant 
with  3  lO-ton  vessels ;  a  40-inch  3-high  blooming  null;  a  27-inoh  3-high  rail  t>raiU; 
and  sdl  facilities  for  handling  a  large  output  of  rails.  The  blast  furnaces  furnish 
about  1,800  tons  of  metal  per  day. 

The  completion  of  the  new  furnaces,  the  open-hearth  plant,  and  the  plate  mill  will, 
it  is  claimed,  make  this  the  largest  establishment  in  this  coimtry. 

Nearly  all  the  ore  for  the  supply  of  15  furnaces  wUl  be  unloaded  at  the  docks  of 
this  plant.  To  provide  for  this  immense  business,  which  must  be  done  in  seven 
months  of  the  year,  the  new  harbor  and  ore-handliuff  machinery  have  been  put  in, 
and  it  is  expected  that  shortly  5,000  tons  of  ore  can  be  handled  per  day  on  the  new 
docks.  Crude  petroleum  oil  is  used  for  firing  the  boilers,  and  this  is  piped  to  the 
works  from  Lima,  Ohio,  208  miles  distant. 

2.  The  National  Smelting  and  Refining  Company,  south  of  the  harbor,  was  men- 
tioned in  the  last  year's  report  as  being  m  process  of  construction. 

These  works  have  been  completed  during  the  year  and  are  in  active  operation. 

3.  The  Calumet  planing  mill,  sash  and  door  factory,  etc.,  has  been  erected  during 
the  year  near  the  Ninety-second  street  bridge,  and  gives  employment  to  80  men. 

No  work  of  improvement  having  been  done  to  piers  as  recommended,  but  the  work 
''in  need  of  repairs"  being  somewhat  extended,  the  estimated  cost  of  work  required 
will  be:  , 

1,681  linear  feet  of  new  superstructure,  at  $15.34  per  linear  foot $25,  786. 54 

320  linear  feet  of  sheet  piling,  at  $8  per  linear  foot 2, 560. 00 

Total 28,346.54 

Add  10  per  cent,  for  contingencies,  etc 2, 834. 65 

Total 31,18L19 

Soundings  were  carefully  taken  between  the  piers  by  Mr.  Paul  Heinze,  overseer, 
before  the  dredging  commenced. 

A  tracing,  showing  soundings  and  in  general  the  work  done  during  the  year  and 
the  location  of  the  Illinois  Steel  Company's  new  harbor,  is  respectfully  submitted 
herewith. 

I  am,  captain,  very  respectfully,  your  obedient  servant, 

G.   A.   M.   LU*JENCRANTZ, 

Aasuitant  Engineer, 
Capt.  W.  L.  Marshall, 

Corps  of  Engineers,  U,  S.  A. 


COMMERCIAL  STATISTICS. 

The  harbor  of  Calumet  is  at  South  Chicago,  in  the  collection  district  of  Chicago. 

There  is  a  light-house  and  a  keeper's  dwelling  on  the  Government  reservation  near 
the  shore  end  of  the  north  pier.  A  beacon  light  is  maintained  at  the  extremity  of 
the  north  pier  to  mark  the  entrance  to  the  harbor. 

Amount  of  revenue  collected  at  the  nearest  port  of  entry  (Chicago)  during  the  fis- 
cal year,  $5,794,515.51. 

An-ivah  and  dvarancCH  of  vensela  during  the  calendar  year  1800, 


I)trt«Tiptlon.  I      Arrivals. 


Cloaranc«8. 
:Vo.         Tontt.        Xfi.        Ttnijf. 

stcaiu , .  r.7-1      i5:i:s,  i»hr      win  '  rr66.  oui 

ShU '    'JM5       TtJ.Cih^      !.•;:{'    Ob.  i«ii 

ToUil !     800       707,070       KUl      (illl, 'JUj 
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This  shows  an  increase  over  1889  of  161  arrivals  and  157,045  tons,  and  of  145  clear- 
ances and  136,363  tons. 

No  new  lines  of  transportation  were  established  dnring  the  fiscal  year. 

Before  the  publication  of  this  report  there  will  be  secured  at  this  harcor  under  the 
prenent  contract  an  available  deptn  of  water  throughout  the  harbor  of  18  feet  at  the 
mean  level  of  Lake  Michigan  and  of  16  feet  at  extreme  low  water. 

Reci^pis  and  shipments  hy  lake  duHug  the  calendar  year  1890. 

Receipts :  Tons. 

Coal 98,000 

Iron  ore 703, 149 

Salt 42,390 

Lumber ^ 911,800 

MisceUaneouM  niorchandise 20,  736 

Total 1,776,075 

Shipments : 

Grain *     20,326 


M  M  3. 

IMPROVEMENT  OF  CALUMET  RIVER,  ILLINOIS  AND  INDIANA. 

The  olatject  of  this  work,  as  far  as  at  present  authorized,  is  to  secure 
a  channel  200  feet  wide  and  16  feet  deep  below  United  States  harbor 
datum  (which  is  1  foot  above  extreme  low  water  and  about  1  foot  below 
the  mean  lake  level  of  Lake  Michigan)  from  the  mouth  of  the  river  to 
one-half  mile  east  of  Hammond,  Ind.,  to  increase  the  facilities  for  hand- 
ling the  commerce  of  this  region  and  to  afford  relief  to  the  overcrowded 
port  of  Chicago. 

The  history  of  the  work  is  given  in  previous  reports  of  the  Chief  of 
Engineers  prior  to  the  report  of  1890,  and  a  r^sum^  of  the  provisions 
of  the  river  and  harbor  acts  of  July  5, 1884,  August  5,  1886,  and  Aug- 
ust 11, 1888,  under  which  has  been  done  all  work  on  this  river  previous 
to  that  reported  herein,  will  be  found  on  page  2142,  Report  of  the  Chief 
of  Engineers  for  1889. 

Although  the  project  contemplates  the  ultimate  attainment  of  16  feet 
depth  of  navigation  over  a  width  of  200  feet  from  the  mouth  of  the 
Caiumet  Eiver,  at  Calumet  Harbor,  to  a  point  one-half  mile  east  of 
Hammond,  Ind.,  it  will  be  seen  from  the  acts  cited  that  this  stretch  has. 
heretofore  been  divided  into  two  sections  : 

(1)  From  the  mouth  of  the  Calumet  to  the  Forks  of  the  Calumet  River. 

(2)  From  the  Forks  of  the  Calumet  to  one-half  mile  east  of  Hammond, 
Ind.,  and  the  work  previous  to  the  fiscal  year  1891  has  been  done  under 
separate  allotments  for  the  two  sections. 

During  the  past  fiscal  year  no  work  has  been  done  on  the  second  sec- 
tion, or  between  the  forks  and  one-half  mile  east  of  Hammond,  Ind. 

At  the  close  of  the  liust  fiscal  year  work  was  in  progress  under  a  con- 
tract with  W.  A.  McGillis  &  Co.,  of  Havana,  111.,  whfch  had  been  ex- 
tended'to  November  30,  1890. 

During  the  last  fiscal  year  this  contract  has  been  completed,  and  a 
rhannel  200  feet  wide  and  16  feet  in  depth  was  completed  pra<5tically  to 
One-hundred-and-eighth  street,  393,112  cubic  yards  of  material  having 
been  removed  under  tliis  contract,  or  771,737  cubic  yards  in  all. 

The  river  and  harbor  act  approved  September  19, 1890,  appropriated 
for  this  work  $50,000,  and,  with  the  approval  of  the  project  by  the  Chief 
of  Engineers,  proposals  were  solicited  October  20, 1889,  for  the  contin- 
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uation  by  dredging  of  this  work  from  the  vicinity  of  One  hundred  and 
eighth  street  southward,  which  proiwsals  were  received  and  opened 
November  19, 1890. 

With  the  approval  of  the  Chief  of  Engineers,  IT.  S.  Army,  contract 
was  entered  into  December  10, 1890,  with  Wheeler  &  Pursell,  of  Ports- 
mouth, Ohio,  the  lowest  responsible  btdders,  at  a  price  of  12^  cents  per 
cubic  yard,  measured  in  place. 

Work  under  this  contract  commenced  April  6, 1891,  and  at  the  close 
of  the  fiscal  year  1891,  72,111  cubic  yards  of  material  had  been  removed, 
32,111  cubic  yards  of  which  had  been  paid  for.  Up  to  the  close  of  the 
fiscal  year  1891,  843,848  cubic  yards  of  material  in  all,  since  inception 
of  the  work,  had  been  dredged  from  this  channel,  completing  2  miles 
and  2.033  feet  to  the  full  width  and  depth  of  channel. 

The  details  of  this  work  and  the  cost  per  mile  thereof  are  given  in 
the  report  of  Assistant  Liljencrantz,  herewith,  and  reference  is  respect- 
fully made  thereto. 

This  river  is  rapidly  growing  in  importance  and  its  improvement  is 
greatly  stimulating  manufacturing  enterprises,  the  commerce  of  the 
river  and  harbor  increasing  at  the  rate  of  about  30  per  cent,  per  annum 
each  year  since  the  improvement  began. 

The  improvement  of  the  river,  however,  seems  to  be  in  advance  of 
the  uses  of  the  bordering  lands;  but  little  comparatively  speaking  is 
docked,  and  the  watershed  of  the  Calumet  being  large  and  tiie  current 
swift  at  spring  freshets,  the  dredged  channel  deteriorates  rapidly  both 
from  sediment  brought  into  it  and  from  the  wash  fr*om  the  undocked 
sides.  ^ 

Recent  soundings  show  a  deterioration  of  over  1  foot  in  the  channel 
already  dredged  from  these  causes,  and  soon  we  will  reach  a  point,"if 
annual  appropriations  be  not  increased,  where  the  entire  available  ap- 
propriation will  be  required  to  maintain  the  depth  and  width  of  navi- 
gation required,  and  no  further  progress  be  made  on  the  main  work. 
Either  the  United  States  must  decline  to  maintain  a  channel  once  se- 
cured here  or  make  greater  annual  appropriations; 

(1)  To  maintain  what  has  been  gained. 

(2)  To  further  prosecute  the  work,  or  else  at  some  point  near  by  to 
abandon  further  extension  of  the  work  until  it  is  properly  docked  along 
completed  channels,  and  the  work  of  maintenance  be  assumed  by  the 
local  interests  involved.  As  this  river  and  lakes  connected  with  it 
fonn  a  very  valuable  system  of  navigation,  and  as  work  now  contem- 
plated by  the  city  of  Chicago  may  possibly  diminish  the  value  of  the 
Chicago  River  as  a  navigable  stream,  and  consequently  increase  the 
unportance  of  the  Calumet  River,  it  is  growing  more  and  more  worthy 
of  improvement  by  the  General  Government.  Particularly,  in  my  opin- 
ion, is  it  advisable  for  Congress  to  assume  by  a  special  bridge  law  ap- 
plicable to  this  river  control  of  tlje  matter  of  bridging  the  river,  and 
also  by  law  prevent  the  obstructing  of  the  channel  by  the  deposit  there- 
in of  solid  matters  through  sewers  and  slaughter-house  drains,  etc. 

The  United  Stiites  has  secured  the  riparian  rights  along  the  river 
from  its  mouth  to  its  forks,  and  should  not  only  continue  its  improve- 
ment, but  prevent  all  structures  and  uses  that  may  diminish  its  value 
as  a  free  public  highway.  The  region  will  sometime  be  densely  popu- 
lat43d,  and  encroachments  upon  this  channel  way  will  reduce  it  to  the 
same  conditions,  if  not  prevented  at  the  outset,  as  are  now  presented 
by  the  Chicago  River. 

In  the  exe(*ution  of  the  work  upon  this  river  by  the  contractors,  work 
was  stopped  April  22,  1891,  by  service  of  process  in  an  ejectinent  suit 
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of  A.  A.  Westengard,  claiming  to  own  certain  submerged  lots,  part  of 
which,  as  plotted,  extended  into  the  deepest  navigated  channel  of  the 
Calumet  Eiver,  upon  the  contractors'  agents  and  upon  the  United 
States  inspector  of  dredging. 

The  lots  claimed  being  submerged,  neither  the  claimant  nor  the  oppo-. 
site  party  had  ever  set  foot  upon  them  or  could  say  whether  or  not  the 
dredge  was  then  upon  the  proi)erty  claimed.  Dredging,  however,  was 
at  once  stopped,  and.  the  dredge  removed  to  a  part  of  the  work  within 
approved  dock  lines  where  no  contention  existed.  Subsequent  surveys 
showed  that  the  dredge  had  not  touched  any  property  within  100  feet 
of  the  claimed  lots. 

This  matter  is  now  in  the  hands  of  the  United  States  district  attor- 
ney for  the  northern  district  of  Illinois,  to  protect  the  interests  of  tiie 
United  States  therein. 

Doubtless  this  ejectment  suit  must  be  dismissed,  but  the  right  of  the 
United  States  to  improve  navigation  by  deepening  channels  within  the 
low-water  lines  of  navigable  rivers  will  come  up  and  be  decided  in  this 
case  under  some  other  form  of  proceeding. 

The  plaintiff  claims  title  to  submerged  lands  to  the  center  of  the  chan- 
nel, and  that  the  United  States  can  not  dig  up  his  lands  without  com- 
pensation therefor.  If  his  claim  holds  in  the  courts  the  general  im- 
provement of  non-tidal  rivers  by  the  General  Government,  by  deepening 
channels,  constructing  dams,  locks,  and  other  works  of  navigation,  must 
be  put  upon  a  different  basis  than  at  present. 

PROPOSED  APPLICATION  OP  FUNDS  NOW  AVAILABLE  AND  THOSE  ASKED 
FOR,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1893. 

It  is  proposed  to  expend  the  fiinds  now  available  in  continupg  work 
under  the  contract  now  in  force,  and  to  apply  the  funds  asked  for  in 
continuing  the  approved  project  towards  completion  as  far  as  moneys 
appropriated  will  go. 

Money  statement, 

July  1,  1890,  balance  uuexpended $51, 790. 28 

Amount  appropriatod  by  act  approved  September  19,  1890, 50, 000. 00 

101,790.28 
June  30,  1891,  amount  expended  during  fiscal  year 57, 388. 91 

July  1,  1891,  balance  unexpended 44, 401, 37 

July  1,  1891,  amount  covered  by  uncompleted  contracts 41, 172. 26 

July  1,  1891,  balance  available 3,229.11 

{Amount  (estimated)  required  for  completion  of  existinjo:  project 820, 000. 00 
Amount  that  can  beprotitably  expended  i  n  fiscal  year  ending  June30, 1893  200, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 


• 


Abstract  of  proposals  for  dredging  received  and  opened  at  Chicago,  Ill.j  12  m.,  Wednesdajf, 
November  19, 1890,  by  Copt.  W,  L,  MarsknU,  Corps  of  Engineers, 


No. 


Nome  and  reoideiico  i>('  l>iiUl«»r. 


300,000  yards, 

efltimated 

rate  per 

yard. 


Wb««l«T  &.  PiiisHl.  Poi'tMiuoiilli.  <)lii«i. 
VV .  A.  Mo< ; illiH  .V.  ( :o.,  S»mt U  (M»uu««». . 
(JriM-iiM  DiTjIjiiii^i  Co..  riiira;;o 


*C(^iUi. 


12i 
15 
U 


Total. 


$3C.7riO 


The  iimouut  available  foi*  payments  nwU'V  a  contract  for  this  work  is  $45,000. 

uigiiizea  oy  'v^Jv^OQlC 
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Aistraot  of  contraots  far  improving  Calumet  Hiver,  Illinois  and  Indiana^  in  force  during 
;  the  fiscal  year  ending  June  SO,  1891. 


-U 


K<iae  and  address  of  oontraotor. 


W.  A.  HcQUIis  &  Co.,  South  Chi- 


,IU.* 


Wlteelsr  &  PurselU  Portsmoath, 
Cfiio. 


l^ature  of  oontract. 


Dredging  770,000  cubic  yards  from 
between  the  mouth  and  One  hun- 
dred and  eighth  street,  at  11|  cents 
cubic  yard. 

Dredging  305,000  cable  yards,  at  12^ 
cents  cubic  yard. 


Date. 


Nov.    5,1888 
Dec,  10.1890 


To  expire. 


Apr.  30, 1891 
Nov.  3(f,  1891 


*  Completed  December  29, 1890. 


i,        kbpobt  of  mr.  g.  a.  m.  liljencrantz,  assistant  engineer. 
^  United  States  Engineer  Office. 

,  Chicago,  UL,July  i,  1891, 

Captain  :  I  have  the  honor  to  submit  herewith  a  report  of  operations  in  Calumet 
K]  ver,  Illinois  and  Indiana,  during  tlie  fiscal  year  ending  June  30,  1891 : 

Hie  work  during  the  year  consisted  in,  first,  continuing  the  dredging,  under  cou- 
tr  tot  dated  November  5, 1888,  with  W.  A.  McGillis  &.  Co.  (then  of  Havana,  now  of 
S<  uth  Chicago.  Ql.),  which  had  not  been  completed  during  the  previous  year;  and, 
8<  cOn'dly,  by  dredgmg,  in  continuation  of  the  improvement  under  contract  with 
]k  &rs.  Wheeler  &  Pursell,  of  Portsmouth,  Ohio,  dated  December  10,  1890. 
j^e  first  named  of  these  contracts  was  to  have  expired  on  the  30th  of  November, 
1{  39,  but  at  the  request  of  the  contractors,  dated  November  12  of  the  same  year,  the 
ti  ne  for  fulfillment  of  the  contract  was  extended  to  November  30, 1890,  subject  to  pro- 
vj  uons  in  the  specifications  with  regard  to  extra  expenses  on  account  of  the  extension 
ol  time,  etc.    The  contract  was  completed  on  December  21, 1890. 

tJp  to  that  time  a  total  of  771,737  cubic  yards  had  been  removed  under  the  contract . 
oi  which  amount  393,112  cubic  yards  were  removed  during  the  fiscal  year  ending 
J  ne  30, 1891.    This  work  was  all  done  at  the  rate  of  llf  cents  per  cubic  yard. 

rhe  amount  of  ^,000  having  been  appropriated  by  act  of  Congress  approved  Sep- 
t<  mber  19, 1890,  for  continuing  the  improvement  of ''  Calumet  River,  Illinois  and 
1]  dlana,''  bids  were  advertised  for  October  20,  1890,  and  opened  November  19  folio w- 
ix  g,  for  doing  this  work.  The  contract  was  awarded  to  Wheeler  &  Pursell,  of  Ports- 
n  Duth,  Ohio,  the  lowest  responsible  bidders,  and  entered  into  on  December  10  of 
tl  e  same  year,  at  a  price  of  12i  cents  per  cubic  yard. 

Work  under  the  new  contract  was  commenced  April  6,  1891,  but  only  one  estimate 
h  *s  ^o  far  been  given  the  contractors  for  reasons  given  below. 

The  amount  of  work  paid  for  on  June  11,  1891,  was  32,111  cubic  yards.  Since  that 
ti  ne  and  up  to  the  end  of  the  fiscal  year  there  has  been  further  removed  from  the 
cl  lannel  about  40,000  cubic  yards  under  this  contract. 

The  total  amount  of  dredging  done  up  to  the  end  of  the  fiscal  year  will  then  be  as 
fellows: 

Cubic  yards. 

I  ttder  old  contract  to  June  30, 1890 378,625 

E  uring  present  year,  old  contract 393, 112 

During  present  year,  new  contract 72,  111 

405, 223 

Total  since  beginning  of  the  improvement 843, 848 

The  total  length  of  channel  dredged  up  to  the  end  of  the  fiscal  year  is  2  miles  and 
5  033  feet,  of  wnich  2  miles  and  1,605  feet  was  dredged  under  the  old  contract  and 
1  le  balance.  428  feet,  under  the  new.  The  work  under  the  dificreut  contracts  at  dif- 
i  Tent  prices  and  along  difiereut  portions  of  tlu»  river,  oto.,  will  give  the  averages 
c  [  cost  per  mile  as  follows : 


nder  old  contract $39, 35(> 

nder  now  contract 48, 527 

work  done  to  date 39, 670 

per  estimate  for  new  contract 59, 755 

le  great  difference  in  cost  of  the  work  under  the  old  and  new  contracts  is 
edhy,  first,  the  slightly  increased  contract  price  from  llf  to  12^  cents  per  cubi<} 
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yard;  secondly;  by  the  greater  amounte  of  exGavation  in  the  same  length  of  channel, 
owing  to  the  existence  originally  of  a  deeper  and  wider  channel  in  the  river  nearer 
to  the  mouth  than  farther  up ;  and  finally,  and  to  the  greatest  extent,  by  the  devia- 
tion of  the  new  channel  lines,  along  which  work  is  in  progress  under  the  new  con- 
tract, from  the  natural  channel,  which  was  done  to  secure  more  readily  right  of  way 
for  the  improvement.  This  brin|yfs  in  some  cases  the  new  channel  so  far  away  fr«m 
the  old  as  to  leave  the  latter  entirely  outside  of  the  limits  of  the  former,  where  ac- 
cordingly there  is  a  cut  clear  across  of  from  15  to  16  feet. 

Thougn  this  increases  the  amount  of  dredging  originally  estimated  for,  it  was 
found  necessary  to  make  the  change  in  the  channel  lines  intimated^ to  avoid  sundry 
lots 'on  the  east  bank  of  the  river,  where  some  owners  were  unwilling  to  convey  to 
the  Government. 

Even  in  spite  of  this  precaution,  the  work  has  been  seriously  interfered  with  by 
one  of  the  owners  just  referred  to,  who  on  the  22d  of  April  last  entered  suit  of  eject- 
ment against  the  contractors,  even  when  the  dredge  had  not  reached  further  than  to 
within  about  170  feet  of  the  lots  in  dispute. 

I  understand  that  a  special  report  has  been  made  by  you  on  this  matter,  but  it  is 
mentioned  here  on  purpose  to  show  the  slight  progress  made  by  the  (y>ntractor8. 

After  the  contractors  had  been  given  due  notice  of  the  suit,  by  a  deputy  sheriff, 
they  were  put  to  work  further  up  the  river,  beyond  the  lots  in  question,  but  have 
not  been  able  to  finish  up  a  section  that  could  be  measured  for  an  estimate. 

The  40,000  cubic  yards  given  above  as  having  been  dredged  since  the  payment  made 
in  May  is  an  approximation  only,  but  is  considered  close  to  the  correct  amount. 

No  work  has  been  done  in  the  upper  part  of  the  river  between  Calumet  Lake  and 
Hammond,  Ind.,  during  the  year. 

The  importance  of  the  improvement  of  Calumet  River  is  shown  by  the  new  enter- 
prises of  vast  proportions  already  established  or  projecting  to  locate  along  its  banks. 

Among  the  more  important  ones  now  in  operation,  is  the  Iroquois  Furnace  Com- 
pany, on  the  east'  side  of  the  river,  between  Ninety-fifth  street  and  the  railroad 
bridges,  making  pig-iron  to  the  extent  of  250  tons  per  day.    It  employs  150  men. 

Across  the  river  from  these  works  are  the  South  Side  Lumber  Company,  and  Fisk, 
Bennett  &,  Co.'s  grain  elevators.  The  lumber  company  employs  50  men,  and  handle 
20,000,000  feet  B.  M.  per  annum. 

There  are  two  elevators,  one  of  which  has  been  built  during  the  year. 

The  old  elevator  handles  70,000  and  the  new  one  100,000  bushels  of  grain  per  anniiui. 

Further  up,  on  the  Grand  Ctdumet  River^  at  Tolleston^  ^^y  ^^  J^^^  ^^^'^  started 
works  that  will  undoubtedly  have  a  great  influence  on  the  future  development  of 
theriver  region. 

This  is  not  a  ''new  enterprise,"  in  one  sense,  but  the  removal  from  Chicago  to  tim 
place  of  the  most  wealthy  and  prominent  of  the  meat  packers,  Messrs.  Swift,  Anno  or 
&  Morris,  who  have  secured  a  tract  of  4,000  acres,  on  which  they  propose  to  estab- 
lisli  new  union  stock  yards,  with  all  necessary  railroad  connections,  a  canal  from 
Calumet  River,  with  a  large  basin  in  the  surrounding  marshes  and  a  harbor  into 
Lake  Michigan,  thereby  tsiking  the  initial  step  toward  the  foundation  of  a  manu- 
facturing town  of  great  importance.  Extensive  and  minute  surveys  have  been  com- 
pleted and  bids  have  been  advertised  for,  for  the  construction  of  the  canal  and  other 
work. 

Mr.  Paul  Heinze,  overseer,  has  made  all  the  surveys  and  Mr.  Stephan  Creutz  has 
acted  in  the  capacity  of  local  inspector,  both  of  which  gentlemen  have  rendered  effi- 
cient and  faithful  services. 

A  tracing  showing  the  work  done,  and  another  tracing  indicating  by  soundings 
the  results  obtained  from  the  year's  work,  are  respectfully  submitted  herewith. 
Very  respeetfully,  your  obedient  servant, 

G.  A.  M.  LlLJENCRANTZ, 

Assistant  Engineer, 
Capt.  W.  L.  Marshall, 

Corps  of  Engineers,  U.  8,  A, 


COMMKRCIAL  STATISTICS. 

As  the  Calumet  River  and  Harbor  are  so  closely  connected  in  their  commercial 
relations,  no  commercial  statistics  are  given  in  this  place,  but  will  be  found  under 
the  head  of  Calumet  Harbor.  There  is  practically  no  navigation  on  the  river  beyoad 
that  at  the  harbor.  As  soon,  however,  as  tlie  river  channel  is  opened  by  dredgint, 
navigation  and  business  along  the  river  will  develop  very  fast.  It  awaits  only  this 
opening. 


Digiti 


zed  by  Google 


^"m 


Digitized  by 


Goo|ng91 


Digitized  by 


Google 


Eng 


Digiti 


zed  by  Google 


■•f^-mil 


Digitized  by 


Google 


APPENDIX   MM— REPORT    OF    CAPTxVlN   MARSHALL.         2G11 

M  M4. 

IMPROVEMENT  OF  ILLINOIS  RIVER,  ILLINOIS. 

The  ultimate  object  of  this  improvement  is  to  fumisli  a  through  route 
of  transportation  by  water  from  the  southern  end  of  Lake  Michigan  te 
the  Mississippi  Eiver  of  sufficient  capacity  for  its  navigation  by  the 
largest  class  of  Mississix)pi  Eiver  steamboats  that  can  retich  the  mouth 
of  the  Illinois  River. 

The  dimensions  that  have  been  julopted  for  the  locks  te  meet  this 
requirement  arc: 

Feet. 

Length  of  lock  chambor '. 350 

Width  of  chamber 75 

Depth  at  low  water  over  sills '. 7 

The  project  now  under  execution  is  for  the  improvement  of  the  lower 
section  of  this  route  extendfiig  from  the  mouth  of  Copperas  Creek  to 
the  Mississippi  Eiver,  a  distance  of  137  miles.  Another  section  of  the 
river,  88  miles  in  length,  from  the  mouth  of  Copi)eras  Creek  to  La  Salle, 
has  been  improved  by  the  State  of  Illinois  by  the  construction  of  two 
lock^  and  dams,  one  at  Copperas  Creek  ai^d  one  at  Henry,  111. 

Over  this  latter  section  the  State  still  collects  tolls,  the  United  States 
not  yet  having  accepted  the  conditions  imposed  by  the  act  of  cession 
of  the  Illinois  legislature,  which  conditions  are  such  a«  to  deprive  the 
works  of  all  value  while  demanding  a  great  expenditure  by  the  United 
States  Government  for  works  to  be  substituted  therefor. 

With  regard  to  this  subject  reference  is  made  to  the  Annual  Eeport 
of  the  Chief  of  Engineers  for  1889,  page  2121  et  sequitur. 

Under  the  act  of  Congress  of  August  11,  1888,  surveys  and  separate 
estimates  have  been  made,  based  upon  low- water  depths  of  8  and  14  feet, 
for  carrying  the  improvement  from  La  Salle  to  Lake  Michigan  via  the 
Illinois  and  Desplaines  Kivers,  and  a  cut  across  the  Chicago  divide, 
over  which  section  there  is  a  fall  In  water  surfaces.  Lake  Michigan  be- 
ing the  summit  of  about  141  feet. 

The  report  upon  this  survey  and  estimates  have  been  printed  as 
House  Executive  Document  No.  264,  Fifty-first  Congress,  first  session, 
and  is  also  published  in  the  Annual  Rei)ort  of  the  Chief  of  Engineers 
for  1890,  page  2419  and  following  pages. 

Other  surveys  and  estimates  ha^-e  also  been  made  by  the  trustees  of 
the  sanitary  district  of  Chicago,  organized  under  laws  of  the  State  of 
Illinois  for  cutting  a  capacious  channel  (tarrying  a  large  discharge  from 
Lake  Michigan  into  the  Illinois  Kiver  for  drainage  aiul  sanitary  pur- 
poses. The  reports  and  estimates  of  the  engineers  of  this  latter  body 
are  hereto  appended. 

No  provision  has  yet  been  made  by  Congress  for  embarking  upon  the 
construction  of  .the  necessary  works  of  navigation  over  the  last-men- 
tioned section,  i.  e.,  from  La  Salle  to  Lake  Michigan,  but  the  State  of 
Illinois  has  provided  bylaw  for  the  destructi(m  of  the  navigation  by 
locks  and  dams,  over  the  section  of  tlie  Illinois  liiver  from  La  Salle 
to  Copperas  Creek,  by  requiring  iha  removal  of  the  locks  and  dams  at 
Henry  and  Copperas  fcreek,  in  the  event  they  are  not  ai'cepted  by  the 
United  States,  under  the  conditions  stated  therein,  within  4  years  from 
July  1,  1889,  whether  any  other  system  of  navigation  l)e  substituted 
therefiU' or  not  by  that  time.  The  navigation  of  tlie  Illinois  Itiver  is 
now  and  will  be  nece-ssarily  (h^pendent  upon  tliest*  woiks  for  years,  and 
the  utility  of  the  Illinois  and  Mississippi  Canal  as  a  through  route  will 
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depend  upon  the  mainteiiaaee  of  the  works  at  Henry  until  the  same 
depth  of  water  is  otherwise  obtsoned. 

The  present  project  involves  the  construction  of  two  locks  and  dams, 
one  at  La  Grange,  79  nules  above  the  mouth  of  the  lUinois,  the  other 
at  Kampsville,  31  miles  above  the  mouth,  and  dredging  the  channels  to 
7  feet  depth  at  extreme  low  water  over  bars.  More  than  2,000,000  cubic 
yards  of  dredging  is  required. 

CONDITION  OF  THE  WORK  JUNE  30,  18^1. 

(a)  La  Orcmge  Lock. — ^This  lock  is  completed  and  in  use.  The  dam 
is  also  practically  completed,  requiring  under  present  plans  only  2,500 
cubic  yards  of  heavy  riprap  to  protect  the  mud  bottom  of  the  Illinois 
Eiver  below  the  dam.    This  dam  is  820  feet  long  and  7.4  feet  Uft. 

A  small  amount  of  work,  principally  filling  about  the  lock-keep^'s 
dwelling  and  revetment  of  banks,  is  still  to  be  done  about  thief  lock  to 
render  the  grounds  more  sightly,  but  this  work  is  not  urgent  and  can 
be  gradually  completed  by  the  lock  force. 

(b)  At  Kampsville, — ^The  cofferdam  is  in  place  and  the  foundation  is 
completed.  AU  of  the  masonry  required  is  piled  at  the  lock  site  or  is 
contracted  for.  No  masonry  has  yet  been  laid;  no  dam  or  abutment 
begun.  The  greater  part  of  the  mud  that  had  been  deposited  since  1883 
upon  the  foundation  of  the  lock  has  been  removed  from  the  foundation. 
Laborers^  quarters  are  ready,  and  material  and  boats  collected  for  lay- 
ing up  the  lock  masonry  as  soon  as  the  cofferdam  can  be  pumped  out 
and  the  foundation  cleaned  and  tresties  prepared. 

During  the  fiscal  year  ending  June  30,  1891,  the  following  work  has 
been  done: 

La  Orange  Lock  omd  Bam, — ^Two  pUe  revetments,  one  below  the  abut- 
ment of  the  dam  266  feet  in  length,  and  one  below  the  lower  wing  wall 
of  the  lock  307  feet  in  length,  were  built;  operating  gear  of  the  lock 
overhauled  and  strengthened  by  additional  gearing.  The  filling  behind 
the  lock  wall  and  revetments  was  practically  completed;  a  cistern  con- 
structed for  the  lock-keeper's  dwelling,  and  21,759  cubic  yards  of  ma- 
terial dredged  and  placed  as  backing  to  the  dam  or  filling  behind  the 
lock  walls. 

The  dam  was  filled  with  stone,  and  coping  placed  over  170  linear  feet 
of  it  left  incomplete  at  the  close  of  the  last  fiscal  year,  and  1,800  cubic 
yards  of  riprap  placed  below  the  dam.  The  Government  reservation 
was  fenced  and  the  grounds  cleaned. 

Kampsville  Lock. — ^Preparations  for  laying  up  this  lock  have  been  in 
progress  since  December.  The  cofferdam,  which  was  completed  in  1883, 
had  filled  nearly  to  its  top  with  mud  over  the  foundation;  25,114  cubic 
yards  of  this  material  has  been  removed.  There  remains  about  4,000 
cubic  yards  more  of  it,  which  must  be  removed  by  hand  to  avoid  injury 
to  the  foundation.  Laborers'  quarters  for  350  men  have  been  con- 
structed ;  material  for  traveler  trestles  for  laying  up  the  masonry  of  tiie 
lock  purchased  and  collected  at  the  lock  site;  pumps  set  up  for  pump- 
ing out  the  cofferdam;  and  contract  made  with  Sanger  &  Moody  dated 
February  10, 1891,  for  thie  delivery  of  the  remainder  of  the  stone  required 
for  the  construction  of  this  lock. 

The  plant  has  been  kept  in  repair  as  weU  as  could  be,  but  the  hulls 
of  all  floating  ])ropcrty  are  nearly  irreparable  from  age  and  dtsniy. 
This  plant,  which  was  sufiicient  to  have  completed  the  works  under  fair 
annual  appropriatioUvS,  under  insufficient  biennial  appropriations  has 
rotted  on  our  hands  before  the  work  for  which  it  was  purchased  liiw 
been  more  than  begun,  i.  e,,  the  dredging  and  channel  work. 
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Before  the  dredging  required  can  be  done,  an  entire  new  ontfit  must 
be  purchased,  as  far  as  floating  i)lant  is  conct'rnod. 

PROPOSED  APPLICATION  OF  FUNDS  ASKED  FOR,  FOR  THE  FISCAL  YEAR 
ENDING  JUNE  30,  1893. 

It  is  proposed  to  apply  the  ftinds  now  on  hand  and  those  asked  for 
lierein  to  the  completion  of  the  Kampsville  Lock  and  Dam ;  to  renovat- 
ing the  dredging  plant,  and  to  dredging  the  channels  through  bars  and 
completing  tlie  existing  project. 

Whatever  may  be  the  result  of  municipal  or  local  works,  the  execution 
of  which  may  make  possible  an  improvement  of  tiieLower  Illinois  by  other 
methods  than  by  locks  and  dams,  it  must  be  considered  that  'even  yet, 
nearly  2  years  aiter  the  creation  and  establishment  of  an  organization 
to  carry  on  a  work  which  was  said  to  be  sufficiently  understood  to  justify 
tlie  legislature  of  the  State  of  Illinois  to  indicate  to  the  United  States 
tlie  work  required,  on  the  basis  of  municipal  necessity,  and  to  direct 
tlie  destruction  of  valuable  works  of  navigation  on  the  Illinois  River, 
no  definite  plans  have  been  worked  out,  formulated,  and  adopted.  The 
channels  proposed  have  been  twice  located  and  estimated,  in  part;  but 
the  details  as  yet  are  unknown,  the  rights  of  way  unsecured,  and  the  in- 
auguration of  the  work  still  in  the  future. 

Doubtless  this  municipal  work  will  be  execut-ed  as  a  sanitary  neces- 
sity, but  it  Will  take  many  years  for  its  inception  and  completion. 
Meanwhile  the  interests  of  navigation  on  the  Hhnois  River  should  be 
provided  for  by  the  completion  of  the  existing  project  now  so  near  con- 
summation, and  the  future  course  of  the  improvement  be  adjusted  to 
the  conditions  that  will  be  probably  revealed  in  time.  It  would  not 
now  be  wise  to  abandon"  a  work  that  will  certainly  ftdlfll  the  require- 
ments of  navigation  on  the  Lower  Illinois  at  very  small  expense^  because 
that  possibly  in  the  next  generation  these  works  may  be  incidentally 
rendered  unnecessary  by  the  execution  of  work  for  another  purpose 
aud  as  yet  not  even  begun. 

Whenever  the  large  channel  contemplated  by  the  city  of  Chicago  for 
drainage  is  actually  determined  upon,  in  view  of  the  fact  that  a  chan- 
nel for  navigation  and  the  channel  for  drainage  across  the  Chicago  di- 
vide must  necessarily  occupy  the  same  field,  it  is  evident  that  to  avoid 
duj>lication  of  exiiense,  the  channel,  at  least  in  the  expensive  rock  sec- 
tion, should  be  constructed  best  to  meet  the  requirements  of  navigation 
in  slope,  velocity  of  current,  and  dimensions  of  section,  while  at  the 
same  time  of  sufficient  flowing  capacity  to  carry  off  the  drainage  of  the 
sanitary  district.  Such  a  compromise  will  necessarily  be  more  expen- 
sive than  either  a  channel  best  suited  for  drainage,  or  a  channel  best 
suited  and  sufficient  for  navigation.  Elsewhere  where  locks  and  dams 
are  necessarily  used,  and  in  the  earth  section,  it  may  not  seem  advisable 
for  the  two  channels  to  occupy  the  same  location.  The  dams  will  ob- 
struct the  flow  and  the  flow  will  make  more  expensive  the  dams  and 
deprive  the  system  of  navigation  more  or  less  of  its  slack-water  features 
and  advantages.  A  current  aids  navigation  downstream  in  direct  pro- 
l)ortion  to  its  velocity  within  practicable  limits,  but  obstructs  upstream 
navigation  nearly  in  proportion  to  its  cube.  A  channel,  therefore,  with 
a  velocity  of  3  miles  an  hour,  or  even  less,  can  not  be  made  equal  in 
value  to  a  similar  slack-water  channel. 

It  is  doubtful  whether  there  be  anywhere  on  the  face  of  the  globe 
navigation  in  ordinary  river  channels  by  steamboats,  upstream,  more 
than  400  miles  against  a  current  of  3  miles  an  hour,  or  more,  and  in 
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competition  with  a  good  system  of  land  carriage  by  rail  that  will  pay  ex- 
penses, much  less  reduce  the  cost  of  transportation,  and  it  must  be  un- 
derstood that  all  water  routes  between  the  Great  Lakes  and  the  Missis- 
sippi Eiver  contemplate  the  transfer  of  western  produce  upstream  to 
the  Great  Lakes,  not  manufactured  and  other  products  downstream 
westward.  It  is  then  evidently  of  the  first  importance,  if  this  route  is  to 
be  used,  that  the  voyage  from  the  Mississippi  to  the  Great  Lakes  be 
made  as  easily  and  with  as  little  Expenditure  in  time,  ftiel,  oil,  and  wear 
and  tear  as  possible.  This  condition  can  only  be  met  over  this  route  by 
slack- water  pools  or  very  moderate  currents.  It  can  not  be  met  by  3- 
mile  currents  in  artificial  cuts,  or  even  by  large  discharges  over  fixed 
dams  in  a  river  of  steep  slope,  if  the  channels  of  this  stream  be  not  so 
greatly  enlarged  in  capacity  as  to  convert  the  x>ools  approximately  into 
reservoirs. 

Under  this  view,  in  the  report  upon  the  water  way  from  Lake  Michi- 
gan to  the  Illinois  River  at  La  Salle  (Annual  Report  Chief  of  Engineers, 
U.  8.  A.,  1890,  page  2439),  the  opinion  was  expressed  that  a  route  nav- 
igable at  all  times  and  conditions  could  be  had,  in  continuation  of  the 
improvement  of  the  Illinois  River  to  Lake  Michigan,  at  practicable  cost 
by  a  canal  from  Joliet  to  La  Salle  better  than  by  an  improvement  in  the 
bed  of  the  river,  when  a  large  low- water  artificial  discharge  is  to  be 
produced  and  maintained  and  the  artificial  discharge  uncontrolled  at 
higher  stages. 

This  opinion  is,  however,  contrary  to  reports  of  other  engineers  hith- 
erto made  to  Congress,  and  is  strongly  opposed. 

In  considering  the  extension  of  this  route  to  Lake  Michigan,  there- 
fore, it  seems  that  it  should  be  investigated,  in  addition  to  the  proi)er 
capacity  and  dimensions  of  the  channel  and  works  of  navigation — 

(1)  Whether  this  extension  should  be  made  from  La  Salle  to  Joliet  by 
the  improvement  in  the  bed  of  the  IlUnois  River  or  by  means  of  a  lat- 
eral canal  of  proper  width  and  depth. 

(2)  To  what  extent  it  is  advisable  for  the  United  States  to  cooperate 
with  local  authorities  in  constructing  a  channel  across  the  Chicago  di- 
vide (rock  cut)  suitable  for  both  local  and  national  purposes,  with  a  view 
to  lessen  the  cost  of  construction  to  each. 

(3)  Can  this  be  done,  and  in  what  way,  without  increasing  the  liabil- 
ities of  the  United  States  for  damages  to  property  by  flowage  from 
water  not  necessary  for  navigation  but  introduced  through  channels 
constructed  in  whole  or  part  for  public  purposes  by  the  United  Statest 

The  appended  report  of  Assistant  Engineer  Wm.  M,  ChUds  gives  a 
detailed  description  of  all  work  done  upon  this  improvement  during  tiie 
past  fiscal  year. 

Money  stnfem^nt. 

July  1,  1890,  balance  unexpended $5,033.25 

Ainonnt  appropriated  by  act  approved  September  19,  1890 200,  000. 00 

205,033.25 
June  30,  1891,  amount  expended  dnring  fiscal  year 45,  728. 82 

July  1,  1891,  balance  unexpended 159, 304. 43 

July  1,  1891,  outstanding  liabilities $2,500.00 

July  1,  1891,  amount  covered  bv  uncompleted  contracts 23,901.01 

-26, 401.  (H 

July  1,  1891,  balance  available 132,903.39 

{Amount  (estimated)  required  for  completion  of  existing  project 212, 500,  00 
Amount  that  can  be  profitably  expended  inliscal  year  ending  June30,1893  212, 500.  OC 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867. 
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Gauge  readings  on  the  IlHn(As  Elver  at  Kampsvillef  111. 
[Readiogs  are  rotenv-d  to  low  wat«r  of  1879.] 


Day. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jnne. 

July. 

Ang. 

Sept 

Oct. 

Nov. 

.Deo. 

1 

Feet. 
4.97 
5.12 
5.40 
5.50 
5.65 
6.40 
6.63 
6.73 
6.88 
7.80 
7.65 
8.38 
9.57 
10.35 
10.65 
10.83 
10.48 
10.13 
10.10 
10.25 
10.37 
10.47 
10.45 
10.20 
9.95 
9.83 
9.78 
9.68 

Feet. 
9.25 
9.50 
8.85 
8.65 
8.45 
8.33 
8.20 
8.00 
7.70 
7.60 
7.40 
7.22 
7.15 
7.83 
7.15 
7.20 
7.05 
6.83 
6.75 
6.93 
6.92 
6.78 
6.60 
6.50 
6.62 
6.90 
7.26 
7.28 

Feet. 
6.98 
6.52 
6.38 
6.28 
6.12 
6.10 
6.25 
6.18 
6.00 
6.40 
7.00 
7.37 
7.73 
7.90 
7.80 
7.57 
7.80 
7.67 
7.42 
7.52 
7.62 
7.60 
7.48 
7.43 
7.88 
7.33 
7.40 
8.28 
8.65 
8.78 
8.60 

Feet. 
8.20 
7.97 
8.05 
8.20 
8.17 
8.02 
7.95 
7.83 
7.75 
7.65 
7.70 
7.83 
7.93 
8.05 
8. 2D 
8.32 
&45 
&63 
8.78 
8.83 
8.92 
9.08 
9.12 
9.18 
9.23 
9.42 
9.93 
10.13 
10.15 
9.98 

Feet. 
9.73 
9.55 
9.40 
9.27 
9.15 
9.00 
8.82 
8.55 
8.30 
8.08 
7.77 
7.65 
8.05 
a28 
8.18 
7.77 
7.45 
7.40 
7.40 
7.40 
7.85 
7,28 
7.22 
7.33 
7.35 
7.28 
7.12 
7.02 
6.93 
6.83 
6.75 

Feet. 
6.70 
6.68 
6.65 
6.65 
6.65 
6.60 
6.60 
6.57 
6.62 
6.95 
7.48 
7.70 
7.77 
7.90 
9.87 

10.47 
9.92 
9.62 
9.10 
9.05 
9.10 
9.12 
9.22 
9.85 
9.50 
9.62 
9.75 
9.92 

10.15 

10.40 

Feet. 

10. 53 

10.02 

10.75 

10.80 

10.70 

10.67 

10.48 

9.98 

9.63 

9.15 

8.60 

8.03 

7.50 

6.90 

6.63 

6.70 

6.ff7 

6.40 

6.98 

6.55 

6.02 

4.62 

4.16 

3.96 

3.60 

3.20 

2.90 

2.58 

2.30 

2.05 

1.80 

1.55 
1.42 
1.47 
1.45 
1.27 
1.18 
1.05 
0.92 
0.80 
0.65 
0.60 
0.00 
0.53 
0.45 
0.40 
0.40 
0.40 
0.37 
0.30 
0.25 
0.32 
0.45 
0.70 

Feet. 
0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.22 
0.35 
0.37 
0.42 
0.47 
0.50 
0.55 
0.50 
0.50 
0.48 
0.45 
0.45 
0.50 
0.55 
0.60 
0.62 
n  <» 

Feet. 
0.50 
0.60 
0.50 
0.50 
0.50 
0.50 
0.50 
0.50 
0.53 
0.62 
0.67 
0.50 
0.57 
0.63 
0.67 
0.88 
1.10 
1.27 
1.35 
1.40 
1.40 
1.40 
1.40 
1.33 
1.23 
1.15 
1.16 
1.20 
1.26 
1.32 
L40 

Feet. 
1.52 
1.65 
1.47 
1.37 
1.30 
1.23 
1.12 
1.02 
0.90 
0.85 
0.92 
1.03 
1.03 
1.04 
LOl 
1.22 
1.32 
1.22 
1.10 
1.15 
1.15 
1.22 
1.30 
1.36 
1.40 
1.45 
1.50 
1.50 
1.53 
1.65 

Feet. 
1.50 

2 

1  50 

3 

1.68 

4 

1  53 

5 

1  45 

C 

1*38 

7 .' 

1  88 

8 

1.30 

9 

1  30 

10 :. 

1  17 

11        

1  08 

12  

0.08 

13          

0  92 

14   

0  90 

V, 

0.90 

IG                  

0  90 

17 

0.03 

IS                  

0  93 

19     

0.87 

2J 

0.87 

21         

0.90 

'ft 

0.90 

23                          

0  85 

24 

0.75  [  0.65 
0.55  '  0.66 
0.47  1  0.60 
0.45     0.58 
0.45  '  0.55 
0.40  ;  0.56 
0.33     0.50 
0.28  1 

0.85 

25 

0.90 

26        

1.12 

27 

1.00 

28          

0.95 

29 

30 

31 

9.62 
9.53 
9.40 

0.72 
0.58 
0.58 

Moan 

8.65 

7. 63  1  7. 27 

8.31 

7.92 

8.38 

6.71 

0.68 

0.46 

0.91 

1.24 

LOS 

Gauge  readings  on  the  Illinois  Biver  at  La  Grange,  III, ' 

[Referred  to  lower  miter  Bill,  7  feet  below  low  water  of  1879  and  14.4  below  crest  of  dam.] 

UPPER  GAUGE,  1890. 


Day. 

May. 

June. 
Feet. 

n.1% 

17.78 
17.75 
17.73 
17.68 
17.59 
17.56 
17.68 
17.58 
17.58 
17.61 
17.48 
17.46 
17.48 
18.25 
18.06 
17.90 
17.79 
17.82 
17.83 
17.80 
17.82 
17.85 
17.83 
17.79 
17.94 
17.98 
17.95 
18.01 
18.05 

July. 

Aug. 

Sept 

Oct 

Nov. 

Deo. 

1        

Fe£t. 
18.80 
18.77 
18.63 
18.55 
18.50 
18.43 
18.28 
18.18 
18.08 
18.02 
17.98 
17.95 
17.99 
17.98 
17.90 
17.86 
17.80 
17.88 
17.90 
17.90 
17.90 
17.90 
17.93 
17.90 
17.90 
17.88 
17.78 
17.78 
17. 72 
17. 75 
17.70 

Feet. 

18.06 

18.06 

18.09 

18.07 

17.93 

17.87 

17.83 

17.77 

17.73 

17.62 

17.52 

17.43 

17.37 

17.25 

17.53 

17.52 

17.43 

17.82 

17.20 

17.03 

16.87 

16.72 

17.45 

16.35 

16.26 

16.10 

16.02 

16.84 

15. 7i 

15.85 

15.83 

Feet. 
15.85 
15.77 
15.  &1 
15.48 
15.44 
15.40 
15.46 
15.34 
15.29 
15.24 
15.25 
16.23 
15.19 
15.19 
15.20 
15.22 
15.20 
16.20 
16.15 
15.15 
15.38 
15.35 
16.27 
15.25 
16.20 
i5.25 
15.20 
15.20 
15.20 
15.20 
15.20 

Fe*t. 

15.15 

15.15 

15.13 

15.12 

15.15 

15.07 

15.10 

15.07 

15.28 

15.30 

15.25 

15.20 

15.28 

15.25 

15.25 

15.30 

15  32 

15.30 

16.33 

15.35 

15.50 

15.50 

15.32 

15.33 

15.32 

16.25 

15.30 

15.20 

15.25 

15.22 

Feet. 
15.23 
15.25 
15.20 
15.22 
15.25 
15.20 
15.23 
15.20 
15.25 
15.30 
15.25 
15.25 
15.32 
16.33 
15.67 
15.67 
15.68. 
16.52 
15.58 
15.55 
1,5. 55 
15.50 
15.50 
15.60 
15.60 
15.60 
15.65 
15.58 
15.50 
15.55 
15.55 

Feet. 
1J5.47 
15.47 
15. 42 
15.47 
15.43 
15.42 
15.50 
15.57 
15.57 
15.66 
15.55 
15.60 
16.47 
16.52 
15.58 
15.60 
15,55 
15.62 
15.68 
15.67 
15.70 
15.70 
15.62 
16.68 
15.70 
15.73 
15.70 
15.70 
15.07 
15.70 

Feet, 
15.73 

o 

16.72 

3        

15.63 

4 

15.62 

n  .    ..          

16.63 

c 

15.60 

15.60 

H 

15.48 

9                .                  .            

15.45 

10     

15.35 

11                                                  

15.37 

12  ..                     

15.45 

3 

15.40 

W ::*::::::::::::..- 

16.38 

!.■> 

15.42 

10                                  

15.45 

17 

16.47 

IH                                          

15.50 

10     

15.50 

20                                           

15.50 

21 m. 

16.50 
16.45 

2.1           .                          

15.45 

24   

16.43 

•>.->                                   

16.40 

20                     

16.40 

V7                                     

15.40 

'ZA 

15.40 

•K)                                                                   

15.37 

:{0                 

15.35 

31                                        

17.30 

17.78 

17.12 

15.80 

16.25 

15.42 

j    15.58 

15.48 
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Ganfffi  rradingti  on  iJui  niinois  Bififfr,  at  Tai  Grange^  HI, 
LOWER  GAUGE,  1880. 


Day. 


Jan. 


10.. 

11.. 

12.. 
13.. 
14. 
15. 
1(5.. 
17.. 
18. 
19. 
20. 
21. 
22. 
23. 
24. 
25. 
26. 
27. 
28. 
20- 
30. 
31. 


Mean 17.22 


13. 40 
13. 32 
13.26 
13.20 
13.28 
13.38 
13.  (KJ 
13.7: 
14.18 
14.70 
\h.  3.5 
16.45 
17.  70 
18.31 
18. 73 
19.00 
19.40 
19.81 
19.93 
20.00 
20.18 
19. 9J 
19. 73 
19.65 
19.  53 
10.40 
19.28 
19.15 
18.98 
18.70 
18.65 


Feb. 


18.45 
18.25 
18.08 
17.85 
17.63 
17.48 
17.32 
17.08 
16.93 
16.77 
16.02 
16.44 
16.33 
16.23 
16.08 
15.93 
15.76 
15.63 
15.53 
15.43 
15.38 
15.39 
15.43 
15.40 
15.45 
15.53 
15.63 
15.65 


16.41 


Mar. 


15.58 
15.50 
15.43 
15.28 
15.18 
15.10 
16.10 
15.02 
14.02 
15.05 
15.30 
15.92 
16.26 
16.12 
15.98 
16.87 
15.87 
15.96 
16.10 
16.22 
16.36 
16.40 
16.40 
16.40 
16.32 
16.17 
16.26 
16.70 
17.05 
16.97 
16.82 


15.82 


Apr. 


16.78 
16.67 
16.60 
16.73 
16.88 
16.83 
16.80 
16.88 
16.00 
16.85 
16.93 
17.08 
17.18 
17,34 
17.39 
17.42 
17.66 
17.61 
17.70 
17.82 
17.87 
17.96 
18.02 
18.10 
18.10 
18.20 
18.32 
18.27 
18.17 
18.06 


17.43 


May. 


17.87 
17.77 
17.60 
17.42 
17.27 
17.06 
16.94 
16.82 
16.62 
16.45 
16.22 
16.08 
16.18 
16.26 
16.16 
16.02 
15.95 
15.98 
16.00 
16.07 
16.05 
16.08 
16.05 
16.00 
16.00 
15.97 
15.85 
16.75 
15.72 
15.72 
15.70 


16.89 


Jane. 


16.68 
15.66 
15.65 
15.63 
15.68 
15.50 
15.46 
15.38 
15.40 
15.38 
15.28 
15.10 
16.03 
15.08 
16.90 
16.96 
16.60 
16.20 
16.03 
15.07 
15.91 
15.90 
15.88 
15.90 
15.92 
15.98 
16.08 
16.12 
16.23 
16.82 


15.83 


July. 


16.40 
16.40 
16.37 
16.27 
16.18 
16.07 
16.05 
15.00 
15.70 
15.  .50 
16.23 
14.96 
14.75 
14.53 
14.85 
14.98 
14.95 
14.60 
14.30 
13.85 
13.35 
12.85 
12.28 
11.65 
ILOO 
10.73 
10.40 
10.10 
0.77 
0.47 
0.88 


Aug. 


0.40 
0.40 
0.28 
9.10 
8.88 
8.76 
8.68 
8.69 
8.47 
8.40 
8.35 
8.30 
8.15 
8.00 
8.00 
8.03 
8.05 
8.00 
7.95 
7.95 
8.43 
8.60 
8.43 
8.30 
8.27 
8.20 
8.15 
8.06 
7.06 
7.05 
7.06 


13.83  I  8.39     8.11 


Sept. 


7.06 
7.90 
7.87 
7.87 
7.80 
7.86 
7.88 
7.06 
8.15 
8.28 
8.20 
8.12 
8.18 
8.12 
8.08 
8.12 
8.14 
8.12 
8.20 
8.23 
8.28 
8.19 
8.20 
8.85 
8.33 
8.22 
8.25 
8.22 
8.20 
8.13 


Oct. 


8.08 
&08 
8.07 
8.10 
8.03 
8.00 
8.00 
8.02 
8.02 
8.08 
8.00 
8.03 
8.23 
8.82 
0.05 
0.28 
0.20 
0.08 
0.97 
0.10 
0.05 
0.02 
&88 
8.00 
8.85 
8.85 
8.78 
8.83 
8.72 
8.80 
8.72 


8.68     8. 


ITOT. 


Beo. 


6.66 
8.46 
8.88 
8.43 
&52 
8.50 
a48 
8.63 
8.62 
8.00 
8.65 
8.73 
8.70 
8.70 
8.75 
8.88 
8.00 
8.90 
8.00 
8.95 
8.05 
8.05 
0.08 
9.12 
9.36 
0.42 
0.45 
0.45 
0.48 
0.40 


9.45 
9lS3 
9.58 
0.S2 
0.53 
0.40 
0.20 
9.05 
0.«3 
8.78 
8.80 
8.85 
&82 
8.88 
8.88 
8u80 
&85 
a.  88 
8.80 
8.80 
8.80 
8.75 
8.77 
&78 
8.62 
8.58 
&43 
8.35 
8.40 
8.40 
&40 


8.08 


Gauge  readingn  on  the  Illinois  Biver  above  Copperas  Creek  Look, 
[Referred  to  the  top  of  the  lower  miter  sUL] 


Day. 


Jan. 


Feb. 


Mar. 


Apr. 


May. 


June. 


July. 


Aug. 


Sept. 


Oct. 


Nov. 


Dec 


Feet. 
18.20 
18.20 
18.20 
18.15 
18.18 
18.28 
18.45 
18.60 
18.73 
18.92 

11 1  19.20 

12 ;  19.50 

13 1  19.80 

20.10 
20.33 
20.80 
21.  .33 
2L57 
21.70 
21.70 
21.82 
21.88 
21. 95 
22. 00 
21.85 
21.70 
21.60 
21.40 
21. 13 
20. 97 
20.80 


14. 

15. 

16. 

17. 

18. 

19. 

20. 

21.. 

22.. 

2:5.. 

'.'4.- 

25.. 

2(5. . 


28. 
21). 
30 
31. 


Mrun  . 


Fe£t. 
20.60 
20.60 
20.47 
20.40 
20.30 
20.00 
20.00 
20.00 
20.00 
19.90 
19.80 
19.70 
19.70 
19.57 
19.48 
19.32 
19.30 
19.30 
19.28 
19.23 
19.15 
19.03 
19.00 
19.00 
19.00 
18.95 
18.95 
18.92 


Feet. 
18.83 
18.80 
18.80 
18.73 
18.62 
18.60 
18.60 
18.42 
18.25 
18.13 
18.40 
18.70 
18.95 
19.20 
19.43 
19.63 
19.67 
19.70 
19.77 
19.80 
19.90 
19.90 
19.90 
19.90 
19.95 
20.00 
20.10 
20.15 
20.20 
20.35 
20.45 


Fe«t. 
20.55 
20.63 
20.70 
20.70 
20.80 
20.85 
20.90 
20.90 
21.05 
21.23 
21.45 
21.62 
21.77 
21.85 
21.90 
21. 97 
22.15 
22.28 
22.30 
22.30 
22.22 
22.10 
21.97 
21.80 
21.70 
21.60 
21.60 
2L50 
21.38 
2L18 


Feet. 
21.00 
20.02 
20. 85 
20.75 
20.72 
20.62 
20.62 
20.36 
20.15 
20.00 
20.00 
19.92 
19.82 
19.80 
19.90 
20.00 
20.20 
20.00 
20.15 
20.20 
20.25 
20.25 
20.28 
20.30 
20.30 
20.38 
20.48 
20.60 
20.67 
20.78 
20.80 


Feet. 
20.83 
20.93 
20.98 
20.90 
20.82 
20.75 
20.62 
20.55 
20.40 
20.25 
20.10 
19.95 
19.85 
19.85 
19.70 
19.70 
19.80 
20.02 
20.33 
20.48 
20.65 
20.77 
20.88 
21.08 
21.33 
21.58 
21.83 
22.02 
22.00 
21,88 


Feet. 
21.72 
21.60 
21.45 
21.20 
20.93 
20.85 
20.60 
20.35 
20.15 
19.92 
19.80 
19.72 
19.62 
19.52 
19.88 
19.30 
19.15 
18.92 
18.76 
18.55 
18.40 
18.20 
17.90 
17.50 
17.15 
17.20 
17.18 
17.07 
17.10 
17.05 
17.06 


Feet. 
17.05 
17.05 
17.00 
16.90 
16.90 
16.90 
16.90 
16.90 
16.85 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.75 
16.70 
16.70 
26.68 
16.70 
16.70 
16.70 


Feet. 
16.70 
16.70 
16.70 
16.70 
16.70 
16.70 
16.65 
16.67 
16.70 
16.70 
16.65 
16.70 
16.70 
16.70 
16.70 
16.78 
16.75 
16.80 
16.80 
16.80 
16.85 
16.85 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 
16.80 


Feet. 
16. 72 
16.75 
16.80 
16.80 
16.80 
16.80 
16.80 
11.80 
16.80 
16.85 
16.85 
16.85 
17.07 
17.13 
17.15 
17.16 
17.20 
17.20 
17.20 
17.20 
17.22 
17.20 
17.20 
17.20 
17.20 
17.20 
17.20 
17.20 
17.16 
17.10 
17.10 


Feet. 
17.10 
17.10 
17.10 
17.10 
17.07 
17.05 
17.05 
17.00 
17.00 
17.00 
17.08 
17.07 
17.10 
17.10 
17.10 
17,16 
17.15 
^.20 
17.20 
17.22 
17.80 
17.80 
17.80 
17.80 
17.80 
17.80 
17.80 
17.80 
17.80 
17.80 


F0eL 
17.80 
17.80 
17.80 
17.80 
17.27 
17. 2C 
17. 2C 
17.15 
17.16 
17.00 
1&88 
16.70 
16.80 
16.80 
16L85 
16l80 
16.80 
16.00 
17.00 
17.00 
17.00 
17.00 
17.05 
17.10 
17.10 
17.10 
17.10 
17.10 
17.10 
17.10 
17.10 


20.22     19.60 


10.36     21.50     20.35 


20.70     10.14 


16.82     16.74     17.03     17.16 


17.06 


Digitized  by 


Google 


Day. 
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Gaufje  rendingn  on  the  fllinah  Kiver  helow  Coppnas  (  n-pk  l.tuk,  fSs:K 

Jau. 


16.90 
16.88 
16.77 
16.70 
16.27 
16.45 
16.80 
17.23 
17.70 
18.10 
18.57 
19.12 
19.65 
19.72 
19.93 
20.38 
20.77 
21.07 
21.25 

20 1  21.40 

21..- i  21.54 

22 ;  21.60 

23 21.62 

24 i  21.70 

25 1  21.57 

28 1  21.45 

27 ,  21.37 

28 21.20 

2;1 1  21.03 

30 1  20.87 

31...- I  20.80 


fi. 

7. 

8. 

0. 
30. 
11. 
12. 
13. 
14. 
15 
1«. 
17. 
18. 
19. 


F6b. 


Kean 19.56 


20.70 
20.48 
20.33 
20.18 
20.10 
20.00 
19.95 
19.87 
19.72 
19.60 
19.50 
19.40 
19.30 
19.20 
19.12 
19.02 
18.95 
18.90 
18.85 
18.82 
18.75 
18.65 
18.60 
18.65 
18.66 
18.60 
18.53 
18.50 


19.31 


Mar. 


18.43 
18.40 
18.37 
18.30 
18.25 
18.20 
18.50 
17.97 
17.75 
17.70 
18.20 
18.40 
18.58 
18.90 
19.10 
19.17 
19.23 
19.35 
19.40 
19.45 
19.50 
19.60 
19.56 
10.60 
19.60 
19.60 
19.78 
19. 83 
19.95 
20.00 
20.05 


18.98 


Apr. 


20.22 
20.30 
20.30 
20.25 
20.30 
20.40 
20.45 
20.65 
20.85 
21.03 
21.22 
21.33 
21.40 
21.48 
21.60 
21.72 
21.85 
22.03 
22.10 
22.10 
22.05 
21.93 
21.78 
21.70 
21.62 
21.50 
21.50 
21.28 
21.25 
21.08 


21.24 


May. 


20.50 
20.70 
20.63 
20.57 
20.50 
20.45 
20.35 
20.10 
19.90 
19.73 
19.70 
19.67 
19.60 
19.52 
19.60 
19.68 
19.70 
19.73 
19.88 
19.90 
19.93 
20.00 
2a.  00 
20.00 
20.00 
20.07 
20.25 
20.85 
20.40 
20.40 
20.40 


20.07 


June. 


20.40 
20.53 
20.60 
20.50 
20.43 
20.33 
20.30 
20.27 
20.20 
20.10 
20.02 
19.88 
19.73 
19.67 
19.50 
19.50 
19.57 
19.67 
19.90 
20.12 
20.35 
20.45 
20.72 
21.00 
21.30 
21.62 
21.73 
21.90 
21.90 
21.75 


20.46 


July. 


21.52 
21.32 
21.10 
20.80 
20.5:j 
20.44 
20.20 
19.94 
19.75 
19.40 
19.10 
18.80 
18.53 
18.43 
18.30 
18.13 
17.87 
17.00 
16.53 
16.35 
16.06 
15.90 
15.85 
15.55 
15.40 
16.40 
16.30 
16.18 
16.07 
16.00 
14.95 


17.86 


Aug. 

S«>i»l. 

14.92 

12..% 

14. 85 

12.50 

14.75 

12.  50 

14.53 

12.50 

14.33 

12. 45 

14.03 

12. 43 

13.87 

12.40 

13. 63 

12.43 

13.4:i 

12.03 

13.25 

12.60 

13.13 

12.60 

13.00 

12.60 

12.92 

12.60 

12.82 

12.60 

12.80 

12.67 

12.77 

12.75 

12.70 

12.80 

12.62 

12.80 

12.60 

12.85 

12.66 

12.86 

12.65 

12.87 

12.70 

12.90 

12.62 

12.85 

12.60 

12.80 

12.60 

12.80 

12.60 

12.80 

12.00 

12.80 

12.60 

12.73 

12.60 

12.68 

12.60 

12.65 

12.55 

13.17 

12.66 

Oct.       Nov. 


12.65 
12.65  I 
12.70 
12.75 
12.75 
12.80 
12.80 
12.75 
12.78 
12,80 
12.80 
12.80 
13.25 
13.30 
13.35 
13.40 
13.40 
.13.40 
13.40 
13.40 
13.42 
13.60 
13.50 
13.50 
13.50 
13.50 
13^46 
13.4^ 
13.40 
13.40 
13.40 


13.16 


13.88 
13.30 
13.27 
13.20 
13.20 
13.15 
13.12 
13.10 
13.08 
13.00 
13.00 
13.00 
13.08 
13.08 
13.10 
13.10 
13.18 
18.22 
13.35 
13.40 
13.48 
13.50 
13.50 
13.57 
13.60 
13.63 
13.70 
13.70 
13.75 
13.80 


Dec. 


13.80 
13.80 
13. 84) 
13.88 
13,80 
13.72 
13.70 
13.62 
13.60 
13.60 
13.50 
13.42 
13.33 
18.30 
13.80 
13.35 
13.40 
13.40 
18.40 
13.40 
13.40 
13.40 
13.40 
13.42 
13.40 
13.48 
18.50 
13.60 
18.68 
13.60 
13.60 


13. 32  !    13. 52 


PRELIMIXARY  REPORT  OF  W.  E.  WORTHEN,  CHIEF  ENGINEER,  AND  JOHN  NEWTON, 
CONSULTINO  ENGINEER,  TO  BOARD  OF  TRUSTEES  OF  SANITARY  DISTRICT  OF  CHI- 
CAGO, ON  FEASIBLE  ROUTES  FOR  DRAINAGE  CHANNEL   FROM   CHICAGO  TO  JOLIET. 

^  We  have  the  honor  to  submit  a  preliminary  report,  with  a' map,  showing  certain 
feasible  routes  for  the  proposed  drainage  channel  from  Chicago  to  Joliet. 

The  dimensions  of  the  drainage  channel  have  been  described  by  the  act  '^  to  create 
sanitary  districts  and  remove  obstructions  in  the  Desplaines  and  the  lUinois  Rivers,'' 
etc.    (Section  208.) 

This  act  provides  that  the  drainage  channel  "shall  be  constructed  of  sufficient  size 
and  capacity  to  produce  and  maintain  at  all  times  a  continuous  flow  of  not  less  than 
300,000  cubic  feet  of  water  per  minute,  and  to  be  of  a  depth  of  not  less  than  14  feet, 
ana  a  current  not  exceeding  3  miles  per  hour,  and  if  any  portion  of  any  such  channel 
shall  be  cut  through  a  territory  with  a  rocky  stratum  where  such  territory  with 
rock^  stratum  is  above  a  grade  sufficient  to  produce  a  depth  of  water  from  Lake 
Michigan  of  not  less  than  Is  feet,  such  portion  of  such  channel  shall  have  double  the 
flowing  capacity  before  provided  for,  and  a  width  of  not  less  than  160  feet  at  the 
bottom,  capable  of  producing  the  depth  of  not  less  than  18  feet  of  water. 

DESCRIPTION  OF  NEW  ROUTES  AND  ESTIMATES. 

Of  all  the  new  routes  that  have  been  surveyed,  plotted,  profiled,  cross-sectioned, 
and  estimated,  two  only  have  been  selected  for  comparison — ^those  marked  on  plan 
in  full  lines,  the  Ogden  ditch  line  and  the  line  "D."  We  think  the  former  to  be  the 
better,  as  it  is  somewhat  less  expensive,  and  it  provides  at  the  same  time  for  carrying 
off  the  storm  water  of  the  Upper  Desplaines  without  the  necessity  of  constructing 
expensive  cut-ofts  from  ttie  Desplaines  to  the  lake  north  of  Chicago.  In  this  view 
the  channels  estimated  and  designed  for  the  maximum  flow  of  600,000  cubic  feet  per 
minute  will  suffice,  and  with  the  gate  cut-off  in  the  Ogden  ditch  line,  somewhere  in 
the  west  fork  of  South  Branch,  will  prevent  the  high  water  of  the  Desplaines  flow- 
ing back  into  the  Chicago  River. 

APPROXIMATE  ESTIMATE. 


We  estimate  the  total  cost  of  entire  line  of  18  feet  water  depth  by  wav  of  Ogden 
ditch  at  $25,700,000. 

If  the  excavation  in  earth  be  reduced  t-o  14  feet  wator  depih  and  tlic  side  rubble 
walls  be  omitted,  we  estiniate  the  coat  at  $22,700,000.  C^ r^r^^\r> 
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If  the  difference  between  14  feet  and  the  maximum  depth  provided  by  law  is  over 
to  be  taken  out  it  could  be  much  more  cheaply  done  when  the  channel  is  dry  than 
by  dredg^ing  after  the  water  has  been  let  in.  *^Mo8t  of  the  work  in  the  excavatioa 
and  transfer  of  material  must  be  done  by  machinery,  and  under  a  thorough  system, 
with  the  best  modem  appliances,  ample  space  for  the  piling  up  of  waste,  and  ready 
removal  by  rail,  the  channel  should  be  completed  in  4  years. 

Between  Bridgeport  and  Willow  Springs  there  will  be  17,526,000  cubic  yards  of 
waste  material  if  the  water  depth  is  18  feet,  and  14,666,000  if  the  water  depth  is  14 
feet. 

Between  Willow  Springs  and  the  Joliet  Basin  there  will  be  3,500,000  cubic  yards 
of  earth  excavation,  3,5^7,000  cubic  yards  of  hardpan  excavation,  and  13,361,830 
cubic  yards  of  rock  excavation. 

Between  Wijlow  Springs  and  the  Joliet  Basin  there  will  be  18,948,600  cubic  yards 
of  waste  material,  of  which  13,351,830  cubic  yards  are  rock. 

How  far  earth  and  rock  may  be  found  to  be  of  marketable  or  other  value  we  leave 
to  experts ;  but  it  would  seem  that  the  rock  has  already  a  market,  and  it  could  be 
stored  on  the  banks  while  waiting  disposal. 

The  dimensions  of  the  section  of  the  channel  are  shown  in  the  drawing,  beiuff  an 
average  width  of  180  feet,  with  nearly  vertical  sides,  and  the  depth  of  18  feet  below 
the  flow  line  of  water. 

A  route  following  the  line  of  the  canal  is  feasible,  but  it  must  be  consider^  that 
the  canal  is  already  a  part  of  a  drainage  system,  and  can  not  at  present  be  dispensed 
with.  To  attempt  to  convert  it,  while  thus  used,  into  the  main  channel  of  the  new 
system  would  be  attended  wilih  ffreat  difficulty  and  cost. 

Although  not  urgently  required,  until  the  completion  of  the  system,  we  have  con- 
sidered it  expedient  at  this  time,  with  the  view  of  eventually  securing  an  ample  8ui>- 
•ly  of  lake  ^ater^  to  call  attention  to  the  necessity  of  straightening,  widening,  and 
iredguig  in  certain  places  the  Chicago  River  and  its  branches,  and  of  increasing  the 
discharge  of  the  pumps  at  FuUerton  avenue.  That  discharge  now  averages  12,000 
feet  per  minute,  and  it  should  be  increased  to  30,000  at  the  lowest.  Provision  must 
be  made  also  for  conveying  a  supply  of  fresh  water  into  the  east  and  west  arms  of 
the  south  fork,  and  for  carrying  off  the  diluted  contents. 

The  law  provides  lor  the  new  drainage  channel  to  terminat-e  at  the  upper  basin  tfJk- 
Joliet.  The  addition  of  300,000  cubic  feet  per  minute,  the  usual  estimated  flow  of 
channel,  will  drown  out  Locks  5  and  6.  Consequently  some  adequate  means  must 
be  devised  to  dispose  of  the  discharge  of  the  channel  at  that  place,  so  that  property, 
persons,  and  health  in  the  Illinois  River  Valley  shall  not  be  endangered. 

From  the  termination  of  the  channel  at  Joliet  to  a  point  above  tue  Snag,  rock  ex- 
cavation could  be  advertised  as  soon  as  the  title  to  the  lands  is  secured.  It  is  pro- 
posed, first,  to  cut  a  longitudinal  trench — a  part  of  the  channel — through  the  rock 
m  that  portion  of  the  rout*  just  described.  The  trench  thus  executed  will  save 
much  in  pumping  and  in  plant,  and  its  completion  will  constitute  an  important  prog- 
ress in  the  execution  of  the  whole  system.  In  fact,  to  effect  the  drainage  of  the 
whole  work  during  the  progress  of  excavation^  the  lower  portion,  toward  JoUet, 
would  naturally  be  first  undertaken. 

W.  E.  WOBTHEN, 

Chief  JSn^ineer. 
John  Newton, 

Consnliinq  Engineer, 
To  the  honorable  Board  of  Trustees  of  the  Sanitary  District  of  Chicago. 
January  13, 1891. 
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REPORT  of  W.  E.  WORTHEN,  CHIEF  ENGINEER,  AND  JOHN  NEWTON,  CONSULTINO  EN- 
gineer, to  board  of  trustees  of  chicago  sanitary  district,  on  ixkjation  of 
drainage  channel  between  joliet  and  summit. 

February  21,  1891. 

We  have  the  honor  to  submit  the  following  report : 

III  our  preliniinsiry  report  of  January  13  last,  the  line  of  the  drainage  channeU 
with  dimensions  of  its  cross  sections,  as'  prescribed  by  the  provisions  of  the  act  cre- 
ating the  sanitary  district  of  Chicago,  was  submitted  to  the  board  of  trustees. 

ROUTE  OF  proposed  DRAINAGE   CHANNEL  I-AID  OUT. 

Since  that  report  and  agreeably  to  the  instructions  of  the  board  to  the  chief  en- 
gineer "  to  locate  a  route  pursuant  to  his  report,  on  the  ground  between  Joliet  and 
the  boundary  of  the  district  near  the  Summit,  so  as  to  enable  the  board  to  make  a 
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legal  location  of  the  route  between  those  points ;  and  that  the  attorney  of  the  board 
prepare  the  proper  petition  to  enable  the  board  to  begin  condemnation  proceedings, 
to  secure  the  right  of  way  over  the  route/'  the  said  route  has  been  laid  out,  and  a 
d©vScription  of  the  lands  to  be  taken  for  the  construction  of  the  drainage  channel^ 
together  with  plats  of  the  same,  has  been  furnished  to  the  attorney  of  the  board. 

A  NEW  ESTIMATE  OF  EXCAVATION    OF    PROPOSED  DRAINAGE  CHANNEL   TO  BE  MADE. 

For  th^  purpose  of  a  more  thorough  estimate  of  the  quantities  of  material  to  be 
excavated  from  the  proposed  drainage  channel,  additional  cross  sections  along  the 
route  with  borings  have  been  undertaken  and  are  now  nearly  completed.  So  &  as 
can  be  judged,  a  new  estimate  will  not  exceed  that  of  the  preliminary  report. 

PROVISION   FOR  THE   DISCHARGE  OF   THE    DRAINAGE    CHANNEL  AT   JOLIBT   AND   FOR 
THE  CREATION  OF  WATER  POWER. 

Extract  from  preliminary  repoi-t  of  January  13  last: 

"  The  law  provides  for  the  new  drainage  channel  to  terminate  at  the  upper  basin 
at  Joliet.  The  addition  of  300,000  cubic  feet  per  minute,  the  usual  estimated  flow  of 
channel,  will  drown  out  Locks  5  and  6.  Consequently  some  adequate  moans  must  be 
devised  to  dispose  of  the  discharge  of  the  channel  at  that  place,  so  that  property, 
persons,  and  health  in  the  Illinois  River  Valley  shall  not  be  endangered." 

Surveys  and  contoured  maps  of  portions  of  the  city  of  Joliet  on  each  side  of  the 
river  have  been  made  for  the  study  of  the  prolongation  of  the  water  way  below  that 
city,  with  the  conditions  imposed  of  avoiding  flooding  the  Upper  Joliet  Basin  and 
drowning  out  Locks  5  and  6,  and  of  securing  at  the  same  time  more  fall  for  the  inci- 
dental water  power  created,  which,  under  section  192  of  the  drainage  act,  the  board 
of  trustees  is  empowered  "to  control  and  dispose  of." 

Some  of  the  results  above  mentioned  can  be  secured  by  the  construction  of  a  tun- 
nel channel  under  Joliet,  or  by  the  laying  of  a  wrought-iron  pipe,  24  feet  in  diame- 
ter, along  the  banks  of  the  river  to  some  desirable  locality  below  the  city  of  Joliet. 
Sm-veys  have  demonstrated  that  either  a  tunnel  or  an  iron-pipe  extension  is  entirely 
practicable,  and  that  if  the  pipe  be  adopted,  that  either  side  of  the  river  may  be  used 
for  the  erection  of  wheels.  If  the  flow  through  the  channel  is  300,000  cubic  feet  per 
minute,  with  the  net  fall  at  this  place  of  some  46  feet,  the  power  obtained  will  equal 
20,000  net  horse-power,  allowance  being  made  for  lockage,  and  the  total  cost  will  bo 
small  in  comparison  with  the  value  of  results. 

The  euffines  of  paper  mills  usually  run  the  full  24  hours  for  6  days  in  the  week,  but 
most  of  tne  manufactories  run  but  10  hours  per  day  at  the  maximum,  and  less  on  the 
average.  The  power  here  supplied  is  continuous,  however,  and  if  it  were  transferred 
by  electric  currents  to  the  city  of  Chicago,  it  could  be  used  for  various  purposes, 
such  as  lighting,  or  for  power  applied  to  pumping  sewage,  etc. 

It  is  contemplated,  if  the  United  States  should  adopt  the  drainage  channel  as  a 
part  of  the  navigation  system  between  the  Illinois  River  and  Lake  Michigan,  that 
they  will  construct  a  lock  of  suitable  dimensions,  as  a  means  of  communication 
fron^  the  drainage  channel  to  the  upper  basin  at  Joliet. 

REASONS  FOR  THE  CHOICE  OF  ROUTE  FOR  THE   DRAINAGE    PROPOSED  IN    THE  PltE- 

LIMINARY  RKPOUT. 

The  possibilities  of  the  Illinois  and  Michigan  Canal  as  the  line  of  the  principal 
drainage  channel  were  investigated  before  recommending  any  route.  The  difficul- 
ties of  non-interference  with  the  "public  use"  during  the  time — say  4  years— occupied 
in  the  enlargement  and  deepening  of  the  canal  necessary  for  its  conversion  into  the 
drainage  channel,  the  extra  cost  of  rock  excavation,  if  this  be  carried  on  while  the 
canal  is  kept  in  **  public  use"  and  used  also  for  the  transport  of  sewage,  were  seri- 
ously considered. 

The  large  cross  section  that  the  law  demands  for  the  western  portion  of  the  drain- 
age channel — which  is  in  rock — made  it  expedient  to  adopt  the  recommended  route, 
which  would  likewise  serve  for  the  diversion  of  the  Upper  Desplaines.  Since  that 
report  we  have  more  fully  considered  the  plans  of  Mr.  Heriug  for  the  diversion  of 
the  Upper  Desplaines,  lirst  into  the  north  branch  and  then  into  the  lake  by  a 
channel  at  Bowmanville,  and  we  have  made  a  personal  examination  of  the  locality. 

In  Mr.  Hering's  report  of  July  1,  1887,  to  the  mayor  and  common  council  upon  his 
project  for  the  diversion  (»f  the' Upper  Desplaines,  he  states:  "At  Summit  the  drain- 
age area,  including  that  of  Salt  Creek,  will  be  19^1  square  raQes,  and  the  quantity  of 
water  will  not  difter  much  from  that  which  now  flows,  during  floods,  toward  Joliet," 
and  he  estimates  that  even  after  the  completion  of  his  scheme  for  the  divewion,  that 
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frnin  4^000  to  5,000  culiic  feet  per  second  dnriDjf  floods  will  not  be  interceptierl,  "hut. 
as  before,  will  flow  down  the  Desplainee. 

Our  roDclusion  is  in  confirmation  of  our  previous  recommendation  on  this  subject 
submitted  to  the  board,  viz,  that  the  portiou  of  the  drainaj^c  channel  beyond'  the 
Summit  be  used  as  the  aiversion  of  the  Upper  Desplaines.  In  this  connection  it  will 
be  seen  by  the  records  of  the  flood,  whicn  culminated  on  February  9,  1887,  with  a 
volume  of  10,324  cubic  feet  per  second,  that  it  fell  on  the  10th  to  8,000  cubic  feet,  on 
the  11th  to  7,000,  and  on  the  16th  to  2,000,  risine  again  on  the  19th  to  5,174  cubie^feet. 
The  effect  of  the  outflow  from  this  flood  throng  the  Chicago  River  into  the  lake  is 
shown  by  the  sketch  of  Mr.  Hering.  It  does  not  appear  to  have  reached*  the  crib 
and  contaminated  the  water  supply,  except  At  the  period  of  maximum  flood  of  10,324 
cubic  feet  per  second.  After  the  construction  of  the  proposed  new  drainage  chan- 
nel, comparatively  little  water  from  such  a  flood  would  find  its  way  into  the  river, 
even  for  a  brief  period,  if  the  gates  (which  it  is  proposed  to  place  in  the  new  drain- 
age channel)  were  left  open.  Ten  thousand  cubic  feet  per  second  is  to  be  provided 
for  in  the  new  channel,  when  the  system  contemplated  by  the  present  law  is  com- 
pleted, and  the  floods  in  the  Upper  Desplaines  exceeding  this  quantity  are  exceed- 
ingly rare. 

The  great  facilities  of  discharge  of  floods  through  the  new  channel  into  the  Des- 
plaines, compared  with  those  existing  at  present,  if  duly  weighed  and  brought  into 
calculation,  indicate  that  the  time  of  stagnation  of  sewage  in  the  river  would  be 
l>rief.  Finally,  the  Illinois  Canal,  in  the  altered  condition  recommended  further  on 
in  this  paper,  would  probably  prove  sufficient  during  a  flood  of  the  magnitude  cited 
above,  and  even  unassisted  by  the  new  drainage  channel  and  the  diversion  of  the 
upper  Desplaines,  to  prevent  a  pollution  of  the  water  supply. 

PLAN  FOR  THE  INCREASE  OF  FLOW  FROM  THE  RIVER  THROUGH  THE  SOUTH  BRANCH 
AND  WEST  FORK  TO  BRIDGEPORT. 

Lines  are  laid  down  in  the  sketch  accompanying  this  paper  to  indicate  the  modifi- 
cations necessary  between  Bridgeport  and  the  river  through  the  West  Fork  and 
South  Branch,  to  secure  a  uniform  width  of  160  feet  and  central  depth  of  16  feet, 
thus  effecting  an  amelioration  of  navigation  and  greater  facilities  for  the  dilution  of 
sewage  by  the  increase  of  flow  from  the  lake. 

DISPOSAL  OF  SEWAGE  FROM  STOCK    YARDS. 

It  seems  to  us  imperative  that  aU  the  drainage  of  the  stock  yards  and  packing 
houses  should  be  kept  out  of  the  east  and  west  arm  of  the  South  Fork.  Otherwise, 
from  the  size  of  the  cross  sections  of  those  arms,  an  introduction  of  fresh  water  from 
the  lake,  larger  than  could  be  removed  by  the  Illinois  Canal,  must  be  induced  to 
prevent  stagnation. 

For  the  introduction  of  a  sufficient  amount  of  fresh  water  from  the  lake  into  these 
arms  the  slight  difference  of  level  would  enforce  the  construction  of  a  water  way  (either 
a  conduit  or  open  cut)  of  large  and  costly  dimensions  if  gravity  flow  alone  be  used. 
Pumping  would  therefore  be  a  necessity  to  increase  the  head,  and  consequently  to 
diminish  the  cross  section  and  cost.  However,  the  value  of  real  estate  along  the 
line  of  supply  would  preclude  the  idea  of  the  open  cut  and  make  the  adoption  of 
th%  conduit  preferable  whenever  in  the  future  the  growth  of  the  city  would  make  a 
connection  with  the  lake  at  this  place  a  necessity. 

It  is  therefore  judged  expedient  to  reconmiend  that  an  intercepting  sewer  from 
Halstead  street  along  the  northerly  line  of  the  packing  houses  be  constructed  of  a 
capacity  equal  to  the  maximum  flow — 38  cubic  feet  per  second — of  these  establish- 
ments, and  that  it  be  extended  to  the  extremity  of  the  west  arm,  and  here  a  pnmp- 
ing  station,  with  a  pump  of  the  capacity  of  discharge  of  700  cubic  feet  per  second, 
be  located,  drawing  both  from  the  west  arm  and  the  intercepting  sewer,  and  direct- 
ing the  united  dis^arge  into  a  sewer  or  open  cut  leading  through  Thirty-nintii 
street  to  the  Illinois  Canal  By  this  means  the  flow  from  the  packing  houses  will  be 
kept  from  stagnating  and  becoming  offensive,  and  will  be  diluted  to  a  greater  degree 
of  purity  than  that  already  flowing  into  the  canal.  This  flow  will  not  average  more 
than  10  hours  per  day. 

We  make  no  estimate  of  this  work,  for  the  reason  that  it  seems  to  us  the  expense 
should  be  borne  by  the  private  establishments  which  contribute  so  largely  to  the 
nuisance  to  be  abated,  and  by  the  city  also,  which  intendB  to  and  most  make  use  of 
it  as  an  important  part  of  the  sewerage  system. 

MODIFICATION  OF  THE  ILLINOIS  AND  MICHIGAN  CANAI.. 

After  considerable  deliberation  of  the  question  whether  to  continue  the  pumping 
stntioi)  at  Bridgeport  or  to  effect  the  transport  of  sewaere  along  the  canal  by  gravity* 
aloiit*,  it  is  recommended  to  adopt  the  latter  plan.    Lven  if  the  former  plan  yrm 
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retained  it  would  still  become  necessary^  in  yiew  of  increasing  the  flow,  to  deepen 
the  canal  in  order  to  obtain  the  necessaij  cross  section  for  the  transport  of  sewage. 

The  plan  by  gravitation  involves  sinking  the  bottom  of  the  canal  as  far  as  the  first 
lock,  lowering  the  water  surface  abont  5^  feet,  with  the  modification  of  that  lock 
rendered  necessary  by  this  change,  increasing  the  cross  section  and  discharge,  and 
providing  an  overflow. 

The  discharge  into  the  canal  will  be,  according  to  the  fluctuation  of  the  lake,  from 
1,200  to  1,500  cubic  feet  per  second,  or  72,000  to  90,000  cubic  feet  per  minute. 

Estimate  of  cost  of  rock  and  earth  excavation  and  of  change  of  lock  at  Bridgeport 
and  Lock  No.  1  at  Lockport,  $3,200,000. 

In  addition,  bnt  the  cost  not  estimated,  there  must  be  some  changes  in  the  appli- 
cation of  water-power  at  Norton  &  Co.'s  mills,  on  the  canal  at  Lockport,  on  account 
of  the  lowering  of  the  head  of  water. 

We  have  expressed  our  preference  for  the  above  scheme  of  making  the  flow  in  the 
canal  by  gravitation,  but  we  have  also  estimated  the  cost  of  excavation  for  a  larger 
capacity  of  flow  in  the  canal  by  pumps,  preserving  the  present  level  nearly,  but 
never  exceeding  it,  and  reducing  the  lift  at  Bridgeport  to  increase  the  discharge  of 
the  pumps.  All  excavation  done  under  this  scheme  is  so  much  towards  that  neces- 
sary for  the  flow  by  gravitation. 

Estimated  oost  of  increasing  the  section  of  the  Illinois  Canal  and  maintaining  an 
increased  flow  by  pumping,  $1,800,000. 

Extract  from  official  report  of  Bridgeport  pumping  works. 


Year. 


Total 
operating 
exponeea. 


1886 

1888 

1887 

1889  (9  months)  ! 


$44,644.07 
40. 973. 40 
43,698.92 
39,618.91 
74. 305. 02 


[In  1889  there  were  complete  repairs  of  all  the  pamps.] 

The  af>ove  table  represents  the  yearly  cost  of  the  Bridgeport  pumps,  which  it  is 
not  proposed  to  change  in  the  pumping  scheme. 

FULLERTON  AVKNtJB  PUMPING  STATION  AND  BOWMANVILLE. 

In  our  previous  report  we  recommended  the  increasing  of  the  discharge  of  the 
FuUerton  Avenue  pumps,  but  it  is  doubtful  if  this  could  be  eflectod  witnout  the 
substitution  of  other  pumps,  and  as  by  the  report  of  the  commiasioner  of  public 
works  the  duty  of  those  pumps  is  very  small,  it  would  be  economy  to  supply  new 
pumps  of  increased  capacity.  Accordingly,  as  the  change  is  necessary,  wo  would 
recommend  that  the  new  pumps  be  placed  at  Bowman viUe  instead  of  at  FuUerton 
avenue,  for  the  reason  that  the  North  Branch,  as  the  area  of  dwellings  extend  north- 
wards, is  progressively  the  receptacle  of  sewage,  and  it  becomes  therefore  more  and 
more  necessary  also  to  shift  the  pumping  and  flushing  station  northwards. 

The  commuuication  with  the  lake  at  Bowmanville  to  supply  water  for  flushing 
might  preferably  be  by  a  conduit  instead  of  by  a  cut. 

The  cost  of  water  connection  between  the  lake  at  Bowmanville  and  the  North 
Branch  of  the  Chicago  River  has  been  estimated  on  the  basis  of  the  construction  of 
a  16-foot  brick  conduit,  with  a  pumping  engine  similar  to  the  sewage  engine  at  Mil- 
waukee, with  boilers,  engine  rooms,  w<'iter  gates,  etc.,  at  the  lake,  all  complete  and 
.in  working  order. 

Estimate. 

Conduit $900,000 

Pumping  engine,  house,  etc 70, 000 

It  has  not  bc<*n  considered  necessary  at  present  to  estimate  for  a  duplicate  imjjine, 
as  the  one  at  Vulh'rion  avenue  miglit  answer  temi)orarily  <lnring  the  repairs  ol  the 
one  at  Bowninuville.  Th«i  flow  tlirongh  an  open  cut,  as  proposed  by  Mr.  Herin;*:, 
\vonM  1m*  at  times  liy  gravity,  bnt  there  would  be  a  necessity  of  Home  pumping  engine 
to  make  this  enrrent  snfticiently  permanent  to  a«-t  as  a  Hush  on  the  North  Braneh. 

[NoTK. — The  main  drainage  channel  has  been  decidetl  by  the  drainage  law  to  have 
I'venlually  the  capacity  of  600,000  cubic  feet  per  minute,  but  not  actually  to  carry 
more  than  300,000  cubic  feet,  unless  the  United  States  should  first  guarantee  the 
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sanitaTy  district  ac^ainst  damages  along  the  Desplaines  and  Illinois  rivers,  arising 
fi-om  the  additional  amount  of  water. 

No  provision  hajs  been  decided  to  provide  more  than  about  800,000  cubic  feet  for 
the  channel,  nor  is  there  any  apparent  necessity  therefor,  until  the  condition  an- 
nexed to  the  discharge  of  600,000  cubic  feet  shall  have  been  fulfilled  by  the  Govern- 
ment.] 

SYNOPSIS  OF  SUBJECTS  TREATED  IN  THIB  REPORT. 

(1)  The  drainage  channel  has  been  laid  out  between  Joliet  and  the  Summit,  and  a 
description  of  the  lands  to  be  taken  for  the  construction  of  that  portion  of  the  drain- 
age channel,  t<»gether  with  plats  of  the  same,  has  been  furnished  to  the  attorney  of 
the  board. 

(2)  A  new  estimate  of  cost  of  the  drainage  channel  will  soon  be  prepared. 

(3)  Provision  is  made  for  the  discharge  of  the  drainage  channel  at  Joliet  and  for 
the  incidental  creation  of  water-powers. 

(4)  Reasons  are  given  for  the  choice  of  route  for  the  draiuage  channel  proposed  in 
the  preliminary  report.  The  large  estimated  cost  of  this  channel  is  due  to  the  great 
depths  which  the  drainage  act  prescribes.  The  capacity  of  the  proposed  channel 
and  its  great  cost  therefore  enforces,  in  order  to  save  further  expense,  the  choice  oi 
it  for  the  diversion  of  the  upper  Desplaines. 

(5)  Plan  for  the  increase  of  flow  through  the  South  Branch  and  West  Fork  to 
Bridgeport. 

(6)  Disposal  of  sewage  from  the  stock  yards  and  packing  houses* 

(7)  Modification  of  the  Illinois  and  Michigan  Canal  and  its  use  as  an  auxiliary  in 
the  drainage  system. 

(8)  Pumping  station  at  Fullerton  avenue  and  Bowmanville. 

In  the  reports  rendered  by  the  engineers,  they  have  treated  the  subject  of  the 
drainage  as  broadly  and  as  fully  as  the  scope  of  the  legislative  act  extended;  they 
have  prescribed  the  route  and  dimensions  of  the  principal  drainage  channel,  the 
drainage  of  the  stock  yards  and  packing  houses  and  of  the  east  and  west  arms,  tiie 
drainage  of  the  North  Branch,  the  diversion  of  the  upper  Desplaines,  and  the  adapta- 
tion of  the  Illinois  and  Michigan  Canal  within  the  limits  of  Cook  County  to  the  pur- 
poses of  an  auxiliary  drain  discharging  eventually  into  the  main  drainage  channel. 

Estimates  have  been  made  for  all  independent  work  pertaining  to  the  board  of 
trustees  alone,  but  in  several  cases  where  the  cost  of  construction  or  of  modification 
of  existing  structures  belonged  equitably  to  private  parties  or  to  the  city  of  Qhicago 
no  estimate  ha«  been  made. 

A  revised  estimate  will  be  ma<le  of  the  excavation  of  the  principal  drainage  chan- 
nel as  soon  as  all  the  measurements  are  completed. 

No  estimate  of  land  damages  has  been  made,  as  this  is  clearly  beyond  the  scope  of 
engineering  duties. 

W.  E.  WORTHEN, 

Chief  Engineer. 
John  Newton, 
CoHSttltiwf  Engineer. 
The  honorable  lk)ARi)  ov  Tristkks  of  the  Samtahy  District  of  Chicago. 


REPORT  OF  SAMUEL  G.  ARTING8TAIX,  CHIEF  ENGINEER,  TO  BOARD  OF  TRUSTEES  OP 
SANITARY  DISTRICT  OF  CHICAGO,  ON  RESULTS  OF  CHEMICAL  ANALYSIS  OF  SEWAGE 
TAKEN  FROM  CHICAGO  RIVER  AND  BRANCHES. 

Gentlemen:  Herewith  liud  the  mean  resultH  of  1.33  samples  of  sewage  t«ken  from 
the  Chicago  River  and  its  branches  and  analyzed  by  Prof.  J.  H.  Long.    The  original 
reports  of  each  sample  are  in  the  possession  of  this  department. 
Yours  reHpectiuUy, 

Samuel  G.  Artingstall, 

Chief  Engineer, 
The  honorable  Board  of  Trustees  of  the  Sanitary  District  of  Chicago, 
May  20, 1891. 
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Means  of  analyses  of  sewage  samples  (results  given  in  parts  per  million), 
[By  Prof.  J.  H.  Long.] 


Ilalntead  street  and  Thirty  ii'mtli,  Nov. 

r>to25,  1890 

HalHtead   atreot    and     Thirty-ninth, 

Htomi  water,  Nov.  16,  1890 

A.shlaud  avenue  and  Brcnno<5k  sewers, 

Dec.  5  to  30,  inclusive,  1890 

I.  and  M.  Canal  at  Bridgeport,  Oct.  16 

to  Dec.  30,  inclusive,  1890 

Main  street,  South  Branch,  Dec.  26  to 

2S>fl890 

Thirty-flfth  street  and  South  Pork, 

Nov.  29, 1890 

Twenty-second    street    and     South 

Branch,  Nov.  29,  1890 

Folk  Street  Bridge,  South   Branch, 

Nov.  28,  1890 

Hadison  Street  Bridge,  South  Branch, 

Nov.  28,  1890 

Kinzie  Street  Bridge,  North  Branch, 

Nov.  27,  1890 

Goose  Island,  North  Branch,  Nov.  27, 

1890 

Fullerton     Avenue     Bridge,    North 

Branch,  Nov.  26,  1890 

Clyboum  Place  Bridge,  North  Branch, 

Kov.  26, 1890 


21 

I 
24 


ill 
III 


10.040 


17.70 
8.60 


1^ 


973.0 

782 
6, 475.  7 

493.2 

320.7 
2,394 

398 

360 

272 

342 

294 

216 

226 


si 


69^1.9        278.1 
588  194 

4,048.0  I  2,4-27.7 
101.5 
84.7 
30.2 
54 
74 
46 
66 
68 
28 
36 


391.7 
236.0 
2, 092 
344 
280 
226 
276 
226 
188 
190 


1? 


815.- 
074 

5. 581. ; 
388.: 
287.; 

2,258 
236 
268 
216 
254 
244 
174 
216 


Halstead  street  and  Thirty-ninth, 

Nov.5t4>  25,  1890 

Halstead  street  and  Thirtv-ninth, 

storm  water,  Nov.  16,  1890 

Ashland  avenue  and  Brennock  sew- 
ers, Dec.  5  to  30,  inclusive,  1890  .. 
I.  andM.  Canal  ot  BridgC'port>  Oct. 

16  to  Dec.  30,  inclusive,  1890 

Haiu  street,  South  Branch,  Deo.  26 

to29,  1890 

Thirty-fifth  street  and  South  Fork, 

Nov.29,  1890 

Twenty-second  street  and  South 

Branch.  Nov.  29,  1890 

Polk  Street  Bridge,  South  Branch, 

Nov.  28,  1890 

Hadison    Street     Bridge,     South 

Brauoh,  Nov.  28,  1890 

Kinzie  Street  Bridge,  North  Branch, 

Nov.  27,  1890...: 

Goose  Island,  North  Branch,  Nov. 

27,  1890 

Fullerton  Avenue  Bridge,  North 

Branch,  Nov.  26,  1K90 

Clyboum    Pbice    Bridge,    North 

Branch,  Nov.  26,  1890 


|i. 


186 
108 
721.0 
167.7 

68.6 
250 

36 

54 

46 

56 

38 

28 

30 


157.6 
108 
804.4 
105.0 

33.3 
136 
162 

92 

'M 

88 

50 

42 

10 


3^ 


30.6 

42.0 

327.4 

18.01 

11.39 

157. 92 

6.44 

7.56 

ii.04 

6.16 

5.04 

2.52 

3.64 


37.2 

51.0 
418.5 

21.85 

13.83 
191.76 
7.82 
9.18 
6.12  ' 
7.58  i 
6.12  I 
3.06 
4.42 


I 


14.6 

20.8 

81.7 

13.17 

15.68 

152.00 

2.56 

2.88 

2.94 

2. 40 

1.92 

1.44 

2.18 


ll 


5.0 

2.1 

112.7 

1.65 
2.50 
6.20 
0.96 
1.28 
1.10 
1.68 
1.04 
0.67 
1.56 


8| 
©a 

si 


72.6 

38.7 

428.8 

20.60 

14.85 

70.40 

11.52 

11.12 

7.68 

10.88 

11.. '>2 

2.24 

2.72 


;3  s 

11 


628.6 
566 
3,860.3 
320.5 
218.7 
,008 
200  ' 
214 
170 
198 
206 
146 
186 


•9« 


108.0 

116.1 

1804.8 

70.33 

25.25 

916. 15 

16.28 

18.01 

14.51 

18.40 

14.33 

5.66 

8.67 
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ItKPOKT  (»F  SAMUEL  G.  ARTINGSTALL,  CHIEF  BKGINBER,  TO  BOARD  OF  TRUSTKKb  «f 
CHICAGO  SANITARY  DISTRICT,  ON  FEASIBLE  ROUTES  FOR  DRAINAGE  CHANNIO. 
BETWEKX  BRIDGEPORT  AND  SUMMIT. 

I  have  the  Iioiior  to  submit  the  following  report  with  map  and  estimates,  showing 
four  fensible  routes  for  the  main  drainage  channel  between  Bridgeport  and  Stunmi^ 
>yith  comparative  estimates  of  the  cost  of  the  same. 

As  the  routes  shown  are  wholly  in  earth  excavation,  the  channels  have  been  takea 
of  Hiirticieiit  size  and  capacity  to  maintain  at  all  times  a  continuous  flow  of  not  loss 
than  :^00,0(X)  cubic  feet  of  water,  and  a  depth  of  not  less  than  14  feet. 

In  making  the  estimates,  wherever  practicable  the  right  of  way  is  sufficient  to  pnr- 
vide  for  tliu  deposit  aud  storage  of  spoil  during  the  construction  of  the  work. 

Four  routes  are  considered. 

First.  Commencing  in  the  West  Fork  of  the  South  Branch  at  Western  avenue,  and 
following  the  line  of  the  Ogden  Ditch  to  Summit. 

Second.  Commencing  at  the  junction  of  the  Illinois  and  Michigan  Canal  and  the 
South  Fork  of  the  Chicago  River,  and  following  the  line  of  the  canal  to  Summit. 

Third.  Commencing  at  the  end  of  the  west  arm  of  the  South  Fork  near  Western 
avenue,  thence  westward  along  Thirty-ninth  street  to  the  Illinois  and  Michigu 
Canal,  thence  westerly  along  the  canal  to  Summit. 

Fourth.  Follows  the  preceding  route  to  the  canal,  where  it  crosses  and  continueB 
in  a  northwesterly  direction  to  tne  Ogden  Ditch  and  alonff  this  ditch  to  Summit. 

As  it  is  imperative  that  the  great  pollution  in  the  Soutn  Fork,  caused  mainly  by 
the  drainage  of  the  stock  yards  and  packing  houses,  should  be  provided  for,  and  » 
this  can  not  be  reached  directly  by  routes  1  or  2,  a  smaller  channel  to  provide  for  a 
flow  of  60,000  cubic  feet  per  mmute,  commencing  at  the  west  end  of  the  West  Fork 
and  discharging  into  the  main  channel,  has  been  included  in  the  estimates  for  these 
two  routes. 

Koutes  3  and  4  I  would  respectfullv  recommend  to  your  favorable  consideration, 
for  the  reason  that  the  total  volume  of  300,000  cubic  feet  perminute  will  pass  through 
the  whole  length  of  the  South  Branch  and  the  West  Fork  of  the  South  Branch,  and 
will  insure  a  regular  and  constant  circulation  and  change  of  water  in  the  most  pol- 
luted part  of  the  stream,  and  this  without  any  additional  channels  or  pumping  sta- 
tions, with  the  attendant  expense  of  maintenance  and  operation. 

As  the  east  arm  of  the  South  Fork  is  private  property  and  not  a  natural  ohannel, 
it  seems  to  me  that  the  parties  owning  and  using  it  should  be  at  the  expense  of  abat- 
ing the  nuisance. 

The  use  of  the  Illinois  and  Michigan  Canal,  or  any  part  of  it,  involves  the  removal 
of  the  present  pumping  station  and  locks  at  Bridgeport  to  a  point  west  of  the  main 
channel,  where  it  occupies  the  line  of  the  canal. 

In  my  opinion  no  serious  interruption  to  navigation  or  permanent  injury  will  be 
done  to  the  canal  by  the  use  of  any  portion  of  it  as  a  part  of  the  main  channel. 

I  estimate  the  total  cost  of  Channel  No.  1  from  Western  avenue  to  Sum- 
mit, by  way  of  Ogden  Ditch,  at $2,  lOP,  791 

Channel  No.  2,  from  river  to  Summit  by  way  of  Illinois  and  Michigan 

Canal,  at 3,367,313 

Channel  No.  3,  from  end  of  west  arm  of  South  Fork  along  Thirty-ninth 

street  to  canal,  then  by  canal  route  to  Summit,  at 2, 689, 873 

Channel  No.  4,  following  same  route  to  canal,  which  it  crosses,  then  in  a 
northwestern  direction  to  Ogden  Ditch,  then  along  the  Ogden  Ditcli  to 

Suumii  t,  at 2, 227, 392 

On  accouDt  of  the  proximity  of  railroad  track  for  a  long  distance  on  both  banks  of 
the  canal,  considerable  of  the  excavated  material,  when  the  canal  is  enlarged  to  » 
Kiiitable  size,  will  have  to  be  removed  by  rail  or  vessel,  and  for  this  proper  allowauee 
has  been  made  in  the  estiniaUis. 

It  is  not  to  be  unilerstood  from  the  foregoing  that  there  is  recommended  a  prosecu- 
tion of  the  work  from  Chicago  to  Summit  only.  On  the  contrary,  so  far  as  the 
means  of  the  district  would  permit,  there  should  be  a  line  of  operations  on  the  entire 
route  simultaneously,  or  a  beginning  of  the  work  at  the  lower  end  of  the  route  at 
Joliet  and  workiug  northwards. 

The  cost  of  rigiit  of  way  has  not  been  made,  as  this  department  has  not  he0x 
directed  to  estimate  this  subject. 

This  d«*]iiirtiiieiit  is  now  investigating  in  further  detail  the  route  for  theeontinns- 
titni  (if  the.  main  cliaiiiiel  fruni  i\\v  Suuiniit  to  Joliet,  aud  will  give  you  the  results  at 
llir  earliest  possible  time. 

As  soou  as  your  honorable  body  can,  after  due  deliberation,  fix  the  route  for  a  i»or- 
tion  or  the  Avhide  of  len«;tli  of  the  main  eliaiiiiel,  I  wish  to  commence  and  pre|»aie 
Working  drawings,  specitications.  etc.,  so  as  to  be  ready  to  commence  operations  by 
tlie  time  you  have  ac<iuired  the  right  of  way. 
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At  this  time  it  may  uot  be  improper  to  state  that  I  iiud  iu  possession  of  this  Board 
very  valuable  and  reliable  information  and  data,  in  the  shape  of  contour  maps  and 
borings  for  the  whole  length  of  the  route  between  Chicago  and  Joliet;  also  maps  of 
the  watersheds  tributary  to  the  Desplaincs  and  Chicago  rivers,  measurements  of 
the  flow  of  the  streams  and  analyses  of  the  Chicago  River  water  at  various  points, 
which  are  the  results  of  the  investigations  carried  on  by  your  board  ui)  to  this  date. 
In  addition  to  this  is  a  large  quantity  of  Government,  city,  and  other  data  of  con- 
sideraVlo  value. 

The  data  obtained  is  now  nearly  all  tabulated  and  in  available  form  for  immedi- 
ate use. 

The  collection  of  this  information  has  of  necessity  been  a  work  of  much  time,  care 
and  labor,  and  was  and  is  needed  to  arrive  at  an  intelligent  decision  of  the  most 
economical  and  available  route  and  sections  of  channel  for  this  important  work. 
.  Respectfully  submitted. 

Samuel  G.  Artingstall, 

Chief  Engineer, 
The  honorable  Boaud  op  Tkustkes  of  the  Sanitary  District  of  Chicaoo. 

May  23,  1891. 


IMPORT  OP  SAMUEL  G.  ARTINGSTALL,  CHIEF  ENGINEER,  TO  BOARD  OP  TRUSTEES  OP 
SANITARY  DISTRICT  OP  CHICAGO,  ON  LOCATION  OF  DRAINAGE  CHANNEL  BETWEEN 
SUMMIT  AND  JOLIET. 

Gentlemen  :  I  have  the  honor  to  submit  the  following  report,  with  estimates,  be- 
ing the  result  of  investigations  for  the  continuation  of  the  main  channel  from  Sum- 
mit to  Joliet.  Much  care  and  consideration  hsis  been  given  to  locate  this  line  so  it 
can  be  constructed  at  the  least  cost  and  at  the  same  time  comply  with  all  the  require- 
noLents  of  the  law  in  regard  to  dimensions,capacity,  a|id  velocity  of  water.  The  sec- 
tion from  Summit  to  Willow  Springs  is  located  so  as  to  avoid  all  expensive  rock 
excavation.  From  Willow  Springs  to  Lockport  the  route  is  laid  out  so  that  it  occu- 
pil&s  the  lowest  ground  and  generally  follows  the  bed  of  the  Desplaines  River.  This 
18  a  material  advantage  in  the  portion  between  Lemont  and  Lockport,  where  the 
whole  depth  of  the  channel  is  in  hard  limestone  rock.  From  Lockport  it  is  proposed 
to  build  the  channel  down  the  slope  to  the  upper  basin  in  Joliet  "of  sufficient  width 
and  depth  to  carry  oflf  the  water  the  channel  shall  bring  down  from  above."  At  the 
upper  end  of  this  slope  is  to  be  a  movable  dam  to  control  and  regulate  the  amount 
of  water  flowing  in  the  channel  above,  and  tp  guard  against  damage  which  is  liable 
to  occur  in  flood  seasons  to  Joliet  and  below,  unless  meaus  are  taken  to  hold  the 
Water  in  check  at  such  times. 

There  wUl  also  be  a  series  of  basins,  weirs,  and  races  in  this  section,  which  inci- 
dentally can  be  utilized  for  power,  and  in  time  be  a  source  of  revenue  to  the  Dis- 
trict. 

To  avoid  as  much  as  possible  expensive  limestone  excavation,  it  is  proposed  to 
construct  the  channel  below  Lockport  partly  by  removing  obstructions^  and  partly 
by  embankment  of  rubble  masonry  walls  backed  by  the  waste  materials.  Dikes 
will  also  have  to  be  constructed  to  protect  some  of  the  low  grounds  from  being 
flooded. 

The  proposed  channel  is  almost  entirely  artificial,  although  in  some  parts  it  occu- 
pies the  present  bed  of  the  Desplaincs  River  and  is  subject  to  its  floods,  which  will 
be  under  control  bv  the  movable  dam  at  Lockport. 

As  that  part  of  the  route  above  Lockport  for  a  length  of  nearly  ten  miles  is  almost 
wholly  in  rock,  and  the  work  of  excavating  any  channel  through  it  will  be  of  neces- 
sity slow  and  tedious,  work  in  this  sect  ion  can  be  commenced  both  at  Lockport  and 
at  or  near  Willow  Springs,  and  prosecuted  as  fast  as  the  means  at  the  disposal  of 
the  district  will  permit,  while  the  less  difhcult  stretches  between  Summit  and  Wil- 
low Springs,  and  between  Lockport  and  Joliet,  can  proceed  in  such  manner  as  to 
allow  ample  time  to  consider  and  carefully  design  suitable  ad^juncts  necessary  for 
the  proper  control  of  the  waters  wlien  thechanuol  is  completed. 

Between  Summit  and  Joliet,  a  distance  of  24ri  miles,  there  will  be  21,162,000  cubio 
yards  of  waste  material,  of  which  8,303,383  cubic  yards  is  rock  excavation,  and 
12,858,617  cubic  yards  earth  or  glacial  deposit. 

This  great  quantity  of  spoil  1  consider  of  no  marketable  value  at  this  time,  and 
it  is  impracticable  to  dispose  of  it,  except  by  depositing  it  on  each  side  of  the  chan- 
n«d.     A  Huflicicut  width  of  right  of  way  will  be  neccHsary  for  this  purpose. 

I  estiuiatifthe  cost  of  constructing  the  channel  as  outlined  above: 
From  Summit  to  west  end  of  11-loot  channel  near  Willow  Springs,  at...  $3,907,582 

From  west  end  of  14-foot  channel  to  Lockport ,  at 9, 031, 973 

From  Lockport  to  Joliet^  »t 1,  ()0r>,  910 

Totid  estimated  cost 14^545,465 
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The  cost  of  right  of  way  is  not  included  in  the  foregoing  estimates.    The  spoil  is 
to  be  deposited  on  the  bank  on  each  side  of  the  channel,  excepting  a  small  portion 
of  the  rock,  which  can  be  used  in  building  walls,  dams,  etc.,  below  Lockpoii}. 
RespeotfuUy  submitted. 

»Samuel  G.  Artingstali^ 

Chief  Engtneer, 
The  honorable  Board  of  Trustkks  of  the  Sanitary  District  of  Chicago. 
Junk  20, 1891. 
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REPORT  OF  MR.  W.  M.   CHILD8,  ASSISTANT  ENGINEER. 

Kampsville,  III.,  July  1, 1891. 
Sir  :  I  have  the  honor  to  submit  the  following  report  for  improving  Illinois  Ri vor, 
for  the  year  ending  June  30,  1891 : 

LA  GRANGE  IX)CK. 

Material  was  purchased  for  building  2  pile  revetments,  each  240  feet  long,  one  to  J 
be  built  above  the  lock,  the  other  below  and  both  to  join  the  land- wall.  The  pfle  revet-  J 
ment  below  the  lock  was  built  during  the  months  of  October,  November,  and  Decem- 
ber, and  is  307  feet  long;  65  feet  beinj?  awing  across  the  downstream  end.  The 
material  used  in  this  pile  revetment  is  107  oak  pues,  292,6  by  12  inch  oak  sheet  piles, 
of  the  "  Wakefield  "  patent,  614  liuear  fe<}t  of  6  by  12  inches  and  307  linear  feet  of  2  by 
12  inch  oak  wales,  about  270  linear  feet  of  10  by  10  inch  pine  wales  and  42  tie-rods. 
The  anchor  piles  were  driven  18  feet  back  from  the  face  of  the  dike.  The  part  of  the 
dike  where  the  wing  joins  the  main  dike  was  so  far  from  the  bank  that  when  the  soft 
filling  material  was  cast  back  of  the  sheet  piles  by  the  dredge  the  sheet  piles  gave 
away  slightly,  taking  the  anchor  piles  with  them.  The  '* operating  and  care"  force 
removtMl  some  of  the  filling  along  the  sheet  piles  and  pulled  the  dike  back  to  its 
original  position.  About  275  linear  feet  of  the  old  cofferdam  were  out  to  pieces  down 
to  the  li-foot  stage ;  70  tie-rods  were  removed  and  saved.  Eave-gutters  and  con- 
ductor-spouts were  put  on  the  lock  superintendent's  house  and  a  cistern  of  about 
6,000  gallons  capacity  was  built.  A  bank  of  700  cubic  yards  of  earth  was  put  around 
the  foundation  of  the  lockhouse  to  protect  the  cellar. 

LA  GRANGE  DAM. 

During  low  water,  the  170  linear  feet  of  main  dam  that  had  to  be  left  unfinished 
last  year  was  filled  with  stone  and  coped  with  two  thicknesses  ol  2-iueli  piank, 
9,410  square  feet ;  30  feet  more  of  the  apron  was  coped  with  4-inch  oak.  There  are 
310  feet  of  the  main  dam,  near  the  middle  of  the  river,  with  no  apron  below  it. 
Four  hundred  and  seventeen  cubic  yards  of  stone  were  put  in  the  dam.  A  small 
strip  of  riprapping,  107  cubic  yards,  was  placed  against  the  sheet  piling,  on  the  fill- 
ing above  the  dam.  One  thousand  eight  hundred  and  one  cubic  yards  of  riprapping 
were  placed  below  the  dam.  Where  there  is  no  apron  more  stone  was  used  and 
made  to  be  of  the  same  cross  section  a*  elsewhere  below  the  dam.  The  coping  and 
pile  caps  of  the  apron,  over  the  downstream  row  of  piles,  had  raised  a  little  from  the 

Siles;  where  the  coping  and  stringers  were  up  they  were  drawn  and  hammered 
own  and  secured  in  place  by  long  drift  bolts  driven  slantingly  through  the  coping 
and  caps  and  into  the  piles.  The  corners,  where  the  upper  and  lower  pile  revetments 
join  the  east  abutment  of  the  dam,  wore  filled  with  concrete  to  prevent  tlie  material 
of  the  revetment  from  washing  out.  Tlie  pile  revetment  below  the  east  abutment 
was  extended  265  linear  feet  farther  down  the  river,  making  the  revetment  below  the 
ea«t  cabutment  310  feet  long.  Eight  days  of  casting  were  done  by  the  dredge  to 
:et  the  necessary  material  back  of  the  sheet  piles  to  till  out  the  slope  where  the  eddy 
ad  cut  the  bank  away.  After  the  filling  was  cast  back  of  the  sheet  piles,  917  cubic  . 
yards  of  it  were  moved  with  wheel  scrapers,  grading  the  slope.  Riprap  was  jmt 
along  outside  of  the  sheet  piles  and  up  the  slope  to  the  12-foot  stage;  the  following 
materials  were  used  in  the  extension  of  this  revetment:  65  piles,  288  "Wakefield" 
sheet  piles,  260  linear  feet  each  of  6  by  12-inrh  oak  and  10  by  10-inch  pine  wales,  ^ 
tie-rods,  and  524  cubic  yards  of  stone.  The  upper  end  of  the  levee  was  hea^vily  cov- 
ered with  ri])rap  to  protect  it  from  scour ;  40  cubic  yards  of  stone  were  used.  A  bluff 
bank,  where  the  levee  joins  the  tilling  back  of  the  head  of  the  look,  was*tilled  aud 
graded. 

SNAGGING. 

A  small  crew,  with  the  steamer  Enterprise  aud  dredge,  removed  22  snags  from  the 
channel  at  McQee  Creek, 
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KAMPSYILLE  LOCK. 

In  December  most  of  the  plant  was  moved  from  La  Granspe  Lock  to  Eampsville 
Lock  site  and  the  preliminary  work  of  laying  the  lock  walls  oegau.  Drawings  and 
bills  of  material  were  prepared  for  the  traveler  trestle,  storehouse  and  boarding- 
houses.  The  followinff  materials  were  received :  For  houses,  64,600  feet  B.  M.  of  lum- 
ber, 69,000  shingles,  ^  windows,  43  doors,  and  14  20-foot  and  3  24r-foot  oak  sticks 
for  foundation  posts;  for  traveler  and  railroad  trestles,  97,700 feet  of  pine,  9,880 feet 
of  elm,  3,750  feet  of  oak,  700  elm  ties,  208  26-foot  oak  piles,  65  10-foot  oak  posts, 
4,040  pounds  of  iron  (bolts,  nuts,  and  washers),  1,400  pounds  of  sx)ike8,  and  42,589 
pounds  of  railroad  iron  (rails,  fish-plates,  bolts,  and  spikes) ;  for  stone-cars,  pump, 
platform,  and  floors  for  piling  sand  and  coal  on.  14,000  feet  of  ehn.  Eight  hundred 
and  forty-eight  tons  of  coal  were  received  at  Columbiana  and  transferred  to  the  lock 
site.  Four  hundred  and  ninety  cubic  yards  of  sand,  for  laying  the  lock  walls,  were 
received.  A  slip  110  feet  long  by  35  feet  wide,  giving  a  depth  of  4  feet  at  low  water 
(at  the  time  it  was  finished),  was  dredged  along  the  south  side  of  the  railroad  trestle 
at  Columbiana;  to  facilitate  the  work  of  transferring  to  the  lock  site  the  material 
received  by  rail,  a  chute  was  built  at  this  slip  for  unloading  coal.  The  brush,  which 
had  grown  on  the  reservation  and  cofferdam  during  the  suspension  of  work,  was  cut 
and  burned.  A  ronght  topographical  map  was  made  of  the  lock  ground,  showing  the 
fences,  houses,  cofferdam,  stone  piles,  and  4-foot  contours.  Tne  high  waters  had 
deposited  mud  on  the  foundation  to  within  less  than  a  foot  below  low  water;  to  re- 
move this  deposit,  a  cut  was  dredged  through  the  cofferdam  and  dredges  were  put  at 
work  dredging  the  mud  into  dump  scows ;  the  dredging  was  commenced  within  the 
lock  pit  February  17  and  suspended  June  30;  from  April  1  to  May  18  dredging  was 
suspended  because  of  the  high  water;  in  making  the  cut  through  the  cofferdam,  1,000 
cubic  yards  of  material  were  removed.  There  were  25, 114  cubic  yards  of  mud  removed 
off  from  the  foundation  by  our  dipper  dredges,  most  of  this  material  being  dumped 
east  of  the  channel,  above  the  site  of  the  dam.  From  June  11  to  June  27  a  12-inch 
centrifugal  sand  pump,  chartered  of  the  Eagle  Sand  Company,  of  St.  Louis,  was  at 
work  day  and  night  trying  to  pump  mud  off  from  the  foundation.  Where  the  sedi- 
ment was  soft  the  pump  could  take  it  up  readily,  but  where  the  sediment  was  hard 
the  pump  could  do  very  little  toward  removing  it.  Sluices  were  built  so  that  the 
material  the  pump  raised  was  carried  over  the  cofferdam  out  of  the  lock  pit.  It  is 
difficult  to  estimate  how  much  mud  the  Eagle  Sand  Com])any's  pump  removed  off 
from  the  fouudation,  but  irom  soundings  t:iken  it  is  apparent  that  very  little  w:^ 
accomplished.  A  1,200  candle  power  "  vVeHs  light "  was  used  for  our  night  work. 
One  hundred  and  thirty-two  piles  of  the  old  cofferdam  were  pulled.  The  two  old 
6-inch  centrifugal  pumps  that  were  used  heretofore  to  pump  out  this  and  the  La 
Grange  cofferdams  were  furnished  with  new  frames  and  placea2  feet  below  the  level 
of  the  foundation;  the  ^umps  can  be  lowered  4  feet  below  the  level  of  the  founda- 
tion. Two  New  Era  boilers  and  engines  to  drive  the  pumps  were  also  placed  ready 
for  work.  Trial  runs  were  ma<le  with  our  pumps  and  they  seem  to  be  in  good  work- 
ing order.  Before  the  pump  frames  could  be  set  a  wreck-heap  of  timbers  and  drift 
had  to  be  removed  by  our  dredge.  Thirteen  piles  were  driven,  eight  to  support  the 
pump  frames  and  sluices,  two  to  support  the  coal  ohnteat  Columbiana,  and  three  for 
snubbing  posts  outside  of  the  cofferdam. 

PLANT. 

Dredge  No,  1. — Four  new  timber  heads  were  made ;  the  upper  bearing  of  the  swing- 
ing shaft  was  strengtheneil  by  two  braces  made  of  railroad  rails ;  a  new  iioisting  chiun 
and  spider,  a  new  backing  chain,  new  pillow-block  cap,  new  knuckle  on  hoisting 
drum,  new  4-inch  swinging  shaft,  and  four  new  rubber  bumpers  for  the  swinging- 
shaft  carriage  were  purchased ;  60  square  yards  of  new  canvas  were  put  on  the  roof 
and  painted  two  coats;  the  last  paint  of  coat  was  sanded;  the  friction  blocks- on  the 
hoisting  drum  were  set  out  far  enough  to  give  five-eighths  of  an  inch  of  wood  to  be 
worn  away ;  a  new  valve  stem  was  made  for  the  main  engines ;  the  capstan  was  over- 
hauled and  repaired;  nine  teeth  in  the  crown  wheel  were  repaired. 

Dredge  No,  2, — The  crosshead  frame  of  the  crane  was  reinforced  by  2\  by  6-inch 
iron  straps;  two  new  spuds  were  fitted  with  heavy  racks;  a  set  of  new  dipper  han- 
dles were  made;  the  crane  yolk,  dipper  latch,  latch  lever  and  guard,  pillow-block 
key,  hoisting-drum  lever,  friction  belt,  backing  chain,  spud-block  stirrups  and  lin- 
ings to  both  fire-boxes  were  repaired ;  a  20  by  30  inch  patch  was  put  on  one  boiler 
and  four  tubes  were  put  in ;  the  hoisting  drum  friction-blocks  were  set  out  far  enough 
to  give  five-eighths  of  an  inch  of  wood  to  be  worn  away;  four  new  rubber  bumpers 
were  put  on  swinging-shaft  carriage;  a  new  stirrup  was  made  for  the  stem  spud ; 
the  A  braces  at  the  bow  of  the  truss  were  reinforced  by  new  angle  irons;  seven  new 
Btnd  bolts  were  put  in  the  steam  chest  of  one  of  the  main  engines ;  a  bulkhead  be- 
tween the  engine  and  boilers  was  built  and  painted;  65  square  yards  of  new  can- 


jigiiized  by 


Google 


2628   EEPOBT  OF  THE  CHIEF  OF  ENGINEERS, -U.  S.  ARMY. 

Tas  w'ere  put  on  the  roof  and  painted  two  coats;  the  last  coat  was  sanded.  While 
dredging  part  of  the  mud  off  from  the  Kampsville  Lock  foundation  the  2^yard  dip- 
per was  used  instead  of  l^yard  dipper. 

Steamboats. — The  Heb&s  new  boiler  has  leaked  a  good  deal  at  the  ends  of  the  tubes ; 
the  tubes  were  calked  several  times;  the  engine  levers  were  moved  from  along  the 
boiler  aft  of  the  boiler,  where  the  engineer  can  see  both  engines  as  he  handles ^em ; 
the  boiler  was  covered  with  cement  felt  1^  inches  thick^  and  thp  steam  pipes  were 
covered  with  asbestos  felt:  a  new  stock  was  ma<le  for  the  rudder;  a  hood  was 
put  at  the  sides  and  back  oi  the  a«h  pan,  to  prevent  the  dust  irom  the  ashes  flying 
back  on  the  engines;  new  buckets  of  elm  were  put  on  the  wheels,  care  being  taken, 
that  the  wheels  were  balanced;  the  pillow  blocks  of  the  wheel  shafts  were  blocked 
up  and  new  cap  and  holding-down  bolts  were  made ;  a  new  flagstaff,  three  new  oarl- 
ings  with  light  chains,  three  new  stanchions,  and  five  new  feuders  were  made;  the 
hull  and  woodwork  was  thoroughly  painted ;  an  engineer  flag  was  furnished. 

Enterprise. — A  new  wheel  flange,  twelve  new  double  extra  heavy  gas-pipe  wheel- 
arms,  and  three  new  heavy  buckets  were  put  on  the  wlieels:  the  engine  beds  were 
more  securely  bolted  to  the  floor  beams;  the. engines  were  tnoroughly  overhauled 
and  the  shafts  lined;  two  new  chimneys  were  purchased;  the  sides  of  the  furnaces 
were  lined  with  common  fire  brick  instead  of  the  tile  formerly  usedj  both  of  the 
boilers  over  the  furnace  w^re  patched  and  fifty-nine  Jiew  tubes  put  in ;  the  cabiu 
was  closed  around  the  boilers  and  a  partition  built  between  the  boilers  and  engines ; 
the  outside  of  the  cabin  was  painted;  two  new  rudder  stocks  and  one  new  rudder 
were  mmlc;  200  square  feet  of  new  docking  were  laid  in  the  engine-room;  four  new- 
hatches  were  made.  The  Enterprise  sunk  in  9  feet  of  water,  March  21,  but  was 
raised  and  put  to  work,  having  lost  3  days'  time. 

Barges  and  scows. — The  18  by  50  foot  barge  was  hauled  out  on  the  ways  and  short- 
ened to  46  feet ;  the  bottom,  sides,  and  rakes  were  calked ;  the  top  streaks  of  both 
gunwales,  the  plank  shear,  and  nosing  were  renewed.  The  20  by  100  foot  barge  was 
auled  out  on  the  ways  and  2  head  blocks,  4  comer-rake  timbers,  ^  pieces  of  rake 
plank,  44  linear  feet  of  nosing,  2  linear  feet  of  plank  shear,  and  31  square  feet  of  graveu 
pieces  were  made  and  put  on:  all  the  seams  were  calked.  The  dump  scows  were 
being  continually  repaired,  and  then  coiUd  not  be  made  to  do  their  work. 

Shop. — ^A  new  20-iuch  nosing  was  put  on  the  boat  and  4  hatch  gratings  were 
repaired;  a  foundation  was  built  at  Kampsville  and  the  shop  moved  Som  the  barge 
to  it. 

The  small  provision  house  on  one  of  the  16  by  33  foot  barges  was  made  into  an  ice 
house. 

Office  boat. — ^The  skylight  was  covered  with  new  canvas  (85  square  yards)  and 
painted  two  coats ;  the  last  coat  was  sanded ;  the  woodwork  inside  and  out  was  thor- 
oughly painted,  two  new  smokestacks  were  put  up,  one  new  fender,  two  new  kevels. 
and  one  end  chock  were  made ;  the  rooms  in  the  after  part  of  the  boat  were  changed 
so  as  to  give  more  dining-room  space. 

Buildings  for  KampsviUe  Lock  and  Dam. — ^The  old  16  by  72  foot  two-story  boarding- 
house  was  moved  down  to  Kampsville  Lock  from  La  Grange  Look.  Four  new  build- 
ings were  erected  as  follows :  A  two-story  boarding-house  18  by  100  feet,  with  a  one- 
story  18  by  30-foot  L ;  a  two-story  sleeping  house  18  by  36  feet,  a  14  by  18  foot  bakery, 
and  a  20  by  38  foot  storehouse.  The  storehouse  was  placed  on  posts  above  higli 
water;  the  two-storv  house  used  by  the  watchman  and  his  family  during  the  pa«t  6 
years  was  fitted  up  for  foremen's  quarters.  These  six  buildings  and  the  small  house 
the  gardener  liv^^s  in  were  whitewashed. 

Pile  drivers. — ^Eighty  new  tubes  were  put  in  the  boiler  of  one  pile  driver;  half  of 
the  friction  blocks  of  another  were  renewed  and  one  set  of  new  cylinder  rings  were 
put  in ;  the  engines  of  both  drop-hammer  drivers  were  thoroughly  overhauled  and 
are  in  good  condition. 

Derrichs. — The  mast  of  one  derrick  at  La  Grange  was  filled  with  new  wood;  the 
woodwork  of  the  three  at  Kampsville  was  all  renewed ;  the  masts  are  20  feet  high 
and  the  booms  40  feet  long. 

Pumping  marhincrg. — The  Ncav  Era  boUers  and  engines,  that  will  be  used  to" drive 
the  pumps,  were  extensively  repaired;  the  fire  boxes  were  relined  and  fifty -five  new 
tubes  were  put  in ;  two  new  smokestacks  were  purchased ;  the  old  6-inch  centrifugal 
pumps  were  also  put  in  pretty  good  condition,  the  shafts  were  straightened  and 
lined  and  boxes  babbitted. 

Stone  cars. — The  frames  of  eight  stone  cars  were  renewed. 

Travelers. — The  engines  of  tne  two  overhead  travelers  were  overhauled  and  put 
in  running  order;  one  bridge  was  rebuilt,  the  span  being  changed  from  24  feet  to  30 
feet;  the  bridge  of  the  other  traveler  will  be  rebuilt  and  the  span  increased  to  30 
fc<»t. 

Skiffs. — The  skiffs  were  kept  repaired  and  painted. 

Tools. — ITie  tools  in  general  use  were  kept  repaired. 

The  plant  on  this  work  is  very  much  deteriorated,  so  that  constant  and  expensive 
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repairs  fail  to  keep  it  in  a  i^ooil  working  condition.    The  dredges  and  dump  scowd 
can  not  be  made  to  do  half  the  work  they  should. 

Two  wells  for  the  use  of  the  eniployds  were  dug  on  the  United  States  reservation 
at  Kampsville  Lock. 

The  following  work  is  estimated  as  necessary  to  entirely  finish  the  work  at  La 
Grange  Lock :  Place  2,500  cubic  yards  of  stone  below  the  dam ;  finish  filling  the  pile 
revetment  below  the  lock,  and  build  the  revetment  above  the  lock;  build  permanent 
quarters  fof  the  lock-keepers ;  place  9,300  cubic  yards  of  earth  filling  around  the 
superintendent's  house. 

Very  respectfully,  your  obedient  servant, 

W.  M.  Childs, 
Assistant  Engineer, 
Gapt.  W.  L.  Marshall, 

Carps  of  Engineers,  U.  8,  A> 


COMMEBCLAL  STATISTICS. 

The  following  figures  are  taken  from  the  annual  report  of  the  Merchants'  Exchange, 
St.  Louis,  Mo.,  for  the  calendar  year  1890. 

Arrivals  and  departures  of  steamboats  and  barges  at  8t,  Louis,  Mo.,  via  the  Illinois  Siver. 


January.. 
ITebraary. 

March 

April 

May 

Jtin<% 

Julj    .... 


Month. 


Arriv-  Depart- 
ala.       unss 


4 

lit 
13  I 
12  ' 
15 
10 


Month. 


Anenst ... 
Sept<<»niber 
October . . . 
November. 
December . 

Total. 


Arriv- 
ala. 


101 


Depart- 


12 
5 

7 
6 

1 


lieceipts  and  shipments  in  tons  via  the  Illinois  Biver,  at  St  Louis,  Mo.,  1890, 


January.. 
February 
Man-h... . 

April 

May 

June 

July 


Month. 


I  Beceipta. 


1,7:U) 
1,90() 
3, 2ir) 
4.295 
2,490 
2,435 


Ship- 
ments. 


420 
150 
TJO 
465 


Month. 


August  — 
'   September  . 

October 

November.. 
December .. 

Total.. 


Itooeipta 


2,205 
1,030 
2,000 
1,150 
230 


22,770 


Shii 


its. 


480 
S50 
475 
660 
40 


3.620 


The  estininted  local  tonnage  on  the  Illinois  River  during  the  year  1890,  not  report- 
ing at  St.  Louis  at  all,  is  from  75,000  to  115,000  tons,  making  theVntire  tonnage  of  the 
river,  including  receipts  and  shipments  at  St.  Louis,  from  100,000  to  140,000  tons  a 
year,  varving  with  the  stage  of  water  in  the  river. 

The  following  figures  of  business  passinj^  through  the  Henry  and  Copperas  Creek 
locks  were  fumislu'd  by  the  collectors  stationed  at  the  locks. 

Henry  Lock. — The  aggregate  tonnage  of  boats  passing  through  this  lock  during  the 
calendar  year  1890  was  44,849  tons. 

The  commodities  carried  through  the  lock  are  as  follows : 

Tona. 

Grain 8,750 

(-oal,  hay,  and  iron 650 

General  merchandise 378 

Total , 9,778 

Passengers  carried 4, 873 

About  25  per  cent,  should  be  added  to  the  above  for  (reight  and  passengers  carried 
over  the  dam  at  high  water  stages. 
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On  the  Btretoh  of  the  Illinois  River  from  Peoria  to  Henry  daily  trips  arc  uiado  by 
steamboats,  which  carried  not  less  than  7,000  passengers  and  450  tons  of  freight  dur- 
ing the  calendar  year  which  are  not  included  in  the  lock  reports. 

Copperas  Creek, — Freight  passing  lock : 

Tods. 

Grain 4,907 

General  merchandise 2, 058 

Coal... 1,065 

Total 8,0a0 

The  aggregate  tonnage  of  boats  passing  the  lock  is  32,191  tons. 


MM  5. 

OPERATING   AND    CARE    OF   LA   GRANGE    LOCK,    ON   ILLINOIS   BIVEB, 

ILLINOIS. 

Under  the  indefinite  appropriation  for  <<  operating  and  care  of  canals 
and  other  works  of  navigation,^  as  provided  by  section  4  of  the  river 
and  harbor  act  of  July  5, 1884,  the  La  Orange  Lock  has  been  operated 
and  kept  in  repair  during  the  past  fiscal  year. 

Nine  hundred  and  eighty-five  lockages  were  made,  showing  an  in- 
crease of  44  per  cent,  in  the  number  of  steamboats,  and  31  per  cent,  in 
the  total  number  of  lockages  over  a  similar  length  of  time  the  year  pre- 
vious. The  valve  gearing  of  the  Jock  was  repaired;  the  approaches  to 
the  lock  kept  dredged,  the  old  cofferdam  removed :  and  nearly  22,000 
cubic  yards  of  dredged  material  filled  in  back  of  the  land  wall,  and  as 
backing  to  the  dam.  The  Government  reservation  was  cleaned  off, 
graded,  sown  in  grass,  and  fenced  in.  The  lock  force,  when  not  engaged 
in  operating  or  repairing  the  lock,  were  kept  at  work  on  the  revetments 
of  banks  above  and  below  the  lock,  and  in  grading  and  keeping  clean 
the  United  States  lock  grounds. 

A  centrifugal  ])ump  and  attiichments  were  purchased  for  a  pump 
dredge  to  keep  clean  of  mud  the  gate  and  valve  recesses  of  this  lock, 
but  the  pump  has  not  been  mounted. 

The  amount  expended  during  the  year  is  $9,275.03,  a  detailed  state- 
ment of  which  is  herewith. 

Under  the  same  a])pro]>riation  it  is  proposed  during  the  fiscal  year 
ending  June  30,  1892,  to  operate  the  lock  and  keep  it  in  repair,  and  to 
maintain  by  dredging  the  ])resent  depth  in  the  approaches  to  the  lock 
and  in  tlie  pool  above  it,  for  which  an  estimate  of  $10,000  is  made. 

Money  statement 

July  1,  1890,  amonnt  available $10,720.00 

Juiie  30,  1891,  amount  expeuded  during  fiscal  year 9,275.08 

July  1,  1891,  balance  unexpended '..-      1,444.97 

July  1,  1891,  outstanding  liabilities 834.47 

July  1, 1891,  balance  available 010.60 
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Expended  duHng  tJie  fiscal  year  ending  June  30,  lS01,from  the  indefiuiieapjn'ojfrialionfar 
*' operating  and  care  of  canals  and  other  works  ofvarigation"  in  operating  and  keeping 
in  repair  ike  Jm  Grange  Lock,  on  the  Illinois  liivcr, 

Bervices  of  lock  tenders  and  watclimen $4, 035*  90 

Services  of  crews  of  dredge  and  tender 1, 247. 02 

Fnel  for  dredge  and  tender 502. 80 

Ballasting  and  framing  La  Grange  Dam,  labor 57. 45 

Repairs  and  snpplies  to  plant 680. 19 

Spud  racks  for  dredges : 73. 64 

Valve  gearings  for  lock  gates 32. 27 

Repairs  to  lock  gates  and  valves,  labor 518. 36 

Oil  and  supplies  for  lighting  lock 96. 49 

Subsistence  stores  and  labor 926. 34 

Filling  back  of  look  house,  labor 6.50 

Building  pile  revetments,  labor 666. 18 

Tie  rods  for  pile  revetments 12. 62 

Lnmber  for  repairs  to  lock  gates .• 62. 00 

Cistern  for  Iock  house 8. 25 

Supplies  for  employ^' quarters 1 44.28 

Diving  dress,  for  use  in  examining  lock  valves ' 41. 15 

Tools,  etc 6.00 

Posts  and  wire  for  fencing  United  States  lock  land 44. 42 

Miscellaneous  labor  caring  for  look 118. 20 

Grass  seed  for  sowing  lock  grounds ; 8. 10 

Mileage 37.92 

Toilet  supplies  for  oflSce 2. 25 

Stationery 18.45 

Rent  of  telephone 31.25 

Rent  of  post-office  drawer 4. 00 

Traveling  expenses i 3. 00 

Total 9,275.03 


REPORT  OF  MR.   W.   M.   CHILD8,  ASSISTANT  ENGINEER. 

Kampsvillk,  III.,  July  1, 1891.  « 

Sir:  I  have  the  honor  to  submit  the  following  report  for  the  operating  and  care  of 
La  Grange  Lock,  Illinois  River,  for  the  year  ending  June  30,  1891 : 

The  river  was  closed  by  ice  during  the  first  20  days  of  January,  and  no  boats 
passed  the  locks.  During  the  year  9^  lockages  were  made.  A  tabulated  statement 
of  the  lockages  and  a  list  ot  the  names  of  the  steam  vessels  that  have  passed 
through  tlie  lock  are  herewith. 

Compariuji^  the  lockages  of  last  year,  from  October  21  to  June  30,  with  the  same 
period  of  this  year  an  increase  is  shown  of  31  per  cent,  in  the  total  number  of  lock- 
ages, and  an  increase  of  44  per  cent,  in  the  number  of  lockages  of  steam  vessels. 

For  a  short  time  during  the  winter  the  lock  force  was  reduced  to  the  superintend- 
ent and  two  watchmen.  As  the  spring  navigation  opened  the  force  was  increased  to 
oue  superintendent,  one  blacksmith,  one  carpenter,  and  three  lock-tenders. 

Repairs. — During  the  low- water  season  of  1890  five  of  the  upper  valves  could  not 
be  opened  with  the  hesid  against  them.  A  diver  was  'sent  down  to  examine  these 
valves,  and  he  found  that  the  valve  supports  had  settled  until  the  spur  segments 
were  too  low  to  engage  with  the  pinions.  These  five  pinions  were  taken  off  and  re- 
placed by  others  of  mameter  large  enough  to  make  them  mesh  properly  with  the 
spur  segments  on  the  valve  shafts.  The  valves  of  the  lower  gates,  sixteen  in  num- 
ber, proved  to  be  too  hard  to  open  with  the  head  of  an  ordinary  stage  of  the  river 
against  them,  so  intermediate  shafts  and  gearing  were  added  to  increase  the  power 
of  moving  the  valves  about  2^  times.  Two  spur  wheels  of  this  new  gearing  broke 
and  were  renewed.  The  flooring  on  the  tops  of  the  upper  gates  was  taken  off  and 
new  to])s  of  2-inch  decking  were  laid.  The  tops  of  the  lower  gates  will  also  be  re- 
newed. F'our-inch  nosings  were  put  on  the  lower  or  downstream  sides  of  the  gates, 
to  keep  passing  boats  from  striking  the  gate  suspeusion  rods.  Where  the  revetment 
below  the  land  wall  gave  way  the  filling  against  the  sheet  piles  was  dug  out,  70 
days'  work  being  done,  and  the  row  of  sheet  piles  was  pulled  back  into  a  straight 
line.  During  the  high  water  thirteen  additional  anchor  piles  were  driven  30  leet 
back  from  the  face  of  the  dike ;  the  tie-rods  for  these  thirteen  anchor  piles  will  be 
pat  in  during  the  low- water  season. 
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Quartet'fi. — In  tlu*  lock  sn  pori  lit  on  d  rut's  I101180  two  rooiim  anil  the  lisill  on  the  first 
floor  wert;puint«<l.  Tbf  small  Iumiho  nHod  la«fc  year  for  the  lockkeeper'fi  qnartera  wa.s 
torn  down  and  the  material  nsod  to  enlarge  the  Ht<irehonse.  Siifee  this  bouse  was  torn 
down  the  l(»ckkeeper8  have  used  an  old  <iuarter  boat,  which  is  on  bloeks  on  the  river 
bank,  at  the  lower  limit  of  the  Unite<l  States  reservation,  for  their  qnart^rs. 

Dredging, — Two  thonsand  two  hnndred  and  twenty-one  cnbie  .vards  of  filling  ma- 
terial were  cast  back  of  the  land  wall;  4,500  cubic  yards  of  filling  material  were 
cast  back  of  the  pile  revetment  below  the  lock ;  2  days'  dredging  were  done  below 
the  lock  and  3  days'  dredging  above  the  lock,  to  give  a  snliicient  de^th  of  water  to 
float  the  pile-driver  to  drive  the  piles  for  the  revetments.  Two  shoals  m  the  approach 
to  the  lock' from  below  were  removed  by  dredging:  2,404  cubic  yards  having  been 
dredged  int-o  dump-scows  and  put  out  of  the  channel  along  the  east  side  of  the  river. 
Of  the  material  used  in  filling  back  of  the  loek^  and  ba<3kof  the  revetment  below  the 
lock  4,042  cubic  yards  were  dredged  from  the  channel  below  the  lock.  The*  filling 
back  of  the  lock  was  graded  and  sown  in  mixed  lawn  grasses ;  in  doing  tbe  grading 
6,128  cubic  yards  of  earth  were  moved  by  wheel-scrapers. 

LA  GRANGE  DAM. 

Dredging. — ^Fifteen  thonsand  two  hundred  and  thirteen  cubic  yards  of  dredged 
material  were  put  against  the  face  of  the  dam ;  some  of  the  filling  material  had  to  be 
handled  a  second  time,  the  dredge  casting  it,  to  get  it  close  to  the  dam;  of  this  mate- 
rial 1,104  cubic  yards  were  taken  from  the  lock  chamber.  The  total  amount  of  dredg- 
ing done  by  the  "  Operating  and  care,"  La  Grange  Lock,  wa«  21,759  cubic  yards 
dredged  into  scows,  of  whii5i  at  least  7,000  cubic  yards  were  handled  a  second*  time 
by  being  cast  back  of  the  lock  or  revetment  below  the  lock,  or  down  to  the  dam. 

Pile  revetments,— The  lock  force  put  the  42  tie-rods  in  the  pile  revetment  below  the 
lock,  3  being  fox-keyed  into  the  land  wall ;  the  filling  will  be  completed  and  the 
slope  riprapped.  The  pile  revetment  above  the  lock  is  to  be  built  by  the  **  Operat- 
ing and  care"  force;  194  Wakefield  sheet  piles,  6  by  12  inches,  were  made. 

The  lock-tenders,  when  not  engaged  in  operating  the  lock,  worked  on  the  dam  or 
pile  revetments.  Three  thousand  one  hundred  linear  feet  of  hard- wood  picket  "fence 
were  made  and  the  United  States  reservation  on  the  east  and  west  side  of  the  river, 
w*a«  fenced.  Two  hundred  and  forty-eight  oak  posts  and  7,360  oak  pickets  were 
made.  A  strong  wooden  snubbing  post  was  set  back  of  the  head  of  the  lock  for  the 
use  of  passing  tow  boats.  The  engines  and  two  boilers,  off  of  the  old  steamer  Peggif, 
were  moved  across  the  river  to  the  lock  side  and  housed.  Thirty-four  blacksmith 
tools  Were  made.  One  hundred  and  eighteen  tons  of  clear  ice,  from  5  to  7  inches 
thick,  were  harvested.  The  United  States  reservation  has  been  pretty  well  cleared 
of  old  lumber  and  property,  and  the  lock  and  grounds  are  becoming  quite  attractive. 
The  ice  house  and  storehouse  were  whitewashed. 

The  upper  approach  to  the  lock  has  filled  so  that  there  are  places  where  there  is 
less  than  a  5-foot  depth  of  water  at  low  water. 

An  8-inch  centrifugal  pump  was  purchased  in  June.  It  will  be  fitted  np  on  a 
barge  and  used  to  pump  mud  out  of  the  lock  from  around  the  gates  and  valves. 

The  report  for  improving  Illinois  River  shows  the  following  work  estimated  as 
necessary  to  entirely  finish  the  work  at  La  Grange  Lock:  Place  2,500  cubic  yards  of 
stone  below  the  dam.  Finish  filling  the  pile  revetment  below  the  lock  and  build 
the  pile  revetment  above  the  lock.  Build  permanent  quarters  for  the  lock  keepers. 
Place  9,300  cubic  yards  of  earth  filling  around  the  superintendent's  house. 
Very  respectfully,  your  obedient  servant, 

W.  M.  Childs, 

Assistant  Engineer, 

Capt.  W.  L.  Marshall,    . 

Carps  of  Engineers,  U.  S.  A. 


Lockages  made  at  La  Grange  Lock,  1890-*91, 


Class. 

36 

00 

16 

1 
1 
23 

1 

22 

1 
i 

1 

24 

1! 

1  -..« 

1 
6 

i 

15 

i 

49 

i 

38 

i 

^ 

K^^nm  vpHSi'lM 

S.n ling  vessels 

37 

-, 

Flat  uiul  (»ibin  Ijoata 

5 
49 

41 

5 
43 
10 

41 
22 

2 

42 
46 

6 
51 
93 

3  .... 

5 
26 

io 

7  1      A. 

Skiffs 

24       5 
17  '    2 

11 
5 

34    !    QO    1    KO    !    Jift 

Illinois  Klver  IraprovtMnout  boats 

5 

4  !....!  254 

TotaJ 

131  , 

S3| 

88 

112 

174 

50  J    7 

22 

46 

B8 

_ 

985 



ol 

cw 
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Names  and  i&nnage  of  steam  vcsHfh  that  haninunvd  thin  lock. 


Name. 


Tons. 


Belle  of  Ottawa . 

Calhoun 

City  of  Florence 
Citv  of  Pckin . . . 

D.ll.Pike 

Despatch 

Dick  Clyde 

Epimft 


10 
637 
358 

10 

465 

5 

76 

17 


Name. 


iTonH.t 


Name. 


'{'  Ethel o 

I  H.  W.  Longfellow '  47 

|,  Ida !  5 

ImTM-rlal  i  66 

l|  Jack  Frost STiO 

John  Rohn I  40 

'  Joli<t    78 

II  Lily  (U.S.) I  300 


j  Lottie 

I   Lotns 

Niapira  — 
,    Polar  Wave. 

K.  A.  Speed . 
I    Koindeer  .. 


Tons. 


5 

20 
96 
150 
140 
60 


M  M  6. 


CONSTRUCTION  OF  ILLINOIS  AND  MISSISSIPPI  CANAL. 

The  object  of  this  improvement  is  to  furnish  a  navigable  water  way 
from  Lake  Michigan  to  the  Mississippi  Kiver,  at  the  mouth  of  Eock 
Eiver,  in  connection  with  the  Upper  Illinois  Eiver,  and  the  proposed 
enlarged  water  way  along  the  present  line  of  the  Illinois  and  Michigan 
Canal. 

The  item  of  the  river  and  harbor  act  of  September  19, 1890,  under 
which  work  upon  the  construction  of  this  canal  begins,  is  as  follows:    - 

For  the  construction  of  the  Illinois  and  Misais-^ippi  Canal  to  connect  the  lUinois 
River  at  a  point  nearthe  town  of  Hennepin  witli  the  Missi.ssippi  River  nt  the  mouth 
of  Rock  River,  tocether  with  a  branch  canal  or  feeder  from  said  Rock  River  to  the 
main  line  of  said  canal,  $500,000.  Said  canal  and  feeder  shall  be  known  a«  the 
Illinois  and  Mississippi  Canal,  and  shall  be  constructed  on  the  route  located  by  the 
Secretary  of  War- in  pursuance  of  the  provisions  of  **An  act  makini;  appropriations 
for  the  construction,  repair,  and  preservation  of  certain  public  works  on  rivers  and 
harbors  and  for  other  purposes,"  which  act  became  a  law  Au^ist  11,  1888,  and  said 
canal  and  feeder  shall  he  80  feet  wide  at  the  water  line  and  7  feet  deep,  the  locks 
170  feet  in  length,  and  30  feet  in  width,  and  shall  have  a  capacity  for  vessels 
of  at  least  280  tons  burden,  with  guard  gates,  waste  weirs,  locks,  lock  houses, 
basins,  bridges,  and  all  other  erections  anfl  lixtun\s  that  may  be  necessary  for  safe 
and  convenient  navigation  of  said  canal  and  feeders,  and  shall  be  constructed  on 

glans  and  speritications  to  be  approved  by  the  Secretary  of  War:  rrovided.  That  tlie 
ecretary  of  War  shall  in  his  discretion  change  or  alter  the  dimensions  'ot  the  locks   ' 
of  said  canal  and  feeder  if  in  his  opinion  the  cost  of  said  improvement  is  not  thereby 
increased. 

It  shall  be  the  duty  of  the  Secretary  of  War,  in  order  to  secure  the  right  of  way 
for  such  canal  and  leeder,  to  acquire  title  to  such  lands  as  may  be  necessary  by  agree- 
ment, purchase,  or  voluntary  conveyance  from  the  owners,  if  it  can  be  done  on  rea- 
sonable terms;  but  if  that  should  be  found  impracticable,  then  the  Secretary  of  War 
shall  apply  at  any  term  of  the  circuit  or  district  court  of  tlic  Uni-ted  States  for  the 
northern  district  of  Illinois  to  be  held  thereafter,  at  any  general  or  special  term 
held  in  said  district,  and  in  the  name  of  the  United  .States  institute  and  carry  on 
proceedings  to  condemn  such  lands  as  may  be  necessary  for  ri;;ht  of  way  ua  afore- 
said; and  in  such  proceedings  said  court  shall  be  governed  by  the  laws  of  the  State 
of  Illinois,  so  far  as  the  same  may  be  applicable  to  the  subject  of  condemning  private 
property  for  public  use ;  the  Secretary  of  War  to  cause  said  work  to  commence  as 
soon  as  practicable  by  the  construction  of  one  of  the  locks  and  dams  on  said  Rock 
River  at  such  point  as  he  may  deem  most  advisable,  and  shall  cause  said  work  to  be 
constructed  in  accordance  with  the  foregoing  provisions  and  of  permanent  an^l  sub- 
stantial materiaU  and  in  a  good  and  workmanlike  manner. 

With  reference  to  tliis  work  it  is  to  bo  said  that  various  surveys  of 
different  routes  from  the  great  bend  of  the  Illinois  Eiver  to  the  Missis- 
sippi Eiver  at  or  above  the  mouth  of  Eock  Eiver  have  been  made.  In 
1S71  G.  P.  Low  (see  Eeport  of  Chief  of  Enji^ineer?*,  1871,  page  .'UK$ff.ve(7.), 
also  in  1882  Major  Benyaurd  (Ee])ort  Chief  of  KnginoervS,  1883,  pnge  1757 
et  Heq,),  and  in  1885  Major  Uandbury  (Eeport  Chief  of  Engineers,  188G, 
page  1709  et  8eq.)> 
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There  was  also  a  rejMut  ujM)ii  this  eaiuil  by  h  Board  of  Engineers,  in 

1887,  uuder  the  provisions  of  the  river  and  harbor  act  of  August,  1886 
(Kei>ort  Chief  of  Engineers,  1887,  page  140  et  seq.).  All  of  the  lo<»al  engi- 
neers since  1882,  and  the  Board  of  Engineers  of  1886^  for  engineering 
reasons  have  preferred  and  recommended  the  Marais  D'Osier -route, 
but  for  commercial  reasons  the  Chiefs  of  Engineers,  Generals  Kewton 
and  Duane,  and  the  Secretaries  of  War  preferred  the  Rock  Island 
route,  and  that  route  has  been  finally  adopted. 

With  reference  to  these  surveys  it  is  to  be  said  that  they  have  all 
been  made  for  preliminary  and  comparative  purposes,  and  have  been 
coniined  to  an  horizon  too  narrow  to  admit  choice  of  location  along  the 
various  routes. 

In  all,  for  survey^,  there  has  been  expended  less  than  one-half  of  1 
per  cent,  of  the  cost  of  the  adopted  line,  and  but  little  more  than  one- 
sixth  of  1  per  cent,  of  the  cost  of  all  the  various  routes  estimated  upon. 

These  surveys  were  sufficient  for  the  purposes  intended,  and  the  pre- 
liminary locations  and  estimates  based  thereon  were  well  studied  and 
placed,  but  for  a  final  location  of  tire  canal  and  for  perfected  results 
they  are  insufficient  in  horizon.  The  lines  surveyed  may  be  generally 
the' best  lines,  but  in  many  places,  doubtless,  the  preliminary  locations 
may  be  bettered  and  the  cost  of  the  completed  work  to  the  public  re- 
duced. 

In  short,  although  the  previous  surveys,  with  very  limited  means, 
were  sufficient  for  preliminary  estimates  of  relative  cost  of  various  lines, 
they  may  be  insufficient  for  final  and  definite  locations  upon  which  con- 
tracts may  be  based.     Yet  under  the  act  of  Congress  of  August  11, 

1888,  detailed  plans  and  estimates  based  upon  these  preliminary  sur- 
veys were  required  and  submitted  June  21,  1890,  the  report  of  which 
location,  plans,  and  estimates  (without  maps  and  drawings)  was  pub- 
lished by  C(mgress  as  Uouse  Ex.  Doc.  No.  316,  Fifty-first  Congress, 
first  session. 

This  report  was  evidently  the  basis  of  the  item  in  the  river  and  har- 
bor bill  approved  September  19,  1890. 

In  preparing  a  project  for  the  expenditure  of  the  appropriation  con- 
tained in  that  act,  it  was  considered  as  restricting  the  work  to  locks  and 
dams  in  Rock  River,  and  to  securing  the  necessary  lands  for  sites  of 
constructions,  and  for  riglit  of  way  for  the  canal. 

Of  the  locks  and  dams  in  Rock  River  the  most  important  are:  1st, 
at  the  head  of  the  feeder;  and,  2d,  near  tlie  mouth  of  Rock  River. 

For  the  feeder  all  previous  surveys  have  been  based  upon  the  prem- 
ise that  the  summit  level  is  204  feet  above  the  level  of  thelllinois  River 
at  or  near  Hennepin,  and  the  lines  of  survey  have  been  directed  to  the 
first  point  on  Rock  River  that  could  feed  a  level  at  that  height,  ♦.  e.,  to 
Dixon,  111.,  above  the  dam  at  that  point.  It  is  probable,  however,  that 
by  cutting  down  the  summit  level  not  exceeding  9  feet  that  the  feeder 
may  be  shortened  one- third  in  length  and  an  aqueduct  and  three  locks  be 
avoided,  which  consummation  is  worthy  of  further  investigation  before 
any  of  the  feeder  works  be  undertaken.  Moreover,  the  lock  and  dam 
at  the  head  of  the  feeder  can  be  of  no  practical  use  until  the  canal  is 
completed  over  either  the  eastern  or  western  section  as  far  as  to  the 
summit  level,  and  the  t^eeder  constructed  throughout. 

On  the  other  hand,  upon  the  comx)letion  of  the  works  at  the  mouth  of 
Rock  River  and  its  immediate  vicinity,  Rock  River  will  be  made  naviga- 
ble at  mean  stages  as  far  as  to  the  terminus  of  the  canal  proper  at  3ie 
head  of  Tenney  Slough,  or  for  27  miles,  and  be  available  for  the  trans- 
portation by  water  of  material  required  in  the  construction  of  the  canal. 
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For  these  fensons  it  was  lecoiaiueiided  by  uiein  the  project  Kubmitted 
October  2,  1890,  thjit  Avork  be<?iu  at  the  month  of  Kock  River,  and  that 
the  appropriation  be  expended  in  comxiletiug  the  A^orks  at  tliat  point, 
estimated  to  cost  in  the  report  of  June  21, 1890,  $491,257,  but  that  more 
detailed  surveys  be  made  in  this  vicinity  to  secure,  if  possible,  a  better 
location  of  the  canal  and  works  of  navigation. 

Before  the  approval  of  this  project  a  question  arose  under  the  part  of 
the  act  providing  that  the  Secretary  of  War  "  in  his  discretion  (shall) 
change  or  alter  the  dimensions  of  the  locks  of  said  canal  and  feeder,  if 
in  his  opinion  the  cost  of  said  improvement  is  not  increased  thereby.'^ 
The  correspondence  with  the  Chief  of  Engineers  on  this  subject  is  ap- 
pended hereto. 

The  project  wa«  approved  by  the  Chief  of  Engineers  iN'ovember  1^1890, 
the  locks  to  be  30  feet  in  width  and  170  feet  in  length,  a«  specified  in  the 
act. 

Upon  the  approval  of  the  project  a  survey  party  under  AsaistantL.  L 
Wheeler,  a  gentleman  of  many  years'  experience  under  the  War  Depart- 
ment, was  organized,  and  a  thorough  survey  of  the  vicinity  of  the 
mouth  of  Eock  Eiver  made.  The  report  upon  this  survey  and  my  rec- 
ommendations in  the  matter  are  herewith  appended. 

The  results  of  this  survey  were: 

(1)  That  the  estimates  of  the  cost  of  the  right  of  way  via  the  Sears 
Canal  and  northern  line  were  far  from  the  truth 5  that  parties  owning 
the  lands  and  sitea  needed  would  demand  and  exact,  as  far  as  the  courts 
would  allow,  values  for  their  property  based  upon  the  value  of  the  water 
power  to  be  created  by  the  United  States  works. 

(2)  That  a  more  certain  improvement  could  be  made  on  the  south  side 
of  Rock  River  terminating  at  the  legal  terminus  than  via  the  northern 
route,  and  without  in  any  manner  further  developing,  injuring,  or  de- 
stroying existing  water  powers,  and  at  materially  lower  cost. 

As  one  of  the  further  results  of  this  survey  it  was  ascertained  that 
along  the  southern  route  in  excavating  the  canal,  beds  of  clean  sand 
and  gravel  containing  less  than  3  per  cent,  of  impurities  are  encountered, 
and  rock  to  be  excavated  nearly  sufficient  to  construct  all  of  the  dams, 
locks,  weirs,  riprap  of  banks,  etc.,  and  other  mechanical  works,  which 
fact  constitutes  a  very  economical  and  favorable  condition. 

This  survey  also  showed  that  the  proposed  plan  of  erecting  dams  to 
the  elevation  131  above  canal  datum  across  the  south  channel  of  Rock 
River  at  Milan  was  entirely  impracticable  due  to  the  low  position  of  the 
tovnx  of  Milan  and  lands  above  it,  and  that  the  submitted  designs  could 
not  be  carried  out  without  greatly  increased  expense.  Modifications 
therefore  were  made  fol*  the  northern  route,  placing  the  dam  across  the 
south  branch  of  Rock  River  at  the  head  of  Carr  Island,  instead  of- for 
the  northern  line  at  JMilan,  and  across  both  branches  for  the  southern 
line,  and  comparative  estimates  submitt^ed  by  Mr.  Wheeler  upon  this 
basis. 

The  resulting  estimates  were: 

For  the  northern  line $496,574 

For  th«  ontheru  line 411, 529 

In  favor  of  southern  line 87, 045 

In  view  of  the  eight-hour-adii.v  law,  and  the  contingencies  of  works 
subject  to  flood,  all  these  estimates  are  probably  too  low  by  at  least  20 
per  cent.,  but  it  is  believed  they  are  correct  relatively,  and  may  serve  as 
approximate  estimates  of  the  relative  cost  of  the  two  routes.  , 

In  connection  with  the  surv(\vs  forms  for  voluntary  agreements  to  sell 
and  purchase  the  lauds  re(]uired  for  right  of  way^  etc.,  over  the  two 
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routes,  were  submitted  to  the  various  landowners  along  the  two  routes, 
and  propositions  received  from  some  of  them  as  shown  below. 

Narihem  rotUe. 


Name  of  owner. 


EsianiAte. 


Fropofi- 
tion. 


John  H.  Gallagher 

M.T.Johnson 

T.  J.  Robinson 

Rock  River  Land  and  Lock  Co. 

PhiUip  Dingledlne 

William  L.  Coyne 

Total 


$389.75 

40.00 

2,970.00 

22,500.00 

240.00 

710.25 


28,850.00 


$1,937.50 

270.00 

60, 000.60 

23,500.00 

400.00 

1,OOQlOO 


76,107.50 


Southern  route. 


Charles  Oscar  Hanson  etdl 

JohnTlndall 

Merritt  Goble  and  wife 

David  Payne  and  wife 

Anders  Peterson 

Vandrnff  heirs 

Lnkeii  Sc  Bachman  

William  L.  Coyne 

M.  T.  Johnson  (including  right  of  way  not  estimated) . 

Sears  Brothers 

Peter  Fries 

Swan  Johnson  estate 


Total 9,585.00 


$81L20 

1,880.00 

233.40 

159.00 

337.00 

468.60 

82.00 

318.00 

672.75 

2,500.00 

1,430.00 

1, 193. 75 


$812.00 

1,196.00 

234.00 

159.00 

437.09 

468.51 

177.01 

1,000.01 

1,189109 

6,ooao@ 

1,430.09 

-  i,ooa60 


13,102.50 


Along  the  southern  route  thirteen  propositions  were  received,  differ- 
ing $3,516.90  (more)  from  the  estimate.  Along  the  northern  route  six 
propositions,  aiffering  $49,257.50  more  than  the  estimate.  It  was  evi- 
dent that,  irrespective  of  the  cost  of  the  two  routes  as  a  purely  engineer- 
ing question,  the  owners  of  lands  required  along  the  northern  route  were 
bent  either  upon  getting  great  prices  for  lands  free  from  encumbrances, 
or  upon  securing  to  themselves  all  water-powers  developed  by  the  United 
States  works,  and  to  place  the  United  States  in  the  position  of  guaran- 
tying to  those  riparian  owners  the  enjoyment  of  the  use  of  water-i)owers 
developed  by  the  United  States  at  public  expense  and  of  ultimately,,  if 
not  at  this  time,  demanding  of  the  United  States  the  maintenance  of 
these  powers  at  public  expelise  for  private  gain. 

Fortunately,  however,  without  any  reference  whatever  to  costs  of 
right  of  way  and  water-powers,  as  a  purely  engineering  question,  the 
southern  line  is  the  only  route  so  far  developed  and  known  by  which 
the  legal  terminus  of  the  route  can  certainly  be  attained  at  reasonable 
expense,  by  a  canal  carrying  7  feet  of  water  throughout.  The  northern 
line  is  obstructed  from  the  foot  of  Turkey  Island  to  the  mouth  of  Rock 
Eiver  by  shifting  sands,  from  2  to  3  feet  depth  of  water  at  low  water, 
which  experience  on  the  Upper  and  Lower  Mississippi  shows  can  not 
certainly  be  increased  to,  and  maintained  at  7  feet  depth  at  low  water, 
by  the  {ipplicjitioii  of  the  method  of  contrac^tion  by  bnish  dams  or  b? 
dredging  in  a  channel  through  moving  sands. 

For  the  above  reasons  the  passage  of  the  lower  Eapids  of  Rock  River 

by  means  of  a  canal  upon  the  south  side  of  Rock  River,  ex(»avated  in 

.  the  banks  and  secure  from  injury  by  water,  except  for  a  short  section 

some  4,000  feet  in  length,  constructed  on  the  bed  of  Rock  River  l^' 

pa>ved  embankments,  was  recommended  for  approval  March  19, 189U, 
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and  under  the  law  was  approved  by  the  Secretary  of  War  March  25, 
1891.     - 

This  location  was  at  once  contested  by  private  interests  situated 
along  the  northern  line  on  the  grounds. 

(1)  That  the  approved  plans  injured  or  destroyed  existing  water- 
powers. 

(2)  That  the  route  had  been  already  fixed  along  the  north  shore  un- 
der the  acts  of  August  11, 1888,  and  September  19, 1890,  and  that  it 
could  not  be  changed  except  by  act  of  Congress. 

With  reference  to  the  first  point  it  may  be  said  that  the  proposed 
dams  are  across  the  chutes  at  the  he€id  of  the  rapids.  Existing  water- 
powers  are  at  the  foot  of  the  rapids,  and  the  dams  lower  than  proposed 
by  tbe  United  States.  It  is  clear  that  the  entire  flow  of  Bock  Eiver,  ex- 
cept the  small  quantity  required  l<)r  lockages,  etc.,  will  continue  to  pass 
over  the  crests  of  the  dams  and  past  the  sites  of  these  water-powers 
where  it  can  be  as  well  utilized  after  the  construction  of  the  dams  as 
before.  It  i.s  proposed  to  construct  sluices  in  the  dams  to  maintain  any 
reasonable  division  of  the  Water  flowing  down  the  chutes,  but  it  is  evi- 
dent that  the  interests  along  the  north  shore  will  obstruct  the  execution 
of  the  work.  The  dams,  however,  may  be  moved,  and  insteatl  of  two 
dams  across  the  arms  of  Kock  Eiver  a  single  dam  may  be  built  above 
the  head  of  Carr's  Island,  which  will  allow  the  flow  of  Eock  Eiver  to 
take  its  own  course  down  the  various  channels,  and  remove  from  these 
parties  any  ground  or  pretense  that  the  United  States  works  interfere 
with  the  relative  discharge  of  these  channels.  It  is  not  proposed  to  in- 
terfere with  the  water-powers  in  any  way  except  by  taking  the  water 
necessary  for  navigation,  or  by  extinguishing  water-power  rights  where 
necessary  to  interfere  with  them. 

With  reference  to  the  claim  that  the  route  of  the  canal  has  been  ab- 
solutely and  rigidly  located,  it  may  .be  said  that  the  route  has  been 
ai)proved  in  general  terms,  and  location,  plans,  and  estimates  in  detail 
prepared  and  submitted.  In  submitting  these  detailed  plans  and  esti- 
mates (see  Eeport.  Chief  of  Engineers,  1890,  p.  2588),  it  was  stated — 

Tlie  plans  aud  estimates  herewith  submitted  must  be  understood  to  represent  the 
best  results  suggested  by  preliminary  surveys  alonff  a  definite  surveyed  fine,  cover- 
ing too  narrow  an  horizon  to  admit  any  material  choice  of  location.  When  the 
work  is  <lefmitely  undertaken  the  vicinity  of  this  line  must  be  further  examined  to 
better  if  possible  the  location  shown  upon  the  maps. 

These  locations,  plans,  and  estimates  have  never  been  formally  ap- 
proved by  the  Secretary  of  War,  and  certainly  it  would  be  a  strange 
condition  indeed  if  the  United  States  officers  can  not  at  any  time  dur- 
ing construction  of  a  work  of  this  magnitude  recommend  and  make, 
within  ordinary  reasonable  limits,  any  changes  in  either  locations  or 
constructions  advantageous  to  the  United  States,  and  tending  towards 
the  security  and  efficiency  of  the  work,  and  especially  in  securing  rights 
of  way  there  nuist  be  some  elasticity  to  the  line  of  the  canal  or  the 
United  States  would  be  at  the  mercy  of  speculators  in  their  necessities. 

In  the  progress  of  the  survey  near  the  mouth  of  Eock  Eiver  it  was 
ascertained  by  the  borings  that  deposits  of  clean  sand  and  gravel  of 
considerable  extent,  and  much  stone  would  be  taken  from  the  prism  of 
the  canal,  if  the  southern  line  were  adopted,  and  in  view  of  the  fact 
that  the  building  st/<»ue. available  is  of  a  class  that  is  not  very  durable, 
and  of  the  further  fact  that  engineering  constructions  of  sinular  char- 
iM^ter  to  those  reqnire<l  upon,  this  canal  have  been  constructed  abroad 
to  a  great  extent  of  artificial  stone  of  Portland  cement,  and  the  adop- 
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'  tion  of  that  material  would  very  materially  reduce  the  cost  of  the  ma- 
sonry of  the  canal  and  allow  without  increased  cost  an  increase  in  the 
width  of  the  locks  and  a  change  in  the  bridges  from  fixed  to  pivot  which 
latter  change  will  convert  the  canal  from  a  barge  to  a  steamboat  canal 
with  great  increase  in  its  utility,  application  was  made  to  the  Chief  of 
Engineers  for  permission  to  construct  the  masonry  of  the  three  locks, 
and  the  abutments  of  the  dams  at  the  lower  rapids  of  Rock  Eiver,  of 
artificial  stone  of  Portland  cement  and  materials  excavated  from  the 
prism  of  the  canal,  and  that  the  locks  be  increased  in  width  5  feet  to 
accommodate  a  large  part  of  the  fleet  of  -steamboats  navigating  the 
Upper  Mississippi  Eiver. 

This  application  was  approved  under  that  provision  of  the  act  of 
September  19, 1890,  which  authorizes  the  Secretary  of  War  to  change 
the  dimensions  of  the  locks  If  it  seems  advisable  and  can  be  done  witti- 
out  increasing  the  cost  of  the  canal. 

Plans  of  the  locks  required  have  accordingly  been  prepared  upon  this 
basis. 

Full  descriptions  of  all  lands  and  sites  required  for  the  construction 
of  the  lower  4  to  5  miles  of  the  canal  in  accordance  with  the  approved 
line  near  the  mouth  of  Rock  River,  together  with  all  voluntary  agree- 
ments received  for  the  sale  and  purchase  of  right  of  way,  are  now  in 
the  hands  of  the  district  attorney  for  the  northern  district  of  Illinois 
for  examination  of  title  and  preparation  of  condemnation  suits,  etc., 
as  required  by  the  law. 

Until  titles  to  these  necessary  lands  and  sites  are  obtained,  the  actual 
work  of  construction  on  the  canal  can  not  begin. 

PEOPOSBD  APPLICATION  OP  FUNDS  NOW  ON  HAND. 

It  is  proposed  to  apply  these  funds  to  the  purchase  of  righ  ts  of  way 
for,  and  to  the  construction  of  the  4  to  6  miles  of  the  canal  just  above 
the  mouth  of  Rock  River  with  its  dams  and  works  of  navigation. 

PBOPOSED  APPLICATION    OP  THE  FUNDS  ASKED    FOR,  FOB  THE  FIS- 
CAL YEAB  ENDING  JUNE.  30,  1893. 

It  is  proposed  to  apply  these  funds  to  the  determination  of  the  final 
location  of  the  canal,  to  the  purchase  of  rights  of  way  along  this  loca- 
tion, and  to  prosecute  towards  completion  the  work  on  the  canal  and 
feeder. 

In  this  connection  it  is  repeated  that  it  is  desirable  to  make  additional 
examinations  to  ascertain  the  most  advantageous  level  for  the  summit 
level  and  the  shortest  and  most  advantageous  feeder  Une  for  the  supply 
of  this  level,  with  a  view  if  possible  to  diminish  the  lockage,  number  of 
locks  and  aqueducts,  and  length  of  feeder  line,  also  along  the  main  line 
examinations  should  be  made  to  determine  whether  the  sunmiit  level 
may  be  advantageouly  reached  otherwise  than  by  the  valley  of  Pond 
Creek  wliere  the  available  space  is  very  restricted  and  the  canal  con- 
struction difficult  on  account  of  the  occupation  of  that  valley  by  the 
double  track  of  the  Chicago,  Eock  Island  and  Pacific  Railroad. 

GENERAL  REMARKS. 

This  canal  is  designed  as  a  cut-off  or  short  route  from  the  Upper  Miss- 
issippi to  Lake  Michigan  in  connection  with  the  present  existing  water 
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lines,  or  with  improved  routes  of  greater  capacity  that  have  been  con- 
templated for  years. 

The  existing  route  is  (1)  via  Illinois  and  Mississippi  Canal  97  miles  to 
La  Salle  5  (2)  Illinois  Eiverfrom  La  Salle  to  its  mouth  at  the  Missis- 
sippi Eiver,  223  miles;  (3)  mouth  of  the  Illinois  to  Eock  Eiver,  287  miles. 

The  present  water  route  from  the  Chicago  at  Bridgeport  to  the  mouth 
of  Eock  Eiver  is,  as  shown,  607  miles,  while  by  way  of  the  proposed 
Illinois  and  Mississippi  Canal  it  will  be  183  miles  only,  a  saving  in  dis- 
tance from  Lake  Michigan  by  water  to  all  points  on  the  Mississipin 
Eiver  above  the  mouth  of  Eock  Eiver  of  419  miles  over  existing  water 
routes.  Th^  route  via  the  proposed  canal  wiU  be  shorter  than  via  the 
Illinois  Eiver  to  all  points  on  the  Mississippi  Eiver  above  a  point  78 
imles  by  water  above  the  mouth  of  the  lUinois,  and  209  miles  below  the 
mouth  of  Eock  Eiver.  Above  the  mouth  of  Eock  Eiver  to  St.  Paul  are 
401  miles  of  river  navigation,  so  that  the  proposed  canal  as  a  cut-off 
will  shorten  the  distance  fi^om  Lake  Michigan  by  water  to  all  points 
along  the  Upper  Mississippi  Eiv^r  for  610  miles  of  its  length. 

The  Illinois  Eiver  for  14  miles  below  La  Salle  forms  one  link  in  the 
proposed  water  route,  but  the  rest  of  the  distance,  97  miles  fi^om  La 
Salle  to  Chicago,  the  route  is  continued  by  the  Illinois  and  Michigan 
Canal,  a  work  of  much  less  capacity  than  the  proposed  canal.  Boats  of 
tiie  fall  capacity  of  the  locks  of  the  Illinois  and  Mississippi  Canal  must 
stop  at  La  Salle  and  transfer  cargo  to  the  less  capacious  Illinois  and 
Michigan  Canal. 

'  To  secure,  therefore,  the  fiill  benefits  of  the  proposed  canal  the  water 
route*  from  Chicago  fo  La  Salle  must  be  enlarged  or  the  capacious  chan- 
nel now  being  constructed  on  the  lower  Illinois  Eiver  to  be  extended  to 
Chicago  via  the  Illinois  and  Desplaines  Valley  and  a  cut  across  the 
Chicago  divide.  Without  such  works  the  Illinois  and  Mississippi  Canal 
will  be  of  comparatively  small  significance.  The  canal  constructed  even 
on  the  present  basis  will  necessarily  modify,  reduce,  and  regulate  freights 
moving  between  Upper  Mississippi  Eiver  iwints  and  Lake  Michigan, 
and  its  construction  be  justified  upon  the  present  basis.  Its  utility  will, 
however,  be  gauged  by  the  capacity  of  the  inferior  Illinois  and  Michi- 
gan Canal  until  the  capakcity  of  the  latter  is  made  at  least  equal  to  that 
of  the  proposed  canal. 

The  commercial  advantages  of  this  route  have  been  many  times  pre- 
sented to  Congress,  notably  by  Maj.  W.  H.  H.  Benyaurd,  Corps  of  En- 
gineers, in  the  Annual  Eeport  of  the  Chief  of  Engineers  in  1883,  by  Major 
Handbury  in  1886,  and  by  the  Board  of  Engineers  specially  constituted 
to  consider  its  relations  to  commerce,  in  1880,  in  its  report  published  in 
the  Annual  Eeport  of  the  Chief  of  Engineers  for  1887. 

At  present  rates  of  appropriation,  $500,000  once  in  2  years,  it  will 
take  28  years  to  comjjlete  this  canal,  before  the  termination  of  which 
much  additional  money  will  be  required  to  maintain  the  work  previously 
done,  and  as  the  work  will  be  of  no  special  utility  until  comi)leted 
throughout  its  entire  extent,  it  is  manifest  that  provision  should  be 
made  for  its  much  more  rapid  prosecution.  Even  at  the  rate  of  appro- 
priation herein,  $1,700,000  biennially,  it  will  take  8  years  to  complete 
this  work,  which  is  a  reasonable  and  practicable  time. 

KSTIMATR. 

For  surveys  for  accurate  locations,  legal  descriptions  of  lands  required,  and 

for  rights  of  way $200, 000 

For  construction 1,500,000 
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I 

Money  statement 

July  1, 1890,  balance  unexpended $152. 80 

Balance  available,  act  August  2, 1882 633. 66 

Amount  appropriated  by  act  approved  September  19, 1890 500, 000. 00 

500,786.46 
June  30, 1891,  amount  expended  during  fiscal  year 11,  755. 36 

July  1, 1891,  balance  unexpended 489,031.10 

July  1, 1891,  outstanding  liabilities 100.00 

July  1, 1891, balance  available *....      488,931.10 


'Amount  (estimated)  required  for  completion  of  existing  project 6, 425,  960. 00 

Amount  that  can  be  profitablv  expended  in  fiscal  vear  ending  June 

30,1893 .* ' 1,700,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  4nd 
harbor  acts  of  1806  and  1867. 


letter  of  the  chief  of  engineers. 

Office  of  the  Chief  of  Engineers,  ' 

United  States  Army, 
Washington^  D.  C,  October  25^  1890. 
Captain  :  The  proviso  iu  the  Illinois  and  Mississippi  Canal  legisla- 
tion, "  That  the  Secretary  of  War  shaU,  in  his  discretion,  change  or 
alter  the  dimensions  of  the  locks  of  said  canal  and  feeder,  if  in  his  opin- 
ion the  cost  of  said  improvement  is  not  tliereby  increased,"  was  put  in 
the  bill  by  Senator  Gorman,  of  Maryland,  who,  for  many  years,  had 
been  the  manager  and  one  of  the  direc^tors  of  the  Chesapeake  and  Ohio 
Canal.    If  I  nnderstood  him  correctly,  his  contention  wa«  that  the  8izes 
of  the  locks  as  given  in  the  law  were  not  in  accord  with  the  dimensiouB 
of  the  prism  or  the  best  dimensions  of  boats  for  navigating  the  prism, 
with  a  view  to  the  most  economical  and  profitable  commerce;  that 
there  was  a  necessary  relation  between  all  these  elements,  and  a  size  or 
dimension  of  lock  that  wcmld  give  the  greatest  amount  of  usefiil  return. 
Ilave  you  examined  this  question  in  this  light,  and  wiU  you  kindly- 
report  on  this  matter  from  the  standpoint  of  Senator  Gormaii! 
Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Brig.  Gen.y  Chief  of  Engineers. 
Gapt.  W.  L.  Marshall, 

Corps  of  Engineers. 


REPORT    OF  captain  W.  L.  MARSHALL,   CORPS  OF   ENGINEERS, 

Fnitkd  States  Engineer  Office, 

Chicago,  J7?.,  October  37,  1890. 
General:  With  reference  to  the  change  in  the  dimensions  of  the 
locks  of  the  Hennepin  Canal  in  accordance  with  the  views  of  Senator 
Gorman,  I  have  to  say  that  I  have  at  times  considered  the  question  of 
the  relation  between  canal  jnisms,  lock  dimensions,  and  other  elements 
relating  to  the  qnestion  of  economy,  etc.,  but  have  each  time  found  it 
so  complicated  that  no  definite  answer  could  be  made  that  can  be  r^ 
garded  as  at  aU  exact 
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If  the  canal  could  be  regarded  by  itself,  then  the  mosf  economical  size 
of  boat  and  lock  for  the  given  prism  and  length  of  canal  could  be  deter- 
mined, but  it  is  to  bo  regarded  as  an  obstructive  link  between  several 
diverse  navigations,  viz :  The  Upper  Mississippi  and  its  tributaries,  and 
the  channels  connecting  these  streams  with  Lake  Michigan,  to  be  navi- 
gated by  barges  whose  economical  dimensions  have  akeady  been  deter- 
mined by  the  conditions  of  navigation  that  exist  on  the  Western  rivers, 
and  which  will  not  be  altered  to  suit  the  requirements  of  the  canal 
prism.  These  barges  are  of  6  feet  draft,  and  130  feet  long,  and  from  24 
to  28  feet  in  width.  There  are  other  barges  about  30  feet  in  width  by 
150  feet  in  length,  or  somewhat  longer,  that  carry,  full  loaded,  greater 
depth,  but  that  with  large  loads  can  navigate  this  canal  and  wiU  navi- 
gate it  if  the  locks  be  somewhat  widened. 

There  are  also  a  large  number  of  stem-wheel  steamboats,  mostly  tow- 
boats,  but  many  of  which  also  carry  freight,  with  from  22  to  28  feet 
width  of  beam  and  from  122  to  150  feet  length  over  all,  that  with  about 
the  same  or  less  cross-sectional  area  as  the  barges  mentioned,  require 
a  width  of  lock,  on  ac>count  of  their  projecting  guards,  from  6  to  10  feet 
wider  than  their  hulls,  that  can  use  the  canal  also  if  the  locks  be 
widened  to  35  feet  span. 

It  is  evident  that  the  canal  can  not  meet  the  requirements  of  the  case 
with  smaller  locks  than  already  designed,  if  for  navigation  for  barges 
such  as  have  already  established  themselves  on  the  Mississippi  Eiver 
and  tributaries,  as  the  fittest  for  the  purposes  to  which  they  are  put,  nor 
unless  somewhat  widened  for  the  large  fleet  of  steamboats  navigating 
the  Upper  Mississippi  Kiver.  The  locks  are  final  permanent  construc- 
tions that  can  not  be  altered  after  being  built,  except  in  length,-without 
great  expense,  but  the  prism  of  the  canal  being  almost  entirely  inearth, 
can,  with  the  exception  of  a  few  miles  in  Bureau  Creek  Valley,  be  com- 
paratively cheaply  and  economically,  and  without  interfering  with  nav- 
igation in  any  way,  gradually  increased  to  any  desired  extent.  It  is 
evident  then  that  the  size  of  the  prism  should  not  be  allowed  to  control 
the  size  of  the  locks,  even  though  this  prism  be  theoretically  less  than 
free  navigation  by  boats  that  can  pass  the  locks  would  require. 

Theoretically  for  free  navigation  of  the  canal  prism  by  boats  28  feet 
beam,  0  feet  draft,  the  sectional  area  of  the  prism  should  be  about  (ap- 
proximately) 1,000  square  feet,  instead  of  486.6,  consequently  the  canal 
prism  is  obstructive,  comi)ared  with  an  indefinite  expanse  of  equal 
depth,  in  some  ratio  to  these  two  numbers;  or  with  slightly  greater 
depth  should  be  about  140  feet  mean  width  of  section  instead  of  70;  or, 
stated  otherwise,  for  a  canal  70  feet  mean  width  and  7  feet  deep  (IlHnos 
and  Mississii)pi)  the  locks  should  be  somew^hat  less  than  one-half  the 
span  proposed,  and  shortened  to  agree  with  the  most  economical  length 
of  boat  of  that  width  of  beam,  or  say  approximately,  be  16  feet  wide  and 
110  feet  in  length  of  lock  chamber  for  navigation  by  vessels  of  14  to  15 
feet  beam  ami  08  to  100  feet  in  length,  6  feet  depth,  about  90  tons  regis- 
tered tonnage  or  200  tons  carrying  capacity.  Such  vessels  would  navi- 
gate this  prism  at  moderate  speed  with  not  materially  greater  difliculty 
than  if  the  <».anal  were  of  unlimited  expanse  and  equal  depth. 

It  is  very  (;lear,  however,  that,  although  such  a  canal  with  horse- 
power towage  would  probably  economically  transport  all  of  the  freight 
that  will  ])rol)al)ly  pass  over  this  route  for  years,  it  wimld  necessitate 
either  brt^iking  bulk  at  the  termini  of  the  canal  or  the  formation  of  tows 
in  barges  that  will  not  uiet^t  ectonomical  considerations  in  the  continua- 
tion of  their  Journeys  in  the  more  capacious  channels  connecting  with 
tlie  canal.  But  it  is  not  only  a  question  of  economy  and  ease  of  navi- 
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gatJon  and  the  best  relation  between  the  prism  of  the  canal  and  the 
locks,  bnt  also  of  the  length  of  voyage  itself  regarding  the  canal  not  by 
itself  bat  as  only  a  link  in  more  extended  navigation  that  most  be  con- 
sidered. Every  one  knows  that  while  small  boats  are  most  economical 
for  certain  purposes  and  distances,  which  distances  vary  with  the 
gieater  or  less  diflSculty  of  navigation,  yet  there  is  a  point  beyond  which 
the  cost  of  hauling  such  boats  with  their  small  cargoes,  considering  also 
the  interest  on  their  values,  is  no  longer  economical.  For  this  reason, 
everywhere,  to  meet  competition  over  long  routes  and  reduce  cost  of 
through  transportation,  vessels  are  increasing  in  size  and  carrying 
capacity,  even  to  such  a  point  that  all  artificial  channels  and  harbors 
no  longer  show  any  relation  between  their  prisms  and  the  sectional  axeas 
of  the  boats  that  navigate  them.  Obstructive  artificial  links  in  the 
chain  are  less  costly  to  navigate  by  such  vessels  than  to  seek  by  reduc- 
ing the  size  of  the  vessels  to  meet  theoretical  requirements  of  such 
ratios  between  vessels  (or  locks)  and  channels  over  parts  of  the  voyage. 

So  I  regard  the  Illinois  and  Mississippi  Canal,  everywhere  of  si3i- 
cient  width  to  allow  any  two  vessels  admitted  by  the  locks  (or  even 
by  the  proposed  somewhat  wider  locks)  to  pass  each  other,  although 
ftiore  or  less  deficient  in  width  and  depth,  of  much  greater  value  to  com- 
merce, as  proi)osed,  than  it  possibly  could  be  were  the  locks  reduced  in 
size  until  only  boats  of  such  size  could  pass  them  as  could  navigate  the 
prism  of  the  canal  with  as  great  freedom  and  ea«e  as  they  could  Lake 
Michigan. 

The  canal  is  for  navigation  by  Mississippi  Kiver  barges,  and  the  locks 
can  not  advantageously  be  reduced. 

If  greater  ease,  facility,  or  economy  of  navigation  of  the  prism  of  the 
canal  be  required  than  given  by  the  proposed  dimensions,  I  should  say 
let  the  economical  and  best  dimensions  of  the  canal  prism  be  adoptecl, 
after  practical  test,  to  the  requirements  of  barge  navigation  on  the 
Upper  Mississippi  River  and  tributaries,  which  have  fixed  the  dimen- 
sions of  the  locks,  rather  than  the  locks  be  reduced  in  size  as  required 
by  theorizing  upon  the  dimensions  oif  the  prism  of  the  canal  as  specified 
in  the  law;  or.  in  other  words,  let  the  requirements  of  existing  naviga- 
tion be  met  (ir  only  approximately),  instead  of  requiring  the  creation  of 
a  distinct  system  of  navigation  suitable  only  for  a  link  of  50  miles  in 
the  600  miles  of  navigation  that  the  proposed  canal  is  to  subserve  fix)m 
St.  Paul  to  Chicago.    Let  the  greater  govern. 

By  constructing  the  locks  of  the  size  proposed  the  more  economical 
canal  barges  of  smaller  dimensions,  towed  by  animals,  can  still  navi- 
gate the  canal  with  greater  fi-eedom  with  two  barges  at  a  lockage, 
while  its  useftilness  will  be  many  times  extended  by  providing  for  the 
passage,  also,  of  greater  barges  (even  with  obstructive  navigation  from 
insufficient  prism),  towed  by  steam,  and  of  a  large  class  of  steamboats 
now  in  existence. 

No  one  has  heard  of  locks  of  too  great  capacity  having  ever  been 
constructed  where  there  is  available  water,  but  complaints  of  insufli- 
cient  capacity  of  locks,  even  in  cases  where  they  have  been  constructed 
in  accordance  with  theoreticfil  requirements,  are  common. 

The  Erie  Canal  is  a  case  in  point,  the  capacity  of  which  was  doubled 
by  doubling  the  locks  in  number  by  parallel  locks,  and  now  it  is  in 
question  to  again  increase  its  capacity,  for  the  same  i^huss  of  boat«  how- 
ever, by  dcmbling  the  length  of  one  or  both  series  oHocks  to  admit  the 
passage  of  two  boats  at  one  lockage. 

In  the  case  of  the  Illinois  and  Mississippi  Canal  the  same  result  is 
attained  by  doubling  the  width  of  the  locks  beyond  the  theoretiwUly 
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(for  this  prism)  best  span  for  economical  canal  barges,  while  this  course 
also  vastly  increases  its  value,  even  with  an  obstructive  prism,  by  ex- 
tending the  sphere  of  its  utility  to  river  barges  and  steamboats  instead 
of  confining  it  to  canal  barges. 

I  have  endeavored  to  give  herein,  generally,  the  conclusions  I  have 
arrived  at  with  reference  to  the  subject-matter  of  your  letter  of  the  25th 
instant.  If  greater  detail  is  required  in  more  exact  terms  it  will  take 
some  time,  and,  as  I  have  said,  the  conditions  are  so  complex  and  inde- 
terminate that  only  approximate  results  can  even  then  be  attained,  for 
the  most  economical  vessel,  even  upon  the  high  seas  or  Great  Lakes,  is 
still  an  open  question,  a  desideratum  that  every  shipbuilder  and  vessel- 
owner  is  continually  seeking.  The  question  of  what  is  the  most  eco- 
nomical vessel,  and  consequent  lock  and  canal  prism,  for  combined  river 
and  canal  navigation  is  still  more  difficult  of  solution,  and  varies  with 
every  combination  of  relative  lengths  of  navigation  by  river  and  canal, 
load  and  power  employed.  At  best  it  is  only  guessing  by  hypothetical 
or  empirical  rule. 

Very  respectfully,  your  obedient  servant, 

\  w.  L.  Marshall, 

Captain^  Corps  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 


REPORT  OF  MR.  L.  L.  WHEELER,  ASSISTANT  BNOINEER. 

Milan,  III.,  March  7, 1891, 

Captain:  I  have  the  houor  to  aubmit  the  following  "report  upon  surveys  and  esti- 
mates for  proposed  routes  of  the  Illinois  and  Mississippi  Uanal  around  the  rapids  in 
the  Rock  River,  at  Milan,  111.,  with  map  and  profiles  of  the  various  proposed  lines." 

The  river  and  harbor  biU  of  September  19,  1890,  appropriates  $500,000  for  this 
work,  but  work  did  not  commence  until  November  17  following.  1  came  to  Milan 
October  22,  and  while  waiting  orders,  thoroughly  examined  the  vicinity  of  tlie  pro- 
posed works  and  prei)ared  for  making  surveys  covering  the  entire  locality.  The 
weather  proved  exceptionally  fine  during  the  winter,  and  good  progress  was  made 
with  the  surveys.  A  tertiary  system  of  triangulation  was  measured  from  the  head  of 
Carr  Island  to  the  Mississippi  Rivet,  duplicate  lines  of  levels  run  on  each  bank, 
numerous  bench  marks  set,  and  the  islands  and  shores  covered  with  stadia  elevations. 
A  hydrographic  survey  of  the  Mississippi  River  in  vicinity  of  mouth  of  Rook  River 
was  also  made. 

On  reducing  and  platting  the  notes  of  these  preliminary  surveys,  several  impor- 
tant facts  bearing  upon  the  location  and  construction  of  the  proposed  work  became 
evident.  A  brief  general  description  of  the  locality  will  aid  in  understanding  the 
significance  of  these  facts. 

The  vaUey  of  Kock  River  at  this  point  is  about  1^  miles  wide  and  evidently  is  the 
old  bed  of  a  stream  of  much  larger  volume  than  that  now  flowing  in  it.  The  hills 
on  either  side  rise  quite  abruptly,  the  present  river  bed  being  along  the  hills  on  the 
north  side  until  the  alluvial  valley  of  the  Mississippi  is  reached.  The  river  is 
divided  by  islands  into  several  channels,  one  branch  leaving  the  main  stream  at 
Milan  and  entering  the  Mississippi  by  a  separate  mouth.  The  rapids  commence  at 
the  head  of  Carr  Island  and  extend  downstream  about  H  miles,  the  total  full  at 
extreme  low  water  being  about  12  feet.  High  water  of  the  Mississippi  is  about  5 
feet  higher  than  low  water  at  the  head  of  the  rapids.  The  discharge  of  the  stream 
is  not  known  to  me,  but  probably  varies  from  2,000  to  50,000  cubic  feet  per  second. 
The  bed  rock  of  the  valley  is  limestone,  very  much  seamed  and  broken,  without  bed, 
and  entirely  worthless^  except  for  ripraii  and  concrete.  There  is  no  stone  suitable 
for  masonry  in  the  vicinity.  In  the  valley  the  rock  is  overlaid  by  from  1  to  10  feet 
of  clay  and  sand  and  in  some  placea  with  beds  of  very  clean  sand  and  gravel.  In 
the  hills  the  limcstoue  is  overlaid  by  the  strata  of  the  Carboniferous  age.  Coal 
mining  is  one  of  the  industries  of  the  vicinity,  and  excellent  fire  clay  abounds. 
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The  first  important  fact  shown  by  this  survey  is  that  the  south  shore  in  the  yioin- 
ity  of  Milan  is  too  low  to  permit  the  dams  being  placed  as  proposed  without  serious 
damage  to  Milan  and  the  surrounding  lowlands.  This  necessitated  placing  the 
dam  across  the  south  channel  at  the  head  of  Carr  Island  and  the  construction  of 
embankments  on  the  north  sides  of  Carr  and  Yandruif  Islands  and  the  closing  of 
the  channel  between  them. 

Another  important  fact  shown  is  that  the  dam  across  the  north  channel  would 
have  to  be  very  much  higher  than  had  been  previously  supposed^  thereby  largely 
increasing  its  cost  and  also  making  its  maintenance  of  greater  uncertainty. 

The  most  important  fact  shown  is  that  an  independent  and  feasible  route  for  the 
canal  exists  on  the  south  shore  and  the  estimates  show  it  to  be  much  less  expensive 
than  the  proposed  route  along  the  north  shore.  This  is  the  more  important  as  it 
had  become  evident  that  if  only  one  route  existed  the  acquiring  of  the  necessary 
lands  for  right  of  way  and  sites  for  structures  was  going  to  be  a  serious  matter. 

As  the  work  of  reduction  and  estimates  progressed  ii  became  more  and  more  evi- 
dent that  the  southern  route  possessed  other  and  more  important  advantages  than 
that  of  being  a  check  upon  the  demands  of  property  oynners  on  the  northern  route. 
The  southern  route  as  proposed  leaves  the  river  at  the  head  of  Carr  Island  by  a 
guard  lockj  and  down  to  Mill  Creek  the  canal  section  is  entirely  on  the  main  shore. 
This  shore  is  a  very  stable  one,  the  original  meander  stone  of  the  United  States  Land 
Survey  being  still  in  place  on  the  range  line,  and  the  distance  on  the  section  line 
to  the  shore  above  Mill  Creek  being  the  same  as  given  by  the  land  survey.  From 
Mill  Creek  to  upner  end  of  Big  Island  it  is.proposed  to  carrv  the  canal  in  the  river 
bed  by  two  parallel  embankments,  the  branch  of  the  river  flowing  south  of  Big  Is- 
land being  entirely  cut  off  from  the  main  stream  and  lefb  as  a  channel  for  MUl 
Creek.  From  the  head  of  Big  Island  to  the  mouth  of  Rock  River  the  canal  is  en- 
tirely on  laud  and  presents  no  engineering  difficulties.  On  the  contrary,  it  presents 
great  advantages  in  having  ^ood  material  for  concrete  and  mortar  in  the  immediate 
vicinity  of  the  proposed  locks  and  in  taking  the  required  depth  to  the  Mississippi 
River,  in  marked  contrast  to  the  northern  route,  which  leaves  about  1  mile  over 
which  the  required  depth  would  have  to  be  obtained  by  wing  dams  and  dredging  in 
Rock  River.  It  also  presents  the  advantage  of  passing  through  farming  lands  which 
can  be  obtained  at  reasonable  figures,  and  which  have  not  been  subjected  to  wild-cat 
speculations  and  the  consequent  clouding  of  titles.  It  also  offers  the  advantage  of 
constructing  the  canal  without  placing  the  United  States  in  a  position  of  either 
purchasing  decayed  water-powers,  or  entering  into  relation  with  owners  of  water- 
powers  which  would  probably  prove  expensive  and  unsatisfactory  in  the  end. 

The  northern  route  has  been  previously  estimated  on  by  yourself.  The  same 
route  is  followed  in  these  estimates  exccopt  the  change  made  necessary  in  the  loca- 
tion of  the  dams. 

In  the  estimates  submitted  herewith,  the  cost  of  structures  as  far  as  they  were 
similar  have  been  taken  directly  from  the  estimates  given  in  ^our  report  to  the  Chief 
of  Engineers,  dated  June  21, 1890,  and  the  prices  given  therein  have  been  used.  The 
quantities  in  excavations  and  embankments  have  been  computed  from  the  notes  of 
this  survey  and  may  be  considered  to  be  close  approximations  to  what  the  final  quan- 
tities will  be. 

The  total  estimated  cost  of  the  two  routes  is  as  follows: 


Item. 


Excavation  and  embankment 

Structurca 

Right  of  way  anil  sites 

Contingencies,  10  per  cent . . . 

Total 


Northern 
route. 


4169,898 
347,425 
35,926 
45,325 


498,574 


Soathem 
route. 


$140,847 

216,908 

16,962 

37,41S 


411,529 


Difference,  |87,045. 

Your  estimates  of  June  21, 1890,  made  this  total  for  the  northern  route  $491,252, 
and  the  increase  here  shown  is  entirely  due  to  the  increase  in  the  estimated  cost  of 
right  of  way.    The  cost  of  excavation  and  embankment  remains  almost  the  samej 
while  the  cost  of  dams  is  decreased  about  $12,000, 
Very  respectfully,  your  obedient  servant, 

L.  L.  Whekler, 
Assistant  Engineer, 
Capt.  W.  L.  Marshall, 

Corps  of  Engineers,  U.  S.  A, 
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Northern  rouUf  estimate  of  eoet  of  excavation  and  embankment. 


Item. 


Cnbio 
yards. 


Prioe. 


Amoimt. 


Embanlaneiit  north  side  Carr  Island 

Smbankment  across  cat-off 

Bmbankment  across  north  side  YandraflTs  Island. 

Ezcayation  Sears  Canal  (Hardpan) 

Embankment  Sears  Canal: 

Earth 

Sip-rap 

Smbanlonent  Lock  36  to  Turkey  Island  : 

Earth 

Biprap 

Embankmenton  Turkey  Island 

Embankment  on  north  shore  above  Look  37 


6,891 
4,510 
20,423 
51,156 

16,435 
1,208 

50,084 

13,244 

8,350 

866 


Total. 


10.15 

■1 

.50 

.15 
1.50 

.25 
1.50 
.16 
.15 


$1,033.65 

676.50 

8,063.45 

25,578.00 

2,465.25 
1,812.00 

14,771.00 

19,866.00 

502.50 

129.00 


69,898.25 


Northern  route,  estimate  of  cost  of  structttres. 

Dam  ITo.  2,  800  feet  long,  8  feet  high $21,835.0) 

Dam  No.  8,  362  feet  long,  ISfeethigh 51,745.00 

Highway  bridge  (pivot) 5,800.00 

Highway  and  single  track  railroad  bridge  combination  (pivot) 25, 400. 00 

Single-track  railnnul  bridge  (pivot) 23,800.00 

Lock  Ko.  36,  9  feet  lift ^ 103,164.00 

Look  No.  37,  9  feet  lift 44,635.00 

Bmshdams 65,000.00 

Keeper's  dwellings  (2) 5,000.00 

Fencing,  8.3  mUes  at  $320 1,056.00 

Total 847,425.00 

Northern  route,  estimate  of  oost  of  right  of  way. 


Owner. 

No.  of 
acres. 

Price  per 
acre. 

Total 
oost. 

If.  T.  Johnson 

.80 
9.47 
14.85 

76 
200 

$40.00 
710  26 

Hannah  Newbnrir t ,r..-.^^-,,^., ,,,».,,,.-, -,,t r 

T.J.  Robinson 

2,970.-00 

*22,500.00 

1  00 

Hock  River  Canal  and  liOck  Company 

Soars  Brothers ........................................a. 

Graham's  Cotton  Mills 

f6,000.00 

1,170.00 

2,905.00 

389.75 

240.50 

Graham  &  Co 

1.17 
5.81 
15.59 
4.81 

1,000 

500 

25 

50 

Davenport  estate. ..............  ...............  .......... 

John  (jalliger 

Phillip  Diuglwline 

Total 

35.926.50 

*  Includes  old  excavation.  t  Sebnilding  power  house. 

Southern  route,  estimation  of  cost  of  excavation  and  embankment. 


Item. 

Cnbic 
yards. 

Price. 

Amount. 

Embankment,  Dam  1  to  Dam  2 

2,156 

60,970 
22,093 

14,880 

182,800 
14,860 

e.548 

66,928 

80,475 
133,843 
63.876 

$0.15 

.15 
L60 

.15 

.25 
L60 

.16 

.15 

.15 
.15 
.15 

$823.25 

7,645.50 
88,140.00 

2,149.50 

83,200.00 
22,288.60 

982.20 

Excavation,  guard  look  to  Mill  Creek: 

Earth.... 

Rook 

Embankment,  guard  lock  to  Mill  Crvek: 

Earth 

Embankment,  Mill  Creek  to  highway: 

Earth f...... 

Riprap ..                       ..          ... 

Excavation,  Mill  Creek  to  high  way : 

Earth 

Excavation,  highway  to  Lock  36: 

8.889.86 

4,671.25 
20,076.45 

Embankment,  highway  to  Lock  36: 

Earth :. 

Excavation,  Lock  36  to  Lock  37 

Embankment,  Lock  36  to  Lock  37 

8,08L40 

Total 

140,847.40 
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Southern  route,  estimate  of  east  of  structures. 

Dam  No.  1, 530  feet  long,  8  feet  high , $16,462 

Dam  No.  2,800  feet  long,  8  feet  high /. 21.835 

Gii*rdlock 41.901 

Gulvert,  36  inches 2,400 

Waate  weir,  100  feet  long 1,000 

Highway  bridge  (pivot) ; 6, 800 

Single-track  raili-oad  bridge  (pivot) 23, 800 

Loci  No.  36, 6  feet  lift 36,170 

Farm  bridge 1,600 

Waste  weir,  50  feet  long 500 

Lock  No.  37, 12  feet  lift 56,500 

Keepers' dwellings  (3) 1,440 

Fencing.  4.5  mile«,  at  1320 1,440 

Toua 216,908 

Southern  route,  estimate  of  cost  of  right  of  way. 


Owner. 

No.  of 
aores, 

Price 
per  acre. 

Total 
cost. 

Laken  &  Beckwith 

.82 
4.24 
8.97 
16.40 

$100 
75 
75 
76 

182.00 

Biaoo 

Hannah  Ne  wbiirg 

M.  T.  Johnson 

672.75 

John  Tindall     

1,880.00 
*5,000.00 

D.  L.  Cnnkle 

Sears  Brothers 

4.10 

13.60 

"   3.89 

13.62 

9.37 

28.60 

9.25 

.11 

8.22 

2.74 

3.18 

f2,600,00 

C  W.  Mosher 

100 
00 
60 
60 
60 
75 
60 
60 
60 
60 

1 860. 00 

M,Gol)el 

233.40 

The  Hanson  esta-te 

8U.20 

The  Vandruft'  estate 

468.60 

Peter  Fries 

1,490.00 

Swan  Johnson  estate  * 

1,198.75 

David  Beale T 

5.60 

Panl  Hardnagel 

4U.00 

A.  Peterson 

§337.00 
150.00 

David  Payne 

TotaV 

16,8<I2.10 

*  Milan  water-power, 
ings. 


t  Including  water-power  righta.    |$500  damagoe  demanded.    $800  for  build- 


eeport  of  captain  vt.  l.  marshall,  corps  of  engit^eers. 

United  States  Engineer  Office, 

Chicagoj  lU.,  March  19, 1891.    • 

General:  I  have  the  honor  tp  forward  herewith  a  blue-print  map  of 
the  vicinity  of  the  mouth  of  Eock  Eiver  showing  the  projwsed  locations 
(northern  and  southern)  for  the  western  4  miles  of  the  Illinois  and  Mis- 
sissippi Canal. 

The  plans  for  this  improvement  submitted  with  my  final  report  dated 
June  21, 1890,  were  based  ux)on  such  data  as  had  been  secured  by  sur- 
veys made  in  1882  and  1885,  which  data  was  lacking  in  other  informa- 
tion, especially  along  the  south  shore  of  Eock  Eiver  and  in  levels,  even 
along  the  noilhem  line. 

As  all  the  former  surveys  had  been  directed  towards  the  northerly  line, 
the  plans  based  upon  them  necessarily  followed  the  lines  of  survey. 

Soon  after  beginning  a  detailed  examination  of  the  vicinity,  more  es- 
pecially with  a  view  of  making  detailed  legal  descriptions  and  plats  of 
lands,  etc.,  required  for  right  of  way,  it  was  discovered  that  this  vicin- 
ity had  been  the  scene  of  many  disastrous  speculations  dating  back  in 
theii'  beginning  a  half  century  or  more,  and  recurring  at  intervals  to 
the  present  time,  which  have  left  a  number  of  burned  and  ruined  mills, 
dams,  lawsuits,  and  clouded  titles,  the  latter  especially  along  the  north- 
ern bank  in  the  vicinity  of  Sears  Canal.  It  was  also  discovered  that 
since  the  publiciation  of  the  route  as  located  on  the  submitted  plans, 
efforts  were  being  made  to  clear  titles,  and  to  accumulate  the  needed 
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lands  aloni^:  the  northern  roiit^j  in  the  hands  of  a  few  parties,  as  I  be- 
lieved with  the  intention  of  either  demanding  exorbitant  jirices  for  right 
of  way,  or  to  saddle  upon  the  United  States  private  water  powers  to 
be  created  and  maintained  by  the  Unite<i  States  forever,  or  to  compel 
the  United  States  to  purchase  this  doubtful  title  to  water-power  rights 
at  very  remunerative  prices,  before  this  part  of  the  canal  could  be  built. 
Search  was  then  immediately  begun  for  a  second  route  around  the 
lower  rapids  of  Rock  Eiver  that  would  comply  with  the  law  fixing  the 
terminus  of  the  canal  at  the  mouth  of  Eock  River.  This  has  necessi- 
tated much  work  in  the  field  andoillce  not  originally  contemplated,  and 
has  delayed  the  commencement  of  the  work  by  several  months,  but  I 
believe  to  the  groat  jid  vantage  of  the  Government,  fot  such  a  route  has 
been  found  probably  16  per  cent,  less  costly  than  the  northern  or  orig- 
inal route,  and  that  more  certainly  enables  us  to  carry  7  feet  of  water 
to  the  mouth  of  Rock  River. 

NORTHERN  LINE. 

The  dams  were  laid  out  on  the  plans  submitted  near  the  locations  of 
the  dams  as  built  by  the  water-power  owners,  but  the  present  survey 
shows  the  impracticability,  on  account  of  the  low  site  of  the  town  of 
Milan,  of  building  a  dam  of  the  necessary  height  across  the  south  chan- 
nel of  Rock  River  at  Milan. 

The  modified  northern  line  is  as  follows:  A  dam  across  the  south 
branch  or  channel  at  the  head  of  Garr  Island ;  the  north  channel  of 
Rock  River  and  Sears  Canal  to  be  followed;  an  embankment  or  levee 
above  high  water  to  be  carried  continuously  on  Carr  and  Vandruff 
Island  to  the  head  of  Sears  Canal,  with  a  dam  (18  feet  high)  12  feet 
lift,  to  be  built  here  across  the  north  arras.  A  lock  of  8  J  feet  lift  with 
two  exits,  (1)  for  medium  to  high,  and  (2)  for  low  water  service,  with 
guard  walls  7  feet  above  low  water  in  the  upper  pool,  to  be  built  at  the 
foot  of  Sears  Canal. 

Thence  to  the  foot  of  Turkey  Island  a  canal  formed  by  an  eml^ank- 
ment  in  the  river  bed,  and  a  levee  on  Turkey  Island  terminated  by  a 
lock  of  8J  feet  lift  near  the  foot  of  Turkey  Island.  Thence  to  the  Mis- 
sissippi River — a  little  more  than  a  mile — an  improvement  by  brush 
wing  dams  in  the  bed  of  Rock  River.  (I  think  this  of  doubtM  prac- 
ticability as  the  natural  depth  does  not  exceed  2  to  3  feet,  the  discharge 
of  Rock  River  small  (3,000  cubic  feet  per  second*),  and  the  bottom  of 
sands). 

SOUTHEEN  ROUTB. 

Dams  to  be  built  7  to  8  feet  in  height  (on  rock  foundation,  and  of 
only  4  feet  head  of  water  against  them),  across  both  channels  of  Rock 
River  at  the  head  of  Carr  Island.  The  canal  thence  to  the  mouth  of 
Roi'k  River  to  be  located  on  the  south  bank,  either  on  the  main  land  or 
on  Big  Island,  with  the  exception  of  a  section  of  canal  built  by  em- 
bankment or  embankments  in  the  bed  of  Rock  River  from  just  above 
the  mouth  of  Mill  Creek  to  the  head  of  Big  Island,  cutting  oil*  and  clos- 
ing the  slough  behind  Big  Island.  The  reason  for  this  construction 
will  be  given  hereafter. 

Along  the  route  there  will  be  one  guard  lock  at  the  head  of  the  canal, 
one  lock  of  6  feet  lift  near  the  head  of  Silver  Lake,  and  one  lock  "  at 
the  mouth  of  Rock  River"  of  12  feet  lift.  Silver  Lake  will  furnish  a 
deep  and  sufficiently  commodious  basin. 

*It  lias  been  nRoertained  by  subsequent  measuroments  that  the  low-water  dis- 
charge of  Bock  Kiver  does  not  exceed  1;500  cubic  feet  per  second. — W.  L.  M. 
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One  of  the  most  important  advantjiges  of  tlii.s  lino  ariKc.s  from  the  fjut 
that  there  must  be  excavated  from  the  prism  of  the  canal  a  ^reat^r  i)art 
of  the  riprap  stone  required  for  dams  and  embankments,  also  clean  pit 
sand  and  gravel  containing  less  than  3  per  cent,  of  earth  or  soluble 
matter,  and  entirely  free  from  carbonate  of  lime,  t.  6?.,  siliceous  sand  and 
gravel,  so  that,  if  it  be  allowed  to  build  the  masonry  of  artificial  stone 
of  Portland  cement,  the  excavation  of  the  canal  prism  will  ftimish  aU 
the  material,  and  of  the  best  quality  of  its  class,  except  cement,  for  the 
construction  of  the  locks,  weirs,  abutments  of  dams,  and  bridges.  This 
fact,  in  view  of  the  inferior  quality  of  the  magnesian  h'mestones  and 
sandstones  accessible  for  building  purposes,  is  well  worth  considering 
in  connection  with  this  route. 

With  reference  to  the  southern  line  the  only  diflSculty  is  in  the  dis- 
position of  Mill  Creek,  which  enters  the  southern  channel  of  Rock 
Eiver  a  mile  or  less  above  the  town  of  Milan.  This  stream  rises  back 
in  the  hills  and  bluffs,  and  being  of  steep  slope  and  of  siiftieient  water- 
shed, is  subject  to  sudden  and  rapid  rises  and  brings  down  a  grexit  deal 
of  sediment.  At  times  of  high  water  it  overflows  its  banks  and  floods 
the  low  lands  ba«k  of  Milan,  the  overflow  going  towards  the  Missis- 
sippi. 

The  level  of  the  banks  at  and  be^ow  the  mouth  of  Mill  Creek  is  such 
that  it  is  not  advisable  to  take  this  stream  into  the  canal,  as,  by  ba<ik- 
ing  it  up,  it  might  interfere  with  the  drainage  of  lands,  and  would  cer- 
tainly be  made  the  ground  of  claims  for  damages,  whether  justly  or 
not,  at  every  high  water. 

It  is  practicable  to  carry  Mill  Creek  under  the  canal  through  inverts, 
except  possibly  at  extreme  floods,  when  part  of  its  discharge  would 
have  to  be  taken  into  the  canal.  In  this  case  but  one  embankment 
would  be  required  in  the  bed  of  Rock  River  from  Mill  Creek  to  the 
head  of  Big  Island,  and  a  second  bank  across  Big  Slough  to  form  the 
canal. 

The  plan  submitted,  however,  and  shown  in  skeleton  on  the  map 
herewith,  is  to  form  the  canal  by  two  parallel  paved  embankment^s  in 
the  bed  of  Rock  River,  leaving  a  channel  way  for  MiU  Creek  to  dis- 
charge through  Big  Slough  into  the  Mississippi  River. 

It  is  not  believed  to  be  practicable  to  follow  the  northern  rout4»  with- 
out either  a  long  delay  and  litigation  to  get  rights  of  way  and  quiet 
claims  to  water  powers,  or  else,  in  shorter  time,  to  involve'  the  Fuitwl 
States  in  a  partnership  or  divided  control  over  the  discharge  of  Rock 
River.  In  the  case  of  such  partnership,  or  divided  control,  the  United 
States  will  find  themselves  responsible  for  all  expense  for  creating  and 
maintaining  a  water  power  for  private  interests,  and  in  the  same  posi- 
tion as  elsewhere,  notably  at  Moline,  HI.,  and  on  the  Fox  River,  t.  e., 
unable  either  to  modify  their  works  if  desirable  without  heavy  damages, 
or  to  abandon  them  if  at  any  time  advisable  to  do  so.  Along  this 
route  the  material  necessary  for  the  embankment,  from  the  foot  of  Sears 
Canal  to  Turkey  Island  is  a  hght  loam  and  will  therefore  require  either 
a  much  heavier  bank  or  special  precautions  and  expense  to  properly 
construct  it;  and  finally,  it  is  doubtful  whether  7  feet  of  water  can  be 
obtained  in  Rock  River  near  its  mouth  by  wing  dams  and  the  method 
of  contraction  and  scour. 

On  the  otlier  hand,  along  the  southern  route,  the  water-power  dams 
are  all  broken  down,  the  mOls  burned,  and  the  claimants  of  the  water 
I)owers  have  no  rights  derived  from  State  charters  or  franchise  of  any 
kind.  They  have  never  had  other  than  a  squatter's  right  to  the  water, 
and  moi'eover  only  two  parties  or  claimants  are  to  be  dealt  with.    The 
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United  States  district  attorney  gives  me  as  liis  o])inion  tliat  these  par- 
ties have  no  claim  to  any  water-power  privih'ges  that  need  be  regarded 
by  the  United  States  unless  they  choose  to  attempt  to  stop  by  injunc- 
tion the  work  of  constniction,  when  their  rights  may  be  determined 
judicially.  We  should  not  recognize  their  rights  by  dealing  with  them 
betore  beginning  the  works.  They  must  prove  their  rights  if  they  think 
they  have  any. 

By  the  southern  route,  also,  thefiill  depth  of  7  feet  can  be  carried  to 
the  terminus  of  the  canal  "at  the  mcmth  of  Rock  River."  We  can 
carry  this  depth  by  the  southern  route,  at  reasonable  expense,  to  the 
legal  terminus;  it  is  doubtful  if  it  can  be  done  by  the  proposed  north- 
ern route. 

For  these  reasons  I  have  to  respectfully  recommend  that  the  south- 
em  route  be  approved,  but,  irrespective  of  the  above  reasons,  which  in 
my  opinion  are  sufficient  to  determine  the  question,  the  probable  cost 
of  the  southern  route  is  the  less;  it  will  give  boat  landings  and  facili- 
ties to  the  only  town  in  this  vicinity,  Milan,  and  shipping  facilities  to  a 
much  larger  extent  to  a  .rich'  agricultural  vicinage,  than  the  northern 
route,  wluch  cannot  be  approached  with  fiicility  on  account  of  the  bluffs^ 
mill  lots,  and  low  lands,  from  the  head  of  the  rapids  to  the  Mississippi 
River. 

I  forward  herewith  the  report  of  Assistant  L.  L.  Wheeler  upon  the 
survey  of  the  vicinity  of  the  mouth  of  Rock  River. 

•Jhe  estimates  for  the  two  works  are  as  follows: 
For  the  northern  roato  as  submitted  by  me  June  21, 1890 $491, 252 

As  modified,  as  required  by  recent  surveys 498, 574 

For  the  southern  route 411,529 

In  favor  of  southern  route 87,045 

In  view  of  the  eight-hour  law,  and  of  the  diflSculty  and  dangers  of 

.  constructing  and  protecting  embankments  built  in  tlie  beds  of  rivers, 

I  am  inclined  to  think  that  all  of  these  estimates  are  too  low  by  20  per 

cent.,  but  in  my  opinion  the  relative  cost  of  the  two  routes  is  probably 

correctly  expressed  by  the  estimates. 

If  the  masonry  can  be  built  of  artificial  st4)ne,  which  will  hereafter 
be  recommended,  the  locks  may  be  increased  in  width  to  35  or  36  feet, 
instead  of  30  feet  as  ordered,  and  the  bridges  be  made  pivot,  instead  of 
fixed,  without  increased  cost  of  the  entire  canal,  or  of  the  locks,  to  the 
great  increase  in  utility  of  the  canal. 

This  matter  will  be  the  subject  of  a  separate  communication  to  the 
Department  hereafter. 

Accurate  descriptions  of  all  lands  required  for  the  improvement  along 
both  routes  have  been  prepared,  and  full  abstracts  of  title  to  lands 
along  the  northern,  or  published  route,  have  been  nearly  comi)leted. 

Voluntary  agreements  as  directed  by  the  law,  in  accordance  with  a 
form  pierewith)  drawn  up  by  the  United  States  attorney  for  the  north- 
ern district  of  Dlinois,  are  being  prepared  in  this  office  for  accei>tance 
or  rejection  by  the  reputed  owners  of  such  lands  in  advance  of  the  de- 
termination of  the  route,  and  it  is  hoped  that  in  any  event  all  lands  re- 
quiring condemnation  along  either  route  may  be  brought  before  the 
district  court  at  the  ensuing  spring  term. 

Very  respectfully,  your  obedient  servant, 

W.  L.  Marshall, 

Captain  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 
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letter  of  the  chief  of  engineers. 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington^  D.  C,  March  27, 1891. 
Captain:  Tour  report  of  the  19th  instant  on  the  survey  of  the  pro- 
posed locations  (northern  and  southern)  for  the  western  4  miles  of  the 
Illinois  and  Mississippi  Canal,  with  estimates  of  the  cost  of  each,  in 
which  you  recommend  approval  of  the  southern  route,  was  duly  received 
and  submitted  to  the  War  Department  with  the  following  indorsement: 

[First  indoEBoment.] 

Office  Chfef  of  Engineers^ 

U.  S.  Abmy, 
March  gS,  1891. 
Respectfiilly  snbmitted  to  the  Secretary  of  War. 

Unaer  the  terms  of  the  river  and  harbor  acts  of  August  11^  1888,  and  September  19, 
1890,  providing  for  the  construction  of  the  Illinois  and  Mississippi  Canal,  this  water 
way  is  to  be  constructed  on  such  line  as  may  be  approved  by  the  Secretary  of  War, 
and  it  is  recommended  that  the  proposed  southern  location  for  the  western  4  miles 
of  the  canal  be  approved. 

Thos.  Lincoln  Casey, 
Brig.  Gen.,  Chief  of  Engineer: 

The  recommendation  of  this  oflSce  has  been  approved  by  the  Secretary 
of  War  under  date  of  the  26th  instant. 
By  command  of  Brigadier-General  Casey: 
Very  respectfully,  your  obedient  servant, 

H.  M.  Adams, 
Major,  Corps  of  Engineers. 
Capt.  W,  L.  Marshall, 

Corps  of  Ungineers. 


letter  of  captain  w.  l.  marshall,  corps  of  engineers, 

United  States  Engineer  Office, 

Chicago,  III.,  May  7, 1891. 

General:  As  the  right  of  way  for  the  construction  of  as  much  of 
the  Illinois  and  Mississippi  (Hennepin)  Canal  as  the  current  appropria- 
tion of  $500,000  Avill  pay  for  will  probably  soon  be  obtained,  it  is  neces- 
sary to  draw  up  the  specifications  for  such  parts  of  the  work  as  maybe 
best  done  by  contract,  and  also  for  the  material  for  masonry  and  such 
other  work  as  may  be  best  done  by  hired  labor. 

The  river  and  harbor  act  of  September  19, 1890,  allows  the  Secretary 
of  War  to  alter  the  dimensions  of  the  locks,  if  the  cost  of  the  work  is 
not  increased  thereby. 

The  approved  dimensions  of  the  locks  are  170  feet  long  between  miter 
sills,  7  feet  deep,  and  30  feet  width. 

It  is  not  advisable  to  change  the  dimensions  of  the  locks  to  diminish 
them,  nor  can  they  be  increased,  if  of  masonry,  of  cut  stone,  under  the 
law. 

Still  it  is  very  desirable  that  the  locks  be  made  wider  than  30  feet. 
They  should  be  35  feet  wide  at  letist,  for  the  following  reasons: 

(1)  Such  a  width  would  allow  the  locks  to  accommodate  the  larger 
proportion  of  steamboats  navigating  the  Upper  Mississippi  Eiver,  which 
can  not  enter  locks  of  30  feet  width. 
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(2)  The  connection  of  the  canal  with  the  Great  Lakes  is  by  the  Illinois 
and  Michigan  Canal,  the  boats  of  which  are  97  feet  long  and  17  feet 
wide.  The  locks  as  designed  wiU  pass  only  one  of  these  boats  at  a 
lockage,  but  if  widened  5  feet  will  be  doubled  in  capacity,  and  also 
take  in  a  tug  for  towing  them. 

Now,  the  accessible  stone  for  the  construction  of  the  locks  of  this  • 
canal  is  of  inferior  quality,  the  best  being  the  magnesian  limestone  of 
Joliet,  which  absorb  water  and  crack  by  frost,  but  nearly  everywhere 
along  the  Ibie  of  the  canal  is  found  a  good  quality  of  silicious  sand  and 
gravel,  which  by  an  admixture  of  the  best  quality  of  Portland  cement 
win  make  an  artificial  stone  which  will  be  as  hard  as  and  better  resist 
the  a<5tion  of  the  elements  than  the  native  building  stones,  and  will  be 
much  more  economically  and  strongly  repaired,  at  an  expense  com- 
pared with  natural  stone,  I  estimate,  in  the  ratio  of  10  for  the  artificial 
to  17  for  the  natural  stone. 

In  the  excavation  of  the  canal  prism  from  the  mouth  of  Eock  River  to 
the  head  of  Milan  Rapids,  beds  of  purely  silicious  sand  and  gravel  are 
met  with,  with  only  3  per  cent,  of  impurities,  sufficient  in  extent,  within 
the  right  of  way,  to  construct  the  ttiree  locks,  and  much  of  the  other 
masonry  of  that  part  of  the  canal.  Native  stone  is  excavated,  which, 
broken,  will  furnish  all  the  additional  material  needed. 

It  is  very  evident  that  if  the  canal  prism  excavation  can  be  made  to 
furnish  all  or  even  the  greater  part  of  the  material  needed,  that  a  most 
economical  condition  is  encountered. 

With  reference  to  the  use  of  this  material,  artificial  stone,  for  engineer- 
ing constructions,  I  have  to  say  that  it  is  no  longer  experimental.  I 
have  to  refer  to  the  aqueduct  for  the  supply  of  the  city  of  Paris,  France, 
with  water;  to  the  Liverpool  Docks,  England;  to  the  Manchester  Ship 
Canal,  England;  to  the  magazines  and  other  masonry  for  our  forti- 
fications, some  of  which,  as  at  Portland,  Me.,  have  been  exx)osed  for 
years  to  very  rigorous  climates;  and  finally  to  the  C«anal  St.  Denis, 
France,  where  near  Paris  a  very  important  caniil  lock  has  been  entirely 
coestructed  of  a  rubble  concrete,  without  a  single  cut  stone  being  em- 
ployed in  its  construction. 

Moreover,  I  have  to  say,  that  I  have  built  here  in  Chicago  some  6,000 
cubic  yards  of  artificial  stone  for  the  public  improvement  of  the  Lake 
Michigan  front  of  Lincoln  Park,  for  the  commissioners  of  Lincoln  Park, 
and  am  familiar  with  its  manipulation.  This  material  has  resisted  three 
Chicago  winters  without  fj;ost  cracks,  and  is  now  as  sound  as  when  laid. 

I  believe  that  this  material  should  be  more  extensively  used  upon 
river  and  harbor  works,  especially  where  skilled  labor  is  scarce — to  hew 
stone  and  lay  it  up — and  where  good  stone  is  difficult  to  obtain  and 
ex]>ensive. 

Now  it  is  my  belief— 

(1)  That  all  masonry  on  the  Hennepin  Canal  can  be  built  better  and 
cheaper  of  artificial  stone  than  of  natural  stone,  in  the  ratio  of  cost  of 
about  10  for  the  artificial  to  about  17  for  the  natural. 

(2)  That  if  the  artificial  stone  is  successful,  there  is  a  wide  field  for 
its  use  in  river  and  harbor  works  elsewhere,  at  a  very  great  saving  to 
the  United  States. 

(3)  That  if  allowed  on  this  work,  that  the  locks  can  be  increased  in 
size  from  30  feet  in  width  to  35  feet  in  width,  and  that  moreover  all 
bridges  may  be  made  pivot  or  drawbridges  instead  of  fixed  bridges, 
and  the  canal  can  be  made  a  ship  or  steamboat  canal  instead  of  a  tow- 
path  or  barge  canal,  with  animal  i)ower,  and  without  increased  cost 
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over  the  estimates  already  submitted,  which  estimates  are  based  upon 
the  use  of  cut- stone  masonry. 

I  have  therefore  to  respectfully  request  that  the  masonry  of  the  three 
locks  and  the  dam  across  Bock  liiver  be  (k)nstructed  of  artificial  stone 
of  Portland  cement,  and  as  far  as  practicable  of  gravel,  sand,  and  stone 
excavated  from  the  prism  of  the  canal. 

The  locks  to  be  of  35  feet  width,  instead  of  30  feet,  but  otherwise  of 
the  same  dimensions  and  construction  as  heretofore  submitted,  and 
that  the  bridges  be  made  pivot  or  draw,  instead  of  fixed,  with  a  view 
of  extending  this  construction  to  the  entire  canal,  should  the  experi- 
ment justify  it. 

I  am,  sir,  very  respectfuUy,  your  obedient  servant, 

W.  L.  Marshall, 
Oaptainy  Carps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Oasby. 

Chief  of  JEngineerSj  TJ.  8.  A. 


LETTER  OF  THE  CHIEF  OF  ENGINEERS. 

Office  op  the  Chief  of  Engineers, 

United  States  Army, 
WasMrigtony  D.  C,  May  31,  1891. 
Captain:  Tour  letter  of  the  7th  instant,  recommending  that  the 
masonry  of  the  three  locks  and  the  dam  across  Rock  River  on  the  line 
of  the  Illinois  and  Mississippi  Canal  be  made  of  concrete,  was  duly 
received  at  this  office  and  submitted  to  the^War  Department  witi 
indorsement,  of  which  the  following  is  a  copy:* 

[First  mdonement.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
May  11, 1891. 
Respectfully  submitted  to  the  Secretary  of  War. 

The  act  of  August  11, 1888,  provides  for  the  location  of  the  Illinois  and  Mississippi 
Canal,  with  locks  170  feet  long  and  30  feet  wide.    The  act  of  September  19, 1890, 

J)rovi(le8  that  t)ie  Secretary  shall,  in  his  discretion,  change  or  alter  the  dimensions  of 
ocks  of  said  canal  and  feeder,  if,  in  his  opinion,  the  ^st  of  said  improvement  is  not 
thereby  increased. 

Captain  Marshall  now  recommends  that  the  locks  be  made  35  feet  wide;  that  th« 
lock  walls  be  made  of  concrete,  using  Portland  cement  and,  so  far  as  practicable, 
sand,  gravel,  and  stone  excavated  from  the  prism  of  the  canal.  If  constructed  in 
this  way,  the  cost  of  the  locks  will  not  be  increased  and  Captain  Marshall's  proposi- 
tion is  recommended  for  approval  under  authority  of  the  act  of  September  19, 1^0. 

Tho8.  Lincoln  Casey, 
Brig.  Gen,,  Chief  of  Engineers, 

It  has  been  returned  approved  by  the  Acting  Secretary  of  War  under 
dateof  May  11,  1891. 

Your  recommendation  that  the  bridges  across  this  portion  of  the 
water  way  be  made  pivot  or  draw  instead  of  fixed,  is  also  approved. 
By  command  of  Brigadier-General  Casey: 
Very  respectfully,  your  obedient  servant, 

H.  M.  Adams,  . 
Major y  Corps  of  Engineers. 
Capt.  W.  L.  MaushalLj 

Corps  of  Engineers. 
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REPORT  OF  MR.  L.  L.  WHEELER,  ASSISTANT  ENGINEER. 

MiLAN«  III.,  June  16, 1891. 

Captain  :  I  have  the  honor  to  submit  the  following  report  upon  measurements  of 
hridcrcs  over  Rock  River  in  this  vicinity,  made  with  special  reference  to  determin- 
ing their  capacity  for  permitting  flood  waters  to  pass.  This  information  has  been 
coinpiletl  mainly  to  determine  what  effect  the  closing  of  the  south  slough  is  liable 
to  have  on  the  remaining  bridges  and  channels.  Herewith  are  three  maps  showing 
the  relative  locations  of  the  several  briilges  in  the  vicinity  pf  Milan,  with  skeleton 
plan  and  elevation  of  each  bridge  and  cross  section  of  the  channel  way.  A  cross 
secti(m  of  the  whole  valley  at  the  Moline  bridge  is  also  shown.  Views  of  the  bridge 
are  also  shown.  Firnt  of  all  a  sytematic  effort  has  been  made  to  determine  the  ele- 
vation and  volume  of  the  maximum  flood  resulting  from  head  waters. 

Every  house  in  the  valley  between  Milan  and  the  mouth  of  Coal  Valley  Creek  has 
been  visited,  and  the  residents  questioned  in  regard  to  flood  heights.  Good  deter- 
mination of  flood  height  at  and  below  Milan  werealso  made.  Some  well-detined  marks 
were  found  and  from  these  an  approximation  to  high- water  slope  has  been  made. 

The  value  of  this  slope  above  the  rapids  varies  from  0.0002  to  0.0004,  giving  veloci- 
ties varying  from  5.8  to  8.1  feet  per  second.  The  elevation  of  high  water  of  April 
24,  1881,  at  the  Moline  bridge,  seems  to  be  well  determined.  The  cross  sectional  area 
under  this  bridge  below  that  high  water  is  11,976  square  feet  and  outside  the  abut- 
ments 2,020  square  fc<'t.  (See  profile  of  valley  at  this  point.)  The  area  below  high 
water  at  a  point  1  mile  above  the  Moline  bridge  is  13,000  square  feet.  It  is  probable 
that  the  volume  of  discharge  outside  the  bridge  abutments  was  not  great,  the  flow 
being  broken  by  fences,  brush,  and  other  obstructions. 

It  appears  probable  from  this  data  that  the  maximum  flow  could  not  have  exceeded 
60,000.  The  Mississippi  River  Commission  had  parties  at  this  time  gauging  the 
Upper  Mississippi  River.  The  flow  at  this  time  at  CHayton,  Iowa,  just  below  the 
Wisconsin  River,  was  about  70,000  cubic  feet  per  second. 

The  flow  at  Hannibal,  Mo.,  was  about  270,000  cubic  feet  yer  second,  or  the  amount 
furnished  by  tlie  drainage,  area  between  Clayton  and  Hannibal  was  200,000  cubio 
feet  per  second.  This  total  area  is  54,123  square  miles,  and  that  of  the  Rock  fiiver  is 
9,692  square  miles.  The  flood  of  1881  was  the  highest  known  in  the  Rock  River,  and 
was  caused  by  a  heavy  body  of  snow  melting  suihlenly  under  warm  rains.  The  snow 
and  rains  were  widespread  aud  probably  covered  the  entire  drainage  area  between 
(!layton  and  Hannibal.  Allowing  for  the  fact  that  tlie  maximum  floods  in  the  several 
tributaries  would  not  occur  at  the  same  time,  and  taking  into  consideration  the  re- 
lation of  the  Rock  River  drainage  area  to  the  whole  area,  it  seems  very  probable  that 
Rock  River  did  not  contribute  more  than  one-third  of  the  difference  of  discharge  be- 
tween Clayton  and  Hannibal,  or  about  67,000  cubic  feet  per  second. 

This  discharge  would  correspond  to  a  velocity  of  less  than  6  feet  per  second  under 
the  Moline  bridge. 

The  following  table  shows  the  area  under  each  bridge  below  the  lowest  member 
thereof. 

Bridges  over  Hock  River, 


Bridges. 


Rock  IbIatkI  and  Pcwria  Railway 

No.  1,  from  Milan 

No.  2,  from  M  ilan 

No. :),  from  Milan 

Wfljfon  bridjje« : 

No.  1,  from  Milan 

No.  2,  fnmi  MiUin 

No.3,from  Milan 

No.  4,  from  Milan 

Moliue  wn^uu  bridge  * 


No.  of 
apans. 


Feet. 
2 
3 
3 

2 

1 

3 
2 
5 


Length 
of  spana. 


Feet. 
135 
135 
155 

13d 

137 
C  1-  40 
J     a-l03lj 

1.-.7  I 
C     1-  47  I  > 
\     4-162  . 5 
I 


Total 
length. 


Elevation 

of  low*  I 

eat  mem- 1 

bor.      I 


Feet. 
270 
406 
405 

278 
137 

200 

815 

701 


Area. 


Feet. 
135. 2 
133.4 
137.0 

134.1 
133.5 

132.5 

135.5 

142.5 


Sq.feeL 
3,574 
5,521 
9,251 

3,508 
1,758 

3,093 

6,146 

13,767 


•  Discharge  area  at  high  water,  11,976  square  feet. 

From  this  table  it  will  be  seen  that  after  closing  the  south  slough  the  two  remain- 
ing railway  britlgos  have  an  area  exceeding  the  high-water  area  under  the  Moline 
Hridge  by  2,796  square  feet.  As  the  bed  slope  is  much  gi'eater  at  the  railroad  bridges 
than  at  \I<diue  Bridge,  the  velocity  would  be  greater  were  it  not  for  the  back  water 
from  the  Mississippi  Kiver,  which  would  tend  to  n'ducethe  current  and  increase  the 
liei.!;lit.  S(>veral  determinations  of  high- water  marks  above  the  dams  make  an  eleva- 
tion oC  about  133.8;  while  determinations  of  back  water  vary  from  131.2  to  131.6. 
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To  paas  the  maxunom  discharge  of  67,000  cubic  feet  per  second  under  the  two  re* 
mainin^  railway  bridges  would  require  a  velocity  of  4.54  feet  per  second.  The  area 
of  the  ttiree  remaining  wagon  bridge*  is  10,997  square  feet  or  977  square  feet  less 
than  the  high- water  area  under  the  Moline  Bridge,  and  requires  a  velocity  of  6.1  feet 
per  second  to  pass  the  maximum  flood. 

All  the  bridges  are  too  low,  but  in  the  case  of  the  wagon  bridges  this  can  readily 
be  remedied  by  raising  them  bodily  a  couple  of  feet  anu  grading  up  to  them.  AU 
the  piers  and  abutments  are  on  bed  rock  and  are  probably  safe  from  undermining. 
Most  of  the  piers  and  abutments  are  protected  by  riprap  at  their  bases.  It  is  be- 
lieved that  the  piers  of  the  Moline  Bridge  are  founded  on  mounds  of  riprap.  The 
wagon  bridge  between  Big  Island  and  Hakes  Island  reduces  the  width  of  that  chan- 
nel very  materially.  It  should  have  been  nearly  twice  its  present  length.  In  regard 
to  the  capacity  of  the  bridges  to  pass^the  maximum  run  of  ice,  I  have  to  say  that, 
so  far  as  1  can  learn  from  the  residents  of  the  vicinity,  the  ice  does  not  run  at  the  high- 
est floods  and  that  the  south  slough  has  small  capacity  as  an  ice  carrier.  Its  mouth 
is  choked  with  willows  and  broken  up  into  several  chanrels  and  the  ice  soon  gorges 
and  closes  the  channel.    This  was  the  caae  this  last  spring. 

It  is  believed  that  the  closing  of  the  south  slough  will  diminish  instead  of  increas- 
ing the  danger  from  running  ice  when  the  movement  takes  places  at  anything  below 
ordinary  flood  stage.  ^ 

From  Penny  Slough  to  head  of  rapids  near  Milan  there  is  but  one  channel,  and 
when  ice  is  runnning  the  depth  of  water  is  probably  sufficient  to  carry  the  ice  with- 
ont  gorging. 

Carr  Island  divides  the  river  into  two  channels  with  a  total  width  of  from  1,300  to 
1,500  feet,  and  the  depth  is  correspondingly  decreased.  At  the  foot  of  Carr  Isltuid  the 
two  channels  are  connected  by  a  narrow  but  deep  channel.  Mill  Creek  enters  from 
the  south  j  ust  opposite  this  channel.  Below  thfs  point  where  it  is  proposed  to  narrow 
the  channel,  the  channel  widens  out  and  finally  is  separated  into  three  channels  by 
1  lakes  and  Big  Islands.  Just  above  these  islands  the  south  channel  is  1,200  feet 
wide  and  the  north  channel  400  feet.  When  the  area  of  this  section  is  equal  to  the 
high- water  area  at  Moline  Bridge  the  stage  would  be  130.5  feet.  The  water  in  south 
channel  would  be  6.5  feet  deep  and  7.5  below  proposed  grade  of  the  top  of  the  outer 
embankment.  It  appears  from  the  information  mrnished  by  Mr.  John  C.  Johnston 
that  the  maximum  stage  at  mill  on  Milan  front  is  133.25  (see  following  table).  It  is 
not  surprising,  then,  that  in  this  vicinity  the  ice  should  frequently  gorge,  -and  tiiis 
very  liability  of  one  or  more  of  the  channels  gorging  and  throwing  all  the  ioe  on  the 
remaining  channel  is  a  great  element  of  danger. 

Could  ^l  the  water  be  conducted  down  one  channel  of  sufficient  capacity  for  the 
flood  volume  it  is  very  probable  the  ice  would  do  less  damage  than  at  present. 

It  is  believed,  therefore,  that  closing  the  south  slough  will  not  increase  the  danger 
to  the  bridges  either  from  floods  or  ice,  unless  the  stage  should  be  so  high  as  to  cause 
ice  and  drift  to  strike  the  lowest  members. 

All  the  old  maps  and  statements  of  old  inhabitants  agree  in  placing  in  the  south 
channel,  on  the  Milan  front,  sometimes  in  one  position  and  sometimes  in  another, 
one  or  more  sand  bars  or  islands. 

This  simply  means  that  the  channel  is  wider  than  required  for  the  flow  of  the 
stream,  and  this  greater  width  has  probably  been  caused  by  the  partial  closing  of 
th  e  existing  chalmels  by  ice. 

It  has  been  the  custom  of  Sear's  Sons  to  put  flush  boards  on  their  dam  as  the  ice^ 
was  breaking  up  and  by  that  means  prevent  the  ice  going  over  their  dam  and  forcing* 
it  to  take  the  south  channel. 

Last  spring  the  ice  did  not  run  in  tlie  north  channel,  but  a  large  amount  of  it  went 
north  of  Carr  Island  and  returned  to  the  south  channel  by  the  cut-off. 

The  south  slough  was  entirely  closed  by  the  first  run  of  ice. 

The  following  table  gives  the  elevations  of  high  water  as  determined : 

Data  in  regard  to  high-water  marks  in  vicinity  of  Milan. 


Eleva- 
tion. 


Feft. 

Mile». 

142.37 

8.2 

141.  Ul 

7.8 

13U.8C 

7.0 

13(1.  «3 

5.5 

i:«.7(} 

3.3 

13;J.2.". 

3.2 

131.44 

2.0 

131.14 

2.4 

Authority. 


Probably  1881 Fanny 

— do F.  (i.  Mamm  . 

Aprir2t,lMl li.P.OakU'V  . 

Probably  1«H1 Win.  Harrold  . 

do Tliort.  (lainion  . 

do ,  rlno.  JohuHton  . 

May  14,  lHi<S I  AV.  F.  Tt-ngii-s . . . 

May,  1888 ,  MeiTitt  Gobi-ls 


Bemarks. 


Doubtful ;  no  definite  mark. 

Cut  in  tree. 

Di'tiTiito. 

Do. 
No  definite  mark. 
Dciiuite. 
Ea<'k  water  definite. 

Do. 
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It  win  be  noticed  on  the  index  map  of  bridges  near  Milan  that  there  is  an  old 
water-power  canal  on  the  north  side  of  Hakes  island.  It  is  probable  that  in  part 
it  occupies  part  of  the  original  river  bed,  and  is  something  of  an  obstrnetion  t<i  the 
flow  of  the  stream.  The  mills  are  burned  and  the  dams  destroyed  and  it  may  well 
be  doubted  if  they  ever  will  be  rebuilt.  The  water  way  of  that  channel  could  be 
materially  increased  by  removing  the  side  of  the  canal  and  the  wreckage  which 
partly  closes  it  and  building  a  short-span  wagon  bridge  over  the  channel  thus  made. 
If  thought  advisable  a  second  span  could  he  put  over  the  channel  between  Big  Island 
and  Hakes  Island  without  interfering  with  the  canal. 
Very  respectfully,  your  obedient  servant^ 

L.  L.  Wheeler, 
AMsUtant  Engineer. 
Capt.  W.  L.  Marshaix, 

Corpi  of  Engineers,  U.  8,  A. 


ANNUAL  BEPORT  OF  MR.   L.  L.  WHEELER,  ASSISTANT  ENGINEER. 

Milan,  III.,  June  SO,  1891, 

Captain  :  I  have  the  honor  to  submit  the  following  report  upon  the  work  on  the 
Illinois  and  Mississippi  Canal  for  the  fiscal  year  ending  Juno  30, 1891 : 

The  river  and  harbor  act  of  September  19,  1890,  appropriates  $500,000  for  this 
work,  but  work  did  not  commence  until  November  Iv  following.  I  came  to  Milan 
October  22,  and,  while  waiting  orders,  thoroughly  examined  the  vicinity  of  the  pro- 
posed works  and  prepared  for  making  surveys  covering  the  entire  locality.  The 
weather  proved  exceptionally  fine  during  the  winter  and  good  progress  was  made 
with  the  surveys.  A  tertiary  system  of  triangulation  was  measured  from  the  head 
of  Carr  Island  to  the  Mississippi  River,  duplicate  lines  of  levels  run  on  each  bank, 
numerous  bench-marks  set  and  the  islands  and  shores  covered  with  stadia  elevations. 
Soundings  were  taken  in  Rock  River  below  the  rapids  and  a  hydrographic  survey 
made  of  the  Mississippi  River  near  the  mouth  of  Rock  River.  Since  submitting  my 
report  on  the  proposed  routes,  March  7,  1891,  the  surveys  have  in  part  been  carried 
up  the  river  about  4  miles  above  Carr  Island. 

The  valley  of  Rock  River  at  this  point  is  about  1^  miles  wide  and  evidently  is  the 
old  bed  of  a  stream  of  much  larger  volume  than  that  now  flowing  in  it. 

The  hills  on  either  side  rise  quite  abruptly,  the  present  river  bed  being  along  the 
hills  on  the  north  side  until  the  alluvial  valley  of  the  Mississippi  is  reached.  The 
river  is  divided  by  islands  into  several  channels,  one  branch  leavmgthe  main  stream 
at  Milan  and  entering  the  Mississippi  by  a  separate  mouth.  The  rapids  commence 
at  the  head  of  Carr  Island  and  extend  downstream  about  1^  miles,  the  total  fall  at 
extreme  low  water  being  about  12  feet.  High  water  of  the  Mississippi  is  about  5 
feet  higher  than  low  water  at  the  head  of  the  rapids.  The  discharge  of  the  stream 
is  not  known  to  me,  but  probably  varies  from  2,000  to  50.000  cubic  feet  per  second. 
The  extreme  maximum  flow  may  reach  65,000  to  70,000  cubic  feet  per  second.  The 
bed-rock  of  the  valley  is  limestone,  very  much  seamed,  and  broken  and  worthless, 
exeept  for  riprap  and  concrete.  There  is  no  stone  suitable  for  masonry  in  the  imme- 
diate vicinity.  In  the  valley  the  rock  is  overlaid  by  from  1  to  10  feet  of  clay  and  sand 
and  in  some  places  by  very  clean  sand  and  gravel.  In  the  hills  the  limestone  is  over- 
laid by  the  strata  of  the  Carboniferous  age.  Coal  mining  is  one  of  the  industries  of 
the  vicinity  and  excellent  fire  clay  abounds. 

The  fall  in  the  river  early  attracted  the  attention  of  parties  intereated  in  water- 
power,  and  dams  and  mills  of  various  kinds  were  built.  The  State  of  Illinois  con- 
structed a  canal  by  the  rapids  at  an  early  day  and  private  parties  at  a  later  date 
constructed  a  canal  of  considerable  proportions  known  as  Sears  Canal.  The  canals 
for  navigation  purposes  long  since  passed  into  decay,  the  mills  are  in  ruins,  except 
two,  and  most  of  the  dams  are  destroyed.  Sears  Canal  and  a  dam  across  the  north 
channel  furnishes  water-power  to  one  small  cotton  fivct<ory  and  one  paper  mill.  The 
dam  is  in  a  very  dilapidated  condition  and  in  all  probabilities  will  not  be  able  to 
withstand  a  run  of  ice  over  its  crest.  So  much  water  passes  through  the  dam  that 
the  head  is  very  materially  reduced  and  at  low  water  there  is  none  available  for  the 
paper  mill. 

On  June  21, 1890,  a  project  for  carrying  the  canal  by  tlie  rapids  at  this  place,  based 
on  preliminary  surveys,  was  reported  on  by  yourself  and  is  published  in  the  Report 
of  the  Chief  of  Engineers  for  18J)0.  This  project  proposed  to  build  the  dams  across 
the  several  channels  on  substantially  the  same  lines  as  the  old  dams,  to  pass  through 
Sear  Canal  with  a  lock  at  the  lower  eiul,  tlieuee  hy  a  canal  in  the  river  bed  alouuf 
the  right  bank  to  the  foot  of  Turkey  Island.  At  this  point  was  to  bo  placed  a  lock 
giviug  entrance  into  the  main  stream,  which  was  to  be  deepened  by  means  of  wing 
dams  and  dredging.    The  more  detailed  surveys  showed  that  this  project  would  ro- 
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quire  some  modifieatiens.  The  south  shore  was  found  to  be  too  low  to  permit  raising 
the  water  against  it  to  the  proposed  level,  and  the  dams  would  require  to  be  niucE 
higher  and  more  expensive  than  had  been  8uppa8e<l.  That  project  was  therefore 
modi  tied  by  putting  the  dam  across  the  south  channel  at  the  head  of  Carr  Island  and 
estimating  for  building  levees  on  the  north  shores  of  Carr  and  Vandruflf  Islands^  and 
for  closing  the  channel  between  those  islands.  These  changes  de^-reased.  the  esti- 
mates^! cost  of  the  dams  about  $12,000. 

It  was  found,  however,  that  the  prices  demanded  by  the  property  owners  along 
that  rout<j  would  largely  increase  your  estimate  of  the  cost  of  right  of  way,  which 
was  $1,250.  Taking  into  account  the  enormous  benefits  the  owners  would  derive 
from  the  construction  of  the  canal  and  the  rebuilding  and  maintaining  their  water- 
powcrs  and  the  small  amount  of  land  required  under  that  project,  that  amount  would 
seem  to  be  a  fair  compcnsati<»n  for  the  land  to  be  taken.  The  line  through  Sears 
Canal  was  followed  partly  because  it  was  supposed  that  the  work  already  done  there 
would  save  some  cost.  This  canal  was  constructed  by  the  Rock  River  Canal  and 
liOck  (Company,  which  held  a  deed  to  part  of  the  land,  for  navigation  purposes  only, 
from  the  Rock  River  Navigation  and  Water  Power  Company.  All  interests  of  the 
latter  company  had  been  sold  under  execution  to  David  Sear's  Sons.  The  canal  had 
long  since  been  abandoned  for  navigation;  a  railroad  embankment  had  been  graded 
across  it  and  the  lock  fallen  into  ruins.  After  the  work  of  surveys  commenced  rep- 
resentatives of  the  defunct  companies  appeared  and  demanded  $22,500  for  the  right 
of  way  through  the  canal.  My  estimate  of  the  cost  of  right  of  way  based  on  the 
stateuients  of  siuh  of  the  owners  as  would  name  any  price  was  $35,926;  but  when 
formal  agreements  came  to  be  signed  four  owners  demanded  a  total  of  $75,449,  or 
more  than  one-seventh  the  total  appropriation,  while  the  owners  of  water- power 
and  mills  along  Sear  Canal  failed  to  sign  any  agreements  at  all.  It  is  evident,  then, 
if  that  route  was  to  be  followed  large  sums  must  be  expended  to  satisfy  the  claims 
of  the  owners,  or  tedious  litigation  gone  through  to  secure  title  to  the  needed  lands. 

The  available  room  to  carry  the  proposed  canal  along  the  line  of  Sear  Canal  is 
very  restricted  and  poorly  adapted  to  the  needs  of  commerce.  In  the  short  space  of 
one-half  mile  it  would  be  necessary  to  construct  a  highway  bridge,  a  railroad  bridge, 
a  combined  highway  and  railroad  bridge,  a  lock,  a  sharp  curve  in  the  canal,  and  to 
provide  for  trausraitting  power  to  the  cotton  factory.  Aside  from  these  facts,  the 
route  on  the  north  side  as  modified  did  not  give  the  people  of  the  locality  any  ship- 
jjiiig  faciliticH  whatever  without  passing  over  private  lands. 

The  result's  of  the  general  survey  of  the  locality  which  had  been  made  showed 
that  a  feiisible  route  existed  along  tJie  south  shore,  although  all  preceding  projects 
had  pro])osed  using  the  north  shore.  This  route  leaves  the  river  at  the  head  of  Carr 
Island  by  a  guard  lock,  aud  down  to  Mill  Creek  the  canal  section  is  entirely  on  the 
main  8hore.  This  sliore  is  a  stable  one,  the  original  meander  stone  of  the  United 
States  Land  Survey  being  still  in  place  on  the  range  line.  From  Mill  Creek  to  upper 
end  of  Big  Island  it  is  proposed  to  carry  the  canal  in  the  river  bed  by  two  parallel 
embankments,  the  branch  of  the  river  flowing  south  of  Big  Island  being  entirely  cut 
olf  from  the  main  stream  and  left  as  a  channel  for  Mill  Creek  and  such  water  ae  may 
be  sent  down  it  by  sluices  built  for  that  purpose.  From  the  head  of  Big  Island  to 
the  mouth  of  Roclk  River  the  canal  is  entirely  on  land  and  presents  no  engineering 
diiliculties.  On  the  contrary  it  presents  great  advantages  in  having  good  material 
for  mortar  and  concrete  in  the  immediate  vicinity  of  the  proposed  locks  aud  in 
taking  the  required  d<q)tli  lo  the  Mississippi  River  in  marked  contrast  to  the  northern 
route,  which  leaves  about  1  mile  over  which  the  required  depth  would  have  to  be 
obtained  by  means  of  wing  dams  and  dredging. 

It  also  ]>rcsents  the  following  quite  important  advantages :  (1)  It  passes  through 
fjirming  lands  which  can  be  obtained  at  reasonable  figures  and  which  have  not  been 
subject  to  wild-cat  speculations  and  the  consequent  clouding  of  titles.  (2)  It  will 
be  bordered  a  large  part  of  its  length  by  a  public  highway,  giving  to  the  publJcampIe 
shipping  facilities.  (3)  It  can  be  constructed  without  placing  the  United  States  in 
a  position  of  being  compelled  to  purchase  decayed  water-powers  or  to  enter  into 
relations  with  the  owners  which  would  prove  expensive  and  unsatisfactory  in  the  end. 

Before  deciding  ui)on  the  southern  route  as  outlined  above  an  effort  was  made  to 
arrive  at  some  understanding  with  land  and  water-power  owners  by  which  the  nec- 
essary lands  could  be  obtained  for  leaving  the  river  at  the  head  of  Big  Island  and 
building  the  dams  ou  substantially  their  present  lines,  except  that  across  South 
Slouch  which  was  to  meet  the  left  bank  above  Mill  Creek.  This  project  would  have 
rebuilt  all  the  water-powers,  much  to  the  benefit  of  the  owners  and  the  locality. 
The  owner  of  the  Mihm  water-power  refused  to  do  anything  but  to  sell  his  intei-esta 
for  .$80,000;  the  owners  of  Yanclruif  Island  made  a  proposition  which  left  entirely 
unsettled  all  damages  to  that  island  from  raising  the  water  level,  and  therefore  conid 
not  be  considered,  and  the  remaining  owners  of  water-power  ignored  the  matter  en- 
tirely. There  was,  then,  nothing  to  do  but  to  follow  the  route  as  outlined  above  and 
leave  the  development  of  the  water-powers  to  the  owners  thereof.    This  project 
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neither  buildR  nor  destoys  water-powers,  l)ut  it  does  make  it  posflible  for  the  powers 
on  the  north  channel  and  on  the  Milan  front  to  be  rebuilt  and  improvod  at  compara- 
tively small  expense. 

My  estimate  of  cost  of  right  of  way  for  the  eoutheru  project  was  $16,326,  and  agree- 
ments since  signed  Dy  11  owners  would  indicate  that  this  estimate  would  not  be 
largely  exceeded.  The  owners  of  4.1  acres  at  the  head  of  Biji;  Island  double<l  their 
price/makinff  it  $O;000,  after  they  learned  the  southern  route  ha<l  been  adopted. 

On  March  7, 1891,  I  submitted  to  you  a  report  on  the  two  routes  an<l  estimates  of 
the  cost  of  the  same.  These  estimates  were  based  upon  the  same  prices  and  were 
intended  to  be  entirely  impartial,  and  to  give  a  fair  comparison  of  the  relative  cost 
of  the  two  projects.  The  estimates  as  submitted  with  that  report  are  herewith,  th<^ 
total  for  the  northern  project  being  $496,574,  and  for  the  soutiiern  project  $411,529, 
showing  a  diflference  in  favor  of  the  southern  project  of  $87,045.  The  southern  proj- 
ect was  recommended  by  yourself  and  by  the  Engiueer  Department  for  adoption, 
and  on  March  25  was  formally  approved  by  the  Secretary  of  War.  The  description 
of  needed  lands  on  both  routes  required  considerable  labor.  For  this  work  a  local 
surveyor,  Mr.  C.  H.  Stoddard,  who  had  lone  been  a  resident  of  the  county  and  was 
familiar  with  the  land  lines,  was  employeiu.  All  courses  and  distances,  however, 
were  checked  by  entirely  independent  measurements.  After  the  descriptions  and 
plats  of  required  lands  were  completed,  agreements  were  prepared  and  submitted  to 
the  property  owners  with  the  request  that  they  state  the  ^rice  asked  for  the  lan<ls 
described.  With  two  exceptions  propositions  were  received  from  owners  on  the 
southern  route,  but  three  ot  those  received  I  consider  named  prices  above  the  mar- 
ket values  of  the  land.  The  larger  part  of  the  riffht  of  way  can  be  obtained  at  prices 
varying  from  $50  to  $100  per  acre,  which  is  about  the  value  of  thelands  for  agricultural 
purposes.  From  the  north  side  but  two  reasonable  propositions  were  received. 
The  owners  of  Van<lruff  Island  demanded  $50,000  for  14.85  acres,  worth  about  $50 
per  acre ;  the  claimants  to  Sears  Canal  demanded  $22,500  for  their  interests  in  that 
boatless  canal;  the  owner  of  Turkey  Island  demanded  $125  per  acre  for  land  worth 
about  $12.50,  while,  as  before  stated,  from  the  principal  o^trners  of  the  lands  and 
water  powers  along  Sears  Canal  no  propositions  whatever  were  received. 

Since  the  approval  of  the  route  by  the  Secretary  of  War  the  canal  section  and  em- 
bankments have  been  staked  out  on  the  ground,  some  minor  changes  in  alignment 
made,  careful  cross  sections  taken,  and  a  second  estimate  of  the  earthwork  made  from 
these  notes  which  did  not  materially  differ  from  the  first  estimate  submitted. 

The  officials  of  the  Rock  Island  and  Peoria  Railway  having  raised  the  question 
that  the  i>artial  closing  of  South  Slough  would  endanger  their  other  two  bridgc^s, 
careful  measurements  of  all  the  bridges  over  Rock  River  in  the  vicinity  were  taken 
and  maps  showing  the  bridges  in  plan  and  elevation  drawn. 

A  systematic  effort  was  also  made  to  determine  the  elevations  of  the  highest 
waters. 

Accompanying  this  report  is  a  map  of  the  locality  on  which  is  shown  the  route  as 
approved.  The  station  numbering  commences  at  the  MissiHsippi  River,  and  the 
terms  right  and  left  are  used  following  the  order  of  station  numbering.  It  is  pro- 
posed to  enter  the  canal  from  the  river  by  means  of  Lock  37  of  12  feet  lift  at  low 
water.  The  lock  woultV  be  entirely  backed  out  at  high  water.  On  the  right  bank 
it  is  proposed  to  raise  the  embankment  to  grade  134  the  whole  length  of  the  canal, 
except  between  the  railway  and  highway,  where  it  will  be  138,  but  part  of  the  dis- 
tance the  natural  elevation  is  such  that  no  embankment  is  necessary.  The  left  em- 
bankment it  is  proposed  to  raise  to  grade  127  as  far  as  Lock  36.  Lock  36  has  a  lift  of 
6  feet,  but  at  high  water  would  be  oacked  out.  The  left  embankment  above  Lock 
36  is  to  be  at  grade  134  as  far  as  Station  146,  between  which  point  and  the  railway  it 
raises  to  grade  138  and  keeps  that  grade  to  the  guard  lock.  In  the  embankments 
and  at  the  guard  lock  it  is  proposed  to  put  the  necessary  sluices  and  weirs  to  regu- 
late the  levels  and  the  flow  of  water  down  the  South  Slough.  The  material  to  be 
excavated  and  the  proposed  levels  are  shown  on  the  profile  of  the  center  line.  The 
cost  of  structures  as  far  as  possible  were  taken  from  your  report  of  June  21, 18SNI. 
The  folloNving  gentlemen  have  assisted  me  in  the  field  and  office  work :  Charles  Fran- 
cis, C.  H.  Stoddard,  F.  S.  Hunter,  R.  B.  Steams,  J.  W.  Woermann,  and  Charles  L. 
Woodbury. 

Very  respectful  I  j-,  your  obedient  servant, 

L.  L.  Wheeler. 
A88wtant  Engineer. 

Capt.  W.  L.  Marshall, 

Corps  of  EngineerSy  U,  S,  A, 

Note. — ^Thc  estimates  of  cost  of  construction,  right  of  way,  etc.,  are  attached  to 
Mr.  Wheeler's  report  of  March  7,  1891,  and  are  therefore  omitted  from  this. 
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JOINT  RKSOLUTION  OP  SENATE  AND  HOUSE  OV  REPRESENTATIVES  OF  THE  STATE  OP 
ILLINOIS,  GIVING  ASSENT  TO  THE  UNITED  STATES  TO  ACQUIRE  TITLE  BY  PURCHASK 
OR  CONDEMNATION  TO  ALL  LANDS  NECESSARY  FOR  THE  CONSTRUCTION  AND  MAIX- 
TENANCE  OF  THE  ILLINOIS  AND  MISSISSIPPI  CANAL. 

ILLINOI9  AND  MISSISSIPPI  CANAL. 

Be  it  resolved  by  the  senate  and  house  of  representatives  of  the  State  of  Ulinais,  That 
the  assent  of  the  general  assembly  of  the  State  of  Illinois  be,  and  the  same  is  hereby, 
given  to  the  United  States  to  acquire  title  to,  by  purchase  or  condemnation  proceed- 
ings in  accordance  with  the  laws  of  the  United  States  and  of  this  State,  and  to  hold, 
occupy,  and  possess  all  lands  necessary  for  the  construction  and  maintenance  of  the 
lUinoiB  and  Mississippi  Canal  and  the  feeder  thereto,  as  provided  for  by  act  of  Con- 
gress entitled  ''An  act  making  appropriations  for  the  construction,  repair,  and  pres- 
ervation of  certain  public  works  on  rivers  and  harbors,  and  for  other  purposes,^  ap- 
proved September  19, 1890 ;  juuI  the  State  of  Illinois  hereby  cedes  to  the  United  States 
jurisdiction  over  any  and  all  lands  so  acquired. 

Clayton  E.  Crafts, 
Sjpcakcr  of  the  House  of  Representative*. 
Lyman  B.  Ray, 

President  of  the  Senate. 

Introduced  in  the  Senate. 

L.  F.  Watson, 

Secretary. 

United  States  of  America, 

State  of  Illinois,  88: 

Office  of  Secretary. 
I,  Isaac  N.  Pearson,  secretary  of  state  of  the  State  of  Illinois,  do  hereby  certi  fy 
that  the  foregoing  is  a  true  copy  of  senate  joint  resolution  concerning  the  Illinois 
and  Michigan  Canal,  hied  in  this  office  April  30, 1891,  the  original  of  which  is  nowou 
file  in  this  office. 

In  witness  whereof  I  hereto  set  my  hand  and  affix  the  great  seal  of  State  at  the 
city  of  Springfield  this  30th  day  of  April,  A.  D.  1891. 

I.  N.  Pearson, 
Secretary  of  State. 


M  M7. 

PRELIMINARY  EXAMINATION  OF  ILLINOIS  RIVER,  ILLINOIS,  FROM  LA 
SALLE  TO  THE  MISSISSIPPI  RIVER,  WITH  A  VIEW  TO  ASCERTAINING 
LANDS  SUBJECT  TO  OVERFLOW  BY  THE  CONSTRUCTION  OF  WATER- 
WAY BETWEEN  LAKE  MICHIGAN  AND  THE  MISSISSIPPI  RIVER. 

United  States  Engineer  Office, 

Chicago^  IlLy  January  15^  1891. 
General:  I  have  to  respectfully  report  concemiDg  the  item  con- 
tained in  the  "act  making  appropriations  for  the  construction,  repair, 
and  preservation  of  certiiin  public  works  on  rivers  and  haibors,  and  for 
otlier  purposes,"  approved  September  19, 1890,  relating  to  a  survey  of 
the  Lower  Illinois  liiver,  as  follows : 

1LUN018. 

Illiuois  River  from  La  Salle  to  the  Mississippi  River,  as  recommended  by  Oapt.  W. 
L.  Marshall,  Corps  of  Enjrineors,  in  his  report  dated  March  ten,  eighteen  hnndred 
and  ninety,  with  a  view  to  ascertaining  what  lands  wonld  be  subject  to  overflow  by 
the  construction  of  a  navigable  water  way  between  Lake  Michigan  aiid  the  MiB6iA> 
sippi  River,  but  not  more  than  twenty-five  tboiisand  dollars  of  the  money  appropri- 
ated for  surveys  shall  be  allotted  to  this  river. 
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I  have  to  say  that  as  &r  as  any  "  navigable  water  way ''  recommended 
by  this  office  is  concerned,  which  work  is  now  in  progress  and  nearly 
completed  on  the  Lower  Illinois  Eiver,  that  there  will  be  practically 
little  or  no  lands  overflowed  or  flooded,  and  that  it  is  thought  that  the 
surveys  already  made  are  sufficient. 

I  have  further  to  report  that  it  is  thought  that  this  item  is  based  upon  * 
the  following  paragraphs  of  the  report  upon  the  "  survey  of  a  water  way 
jBrom  Lake  Michigan  to  the  Illinois  River  at  La  Salle,''  published  as 
House  Ex.  Doc.  No.  264,  Fifty-first  Congress,  first  session,  relating  to  a 
constant  discharge  from  Lake  Michigan  into  the  Illinois  Eiver  for  sew- 
age disposal  purposes,  of  from  300,(MK)  to  600,000  cubic  feet  per  minute, 
on  page  33  of  that  document: 

lliis  artificial  discharge  is  not  necessary  for  navigation  anywhere  along  the  line, 
and  can  not  be  said  to  ftene/St  navigation  anywhere  to  such  an  extent  as  to  justify  the 
United  States  Qovernmeni  assuming  responsibility  for  flowage  damage  caused  by 
it.     *     *     * 

At  any  little  summer  freshet,  producing  a  discharge  exceeding  8,000  cubic  feet  per 
second,  at  La  Salle,  damage  by  overflow  would  begin  at  that  point,  the  artificial  dis- 
charge being  10,000  cubic  feet  per  second,  and  with  greater  natural  discharge  become 
more  and  more  widespread  as  we  progress  downstream  at  times  when  such  overflow 

would  not  otherwise  occur. 

«  «  «  «  •  .      •  • 

From  100,000  to  3QP,000  acres  of  lands  in  the  lUinois  Valley  will  be  subject  to  such 
conditions. 

That  feature,  therefore,  in  the  Chicago  drainage  and  water-way  laws  that  requires 
a  constant  dischar<fc  of  from  300,000  to  600,000  cubic  feet  per  minute  seems,  in  view  of 
past  experience,  decidedly  objectionable,  if  the  water  is  to  be  introduced  through 
any  canal  either  owned  or  used  by  the  United  States  for  public  purposes,  if  by  such 
ownership  or  use  the  United  States  can  be  made  responsible  for  damages  due  to  such 
constant  discharge. 

As  the  State  law  stands,  however,  demanding  a  constant  dificharge  and  nnnecessa- 
rily  great  and  expensive  channels  neither  demanded  by  nor  suitable  for  the  com- 
merce to  be  subserved,  a  compliance  with  its  terms  does  not  seem  advisable  for  the 
United  States. 

In  view  of  these  facts  and  laws  (Chicago  drainage  laws)  a  thorough  survey  &om 
Jbliet  to  the  Mississippi  River,  at  least  with  the  detail  shown  on  the  maps  of  the 
present  survey,  t.  e.,  with  accurately  determined  contours  at  every  foot  elevation  of 
surface,  and  with  the  areas  of  land  subject  to  overflow  well  determined,  should  be 
made  by  authority  of  Congress,  before  any  artificial  discharge  whatever  ia  turned 
into  the  Illinois  River,  to  determine  the  effects  of  such  artificial  discharge  and  the 
areaa  of  lands  that  may  be  subject,  under  any  conditions,  to  flowage  -thereby.  Such 
a  survey  would  cost  probably  $250,000,  but  ultimately  save  many  times  that  amount 
to  the  organization  held  responsible  for  such  flowagfi  damages,  whether  it  be  the 
Government  of  the  United  States  or  the  city  of  Chicago. 

As  the  survey  recommended  by  me  covers  a  length  of  the  Illinois 
River  of  some  290  miles  of  bottom  lands,  denst^ly  timbered  over  a  major 
part  of  it,  and  including  some  500  square  miles  or  more  of  area  of 
swamps,  lagoons,  timbered,  and  cultivated  lands,  the  amount  appropri- 
ated ($25,000)  is  utterly  insufficient  to  secure  the  information  required 
and  can  not  be  expended  to  good  purpose  if  confined  to  the  survey  of 
the  character  recommended  by  me  in  said  report,  ancf  spread  out  over 
that  area. 

The  Illinois  River  is  worthy  of  improvement,  and  its  improvement  is 
now  in  progress.  The  survey  as  recommended  by  me  should  also  be 
made  as  a  protection  for  the  United  States  against  claims  for  damages 
for  overflow  by  watx^r  turned  into  United  States  channels  and  over 
United  States  dams  proposed  by  the  Chicago  sanitary  district,  but  the 
amount  appropriated  is  not  more  than  one-tenth  of  tlie  amount  required 
to  make  such  survey. 

There  is  certain  work,  however,  that  may  be  done  with  the  amount 
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appropriated  that  could  form  part  of  a  complete  sxirvey  as  recommended, 
and  at  the  same  time  be  of  advantage  to  the  improvement  of  the  Illi- 
nois Eiver  as  now  being  executed  by  the  United  States  Government, 
viz: 

(1)  A  line  of  precise  levels  from  Grafton,  near  the  mouth  of  the  Illi- 
nois Biver,  connecting  there  with  the  work  of  the  Mississippi  Biver 
Commission  to  Lake  Michigan,  via  the  Illinois  Biver  Valley  and  the 
Chicago  Divide,  with  numerous  permanent  bench  marks  in  the  Illinois 
Biver  Valley  as  iwints  of  departure  for  the  detailed  contoured  maps 
recommended. 

(2)  Any  excess  of  funds  over  and  above  what  is  necessary  for  this 
line  of  precise  levels  to  be  applied  in  making  a  hydrographic  survey  of 
the  United  States  pnools  created  by  the  dams  at  La  Grange  and  (when 
completed)  KampsvUle,  HI.,  to  ascertain  the  amount  of  dredging  re- 
quired to  complete  the  present  project  of  improvement. 

A  further  appropriation  of  $225,000  to  complete  the  survey  recom- 
mended by  me  will  be  necessary. 
Very  respectfully, 

W.  L.  Marshall, 
Captaifij  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 
(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[First  indorsement.] 

U.  S.  Engineer  Office, 

JDetroity  January  20, 1891. 
Eespectfully  forwarded. 

I  concur  in  the  views  of  Captain  Marshall,  and  recommend  that  he  be 
authorized  to  apply  the  appropriation  in  the  manner  proposed  by  him. 

O.  M.  Poe. 
Colonel,  Corps  of  Engineers,  Bvt  Brig.  Oen.,  U.  8,  A., 

Division  Engineer,  Northwest  Division. 


SURVEY  OF  ILLINOIS  RIVER.  ILLINOIS,  FROM  LA  SALLE  TO  THE  MIS- 
SISSIPPI  RIVER,  WITH  A  vIeW  TO  ASCERTAINING  LANDS  SUBJECT  TO 
OVERFLOW  BY  THE  CONSTRUCTION  OF  WATER-WAY  BETWEEN  LAKE 
MICHIGAN  AND  THE  MISSISSIPPI  RIVER. 

[Beoeived  with  letter  of  Capt.  W.  L.  Marshall,  Corps  of  Engineers,  dated  July  10, 1891,  page  2595.] 

This  work  was  directed  by  the  river  and  harbor  act  of  September  19, 
1890,  in  the  following  terms: 

Sec.  17.  That  the  Secretary  of  War  Is  hereby  directed,  at  hie  discrofion,  to  cause 
examinations  or  surveys,  or  both,  to  be  made  and  the  estimated  cost  of  improve- 
ment to  be  estimated  at  the  following  location,  to  wit : 


"ILLINOIS. 

•  •••••• 

"Illinois  River,  from  La  Salle  to  the  Mississippi  River,  as  recommended  by  Cap- 
tain W.  L.  MarshaU,  Corps  of  Engineers,  in  his  report  dated.  March  ten, 
eighteen  hundred  and  ninety,  with  a  view  to  ascertaining  what  lands  would  bo 
subject  to  overflow  by  the  construction  of  a  navigable  water  way  between  Lake 
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Michigan  and  the  Mississippi  Riyei,  but  not  more  than  twenty-five  thousand  dol- 
lars of  the  money  appropriated  for  surreys  shall  be  allowed  to  this  river/' 

The  recommendation  contained  in  the  report  cited  was  as  follows: 

In  view  of  these  facts  and  laws  (Chics^o  drainage  and  water  way  laws)  a  thorough 
survey  from  JoUet  to  the  Mississippi  River,  at  least  with  the  detail  shown  on  tne 
maps  of  the  present  survey,  i.  e,,  with  accurately  determined  contours  at  every  foot 
elevation  of  surface  and  with  the  areas  of  lands  subject  to  overflow  weU  determined, 
should  be  made  by  authority  of  Congress  before  any  artificial  discharge  whatever  is 
turned  into  the  Illinois  River  to  determine  the  6fiV<*>t  of  such  artificial  discharge 
and  the  areas  of  lands  that  mav  be  subject  under  any  conditions  to  flowage  thereby. 
Such  a  survey  would  cost  probably  $feO,000,  but  ultimately  save  many  times  that 
amount  to  the  organization  held  responsible  for  such  flowage  damages^  whether  it 
be  the  Government  of  the  United  States  or  the  city  of  Chicago. 

As  the  estimated  cost  of  this  survey  is  $250,000,  and  the  act  limits 
the  expenditure  to  one-tenth  of  this  amount  for  the  contoured  survey 
of  from  500  to  750  square  miles  of  territory,  densely  timbered,  swampy, 
covered  with  lagoons,  and  in  many  places  nearly  impenetrable,  it  can 
at  once  be  seen  that  the  object  of  the  survey  can  not  be  met  to  any  ex- 
tent by  this  small  sum. 

As  far  as  any  project  by  United  States  officers  for  a  water  way  via 
the  Illinois  Eiver  is  concenied  the  damages  by  flowage  are  already 
known  to  be  insignificant  and  that  no  further  surveys  to  determine 
them  are  needed. 

For  such  a  water  way  as  contemplated  under  State  laws  ten  times 
the  amount  appropriated,  at  least,  is  necessary  for  results  of  value  in 
suits  for  damages. 

The  amount  allotted  can  be  expended  to  advantage  in  carrying  a  line 
of  precise  levels  from  the  Mississippi  Eiver  to  the  Great  Lakes,  con- 
necting with  the  levels  of  the  Mississippi  Eiver  Commission,  to  serve  as 
a  basis  for  the  survey  indicated,  also  in  making  an  hydrographic  survey 
of  the  pools  of  the  Illinois  Eiver  to  ascertain  the  amount  of  dredging 
required  to  complete  the  existing  project  of  improvement  and  to  form 
part  of  the  more  extended  survey. 

Before  making  such  uses  of  tMs  frind  it  is  judged  advisable  to  frirther 
submit  the  matter  to  Congress  in  order  that  such  use  may  be  author- 
ized or  proper  funds  be  allotted.for  the  survey  of  the  alluvial  lands  of 
the  Illinois  Eiver  Valley  subject  to  overflow,  or  an  indication  that  an- 
nual appropriations  will  be  made  for  the  continuance  and  completion  of 
such  a  survey  as  recommended. 


M  M  8. 

establishment  of  hakbob  lines  in  chicago  habbor,  illinois. 

United  States  Engineer  Office, 

Chicago^  III,  September  17 j  1690. 

General:  The  Board  of  Engineers  constituted  by  Special  Orders 
No.  61.  dated  War  Department,  Corps  of  Engineers,  U.  S.  A.,  Washing- 
ton, u.  C,  September  11, 1890,  resi)ectfully  submit  the  following  re- 
port: 

The  Board  met  as  directed,  at  the  United  States  engineer  office, 
Chicago,  m.,  where,  after  the  order  convening  the  Board  and  the  in- 
structions of  the  Department  were  read,  the  maps  and  records  of  the 
harbor  were  consulted  and  the  reports  of  the  Boards  of  Engineers  cou- 
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vened  heretofore  in  1871  and  in  1882  upon  the  same  or  similar  subject, 
M^ere  examined. 

Later  a  public  meeting,  which  had  been  previously  advertised  in  the 
Chicago  daily  papers,  was  held  at  the  Director's  rooms  of  the  World's 
Columbian  Exposition  to  hear  statements  from  all  persons  who  desired 
to  be  heard  upon  the  subject  before  the  Board  at  this  -meeting  and  a 
subsequent  one  held  next  day.  All  parties  interested  in  the  establish- 
ment of  dock  and  harbor  lines  and  in  the  use  of  the  submerged  lands 
within  the  harbor  inclosure  who  desired  were  heard  or  presented 
written  documents. 

The  instructions  under  which  the  Board  acted  are  as  follows: 

It  is  directed  that  the  Board  of  Engineers  constitnted  by  Special  Orders  No.  61, 
Hesbdqnartei'S,  Corps  of  Engineers,  September  11,  1890,  to  consider  and  report  upon 
the  subject  of  harbor  lines  (pier  and  bulkhead)  at  Chicago,  111.^  shaU  hold  such 
public  meetings  as  may  be  necessary  and  afford  a  reasonable  hearing  to  aU  inter- 
ested parties  who  desire  to  present  their  views  upon  the  subject  under  consider- 
ation. 

It  is  also  directed  that  the  Board  submit  for  consideration  of  the  Secretary  of  War 
its  recommendations  as  to  the  location  of  pier  and  bulkhead  lines  to  be  established 
under  the  provisions  of  section  12  of  the  river  and  harbor  act  of  August  11, 1888. 

The  Board  interpret  their  instructions  as  limiting  their  duties  to  the 
recommendation  for  the  establishment,  by  the  Secretary  of  War,  of  har- 
bor lines  under  the  aet  of  August  11,  1888,  for  the  protection  and  pres- 
ervation of  the  outer  harbor  at  Chicago,  "beyond  which  no  piers  or 
wharves  shall  be  extended  or  deposits  made,  except  under  such  regu- 
lations as  may  be  prescribed  from  time  to  time  by  him,"  and  that  it  is 
not  to  consider  questions  relating  to  any  proposed  uses  of  any  of  the 
now  submerged  lands  lying  between  the  dock  or  harbor  line  so  recom- 
mended for  establishment  and  the  present  shore  line. 

The  construction  of  this  harbor  basin  was  commenced  in  1871  and 
was  practically  completed,  except  dredging,  by  1881.  In  1871  a  Board 
of  Engineers,  composed  oi  Lieut.  Col.  I.  C.  Woodruflf,  Mjy.  G.  K.  War- 
ren, and  Maj.  D.  C.  Houston,  Corps  of  Engineers,  recommended  the 
establishment  of  a  dock  line,  which  recommendation  was  approved  by 
the  Secretary  of  War  October  4, 1871,  as  follows: 

The  Board  is  of  the  opinion  that  an  open  space  of  not  less  than  1^200  feet  west  o^ 
the  breakwater  north  of  the  north  line  of  Randolph  street  and  2,000  feet  west  of 
the  breakwater  south  of  that  line  is  sufficient  for  the  purpose  of  a  roadstead,  and 
would  recommend  that  a  line  commencing  at  a  point  on  the  south  side  of  the  United 
States  south  pier  and  1,200  feet  west  of  the  west  line  of  the  breakwater,  and  run- 
ning due  south  till  it  intersects  the  prolongation  of  the  north  line  of  Randolph, 
street,  thence  due  west  800  feet,  thence  due  south  till  it  intersects  an  east  and  west 
line  through  the  south  end  of  tne  breakwater  as  at  present  designed,  be  established 
as  the  harbor  line,  beyond  which  no  wharves  or  other  structures  shaU  extend. 

.This  harbor  line  as  established  in  1871  and  adhered  to  since  that 
date  terminated  southward  opposite  the  present  end  of  the  easterl7 
breakwater,  just  north  of  the  present  east  entrance  to  this  outer  harbor 
basin,  at  which  point  the  harbor  as  then  designed  terminated.  Since  that 
date  the  easterly  breakwater  has  been  further  extended  and  the  harbor, 
instead  of  having  its  southerly  limit  between  Van  Buren  and  Congress 
streets  of  the  city  of  Chicago,  extends  as  far  south  a-s  to  between  Twelffli 
and  Thirteenth  streets  of  the  city. 

There  have  been  no  reasons  presented  to  the  Board  for  any  change 
in  the  position  of  the  harbor  line  as  far  as  it  has  been  established,  nor 
for  a  change  of  direction  of  this  line  southward  from  Van  Buren  street. 
The  reasons  given  by  the  Board  of  Engineers  of  1871  for  th^  location  of 
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the  harbor  line  as  far  as  Van  Bureu  street  still  hold  j?ood,  and  are  ni)i>li- 
cable  to  the  extension  of  this  line  sonthwmd  throughout  tlie  limits  of 
the  harbor. 

The  Board  therefore  recommend  the  following  harbor  line  for  adoi)- 
tion: 

Commoncin^  at  a  point  on  the  south  side  of  the  United  States  south,  pier  of  the 
entrance  to  Chicago  River  and  1,200  feet  west  of  the  west  lino  of  the  easterly  break- 
water, outer  basin,  and  running  due  south  till  it  intersect*  the  prolongation  of  the 
north  line  of  Randolph  street ,  thence  due  west  800  feet,  thence  due  south  to  the 
southern  limit  of  the  outer  harbor. 

The  Board  was  directed  to  hear  statements  from  all  i)artie8  interested 
in  the  subject  before  it,  and  under  the  invitation  issued  by  the  Board 
a  number  of  verbal  statements  and  written  documents  relating  to  the 
proposed  use  for  World's  Fair  (1893)  purposes  of  the  submerg^  lands 
lying  between  the  proi)Osed  harbor  (pier  and  bulkhead)  lines  recom- 
mended and  the  present  shore  line  were  presented  to  the  Board,  which 
are  appended  hereto,  with  the  minutes  of  the  proceedings  of  the  Board.* 

Although  these  statements  and  documents  relate  to  a  subject  that 
does  not  seem  to  come  within  the  province  of  the  Board  as  outlined  in 
the  letter  of  instructions,  they  have  arisen  from  the  action  of  the  War 
Department  under  the  recommendations  of  previous  Boards  of  Engi- 
neers in  1871  and  1882,  and  the  Board  considers  that  it  may  not  be  im- 
proper to  remark  upon  the  matter  also. 

In  1871  the  Board  of  Engineers,  in  establishing  the  harbor  line  be- 
yond which  no  wharves  or  other  structures  should  be  built,  which  line 
is  now  recommended  to  be  extended  southward  throughout  the  limits 
of  the  outer  basin,  made  a  recommendation  to  the  Secretary  of  War,  as 
follows: 

As  to  the  question  of  ownership  to  the  land  on  the  shore  from  the  north  line  of 
Randolph  to  Madison  street  is  now  in  the  United  States  circuit  court  of  the 
northern  district  of  Illinois,  on  a  complaint  made  by  the  United  States,  to  which 
answer  was  made  by  the  president  of  the  lUiuois  Central  Railroad  Company  in  De- 
cember, 1869,  it  would  seem  proper  that  no  piers  should  be  allowed  to  be  built  there 
until  a  settlement  has  been  made.  Bcsidc^H  the  interests  of  commerce  and  naviga- 
tion, there  are  local  matters  affecting  the  legitimate  use  of  the  basin,  which  should 
be  controlled  by  the  city.  After  all  questions  of  rights  along  the  lake  shore  have 
been  disposed  of,  whoever  may  be  entitled  to  build  piers,  if  such  a  right  exists,  should 
then  be  required  to  submit  his  plans  to  the  Engineer  Department  for  approval ;  until 
that  time  all  parties  should  be  prohibited  from  ilUing  up  any  part  of  the  basin  now 
being  formed  outside  of  the  present  line  of  piling  made  to  protect  the  track  of  the 
Illinois  Central  Kailroad  Company. 

This  recommendation  was  approved  by  the  then  Secretary  of  War, 
Mr,  Belknap,  Oc^tober  4, 1871  (see  Tloi)ortChiefofP]npneers,  1882,  page 
2237),  and  this  prohibition  against  any  construction  between  the  harbor 
line  and  shore  line  south  of  Itandolph  street  and  norfh  of  Park  Row  has 
been  since  adhered  to,  as  shown  herein  below. 

In  1882  the  Illinois  Central  Railroad  ( 'ompany  desired  to  widen  their 
right  of  way  by  building  a  bulkhead  farther  out  than  their  shore  pro- 
tection, and  filling  in  between  it  and  the  then  shore  line  with  earth  or 
other  material,  and  this  matter  was  referred  to  a  board  of  engineers, 
composed  of  Lieut.  Col.  John  G.  Parke,  Lieut.  Col.C.  B.( -omstock,  ana 
Maj.  G.  Weitzel,  Corps  of  Engineers.  The  report  of  this  Board  is  to  be 
found  on  page  2234,  et  seq..  Report  Chief  of  Engineers,  U.  S.  A.,  1882. 

In  commenting  upon  this  report  and  in  acting  upon  the  recommenda- 
tions contained  therein  the  then  Secretary  of  War,  Mr.  Lincoln,  uses 

*  Not  printed. 

« 
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the  following  language  (Report  Chief  of  Engineers,  1882,  pages  2231- 
2232): 

A  further  report  •  •  *  ,  with  all  the  previous  papers,  was  •  •  •  submitted 
to  the  Attorney-General  of  the  United  States  •  *  *  .  In  due  time  the  Attorney- 
General  returned  the  papers  to  the  Secretary  of  War,  inclosing  a  communication 
from  the  United  States  attorney  for  the  northern  district  of  Illinois,  who  was  of  the 
opinion  that  the  title  to  the  soil  under  the  waters  of  Lake  Michigan,  up  to  the  line 
of  the  shore,  has,  since  the  admission  of  the  State  of  Illinois  into  the  Union,  been  in 
said  State,  and  so  remains  unless  a  valid  grant  of  the  same  can  be  shown  «  *  *  . 
The  Attorney -General,  in  transmitting  the  opinion  of  the  United  States  district  attor- 
ney, adviaedthe  Secretary  of  War  that — 

''The  question  whether  the  ownership  of  the  soil  is  in  the  company  or  elsewhere 
(the  United  States  asserting  no  title  thereto)  appeal's  to  me  to  be  unimportant  in  so 
far  as  the  General  Government  is  concerned,  and  that  the  only  inquiry  which  need 
be  entertained  by  your  Department  is  whether  the  construction  of  the  'dock  line' 
[Illinois  Central  Railroad]  will  obstruct,  encroach  upon,  or  interfere  with  the  har- 
bor improvement,  and  thus  injuriously  ajffect  its  usefulness  in  the  interests  of  navi- 
gation." 

It  is  considered  that  it  will  be  premature  for  this  Department  to  approve  any  plan 
for  the  construction  or  beginning  the  construction  of  wharves  in  the  harbor  of  Chi- 
cago until  the  title  to  the  submerged  land  upon  which  they  must  be  built  shall  b« 
judiciaU^  settled.  The  plan  proposed  in  the  report  of  the  Board  of  Engineers  being, 
m  fact,  a  plan  for  ttie  beginning  of  such  wharves  upon  conditions  not  within  the 
power  of  the  War  Department  to  impose,  and  the  title  of  the  land  being  still  in  dis- 
pute, is  therefore  disapproved,  and  the  prohibition  now  resting  against  the  exten- 
sion of  the  present  railroad  breakwater  will  be  continued. 

The  suit  to  determine  the  ownership  of  the  submerged  land,  and  of 
the  riparian  rights  of  accretion,  dockage,  and  wharfage,  is  stiU  unde- 
cided. The  United  States  is  not  one  of  the  claimants  to  these  rights 
south  of  the  old  Fort  Dearborn  addition  (Madison  street),  but  these 
rights  are  claimed  by — 

(1)  The  State  of  Dlinois; 

(2)  The  city  of  Chicago;  and 

(3)  The  Illinois  Central  Eailroad  Company. 

Prior  to  1888  there  was  no  general  law  relating  to  harbors  under 
which  the  relative  rights  of  the  States,  and  of  corporations  and  indi- 
viduals claiming  under  the  States  or  General  Government,  to  the  use  of 
submerged  lands  by  filling  them  up,  and  to  riparian  rights  of  accretion, 
dockage,  and  wharfage,  and  of  the  rights  of  the  public  generally,  or  the 
United  States  collectively,  to  the  unobstructed  and  free  navigation  of 
the  navigable  waters  of  the  United  States,  could  be  limited  or  defined, 
but  in  the  river  and  harbor  act  of  1888  is  contained  the  following  pro- 
vision, under  which  the  Board  of  Engineers  is  assembled. 

Sec.  12.  Where  it  is  made  manifest  to  the  Secretary  of  War  that  the  establishment 
of  harbor  Hues  is  essentinl  to  the  preservation  and  protection  of  harbors,  he  may, 
and  is  hfrel)y  authorized  to  cause  such  lines  to  be  established,  beyond  which  iio 
piers  and  whars-es  shall  be  extended  or  dcjwsits  made,  except  under  such  regulations 
as  may  be  prescribed  from  time  to  time  by  him. 

Whatever  opinions  and  consequent  actions  may  have  heretofore  been 
had  as  to  the  authority  of  the  General  Government,  through  its  Execu- 
tive DepartmeJitH,  in  limiting  riparian  rights,  or  in  directing  and  condi- 
tioning the  application  of  these  rights,  the  Board  consider  that  by  the 
establiHlimeiit  under  the  act  of  August  11,  1888,  of  a  dock  or  harbor 
lino  ''  beyond  which  no  piers  or  wharves  shall  be  buUt  or  deposits 
madcj"  the  Secretary  of  War  limits  not  only  the  riparian  rights  of  in- 
dividuals to  wharfage  or  dockage,  and  the  rights  of  the  State  to  fill  in 
or  authorize  the  filling  in  of  submerged  lands,  but  limits,  also,  the  rights 
of  the  public  generally,  or  of  the  General  Government,  to  the  unob- 
structed rights  of  navigation,  the  limit  being  at  this  harbor  line. 
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Under  this  view  of  tlie  law  the  Board  consider  that  they  can  recom- 
mend neither  the  approval  nor  the  disapproval  of  any  constructions 
under  State,  corporate,  or  individual  authority  between  the  established 
dock  line  and  the  shores  of  the  lake  within  the  harbor  are?-.  The  Board 
is,  however,  of  the  opinion  that  any  uses  of  this  area  by  filling  or  other 
than  by  wharves  and  docks,  as  originally  contemplated  and  still  de- 
sirable, will  duninish  the  i)ossible  value  of  the  harbor  for  commercial 
purposes.  It  is  ftirther  of  the  opinion  that  such  contemplated  uses  of 
the  submerged  lauds  within  the  dock  and  shore  lines  will  not  affect 
practically  the  prospective  use  of  this  harbor,  or  the  future  falfillment 
of  the  ue<*essities  of  navigation  at  this  port. 

O.  M.  POE, 

GoUmel  of  Engineers. 
Chas.  E.  L.  B.  Davis, 

Major  of  Engineers. 
W.  L.  Mabshall, 

Captain  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  17*.  8.  A. 

[First  indorsement.] 

Office  Chief  of  Enghneebs, 

U.  S.  Army, 
September  19, 1890. 
Eespectfully  submitted  to  the  Secretary  of  War. 
It  having  been  made  manifest  to  the  Secretary  of  War  that  the  estab- 
lishment of  harbor  liues  is  essential  to  the  preservation  and  protection 
of  the  harbor  at  Chicago,  HI.,  a  Board  of  Engineers  was  constituted  by 
Special  Orders  from  Headquarters,  Corps  of  Engineers,  to  consider  and 
report  ni)on  the  subject,  and  the  Board  recommends  for  approval  of  the 
Secretary  of  War  the  harbor  and  dock  lines  described  in  the  within 
report  and  delineated  upon  the  accompanying  chart. 

It  is  recommended  that  the  line  selected  be  approved  and  that  the 
Secretary  place  his  approval  both  ux>on  the  report  and  the  drawing* 
submitted. 

H.  M.  Adams, 
Major,  Corps  of  Engineers^  in  charge. 

Wab  Department, 

September  22, 1890. 
Approved. 

L.  A.  Grant, 
Acting  Secretary  of  War. 


letter  of  the  chief  of  engineers. 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  D.  C,  September  20,  1890. 
Sir:  I  have  the  honor  to  submit  herewith  the  rejmrt,  dated  Septem- 
ber 17, 1890^  of  the  Board  of  Engineers  constituted  by  Special  Orders 
No.  61,  Headquarters,  Corps  of  Engineers,  September  11, 1890,  to  con- 

*0mitted[ 


Digiti 


zed  by  Google 


2G66      REPORT   OF  THE   CHIEF   OF  ENGINEERS,  U.  S.  ARMY. 

fiider  and  report  upon  the  subject  of  harbor  lines  (pier  and  bulkhead) 
at  Chicago,  HI. 

The  action  of  this  Board  has  been  had  under  the  proyisions  of  the 
act  of  August  11, 1888,  authorizing  the  Secretary  of  War  to  establish  a 
harbor  line  beyond  which  no  deposits  shall  be  made.  Up  to  the  pas- 
sage of  this  act  there  was  no  statute  authorizing  the  Secretary  of  War 
to  fix  such  lines  in  our  harbors,  but  several  prior  acts  of  the  Secretaij 
of  War  approving  suggested  lines  had  been  respected  in  part  by  riparian 
owners.  Such  was  the  ca^e  in  Chicago,  two  Boards  of  Engineers,  of 
1871  and  1882,  having  suggested  lines  covering  portions  of  the  harbor, 
which  lines  were  approvcnl  by  Secretaries  Belknap  and  Lincoln.  The 
line  suggested  in  this  report  is  substantially  the  line  recommended  by 
the  Boards  of  1871  and  1882  and  heretofore  approved,  and  in  my  judg- 
mcDt  is  correctly  located.  As  to  the  use  the  riparian  owners  may  make 
of  the  space  inside  the  harbor  line,  the  United  States  would  not  seem  to 
have  control  unless  such  use  would  evidently  obstruct  or  damage  the 
general  navigation  of  the  port.  I  would,  therefore^,  recommend  that  tte 
liarbor  line  as  recommended  by  the  Board  of  Engineers  of  September 
11,  1890,  be  approved  by  the  Secretary  of  War. 
Very  resi)ectfidly,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
Btig.  Oen.j  Chief  of  JEfigineert, 

Hon.  Kedfieli)  Pbootor, 

Secretary  of  War. 
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Aberdeen,  Wasb.,  bridging  Chehalis  River 


Acta  of  Fifty-first  Congress,  second  session, 
affecting  Corps  of  Engineers 


Agate  Bav  Harbor,  Minn.,  improTenieut  of. 

Annapee  Harbor,  Wis.,  improvement  of — 

Alabama  River,  Ala.,  im]>rovement  of 

Alabama  River,  Ala.,  up  to  Wotumpka,  ex- 
amination of 

Albemarle  Sound,  If.  C,  and  Norfolk  Har- 
bor, Va.,  water  way  between,  improve- 
ment of 


Alexandria^  La.,  bridsing  Red  River  near. . 
AUegbeny    Bridge   Company,   bridge   of. 


across  Alleglioiiy  River,  Pa 
AUegben};  River,Pa.,  at  Sixth  street,  Pitts- 


burg, bridging 

AUegueny  River.  Pa.,  dam  at  Herr  Island, 
construction  of 

Allegheny  River,  Pa.,  improvement  of 

Alloues  Bay,  at  Superior,  Wis.,  examina- 
tion of 

AUoway  Creek,  N.  J.,  improvement  of 

Alsea  Bay,  Oregon,  examination  of 

Alsea  River,  Oregon,  examination  of 

AltamiJia  lUver,  6a.,  improvement  of. 


Alton,  111., bridging  Mississippi  River  at. . 
Alviso  Creek,  (^1.,  examination  of 


Alviso  Harbor,  Cal.,  examination  of 

Amesbury,  Mass.,  bridge  across    Powow 

River  at , 

Amite  River,  La.,  improvement  of 

Anaoostia  River.    {Ses  Eastern  Branch  of 

Potomac  River.) 
Annie  J.  Russell  (schooner),  removal  of 

wreck  of 

Apalacbicola  Bay,  Fla.,  improvement  of 

Apalac:hicola  River,  Fla.,  improvement  of . . 
Appomattox  River,  Va.,  improvement  of. . . 
ninuimink  River,  Del.,  improvement 


Appoqn 


im- 


Approacbes  to  Norfolk  Harbor,  Va., 
provement  of 

Aqueduct,  Washington,  maintenance  and 
repair  of 

Aquia  Creek,  Va.,  improvement  of 

Aransas  Bay,  Tex.,  examination  for  removal 
of  Half-Moon  Reef 

Arkansas  River,  Ark.,  at  Dardanelle,  bridg- 
ing   

Arkansas  River,  Ark.,  Ind.  T.,  and  Kans., 
improvement  of 

Arkansas  River,  Ark.,  Ind.  T.,  and  £ans., 
removing  obstmctions  in 

Arthur  Kill,  K.  Y.  and  K.  J.,  improvement 


of.. 


Arthur,  Lake,  La.,  course  of  Mermonton 
River  through,  examination  and  sur%'oy  of . 

Ashland  Harbor,  Wis.,  improvement  oi 

Ashley  River,  S.  C,  bridge  obstructing 

Ashley  River,  S.  C,  improvement  of 

Ashtaonla  Harbor,  Ohio,  improvement  of . . 

Astoria  Harbor,  Oregon,  establishment  of 
harbor  lines  in 

Astoria,  Oregcm,  and  Woods  Landing,  Co- 
lumbia River  between,  examination  for 
■nagging 
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ABtoriB,  Oregon,  wreck  in  Columbia  River 
near,  removal  of 

Atchafalaya  River,  La.,  to  Cottonport, 
Bayou  dea  Glaises  from,  examination  of. . 

Atlantic  City,  thoroughfare  between  Great 
Bay  north  of,  and  Cape  May,  N.  J.,  ex- 
amination of 

Augusta,  6a.,  bridge  obstructing  Savan- 
nah River  below 

Augusta,  Me.,  and  Water\'ille,  Me.,  Ken- 
nebec River  between,  examination  and 
survey  of '. 

Au  Sabie  Harbor,  Mich.,  improvement  of. . . 


Back  Cove,  Portland,  Me.,  bridge  obstruct- 
ing channel  to 

Back  Cove,  Portland,  Me.,  improvement  of 
channel  in 

B{u;aduee  River,  Me.,  improvement  of 

B^town,  Pa.,  and  Tionesta,  Tionesta  Creek 
between,  examination  of, 

Baltimore  and  Ohio  Southwestern  Railroad 
Company,  bridge  of,  obstructing  Mus- 
kingum River,  Ohio 

Baltimore  Harbor,  Md.,  inanrovement  of 

Bamegat  Bay  and  Great  Eg§  Harbor  Bay, 
N.  J.,  sounn  between,  examination  of 

Bamegat  Inlet.  N.  J.,  removal  of  wreck  in  . . 

Barns  table.Mass .,  bridging  channel  between 
Little  Island  and  mainland  at  Osterville, 
in  town  of 

Barren  River,  Ky.,  operating  and  keeping 
in  repair  lock  and  dam  on 

Bartholomew, Bayou,  La.  and  Ark.,  improve- 
ment of 

Bath,  Me.,  Kennebec  River  at,  establish- 
ment of  harbor  lines  in 

Battalion  of  Engineers 

Batteries,  construction  of 

Bay  Ridge  Channel,  New  York  Harbor, 
^.  T.,  examination  of 

Bay  Ridge  Channel,  New  York  Harbor,  N. 
11".,  improvement  of 

Bay  River,  N.  C,  and  Pamlico  River,  N.  C, 
water  wav  between,  examination  of 

Bayou  Bartliolomew,  La.  and  Ark.,  improve- 
ment of 

Bayou  Black,  La.,  and  Ba^vou  Terrebonne, 
examination  for  connection  between 

Bavon  Black,  La.,  for  connection  between 
OalcasiouLake  and  Sabine  Lake,  examina- 
tion of 

Bayou  Bceuf.  La.,  improvement  of 

Bayou,  Buffalo,  Tex.,  improvement  of 

Bayou  Carlln,  La.,  examination  of 

Bayou  Cast^jr,  La.,  examination  of 

Bayou,  Cedar,  Tex.,  improvement  of 

Bayou  Clievreuil,  La.,  examination  of 

Bayou  Cocodrie,  St  Landry  Parish,  La.,  ex- 
amination of 

Bayou  Courtableau,  La.,  improvement  of 

Bayou,  Cypre^a,  and  lakes  between  Jeffer- 
son, Tex.,  and  Shreveport,  La.,  survey  of . 

Bayou  D'Arbonne,  La.,  improvement  ot 

Bayou  des  Glaises,  La.,  from  Atchafalaya 
liiver  to  Cottonport,  eximiination  of 

Bayou,  Double,  Chambers  County,  Tex., 
mouth  of,  examination  of 

Bayou  La  Fourche,  La.,  improvement  of 

Bayou,  La  Grange,  Fla.,  improvement  of. 

Bayou  Ma9on,  La.,  improvement  of 

Bayou  Manchac,  La.,  improvement  of 

Bayou  Plaquemine,  La.,  bridge  obstructing. . 

Bayou  Plaquemine,  La.,  improvement  of . . . 

Bayou  Plaquemine,  La.,  securing  mouth  of, 
from  furtlier  caving 

Bayou  Rondewav,  La,,  improvement  of , 

Bayou,  Steele,  l^iss.,  improvement  of 

Bayou  Tecbe,  La.,  between  St.  Martinsville 
and  Port  Barre,  examination  of 

Bayou  Icohe,  La.,  improvement  of 
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Bayou  Terrebonne,  La.,  anil  Bayou  Black, 
examination  for  connection  between 

Bayou  Terrebonne,  I-*.,  between  Houmaand 
"thibodeaux,  examination  of 

Bayou  Terrebonne,  La.,  improvement  of 

Bayou  Tigre,  La.,  examination  of 

BayouVermillion,  bay  and  passes,  La.,  exam- 
ination of 

Bayou  Vidal,  La.,  improvement  of 

Bayou,  "Wnsbington,  Miss.,  improvement  of. 

Beaufort  Harlior,  X.  C,  improvement  of 

Beaufort,  N.  C,  andXew  Berne,  N.  C,  water 
way  between,  improvement  of 

Beaufort,  N.  C,  and  Now  River.  X.  C,  water 
way  between,  improvement  of 

Beaufort  River,  S.  C.,  improvement  of 

Beaver  River,  Fa.,  movable  dam  in  Ohio 
River  near  mouth  of,  construction  of 

Bee  Tree  Shoals,  Ala.,  foot  of,  and  Chatta- 
nooga, Tenn.,  Tennessee  River  between, 
improvement  of 

Bee  Tree  Shoals,  Ala.,  Tennessee  River  bo- 
low,  improvement  of 

Belfast  Harbor,  ilo.,  improvement  of 

IMlamy  River,  X.  II.,  improvement  of 

Ben  Hur  (tender),  removal  of  wr»'ck  of 

Beivjamin  Gartsido  (schooner),  removal  of 
wreck  of 

Berwick  Bay,  La.,  to  G  ulf  of  Mexico,  cxaniina- 
tion  of  . .  r 

Bickmor<J,  S.  S.  (schooner),  removal  of  wreck 
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Big  Barren  River,  Ky.,  above  Bowling  Green, 
examination  of 

Big  Barren  River.  Ky.,  Green  River  above 
mouth  of,  examination  of 

Big  Black  River.  Miss.,  improvement  ot 

Big  Blackfoot  River,  Mont.,  mouth  of,  and 
intemationRl  boundary  line,  Clark  Fork  of 
Columbia  River  between,  examination  of.. 

Big  llatchee  River,  Tenn.,  imnrovenient  of. . 

Big  Sandy  River,  Levisa  Fork  of,  Ky.,  im- 
provemen  t  of 

Big  Sandy  River,  Russel  Fork  of,  Ky.,  ex- 
amination of .* 

Big  Sandv  River,  Tug  Fork  of,  01  and  95^ 
miles  above  Catlettsburg,  Ky.,  bridging. . . 

Big  Sandy  River,  Tug  Fork  of,  W.  Vk  and 
Ky.,  improvement  of 

Big 'Sandy  River,  W.  Va.  and  Ky.,  improve- 
ment ot  

Big  Sioux  River,  mouth  of,  and  north  lino 
of  South  Dakota,  Missouri  River  between, 
examination  and  survey  of 

Big  Stone  Lake,  Minn.  andS.  Dak.,  examina- 
tion and  survey  of 

Big  Sunflower  River,  Miss.,  improvement  of. 

Bills  authorizing  construction  of  bridges, 
examination  ot 

Biloxi  Harbor,  Miss.,  improvement  of 

Black,  Bayou,  La.,  and  Bayou  Terrebonne, 
examination  for  connection  between 

Black,  Bayou,  La.,  for  connection  l>etween 
Calcasieu  Lake  and  Sabine  Lake,  examina- 
tion of 

Black  Lake  Harbor,  Mich.,  ioiprovement  of. 

Black  River,  Ark.  and  Mo.,  improvement  of. 

Black  River,  Ark.  and  Mo.,  obstruction  of, 
by  logs,  and  injury  to  dam  on 

Black  River  Harbor,  Ohio,  improvement  of. . 

Black  River,  La.,  iiui>rovcmeut  of 

Black  River,  Mich.,  at  Port  Huron,  improve-  i 
ment  of 

Black  River,  Mich.,  mouth  of,  improvement  ■ 

<^ :. 

Black  River,  Mo.,  improvement  of 

Black  River,  X.  C,  improvement  of 

Black  River,  S.  C,  below  Kingstree,  exami-  i 

nat ion  of I 

Black  River,  TVash.,  examination  of 

Black  Rock  Harbor,  Conn.,  improvement  of. . 
Black  Warrior  River,  Ala.,  between  Tiisca-  j 

looBA  and  Daniels  Creek,  improvement  of . ! 
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Blook  Island,  T^.  I.,  harbor  of  refuse  at 

Bine  Hill  Harbor,  Mo.«  examination  of 

Blnff  Cre<«k,  Miss.,  improvement  of 

Board  of  Engineers,  Tne 

Boards: 

On  examination  for  deep-wat«r  harbor 
on  Pacific  coast  l>otween Points  Duma 

and  Capistrano,  Cal 

On  examination  for  harbor  of  refugo 

near  moutli  of  Delaware  Bay 

On  examination  for  Hhin  canal  to  cimnert 

Lakes   Union,  Wa^nington,  and  Sa- 

mamish  with  Puget  Sound.  Wasli  — 

On  improvement  of  Hndsoii  River,  N.  Y . 

On  improvement  of  Sacramento   and 

Feather  rivers,  Cal 

On  investigation  of  mining-d6bris  ques- 
tion in  California 

On  reexamination  of  Port  Or  ford  Harbor, 

Oregon 

On  survey  for  improvement  of  Wihuing- 

ton  Harlwr,  Del 

On  valuation  of  channel  (.^instrticted  bj' 
Buffalo  Bayou  Ship  Channel  Company 

in  ( valvestbn  Bay,  Tox 

B<Buf,  Bayou,  La.,  improvement  of 

BcQuf  River,  La.,  improvement  of 

Bogue  Chitto,  La.,  improvement  of 

Bogue  Falia,  La.,  improvement  of 

Bogue  Sound,  N.  C,  improvement  of 

Boquet  River,  N.  Y.,  below  WilLsboro,  exam- 
ination of 

Boston  Harbor,  Mass.,  construction  of  case- 
mates at 

Boston  Harbor,  Mass.,  defense  of 

Boston  Harbor,  Mass.,  establishment  of  har- 
bor lines  In 

Boston  Harbor,  Mass.,  improvement  of 

Bowling   (ireen,  Ky.,    Big  Barren   River 

above,  examination  of 

Brazos  River,  Tex.,  below  Waco,  examina- 
tion of 

Brazos  Santiago  Harbor,  Tex.,  improvement 
of. 
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Breakwaters : 

At  Gordon  Landing,  Lake  Cliamplain,  V  t 

At  mouth  of  Saco  River,  Me 

At  Kew  Haven,  Conn 

At  Rouse  Point,  Lake  Champlain,  N.  Y. 
From  Mount  De«ert  to  Porcupine  Island, 

Me 

Occupancy  of  and  ii\)ury  to,  by  corpo- 
rations or  individuals ; 

Breton  Bay,  Md.,  harbor  at,  improvement  of. 
Bridgeport  Harbor,  Conn.,  improvement  of. . 
Bridges,  examination  of  bills  authorizing 

construction  of .'. 

Bridges  in  Yellowstone  National  Park,  con- 1 

atruction  and  improvement  of 

Bridges  obstructing  navigation 

Bridges  proposed  to  be  built  across  naviga- 
ble waters,  examination  of  plans  and  loca-  i 

tions  of 

Bridging  navigable  waters  of  United  States . ! 
Broad  Creek,  Hd.,  examination  and  survey  | 

of .'. . 

Broad  Creek  River,  Del.,  examination  of | 

Broadkiln  River,  Del.,  improvement  of | 

Bronx  River,  N.  Y.,  examination  and  survey 

of '.. 

Browns  Creek,  Sayville,  N.  Y.,  improvement 

of , 

Bruce  (bark),  removal  of  wreck  of 

Bmnswiokj  Ga.,  outer  bar,  examination  and  ; 

aurvey  or ' 

Brunswick  Harbor,  Ga..  improvement  of. . . 
Buokhannon  River. W.  Va..  improvement  of. ' 
Budd  Inlet,  Olyinpia  Harbor,  Wash.,  from,  i 

examination  and  survey  of ! 

Bnllialo  Bayou  Ship  Channel  (•cnnpany,  xal-  j 
nation  of  channel  constructed  in  (valves-  i 

ton  Bay,  Tex.,  by 1 

Buffalo  Bayou,  Tex.,  improvement  of | 
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Buffhlo  Harbor,  N.  T.,  improvement  of 

Buffalo  Harbor,  N.  Y.,  occupancy  of  north 

pier  at 

Buffalo.  N.  Y.,  abip  channel  in  connecting 

waters  of  the  Great  Lakes  between,  Clu- 

cago  and  Dnlntb,  examination  of. •. 

Builaing  materials,  tests  of 

Buildings,  public,  D.  C,  improvement  and 

care  of 

Burlington  Harbor,  Yt.,  improvement  of 

Buttermilk  Channel,  New  York  Harbor,  N. 

Y.,  exfunination  of 

Buttermilk  Channel,  New  York  Harbor,  N. 

Y.,  improvement  of 

€. 

Cable  City  Bridge  Construction  Company, 
bridge  of,  across  Arkansas  River  at  Darda- 

nelle.  Ark 

Cable  ralleries,  construction  of 

Cache  River,  Ark.,  improvement  of 

Cahaba  River,  Ala.,  improvement  of 

Calcasieu  Lake,  La.,  and  Sabine  Lake,  con- 
nection between,  via  Bayou  Black,  exami- 
nation of 

Calcasieu  River,  La.,  mouth  and  passes  o^ 

improvement  of 

Califomiu,  investigation  of  mining-debris 

q  nestion  in 

Caloosahatchee  River.  Fla.,  improvement  of. 

Calumet  Harbor,  HI.,  improvement  of 

Calumet  River,  111.  andlnd.,  improvement  of. 
Cambridge  Harbor,  Md.,  improvement  of. . . 
Camdeu,  Aik.,  Ouachita  River  above,  im- 
provement of 

Camden  Harbor,  Me.,  improvement  of 

Camden,  N.  J.,  establishment  of  harbor  lines 

at 

Camden,  N.  J.,  harbor  at,  improvement  of. . . 

Camden,   S.  C.  Wateree  River  between, 

and  Falls  of  tlie  Catawba:  and  bend  about 

4  miles  below,  examination  of 

Canals : 

Cascades  Canal,  Columbia  River,  Ore- 
gon, construction  of 

Coosa  River.  Ga.  and  Ala.,  operating 

and  care  of  locks  and  dams,  etc.,  on  . . 

Des  Moines  Rapids  Canal,  operating 

and  care  of 

Fox  River,  Wis.,  operating  and  care  of 

locks  and  dams  on 

Great  Raiiawha  River,  W.Va.,  operating 

and  care  of  locks  and  dams  on 

Green  and  Barren  rivers,  Kv.,  opcratiiij; 
and  keeping  in  repair  locks  and  dams 

on 

Illinois  and  Mississippi  Canal,  construc- 
tion of 

Illinois  River,  III.,  operating  and  care 

of  La  Grange  Lock 

Kentucky  Rivor,  Ry.,  operating   and 
keeping  in  repair  locks  and  dams  on. . 
Louisville  and  Portland  Canal,  Ky.,  op- 
erating and  care  of 

Monongahela  River,  opernting  and  oaro 

of  Locks  and  Dams  Nos.  8  and  0 

Monongahela  River,  purchase  of  Lock 

aud  Dam  No.  7 

Monongahela  River,  purcliase  of  Lock 

and  Dam  No.  6 

Muscle  Shoals  Canal,  Tennessee  River, 

operating  and  care  of 

Muskingum  River.  Ohio,  operating  and 

care  of  locks  and  dams  on 

Portage  Lake,  Micli.,Tvith  Lake  Superior 
and  Keweenaw  Bay  .purchase  of  canals 

connecting  

St.  Clair  FlaU  Canal,  Mich.,  improve- 
ment of 

St.  CMt  Flats  Canal,  Mich.,  operating 

and  care  of 

St.  Marys  Falls  Canal,  Mich.,  operating 
and  care  of 
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Canapitftit  CliRunel.Maes.,  examination  and 

Burvey  of 

Canarsie  Bay,  N.  Y..  improvement  of 

Cane  River,  Laexamination  of 

Caney  Fork  River,  Tenn.,  improvement  of  . . 
Cape  Ann,  Mass.,  harbor  of  refuge  at  Sandy 

Cape  Charles  City  Harbor,  Va.,  and  ap- 
proaches by  Chenton  (Cherristone) Inlet, 
improvement  of 

Cape  Fear,  North  East  RlA'er,  N.  C,  improve- 
ment of 

Cape  Fear  River,  N.  C,  above  Wilmington, 
improvement  of 

Cape  Fear  River,  N.  C,  at  and  below  Wil- 
mingt^m,  improvement  of 

Cape  May  and  Great  Bay  north  of  Atlantic 
City,  N.  J.,  tboroughnre  between,  exam- 
ination of 

Cape  May  City,  N.  J.,  examination  for  break- 
water at 

Capistrano  Point  and  Point  Duma,  Cal., 
cfeep- water  harbor  on  Pacific  coast  between, 
examination  for 

Carlin,  Bayon,  La.,  examination  of 

Carquinez  Strait,  Cal.  (See  Karquines 
Strait.) 

Carthago,  Miss.,  and  Edinbnrg,  Miss.,  Pearl 
River  between,  improvement  of 

CarthagA,  Miss.,  ana  Jackson,  Miss.,  Pearl 
River  between,  improvement  of 

Cascades  Canal,  Columbia  River,  Oregon, 
construction  of 

Casemates,  construction  of 

Castor,  Bayon,  La.,  examination  of 

Catawba,  Falls  of  the,  and  Camden,  Wateree 
River,  S.  C,  between,  examination  of 

Catlettsbarg,  Ky.,  brid|rifig  Tug  Fork  of 
Big  Sandy  River,  91  and  95|  miles  above  :. 

Cedar  Bayon,  Tex.,  improvement  of 

Cedar  Keys,  Fla.,  Boat  or  Number  Four 
Channel  north  and  west  of,  examination  of. 

Cedar  Keys,  Fla.,  harbor  at,  improvement  of. 

Cedar  River  Harbor,  Mich.,  improvement  of. 

Cerulins  (schooner)",  removal  of  wreck  of  . . . 

Champlais,  Lake,  Narrows  of,  N.  Y.  and  Vt., 
improvement  of 

Champlin  Creek,  N.  Y.,  examination  of 

Channel  between  Staten  Island  and  New 
JerseVi  improvement  of 

Channel  in  Back  Cove,  Portland,  Me.,  im- 

^troveraent  of : 
annel  in  connecting  waters  of  the  Great 
Lakes  between  Chicago,  Dulutli,  and  Buf- 
falo, examination  of 

Channel  north  and  west  of  Cedar  Keys,  Fla., 
examination  of 

Charleston  and  South  Side  Bridge  Conipany, 
bridge  of,  across  Great  Kanawha  River, 
W.  Va 

Charleston  Harbor,  S.  C,  construction  of 
casemate  at 

Charleston  Harbor,  S.  C,  improvement  of . . . 

Charleston  Harbor,  S.  C,  removal  of  wreck 
in  South  Channel  across  bar 

Charleston,  W.Va.,  bridging  Great  Kanawha 
River  at 

Charlevoix  Harbor,  Mich.,  improvement  of. 

Cliarlevoix,  Mich.,  bridging  Pine  Lake  near. 

Chatlotte  Harbor,  Fla.,  examination  of 

Charlotte  Harbor,  Fla.,  improvement  of 

Charlotte  Harbor,  N.  Y.,  improvement  of 

Charts  of  northern  and  northwe-stem  lakes, 
printing  and  distribution  of 

Chatham  Harbor.  Ma.s.s.,  improvement  of 

Chattahoochee  River,  Ga.  and  Ala.,  btv 
tween  West  Point  and  Franklin,  exami- 
nation of ' 

Chattahoochee  River,  Ga.  and  Ala.,  improve-  | 
men  t  of 

Chattanooga,  Toun.,  and  foot  of  Bee  Ti-ee 
Shoals,  Ala.,  Tennessee  River  between,   i 
improvement  of ' 
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Chattanooga,  Tenn.,  Tonnessee  River  above, 
improvoment  of 

Chattanooga,  Tenn.,  Ten  ucssee  Hi  ver  below, 
improvement  of * 

Cheat  River/VV.  Va.,  improvement  of 

Cheboygan  Harbor,  Mien.,  improvement  of . 

Chefuncte  WverLLa..  improvement  of 

Chehalia  River,  Wash.,  below  Monteeauo, 
examination  and  survey  of 

Chehalia  River,  Waah.,  between  Aberdeen 
and  Cosmopolls,  bridging 

Chehalis  River,  Wash.,  improvement  of?  — 

Cbenton  Inlet,  Cape  Charles  City  Harbor, 
Va.,  and  approaches  by,  iftiorovement  of. 

Cherrystone  Inlet,  Cape  Charles  City  Har- 
bor, Va.,  and  approaches  by,  improve- 
ment of 

Chesapeake  Bay,  harbor  of  refuge  at  Lynn- 
haven  Bay,  foot  of,  Va.,  examination  and 
survey  for 

Chesapeake  Bay,  removal  of  wreck  in 

Chester  River,  Md.,  from  Crumpton  to 
Jones  Landing,  improvement  of 

Chester  River,  Md.,  removal  of  wreck  in 
Jackson  Creek 

Chevreuil,  Bnyou,  La.,  examination  of 

Chicago  and  ^orth  Michigan  Railroad  Com- 
pany, bridge  of,  across  Pine  Lake,  Mich.. 

Chicago  and  l^orth- Western  Railway  Com- 
pany, bridges  of,  across  Chicago  River,  HI. 

Chicaeo Harbor,  111.,  establishment  of  har- 
bor Tines  in 

Chicago  Harbor,  111.,  improvement  of 

Chicago,  111.,  bridge  of  city  of,  obstructing 
Chicago  River  at  Canal  street 

Chicagorni.,bridginif  North  Branch  of  Clii- 
cago  River  near  Sinzie  street 

Chicago,  111.,  ship  channel  in  connecting 
waters  of  the  Great  Lakes  between,  Du- 
luth,  and  Buffalo,  examination  of 

Cliicago  River,  HI.,  at  Canal  street,  Chi- 
cago, bridge  obstructing 

Chicago  River,  111.,  near  Kinzie  street, 
Cbicago,  brid^iog  Aorth  Branch  of 

Chickahominy  River,  Va..  between  Holly 
Landing  and  Long  Bridge,  examination 
of 

Chickaliominv  River.  Va.,  improvement  of. 

Chickasahay  lliver,  Miss.,  improvement  of. . 

Chief  of  Engineers,  office  of  the 

Chincoteague  Bay,  Va.,  and  D<»lHware  Bay, 
at  or  near  Lewes,  Del.,  water  waj'  b*c- 
tween,  improvement  of 

Chippewa  River,  Wis.,  including  Yellow 
Banks,  improvement  of 

Chippewa  River,  Wis.,  survey  for  n-aervoirs 
at  sources  of 

Chitto,  Bogue,  La.,  impi*oveinent  of 

Choctawhatchee  River,  Fla.  and  Ala.,  im- 
provement of 

Choptank  River,  Md.,  improvement  of 

Christians  Point,  West  Galveston  Bay, 
Tex.,  from,  examination  and  sur\'ey  of . . . 

Clackamas  Rapids,  Oregon,  Wilhmiette 
River  at,  examination  and  survey  of 

Clarendon,  Ark.,  and  Lower  White  River, 
examination  and  survey  of 

Clark  Fork  of  Columbia  River,  Wash., 
Idaho,  and  Mont.,  between  international 
boundary  lino  and  mouth  of  Big  Black- 
foot  River,  examination  of 

Clark  River,  S.  C,  improvement  of 

Clarke,  Lewis  and.  River,  Oregon,  exami- 
nation and  survey  for  snagging 

Clay  County,  Mo.,  bridging  Missouri  River 
at 

Clearwater  River,  Idaho,  about  11  miles 
above  Lewiston,  bridging 

Cleveland  Harbor,  Ohio,  Improvement  of . . . 

Clinch  River,  Tenn.,  improvement  of 

Clinton  and  Illinois  Bridge  Company, 
bridge  of,  across  Mississippi  River  at 
Clinton,  Iowa 
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Clinton  Harbor,  Conn.,  improvement  of 

Clinton.  Iowa,  bars  north  of  Little  Rock 
Islana,  in  MissLBsippi  Biver  near,  exami- 
nation and  survey  for  removal  of 

Clinton,  Iowa,  bridging  Misaissippi  Kiver 
near *. 

Clinton  River,  Mich.,  improvement  of 

Clubfoot  River,  N.  C,  improvement  of 

Coal  Bank  Slough,  Coos  County,  Oregon, 
bridgine 

Coaigok  Bay,  N.  C,  improvement  of  . 


Coaster  Harbor  L<)land,  K- 1.,  cove  and  water 
way  near,  improvement  of 

Cocheco  River,  K.  H.,  improvement  of 

Cooodrie,  Bayou,  St.  Landry  Parish,  La., 
examination  of 

Collins  Crossing,  N.C.,  and  Roberts  Landing, 
N.C.,  White  Oak  River  between,  examina- 
tion of 

Colorado  River,  Artz.,  between  Yuma  and 
Eldorado  Canyon,  examination  of 

Colorado  River,  Tex.,  examination  for  re- 
moval of  raft  at  mouth  of 

Columbia,  Department  of  the,  report  of  act- 
ing engineer  officer  on  operations  in 

Columbia,  La.,  bridging  Ouachita  River  near 

Columbia  River,  Oregon  and  Wash.  ; 

Bndging,  near  Vancouver,  Wash 

Construction  of  canal  at  Cascades,  Ore- 


gon . 


Examination  and  survey  of,  between 
mouth  of  Willamette  River,  Oregon, 

and  VMicouver,  Wash 

Examination  and  sur\'ey  of  Cobinibia 
and  Willamette  rivers  below  Portland, 

Oregon 

Exammatlon  of,  between  Astoria  and 

Woods  Landinc,  Oregon,  for  snagging 

Examination  of  cTiannel  from,  to  head  of 

Youngs  Bay,  Oregon 

Examination  of  Clark  Fork  of,  Wash., 
Idaho,  and  Mont.,  between  interna- 
tional boundary  line  and  mouth  of  Big 

BlackJbot  River 

Gauging 

Improvement  of,  between  head  of  Rock 
Island  Rapids  and  foot  of  Priest  Rapids . 
Improvement  of  Colombia  and  Willa- 
mette rivers  below  Portland,  Oregon.. 

Improvement  of  mouth  of 

Improvement  of  n]^>]>er  Columbia  River. 

Removal  of  wreck  m 

Columbus,  Miss.,  and  Demopolis,  Ala..Tom 

bigbee  River  between,  improvement  of 

Columbus  (tug),  wreck  of 

Commission  on  survey  of  Wilmington  Har- 
bor, Del 

Commission  on  valuation  of  channel  con- 
structed bv  Buffalo  Bayou  Ship  Channel 

Company  m  Galveston  JBay,  Tex , 

Compton  Creek  and  Shoal  Harbor,  K.  J., 

improvement  of 

Conecuh  River,  Ala.,  improvement  of 

Congarce  River,  S.  C,  improvement  of 

Conneaut  Harbor,  Ohio,  examination  and 

survey  of 

Connecticut  River  above  Hartford,  Conn., 

improvement  of 

Connecticut  River  below  Hartford,  Conn., 

examination  of 

Connecticut  River  below  Hartford,  Conn. 

Improvement  of 

Contentnia  Creek,  N.  C,  improvement  of. . . 
Contingencies  of  rivers  and  iiarbors,  ex{un- 

inations,  surveys  and,  estimates  for 

Coos  Bay  and  Harbor,  Oregon,  entrance  to, 

improvement  of 

Coos  Bay,  Oregon,  examination  and  survey 

or  npiier  harbor 

Coos  Bay,  Roselntrg  and  Eastern  Railroad 
and  Navigation  Ct»mi)any,  bridge  of,  across 

Coal  Bank  Slou;;;li,  Oro-jon 

Coos  County,  Oreg.in,  brulgiiig  Coal  Bunk 
Sloug]i 
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Coosa  River  between  Rome,  Ga.,  and  East 
Tennessee,  Virginia  and  Georgia  Raili-oad 
Bridge,  improvement  of 

Coosa  River  between  Wetumpka,  Ala.,  and 
East  Tennessee,  Virginia  and  Georgia 
Railroad  Bridge,  improvement  of. 

Coosa  River,  Ga.  and  Ala.,  improvement  of. 

Coosa  River,  Ga.  and  Ala.,  operating  and 
care  of  canals  and  other  works  of  navi- 
gation on 

C^niUe  Cit;f,  Oregon,  and  Myrtle  Point, 
Coqnille  River  belween,  examination  and 
survey  of 

Coqnille  River,  Oregon,  between  Coqnille 
City  and  Myrtle  ^int,  examination  and 
survey  of 

Coqnille  River,  Oregon,  improvement  of .. . 

Cornwall.  N.  Y .,  Moodna  River  (Murderers 
Creek)  and  fiudson  River  at,  examination 
and  survey  of 

Corps  of  Engineers,  battalion  of 

Corps  of  Engineers,  laws  of  Fifty-flrst  Con- 
gress, second  session,  affecting 

Corps  of  Engineers,  oificers  of 

Corps  of  Engineers,  recommendations  as  to 
examinations  for  promotion  of  oflicers  of. . 

Corps  of  Engineers,  statement  showing 
rank  and  duties  of  oflicers  of 

Corsica  Shoal,  Mich.,  at  lower  end  of  Lake 
Huron,  near  St.  Clair  River,  examination 
of. 


Corvallis,  Oregon,  TVillamette  River  near, 
examination  and  survey  of 

Cob  Cob  or  Miamus  River,  Conn.,  examina- 
tion and  survey  of 

Cosmopolis,  Wash.,  bridging  Chehalis 
River  at 

Cottonport,  La.,  to  Atchafolaya  River, 
Bayou  des  Glaises  (tom,  examination  of. 

Council  Bluffs,  Iowa,  bridgiug  Missouri 
River  at 

Courtablean,  Bayou,  La.,  improvement  of. . 

Conrtland,  Va.,  Kottoway  River  below,  ex- 
amination of 

Cove  near  Coaster  Harbor  Island,  R.  I.,  im- 
provement of 

Covington,  Ga.,  to  Ocmulgee  River,  Yellow 
River  from,  examination  of 

Cowlitz  River.  "Wash.,  improvement  of 

Crane  Creek,  Va.,  examination  of 

Creel  Bay,  Devil  Lake,  N.  Dak.,  examina- 
tion of 

Crooked  River,  Wash.,  examination  of 

Crookston,  Minn.,  Red  River  of  the  North 
and  tributaries  above,  examination  and 
survey  of 

Cross-over  Light  and  Sister  islands,  N.T., 
shoal  in  St.  Lawrence  River  between,  im- 
provement of 

Cmmpton,  Md.,  and  Jones  Landing,  Ches- 
ter River  between,  improvement  of 

Cumberland  River,  Tenn.  and  K3'. : 

Improvement  of 

Improvement  of,  above  mouth  of  Jellico 

C  reek,  Ky 

Improvement  of,  above  Nashville,  Tenn. 
Improvement  of,  below  Nashville.  Tenn . 
Improvement  of  South  Fork  of,  Ky 

Cumberland  Sound,  Ga.  and  fla,,  improve- 
ment of 

Current  River  below  Van  Buren,  Mo.,  exam- 
ination of , . . 

Currituck  Sound,  N.  C,  improvement  of 

Currituck  Sound,  N.  C,  water  way  between 
Norfolk  ^  Harbor,  Va.,  and  Allwrnttrlo 
Sound,  N.  C,  through,  improvement  of 

Curtis  Bay,  PaUpsco  River,  Md.,  from 
Craighill  channel  to  sugar  refinery 
wharves  at,  examination  of 

Cuttyhnnk  and  Neshawana  islands,  Mass., 
Caiiapitsit  Channel,  between,  examina- 
tion and  survey  of 

Cypress  Bayou  and  lakes  between  Jcffer- 
ion,  Tex.,  and  Shreveiwrt,  I^.,  survey  of. 
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Dallas,  Tex.,  Trinity  River  below,  exami- 
nation of 

Dam,  AUej2;beny  River,  I*a.,  at  Herr  Island, 
constrnctlon  of 

Dam,  Ohio  River,  at  Davis  Island,  operat- 
ing and  care  of 

Dam,  Ohio  River,  near  month  of  Boaver 
River,  Pa.,  construction  of 

Dams  and  locks.    (See  Locks  and  Dams.) 

Daniels  Creek  and  Tuscaloosa,  Ala.,  Black 
Warrior  River  between.  Improvement  of. , 

D'Arbonne,  Bnvon,  La.,  improvement  of — 

Dardanelle,  Ai-Ie.,  bridging  Arkansas  River 
at 

Darien  Harbor,  Ga.,  Improvement  of. 

Davids  Island,  K.  Y.,  sea  wall  and  embank- 
ment at 

Davis  Island  Dam,  Oliio  River,  operating 
and  care  of 

Debris,  mining,  question  in  California,  in- 
vestigation of 

Deep  River,  Wash.,  examination  of 

Deep-water  harbor  on  Facitic  coast  between 
Points  Duma  and  Capistrano,  Cal.,  exam- 
ination for 

De  Grasse,  Sylvia  (ship),  removal  of  wreck 
of 

Delaware  Bay : 

Construction  of  iron  pier  near  Lewes, 

Del 

Examination  for  harbor  of  refuge  for 

deep-draft  vessels  near  mouth  of 

Improvement  of  ice-harbor  at  head  of, 

Del 

Improvement  of  water  way  between 
Chincoteague  Bay,  Va.,  and,  at  or 

near  Lewes,  Del 

Removal  of  wrecks  in 

Delaware  Breakwater,  Del.,  harbor  at,  im- 
provement of 

Delaware  River  ut  Philadelphia^  Pa.,  and 
Csmden,  N .  J.,  establishment  of  harbor 
linos  in 

Delaware  River,  Pa.  and  N.  J.,  improve- 
ment of 

Delaware  River,  removal  of  wrecks'from. . . 

Demopolis,  Ala.,  and  Columbus,  Miss.,  Tom- 
bigbee  River  between,  improvement  of.  .- 

Demopolis,  Ala.,  Tombigbee  River  below, 
Improvement  of 

Department  of  tlie  Columbia,  report  of  act- 
ing engineer  officer  on  operations  in 

Department  of  the  Platte,  report  of  acting 
engineer  officer  on  operations  in 

Departments,  military,  estimates  for  sur- 
veys and  reconnaissances  in 

Departments,  military,  reconnaissances  and 
explorations  in  ...". 

Depot,  engineer , 

Des  Allemands,  Lake,  La.,  and  points  near 
Vacherie,  etc.,  bayous  Chevreuil  and  Ti- 
gre  between,  examination  of , 

Des  Chutes  River,  Wash.,  Olympia  Harbor 
to  mouth  of.  examination  and  survey  of . . 

Des  GLiises,  Bayou,  La.,  from  Atchaialaya 
River  to  Cottonport,  exnmination  of 

Des  iloines  Rapids  and  Illinois  River,  Mis- 
sisitippi  River  between,  improvement  of. . 

Des  Moines  Rapids  and  Minneapolis,  Mi8- 
sisRipni  River  between,  improvement  of . . 

Des  Momcs  Rai)ids  canal  and  dry  dock,  op- 
erating and  care  of 

Des  Moines  Rapids,  Mississippi  River,  im- 
provement of 

Detroit  River,  Mich.,  American  channel  of, 
examination  of 

Detroit  River,  Mich.,  improvement  of 

Devil  Lake,  N.  Dak.,  exnminntion  of 

Dickinson,  Frederick  W.,  et  tU.,  bridge  of, 
in  Barnstable,  Mass 

Distribution  of  charts  of  northern  and  north- 
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Part  V.  1  Part  VL 

• 
District  of  Colnrabia,  improvenient  and  care 
of  nnblio  Itnildincra  and  cTOuuds      -     ..... 
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3007 

District  of  Columbui,  WBter  supply  ot —  . . 
Diylsion  onginoers 

3897 

Division  of  tlie  Missouri,  report  of  eugiueer 
otHccr  on  ODcrations  in 

1 

1 

1 
1933 

3943 

Division  of  the  Pacific,  report  of  acting  engi- 
neer officer  on  oncrations  in            ......... 

3947 

Divisions,  £nginecr 

Divisions,  military,  reconnaissances  and  ex- 
plorations in 

3943 

Doboy  and  Sapelo,  Ga.,  inside   route   be- 
tween, examination  and  snrvey  of 

Double  Bayou,  Chambers  County,    Tex., 
mouth  of,  eiatnination  of-  - . - 

Dozier  Bridco,  Va.,  West  Neck  River  to 
and  bovon<i  examination  of    . . . , . . , ,  -  -  r  r , 

2174 

2515 
2488 

2305 

Drum  Inlet,  Is.  C,  examination  of 

Dry  dock  at  St.  Marys  Falls  Canal,  Mich 

Dry  dock,  Des  Moines  Rapids,  operating  and 
care  of 

Dublin,  Ga.,  bridging  Oconee  River  near 

Duck  Creek.  Del.    (See  Smyrna  River.) 
Duck  IsUnd  Harbor,  Conn.,  improroment  of 
Duluth  Harbor,  Minn.,  and  adjacent  waters, 
establishment  of  harbor  lines  in 

Duluth  Harbor,  Minn.,  improvement  of 

Duluth,  Minn.,  ship  channel  in  connectinc 
waters  of  the  Great  Lakes,  between,  Chi- 
cago and  Buffalo,  exiftnination  of 

Duma,  Point,  and  Point  Capistrano,  Cnl., 
deep-water  harbor  on  Pacific  coast  be- 
tween, examination  for    

Duncan   Falls,    Ohio,   bridge  obstructing 
Muskingum  River  at 

Dunkirk  Harbor,  N.  Y.,  improvement  of 

Duties)  of  officers  of  Corps  of  Engineers, 
statement  showing 

Duwamish  River,  "VN  ash.,  examination  of 

Dnwamish    River,    "Wash.,    near   Seattle, 
bridging 

•- 

D'Wamish  River,  Wash.,  examination  of . . . 

D'Wamish    River,    Wash.,    near  Seattle, 

bridrinz 

K. 

Eagle  Harbor,  Mich.,  improvement  of 

East  Chester  Creek,  N.  Y.,  improvement  of . 

East    Omaha,   liebr.,    bridging    Missouri 

River  at - 

East  River,  N.  Y.,  establishment  of  harbor 
lines  in 

East  River,  N.  Y.,  removing  obstructions 
from  .. 

East  Tennessee,  Virginia  and  Georgia  Rail- 
way bridge  and  Rome,  (Ja.,  Coosa  River 
between,  improvement  of 

1 

1 

1743  1 

East  Tennessee,  Virginia  and  Georgia  Rail- 
way bridge  and  Wetumpka,  Ala.,  Coosa 
River  between,  improvement  of 

1748 

East  Tennessee,  Virginia  and  Georgia  Rail- 
way  Company,    bridge   of,    obstructing 
Tennessee  River 

1 

Eastern  Branch  of  Elizabeth  River   and 
Lynn  Haven  Bay,  Va.,  water  way   be- 
tween examination  of 

Eastern  Branch  of  Potomac  River,  D.  C, 
examination  and  survey  of 

Eastern  Branch  of  Potomac  River,  D.  C, 
improvement  of 

■      1 

1 

1240                    1 

Echo  Harbor,  New  Rochelle,   N.   Y.,  im- 
provement of 

i                 1 

Eiigartown.     Mass.,    Marthas    Vineyard, 
inner  harbor  at,  improvement  of 

Eilinburg  and  Cartilage,  Miss.,  Pearl  River 
between,  improvement  of 

1 

17C0 
1480 

18C9 

I 

1 

2974 

Eilisto  River,  o.  C,  inlprovemont  of 

Edwanl  J.  Gay    (steamboat),  removal   of 
wreck  of 

Effingham  County,  Ga.,  bridging  Savannah 
River  In 

Eldorado  Canyon  and  Yuma,  Ariz.,  Colo- 
rado River  between,  examination  of 
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Elizabeth  River,  N.  J.,  improvement  of 

Elizabeth  Iliver,  Va,,  Eastern  Branch  of, 
and  Lynn  Haven  Bay,  Va.,  water  way  be- 
tween" examination  of 

Elizabeth  Biver,  Va.,  Western  Branch  of, 
examination  of 

Elizabethport,  N.  J.,  removal  of  wreck  at . . . 

Elk  River,  Md.,  improvement  of 

Elk  River,  W.  Va.,  examination  for  im- 
provement of,  by  locks  and  dams 

Elk  River,  W.  Va.,  improvement  of 

Elk  River,  AV.  Va.,  obHtnictions  in 

Ellon,  Mary  (schooner),  removal  of  wreck 
of 

En  jpneer  Depot 

Engineer  Divisions 

Engineer  School,  Unit«d  States 

Engineers,  Battalion  of 

Engineers,  Chief  of,  office  of  the 

Engineers,  Corps  of,  laws  of  Fifty-ftrst  Con- 
gress, second  session,  affecting ^ 

Engineers,  Corps  of,  officers  of 

Engineers,  Corps  of,  recommendations  as  to 
examinations  for  promotion  of  officers  of. 

Engineers,  Corpsof,  statemeutshowingnmk 
and  duties  of  officers  of 

Engineers,  Division 

Engineers,  The  Board  of 

Erie  Harbor,  Pa.,  improvement  of 

Erie  Harbor,  Pa.,  Presque  Isle  Peninsula, 
preservation  and  protection  of 

Escambia  River,  Fla.,  improvement  of 

Essex  River,  Mass.,  examination  and  survey 
of.^ 

Evansville,  Ind.,  and  mouth  of  Green  River, 
Ky.,  Ohio  River  between,  examination  of . . 

Examinations  and  surveys 

Examinations  for  promotion  of  officers  of 
Corpsof  Engineers,  recommendations  as  to. 

Examinations,  sur\'eys,  and  contingencils 
of  rivers  and  harbors,  estimates  for 

Explorations 

Explosives,  tests  of 

F. 

Fairlee  Creek,  Md.,  Improvement  of 

Fairport  Harbor,  Ohio,  improvement  of 

Falia,  Bogue,  La.,  improvement  of 

FaUsof  Ohio  River,  Indiana Chut«,  improve- 
ment of 

Falls  of  Ohio  River,  Louisville,  Ky.,  im- 
provement of 

Falls  of  St.  Anthony,  Minn.,  Mississippi 
River  above,  improvement  of 

Farmer,  Ky.,  and  West  Liberty,  Licking 
River  between,  improvement  of 

Feather  River,  Cal.,  Board  on  improvement 
of 

Feather  River,  Cal.,  improvement  of 

Feather  River,  Cal.,  investigation  of  mining- 
debris  question 

Fergus  Falls,  Minn.,  Red  River  of  the  North 
and  tributaries  above,  examination  and 
survey  of 

Femandina,  Fla.,  and  Savannah,  Ga.,  inside 
rout«  between,  examination  and  survey  of. 

Fishing  Creek,  N.  C,  improvement  of 

Fishways  at  Great  Falls,  Potomac  River, 
erection  of 

Five  Mile  River  Harbor,  Conn.,  ijnprove- 
ment  of 

Flint  River,  Ga.,  improvement  of 

Florence,  Ala.,  bridge  obstructing  Tennes- 
see Riverat 

Florida  Central  and  Peninsular  Railroad 
Companv,  bridge  of,  obstructing  Trout 
Creek,  Ila 

Flushing  Bay,  N.  Y.,  improvement  of 

Fond  du  Lac,  Minn.,  and  Grassj  Point,  St. 
Louis  River  botweon,  examination  and 
survey  of 

Forked 'Deei-  River,  Tenn.,  improvement  of  . 
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Forater,  Frederick  P.,  et  al.,  bridge  of,  in 
Bamnlablc,  Maas 

Fort  Benton,  Mont.,  an4  Sioux  City,  Iowa, 
Mtssonri  Ulver  between,  examination  and 
survey  of 

Fort  Marion,  Fla.,  repair  and  preservation 
of 

Fort  Monroe,  Va.,  beach  protection,  water 
aupplv.  and  sewerage  system  at 

Fort  Kiagai-a,  N.  Y.,  protection  of  site  of 

Fortifications 

Fortifications,  estimates  of  appropriations 
forl89-2-'93 

Fortifications,  protection,  preservation,  and 
repair  of 

Fortifications,  sites  for 

Fourche  Kiver,  Ark.,  improvement  of 

Fox  River,  Wis.,  improvement  of 

Fox  River,  Wis.,  operating  and  care  of  locks 
and  dams  on 

Francis  K.  Hallock  (schooner),  removal  of 
wreck  of -• 

Frankfort  Harbor,  Mich.,  improvement  of . . . 

Frankfort,  Ky.,  bridge  obstructing  Ken- 
tucky Riverat 

Franklin,  Ala.,  and  West  Point,  Ga.,  Chat- 
tAlioochee  River  between,  examination  of. . 

French  Broad  River,  Tenn.,  improvement  of . 

Fulton,  Ark..  Red  River  above,  improve- 
ment of 

Fulton  County,  Kv.,  and  Lake  County, 
Tenn.,  Mississippi  River  between,  exam- 
ination of 

Fulton,  Miss.,  and  Vienna,  Ala.,  Tombigbee 
River  between,  improvement  of 

Fulton,  ML<4H.,  and  Walker  Bridge,  Miss., 
Tombigbee  River  between,  improvement  of 

O. 


Galleries,  cable,  construction  of 

Gfdveston  Bay,  Tex.,  ship  channel  in,  im- 
provement of 

Galveston  Bav.  Tex.,  valuation  of  channel 
const ructc<r^r  BufTalo  Bayou  Ship  Chan- 
nel Company  in 

Galveston  Harbor,  Tex.,  entrance  to,  im- 
provement of 

Galveston  (West)  Bay,  Te:.,  from  Christians 
Point,  for  reopening  channel  through 
West  Bav,  examination  and  survey  of 

Gartsidc,  Benjamin  (schooner),  removal  of 
wreck  of 

Gasconade  River,  Mo.,  Improvement  of 

Gauging  Columbia  River,  Oregon  and  Wash. 

Gaua^ng  Mississippi  River  ana  its  princiiml 
triDutaries 

Gauging  Mississippi  River  at  or  near  St. 
Paul,  Minn 

Gauley  River,  W.  Va.,  improvement  of 

Gay,  Edward  J.  (steamboat),  removal  of 
wreck  of 

Gay  Head  Light  removal  of  wreck  near 

Gen.  W.  T.  Snerman  (schooner),  removal  of 
wriHjk  of 

General  Lee  (steamer),  remo>iil  of  wreck  of. 

Georgetown  Harbor.  S.  C.  improvement  of. . 

Gilchrist,  Leo  (elevator),  removal  of  ^Tcckof 

(liaises,  Bavcm  dos,  La..  I'rom  Atcliafalnya 
River  to  Uottonptirt,  examinat  ion  of 

Gloii  Cove  Harbor,  N.  Y.,  improvement  of . . . 

Glonwstor  Harbor,  Mass.,  improvement  of. . 

Goat  Island,  Newport  Harbor,  R.  I.,  exam- 
ination of  s]iit  at  south  end  of 

Golden  Eagle  (Hcliooner),  ri'^moval  of  wreck  of 

Goose  Rapids,  Red  River  of  tlie  North,  Minn, 
iind  N.  l>nk..  examination  for  construction 
of  lock  and  dam 

Gordon  Landing,  Lake  (!hamplain,  Vt., 
breakwater  at 

Goshen  Oeek.  N.  J.,  examination  and  sur- 
vey ol= ] 

Governors  Liland,  N.  T.,  sea  i^alls  at | 
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Oowflnmi  Bay  channel,  New  York  Harbor, 
N.  Y.,  examination  of 

Gowanus  Bsiy,  N.  Y.,  Improvement  of 

(i  rand  Haven  Harbor,  Mich .,  iroprovcraent  of. 

Grand  Lake,  La.,  coarse  of  Mermenton  River 
throuKh,  examination  and  survey  of 

Grand  Marais,  Mich.,  harbor  of  refuge  at, 
improvement  of 

6i*and  Marais,  Minn.,  harbor  at,  improve- 
ment of 

Grand  Rapids,  Mich.,  Grand  River  below, 
examination  and  survey  of 

Grand  River,  Mich.,  below  Grand  Rapids, 
examination  and  survey  of 

Grand  River,  Ohio,  below' Richmond,  exami- 
nation and  Burvev  of 

Grand  Trunk  Railway  Cimjpany.  bridge  of, 
obstructing  channel  to  Back  Cove,  Fort- 
land,  Me 

Grass  River,  N.  Y..  improvement  of 

Graasy  Point,  Miun.,  and  Fond  du  Lac, 
St.  Louia  River  between,  examination  and 
Bun-ey  of 

Grays  Harbor  and  Bar,  Waah.,  examination 
and  survey  of 

Grays  Harlwr,  Wash.,  brid<;ing  Johns  River 
near  conduence  with 

Grays  River,  Waah.,  examination  and  sur- 
vey of 

Great  Bay,  K.  J.,  cxaminatioL  for  harbor  of 
refuge 

Great  Bav,  2f.  J.,  north  of  Atlantic  City  and 
Cape  ^ay,  thoroughfare  between,  exami- 
nation or. ,  

Great  Chazy  River,  N.  Y.,  iniprovement  of. 

Great  Egg  "&arbor  Bay  and  Barnej^at  Bay, 
N.  J.,  sound  between,  examination  of 

Great  FallH,  Mont.,  and  canvon  next  below 
Stubbs  FoiTy,  Missouri  River  between, 
examination  and  survey  of 

Great  Falls,  Mont.,  and  Sioux  City,  Iowa, 
Missouri  River  between,  improvement  of. 

Great  Falls,  Potomac  River,  erection  of  flsh- 
ways  at 

Great  Kanawha  River,  W.Va.,  at  Charleston, 
briilging 

Great  ICabawha  River,  \V.  Va.,  deposit  of 
refuse  in 

Great  Kanawha  River,  "NV.  Va.,  improve- 
ment of «. 

Great  Kanawha  River,  W.  Va.,  operating 
and  care  of  looks  and  dams  on 

Great  Lakes,  printing  and  distribution  of 
charts  of 

Great  Lakes,  ship  channel  in  connecting 
waters  of  the,  between  Chicago,  Duluth, 
and  Buffalo,  exam  ination  of 

Gi^at  Lakes,  survey  of 

Great  Pedeo  River,'S.  C.  improvement  of  . . 

Groat  Sodus  Bay,  N.  Y.,  harbor  at,  improve- 
ment of 

Great  Wicomico  River.  Va.,  examination  of. 

Green  Bay  Harbor,  Wis.,  improvement  of  . . 

Green  Jacket  Shoal,  Providence  River,  R. 
I.,  removal  of 

Green,  Maria  (schooner),  removal  of  wreck 
of 


Green  River,  Ky.,  above  mouth  of  Big  Bar- 
ren River,  examination  of 

Green  River,  Ky.  (below  Lock  Xo.  1),  at 
Spottaville,  bridge  obstructing 

Green  River,  Ky.,  mouth  of,  and  Evans- 
villo,  Ind.,  Ohio  River  between,  examina- 
tion of 

Green  River,  Ky.,  operating  and  keeping 
in  repair  locks"  and  dams  on 

Greenbrier  River,  W.  Va,,  and  Wilson 
Creek,  Va.,  New  River  between  mouths 
of,  improvement  of 

Greenport  Harbor,  N.  Y.,  improvement  of . . 

Greenwich  Bay,  11. 1.,  Improvenunt  of 

Grosse  Pointe  (;]ianuel,  Mich.,  improve- 
ment of 
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Qrounds,  public,  D.  C,  improvement  and 
care  of 

Gunter  Creek  at  Qunteroville,  ALa.,  exami- 
nation of 

Guntersvillo,  Ala.,  Gnnter  Creek  at,  exami- 
nation of- 

Guyandotte  River,  W.  Va.,  improvement  of. 


Habersham  (Bteamer),  removal  of  wreck  of. . 

^ackensack,  N.  J.,  and  Newark  Bay,  Hack- 
ensack  River  between,  examination  and 
survey  of 

Hackensack  River,  X.  J.,  examination  and 
survey  of 

Half-Moon  Reef,  Aransas  Bay,  Tex.,  ex- 
amination for  removal  of 

Hallock,  Francis  £.  (schooner),  removal  of 
^vreckof 

Hamilton,  111.,  slough  in  Mississippi  River 
at,  examination  of 

Hampton  Creek  and  Bar,  Ya.,  improvement 


of. 


Hampton  Roads,  Ya.,  construction  of  case- 
mate at 

Hampton  Foads,  Ya.,  defense  of 

HanolLercUiof  light-ship,  removal  of  wreck 

near 

Harbor  and  river  improvements 

Harbor  lines,  est«blislmient  of 

At  Diiliith,  Minn.,  St.  JmuIs  Bay,  Supe- 
rior Bay,  and  adjacent  waters,  Minn. 

and  Wis 

At  Lubec,  Me 

AtNew  Castle.  Del 

At  San  Pedro,  Wilmington  Harbor,  Cal. 

Jn.  Astoria  Harbor,  Oregon 

In  Boston  Ilarbor,  Mass 

In  Chicago  Harbor,  111 

In  Humboldt  Bay,  Cal 

In  Kennebec  River  at  Bath,  Me 

In  New  York   Harbor  and    a<1Jacent 

waters 

In  port  of  Philadelphia,  Pa 

In  Portage  Lake,  Mich ,. i 

In  St.  Augustine  Harbor,  Fla 

In  San  Francisco  Harbor  and  ocUacent 

waters,  Cal 

Harbor  lines  in  Portage  Lake,  Mich.,  resur- 

vov  and  relocation  of ;. 

Harbors  and  rivers,  examinations,  surveys, 

and  contingencies  of,  estimates  for 

Harbors  of  refuge : 

At  Block  Island,  R.  I 

At  entrance  of  Sturgeon  Bay  Canal,  Wis. 

AtOrand  Marals,  Mich ; 

At  Hyannis,  Mass j 

At  Little  Harbor  N.  H ' 

At  Lyunhavon  Bay,  Ya.,  examination 

and  survey  for 

At  Milwaukee  l^y.  Wis 

At  Nantucket,  Mass 

At  Point  Judith,  R.  I 

A  t  Portage  Lake;  M  ich 

At  Sand  Beach,  Lake  Huron,  Mich 

At  Sandy  Ba^',  Cape  Ann,  Mass 

At  Stonington,  Coni? 

Near  mouth  of  Delaware  Bay,  examina- 
tion for 

Harlem  River.  N.  Y .,  at  155th  street  and  Mc- 
Comb  Dam  Road,  New  York  City,  bridging 

Harlem  River,  N.  Y.,  improvement  of 

Harlowe  River,  N.  C,  improvement  of 

Harmar,  Ohio,  bridge  obstructing  Muskin- 
gum River  at 

Horraseeket  River,  Mo.,  improvement  of . . 
Hartford,  Conn.,  Connecticut  River  above, 

improvement  of 

Hartford,  Conn.,  Connecticut  River  below, 

examination  of 

Hartford,  Conn.,  Connecticut  River  below. 
Improvement  of 
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Bavre  do  Grace,  Md.,  Susquehaima  River 
above  and  below,  improveineut  of 

Havre  de  Grnce,  Md.,  Susquehaima  RiVer 
above,  examination  and  survev  of 

Hay  Lake  Channel,  St.  Marys  River,  Mich., 
improvement  of 

Hell  Gate  and  East  Kiver,  N.  T.,  removing 
obatnictionH  from 

Hen*  Island  Dam,  Allegheny  River,  Pa., 
constrnction  of , 

Hiawassee  Rivor,  Tenn.,  improvement  of. . 

Hiugham  Harbor.  Mnssi,  improvement  of. 

Holland  Harbor,  Mich.,  improvement  of . . . 

Holly  Lauding  and  Lon^  Bridge,  Va.,  Chick- 
ahominy  River  betwi>en,  examination  of . 

Holmes  River,  Fla.,  improvement  of 

Hoimia,  La.,  and  Thiboidcaux.  Bayou  Terro 
Bouno  lietwecn,  examination  of 

Honsatonic  River,  Conn.,  improvement  of . 

Houston,  ('entral  Arkansas  and  Northern 
Railroad  Company,  bridge  of,  across  Little 
River,  La 

Houston,  Ontral  Arkansas  and  Xorthem 
Railroad  Company,  bridge  of,  aci'oas  Oua- 
chita River,  La 

Houston,  Central  Arkansas  and  Northern 
Railittnd  Company,  bridge  of,  across  Red 
River,  La 

Hudson  Harbor,  Wis.,  examination  of 

Hudson  River,  N.  Y.,  atMoodna  River{Mur- 
derers  Creek),  Cornwall,  examination  and 
8m•^'ev  of - 

Hudson  River,  N.  Y.,  at  New  York  City, 
bri  d  ging 

Hudson  Klver,  N.  Y.,  Board  on  improve- 
ment of 

Hudson  River,  N.  Y.,  improvement  of 

Hudson  River,  N.  Y.,  licenses  for  use  of 
piers,  etc.,  in ,. 

Hiunboldt  Bay,  Cal.,  establishment  of  har- 
bor lines  in 

Humboldt  Harbor  and  Bay,  Cal.,  improve- 
ment of 

Hun  tiugton  Bridge,  Idaho,  and  Seven  Devils 
Mining  District,  Upper  Snake  River  be- 
tween, examination  and  survey  of 

Huntington  Harbor,  N.  Y.,  improvement  of. 

Huron  Harbor,  Ohio,  improvement  of 

Huron,  Lake,  Corsica  Shoal,  Mich.,  at  lower 
end  of,  examination  of 

Huron,  Lake,  harbor  of  refuge  at  Sand  Beacli, 

.    Mich 

Hyanuis,  Mass.,  harbor  of  refuge  at 

Hyannis,  Mass.,  removal  of  wreck  in  harbor 
at 


I. 

Ice-harbors : 

At  head  of  Delaware  Bay,  Del 

At  Marcus  Hook,  Pa 

At  mouth  of  Muskingum  River,  Ohio. . . 

At  New  Castle,  Del 

Hlinois  and  Mississippi  Canal,  construction 


of.. 


Illinois  River,  HI. : 

Examination  and  survey  of,  below  La 

SaUe 

Improvemejit  of , 

Improvement  of  Mississippi  River  be- 
tween Des  Moines  Rapids  and 

Improvement  of  Mississippi  Kiver  be- 

twocn  Ohio  River  and 

Openiting  and  care  of  La  Grange  Lock  . 
Increasing  water  supply  of  Washingtim,  D.  C 
Indian  River,  Fla.,  between  Titusville  and 

Jupiter  Inlet,  examination  of 

Indiana  Chute,  Falls  of  Ohio  River,  improve- 
ment of 

Injury  to  and  occupancy  of  nublic  works  by 

corporations  or  individnnls , 

Inspection  of  iniprovonient  of  South  Pass  of 
Mississippi  Rivor 1 
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Inter-StAte  Bridjs^  and  Street  Railway  Com- 
pany, bridge  of.  across  Missouri  itiver  at 
tk>uiicU  Bluffs,  Iowa 

Ipswich  River,  Mass.,  improvement  of 

Isle  Martlie  (ship),  removal  of  wreck  of 

J. 

Jackson  Creek,  Chester  River,  Md.,  removal 
of  wreck  in 

Jackson,  Miss.,  and  Carthage,  Miss.,  Pearl 
Kiver  between,  improvement  of 

Jackson,  Miss.,  Pearl  River  bolow,  im- 
provement of 

Jacksonville  and  Sanfonl,  Fia.,  St.  Johns 
River  between,  examination  of 

Jamaica  Bay  and  Long  Beach  Inlet,  N.  Y., 
water  way  between,   examination  and 

survey  of 

.  James  River,  Va.,  improvement  of 

Jefferson,  Tex.,  and  Shreveport,  La.,  Cy- 
press Bayou  and  the  lakes  between,  sur- 
vey of  

Jekyl  Creek,  Ga.,  improvement  of 

JelUoo  Creek,  Ey.,  Cumberland  River 
above  mouth  of,  improvement  of 

Johns  River.  Wash.,  near  confluence  with 
Grays  Harbor,  bridgiug 

Jones  Landing,  Md.,  and  Crumpton,  Chos 
ter  River  between,  improvement  ol: 

Josiah  AVhitehouae  (schooner),  removal  of 
wreck  of , 

Jupiter  Inlet  and  Titusvillo,  Fla.,  Indian 
River  between,  examination  of 

K. 

Kansas  City,  bridging  Missouri  River  about 
8.6  miles  above 

Kansas  City  Terminal  Railway  Ompany, 
bridge  o^  across  Missouri  River  near 
Quindaro,  Kans 

Kansas  River,  Kans.,  bridging  Missouri 
River  near  mouth  of 

Karqnines  Strait,  Cal.,  modification  of  har- 
bor lines  on  south  shore  of 

Karquines  Strait,  Cal.,  survey  of 

Kaskaskia  Kiver,  lU.,  improvement  of 

Kennebec  River,  Me.,  at  Bath,  establish- 
ment of  harbor  lines  in 

Kennebec  River,  Me.,  from  Watervnlle  to 
Augusta,  examination  and  survey  of 

Kennebec  River,  Mo.,  improvement  of 

Kennebunk  River,  Mo.,  improvoniout  uf 

Kenosha  Harbor,  Wis.,  iinprovenicnt  of 

Kentucky  River,  Ky.,  at  Frankfort,  bridge 
obstructing 

Kentucky  River,  Ky.,  improvement  of 

Kentucky  River,  &y.,  operating  and  keep- 
ing in  repair  locks  and  dams  on 

Kewaunee  Harbor,  Wis.,  improvement  of . . 

Keweenaw  Bay  and  Portage  Lake,  Mich., 
purchase  of  canal  between 

Keweenaw  Point,  Mich.,  purchase  of  canals 
across  

Key  West  Harbor,  Fla.,  northwest  entrance, 
improvement  of 

Keyport  Harbor,  N.  J.,  improvement  of 

Kingston  Harbor,  Mass.,  examination  and 
survey  of 

Kingstree,  S.  C,  Black  River  below,  exam- 
ination of 

Klaskuine  River,  Wash.,  improvement  of . . 

La  Fayette,  Ind.,  and  Terre  Haute,  Wa- 
bash River  between,  examination  of 

La  Fourche,  Bayou,  La.,  improvement  of. . . . 

La  Grange  Bayou.  Fla.,  inmroveniont  of 

La  Grange  Lock,  Illinois  River,  111.,  opera- 
ting aiid  care  of 

ENa  91 2 
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Lake  Arthur,  La.,  conrse  of  Mermenton 
Biver  through,  exnniination  and  sarvey  of. 

Lake  Champmin,  Narrows  of,  N.  Y.  and 
Vt.,  improvement  of 

Lake  County,  Tenn.,  and  Fulton  County, 
Ky.,  MiBaiasippi  Biver  between,  examina- 
tion of 

Lake  dea  Allemands,  La.,  and  pointa  near 
Vacherie,  etc.,  bayous  Chevreuil  and  Tlgre 
between,  examination  of 

Lake  Huron^  Corsica  Shoal,  Mioh.,  at  lower 
end  of,  examination  of 

Lake  Huron,  harbor  of  refuge  at  Sand  Beach, 
Mich :. 

Lake  Monroe,  Fla.,  St.  Johns  Biver  above, 
examination  of 

Lake  Fontchartrain,  La.,  shoals  in,  near 
Bigoleta,  examination  of 

Lake  Samamiah,  Wash.,  ship  canal  to  con- 
nect Fuget  Sound  with,  examination  for. . 

Lake  Superior,  purchase  of  canals  connect- 
ing Fortage  Lake,  Mich.,  with 

Lake  Superior  Ship  Canal  Bailway  and 
Iron  Company  Canal,  purchase  of. 

Lake  Union,  Wash.,  ship  canal  to  connect 
Fuget  Sound  with,  examination  for 

LakeWashington.'NVaah.,  ship  canal  to  con- 
nect Fnget  Sound  with,  examination  for.. 

Lakes,  Great,  ship  channel  in  connecting 
waters  of  the,  between  Chicago,  Dulutl^ 
and  Buffalo,  examination  of 

Lakes,  northern  and  northwestern,  printing 
and  distribution  of  charts  of 

Lakes,  northern  and  northwMtem,  survey 
of. 


Larchmont  Harbor,  N.  Y.,  improvement  of  . 

La  Salle,  111.,  Illinois  Biver  below,  exami- 
nation and  survey  of 

La  Trappe  Biver,  Md.,  examination  and 
survey  of 

Laws  ofFifty-first  Congress,seoond  session, 
affecting  Corps  of  Engineers 

Leaf  Biver,  Miss.,  improvement  of 

Leavenworth  and  Flatte  County  Bridge 
Company,  bridge  of,  across  Missouri 
Biver  at  Leavenworth,  Slans 

Leavenworth,    £ans.,    bridging  Missouri 
•     Biver  at 

Leavenworth,  Kans.,  Missouri  Biver  from 
old  mouth  of  Flatto  Biver,  Little  Foint, 
to  a  polin  opposite,  examination  of 

Lee,  G^eral  (steamer),  removal  of  wreck  of. 

Lee  Slough,  Fla.,  improvement  of 

Leo  Gilchrist  (elevator),  removal  of  wreck  of. 

Levisa  Fork,  Big  Sandy  Biver,  Ely.,  im- 
provement of 

Lewes,  Del.,  construction  of  iron  pier  in 
Delaware  Bay  near .- 

Lewes,  Del.,  Delaware  Bay  at  or  near,  and 
Chincoteague  Bay,  Va.,  water  way  be- 
tween, improvement  of. 

Lewis  and  Clarke  Biver,  Oregon,  examina- 
tibn  and  survey  for  snagging 

Lewiston,  Idaho,  Bridging  Clearwater  Biver 
about  11  miles  above 

Licking  Biver,  Ky.,  between  Fanner  and 
West  Liberty,  improvement  of 

Linchoster  Biver,  Md.,  examination  of 

Little  Egg  Harbor  Bay  and  Inlet,  N.  J., 
examination  for  harbor  of  refuge  at 

Little  Harbor,  N.  H.,  harbor  of  refuge  at . . . 

Little  Island,  Mass.,  bridging  channel  be- 
tween mainland  at  Ostorville  and,  Barn- 
stable, Mass 

Little  Kanawha  Biver,  W.  Ya.,  improve- 
ment of 

Little  Narragansett  Bay,  Watch  Hill  Ck>ve, 
B.  I.,  examination  of 

Little  Pedee  Biver,  S.  C,  improvement  of. . . 

Little  Pigeon  Biver,  Tenn.,  below  Sevier- 
ville,  examination  of 

Little  Platte  Biver,  Mo.,  old  month  of,  to  a 
Mint   opposite    Leavenworth,  Missouri  , 
tUver  from,examinatiou  of , < 
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Little  Point,  Missouri  River  Ax>m  old  m  oiith 
of   Platte  River  at,  to  a  point  opiiosite 

liearenworth,  examination  of 

Xiittle  Red  River,  Ark.,  improvement  of  — 

X.ittle  River,  La.,  bridginj^ 

Ltittle  River.  Mo.  and  Ark.,  improvement  of. 

Xiittle  Rock  Island,  Mississippi  Rive\%  near 

Clinton,  Iowa,  examination  and  i3unrey 

for  removal  of  bars  north  of 

Xiittle  Sodas  Bay,  K.  Y.,  harbor  at,  ii  aprove- 

ment  of , 

Little  Tennessee  River,  near  Nilea  Ferry, 

Tenn.,  bridge  obstructing 

Locks  and  dams : 

Coosa  River,  6a.  and  Ala.,  operating 

and  care  of  locks  and  dams,  etc.,  on  — 

Fox  River,  Wis.,  operating  an:d  care  of 

locks  and  dams  on 

Great  Kanawha   River,  AV.  Va.,  oper- 
ating and  care  of  locks  and  dams  on. 
Green  and  Barren  rivers,  Ky.,  operating 
and  keeping  in  repair  locks  and  dams 

on 

Illinois  River, 111.,  operating  and  care  of 

La  Grange  Lock 

Kentucky  River,  Ky.,  operating   and 

keepine  in  repair  locks  and  dams  on. . 

Monon^nela  River,  operating  and  care 

of  locks  and  dams  >ios.8  and  9 

Mouongahela  River,  purchase  of  Lock 

and  Dam  No.? 

Mononeahela  River,  purchase  of  Lock 

and  Dam  No.8 

Mnskinffum  River,  Ohio,  operating  and 

care  of  locks  and  dams  on 

Lockwood's  Folly  River,  K.  C,  improvement 

of 

Long  Beach  Inlet  and  Jamaica  Bay,  If.  Y., 
water  way  between,  examination  and  sur- 
vey of 

Long  Bridge  and  Holly  Landing,  Va.,  Chick- 
ahominy  River  between,  examination  of. . . 
Lonisvilleand  Nashville  Railroad  Company, 
bridge  of,  obstructing  Kentucky  River, 

Louisville  and  PorUand  Canal,  Ky.,  operat^ 
ing  and  care  of , 

Louteville,  Ky.,  Falls  of  Ohio  River  at,  im- 
provement of , 

Louisville,  St.  Louis  and  Texas  Railroad 
Company,  bridge  of,  obstructing  Green 
River,  Ky 

Lower  Willamette  River,  Oregon,  below  Port- 
land, Improvement  of 

Lubec  Channel,  Me.,  examination  of 

Lubeo  Channel,  Me.,  improvement  of. 

Lubec,Me.,  establishment  of  harbor  lines  at. . 

Ludington  Harbor,  Mich.,  improvement  of . . 

Lnmbbr  River,  N.  C.  and  S.  C,  improvement 
of 

Lynn  Harbor,  Mass.,  improvement  of 

Lj'nn  Haven  Bay  and  eastern  branch  of 
Elizabeth  River,  Va.,  water  way  between, 
examination  of 

Lynn  Haven  Bay,  near  Cape  Henry,  at  foot  of 
Chesapeake  Bay.  Va.,exiuniuatiou  and  sur- 
vej'for  harbor  of  refuge  at 

ML. 

Machodoo  Creek,  Upper,  Va.,  examination 
.     of 

Mackey  Creek,  N.  C,  improvement  of 

Ma^on,  Bayou,  La.,  improvement  of 

Maoon,  Dublin  and  Savannah  liailroad  Com- 
pany, bridge  of,  across Oconeo  River.  Ga. . . 

Maiden  River,  Mass.,  examination  of 

Manasquan  (Squan)  River,  N.  J.,  improvo- 
mont  of 

Manatee  River,  Fl.i.,  improvement  of 

Manchac,  Bayou,  La.,  improvement  of 

Manchester  Harlior,  Mass.,  improvement  of. . 

l^anistee  Harbor,  Mich.,  improvement  of . . 
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Maniatiqiie  Harbor,  Mich.,iinprovemoxitof. 

Manitowoc  Harbor,  Wis.,  Improvement  of. . 

Manokin  River,  Md.,  improvement  of 

Mapa,  estimates  for  pnbucation  of 

Maps,  military  and  other 

Marcus  Hook]  Pa.,  ioe-harbor  at,  iraprove- 
ment  of 

Maria  Green  (schooner),  removal  of  wreck  of. 

Marietta  and  North  Georgia  Rallwav  Com- 
pany, bridge  of,  obstructing  Little  Ten- 
nessee River 

Marietta,  Ohio,  bridge  obstructing  Muskin- 
gum River  at 

Marion,  Port,  Fla.,  rejudr  and  preserva- 
tion of 

Marquette  Harbor,  Mich.,  improvement  of. . 

Marquette  Harbor,  Mich.,  survey  at 

Marinas  Vineyard,  inner  harbor  at  Edgar- 
town,  3ias8.,  improvement  of 

Marthas  Vineyard,  Menemsha  Bight,  Mass., 
examination  and  survey  of 

Mary  Ellen  (schooner),  removal  of  wreck  of. 

M«ry  H.  Rhoades  (schooner),  removal  of 
wreck  of 

Mattaponi  River,  Va.,  improvement  of 

Maitawan  Creek,  N.  J.,  improvement  of . . . . 

Mattituck  Bay,  Suffolk  County,  K.  Y.,  ex- 
amination for  breakwater  at 

Maurice  River,  "N.  J.,  Improvement  of 

Mav,  Cape.    {Sm  Cape  May.)  * 

Mctomb  Dam  Bridge,  New  York,  K.  Y., 
bridge  to  replace 

McKeespori,  Pa.,  bridging  Youghiogheny 
River  at 

McMinnville,  Oregon,  Yamhill  River  below, 
examination  and  survey  of 

Mediator  (steamer),  removal  of  wreck  of 

Memphis  Harbor,  Tenn.,  examination  of 

Menemsha  Bight,  Marthas  Vineydrd,  Mass., 
examination  and  survey  of 

Menomonee  Harbor,  Mich,  and  Wis.,  im- 
provement of 

Menomonee  River,  Mich,  and  Wis.,  im- 
provement of 

Mermenton  River,  La.,  and  tributaries,  ex- 
amination and  survey  of 

Merrimac  River,  Mass.,  improvement  of 

M.  E.  Tremble  (schooner),  removal  of  wreck 
of 


Miamus  River,  Ck>nn.,  examination  and  sur- 
vey of 

Michigan  City  Harbor,  Ind.,  improvement  of. 

Miles  City,  Mont.,  Tongue  River  near,  ex- 
amination of 

Milford  Harbor,  Conn.,  Improvement  of 

Military  departments,  estimates  for  surveys 
and  reconnaissances  in 

Military  divisions  imd  departments,  recon- 
naissances and  explorations  in 

Military  maps 

Milwaukee  Bay,  Wis.,  harbor  of  refuge  at . . 

Milwaukee  Harbor,  Wis.,  improvement  of. . 

Mingo  Creek,  S.  C,  Improvement  of 

Minme-d^bris  question  in  California,  in- 
ves  tigation  of 

Minneapolis,  Minn.,  and  Dee  Moines  Rap- 
ids, Mississippi  River  between,  improve- 
ment of 

Minnesota  Point,  at  Superior,  Wis.,  im- 
provement of 

Minnesota  River,  Minn.,  improvement  of. . . 

Minnewauken  Shoals,  Devil  Lake,  N.  Dak., 
examination  of 

Mispillion  Creek,  Del.,  improvement  of 

Mispillion  River,  Del.,  exiuuination  and  sur- 
vey of 

Mississippi  Canal,  Hlinois  and,  construction 
of. 


Mississippi  River: 

Bridging,  at  Alton,  IH 

JJridging,  at  St.  Paul,  Minn  .  - 
Brid;^iug,  at  Winona,  Minn  . . , 
Bridging,  neor  Clinton,  Xowa. 
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Misslsdppl  Birer— Continued. 

Examination  and  survey  for  removal  of 
bars  north  of  Little  Kocli  Island,  near 
Clinton,  Iowa 

Examination  and  survey  to  determine 
effect  of  iMick  water  at  Clarendon, 
Ark.,  and  Lower  Wliite  Kiver 

Examination  of,  at  Memphis  Harbor, 
Tenn 

Examination  of,  at  Warsaw,  HI 

Examination  of,  from  Li^e  County, 
Tenn.,  to  Fulton  County,  Ky.,  noxxh 
and  west  of  Reelfoot  Lake 

Examination  of  slough  at  Hamilton,  HI . 

Gauging,  and  its  ptincipal  tributaries. . . 

Gauging,  at  or  near  St.  Fanl,  Minn 

Improvement  of,  above  Falls  of  St.  An- 
thony, Minn 

Iinprovement  of,  between  Des  Moines 
Rapids  and  niinoia  River 

Improvement  of,  between  Minneapolis 
and  Des  Moines  Rapids 

Improvement  of,  between  Ohio  and  Hli- 
noia  rivers , 

Improvement  of  Dee  Moines  Rapids 

Imurovement  of,  eto.,  between  Oliio 
River  and  Head  of  the  Passes  (re- 
port of  Mississippi  River  Commis- 
sion)   

Inspection  of  improvement  of  South 
Pass  of 

Operating  snag  boats  and  dredge  boats 
on  Upper 

Removing  snags  and  wrecks  Arom 

Reopening  Willow  Slough,  or  some 
other  channel  from  Quincy  Bay  to 

Reservoirs  at  headwaters  of 

Survey  for  reson'oirs  at  sources  of 

Mississippi  River  Commission,  report  of. . . . 
Missouri,  Division  of  tho,  report  oi  engineer 

officer  on  operations  in 

Missouri  River: 

Bridging,  between  Council  BluA,  Iowa, 
and  East  Omaha,  Nebr. 


Bridging,  between  Leavenworth,  Eims., 
ana  Platte  County,  Mo 

Britlging,  near  mouth  of  Kansas  River, 
between  Wyandotte  County,  Elans., 
and  Clay  Countv,  Mo 


Bridging,  near  Qnindaro,  Eaus.,  about 

8.6  miles  above  Kansas  City 

Examination  and  survey  of,  between 
canyon  next  below  Stuobs  Ferry  and 

Great  Falls,  Mont 

Examination  and  surv^  of,    between 
month  of  Big  Sioux  mrer  and  north 

lineof  SouthDakota 

Examination  and  survey  of,  between 
Sioux  City,  Iowa,  and  Fort  Benton, 

Mont 

Examination  of,  at  Weston,  Mo 

Examination   of,  f^ora   old   mouth   of 
Platte  River,  Little  Point,  to  point 

opposite  Leavenworth,  Kans 

Improvement  of,  between  Gi-eat  Falls, 

Mont.,  and  Sioux  City,  Iowa 

Improvement  of,  etc.  (report  of  Mis- 
souri River  Commission) 

Missouri  River  and  Land  Improvement  and 
Construction  Company,  bridge  of,  across 
Missouri  River  near  moutii  of  Kansas  River 

Missouri  River  Commissibn,  report  of 

Mobile  Harbor,  Ala.,  improvement  of 

Mokelumne  River,  Cal.,  examination  and  I 

survey  of 

Mokelumne  River,  Cal.,  improvement  of 

Monougahola  River,  W.  Va.  and  Pa. : 

Brulgjng,  near  Pittsburg 

Improvement  of 

Operating  and  care  of  Locks  and  Dams 

J?os.8and9 

Purchase  of  Lock  and  Dam  Xo.  7 

Purchase  of  Lock  and  Dam  No.  0 
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MonroA,  Fort,  Va.,  beach  protection,  water 


HonroeJ 


aupplVj^and  aewerage  ayatem  at. 
'     roeHarb     ""'  '     ' 

roe,  Lalu 
examination  of.. 


xbor,  Mich.,  improvement  of 

Monroe,  Lake.  Pia.,  St.  Johns  Biver  above, 


Montesano,  AVaAh.,  Chebalis  lUver  below, 

examination  andeurveyof 

Monnment,  Washington,  Washington,  D.  C, 

maintenance  of 

Moodna  River,  N.  T.,  examination  and  sax- 

vey  of- 

Mooseabec  Bar,  Me.,  improvement  of 

Monnt  Desert  to  Porcapine  Island,  Me., 

breakwater  from 

Mount  Temon,  Va.,  Potomac  Biver  at,  im- 

provementof 

Moyock,ir.C.,North-WeBtBiver  below,  ex- 
amination of. 

Murderers  Creek,  N.  Y.,  examination  and 

survey  of. 

Mnrderkill  Biver, I>el.,examination  and  sur- 
vey of 

Murphy,  JohnH.,  et  al.,  bridge  of,  in  Barn- 
stable, Mass  

Muscle  Shoals  Canal,  Tennessee  Biver,  oper- 
ating and  care  of 

Muskegon  Harbor,  Mich.,  improvement  of. . . 

Muskingum  County,  Ohio,  bridges  of  com- 

missionera  of;   obstructing  Muskingum 

Biver 

Muskingum  Biver,  Ohio: 

Bri(&e  obstructing,  between  Marietta 

ana  Harmar 

Bridge  obstructing,  between  Taylors- 
Anile  and  Duncan  Falls 

Bridge  obstructing  canal  of,  at  foot  of 

Main  street,  Zaneaville 

Ice-harbor  at  month  of 

Improvement  of 

Operating  and  care  of  locks  and  dams  on 

Myrtle  Point,  Oregon,  and  Coqullle  City, 

CoquiUe  Biver  between,  examinAtion  and 

survey  of 

Mystic  Biver,  Conn.,  improvement  of 

Mystic  Biver,  Mass.,  examination  and  sur- 
vey of  


Kandua  Creek,  Va.^xamination  of 

Kansemond  Biver,  Va.,  improvement  of . . . 

Kanticoke  Biver,  Md.,  northwest  fork  of. 
examination  of 

Nantucket,  Mass.,  harbor  of  refuge  at 

Kapa  Biver,  Cal.,  improvement  of 

Narragansett  Bav,K.  I.,  channel  between 
Starve  Goat  Island  and  mainland,  exami- 
nation of. 


Narragausett  Bay,  B.  I.,  construction  o£ 
casemates  for  defense  of. 


Karragansctt  Bay,  B.  I.,  improvement  of . . . 

Karraguagus  Biver,  Me.,  improyemcut  of . 

liarrows  of  Lake  Champlain,  N.  Y.  and  Vt., 
imnrovement  of 

Nasel  Biver,  Wash.,  examination  and  sur- 
vey of  

Ifashville  (nteamer),  wreck  of 

Kashville,  Tenn.,  Cumberland  Biver  above, 
improvement  of 

Kashville,  Tenn.,  Cumberland  Biver  below, 
Improvement  of 

Neches  Biver,  Tex.,  improvement  of 

Nehalem  Bay,  Oregon,  unprovement  of 


Kellie  (barge),  removal  of  wreck  of. 

Kemadji  Kiver,  at  Superior,  Wis.,  examina- 
tion of 

Keshawana  and  Cuttyhunk  islands,  Mass., 
Conapitslt  Channel,  between,  examination 
and  survey  of 

Keuse  Biver.  K.  C,  Improvement  of 

Kew  Bedford  Harbor,  Mass.,  improvement 
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3few  Berne  and  Beatifort,  N.  C,  T?ater  way 
between,  improvement  of 


}few  Bridge  Company,  bridge  of,  obstruct- 
ing Ashley  River,  S.  0 

New  Castle,  Del.,  establishment  of  harbor 
lines  at 

Xew  Castle,  Del.,  ice-harbor  at,  improve- 
ment of 

New  Haven,  Conn.,  breakwater  at 

New  Haven  Harbor,  Conn.,  improvement  of. 

New  London  Harbor,  Conn.,  examination 
of  Shaw  Cove 

New  London  Harbor,  Conn.,  improvement 
of. 


New  Orleans  Harbor,  La.,  removal  of  wreckB 
in 

New  River,  N.  C,  and  Beaufort  Harbor,  N. 

C,  water  way  between,  improyement  of. . 
New  River,  N.  .C,  and  Swansboro,  N.  C, 

water  way  between,  improvement  of 

New  River,  N.  C,  improvement  of 

New  River,  Va.  and  W .  Va.,  improvement  of. 
New  Rocholle  Harbor,  N.  X.,  unprovoment 

of. 


New  Rochelle,  N.  Y.,  £oho  Harbor,  im- 
provement of 

New  York  Central  and  Hudson  River  Rail- 
road Company,  bridge  of,  obstructing 
Spnytcn  DuyVll  Creek,  N.  y .T 

!few  York  Harbor,  N.  Y. : 


New 

Constmotion  of  casemates  at 

Defense  of 

Establishment  of  harbor  lines  in,  and } 

a4Jacent  waters 5 

Examination  of  Bay  Ridge  Channel 

Examination  of  Buttermilk  and  Go- 

wanns  Bay  channels 

Improyement  of 

Improvement  of  Bay  Ridge  Channel 

Improvement  of  Buttemmk  Channel . . . 

Improvement  of  Gowanns  Bay 

Remoyalof  wreck  in 

Supervision  of. 

New  York,  N.  Y.,  bridge  of  commissioners 
of  public  parks  of  city  of,  across  Harlem 
River  at  l&5th  street  and  McComb  Dam 

Road 

New  York,  N.  Y.,  bridging  Hudson  River  at. 

Newark  Bay,  N.  J.,  and  Hiackensack,  N.  J., 

Hackensack  River  between,  examination 

and  survey  of , 

Newark,  N.  J.,  Passaio  River  above,  im- 
provement of , 

Newark,  N.  J.,  Passaio  Rly«r  below,  im- 
provement of  , 

Newburyport  Harbor,  Mass.,  improvement 
of. 


Newport  Creek,  head  of  Wicomico  River, 
Md.,  examination  of 

Newport  Harbor,  R.  I.,  improvement  of ... . 

Newport  Harbor,  R.  I.,  soutn  of  Goat  Island, 
examination  of 

Newport  River.  N.  C,  improvement  of 

Newtown  Creek,  N.  Y.,  establishment  of 
harbor  lines  in •.... 

Newtown  Creek,  N.  Y..  improvomeut  of.  - . . 

Niagara  Falls,  N.  Y.,  Port  Day  above,  ex- 
amination and  surrey  of 

Niagara,  Fort,  N.  Y.,  protection  of  site  of . . 

Niagara  River,  N.  Y.,  improvement  of 

Niles  Ferry,  Tenn.,  bridge  obstructing 
Little  Tennessee  River  near 

Nomini  Creek,  Va.,  improvement  of 

Nooksaok  River,  Wash.,  examination  of . . . . 

Nootsaok  Riyer,  Wash.,*  improvement  of . . . 

Norfolk  and  Western  Railroad  Company, 
bridges  of,  across  Tug  Fork  of  Big  Sandy 
River 

Norfolk  Harbor,  Va.,  and  Albemarle  Sound, 
N.  C,  water  way  between,  improvement  of. 

Norfolk  Harbor,  Va.,  improvement  of 

Norfolk  Hatrbor,  Va.,  improvement  of  ap- 
proaches to 
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Korlh  East  (Capo  Fear)  River,  N.  C,  im- 
provcment  of 

Iforth  East  River.  Md.,  improvement  of  — 

^orth  Laiidiuc  River,  Va.  and  N.  C,  im- 
provement of 

North  River  Bar,  N.  C,  improvement  of — 

North  River  Bridge  Company,  hridge  of, 
acrofls  Hudson  River  at  New  York  City.. 

North  River,  Ma«s.,  at  Sidem,  examination  of . 

North  River,  Masa.,  shoals  at  mouth  of,  ex- 
amination of 

North  River,  Waah.,  examination  and  sur- 
vey of 

North- West  River,  N.  C,  below  Moyock, 
examination  of 

Northern  and  northwoatcm  lakes,  printing 
and  distribution  of  charts  of 

Northern  and  northwestern  lakes,  ship 
channel  in  conn<'cting  waters  of,  between 
Chicau[o,  Duluth,  and  Bufl'alo,  examina- 
tion of 

Northern  and  northwestern  Iake«,  survey  of. 

Nortliern  Pacitlc  and  Pnget  Sonnd  Sliore 
Railroad  Company,  bridge  of,  across  Dn- 
waminh  River,  Wash 

Northwestern  and  northern  lakes,  printing 
and  distribution  of  charts  of 

Northwestern  and  northern  lakes,  ship 
channel  in  connecting  waters  of,  between 
Chicago,  Duluth,  andButt'Rlo,  examination 
of-.... 

Northwestern  and  northern  lakes,  survey  of. 

Norwalk  Harbor,  Conn.,  improvement  of  . . 

Nottoway  River,  Va.,  below  Courtland,  ex- 
amination of 

Noxubee  River,  Miss.,  Improvement  of 

O. 

Oak  Bay  and  Port  Townsend  Bay.  Puget 
Sound",  Wasli.,  examination  for  s^ip  chan- 
nel between 

OaJc  Orcliard  Harbor,  N.  Y.,  improvement  of . 

Oakland  Harbor,  Cal.,  improvement  of 

Obion  River,'  Tenn.,  examination  and  sur- 
vey of 

Occoquan  Creek,  Va.,  improvement  of 

Occupancy  of  and  injury  to  public  works  by 

oorporaiions  or  individuals 

Ocklawaha  River,  Fla.,  improvement  of 

Ocmulgee  River,  Ga.,  improvement  of 

Ocmulgee  River,  Ga.,  to  Covington,  Yellow 

River  from,  examination  of 

Oconee  River,  Ga.,  improvement  of 

Oooneo  River,  Ga.,  near  Dublin,  bridging. . . 

Oconto  Harbor,  Wis.,  improvement  of 

Ocracoke  Inlet.  N.  C,  improvement  of , 

Office  of  the  Chief  of  Engineers 

Officera  of  Corps  of  Enjyrmeers 

Officers  of  Corps  of  Engineers,  recommenda- 
tions as  to  exaniination.s  for  promotion  of. 
Officers  of  Corps  of  Engineers,  statement 

showing  ranlc  :ind  dutios  of 

Ogdennburg  Harl)or,  N.  Y.,  improvement  of. 

Ogeechee  iCiver,  Ga.,  wrecks  in 

Ohio  River: 

Construction    of  movable    dam   near 

mouth  of  Beaver  River,  Pa 

Examination  of,  at  Owensboro,  Ey 

Examination   of,    between    mouth    of 
Green  River,  Ky.,  and  Evansville,  Ind . 

Improvement  of 

Improvement  of  Falls  of,  Louisville,  Ky . 
Improvement  of  Indiana  Chute.  Falls  of. 
Improvement  of  MisAis^ippi  River  be- 
low, etc.  (report  of  Mississippi  River 

Commission) 

Improvement  of  MSssissippi  River  be- 
tween Dlinois  River  and 

Operating  and  care  of  Davis  Island  Dam . 

Operating  snag  boats  on 

Olcott  Harbor,  N.  Y..  impi'ovemont  of 

Olympia  Harbor,  Wash.,  examination  and 
survey  of 
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Omaha,  Ifebr.,  bridging  Hiasonri  Siver  at 
Baat 

Ononcock  Harbor,  Ya.,  improvement  of 

Ontonagon  Harbor,  Mich.,  improvement  of . 

Orc<mn  Railway  Extonaiona  Company, 
briilgo  of,  across  Columbia  River  near 
Vmiconver,  Wash 

Oaage  River,  Mo.,  improvement  of 

08tur\-ille,  Barnstable,  Maaa.,  bridging 
chaimel  between  Little  Island  and  main- 
Limlat 

Oawego  Harbor,  N.  T.,  improvement  of 

Otter  Creek.  Vt.,  improvement  of 

Ouachita  luver  above  Camden,  Ark.,  im- 
provement of 

Ouachita  River,  Ark.  and  La.,  improve- 
ment of 

Ouachita  River,  La.,  near  Columbia,  bridging 

Owensboro  Harbor,  Ky.,  Ohio  River,  exam- 
ination of 

P. 

Pacific  coast,  deep-water  harbor  between 
Points  Dnma  and  Capiatrano,  Cal.,  on, 
examination  for 

Pacific,  Division  of  the,  report  of  acting 
eneineor  officer  on  operations  in 

Padny  Ryan  (scow),  removal  of  wreck  of. . . 

Padilla  Bay,  Wash.,  and  Skagit  Bay,  water 
way  through  Swinomish  S&ugh  connect- 
ing, examination  and  sur\'ey  of 

Pamlico  River,  "S.  C.  and  Bay  River,  K.  C, 
water  way  between,  examination  of 

Pamlico  River,  X.  C,  at  Washington  Har- 
bor,  examination  of 

Parahco  River,  X.  C,  improvement  of 

Pamlico  River,  N.  C,  opposite  Swan  Point, 
removal  of  wreck  in 

Pamunkov  River,  Va.,  improvement  of 

Pascagonla  River,  Miss.,  improvement  of. . 

Pasquotank  River,  N.  C,  improvement  of . 

Passaic  River,  N.  J.,  above  Newark,  im- 
provement of 

Fasaaio  River,  K.  J.,  below  Newark,  im- 
provement of 

Passaic  River,  N.  J.,  improvement  of 

Patansco  River,  Md..  ftrom  Craishill  Chan- 
nelto  sugar  leflnery  wharves,  Curtis  Bay, 
examination  of 


Patapeco  River,  Md.,  improvement  of 

Patcnogue  River,  N.  Y.,  improvement  of... 

Patuxent  River,  Md.,  improvement  of , 

Pawcatnok  River,  R.  I.  and  Conn.,  improve- 
ment of 

Pawtucket  River,  R.  I.,  improvement  of . . . . 

Peace  River,  Fla.    (Sse  Pease  River.) 

Pearl  River,  Misa.,  below  Jackson,  improve- 
ment of 

Pearl  River,  Miss.,  between  Edinborg  and 
Carthage,  improvement  of 

Pearl  River,  Miss.,  between  Jackson  and 
Carthage,  Improvement  of , 

Pease  Creek,  Fla.,  improvement  of. 

Pease  River,  Fla.,  examination  of 

Peconio  River,  Suffolk  County,  Jf.  Y.,  ex- 
amination and  survey  of 

Penobscot  River,  Me.,  examination  and  sur- 
vey of- 

Penobscot  River,  Me.,  improvement  of 

Pensacola  Harbor,  Fla.,  improvement  of . . . . 

Pensankee  Harbor,  Wis.,  improvement  of .. 

Pensanken  Creek,  a.  J.,  examination  of 

Pentwater  Harbor,  Mich.,  improvement  of. . 

Pepperell  Core,  Mo.,  examination  of 

Petaluma  Creek,  Cal.,  improvement  of 

Petit  Jean  River,  Ark.,  improvement  of 

Petoekev  Harbor,  Mich.,  improvement  of . . . 

Philadelphia  Harbor,  Pa.,  oonatmotion  of 
caaematesat , 

Philadelphia  Harbor,  Pa.,  improvement  of. . 

Philadelphia,  Pa.,  establishment  of  harbor 
lines  in  port  of 
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Pier  in  Delaware  Bay,  near  Lewes,  Del., 
conatraction  of 

Piers,  etc..  oocupniic^y  of  and  ixgury  to,  by 
corporations  or  Individuals 

Pine  Lake,  Mich.,  entranco   to,    improve- 
ment of 

Pino  Lake,  Mich.,  near  Charlevoix,  bridging. 

Plscataway  Creek,  Md.,  examination  of.  — 

Piscataway  Creek,  Va.,  examination  of 

Pitteborg,  Pa.,  bridging  AUegbeny  Blvor 
at  Sixth  street 

Pittsburg,  Pa.,  bridging  Monongahola 
River  near 

Plaquemine,  Bayou,  La.,  bridge  obstructing. 

Plaquemine,  Bayou,  La.,  improvement  of  . . 

Plaquemine,  Bayou,  La.,  securing  month 
of;  from  further  oaving 

Platte  County,  Mo.,  bridging  Missouri 
Rirerat..... ...?. 

Platte,  I>epartment  of  the,  report  of  acting 
engineer  officer  on  operations  in 

Plat&  Biver  (Little),  Mo.,  old  mouth  of,  to 
a  point  opposite  Leavenworth,  Kans., 
Missouri  River  from,  examination  of 

Plattsburg  Harbor,  K .  Y.,  improvement  of. 

Plattsburg,  K.  Y.,  inner  bay  near  mouth  of 
Saranao  River  at,  examination  of 

Pleasant  River,  Me.,  improvement  of 

Pleasant  River.  Me.,  removal  of  wrecks  in. . 

Plymouth  Haroor.  Mass.,  improvement  of. . 

Point  Judith,  R.  I.,  harbor  of  refuge  at. 

Points  Duma  md  Capistrano,  Cal.,  deep- 
water  harbor  on  Paciflo  coast  between, 
examination  for 

Pollock  Rip  Shoals,  Mass.,  removal  of  wreck 
at 

Pontchaitrain,  Lake,  La.,  shoals  in,  near 
Rigolets,  examination  of 

Porcupine  Island,  Mo.,  breakwater  &om 
Mount  Desert  to 

Port  Barre,  La.,  and  St.  Martinsville,  Bayou 
Teche  between,  examination  of 

Port  Chester  Harbor,  N.  Y.,  improvement  of. 

Port  Clinton  Harbor.  Ohio,  improvement  of. . 

Port  Costa,  Cal.,  modification  of  harbor  lines 
at 

Port  Day,  If.  Y.,  above  Niagara  Falls,  exam- 
ination and  survey  of 

Port  Huron,  Mich.,  Black  River  at,  improve- 
ment of 

Port  Jefferson  Inlet,  harbor  at,  K.  Y.,  im- 
provement of 

Port  Orford  Harbor,  Oregon,  reexamina- 
tion of 

Port  Royal  and  Augusta  Railway  Company, 
bridge  of,  obstructing  Savannah  River,  Ga 

Port  Townsend  Bay  and  Oak  Bay,  Puget 
Sound,  Wash.,  examination  for  ship  chan- 
nel between 

Port  View  Bridge  Company,  bridge  of;  across 
Youghioghcny  River,  Pa 

Port  Washington  Harbor,  Wis.,  improve- 
ment of 

Portage  Lake  and  River  Improvement  Com- 
pany Canal,  purchase  of 

Portage  Lake,  Mich.,  harbor  of  refuge  at . . . 

Portage  Lake,  Mich.  (Houghton  Clounty), 
establishment  of  harbor  lines  in 

Portage  Lake,  Mich.  (Houghton  County), 
purchase  of  canals  between,  and  Kewee- 
naw Bay  and  Lake  Superior,  Mich 

Portage  Lake,  Mich.  (Houshton  County), 
rosnrvey  and  relocation  of  harbor  line  m. . 

PortagelUver,  Mich.,  purchase  of  water  way 
along 

Portland  Canal,  Louisville  and,  Ky.,  oper- 
ating and  care  of 

Portland  Harbor,  Me.,  construction  of  case- 
mate at 

Portland  Harbor,  Me.,  improvement  of 

Portland  Harbor,  Mo.,  removal  of  wrookfirom 
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Portland,  Me.,  bridge  obstructing  chanDcI 
to  Back  Cove 

Portland,  Me.,  Improvement  of  channel  in 
Back  Cove 

Portland,  Oregon,  Columbia  and  AVilla- 
mette  rivers  below,  examination  and  Bur- 
vey  of 

Portland,  Oregon,  Columbia  and  Willa- 
mette rivers  below,  improvement  of 

Portland,  Oregon,  Willamette  River  above, 
improvement  of 

Portsmouth  Harbor,  X.H..  improvement  of. 

PoBtofWillete  Point,  N.Y 

Potomao  Creek,  Ya.,  examination  of 

Potoraao  River: 

Erection  of  fiab  ways  at  Great  Falla 

Examination   and    sorvey    of,    below 

Waahin^n,  D.  C 

Examination  and  survey   of  Eastern 

Branch  of,  D.C 

Improvement  of,  at  Monnt  Vernon,  Va . . 
Improvement  of,  at  Washington,  D.  C . .  - 
Improvement  of  Eastern  Branch  of,  I).  C. 

Powow  River,  Mass.,  bridge  across 

Powow  River,  Mass.,  improvement  of 

Presque  Isle  Peninsula,  Erie  Harbor,  Pa., 
preservation  and  protection  of 

Priest  Rapids,  Wasn.,  foot  of,  and  head  of 
Rock  Island  Rapids,  Columbia  River  be- 
tween, improvement  of 

Princess  Bay,  Stolen  Island,  N.  Y.,  examin- 
ation of 

Printing  and  distribution  of  charts  of  north- 
em  and  northwestern  lakes 

Promotion  of  officers  of  Corps  of  Engineers, 
recommendations  as  to  examinations  for  . . 

Providence  River,  R.  I.,  improvement  of 

Providence  River,  R.  I.,  vemovol  of  Green 
Jacket  Shoal 

Provincotown  Harbor,  Mass.,  improvement 


Public  buildings  and  groimds,  X>.  C,  im- 
provement and  care  of , 

Public  works,  occupancy  of  and  injury  to, 
by  corporations  or  individuals 

Publication  of  maps,  estimates  for . 


Paget  Sound,  Wasn.,  ship  canal  to  connect 
£akes  Union,  Washington,  and  Samamish 
with,  examination  for 


Pucet  Sound,  Wash.,  shin  channel  between 
Port  TownsendBay  and  Oak  Bay,  examin- 
ation for  

Pnget  Sound,  Wash.,  water  way  through 
Swinomish  Slough  connecting  Saratoga 
Passage  and  Skagit  Bay  with  Padilla  Bay, 
examination  and  survey  of 

Pultneyyille  Harbor,  N.  "i'.,  improvement  of. 

Pungo  River  to  Sladcaville,  N.  C.,  waterway 
ttom,  examination  of , 

Pnyallnp  River,  Wash.,  examination  of 


Qnincy  Bay,  HI.,  reopening  Willow  Slough, 
or  some  other  channel,  fh>m  Mississippi 
River  to 

Quindaro,  EAns.,  bridging  Missouri  River 
near 


Racine  Harbor,  Wis.,  Improvement  of 

Rah  way  Ri^«er,  N.  J.,  improvement  of 

Ranoocas  River,  N.  J.,  improvement  of 

Roncocas  River,  N.  J.,  removal  of  wreck  in. . 

Rank  and  duties  of  officers  of  Corps  of  En- 
gineers, statement  showing 

Rappahannock  River,  Va.,  improvement  of . . 

Ruitan  Bay,  K.  J.,  improvement  of 

Raritan  Bay,  N.  J.,  removal  of  wreck  In 

Baritan  River,  K.  J.,  establishment  of  har- 
bor lines  in 
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Raritan  Riror,  N.  J.,  improvement  of 

ICocounaisBancei} 

liec^nnaissances  in  military  departments, 
estiTiiates  for 

Red  River  above  Folton,  Ark.,  improve- 
ment of 

Red  River,  La.  and  Ark.,  improvement  of  . . . 

Red  River,  La.,  nt  Upper  Falls,  near  Alex- 
andria, bridfcin^ 

Red  River  of  the  North,  Minn,  and  X.  Dak., 
and  tributaries  above  Fergus  Falbi  and 
Crookston,  and  Bi;^  stone  Lake,  examina- 
tion and  survey  of 

Red  River  of  the  Iforth,  Minn,  and  N. 
Dak.,  at  Goose  Rapids,  cxanmiation  for 
constriicti(m  of  lock  and  dam 

Red  River  of  the  North,  Minn,  and  N.  Dak., 
improvement  of 

Re<londo  Beach  Harlwr,  Cal.,  examination  of. 

Redwood  Creek,  Cal.,  examination  of 

Redwood  Creek,  Cal.,  improvement  of 

Redwood  Harbor,  Cal.,  improvement  of 

Rcelfoot  Lake,  Tenn.,  Mississippi  River 
north  and  west  of,  examination  of 

Riwervoirs  at  headwaters  of  Mississippi 
River 

Resen'oirs  at  sources  of  Mississippi.  St. 
Croix,  (.''hippewa,  and  Wisconsin  rivers, 
survey;}  for 

Rlioades,  Mary  H.  (schooner),  removal  of 
■wreck  of 

Richmond,  Ohio,  Grand  River  below,  exam- 
ination and  survey  of 

River  and  harbor  iiiiprovements 

Rivers  and  barbel's,  examinations,  surveys, 
and  cent in^eucies  of,  estimates  for '.... 

Roads  in  Yellowstone  National  Park,  con- 
struction and  improvement  of 

Roanoke  River,  Va.andN.  C,  improvement 
of 

Rr>borts  Landing  and  Collins  Crossing.  N. 
C,  White  Oak  River  between,  examina- 
tion of  

Rock  Hall  Harbor,  Md.,  examination  and 
survev  of 

Rock  Island  Rapids,  Wash.,  liead  of,  and  foot 
of  Priest  Rapids,  Columbia  River  be- 
tween, improvenient  of 

Rockland^arbor,  Me.,  improvement  of 

Rockport  Harbor,  Me.,  improvement  of 

Rome,  Ga.,  and  East  Tennessee,  Virginia 
and  Georg[ia  Railroad  bridge,  Coosa  River 
between,  improvement  of 

Rondo wav.  Bayou.  La.,  iui])rovement  of 

Rondoul  Harbor,  N.  Y..  improvement  of 

Ross  Island,  Oregon,  Willamette  River  at 
examination  and  survey  of 

Rouge  River,  Mich.,  examination  for  turn- 
ing basin  in 

Ro-.ige  River,  Mich.,  Improvement  of 

Rough  River,  Ky.,  improvement  of 

Rouse  Point,  LakeChamplain,  N.  T.,  break- 
water at 

Rnasel  Fork  of  Big  Sandy  River,  Ky.,  exam- 
ination of '. 

Itn.s.iell,  Aunle  J.  (schooner),  removal  of 
wreck  of 

Ryan,  Paddy  (scow),  removal  of  wreck  of.. 

S. 

Sabine  Lake,  La.  and  Tex.,  and  Calcasien 
Lake,  connect  iom  between,  via  Bayou 
Black,  examination  of 

Sabine  Lake,  La.  and  Tex.,  and  Siiddnth 
Bluff,  Sabine  River  between,  examination 
of 

fiablnePaas,  Tex.,  liarbor  at.  improvement  of . 

Sabine  River,  Tex.,  betweAi  Sabine  Lake 
and  Sxidduth  Bluff,  examination  of 

Sabine  River,  Tex.,  improvement  of 

Sacketts  Harbor,  N.  Y .,  harbor  at,  improve- 
ment of 
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Saco  Biver,  Me.,  breakwater  at  mouth  of  . . . 

Saco  River,  Me.,  improvement  of 

Sacramento  River,  Cal.,  Board  on  improve- 
men  t  of 

Sacramento  River,  Cal.,  improvement  of  — 

Sacramento  River,  Cal.,investigation  of  min- 
ingHd6bris  question 

Sacramento  River,  Cal.,  mouth  of,  survey  of 

Sae  Harbor,  Suffolk  County,  N.  Y.,  examlna- 
tiun  and  sun'-ey  for  breakwater  at 

Saginaw  River,  Mich.,  improvomont  of 

Saginaw  River,  Mich.,  iijurv  to  revetment  in 

St  Anthony  Falls,  Minn.,  M,iBslssippi  River 
above,  improvement  of 

St  Augustine  Harbor,  Fla.,  establishment  of 
harbor  lines  in 

St.  Augustine  Harbor,  Fla.,  examination  of 
channel  in 

St  Augustine  Harbor,  Fla.,  improvement  of. 

St  Charles  Bay,  Tex.,  examination  for  re- 
moving obstructions  at  mouth  of 

St.  Clair  Flats  Canal,  Mich.,  improvement  of. 

St  Clair  Flats  Canal,  Mich.,  iivfury  to  pier  at. 

St  Clair  Flats  Canal,  Mich.,  operating  and 
care  of 

6t  Clair,  Madison  and  St  Louis  Belt  Rail- 
road Conipan}',  bridge  of,  across  Missis- 
sippi River  at  Alton,  111 

St  Clair  River,  Mich.,  Corsica  Shoal  in  lower 
end  of  Lake  Huron  near,  examination  of . . 

St  Clair  River,  Mich.,  removal  of  wrecks  in . 

St  Croix  Lake, 'Wis.,  near  Hudson,  exami- 
nation of 

St  Croix  River,  Me.,  improvement  of 

St  Croix  River,  Wis.  and  Minn.,  improve- 
ment of 

St.  Croix  River,  Wis.  and  Minn.,  survey  for 
reservoirs  at  sources  of 

St  Francis  Rivor,  Ark.,  improvement  of 

St  Francis  River.  Mo.,  improvement  of 

St  Jerome  Bay,  Md.,  examination  of 

St.  Johns  River,  Fla.,  improvement  of 

St  Johns  River,  Fla.,  upper  part  of,  south 
of  Lake  Monroe ;  and  from  Jacksonville  to 
Sanford.  examination  of 

St  Jones  River,  Del.,  improvement  of 

St  Joseph  Harbor,  Mich.,  improvement  of. . . 

St.  Joseph  River,  Mich.,  improvement  of 

St  Lawrence  River,  N.Y., shoal  between  Sis- 
ter Islands  and  Cross-over  Light  in,  im- 
provement of , 

St  Leonard  Creek,  Md.,  examination  of 

St  Louis  Bay  and  adjacent  waters.  Minn, 
and  Wis.,  establishment  of  harbor  lines  in . 

St  Louis  Bav,  Wis.,  and  Fond  dn  Lac,  Minn., 
St.  Louis  River  between  Grassy  Point  in, 
examination  and  survey  of 

St  Louis  Bay,  Wis.,  improvement  of , 

St  Louis  Harbor,  Mo.,  improveroent  of 

St  Louis  River,  Minn,  and  Wis.,  'between 
Fond  du  Lao  and  Grassy  Roint,  examina- 
tion and  survey  of 

St  Martinsville,  La.,  and  Port  Barro,  Bayou 
Teche  between,  examination  of , 

St  Marys  Falls  Canal  dry  dock,  Mich 

St  Marys  Falls  Canal,  Ikfich.,  occupancy  of 
and  ii\juries  to  public  works,  ot<>..,  at 

St  Marys  Falls  Canal,  Mich.,  operating  and 
care  of 

St.  Marys  River,  Mich.,  Hay  Lake  Channel, 
improvement  of 

St  Marvs  River,  Mich.,  improvement  of 

St  Paul,  Minn.,  bridge  of  city  of,  across 
Mississippi  River 

St  Paul,  Minn.,  gauging  Mississippi  River 
at  or  near 

Salamander  (schooner),  removal  of  wreck  of. 

Salem  Harbor,  Mnss.,  improvement  of 

Salem,  Mass.,  ^'orth  River  at^  examination 
of 


Salisbury,    Mass.,    bridge    across    Powow 

River  at 

Salkahatuhle  River,  S.  C,  improvement  of. 
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Samaroish,  Lake,  Wash.,  ship  canal  to  con- 
nect Paget  Sound  with^  examination  for.. 

San  Diego  Harbor,  Cal.,  improvement  of  ... 

San  Diego  Harbor,  Cal.,  occupancy  of  levee 
at 

San  Francisco  Harbor,  Cal.,  and  adjacent 
waters,  establishment  of  harbor  lines  in  . . 

San  Francisco  Harbor,  Cal.,  and  adjacent 
wat4ir8,  survey  of 

San  Francisco  Harbor,  Cal.,  construction  of 
casemates  at 

Sui  Francisco  Harbor,  Cal.,  defense  of 

San  Joaquin  River,  Cal..  improvement  of . . . 

San  Joaquin  Kiver,  Cal.,  investigation  of 
mining-d6bris  question 

San  Joaquin  River  Cal.,  mouth  of,  survey  of. 

San  Luis  Obispo  Harbor,  Cal.,  improvement 
of 

San  Pablo  Bay,  Cal.,  survey  of 

San  Pedro,  Wilmington  Harbor,  Cal.,  estab- 
lishment of  harbor  lines  at 

San  Rafael  Blver,  Cal.,  examination  ot 

San  Simeon  Bay,  Cal.,  examination  of 

Sand  Beach,  Lake  Huron,  Mich.,  harbor  of 
refuge  at 

Sandusky  City  Harbor,Ohio,lmprovementof . 

Sandusky  River,  Ohio,  improvement  of 

Sandy  Bay,  Cape  Ann,  Mass.,  harbor  of  re- 
fuge at 

Sanrord  and  Jacksonville,  Fla.,  St.  Johns 
River  between,  examination  of 

Santa  Cruz,  Cal.,  harborof  refuge  at,  exami- 
nation of 

Santee  River,  S.  C,  improvement  of 

Sapelo  and  Doboy,  Ga.,  inside  route  be- 
tween, examination  and  surAej'  of 

Saranac  River,  li^.  Y.,  inner  bay  near  mouth 
of,  at  Plattsbnrg,  examination  of 

Sarasota  Bay,  Fla.^mprovement  of 

Saratoga  Passage,  Wash.,  and  Padilla  Bay, 
water  way  through  Swinomish  Slough 
connecting,  examination  and  survey  of . . . . 

Saugatuck  Harbor,  Mich.,  Improvement  of . 

Saugatuck  River,  Conn.,  examination  of 

Saugerties  Harbor,  N.  Y.,  improvement  of. 

Savannali,  Ga.,  and  Femandina,  Fla.,  inside 
route  between,  examination  and  survey  of. 

Savannah  River  and  Harbor,  Ga.,  improve- 
ment of 

Savannah  River  and  Harbor,  Ga.,  removal 
of  wrecks  in 

Savannah  River,  Ga.,  below  Augusta,  bridge 
obstructing 

Savannah  River,  Ga.,  improvement  of 

Savannah  River,  near  Sister  Ferry,  Effing- 
ham County,  Ga.,  bridging 

Sayville,  N.  Y.,  Browns  Creek  at,  improve- 
ment of 

Schuylkill  River,  Pa.,  improvement  of 

Scltuate  Harbor,  Mass.,  improvement  of 

Sea  walls  and  embank  men  te  at  Davids  and 
Governors  islands,  New  York  Harbor 

Seattle  and  Northern  Railroad  Company, 
bridge  of,  obstructing  Swinomish  Slough, 
Wash 

Seattle,  Wash.,  bridging  Duwamlsh  River 
near 

Sebewaiug,  Mich.,  Sebewaing  River  below, 
examination  of 

Sebewaing  River,  Mich.,  below  Sebewaing, 
examination  of 

Seven  Devils  mining  district,  Idaho,  and 
Huntington  Bridge,  Upper  Snake  River 
between,  examination  and  survey  of 

SevienDle,  Tenn.,  Little  Pigeon  River  be- 
low, examination  of 

Shark  River,  N.  J.,  examination  of 

Shaw  Cove,  New  Loudon  Harbor,  Conn., 
examination  of 

Sheboygan  Harbor,  Wis.,  iraprovenieiit  of . . 

Sheepshead  Bay,  N.  Y.,  iniprovenieut  of 

Sherman,  Gen.  w.  T.  (schooner),  removal  of 
"wreck  of , 
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Ship  canal  connecting;  Lakes  Union,  Wash- 
ington, and  Samamish  with  Puget  Soand, 
"Wash., examination  for 

Ship  channel  between  Port  Townsend  Bay 
and  Oak  Bay,  Puget  Sound,  Wash.,  exam- 
ination for 

Ship  channel  in  connecting  waters  of  the 
Great  Lakes  between  Chicago,  Poluth, 
and  Buffalo,  examination  of 

Ship  channel  in  Galveston  Bay,  Tex.,  im- 
provemen  t  of 

Ship  Island  Harbor,  Miss.,  removal  of 
^BTreck  in  .....••••.•••••••••••••>••••-••••• 

Shoal  between  Sister  Islands  and  Cross- 
over Light,  St  Lawrence  River,  K.  Y., 
improvement  of 

Shoal  Harbor  and  Compton  Cieek,  N.  J.,  im- 
provement of 

Shoalwater  Bay,  Wash.,  examination  of 

Shreveport,  La.,  and  Jefferson,  Tex.,  Cy- 
press Bayou  and  the  lakes  between,  sur- 
vey of 

Shrewsbury  River,  N.  J.,  improvement  of. . . 

Sionx  City,  Iowa,  and  Fort  Benton,  Mont., 
Missouri  River  between,  examination  and 
survey  of 

Sioux  City,  Iowa,  and  Great  Falls,  Mont., 
Missonn  River  between,  improvement  of. 

Sister  Ferry,  Ga.,  bridging  Savannah  River 
near 

Sister  Islands  and  Crossover  Lieht,  K.  Y., 
shoal  in  St.  Lawrence  River  bclween,  im- 
provement of 

Sites  for  fortifications '. 

Siuslaw  River,  Oregon,  improvement  of  — 

Skagit  Bay,  Wash.,  and  Padilla  Bay,  water 
way  through  Swinomish  Slough  connect- 
ing, examination  and  survey  of 

Skagit  River,  Wash.,  examination  of 

Skagit  River,  Wash.,  improvement  of 

Skamokawa  River,  Wash.,  examination  of . . 

Sladesville,  N.  C,  to  Puneo  River,  water 
way  from,  examination  of. 

Smith  Creek,  Md.,  examination  of 

Smithland  Harbor,  Ky .,  examination  of 

Smyrna  River,  Del.,  improvement  of 

Smyrna  River,  Del.,  removal  of  wreck  in  . . . 

Snake  River  (Upper),  Idaho,  between  Hunt- 
ington Bridge  and  Seven  Devils  mining 
district,  examination  and  survey  of 

Snake  River.  Wash.,  improvement  of 

Snohomish  River,  Wash.,  examination  of. . . 

Snohomish  River,  Wash.,  improvement  of  . 

Snoqualmie  River,  Wash.,  improvement  of. 

Sopelo,  Ga.    {Se4  Sapelo.) 

South  Bend,  Wash.,  Shoalwater  Bay  and 
Willanah  River  at,  examination  and  sur- 


vey ot 

South  Bound  Railroad  Company,  bridge  of 
The,  across  Savannah  River,  Ga 

South  Dakota,  north  line  of  .and  month  of 
Big  Sionx  River,  Missouri  River  between, 
examination  and  survey  of 

South  Fork  of  Cumberland  River,  Sy.,  im- 
provement of 

South  Haven  Harbor,  Mich.,  improvement 
of.. 


South  Pass  of  Mississippi  River,  inspection 
of  improvement  of , 

South  liiver,  N.  J.,  improvement  of , 

Spokane  and  Paloune  Railway  Company, 
bridge  of,  across  Clearwater  River,  Idaho. 

Spottsville,  Ky.,  bridge  obstructing  Green 
River  at , 

Spuyten  Duyvil  CYeok,  N.  Y.,  bridge  ob- 
structing  

Squan  River,  N.  J.    (See  Manasquan  River.) 

8.1b.  Bickmoro  (schooner),  removal  of  wreck 
of. 


Stamford  Harbor,  Conn.,  examination  and 

survey  of 

^tiunford  Harbor^  Conn.,  improvement  of. . . 
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Starve  Goat  iBlaod,  K.  I.,  channel  between, 
and  mainland,  in  Narragansctt  Bay,  ex- 
amination of 

Staten  Island  and  New  Jersey,  channel  be- 
tween, improvement  of 

Staten  Island,  N.  Y.,  Princess  Bay,  exami- 
nation of 

Staunton  &vor,  Va.,  improvement  of 

Steele  Bayou,  Miss.,  improvement  of 

Stcilaqnamish  Kiver,  Wash.,  improvement 
of 

Stonin^n,  Conn.,  harbor  of  rofa^e  at 

Stony  Creek  River,  at  Stony  Ci'eek,  Conn., 
examination  of 

Strait  of  Karquincs,  Cal.,  sni'vey  of. 

Sttibbs  Feny,  Mont.,  canyon  next  below, 
and  Great  iFalls,  Missouri  River  between, 
examination  and  survey  of 

Sturgeon  Bay  Canal,  Wis.,  harbor  of  refuge 
at  entrance  of 

Sucarnochoe  River,  Ala.,  examination  of 

Sudduth  Bluff,  Tex.,  and  Sabine  Lake,  Sa- 
bine River  between,  examination  of. 

Suiauu  Bay,  Cal.,  survey  of 

Sullivan  Palls,  Hancock  County,  Me.,  exam- 
ination of 

Sumpawanus  Inlet,  N.  Y.,  improvement  of. 

Superior  Bay  and  adjacent  waters,  Minn, 
and  Wis.,  establishment  of  harbor  lines  in. 

Superior  Bay,  Wis.,  improvement  of 

Superior,  Lake,  purchase  of  canals  connect- 
ing Portage  Lake,  Mich.,  with , 

Siiperior,  Wis.,  Allouez  Bay  and  Nomadji 
River  at,  examination  of 

Superior,  Wis.,  Minnesota  Point  at^  im- 
provement of 

Supervision  of  the  harbor  of  Now  York 

Survey  of  northern  and  northwestern  lakes. 

Surveys  and  examinations 

Surveys,  examinations,  and  cx>ntingencies 
of  nvers  and  harbors,  estimates  Inr 

Surveys  in  military  departments,  estimates 
for 

Susquehanna  River  above  and  below  Havre 
de  Grace,  Md..  improvement  of 

Snsqtiohanna  River  above  Havre  do  Grace, 
Md.,  examination  and  survey  of 

Susquehanna  River,  West  Branch  of.  Pa., 
examination  of 

Suwanee  River,  Fla.,  improvement  of 

Swan  Island,  Oregon,  Willamette  River  on 
west  side  of,  examination  of 

Swansboro  and  New  River,  N.  C.,  water  way 
between,  improvement  of 

Swinomish  Slough,  Wash.,  bridge  obstruct- 
ing   

Swinomish  Slough,  Wash.,  examination  and 
survey  of 

Sylvia  de  Grasse  (ship),  removal  of  wreck  of. 

T. 

Taooma,  Olympia  and  Grays  Harbor  Rail- 
road Company,  bridges  of;  across  Chehalis 
and  Johns  rivers,  Wash 

Tallahatchee  Pjver,  Miss.,  improvement  of. 

Tallapoosa  Rivtr,  Ala.,  improvement  of 

Tamj)a  Bay,  Fla..  improvcmeut  of 

Tangier  Harbor,  Va.,  examination  of 

Tar  River,  N.  C,  improvement  of 

Taunton  River.  Mass.,  imi)rovenient  of 

Taylorsville,  Oliio,  bridge  obstructing  Mus- 
kineum  River  at 

Tcheumcte  River,  La.  (See  Chcfuucte 
River.) 

Tchula  Lake,  Miss.,  improvement  of 

Teche,  Bayou,  La.,  between  St.  Martinsville 
and  Port  Barre,  examination  of 

Teche,  Bayou,  La.,  improvement  of 

Tennessee  River : 

Bridge  at  Florence,  Ala.,  obstructing . . . 
Improvement  of 
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Tennessee  Hirer— Continued. 

ImproTement  of,  above  Chattanooga, 

1  enn 

Improvement  of,  below  Bee  Tree  Shoals, 

Ala 

Improvement  of,  below  Chattanooga, 

Tenn 

Improvement  of,  between  Clmttanooga, 

Tenn .,  and  foot  of  Bee  Tree  Shoals,  Ala. 

Operating  and  care  of  Hnscle  Shoals 

Canal 

Tensas  River,  La.,  improvement  of 

Terre  Haute,  ind.,  ana  La  Fayette,  Wabash 

River  between,  examination  of 

Tenrebonne,  Bavou,  La.,  and  Bayou  BIaok« 

examination  ror  connection  between 

Terrebonne,  Bayou,  La.,  between  Houma 

and  Thibodeauz,  examination  of 

Terrebonne,  Bayou,  La.,  improvement  of . . . 
Texas  and  Pacific  Railway  Company,  bridge 

of,  obstructinfi:  Bayou  Plaquemine,  La 

Thames  River,  Conn.,  improvement  of 

The  Board  of  Enpneers 

The  South  Bound  Railrbad  Company,  bridge 

of,  across  Savannah  River,  6a 

The  Upper  Bridge  Company,  bridge  of, 

across  Mononganela  River,  Pa 

Thibodeaux,  La.,  and  Houma,  Bayou  Terre- 
bonne between,  examination  ot 

Thoroughfare  from  Cape  May  to  Great  Bay 
north  of  Atlantic  City,  K.  J.,  examination 

of 

Thunder  Bay  Harbor,  Mich.,  improvement 

of 

Thunder  Bay  River,  Mich.,  improvement  of. 
Tickfaw  River,  La.,  and  its  triDutaries,  im- 

provementof 

Ticonderoga River,  ^.  Y.',  improvement  of.. 

Tigre,  Bayou,  La.,  examination  of 

Tifiamoolc  Bay  and  Bar,  Oregon,  examina- 
tion and  survey  of 

Tillamook  Bay  and  Bar,  Oregon,  improve- 
ment of 

Tionesta  Creek,  Pa.,  between  Tionesta  and 

Ball  town,  examination  of 

Tionesta,  Pa.,  and  Balltown,  Tionesta  Creek 

between,  examination  of 

Titu8\ille  and  Jupiter  Inlet,  Fla.,  Indian 

River  between,  examination  of 

Toledo  Harbor,  Ohio,  improvement  of 

Tombigbce  River,  improvement  of: 

Below  Bemopolis,  Ala 

Below  Vienna,  Ala 

Between  Bemopolis,  Ala.,  and  Columbus, 

Miss : 

Between  Fulton,  Miss.,  and  Vienna,  Ala. 
Between  VTalker  Bridge  and  Fulton, 

Miss 

Toms  River.  N.  J.,  examination  and  survey 

of 

Tonawanda  Harbor,  N.  Y.,  inrproveraent  of. 
Tonfue  River,  Mont.,  near  Miles  City,  ex- 
amination of 

Tongue  River,  Mont.,  Yellowstone  River 

below  mouth  of,  examination  of 

Torpedo  experiments 

Torpedoes  lor  harbor  defense 

Totien  Bay,  Devil  Lake,  N.  Dak.,  examina- 
tion of 

Town  River,  Mass.,  examination  and  sur- 
vey of. 

Traaewater  River,  Ky.,  impi;pvement  of 

Tremble,  M.  £.  (sonooner) ,  removal  of  wreck 

of 

Trent  River,  N.  C,  improvement  of ., 

Trinity  River,  Tex.,  below  Dallas,  examina- 
tion of 

Trinity  River,  Tex.,  improvement  of , 

Trout  Creek,  Fla.,  bridge  obstructing 

Tug  Fork,  Big  Sandy  River,  91  and  U5i  miles 

above  Catiettrtburg,  Ky.,  bridging 

Tug  Fork,  Big  Sandy  River,  W.  Va.  and  Ky., 
improvement  of 
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Toxnwator,  "Wash.,  Olympia  Harbor  to,  ex 
amination  and  Rurvey  of i    411 

Tomer  Croek,  Md.,  exnmination  and  sur- 
vey of —  -  -  - 

TaAcaloosa  and  Daniels  Creek,  AU.,  Black 
Warrior  River  between,  improvement  of. .     215 

Two  Rivera  Harbor,  Wia.,  improrement  of. .     322 


V. 

Umpqua  RiverjOregon.  improvement  of 

Union,  Lake,  Waab.,  suip  canal  to  connect 

Pnget  Sonnd  with,  examination  for 

United  States  Engineer  School 

Upper  Bridge  (^mpany,  briQge  of  The, 

across  Monongahela  River,  Pa 

Upper  Columbia  River,  Oregon  and  Wash., 

Improvement  of 

Upper  Falls,  La.,  bridging  Red  River  at — 
Upper  Macbodoo  Creek,  Va.,  examination  of. 
Upper  Mississippi  River,  operating  snag 

Doats 


J  and  dreage  boats  on 

Upper  Snake  River,  Idaho,  between  Hunt- 
ington Bridge  and  Seven  Devils  mining 
district,  examination  and  survey  of 

Urbtma  Creek,  Va.,  iniprovement  of 

Use  of  public  works  by  corporations  or  indi- 
viduals   


Yaoherie,  La.,  etc.,  and  Lake  desAUemands, 
bayous  Chevreuil  and  Tim  between 

Vallette  Dry  Dock,  removal  of  wreck  of  — 

Van  Bnren,  Mo.,  Current  River  below,  ex- 
amination of 

Yanoouver,  Wash.,  and  mouth  of  Willa- 
mette River,  Oregon,  Columbia  River  be- 
tween, examination  and  survey  of 

Yanoouver,  Wash.,  bridging  Columbia 
River  near 

Yermillion,  Bayou,  bay  and  passes,  La.,  ex- 
amination 01. 

Vermillion  Harbor,  Ohio,  improvement  of. . . 

Yidal,  Bayou,  La.,  improvement  of 

Vienna,  Ala.,  and  Fulton,  Miss.,  Tombig- 
bee  River  between,  improvement  of 

Vienna,  Ala.,  Tombigbee  River  below,  im- 
provement of 

Vmoennea,  Ind.,  Wabash  River  above,  im- 

grovement  of 
icenne8,Ind.,  Wabash  River  below,  im- 
provement of 

Vmeyard  Haven  Harbor,  Mass.,  improve- 
ment of 

Volusia  Bar,  Fla.,  improvement  of 
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cennes,  improvement  of. 297 

Wabash  River,  Ind.  and  HI.,  below  Vin- 

cennes,  Improvement  of 297 

Wabash  River,  Ind.  and  HI.,  improvemen  t  of.     297 
VTabash  River,  Ind.,  between  Terre  Haute 

and  Lafayette,  examination  of 298 

Wacoamaw  River,  to  Wacoamaw  Lake,  N. 

C.  and  S.  C,  improvement  of 170 

Waco,  Tex.,  Brazos  River  below,  examina- 
tion of I    235 

Walker  Bridge  and  Fulton,  Miss.,  Tombig-  i 

bee  River  between,  improvement  of  —  .* .     213 
Wappinger  Creek,  N.  Y.,  improvement  of . . .  |      84    885 

Wappoo  Cat,  8.  C,  improvement  of i    176 

War  maps,  estimated  lor  publication  of 450 

Wareham  Harbor,  Mass.,  improvement  of . .       50    701 

Warrior  River,  Ala.,  improvement  of. |    212 

Warsaw.  HI.,  Mississippi  River  at,  examina- 1 
tion  of 264 


Warwick  River,  Md.,  examination  and  sur- 
vey of 

Wasnington  Aqueduct,  maintenance  and 
repair  of 
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'WaabinRton  Bayou,  Miss.,  improvoment  of. . 
Waahinffton,  I).  C. : 

Construction  of  casemates  at 

Def6QB6  of 

Ezamination  and  survey  of  Potomac 

River  below 

Improrement  and  care  of  public  build- 
ings and  grounds 

Improrement  of  Potomac  River  at 

Increasing  water  8upi)ly  of 

Maintenance  and  repair  of  Washington 

Aqueduct 

Maintenance  of  Washington  Monument 

Water  supply  of 

Washington  Harbor,  Pamlico  River,  X.  C, 

examination  of 

Washington,  Lake,  Wash.,  ship  canal  to 
connect  Puget  Sound  with,  examination 

for 

Washington  Monument,  Washington,  D.  C, 

maintenance  of 

Watch  Hill  Cove,  Little  Narragansett  Bay, 

R.  I.,  examination  of 

Watergaugee  on  Columbia  River,  Oregon 

and  Wash 

Water  gauges  on  Mississippi  River  and  its 

principal  tributaries 

w  ater  gauges  on  Mississippi  River  at  or 

near ^t.  Paul,  Minn 

Water  supplv.  District  of  Columbia 

Water  supply  of  Washington,  D.  C,  in- 
creasing...  

Waterea  Kiver,  S.  C,  between  Camdon  and 
Falls  of  the  Catawba,  and  bend  about  4 

miles  below  Camden,  examination  of.  ^ 

Wateree  River,  S.  C,  improvement  of 

Watervilleto  Auffusta,  Me.,  Kennebec  River 

from,  examination  and  survey  of 

Waterways: 

Between  Beaufort  Harbor  and  Kew 

River,  N.  C,  improvement  of .  .*. 

Between  Cape  May  and  Great  Bay  north 

of  Atlantic  City,  N.  J.,  examination  of. 

Between  Chincotoagne   Bay,  Va.,  and 

Delaware  Bav,  at  or  near  Lewes,  Del., 

improvement  of 

Between  Doboy  and  Sapelo,  Ga.,  ex- 
amination and  survey  of 

Between  Jamaica  Bay  and  Long  Beach 
Inlet,  N.  Y.,  examination  and  survey  of 
Between  Jefferson,  Tex.,  and  Shreveport, 
La.,  and  Cypress  B^on,  survey  of. . 
Between  Lynn  Haven  Bay  and  Eastern 
Branch  of  Elizabeth  Itiver,  Ta.,  ex- 
amination of 

Between  Kew  Berne  and  Beaufort,  K. 

C,  improvement  of 

Between  ifew  River  and  Swansboro,  N. 

C,  improvement  of 

Between  Norfolk  Harbor,  Va.,  and  Al- 
bemarle Sound,  X.  C,  improvement  of. 
Between  Pamlico  River  and  Bay  River, 

N.  C.,  examination  of 

Between  Port  Townsend  Bay  and  Oak 
Bay,  Puget  Sound,  Wash.,  examina- 
tion for 

Between  Pungo  River  and  SUdearille, 

N.  C,  examination  of...- 

Between  Savannah,  Ga.,  and  Fernan- 

dina,  Fla.,  examination  and  survey  of. 

Connecting  Lakes  Union,  Washington, 

and   Samamish  with  Puget  Sound, 

Wash.,  examination  for 

In  connecting  waters  of  the  Great 
Lakes,  between  Chicago,  Dnlnth,  and 
lOf. 
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"West  Galveston  Bay.  Tex.,  flpom  Cbristlaiis 
Point.,  for  reopening  channel  through 
West  Bay,  examination  and  snrrey  of — 

West  Liberty,  Ky.,  and  Parmer,  Licking 
River  between,  improvement  of 

West  Nock  River,  Va^,  examination  of 

West  Point,  Ga.,  and  Franklin,  Ala.,  Chat- 
tahoochee River  between,  examination  of. 

Westchester  Creek,  N.  Y.,  examination 
and  survey  of 

Western  branch  of  Elizabeth  River,  Ya., 
examination  of. 

Weston,  Mo.,  Missouri  River  at,  examina- 
tion of 

Wostport  Harbor,  Mass.,  improvement  of  . . 

Wetumpka,  Ala..  Alabama  River  up  to,  ex* 
amination  of 

Wetumpka,  Ala.,  and  East  Tennessee,  Vir- 
ginia and  Georg^ia  Railroad  bridge,  Coosa 
Klver  between,  improvement  of 

WeyboBset  (schooner),  removal  of  wreck  of. 

Weymouth  Back  River,  Mass.,  examination 
and  survey  of .*. 

Weymouth  Kiver,  Mass.,  improvement  of . . 

White  Oak  Biver,  N.  C,  between  Roberts 
Landing  and  Collins  Crossing,  examina- 
tion of 

White  River,  Ark.,  improvement  of 

White  River,  Ark.  (Lower) ,  examination  and 
survey  of 

White  River  Harbor,  Mich.,  improvement  of. 

White  River,  Ind.,  improvement  of 

Whitehonse,  Joeiah  (schooner),  removal  of 
wreck  of 

Wicomico  (Great)  River,  Va.,  examination  of . 

Wicomico  River,  Md.,  improvement  of 

Wicomico  River.  Newport  Creek  at  head  of, 
Md.,  examination  of «. 

Willamette  River,  Oregon : 

Examination  and  survey  of,  at  CHaoka- 
mas  Rapids,  Rosa  Island,  and   Cor- 

valli8..:..7! 

Examination  and  survey  of,  below  Port- 
land   

Examination  and  survey  of  Columbia 
River  between  Vancouver,  Wash., 

and  mouth  of 

Examination  of  on  west  side  of  Swan 

Island 

Improvement  of,  above  Portland 

Improvement  of,  below  Portland 

WUlapah  River,  Wash.,  below  Woodward 
Landing,  examination  and  survey  of  . . . . . 

Willets  Point,  N.Y.,  post  of 

Willow  River,  Wis.,  near  Hudson,  examina- 
tion of 

Willow  Slough,  ni.,  reopening 

WHlsboro,  N.  Y.,  BoquetRiverDelow,  exam- 
ination of 

Wilmington  Harbor,  Cal.,  establishment  of 
harbor  lines  at  San  Pedro 

Wilmington  Harbor,  Cal.,  improvement  of . . 

Wilmington  Harbor,  Del.,  improvement  of . . 

Wilmington  Harbor,  Del.,  survey  for  im- 
provement of 

Wilmington,  N.  C,  Capo  Pear  River  above, 
improvement  of 

Wilmington,  N.  C,  Cape  Fear  River  at  and 
below,  improvement  of 

Wilson  Creek,  Va.,  and  Greenbrier  River, 
W.  Va.,  New  River  between  mouths  of, 
improvement  of 

Wilson  Harbor  N.  T.,  improvement  of 

Wilson  Point  Harbor,  Conn .,  improvement  of. 

Winfield,  Richard  M.,  et  erf.,  bridge  of,  in 
Barnstable,  Mass i 

Winona  and  Southwestern  Railway  Com- 
pany, bridge  of,  across  Mississippi  River 
at  Wiiionn,  Minn 

Winona,  Minn.,  bridge  of  city  of,  across 
Mississinpi  River 

Winona,  Minn.f  bridging  Mississippi  River 
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"WinthropHarbor,  Mass.,  improvement  of. . . 

Winyaw  Bav,  S.  C,  improvement  of 

WiBconsin  lliver,  Wis.,  improvement  of 

Wisconsin  Kiver,  Wis.,  survey  for  reser- 
voirs at  sources  of 

Withlacnocliee  River,  Fla.,  improvement  of. 

Woods  LancUng.  Oregon,  and  Astoria,  Co- 
lumbia Biver  between,  examination  for 


Woodward    Landing,     Wash.,     Willapah 

River  below,  examination  and  survey  of.. 

Works,  occupanc}'-  of  and  li\jnry  to  public, 

by  corporatioiVB  or  individuals 

Wrecks,  removal  of 

At  Elizabethport,  N.  J.,  near  entrance 
to  Arthur  KiU 

At  Pollock  Rip  Shoals,  Mass 

In  Bamegat  Inlet,  N.  J 

In  Choaapeake  Bay , 

In  Columbia  River  near  Astoria,  Oregon . 

In  Delaware  Bay 

In  Delaware  Bay  and  River 

In  Hyannis  Hnroor,  Mass 

In  Jackson  Creek,  Chester  River,  Md  . . 

In  Kew  Orleans  Harbor,  La 

In  New  York  Harbor,  N.  Y 

In  Ogeechec  River,  Ga 

In  Pamlico  River,  N.  C,  opposite  Swan 

Point ,.\7..: 

In  Pleasan  t  River,  Me , 

In  Portland  Harbor,  Me 

In  Rancocas  Rivor,  N.  J 

InRariton  Bny,N.J 

In  St  Chiir  River,  Mich 

In  Savannah  River  and  Harbor,  Ga 

In  Ship  Island  Harbor,  Miss 

In  Smyrna  River,  Del , 

In  South  Channel  across  bar,  Charleston 
Harbor,  S.C : 

Near  Gay  Head  Li^ht 

Near  Handkerchief  Light-ship 

Wrlghtsville  and  Tennille  rTenn^lle)  Rail- 
road Company,  bridge  of,  across  Oconee 

River,  Ga.,... 

Wyandotte  County,  Kans.,  bridging  Mis- 
■oori  River  at 


Yadkin  River,  N.  C,  improvement  of 

Yamhill  River,  Oregon,  below  MoMinnville, 
examination  and  survey  of. 

Yaqnina  Bay,  Oregon,  improvement  of 

Yasoo  River,  Miss.,  improvement  of , 

Yellow  Banks,  Chippewa  River,  Wis.,  im- 
provementof :. 

Yellow  River,  Ga.,  from  bridge  near  Cov- 
ington toOcmulgee  River,  examination  of 

YelJowBtone  National  Park,  construction 
and  improvement  of  roads  and  bridges  in . . 

Yellowstone  River,  Mont  and  N.  Dak.,  im- 
provement of 

Yellowstone  River,  Mont.,  below  mouth  of 
Tongiie  River,  examination  of 

York  Harbor,  Me.,  improvement  of 

York  River,  Va.,  improvement  of 

Youghiogheny  River,  Pa.,  at  McKeesport, 
bridgine 

Youngs  Hay,  Oregon,  channel  in,  examina- 
tion of 

Youngs  River,  Wash,,  improvement  of 

Yuma,  Aris.,  and  Eldorado  Cafion,  Colora- 
do River  between,  examination  of 


imesville,  Ohio,  bridge obstmcting canal  of 
Muskingum  River  at  foot  of  Mate  street. . 
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